	Standard or    

Rule Cited
	                      CB & I Water, Inc.

       October 21, 2003 Fatality Inspection

               5 Year Citation History

                         Description
	Inspection # and Date
	Type of Violation

	19260451 (b) (1)

19260451 (b) (2)

19260451 (b) (3)

19260501 (b) (1)
	                    Sioux Falls, ND

Platform not fully planked

Platform not at least 18 inches wide

Platform more than 14 inches away from work 

Unprotected sides and edges
	300239001

05/19/1999
	Serious

Serious

Serious

Serious

	
	
	
	

	19260350 (j)

19260502 (I) (3)

19261051 (a)
	                     Pickerington, OH        

Not complying with the welding and cutting ANSI

Cover not secured down

Lack of proper access
	112538947

7/18/2000
	Serious

Serious

Serious

	
	
	
	

	19260350 (a) (9)

19260451 (e) (1)

19261051 (a)

19260105 (a)

19260451 (b) (1) (I)
	                    Grand Forks, ND

Cylinders not secured upright

Lack of proper access to a scaffold

Lack of proper access

Lack of safety nets

Spaces between scaffold planks
	3002430111

7/27/2000
	Ots

Serious

Serious

Serious

Willful

	
	
	
	

	19260105 (a)


	                    Fayetteville, GA

Lack of safety nets
	303934194

7/9/2001
	Serious

	
	
	
	

	408.14911 (c) 

408.41015 (a) (2)

408.41020 (a) (5)

408.41020 (a) (7)

408.41024 (a) (1)

408.41113 (1) 

408.41122 (7)

408.41124 (5)

408.41217 (1)

408.41217 (7)

408.41217 (15)

408.41254 (3)

1926.501 (b) (4)

1926.502 (d) (7)

1926.502 (d) (15)

408.40723 (1)

408.41025 (a) (5)

408.41130 (4)

408.41210 (15)


	                    Delta Twp., MI

Sling legs kinked

Work platform requirements

Drum hoist not anchored

Running line for hoist to foot block not guarded

Swing radius not guarded

Ladder at break in elevation 

Location of ladder prevent bumping, snagging

Ladder not three feet above landing

Scaffold Platforms

Planking not secured

Distance from work to platform more than 18inch

Bracket more than 8 feet apart

Unprotected holes

Bi- directional device on lifeline

Anchorages for fall protection not independent

Cylinder not restrained

Broken upper window in crane

Improper storage of Ladder

Ladder used on scaffold to increased height
	127110591

11/20/2001
	Serious

Serious

Serious

Serious 

Serious 

Serious

Serious

Serious

Serious

Serious

Serious

Serious

Serious

Serious

Serious

Ots

Ots

Ots

Ots

	
	
	
	

	19260550 (b) (2)
	                    Mason, OH

Inspections, construction, maintenance ANSI B30.5
	305900615

10/10/2002
	Serious

	
	
	
	

	
	
	
	

	
	
	
	


	Standard or    

Rule Cited


	                              Description 
	Inspection # and Date
	Type of Violation

	19260451 (b) (1)

19261053 (a) (22)

19260502 (d) (9)

19260502 (d) (11)

19260502 (d) (6)

19260550 (a) (1)

19260550 (g) (5)
	                    Kidder Twp., PA

Scaffold platform fully planked

Ladder safety device and systems

Lanyards 5000 pound strength

Lifelines protected from being cut

Locking type snaphooks

Comply with manufacture specs/ limitations

Trial lift of work platform
	305248858

09/23/2002
	Serious

Serious

Serious

Serious

Serious

Serious

Ots

	
	
	
	

	5A0001

19260021 (b) (2)

19260104 (b)

19260550 (b) (2)

19261053 (a) (13)

19261053 (b) (1)
	                     Frisco, TX

General Duty

Instruct in recognition/avoidance of hazards APP

Life line secured and of proper strength

Positive jib stops 

Ladder rung clearances

Ladder not 3 ft. above
	305463655

11/27/2002
	Serious

Serious

Serious

Serious

Serious

Serious

	
	
	
	

	19260020 (b) (2)

1926.1051 (b)
	                    Smithton, IL

Inspection by competent person APP

Ladder and stairway fall protection systems
	303817431
12/26/2002
	Serious

Serious

	
	
	
	

	19260.501 (b) (1)

408.43209 (8)
	                     Fenton, MI

Fall Protection Unprotected Sides and Edges

Aerial Lift Guardrails supporting material, Employee, or other work platform
	304904980

6/20/2003
	Serious

Serious


The Majority of these inspections were not conducted in Michigan, with the exception of inspection #304904980 and #127110591.

Three of these inspections were conducted as a result of a fatal accident; they are inspection # 303827431, 303934194 and Inspection # 305463655 and are highlighted in blue.

The current MIOSHA case is the third fatality CB&I has had nation wide in an 11 month period.  Another fall fatality took place in Smithton, Illinois, 12-24-02, and another in Frisco, Texas on 11-26-02.
