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locations where sites for sr>und beds or magnesium anodes are required 

and the COMPANY will obtain suc h easements or other property rights as 

may be necessary and as near as is practicable t o the locations recom-­

mended by the CONTRACTOR. The CONTRACTOR will also inform the COMPANY 

ot the nane and address of the appropriate power company to whom a 

request for installation of AC service to supply rectifiers should be 

directed and the COK>ANY will be responsible for obtaining such ser vice. 

6. Without restricting the generality of the foregoing, 

it is agreed that for the complete installation including preliminary 

engineering and design vork the CONTRACTOR will furnish the naterials 

and perform the services hereinafter enumerated for each base bed 

inst alled, namel71 

A. Base Bed consisting of:-· 

(a) Pole yd Rectifier, 

(1) A 30-foot creosoted base utility pole , vi.th associated 

pole hardware, conduit and fittings will be f urnished 

and installed. 

(2) A 24 volt 10 ampere Good-All totally oil-immersed 

rectifier will be furnished and mounted on a concrete 

pad. 

(3) A weatherproof AC l ine switch will be furnished end 

installed. 

(4) AC wiring in conduit from switch to top bracket vill be 

f:'..!"7l1 shed and installed. The top bracket and AC 

wiring to top bracket will be furnished and installed 

by the COM>ANY or by a power o:>mpany at its request. It 


