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ABRASIVE WHEELS

For
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Note:  This handout is not inclusive of all standard rule

requirements that apply to rule requirements for Abrasive Wheels.
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Abrasive Wheels

Abrasive wheels generally

Rule 1960.

(1)
Except for the following operations or tools, an abrasive wheel shall be provided with a guard which shall cover the spindle end, nut, and flange projections as well as the periphery:

(a)
Internal grinding while within the work being ground.

(b)
Mounted wheels that are not more than 2 inches in diameter.

(c) 
A cup wheel operated at less than 500 revolutions per minute.

(d)
A tuck point grinder wheel.  Such wheel shall be guarded as shown in figure 1.

(e)
Masonry or concrete saws.  Such saws may have the spindle end nut and flange guarded as shown in figure 2 or 3.

(2)
An abrasive wheel shall not be run at a speed which is greater than the rated speed on the wheel.

(3)
A cracked or broken abrasive wheel shall not be used.

(4)
Eye protection shall be provided to, and used by, each employee operating an abrasive wheel.  Eye protection shall comply with the provisions of construction safety standard, Part 6, Personal Protective Equipment, being R 408,40601 et seq. of the Michigan Administrative Code.

(5)
Figures (1), (2), and (3) read as follows:
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An abrasive wheel used on a grinder shall be mounted, guarded, and used as prescribed in the General Industry Safety Standard, Part 1A.  Abrasive Wheels, being R 408.10101 et seq. of the Michigan Administrative Code.  This standard may be purchased from the Department of Licensing and Regulatory Affairs, Standards Section, 7150 Harris Drive, P.O. Box 30643, Lansing, Michigan 48909-8143. 

Grinders

1.
Wheel Guard—safety guards must cover the spindle end, nut and flange projections.  The exposed area of the grinding wheel and sides for the safety guards should not exceed more than ¼ of the entire wheel.

When measuring the guard opening, the visors or other accessory equipment is not included as a part of the guard unless this accessory equipment is as strong as the guard.

2.
Work or Tool Rests—These rests must be of strong construction and designed to be adjustable to compensate for wheel wear.  Work rests must be closely adjusted to the wheel, with a maximum clearance of 1/8 inch, to prevent the work from becoming jammed between the wheel and the work rest.

3.
Exposure Adjustment or Tongue Guards—This safety guard must be constructed so that the tongue guard can be adjusted to the constantly decreasing diameter of the wheel.  The distance between the tongue guard and the wheel must never be more than ¼ inch.

4.
Goggles or a Face Shield—These must be worn by the operator.










FREE ONSITE CONSULTATION SERVICE FOR EMPLOYERS

To help employers better understand and voluntarily comply with the MIOSHA Act, free Onsite Consultation programs are available to help small employers identify and correct potential safety and health hazards.  


Michigan Occupational Safety & Health Administration

Consultation Education & Training Division

7150 Harris Drive, P.O. Box 30643

Lansing, Michigan 48909-8143

For further information or to request consultation, education and training services 

call (517) 322-1809

or

visit our website at www.michigan.gov/miosha

www.michigan.gov/lara 
LARA is an equal opportunity employer/program.
Auxiliary aids, services and other reasonable accommodations are available upon 
request to individuals with disabilities.

	
This document is available upon request in alternative accessible formats

to individuals with disabilities.  For further information call:

Voice (517) 322-1809,   TTY (517) 335-0191
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