	SUBJECT:  Hazard Communication


	TOPIC:  Piping Identification


	QUESTION:  What information and requirements is there for minimum distance apart for identification on chemical piping?

	ANSWER:  Under Act 154, Section 14c, pipes or piping systems in a workplace that contain a hazardous chemical shall be identified to an employee by label or by a sign, placard, written operating instructions, process sheet, batch ticket, or a substance identification system that conveys the same information required to be displayed on a label as stated in 1910.1200.

Neither the Standard or Act 154 state any distance for labels, only that your employees need to be able to identify the piping. 

	APPLICABLE CONSTRUCTION SAFETY STANDARD/RULE:  Part 42. Hazard Communication, 1910.1200(f), MIOSHA Act 154, Section 14c



	APPLICABLE GENERAL INDUSTRY SAFETY STANDARD/RULE:  Part 92. Hazard Communication, 1910.1200(f), MIOSHA Act 154, Section 14c



	APPLICABLE OCCUPATIONAL HEALTH STANDARD/RULE:  Part 430. Hazard Communication, 1910.1200(f), MIOSHA Act 154, Section 14c



	ADDITIONAL RESOURCES:  MIOSHA Agency Instruction  STD 04-1 “Application of the Hazard Communication Standard (HCS),”  Right to Know Hazard Communication Compliance Guide (SP #22)
For complimentary MIOSHA consultation please contact our office at (517) 322-1809 or submit a Request for Consultative Assistance (RCA).
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