STAMP OUT AMPUTATIONS

 Employee Quiz 

   True or False

	 (1)
A point of operation guard must prevent employee exposure to the point of operation during the hazardous portion of the machine cycle.
	T
	
	F

	 (2)
The point of operation is a point on a machine where work is performed.
	T
	
	F

	 (3)
A hazard is an unsafe condition or procedure that could result in an injury.
	T
	
	F

	 (4)
The employee should not report a recognized hazard to their supervisor.
	T
	
	F

	 (5)
An employee can chose whether or not to use personal protective equipment.
	T
	
	F

	 (6)
When a guard or other safety device is removed because it gets in the way on some jobs, you don’t have to replace it until you know the boss is coming.
	T
	
	F

	 (7)
Lockout is only required by maintenance workers.
	T
	
	F

	 (8)
Lockout is not required when removing a guard for a short period of time.
	T
	
	F

	 (9)
According to MIOSHA standard, a power press requires a point of operation guard or device for all production operations
	T
	
	F

	(10)
When using a vertical band saw, a sliding blade guard shall be adjusted to within 1/4-inch of the work piece.
	T
	
	F


Multiple Choice

11. Pinch point is an area at which:

a. It is possible to be caught between the moving parts of a machine.

b. An area at which it is possible to be caught between the moving and stationary parts of a machine.

c. An area at which it is possible to be caught between material and any part of a machine.

d. All of the above.

12. An employee shall not operate a machine or equipment until:

a. Trained in the operating procedures.

b. Trained in the hazards and safeguards.

c. Assigned to do so by the employer.

d. All the above.

13.  Lockout:

a. Is the control of energy sources during servicing and/or maintenance of machinery and equipment.

b. Only applies to electrical and mechanical power sources.

c. Should only be performed by authorized personnel 

d. A and C.

14.  Machine controls:

a. Shall be equipped with a on / off switch.

b. Start controls shall be guarded to prevent accidental activation.

c. Shall be equipped with a stop device within reach of the operator station

d. All of the above. 

15.  Power transmission parts must be guarded:

a. Except the backside are allowed to be opened.

b. When within employee contact or 7 feet or less from the floor or platform

c. With the exception of gears, sprockets and chain drives

d. All of the above.

	
	True and False Answers

	1.
	True
	A point of operation guard or device shall be designed and constructed, to prevent the machine operator exposed to the hazard from having any part of his or her body in the hazardous area during the operating cycle. R. 408.10034(3)

	2.
	True
	The definition of “point of operation” states it means the point on a machine where work is being preformed. R. 408.1004(3)

	3.
	True
	The definition of a “hazard” means an unsafe condition or procedure which could result in an injury. R. 401.1003(7)

	4.
	False
	The employee shall report to the supervisor any recognized hazard. R. 401.1012(b)

	5.
	False
	An employee shall use all of the personal protective equipment provided by the employer. R 401.13310(2)

	6.
	False
	An employee shall not remove a guard or other safety device except for authorized servicing purposes. The guard or other safety device shall be replaced or equivalent guarding provided before the machine or equipment is returned to normal operation. R. 401.10012(d)

	7.
	False
	Lockout applies to all employees in, on, or around machines, equipment, or a process during repair, maintenance, and associated activities from injury due to unexpected/unintended motion or start-up. R. 408.18501(1)

	8.
	False
	The employer shall establish a program consisting of energy control procedures, employee training to ensure that before any employee performs any servicing or maintenance on a machine or equipment where the unexpected energizing, start up or release of stored energy could cause injury, the machine or equipment shall be isolated from the energy source, and rendered inoperative. R. 1910.147(c)(1)

	9.
	True
	An employer shall provide and insure the usage of point of operation guards or devices on every production job. R. 408.12461 (1)

	10.
	True
	The sliding blade guard shall be kept to within ¼ inch of the work piece. R. 408.12732(4)

	
	Multiple Choice Answers

	11.
	“D”
	All of the above. The definition of Pinch Point means a point at which it is possible to be caught between the moving parts of a machine, or between the moving and stationary parts of a machine or between material and any part of a machine. R. 408.10004(2)

	12.
	“D”
	All the above. The employer shall provide training to each newly assigned employee regarding the operating procedures, hazards, and safeguards of the job. R. 408.10011(A)

	13.
	“D”
	Lockout is “The placement of a lockout device on any energy isolating device, in accordance with an established procedure, ensuring that the energy isolating device and the equipment being controlled cannot be operated until the lockout device is removed.” Authorized” A person who locks out a machine or equipment in order to perform service or maintenance on machine or equipment. R. 1910.147 (C) and R.1910.147 (B) under definition of “Authorized employee.”

	14.
	”D”
	All the above.  Powered electrical equipment shall have an on-off switch.  An actuating machine control for a powered machine shall be to prevent accidental actuation. R. 408.10033. (1)(2)(4)

	15.
	“B”
	Power transmission, which is 7 feet or less above the floor or platform and which is exposed to contact shall be guarded. R. 408.10727. (1)


