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Rule Requirements and History 

Rules 611 and 707 contain requirements for the operation of cold cleaners. Rule 611 applies to existing cold 

cleaners placed into operation before July 1, 1979, and Rule 707 applies to new cold cleaners placed into 

operation on or after July 1, 1979. Rule 707(3) and (4) identify requirements for all new cold cleaners. Rules 611 

and 707 do not apply to cold cleaners subject to the National Emission Standards for Hazardous Air Pollutants for 

halogenated solvent cleaners in 40 CFR Part 63, subpart T. 

Rules 611 and 707, which became effective on January 19, 1980, were part of Michigan’s control strategy to 

address ozone, and Rule 611 is a required Reasonable Available Control Technology (RACT) rule.  The federal 

Clean Air Act required a State Implementation Plan to reduce volatile organic compound (VOC) emissions from 

various source types to address nonattainment with the National Ambient Air Quality Standard for ozone. 

ORR Recommendation A-16 

The DEQ should work with stakeholders to simplify the process for demonstrating compliance with Rules 611 and 

707(3) and (4) for Renewable Operating Permit (ROP) facilities. 

Analysis 

All major sources are subject to ROP requirements under Rules 210-217 and Title V of the Clean Air Act.  Per 

Rule 213(2), the ROP must contain conditions that ensure compliance with all applicable requirements. This 

includes the applicable requirements of Rules 611 and 707 for any source that has a cold cleaner. 

A template table was developed to include any ROP for a source with a cold cleaner that is either grandfathered 

or exempt from New Source Review under Rules 281(h) or 285(r)(iv). This template is structured to be a flexible 

group to include new and/or existing cold cleaners on-site into a single table. It includes all specific provisions of 

each rule to provide for maximum flexibility and allows for cold cleaners to be added or replaced without having to 

modify the ROP. The template table clearly identifies all applicable requirements for proper operation of cold 

cleaners. It also includes material limits on solvents as a means to prevent emission units subject to subpart T 

from improperly using the table and identifies the permit to install exemption requirements. The table provides a 

clear basis of compliance for the permittee. 

The cold cleaner template table has undergone review by stakeholders on several occasions. The most recent 

review was conducted during the ROP Lean Process Initiative during the Fall of 2011, the same time the ORR 

review activities were taking place. A workgroup consisting of both Air Quality Division (AQD) staff and industrial 

representatives reviewed all existing ROP templates and sought comments through the Michigan Manufacturer’s 

Association. Through the Lean process, no comments on the cold cleaner table were received and the workgroup 

did not recommend any changes. 

Recommendation 

Through the Lean Process Initiative, the AQD worked with stakeholders to streamline the ROP process, including 

demonstrating compliance with Rules 611 and 707, and it was determined that no changes were needed to the 

ROP cold cleaner template table. This recommendation has been completed. 


