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Pall Life Sciences

Ann Arbor, Michigan

F96502

Todd C. Campbell, CPG

James W. Brode, Jr., CPG

11/13/08

Stearns Drilling

Jerry Huntoon, Ralph, Pat, Sam

CME 95

Split Spoon, Simulprobe

MW-120S
105'

11/12/08

Hollow Stem Auger

930.07'

approx. 930.5'

Copyright 2009.  All Rights Reserved.  Fishbeck, Thompson, Carr & Huber
7' West of MW-120D. Descriptions based on MW-120D (PLS-08-04)

57.36'

0.5'

1.3'

1.8'

1.9'

1.3'

DIAMICTON: Silt; Sand, fine grained (30%); trace Clay. Brown,
well sorted, dry

SAND: Driller notes Sand

#6 Sand Pack

Bentonite Grout

Bentonite Grout

2" Galvanized Casing

2" Galvanized Casing

21,23,
19,17

4,5,5,5

3,7,6,6

2,5,6,8

8,32,
33,21

Silt; Sand, fine grained (30%); trace Gravel, fine; trace Clay.
Brown, moderately sorted, hard, dry

Driller notes drilling change

Silt; Sand, fine grained (30%); Gravel, fine (10%); trace Clay.
Grayish brown, moderately sorted, stiff, dry

Silt; Sand, fine grained (20%); Clay (20%); Gravel, fine (10%).
Grayish brown, moderately sorted, stiff, dry

Silt; Sand, fine grained (30%); Gravel, fine (10%); trace Clay.
Grayish brown, moderately sorted, stiff, dry

Sand, fine to medium grained. Gray, well sorted, dense, dry. At
50.5', 2" fine to very fine Sand seam, Grayish brown, dry
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Pall Life Sciences

Ann Arbor, Michigan

F96502

Todd C. Campbell, CPG

James W. Brode, Jr., CPG

11/13/08

Stearns Drilling

Jerry Huntoon, Ralph, Pat, Sam

CME 95

Split Spoon, Simulprobe

MW-120S
105'

11/12/08

Hollow Stem Auger

930.07'

approx. 930.5'

Copyright 2009.  All Rights Reserved.  Fishbeck, Thompson, Carr & Huber
7' West of MW-120D. Descriptions based on MW-120D (PLS-08-04)

57.36'

1.0'

1.2'

0.5'

0.9'

1.0'

SILTY SAND: Sand, fine grained (60%); Silt; trace Gravel, fine.
Grayish brown, well sorted, very dense, wet

SAND: Sand, fine to medium grained (90%); trace Gravel, fine
with Rock fragments (10%). Grayish brown, well sorted, medium
dense, wet

DIAMICTON: Driller notes hard drilling

SAND: Driller notes Sand

Simulprobe sample
59'-60.5' (<1 ug/L)

Simulprobe sample
69'-70.5' (<1 ug/L)

Simulprobe sample
79'-80.5' (<1 ug/L)

Simulprobe sample
99'-100.5' (<1 ug/L)

#6 Sand Pack

2" Stainless Steel
Screen (10 slot)
Screened Between
100 and 105 Feet
Below Ground
Surface

Bentonite Grout

2" Galvanized Casing

12,37,
41,57

9,6,8,10

18,31,
38

12,31,
100 (3")

12,19,
22,20

As above

Silt; trace Sand, fine grained; trace Gravel, fine. Grayish brown,
well sorted, hard, dry

Sand, medium to fine grained. Grayish brown, well sorted, dense,
wet


