
IKON-MIPRINT State of Michigan

Stand Alone Desktop Fax Machine

Features
Ricoh 1180L Ricoh 3320L Ricoh 4430L Ricoh 5510L

Purchase Price $ 465.79 $ 810.53 $ 1,044.74 $ 2,064.47

PURCHASE METHOD

Lease Price Lease not available Lease not available Lease not available Lease not available
Recommended Monthly Volume Up to 200 200 - 500 500 - 1,000 1,000 - 8,000
Column1 Column2 Column3 Column4 Column5
Type Desktop Desktop Facsimile Desktop Facsimile Desktop/Console Facsimile
ITU-T Compatibility Group 3 (V.34); ECM Group 3 (V.34);ECM Group 3 (V.34);ECM Group 3 (V.34); ECM
Paper Capacity (Standard) 250 sheets/ 1 cassette 250 sheet Cassette Tray 100 sheet

Bypass Tray
250 sheet letter-sized paper tray 1000 sheets x 2 cassette trays

Paper Capacity (Optional)
none

500 sheets 500-Sheet (Letter / Legal) x 2 Paper
Feed Units

1,500 Sheets x 3 cassette trays
+100 Sheet Bypass Tray

Stand Alone Fax Machines are not ordered through ITRAC.
They do not release off of a Blanket Purchase Order (BPO) in Main. They are purchased with a delegated authority PO.

none Feed Units +100 Sheet Bypass Tray
Paper Capacity/Sources 250 sheets/ 1 cassette 1,350 sheets/4
Multi-Copy Capacity Up to 99 (with duplexing)
Autodials 40 Quick Dials, 250 Speed Dials, 32

Group Dials Note: When Group Dials
are programmed, 218 Speed Dials
are available

30 Quick Dials; 100 Speed Dials; 5
Groups

90 Quick Dials; 200 Speed Dials; 9
Groups

144 Quick Dials, 100 Speed Dials
(Expandable to 1000); 9 Groups
(Expandable to 30)

User Function Key N/A 5 (dedicated keys) 10(dedicated keys) 10 Dedicated keys
Power Consumption 110 – 127V, 50 – 60 Hz, 9A Energy Saver Mode: 1.2W and lower

(without options)
Max: Less than 1000W Min: Less
than 2W

Energy Saver Mode: Less than 2
watts; Maximum: 1000 watts

Power Requirements 68° to 104° F 20% to 80% RH or less 115 VAC, 60Hz 120V, 60Hz 120±15 VAC, 60±3 Hz

Dimensions (W x D x H) 14.02" x 15.51" x 14.96" 17.6" x 19.5" x 16.2" 17.6" x 21.7" x 16.2" 19.9 x 24" x 24.2" (without
options)

Weight 25.4 lbs. 40.8 lbs. 50.7 lbs. 85.2 lbs. (without options)Weight 25.4 lbs. 40.8 lbs. 50.7 lbs. 85.2 lbs. (without options)
Modem Speed 33.6 Kbps with auto fallback 33.6 kbps with auto fallback 33.6 kbps with auto fallback 33.6 kbps with auto fallback 2

Modems standard on this system

Max Transmit Speed 2.5 seconds* 3 seconds per page 2 seconds per page 2 seconds
Max Recording Width 8.2” 8.5" x 14" 8.26"/8.5" x 14" 11.5"/11" x 17"
LCD Display Size 2 Lines 16 Characters each 2 lines (22 characters) 2 lines (22 characters each line) 4 lines (40 characters each)
Data Compression MH/MR/MMR MH/MR/MMR/JBIG MH/MR/MMR/JBIG MH/MR/MMR/JBIG
Scan Speed (Standard Resolution) Black & White* – 3.5 seconds 

Color* – 7.9 seconds
2.8 seconds per page 1.3 seconds per page 1.5 seconds B/W



Stand Alone Desktop Fax Machine

Features
Ricoh 1180L Ricoh 3320L Ricoh 4430L Ricoh 5510L

Environment 68° to 104° F 20% to 80% RH or less 59 to 77º F, 30 to 70% RH 59 to 77º F, 30 to 70% RH 63° F to 77° F, 40 to 70% Relative
Humidity

Dual Access Standard Standard Standard Standard
Standard Document Memory 2 MB (125 pages**) 8 MB (640 pages) 16 MB (1,280 pages) 7 MB (560 pages)
Document Memory (Optional)

None

40MB (1,500 pages) 40MB (2,200 pages) 40 MB (1,200 pages2) w/o
Function Upgrade Card; (3,000
pages2) w/ Function Upgrade Card

None
Document Memory Backup Store and Forward: Flash Memory

(no limit)
12 hours with Standard Memory
(Indefinite with optional 40MB
memory card)

12 hours with Standard Memory;
infinite with 40MB Memory Card

12 hour with standard memory;
infinite with Memory Expansion

Recording Method Laser Laser Laser Laser
Automatic Document Feeder
Capacity

50 sheets 50 sheets 70 sheets 75 sheets

Document Width/Scan
Width/Length (Max.)

8.5"/14” 8.5"/14” 8.6"/8.48"/47.2" 11.7"/11.6/47.2"

Halftone 256 levels 64 shades of gray with Error
Diffusion

64 levels with ARGONA 64 shades of gray with ARGONA©

Resolution Enhancement N/A N/A Super Smoothing HQ Super Smoothing HQ
Scan Resolution Standard: 200 x 100 dpi Fine: 200 x

200 dpi Super Fine: 200 x 400 dpi
Photo: 200 x 200 dpi

Standard: 200 x 100 dpi Detail: 200
x 200 dpi Fine: 200 x 400 dpi

Standard: 200 x 100 dpi Detail: 200
x 200 dpi Super Fine: 400 x 400 dpi
Extra Super Fine: 600 x 600 dpi

Standard: 200 x 100 dpiDetail: 400
x 200 dpiFine:600 x 400 dpiExtra
Super Fine: 600 x 600 dpiEnergy Saver Mode: 12 watts

Energy Saver
Energy Saver Mode: 12 watts
Average: 340 watts

Printer Specifications
Max Print Speed 16 pages-per-minute (letter) 15-ppm at 600 dpi with Edge

Smoothing Bi-Directional Parallel
Port

15 pages per minute 23 pages per minute

Print Resolution (Max) not listed 600 dpi (fax and printer) 600 dpi (fax and printer) 600 dpi as Fax 1,200 dpi as PCL
printer

Printer Control Language PCL5e/6; PostScript 2 (Optional) PCL5e/6; PostScript 2 (Optional)
PCL5e/6; PostScript 2 (Optional)

Operating System MS Windows 95/98/Me/NT
4.0/2000/XP/Vista Mac OS 8.x, 9.x,
and X (Mac OS X Classic) is
supported

MS Windows 95/98/Me/NT
4.0/2000/XP/Vista Mac OS 8.x, 9.x,
and X (Mac OS X Classic) is
supported

MS Windows 95/98/Me/NT
4.0/2000/XP/Vista Mac OS 8.x, 9.x,
and X (Mac OS X Classic) is
supported

Photoconductor Unit 45,000 pagesPhotoconductor Unit 45,000 pages
Consumable Yields Toner Cartridge: 5,000 pages
B&W Internet Fax Standard (ITU-T Rec. T.37)

Scan to Email Specifications
Circuit LAN Ethernet 100-TX/10-T
Color Scan to Email Standard
Confirm Reception Standard
Document Size 8.5" x 11" – 11" x 17"
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Email File Format Single/Multi-Part MIME
Conversion Attached file format:
TIFF-F(MH)/DCX/JPEG/PDF

Email to G3 Fax Standard
Insert Subject Standard
IP-Fax (Real-Time I-Fax) Standard (ITU-T Rec. T.38)
LAN Fax Driver StandardLAN Fax Driver Standard
POP3 Reception Standard
Resolution Standard: 200 x 100 dpiDetail: 400

x 200 dpiFine:600 x 400 dpiExtra
Super Fine: 600 x 600 dpi

Resolution Enhancement Super Smoothing HQ™
SMTP Reception Standard
SMTP Transmission Standard
Transmission Speed 100/10 Mbps
Web Status Monitor Standard


