
OH Part 526 Dipping and Coating Operations  
Compared With 

29 C.F.R. 1910.122 Table of contents 
29 C.F.R. 1910.123 Dipping and coating operations: Coverage and definitions 
29 C.F.R. 1910.124 General requirements for dipping and coating operations 
29 C.F.R. 1910.125 Additional requirements for dipping and coating operations that use 

flammable or combustible liquids 
29 C.F.R. 1910.126 Additional requirements for special dipping and coating operations 

As of March 2016 
 
 

Summary:  OH Part 526 Dipping and Coating Operations is adopted by reference from the following five 
OSHA rules: 

1910.122 Table of contents 
1910.123 Dipping and coating operations: Coverage and definitions 
1910.124 General requirements for dipping and coating operations 
1910.125 Additional requirements for dipping and coating operations that use flammable or combustible 

liquids 
1910.126 Additional requirements for special dipping and coating operations 

 
Therefore OH Part 526 Dipping and Coating Operations is identical to OSHA. 
 
 
 
 

Disclaimer: 
Documents available from this server were prepared as a courtesy for informal guidance and assistance.  
This information is not intended to replace or supercede the actual MIOSHA standard or rule requirement.  

Please reference the specific MIOSHA standard or rule for the actual rule requirement language. 
 

All information published online by MIOSHA is subject to change without notice.  
Every effort is made to ensure that the information provided at this site is accurate and up-to-date,  

but no legal responsibility is accepted for any errors, omissions, or misleading statement. 
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