	Subject:  Machine Guarding


	Topic:  Emergency Stop Cables


	Question:  What type of emergency stop cable should be used and how and where should it be attached?


	Answer:  Part 14. Conveyors Rule 408.11421(1) Where a hazard exists, guards shall be provided to protect an employee from contact with moving parts where adjustments are required when a conveyor is in operation.

Rule 408.11433.  

(1) An emergency stop device shall be available at each point of operation where a hazard exists and within reach of an employee at that point.

(2) An emergency stop device of the momentary-contact type shall have a means of being maintained by a device in the “off” position.

(3) If more than 1 stop device is located along a conveyor, the device shall be wired so that the conveyor can be made restart able only at the location where stopped.

(4) A stop device, except a pull cord, shall be distinguished by its red color.

(5) Conveyors in a series shall be electrically interlocked so that when any conveyor in the series is stopped for any reason, the initial stopping shall cause the upstream conveyors to stop if continued operation creates a hazard. 



	Applicable Construction Safety Standard/Rule:       


	Applicable General Industry Safety Standard/Rule:  Part 14. Conveyors Rule 408.11421 and 408.11433


	Applicable Occupational Health Standard/Rule:       


	Additional Resources:  For complimentary MIOSHA consultation please contact our office at (517) 284-7720 or submit a Request for Consultative Assistance (RCA). 
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