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Topic: Fire Exits
By:  Eva Hatt, Safety and Health Manager
General Industry Safety and Health Division

Questions – Multiple Choice
1.
A fire door means:

A.
A door that you can exit from in case of a fire.
B.
A fire resistive door assembly, including frame and hardware.
C.
A door that will burn slowly.
D.
All of the above.
2.
Fire escape stairs may be used as a required exit:

A.
In buildings existing before March 1970, but shall not constitute more than 50% of the required exit capacity.
B.
In any building, but shall not constitute more than 50% of the required exit capacity.
C.
For 100% of the exit requirement in a building over 50 years old.
D.
Using a fire escape for a required exit is not allowed under any circumstances.
3.
A means of egress shall be:

A.
Locked to stop people from leaving early if it is necessary.
B.
Maintained free of all obstructions or impediments to full and instant use in case of other emergency.
C.
Locked and opened only at quitting time.

Questions – True or False
T
F
4.
An exit door wholly or partly power operated shall be so designed


in case of power failure it can be operated by emergency reserve




power.

T
F
5.
Where the contents are classified as high hazard, there shall be at



least two exits accessible in different directions.  All doors must 

swing with the direction of exit travel.

T
F
6.
An exit access shall not be through a room subject to locking or



through a high hazard area.

T
F
7.
A platform shall be provided where a door or gate swings directly 

onto a stairway.  The swing of the door shall not reduce the floor area leading to the stairs to a width less than 42 inches.

T
F
8.
A fire exit door shall be provided a fastening device such as a



knob, handle, panic bar or other simple type of releasing device.
ANSWERS

1. B – Rule 603(1) - “Fire door” means a fire-resistive door assembly including the frame and hardware.
2. A – Rule 671 (1) - Fire escape stairs may be used as a required exit only in existing buildings. Fire escape stairs shall not constitute more than 50 percent of the required exit capacity. 
3. B  - Rule 632 )1) - A means of egress shall be continuously maintained free of all obstructions or impediments to full instant use in case of fire or other emergency.
4. F – Rule 646 -  An exit door, wholly or partly power operated, shall be so designed that in case of power failure it can be manually operated.
5. T – Rule 643 (2) - Where the contents of a building are classified as high hazard, there shall be not less than 2 exits which are accessible in different directions. All doors shall swing in the direction of exit travel.
6. T – Rule 641 (2) - An exit access shall be so arranged that it will not be necessary to travel through any area of high hazard occupancy in order to reach the nearest exit.
7. F – Rule 643 (3) - Where a door or gate opens directly on a stairway, a platform shall be provided, and the swing of the door or gate shall not reduce the floor area leading to the stairs to a width less than 20 inches.
8. T – Rule 645 (2) - A latch or other fastening device on an exit door shall be provided with a knob, handle, panic bar, or other simple type of releasing device.
