
















































ROOM TYPE WALL FINISH
FLOOR 
FINISH CEILING AMENITIES LIGHTING - CONTROLS

Department Director
Vinyl Wall 
Covering (VWC)

Carpet 
upgrade

Suspended 
lay-in  
ceiling

Cable TV connection, private 
conference room, private toilet 
room, closet, thermostat

Accent lighting, standard lighting, 
occupant sensor, dimmers

Deputy Director Accent, Paint

Upgrade or 
standard 
carpet with 
accent 
boarder

Suspended 
lay-in  
ceiling

Semi-private conference room, 
thermostat Standard lighting, occupant sensor

Office for 17+ level Paint
Standard 
carpet

Suspended 
lay-in  
ceiling None Standard lighting, occupant sensor

General Office Paint
Standard 
carpet

Suspended 
lay-in  
ceiling None Standard lighting, central controls

Large Conference 
Room

VWC, chair rail, 
white board, clock 

Standard 
carpet with 
accent, 
boarder

Suspended 
lay-in  
ceiling

Cable TV connection, phone & 
power under table,network 
connection, cabinet with sink, 
projection platform at ceiling

Standard lighting, accent lighting, 
dimmer controls

Small Conference 
Room

VWC, chair rail, 
white board, clock 

Standard 
carpet with 
accent, 
boarder

Suspended 
lay-in  
ceiling

Phone, power, network 
connections

Standard lighting, accent lighting, 
dimmer controls

Private Conference 
Room

VWC, chair rail, 
white board, clock 

Match 
adjoining 
office

Suspended 
lay-in  
ceiling

Phone, power, network 
connections

Standard lighting, accent lighting, 
dimmer controls

Break Rooms Paint Vinyl 

Suspended 
lay-in  
ceiling

Base & upper cabinets with sink, 
space for microwave and 
refrigerator, power for microwave 
and refrigerator Standard lighting, central controls

(Reference Specification Sections and Building Program for specific descriptions and/or manufacturers model numbers) 

STATE OF MICHIGAN
DEPARTMENT OF MANAGEMENT AND BUDGET

MINIMUM DESIGN STANDARDS FOR STATE OFFICE BUILDINGS
SMALL LEASE FACILITIES - FINISH SCHEDULE

ATTACHMENT "A"
Page 25



  

 
 

STATE OF MICHIGAN 
DEPARTMENT OF MANAGEMENT AND BUDGET 

 
 
 

MINIMUM STANDARDS FOR STATE OFFICE BUILDINGS 
SMALL LEASE FACILITIES – BUILDING FIT UP SCHEDULE 

 
 
 
 
 

Room Fit-Up Schedule 
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Wall Type           W1 W2 W4 W4 W5 W4 W6 W3 W3 W3
Door Type          D1 D2 D4 D4 D3 D4 D2 D2 D2 D2 
Door Hardware         H1/H2 H6 H3 H3 H3 H3 H5 H3 H3 H3 
Floor Type F1 F3      F1/F2 F1/F2 F1 F3 - F5 F3 F3
Ceiling Type         C1 C2 C1 C1 C1 C1 - C3 C1 C1
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Wall Types Legend 
Designation Wall Construction Description 
W-1 3-5/8” metal studs at 16” o.c. with 5/8” gyp bd each face with acoustical insulation.  Extend 

from finish floor to underside of floor or roof deck. Provide deflection track and seal tight to 
deck above. 

W-2 3-5/8” metal studs at 16” o.c. with acoustical insulation, 5/8” gyp bd on one face with 5/8” 
moisture resistant gyp bd and ceramic tile to 6’ a.f.f opposite face.  Extend wall to roof or 
floor deck above.  Provide deflection track above.   

W-3 3-5/8” metal studs at 16” o.c. with 5/8” gyp bd on one face with 5/8” gyp bd each face with 
acoustical insulation.  Extend to roof or floor deck above.  Provide deflection track above. 

W-4 3-5/8” metal studs at 16” o.c. with 5/8” gyp bd each face with acoustical insulation.  Extend 1’ 
above ceiling. 

W-5 3-5/8” metal studs at 16” o.c. with 5/8” gyp bd each face. Clip to underside of ceiling. 

W-6 1-5/8” metal furring with 5/8” gyp bd with rigid insulation.  Extend 1’ above ceiling. 
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Door Type Legend 
D-1 Aluminum storefront medium stile with side light 
D-2 Hollow metal frame and hollow metal door 
D-3 Hollow metal frame and hollow metal door/ side light or narrow light glazing 
D-3 Hollow metal frame and wood door 
D-4 Hollow metal frame and wood door/ side light or narrow light glazing 

  
 
 

Hardware Legend 
H-1 Panic bars, closer, lock, hinges, weatherstrip 
H-2 Aluminum push/pulls, closer, hinges, floor bumpers 
H-3 Mortise passage set, hinges, wall bumper 
H-3 Mortise lock set, hinges, wall bumper 
H-5 Mortise lock set, hinges, closer, wall bumper 
H-6 Push /pulls, closer, hinges, wall bumper 
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Floor Legend 
F-1 State standard carpet with base (See specification and program statement for 

description) 
F-2 Carpet upgrade with base (See program statement for description) 
F-3 Vinyl composition tile with base 
F-3 Ceramic floor tile with sanitary coved base 
F-5 No floor finish, provide anti-dusting sealer only 

  
 
 

Ceiling Legend 
C-1 Metal suspension system with acoustical lay-in ceiling 
C-2 ½” gypsum board on metal suspension system, painted  
C-3 Open, no ceiling, no paint  
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