
 

Side-By-Side
Product Compare

Ricoh Aficio SP 4310N Ricoh Aficio SP C431DN Ricoh Aficio SP 3410DN Ricoh Aficio SP C430DN Ricoh Aficio SP 8200DN Ricoh Aficio SP 5210DN Ricoh Aficio SP C820DN Ricoh Aficio SP 5210DN Ricoh Aficio SP 3500SF Ricoh Aficio SP 3510SF
ITRAC PR02- B/W HIGH OUTPUT 

NETWORK LASER PRINTER
ITRAC PR06 - PRODUCTION COLOR 
NETWORK LASER PRINTER

ITRAC PR08 - B/W MEDIUM OUTPUT 
NETWORK LASER PRINTER

ITRAC PR09 - HIGH OUTPUT COLOR 
NETWORK LASER PRINTER

ITRAC PR12 - b/w ENTERPRISE 
NETWORK LASER PRINTER

ITRAC PR13 - B/W   LOW VOLUME  
NETWORK LASER PRINTER

ITRAC PR15 - ENTERPRIZE COLOR 
NETWORK LASER PRINTER

ITRAC PR17 - B/W  LOW VOLUME  
NETWORK LASER PRINTER

PR07 B/W Laser Desktop 
MFD

PR16 B/W MFD

BACKGROUND 
INFORMATION PR02 - Ricoh SP4310DN   Black & 

White Laser Printer - 36 month 
ADVANCED EXCHANGE Warranty - 
Suggested for 800- 3,000 monthly 
images - 37 pages per minute - Comes 
standard with 250 sheet paper supply - 
prints up to legal size - includes 
Autoduplex - needs network or USB 
cable (not included) - 28.5 lbs - 
dimensions (HxWxD) 14.7"" x 17.4"" x 
13.5"""

PR06 - Ricoh SP C431DN Color Laser 
Printer - 36 month Next Business Day 
Warranty - Suggested for 2,500-10,000 
monthly images - 42 pages per minute - 
Comes standard with 650 sheet paper 
supply - prints up to legal size - 1 
Optional Paper drawer of 650 sheets 
available - includes Autoduplex - needs 
network cable (not included) or USB 
Cable (not included) - 126 lbs - 
dimensions (HxWxD) 19.29"" x 17.48"" 
x 25.91"""

PR08 - Ricoh SP 3510DN - Black & 
White Laser Printer - 36 month 
Advanced Exchange - Suggested for 100 
- 800 monthly images - 30 pages per 
minute - Comes standard with 250 sheet 
paper supply - prints up to legal size - 1 
Optional Paper drawer of 250 sheets 
available - includes Autoduplex - needs 
network cable (not included) or USB 
Cable (not included) - 23.6 lbs - 
dimensions (HxWxD) 10.6"" x 14.4"" x 
14.5"""

PR09 - Rioch SP C430DN - Color Laser 
Printer - 36 month Next Business Day 
Warranty - Suggested for 1,000-8,000 
monthly images - 37 pages per minute - 
Comes standard with 650 sheet paper 
supply - prints up to legal size - 1 
Optional Paper drawer of 650 sheets 
available - includes Autoduplex - needs 
network cable or USB cable (not 
included) - 126 lbs - dimensions 
(HxWxD) 19.29"" x 17.48"" x 25.91"""

PR12 - Ricoh SP 8300DN Black & 
White Laser Desktop MFD - 36 month 
Next Business Day On Site Warranty - 
Suggested for 10,000 -25,000 monthly 
images - 50 pages per minute - Comes 
standard with 1,100 sheet paper supply - 
prints up to 11 x 17 - 1 Optional 1,500 
sheet LCT or 1 Optional 2,000 sheet LCT 
Paper deck available - needs network 
cable or USB cable (not included) - 
160.9 lbs - dimensions (HxWxD) 25.2"" 
x 26.4"" x 26.7"""

PR13 - Ricoh SP 5210DN Black & 
White Laser Printer - 36 month Next 
Business Day On Site Warranty - 
Suggested for 5,000 - 15,000 monthly 
images - 52 pages per minute - Comes 
standard with 650 sheet paper supply - 
prints up to legal size - 1 Optional Paper 
drawer of 250 sheets available - includes 
Autoduplex - needs network cable or 
USB Cable (not included) - 51 lbs - 
dimensions (HxWxD) 15.75"" x 16.2"" x 
17.1"""

PR15 - SPC830DN  Color Laser Printer - 
36 month Next Business Day On Site - 
Suggested for 3,000-15,000 monthly 
images - 45 pages per minute - Comes 
standard with 1,200 sheet paper supply - 
prints up to 12"" x 18"" - 1 or 2 Optional 
Paper drawers of 500 sheets each 
available or 1 Optional 2,000 sheet LCT 
paper deck available - includes 
Autoduplex - needs network cable (not 
included)  or USB Cable (not included)- 
213 lbs - dimensions (HxWxD) 25.2"" x 
26.4"" x 26.4"""

PR17 - Ricoh SP 5210DN Black & 
White Laser Printer - 36 month Next 
Business Day On Site Warranty - 
Suggested for 5,000 - 15,000 monthly 
images - 52 pages per minute - Comes 
standard with 650 sheet paper supply - 
prints up to legal size - 1 Optional Paper 
drawer of 250 sheets available - includes 
Autoduplex - needs network cable or 
USB Cable (not included) - 51 lbs - 
dimensions (HxWxD) 15.75"" x 16.2"" x 
17.1"""

BACKGROUND 
INFORMATION

PR07 - Ricoh SP 3500SF - Black & 
White Laser Desktop MFD - 36 
month Advanced Exchange 
Warranty - Suggested for 100 -
1,000 monthly images - 30 pages 
per minute - Comes standard with 
250 sheet paper supply - prints up 
to legal size - 1 Optional Paper 
drawer of 250 sheets available - 
needs network cable or USB cable 
(not included) - 38.5 lbs - 
dimensions (HxWxD) 12"" x 17.1"" 
x 15.6"""

PR16 - Ricoh SP 3510SF Black & White 
MFD - 36 month advanced exchange 
Warranty - Suggested for 200-800 
monthly images - 30 pages per minute - 
Comes standard with 300 sheet paper 
supply - prints up to legal size -includes 
Autoduplex - needs network or USB 
cable (not included) - 40.5 lbs - 
dimensions (HxWxD) 18.1"" x 16.5"" x 
15.6"""

Warranty
 3 year/ Next Business Day Service 

 3 year/ Next Business Day Service  3 year/ Next Business Day Service  3 year/ Next Business Day Service 3 year NBD  3 year/ Next Business Day Service  3 year/ Next Business Day Service  3 year/ Next Business Day Service Manufacturing Status New New

Manufacturing Status Current Current Current Current Current Current Current Current Domestic Intro Date June 2012 June 2012
Domestic Intro Date September 2011 July 2010 March 2010 July 2010 June 2008 December 2011 July 2009 December 2011 OEM Ricoh (China) Ricoh (China)
Engine 
Mfr/Model/Country

Ricoh/SP4310N/INA Ricoh/INA/China Ricoh/SP 3410DN/China Ricoh/INA/China Ricoh/SP 8200DN/China Ricoh/SP 5210DN/China Ricoh/SP C820DN/INA Ricoh/SP 5210DN/China Also Sold As Lanier SP 3500SF; Savin SP 
3500SF 

Lanier SP 3510SF; Savin SP 
3510SF 

Also Sold As Lanier SP 4310N; Savin SP 4310N  Lanier LP142CN; Savin CLP42DN  Lanier SP 3410DN; Savin SP 
3410DN 

Lanier LP137CN; Savin CLP37DN  Lanier LP150dn; Savin MLP150DN  Lanier SP 5210DN; Savin SP 
5210DN 

Lanier LP540C; Savin CLP340D  Lanier SP 5210DN; Savin SP 
5210DN 

Distributed By Dealers, branches and 
subsidiaries

Dealers, branches and subsidiaries

Rated Engine Life INA INA INA INA INA INA INA INA Duty Cycle 35,000 impressions 35,000 impressions
Monthly Duty Cycle 150,000 impressions 150,000 impressions 50,000 impressions 150,000 impressions 250,000 impressions 200,000 impressions 200,000 impressions 200,000 impressions TYPE Monochrome printer, MF Monochrome printer, MF
Suggested Monthly 
Images

800 - 3,000 monthly images 2,500 -10,000 monthly images 100 - 800 monthly images 1,000-8,000 monthly images 15,000 - 53,000 Images 5,000 - 15,000 impressions 3,000-15,000 monthly images 5,000 - 15,000 impression Configuration/Scanner Desktop,digital Desktop,digital

GENERAL 
SPECIFICATIONS

Toner Dry, monocomponent Dry, monocomponent

Configuration Desktop Desktop Desktop Desktop Desktop Desktop Desktop Desktop GENERAL 
SPECIFICATIONS/PA
PER HANDLING

Technology Laser Laser Laser Laser Laser Laser Laser Laser First Copy Time 12 sec 12 sec
Controller (Mfr/Model) Ricoh Ricoh Ricoh Ricoh Ricoh Ricoh Ricoh Ricoh Multicopy (Ltr/Lgl/Ldgr) 30 cpm/Info not avail/Info not 

avail
30 cpm/Info not avail/Info not avail

Processor/Bits/MHz INA/INA/466 INA/INA/600 INA/INA/295 INA/INA/600 RM7035C/INA/533 INA/INA/533 Celeron/INA/600 INA/INA/533 Warm-up Time 30 sec 30 sec
Memory Capacity 
(Std/Max)

256 MB/512 MB 768 MB/768 MB 64 MB/64 MB 384 MB/768 MB 128 MB/512 MB 768 MB/768 MB 512 MB/1 GB 768 MB/768 MB Std Paper Source(s) Single drawer Single drawer

Hard-Disk Drive Optional 80-GB Standard 80-GB None Optional 80-GB Optional 40-GB Standard 80-GB Optional 80-GB Standard 80-GB Std Paper Capacity 250 sheets 250 sheets
PDLs/Emulations PCL 5e/6, Adobe PostScript 3 PCL 5c/6, Adobe PostScript 3 PCL 5e/6, PostScript 3 PCL 5c/6, Adobe PostScript 3 PCL 5e/6, Adobe PostScript 3, host-

based
PCL 5e/6, Adobe PostScript 3 PCL 5c/6, Adobe PostScript 3 PCL 5e/6, Adobe PostScript 3 Paper Weights 14-lb bond to 90-lb index 14-lb bond to 90-lb index

INTERFACE/CONNEC
TIVITY

Bypass/Paper Weights 50-sheet/14-lb bond to 90-lb 
index

50-sheet/14-lb bond to 90-lb index

Client OS Support Windows XP/Server 
2003/Vista/Server 2008/7, Mac 8.6 - 
9.2X, OS X 10.2+, Linux, NetWare, 
UNIX, Citrix MetaFrame, SAP R/3 

Windows 2000/XP/Server 
2003/Vista/Server 2008/7, Mac OS 
8.6+ , NetWare, UNIX 

Windows 2000/XP/Server 
2003/Vista/7, Mac OS X 10.2.28 – 
10.6 

Windows 2000/XP/Server 
2003/Vista/Server 2008/7, Mac OS 

8.6+ , NetWare, UNIX 

Windows 2000/XP/Server 
2003/Vista, Mac OS 8.6-9.2x, OS X 
10.1+, Linux, NetWare, SAP R/3, 
UNIX 

Windows XP/Server 
2003/Vista/Server 2008/7, Mac OS 
10.2+, NetWare, UNIX 

Windows 2000/XP/Server 
2003/2008/Vista, Mac OS 8.6-9.2x, 
OS X 10.1+, Citrix MetaFrame, 
Linux, UNIX, SAP R/3 3.x+ 

Windows XP/Server 
2003/Vista/Server 2008/7, Mac OS 
10.2+, NetWare, UNIX 

Max Paper Sources 3 3

Std Interface 10/100BaseTX Ethernet, USB 2.0, 
USB (host) 

USB 2.0, 10/100BaseTX Ethernet  USB 2.0, 10/100BaseTX Ethernet  USB 2.0, 10/100BaseTX Ethernet  USB 2.0, 10/100BaseTX Ethernet  10/100BaseTX Ethernet, USB 2.0  10/100BaseTX Ethernet, USB 2.0, 
USB Host I/F 

10/100BaseTX Ethernet, USB 2.0  Max Paper Capacity 550 sheets 550 sheets

Opt Interface 802.11a/g wireless, Parallel, Gigabit 
Ethernet 

Gigabit Ethernet, 802.11a/b/g 
wireless, Parallel, PictBridge 

None  Gigabit Ethernet, 802.11a/b/g 
wireless, Parallel, PictBridge 

Bi-directional Parallel, 802.11a/g, 
802.11g wireless, Gigabit Ethernet 

802.11a/g wireless, Gigabit 
Ethernet, parallel 

Parallel, 802.11a/b/g wireless, 
Gigabit Ethernet, Bluetooth 

802.11a/g wireless, Gigabit 
Ethernet, parallel 

Max Original Size 8-1/2 x 14 8-1/2 x 14

Network Support Windows, Mac, Linux, NetWare, 
UNIX 

Windows, Mac, Citrix, NetWare, 
UNIX 

Windows, Mac  Windows, Mac, Citrix, NetWare, 
UNIX 

Windows, Mac, Linux, NetWare, 
UNIX 

Windows, Mac, UNIX, Citrix, Novell, 
SAP R/3 

Windows, Mac, Linux, NetWare, 
UNIX 

Windows, Mac, UNIX, Citrix, Novell, 
SAP R/3 

Output Size (Min/Max) 3 x 5/8-1/2 x 14 3 x 5/8-1/2 x 14

Printer Mgmt Software Web Image Monitor, Printer Utility for 
Mac Font Manager 2000, @Remote, 

opt Web SmartDeviceMonitor, 
SmartDeviceMonitor for Admin, 

Desk TopBinder Lite 

Opt DeskTopBinder Professional, 
IPDS/SCS printing, Web 
SmartDeviceMonitor 2 

Web Image Monitor, Printer Utility for 
Mac, @Remote 

Opt DeskTopBinder Professional, 
IPDS/SCS printing, Web 
SmartDeviceMonitor 2 

DeskTopBinder Lite, 
SmartDeviceMonitor for 
Admin/Client, Web 
SmartDeviceMonitor, Web Image 
Monitor, Printer utility for Mac, Font 
Manager 2000 

Web Image Monitor, Font Manager 
2000, opt SmartDeviceMonitor for 
Admin, Accounting Package, 
DeskTopBinder Lite, @Remote 
Communication Gate S Pro 

Std DeskTopBinder Lite, 
SmartDeviceMonitor for Admin, 
Printer utility for Mac, Web Image 
Monitor, Font Manager 2000; opt 
DeskTopBinder Professional, Web 
SmartDeviceMonitor 

Web Image Monitor, Font Manager 
2000, opt SmartDeviceMonitor for 
Admin, Accounting Package, 
DeskTopBinder Lite, @Remote 
Communication Gate S Pro 

Copy Resolution 600 x 600 dpi 600 x 600 dpi

SPEED AND 
RESOLUTION

System Memory 
(Std/Max)

128-MB RAM/128-MB RAM 128-MB RAM/128-MB RAM

Speed (Mono/Color) 37 ppm 42 ppm/42 ppm 30 ppm 37 ppm/37 ppm 50 ppm 52 ppm 40 ppm/40 ppm 52 ppm Duplex Manual Auto (1:2,2:2,2:1)
Unenhanced Resolution 
(HxV)

1200 x 600 dpi 1200 x 1200 dpi 600 x 600 dpi 1200 x 1200 dpi 600 x 600 dpi 1200 x 600 dpi 1,200 x 1,200 dpi 1200 x 600 dpi Duplex 
Capacity/Paper Sizes

Not applicable Unlimited/3 x 5 to8-1/2 x 14

Enhanced Resolution 
(HxV)

None None 1200 x 600 dpi None None INA 9600 x 600 dpi INA Document Feeder Std ADF Std RADF

COLOR Doc Feeder 
Speed/Capacity

Info not avail/35 orig Info not avail/35 orig

Type Not applicable 4-color Not applicable 4-color Not applicable Not applicable 4-color Not applicable Paper Weights 16 to 28 lbs 16 to 28 lbs
Color Management Not applicable PANTONE Not applicable PANTONE Not applicable Not applicable Pantone, ColorSync, ICM, ICC Not applicable Sorter (Bins/Capacity) None None
Color Depth (Bits) Not applicable 2 Not applicable 2 Not applicable Not applicable 4 Not applicable Staple Sorter None None
PAPER HANDLING Bins/Stapling 

Capacity
Not applicable Not applicable

Std/Max Paper 
Source(s)

2/3  2/3  2/3  2/3  2/5  2/5  3/5  2/5  Stapling Positions Not applicable Not applicable

Std/Max Paper Capacity 600 sheets/1,600 sheets 650 sheets/2,300 sheets 250 sheets/550 sheets 650 sheets/2,300 sheets 1,200 sheets/4,400 sheets 650 sheets/2,850 sheets 1,200 sheets/3,200 sheets 650 sheets/2,850 sheets Finisher None None
Max Paper Size (WxL) 8.5" x 17" 8.5" x 14" 8.5" x 14" 8.5" x 14" 11" x 17" 8.5" x 14" 12" x 18" 8.5" x 14" Tray/Stapling/Position

(s)
Not applicable Not applicable

Max Print Area (WxL) 8.17" x 16.67" INA INA INA INA 8.1" x 13.6" INA 8.1" x 13.6" Other Std output tray has 250-sheet 
capacity

Std output tray has 250-sheet 
capacity

Paper Weights 16-lb to 34-lb bond 14-lb to 59-lb bond 14-lb bond to 90-lb index 14-lb to 59-lb bond 16-lb bond to 120-lb index 14-lb bond to 120-lb index 16-lb bond to 140-lb index 14-lb bond to 120-lb index SECURITY SPECS
Std Output Tray 
Capacity

250 sheets 500 sheets 125 sheets 500 sheets 500 sheets 500 sheets 500 sheets 500 sheets Network User 
Authentication

Info not avail Info not avail

Other Ouput None None None None Optional finishers None Optional finishers, optional mailbox None IP Address Filtering Info not avail Info not avail
Bypass 
Capacity/Weights

100 sheets/16-lb to 43-lb bond 100 sheets/16-lb bond to 140-lb 
index

50 sheets/14-lb bond to 90-lb index 100 sheets/16-lb bond to 140-lb 
index

100 sheets/16-lb bond to 140-lb 
index

100 sheets/14-lb bond to 120-lb 
index

100 sheets/16-lb bond to 140-lb 
index

100 sheets/14-lb bond to 120-lb 
index

MAC Address Filtering Info not avail Info not avail

Automatic Duplexing Optional Standard Standard Standard Standard Standard Standard Standard HDD Overwrite Not applicable Not applicable
FEATURES Max Overwrites Not applicable Not applicable
Resident Fonts 45 PCL, 136 PostScript, opt 

barcode, opt IPDS
PCL 45, PostScript 136 80 fonts PCL 45, PostScript 136 PCL 35 intellifont, 10 true type, 1 

bitmap, 13 international, 136 
PostScript, opt OCR, barcode

45 PCL, 136 PostScript, 108 IPDS 45 PCL, 13 international, 136 
PostScript, opt OCR, Barcode (PCL 
option)

45 PCL, 136 PostScript, 108 IPDS HDD Encryption Not applicable Not applicable

RIP Once/Print Many Standard Standard Standard Standard Standard Standard Standard Standard Secure Print Yes Yes
IPP (Web) Support Standard Standard Standard Standard Standard Standard Standard Standard Encrypted Secure Print Info not avail Info not avail

Collation Standard Standard Standard Standard Standard Standard Standard Standard Encrypted PDF Mode 
(Encrypted Scanning)

Info not avail Info not avail

Other Std XPS print driver; PDF direct 
print; stored/locked/hold print; opt 

envelope feeder 

PDF direct print, XPS; std enhanced 
locked print 

Scaling; layout/n-up; front cover 
sheet; dithering; watermarks; rotate 
print; toner saving; mirror image, 
reverse order and do not print blank 
pages with PostScript 3 

PDF direct print, XPS  PDF direct print  PDF direct print, XPS  Opt 2,000 LCT; opt booklet finisher 
(1,000/100) V folds up to 10 sheets 
(40 pgs); opt 3,000-sheet finisher 
(3,000/250); 2-/3-hole punch option 
avail for booklet finisher and 3,000-
sheet finisher; direct print to PDF 

PDF direct print, XPS  IPsec Yes Yes

SECURITY SPECS Secure Sockets Layer 
(SSL)

Info not avail Info not avail

Network User 
Authentication

Yes Yes INA Yes INA Yes INA Yes SNMPv3 Info not avail Info not avail

IP Address Filtering Yes INA INA INA INA Yes INA Yes Transport Layer 
Security

Info not avail Info not avail

MAC Address Filtering INA INA INA INA INA INA INA INA Other    
HDD Overwrite Optional Optional INA Optional INA Standard INA Standard CONTROL PANEL Keypad Keypad

Max Overwrites INA INA INA INA INA INA INA INA Quantity Selector 1 to 99 (0 to 9 keypad) 1 to 99 (0 to 9 keypad)
HDD Encryption Optional Optional INA Optional INA Standard INA Standard Message Display Yes Yes
Secure Print Standard Standard None Optional Standard Standard Standard Standard Help Key Info not avail Info not avail
Encrypted Secure Print Optional INA INA INA INA Standard INA Standard FEATURES
IPsec Yes INA INA INA INA Yes INA Yes Automatic Features Info not avail Info not avail
Secure Sockets Layer 
(SSL)

Yes Yes INA Yes INA Yes INA Yes Book Copy Yes Yes

SNMPv3 Yes Yes INA Yes INA Yes INA Yes Booklet Mode Std Std
Transport Layer Security INA INA INA INA INA INA INA INA Color No No

Other Standard security features include 
802.1x; 200 user codes; address 

book & password encryption; 
network protocol management; user 
lockout/auto logout; opt locked print; 

WPA (Wi-Fi protect access)

        User lockout/auto logout; 500 user 
codes; address book & password 
encryption; WPA (Wi-Fi protect 
access)

  User lockout/auto logout; 500 user 
codes; address book & password 
encryption; WPA (Wi-Fi protect 
access)

Copy Control Std Std

ADDITIONAL 
INFORMATION

Covers Std Std

Display/Characters LCD/4 lines LCD/4 lines LCD/INA LCD/4 lines LCD/INA LCD/4 lines LCD/4 lines LCD/4 lines Editing No No
Energy Star Compliance Yes Yes Yes Yes Yes Yes Yes Yes Energy-Save Yes Yes

Noise Level (Print/Idle) 61 dB/36 dB 64 dB/INA INA/INA 62.3 dB/INA INA/INA 66 dB/42 dB 53 dB/26 dB 66 dB/42 dB Erase No No
Energy Used While 
Power Off

0W .07W 0W .07W 0.03W .15W 0.24W .15W Image Insert No No

Energy Used in Power 
Save Mode

2.83W 4.45W 4.54W 4.45W 5.3W 3.1W 2.72W 3.1W Image Overlay No No

Energy Used in Ready 
Mode

142.9W 82.96W 54.66W 82.96W 154.5W 162.4W 63.22W 162.4W Image Repeat No No

Energy Used While 
Printing

549.3W 885.8W 478.7W 825W 826.6W 827W 900.4W 827W Image Rotate Std Std

Max Power 
Consumption

990W 1440W 880W 1440W 1420W 1500W 1400W 1500W Interrupt No No

TEC Value 2.3KWh 5.8KWh 2.0KWh 5.4KWh 4.0KWh INA 6.4KWh INA Job Build No No
Power Req's 
(V/Hz/Amps)

120/INA/INA 120-127/60/INA 120/60/INA 120-127/60/INA 120/60/15 120-127/60/11 120/60/INA 120-127/60/11 Job Programs No No

Warranty One year against defects One-year on-site One-year warranty One-year on-site INA One year from the date of purchase 
against defects

One year from date of purchase One year from the date of purchase 
against defects

Job Time No No

Weight (Base Unit) 34.1 lbs 126 lbs 27.6 lbs 126 lbs 160.9 lbs 51 lbs 213 lbs 51 lbs Language Std Std
Dimensions (HxWxD) 13.58" x 15.28" x 17.72" 19.29" x 17.48" x 25.91" 10.3" x 14.5" x 15.4" 19.29" x 17.48" x 25.91" 25.2" x 26.4" x 26.7" 15.75" x 16.2" x 17.1" 25.2" x 26.4" x 26.4" 15.75" x 16.2" x 17.1" Margin Shift No No
OPTIONS Neg/Pos No No

Type 400 Envelope feeder (400939): PB1020 Paper-feed unit 1 x 550 
sheets (406681): 

TK 1080 Paper drawer 250 sheets 
(406496): 

PB1020 Paper-feed unit 1 x 550 
sheets (406681): 

RT3000 LCT 1,200 sheets 
(415005): 

TK1120 Paper-feed unit 1 x 550 
sheets (406730): 

PB3050 LCT 2,000 sheets 
(415003): 

TK1120 Paper-feed unit 1 x 550 
sheets (406730): 

OHP Interleaving No No

TK 1030 Paper-feed unit 2 x 500 
sheets (402807): 

Type C Caster table (406755): Type C Caster table (406755): PB3050 LCT 2,000 sheets 
(415003): 

TK1130 Paper-feed unit 1 x 550 
sheets with cabinet (406732): 

PB3080 Paper drawer 1 x 500 
sheets (414720): 

TK1130 Paper-feed unit 1 x 550 
sheets with cabinet (406732): 

Photo Mode Yes Yes

AD 1000 Duplex unit (402808): Type D SD card for Netware printing 
(406688): 

Type D SD card for Netware printing 
(406688):

PB3040 Paper-feed unit 2 x 500 
sheets (415002): 

Type E SD card for Netware printing 
(406736): 

PB3040 Paper-feed unit 2 x 500 
sheets (415002): 

Type E SD card for Netware printing 
(406736):

Poster Mode No No

Type G SD card for Netware printing 
(406885): 

Type A Gigabit Ethernet board 
(402547): 

Type O VM Java card (406678): SR790 Finisher 1,000 sheets 
(412730): 

Type O VM Java card (406678): SR3030 Finisher 3,000 sheets 
(413325): 

Type O VM Java card (406678): Preset R/E 4R, 4E 4R, 4E

Type O VM Java card (406678): Type L Interface 802.11a/b/g 
(403000)

Type A Gigabit Ethernet board 
(402547): 

SR3030 Finisher 3,000 sheets 
(413325): 

Type C Gigabit Ethernet board 
(406914): 

SR3000 Finisher booklet (412851) Type C Gigabit Ethernet board 
(406914): 

Program Ahead No No

Type C Gigabit Ethernet board 
(406914): 

Type A Interface Parallel (411699): Type L Interface 802.11a/b/g 
(403000)

BU3030 Finisher bridge unit 
(414175): 

Type L Interface 802.11a/b/g 
(403000): 

BU3030 Finisher bridge unit 
(414175):

Type L Interface 802.11a/b/g 
(403000): 

Sheet Insertion No No

Type L Interface 802.11a/b/g 
(403000): 

Type G 256-MB memory (414046): Type A Interface Parallel (411699): Type 3260 Jogger unit (412212): Type A Interface Parallel (411699): Type 3260 Jogger unit (412212): Type A Interface Parallel (411699): Stamping Std Std

Type A Interface Parallel (411699): Type H Camera direct print card 
(406676): 

Type G 256-MB memory (414046): Type 3260 Punch unit (412209): Type 5200 IPDS (406804): Type 820 Mailbox (406409): Type 5200 IPDS (406804): Timer No No

Type G 128-MB memory (402965): Type K Data Overwrite Security 
(402998): 

Type I 512-MB memory (414635): FAC33 Cabinet (413762): PU3000 Punch unit (412855): 2-in-1 Std Std

Type G 256-MB memory (414046) Type D HDD encryption (403113): Type 5000 80-GB HDD (413889): Type G VM Java card (402957): Type 3260 Punch unit (412209): XY Zoom No No

Type 4310 80-GB HDD (406884): Type H Camera direct print card 
(406676): 

Type A Gigabit Ethernet board 
(402547):

FAC35 Cabinet (402849): Zoom Range 50 to 400 (1%) 50 to 400 (1%)

Type A Data storage card (402627) Type K Data Overwrite Security 
(402998): 

Type J Interface 802.11a/b/g 
(414008): 

FAC33 Cabinet (413762): Other Features 25 to 100% zoom range from 
RADF: combine copy; ID card 
copy; photo mode; image 
quality mode (text, photo, 
mixed); memory copy; 
electronic sorting

25 to 100% zoom range from 
RADF: combine copy; ID card copy; 
photo mode; image quality mode 
(text, photo, mixed); memory copy; 
electronic sorting

Type 4310 IPDS (406807): Type D HDD encryption (403113): Type A Interface Parallel (411699): Type A SD card for Netware printing 
(403114):

ADDITIONAL 
INFORMATION

Solution kit (406939): Type G 128-MB memory (402965): Type K VM Java card (406535): Dimensions (HxWxD) 17.4" x 16.5" x 15.6" 18.1" x 16.5" x 15.6"
Type G 256-MB memory (414046): SX-2500CG Adapter wireless 

(100118FNG): 
Weight 38.5 lbs 40.5 lbs

Type 5000 80-GB HDD (413889): Type B Gigabit Ethernet board 
(414204): 

Power Requirements 110-120 V, Amps not avail 110-120 V, Amps not avail

Type A Data storage card (402627): Type J Interface 802.11a/b/g 
(414008): 

Energy Used While 
Power Off

Info not avail Info not avail

Type 4100 IPDS (100155FNG) Type 3245 Interface Bluetooth 
(412866): 

Energy Used in Power 
Save Mode

Info not avail Info not avail

Type IJK-E Data Overwrite Security 
(415682): 

Type A Interface Parallel (411699) Energy Used in Ready 
Mode

Info not avail Info not avail

Type B HDD encryption (402959): Type C 256-MB memory 
(004166MIU):

Energy Used While 
Copying

Info not avail Info not avail

512-MB memory (004165MIU): Energy Used While 
Printing

Info not avail Info not avail

80-GB HDD (004167MIU): Energy Used While 
Scanning

Info not avail Info not avail

Type F Camera direct print card 
(403108): 

Max Power 
Consumption

850W 850W

Type HM-E Data Overwrite Security 
(415681): 

TEC Value Info not avail Info not avail

Type D HDD encryption (403113): Dedicated Outlet Not required Not required
COMMENTS Energy Star Compliant No Yes
  First page out time 6.9 sec; warm 

up time 19 sec; Typical Electricity 
Consumption (TEC) is reduced by 
innovative ECO Night Sensor; the 

opt hard disk drive supports secure 
local document storage for up to 

9,000 pages through the inclusion of 
a standard HDD Encryption Unit and 
th  D t  O it  S it  S t  

   
  

First print speed: 15 sec or less 
color, 10 sec or less monochrome; 
warm-up time is 50 sec or less 

Warm-up time is 20 sec; first print 
speed is 8 sec 

First print speed: 15 sec or less 
color, 10 sec or less monochrome; 

warm-up time is 50 sec or less 

Print speed 50 ppm simplex and 
duplex; first print out time 3.5 sec or 
less; warm up time 25 sec; opt 3000-
sheet or 1,000-sheet finisher; opt 
DataOverwrite Security System 
(DOSS) provides for automatic hard 
disk data overwrite 

First page out time 7.5 sec; warm-
up time 29 sec or less; locked print 
technology stores, releases and 
manages confidential documents; 
user code authentication for up to 
500 employees; std 
DataOverwriteSecurity System 
(DOSS) overwrites data on the hard 
di k d i  ft   i t j b t  

      
     

    
       

      
   

     
    

     
   

    
    
    

      
    

Print speed 40 ppm bw and color, 
simplex and duplex; warm up time 
35 sec or less; first print speed 8 
sec black, 9 sec color; security 
features include: opt DataOverwrite 
Security, HDD Encryption, 
administrater and user 
authentication 

First page out time 7.5 sec; warm-
up time 29 sec or less; locked print 
technology stores, releases and 
manages confidential documents; 
user code authentication for up to 
500 employees; std 
DataOverwriteSecurity System 
(DOSS) overwrites data on the hard 
di k d i  ft   i t j b t  

      
     

    
       

      
   

     
    

     
   

    
    
    

      
    

Operating Noise Level Info not avail Info not avail

     
  

      
 

   
    

   
  

   
     

   

   
   
    
  

   
    
    
 

    
  

    
  

 

 
 

 
 

 

       
      

 

      
      

 
   
 
   
   
 

   
 

 
    

 

   
 

 
 

   
        
   

      
           

  
      

 
 
   
     

 
 

 

    
 
 

     

   

 
 

      
 

       

 

     

  
      

   
       

  

     
        
      

   
  
  

   
  
  
            

  
 

 

   
    

       
 

    

 
     

     
      

    
     

   

     
      

 

          

itrac Ricoh Printers


