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PRESQUE ISLE HARBOR BAS

PRESQUE ISLE, MICHIGAN

MICHIGAN DEPARTMENT OF NATURAL RESOURCES
PARKS & RECREATION DIVISION

BITUMINOUS PAVING IMPROVEMENTS
MDNR PROJECT NO. 24-3095

Dmb File No. 751/09310.AGY

GENERAL NOTES

THIS DRAWING INDICATES THE APPROXIMATE LOCATION OF KNOWN
UNDERGROUND UTILITIES BASED UPON A COMBINATION OF ORIGINAL
AND AS—BUILT DOCUMENTS. THE CONTRACTOR IS RESPONSIBLE TO
HAND DIG, IDENTIFY AND LOCATE ALL EXISTING UNDERGROUND
UTILITIES PRIOR TO DEMOLITION OR CONSTRUCTION.

ALL WORK SHALL BE DONE IN ACCORDANCE WITH THE LATEST
"AMERICANS WITH DISABILITIES ACT — ACCESSIBILITY GUIDELINES FOR
BUILDINGS AND FACILITIES”.

THE RUNNING SLOPES ON SIDEWALKS AND ADA ROUTES SHALL NOT
EXCEED 1:20 (5%) UNDER ANY CIRCUMSTANCE. TARGET =
4.5%+/—0.5% . SIDEWALKS AND ADA ROUTES SHALL HAVE CROSS
SLOPES WITHIN THE RANGE OF 1% TO 2%, AND SHALL NOT EXCEED

2% UNDER ANY CIRCUMSTANCE. TARGET = 1.5% +/— 0.5%

ADA PARKING AREA AND ACCESS HATCH AREA SHALL HAVE SLOPES
LESS THAN 2% IN ANY DIRECTION.

IF ANY ARTIFACTS ARE DISCOVERED DURING THE CONSTRUCTION
PROCESS ALL WORK IS TO STOP AND THE PROJECT ENGINEER
AND/OR DNR, PARKS AND RECREATION DIVISION SHALL BE NOTIFIED.

BIDS FOR CONSTRUCTION OF ALL WORK SHOWN ON THE PLANS ARE
SOLICITED ON A LUMP SUM BASIS. NO SEPARATE PAYMENT OR
ADJUSTMENTS TO THE LUMP SUM BID WILL BE MADE UNLESS
SPECIFICALLY INDICATED ON THE PLANS AND IN THE PROPOSAL OR

WHEN ADDITIONAL WORK IS AUTHORIZED IN WRITING BY THE ENGINEER.

THE CONTRACTOR SHALL IMMEDIATELY NOTIFY THE DESIGN ENGINEER
OF ANY DEVIATION FROM THIS PLAN.

PERMITS REQUIREMENTS

T US23

THOMPSON HARBOR

DRIVEWAY PERMIT FROM PRESQUE ISLE COUNTY ROAD
COMMISSION/MDOT: RESPONSIBILITY OF CONTRACTOR.

RIGHT OF WAY PERMIT FROM PRESQUE ISLE COUNTY ROAD
COMMISSION/MDOT: RESPONSIBILITY OF CONTRACTOR.

CONTRACTOR TO SUBMIT SOIL EROSION AND SEDIMENT CONTROL PLAN
TO THE MICHIGAN DEPARTMENT OF NATURAL RESOURCES BEFORE
PROCEEDING. DNR WILL ISSUE PERMIT.

69

CONTACT INFORMATION

MDNR DESIGN UNIT........... Steve Krzesicki (517)—373—9914
MDNR CONSTRUCTION UNIT.......... Ken Davis (517)—373—-9925

MDNR PARK/SITE SUPERVISOR........ Tom Paquin (231)—627-9011

MDNR DISTRICT PLANNER........... Keith Cheli (231)—627-4632
PRESQUE ISLE COUNTY ROAD COMMISSION ........ (989)-734-2216
UTILITY .........
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STATE OF MICHIGAN

DEPARTMENT OF NATURAL RESOURCES

OFFICE OF LAND AND FACILITIES
DESIGN & CONSTRUCTION SECTION

P.O. BOX 30033 LANSING, MI

Michigan

48909-7933

DNR

517.241.1919 VOICE 517.241.4278 FAX

BIDS & CONSTRUCTION

90% OWNER REVIEW

4/21/2009
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50% OWNER REVIEW
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\ ANNOTATION KEY =af_ 3
\ o)A 00 _
.| == N
\‘ DETAIL(S) 12295k
\ MARK ANNOTATION /SHEET 5,25{5(%8
< JWw =
\\ Z L % E g
() |REMOVE VEGETATION AND ORCANIC MATERIAL UNDER THE ENTIRE | /c4 LOs-2
SILT FENCE NOTES \ INFLUENCE AREA OF PROPOSED PAVEMENT AND SHOULDER — 117 SQY. &R
\ Z - Z O
REMOVE CONCRETE SIDEWALK — 121 SQFT. 1/C4 LL5a=
1. INSTALL PARALLEL TO A CONTOUR. \ (2) : / = o % °3
2. SILT FENCE SHALL BE MADE OF WOVEN GEOTEXTILE FABRIC. \ XN
5 DIC A 6 TRENCH ALONG THE AREA WHERE THE FENGE IS TO BE \ (3)  |REMOVE AND STOCKPILE EXISTING CONCRETE PARKING BLOCKS © B9~
INSTALLED. \ o s
4. PLACE 6" OF THE SILT FENCE BOTTOM FLAP INTO THE TRENCH. \ (4)  |REMOVE EXISTING PARKING SIGNS o .o
5. BACKFILL THE TRENCH WITH SOIL AND COMPACT THE SOIL ON
BOTH SIDES. CREATE A SMALL RIDGE ON THE UP—SLOPE SIDE %8 \ (5)  |INSTALL 150 LINEAL FEET OF SILT FENCE THIS SHEET
OF THE FENCE. o
6. 6. INSTALL WOODEN STAKES 6 — 10’ APART AND DRIVE INTO N \
THE GROUND A MINIMUM OF 12”. \ =Y
7. STAPLE THE GEOTEXTILE FABRIC TO THE WOODEN STAKES. —— - \\ gz
8. JOIN SECTIONS OF SILT FENCE BY WRAPPING ENDS TOGETHER =
(SEE DRAWING), | DEMOLITION NOTES :8
O ohrar SVERAL T NG PROLONGED SToRN \ 1. INSTALL ALL SILT FENCE, CHECK DAMS, RIP RAP, AND ANY OTHER =
EVENT. CHECK SEVERAL TIMES DURING PROLONGED STORM : : : :
EVENTS. IF NECESSARY, REPAIR IMMEDIATELY. \ SOIL EROSION & SEDIMENTATION CONTROL MEASURES PRIOR TO
10. IF THE SEDIMENT HAS REACHED 1/3 THE HEIGHT OF THE FENCE, \ ) DEMOLITION OR CONSTRUCTION. ==
THE SOIL SHALL BE REMOVED AND DISPOSED OF IN A STABLE % Sla|a
UPLAND SITE. | \ 2. UNLESS SPECIFICALLY NOTED FOR REMOVAL ON THE PLANS, ALL A
11. THE FENCE SHALL BE RE—INSTALLED IF WATER IS \ SIDEWALKS, DRIVES, CULVERTS, GUARDRAILS AND ABOVE GROUND Sl
SEEPINGUNDERNEATH IT OR IF THE FENCE HAS BECOME e \ UTILITIES SHALL BE PROTECTED. ALL SUCH UTILITIES DAMAGED OR LAk
INEFFECTIVE. 775, %\ DESTROYED DURING CONSTRUCTION SHALL BE REMOVED AND Z|2|2
12. SILT FENCE SHALL BE REMOVED ONCE VEGETATION IS = e REPLACED INCIDENTAL TO CONSTRUCTION. SH e o)
ESTABLISHED AND UP—SLOPE AREA HAS STABILIZED. % N AR
=) %\ 3. REMOVE AND RELOCATE SIGNAGE AS SHOWN ON THE PLANS. o> ®
2,
™ C
FENCE POST DRIVEN ( Z. 4, REMOVE AND STOCKPILE CONCRETE PARKING BLOCKS AS REQUIRED TO 2|
| /INTO GROUND 1’ MIN. COMPLETE THE WORK. (ANY STOCKPILE OR MATERIAL STORAGE IS TO g8
~OLL JOINT \ BE WITHIN THE GRADING LIMITS AS DIRECTED BY THE SITE ENGINEER). 8|S
/ .L-/ = / | —L
‘ — ‘ \ 5. REMOVE ALL VEGETATION WITHIN THE LIMITS OF THE PROPOSED HMA
| - ~ RS R \ PAVEMENT, GRAVEL SHOULDERS AND CONCRETE SIDEWALK.
\ 6. REMOVE AND STOCKPILE EXISTING TOPSOIL FROM INFLUENCE AREA OF
\ PROPOSED PAVING AND AGGREGATE BASE.
. \ 7. REMOVE AND STOCKPILE EXISTING GRAVEL BASE AS NECESSARY TO
P } : \ \\ ALLOW REGRADING OF SUBBASE. LI I
/ .
\V/\ K / W < '/ NG \ 8. TREES 4" AND LARGER THAT ARE REMOVED AS PART OF THE WORK | CD
N \ SHALL BE CUT INTO 8 TO 10’ LENGTHS. ALL LIMBS AND BRANCHES <
A SHALL BE STOCKPILED IN AN AREA DESIGNATED BY THE ENGINEER. (D
\ LIMBS, BRUSH, AND BRANCHES SHALL BE CHIPPED AND ALL CHIPS () m >
SILT FENCE B EXISTING \ SHALL BE STOCKPILED IN AN AREA DESIGNATED BY THE SITE S =
3}1 \ HC PARKING \ //\ ENGINEER. ALL STUMPS SHALL BE REMOVED FROM THE PARK SITE. <SE| | I =
‘\Q-’A\ //
o0 P UND 7T XCP 2 9. THE CONTRACTOR SHALL NOTE THAT NOT ALL TREES WERE LOCATED " m ©
SILT FENCE A FENCE POST T AS PART OF THE SITE SURVEY. THE CONTRACTOR SHALL USE HIS ) D -
P / \ JUDGMENT AS TO THE NUMBER OF TREES PRESENT WITHIN THE o @
- \ CONSTRUCTION SITE AND WHICH ARE NOT INDICATED ON THE z 0 L
ROLL JOINTS & - CONSTRUCTION DRAWINGS. NO CHANGE IN THE LUMP SUM PRICE WILL = m o
- N o BE MADE FOR REMOVAL OF TREES, BRUSH, AND STUMPS WHICH ARE = (j) a
@/ ~ _8 + REQUIRED IN THE LUMP SUM PRICE FOR CONSTRUCTION OF THE o m v
& 22} )~ \ PROJECT AND WHICH ARE NOT SHOWN ON THE CONSTRUCTION LI | o
ot DRAWINGS. <
) ) //CFOUND REROD m
e MR ABRIC o 10. THE CONTRACTOR SHALL MAKE NOTE THAT THE AREA AROUND THIS |
D TOWARDS EARTH Y PARKING LOT CONTAINS THE "DWARF LAKE IRIS". CARE NOT TO D_
/ e R / DAMAGE THIS PLANT IS TO BE EXERCISED AT ALL TIMES.
‘ FOUND ROD
RIDGE OF COMPACTED AND CAP~ -~
ARTH ON UPHILL SIDE /O
OF FILTER FABRIC
UNDISTURBED
VEGETATION o
/ E
6” X 6” ANCHOR —
TRENCH o
. O
=
LEGEND L
0
CLEARING TREES AAAAAA  DEMOLISH LINE L]
SILT FENCE AND BRUSH 5 -
o7 10 SonE VEGETATION,/TOPSOIL REMOVAL sF SILT FENCE = N
FOR NEW PAVEMENT 3 )
— — — — —0i — OVERHEAD WIRE 2 <
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Y Y Y Y Y Y Y Y Y ~
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BENCHMARK
(3 WORKING DAYS) |] EXISTING SITE/DEMO PLAN @
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CALL MISS DIG <
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SITE WORK NOTES

1. CONTRACTOR AND ENGINEER SHALL DISCUSS APPROPRIATE
CONSTRUCTION ACCESS ROUTES DURING PRE—CONSTRUCTION MEETING.
CONTRACTOR & ENGINEER SHALL MARK UP CONSTRUCTION PLAN AND
AGREE TO CONSTRUCTION ACCESS ROUTES FOR ALL MATERIALS AND
EQUIPMENT. CONTRACTOR SHALL NOTIFY ENGINEER PRIOR TO ANY
DEVIATION FROM ROUTES.

2. SIDEWALK LOCATIONS AND ELEVATIONS ARE APPROXIMATE. EXISTING
SIDEWALK LOCATION MAY VARY FROM PLAN. ALL CONSTRUCTION
LAYOUT SHALL BE COMPLETED BY CONTRACTOR AND APPROVED BY
ENGINEER. CONTRACTOR SHALL NOTIFY ENGINEER 48 HOURS PRIOR TO
LAYING OUT NEW CONCRETE.

3. INSTALL ALL SILT FENCE, RIP RAP, SOIL EROSION AND ANY OTHER
SEDIMENTATION CONTROL MEASURES PRIOR TO DEMOLITION OR
CONSTRUCTION.

4. REGRADE AND COMPACT EXISTING SUBBASE AS REQUIRED TO
ACCOMMODATE THE FINAL GRADES & SECTIONS SHOWN ON THE PLANS.
REPLACE GRADE AND COMPACT EXISTING GRAVEL ALONG WITH AN
ADDITIONAL 2 INCHES OF CONDITIONING AGGREGATE OVER THE SITE.

PROVIDE ADDITIONAL 6" AGGREGATE BASE WHERE VEGETATION IS
REMOVED FOR NEW HMA SURFACE.

5. FORM SIDEWALKS. ALL ADJOINING SIDEWALK FILLETS SHOULD BE 2.5

UNLESS NOTED OTHERWISE. (NOTIFY ENGINEER 48 HOURS PRIOR TO
POURING SIDEWALKS. ENGINEER WILL INSPECT FORMS,

REINFORCEMENT AND SUBBASE PRIOR TO PLACING CONCRETE.

6. POUR SIDEWALKS, (NOTIFY ENGINEER 48 HOURS PRIOR TO POURING
SIDEWALKS)

7. PLACE HMA SURFACE IN TWO LIFTS , (NOTIFY ENGINEER 48 HOURS
PRIOR PLACING HMA SURFACE).

PLACE AND COMPACT GRAVEL SHOULDER.

o

9. INSTALL SIGNAGE

10. RESTORE ALL DISTURBED LAWN AREAS & STOCKPILE AREAS TO

ORIGINAL GRADE WITH 3" TOPSOIL, FERTILIZER, SEED AND MULCH
BLANKET.

11. TOPSOIL STRIPPED FROM WITHIN THE CONSTRUCTION SITE MAY BE
STOCKPILED FOR REUSE AT AREAS APPROVED BY THE ENGINEER. IF
SUFFICIENT TOPSOIL IS NOT AVAILABLE FOR RESTORATION PURPOSES,
THE CONTRACTOR SHALL IMPORT TOPSOIL TO THE PROJECT SITE AT NO
CHANGE IN CONTRACT PRICE. TOPSOIL SUPPLIED BY CONTRACTOR
SHALL BE APPROVED BY ENGINEER.

12. PAINT PARKING LOT STRIPES, SYMBOLS AND HATCH (NOTIFY ENGINEER
48 HOURS PRIOR PAINTING).

13. INSTALL NEW PARKING BLOCKS.

72 HOURS
(3 WORKING DAYS) I

BEFORE YOU DIG
CALL MISS DIG

800-482-7171
(TOLL-FREE)

R10.00°

T ‘Pﬁ%fiﬂ: L

FOUND ROD
AND CAP

FOUND ROD AND CAP

ANNOTATION KEY

STATE OF MICHIGAN

DEPARTMENT OF NATURAL RESOURCES

OFFICE OF LAND AND FACILITIES
DESIGN & CONSTRUCTION SECTION

P.O. BOX 30033 LANSING, Mi

Michigan

DNR

48909-7933

517.241.1919 VOICE 517.241.4278 FAX

\ DETAIL(S)
\
\ MARK ANNOTATION
\ /SHEET
\
\\ (1) |PROPOSED CONCRETE WALKWAY
\ PROVIDE MINIMUM 6" COMPACTED BASE AT ALL LOCATIONS WHERE
\ (2)  |INFLUENCE AREA OF PROPOSED PAVING EXTENDS BEYOND EXISTING
\ GRAVEL SURFACE — 850 SYDS
\ ) PROVIDE 2 INCHES CONDITIONING AGGREGATE OVER AREA INSIDE
\ SHOULDER LIMITS — 3,450 SYD
\ (4) |330 #/SYD HMA SURFACE — 597 TON
\
\ @ INSTALL 2 FT WIDE SHOULDERS — 1,468 FT
R87.63"— 52.00" \
o7 2 \ (6)  |PAINT BLUE ADA SYMBOL — 2EA c4
o0 \
\ (7)  |PAINT WHITE DIRECTIONAL ARROW — 2 EA c4
\
\ PAINT BLUE NO PARKING CROSS HATCH W/ BORDER, 2" LINES AT 2’
(5) (3) 0.C. — 836 SFT
N \ (9) |47 WHITE PARKING LANE STRIPE — 1820 LFT
\
16.45 \ \ INSTALL PARKING BLOCKS — 45 EA c4
7 T \
/ =S \ (1) |INSTALL ADA SIGN — 2 EA c4
‘ \ (2) |Provice 3" TOPSOIL FERTILIZER SEED AND MULCH BLANKET OVER ALL s
DISTURBED AREAS WITHIN GRADING LIMITS — 100 SYDS
NS DESIGNATED PARKING SPACE. AUTHORIZED VEHICLES ONLY SIGN BY
P,
’ 4»  |owex
8.83'
R5.00’
\
W <
R QO
o,
A“:)A\ ///
R25.00" I
A // /
— A // \\}JJ
SQUND RED o -
- ANN CA *( ~ _—/6
e Ulr1 60’ 1o.oo
R10.00" , / :
— — R35.00" -
[ 9.79" A o
&7 / _—
/
e S PROPOSED SILT FENCE

75
/ *

PROPOSED SITE PLAN

17 20 aiy

®

HMA SURFACE

— — — — — 0V — QVERHEAD WIRE

PROVIDE ADDITIONAL 6”
AGGREGATE BASE DEPTH

TREE DECIDUOUS

EXISTING TREE LINE

CYYYYYYYYYN. PROPOSED TREE LINE

TREE CONIFER

SIGN

— ——  — EXISITNG FLOW LINE

— - —— - — PROPOSED FLOW LINE

POWER POLE

PROPOSED GRADE LIMITS

PROPERTY CORNER

———————— PROPOSED EDGE OF SHOULDER

GUY POLE

———————— EXISTING EDGE OF GRAVEL

CONTROL POINT

BENCHMARK

CHECK DAM AND SEDIMENT TRAP

PROPOSED EDGE OF PAVEMENT

EXISTING FENCE

— - —  — EDGE OF WATER

GATE VALVE

—— — — —— PROPERTY LINE
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(3 WORKING DAYS)

BEFORE YOU DIG
CALL MISS DIG

800-482-7171
(TOLL-FREE)

v

POINT TABLE
POINT # | ELEVATION | NORTHING | EASTING
1 101.05 9962.88 50111.97
2 101.20 9996.33 50128.56
3 101.20 10005.05 50120.60
4 100.72 10013.09 50081.70
5 99.54 10122.65 50045.24
6 99.70 10115.11 50082.00
7 99.66 10121.59 50087.75
8 99.66 10129.96 50084.97
9 99.62 10142.24 50076.12
10 99.40 10159.86 50052.13
11 99.80 10109.26 49993.12
12 99.70 10100.55 50039.89
13 101.38 9976.17 50092.63
14 101.41 9979.63 50063.97
15 101.74 9965.89 50053.61
16 101.74 9961.85 50055.25
17 101.88 9950.27 50091.29
18 102.38 9905.24 50032.83
19 101.50 9948.50 50040.38
20 101.00 9947.09 50025.70
21 100.80 9928.69 50011.75
22 98.66 10072.89 49945.10
23 99.56 10100.58 49966.03
24 99.67 10120.04 49968.63
25 100.00 10171.99 49990.90
26 100.00 10178.49 50006.94
27 99.72 10169.51 50059.25
28 99.71 10142.65 50095.68
29 99.71 10143.65 50102.65
30 99.49 10171.19 50127.10
31 100.90 10065.95 50167.40
32 101.00 10040.00 50144.45
33 101.10 10020.45 50140.38
34 102.20 10014.43 50142.38
35 10000.09 50177.53
T —- - —
T — -
T — -
—_
72 HOURS

FOUND ROD
AND CAP

R87.63—

O
S8

52.00’

QFOUND ROD AND CAP
\

PROPOSED SITE PLAN

17 : 20

40’

CONTROL POINT WITNESSES

CP 2 ROD AND CAP
CENTER FENCE POST IN CHAIN LINK FENCE
NORTH 29.50°
SW CORNER OF S LEG SIGN POST
NORTHEAST 25.45’
NAIL NE SIDE 10" ELM SE 57.45
NORTHING: 355655.48
EASTING: 19738118.79

CP 3 ROD AND CAP
NAIL AND TAG NW SIDE WOOD FENCE

CORNER NE 15.85
4.7" W'LY OF FENCE

EDGE WATER 32.5° WESTERLY
NORTHING: 555582.37
EASTING: 19737879.28

BENCH MARK DATA

798.24 CHISELLED SQUARE IN SIDEWALK
SE CORNER VAULT TOILET WNW 8.3
CENTER TRIPLE MAPLE SE 12.0°
NORTHING: 355659.68

EASTING: 19738035.10

LAYOUT NOTES

1. ALL CONSTRUCTION LAYOUT SHALL BE COMPLETED BY CONTRACTOR
APPROVED BY ENGINEER PRIOR TO CONSTRUCTION.

2. SIDEWALK LOCATIONS AND ELEVATIONS ARE APPROXIMATE. EXISTING
SIDEWALK LOCATION MAY VARY FROM PLAN. ALL CONSTRUCTION
LAYOUT SHALL BE COMPLETED BY CONTRACTOR AND APPROVED BY
ENGINEER. CONTRACTOR SHALL NOTIFY ENGINEER 48 HOURS PRIOR TO
LAYING OUT NEW CONCRETE.

3. THE RUNNING SLOPES ON SIDEWALKS AND ADA ROUTES SHALL NOT
EXCEED 1:20 (5%) UNDER ANY CIRCUMSTANCE. TARGET =

4.5%+/—0.5% . SIDEWALKS AND ADA ROUTES SHALL HAVE CROSS
SLOPES WITHIN THE RANGE OF 1% TO 2%, AND SHALL NOT EXCEED

2% UNDER ANY CIRCUMSTANCE. JARGET = 1.5% +/— 0.5%

4. ADA PARKING AREA AND ACCESS HATCH AREA SHALL HAVE SLOPES
LESS THAN 2% IN ANY DIRECTION.

LEGEND
HMA SURFACE
CONTROL POINT
BENCHMARK
I8 LavouT POINT

— —— - — EXISITNG FLOW LINE

— - —— -+ — PROPOSED FLOW LINE

PROPOSED GRADE/RESTORATION LIMITS

———————— PROPOSED EDGE OF SHOULDER

PROPOSED EDGE OF PAVEMENT

EDGE OF WATER

—  —— EXISTING CONTOURS

"  —— PROPOSED CONTOUR

STATE OF MICHIGAN

DEPARTMENT OF NATURAL RESOURCES

OFFICE OF LAND AND FACILITIES
DESIGN & CONSTRUCTION SECTION

P.O. BOX 30033 LANSING, Mi

Michigan

DNR

48909-7933

517.241.1919 VOICE 517.241.4278 FAX

BIDS & CONSTRUCTION

90% OWNER REVIEW

4/21/2009
10/2005

50% OWNER REVIEW
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24" 24"
GRADE SHOULDER GRADE SHOULDER
AGGREGATE TO -l 40' 18 40' -l AGGREGATE TO
MABT'IQUHMI?I\?SESOF PARKING ROADWAY PARKING MABT'IQUHMI?I\?SESOF
(TYP) PROPOSED BITUMINOUS SURFACE MDOT 13A (TYP)
- 330#/SY IN TWO LIFTS =

- PRECAST 1.5 % SLOPE WITH + or - 0.5% TOL. (2% max.) 5 " TOPSOIL, SEED, FERTILIZE
O = AND MULCH ALL DISTURBED
2 CONCRETE PRECAST = AREAS
&) PARKING CONCRETE —
- CURB (TYP) PARKING %
n CURB (TYP) >
= ] — M 0
L . ! =
< : O
®)

]

/

\EXISTING AGGREGATE BASE
ADD MDOT 22A AGGREGATE AS NEEDED. REGRADE
AND COMPACT TO ACHIEVE MIN. 6" C.1.P.
AGGREGATE BASE.

TYPICAL SECTION A

NOT TO SCALE

EDGE OF BITUMINOUS
PARKING SPACE

8' LONG PRECAST

CONCRETE PARKING
CURB, CENTERED

/7

PAINT
STRIPING

CONCRETE CURB DETAIL

NOT TO SCALE

72 HOURS
(3 WORKING DAYS)

BEFORE YOU D
CALL MISS D

800-482-7171
(TOLL-FREE)

G W

U

NOTE: FINISHED CROSS SLOPES ON ALL CONCRETE
WALKWAYS SHALL NOT EXCEED 1.5%

4" TOPSOIL & SEEDFERTILIZE REINFORCEMENT AT MID-DEPTH IN SLAB
MULCH ALL DISTRIBUTED AREAS N\ 4" THICK CONCRETE

\ 6"
ITCH 1 FT. BELOW NIN

ED 1F
CUT SLOPES

DRAINAG
WALK ON

GROUND LINE
1:4 MAX. SLOPE TYP

COMPACTED EARTH GRADE

C.I.P. MDOT CLASS Il GRANULAR BASE MATERIAL
6" MIN., AS REQUIRED FOR FILL SLOPES

CENTER LINE
24" 24"
GRADE SHOULDER VARIES GRADE SHOULDER
AGGREGATE TO : ROADWAY : . AGGREGATE TO
M egs T - MR EDCEOF
PROPOSED BITUMINOUS
(TYP) —~——— SURFACE MDOT 13A ——=] (TYP)
330#/SY IN TWO LIFTS L
4" TOPSOIL, SEED, FERTILIZE 5 |L_>
AND MULCH ALL DISTURBED = 1.5 % SLOPE WITH + or - o)
AREAS =) 0.5% TOL. (2% max.) —
— 2
X
- — W
LIJ a //I/I//////I/I//I//I/I/I/I/I/I//I/I/I//////A '//I/////////II////II//////II////I//////II////// N <I
| AN
5 T

NOTE: MAXIMUM LONGITUDINAL
SLOPE ON WALKWAY SHALL NOT
EXCEED 4.5%. ENGINEER TO VERIFY
BEFORE CONCRETE IS PLACED.

* ELEVATION

\EXISTING AGGREGATE BASE

MEET AND MATCH

!

DIRECTIONAL ARROW DETAIL
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