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Thickness:
.750 inches

Width:
6 inches

Length:
48 inches

Holes: 
.6875 inches square with countersink to suit #3 head plow or scraper bolt, standard spacing of 2 holes, 3 and 6 inch centers respectively from each end of the blade section, and at 6 inch centers between.


Holes are to be located in a straight line parallel to wearing edge of blade at 1.625 inches from top edge of blade.

TUNGSTEN CARBIDE INSERTS

Insert Material: 
Standard rock drill grade, 88% to 89% carbide and 11% to 12% Cobalt composition. 

Insert Shape:
Trapezoid 25 degree

Insert Thickness:
.365 inches

Insert Height:
.635 minimum

Insert Length: 
1.125 inches maximum - .5 inches minimum, Nominal .995 inches

Insert Hardness Rating:
88.2 Rockwell A

Insert Density:
14.35 Grams

Traverse Rupture 
370,000 psi

Strength:

TUNGSTEN CARBIDE TIP INSERTION

Tips are to be inserted in suitably prepared groove in metal blade using electric induction heating; blazing solder alloy must meet the following metallurgical specification:


Cu
58%


Zn
38%

Minimum bend rupture strength

Mn
4%

of 70,000 psi


Co
4%

Tips are to be soldered on all side and ends except the area forming the bull nose and the space between tips shall not exceed .01 inches.
Differences between highest and lowest point in carbide edge shall not exceed .024 inches.

Note:

Carbide edge is to be completely flush with steel edge

CARBIDE EMBEDDING

A 1” carbide embedded strip shall be the full length of the blade and flush with the bottom edge.

The carbide chips shall be standard 8-14 granular carbide. 

