MIOSHA News Quiz
Topic:  Powered Industrial Trucks
By:  Valerie Chunko, Senior Safety Consultant, Consultation Education and Training (CET) Division

QUESTIONS:
1. T or F:  Anyone may modify and add to a PIT to affect the capacity and safe operation without the manufacturers’ written approval.

2. What information is required to be on the powered industrial truck permit?

a. The permit must indicate the type of truck an operator has been trained on.

b. The permit must indicate the type of truck an operator is qualified to operate.

c. The permit should be carried on the operator or made available for inspection during working hours.

d. The permit must indicate the type of truck an operator has been trained on and is qualified to operate.

3. Where would a MIOSHA enforcement officer expect to locate a PIT permit during an inspection?
a. The permit should be attached to the PIT.
b. The permit should be carried on the operator.
c. The permit should be maintained in personnel files.
d. The permit should be carried on the operator or made available for inspection during working hours.
4. An inspection of the powered industrial truck should be performed?
a. At the beginning of the shift.
b. At the beginning and end of the shift.
c. At the beginning and end of the shift by the operator.
d. At the beginning and end of the shift by the supervisor.

5. T or F:  A supervisor should conduct the PIT inspection?

6. What two means are required by the standard to restrain the Semi-Truck and trailer before it is boarded by a powered industrial truck in addition to setting the brakes?

a. Mechanical means to secure the trailer such as a locking dock.

b. Not less than two wheels blocked.
c. a & b.
d. a or b.
7. T or F:  An employee shall not place his/her arms or legs between the uprights of the mast & outside the running lines of a moving truck.
8. What personal protective equipment is required for performing maintenance on batteries with sulfuric acid electrolyte solution?
a. Face shield.
b. Safety glasses.
c. Hand and arm protection.
d. Apron.
e. All of the above.
9. T or F:  Operating a powered industrial truck on a public road gives the PIT complete right of way over all other vehicles.

10. What condition must the PIT load meet prior to lifting or transporting?

a. Only a load that cannot fall out of a basket or container.
b. Only a load that cannot fall off the load engaging means during normal movements of the truck.

c. Only a load that cannot fall out of a basket or container during normal movements of the truck.

d. a & c.

e. a & b.

f. b & c.
11. What two criteria are utilized in calling a PIT unattended? 

a. The operator is further than 25ft. from the truck.
b. The operator is not within view of the truck.
c. The operator is further than 15ft. from the truck and is not within view of the truck.
d. The operator is further than 25ft. from the truck and is not within view of the truck.
12. T or F: The “Stability Triangle” is a long held belief in strange happenings in the ocean off Bermuda.

13. T or F:  Refresher training is required every year.

14. What is the distance requirement for an emergency eye flush/shower facility within the battery charging area containing corrosive sulfuric acid electrolyte solution?
a. 25 feet.
b. 20 feet.
c. 100 feet.
d. a & c.
e. None of the above.

15. Nationally, approximately how many deaths result from carbon monoxide poisoning in the work place each year.
a. 200.
b. 100.
c. 50.
d. 20.
16. True or false: carbon monoxide is a vapor?
17. True or false: The MIOSHA general industry airborne permissible exposure and ceiling limits for carbon monoxide are 35 rpms and 200 rpms?

ANSWERS:
1. False

2. c
3. d
4. False.  The inspection must be conducted by the powered industrial truck operator or a qualified person.
5. a or b
6. True

7. e
8. False.  PIT operators must obey the rules of the road as though they were in a car.

9. a and b
10. d
11. False.  The Stability Triangle is a description of the load center of gravity in a 3-point suspension vehicle, in which the vehicle is stable.

12. False.  Refresher training for PIT operators is only required when:  An operator is assigned to different truck; Changes occur in the workplace; An operator is involved in a near miss or accident; or An operator is observed operating in unsafe manner.

13. a
14. d
15. False.  Carbon Monoxide is a gas.

16. False.  The limits for carbon monoxide are 35 ppm (8-hour TWA) and 200 ppm (ceiling limit)










