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“BUREAU OF EXPLOSIVES . ' ' s

‘- SPECIFICATIONS FOR RED RAILWAY OR RED HIGHWAY FUSES

SECTION 1

General Requirements

The ignition or head composition ghall be securely fastened to the
fupee and ghall withstand [rictlon of the merateh cap without hreaking or
becoming detached in whole or in glgnificant part from the fugee.
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1. The fugee shall consligt of a tube of sultable material contalning fare
composttion together with u suitable meane of ignition by trietion with or with-
put n means of support while burning. 1If such means of support is used
1t shall be of a type approved by the Bureau of Explosives,

it shall ho of a type spproved b
2. The tube shall be colored red to indicate ita burning colo

3. Dirsctions fo date of manufacturer and the name of the manu
facturer shall be prinied legibly on the tube of the fusee. Codlng {5 per-
mitted on Highway Fupees when approved by the Bureau. The Directlone
for uge shall Include the following instructione printed in capital letters:

YALWAYS POINT FUSEE AWAY FROM FACE
AND BODY WHILE IGNITING AND AF TERWARDS,
AFTER 1GNITING HOLD 5 SECONDS BUT NOT

the preseribed manner, Alter being held for 10 seconde In rir, and
while stil} being held, it shall be slowly pubmerged in water in & vertieal
position head down for & period of one minute. The depth of the water
above 1he head of the fuace shall be at least 4 inches and the temperature
shail be 70 deg ¥. Continued burning under water for the full one-
minute period shall qualily the fusee under this test, Not more than

20 per cent of the [uaces teated ghell be extloguished, It {8 not required
that the fusee continue %o bura when removed from the water.

T3 The cap ehall be removed from the fusee and 1t df 1 be ignited in -

13. The fumee ehall nol chimney in such a manner as to materially ohacure
the flame when placed at an angle of 20 deg. from the vertical (ignitfon end

upl.

The composiion of the fusee shall he such that spontnnesus Ignition
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gition {o exponed to r temperature

does not occur when the moistened com
of 212 deg. F. for 72 consecutive hours,

MORE THAN 10 SECONDS BEFORT DROPPING. n
{Last sentence required anly for raflway fusees).

For ten minutes or longer fusees, letiers of above quoted instruec-

16, Flare color composition containing sulphur shall not cantain mére than
.5% of chlorate.
TNeo [ngeen containing any amoun

1 of chiorate shall contain ammenium

tlons mugt not be less than 12 point type.

4, T7 the fumeen are {o be marked in complinnce with Bureau of Explogives

anarifientiona. the manufacturer must have sample fusees examined and

ealts,
17. The Ignition temperature of The lgniter composition and Mare color
compogition shall he not lower than 350 deg. F. when determined by either

~F #ha tallawing methads:
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