
ENGINE:
John Deere PowerTech PSX Diesel

In-line 6-Cylinder Wet-Sleeve
with High Pressure Common Rail (HPCR)
Fuel System and 24 Valve Head

6.8 L (414 Cu. In.) Displacement
200 Engine hp 97/68/EC @ Rated Speed
165 SAE PTO hp @ Rated Speed
Automatic Shutdown System
Dry Type Air Cleaner with Safety Element

and Dirt Aspiration System
Tilt Hood Enclosure with Side Panels
Viscous Fan
Electric Fuel Shutoff
Electric Thermal Assist Starting Aid
Coolant Conditioner Additive
Coolant Recovery System
Fuel Filter and Pre-Filter
Fuel Water Separator with Sensor
Self Priming and Bleeding Electronic Fuel Pump
503 L (133 US Gal.) Fuel Tank
B2 Biodiesel from the Factory
Lockable Fuel Cap
Engine Oil Filter
Electronic Injection and Governor Control

TRANSMISSION:
40k (25mph) AutoQuad PLUS Eco with
20 Forward/20 Reverse Speeds and Left Hand

Reverser
Reduced engine rpm's at max transport speed

Perma-Clutch II (Hydraulically Engaged
Wet-Disk Clutch)

Speed Matching
Park Lock
Neutral Safety Start System

STEERING, BRAKES DIFFERENTIAL:
Load-Sensing Hydraulic Power Steering
Wet-Disk Hydraulic Power Brakes
Tilt/Telescoping Memory Steering Wheel
Hydraulically-Engaged Rear Differential
Lock

HYDRAULICS:
Pressure and Flow Compensating Axial
32 GPM (121 L/min) Pump Output
32 GPM (121 L/min) Flow @ One SCV
85L of Take Out Oil
Three Electrohydraulic Remote Selective
Control Valves with Push/Pull
ISO Breakaway Couplers and
High Pressure Relief Levers

REAR PTO:
Independent 1000 RPM, 45 mm
(1-3/4 In.) 20 Spline

PTO Safety Start System
Seat-Activated PTO Warning
Adjustable Engagement Modulation

ROCKSHAFT, HITCH AND DRAWBAR:
Electrohydraulic Hitch with Transport
Lock and External Remote Control Switch

Dual Cylinder Rear Hitch
3-Point (Category 3/3N) Hitch
Fixed Length Draft Links Arms
Category 3 Adjustable Drawbar
Secondary Implement Chain Support
Sway Blocks with

Tapered Wedge Adjustment
Hitch Dampening
Center Link Adjustment Handle

INSTRUMENTATION:
Corner Post Digital Instrument Panel includes:
Engine Oil Pressure Gauge

Engine Coolant Temperature Gauge
Fuel Level Gauge with

Low Fuel Warning Signal
Engine RPM Indicator
Status Indicators for MFWD

Differential Lock
Rear PTO Speed

CommandCenter Display includes:
GreenStar 3 Application Capability
Video Capability with Tractor Function

Activated Triggers
AutoTrac and Swath Control Pro

Activations Required
Access Manager
Universal Performance Monitor
Display Function Definable by Operator

% Slip
Ground Speed
PTO Speed
Engine Hours
Hydraulic Settings
Hitch Settings
Hitch Slip Command
Productivity
Efficiency
Area
Adjustable PTO Modulation
Implement Width
Service Hours
Voltage
Fuel Consumption Rate
Temperatures
Time of Day
Ambient Temperature

Set and Adjust Time and Flow of
Individual Selective Control Valves

ITEC Tractor and Implement Function Control

Languages:
For a complete list of languages refer to the
Ag Sales Manual

OPERATOR PROTECTIVE STRUCTURE:
Deluxe CommandView II Cab

Tilt/Telescoping Memory Steering Wheel
Comfort Command Seat with

Air Suspension, Swivel
Fore-Aft Lateral Attenuation
Lumbar Support
Backrest Adjustment

Integrated CommandCenter Display
Swing-Out Rear Window (30 Degrees)
Tinted Glass
Air Conditioner and Heater
Two Speed and Intermittent Front Wiper

and Rear Wiper
Front and Rear Windshield Washer
Pull Down Front Sun Visor
Rear Under Seat Storage
Folding Instructional Seat
Left Hand Storage
Right and Left Outside Mirrors
Radio and Speakers
Inside Cab Mounted Rear View Mirror
Passive Noise Reduction System

Backlit Right Hand Console Controls
with Adjustable Brightness

ELECTRICAL:
Key Engine Shutoff
12V Electrical System
Two 925 CCA 12V Batteries
Two 12V Electrical Convenience Outlet
Two 12V Electrical 3-Pin Outlet

with Adapter
Battery Boost Terminal
200 Amp Alternator
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SmartCircuit Current Load Monitoring
System with Fuse Panel

7-Terminal Rear Implement Electrical
Outlet Socket

Integrated ISO Radar Connector
StarFire ITC or Radar Speed
Input Harness

ServiceADVISOR Data Port

LIGHTS:
Six Front Grill Mounted Lights
Ten Cab Roof Mounted Lights
Two Rear Fender Flood Lights
Extremity, Brake, Turning, and Hazard
Lights

AXLE, WHEELS AND TIRES:
1150 MFWD Front Axle with Limited
Slip Differential
and Driveline Shield

Rear Axle and Wheels and Tires

AG MANAGEMENT SOLUTIONS:
Integrated Plug-In for GreenStar Display

Deluxe StarFire Receiver Bracket
GreenStar Ready harness with Implement

Circuit Gateway and Integrated
GreenStar Display Plug-In
Connector (ISO 11783 Compatible)

AutoTrac Ready Components:
Wiring, SSU, Front Wheel-
Angle Sensor and Electro-Hydraulic
Steering Valve

MISCELLANEOUS:
Horn
PTO Master Shield
Tool Box
Operator's Manual

**Cold Cranking Amperes

CODE
ATTACHMENT
IDENTIFIER DESCRIPTION

SUGGESTED
LIST PRICE

USD ($)

Select One Code From Each Required Category

BASE MACHINE
EX-WORKS Waterloo, Iowa

7600RW 7200R Tractor 168,419.00

DESTINATION COUNTRY
A Code must be chosen for each Tractor ordered.

0184 Canada
Configuration C
Requires Code 8332 Stage 3b/IT-4 Compliant Engine.
Country Specific Base Equipment Includes:
Code 2055 Deluxe CommandView II Cab w/RH Console.
Code 7200 Standard Lighting.
Code 4033 12,400 Lb. Capacity 3-Point Hitch (Cat. 3/3N) with Quik-Coupler.
Code 4320 Category 3, Adjustable Swing Drawbar for use with a 38 mm Pin.
Code 5049 3-15/16 In. (100 mm) Dia x 118.5 In. (3012 mm) Length Rear Axle.
Code 5503 480/80R46 In. 158A8 R1 Radial Dual Rear Wheels and Tires.
Code 6100 420/90R30 In. 142A8 R1 Radial Front Single Wheels and Tires.
Code 1887 JDLink Ultimate Promotion.

1,209.00

0202 United States
Configuration C
Requires Code 8332 Stage 3b/IT-4 Compliant Engine.
Country Specific Base Equipment Includes:
Code 2055 Deluxe CommandView II Cab w/RH Console.
Code 7200 Standard Lighting.
Code 4033 12,400 Lb. Capacity 3-Point Hitch (Cat. 3/3N) with Quik-Coupler.
Code 4320 Category 3, Adjustable Swing Drawbar for use with a 38 mm Pin.
Code 5049 3-15/16 In. (100 mm) Dia x 118.5 In. (3012 mm) Length Rear Axle.
Code 5503 480/80R46 In. 158A8 R1 Radial Dual Rear Wheels and Tires.
Code 6100 420/90R30 In. 142A8 R1 Radial Front Single Wheels and Tires.
Code 1887 JDLink Ultimate Promotion.

1,209.00
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DESTINATION COUNTRY ...Continued...

0230 Australia
Configuration C
Requires Code 8332 Stage 3b/IT-4 Compliant Engine.
Country Specific Base Equipment Includes:
Code 2055 Deluxe CommandView II Cab w/RH Console.
Code 7200 Standard Lighting.
Code 4033 12,400 Lb. Capacity 3-Point Hitch (Cat. 3/3N) with Quik-Coupler.
Code 4320 Category 3, Adjustable Swing Drawbar for use with a 38 mm Pin.
Code 5049 3-15/16 In. (100 mm) Dia x 118.5 In. (3012 mm) Length Rear Axle.
Code 5503 480/80R46 In. 158A8 R1 Radial Dual Rear Wheels and Tires.
Code 6100 420/90R30 In. 142A8 R1 Radial Front Single Wheels and Tires.
Code 1887 JDLink Ultimate Promotion.

1,209.00

0237 New Zealand
Configuration C
Requires Code 8332 Stage 3b/IT-4 Compliant Engine.
Country Specific Base Equipment Includes:
Code 2055 Deluxe CommandView II Cab w/RH Console.
Code 7200 Standard Lighting.
Code 4033 12,400 Lb. Capacity 3-Point Hitch (Cat. 3/3N) with Quik-Coupler.
Code 4320 Category 3, Adjustable Swing Drawbar for use with a 38 mm Pin.
Code 5049 3-15/16 In. (100 mm) Dia x 118.5 In. (3012 mm) Length Rear Axle.
Code 5503 480/80R46 In. 158A8 R1 Radial Dual Rear Wheels and Tires.
Code 6100 420/90R30 In. 142A8 R1 Radial Front Single Wheels and Tires.
Code 1887 JDLink Ultimate Promotion.

1,209.00

VALUE PACKAGE CONFIGURATIONS
0500 No Package

Order one Code from each box in the Price Pages.
In Base Price

0510 Command Quad Premium Package
Includes Codes 2061 or 2062, 1823 or 1826, 1500 or 1501, 7202, 2661 or 2662, 3240 or 3260.

-500.00

0511 AutoPowr IVT Transmission Premium Package
Includes Codes 2061 or 2062, 1823 or 1826, 1550 or 1551 or 1552 or 1553, 7202, 2661 or
2662, 3240 or 3260.

-1,500.00

0512 iPackage AutoPowr IVT
Includes Codes 2061 or 2062, 1833, 1823 or 1826, 1846 or 1847, 1837 or 1838, 1887 or 1888
or 1889 or 1884, 1550 or 1551 or 1552 or 1553, 7202, 2661 or 2662, 3240 or 3260.

-2,000.00

OPERATOR STATION
2051 CommandView II Cab with RH Console

Includes:
ComfortCommand Seat with Fore-Aft and Lateral Attenuation and Lumbar Support.
CommandCenter Display located on RH console.
Front Windshield Washer and Wiper.
Manual Temperature Controls Located in Cab Roof.
Remote radio controls located on RH console.
Not Compatible with IVT or CommandQuad Transmissions.
Folding Instructional Seat.

-1,076.00

2055 Deluxe CommandView II Cab with RH Console
Includes:
ComfortCommand Seat with Fore-Aft and Lateral Attenuation and Lumbar Support.
CommandCenter Display located on RH console.
Front and Rear Windshield Washer and Wiper.

In Base Price
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OPERATOR STATION ...Continued...
Manual Temperature Controls Located in Cab Roof.
Remote radio controls located on RH console
Front Pull Down Sun Shade.
Right and Left Outside Mirrors (Manual Adjustment).
Power Strip with Convenience Plug Adapter.
Folding Instructional Seat.
Right Hand Steps.
Not Compatible with IVT or CommandQuad Transmissions.

2060 Deluxe CommandView II Cab with RH Console and Active Seat
Includes:
Active Seat with Fore-Aft and Lateral Attenuation and Lumbar Support
CommandCenter Display located on RH console.
Front and Rear Windshield Washer and Wiper.
Manual Temperature Controls Located in Cab Roof.
Front Pull Down Sun Shade.
Right and Left Outside Mirrors (Electrically Adjustable).
Power Strip with Convenience Plug Adapter.
Folding Instructional Seat.
Remote radio controls located on RH console.
Not Compatible with IVT or CommandQuad Transmissions.
Right Hand Steps.

2,770.00

2050 CommandView II Cab
Includes:
ComfortCommand Seat with Fore-Aft and Lateral Attenuation and Lumbar Support.
Adjustable Right Hand CommandARM Armrest controls with Integrated CommandCenter
Display.
Remote Radio Controls located on CommandARM.
Front Windshield Washer and Wiper.
Manual Temperature Controls located in cab roof.
Not compatible with PowrQuad or AutoQuad transmissions.
Folding Instructional Seat.

366.00

2059 Deluxe CommandView II Cab
Includes:
ComfortCommand Seat with Fore-Aft and Lateral Attenuation and Lumbar Support.
Adjustable Right Hand CommandARM Armrest Controls with Integrated CommandCenter
Display. Remote Radio Controls Located on CommandARM.
Front and Rear Windshield Washer and Wiper.
Automatic Temperature Control with controls located on CommandARM.
Front Pull Down Sun Shade.
Right and Left Outside Mirrors (Manual Adjustment).
Power Strip with Convenience Plug Adapter.
Programmable Egress Lighting.
Folding Instructional Seat.
Not Compatible with PowrQuad or AutoQuad Transmissions.
Right Hand Steps.

2,683.00

2061 Premium CommandView II Cab with Active Seat
Includes:
Active Seat with Fore-Aft and Lateral Attenuation and Lumbar Support.
Adjustable Right Hand CommandARM Armrest Controls with Integrated CommandCenter
Display.
Remote Radio Controls Located on CommandARM.
Front and Rear Windshield Wiper and Washer.
Automatic Temperature Control with controls located on CommandARM.
Front Pull Down Sun Shade.
Power Strip with Convenience Plug Adapter.
Programmable Egress Lighting.
Right and Left Outside Mirrors (Electrically Adjustable).
Folding Instructional Seat.
Not Compatible with PowrQuad or AutoQuad Transmissions.
Folding Instructional Seat.

5,453.00
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OPERATOR STATION ...Continued...
Right Hand Steps.

2062 Premium CommandView II Cab with Cab Suspension
Includes:
Cab Suspension
ComfortCommand Seat with Fore-Aft and Lateral Attenuation and Lumbar Support.
Adjustable Right Hand CommandARM Armrest Controls with Integrated CommandCenter
Display.
Remote Radio Controls Located on CommandARM.
Front and Rear Windshield Wiper and Washer.
Automatic Temperature Control with controls located on CommandARM.
Front Pull Down Sun Shade.
Power Strip with Convenience Plug Adapter.
Programmable Egress Lighting.
Right and Left Outside Mirrors (Electrically Adjustable).
Folding Instructional Seat.
Not Compatible with PowrQuad or AutoQuad Transmissions.
Right Hand Steps.

6,060.00

DISPLAY
When using the GS3 CommandCenter as the only GreenStar display, GS3 CommandCenter is
capable of running AutoTrac and Swath Control Pro only (with appropriate activations
purchased and StarFire Receiver installed). When utilizing an additional GreenStar Display,
ALL GreenStar applications must be run on the additional GreenStar Display. See Online
Configurator and Ag Sales Manual for more information.

Option availability limited by specific geographical regions. Please refer to region specific
price pages for appropriate ordering codes.

1821 GS3 CommandCenter, 7" Color Display
Includes Access Manager user lockout software.
With a StarFire Receiver installed, the display is capable of operating manual guidance.
AutoTrac, Swath Control Pro and Pivot Pro will function on the CommandCenter display with
activations sold separately.

Does not include a cornerpost bracket for mounting an additional GreenStar Display.

GS3 CommandCenter is not compatible with video.

In Base Price

1823 Touchscreen GS3 CommandCenter 7" Color Display, Video Capable
Includes Access Manager user lockout software, and video capability.
With a StarFire Receiver installed, the display is capable of operating manual guidance.
AutoTrac, Swath Control Pro, and Pivot Pro will function on the CommandCenter display with
activations sold separately.
One video camera input pre-wired in the cab. Connector located on the outside rear of the cab.
Video software can be configured in the CommandCenter using Tractor function activated
triggers.
See Parts for available cameras.

Does not include a cornerpost bracket for mounting an additional GreenStar Display.

1,260.00

1825 GS3 CommandCenter 7" Color Display with GreenStar 3 2630 Display
Includes Access Manager user lockout software.
Includes GreenStar 3 Display 2630, harness, and A-post mounting bracket installed on
cornerpost.

Includes GreenStar 3 Display 2630 Operator's manual with the language translation to match
the Tractor Operator's manual language translation.
Note: When a GreenStar 3 Display 2630 is connected at the cornerpost, all GreenStar
applications must be run on the cornerpost display. Warranty on GreenStar 3 Display 2630
will be handled by AMS and will carry normal AMS warranty terms.

5,895.00
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DISPLAY ...Continued...

With a Starfire Receiver installed, the display is capable of operating manual guidance.
AutoTrac, Swath Control Pro and Pivot Pro will function on the CommandCenter display with
activations sold separately.

Does not include a cornerpost bracket for mounting an additional GreenStar Display.

GS3 CommandCenter is not compatible with video.

1826 Touchscreen GS3 CommandCenter 7" Color Display, Video Capable with
GreenStar 3 2630 Display
Includes Access Manager user lockout software, and video capability.
Includes GreenStar 3 2630 Display, harness, and A-post mounting bracket installed on
cornerpost.

Includes GreenStar 3 2630 Display Operator's manual with the language translation to match
the Tractor Operator's manual language translation.

The GS3 CommandCenter is pre-wired with one video input in the cab. Connector located on
the outside rear of cab. Video software can be configured in the CommandCenter using
tractor function activated triggers. In addition, the GreenStar 3 2630 Display has the
capability of one video input. Requires camera and harnessing for video capabilities. See
Attachments for harnessing at GreenStar Harnesses in the AMS Price Pages and Ag Sales
Manual for list of compatible cameras.

When a GreenStar 3 2630 Display is connected at the cornerpost, all GreenStar applications
must be run on the cornerpost display. Warranty on GreenStar 3 2630 Display will be handled
by AMS and will carry normal AMS warranty terms.

7,160.00

RECEIVER
StarFire 3000 Position Receivers can be ordered in two configurations:
-SF1 World Solution, a no-charge differential correction signal that provides non-row-crop
accuracy.
-SF2 Ready, a license-based differential correction signal that provides +/- 4 inch pass-to-pass
accuracy. SF2 licenses can be obtained by calling 888-GRN-STAR or visiting
www.StellarSupport.com.
-RTK capability may be added to an SF2 Ready StarFire 3000 by adding a StarFire RTK
radio, RTK radio cover, and RTK activation. Must have complete base station and vehicle kit
for RTK. See Ag Sales Manual for configurations.
In addition, each StarFire 3000 receiver is capable of utilizing the free Wide Area
Augmentation System (WAAS) signal.

GPS serial port information (NMEA) is available through a StarFire 3000 SF1 World Solution
or StarFire 3000 SF2 Ready receiver when it is connected to a GreenStar System, or
when it has a valid SF2 license or RTK activation being used with a non-Deere
system.

Option availability limited by specific geographical regions. Please refer to region specific
price pages for appropriate ordering codes.

1835 Less StarFire 3000 Receiver
Tractor includes deluxe receiver mounting bracket only.

When installing a StarFire Receiver with Original Shroud, order conversion bracket through
parts or a Deluxe Shroud through AMS Attachments to retrofit an iTC Receiver.

In Base Price

1837 StarFire 3000 Receiver - SF1 World Solution with Deluxe Shroud
Tractor includes deluxe receiver mounting bracket only.
StarFire 3000 Receiver shipped inside the cab. Includes Receiver Operator's Manuals with the
language translation to match the Tractor Operator's Manual language translation.
Warranty on StarFire 3000 Receiver will be handled by AMS and will carry normal AMS
warranty terms.

2,695.00
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RECEIVER ...Continued...

Ready for use with the StarFire SF1 or WAAS/EGNOS differential correction signal for
non-row-crop accuracy. StarFire 3000 receiver can be upgraded to SF2 capabilities.

1838 StarFire 3000 Position Receiver - SF2 Ready with Deluxe Shroud
Tractor includes deluxe receiver mounting bracket only.
StarFire 3000 Receiver shipped inside the cab. Includes Receiver Operator's Manuals with the
language translation to match the Tractor Operator's Manual language translation.
Warranty on StarFire 3000 Receiver will be handled by AMS and will carry normal AMS
warranty terms.

A StarFire 3000 SF2 Ready Receiver requires an SF2 network subscription to obtain SF2
accuracy (+/-4" of accuracy pass to pass within 15 minutes, 95% of the time). The SF2
subscription is available through StellarSupport.com or by calling the AMS Customer Call
Center.

4,695.00

AG MANAGEMENT SOLUTIONS SOFTWARE ACTIVATIONS
Other activations sold separately and are available through the AMS prices pages.
GS2 activations are not compatible with the GS3 CommandCenter or GS3 2630 Display.
Purchase of a new GS3 activation or upgrading the GS2 activations is required.

When using the GS3 CommandCenter as the only GreenStar display, GS3 CommandCenter is
capable of running AutoTrac and Swath Control Pro only (with appropriate activations
purchased and StarFire Receiver installed). When utilizing an additional GreenStar Display,
ALL GreenStar applications must be run on the additional GreenStar Display. See Online
Configurator and Ag Sales Manual for more information.

Dealer/Distributor required to contact Stellar Support to activate AutoTrac and/or iTEC Pro
on the GreenStar 3 2630 Display, referencing Tractor COMAR order number.
Dealer/Distributor required to fully test AutoTrac and/or iTEC Pro functionality. Warranty on
activations will be handled by AMS and will carry normal AMS warranty terms.

Option availability limited by specific geographical regions. Please refer to region specific
price pages for appropriate ordering codes.

1845 Less AutoTrac Activation - GS3 In Base Price

1846 AutoTrac SF1 Activation - GS3
Requires factory installed StarFire 3000 SF1 Receiver (Code 1837) for AutoTrac functionality.
See AMS sales manual and price pages for detailed information.

3,000.00

1847 AutoTrac SF2 Activation - GS3
Requires factory installed StarFire 3000 SF2 Receiver (Code 1838) for AutoTrac functionality.
Also requires SF2 Subscription sold seperately for SF2 functionality.
For RTK usage, purchase RTK radio, activation, and base station sold separately.
See AMS sales manual and price pages for detailed information.

6,500.00

MACHINE CONNECTIVITY
Machine connectivity functions require cellular coverage.
Usage of the JDLink System requires customer's acceptance of the terms of the John Deere
Telematics System Contract, which describes John Deere's access and use of the data collected
by the system.

Option availability limited by specific geographical regions. Please refer to region specific
price pages for appropriate ordering codes.

1885 JDLink Capable
Includes cab wiring harness only.

In Base Price
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MACHINE CONNECTIVITY ...Continued...
Requires field kit installation, activation, and subscription for JDLink functionality.

1886 JDLink Select
Includes JDLink hardware: integrated cab wiring harness, antenna, modular telematics
gateway (MTG) with Service ADVISOR Remote capability, and JDLink Select activation.
Requires purchase of JDLink Select subscription sold separately.
Features: machine Hours, machine location, curfew alert, geofence alert, and maintenance
profile.
JDLink customer account must be created to access JDLink Select data.
Upgrade to JDLink Ultimate requires purchase of JDLink Ultimate activation and JDLink
Ultimate subscription (no hardware changes required).

1,000.00

1887 JDLink Ultimate Promotion - 1 Year Subscription Included
Includes JDLink hardware: integrated cab wiring harness, antenna, modular telematics
gateway (MTG) with Service ADVISOR Remote capability, JDLink Ultimate activation, and 1
year subscription to JDLink Ultimate service.
In addition to JDLink Select features this includes: machine utilization information, machine
reports, machine diagnostics.
JDLink customer account must be created to access JDLink Ultimate data.
Annual subscription renewal required after first year of service for continued functionality.

No Charge

1889 JDLink Ultimate
Includes JDLink hardware: integrated cab wiring harness, antenna, modular telematics
gateway (MTG) with Service ADVISOR Remote capability, and JDLink Ultimate activation.
Requires purchase of JDLink Ultimate subscription sold separately.
In addition to JDLink Select features this includes: machine utilization information, machine
reports, machine diagnostics.
JDLink customer account must be created to access JDLink Ultimate data.

2,400.00

1888 JDLink Ultimate Promotion - 3 Year Subscription Included
3 year subscription includes: 1 year promotion plus 2 additional years of JDLink Ultimate
data and Service ADVISOR Remote Capability.

Includes JDLink hardware: integrated cab wiring harness, antenna, modular telematics
gateway (MTG) with Service ADVISOR Remote capability, and JDLink Ultimate activation,
and 3 year subscription to JDLink Ultimate service.
In addition to JDLink Select features: machine utilization information, machine reports,
machine diagnostics.
JDLink customer account must be created to access JDLink Ultimate data.
Annual subscription renewal required after third year of service for continued functionality.

For US, Canada, Australia, and New Zealand.

1,200.00

1884 JDLink Ultimate Promotion - 5 Year Subscription Included
5 year subscription includes: 1 year promotion plus 4 additional years of JDLink Ultimate
data and Service ADVISOR Remote Capability.

Includes JDLink hardware: integrated cab wiring harness, antenna, modular telematics
gateway (MTG) with Service ADVISOR Remote capability, and JDLink Ultimate activation,
and 5 year subscription to JDLink Ultimate service.
In addition to JDLink Select features: machine utilization information, machine reports,
machine diagnostics.
JDLink customer account must be created to access JDLink Ultimate data.
Annual subscription renewal required after fifth year of service for continued functionality.

For US, Canada, Australia, and New Zealand.

2,400.00

ACTIVECOMMAND STEERING
1833 John Deere ActiveCommand Steering (ACS)

Not compatible with Codes 1430, 1431, or 1451.
3,100.00
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ACTIVECOMMAND STEERING ...Continued...
1834 Less John Deere ActiveCommand Steering (ACS) In Base Price

TRANSMISSION
1430 PowrQuad PLUS 19 mph (30 km/h) 16F/16R with Left Hand Reverser Control

Includes Hand Declutch feature on range lever.
Requires RH Console Cab.

-2,150.00

1451 AutoQuad PLUS Eco 25 mph (40 km/h) 20F/20R with Left Hand Reverser Control and
Field Cruise
Includes Hand Declutch feature on range lever.
Requires RH Console Cab.

In Base Price

1500 CommandQuad Eco 25 mph (40 km/h) 20F/20R with Left Hand Reverser Control and
Efficiency Manager
Requires CommandARM Cab.

1,950.00

1501 CommandQuad Eco 31 mph (50 km/h) 20F/20R with Left Hand Reverser Control and
Efficiency Manager
Requires CommandARM Cab.
Requires Air or Hydraulic trailer brakes, TLS Plus with front brakes, front fenders.
Requires Symbol B (31 mph) Front and Rear Tires, ordered from the tire section in this price
list.

1,950.00

1550 AutoPowr IVT Transmission 25 mph (40 km/h) with Right Hand Reverser Control and
Field Cruise
Requires CommandARM Cab.
Not compatible with Code 6020.

6,473.00

1551 AutoPowr IVT Transmission 25 mph (40 km/h) with Left Hand Reverser Control and
Field Cruise
Requires CommandARM Cab.
Not compatible with Code 6020.

6,973.00

1553 AutoPowr IVT Transmission 31 mph (50 km/h) with Right Hand Reverser Control and
Field Cruise
Requires Air or Hydraulic trailer brakes, TLS Plus with front brakes, front fenders.
Requires Symbol B (31 mph/50K) Front and Rear Tires, ordered from the tire section in this
price list.
Not compatible with Code 6020.

6,473.00

1552 AutoPowr IVT Transmission 31 mph (50 km/h) with Left Hand Reverser Control and
Field Cruise
Requires Air or Hydraulic trailer brakes, TLS Plus with front brakes, front fenders.
Requires Symbol B (31 mph) Front and Rear Tires, ordered from the tire section in this price
list.
Not compatible with Code 6020.

6,973.00

LIGHTS
7200 Standard Lighting

Six Front Grill Mounted Lights: Two 65 W Low Beam Driving Lights, two 65 W High Beam
Driving Lights and two Front Corner Facing Halogen Work Lights.
Ten Cab Roof Mounted Lights: Two Rear and four Side Facing 65 W Flood lights and four
Corner Facing Amber Lights.
Two Rear Fender Mounted Flood Lights and two Rear Turn Signal and Brake Lights.
Two Folding Extremity Lights.

In Base Price

7201 Deluxe Lighting
Includes Standard Lights plus two adjustable front roof 65W halogen floodlights, two front
belt-line work lights, and rotary beacon light.

762.00
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LIGHTS ...Continued...

7202 Premium Lighting
Includes Deluxe Lights, and additionally in the front grill screen, two front corner HID lights
replace two front halogen lights and one HID light and one 65W halogen flood light are
added. Two rear fender lights are replaced with HID lights.

3,278.00

RADIO
2650 Less Radio, Less Speakers

Includes wiring harness only for radio and speakers.
-650.00

2660 Deluxe Radio Package
AM/FM Stereo with Clock, Remote Controls. Auxiliary Input Jack located on front of Radio.
Four Speakers and External Antenna.

In Base Price

2661 Premium Radio Package with XM Radio
AM/FM Stereo with Premium Tuner, Clock, Weatherband, Compact Disc Player, Remote
Controls.
USB port on front of radio face.
Auxiliary Input Jacks located in right hand storage console and on radio face.
BlueTooth capable including microphone. Integrated BlueTooth Phone Book connection
through CommandCenter.
XM Satellite capable including Satellite Antenna (Subscription Required).
Four Speakers, Subwoofer, and External Antenna.
Volume, Speed Compensation, bass, and treble radio functions can be viewed and configured
on the CommandCenter Display.

335.00

2662 Premium Radio Package
For Non U.S. and Canada Markets only: AM/FM Stereo with Premium Tuner, Clock, Compact
Disc Player, Remote Controls.
Auxiliary Input Jack located in right hand storage console and on radio.
BlueTooth capable including microphone. Integrated BlueTooth Phone Book connection
through CommandCenter.
Four Speakers, Subwoofer, and External Antenna.

235.00

REMOTE SELECTIVE CONTROL VALVES
3331 Three Deluxe Rear Remote Selective Control Valves with Electro-Hyraulic Controls,

Push/Pull Breakaway Couplers and High Pressure Relief Levers
EHSCVs are mounted on right hand console with PowrQuad PLUS or AutoQuad PLUS
Transmissions (Codes 1430, 1431 or 1451), and included in the CommandARM with
CommandQuad and IVT (Codes 1500, 1501, 1550, 1551, 1552, or 1553).

In Base Price

3341 Four Remote Selective Control Valves with Push/Pull Breakaway Couplers
and High Pressure Relief Levers
EHSCVs are mounted on right hand console with PowrQuad PLUS or AutoQuad PLUS
Transmissions (Codes 1430, 1431 or 1451), and included in the CommandARM with
CommandQuad and IVT (Codes 1500, 1501, 1550, 1551, 1552, or 1553).

1,812.00

3351 Five Deluxe Rear Remote Selective Control Valves with Electro-Hydraulic Controls,
Push/Pull Breakaway Couplers and High Pressure Relief Levers
Not compatible with PowrQuad PLUS or AutoQuad PLUS Transmissions (Codes 1430, 1431
or 1451).
Included in the CommandARM with CommandQuad and IVT (Codes 1500, 1501, 1550, 1551,
1552, or 1553).

3,625.00

3361 Six Deluxe Rear Remote Selective Control Valves with Electro-Hydraulic Controls,
Push/Pull Breakaway Couplers and High Pressure Relief Levers
Not compatible with PowrQuad PLUS or AutoQuad PLUS Transmissions (Codes 1430, 1431
or 1451).

5,437.00
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REMOTE SELECTIVE CONTROL VALVES ...Continued...
Included in the CommandARM with CommandQuad and IVT (Codes 1500, 1501, 1550, 1551,
1552, or 1553).
Requires Option Code 841K.
Not Compatible with Option Codes 8910, 8410, 8411, 834L, and 834M.

REAR POWER TAKE OFF
3810 1-3/4 In. (45mm) 1000 rpm PTO (20 Spline)

Option is never compatible with 1-3/8 In. (35mm) 540 (6 Spline) / 1000 (21 Spline) rpm PTO.
In Base Price

3820 1-3/4 In. (45mm) 1000 rpm PTO (20 Spline),
1-3/8 In. (35mm) 540 (6 Spline) / 1000 (21 Spline) rpm PTO with Shifting
at the rear of the Tractor

1,459.00

3830 1-3/8 In. (35mm) 540 Economy rpm (6 Spline) / 1000 (21 Spline) / 1000 (21 Spline)
Economy rpm PTO, 1-3/4 In. (45mm) 1000 (20 Spline) / 1000 (20 Spline)
Economy rpm PTO, Electronicly Shiftable in Cab, One-Piece Reversible 1-3/8 In.
Shaft and Single Side 1-3/4 Shaft
Economy speed at 1730 engine rpm.

2,280.00

3831 1-3/8 In. (35mm) 540 (6 Spline) / 540 (6 Spline) Economy rpm / 1000 (21 Spline) rpm PTO,
1-3/4 In.(45mm) 1000 (20 Spline) rpm PTO, Electronicly Shiftable in Cab,
One-Piece Reversible 1-3/8 In. Shaft and Single Side 1-3/4 Shaft
Economy speed at 1730 engine rpm.

2,280.00

DRAWBAR AND TRAILER HITCH
4320 Category 3 Adjustable Swing Drawbar for use with a 38 mm Pin

Does not include clevis. For clevis, order Code 8435.
In Base Price

4323 Category 3 Drawbar, High Vertical Load (10,000 Lb. Capacity) with
Clevis and 1.50 In. (38 mm) Pin

985.00

HITCH, COUPLER, AND STABILIZER
4000 Less 3-Point Hitch

Requires Code 3331.
-5,208.00

4033 12,400 Lb. Capacity 3-Point Hitch (Cat. 3/3N) with Quik-Coupler
Includes solid, non-adjustable draft links and sway blocks.

In Base Price

4034 15,200 Lb. Capacity 3-Point Hitch (Cat. 3/3N) with Quik-Coupler
Includes solid, non-adjustable draft links and sway blocks.

1,176.00

HYDRAULIC PUMP
3230 32 gpm / 121 L/Min. Hydraulic Pump (45cc) In Base Price

3240 43 gpm / 163 L/Min. Hydraulic Pump (63cc) 869.00

3260 59 gpm / 223 L/Min. Hydraulic Pump (85cc) 1,992.00

REAR AXLES
5045 3-15/16 In. (100 mm) Dia x 100.4 In. (2550 mm) Length

Not compatible with duals.
-308.00
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REAR AXLES ...Continued...
5047 3-15/16 In. (100 mm) Dia x 110.5 In. (2808 mm) Length

Requires Code 873A.
-152.00

5049 3-15/16 In. (100 mm) Dia x 118.5 In. (3012 mm) Length In Base Price

WHEELS AND HUBS
5090 Steel Wheels and Cast Hubs

Requires Code 5045, 5047, 5049.
In Base Price

5091 Cast Wheels with Single Taper Hubs
Requires Code 5045, 5047, 5049, 5059, 5061.

251.00

REAR WHEELS & TIRES (Single and Dual Configurations)
The models will be installed as listed. The company reserves the right to substitute another
model without written notice.
For complete tire and wheel information, refer to the Agricultural Sales Manual or individual
tire manufacturer's handbook.
Some tire sizes and/or brands are excluded from manufacturer warranty when used in
specialty applications (e.g. use on Scraper Tractors). Please refer to the tire manufacturer's
handbook for specific warranty guidelines.
Overloading of tires is prohibited.

REAR WHEELS AND TIRES FOR 40 km/h TRANSMISSIONS:

A8 Speed Rated RCI Group 47 Size Tires (77 In./1955 mm Diameter)
Listed Narrowest to Widest
Listed Singles to Duals
For MFWD, use with any A8 Speed Rated RCI Group 42 Front Tire with same brand
preference.
For tractors equipped with heavy ballast, duals are recommended to avoid overloading tires.
Mixing of R1 and R1W tread types between Front and Rear Tires is Permitted.

5100 320/90R54 In. 149A8 R1W Radial in Single Wheel Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.

-7,622.00

5500 320/90R54 In. 149A8 R1W Radial in Dual Wheel Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.

2,196.00

5101 380/90R50 In. 151A8 R1W Radial in Single Wheel Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.

-8,932.00

5501 380/90R50 In. 151A8 R1W Radial Radial in Dual Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.

-424.00

5102 480/80R46 In. 158A8 R2 Radial in Single Wheel Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.

-8,320.00

AGRICULTURAL PRODUCTS
JOHN DEERE TRACTORS

7200R Tractor
Continued

23 June 2011 US & Canada
2-Tractors-05500- 12



CODE
ATTACHMENT
IDENTIFIER DESCRIPTION

SUGGESTED
LIST PRICE

USD ($)

REAR WHEELS & TIRES (Single and Dual Configurations)
...Continued...

5502 480/80R46 In. 158A8 R2 Radial in Dual Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.
Requires Front Tire Code 6103.

800.00

5103 480/80R46 In. 158A8 R1 Radial in Single Wheel Configuration
Available in Firestone or Goodyear.

-8,720.00

5503 480/80R46 In. 158A8 R1 Radial in Dual Configuration
Available in Firestone or Goodyear.

In Base Price

5104 480/80R46 In. 158A8 R1W Radial in Single Wheel Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.

-7,141.00

5504 480/80R46 In. 158A8 R1W Radial in Dual Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.

2,603.00

5105 520/85R42 In. 157A8 R1 Radial in Single Wheel Configuration
Available in Firestone or Goodyear.

-8,774.00

5505 520/85R42 In. 157A8 R1 Radial in Dual Configuration
Available in Firestone or Goodyear.

-108.00

5106 520/85R42 In. 157A8 R1W Radial in Single Wheel Configuration
Available in Firestone, Goodyear, or Michelin.

-7,528.00

5506 520/85R42 In. 157A8 R1W Radial in Dual Configuration
Available in Firestone, Goodyear, or Michelin.

2,384.00

5108 520/85R42 In. 157A8 R2 Radial in Single Wheel Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.

-6,930.00

5508 520/85R42 In. 157A8 R2 Radial in Dual Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.

3,580.00

5509 620/70R42 In. 160A8 R1W Radial in Dual Configuration
Available in Firestone, Michelin, or Goodyear.

5,312.00

5123 620/70R42 In. 160A8 R1W Radial in Single Wheel Configuration
Available in Firestone, Goodyear or Michelin.

-4,965.00

5132 650/65R42 In. 158A8 R1W Radial in Single Wheel Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.

-4,965.00

5124 650/65R42 In. 170A8 R1W Radial in Single Wheel Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.

-4,890.00

5110 710/70R38 In. 166A8 R1W Radial in Single Wheel Configuration
Available in Firestone, Michelin, or Goodyear.

-4,818.00

5510 710/70R38 In. 166A8 R1W Radial in Dual Configuration
Available in Firestone, Michelin, or Goodyear.

7,804.00
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REAR WHEELS & TIRES (Single and Dual Configurations)
...Continued...

5117 IF 710/70R38 178A8 R1W Radial in Single Wheel Configuration
Available in Firestone only.
Requires No Brand Preference Code 5999.

-4,244.00

A8 Speed Rated RCI Group 48 Size Tires (81 In./2057 mm Diameter)
Listed Narrowest to Widest
Listed Singles to Duals
Use with any A8 Speed Rated RCI Group 43 Front Tire with same brand preference.
Mixing of R1 and R1W tread types between Front and Rear Tires is permitted.

5200 380/90R54 In. 152A8 R1W Radial in Single Wheel Configuration
Available in Goodyear only.
Not compatible with Code 5090.
Requires No Brand Preference Code 5999.

-7,282.00

5600 380/90R54 In. 152A8 R1W Radial in Dual Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.
Not compatible with Code 5090.

2,876.00

5201 480/80R50 In. 159A8 R1W Radial in Single Wheel Configuration
Available in Firestone, Goodyear, Titan or Michelin.

-7,282.00

5601 480/80R50 In. 159A8 R1W Radial in Dual Configuration
Available in Firestone, Goodyear or Michelin.
Not compatible with Code 5090.

2,876.00

5202 IF 480/80R50 166A8 R1W Radial in Single Wheel Configuration
Available in Firestone only.
Requires No Brand Preference Code 5999.

-5,564.00

5602 IF 480/80R50 166A8 R1W Radial in Dual Configuration
Available in Firestone only. Requires No Brand Preference Code 5999.

6,312.00

5203 520/85R46 In. 158A8 R1W Radial in Single Wheel Configuration
Available in Firestone, Goodyear, Michelin or Continental.

-7,472.00

5603 520/85R46 In. 158A8 R1W Radial in Dual Configuration
Available in Firestone, Michelin, Continental, or Goodyear.

2,496.00

5204 520/85R46 In. 158A8 R2 Radial in Single Wheel Configuration
Available in Goodyear only.
Requires Front Tire Code 6206.
Requires No Brand Preference Code 5999.

-7,236.00

5604 520/85R46 In. 158A8 R2 Radial in Dual Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.
Compatible Front Tire Code 6206.

2,968.00

5205 620/70R46 In. 167A8 R1W Radial in Single Wheel Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.

-5,690.00

5605 620/70R46 In. 167A8 R1W Radial in Dual Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.

6,060.00
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REAR WHEELS & TIRES (Single and Dual Configurations)
...Continued...

5222 650/85R38 In. 173A8 R1W Radial in Single Wheel Configuration
Available in Trelleborg, Michelin, Goodyear, or Continental.

-4,988.00

5622 650/85R38 In. 173A8 R1W Radial in Dual Configuration
Available in Goodyear, Michelin, Trelleborg, or Continental.

7,464.00

5218 IF 650/85R38 In. 179A8 R1W Radial in Single Wheel Configuration
Available in Michelin only.
Requires Front Tire Code 6214.
Requires No Brand Preference Code 5999.

-2,675.00

5618 IF 650/85R38 In. 179A8 R1W Radial in Dual Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.
Requires Front Tire Code 6214.

11,535.00

5206 710/70R42 In. 168A8 R1W Radial in Single Wheel Configuration
Available in Firestone only.
Requires No Brand Preference Code 5999.

-4,480.00

5606 710/70R42 In. 168A8 R1W Radial in Dual Configuration
Available in Firestone only.
Requires No Brand Preference Code 5999.
Not compatible with Code 5090.

8,480.00

5207 710/70R42 In. 173A8 R1W Radial in Single Wheel Configuration
Available in Goodyear, Michelin, Trelleborg, or Continental.

-4,178.00

5607 710/70R42 In. 173A8 R1W Radial in Dual Configuration
Available in Michelin, Goodyear, or Continental.
Not compatible with Code 5090.

9,084.00

5219 IF 710/70R42 In. 179A8 R1W Increased Flexion Radial in Single Wheel Configuration
Available in Firestone or Michelin.
Requires Front Tire Code 6214.

-2,570.00

5619 IF 710/70R42 In. 179A8 R1W Radial in Dual Configuration
Available in Michelin or Firestone.
Requires No Brand Preference Code 5999.
Requires Front Tire Code 6214.

12,300.00

5209 800/70R38 In. 173A8 R1W Radial in Single Wheel Configuration
Available in Firestone, Michelin, or Goodyear.

-3,918.00

5220 IF 800/70R38 In. 179A8 R1W Radial in Single Wheel Configuration
Available in Michelin only.
Requires Front Tire Code 6214.
Requires No Brand Preference Code 5999.

-1,244.00
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REAR WHEELS & TIRES (Single and Dual Configurations)
...Continued...

REAR WHEELS AND TIRES FOR 50 km/h TRANSMISSIONS:

B Speed Rated RCI Group 47 Size Tires (77 In./1955 mm Diameter)
Listed Narrowest to Widest
Listed Singles to Duals
For use with any B Rated RCI Group 42 Front Tire with same tread type and brand
preference.

5513 480/80R46 In. 158B R1 Radial in Dual Configuration
Available in Firestone or Goodyear.

968.00

5116 710/70R38 In. 171B R1W Radial in Single Wheel Configuration
Available in Michelin or Goodyear.

-4,110.00

B Speed Rated RCI Group 48 Size Tire (81 In./2057 mm Diameter)
Listed Narrowest to Widest
Listed Singles to Duals
Use with any B Speed Rated RCI Group 43 Front Tire with same tread type and brand
preference.

5610 480/80R50 In. 159B R1W Radial in Dual Configuration
Available in Firestone or Goodyear.

3,680.00

5211 650/85R38 In. 173B R1W Radial in Single Wheel Configuration
Available in Michelin or Goodyear.

-4,506.00

5215 IF 650/85R38 In. 179B R1W Increased Flexion Radial in Single Wheel Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.
Requires Code 6215.

-2,675.00

5213 710/70R42 In. 173B R1W Radial in Single Wheel Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.

-3,397.00

5216 IF 710/70R42 In. 179B R1W Radial in Single Wheel Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.
Requires Code 6215.

-2,015.00

5217 IF 800/70R38 In. 179B R1W Radial in Single Wheel Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.

-689.00

FRONT AXLES
6020 Two Wheel Drive Adjustable Width 60-88 In. (1524-2235 mm)

Not compatible with IVT or Group 44/49 Tires.
Not compatible with Loader Ready Code 8910

-16,309.00

6043 1150 Series Mechanical Front Wheel Drive Axle with Driveline Shield and
Limited Slip Differential
Not compatible with Group 44/49 Tires.

In Base Price

6060 1300 Series Mechanical Front Wheel Drive Axle with Triple Link 8,325.00
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FRONT AXLES ...Continued...
Suspension PLUS (TLS +), Driveline Shield and Limited Slip Differential

6061 1300 Series Mechanical Front Wheel Drive Axle with Triple Link
Suspension PLUS (TLS+), Driveline Shield, Hydraulic On/Off
Differential Lock and Wet Disk Front Brakes
Required for 31 mph (50 km/h) Transmissions (Code 1501, 1552 or 1553).
Compatible with 19 mph (30 km/h) or 25 mph (40 km/h) Transmissions (Code 1430, 1431,
1451, 1500, 1550, and 1551).

9,770.00

FRONT WHEELS AND TIRES
For complete tire and wheel information refer to the Agricultural Sales Manual or individual
tire manufacturer's handbook.
For loader compatibility information, refer to the Agricultural Sales Manual.
Some tire sizes and/or brands are excluded from manufacturer warranty when used in
specialty applications (e.g. use on scraper tractors).
Please refer to the tire manufacturer's handbook for specific warranty guidelines.
Overloading of tires is prohibited.

Two Steel 2WD Wheels with:
2WD Front Tires are not compatible with Group 49 Rear Tires.

6165 11.00-16 In. 12PR F2
Available in Goodyear only.
Not compatible with Front Loaders.
Requires No Brand Preference Code 5999.

-2,320.00

6166 11.00-20 In. 12PR F2
Available in Titan only.
Requires No Brand Preference Code 5999.
Requires Group 48 Rear Tires.

-2,128.00

6168 14L-16.1 In. 12PR F2
Available in Firestone only.
Restricted to 15 mph (25 km/h) when used with Front Loaders.
Extended lead time tire; may affect Tractor delivery date.
Requires No Brand Preference Code 5999.

-1,654.00

MECHANICAL FRONT WEHEEL DRIVE (MFWD) AXLE
Eight Position Steel MFWD Wheels with:

A8 Speed Rated RCI Group 42 Size Tires (59 In./1498 mm Diameter)
Listed Narrowest to Widest
Use with any A8 Speed Rated RCI Group 47 Rear Tire with same brand preference.
Mixing of R1 and R1W tread types between Front and Rear Tires is permitted.

6106 320/85R38 In. 143A8 R1W Radial
Available in Goodyear only.
Requires No Brand Preference Code 5999.
Extended lead time tire; may affect Tractor delivery date.

798.00

6107 380/85R34 In. 137A8 R1 Radial
Available in Firestone or Goodyear.

266.00

6108 380/85R34 In. 137A8 R1W Radial
Available in Michelin only.
Requires No Brand Preference Code 5999.

1,729.00
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FRONT WHEELS AND TIRES ...Continued...
6100 420/90R30 In. 142A8 R1 Radial

Available in Firestone or Goodyear.
In Base Price

6101 420/90R30 In. 147A8 R1W Radial
Available in Michelin and Firestone.

590.00

6102 16.9R30 In. 144A8 R1W Radial
Available in Firestone only.
Requires No Brand Preference Code 5999.
Extended lead time tire; may affect Tractor delivery date.

574.00

6103 420/90R30 In. 142A8 R2 Radial
Available in Goodyear only.
Requires No Brand Preference Code 5999.
Extended lead time tire; may affect Tractor delivery date.

662.00

6131 480/70R30 In. 152A8 R1W Radial
Available in Firestone or Goodyear.

270.00

6119 540/65R30 In. 143A8 R1W Radial
Available in Michelin only.
Requires No Brand Preference Code 5999.

2,481.00

6109 600/65R28 In. 147A8 R1W Radial
Available in Firestone only.
Requires No Brand Preference Code 5999.
For use with 64 In. or wider tread setting.

2,240.00

6132 600/65R28 In. 154A8 R1W Radial
Available in Michelin and Goodyear.
For use with 64 In. or wider tread setting.

2,712.00

A8 Speed Rated RCI Group 43 Size Tires (63 In./1600 mm Diameter)
Listed Narrowest to Widest
Use with any A8 Speed Rated RCI Group 48 Rear Tire with same brand preference.
Mixing of R1 and R1W tread types between Front and Rear Tires is permitted.

6200 320/80R42 In. 141A8 R1W Radial
Available in Goodyear only.
Requires No Brand Preference Code 5999.

1,302.00

6201 380/80R38 In. 142A8 R1W Radial
Available in Firestone, Goodyear, or Michelin.

1,302.00

6202 IF 380/80R38 In. 149A8 R1W Radial
Available in Firestone only.
Requires No Brand Preference Code 5999.

2,168.00

6203 420/85R34 In. 147A8 R1W Radial
Available in Firestone or Goodyear.

1,244.00

6205 480/70R34 In. 155A8 R1W Radial
Available in Firestone or Goodyear.

2,010.00

6217 IF 420/85R34 152A8 R1W Radial
Available in Firestone only.
Requires No Brand Preference Code 5999.

2,448.00
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FRONT WHEELS AND TIRES ...Continued...
6204 480/70R34 In. 143A8 R1W Radial

Available in Michelin and Continental.
1,180.00

6206 480/70R34 In. 146A8 R2 Radial
Available in Goodyear only.
Requires No Brand Preference Code 5999.

1,050.00

6207 540/65R34 In. 148A8 R1W Radial
Available in Michelin or Goodyear.

1,252.00

6208 600/70R30 In. 152A8 R1W Radial
Available in Firestone, Goodyear or Michelin.

2,392.00

6214 IF 600/70R30 In. 159A8 R1W Radial
Available in Michelin and Firestone.
Requires No Brand Preference Code 5999.

3,287.00

Eight Position B Speed Rated Steel MFWD Wheels for 31 mph (50 km/h)
Transmissions:

B Speed Rated RCI Group 42 Size Tires (59 In./1498 mm Diameter)
Listed Narrowest to Widest
Use with any B Speed Rated RCI Group 47 Rear Tire with same tread type and brand
preference.

6111 380/85R34 137B R1
Available in Goodyear or Firestone.

266.00

6123 480/70R30 152B R1W
Available in Goodyear only.
Requires No Brand Preference Code 5999.

270.00

6113 600/65R28 In. 147B R1W Radial
Available in Michelin or Goodyear.
Use with 1780 mm (70 In.) or wider tread settings.

2,724.00

B Speed Rated RCI Group 43 Size Tires (63 In./1600 mm Diameter)
Use with any B Speed Rated RCI Group 48 Rear Tire with same tread type and brand
preference.
Requires Code 5037.

6209 420/85R34 In. 147B R1W Radial
Available in Firestone or Goodyear.

1,948.00

6212 600/70R30 In. 152B R1W Radial
Available in Michelin and Goodyear
For use with 70 In. (1780 mm) or wider tread setting.

2,392.00

6210 540/65R34 In. 148B R1W Radial
Available in Michelin and Goodyear.

1,252.00

6215 IF 600/70R30 In. 159B R1W Increased Flexion Radial
Available in Michelin only.
Requires No Brand Preference Code 5999.

3,287.00
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TIRE PREFERENCE CODES
If only one brand is available in any tire code, the Tire Preference Code 5999 must be chosen
below to avoid extra charges. You will still get the one brand stated in the tire code
description.

5999 No Brand Preference No Charge

5901 Firestone Brand Only 600.00

5902 Goodyear Brand Only 600.00

5903 Michelin Brand Only 1,000.00

5904 Continental Brand Only 600.00

OPERATOR'S MANUALS, LABELS AND COMMANDCENTER
0409 English In Base Price

0437 Spanish Same Price

0413 French Same Price

ATTACHMENTS - ORDER AS DESIRED

Customer Gold Key Program:
9076 Gold Key Experience

Not compatible with Code 9075.
This new option will provide your customer with more flexibility to schedule their Gold Key
Experience Tour of a product similar to their purchase. Customers can choose a date that fits
their schedule and allows them to arrange travel in advance. This experience will provide
your customer with the same irreplaceable opportunity of a personal tour of our World Class
facility, with the exception of seeing their machine on the day of their tour. This tour will be
scheduled in advance with your customer#s input and will occur during an eight week period
(4 weeks prior to or 4 weeks after the machine#s expected warehouse date). There is more
availability and flexibility for this option to accommodate your customer#s needs. Upon
selection of this option, the factory will contact you to schedule a tour date.

No Charge

Operator Station and Electrical:
8242 Radar with Dual Beam Sensor 850.00

8725 Rotary Beacon Light
Required to add Rotary Beacon Light to Standard Lighting Package.

321.00

8227 Outside Mirrors, Telescoping, Heated, Electrically Adjustable, RH and LH
Required to upgrade from Right and Left Hand Manual Adjust Mirrors.

925.00

8228 Outside Mirrors, Telescoping, Heated, Electrically Adjustable, RH and LH
Required to upgrade from RH and LH Electrically Adjusting Mirrors.

514.00

8782 Backup Alarm 170.00

8251 Antenna Mount and Wiring for Business Band (2-Way) Radio 123.00

8288 Foot Operated Speed Control 287.00
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ATTACHMENTS - ORDER AS DESIRED ...Continued...
8720 Loader and Driving Light Package

Provides two road lights mounted higher on the cab posts for use when front mounted
equipment obstruct grill mounted front lights.

199.00

8210 Leather Trim
Includes heated leather seat, leather wrapped steering wheel and rear window decal.

1,568.00

Chassis:
8010 Fenders, Deluxe Pivoting Front for MFWD - 18.7 In. (480 mm) Wide

Recommended for use with 12.4 In. (290 mm) to 16.9 In. (420 mm) tire width.
Code 8010 or 8011 is required for 50km/h (31mph) Tractors.
Not compatible with Code 8011.

1,191.00

8011 Fenders, Deluxe Pivoting Front for MFWD - 24.4 In. (620 mm) Wide
Recommended for use with 18.4 In. (480 mm) to 23.6 In. (600 mm) tire width.
Not compatible with Code 8010.
If Code 8910 Loader Ready is selected the fenders will be fixed and loader compatible.
Code 8010 or 8011 is required for 31 mph (50 km/h) Tractors.

1,191.00

8020 Fenders, Full Coverage Rear - 100 In. (2.55 m) Width
Includes hitch control switch on both fenders.

1,303.00

8021 Fender, Extra Width Rear Extensions - 108 In. (2.75 M) Width
Provides coverage for up to 800 mm section width tires.
Not compatible with Code 8020.

1,545.00

8291 Left Hand Step Mud Guard
In base on Tractors with Group 49 Rear Tires.
Option on Tractors with Group 47 and Group 48 Rear Tires.

93.00

8910 Loader Ready Three Function Electronic - Independent Control Valve
Includes: 3-Function Electronic Joystick with activated speed shifting buttons (Activated Speed
Shifting Buttons not available with IVT Transmissions), 6-Hydraulic hoses from mid-mount
Tractor valve to attached single point half coupler, Loader Mounting Frame, and Hood Guard
(Requires front weight support).
Not compatible with Mid Mount SCV's or Front Hitch.
If fenders are desired please select Code 8011 which will be Fixed Front Fenders compatible
with Loaders.

7,019.00

8751 Trailer Brake, Dual Line Air
Includes compressor, tank, control valve, and couplers.
Not compatible with Code 8756 or 8752.
For dual line air and hydraulic brakes, order Code 8752.
Code 8751, 8756, or 8752 is required for 31 mph (50 km/h) Tractors.

4,895.00

8756 Trailer Brake, Hydraulic
Includes rear tractor line coupler.
Not compatible with Code 8751 or 8752.
For dual line air and hydraulic brakes, order Code 8752.
Code 8751, 8756, or 8752 is required for 31 mph (50 km/h) Tractors.

524.00

8752 Trailer Brakes, Dual Line Air and Hydraulic
Includes Code 8751 and 8756.
Code 8751, 8756, or 8752 is required for 31 mph (50 km/h) Tractors.

5,419.00

Hitch and Drawbar:
8433 Less Drawbar

Requires Code 4311, 4313, 4314, or 4315.
-155.00
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ATTACHMENTS - ORDER AS DESIRED ...Continued...
8428 Hydraulic Rear Center Link

Requires Code 8020.
1,070.00

841G Front Hitch Ready
Includes a front casting that will accommodate but does not include a Front Hitch and Front
PTO.
Includes 1 set of Hydraulic Oil lines to connect the Front Hitch and Mid-Mount SCV on a
Pivot Beam Axle and 3 sets of Hydraulic Lines on TLS front axles.
Not compatible with 8407, 8408, 8410, 8409, 8411.

2,449.00

8407 Deluxe Front Hitch with 3175 Kg (7000 Lb.) lift capacity
- ISO or 5200 Kg. (11,450 Lb.) lift capacity at hitch balls
- Less Pushbar (Hitch Raise/Lower hard plumbed to Mid-Mount Valve)
- Includes Zero Front Auxiliary Couplers
Not compatible with 841G, 832G, 834B, 834C, 834L, or 834M.
Requires Code 841K or 841L.
Codes 2051, 2053, 2055, 2058, 2060, and 2064 require option 841L.
Codes 2050, 2052, 2059, 2057, 2061, 2063, 2062, or 2065 are highly recommended to select
option 841K.
Includes 1 Mid-Mount SCV for hitch raise and lower.

3,771.00

8408 Deluxe Front Hitch with 3175 Kg (7000 Lb.) lift capacity
- ISO or 5200 Kg. (11,450 Lb.) lift capacity at hitch balls
- Less Pushbar (Hitch Raise/Lower hard plumbed to Mid-Mount Valve)
- Includes One Front Auxiliary Coupler
Not compatible with 841G, 832G, 834B, 834C, 834L, and 834M
Requires Code 841K or 841L.
Codes 2051, 2053, 2055, 2058, 2060, and 2064 require option 841L.
Codes 2050, 2052, 2059, 2057, 2061, 2063, 2062, or 2065 are highly recommended to select
option 841K.
Includes 2 Mid-Mount SCV's; Hitch Raise and Lower, 1 Aux Coupler.

4,862.00

8410 Deluxe Front Hitch with 3175 Kg (7000 Lb.) lift capacity
- ISO or 5200 Kg. (11,450 Lb.) lift capacity at hitch balls
- Less Pushbar (Hitch Raise/Lower hard plumbed to Mid-Mount Valve)
- Includes Two Front Auxiliary Couplers
Not compatible with 841G, 832G, 834B, 834C, 834L, and 834M
Requires Code 841K or 841L.
Codes 2051, 2053, 2055, 2058, 2060, and 2064 require option 841L.
Codes 2050, 2052, 2059, 2057, 2061, 2063, 2062, or 2065 are highly recommended to select
option 841K.
Includes 3 Mid-Mount SCV's; Hitch Raise and Lower, 2 Aux Couplers.

5,953.00

8409 Premium Front Hitch with 3175 Kg (7000 Lb.) lift capacity
- ISO or 5200 Kg. (11,450 Lb.) lift capacity at hitch balls
- Includes Pushbar (Hitch Raise/Lower hard plumbed to Mid-Mount Valve)
- Includes One Front Auxiliary Coupler
Not Compatible with 841G, 832G, 834B, 834C, 834L, and 834M
Requires Code 841k or 841L
Codes 2051, 2053, 2055, 2058, 2060, and 2064 require option 841L.
Codes 2050, 2052, 2059, 2057, 2061, 2063, 2062, or 2065 are highly recommended to select
option 841K.
Includes 2 Mid-Mount SCV's; Hitch Raise and Lower, 1 Aux Coupler.

5,771.00
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ATTACHMENTS - ORDER AS DESIRED ...Continued...
8411 Premium Front Hitch with 3175 Kg (7000 Lb.) lift capacity

- ISO or 5200 Kg. (11,450 Lb.) lift capacity at hitch balls
- Includes Pushbar (Hitch Raise/Lower hard plumbed to Mid-Mount Valve)
- Includes Two Front Auxiliary Couplers
Not compatible with 841G, 832G, 834B, 834C, 834L, and 834M.
Requires Code 841k or 841L.
Codes 2051, 2053, 2055, 2058, 2060, and 2064 require option 841L.
Codes 2050, 2052, 2059, 2057, 2061, 2063, 2062, or 2065 are highly recommended to select
option 841K.
Includes 3 Mid-Mount SCV's; Hitch Raise and Lower, 2 Aux Couplers.

6,862.00

841K Auxilary CommandArm Mounted SCV Controls
Highly recommended when Codes 8407, 8408, 8409, 8410, or 8411 are selected with Codes
2050, 2052, 2059, 2057, 2061, 2063, 2062, or 2065.

1,115.00

841L Joystick Control
Required when Codes 8407, 8408, 8409, 8410, or 8411 are selected with Codes 2051, 2053,
2055, 2058, 2060, or 2064.

1,127.00

8435 Drawbar Clevis, Cat. 3 with 1.5 In. (38 mm) Pin
Requires Code 4320.

223.00

841J Loader and Front Hitch Ready 9,468.00

Hydraulics:
832G Auxiliary Hydraulic Connections

Includes (2) motor return 1/2" couplers, (1) flat face sump 3/8" coupler, (1) 1/2" power beyond
pressure, (1) load sense 1/4" coupler.

812.00

834B Mid-Mount EH Valve Stack with 2-Function Paddle Pot Control
Provides two additional SCVs .
Float position included on all Mid-Mount valves.
Includes two sets of Mid-Mount valve couplers.
Not compatible with Front Hitch or Loader Ready Package.
Not compatible with AutoQuad or PowrQuad Transmissions.

2,355.00

834C Mid-Mount EH Valve Stack with 2-Function Joystick Control
Provides two additional SCVs.
Float position capable on only 1 Mid-Mount valve.
Includes two sets of Mid-Mount valve couplers.
Not compatible with Front Hitch or Loader Ready Package.

3,082.00

834L Mid-Mount EH Valve Stack with 3-Function Paddle Pot Control
Provides three additional SCVs.
Float position included on all Mid-Mount valves.
Includes three sets of Mid-Mount valve couplers.
Not compatible with Front Hitch or Loader Ready Package.
Not compatible with 6 Rear SCV's.
Not compatible with AutoQuad or PowrQuad Transmissions

3,445.00

834M Mid-Mount EH Valve Stack with 3-Function Joystick Control
Provides Three Additional SCVs
Float position capable on only 1 Mid-Mount valve.
Includes three sets of Mid-Mount valve couplers.
Not compatible with Front Hitch or Loader Ready Package.
Not compatible with 6 Rear SCV's.

4,173.00
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Front PTO:
8380 PTO, Independent Front with 1-3/8 In. 21-Spline, 1000rpm

Clockwise-Rotating Shaft as Viewed from Front (Type 2)
Requires Code 8407, 8408, 8409, 8410, 8411.

6,923.00

8381 PTO, Independent Front with 1-3/4 In. 20-Spline, 1000rpm
Clockwise-Rotating Shaft as Viewed from Front (Type 3)
Requires Code 8407, 8408, 8409, 8410, 8411.

6,923.00

8382 PTO, Independent Front with 1-3/8 In. 6-Spline, 1000rpm
Counter Clockwise-Rotating Shaft as Viewed from Front (Type 1)
Requires Code 8407, 8408, 8409, 8410, 8411.

5,993.00

Engine:
8302 Heater, Engine Block 110V 51.00

8304 Heater, Cold Weather Auxiliary Package, 110V
Includes Ground Fault Interrupter, Engine Block Heater, Charge Pump Heater and
Transmission Hydraulic Oil Heater (Transmission Heater is only available on PQ, AQ, and
CQ Transmissions).

436.00

8306 Fuel/Water Separator, Severe Duty
In addition to water separator in base equipment.

530.00

8220 Intelligent Power Management
Provides up to an additional 30 Engine hp in non-stationary rear PTO and transport
applications.
Not compatible with Code 8330.

2,844.00

8330 John Deere PowerTech 6.8 L (414 cu. In.) 6 Cyl IT4 / Stage 2 Compliant Diesel Engine Same Price

8332 John Deere PowerTech PSX 6.8 L (414 cu. In.) 6 Cyl IT4 / Stage 3b Compliant Diesel
Engine

Same Price

Quik-Tatch Weights:
8955 Weight, Front Support - Less Weights 314.00

8956 Weight, Front Support with Four Suitcase Weights
Not compatible with Front Loaders.

795.00

8957 Weight, Front Support with Eight Suitcase Weights
Not compatible with Front Loaders.

1,318.00

8958 Weight, Front Support with Twelve Suitcase Weights
Not compatible with Front Loaders.

1,845.00

8959 Weight, Front Support with Sixteen Suitcase Weights
Not compatible with Front Loaders.

2,383.00

8962 Weight, Front Support with Twenty Suitcase Weights
Not compatible with Front Loaders.

3,055.00

8963 Weight, Front Support with Twenty Four Suitcase Weights
Not compatible with Front Loaders.

3,287.00
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ATTACHMENTS - ORDER AS DESIRED ...Continued...

Rear Wheel Weights - For Inside/Inner Wheels (Steel):
Weights shown are for each weight.

8970 One pair 165 Lb. (75 kg) Starter Weights and One Pair 450 Lb. (205 kg) Weights 1,564.00

8971 One pair 165 Lb. (75 kg) Starter Weights and Two Pair 450 Lb. (205 kg) Weights
Minimum tread setting may be restricted due to tire size selected. Refer to the Agricultural
Sales Manual for additional information.
Not compatible with 5010 or 5093.

2,662.00

Rear Wheel Weights - For Outside Drive Wheels (Steel):
Weights shown are for each weight.

8972 One pair 165 Lb. (75 kg) Starter Weights and One Pair 450 Lb. (205 kg) Weights
Not compatible with duals.

1,564.00

8973 One pair 165 Lb. (75 kg) Starter Weights and Two Pair 450 Lb. (205 kg) Weights
Not compatible with duals.

2,662.00

Rear Wheel Weights - For Inside/Inner Drive Wheels (Cast)
Weights shown are for each weight.

8974 One Pair 450 Lb. (205 kg) 1,098.00

8975 One pair 165 Lb. (75 kg) Starter Weights and One Pair 450 Lb. (205 kg) Weights 1,564.00

8976 Two Pair 450 Lb. (205 kg) 2,196.00

8977 One Pair 1400 Lb. (635 kg)
Requires Code 3902 and tires with load rating above 151 Load Index.

3,145.00

Rear Wheel Weights - For Outside Drive Wheels (Cast):
Weights shown are for each weight.

8978 One pair 165 Lb. (75 kg) Starter Weights and One Pair 450 Lb. (205 kg) Weights
Not compatible with duals.

1,564.00

8979 One Pair 165 Lb. (75 kg) Starter Weights and Two Pair 450 Lb. (205 kg) Weights
Not compatible with duals.

2,662.00

Rear Wheel Weights - For Outside/Outer Dual Wheels:
Weights shown are for each weight.

8980 One Pair 165 Lb. (75 Kg) Starter Weights and One Pair 450 Lb. (205 Kg) Weights 1,564.00

8981 One Pair 165 Lb. (75 Kg) Starter Weights and Two Pair 450 Lb. (205 Kg) Weights
Based on the tire width option ordered, some 450 lb. wheel weights may be shipped on a
separate pallet and require dealer installation.

2,662.00
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1200 kg (2645 lb.) Ballast Package with Rear Duals:
8935 Front Weight Support with 12 Front Suitcase Weights and One Pair

75 kg (165 lb.) with One Pair of 205 kg (450 lb.) Inside/Inner
Rear Wheel Weights and no Outside/Outer Dual Rear Wheel Weights

3,409.00

2254 kg (4970 lb.) Ballast Package with Rear Duals:
8936 Front Weight Support with 16 Front Suitcase Weights and One Pair

of 635 kg (1400 lb.) Inside/Inner Rear Wheel Weights and One Pair
75 kg (165 lb.) Outside/Outer Dual Rear Wheel Weights

5,994.00

3832 kg (8449 lb.) Ballast Package with Rear Duals:
8937 Front Weight Support with 24 Front Suitcase Weights and One Pair of

635 kg (1400 lb.) Inside/Inner Rear Wheel Weights and One Pair
75 kg (165 lb.) and Three Pair 205 kg (450 lb.) Outside/Outer Dual Rear Wheel Weights

10,113.00

Miscellaneous:
8785 Chock Block Holder 125.00

878K Export Tools 365.00

8550 Skid for Duals 130.00

ATTACHMENTS FOR FIELD CONVERSION

Electrical:
RE58827 9-Pin Connector Implement Feedback

Required for Touch-Set Depth Control.
128.00

RE324685 Battery Disconnect Switch 168.00

RE322555 Front Implement CAN Communication Connector 121.00

RE325911 Heater, Cold Weather Auxiliary Package, 110V
Contains block heater and hydraulic pump heater.
Compatible on 6.8L IVT.

400.00

RE325909 Heater, Cold Weather Auxiliary Package, 110V
Contains block heater, transmission heater and hydraulic pump heater.
Compatible on 6.8L PQ.

480.00

RE322780 ISO Cab Implement CAN Bus Adapter See Parts

RE21519 Implement Switch with 10 Ft. Harness 162.00

RE324687 Mounting Parts for Radar with Dual Beam Sensor
Compatible with IVT Transmissions.
Must order radar separately.

140.00

RE324688 Mounting Parts for Radar with Dual Beam Sensor
Compatible with PQT Transmissions.
Must order radar separately.

170.00
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ATTACHMENTS FOR FIELD CONVERSION ...Continued...
RE278980 Radar with Dual Beam Sensor

Requires AL171547 Attaching Bracket Kit.
See Parts

RE278984 Radar with Dual Beam Sensor See Parts

RE278986 Radar with Dual Beam Sensor - AU See Parts

RE278982 Radar, Dual Beam Sensor See Parts

RE325025 iTech 3/4 Switch
Requires software download. Reference Installation instructions for additional information.

25.00

Engine:
RE315284 Fuel/Water Separator Kit, Severe Duty

Compatible with 6.8L.
Also order W54363 and hardware for loader.

625.00

Fenders:
RE323950 Fenders, Deluxe Pivoting Front for MFWD - 18.7 In. (480 mm) Wide

Kit does not contain fender support rods. Rods are dependent on front tire size. Please
reference installation instructions for further information.

1,310.00

RE323949 Fenders, Deluxe Pivoting Front for MFWD - 24.4 In. (620 mm) Wide
Kit does not contain fender support rods. Rods are dependent on front tire size. Please
reference installation instructions for further information.

1,310.00

RE324406 Fenders, Extra Width Rear Fender Extensions 267.00

RE318606 Fenders, Full Coverage Rear 2.55 meter (100 In. Width) 483.00

Front Hitch Hydraulic Mid-Mount Valves:
RE329076 Front Hitch Valve (100 ml.)

Compatible on all Tractors that are front hitch ready with TLS.
If additional valves are not required, also order (2) RE305393.

1,877.00

RE329075 Front Hitch Valve (100 ml.)
Compatible on all IVT Tractors that are front hitch ready without TLS.
If additional valves are not required, also order (2) RE305393.

1,877.00

RE329074 Front Hitch Valve (100 ml.)
Compatible on AQ, PQ, CQ transmissions that are front hitch ready without TLS.
If additional valves are not required, also order (2) RE305393.

1,877.00

RE329078 Second SCV for Front Hitch (140 ml.)
Compatible on all Tractors that are front hitch ready with TLS.
If additional valves are not required, order (1) RE322693.

1,158.00

RE329077 Second SCV for Front Hitch (140 ml.)
Compatible on all Tractors that are front hitch ready with MFWD.
If additional valves are not required, order (1) RE322693.

1,158.00

RE329080 Third SCV for Front Hitch (140 ml.)
Compatible on all Tractors that are front hitch ready with TLS.

1,158.00
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ATTACHMENTS FOR FIELD CONVERSION ...Continued...
RE329079 Third SCV for Front Hitch (140 ml.)

Compatible on all Tractors that are front hitch ready with MFWD.
1,158.00

Guards:
RE324072 Guards, Undercarriage Crop Shield

Protects transmission and wiring harness.
134.00

Hitch and Drawbar:
RE326620 3-in-1 Hitch Rails 1,202.00

RE326580 Carrier to Ground Engaging, Hitch Conversion Kit
Converts Codes 8407, 8408, 8410 from carrier to ground engaging.

2,513.00

RE330569 Drawbar Kit, Cat. 3 High Vertical Load (10,000 Lb. Capacity) 1,161.00

RE333545 Forced Steering Hitch Kit 1,300.00

RE327692 Front Hitch Chain Hooks 189.00

RE326447 Front Hitch Ready - Add Carrier Hitch 4,561.00

RE326450 Front Hitch Ready - Add Ground Engaging Hitch
Converts Code 841G, from front hitch ready to ground engaging.

5,387.00

RE326626 Pick-Up Hitch Kit (Long)
For use with Sway Blocks.

4,416.00

RE326624 Pick-Up Hitch Kit (Short)
For use with stabilizer.

4,212.00

RE330573 Rear Hitch Hydraulic Center Link 1,224.00

RE180668 Rear Hitch Quik-Coupler (Convertible Cat. 3/3N)
Requires RE34846 Bumper Blocks.

1,477.00

RE333036 Stabilizer Bracket Shield Hitch Kit 150.00

RE326622 Wagon Hitch Auto Coupler
Requires RE326620 3-in-1 Hitch Rail Kit.

1,113.00

Hydraulics:
RE327558 4th EH Rear Remote Cylinder Control Valve with Breakaway Couplers 1,396.00

RE327559 5th EH Rear Remote Cylinder Control Valve with Breakaway Couplers
Not compatible with PowrQuad PLUS or AutoQuad PLUS Transmission Codes 1430, 1431, or
1451.
Included in the CommandArm with CommandQuad and IVT Codes 1500, 1501, 1550, 1551,
1552, or 1553.

1,396.00

RE327560 6th EH Rear Remote Cylinder Control Valve with Breakaway Couplers
Not compatible with PowrQuad PLUS or AutoQuad PLUS Transmission Codes 1430, 1431, or
1451.
Included in the CommandArm with CommandQuad and IVT Codes 1500, 1501, 1550, 1551,
1552, or 1553.

1,844.00
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ATTACHMENTS FOR FIELD CONVERSION ...Continued...
RE315307 Auxiliary Hydraulic Reservoir 853.00

RE327561 Hydraulic Motor Return Kit with Case Drain 158.00

RE300468 Hydraulic Motor Return Kit without Case Drain
For case drain, order case drain kit separately.

102.00

RE328941 Implement Single Lever Control Lift Assist Kit 81.00

RE333857 Mid-Mount EHCV 2 or 3 Function EH Single Lever Control (Joystick) and
Mounting Parts for RH Armrest

1,700.00

RE333856 Mid-Mount EHCV 2 or 3 Function EH Single Lever Control (Joystick) and Mounting Parts for
RH Armrest with Speed Shifting

2,200.00

RE333854 Mid-Mount EHSCV 2 or 3 Function EH Single Lever Control (Joystick) and
Mounting Parts for Command Arm with Speed Shifting

2,700.00

RE300467 Power Beyond Coupler Kit 421.00

AR272536 Rear EHSCV Single Lever Control (Joystick) and Mounting Parts for CommandArm 1,510.00

Lighting:
RE334683 Auxiliary Driving / Loader Light Kit 219.00

RE334627 Front HID Light Kit 1,788.00

RE326320 Lights, Two Roof-Mounted 65W Halogen Front Flood Lights 135.00

RE334623 Rotary Beacon Light Kit 353.00

Loader Auxiliary Mid-Mount Valves:
RE329083 First & Second Remote (100 ml.) w/ AQ, PQ, CQ, without TLS

If additional valves are not required, order (1) RE322693.
2,448.00

RE329084 First & Second Remote (100 ml.) with AutoPowr / IVT, without TLS
If additional valves are not required, order (1) RE322693.

2,448.00

RE329085 First & Second Remote (100 ml.) with TLS
If additional valves are not required, order (1) RE322693.

1,999.00

RE329086 Third Remote (140 ml.)
If additional valves are not required, order (1) RE322693.

1,099.00

Operator Environment:
RE67016 3-Pin Adaptor for Power Strip See Parts

RE67015 3-Way Convenience Adapter for Power Strip See Parts

RE317435 Accessory Mounting Bracket 106.00

RE269615 Antenna Mount and Wiring for Business Band Radio 135.00
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ATTACHMENTS FOR FIELD CONVERSION ...Continued...
RE275532 Ash Tray See Parts

RE67014 Cigar-Style Adapter for Power Strip See Parts

RE323407 External Mirrors, Electrically Adjustable RH and LH Conversion Kit 514.00

RE293499 External Mirrors, Electrically Telescoping and Heated Mirror Heads 1,696.00

RE323405 External Mirrors, Manually Adjustable RH and LH 256.00

RE335740 Foot-Operated Speed Control 121.00

RE68495 Power Strip with Six Outlets
Cab Tractors (Code 2034) ONLY.
Requires (1) RE67013, (1) RE67014, and (1) RE67015 Ordered Separately.

See Parts

RE321103 Radio, Deere/Delco AM/FM Stereo with Clock, Front Audio Input
Jack for MP3 Players, Weatherband, Four Speakers and Antenna

715.00

RE321102 Radio, Deere/Delco AM/FM Stereo with Clock, Front Audio Input Jack
for MP3 Players, and Weatherband
Requires Standard Cab Antenna Kit (L113922) ordered separately through Parts.

421.00

RE321109 Radio, Deere/Delco AM/FM Stereo with Single Compact Disc Player,
Clock, Front Audio Input Jack for MP3 Players, and Weatherband
Requires Standard Cab Antenna Kit (L113922) Ordered Separately through Parts.

824.00

RE298965 Radio, Sub Woofer Kit 286.00

RE67013 Standard Connector with 1m (3-Foot) Cable for Power Strip See Parts

RE326509 Step Kit, Right Hand Step 350.00

RE324084 Step Mud Guard, LH 102.00

RE261504 Sun Shade, Front Pull Down See Parts

RE263352 Tire Pressure Monitor Kit
Includes Monitor and four pressure sensors.
For Cab Tractors Only.

See Parts

RE269618 Windshield Wiper with Washer, Rear 186.00

PTO:
RE326849 Front PTO Common Mounting Parts

Also order R325433 for 9.0L or R325432 for 6.8L.
1,102.00

RE302017 Independent Front PTO with 1-3/4 In. 20-Spline, 1000 RPM
Clockwise-Rotating Shaft as Viewed from Front (Type 3)

See Parts

RE323421 Independent Front PTO with 1-3/8 In. 21-Spline, 1000 RPM
Clockwise-Rotating Shaft as Viewed from Front (Type 2)

See Parts

RE302014 Independent Front PTO with 1-3/8 In. 21-Spline, 1000 RPM Counter
Clockwise-Rotating Shaft as Viewed from Front (Type 1)

See Parts
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ATTACHMENTS FOR FIELD CONVERSION ...Continued...

SCV Parts:
RE331560 Paddle Pot Pod, Common Parts

Only compatible on Tractors with CommandARM. Order single paddle potentiometer
separately.
See instructions RE331562 for more information.

92.00

RE331559 Single Paddle Potentiometer
Order decals and levers separately.
See instructions RE331561 for more information.

See Parts

Software Downloads:
RE298885 Intelligent Power Management

Provides up to an additional 30 Engine hp for non-stationary rear PTO and transport
applications.
Download through Service Advisor's software delivery system.
Includes instruction and download only.
See Ag Sales Manual for ground speed specifications.

See Parts

RE305729 Language Group for CommandCenter - English,
Croatian, Serbian, Slovenian,
German
Download through Service Advisor's software delivery system.
Includes instruction and download only.

See Parts

RE305727 Language Group for CommandCenter - English,
Danish, Swedish, Finish,
Norwegian
Download through Service Advisor's software delivery system.
Includes instruction and download only.

See Parts

RE305726 Language Group for CommandCenter - English,
Estonian, Latvian, Lithuanian,
Polish, Russian
Download through Service Advisor's software delivery system.
Includes instruction and download only.

See Parts

RE305725 Language Group for CommandCenter - English,
French, Dutch, Icelandic,
German
Download through Service Advisor's software delivery system.
Includes instruction and download only.

See Parts

RE305730 Language Group for CommandCenter - English,
Greek, Turkish
Download through Service Advisor's software delivery system.
Includes instruction and download only.

See Parts

RE305731 Language Group for CommandCenter - English,
Italian, Spanish, Portuguese, German,
Dutch, French, Swedish, Hungarian, Danish, Polish
Download through Service Advisor's software delivery system.
Includes instruction and download only.

See Parts

RE305728 Language Group for CommandCenter on IVT/AutoPowr Tractors - English,
Hungarian, Czech, Slovak, Romanian, Bulgarian
Download through Service Advisor's software delivery system.
Includes instruction and download only.

See Parts
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ATTACHMENTS FOR FIELD CONVERSION ...Continued...
BPF10313 Non-John Deere Guidance Compatibility Activation - Hemisphere/Outback

Required for communication between non-John Deere guidance systems and the Tractor's
steering components. Consult guidance system selling dealer for compatibility information.

250.00

BPF10311 Non-John Deere Guidance Compatibility Activation - Raven
Required for communication between non-John Deere guidance systems and the Tractor's
steering components. Consult guidance system selling dealer for compatibility information.

250.00

BPF10363 Non-John Deere Guidance Compatibility Activation - Trimble
Required for communication between non-John Deere guidance systems and the Tractor's
steering components. Consult guidance system selling dealer for compatibility information.

250.00

Vandal Protection:
AL71345 Door Locks - Custom Key 156.00

Weights:
AL113121 Centerlink Kit for Hitch Mounting 900 or 1150 kg Large Weights 200.00

RE326583 Front Hitch Ready Weight Support 748.00

R288797 Standard Front Weight Support 375.00

AL172542 Weight, 1150 kg Large Front Mounted 3,585.00

R127764 Weight, Front Suitcase (104 Lb.) Quantity of One
Dealer must order 5000 Lbs. to receive free freight through Waterloo Weight Program.
Available to Ag Dealers only.

123.00

RFR127764 Weight, Front Suitcase, Twenty (20-R127764) 2,276.00

R167151 Weight, Inner Wheel, 1400 Lb. 1,730.00

R167153 Weight, Wheel, 165 Lb. (72 Kg) 256.00

RFR207782 Weight, Wheel, 1800 Lb. (4 - 450 Lb., R207782 Weights) 2,416.00

RFR167153 Weight, Wheel, 1980 Lb. (12 - 165 Lb., R167153 Weights) 3,076.00

R207782 Weight, Wheel, 450 Lb. 604.00

Wheel Equipment:
AR190666 One 10 In. Dual Hub Extension 733.00

AR190668 One 13 In. Dual Hub Extension 815.00

AR190669 One 15 In. Dual Hub Extension 854.00

AR194744 One 5 In. Dual Hub Extension 662.00

RE267658 Three Meter Front Wheel Spacer
Not compatible with Tractors equipped with front brakes.

2,959.00
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ENGINE:
John Deere PowerTech PSX Diesel

In-line 6-Cylinder Wet-Sleeve
with High Pressure Common Rail (HPCR)
Fuel System and 24 Valve Head

6.8 L (414 Cu. In.) Displacement
215 Engine hp 97/68/EC @ Rated Speed
178 SAE PTO hp @ Rated Speed
Air to Air Intercooled
Automatic Shutdown System
Dry Type Air Cleaner with Safety Element

and Dirt Aspiration System
Tilt Hood Enclosure with Side Panels
Viscous Fan
Electric Fuel Shutoff
Electric Thermal Assist Starting Aid
Coolant Conditioner Additive
Coolant Recovery System
Fuel Filter and Pre-Filter
Fuel Water Separator with Sensor
Self Priming and Bleeding Electronic Fuel Pump
503 L (133 US Gal.) Fuel Tank
B2 Biodiesel from the Factory
Lockable Fuel Cap
Engine Oil Filter
Electronic Injection and Governor Control

TRANSMISSION:
40k (25mph) AutoQuad PLUS Eco with
20 Forward/20 Reverse Speeds and Left Hand

Reverser
Reduced engine rpm's at max transport speed

Perma-Clutch II (Hydraulically Engaged
Wet-Disk Clutch)

Speed Matching
Park Lock
Neutral Safety Start System

STEERING, BRAKES DIFFERENTIAL:
Load-Sensing Hydraulic Power Steering
Wet-Disk Hydraulic Power Brakes
Tilt/Telescoping Memory Steering Wheel
Hydraulically-Engaged Rear Differential
Lock

HYDRAULICS:
Pressure and Flow Compensating Axial

Piston Pump
32 GPM (121 L/min) Pump Output
32 GPM (121 L/min) Flow @ One SCV
85L of Take Out Oil
Three Electrohydraulic Remote Selective
Control Valves with Push/Pull
ISO Breakaway Couplers and
High Pressure Relief Levers

REAR PTO:
Independent 1000 RPM, 45 mm
(1-3/4 In.) 20 Spline

PTO Safety Start System
Seat-Activated PTO Warning
Adjustable Engagement Modulation

ROCKSHAFT, HITCH AND DRAWBAR:
Electrohydraulic Hitch with Transport
Lock and External Remote Control Switch

Dual Cylinder Rear Hitch
3-Point (Category 3/3N) Hitch
Fixed Length Draft Links Arms
Category 3 Adjustable Drawbar
Secondary Implement Chain Support
Sway Blocks with

Tapered Wedge Adjustment
Hitch Dampening
Center Link Adjustment Handle

INSTRUMENTATION:

Corner Post Digital Instrument Panel includes:
Engine Oil Pressure Gauge
Engine Coolant Temperature Gauge
Fuel Level Gauge with

Low Fuel Warning Signal
Engine RPM Indicator
Status Indicators for MFWD

Differential Lock
Rear PTO Speed

CommandCenter Display includes:
GreenStar 3 Application Capability
Video Capability with Tractor Function

Activated Triggers
AutoTrac and Swath Control Pro

Activations Required
Access Manager
Universal Performance Monitor
Display Function Definable by Operator

% Slip
Ground Speed
PTO Speed
Engine Hours
Hydraulic Settings
Hitch Settings
Hitch Slip Command
Productivity
Efficiency
Area
Adjustable PTO Modulation
Implement Width
Service Hours
Voltage
Fuel Consumption Rate
Temperatures
Time of Day
Ambient Temperature

Set and Adjust Time and Flow of
Individual Selective Control Valves

ITEC Tractor and Implement Function Control

Languages:
For a complete list of languages refer to the
Ag Sales Manual

OPERATOR PROTECTIVE STRUCTURE:
Deluxe CommandView II Cab

Tilt/Telescoping Memory Steering Wheel
Comfort Command Seat with

Air Suspension, Swivel
Fore-Aft Lateral Attenuation
Lumbar Support
Backrest Adjustment

Integrated CommandCenter Display
Swing-Out Rear Window (30 Degrees)
Tinted Glass
Air Conditioner and Heater
Two Speed and Intermittent Front Wiper

and Rear Wiper
Front and Rear Windshield Washer
Pull Down Front Sun Visor
Rear Under Seat Storage
Folding Instructional Seat
Left Hand Storage
Right and Left Outside Mirrors
Radio and Speakers
Inside Cab Mounted Rear View Mirror
Passive Noise Reduction System

Backlit Right Hand Console Controls
with Adjustable Brightness

ELECTRICAL:
Key Engine Shutoff
12V Electrical System
Two 925 CCA 12V Batteries
Two 12V Electrical Convenience Outlet
Two 12V Electrical 3-Pin Outlet

with Adapter
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Battery Boost Terminal
200 Amp Alternator
SmartCircuit Current Load Monitoring
System with Fuse Panel

7-Terminal Rear Implement Electrical
Outlet Socket

Integrated ISO Radar Connector
StarFire ITC or Radar Speed
Input Harness

ServiceADVISOR Data Port

LIGHTS:
Six Front Grill Mounted Lights
Ten Cab Roof Mounted Lights
Two Rear Fender Flood Lights
Extremity, Brake, Turning, and Hazard
Lights

AXLE, WHEELS AND TIRES:
1150 MFWD Front Axle with Limited
Slip Differential
and Driveline Shield

Rear Axle and Wheels and Tires

AG MANAGEMENT SOLUTIONS:

Integrated Plug-In for GreenStar Display
Deluxe StarFire Receiver Bracket
GreenStar Ready harness with Implement

Circuit Gateway and Integrated
GreenStar Display Plug-In
Connector (ISO 11783 Compatible)

AutoTrac Ready Components:
Wiring, SSU, Front Wheel-
Angle Sensor and Electro-Hydraulic
Steering Valve

MISCELLANEOUS:
Horn
PTO Master Shield
Tool Box
Operator's Manual

**Cold Cranking Amperes

CODE
ATTACHMENT
IDENTIFIER DESCRIPTION

SUGGESTED
LIST PRICE

USD ($)

Select One Code From Each Required Category

BASE MACHINE
EX-WORKS Waterloo, Iowa

7610RW 7215R Tractor 174,725.00

DESTINATION COUNTRY
A Code must be chosen for each Tractor ordered.

0184 Canada
Configuration C
Requires Code 8332 Stage 3b/IT-4 Compliant Engine.
Country Specific Base Equipment Includes:
Code 2055 Deluxe CommandView II Cab w/RH Console.
Code 7200 Standard Lighting.
Code 4033 12,400 Lb. Capacity 3-Point Hitch (Cat. 3/3N) with Quik-Coupler.
Code 4320 Category 3, Adjustable Swing Drawbar for use with a 38 mm Pin.
Code 5049 3-15/16 In. (100 mm) Dia x 118.5 In. (3012 mm) Length Rear Axle.
Code 5503 480/80R46 In. 158A8 R1 Radial Dual Rear Wheels and Tires.
Code 6100 420/90R30 In. 142A8 R1 Radial Front Single Wheels and Tires.
Code 1887 JDLink Ultimate Promotion.

1,209.00

0202 United States
Configuration C
Requires Code 8332 Stage 3b/IT-4 Compliant Engine.
Country Specific Base Equipment Includes:
Code 2055 Deluxe CommandView II Cab w/RH Console.
Code 7200 Standard Lighting.
Code 4033 12,400 Lb. Capacity 3-Point Hitch (Cat. 3/3N) with Quik-Coupler.
Code 4320 Category 3, Adjustable Swing Drawbar for use with a 38 mm Pin.
Code 5049 3-15/16 In. (100 mm) Dia x 118.5 In. (3012 mm) Length Rear Axle.
Code 5503 480/80R46 In. 158A8 R1 Radial Dual Rear Wheels and Tires.
Code 6100 420/90R30 In. 142A8 R1 Radial Front Single Wheels and Tires.

1,209.00
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DESTINATION COUNTRY ...Continued...
Code 1887 JDLink Ultimate Promotion.

0230 Australia
Configuration C
Requires Code 8332 Stage 3b/IT-4 Compliant Engine.
Country Specific Base Equipment Includes:
Code 2055 Deluxe CommandView II Cab w/RH Console.
Code 7200 Standard Lighting.
Code 4033 12,400 Lb. Capacity 3-Point Hitch (Cat. 3/3N) with Quik-Coupler.
Code 4320 Category 3, Adjustable Swing Drawbar for use with a 38 mm Pin.
Code 5049 3-15/16 In. (100 mm) Dia x 118.5 In. (3012 mm) Length Rear Axle.
Code 5503 480/80R46 In. 158A8 R1 Radial Dual Rear Wheels and Tires.
Code 6100 420/90R30 In. 142A8 R1 Radial Front Single Wheels and Tires.
Code 1887 JDLink Ultimate Promotion.

1,209.00

0237 New Zealand
Configuration C
Requires Code 8332 Stage 3b/IT-4 Compliant Engine.
Country Specific Base Equipment Includes:
Code 2055 Deluxe CommandView II Cab w/RH Console.
Code 7200 Standard Lighting.
Code 4033 12,400 Lb. Capacity 3-Point Hitch (Cat. 3/3N) with Quik-Coupler.
Code 4320 Category 3, Adjustable Swing Drawbar for use with a 38 mm Pin.
Code 5049 3-15/16 In. (100 mm) Dia x 118.5 In. (3012 mm) Length Rear Axle.
Code 5503 480/80R46 In. 158A8 R1 Radial Dual Rear Wheels and Tires.
Code 6100 420/90R30 In. 142A8 R1 Radial Front Single Wheels and Tires.
Code 1887 JDLink Ultimate Promotion.

1,209.00

VALUE PACKAGE CONFIGURATIONS
0500 No Package

Order one Code from each box in the Price Pages.
In Base Price

0510 Command Quad Premium Package
Includes Codes 2061 or 2062, 1823 or 1826, 1500 or 1501, 7202, 2661 or 2662, 3240 or 3260.

-500.00

0511 AutoPowr IVT Transmission Premium Package
Includes Codes 2061 or 2062, 1823 or 1826, 1550 or 1551 or 1552 or 1553, 7202, 2661 or
2662, 3240 or 3260.

-1,500.00

0512 iPackage AutoPowr IVT
Includes Codes 2061 or 2062, 1833, 1823 or 1826, 1846 or 1847, 1837 or 1838, 1887 or 1888
or 1889 or 1884, 1550 or 1551 or 1552 or 1553, 7202, 2661 or 2662, 3240 or 3260.

-2,000.00

OPERATOR STATION
2051 CommandView II Cab with RH Console

Includes:
ComfortCommand Seat with Fore-Aft and Lateral Attenuation and Lumbar Support.
CommandCenter Display located on RH console.
Front Windshield Washer and Wiper.
Manual Temperature Controls Located in Cab Roof.
Remote radio controls located on RH console.
Not Compatible with IVT or CommandQuad Transmissions.
Folding Instructional Seat.

-1,076.00

2055 Deluxe CommandView II Cab with RH Console
Includes:
ComfortCommand Seat with Fore-Aft and Lateral Attenuation and Lumbar Support.
CommandCenter Display located on RH console.

In Base Price
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OPERATOR STATION ...Continued...
Front and Rear Windshield Washer and Wiper.
Manual Temperature Controls Located in Cab Roof.
Remote radio controls located on RH console
Front Pull Down Sun Shade.
Right and Left Outside Mirrors (Manual Adjustment).
Power Strip with Convenience Plug Adapter.
Folding Instructional Seat.
Right Hand Steps.
Not Compatible with IVT or CommandQuad Transmissions.

2060 Deluxe CommandView II Cab with RH Console and Active Seat
Includes:
Active Seat with Fore-Aft and Lateral Attenuation and Lumbar Support
CommandCenter Display located on RH console.
Front and Rear Windshield Washer and Wiper.
Manual Temperature Controls Located in Cab Roof.
Front Pull Down Sun Shade.
Right and Left Outside Mirrors (Electrically Adjustable).
Power Strip with Convenience Plug Adapter.
Folding Instructional Seat.
Remote radio controls located on RH console.
Not Compatible with IVT or CommandQuad Transmissions.
Right Hand Steps.

2,770.00

2050 CommandView II Cab
Includes:
ComfortCommand Seat with Fore-Aft and Lateral Attenuation and Lumbar Support.
Adjustable Right Hand CommandARM Armrest controls with Integrated CommandCenter
Display.
Remote Radio Controls located on CommandARM.
Front Windshield Washer and Wiper.
Manual Temperature Controls located in cab roof.
Not compatible with PowrQuad or AutoQuad transmissions.
Folding Instructional Seat.

366.00

2059 Deluxe CommandView II Cab
Includes:
ComfortCommand Seat with Fore-Aft and Lateral Attenuation and Lumbar Support.
Adjustable Right Hand CommandARM Armrest Controls with Integrated CommandCenter
Display. Remote Radio Controls Located on CommandARM.
Front and Rear Windshield Washer and Wiper.
Automatic Temperature Control with controls located on CommandARM.
Front Pull Down Sun Shade.
Right and Left Outside Mirrors (Manual Adjustment).
Power Strip with Convenience Plug Adapter.
Programmable Egress Lighting.
Folding Instructional Seat.
Not Compatible with PowrQuad or AutoQuad Transmissions.
Right Hand Steps.

2,683.00

2061 Premium CommandView II Cab with Active Seat
Includes:
Active Seat with Fore-Aft and Lateral Attenuation and Lumbar Support.
Adjustable Right Hand CommandARM Armrest Controls with Integrated CommandCenter
Display.
Remote Radio Controls Located on CommandARM.
Front and Rear Windshield Wiper and Washer.
Automatic Temperature Control with controls located on CommandARM.
Front Pull Down Sun Shade.
Power Strip with Convenience Plug Adapter.
Programmable Egress Lighting.
Right and Left Outside Mirrors (Electrically Adjustable).
Folding Instructional Seat.
Not Compatible with PowrQuad or AutoQuad Transmissions.

5,453.00
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OPERATOR STATION ...Continued...
Folding Instructional Seat.
Right Hand Steps.

2062 Premium CommandView II Cab with Cab Suspension
Includes:
Cab Suspension
ComfortCommand Seat with Fore-Aft and Lateral Attenuation and Lumbar Support.
Adjustable Right Hand CommandARM Armrest Controls with Integrated CommandCenter
Display.
Remote Radio Controls Located on CommandARM.
Front and Rear Windshield Wiper and Washer.
Automatic Temperature Control with controls located on CommandARM.
Front Pull Down Sun Shade.
Power Strip with Convenience Plug Adapter.
Programmable Egress Lighting.
Right and Left Outside Mirrors (Electrically Adjustable).
Folding Instructional Seat.
Not Compatible with PowrQuad or AutoQuad Transmissions.
Right Hand Steps.

6,060.00

DISPLAY
When using the GS3 CommandCenter as the only GreenStar display, GS3 CommandCenter is
capable of running AutoTrac and Swath Control Pro only (with appropriate activations
purchased and StarFire Receiver installed). When utilizing an additional GreenStar Display,
ALL GreenStar applications must be run on the additional GreenStar Display. See Online
Configurator and Ag Sales Manual for more information.

Option availability limited by specific geographical regions. Please refer to region specific
price pages for appropriate ordering codes.

1821 GS3 CommandCenter, 7" Color Display
Includes Access Manager user lockout software.
With a StarFire Receiver installed, the display is capable of operating manual guidance.
AutoTrac, Swath Control Pro and Pivot Pro will function on the CommandCenter display with
activations sold separately.

Does not include a cornerpost bracket for mounting an additional GreenStar Display.

GS3 CommandCenter is not compatible with video.

In Base Price

1823 Touchscreen GS3 CommandCenter 7" Color Display, Video Capable
Includes Access Manager user lockout software, and video capability.
With a StarFire Receiver installed, the display is capable of operating manual guidance.
AutoTrac, Swath Control Pro, and Pivot Pro will function on the CommandCenter display with
activations sold separately.
One video camera input pre-wired in the cab. Connector located on the outside rear of the cab.
Video software can be configured in the CommandCenter using Tractor function activated
triggers.
See Parts for available cameras.

Does not include a cornerpost bracket for mounting an additional GreenStar Display.

1,260.00

1825 GS3 CommandCenter 7" Color Display with GreenStar 3 2630 Display
Includes Access Manager user lockout software.
Includes GreenStar 3 Display 2630, harness, and A-post mounting bracket installed on
cornerpost.

Includes GreenStar 3 Display 2630 Operator's manual with the language translation to match
the Tractor Operator's manual language translation.
Note: When a GreenStar 3 Display 2630 is connected at the cornerpost, all GreenStar
applications must be run on the cornerpost display. Warranty on GreenStar 3 Display 2630

5,895.00
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DISPLAY ...Continued...
will be handled by AMS and will carry normal AMS warranty terms.

With a Starfire Receiver installed, the display is capable of operating manual guidance.
AutoTrac, Swath Control Pro and Pivot Pro will function on the CommandCenter display with
activations sold separately.

Does not include a cornerpost bracket for mounting an additional GreenStar Display.

GS3 CommandCenter is not compatible with video.

1826 Touchscreen GS3 CommandCenter 7" Color Display, Video Capable with
GreenStar 3 2630 Display
Includes Access Manager user lockout software, and video capability.
Includes GreenStar 3 2630 Display, harness, and A-post mounting bracket installed on
cornerpost.

Includes GreenStar 3 2630 Display Operator's manual with the language translation to match
the Tractor Operator's manual language translation.

The GS3 CommandCenter is pre-wired with one video input in the cab. Connector located on
the outside rear of cab. Video software can be configured in the CommandCenter using
tractor function activated triggers. In addition, the GreenStar 3 2630 Display has the
capability of one video input. Requires camera and harnessing for video capabilities. See
Attachments for harnessing at GreenStar Harnesses in the AMS Price Pages and Ag Sales
Manual for list of compatible cameras.

When a GreenStar 3 2630 Display is connected at the cornerpost, all GreenStar applications
must be run on the cornerpost display. Warranty on GreenStar 3 2630 Display will be handled
by AMS and will carry normal AMS warranty terms.

7,160.00

RECEIVER
StarFire 3000 Position Receivers can be ordered in two configurations:
-SF1 World Solution, a no-charge differential correction signal that provides non-row-crop
accuracy.
-SF2 Ready, a license-based differential correction signal that provides +/- 4 inch pass-to-pass
accuracy. SF2 licenses can be obtained by calling 888-GRN-STAR or visiting
www.StellarSupport.com.
-RTK capability may be added to an SF2 Ready StarFire 3000 by adding a StarFire RTK
radio, RTK radio cover, and RTK activation. Must have complete base station and vehicle kit
for RTK. See Ag Sales Manual for configurations.
In addition, each StarFire 3000 receiver is capable of utilizing the free Wide Area
Augmentation System (WAAS) signal.

GPS serial port information (NMEA) is available through a StarFire 3000 SF1 World Solution
or StarFire 3000 SF2 Ready receiver when it is connected to a GreenStar System, or
when it has a valid SF2 license or RTK activation being used with a non-Deere
system.

Option availability limited by specific geographical regions. Please refer to region specific
price pages for appropriate ordering codes.

1835 Less StarFire 3000 Receiver
Tractor includes deluxe receiver mounting bracket only.

When installing a StarFire Receiver with Original Shroud, order conversion bracket through
parts or a Deluxe Shroud through AMS Attachments to retrofit an iTC Receiver.

In Base Price

1837 StarFire 3000 Receiver - SF1 World Solution with Deluxe Shroud
Tractor includes deluxe receiver mounting bracket only.
StarFire 3000 Receiver shipped inside the cab. Includes Receiver Operator's Manuals with the
language translation to match the Tractor Operator's Manual language translation.
Warranty on StarFire 3000 Receiver will be handled by AMS and will carry normal AMS

2,695.00
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RECEIVER ...Continued...
warranty terms.

Ready for use with the StarFire SF1 or WAAS/EGNOS differential correction signal for
non-row-crop accuracy. StarFire 3000 receiver can be upgraded to SF2 capabilities.

1838 StarFire 3000 Position Receiver - SF2 Ready with Deluxe Shroud
Tractor includes deluxe receiver mounting bracket only.
StarFire 3000 Receiver shipped inside the cab. Includes Receiver Operator's Manuals with the
language translation to match the Tractor Operator's Manual language translation.
Warranty on StarFire 3000 Receiver will be handled by AMS and will carry normal AMS
warranty terms.

A StarFire 3000 SF2 Ready Receiver requires an SF2 network subscription to obtain SF2
accuracy (+/-4" of accuracy pass to pass within 15 minutes, 95% of the time). The SF2
subscription is available through StellarSupport.com or by calling the AMS Customer Call
Center.

4,695.00

AG MANAGEMENT SOLUTIONS SOFTWARE ACTIVATIONS
Other activations sold separately and are available through the AMS prices pages.
GS2 activations are not compatible with the GS3 CommandCenter or GS3 2630 Display.
Purchase of a new GS3 activation or upgrading the GS2 activations is required.

When using the GS3 CommandCenter as the only GreenStar display, GS3 CommandCenter is
capable of running AutoTrac and Swath Control Pro only (with appropriate activations
purchased and StarFire Receiver installed). When utilizing an additional GreenStar Display,
ALL GreenStar applications must be run on the additional GreenStar Display. See Online
Configurator and Ag Sales Manual for more information.

Dealer/Distributor required to contact Stellar Support to activate AutoTrac and/or iTEC Pro
on the GreenStar 3 2630 Display, referencing Tractor COMAR order number.
Dealer/Distributor required to fully test AutoTrac and/or iTEC Pro functionality. Warranty on
activations will be handled by AMS and will carry normal AMS warranty terms.

Option availability limited by specific geographical regions. Please refer to region specific
price pages for appropriate ordering codes.

1845 Less AutoTrac Activation - GS3 In Base Price

1846 AutoTrac SF1 Activation - GS3
Requires factory installed StarFire 3000 SF1 Receiver (Code 1837) for AutoTrac functionality.
See AMS sales manual and price pages for detailed information.

3,000.00

1847 AutoTrac SF2 Activation - GS3
Requires factory installed StarFire 3000 SF2 Receiver (Code 1838) for AutoTrac functionality.
Also requires SF2 Subscription sold seperately for SF2 functionality.
For RTK usage, purchase RTK radio, activation, and base station sold separately.
See AMS sales manual and price pages for detailed information.

6,500.00

MACHINE CONNECTIVITY
Machine connectivity functions require cellular coverage.
Usage of the JDLink System requires customer's acceptance of the terms of the John Deere
Telematics System Contract, which describes John Deere's access and use of the data collected
by the system.

Option availability limited by specific geographical regions. Please refer to region specific
price pages for appropriate ordering codes.

1885 JDLink Capable In Base Price
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MACHINE CONNECTIVITY ...Continued...
Includes cab wiring harness only.
Requires field kit installation, activation, and subscription for JDLink functionality.

1886 JDLink Select
Includes JDLink hardware: integrated cab wiring harness, antenna, modular telematics
gateway (MTG) with Service ADVISOR Remote capability, and JDLink Select activation.
Requires purchase of JDLink Select subscription sold separately.
Features: machine Hours, machine location, curfew alert, geofence alert, and maintenance
profile.
JDLink customer account must be created to access JDLink Select data.
Upgrade to JDLink Ultimate requires purchase of JDLink Ultimate activation and JDLink
Ultimate subscription (no hardware changes required).

1,000.00

1887 JDLink Ultimate Promotion - 1 Year Subscription Included
Includes JDLink hardware: integrated cab wiring harness, antenna, modular telematics
gateway (MTG) with Service ADVISOR Remote capability, JDLink Ultimate activation, and 1
year subscription to JDLink Ultimate service.
In addition to JDLink Select features this includes: machine utilization information, machine
reports, machine diagnostics.
JDLink customer account must be created to access JDLink Ultimate data.
Annual subscription renewal required after first year of service for continued functionality.

No Charge

1889 JDLink Ultimate
Includes JDLink hardware: integrated cab wiring harness, antenna, modular telematics
gateway (MTG) with Service ADVISOR Remote capability, and JDLink Ultimate activation.
Requires purchase of JDLink Ultimate subscription sold separately.
In addition to JDLink Select features this includes: machine utilization information, machine
reports, machine diagnostics.
JDLink customer account must be created to access JDLink Ultimate data.

2,400.00

1888 JDLink Ultimate Promotion - 3 Year Subscription Included
3 year subscription includes: 1 year promotion plus 2 additional years of JDLink Ultimate
data and Service ADVISOR Remote Capability.

Includes JDLink hardware: integrated cab wiring harness, antenna, modular telematics
gateway (MTG) with Service ADVISOR Remote capability, and JDLink Ultimate activation,
and 3 year subscription to JDLink Ultimate service.
In addition to JDLink Select features: machine utilization information, machine reports,
machine diagnostics.
JDLink customer account must be created to access JDLink Ultimate data.
Annual subscription renewal required after third year of service for continued functionality.

For US, Canada, Australia, and New Zealand.

1,200.00

1884 JDLink Ultimate Promotion - 5 Year Subscription Included
5 year subscription includes: 1 year promotion plus 4 additional years of JDLink Ultimate
data and Service ADVISOR Remote Capability.

Includes JDLink hardware: integrated cab wiring harness, antenna, modular telematics
gateway (MTG) with Service ADVISOR Remote capability, and JDLink Ultimate activation,
and 5 year subscription to JDLink Ultimate service.
In addition to JDLink Select features: machine utilization information, machine reports,
machine diagnostics.
JDLink customer account must be created to access JDLink Ultimate data.
Annual subscription renewal required after fifth year of service for continued functionality.

For US, Canada, Australia, and New Zealand.

2,400.00

ACTIVECOMMAND STEERING
1833 John Deere ActiveCommand Steering (ACS)

Not compatible with Codes 1430, 1431, or 1451.
3,100.00
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ACTIVECOMMAND STEERING ...Continued...

1834 Less John Deere ActiveCommand Steering (ACS) In Base Price

TRANSMISSION
1430 PowrQuad PLUS 19 mph (30 km/h) 16F/16R with Left Hand Reverser Control

Includes Hand Declutch feature on range lever.
Requires RH Console Cab.

-2,150.00

1451 AutoQuad PLUS Eco 25 mph (40 km/h) 20F/20R with Left Hand Reverser Control and
Field Cruise
Includes Hand Declutch feature on range lever.
Requires RH Console Cab.

In Base Price

1500 CommandQuad Eco 25 mph (40 km/h) 20F/20R with Left Hand Reverser Control and
Efficiency Manager
Requires CommandARM Cab.

1,950.00

1501 CommandQuad Eco 31 mph (50 km/h) 20F/20R with Left Hand Reverser Control and
Efficiency Manager
Requires CommandARM Cab.
Requires Air or Hydraulic trailer brakes, TLS Plus with front brakes, front fenders.
Requires Symbol B (31 mph) Front and Rear Tires, ordered from the tire section in this price
list.

1,950.00

1550 AutoPowr IVT Transmission 25 mph (40 km/h) with Right Hand Reverser Control and
Field Cruise
Requires CommandARM Cab.
Not compatible with Code 6020.

6,473.00

1551 AutoPowr IVT Transmission 25 mph (40 km/h) with Left Hand Reverser Control and
Field Cruise
Requires CommandARM Cab.
Not compatible with Code 6020.

6,973.00

1553 AutoPowr IVT Transmission 31 mph (50 km/h) with Right Hand Reverser Control and
Field Cruise
Requires Air or Hydraulic trailer brakes, TLS Plus with front brakes, front fenders.
Requires Symbol B (31 mph/50K) Front and Rear Tires, ordered from the tire section in this
price list.
Not compatible with Code 6020.

6,473.00

1552 AutoPowr IVT Transmission 31 mph (50 km/h) with Left Hand Reverser Control and
Field Cruise
Requires Air or Hydraulic trailer brakes, TLS Plus with front brakes, front fenders.
Requires Symbol B (31 mph) Front and Rear Tires, ordered from the tire section in this price
list.
Not compatible with Code 6020.

6,973.00

LIGHTS
7200 Standard Lighting

Six Front Grill Mounted Lights: Two 65 W Low Beam Driving Lights, two 65 W High Beam
Driving Lights and two Front Corner Facing Halogen Work Lights.
Ten Cab Roof Mounted Lights: Two Rear and four Side Facing 65 W Flood lights and four
Corner Facing Amber Lights.
Two Rear Fender Mounted Flood Lights and two Rear Turn Signal and Brake Lights.
Two Folding Extremity Lights.

In Base Price

7201 Deluxe Lighting
Includes Standard Lights plus two adjustable front roof 65W halogen floodlights, two front

762.00
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LIGHTS ...Continued...
belt-line work lights, and rotary beacon light.

7202 Premium Lighting
Includes Deluxe Lights, and additionally in the front grill screen, two front corner HID lights
replace two front halogen lights and one HID light and one 65W halogen flood light are
added. Two rear fender lights are replaced with HID lights.

3,278.00

RADIO
2650 Less Radio, Less Speakers

Includes wiring harness only for radio and speakers.
-650.00

2660 Deluxe Radio Package
AM/FM Stereo with Clock, Remote Controls. Auxiliary Input Jack located on front of Radio.
Four Speakers and External Antenna.

In Base Price

2661 Premium Radio Package with XM Radio
AM/FM Stereo with Premium Tuner, Clock, Weatherband, Compact Disc Player, Remote
Controls.
USB port on front of radio face.
Auxiliary Input Jacks located in right hand storage console and on radio face.
BlueTooth capable including microphone. Integrated BlueTooth Phone Book connection
through CommandCenter.
XM Satellite capable including Satellite Antenna (Subscription Required).
Four Speakers, Subwoofer, and External Antenna.
Volume, Speed Compensation, bass, and treble radio functions can be viewed and configured
on the CommandCenter Display.

335.00

2662 Premium Radio Package
For Non U.S. and Canada Markets only: AM/FM Stereo with Premium Tuner, Clock, Compact
Disc Player, Remote Controls.
Auxiliary Input Jack located in right hand storage console and on radio.
BlueTooth capable including microphone. Integrated BlueTooth Phone Book connection
through CommandCenter.
Four Speakers, Subwoofer, and External Antenna.

235.00

REMOTE SELECTIVE CONTROL VALVES
3331 Three Deluxe Rear Remote Selective Control Valves with Electro-Hyraulic Controls,

Push/Pull Breakaway Couplers and High Pressure Relief Levers
EHSCVs are mounted on right hand console with PowrQuad PLUS or AutoQuad PLUS
Transmissions (Codes 1430, 1431 or 1451), and included in the CommandARM with
CommandQuad and IVT (Codes 1500, 1501, 1550, 1551, 1552, or 1553).

In Base Price

3341 Four Remote Selective Control Valves with Push/Pull Breakaway Couplers
and High Pressure Relief Levers
EHSCVs are mounted on right hand console with PowrQuad PLUS or AutoQuad PLUS
Transmissions (Codes 1430, 1431 or 1451), and included in the CommandARM with
CommandQuad and IVT (Codes 1500, 1501, 1550, 1551, 1552, or 1553).

1,812.00

3351 Five Deluxe Rear Remote Selective Control Valves with Electro-Hydraulic Controls,
Push/Pull Breakaway Couplers and High Pressure Relief Levers
Not compatible with PowrQuad PLUS or AutoQuad PLUS Transmissions (Codes 1430, 1431
or 1451).
Included in the CommandARM with CommandQuad and IVT (Codes 1500, 1501, 1550, 1551,
1552, or 1553).

3,625.00

3361 Six Deluxe Rear Remote Selective Control Valves with Electro-Hydraulic Controls,
Push/Pull Breakaway Couplers and High Pressure Relief Levers
Not compatible with PowrQuad PLUS or AutoQuad PLUS Transmissions (Codes 1430, 1431

5,437.00
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REMOTE SELECTIVE CONTROL VALVES ...Continued...
or 1451).
Included in the CommandARM with CommandQuad and IVT (Codes 1500, 1501, 1550, 1551,
1552, or 1553).
Requires Option Code 841K.
Not Compatible with Option Codes 8910, 8410, 8411, 834L, and 834M.

REAR POWER TAKE OFF
3810 1-3/4 In. (45mm) 1000 rpm PTO (20 Spline)

Option is never compatible with 1-3/8 In. (35mm) 540 (6 Spline) / 1000 (21 Spline) rpm PTO.
In Base Price

3820 1-3/4 In. (45mm) 1000 rpm PTO (20 Spline),
1-3/8 In. (35mm) 540 (6 Spline) / 1000 (21 Spline) rpm PTO with Shifting
at the rear of the Tractor

1,459.00

3830 1-3/8 In. (35mm) 540 Economy rpm (6 Spline) / 1000 (21 Spline) / 1000 (21 Spline)
Economy rpm PTO, 1-3/4 In. (45mm) 1000 (20 Spline) / 1000 (20 Spline)
Economy rpm PTO, Electronicly Shiftable in Cab, One-Piece Reversible 1-3/8 In.
Shaft and Single Side 1-3/4 Shaft
Economy speed at 1730 engine rpm.

2,280.00

3831 1-3/8 In. (35mm) 540 (6 Spline) / 540 (6 Spline) Economy rpm / 1000 (21 Spline) rpm PTO,
1-3/4 In.(45mm) 1000 (20 Spline) rpm PTO, Electronicly Shiftable in Cab,
One-Piece Reversible 1-3/8 In. Shaft and Single Side 1-3/4 Shaft
Economy speed at 1730 engine rpm.

2,280.00

DRAWBAR AND TRAILER HITCH
4320 Category 3 Adjustable Swing Drawbar for use with a 38 mm Pin

Does not include clevis. For clevis, order Code 8435.
In Base Price

4323 Category 3 Drawbar, High Vertical Load (10,000 Lb. Capacity) with
Clevis and 1.50 In. (38 mm) Pin

985.00

HITCH, COUPLER, AND STABILIZER
4000 Less 3-Point Hitch

Requires Code 3331.
-5,208.00

4033 12,400 Lb. Capacity 3-Point Hitch (Cat. 3/3N) with Quik-Coupler
Includes solid, non-adjustable draft links and sway blocks.

In Base Price

4034 15,200 Lb. Capacity 3-Point Hitch (Cat. 3/3N) with Quik-Coupler
Includes solid, non-adjustable draft links and sway blocks.

1,176.00

HYDRAULIC PUMP
3230 32 gpm / 121 L/Min. Hydraulic Pump (45cc) In Base Price

3240 43 gpm / 163 L/Min. Hydraulic Pump (63cc) 869.00

3260 59 gpm / 223 L/Min. Hydraulic Pump (85cc) 1,992.00

REAR AXLES
5045 3-15/16 In. (100 mm) Dia x 100.4 In. (2550 mm) Length

Not compatible with duals.
-308.00
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REAR AXLES ...Continued...

5047 3-15/16 In. (100 mm) Dia x 110.5 In. (2808 mm) Length
Requires Code 873A.

-152.00

5049 3-15/16 In. (100 mm) Dia x 118.5 In. (3012 mm) Length In Base Price

WHEELS AND HUBS
5090 Steel Wheels and Cast Hubs

Requires Code 5045, 5047, 5049.
In Base Price

5091 Cast Wheels with Single Taper Hubs
Requires Code 5045, 5047, 5049, 5059, 5061.

251.00

REAR WHEELS & TIRES (Single and Dual Configurations)
The models will be installed as listed. The company reserves the right to substitute another
model without written notice.
For complete tire and wheel information, refer to the Agricultural Sales Manual or individual
tire manufacturer's handbook.
Some tire sizes and/or brands are excluded from manufacturer warranty when used in
specialty applications (e.g. use on Scraper Tractors). Please refer to the tire manufacturer's
handbook for specific warranty guidelines.
Overloading of tires is prohibited.

REAR WHEELS AND TIRES FOR 40 km/h TRANSMISSIONS:

A8 Speed Rated RCI Group 47 Size Tires (77 In./1955 mm Diameter)
Listed Narrowest to Widest
Listed Singles to Duals
For MFWD, use with any A8 Speed Rated RCI Group 42 Front Tire with same brand
preference.
For tractors equipped with heavy ballast, duals are recommended to avoid overloading tires.
Mixing of R1 and R1W tread types between Front and Rear Tires is Permitted.

5100 320/90R54 In. 149A8 R1W Radial in Single Wheel Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.

-7,622.00

5500 320/90R54 In. 149A8 R1W Radial in Dual Wheel Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.

2,196.00

5101 380/90R50 In. 151A8 R1W Radial in Single Wheel Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.

-8,932.00

5501 380/90R50 In. 151A8 R1W Radial Radial in Dual Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.

-424.00

5102 480/80R46 In. 158A8 R2 Radial in Single Wheel Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.

-8,320.00
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REAR WHEELS & TIRES (Single and Dual Configurations)
...Continued...

5502 480/80R46 In. 158A8 R2 Radial in Dual Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.
Requires Front Tire Code 6103.

800.00

5103 480/80R46 In. 158A8 R1 Radial in Single Wheel Configuration
Available in Firestone or Goodyear.

-8,720.00

5503 480/80R46 In. 158A8 R1 Radial in Dual Configuration
Available in Firestone or Goodyear.

In Base Price

5104 480/80R46 In. 158A8 R1W Radial in Single Wheel Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.

-7,141.00

5504 480/80R46 In. 158A8 R1W Radial in Dual Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.

2,603.00

5105 520/85R42 In. 157A8 R1 Radial in Single Wheel Configuration
Available in Firestone or Goodyear.

-8,774.00

5505 520/85R42 In. 157A8 R1 Radial in Dual Configuration
Available in Firestone or Goodyear.

-108.00

5106 520/85R42 In. 157A8 R1W Radial in Single Wheel Configuration
Available in Firestone, Goodyear, or Michelin.

-7,528.00

5506 520/85R42 In. 157A8 R1W Radial in Dual Configuration
Available in Firestone, Goodyear, or Michelin.

2,384.00

5108 520/85R42 In. 157A8 R2 Radial in Single Wheel Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.

-6,930.00

5508 520/85R42 In. 157A8 R2 Radial in Dual Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.

3,580.00

5509 620/70R42 In. 160A8 R1W Radial in Dual Configuration
Available in Firestone, Michelin, or Goodyear.

5,312.00

5123 620/70R42 In. 160A8 R1W Radial in Single Wheel Configuration
Available in Firestone, Goodyear or Michelin.

-6,064.00

5132 650/65R42 In. 158A8 R1W Radial in Single Wheel Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.

-4,965.00

5124 650/65R42 In. 170A8 R1W Radial in Single Wheel Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.

-4,890.00

5110 710/70R38 In. 166A8 R1W Radial in Single Wheel Configuration
Available in Firestone, Michelin, or Goodyear.

-4,818.00
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REAR WHEELS & TIRES (Single and Dual Configurations)
...Continued...

5117 IF 710/70R38 178A8 R1W Radial in Single Wheel Configuration
Available in Firestone only.
Requires No Brand Preference Code 5999.

-4,244.00

5510 710/70R38 In. 166A8 R1W Radial in Dual Configuration
Available in Firestone, Michelin, or Goodyear.

7,804.00

A8 Speed Rated RCI Group 48 Size Tires (81 In./2057 mm Diameter)
Listed Narrowest to Widest
Listed Singles to Duals
Use with any A8 Speed Rated RCI Group 43 Front Tire with same brand preference.
Mixing of R1 and R1W tread types between Front and Rear Tires is permitted.

5200 380/90R54 In. 152A8 R1W Radial in Single Wheel Configuration
Available in Goodyear only.
Not compatible with Code 5090.
Requires No Brand Preference Code 5999.

-7,282.00

5600 380/90R54 In. 152A8 R1W Radial in Dual Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.
Not compatible with Code 5090.

2,876.00

5201 480/80R50 In. 159A8 R1W Radial in Single Wheel Configuration
Available in Firestone, Goodyear, Titan or Michelin.

-7,282.00

5601 480/80R50 In. 159A8 R1W Radial in Dual Configuration
Available in Firestone, Goodyear or Michelin.
Not compatible with Code 5090.

2,876.00

5202 IF 480/80R50 166A8 R1W Radial in Single Wheel Configuration
Available in Firestone only.
Requires No Brand Preference Code 5999.

-5,564.00

5602 IF 480/80R50 166A8 R1W Radial in Dual Configuration
Available in Firestone only. Requires No Brand Preference Code 5999.

6,312.00

5203 520/85R46 In. 158A8 R1W Radial in Single Wheel Configuration
Available in Firestone, Goodyear, Michelin or Continental.

-7,472.00

5603 520/85R46 In. 158A8 R1W Radial in Dual Configuration
Available in Firestone, Michelin, Continental, or Goodyear.

2,496.00

5204 520/85R46 In. 158A8 R2 Radial in Single Wheel Configuration
Available in Goodyear only.
Requires Front Tire Code 6206.
Requires No Brand Preference Code 5999.

-7,236.00

5604 520/85R46 In. 158A8 R2 Radial in Dual Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.
Compatible Front Tire Code 6206.

2,968.00

5205 620/70R46 In. 167A8 R1W Radial in Single Wheel Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.

-5,690.00
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REAR WHEELS & TIRES (Single and Dual Configurations)
...Continued...

5605 620/70R46 In. 167A8 R1W Radial in Dual Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.

6,060.00

5222 650/85R38 In. 173A8 R1W Radial in Single Wheel Configuration
Available in Trelleborg, Michelin, Goodyear, or Continental.

-4,988.00

5622 650/85R38 In. 173A8 R1W Radial in Dual Configuration
Available in Goodyear, Michelin, Trelleborg, or Continental.

7,464.00

5218 IF 650/85R38 In. 179A8 R1W Radial in Single Wheel Configuration
Available in Michelin only.
Requires Front Tire Code 6214.
Requires No Brand Preference Code 5999.

-2,675.00

5618 IF 650/85R38 In. 179A8 R1W Radial in Dual Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.
Requires Front Tire Code 6214.

11,535.00

5206 710/70R42 In. 168A8 R1W Radial in Single Wheel Configuration
Available in Firestone only.
Requires No Brand Preference Code 5999.

-4,480.00

5606 710/70R42 In. 168A8 R1W Radial in Dual Configuration
Available in Firestone only.
Requires No Brand Preference Code 5999.
Not compatible with Code 5090.

8,480.00

5207 710/70R42 In. 173A8 R1W Radial in Single Wheel Configuration
Available in Goodyear, Michelin, Trelleborg, or Continental.

-4,178.00

5607 710/70R42 In. 173A8 R1W Radial in Dual Configuration
Available in Michelin, Goodyear, or Continental.
Not compatible with Code 5090.

9,084.00

5219 IF 710/70R42 In. 179A8 R1W Increased Flexion Radial in Single Wheel Configuration
Available in Firestone or Michelin.
Requires Front Tire Code 6214.

-2,570.00

5619 IF 710/70R42 In. 179A8 R1W Radial in Dual Configuration
Available in Michelin or Firestone.
Requires No Brand Preference Code 5999.
Requires Front Tire Code 6214.

12,300.00

5209 800/70R38 In. 173A8 R1W Radial in Single Wheel Configuration
Available in Firestone, Michelin, or Goodyear.

-3,918.00

5220 IF 800/70R38 In. 179A8 R1W Radial in Single Wheel Configuration
Available in Michelin only.
Requires Front Tire Code 6214.
Requires No Brand Preference Code 5999.

-1,244.00
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REAR WHEELS & TIRES (Single and Dual Configurations)
...Continued...

REAR WHEELS AND TIRES FOR 50 km/h TRANSMISSIONS:

B Speed Rated RCI Group 47 Size Tires (77 In./1955 mm Diameter)
Listed Narrowest to Widest
Listed Singles to Duals
For use with any B Rated RCI Group 42 Front Tire with same tread type and brand
preference.

5513 480/80R46 In. 158B R1 Radial in Dual Configuration
Available in Firestone or Goodyear.

968.00

5116 710/70R38 In. 171B R1W Radial in Single Wheel Configuration
Available in Michelin or Goodyear.

-4,110.00

B Speed Rated RCI Group 48 Size Tire (81 In./2057 mm Diameter)
Listed Narrowest to Widest
Listed Singles to Duals
Use with any B Speed Rated RCI Group 43 Front Tire with same tread type and brand
preference.

5610 480/80R50 In. 159B R1W Radial in Dual Configuration
Available in Firestone or Goodyear.

3,680.00

5211 650/85R38 In. 173B R1W Radial in Single Wheel Configuration
Available in Michelin or Goodyear.

-4,506.00

5215 IF 650/85R38 In. 179B R1W Increased Flexion Radial in Single Wheel Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.
Requires Code 6215.

-2,675.00

5213 710/70R42 In. 173B R1W Radial in Single Wheel Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.

-3,397.00

5216 IF 710/70R42 In. 179B R1W Radial in Single Wheel Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.
Requires Code 6215.

-2,015.00

5217 IF 800/70R38 In. 179B R1W Radial in Single Wheel Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.

-689.00

FRONT AXLES
6043 1150 Series Mechanical Front Wheel Drive Axle with Driveline Shield and

Limited Slip Differential
Not compatible with Group 44/49 Tires.

In Base Price

6060 1300 Series Mechanical Front Wheel Drive Axle with Triple Link
Suspension PLUS (TLS +), Driveline Shield and Limited Slip Differential

8,325.00

6061 1300 Series Mechanical Front Wheel Drive Axle with Triple Link
Suspension PLUS (TLS+), Driveline Shield, Hydraulic On/Off
Differential Lock and Wet Disk Front Brakes

9,770.00
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FRONT AXLES ...Continued...
Required for 31 mph (50 km/h) Transmissions (Code 1501, 1552 or 1553).
Compatible with 19 mph (30 km/h) or 25 mph (40 km/h) Transmissions (Code 1430, 1431,
1451, 1500, 1550, and 1551).

FRONT WHEELS AND TIRES
For complete tire and wheel information refer to the Agricultural Sales Manual or individual
tire manufacturer's handbook.
For loader compatibility information, refer to the Agricultural Sales Manual.
Some tire sizes and/or brands are excluded from manufacturer warranty when used in
specialty applications (e.g. use on scraper tractors).
Please refer to the tire manufacturer's handbook for specific warranty guidelines.
Overloading of tires is prohibited.

MECHANICAL FRONT WEHEEL DRIVE (MFWD) AXLE
Eight Position Steel MFWD Wheels with:

A8 Speed Rated RCI Group 42 Size Tires (59 In./1498 mm Diameter)
Listed Narrowest to Widest
Use with any A8 Speed Rated RCI Group 47 Rear Tire with same brand preference.
Mixing of R1 and R1W tread types between Front and Rear Tires is permitted.

6106 320/85R38 In. 143A8 R1W Radial
Available in Goodyear only.
Requires No Brand Preference Code 5999.
Extended lead time tire; may affect Tractor delivery date.

798.00

6107 380/85R34 In. 137A8 R1 Radial
Available in Firestone or Goodyear.

266.00

6108 380/85R34 In. 137A8 R1W Radial
Available in Michelin only.
Requires No Brand Preference Code 5999.

1,729.00

6100 420/90R30 In. 142A8 R1 Radial
Available in Firestone or Goodyear.

In Base Price

6101 420/90R30 In. 147A8 R1W Radial
Available in Michelin and Firestone.

590.00

6102 16.9R30 In. 144A8 R1W Radial
Available in Firestone only.
Requires No Brand Preference Code 5999.
Extended lead time tire; may affect Tractor delivery date.

574.00

6103 420/90R30 In. 142A8 R2 Radial
Available in Goodyear only.
Requires No Brand Preference Code 5999.
Extended lead time tire; may affect Tractor delivery date.

662.00

6131 480/70R30 In. 152A8 R1W Radial
Available in Firestone or Goodyear.

270.00

6119 540/65R30 In. 143A8 R1W Radial
Available in Michelin only.
Requires No Brand Preference Code 5999.

2,481.00
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FRONT WHEELS AND TIRES ...Continued...
6109 600/65R28 In. 147A8 R1W Radial

Available in Firestone only.
Requires No Brand Preference Code 5999.
For use with 64 In. or wider tread setting.

2,240.00

6132 600/65R28 In. 154A8 R1W Radial
Available in Michelin and Goodyear.
For use with 64 In. or wider tread setting.

2,712.00

A8 Speed Rated RCI Group 43 Size Tires (63 In./1600 mm Diameter)
Listed Narrowest to Widest
Use with any A8 Speed Rated RCI Group 48 Rear Tire with same brand preference.
Mixing of R1 and R1W tread types between Front and Rear Tires is permitted.

6200 320/80R42 In. 141A8 R1W Radial
Available in Goodyear only.
Requires No Brand Preference Code 5999.

1,302.00

6201 380/80R38 In. 142A8 R1W Radial
Available in Firestone, Goodyear, or Michelin.

1,302.00

6202 IF 380/80R38 In. 149A8 R1W Radial
Available in Firestone only.
Requires No Brand Preference Code 5999.

2,168.00

6203 420/85R34 In. 147A8 R1W Radial
Available in Firestone or Goodyear.

1,244.00

6205 480/70R34 In. 155A8 R1W Radial
Available in Firestone or Goodyear.

2,010.00

6217 IF 420/85R34 152A8 R1W Radial
Available in Firestone only.
Requires No Brand Preference Code 5999.

2,448.00

6204 480/70R34 In. 143A8 R1W Radial
Available in Michelin and Continental.

1,180.00

6206 480/70R34 In. 146A8 R2 Radial
Available in Goodyear only.
Requires No Brand Preference Code 5999.

1,050.00

6207 540/65R34 In. 148A8 R1W Radial
Available in Michelin or Goodyear.

1,252.00

6208 600/70R30 In. 152A8 R1W Radial
Available in Firestone, Goodyear or Michelin.

2,392.00

6214 IF 600/70R30 In. 159A8 R1W Radial
Available in Michelin and Firestone.
Requires No Brand Preference Code 5999.

3,287.00
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FRONT WHEELS AND TIRES ...Continued...

Eight Position B Speed Rated Steel MFWD Wheels for 31 mph (50 km/h)
Transmissions:

B Speed Rated RCI Group 42 Size Tires (59 In./1498 mm Diameter)
Listed Narrowest to Widest
Use with any B Speed Rated RCI Group 47 Rear Tire with same tread type and brand
preference.

6111 380/85R34 137B R1
Available in Goodyear or Firestone.

266.00

6123 480/70R30 152B R1W
Available in Goodyear only.
Requires No Brand Preference Code 5999.

270.00

6113 600/65R28 In. 147B R1W Radial
Available in Michelin or Goodyear.
Use with 1780 mm (70 In.) or wider tread settings.

2,724.00

B Speed Rated RCI Group 43 Size Tires (63 In./1600 mm Diameter)
Use with any B Speed Rated RCI Group 48 Rear Tire with same tread type and brand
preference.
Requires Code 5037.

6209 420/85R34 In. 147B R1W Radial
Available in Firestone or Goodyear.

1,948.00

6212 600/70R30 In. 152B R1W Radial
Available in Michelin and Goodyear
For use with 70 In. (1780 mm) or wider tread setting.

2,392.00

6210 540/65R34 In. 148B R1W Radial
Available in Michelin and Goodyear.

1,252.00

6215 IF 600/70R30 In. 159B R1W Increased Flexion Radial
Available in Michelin only.
Requires No Brand Preference Code 5999.

3,287.00

TIRE PREFERENCE CODES
If only one brand is available in any tire code, the Tire Preference Code 5999 must be chosen
below to avoid extra charges. You will still get the one brand stated in the tire code
description.

5999 No Brand Preference No Charge

5901 Firestone Brand Only 600.00

5902 Goodyear Brand Only 600.00

5903 Michelin Brand Only 1,000.00

5904 Continental Brand Only 600.00

OPERATOR'S MANUALS, LABELS AND COMMANDCENTER
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OPERATOR'S MANUALS, LABELS AND COMMANDCENTER
...Continued...

0409 English In Base Price

0437 Spanish Same Price

0413 French Same Price

ATTACHMENTS - ORDER AS DESIRED

Customer Gold Key Program:
9076 Gold Key Experience

Not compatible with Code 9075.
This new option will provide your customer with more flexibility to schedule their Gold Key
Experience Tour of a product similar to their purchase. Customers can choose a date that fits
their schedule and allows them to arrange travel in advance. This experience will provide
your customer with the same irreplaceable opportunity of a personal tour of our World Class
facility, with the exception of seeing their machine on the day of their tour. This tour will be
scheduled in advance with your customer#s input and will occur during an eight week period
(4 weeks prior to or 4 weeks after the machine#s expected warehouse date). There is more
availability and flexibility for this option to accommodate your customer#s needs. Upon
selection of this option, the factory will contact you to schedule a tour date.

No Charge

Operator Station and Electrical:
8242 Radar with Dual Beam Sensor 850.00

8725 Rotary Beacon Light
Required to add Rotary Beacon Light to Standard Lighting Package.

321.00

8227 Outside Mirrors, Telescoping, Heated, Electrically Adjustable, RH and LH
Required to upgrade from Right and Left Hand Manual Adjust Mirrors.

925.00

8228 Outside Mirrors, Telescoping, Heated, Electrically Adjustable, RH and LH
Required to upgrade from RH and LH Electrically Adjusting Mirrors.

514.00

8782 Backup Alarm 170.00

8251 Antenna Mount and Wiring for Business Band (2-Way) Radio 123.00

8288 Foot Operated Speed Control 287.00

8720 Loader and Driving Light Package
Provides two road lights mounted higher on the cab posts for use when front mounted
equipment obstruct grill mounted front lights.

199.00

8210 Leather Trim
Includes heated leather seat, leather wrapped steering wheel and rear window decal.

1,568.00

Chassis:
8010 Fenders, Deluxe Pivoting Front for MFWD - 18.7 In. (480 mm) Wide

Recommended for use with 12.4 In. (290 mm) to 16.9 In. (420 mm) tire width.
Code 8010 or 8011 is required for 50km/h (31mph) Tractors.
Not compatible with Code 8011.

1,191.00
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ATTACHMENTS - ORDER AS DESIRED ...Continued...
8011 Fenders, Deluxe Pivoting Front for MFWD - 24.4 In. (620 mm) Wide

Recommended for use with 18.4 In. (480 mm) to 23.6 In. (600 mm) tire width.
Not compatible with Code 8010.
If Code 8910 Loader Ready is selected the fenders will be fixed and loader compatible.
Code 8010 or 8011 is required for 31 mph (50 km/h) Tractors.

1,191.00

8020 Fenders, Full Coverage Rear - 100 In. (2.55 m) Width
Includes hitch control switch on both fenders.

1,303.00

8021 Fender, Extra Width Rear Extensions - 108 In. (2.75 M) Width
Provides coverage for up to 800 mm section width tires.
Not compatible with Code 8020.

1,545.00

8291 Left Hand Step Mud Guard
In base on Tractors with Group 49 Rear Tires.
Option on Tractors with Group 47 and Group 48 Rear Tires.

93.00

8910 Loader Ready Three Function Electronic - Independent Control Valve
Includes: 3-Function Electronic Joystick with activated speed shifting buttons (Activated Speed
Shifting Buttons not available with IVT Transmissions), 6-Hydraulic hoses from mid-mount
Tractor valve to attached single point half coupler, Loader Mounting Frame, and Hood Guard
(Requires front weight support).
Not compatible with Mid Mount SCV's or Front Hitch.
If fenders are desired please select Code 8011 which will be Fixed Front Fenders compatible
with Loaders.

7,019.00

8751 Trailer Brake, Dual Line Air
Includes compressor, tank, control valve, and couplers.
Not compatible with Code 8756 or 8752.
For dual line air and hydraulic brakes, order Code 8752.
Code 8751, 8756, or 8752 is required for 31 mph (50 km/h) Tractors.

4,895.00

8756 Trailer Brake, Hydraulic
Includes rear tractor line coupler.
Not compatible with Code 8751 or 8752.
For dual line air and hydraulic brakes, order Code 8752.
Code 8751, 8756, or 8752 is required for 31 mph (50 km/h) Tractors.

524.00

8752 Trailer Brakes, Dual Line Air and Hydraulic
Includes Code 8751 and 8756.
Code 8751, 8756, or 8752 is required for 31 mph (50 km/h) Tractors.

5,419.00

Hitch and Drawbar:
8433 Less Drawbar

Requires Code 4311, 4313, 4314, or 4315.
-155.00

8428 Hydraulic Rear Center Link
Requires Code 8020.

1,070.00

841G Front Hitch Ready
Includes a front casting that will accommodate but does not include a Front Hitch and Front
PTO.
Includes 1 set of Hydraulic Oil lines to connect the Front Hitch and Mid-Mount SCV on a
Pivot Beam Axle and 3 sets of Hydraulic Lines on TLS front axles.
Not compatible with 8407, 8408, 8410, 8409, 8411.

2,449.00
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ATTACHMENTS - ORDER AS DESIRED ...Continued...
8407 Deluxe Front Hitch with 3175 Kg (7000 Lb.) lift capacity

- ISO or 5200 Kg. (11,450 Lb.) lift capacity at hitch balls
- Less Pushbar (Hitch Raise/Lower hard plumbed to Mid-Mount Valve)
- Includes Zero Front Auxiliary Couplers
Not compatible with 841G, 832G, 834B, 834C, 834L, or 834M.
Requires Code 841K or 841L.
Codes 2051, 2053, 2055, 2058, 2060, and 2064 require option 841L.
Codes 2050, 2052, 2059, 2057, 2061, 2063, 2062, or 2065 are highly recommended to select
option 841K.
Includes 1 Mid-Mount SCV for hitch raise and lower.

3,771.00

8408 Deluxe Front Hitch with 3175 Kg (7000 Lb.) lift capacity
- ISO or 5200 Kg. (11,450 Lb.) lift capacity at hitch balls
- Less Pushbar (Hitch Raise/Lower hard plumbed to Mid-Mount Valve)
- Includes One Front Auxiliary Coupler
Not compatible with 841G, 832G, 834B, 834C, 834L, and 834M
Requires Code 841K or 841L.
Codes 2051, 2053, 2055, 2058, 2060, and 2064 require option 841L.
Codes 2050, 2052, 2059, 2057, 2061, 2063, 2062, or 2065 are highly recommended to select
option 841K.
Includes 2 Mid-Mount SCV's; Hitch Raise and Lower, 1 Aux Coupler.

4,862.00

8410 Deluxe Front Hitch with 3175 Kg (7000 Lb.) lift capacity
- ISO or 5200 Kg. (11,450 Lb.) lift capacity at hitch balls
- Less Pushbar (Hitch Raise/Lower hard plumbed to Mid-Mount Valve)
- Includes Two Front Auxiliary Couplers
Not compatible with 841G, 832G, 834B, 834C, 834L, and 834M
Requires Code 841K or 841L.
Codes 2051, 2053, 2055, 2058, 2060, and 2064 require option 841L.
Codes 2050, 2052, 2059, 2057, 2061, 2063, 2062, or 2065 are highly recommended to select
option 841K.
Includes 3 Mid-Mount SCV's; Hitch Raise and Lower, 2 Aux Couplers.

5,953.00

8409 Premium Front Hitch with 3175 Kg (7000 Lb.) lift capacity
- ISO or 5200 Kg. (11,450 Lb.) lift capacity at hitch balls
- Includes Pushbar (Hitch Raise/Lower hard plumbed to Mid-Mount Valve)
- Includes One Front Auxiliary Coupler
Not Compatible with 841G, 832G, 834B, 834C, 834L, and 834M
Requires Code 841k or 841L
Codes 2051, 2053, 2055, 2058, 2060, and 2064 require option 841L.
Codes 2050, 2052, 2059, 2057, 2061, 2063, 2062, or 2065 are highly recommended to select
option 841K.
Includes 2 Mid-Mount SCV's; Hitch Raise and Lower, 1 Aux Coupler.

5,771.00

8411 Premium Front Hitch with 3175 Kg (7000 Lb.) lift capacity
- ISO or 5200 Kg. (11,450 Lb.) lift capacity at hitch balls
- Includes Pushbar (Hitch Raise/Lower hard plumbed to Mid-Mount Valve)
- Includes Two Front Auxiliary Couplers
Not compatible with 841G, 832G, 834B, 834C, 834L, and 834M.
Requires Code 841k or 841L.
Codes 2051, 2053, 2055, 2058, 2060, and 2064 require option 841L.
Codes 2050, 2052, 2059, 2057, 2061, 2063, 2062, or 2065 are highly recommended to select
option 841K.
Includes 3 Mid-Mount SCV's; Hitch Raise and Lower, 2 Aux Couplers.

6,862.00

841K Auxilary CommandArm Mounted SCV Controls
Highly recommended when Codes 8407, 8408, 8409, 8410, or 8411 are selected with Codes
2050, 2052, 2059, 2057, 2061, 2063, 2062, or 2065.

1,115.00

841L Joystick Control
Required when Codes 8407, 8408, 8409, 8410, or 8411 are selected with Codes 2051, 2053,
2055, 2058, 2060, or 2064.

1,127.00
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ATTACHMENTS - ORDER AS DESIRED ...Continued...
8435 Drawbar Clevis, Cat. 3 with 1.5 In. (38 mm) Pin

Requires Code 4320.
223.00

841J Loader and Front Hitch Ready 9,468.00

Hydraulics:
832G Auxiliary Hydraulic Connections

Includes (2) motor return 1/2" couplers, (1) flat face sump 3/8" coupler, (1) 1/2" power beyond
pressure, (1) load sense 1/4" coupler.

812.00

834B Mid-Mount EH Valve Stack with 2-Function Paddle Pot Control
Provides two additional SCVs .
Float position included on all Mid-Mount valves.
Includes two sets of Mid-Mount valve couplers.
Not compatible with Front Hitch or Loader Ready Package.
Not compatible with AutoQuad or PowrQuad Transmissions.

2,355.00

834C Mid-Mount EH Valve Stack with 2-Function Joystick Control
Provides two additional SCVs.
Float position capable on only 1 Mid-Mount valve.
Includes two sets of Mid-Mount valve couplers.
Not compatible with Front Hitch or Loader Ready Package.

3,082.00

834L Mid-Mount EH Valve Stack with 3-Function Paddle Pot Control
Provides three additional SCVs.
Float position included on all Mid-Mount valves.
Includes three sets of Mid-Mount valve couplers.
Not compatible with Front Hitch or Loader Ready Package.
Not compatible with 6 Rear SCV's.
Not compatible with AutoQuad or PowrQuad Transmissions

3,445.00

834M Mid-Mount EH Valve Stack with 3-Function Joystick Control
Provides Three Additional SCVs
Float position capable on only 1 Mid-Mount valve.
Includes three sets of Mid-Mount valve couplers.
Not compatible with Front Hitch or Loader Ready Package.
Not compatible with 6 Rear SCV's.

4,173.00

Front PTO:
8380 PTO, Independent Front with 1-3/8 In. 21-Spline, 1000rpm

Clockwise-Rotating Shaft as Viewed from Front (Type 2)
Requires Code 8407, 8408, 8409, 8410, 8411.

6,923.00

8381 PTO, Independent Front with 1-3/4 In. 20-Spline, 1000rpm
Clockwise-Rotating Shaft as Viewed from Front (Type 3)
Requires Code 8407, 8408, 8409, 8410, 8411.

6,923.00

8382 PTO, Independent Front with 1-3/8 In. 6-Spline, 1000rpm
Counter Clockwise-Rotating Shaft as Viewed from Front (Type 1)
Requires Code 8407, 8408, 8409, 8410, 8411.

5,993.00

Engine:
8302 Heater, Engine Block 110V 51.00
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ATTACHMENTS - ORDER AS DESIRED ...Continued...
8304 Heater, Cold Weather Auxiliary Package, 110V

Includes Ground Fault Interrupter, Engine Block Heater, Charge Pump Heater and
Transmission Hydraulic Oil Heater (Transmission Heater is only available on PQ, AQ, and
CQ Transmissions).

436.00

8306 Fuel/Water Separator, Severe Duty
In addition to water separator in base equipment.

530.00

8220 Intelligent Power Management
Provides up to an additional 30 Engine hp in non-stationary rear PTO and transport
applications.
Not compatible with Code 8330.

2,844.00

8330 John Deere PowerTech 6.8 L (414 cu. In.) 6 Cyl IT4 / Stage 2 Compliant Diesel Engine Same Price

8332 John Deere PowerTech PSX 6.8 L (414 cu. In.) 6 Cyl IT4 / Stage 3b Compliant Diesel
Engine

Same Price

Quik-Tatch Weights:
8955 Weight, Front Support - Less Weights 314.00

8956 Weight, Front Support with Four Suitcase Weights
Not compatible with Front Loaders.

795.00

8957 Weight, Front Support with Eight Suitcase Weights
Not compatible with Front Loaders.

1,318.00

8958 Weight, Front Support with Twelve Suitcase Weights
Not compatible with Front Loaders.

1,845.00

8959 Weight, Front Support with Sixteen Suitcase Weights
Not compatible with Front Loaders.

2,383.00

8962 Weight, Front Support with Twenty Suitcase Weights
Not compatible with Front Loaders.

3,055.00

8963 Weight, Front Support with Twenty Four Suitcase Weights
Not compatible with Front Loaders.

3,287.00

Rear Wheel Weights - For Inside/Inner Wheels (Steel):
Weights shown are for each weight.

8970 One pair 165 Lb. (75 kg) Starter Weights and One Pair 450 Lb. (205 kg) Weights 1,564.00

8971 One pair 165 Lb. (75 kg) Starter Weights and Two Pair 450 Lb. (205 kg) Weights
Minimum tread setting may be restricted due to tire size selected. Refer to the Agricultural
Sales Manual for additional information.
Not compatible with 5010 or 5093.

2,662.00

Rear Wheel Weights - For Outside Drive Wheels (Steel):
Weights shown are for each weight.

8972 One pair 165 Lb. (75 kg) Starter Weights and One Pair 450 Lb. (205 kg) Weights
Not compatible with duals.

1,564.00
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ATTACHMENTS - ORDER AS DESIRED ...Continued...
8973 One pair 165 Lb. (75 kg) Starter Weights and Two Pair 450 Lb. (205 kg) Weights

Not compatible with duals.
2,662.00

Rear Wheel Weights - For Inside/Inner Drive Wheels (Cast)
Weights shown are for each weight.

8974 One Pair 450 Lb. (205 kg) 1,098.00

8975 One pair 165 Lb. (75 kg) Starter Weights and One Pair 450 Lb. (205 kg) Weights 1,564.00

8976 Two Pair 450 Lb. (205 kg) 2,196.00

8977 One Pair 1400 Lb. (635 kg)
Requires Code 3902 and tires with load rating above 151 Load Index.

3,145.00

Rear Wheel Weights - For Outside Drive Wheels (Cast):
Weights shown are for each weight.

8978 One pair 165 Lb. (75 kg) Starter Weights and One Pair 450 Lb. (205 kg) Weights
Not compatible with duals.

1,564.00

8979 One Pair 165 Lb. (75 kg) Starter Weights and Two Pair 450 Lb. (205 kg) Weights
Not compatible with duals.

2,662.00

Rear Wheel Weights - For Outside/Outer Dual Wheels:
Weights shown are for each weight.

8980 One Pair 165 Lb. (75 Kg) Starter Weights and One Pair 450 Lb. (205 Kg) Weights 1,564.00

8981 One Pair 165 Lb. (75 Kg) Starter Weights and Two Pair 450 Lb. (205 Kg) Weights
Based on the tire width option ordered, some 450 lb. wheel weights may be shipped on a
separate pallet and require dealer installation.

2,662.00

1200 kg (2645 lb.) Ballast Package with Rear Duals:
8935 Front Weight Support with 12 Front Suitcase Weights and One Pair

75 kg (165 lb.) with One Pair of 205 kg (450 lb.) Inside/Inner
Rear Wheel Weights and no Outside/Outer Dual Rear Wheel Weights

3,409.00

2254 kg (4970 lb.) Ballast Package with Rear Duals:
8936 Front Weight Support with 16 Front Suitcase Weights and One Pair

of 635 kg (1400 lb.) Inside/Inner Rear Wheel Weights and One Pair
75 kg (165 lb.) Outside/Outer Dual Rear Wheel Weights

5,994.00

3832 kg (8449 lb.) Ballast Package with Rear Duals:
8937 Front Weight Support with 24 Front Suitcase Weights and One Pair of

635 kg (1400 lb.) Inside/Inner Rear Wheel Weights and One Pair
75 kg (165 lb.) and Three Pair 205 kg (450 lb.) Outside/Outer Dual Rear Wheel Weights

10,113.00

Miscellaneous:
8785 Chock Block Holder 125.00
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ATTACHMENTS - ORDER AS DESIRED ...Continued...
878K Export Tools 365.00

8550 Skid for Duals 130.00

ATTACHMENTS FOR FIELD CONVERSION

Electrical:
RE58827 9-Pin Connector Implement Feedback

Required for Touch-Set Depth Control.
128.00

RE324685 Battery Disconnect Switch 168.00

RE322555 Front Implement CAN Communication Connector 121.00

RE325911 Heater, Cold Weather Auxiliary Package, 110V
Contains block heater and hydraulic pump heater.
Compatible on 6.8L IVT.

400.00

RE325909 Heater, Cold Weather Auxiliary Package, 110V
Contains block heater, transmission heater and hydraulic pump heater.
Compatible on 6.8L PQ.

480.00

RE322780 ISO Cab Implement CAN Bus Adapter See Parts

RE21519 Implement Switch with 10 Ft. Harness 162.00

RE324687 Mounting Parts for Radar with Dual Beam Sensor
Compatible with IVT Transmissions.
Must order radar separately.

140.00

RE324688 Mounting Parts for Radar with Dual Beam Sensor
Compatible with PQT Transmissions.
Must order radar separately.

170.00

RE278980 Radar with Dual Beam Sensor
Requires AL171547 Attaching Bracket Kit.

See Parts

RE278984 Radar with Dual Beam Sensor See Parts

RE278986 Radar with Dual Beam Sensor - AU See Parts

RE278982 Radar, Dual Beam Sensor See Parts

RE325025 iTech 3/4 Switch
Requires software download. Reference Installation instructions for additional information.

25.00

Engine:
RE315284 Fuel/Water Separator Kit, Severe Duty

Compatible with 6.8L.
Also order W54363 and hardware for loader.

625.00
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ATTACHMENTS FOR FIELD CONVERSION ...Continued...

Fenders:
RE323950 Fenders, Deluxe Pivoting Front for MFWD - 18.7 In. (480 mm) Wide

Kit does not contain fender support rods. Rods are dependent on front tire size. Please
reference installation instructions for further information.

1,310.00

RE323949 Fenders, Deluxe Pivoting Front for MFWD - 24.4 In. (620 mm) Wide
Kit does not contain fender support rods. Rods are dependent on front tire size. Please
reference installation instructions for further information.

1,310.00

RE324406 Fenders, Extra Width Rear Fender Extensions 267.00

RE318606 Fenders, Full Coverage Rear 2.55 meter (100 In. Width) 483.00

Front Hitch Hydraulic Mid-Mount Valves:
RE329076 Front Hitch Valve (100 ml.)

Compatible on all Tractors that are front hitch ready with TLS.
If additional valves are not required, also order (2) RE305393.

1,877.00

RE329075 Front Hitch Valve (100 ml.)
Compatible on all IVT Tractors that are front hitch ready without TLS.
If additional valves are not required, also order (2) RE305393.

1,877.00

RE329074 Front Hitch Valve (100 ml.)
Compatible on AQ, PQ, CQ transmissions that are front hitch ready without TLS.
If additional valves are not required, also order (2) RE305393.

1,877.00

RE329078 Second SCV for Front Hitch (140 ml.)
Compatible on all Tractors that are front hitch ready with TLS.
If additional valves are not required, order (1) RE322693.

1,158.00

RE329077 Second SCV for Front Hitch (140 ml.)
Compatible on all Tractors that are front hitch ready with MFWD.
If additional valves are not required, order (1) RE322693.

1,158.00

RE329080 Third SCV for Front Hitch (140 ml.)
Compatible on all Tractors that are front hitch ready with TLS.

1,158.00

RE329079 Third SCV for Front Hitch (140 ml.)
Compatible on all Tractors that are front hitch ready with MFWD.

1,158.00

Guards:
RE324072 Guards, Undercarriage Crop Shield

Protects transmission and wiring harness.
134.00

Hitch and Drawbar:
RE326620 3-in-1 Hitch Rails 1,202.00

RE326580 Carrier to Ground Engaging, Hitch Conversion Kit
Converts Codes 8407, 8408, 8410 from carrier to ground engaging.

2,513.00

RE330569 Drawbar Kit, Cat. 3 High Vertical Load (10,000 Lb. Capacity) 1,161.00

RE333545 Forced Steering Hitch Kit 1,300.00
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ATTACHMENTS FOR FIELD CONVERSION ...Continued...
RE327692 Front Hitch Chain Hooks 189.00

RE326447 Front Hitch Ready - Add Carrier Hitch 4,561.00

RE326450 Front Hitch Ready - Add Ground Engaging Hitch
Converts Code 841G, from front hitch ready to ground engaging.

5,387.00

RE326626 Pick-Up Hitch Kit (Long)
For use with Sway Blocks.

4,416.00

RE326624 Pick-Up Hitch Kit (Short)
For use with stabilizer.

4,212.00

RE330573 Rear Hitch Hydraulic Center Link 1,224.00

RE180668 Rear Hitch Quik-Coupler (Convertible Cat. 3/3N)
Requires RE34846 Bumper Blocks.

1,477.00

RE333036 Stabilizer Bracket Shield Hitch Kit 150.00

RE326622 Wagon Hitch Auto Coupler
Requires RE326620 3-in-1 Hitch Rail Kit.

1,113.00

Hydraulics:
RE327558 4th EH Rear Remote Cylinder Control Valve with Breakaway Couplers 1,396.00

RE327559 5th EH Rear Remote Cylinder Control Valve with Breakaway Couplers
Not compatible with PowrQuad PLUS or AutoQuad PLUS Transmission Codes 1430, 1431, or
1451.
Included in the CommandArm with CommandQuad and IVT Codes 1500, 1501, 1550, 1551,
1552, or 1553.

1,396.00

RE327560 6th EH Rear Remote Cylinder Control Valve with Breakaway Couplers
Not compatible with PowrQuad PLUS or AutoQuad PLUS Transmission Codes 1430, 1431, or
1451.
Included in the CommandArm with CommandQuad and IVT Codes 1500, 1501, 1550, 1551,
1552, or 1553.

1,844.00

RE315307 Auxiliary Hydraulic Reservoir 853.00

RE327561 Hydraulic Motor Return Kit with Case Drain 158.00

RE300468 Hydraulic Motor Return Kit without Case Drain
For case drain, order case drain kit separately.

102.00

RE328941 Implement Single Lever Control Lift Assist Kit 81.00

RE333857 Mid-Mount EHCV 2 or 3 Function EH Single Lever Control (Joystick) and
Mounting Parts for RH Armrest

1,700.00

RE333856 Mid-Mount EHCV 2 or 3 Function EH Single Lever Control (Joystick) and Mounting Parts for
RH Armrest with Speed Shifting

2,200.00

RE333854 Mid-Mount EHSCV 2 or 3 Function EH Single Lever Control (Joystick) and
Mounting Parts for Command Arm with Speed Shifting

2,700.00

RE300467 Power Beyond Coupler Kit 421.00
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ATTACHMENTS FOR FIELD CONVERSION ...Continued...
AR272536 Rear EHSCV Single Lever Control (Joystick) and Mounting Parts for CommandArm 1,510.00

Lighting:
RE334683 Auxiliary Driving / Loader Light Kit 219.00

RE334627 Front HID Light Kit 1,788.00

RE326320 Lights, Two Roof-Mounted 65W Halogen Front Flood Lights 135.00

RE334623 Rotary Beacon Light Kit 353.00

Loader Auxiliary Mid-Mount Valves:
RE329083 First & Second Remote (100 ml.) w/ AQ, PQ, CQ, without TLS

If additional valves are not required, order (1) RE322693.
2,448.00

RE329084 First & Second Remote (100 ml.) with AutoPowr / IVT, without TLS
If additional valves are not required, order (1) RE322693.

2,448.00

RE329085 First & Second Remote (100 ml.) with TLS
If additional valves are not required, order (1) RE322693.

1,999.00

RE329086 Third Remote (140 ml.)
If additional valves are not required, order (1) RE322693.

1,099.00

Operator Environment:
RE67016 3-Pin Adaptor for Power Strip See Parts

RE67015 3-Way Convenience Adapter for Power Strip See Parts

RE317435 Accessory Mounting Bracket 106.00

RE269615 Antenna Mount and Wiring for Business Band Radio 135.00

RE275532 Ash Tray See Parts

RE67014 Cigar-Style Adapter for Power Strip See Parts

RE323407 External Mirrors, Electrically Adjustable RH and LH Conversion Kit 514.00

RE293499 External Mirrors, Electrically Telescoping and Heated Mirror Heads 1,696.00

RE323405 External Mirrors, Manually Adjustable RH and LH 256.00

RE335740 Foot-Operated Speed Control 121.00

RE68495 Power Strip with Six Outlets
Cab Tractors (Code 2034) ONLY.
Requires (1) RE67013, (1) RE67014, and (1) RE67015 Ordered Separately.

See Parts

RE321103 Radio, Deere/Delco AM/FM Stereo with Clock, Front Audio Input
Jack for MP3 Players, Weatherband, Four Speakers and Antenna

715.00
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ATTACHMENTS FOR FIELD CONVERSION ...Continued...
RE321102 Radio, Deere/Delco AM/FM Stereo with Clock, Front Audio Input Jack

for MP3 Players, and Weatherband
Requires Standard Cab Antenna Kit (L113922) ordered separately through Parts.

421.00

RE321109 Radio, Deere/Delco AM/FM Stereo with Single Compact Disc Player,
Clock, Front Audio Input Jack for MP3 Players, and Weatherband
Requires Standard Cab Antenna Kit (L113922) Ordered Separately through Parts.

824.00

RE298965 Radio, Sub Woofer Kit 286.00

RE67013 Standard Connector with 1m (3-Foot) Cable for Power Strip See Parts

RE326509 Step Kit, Right Hand Step 350.00

RE324084 Step Mud Guard, LH 102.00

RE261504 Sun Shade, Front Pull Down See Parts

RE263352 Tire Pressure Monitor Kit
Includes Monitor and four pressure sensors.
For Cab Tractors Only.

See Parts

RE269618 Windshield Wiper with Washer, Rear 186.00

PTO:
RE326849 Front PTO Common Mounting Parts

Also order R325433 for 9.0L or R325432 for 6.8L.
1,102.00

RE302017 Independent Front PTO with 1-3/4 In. 20-Spline, 1000 RPM
Clockwise-Rotating Shaft as Viewed from Front (Type 3)

See Parts

RE323421 Independent Front PTO with 1-3/8 In. 21-Spline, 1000 RPM
Clockwise-Rotating Shaft as Viewed from Front (Type 2)

See Parts

RE302014 Independent Front PTO with 1-3/8 In. 21-Spline, 1000 RPM Counter
Clockwise-Rotating Shaft as Viewed from Front (Type 1)

See Parts

SCV Parts:
RE331560 Paddle Pot Pod, Common Parts

Only compatible on Tractors with CommandARM. Order single paddle potentiometer
separately.
See instructions RE331562 for more information.

92.00

RE331559 Single Paddle Potentiometer
Order decals and levers separately.
See instructions RE331561 for more information.

See Parts

Software Downloads:
RE298885 Intelligent Power Management

Provides up to an additional 30 Engine hp for non-stationary rear PTO and transport
applications.
Download through Service Advisor's software delivery system.
Includes instruction and download only.
See Ag Sales Manual for ground speed specifications.

See Parts
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ATTACHMENTS FOR FIELD CONVERSION ...Continued...
RE305729 Language Group for CommandCenter - English,

Croatian, Serbian, Slovenian,
German
Download through Service Advisor's software delivery system.
Includes instruction and download only.

See Parts

RE305727 Language Group for CommandCenter - English,
Danish, Swedish, Finish,
Norwegian
Download through Service Advisor's software delivery system.
Includes instruction and download only.

See Parts

RE305726 Language Group for CommandCenter - English,
Estonian, Latvian, Lithuanian,
Polish, Russian
Download through Service Advisor's software delivery system.
Includes instruction and download only.

See Parts

RE305725 Language Group for CommandCenter - English,
French, Dutch, Icelandic,
German
Download through Service Advisor's software delivery system.
Includes instruction and download only.

See Parts

RE305730 Language Group for CommandCenter - English,
Greek, Turkish
Download through Service Advisor's software delivery system.
Includes instruction and download only.

See Parts

RE305731 Language Group for CommandCenter - English,
Italian, Spanish, Portuguese, German,
Dutch, French, Swedish, Hungarian, Danish, Polish
Download through Service Advisor's software delivery system.
Includes instruction and download only.

See Parts

RE305728 Language Group for CommandCenter on IVT/AutoPowr Tractors - English,
Hungarian, Czech, Slovak, Romanian, Bulgarian
Download through Service Advisor's software delivery system.
Includes instruction and download only.

See Parts

BPF10313 Non-John Deere Guidance Compatibility Activation - Hemisphere/Outback
Required for communication between non-John Deere guidance systems and the Tractor's
steering components. Consult guidance system selling dealer for compatibility information.

250.00

BPF10311 Non-John Deere Guidance Compatibility Activation - Raven
Required for communication between non-John Deere guidance systems and the Tractor's
steering components. Consult guidance system selling dealer for compatibility information.

250.00

BPF10363 Non-John Deere Guidance Compatibility Activation - Trimble
Required for communication between non-John Deere guidance systems and the Tractor's
steering components. Consult guidance system selling dealer for compatibility information.

250.00

Vandal Protection:
AL71345 Door Locks - Custom Key 156.00

Weights:
AL113121 Centerlink Kit for Hitch Mounting 900 or 1150 kg Large Weights 200.00
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ATTACHMENTS FOR FIELD CONVERSION ...Continued...
RE326583 Front Hitch Ready Weight Support 748.00

R288797 Standard Front Weight Support 375.00

AL172542 Weight, 1150 kg Large Front Mounted 3,585.00

R127764 Weight, Front Suitcase (104 Lb.) Quantity of One
Dealer must order 5000 Lbs. to receive free freight through Waterloo Weight Program.
Available to Ag Dealers only.

123.00

RFR127764 Weight, Front Suitcase, Twenty (20-R127764) 2,276.00

R167151 Weight, Inner Wheel, 1400 Lb. 1,730.00

R167153 Weight, Wheel, 165 Lb. (72 Kg) 256.00

RFR207782 Weight, Wheel, 1800 Lb. (4 - 450 Lb., R207782 Weights) 2,416.00

RFR167153 Weight, Wheel, 1980 Lb. (12 - 165 Lb., R167153 Weights) 3,076.00

R207782 Weight, Wheel, 450 Lb. 604.00

Wheel Equipment:
AR190666 One 10 In. Dual Hub Extension 733.00

AR190668 One 13 In. Dual Hub Extension 815.00

AR190669 One 15 In. Dual Hub Extension 854.00

AR194744 One 5 In. Dual Hub Extension 662.00

RE267658 Three Meter Front Wheel Spacer
Not compatible with Tractors equipped with front brakes.

2,959.00
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ENGINE:
John Deere PowerTech PSX Diesel

In-line 6-Cylinder Wet-Sleeve
with High Pressure Common Rail (HPCR)
Fuel System and 24 Valve Head

9.0 L (549 Cu. In.) Displacement
230 Engine hp 97/68/EC @ Rated Speed
189 SAE PTO hp @ Rated Speed
Air to Air Intercooled
Automatic Shutdown System
Dry Type Air Cleaner with Safety Element

and Dirt Aspiration System
Tilt Hood Enclosure with Side Panels
Viscous Fan
Electric Fuel Shutoff
Electric Thermal Assist Starting Aid
Coolant Conditioner Additive
Coolant Recovery System
Fuel Filter and Pre-Filter
Fuel Water Separator with Sensor
Self Priming and Bleeding Electronic Fuel Pump
503 L (133 US Gal.) Fuel Tank
B2 Biodiesel from the Factory
Lockable Fuel Cap
Engine Oil Filter
Electronic Injection and Governor Control

TRANSMISSION:
40k (25mph) AutoQuad PLUS Eco with
20 Forward/20 Reverse Speeds and Left Hand

Reverser
Reduced engine rpm's at max transport speed

Perma-Clutch II (Hydraulically Engaged
Wet-Disk Clutch)

Speed Matching
Park Lock
Neutral Safety Start System

STEERING, BRAKES DIFFERENTIAL:
Load-Sensing Hydraulic Power Steering
Wet-Disk Hydraulic Power Brakes
Tilt/Telescoping Memory Steering Wheel
Hydraulically-Engaged Rear Differential
Lock

HYDRAULICS:
Pressure and Flow Compensating Axial

Piston Pump
32 GPM (121 L/min) Pump Output
32 GPM (121 L/min) Flow @ One SCV
85L of Take Out Oil
Three Electrohydraulic Remote Selective
Control Valves with Push/Pull
ISO Breakaway Couplers and
High Pressure Relief Levers

REAR PTO:
Independent 1000 RPM, 45 mm
(1-3/4 In.) 20 Spline

PTO Safety Start System
Seat-Activated PTO Warning
Adjustable Engagement Modulation

ROCKSHAFT, HITCH AND DRAWBAR:
Electrohydraulic Hitch with Transport
Lock and External Remote Control Switch

Dual Cylinder Rear Hitch
3-Point (Category 3/3N) Hitch
Fixed Length Draft Links Arms
Category 3 Adjustable Drawbar
Secondary Implement Chain Support
Sway Blocks with

Tapered Wedge Adjustment
Hitch Dampening
Center Link Adjustment Handle

INSTRUMENTATION:

Corner Post Digital Instrument Panel includes:
Engine Oil Pressure Gauge
Engine Coolant Temperature Gauge
Fuel Level Gauge with

Low Fuel Warning Signal
Engine RPM Indicator
Status Indicators for MFWD

Differential Lock
Rear PTO Speed

CommandCenter Display includes:
GreenStar 3 Application Capability
Video Capability with Tractor Function

Activated Triggers
AutoTrac and Swath Control Pro

Activations Required
Access Manager
Universal Performance Monitor
Display Function Definable by Operator

% Slip
Ground Speed
PTO Speed
Engine Hours
Hydraulic Settings
Hitch Settings
Hitch Slip Command
Productivity
Efficiency
Area
Adjustable PTO Modulation
Implement Width
Service Hours
Voltage
Fuel Consumption Rate
Temperatures
Time of Day
Ambient Temperature

Set and Adjust Time and Flow of
Individual Selective Control Valves

ITEC Tractor and Implement Function Control

Languages:
For a complete list of languages refer to the
Ag Sales Manual

OPERATOR PROTECTIVE STRUCTURE:
Deluxe CommandView II Cab

Tilt/Telescoping Memory Steering Wheel
Comfort Command Seat with

Air Suspension, Swivel
Fore-Aft Lateral Attenuation
Lumbar Support
Backrest Adjustment

Integrated CommandCenter Display
Swing-Out Rear Window (30 Degrees)
Tinted Glass
Air Conditioner and Heater
Two Speed and Intermittent Front Wiper

and Rear Wiper
Front and Rear Windshield Washer
Pull Down Front Sun Visor
Rear Under Seat Storage
Folding Instructional Seat
Left Hand Storage
Right and Left Outside Mirrors
Radio and Speakers
Inside Cab Mounted Rear View Mirror
Passive Noise Reduction System

Backlit Right Hand Console Controls
with Adjustable Brightness

ELECTRICAL:
Key Engine Shutoff
12V Electrical System
Two 925 CCA 12V Batteries
Two 12V Electrical Convenience Outlet
Two 12V Electrical 3-Pin Outlet

with Adapter
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Battery Boost Terminal
200 Amp Alternator
SmartCircuit Current Load Monitoring
System with Fuse Panel

7-Terminal Rear Implement Electrical
Outlet Socket

Integrated ISO Radar Connector
StarFire ITC or Radar Speed
Input Harness

ServiceADVISOR Data Port

LIGHTS:
Six Front Grill Mounted Lights
Ten Cab Roof Mounted Lights
Two Rear Fender Flood Lights
Extremity, Brake, Turning, and Hazard
Lights

AXLE, WHEELS AND TIRES:
1300 MFWD Front Axle with Limited
Slip Differential
and Driveline Shield

Rear Axle and Wheels and Tires

AG MANAGEMENT SOLUTIONS:

Integrated Plug-In for GreenStar Display
Deluxe StarFire Receiver Bracket
GreenStar Ready harness with Implement

Circuit Gateway and Integrated
GreenStar Display Plug-In
Connector (ISO 11783 Compatible)

AutoTrac Ready Components:
Wiring, SSU, Front Wheel-
Angle Sensor and Electro-Hydraulic
Steering Valve

MISCELLANEOUS:
Horn
PTO Master Shield
Tool Box
Operator's Manual

**Cold Cranking Amperes

CODE
ATTACHMENT
IDENTIFIER DESCRIPTION

SUGGESTED
LIST PRICE

USD ($)

Select One Code From Each Required Category

BASE MACHINE
EX-WORKS Waterloo, Iowa

7620RW 7230R Tractor 182,800.00

DESTINATION COUNTRY
A Code must be chosen for each Tractor ordered.

0184 Canada
Configuration E
Requires Code 8336 Stage 3b/IT-4 Compliant Engine.
Country Specific Base Equipment Includes:
Code 2055 Deluxe CommandView II Cab w/RH Console.
Code 7200 Standard Lighting.
Code 4033 12,400 Lb. Capacity 3-Point Hitch (Cat. 3/3N) with Quik-Coupler.
Code 4320 Category 3, Adjustable Swing Drawbar for use with a 38 mm Pin.
Code 5049 3-15/16 In. (100 mm) Dia x 118.5 In. (3012 mm) Length Rear Axle.
Code 5503 480/80R46 In. 158A8 R1 Radial Dual Rear Wheels and Tires.
Code 6100 420/90R30 In. 142A8 R1 Radial Front Single Wheels and Tires.
Code 1887 JDLink Ultimate Promotion.

1,209.00

0202 United States
Configuration E
Requires Code 8336 Stage 3b/IT-4 Compliant Engine.
Country Specific Base Equipment Includes:
Code 2055 Deluxe CommandView II Cab w/RH Console.
Code 7200 Standard Lighting.
Code 4033 12,400 Lb. Capacity 3-Point Hitch (Cat. 3/3N) with Quik-Coupler.
Code 4320 Category 3, Adjustable Swing Drawbar for use with a 38 mm Pin.
Code 5049 3-15/16 In. (100 mm) Dia x 118.5 In. (3012 mm) Length Rear Axle.
Code 5503 480/80R46 In. 158A8 R1 Radial Dual Rear Wheels and Tires.
Code 6100 420/90R30 In. 142A8 R1 Radial Front Single Wheels and Tires.

1,209.00
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DESTINATION COUNTRY ...Continued...
Code 1887 JDLink Ultimate Promotion.

0230 Australia
Configuration E
Requires Code 8336 Stage 3b/IT-4 Compliant Engine.
Country Specific Base Equipment Includes:
Code 2055 Deluxe CommandView II Cab w/RH Console.
Code 7200 Standard Lighting.
Code 4033 12,400 Lb. Capacity 3-Point Hitch (Cat. 3/3N) with Quik-Coupler.
Code 4320 Category 3, Adjustable Swing Drawbar for use with a 38 mm Pin.
Code 5049 3-15/16 In. (100 mm) Dia x 118.5 In. (3012 mm) Length Rear Axle.
Code 5503 480/80R46 In. 158A8 R1 Radial Dual Rear Wheels and Tires.
Code 6100 420/90R30 In. 142A8 R1 Radial Front Single Wheels and Tires.
Code 1887 JDLink Ultimate Promotion.

1,209.00

0237 New Zealand
Configuration E
Requires Code 8336 Stage 3b/IT-4 Compliant Engine.
Country Specific Base Equipment Includes:
Code 2055 Deluxe CommandView II Cab w/RH Console.
Code 7200 Standard Lighting.
Code 4033 12,400 Lb. Capacity 3-Point Hitch (Cat. 3/3N) with Quik-Coupler.
Code 4320 Category 3, Adjustable Swing Drawbar for use with a 38 mm Pin.
Code 5049 3-15/16 In. (100 mm) Dia x 118.5 In. (3012 mm) Length Rear Axle.
Code 5503 480/80R46 In. 158A8 R1 Radial Dual Rear Wheels and Tires.
Code 6100 420/90R30 In. 142A8 R1 Radial Front Single Wheels and Tires.
Code 1887 JDLink Ultimate Promotion.

1,209.00

VALUE PACKAGE CONFIGURATIONS
0500 No Package

Order one Code from each box in the Price Pages.
In Base Price

0510 Command Quad Premium Package
Includes Codes 2061 or 2062, 1823 or 1826, 1500 or 1501, 7202, 2661 or 2662, 3240 or 3260.

-500.00

0511 AutoPowr IVT Transmission Premium Package
Includes Codes 2061 or 2062, 1823 or 1826, 1550 or 1551 or 1552 or 1553, 7202, 2661 or
2662, 3240 or 3260.

-1,500.00

0512 iPackage AutoPowr IVT
Includes Codes 2061 or 2062, 1833, 1823 or 1826, 1846 or 1847, 1837 or 1838, 1887 or 1888
or 1889 or 1884, 1550 or 1551 or 1552 or 1553, 7202, 2661 or 2662, 3240 or 3260.

-2,000.00

OPERATOR STATION
2051 CommandView II Cab with RH Console

Includes:
ComfortCommand Seat with Fore-Aft and Lateral Attenuation and Lumbar Support.
CommandCenter Display located on RH console.
Front Windshield Washer and Wiper.
Manual Temperature Controls Located in Cab Roof.
Remote radio controls located on RH console.
Not Compatible with IVT or CommandQuad Transmissions.
Folding Instructional Seat.

-1,076.00

2055 Deluxe CommandView II Cab with RH Console
Includes:
ComfortCommand Seat with Fore-Aft and Lateral Attenuation and Lumbar Support.
CommandCenter Display located on RH console.

In Base Price
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OPERATOR STATION ...Continued...
Front and Rear Windshield Washer and Wiper.
Manual Temperature Controls Located in Cab Roof.
Remote radio controls located on RH console
Front Pull Down Sun Shade.
Right and Left Outside Mirrors (Manual Adjustment).
Power Strip with Convenience Plug Adapter.
Folding Instructional Seat.
Right Hand Steps.
Not Compatible with IVT or CommandQuad Transmissions.

2060 Deluxe CommandView II Cab with RH Console and Active Seat
Includes:
Active Seat with Fore-Aft and Lateral Attenuation and Lumbar Support
CommandCenter Display located on RH console.
Front and Rear Windshield Washer and Wiper.
Manual Temperature Controls Located in Cab Roof.
Front Pull Down Sun Shade.
Right and Left Outside Mirrors (Electrically Adjustable).
Power Strip with Convenience Plug Adapter.
Folding Instructional Seat.
Remote radio controls located on RH console.
Not Compatible with IVT or CommandQuad Transmissions.
Right Hand Steps.

2,770.00

2050 CommandView II Cab
Includes:
ComfortCommand Seat with Fore-Aft and Lateral Attenuation and Lumbar Support.
Adjustable Right Hand CommandARM Armrest controls with Integrated CommandCenter
Display.
Remote Radio Controls located on CommandARM.
Front Windshield Washer and Wiper.
Manual Temperature Controls located in cab roof.
Not compatible with PowrQuad or AutoQuad transmissions.
Folding Instructional Seat.

366.00

2059 Deluxe CommandView II Cab
Includes:
ComfortCommand Seat with Fore-Aft and Lateral Attenuation and Lumbar Support.
Adjustable Right Hand CommandARM Armrest Controls with Integrated CommandCenter
Display. Remote Radio Controls Located on CommandARM.
Front and Rear Windshield Washer and Wiper.
Automatic Temperature Control with controls located on CommandARM.
Front Pull Down Sun Shade.
Right and Left Outside Mirrors (Manual Adjustment).
Power Strip with Convenience Plug Adapter.
Programmable Egress Lighting.
Folding Instructional Seat.
Not Compatible with PowrQuad or AutoQuad Transmissions.
Right Hand Steps.

2,683.00

2061 Premium CommandView II Cab with Active Seat
Includes:
Active Seat with Fore-Aft and Lateral Attenuation and Lumbar Support.
Adjustable Right Hand CommandARM Armrest Controls with Integrated CommandCenter
Display.
Remote Radio Controls Located on CommandARM.
Front and Rear Windshield Wiper and Washer.
Automatic Temperature Control with controls located on CommandARM.
Front Pull Down Sun Shade.
Power Strip with Convenience Plug Adapter.
Programmable Egress Lighting.
Right and Left Outside Mirrors (Electrically Adjustable).
Folding Instructional Seat.
Not Compatible with PowrQuad or AutoQuad Transmissions.

5,453.00
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OPERATOR STATION ...Continued...
Folding Instructional Seat.
Right Hand Steps.

2062 Premium CommandView II Cab with Cab Suspension
Includes:
Cab Suspension
ComfortCommand Seat with Fore-Aft and Lateral Attenuation and Lumbar Support.
Adjustable Right Hand CommandARM Armrest Controls with Integrated CommandCenter
Display.
Remote Radio Controls Located on CommandARM.
Front and Rear Windshield Wiper and Washer.
Automatic Temperature Control with controls located on CommandARM.
Front Pull Down Sun Shade.
Power Strip with Convenience Plug Adapter.
Programmable Egress Lighting.
Right and Left Outside Mirrors (Electrically Adjustable).
Folding Instructional Seat.
Not Compatible with PowrQuad or AutoQuad Transmissions.
Right Hand Steps.

6,060.00

DISPLAY
When using the GS3 CommandCenter as the only GreenStar display, GS3 CommandCenter is
capable of running AutoTrac and Swath Control Pro only (with appropriate activations
purchased and StarFire Receiver installed). When utilizing an additional GreenStar Display,
ALL GreenStar applications must be run on the additional GreenStar Display. See Online
Configurator and Ag Sales Manual for more information.

Option availability limited by specific geographical regions. Please refer to region specific
price pages for appropriate ordering codes.

1821 GS3 CommandCenter, 7" Color Display
Includes Access Manager user lockout software.
With a StarFire Receiver installed, the display is capable of operating manual guidance.
AutoTrac, Swath Control Pro and Pivot Pro will function on the CommandCenter display with
activations sold separately.

Does not include a cornerpost bracket for mounting an additional GreenStar Display.

GS3 CommandCenter is not compatible with video.

In Base Price

1823 Touchscreen GS3 CommandCenter 7" Color Display, Video Capable
Includes Access Manager user lockout software, and video capability.
With a StarFire Receiver installed, the display is capable of operating manual guidance.
AutoTrac, Swath Control Pro, and Pivot Pro will function on the CommandCenter display with
activations sold separately.
One video camera input pre-wired in the cab. Connector located on the outside rear of the cab.
Video software can be configured in the CommandCenter using Tractor function activated
triggers.
See Parts for available cameras.

Does not include a cornerpost bracket for mounting an additional GreenStar Display.

1,260.00

1825 GS3 CommandCenter 7" Color Display with GreenStar 3 2630 Display
Includes Access Manager user lockout software.
Includes GreenStar 3 Display 2630, harness, and A-post mounting bracket installed on
cornerpost.

Includes GreenStar 3 Display 2630 Operator's manual with the language translation to match
the Tractor Operator's manual language translation.
Note: When a GreenStar 3 Display 2630 is connected at the cornerpost, all GreenStar
applications must be run on the cornerpost display. Warranty on GreenStar 3 Display 2630

5,895.00
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DISPLAY ...Continued...
will be handled by AMS and will carry normal AMS warranty terms.

With a Starfire Receiver installed, the display is capable of operating manual guidance.
AutoTrac, Swath Control Pro and Pivot Pro will function on the CommandCenter display with
activations sold separately.

Does not include a cornerpost bracket for mounting an additional GreenStar Display.

GS3 CommandCenter is not compatible with video.

1826 Touchscreen GS3 CommandCenter 7" Color Display, Video Capable with
GreenStar 3 2630 Display
Includes Access Manager user lockout software, and video capability.
Includes GreenStar 3 2630 Display, harness, and A-post mounting bracket installed on
cornerpost.

Includes GreenStar 3 2630 Display Operator's manual with the language translation to match
the Tractor Operator's manual language translation.

The GS3 CommandCenter is pre-wired with one video input in the cab. Connector located on
the outside rear of cab. Video software can be configured in the CommandCenter using
tractor function activated triggers. In addition, the GreenStar 3 2630 Display has the
capability of one video input. Requires camera and harnessing for video capabilities. See
Attachments for harnessing at GreenStar Harnesses in the AMS Price Pages and Ag Sales
Manual for list of compatible cameras.

When a GreenStar 3 2630 Display is connected at the cornerpost, all GreenStar applications
must be run on the cornerpost display. Warranty on GreenStar 3 2630 Display will be handled
by AMS and will carry normal AMS warranty terms.

7,160.00

RECEIVER
StarFire 3000 Position Receivers can be ordered in two configurations:
-SF1 World Solution, a no-charge differential correction signal that provides non-row-crop
accuracy.
-SF2 Ready, a license-based differential correction signal that provides +/- 4 inch pass-to-pass
accuracy. SF2 licenses can be obtained by calling 888-GRN-STAR or visiting
www.StellarSupport.com.
-RTK capability may be added to an SF2 Ready StarFire 3000 by adding a StarFire RTK
radio, RTK radio cover, and RTK activation. Must have complete base station and vehicle kit
for RTK. See Ag Sales Manual for configurations.
In addition, each StarFire 3000 receiver is capable of utilizing the free Wide Area
Augmentation System (WAAS) signal.

GPS serial port information (NMEA) is available through a StarFire 3000 SF1 World Solution
or StarFire 3000 SF2 Ready receiver when it is connected to a GreenStar System, or
when it has a valid SF2 license or RTK activation being used with a non-Deere
system.

Option availability limited by specific geographical regions. Please refer to region specific
price pages for appropriate ordering codes.

1835 Less StarFire 3000 Receiver
Tractor includes deluxe receiver mounting bracket only.

When installing a StarFire Receiver with Original Shroud, order conversion bracket through
parts or a Deluxe Shroud through AMS Attachments to retrofit an iTC Receiver.

In Base Price

1837 StarFire 3000 Receiver - SF1 World Solution with Deluxe Shroud
Tractor includes deluxe receiver mounting bracket only.
StarFire 3000 Receiver shipped inside the cab. Includes Receiver Operator's Manuals with the
language translation to match the Tractor Operator's Manual language translation.
Warranty on StarFire 3000 Receiver will be handled by AMS and will carry normal AMS

2,695.00
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RECEIVER ...Continued...
warranty terms.

Ready for use with the StarFire SF1 or WAAS/EGNOS differential correction signal for
non-row-crop accuracy. StarFire 3000 receiver can be upgraded to SF2 capabilities.

1838 StarFire 3000 Position Receiver - SF2 Ready with Deluxe Shroud
Tractor includes deluxe receiver mounting bracket only.
StarFire 3000 Receiver shipped inside the cab. Includes Receiver Operator's Manuals with the
language translation to match the Tractor Operator's Manual language translation.
Warranty on StarFire 3000 Receiver will be handled by AMS and will carry normal AMS
warranty terms.

A StarFire 3000 SF2 Ready Receiver requires an SF2 network subscription to obtain SF2
accuracy (+/-4" of accuracy pass to pass within 15 minutes, 95% of the time). The SF2
subscription is available through StellarSupport.com or by calling the AMS Customer Call
Center.

4,695.00

AG MANAGEMENT SOLUTIONS SOFTWARE ACTIVATIONS
Other activations sold separately and are available through the AMS prices pages.
GS2 activations are not compatible with the GS3 CommandCenter or GS3 2630 Display.
Purchase of a new GS3 activation or upgrading the GS2 activations is required.

When using the GS3 CommandCenter as the only GreenStar display, GS3 CommandCenter is
capable of running AutoTrac and Swath Control Pro only (with appropriate activations
purchased and StarFire Receiver installed). When utilizing an additional GreenStar Display,
ALL GreenStar applications must be run on the additional GreenStar Display. See Online
Configurator and Ag Sales Manual for more information.

Dealer/Distributor required to contact Stellar Support to activate AutoTrac and/or iTEC Pro
on the GreenStar 3 2630 Display, referencing Tractor COMAR order number.
Dealer/Distributor required to fully test AutoTrac and/or iTEC Pro functionality. Warranty on
activations will be handled by AMS and will carry normal AMS warranty terms.

Option availability limited by specific geographical regions. Please refer to region specific
price pages for appropriate ordering codes.

1845 Less AutoTrac Activation - GS3 In Base Price

1846 AutoTrac SF1 Activation - GS3
Requires factory installed StarFire 3000 SF1 Receiver (Code 1837) for AutoTrac functionality.
See AMS sales manual and price pages for detailed information.

3,000.00

1847 AutoTrac SF2 Activation - GS3
Requires factory installed StarFire 3000 SF2 Receiver (Code 1838) for AutoTrac functionality.
Also requires SF2 Subscription sold seperately for SF2 functionality.
For RTK usage, purchase RTK radio, activation, and base station sold separately.
See AMS sales manual and price pages for detailed information.

6,500.00

MACHINE CONNECTIVITY
Machine connectivity functions require cellular coverage.
Usage of the JDLink System requires customer's acceptance of the terms of the John Deere
Telematics System Contract, which describes John Deere's access and use of the data collected
by the system.

Option availability limited by specific geographical regions. Please refer to region specific
price pages for appropriate ordering codes.

1885 JDLink Capable In Base Price
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MACHINE CONNECTIVITY ...Continued...
Includes cab wiring harness only.
Requires field kit installation, activation, and subscription for JDLink functionality.

1886 JDLink Select
Includes JDLink hardware: integrated cab wiring harness, antenna, modular telematics
gateway (MTG) with Service ADVISOR Remote capability, and JDLink Select activation.
Requires purchase of JDLink Select subscription sold separately.
Features: machine Hours, machine location, curfew alert, geofence alert, and maintenance
profile.
JDLink customer account must be created to access JDLink Select data.
Upgrade to JDLink Ultimate requires purchase of JDLink Ultimate activation and JDLink
Ultimate subscription (no hardware changes required).

1,000.00

1887 JDLink Ultimate Promotion - 1 Year Subscription Included
Includes JDLink hardware: integrated cab wiring harness, antenna, modular telematics
gateway (MTG) with Service ADVISOR Remote capability, JDLink Ultimate activation, and 1
year subscription to JDLink Ultimate service.
In addition to JDLink Select features this includes: machine utilization information, machine
reports, machine diagnostics.
JDLink customer account must be created to access JDLink Ultimate data.
Annual subscription renewal required after first year of service for continued functionality.

No Charge

1889 JDLink Ultimate
Includes JDLink hardware: integrated cab wiring harness, antenna, modular telematics
gateway (MTG) with Service ADVISOR Remote capability, and JDLink Ultimate activation.
Requires purchase of JDLink Ultimate subscription sold separately.
In addition to JDLink Select features this includes: machine utilization information, machine
reports, machine diagnostics.
JDLink customer account must be created to access JDLink Ultimate data.

2,400.00

1888 JDLink Ultimate Promotion - 3 Year Subscription Included
3 year subscription includes: 1 year promotion plus 2 additional years of JDLink Ultimate
data and Service ADVISOR Remote Capability.

Includes JDLink hardware: integrated cab wiring harness, antenna, modular telematics
gateway (MTG) with Service ADVISOR Remote capability, and JDLink Ultimate activation,
and 3 year subscription to JDLink Ultimate service.
In addition to JDLink Select features: machine utilization information, machine reports,
machine diagnostics.
JDLink customer account must be created to access JDLink Ultimate data.
Annual subscription renewal required after third year of service for continued functionality.

For US, Canada, Australia, and New Zealand.

1,200.00

1884 JDLink Ultimate Promotion - 5 Year Subscription Included
5 year subscription includes: 1 year promotion plus 4 additional years of JDLink Ultimate
data and Service ADVISOR Remote Capability.

Includes JDLink hardware: integrated cab wiring harness, antenna, modular telematics
gateway (MTG) with Service ADVISOR Remote capability, and JDLink Ultimate activation,
and 5 year subscription to JDLink Ultimate service.
In addition to JDLink Select features: machine utilization information, machine reports,
machine diagnostics.
JDLink customer account must be created to access JDLink Ultimate data.
Annual subscription renewal required after fifth year of service for continued functionality.

For US, Canada, Australia, and New Zealand.

2,400.00

ACTIVECOMMAND STEERING
1833 John Deere ActiveCommand Steering (ACS)

Not compatible with Codes 1430, 1431, or 1451.
3,100.00
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ACTIVECOMMAND STEERING ...Continued...

1834 Less John Deere ActiveCommand Steering (ACS) In Base Price

TRANSMISSION
1430 PowrQuad PLUS 19 mph (30 km/h) 16F/16R with Left Hand Reverser Control

Includes Hand Declutch feature on range lever.
Requires RH Console Cab.

-2,150.00

1451 AutoQuad PLUS Eco 25 mph (40 km/h) 20F/20R with Left Hand Reverser Control and
Field Cruise
Includes Hand Declutch feature on range lever.
Requires RH Console Cab.

In Base Price

1500 CommandQuad Eco 25 mph (40 km/h) 20F/20R with Left Hand Reverser Control and
Efficiency Manager
Requires CommandARM Cab.

1,950.00

1501 CommandQuad Eco 31 mph (50 km/h) 20F/20R with Left Hand Reverser Control and
Efficiency Manager
Requires CommandARM Cab.
Requires Air or Hydraulic trailer brakes, TLS Plus with front brakes, front fenders.
Requires Symbol B (31 mph) Front and Rear Tires, ordered from the tire section in this price
list.

1,950.00

1550 AutoPowr IVT Transmission 25 mph (40 km/h) with Right Hand Reverser Control and
Field Cruise
Requires CommandARM Cab.
Not compatible with Code 6020.

6,473.00

1551 AutoPowr IVT Transmission 25 mph (40 km/h) with Left Hand Reverser Control and
Field Cruise
Requires CommandARM Cab.
Not compatible with Code 6020.

6,973.00

1553 AutoPowr IVT Transmission 31 mph (50 km/h) with Right Hand Reverser Control and
Field Cruise
Requires Air or Hydraulic trailer brakes, TLS Plus with front brakes, front fenders.
Requires Symbol B (31 mph/50K) Front and Rear Tires, ordered from the tire section in this
price list.
Not compatible with Code 6020.

6,473.00

1552 AutoPowr IVT Transmission 31 mph (50 km/h) with Left Hand Reverser Control and
Field Cruise
Requires Air or Hydraulic trailer brakes, TLS Plus with front brakes, front fenders.
Requires Symbol B (31 mph) Front and Rear Tires, ordered from the tire section in this price
list.
Not compatible with Code 6020.

6,973.00

LIGHTS
7200 Standard Lighting

Six Front Grill Mounted Lights: Two 65 W Low Beam Driving Lights, two 65 W High Beam
Driving Lights and two Front Corner Facing Halogen Work Lights.
Ten Cab Roof Mounted Lights: Two Rear and four Side Facing 65 W Flood lights and four
Corner Facing Amber Lights.
Two Rear Fender Mounted Flood Lights and two Rear Turn Signal and Brake Lights.
Two Folding Extremity Lights.

In Base Price

7201 Deluxe Lighting
Includes Standard Lights plus two adjustable front roof 65W halogen floodlights, two front

762.00
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LIGHTS ...Continued...
belt-line work lights, and rotary beacon light.

7202 Premium Lighting
Includes Deluxe Lights, and additionally in the front grill screen, two front corner HID lights
replace two front halogen lights and one HID light and one 65W halogen flood light are
added. Two rear fender lights are replaced with HID lights.

3,278.00

RADIO
2650 Less Radio, Less Speakers

Includes wiring harness only for radio and speakers.
-650.00

2660 Deluxe Radio Package
AM/FM Stereo with Clock, Remote Controls. Auxiliary Input Jack located on front of Radio.
Four Speakers and External Antenna.

In Base Price

2661 Premium Radio Package with XM Radio
AM/FM Stereo with Premium Tuner, Clock, Weatherband, Compact Disc Player, Remote
Controls.
USB port on front of radio face.
Auxiliary Input Jacks located in right hand storage console and on radio face.
BlueTooth capable including microphone. Integrated BlueTooth Phone Book connection
through CommandCenter.
XM Satellite capable including Satellite Antenna (Subscription Required).
Four Speakers, Subwoofer, and External Antenna.
Volume, Speed Compensation, bass, and treble radio functions can be viewed and configured
on the CommandCenter Display.

335.00

2662 Premium Radio Package
For Non U.S. and Canada Markets only: AM/FM Stereo with Premium Tuner, Clock, Compact
Disc Player, Remote Controls.
Auxiliary Input Jack located in right hand storage console and on radio.
BlueTooth capable including microphone. Integrated BlueTooth Phone Book connection
through CommandCenter.
Four Speakers, Subwoofer, and External Antenna.

235.00

REMOTE SELECTIVE CONTROL VALVES
3331 Three Deluxe Rear Remote Selective Control Valves with Electro-Hyraulic Controls,

Push/Pull Breakaway Couplers and High Pressure Relief Levers
EHSCVs are mounted on right hand console with PowrQuad PLUS or AutoQuad PLUS
Transmissions (Codes 1430, 1431 or 1451), and included in the CommandARM with
CommandQuad and IVT (Codes 1500, 1501, 1550, 1551, 1552, or 1553).

In Base Price

3341 Four Remote Selective Control Valves with Push/Pull Breakaway Couplers
and High Pressure Relief Levers
EHSCVs are mounted on right hand console with PowrQuad PLUS or AutoQuad PLUS
Transmissions (Codes 1430, 1431 or 1451), and included in the CommandARM with
CommandQuad and IVT (Codes 1500, 1501, 1550, 1551, 1552, or 1553).

1,812.00

3351 Five Deluxe Rear Remote Selective Control Valves with Electro-Hydraulic Controls,
Push/Pull Breakaway Couplers and High Pressure Relief Levers
Not compatible with PowrQuad PLUS or AutoQuad PLUS Transmissions (Codes 1430, 1431
or 1451).
Included in the CommandARM with CommandQuad and IVT (Codes 1500, 1501, 1550, 1551,
1552, or 1553).

3,625.00

3361 Six Deluxe Rear Remote Selective Control Valves with Electro-Hydraulic Controls,
Push/Pull Breakaway Couplers and High Pressure Relief Levers
Not compatible with PowrQuad PLUS or AutoQuad PLUS Transmissions (Codes 1430, 1431

5,437.00

AGRICULTURAL PRODUCTS
JOHN DEERE TRACTORS

7230R Tractor
Continued

23 June 2011 US & Canada
2-Tractors-05700- 10



CODE
ATTACHMENT
IDENTIFIER DESCRIPTION

SUGGESTED
LIST PRICE

USD ($)

REMOTE SELECTIVE CONTROL VALVES ...Continued...
or 1451).
Included in the CommandARM with CommandQuad and IVT (Codes 1500, 1501, 1550, 1551,
1552, or 1553).
Requires Option Code 841K.
Not Compatible with Option Codes 8910, 8410, 8411, 834L, and 834M.

REAR POWER TAKE OFF
3810 1-3/4 In. (45mm) 1000 rpm PTO (20 Spline)

Option is never compatible with 1-3/8 In. (35mm) 540 (6 Spline) / 1000 (21 Spline) rpm PTO.
In Base Price

3820 1-3/4 In. (45mm) 1000 rpm PTO (20 Spline),
1-3/8 In. (35mm) 540 (6 Spline) / 1000 (21 Spline) rpm PTO with Shifting
at the rear of the Tractor

1,459.00

3830 1-3/8 In. (35mm) 540 Economy rpm (6 Spline) / 1000 (21 Spline) / 1000 (21 Spline)
Economy rpm PTO, 1-3/4 In. (45mm) 1000 (20 Spline) / 1000 (20 Spline)
Economy rpm PTO, Electronicly Shiftable in Cab, One-Piece Reversible 1-3/8 In.
Shaft and Single Side 1-3/4 Shaft
Economy speed at 1730 engine rpm.

2,280.00

3831 1-3/8 In. (35mm) 540 (6 Spline) / 540 (6 Spline) Economy rpm / 1000 (21 Spline) rpm PTO,
1-3/4 In.(45mm) 1000 (20 Spline) rpm PTO, Electronicly Shiftable in Cab,
One-Piece Reversible 1-3/8 In. Shaft and Single Side 1-3/4 Shaft
Economy speed at 1730 engine rpm.

2,280.00

DRAWBAR AND TRAILER HITCH
4320 Category 3 Adjustable Swing Drawbar for use with a 38 mm Pin

Does not include clevis. For clevis, order Code 8435.
In Base Price

4323 Category 3 Drawbar, High Vertical Load (10,000 Lb. Capacity) with
Clevis and 1.50 In. (38 mm) Pin

985.00

HITCH, COUPLER, AND STABILIZER
4000 Less 3-Point Hitch

Requires Code 3331.
-5,208.00

4033 12,400 Lb. Capacity 3-Point Hitch (Cat. 3/3N) with Quik-Coupler
Includes solid, non-adjustable draft links and sway blocks.

In Base Price

4034 15,200 Lb. Capacity 3-Point Hitch (Cat. 3/3N) with Quik-Coupler
Includes solid, non-adjustable draft links and sway blocks.

1,176.00

HYDRAULIC PUMP
3230 32 gpm / 121 L/Min. Hydraulic Pump (45cc) In Base Price

3240 43 gpm / 163 L/Min. Hydraulic Pump (63cc) 869.00

3260 59 gpm / 223 L/Min. Hydraulic Pump (85cc) 1,992.00

REAR AXLES
5045 3-15/16 In. (100 mm) Dia x 100.4 In. (2550 mm) Length

Not compatible with duals.
-308.00
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REAR AXLES ...Continued...

5047 3-15/16 In. (100 mm) Dia x 110.5 In. (2808 mm) Length
Requires Code 873A.

-152.00

5049 3-15/16 In. (100 mm) Dia x 118.5 In. (3012 mm) Length In Base Price

WHEELS AND HUBS
5090 Steel Wheels and Cast Hubs

Requires Code 5045, 5047, 5049.
In Base Price

5091 Cast Wheels with Single Taper Hubs
Requires Code 5045, 5047, 5049, 5059, 5061.

251.00

REAR WHEELS & TIRES (Single and Dual Configurations)
The models will be installed as listed. The company reserves the right to substitute another
model without written notice.
For complete tire and wheel information, refer to the Agricultural Sales Manual or individual
tire manufacturer's handbook.
Some tire sizes and/or brands are excluded from manufacturer warranty when used in
specialty applications (e.g. use on Scraper Tractors). Please refer to the tire manufacturer's
handbook for specific warranty guidelines.
Overloading of tires is prohibited.

REAR WHEELS AND TIRES FOR 40 km/h TRANSMISSIONS:

A8 Speed Rated RCI Group 47 Size Tires (77 In./1955 mm Diameter)
Listed Narrowest to Widest
Listed Singles to Duals
For MFWD, use with any A8 Speed Rated RCI Group 42 Front Tire with same brand
preference.
For tractors equipped with heavy ballast, duals are recommended to avoid overloading tires.
Mixing of R1 and R1W tread types between Front and Rear Tires is Permitted.

5100 320/90R54 In. 149A8 R1W Radial in Single Wheel Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.

-7,622.00

5500 320/90R54 In. 149A8 R1W Radial in Dual Wheel Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.

2,196.00

5101 380/90R50 In. 151A8 R1W Radial in Single Wheel Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.

-8,932.00

5501 380/90R50 In. 151A8 R1W Radial Radial in Dual Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.

-424.00

5102 480/80R46 In. 158A8 R2 Radial in Single Wheel Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.

-8,320.00
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REAR WHEELS & TIRES (Single and Dual Configurations)
...Continued...

5502 480/80R46 In. 158A8 R2 Radial in Dual Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.
Requires Front Tire Code 6103.

800.00

5103 480/80R46 In. 158A8 R1 Radial in Single Wheel Configuration
Available in Firestone or Goodyear.

-8,720.00

5503 480/80R46 In. 158A8 R1 Radial in Dual Configuration
Available in Firestone or Goodyear.

In Base Price

5104 480/80R46 In. 158A8 R1W Radial in Single Wheel Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.

-7,141.00

5504 480/80R46 In. 158A8 R1W Radial in Dual Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.

2,603.00

5105 520/85R42 In. 157A8 R1 Radial in Single Wheel Configuration
Available in Firestone or Goodyear.

-8,774.00

5505 520/85R42 In. 157A8 R1 Radial in Dual Configuration
Available in Firestone or Goodyear.

-108.00

5106 520/85R42 In. 157A8 R1W Radial in Single Wheel Configuration
Available in Firestone, Goodyear, or Michelin.

-7,528.00

5506 520/85R42 In. 157A8 R1W Radial in Dual Configuration
Available in Firestone, Goodyear, or Michelin.

2,384.00

5108 520/85R42 In. 157A8 R2 Radial in Single Wheel Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.

-6,930.00

5508 520/85R42 In. 157A8 R2 Radial in Dual Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.

3,580.00

5509 620/70R42 In. 160A8 R1W Radial in Dual Configuration
Available in Firestone, Michelin, or Goodyear.

5,312.00

5123 620/70R42 In. 160A8 R1W Radial in Single Wheel Configuration
Available in Firestone, Goodyear or Michelin.

-6,064.00

5132 650/65R42 In. 158A8 R1W Radial in Single Wheel Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.

-4,965.00

5124 650/65R42 In. 170A8 R1W Radial in Single Wheel Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.

-4,890.00

5110 710/70R38 In. 166A8 R1W Radial in Single Wheel Configuration
Available in Firestone, Michelin, or Goodyear.

-4,818.00

5510 710/70R38 In. 166A8 R1W Radial in Dual Configuration
Available in Firestone, Michelin, or Goodyear.

7,804.00
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REAR WHEELS & TIRES (Single and Dual Configurations)
...Continued...

5117 IF 710/70R38 178A8 R1W Radial in Single Wheel Configuration
Available in Firestone only.
Requires No Brand Preference Code 5999.

-4,244.00

A8 Speed Rated RCI Group 48 Size Tires (81 In./2057 mm Diameter)
Listed Narrowest to Widest
Listed Singles to Duals
Use with any A8 Speed Rated RCI Group 43 Front Tire with same brand preference.
Mixing of R1 and R1W tread types between Front and Rear Tires is permitted.

5200 380/90R54 In. 152A8 R1W Radial in Single Wheel Configuration
Available in Goodyear only.
Not compatible with Code 5090.
Requires No Brand Preference Code 5999.

-7,282.00

5600 380/90R54 In. 152A8 R1W Radial in Dual Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.
Not compatible with Code 5090.

2,876.00

5201 480/80R50 In. 159A8 R1W Radial in Single Wheel Configuration
Available in Firestone, Goodyear, Titan or Michelin.

-7,282.00

5601 480/80R50 In. 159A8 R1W Radial in Dual Configuration
Available in Firestone, Goodyear or Michelin.
Not compatible with Code 5090.

2,876.00

5202 IF 480/80R50 166A8 R1W Radial in Single Wheel Configuration
Available in Firestone only.
Requires No Brand Preference Code 5999.

-5,564.00

5602 IF 480/80R50 166A8 R1W Radial in Dual Configuration
Available in Firestone only. Requires No Brand Preference Code 5999.

6,312.00

5203 520/85R46 In. 158A8 R1W Radial in Single Wheel Configuration
Available in Firestone, Goodyear, Michelin or Continental.

-7,472.00

5603 520/85R46 In. 158A8 R1W Radial in Dual Configuration
Available in Firestone, Michelin, Continental, or Goodyear.

2,496.00

5204 520/85R46 In. 158A8 R2 Radial in Single Wheel Configuration
Available in Goodyear only.
Requires Front Tire Code 6206.
Requires No Brand Preference Code 5999.

-7,236.00

5604 520/85R46 In. 158A8 R2 Radial in Dual Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.
Compatible Front Tire Code 6206.

2,968.00

5205 620/70R46 In. 167A8 R1W Radial in Single Wheel Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.

-5,690.00

5605 620/70R46 In. 167A8 R1W Radial in Dual Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.

6,060.00
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REAR WHEELS & TIRES (Single and Dual Configurations)
...Continued...

5222 650/85R38 In. 173A8 R1W Radial in Single Wheel Configuration
Available in Trelleborg, Michelin, Goodyear, or Continental.

-4,988.00

5622 650/85R38 In. 173A8 R1W Radial in Dual Configuration
Available in Goodyear, Michelin, Trelleborg, or Continental.

7,464.00

5218 IF 650/85R38 In. 179A8 R1W Radial in Single Wheel Configuration
Available in Michelin only.
Requires Front Tire Code 6214.
Requires No Brand Preference Code 5999.

-2,675.00

5618 IF 650/85R38 In. 179A8 R1W Radial in Dual Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.
Requires Front Tire Code 6214.

11,535.00

5206 710/70R42 In. 168A8 R1W Radial in Single Wheel Configuration
Available in Firestone only.
Requires No Brand Preference Code 5999.

-4,480.00

5606 710/70R42 In. 168A8 R1W Radial in Dual Configuration
Available in Firestone only.
Requires No Brand Preference Code 5999.
Not compatible with Code 5090.

8,480.00

5207 710/70R42 In. 173A8 R1W Radial in Single Wheel Configuration
Available in Goodyear, Michelin, Trelleborg, or Continental.

-4,178.00

5607 710/70R42 In. 173A8 R1W Radial in Dual Configuration
Available in Michelin, Goodyear, or Continental.
Not compatible with Code 5090.

9,084.00

5219 IF 710/70R42 In. 179A8 R1W Increased Flexion Radial in Single Wheel Configuration
Available in Firestone or Michelin.
Requires Front Tire Code 6214.

-2,570.00

5619 IF 710/70R42 In. 179A8 R1W Radial in Dual Configuration
Available in Michelin or Firestone.
Requires No Brand Preference Code 5999.
Requires Front Tire Code 6214.

12,300.00

5209 800/70R38 In. 173A8 R1W Radial in Single Wheel Configuration
Available in Firestone, Michelin, or Goodyear.

-3,918.00

5220 IF 800/70R38 In. 179A8 R1W Radial in Single Wheel Configuration
Available in Michelin only.
Requires Front Tire Code 6214.
Requires No Brand Preference Code 5999.

-1,244.00
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REAR WHEELS & TIRES (Single and Dual Configurations)
...Continued...

REAR WHEELS AND TIRES FOR 50 km/h TRANSMISSIONS:

B Speed Rated RCI Group 47 Size Tires (77 In./1955 mm Diameter)
Listed Narrowest to Widest
Listed Singles to Duals
For use with any B Rated RCI Group 42 Front Tire with same tread type and brand
preference.

5513 480/80R46 In. 158B R1 Radial in Dual Configuration
Available in Firestone or Goodyear.

968.00

5116 710/70R38 In. 171B R1W Radial in Single Wheel Configuration
Available in Michelin or Goodyear.

-4,110.00

B Speed Rated RCI Group 48 Size Tire (81 In./2057 mm Diameter)
Listed Narrowest to Widest
Listed Singles to Duals
Use with any B Speed Rated RCI Group 43 Front Tire with same tread type and brand
preference.

5610 480/80R50 In. 159B R1W Radial in Dual Configuration
Available in Firestone or Goodyear.

3,680.00

5211 650/85R38 In. 173B R1W Radial in Single Wheel Configuration
Available in Michelin or Goodyear.

-4,506.00

5215 IF 650/85R38 In. 179B R1W Increased Flexion Radial in Single Wheel Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.
Requires Code 6215.

-2,675.00

5213 710/70R42 In. 173B R1W Radial in Single Wheel Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.

-3,397.00

5216 IF 710/70R42 In. 179B R1W Radial in Single Wheel Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.
Requires Code 6215.

-2,015.00

5217 IF 800/70R38 In. 179B R1W Radial in Single Wheel Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.

-689.00

FRONT AXLES
6040 1300 Series Mechanical Front Wheel Drive Axle with Driveline Shield and

Limited Slip Differential
In Base Price

6060 1300 Series Mechanical Front Wheel Drive Axle with Triple Link
Suspension PLUS (TLS +), Driveline Shield and Limited Slip Differential

6,561.00

6061 1300 Series Mechanical Front Wheel Drive Axle with Triple Link
Suspension PLUS (TLS+), Driveline Shield, Hydraulic On/Off
Differential Lock and Wet Disk Front Brakes

8,006.00
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FRONT AXLES ...Continued...
Required for 31 mph (50 km/h) Transmissions (Code 1501, 1552 or 1553).
Compatible with 19 mph (30 km/h) or 25 mph (40 km/h) Transmissions (Code 1430, 1431,
1451, 1500, 1550, and 1551).

FRONT WHEELS AND TIRES
For complete tire and wheel information refer to the Agricultural Sales Manual or individual
tire manufacturer's handbook.
For loader compatibility information, refer to the Agricultural Sales Manual.
Some tire sizes and/or brands are excluded from manufacturer warranty when used in
specialty applications (e.g. use on scraper tractors).
Please refer to the tire manufacturer's handbook for specific warranty guidelines.
Overloading of tires is prohibited.

MECHANICAL FRONT WEHEEL DRIVE (MFWD) AXLE
Eight Position Steel MFWD Wheels with:

A8 Speed Rated RCI Group 42 Size Tires (59 In./1498 mm Diameter)
Listed Narrowest to Widest
Use with any A8 Speed Rated RCI Group 47 Rear Tire with same brand preference.
Mixing of R1 and R1W tread types between Front and Rear Tires is permitted.

6106 320/85R38 In. 143A8 R1W Radial
Available in Goodyear only.
Requires No Brand Preference Code 5999.
Extended lead time tire; may affect Tractor delivery date.

798.00

6107 380/85R34 In. 137A8 R1 Radial
Available in Firestone or Goodyear.

266.00

6108 380/85R34 In. 137A8 R1W Radial
Available in Michelin only.
Requires No Brand Preference Code 5999.

1,729.00

6100 420/90R30 In. 142A8 R1 Radial
Available in Firestone or Goodyear.

In Base Price

6101 420/90R30 In. 147A8 R1W Radial
Available in Michelin and Firestone.

590.00

6102 16.9R30 In. 144A8 R1W Radial
Available in Firestone only.
Requires No Brand Preference Code 5999.
Extended lead time tire; may affect Tractor delivery date.

574.00

6103 420/90R30 In. 142A8 R2 Radial
Available in Goodyear only.
Requires No Brand Preference Code 5999.
Extended lead time tire; may affect Tractor delivery date.

662.00

6131 480/70R30 In. 152A8 R1W Radial
Available in Firestone or Goodyear.

270.00

6119 540/65R30 In. 143A8 R1W Radial
Available in Michelin only.
Requires No Brand Preference Code 5999.

2,481.00
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FRONT WHEELS AND TIRES ...Continued...
6109 600/65R28 In. 147A8 R1W Radial

Available in Firestone only.
Requires No Brand Preference Code 5999.
For use with 64 In. or wider tread setting.

2,240.00

6132 600/65R28 In. 154A8 R1W Radial
Available in Michelin and Goodyear.
For use with 64 In. or wider tread setting.

2,712.00

A8 Speed Rated RCI Group 43 Size Tires (63 In./1600 mm Diameter)
Listed Narrowest to Widest
Use with any A8 Speed Rated RCI Group 48 Rear Tire with same brand preference.
Mixing of R1 and R1W tread types between Front and Rear Tires is permitted.

6200 320/80R42 In. 141A8 R1W Radial
Available in Goodyear only.
Requires No Brand Preference Code 5999.

1,302.00

6201 380/80R38 In. 142A8 R1W Radial
Available in Firestone, Goodyear, or Michelin.

1,302.00

6202 IF 380/80R38 In. 149A8 R1W Radial
Available in Firestone only.
Requires No Brand Preference Code 5999.

2,168.00

6203 420/85R34 In. 147A8 R1W Radial
Available in Firestone or Goodyear.

1,244.00

6205 480/70R34 In. 155A8 R1W Radial
Available in Firestone or Goodyear.

2,010.00

6217 IF 420/85R34 152A8 R1W Radial
Available in Firestone only.
Requires No Brand Preference Code 5999.

2,448.00

6204 480/70R34 In. 143A8 R1W Radial
Available in Michelin and Continental.

1,180.00

6206 480/70R34 In. 146A8 R2 Radial
Available in Goodyear only.
Requires No Brand Preference Code 5999.

1,050.00

6207 540/65R34 In. 148A8 R1W Radial
Available in Michelin or Goodyear.

1,252.00

6208 600/70R30 In. 152A8 R1W Radial
Available in Firestone, Goodyear or Michelin.

2,392.00

6214 IF 600/70R30 In. 159A8 R1W Radial
Available in Michelin and Firestone.
Requires No Brand Preference Code 5999.

3,287.00
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FRONT WHEELS AND TIRES ...Continued...

Eight Position B Speed Rated Steel MFWD Wheels for 31 mph (50 km/h)
Transmissions:

B Speed Rated RCI Group 42 Size Tires (59 In./1498 mm Diameter)
Listed Narrowest to Widest
Use with any B Speed Rated RCI Group 47 Rear Tire with same tread type and brand
preference.

6111 380/85R34 137B R1
Available in Goodyear or Firestone.

266.00

6123 480/70R30 152B R1W
Available in Goodyear only.
Requires No Brand Preference Code 5999.

270.00

6113 600/65R28 In. 147B R1W Radial
Available in Michelin or Goodyear.
Use with 1780 mm (70 In.) or wider tread settings.

2,724.00

B Speed Rated RCI Group 43 Size Tires (63 In./1600 mm Diameter)
Use with any B Speed Rated RCI Group 48 Rear Tire with same tread type and brand
preference.
Requires Code 5037.

6209 420/85R34 In. 147B R1W Radial
Available in Firestone or Goodyear.

1,948.00

6212 600/70R30 In. 152B R1W Radial
Available in Michelin and Goodyear
For use with 70 In. (1780 mm) or wider tread setting.

2,392.00

6210 540/65R34 In. 148B R1W Radial
Available in Michelin and Goodyear.

1,252.00

6215 IF 600/70R30 In. 159B R1W Increased Flexion Radial
Available in Michelin only.
Requires No Brand Preference Code 5999.

3,287.00

TIRE PREFERENCE CODES
If only one brand is available in any tire code, the Tire Preference Code 5999 must be chosen
below to avoid extra charges. You will still get the one brand stated in the tire code
description.

5999 No Brand Preference No Charge

5901 Firestone Brand Only 600.00

5902 Goodyear Brand Only 600.00

5903 Michelin Brand Only 1,000.00

5904 Continental Brand Only 600.00

OPERATOR'S MANUALS, LABELS AND COMMANDCENTER

AGRICULTURAL PRODUCTS
JOHN DEERE TRACTORS

7230R Tractor
Continued

23 June 2011 US & Canada
2-Tractors-05700- 19



CODE
ATTACHMENT
IDENTIFIER DESCRIPTION

SUGGESTED
LIST PRICE

USD ($)

OPERATOR'S MANUALS, LABELS AND COMMANDCENTER
...Continued...

0409 English In Base Price

0437 Spanish Same Price

0413 French Same Price

ATTACHMENTS - ORDER AS DESIRED

Customer Gold Key Program:
9076 Gold Key Experience

Not compatible with Code 9075.
This new option will provide your customer with more flexibility to schedule their Gold Key
Experience Tour of a product similar to their purchase. Customers can choose a date that fits
their schedule and allows them to arrange travel in advance. This experience will provide
your customer with the same irreplaceable opportunity of a personal tour of our World Class
facility, with the exception of seeing their machine on the day of their tour. This tour will be
scheduled in advance with your customer#s input and will occur during an eight week period
(4 weeks prior to or 4 weeks after the machine#s expected warehouse date). There is more
availability and flexibility for this option to accommodate your customer#s needs. Upon
selection of this option, the factory will contact you to schedule a tour date.

No Charge

Operator Station and Electrical:
8242 Radar with Dual Beam Sensor 850.00

8725 Rotary Beacon Light
Required to add Rotary Beacon Light to Standard Lighting Package.

321.00

8227 Outside Mirrors, Telescoping, Heated, Electrically Adjustable, RH and LH
Required to upgrade from Right and Left Hand Manual Adjust Mirrors.

925.00

8228 Outside Mirrors, Telescoping, Heated, Electrically Adjustable, RH and LH
Required to upgrade from RH and LH Electrically Adjusting Mirrors.

514.00

8782 Backup Alarm 170.00

8251 Antenna Mount and Wiring for Business Band (2-Way) Radio 123.00

8288 Foot Operated Speed Control 287.00

8720 Loader and Driving Light Package
Provides two road lights mounted higher on the cab posts for use when front mounted
equipment obstruct grill mounted front lights.

199.00

8210 Leather Trim
Includes heated leather seat, leather wrapped steering wheel and rear window decal.

1,568.00

Chassis:
8010 Fenders, Deluxe Pivoting Front for MFWD - 18.7 In. (480 mm) Wide

Recommended for use with 12.4 In. (290 mm) to 16.9 In. (420 mm) tire width.
Code 8010 or 8011 is required for 50km/h (31mph) Tractors.
Not compatible with Code 8011.

1,191.00
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ATTACHMENTS - ORDER AS DESIRED ...Continued...
8011 Fenders, Deluxe Pivoting Front for MFWD - 24.4 In. (620 mm) Wide

Recommended for use with 18.4 In. (480 mm) to 23.6 In. (600 mm) tire width.
Not compatible with Code 8010.
If Code 8910 Loader Ready is selected the fenders will be fixed and loader compatible.
Code 8010 or 8011 is required for 31 mph (50 km/h) Tractors.

1,191.00

8020 Fenders, Full Coverage Rear - 100 In. (2.55 m) Width
Includes hitch control switch on both fenders.

1,303.00

8021 Fender, Extra Width Rear Extensions - 108 In. (2.75 M) Width
Provides coverage for up to 800 mm section width tires.
Not compatible with Code 8020.

1,545.00

8291 Left Hand Step Mud Guard
In base on Tractors with Group 49 Rear Tires.
Option on Tractors with Group 47 and Group 48 Rear Tires.

93.00

8910 Loader Ready Three Function Electronic - Independent Control Valve
Includes: 3-Function Electronic Joystick with activated speed shifting buttons (Activated Speed
Shifting Buttons not available with IVT Transmissions), 6-Hydraulic hoses from mid-mount
Tractor valve to attached single point half coupler, Loader Mounting Frame, and Hood Guard
(Requires front weight support).
Not compatible with Mid Mount SCV's or Front Hitch.
If fenders are desired please select Code 8011 which will be Fixed Front Fenders compatible
with Loaders.

7,019.00

8751 Trailer Brake, Dual Line Air
Includes compressor, tank, control valve, and couplers.
Not compatible with Code 8756 or 8752.
For dual line air and hydraulic brakes, order Code 8752.
Code 8751, 8756, or 8752 is required for 31 mph (50 km/h) Tractors.

4,895.00

8756 Trailer Brake, Hydraulic
Includes rear tractor line coupler.
Not compatible with Code 8751 or 8752.
For dual line air and hydraulic brakes, order Code 8752.
Code 8751, 8756, or 8752 is required for 31 mph (50 km/h) Tractors.

524.00

8752 Trailer Brakes, Dual Line Air and Hydraulic
Includes Code 8751 and 8756.
Code 8751, 8756, or 8752 is required for 31 mph (50 km/h) Tractors.

5,419.00

Hitch and Drawbar:
8433 Less Drawbar

Requires Code 4311, 4313, 4314, or 4315.
-155.00

8428 Hydraulic Rear Center Link
Requires Code 8020.

1,070.00

841G Front Hitch Ready
Includes a front casting that will accommodate but does not include a Front Hitch and Front
PTO.
Includes 1 set of Hydraulic Oil lines to connect the Front Hitch and Mid-Mount SCV on a
Pivot Beam Axle and 3 sets of Hydraulic Lines on TLS front axles.
Not compatible with 8407, 8408, 8410, 8409, 8411.

2,449.00
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ATTACHMENTS - ORDER AS DESIRED ...Continued...
8407 Deluxe Front Hitch with 3175 Kg (7000 Lb.) lift capacity

- ISO or 5200 Kg. (11,450 Lb.) lift capacity at hitch balls
- Less Pushbar (Hitch Raise/Lower hard plumbed to Mid-Mount Valve)
- Includes Zero Front Auxiliary Couplers
Not compatible with 841G, 832G, 834B, 834C, 834L, or 834M.
Requires Code 841K or 841L.
Codes 2051, 2053, 2055, 2058, 2060, and 2064 require option 841L.
Codes 2050, 2052, 2059, 2057, 2061, 2063, 2062, or 2065 are highly recommended to select
option 841K.
Includes 1 Mid-Mount SCV for hitch raise and lower.

3,771.00

8408 Deluxe Front Hitch with 3175 Kg (7000 Lb.) lift capacity
- ISO or 5200 Kg. (11,450 Lb.) lift capacity at hitch balls
- Less Pushbar (Hitch Raise/Lower hard plumbed to Mid-Mount Valve)
- Includes One Front Auxiliary Coupler
Not compatible with 841G, 832G, 834B, 834C, 834L, and 834M
Requires Code 841K or 841L.
Codes 2051, 2053, 2055, 2058, 2060, and 2064 require option 841L.
Codes 2050, 2052, 2059, 2057, 2061, 2063, 2062, or 2065 are highly recommended to select
option 841K.
Includes 2 Mid-Mount SCV's; Hitch Raise and Lower, 1 Aux Coupler.

4,862.00

8410 Deluxe Front Hitch with 3175 Kg (7000 Lb.) lift capacity
- ISO or 5200 Kg. (11,450 Lb.) lift capacity at hitch balls
- Less Pushbar (Hitch Raise/Lower hard plumbed to Mid-Mount Valve)
- Includes Two Front Auxiliary Couplers
Not compatible with 841G, 832G, 834B, 834C, 834L, and 834M
Requires Code 841K or 841L.
Codes 2051, 2053, 2055, 2058, 2060, and 2064 require option 841L.
Codes 2050, 2052, 2059, 2057, 2061, 2063, 2062, or 2065 are highly recommended to select
option 841K.
Includes 3 Mid-Mount SCV's; Hitch Raise and Lower, 2 Aux Couplers.

5,953.00

8409 Premium Front Hitch with 3175 Kg (7000 Lb.) lift capacity
- ISO or 5200 Kg. (11,450 Lb.) lift capacity at hitch balls
- Includes Pushbar (Hitch Raise/Lower hard plumbed to Mid-Mount Valve)
- Includes One Front Auxiliary Coupler
Not Compatible with 841G, 832G, 834B, 834C, 834L, and 834M
Requires Code 841k or 841L
Codes 2051, 2053, 2055, 2058, 2060, and 2064 require option 841L.
Codes 2050, 2052, 2059, 2057, 2061, 2063, 2062, or 2065 are highly recommended to select
option 841K.
Includes 2 Mid-Mount SCV's; Hitch Raise and Lower, 1 Aux Coupler.

5,771.00

8411 Premium Front Hitch with 3175 Kg (7000 Lb.) lift capacity
- ISO or 5200 Kg. (11,450 Lb.) lift capacity at hitch balls
- Includes Pushbar (Hitch Raise/Lower hard plumbed to Mid-Mount Valve)
- Includes Two Front Auxiliary Couplers
Not compatible with 841G, 832G, 834B, 834C, 834L, and 834M.
Requires Code 841k or 841L.
Codes 2051, 2053, 2055, 2058, 2060, and 2064 require option 841L.
Codes 2050, 2052, 2059, 2057, 2061, 2063, 2062, or 2065 are highly recommended to select
option 841K.
Includes 3 Mid-Mount SCV's; Hitch Raise and Lower, 2 Aux Couplers.

6,862.00

841K Auxilary CommandArm Mounted SCV Controls
Highly recommended when Codes 8407, 8408, 8409, 8410, or 8411 are selected with Codes
2050, 2052, 2059, 2057, 2061, 2063, 2062, or 2065.

1,115.00

841L Joystick Control
Required when Codes 8407, 8408, 8409, 8410, or 8411 are selected with Codes 2051, 2053,
2055, 2058, 2060, or 2064.

1,127.00
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ATTACHMENTS - ORDER AS DESIRED ...Continued...
8435 Drawbar Clevis, Cat. 3 with 1.5 In. (38 mm) Pin

Requires Code 4320.
223.00

841J Loader and Front Hitch Ready 9,468.00

Hydraulics:
832G Auxiliary Hydraulic Connections

Includes (2) motor return 1/2" couplers, (1) flat face sump 3/8" coupler, (1) 1/2" power beyond
pressure, (1) load sense 1/4" coupler.

812.00

834B Mid-Mount EH Valve Stack with 2-Function Paddle Pot Control
Provides two additional SCVs .
Float position included on all Mid-Mount valves.
Includes two sets of Mid-Mount valve couplers.
Not compatible with Front Hitch or Loader Ready Package.
Not compatible with AutoQuad or PowrQuad Transmissions.

2,355.00

834C Mid-Mount EH Valve Stack with 2-Function Joystick Control
Provides two additional SCVs.
Float position capable on only 1 Mid-Mount valve.
Includes two sets of Mid-Mount valve couplers.
Not compatible with Front Hitch or Loader Ready Package.

3,082.00

834L Mid-Mount EH Valve Stack with 3-Function Paddle Pot Control
Provides three additional SCVs.
Float position included on all Mid-Mount valves.
Includes three sets of Mid-Mount valve couplers.
Not compatible with Front Hitch or Loader Ready Package.
Not compatible with 6 Rear SCV's.
Not compatible with AutoQuad or PowrQuad Transmissions

3,445.00

834M Mid-Mount EH Valve Stack with 3-Function Joystick Control
Provides Three Additional SCVs
Float position capable on only 1 Mid-Mount valve.
Includes three sets of Mid-Mount valve couplers.
Not compatible with Front Hitch or Loader Ready Package.
Not compatible with 6 Rear SCV's.

4,173.00

Front PTO:
8380 PTO, Independent Front with 1-3/8 In. 21-Spline, 1000rpm

Clockwise-Rotating Shaft as Viewed from Front (Type 2)
Requires Code 8407, 8408, 8409, 8410, 8411.

6,923.00

8381 PTO, Independent Front with 1-3/4 In. 20-Spline, 1000rpm
Clockwise-Rotating Shaft as Viewed from Front (Type 3)
Requires Code 8407, 8408, 8409, 8410, 8411.

6,923.00

8382 PTO, Independent Front with 1-3/8 In. 6-Spline, 1000rpm
Counter Clockwise-Rotating Shaft as Viewed from Front (Type 1)
Requires Code 8407, 8408, 8409, 8410, 8411.

5,993.00

Engine:
8302 Heater, Engine Block 110V 51.00

8300 Cold Weather Start Kit
Factory installation of Block Heater (110V) and Ether Aid Canister and Switch.

412.00
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ATTACHMENTS - ORDER AS DESIRED ...Continued...
8301 Heater, Cold Weather Auxiliary Package, 110V

Includes Ether Aid Canister and Switch, Ground Fault Interrupter, Engine Block Heater,
Charge Pump Heater and Transmission Hydraulic Oil Heater (Transmission Heater is only
available on PQ, AQ, and CQ Transmissions).

503.00

8306 Fuel/Water Separator, Severe Duty
In addition to water separator in base equipment.

530.00

8220 Intelligent Power Management
Provides up to an additional 30 Engine hp in non-stationary rear PTO and transport
applications.
Not compatible with Code 8330.

2,844.00

8330 John Deere PowerTech 6.8 L (414 cu. In.) 6 Cyl IT4 / Stage 2 Compliant Diesel Engine Same Price

8336 John Deere PowerTech PVX 9.0 L (549 cu. In.) 6 Cyl IT4 / Stage 3b Compliant Diesel
Engine

Same Price

Quik-Tatch Weights:
8955 Weight, Front Support - Less Weights 314.00

8956 Weight, Front Support with Four Suitcase Weights
Not compatible with Front Loaders.

795.00

8957 Weight, Front Support with Eight Suitcase Weights
Not compatible with Front Loaders.

1,318.00

8958 Weight, Front Support with Twelve Suitcase Weights
Not compatible with Front Loaders.

1,845.00

8959 Weight, Front Support with Sixteen Suitcase Weights
Not compatible with Front Loaders.

2,383.00

8962 Weight, Front Support with Twenty Suitcase Weights
Not compatible with Front Loaders.

3,055.00

8963 Weight, Front Support with Twenty Four Suitcase Weights
Not compatible with Front Loaders.

3,287.00

Rear Wheel Weights - For Inside/Inner Wheels (Steel):
Weights shown are for each weight.

8970 One pair 165 Lb. (75 kg) Starter Weights and One Pair 450 Lb. (205 kg) Weights 1,564.00

8971 One pair 165 Lb. (75 kg) Starter Weights and Two Pair 450 Lb. (205 kg) Weights
Minimum tread setting may be restricted due to tire size selected. Refer to the Agricultural
Sales Manual for additional information.
Not compatible with 5010 or 5093.

2,662.00

Rear Wheel Weights - For Outside Drive Wheels (Steel):
Weights shown are for each weight.

8972 One pair 165 Lb. (75 kg) Starter Weights and One Pair 450 Lb. (205 kg) Weights
Not compatible with duals.

1,564.00
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ATTACHMENTS - ORDER AS DESIRED ...Continued...
8973 One pair 165 Lb. (75 kg) Starter Weights and Two Pair 450 Lb. (205 kg) Weights

Not compatible with duals.
2,662.00

Rear Wheel Weights - For Inside/Inner Drive Wheels (Cast)
Weights shown are for each weight.

8974 One Pair 450 Lb. (205 kg) 1,098.00

8975 One pair 165 Lb. (75 kg) Starter Weights and One Pair 450 Lb. (205 kg) Weights 1,564.00

8976 Two Pair 450 Lb. (205 kg) 2,196.00

8977 One Pair 1400 Lb. (635 kg)
Requires Code 3902 and tires with load rating above 151 Load Index.

3,145.00

Rear Wheel Weights - For Outside Drive Wheels (Cast):
Weights shown are for each weight.

8978 One pair 165 Lb. (75 kg) Starter Weights and One Pair 450 Lb. (205 kg) Weights
Not compatible with duals.

1,564.00

8979 One Pair 165 Lb. (75 kg) Starter Weights and Two Pair 450 Lb. (205 kg) Weights
Not compatible with duals.

2,662.00

Rear Wheel Weights - For Outside/Outer Dual Wheels:
Weights shown are for each weight.

8980 One Pair 165 Lb. (75 Kg) Starter Weights and One Pair 450 Lb. (205 Kg) Weights 1,564.00

8981 One Pair 165 Lb. (75 Kg) Starter Weights and Two Pair 450 Lb. (205 Kg) Weights
Based on the tire width option ordered, some 450 lb. wheel weights may be shipped on a
separate pallet and require dealer installation.

2,662.00

1200 kg (2645 lb.) Ballast Package with Rear Duals:
8935 Front Weight Support with 12 Front Suitcase Weights and One Pair

75 kg (165 lb.) with One Pair of 205 kg (450 lb.) Inside/Inner
Rear Wheel Weights and no Outside/Outer Dual Rear Wheel Weights

3,409.00

2254 kg (4970 lb.) Ballast Package with Rear Duals:
8936 Front Weight Support with 16 Front Suitcase Weights and One Pair

of 635 kg (1400 lb.) Inside/Inner Rear Wheel Weights and One Pair
75 kg (165 lb.) Outside/Outer Dual Rear Wheel Weights

5,994.00

3832 kg (8449 lb.) Ballast Package with Rear Duals:
8937 Front Weight Support with 24 Front Suitcase Weights and One Pair of

635 kg (1400 lb.) Inside/Inner Rear Wheel Weights and One Pair
75 kg (165 lb.) and Three Pair 205 kg (450 lb.) Outside/Outer Dual Rear Wheel Weights

10,113.00

Miscellaneous:
8785 Chock Block Holder 125.00
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ATTACHMENTS - ORDER AS DESIRED ...Continued...
878K Export Tools 365.00

8550 Skid for Duals 130.00

ATTACHMENTS FOR FIELD CONVERSION

Electrical:
RE58827 9-Pin Connector Implement Feedback

Required for Touch-Set Depth Control.
128.00

RE324685 Battery Disconnect Switch 168.00

RE322555 Front Implement CAN Communication Connector 121.00

RE325915 Heater, Cold Weather Auxiliary Package, 110V
Contains block heater, ether aid canister and hydraulic pump heater.
Compatible on 9.0L IVT.

485.00

RE325913 Heater, Cold Weather Auxiliary Package, 110V
Contains block heater, transmission heater, ether aid canister and hydraulic pump heater.
Compatible on 9.0L PQ.

570.00

RE322780 ISO Cab Implement CAN Bus Adapter See Parts

RE21519 Implement Switch with 10 Ft. Harness 162.00

RE324687 Mounting Parts for Radar with Dual Beam Sensor
Compatible with IVT Transmissions.
Must order radar separately.

140.00

RE324688 Mounting Parts for Radar with Dual Beam Sensor
Compatible with PQT Transmissions.
Must order radar separately.

170.00

RE278980 Radar with Dual Beam Sensor
Requires AL171547 Attaching Bracket Kit.

See Parts

RE278984 Radar with Dual Beam Sensor See Parts

RE278986 Radar with Dual Beam Sensor - AU See Parts

RE278982 Radar, Dual Beam Sensor See Parts

RE325025 iTech 3/4 Switch
Requires software download. Reference Installation instructions for additional information.

25.00

Engine:
RE325917 Cold Weather Starting Package

Includes Switch and Ether Aid Canister. Only compatible with 9.0L.
116.00

RE315285 Fuel/Water Separator Kit, Severe Duty
Compatible with 9.0L.
Also order W54363 and hardware for loader.

625.00
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ATTACHMENTS FOR FIELD CONVERSION ...Continued...

Fenders:
RE323950 Fenders, Deluxe Pivoting Front for MFWD - 18.7 In. (480 mm) Wide

Kit does not contain fender support rods. Rods are dependent on front tire size. Please
reference installation instructions for further information.

1,310.00

RE323949 Fenders, Deluxe Pivoting Front for MFWD - 24.4 In. (620 mm) Wide
Kit does not contain fender support rods. Rods are dependent on front tire size. Please
reference installation instructions for further information.

1,310.00

RE324406 Fenders, Extra Width Rear Fender Extensions 267.00

RE318606 Fenders, Full Coverage Rear 2.55 meter (100 In. Width) 483.00

Front Hitch Hydraulic Mid-Mount Valves:
RE329076 Front Hitch Valve (100 ml.)

Compatible on all Tractors that are front hitch ready with TLS.
If additional valves are not required, also order (2) RE305393.

1,877.00

RE329075 Front Hitch Valve (100 ml.)
Compatible on all IVT Tractors that are front hitch ready without TLS.
If additional valves are not required, also order (2) RE305393.

1,877.00

RE329074 Front Hitch Valve (100 ml.)
Compatible on AQ, PQ, CQ transmissions that are front hitch ready without TLS.
If additional valves are not required, also order (2) RE305393.

1,877.00

RE329078 Second SCV for Front Hitch (140 ml.)
Compatible on all Tractors that are front hitch ready with TLS.
If additional valves are not required, order (1) RE322693.

1,158.00

RE329077 Second SCV for Front Hitch (140 ml.)
Compatible on all Tractors that are front hitch ready with MFWD.
If additional valves are not required, order (1) RE322693.

1,158.00

RE329080 Third SCV for Front Hitch (140 ml.)
Compatible on all Tractors that are front hitch ready with TLS.

1,158.00

RE329079 Third SCV for Front Hitch (140 ml.)
Compatible on all Tractors that are front hitch ready with MFWD.

1,158.00

Guards:
RE324072 Guards, Undercarriage Crop Shield

Protects transmission and wiring harness.
134.00

Hitch and Drawbar:
RE326620 3-in-1 Hitch Rails 1,202.00

RE326580 Carrier to Ground Engaging, Hitch Conversion Kit
Converts Codes 8407, 8408, 8410 from carrier to ground engaging.

2,513.00

RE330569 Drawbar Kit, Cat. 3 High Vertical Load (10,000 Lb. Capacity) 1,161.00

RE333545 Forced Steering Hitch Kit 1,300.00
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ATTACHMENTS FOR FIELD CONVERSION ...Continued...
RE327692 Front Hitch Chain Hooks 189.00

RE326447 Front Hitch Ready - Add Carrier Hitch 4,561.00

RE326450 Front Hitch Ready - Add Ground Engaging Hitch
Converts Code 841G, from front hitch ready to ground engaging.

5,387.00

RE326626 Pick-Up Hitch Kit (Long)
For use with Sway Blocks.

4,416.00

RE326624 Pick-Up Hitch Kit (Short)
For use with stabilizer.

4,212.00

RE330573 Rear Hitch Hydraulic Center Link 1,224.00

RE180668 Rear Hitch Quik-Coupler (Convertible Cat. 3/3N)
Requires RE34846 Bumper Blocks.

1,477.00

RE333036 Stabilizer Bracket Shield Hitch Kit 150.00

RE326622 Wagon Hitch Auto Coupler
Requires RE326620 3-in-1 Hitch Rail Kit.

1,113.00

Hydraulics:
RE327558 4th EH Rear Remote Cylinder Control Valve with Breakaway Couplers 1,396.00

RE327559 5th EH Rear Remote Cylinder Control Valve with Breakaway Couplers
Not compatible with PowrQuad PLUS or AutoQuad PLUS Transmission Codes 1430, 1431, or
1451.
Included in the CommandArm with CommandQuad and IVT Codes 1500, 1501, 1550, 1551,
1552, or 1553.

1,396.00

RE327560 6th EH Rear Remote Cylinder Control Valve with Breakaway Couplers
Not compatible with PowrQuad PLUS or AutoQuad PLUS Transmission Codes 1430, 1431, or
1451.
Included in the CommandArm with CommandQuad and IVT Codes 1500, 1501, 1550, 1551,
1552, or 1553.

1,844.00

RE315307 Auxiliary Hydraulic Reservoir 853.00

RE327561 Hydraulic Motor Return Kit with Case Drain 158.00

RE300468 Hydraulic Motor Return Kit without Case Drain
For case drain, order case drain kit separately.

102.00

RE328941 Implement Single Lever Control Lift Assist Kit 81.00

RE333857 Mid-Mount EHCV 2 or 3 Function EH Single Lever Control (Joystick) and
Mounting Parts for RH Armrest

1,700.00

RE333856 Mid-Mount EHCV 2 or 3 Function EH Single Lever Control (Joystick) and Mounting Parts for
RH Armrest with Speed Shifting

2,200.00

RE333854 Mid-Mount EHSCV 2 or 3 Function EH Single Lever Control (Joystick) and
Mounting Parts for Command Arm with Speed Shifting

2,700.00

RE300467 Power Beyond Coupler Kit 421.00
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ATTACHMENTS FOR FIELD CONVERSION ...Continued...
AR272536 Rear EHSCV Single Lever Control (Joystick) and Mounting Parts for CommandArm 1,510.00

Lighting:
RE334683 Auxiliary Driving / Loader Light Kit 219.00

RE334627 Front HID Light Kit 1,788.00

RE326320 Lights, Two Roof-Mounted 65W Halogen Front Flood Lights 135.00

RE334623 Rotary Beacon Light Kit 353.00

Loader Auxiliary Mid-Mount Valves:
RE329083 First & Second Remote (100 ml.) w/ AQ, PQ, CQ, without TLS

If additional valves are not required, order (1) RE322693.
2,448.00

RE329084 First & Second Remote (100 ml.) with AutoPowr / IVT, without TLS
If additional valves are not required, order (1) RE322693.

2,448.00

RE329085 First & Second Remote (100 ml.) with TLS
If additional valves are not required, order (1) RE322693.

1,999.00

RE329086 Third Remote (140 ml.)
If additional valves are not required, order (1) RE322693.

1,099.00

Operator Environment:
RE67016 3-Pin Adaptor for Power Strip See Parts

RE67015 3-Way Convenience Adapter for Power Strip See Parts

RE317435 Accessory Mounting Bracket 106.00

RE269615 Antenna Mount and Wiring for Business Band Radio 135.00

RE275532 Ash Tray See Parts

RE67014 Cigar-Style Adapter for Power Strip See Parts

RE323407 External Mirrors, Electrically Adjustable RH and LH Conversion Kit 514.00

RE293499 External Mirrors, Electrically Telescoping and Heated Mirror Heads 1,696.00

RE323405 External Mirrors, Manually Adjustable RH and LH 256.00

RE335740 Foot-Operated Speed Control 121.00

RE68495 Power Strip with Six Outlets
Cab Tractors (Code 2034) ONLY.
Requires (1) RE67013, (1) RE67014, and (1) RE67015 Ordered Separately.

See Parts

RE321103 Radio, Deere/Delco AM/FM Stereo with Clock, Front Audio Input
Jack for MP3 Players, Weatherband, Four Speakers and Antenna

715.00
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ATTACHMENTS FOR FIELD CONVERSION ...Continued...
RE321102 Radio, Deere/Delco AM/FM Stereo with Clock, Front Audio Input Jack

for MP3 Players, and Weatherband
Requires Standard Cab Antenna Kit (L113922) ordered separately through Parts.

421.00

RE321109 Radio, Deere/Delco AM/FM Stereo with Single Compact Disc Player,
Clock, Front Audio Input Jack for MP3 Players, and Weatherband
Requires Standard Cab Antenna Kit (L113922) Ordered Separately through Parts.

824.00

RE298965 Radio, Sub Woofer Kit 286.00

RE67013 Standard Connector with 1m (3-Foot) Cable for Power Strip See Parts

RE326509 Step Kit, Right Hand Step 350.00

RE324084 Step Mud Guard, LH 102.00

RE261504 Sun Shade, Front Pull Down See Parts

RE263352 Tire Pressure Monitor Kit
Includes Monitor and four pressure sensors.
For Cab Tractors Only.

See Parts

RE269618 Windshield Wiper with Washer, Rear 186.00

PTO:
RE326849 Front PTO Common Mounting Parts

Also order R325433 for 9.0L or R325432 for 6.8L.
1,102.00

RE302017 Independent Front PTO with 1-3/4 In. 20-Spline, 1000 RPM
Clockwise-Rotating Shaft as Viewed from Front (Type 3)

See Parts

RE323421 Independent Front PTO with 1-3/8 In. 21-Spline, 1000 RPM
Clockwise-Rotating Shaft as Viewed from Front (Type 2)

See Parts

RE302014 Independent Front PTO with 1-3/8 In. 21-Spline, 1000 RPM Counter
Clockwise-Rotating Shaft as Viewed from Front (Type 1)

See Parts

SCV Parts:
RE331560 Paddle Pot Pod, Common Parts

Only compatible on Tractors with CommandARM. Order single paddle potentiometer
separately.
See instructions RE331562 for more information.

92.00

RE331559 Single Paddle Potentiometer
Order decals and levers separately.
See instructions RE331561 for more information.

See Parts

Software Downloads:
RE298885 Intelligent Power Management

Provides up to an additional 30 Engine hp for non-stationary rear PTO and transport
applications.
Download through Service Advisor's software delivery system.
Includes instruction and download only.
See Ag Sales Manual for ground speed specifications.

See Parts
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ATTACHMENTS FOR FIELD CONVERSION ...Continued...
RE305729 Language Group for CommandCenter - English,

Croatian, Serbian, Slovenian,
German
Download through Service Advisor's software delivery system.
Includes instruction and download only.

See Parts

RE305727 Language Group for CommandCenter - English,
Danish, Swedish, Finish,
Norwegian
Download through Service Advisor's software delivery system.
Includes instruction and download only.

See Parts

RE305726 Language Group for CommandCenter - English,
Estonian, Latvian, Lithuanian,
Polish, Russian
Download through Service Advisor's software delivery system.
Includes instruction and download only.

See Parts

RE305725 Language Group for CommandCenter - English,
French, Dutch, Icelandic,
German
Download through Service Advisor's software delivery system.
Includes instruction and download only.

See Parts

RE305730 Language Group for CommandCenter - English,
Greek, Turkish
Download through Service Advisor's software delivery system.
Includes instruction and download only.

See Parts

RE305731 Language Group for CommandCenter - English,
Italian, Spanish, Portuguese, German,
Dutch, French, Swedish, Hungarian, Danish, Polish
Download through Service Advisor's software delivery system.
Includes instruction and download only.

See Parts

RE305728 Language Group for CommandCenter on IVT/AutoPowr Tractors - English,
Hungarian, Czech, Slovak, Romanian, Bulgarian
Download through Service Advisor's software delivery system.
Includes instruction and download only.

See Parts

BPF10313 Non-John Deere Guidance Compatibility Activation - Hemisphere/Outback
Required for communication between non-John Deere guidance systems and the Tractor's
steering components. Consult guidance system selling dealer for compatibility information.

250.00

BPF10311 Non-John Deere Guidance Compatibility Activation - Raven
Required for communication between non-John Deere guidance systems and the Tractor's
steering components. Consult guidance system selling dealer for compatibility information.

250.00

BPF10363 Non-John Deere Guidance Compatibility Activation - Trimble
Required for communication between non-John Deere guidance systems and the Tractor's
steering components. Consult guidance system selling dealer for compatibility information.

250.00

Vandal Protection:
AL71345 Door Locks - Custom Key 156.00

Weights:
AL113121 Centerlink Kit for Hitch Mounting 900 or 1150 kg Large Weights 200.00
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ATTACHMENTS FOR FIELD CONVERSION ...Continued...
RE326583 Front Hitch Ready Weight Support 748.00

R288797 Standard Front Weight Support 375.00

AL172542 Weight, 1150 kg Large Front Mounted 3,585.00

R127764 Weight, Front Suitcase (104 Lb.) Quantity of One
Dealer must order 5000 Lbs. to receive free freight through Waterloo Weight Program.
Available to Ag Dealers only.

123.00

RFR127764 Weight, Front Suitcase, Twenty (20-R127764) 2,276.00

R167151 Weight, Inner Wheel, 1400 Lb. 1,730.00

R167153 Weight, Wheel, 165 Lb. (72 Kg) 256.00

RFR207782 Weight, Wheel, 1800 Lb. (4 - 450 Lb., R207782 Weights) 2,416.00

RFR167153 Weight, Wheel, 1980 Lb. (12 - 165 Lb., R167153 Weights) 3,076.00

R207782 Weight, Wheel, 450 Lb. 604.00

Wheel Equipment:
AR190666 One 10 In. Dual Hub Extension 733.00

AR190668 One 13 In. Dual Hub Extension 815.00

AR190669 One 15 In. Dual Hub Extension 854.00

AR194744 One 5 In. Dual Hub Extension 662.00

RE267658 Three Meter Front Wheel Spacer
Not compatible with Tractors equipped with front brakes.

2,959.00
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ENGINE:
John Deere PowerTech PSX Diesel

In-line 6-Cylinder Wet-Sleeve
with High Pressure Common Rail (HPCR)
Fuel System and 24 Valve Head

9.0 L (549 Cu. In.) Displacement
260 Engine hp 97/68/EC @ Rated Speed
215 SAE PTO hp @ Rated Speed
Air to Air Intercooled
Automatic Shutdown System
Dry Type Air Cleaner with Safety Element

and Dirt Aspiration System
Tilt Hood Enclosure with Side Panels
Viscous Fan
Electric Fuel Shutoff
Electric Thermal Assist Starting Aid
Coolant Conditioner Additive
Coolant Recovery System
Fuel Filter and Pre-Filter
Fuel Water Separator with Sensor
Self Priming and Bleeding Electronic Fuel Pump
530 L (140 US Gal.) Fuel Tank
B2 Biodiesel from the Factory
Lockable Fuel Cap
Engine Oil Filter
Electronic Injection and Governor Control

TRANSMISSION:
40k (25mph) AutoQuad PLUS Eco with
20 Forward/20 Reverse Speeds and Left Hand

Reverser
Reduced engine rpm's at max transport speed

Perma-Clutch II (Hydraulically Engaged
Wet-Disk Clutch)

Speed Matching
Park Lock
Neutral Safety Start System

STEERING, BRAKES DIFFERENTIAL:
Load-Sensing Hydraulic Power Steering
Wet-Disk Hydraulic Power Brakes
Tilt/Telescoping Memory Steering Wheel
Hydraulically-Engaged Rear Differential
Lock

HYDRAULICS:
Pressure and Flow Compensating Axial

Piston Pump
45 GPM (174 L/min) Pump Output
35 GPM (132 L/min) Flow @ One SCV
65L of Take Out Oil
Three Electrohydraulic Remote Selective
Control Valves with Push/Pull
ISO Breakaway Couplers and
High Pressure Relief Levers

REAR PTO:
Independent 1000 RPM, 45 mm
(1-3/4 In.) 20 Spline

PTO Safety Start System
Seat-Activated PTO Warning
Adjustable Engagement Modulation

ROCKSHAFT, HITCH AND DRAWBAR:
Electrohydraulic Hitch with Transport
Lock and External Remote Control Switch

Dual Cylinder Rear Hitch
3-Point (Category 3/3N) Hitch
Fixed Length Draft Links Arms
Category 3 Adjustable Drawbar
Secondary Implement Chain Support
Sway Blocks with

Tapered Wedge Adjustment
Hitch Dampening
Center Link Adjustment Handle

INSTRUMENTATION:

Corner Post Digital Instrument Panel includes:
Engine Oil Pressure Gauge
Engine Coolant Temperature Gauge
Fuel Level Gauge with

Low Fuel Warning Signal
Engine RPM Indicator
Status Indicators for MFWD

Differential Lock
Rear PTO Speed

CommandCenter Display includes:
GreenStar 3 Application Capability
Video Capability with Tractor Function

Activated Triggers
AutoTrac and Swath Control Pro

Activations Required
Access Manager
Universal Performance Monitor
Display Function Definable by Operator

% Slip
Ground Speed
PTO Speed
Engine Hours
Hydraulic Settings
Hitch Settings
Hitch Slip Command
Productivity
Efficiency
Area
Adjustable PTO Modulation
Implement Width
Service Hours
Voltage
Fuel Consumption Rate
Temperatures
Time of Day
Ambient Temperature

Set and Adjust Time and Flow of
Individual Selective Control Valves

ITEC Tractor and Implement Function Control

Languages:
For a complete list of languages refer to the
Ag Sales Manual

OPERATOR PROTECTIVE STRUCTURE:
Deluxe CommandView II Cab

Tilt/Telescoping Memory Steering Wheel
Comfort Command Seat with

Air Suspension, Swivel
Fore-Aft Lateral Attenuation
Lumbar Support
Backrest Adjustment with
Intergrated CommandARM Controls

Adjustable Position CommandARM with
Integrated CommandCenter Display

Swing-Out Rear Window (30 Degrees)
Tinted Glass
Air Conditioner and Heater
Two Speed and Intermittent Front Wiper

and Rear Wiper
Front and Rear Windshield Washer
Pull Down Front Sun Visor
Rear Under Seat Storage
Folding Instructional Seat
Left Hand Storage
Two Beverage Holders
Right and Left Outside Mirrors
Less Radio and Speakers
Includes Wiring Harness for Radio

and Speakers
Inside Cab Mounted Rear View Mirror
Passive Noise Reduction System

Backlit Right Hand Console Controls
with Adjustable Brightness

ELECTRICAL:
Key Engine Shutoff
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12V Electrical System
Two 925 CCA 12V Batteries
Two 12V Electrical Convenience Outlet
Two 12V Electrical 3-Pin Outlet
with Adapter

Battery Boost Terminal
200 Amp Alternator
SmartCircuit Current Load Monitoring
System with Fuse Panel

7-Terminal Rear Implement Electrical
Outlet Socket

Integrated ISO Radar Connector
StarFire ITC or Radar Speed
Input Harness

ServiceADVISOR Data Port

LIGHTS:
Six Front Grill Mounted Lights
Ten Cab Roof Mounted Lights
Two Rear Fender Flood Lights
Extremity, Brake, Turning, and Hazard
Lights

AXLE, WHEELS AND TIRES:
1300 MFWD Front Axle with Limited
Slip Differential
and Driveline Shield

Rear Axle and Wheels and Tires

AG MANAGEMENT SOLUTIONS:
Integrated Plug-In for GreenStar Display
Deluxe StarFire Receiver Bracket
GreenStar Ready harness with Implement

Circuit Gateway and Integrated
GreenStar Display Plug-In
Connector (ISO 11783 Compatible)

AutoTrac Ready Components:
Wiring, SSU, Front Wheel-
Angle Sensor and Electro-Hydraulic
Steering Valve

MISCELLANEOUS:
Horn
PTO Master Shield
Tool Box
Operator's Manual

**Cold Cranking Amperes

CODE
ATTACHMENT
IDENTIFIER DESCRIPTION

SUGGESTED
LIST PRICE

USD ($)

Select One Code From Each Required Category

BASE MACHINE
EX-WORKS Waterloo, Iowa

7630RW 7260R Tractor 211,235.00

DESTINATION COUNTRY
A Code must be chosen for each Tractor ordered.

0184 Canada
Configuration G
Requires Code 8336 Stage 3b/IT-4 Compliant Engine.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4320 Category 3, Adjustable Swing Drawbar for use with a 38mm Pin.
Code 4034 15,200 Lb. Capacity 3-Point Hitch (Cat. 3/3N) with Quik-Coupler.
Code 5061 110 mm (4.33 In) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5601 480/80R50 In. 159A8 R1W Radial Rear Dual Wheels and Tires.
Code 6203 420/85R34 In. 147A8 R1W Radial Front Single Wheels and Tires.
Code 1887 JDLink Ultimate Promotion.

1,209.00

0202 United States
Configuration G
Requires Code 8336 Stage 3b/IT-4 Compliant Engine.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4320 Category 3, Adjustable Swing Drawbar for use with a 38mm Pin.
Code 4034 15,200 Lb. Capacity 3-Point Hitch (Cat. 3/3N) with Quik-Coupler.
Code 5061 110 mm (4.33 In) Diameter x 3010 mm (118.5 In.) Rear Axle.

1,209.00
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DESTINATION COUNTRY ...Continued...
Code 5601 480/80R50 In. 159A8 R1W Radial Rear Dual Wheels and Tires.
Code 6203 420/85R34 In. 147A8 R1W Radial Front Single Wheels and Tires.
Code 1887 JDLink Ultimate Promotion.

0230 Australia
Configuration G
Requires Code 8336 Stage 3b/IT-4 Compliant Engine.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4320 Category 3, Adjustable Swing Drawbar for use with a 38mm Pin.
Code 4034 15,200 Lb. Capacity 3-Point Hitch (Cat. 3/3N) with Quik-Coupler.
Code 5061 110 mm (4.33 In) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5601 480/80R50 In. 159A8 R1W Radial Rear Dual Wheels and Tires.
Code 6203 420/85R34 In. 147A8 R1W Radial Front Single Wheels and Tires.
Code 1887 JDLink Ultimate Promotion.

1,209.00

0237 New Zealand
Configuration G
Requires Code 8336 Stage 3b/IT-4 Compliant Engine.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4320 Category 3, Adjustable Swing Drawbar for use with a 38mm Pin.
Code 4034 15,200 Lb. Capacity 3-Point Hitch (Cat. 3/3N) with Quik-Coupler.
Code 5061 110 mm (4.33 In) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5601 480/80R50 In. 159A8 R1W Radial Rear Dual Wheels and Tires.
Code 6203 420/85R34 In. 147A8 R1W Radial Front Single Wheels and Tires.
Code 1887 JDLink Ultimate Promotion.

1,209.00

VALUE PACKAGE CONFIGURATIONS
0500 No Package

Order one Code from each box in the Price Pages.
In Base Price

0511 AutoPowr IVT Transmission Premium Package
Includes Codes 2061 or 2062, 1823 or 1826, 1550 or 1551 or 1552 or 1553, 7202, 2661 or
2662, 3240 or 3260.

-1,500.00

0512 iPackage AutoPowr IVT
Includes Codes 2061 or 2062, 1833, 1823 or 1826, 1846 or 1847, 1837 or 1838, 1887 or 1888
or 1889 or 1884, 1550 or 1551 or 1552 or 1553, 7202, 2661 or 2662, 3240 or 3260.

-2,000.00

OPERATOR STATION
2050 CommandView II Cab

Includes:
ComfortCommand Seat with Fore-Aft and Lateral Attenuation and Lumbar Support.
Adjustable Right Hand CommandARM Armrest controls with Integrated CommandCenter
Display.
Remote Radio Controls located on CommandARM.
Front Windshield Washer and Wiper.
Manual Temperature Controls located in cab roof.
Not compatible with PowrQuad or AutoQuad transmissions.
Folding Instructional Seat.

-2,317.00

2059 Deluxe CommandView II Cab
Includes:
ComfortCommand Seat with Fore-Aft and Lateral Attenuation and Lumbar Support.
Adjustable Right Hand CommandARM Armrest Controls with Integrated CommandCenter

In Base Price
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OPERATOR STATION ...Continued...
Display. Remote Radio Controls Located on CommandARM.
Front and Rear Windshield Washer and Wiper.
Automatic Temperature Control with controls located on CommandARM.
Front Pull Down Sun Shade.
Right and Left Outside Mirrors (Manual Adjustment).
Power Strip with Convenience Plug Adapter.
Programmable Egress Lighting.
Folding Instructional Seat.
Not Compatible with PowrQuad or AutoQuad Transmissions.
Right Hand Steps.

2061 Premium CommandView II Cab with Active Seat
Includes:
Active Seat with Fore-Aft and Lateral Attenuation and Lumbar Support.
Adjustable Right Hand CommandARM Armrest Controls with Integrated CommandCenter
Display.
Remote Radio Controls Located on CommandARM.
Front and Rear Windshield Wiper and Washer.
Automatic Temperature Control with controls located on CommandARM.
Front Pull Down Sun Shade.
Power Strip with Convenience Plug Adapter.
Programmable Egress Lighting.
Right and Left Outside Mirrors (Electrically Adjustable).
Folding Instructional Seat.
Not Compatible with PowrQuad or AutoQuad Transmissions.
Folding Instructional Seat.
Right Hand Steps.

2,770.00

2062 Premium CommandView II Cab with Cab Suspension
Includes:
Cab Suspension
ComfortCommand Seat with Fore-Aft and Lateral Attenuation and Lumbar Support.
Adjustable Right Hand CommandARM Armrest Controls with Integrated CommandCenter
Display.
Remote Radio Controls Located on CommandARM.
Front and Rear Windshield Wiper and Washer.
Automatic Temperature Control with controls located on CommandARM.
Front Pull Down Sun Shade.
Power Strip with Convenience Plug Adapter.
Programmable Egress Lighting.
Right and Left Outside Mirrors (Electrically Adjustable).
Folding Instructional Seat.
Not Compatible with PowrQuad or AutoQuad Transmissions.
Right Hand Steps.

3,377.00

DISPLAY
When using the GS3 CommandCenter as the only GreenStar display, GS3 CommandCenter is
capable of running AutoTrac and Swath Control Pro only (with appropriate activations
purchased and StarFire Receiver installed). When utilizing an additional GreenStar Display,
ALL GreenStar applications must be run on the additional GreenStar Display. See Online
Configurator and Ag Sales Manual for more information.

Option availability limited by specific geographical regions. Please refer to region specific
price pages for appropriate ordering codes.

1821 GS3 CommandCenter, 7" Color Display
Includes Access Manager user lockout software.
With a StarFire Receiver installed, the display is capable of operating manual guidance.
AutoTrac, Swath Control Pro and Pivot Pro will function on the CommandCenter display with
activations sold separately.

Does not include a cornerpost bracket for mounting an additional GreenStar Display.

In Base Price
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DISPLAY ...Continued...

GS3 CommandCenter is not compatible with video.

1823 Touchscreen GS3 CommandCenter 7" Color Display, Video Capable
Includes Access Manager user lockout software, and video capability.
With a StarFire Receiver installed, the display is capable of operating manual guidance.
AutoTrac, Swath Control Pro, and Pivot Pro will function on the CommandCenter display with
activations sold separately.
One video camera input pre-wired in the cab. Connector located on the outside rear of the cab.
Video software can be configured in the CommandCenter using Tractor function activated
triggers.
See Parts for available cameras.

Does not include a cornerpost bracket for mounting an additional GreenStar Display.

1,260.00

1825 GS3 CommandCenter 7" Color Display with GreenStar 3 2630 Display
Includes Access Manager user lockout software.
Includes GreenStar 3 Display 2630, harness, and A-post mounting bracket installed on
cornerpost.

Includes GreenStar 3 Display 2630 Operator's manual with the language translation to match
the Tractor Operator's manual language translation.
Note: When a GreenStar 3 Display 2630 is connected at the cornerpost, all GreenStar
applications must be run on the cornerpost display. Warranty on GreenStar 3 Display 2630
will be handled by AMS and will carry normal AMS warranty terms.

With a Starfire Receiver installed, the display is capable of operating manual guidance.
AutoTrac, Swath Control Pro and Pivot Pro will function on the CommandCenter display with
activations sold separately.

Does not include a cornerpost bracket for mounting an additional GreenStar Display.

GS3 CommandCenter is not compatible with video.

5,895.00

1826 Touchscreen GS3 CommandCenter 7" Color Display, Video Capable with
GreenStar 3 2630 Display
Includes Access Manager user lockout software, and video capability.
Includes GreenStar 3 2630 Display, harness, and A-post mounting bracket installed on
cornerpost.

Includes GreenStar 3 2630 Display Operator's manual with the language translation to match
the Tractor Operator's manual language translation.

The GS3 CommandCenter is pre-wired with one video input in the cab. Connector located on
the outside rear of cab. Video software can be configured in the CommandCenter using
tractor function activated triggers. In addition, the GreenStar 3 2630 Display has the
capability of one video input. Requires camera and harnessing for video capabilities. See
Attachments for harnessing at GreenStar Harnesses in the AMS Price Pages and Ag Sales
Manual for list of compatible cameras.

When a GreenStar 3 2630 Display is connected at the cornerpost, all GreenStar applications
must be run on the cornerpost display. Warranty on GreenStar 3 2630 Display will be handled
by AMS and will carry normal AMS warranty terms.

7,160.00

RECEIVER
StarFire 3000 Position Receivers can be ordered in two configurations:
-SF1 World Solution, a no-charge differential correction signal that provides non-row-crop
accuracy.
-SF2 Ready, a license-based differential correction signal that provides +/- 4 inch pass-to-pass
accuracy. SF2 licenses can be obtained by calling 888-GRN-STAR or visiting
www.StellarSupport.com.
-RTK capability may be added to an SF2 Ready StarFire 3000 by adding a StarFire RTK
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RECEIVER ...Continued...
radio, RTK radio cover, and RTK activation. Must have complete base station and vehicle kit
for RTK. See Ag Sales Manual for configurations.
In addition, each StarFire 3000 receiver is capable of utilizing the free Wide Area
Augmentation System (WAAS) signal.

GPS serial port information (NMEA) is available through a StarFire 3000 SF1 World Solution
or StarFire 3000 SF2 Ready receiver when it is connected to a GreenStar System, or
when it has a valid SF2 license or RTK activation being used with a non-Deere
system.

Option availability limited by specific geographical regions. Please refer to region specific
price pages for appropriate ordering codes.

1835 Less StarFire 3000 Receiver
Tractor includes deluxe receiver mounting bracket only.

When installing a StarFire Receiver with Original Shroud, order conversion bracket through
parts or a Deluxe Shroud through AMS Attachments to retrofit an iTC Receiver.

In Base Price

1837 StarFire 3000 Receiver - SF1 World Solution with Deluxe Shroud
Tractor includes deluxe receiver mounting bracket only.
StarFire 3000 Receiver shipped inside the cab. Includes Receiver Operator's Manuals with the
language translation to match the Tractor Operator's Manual language translation.
Warranty on StarFire 3000 Receiver will be handled by AMS and will carry normal AMS
warranty terms.

Ready for use with the StarFire SF1 or WAAS/EGNOS differential correction signal for
non-row-crop accuracy. StarFire 3000 receiver can be upgraded to SF2 capabilities.

2,695.00

1838 StarFire 3000 Position Receiver - SF2 Ready with Deluxe Shroud
Tractor includes deluxe receiver mounting bracket only.
StarFire 3000 Receiver shipped inside the cab. Includes Receiver Operator's Manuals with the
language translation to match the Tractor Operator's Manual language translation.
Warranty on StarFire 3000 Receiver will be handled by AMS and will carry normal AMS
warranty terms.

A StarFire 3000 SF2 Ready Receiver requires an SF2 network subscription to obtain SF2
accuracy (+/-4" of accuracy pass to pass within 15 minutes, 95% of the time). The SF2
subscription is available through StellarSupport.com or by calling the AMS Customer Call
Center.

4,695.00

AG MANAGEMENT SOLUTIONS SOFTWARE ACTIVATIONS
Other activations sold separately and are available through the AMS prices pages.
GS2 activations are not compatible with the GS3 CommandCenter or GS3 2630 Display.
Purchase of a new GS3 activation or upgrading the GS2 activations is required.

When using the GS3 CommandCenter as the only GreenStar display, GS3 CommandCenter is
capable of running AutoTrac and Swath Control Pro only (with appropriate activations
purchased and StarFire Receiver installed). When utilizing an additional GreenStar Display,
ALL GreenStar applications must be run on the additional GreenStar Display. See Online
Configurator and Ag Sales Manual for more information.

Dealer/Distributor required to contact Stellar Support to activate AutoTrac and/or iTEC Pro
on the GreenStar 3 2630 Display, referencing Tractor COMAR order number.
Dealer/Distributor required to fully test AutoTrac and/or iTEC Pro functionality. Warranty on
activations will be handled by AMS and will carry normal AMS warranty terms.

Option availability limited by specific geographical regions. Please refer to region specific
price pages for appropriate ordering codes.

1845 Less AutoTrac Activation - GS3 In Base Price
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AG MANAGEMENT SOLUTIONS SOFTWARE ACTIVATIONS
...Continued...

1846 AutoTrac SF1 Activation - GS3
Requires factory installed StarFire 3000 SF1 Receiver (Code 1837) for AutoTrac functionality.
See AMS sales manual and price pages for detailed information.

3,000.00

1847 AutoTrac SF2 Activation - GS3
Requires factory installed StarFire 3000 SF2 Receiver (Code 1838) for AutoTrac functionality.
Also requires SF2 Subscription sold seperately for SF2 functionality.
For RTK usage, purchase RTK radio, activation, and base station sold separately.
See AMS sales manual and price pages for detailed information.

6,500.00

MACHINE CONNECTIVITY
Machine connectivity functions require cellular coverage.
Usage of the JDLink System requires customer's acceptance of the terms of the John Deere
Telematics System Contract, which describes John Deere's access and use of the data collected
by the system.

Option availability limited by specific geographical regions. Please refer to region specific
price pages for appropriate ordering codes.

1885 JDLink Capable
Includes cab wiring harness only.
Requires field kit installation, activation, and subscription for JDLink functionality.

In Base Price

1886 JDLink Select
Includes JDLink hardware: integrated cab wiring harness, antenna, modular telematics
gateway (MTG) with Service ADVISOR Remote capability, and JDLink Select activation.
Requires purchase of JDLink Select subscription sold separately.
Features: machine Hours, machine location, curfew alert, geofence alert, and maintenance
profile.
JDLink customer account must be created to access JDLink Select data.
Upgrade to JDLink Ultimate requires purchase of JDLink Ultimate activation and JDLink
Ultimate subscription (no hardware changes required).

1,000.00

1887 JDLink Ultimate Promotion - 1 Year Subscription Included
Includes JDLink hardware: integrated cab wiring harness, antenna, modular telematics
gateway (MTG) with Service ADVISOR Remote capability, JDLink Ultimate activation, and 1
year subscription to JDLink Ultimate service.
In addition to JDLink Select features this includes: machine utilization information, machine
reports, machine diagnostics.
JDLink customer account must be created to access JDLink Ultimate data.
Annual subscription renewal required after first year of service for continued functionality.

No Charge

1889 JDLink Ultimate
Includes JDLink hardware: integrated cab wiring harness, antenna, modular telematics
gateway (MTG) with Service ADVISOR Remote capability, and JDLink Ultimate activation.
Requires purchase of JDLink Ultimate subscription sold separately.
In addition to JDLink Select features this includes: machine utilization information, machine
reports, machine diagnostics.
JDLink customer account must be created to access JDLink Ultimate data.

2,400.00

1888 JDLink Ultimate Promotion - 3 Year Subscription Included
3 year subscription includes: 1 year promotion plus 2 additional years of JDLink Ultimate
data and Service ADVISOR Remote Capability.

Includes JDLink hardware: integrated cab wiring harness, antenna, modular telematics
gateway (MTG) with Service ADVISOR Remote capability, and JDLink Ultimate activation,
and 3 year subscription to JDLink Ultimate service.
In addition to JDLink Select features: machine utilization information, machine reports,

1,200.00
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MACHINE CONNECTIVITY ...Continued...
machine diagnostics.
JDLink customer account must be created to access JDLink Ultimate data.
Annual subscription renewal required after third year of service for continued functionality.

For US, Canada, Australia, and New Zealand.

1884 JDLink Ultimate Promotion - 5 Year Subscription Included
5 year subscription includes: 1 year promotion plus 4 additional years of JDLink Ultimate
data and Service ADVISOR Remote Capability.

Includes JDLink hardware: integrated cab wiring harness, antenna, modular telematics
gateway (MTG) with Service ADVISOR Remote capability, and JDLink Ultimate activation,
and 5 year subscription to JDLink Ultimate service.
In addition to JDLink Select features: machine utilization information, machine reports,
machine diagnostics.
JDLink customer account must be created to access JDLink Ultimate data.
Annual subscription renewal required after fifth year of service for continued functionality.

For US, Canada, Australia, and New Zealand.

2,400.00

ACTIVECOMMAND STEERING
1833 John Deere ActiveCommand Steering (ACS)

Not compatible with Codes 1430, 1431, or 1451.
3,100.00

1834 Less John Deere ActiveCommand Steering (ACS) In Base Price

TRANSMISSION
1550 AutoPowr IVT Transmission 25 mph (40 km/h) with Right Hand Reverser Control and

Field Cruise
Requires CommandARM Cab.
Not compatible with Code 6020.

In Base Price

1551 AutoPowr IVT Transmission 25 mph (40 km/h) with Left Hand Reverser Control and
Field Cruise
Requires CommandARM Cab.
Not compatible with Code 6020.

500.00

1553 AutoPowr IVT Transmission 31 mph (50 km/h) with Right Hand Reverser Control and
Field Cruise
Requires Air or Hydraulic trailer brakes, TLS Plus with front brakes, front fenders.
Requires Symbol B (31 mph/50K) Front and Rear Tires, ordered from the tire section in this
price list.
Not compatible with Code 6020.

Same Price

1552 AutoPowr IVT Transmission 31 mph (50 km/h) with Left Hand Reverser Control and
Field Cruise
Requires Air or Hydraulic trailer brakes, TLS Plus with front brakes, front fenders.
Requires Symbol B (31 mph) Front and Rear Tires, ordered from the tire section in this price
list.
Not compatible with Code 6020.

500.00

LIGHTS
7200 Standard Lighting

Six Front Grill Mounted Lights: Two 65 W Low Beam Driving Lights, two 65 W High Beam
Driving Lights and two Front Corner Facing Halogen Work Lights.
Ten Cab Roof Mounted Lights: Two Rear and four Side Facing 65 W Flood lights and four
Corner Facing Amber Lights.

In Base Price
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LIGHTS ...Continued...
Two Rear Fender Mounted Flood Lights and two Rear Turn Signal and Brake Lights.
Two Folding Extremity Lights.

7201 Deluxe Lighting
Includes Standard Lights plus two adjustable front roof 65W halogen floodlights, two front
belt-line work lights, and rotary beacon light.

762.00

7202 Premium Lighting
Includes Deluxe Lights, and additionally in the front grill screen, two front corner HID lights
replace two front halogen lights and one HID light and one 65W halogen flood light are
added. Two rear fender lights are replaced with HID lights.

3,278.00

RADIO
2650 Less Radio, Less Speakers

Includes wiring harness only for radio and speakers.
-650.00

2660 Deluxe Radio Package
AM/FM Stereo with Clock, Remote Controls. Auxiliary Input Jack located on front of Radio.
Four Speakers and External Antenna.

In Base Price

2661 Premium Radio Package with XM Radio
AM/FM Stereo with Premium Tuner, Clock, Weatherband, Compact Disc Player, Remote
Controls.
USB port on front of radio face.
Auxiliary Input Jacks located in right hand storage console and on radio face.
BlueTooth capable including microphone. Integrated BlueTooth Phone Book connection
through CommandCenter.
XM Satellite capable including Satellite Antenna (Subscription Required).
Four Speakers, Subwoofer, and External Antenna.
Volume, Speed Compensation, bass, and treble radio functions can be viewed and configured
on the CommandCenter Display.

335.00

2662 Premium Radio Package
For Non U.S. and Canada Markets only: AM/FM Stereo with Premium Tuner, Clock, Compact
Disc Player, Remote Controls.
Auxiliary Input Jack located in right hand storage console and on radio.
BlueTooth capable including microphone. Integrated BlueTooth Phone Book connection
through CommandCenter.
Four Speakers, Subwoofer, and External Antenna.

235.00

REMOTE SELECTIVE CONTROL VALVES
3331 Three Deluxe Rear Remote Selective Control Valves with Electro-Hyraulic Controls,

Push/Pull Breakaway Couplers and High Pressure Relief Levers
EHSCVs are mounted on right hand console with PowrQuad PLUS or AutoQuad PLUS
Transmissions (Codes 1430, 1431 or 1451), and included in the CommandARM with
CommandQuad and IVT (Codes 1500, 1501, 1550, 1551, 1552, or 1553).

In Base Price

3341 Four Remote Selective Control Valves with Push/Pull Breakaway Couplers
and High Pressure Relief Levers
EHSCVs are mounted on right hand console with PowrQuad PLUS or AutoQuad PLUS
Transmissions (Codes 1430, 1431 or 1451), and included in the CommandARM with
CommandQuad and IVT (Codes 1500, 1501, 1550, 1551, 1552, or 1553).

1,812.00

3351 Five Deluxe Rear Remote Selective Control Valves with Electro-Hydraulic Controls,
Push/Pull Breakaway Couplers and High Pressure Relief Levers
Not compatible with PowrQuad PLUS or AutoQuad PLUS Transmissions (Codes 1430, 1431
or 1451).
Included in the CommandARM with CommandQuad and IVT (Codes 1500, 1501, 1550, 1551,

3,625.00
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REMOTE SELECTIVE CONTROL VALVES ...Continued...
1552, or 1553).

3361 Six Deluxe Rear Remote Selective Control Valves with Electro-Hydraulic Controls,
Push/Pull Breakaway Couplers and High Pressure Relief Levers
Not compatible with PowrQuad PLUS or AutoQuad PLUS Transmissions (Codes 1430, 1431
or 1451).
Included in the CommandARM with CommandQuad and IVT (Codes 1500, 1501, 1550, 1551,
1552, or 1553).
Requires Option Code 841K.
Not Compatible with Option Codes 8910, 8410, 8411, 834L, and 834M.

5,437.00

REAR POWER TAKE OFF
3810 1-3/4 In. (45mm) 1000 rpm PTO (20 Spline)

Option is never compatible with 1-3/8 In. (35mm) 540 (6 Spline) / 1000 (21 Spline) rpm PTO.
In Base Price

3820 1-3/4 In. (45mm) 1000 rpm PTO (20 Spline),
1-3/8 In. (35mm) 540 (6 Spline) / 1000 (21 Spline) rpm PTO with Shifting
at the rear of the Tractor

1,459.00

3830 1-3/8 In. (35mm) 540 Economy rpm (6 Spline) / 1000 (21 Spline) / 1000 (21 Spline)
Economy rpm PTO, 1-3/4 In. (45mm) 1000 (20 Spline) / 1000 (20 Spline)
Economy rpm PTO, Electronicly Shiftable in Cab, One-Piece Reversible 1-3/8 In.
Shaft and Single Side 1-3/4 Shaft
Economy speed at 1730 engine rpm.

2,280.00

3831 1-3/8 In. (35mm) 540 (6 Spline) / 540 (6 Spline) Economy rpm / 1000 (21 Spline) rpm PTO,
1-3/4 In.(45mm) 1000 (20 Spline) rpm PTO, Electronicly Shiftable in Cab,
One-Piece Reversible 1-3/8 In. Shaft and Single Side 1-3/4 Shaft
Economy speed at 1730 engine rpm.

2,280.00

DRAWBAR AND TRAILER HITCH
4320 Category 3 Adjustable Swing Drawbar for use with a 38 mm Pin

Does not include clevis. For clevis, order Code 8435.
In Base Price

4323 Category 3 Drawbar, High Vertical Load (10,000 Lb. Capacity) with
Clevis and 1.50 In. (38 mm) Pin

985.00

HITCH, COUPLER, AND STABILIZER
4000 Less 3-Point Hitch

Requires Code 3331.
-6,384.00

4034 15,200 Lb. Capacity 3-Point Hitch (Cat. 3/3N) with Quik-Coupler
Includes solid, non-adjustable draft links and sway blocks.

In Base Price

4045 17,300 Lb. Capacity 3-Point Hitch (Cat. 3/3N) with Quik-Coupler
Includes solid, non-adjustable draft links and sway blocks.

882.00

HYDRAULIC PUMP
3240 43 gpm / 163 L/Min. Hydraulic Pump (63cc) In Base Price

3260 59 gpm / 223 L/Min. Hydraulic Pump (85cc) 1,123.00

REAR AXLES
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REAR AXLES ...Continued...
5065 4.33 In. (110 mm) Dia x 100.4 In. (2550 mm) Length

Not compatible with duals.
Requires Code 4036, 4031, 4041 or 4034.
Not compatible with Code 5090.

-440.00

5066 4.33 In. (110 mm) Dia x 118.5 In. (3012 mm) Length
Requires Code 4036, 4031, 4041 or 4034.
Not compatible with Code 5090.

In Base Price

5052 4.72 In. (120 mm) Dia x 100.4 In. (2550 mm) Length
Not compatible with duals.
Requires Code 4042, 4043, 4044, 4045.
Not compatible with Code 5090.

-440.00

5042 4.72 In. (120 mm) Dia x 118.5 In. (3012 mm) Length
Requires Code 4042, 4043, 4044, 4045.
Not compatible with Code 5090.

540.00

WHEELS AND HUBS
5092 Cast Wheels with Double Taper Hubs In Base Price

REAR WHEELS & TIRES (Single and Dual Configurations)
The models will be installed as listed. The company reserves the right to substitute another
model without written notice.
For complete tire and wheel information, refer to the Agricultural Sales Manual or individual
tire manufacturer's handbook.
Some tire sizes and/or brands are excluded from manufacturer warranty when used in
specialty applications (e.g. use on Scraper Tractors). Please refer to the tire manufacturer's
handbook for specific warranty guidelines.
Overloading of tires is prohibited.

REAR WHEELS AND TIRES FOR 40 km/h TRANSMISSIONS:

A8 Speed Rated RCI Group 47 Size Tires (77 In./1955 mm Diameter)
Listed Narrowest to Widest
Listed Singles to Duals
For MFWD, use with any A8 Speed Rated RCI Group 42 Front Tire with same brand
preference.
For tractors equipped with heavy ballast, duals are recommended to avoid overloading tires.
Mixing of R1 and R1W tread types between Front and Rear Tires is Permitted.

5500 320/90R54 In. 149A8 R1W Radial in Dual Wheel Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.

-680.00

5501 380/90R50 In. 151A8 R1W Radial Radial in Dual Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.

-3,300.00

5502 480/80R46 In. 158A8 R2 Radial in Dual Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.
Requires Front Tire Code 6103.

-2,076.00
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REAR WHEELS & TIRES (Single and Dual Configurations)
...Continued...

5103 480/80R46 In. 158A8 R1 Radial in Single Wheel Configuration
Available in Firestone or Goodyear.

-11,596.00

5503 480/80R46 In. 158A8 R1 Radial in Dual Configuration
Available in Firestone or Goodyear.

-2,876.00

5104 480/80R46 In. 158A8 R1W Radial in Single Wheel Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.

-10,017.00

5504 480/80R46 In. 158A8 R1W Radial in Dual Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.

-273.00

5105 520/85R42 In. 157A8 R1 Radial in Single Wheel Configuration
Available in Firestone or Goodyear.

-11,650.00

5505 520/85R42 In. 157A8 R1 Radial in Dual Configuration
Available in Firestone or Goodyear.

-2,984.00

5106 520/85R42 In. 157A8 R1W Radial in Single Wheel Configuration
Available in Firestone, Goodyear, or Michelin.

-10,404.00

5506 520/85R42 In. 157A8 R1W Radial in Dual Configuration
Available in Firestone, Goodyear, or Michelin.

-492.00

5108 520/85R42 In. 157A8 R2 Radial in Single Wheel Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.

-9,806.00

5508 520/85R42 In. 157A8 R2 Radial in Dual Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.

704.00

5509 620/70R42 In. 160A8 R1W Radial in Dual Configuration
Available in Firestone, Michelin, or Goodyear.

2,436.00

5123 620/70R42 In. 160A8 R1W Radial in Single Wheel Configuration
Available in Firestone, Goodyear or Michelin.

-8,940.00

5132 650/65R42 In. 158A8 R1W Radial in Single Wheel Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.

-7,841.00

5124 650/65R42 In. 170A8 R1W Radial in Single Wheel Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.

-7,766.00

5110 710/70R38 In. 166A8 R1W Radial in Single Wheel Configuration
Available in Firestone, Michelin, or Goodyear.

-7,694.00

5510 710/70R38 In. 166A8 R1W Radial in Dual Configuration
Available in Firestone, Michelin, or Goodyear.

4,928.00

5117 IF 710/70R38 178A8 R1W Radial in Single Wheel Configuration
Available in Firestone only.
Requires No Brand Preference Code 5999.

-7,120.00
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REAR WHEELS & TIRES (Single and Dual Configurations)
...Continued...

A8 Speed Rated RCI Group 48 Size Tires (81 In./2057 mm Diameter)
Listed Narrowest to Widest
Listed Singles to Duals
Use with any A8 Speed Rated RCI Group 43 Front Tire with same brand preference.
Mixing of R1 and R1W tread types between Front and Rear Tires is permitted.

5600 380/90R54 In. 152A8 R1W Radial in Dual Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.
Not compatible with Code 5090.

Same Price

5201 480/80R50 In. 159A8 R1W Radial in Single Wheel Configuration
Available in Firestone, Goodyear, Titan or Michelin.

-10,158.00

5601 480/80R50 In. 159A8 R1W Radial in Dual Configuration
Available in Firestone, Goodyear or Michelin.
Not compatible with Code 5090.

In Base Price

5202 IF 480/80R50 166A8 R1W Radial in Single Wheel Configuration
Available in Firestone only.
Requires No Brand Preference Code 5999.

-8,440.00

5602 IF 480/80R50 166A8 R1W Radial in Dual Configuration
Available in Firestone only. Requires No Brand Preference Code 5999.

3,436.00

5203 520/85R46 In. 158A8 R1W Radial in Single Wheel Configuration
Available in Firestone, Goodyear, Michelin or Continental.

-10,348.00

5603 520/85R46 In. 158A8 R1W Radial in Dual Configuration
Available in Firestone, Michelin, Continental, or Goodyear.

-380.00

5204 520/85R46 In. 158A8 R2 Radial in Single Wheel Configuration
Available in Goodyear only.
Requires Front Tire Code 6206.
Requires No Brand Preference Code 5999.

-10,112.00

5604 520/85R46 In. 158A8 R2 Radial in Dual Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.
Compatible Front Tire Code 6206.

92.00

5205 620/70R46 In. 167A8 R1W Radial in Single Wheel Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.

-8,566.00

5605 620/70R46 In. 167A8 R1W Radial in Dual Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.

3,184.00

5222 650/85R38 In. 173A8 R1W Radial in Single Wheel Configuration
Available in Trelleborg, Michelin, Goodyear, or Continental.

-7,864.00

5622 650/85R38 In. 173A8 R1W Radial in Dual Configuration
Available in Goodyear, Michelin, Trelleborg, or Continental.

4,588.00
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REAR WHEELS & TIRES (Single and Dual Configurations)
...Continued...

5218 IF 650/85R38 In. 179A8 R1W Radial in Single Wheel Configuration
Available in Michelin only.
Requires Front Tire Code 6214.
Requires No Brand Preference Code 5999.

-5,551.00

5618 IF 650/85R38 In. 179A8 R1W Radial in Dual Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.
Requires Front Tire Code 6214.

8,659.00

5206 710/70R42 In. 168A8 R1W Radial in Single Wheel Configuration
Available in Firestone only.
Requires No Brand Preference Code 5999.

-7,356.00

5606 710/70R42 In. 168A8 R1W Radial in Dual Configuration
Available in Firestone only.
Requires No Brand Preference Code 5999.
Not compatible with Code 5090.

5,604.00

5207 710/70R42 In. 173A8 R1W Radial in Single Wheel Configuration
Available in Goodyear, Michelin, Trelleborg, or Continental.

-7,054.00

5607 710/70R42 In. 173A8 R1W Radial in Dual Configuration
Available in Michelin, Goodyear, or Continental.
Not compatible with Code 5090.

6,208.00

5219 IF 710/70R42 In. 179A8 R1W Increased Flexion Radial in Single Wheel Configuration
Available in Firestone or Michelin.
Requires Front Tire Code 6214.

-5,446.00

5619 IF 710/70R42 In. 179A8 R1W Radial in Dual Configuration
Available in Michelin or Firestone.
Requires No Brand Preference Code 5999.
Requires Front Tire Code 6214.

9,424.00

5209 800/70R38 In. 173A8 R1W Radial in Single Wheel Configuration
Available in Firestone, Michelin, or Goodyear.

-6,794.00

5609 800/70R38 In. 173A8 R1W Radial in Dual Configuration
Available In Firestone, Michelin, or Goodyear.
Includes two 10 In. Axle Extensions.

6,728.00

5220 IF 800/70R38 In. 179A8 R1W Radial in Single Wheel Configuration
Available in Michelin only.
Requires Front Tire Code 6214.
Requires No Brand Preference Code 5999.

-4,120.00

5620 IF 800/70R38 In. 179A8 R1W Radial in Dual Configuration
Available In Michelin or Firestone.
Requires Front Tire Code 6214.
Includes two 10 In. Axle Extensions.
Requires No Brand Preference Code 5999.

12,076.00
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REAR WHEELS & TIRES (Single and Dual Configurations)
...Continued...

A8 Speed Rated RCI Group 49 Size Tires (85.5 In./2172 mm Diameter)
Listed Narrowest to Widest
Listed Singles to Duals
Use with any A8 Speed Rated RCI Group 44 Front Tire with same brand preference.
Mixing of R1 and R1W tread types between Front and Rear Tires is permitted.

5450 480/95R50 164A8 R1W in Dual Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.

4,852.00

5351 710/75R42 178A8 R1W in Single Wheel Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.

-6,596.00

5352 IF710/75R42 179A8 R1W in Single Wheel Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.
Requires Front Tire Code 6302.

-4,541.00

REAR WHEELS AND TIRES FOR 50 km/h TRANSMISSIONS:

B Speed Rated RCI Group 47 Size Tires (77 In./1955 mm Diameter)
Listed Narrowest to Widest
Listed Singles to Duals
For use with any B Rated RCI Group 42 Front Tire with same tread type and brand
preference.

5513 480/80R46 In. 158B R1 Radial in Dual Configuration
Available in Firestone or Goodyear.

-1,908.00

5116 710/70R38 In. 171B R1W Radial in Single Wheel Configuration
Available in Michelin or Goodyear.

-6,986.00

B Speed Rated RCI Group 48 Size Tire (81 In./2057 mm Diameter)
Listed Narrowest to Widest
Listed Singles to Duals
Use with any B Speed Rated RCI Group 43 Front Tire with same tread type and brand
preference.

5610 480/80R50 In. 159B R1W Radial in Dual Configuration
Available in Firestone or Goodyear.

804.00

5211 650/85R38 In. 173B R1W Radial in Single Wheel Configuration
Available in Michelin or Goodyear.

-7,382.00

5215 IF 650/85R38 In. 179B R1W Increased Flexion Radial in Single Wheel Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.
Requires Code 6215.

-5,551.00

5213 710/70R42 In. 173B R1W Radial in Single Wheel Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.

-6,273.00
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REAR WHEELS & TIRES (Single and Dual Configurations)
...Continued...

5216 IF 710/70R42 In. 179B R1W Radial in Single Wheel Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.
Requires Code 6215.

-4,891.00

5217 IF 800/70R38 In. 179B R1W Radial in Single Wheel Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.

-3,565.00

B Speed Rated RCI Group 49 Size Tires (85.5 In./2172 mm Diameter)
Listed Narrowest to Widest
Listed Singles to Duals
Use with any B Speed Rated RCI Group 44 Front Tire with same brand preference.

5453 480/95R50 164B R1W in Dual Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.

5,652.00

5354 710/75R42 In. 175D R1W in Single Wheel Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.

-6,396.00

5355 IF710/75R42 In. 178D R1W in Single Wheel Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.
Requires Code 6307.

-5,415.00

FRONT AXLES
6040 1300 Series Mechanical Front Wheel Drive Axle with Driveline Shield and

Limited Slip Differential
In Base Price

6060 1300 Series Mechanical Front Wheel Drive Axle with Triple Link
Suspension PLUS (TLS +), Driveline Shield and Limited Slip Differential

6,561.00

6061 1300 Series Mechanical Front Wheel Drive Axle with Triple Link
Suspension PLUS (TLS+), Driveline Shield, Hydraulic On/Off
Differential Lock and Wet Disk Front Brakes
Required for 31 mph (50 km/h) Transmissions (Code 1501, 1552 or 1553).
Compatible with 19 mph (30 km/h) or 25 mph (40 km/h) Transmissions (Code 1430, 1431,
1451, 1500, 1550, and 1551).

8,006.00

FRONT WHEELS AND TIRES
For complete tire and wheel information refer to the Agricultural Sales Manual or individual
tire manufacturer's handbook.
For loader compatibility information, refer to the Agricultural Sales Manual.
Some tire sizes and/or brands are excluded from manufacturer warranty when used in
specialty applications (e.g. use on scraper tractors).
Please refer to the tire manufacturer's handbook for specific warranty guidelines.
Overloading of tires is prohibited.
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FRONT WHEELS AND TIRES ...Continued...

MECHANICAL FRONT WEHEEL DRIVE (MFWD) AXLE
Eight Position Steel MFWD Wheels with:

A8 Speed Rated RCI Group 42 Size Tires (59 In./1498 mm Diameter)
Listed Narrowest to Widest
Use with any A8 Speed Rated RCI Group 47 Rear Tire with same brand preference.
Mixing of R1 and R1W tread types between Front and Rear Tires is permitted.

6106 320/85R38 In. 143A8 R1W Radial
Available in Goodyear only.
Requires No Brand Preference Code 5999.
Extended lead time tire; may affect Tractor delivery date.

-446.00

6107 380/85R34 In. 137A8 R1 Radial
Available in Firestone or Goodyear.

-978.00

6108 380/85R34 In. 137A8 R1W Radial
Available in Michelin only.
Requires No Brand Preference Code 5999.

485.00

6100 420/90R30 In. 142A8 R1 Radial
Available in Firestone or Goodyear.

-1,244.00

6101 420/90R30 In. 147A8 R1W Radial
Available in Michelin and Firestone.

-654.00

6102 16.9R30 In. 144A8 R1W Radial
Available in Firestone only.
Requires No Brand Preference Code 5999.
Extended lead time tire; may affect Tractor delivery date.

-670.00

6103 420/90R30 In. 142A8 R2 Radial
Available in Goodyear only.
Requires No Brand Preference Code 5999.
Extended lead time tire; may affect Tractor delivery date.

-582.00

6131 480/70R30 In. 152A8 R1W Radial
Available in Firestone or Goodyear.

-974.00

6119 540/65R30 In. 143A8 R1W Radial
Available in Michelin only.
Requires No Brand Preference Code 5999.

1,237.00

6109 600/65R28 In. 147A8 R1W Radial
Available in Firestone only.
Requires No Brand Preference Code 5999.
For use with 64 In. or wider tread setting.

996.00

6132 600/65R28 In. 154A8 R1W Radial
Available in Michelin and Goodyear.
For use with 64 In. or wider tread setting.

1,468.00
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FRONT WHEELS AND TIRES ...Continued...

A8 Speed Rated RCI Group 43 Size Tires (63 In./1600 mm Diameter)
Listed Narrowest to Widest
Use with any A8 Speed Rated RCI Group 48 Rear Tire with same brand preference.
Mixing of R1 and R1W tread types between Front and Rear Tires is permitted.

6200 320/80R42 In. 141A8 R1W Radial
Available in Goodyear only.
Requires No Brand Preference Code 5999.

58.00

6201 380/80R38 In. 142A8 R1W Radial
Available in Firestone, Goodyear, or Michelin.

58.00

6202 IF 380/80R38 In. 149A8 R1W Radial
Available in Firestone only.
Requires No Brand Preference Code 5999.

924.00

6203 420/85R34 In. 147A8 R1W Radial
Available in Firestone or Goodyear.

In Base Price

6205 480/70R34 In. 155A8 R1W Radial
Available in Firestone or Goodyear.

766.00

6217 IF 420/85R34 152A8 R1W Radial
Available in Firestone only.
Requires No Brand Preference Code 5999.

4,644.00

6204 480/70R34 In. 143A8 R1W Radial
Available in Michelin and Continental.

-64.00

6206 480/70R34 In. 146A8 R2 Radial
Available in Goodyear only.
Requires No Brand Preference Code 5999.

-194.00

6207 540/65R34 In. 148A8 R1W Radial
Available in Michelin or Goodyear.

8.00

6208 600/70R30 In. 152A8 R1W Radial
Available in Firestone, Goodyear or Michelin.

1,148.00

6214 IF 600/70R30 In. 159A8 R1W Radial
Available in Michelin and Firestone.
Requires No Brand Preference Code 5999.

2,043.00

A8 Speed Rated RCI Group 44 Size Tires (66 In./1676 mm Diameter)
Listed Narrowest to Widest
Use with any A8 Speed Rated RCI Group 49 Rear Tire with same brand preference.
Mixing of R1 and R1W tread types between Front and Rear Tires is permitted.

6303 380/80R42 In. 150A8 R1W
Available in Goodyear only.
Requires No Brand Preference Code 5999.

630.00

6304 420/85R38 In. 149A8 R1W
Available in Goodyear only.
Requires No Brand Preference Code 5999.

1,260.00
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FRONT WHEELS AND TIRES ...Continued...
6300 540/75R34 In. 157A8 R1W Radial

Available in Goodyear only.
Requires No Brand Preference Code 5999.
For use with 2080 or 2182 mm tread spacing with Code 6042.
For use with 1979, 2080 or 2182 mm tread spacing with Code 6060 or 6061.

450.00

6301 620/75R30 In. 163D R1W
Available in Goodyear only.
Requires No Brand Preference Code 5999.

1,328.00

6302 IF620/75R30 In. 164D R1W
Available in Michelin only.
Requires No Brand Preference Code 5999.

2,646.00

Eight Position B Speed Rated Steel MFWD Wheels for 31 mph (50 km/h)
Transmissions:

B Speed Rated RCI Group 42 Size Tires (59 In./1498 mm Diameter)
Listed Narrowest to Widest
Use with any B Speed Rated RCI Group 47 Rear Tire with same tread type and brand
preference.

6111 380/85R34 137B R1
Available in Goodyear or Firestone.

-978.00

6123 480/70R30 152B R1W
Available in Goodyear only.
Requires No Brand Preference Code 5999.

-974.00

6113 600/65R28 In. 147B R1W Radial
Available in Michelin or Goodyear.
Use with 1780 mm (70 In.) or wider tread settings.

1,480.00

B Speed Rated RCI Group 43 Size Tires (63 In./1600 mm Diameter)
Use with any B Speed Rated RCI Group 48 Rear Tire with same tread type and brand
preference.
Requires Code 5037.

6209 420/85R34 In. 147B R1W Radial
Available in Firestone or Goodyear.

704.00

6212 600/70R30 In. 152B R1W Radial
Available in Michelin and Goodyear
For use with 70 In. (1780 mm) or wider tread setting.

1,148.00

6210 540/65R34 In. 148B R1W Radial
Available in Michelin and Goodyear.

8.00

6215 IF 600/70R30 In. 159B R1W Increased Flexion Radial
Available in Michelin only.
Requires No Brand Preference Code 5999.

2,043.00
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FRONT WHEELS AND TIRES ...Continued...

B Speed Rated RCI Group 44 Size Tires (66 In./1676 mm Diameter)
Use with any B Speed Rated RCI Group 49 Rear Tire with same tread type and brand
preference.
Requires Code 5037.

6305 420/85R38 IN. 149B R1W
Available in Goodyear only.
Requires No Brand Preference Code 5999.

1,660.00

6306 620/75R30 In. 163D R1W
Available in Goodyear only.
Requires No Brand Preference Code 5999.

1,328.00

6307 IF620/75R30 In. 164D R1W
Available in Michelin only.
Requires No Brand Preference Code 5999.

2,646.00

TIRE PREFERENCE CODES
If only one brand is available in any tire code, the Tire Preference Code 5999 must be chosen
below to avoid extra charges. You will still get the one brand stated in the tire code
description.

5999 No Brand Preference No Charge

5901 Firestone Brand Only 600.00

5902 Goodyear Brand Only 600.00

5903 Michelin Brand Only 1,000.00

5904 Continental Brand Only 600.00

OPERATOR'S MANUALS, LABELS AND COMMANDCENTER
0409 English In Base Price

0437 Spanish Same Price

0413 French Same Price

ATTACHMENTS - ORDER AS DESIRED

Customer Gold Key Program:
9076 Gold Key Experience

Not compatible with Code 9075.
This new option will provide your customer with more flexibility to schedule their Gold Key
Experience Tour of a product similar to their purchase. Customers can choose a date that fits
their schedule and allows them to arrange travel in advance. This experience will provide
your customer with the same irreplaceable opportunity of a personal tour of our World Class
facility, with the exception of seeing their machine on the day of their tour. This tour will be
scheduled in advance with your customer#s input and will occur during an eight week period
(4 weeks prior to or 4 weeks after the machine#s expected warehouse date). There is more
availability and flexibility for this option to accommodate your customer#s needs. Upon
selection of this option, the factory will contact you to schedule a tour date.

No Charge
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ATTACHMENTS - ORDER AS DESIRED ...Continued...

Operator Station and Electrical:
8242 Radar with Dual Beam Sensor 850.00

8725 Rotary Beacon Light
Required to add Rotary Beacon Light to Standard Lighting Package.

321.00

8227 Outside Mirrors, Telescoping, Heated, Electrically Adjustable, RH and LH
Required to upgrade from Right and Left Hand Manual Adjust Mirrors.

925.00

8228 Outside Mirrors, Telescoping, Heated, Electrically Adjustable, RH and LH
Required to upgrade from RH and LH Electrically Adjusting Mirrors.

514.00

8782 Backup Alarm 170.00

8251 Antenna Mount and Wiring for Business Band (2-Way) Radio 123.00

8288 Foot Operated Speed Control 287.00

8720 Loader and Driving Light Package
Provides two road lights mounted higher on the cab posts for use when front mounted
equipment obstruct grill mounted front lights.

199.00

8210 Leather Trim
Includes heated leather seat, leather wrapped steering wheel and rear window decal.

1,568.00

Chassis:
8010 Fenders, Deluxe Pivoting Front for MFWD - 18.7 In. (480 mm) Wide

Recommended for use with 12.4 In. (290 mm) to 16.9 In. (420 mm) tire width.
Code 8010 or 8011 is required for 50km/h (31mph) Tractors.
Not compatible with Code 8011.

1,191.00

8011 Fenders, Deluxe Pivoting Front for MFWD - 24.4 In. (620 mm) Wide
Recommended for use with 18.4 In. (480 mm) to 23.6 In. (600 mm) tire width.
Not compatible with Code 8010.
If Code 8910 Loader Ready is selected the fenders will be fixed and loader compatible.
Code 8010 or 8011 is required for 31 mph (50 km/h) Tractors.

1,191.00

8020 Fenders, Full Coverage Rear - 100 In. (2.55 m) Width
Includes hitch control switch on both fenders.

1,303.00

8021 Fender, Extra Width Rear Extensions - 108 In. (2.75 M) Width
Provides coverage for up to 800 mm section width tires.
Not compatible with Code 8020.

1,545.00

8291 Left Hand Step Mud Guard
In base on Tractors with Group 49 Rear Tires.
Option on Tractors with Group 47 and Group 48 Rear Tires.

93.00

8910 Loader Ready Three Function Electronic - Independent Control Valve
Includes: 3-Function Electronic Joystick with activated speed shifting buttons (Activated Speed
Shifting Buttons not available with IVT Transmissions), 6-Hydraulic hoses from mid-mount
Tractor valve to attached single point half coupler, Loader Mounting Frame, and Hood Guard
(Requires front weight support).
Not compatible with Mid Mount SCV's or Front Hitch.
If fenders are desired please select Code 8011 which will be Fixed Front Fenders compatible
with Loaders.

7,019.00
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ATTACHMENTS - ORDER AS DESIRED ...Continued...
8751 Trailer Brake, Dual Line Air

Includes compressor, tank, control valve, and couplers.
Not compatible with Code 8756 or 8752.
For dual line air and hydraulic brakes, order Code 8752.
Code 8751, 8756, or 8752 is required for 31 mph (50 km/h) Tractors.

4,895.00

8756 Trailer Brake, Hydraulic
Includes rear tractor line coupler.
Not compatible with Code 8751 or 8752.
For dual line air and hydraulic brakes, order Code 8752.
Code 8751, 8756, or 8752 is required for 31 mph (50 km/h) Tractors.

524.00

8752 Trailer Brakes, Dual Line Air and Hydraulic
Includes Code 8751 and 8756.
Code 8751, 8756, or 8752 is required for 31 mph (50 km/h) Tractors.

5,419.00

Hitch and Drawbar:
8433 Less Drawbar

Requires Code 4311, 4313, 4314, or 4315.
-155.00

8428 Hydraulic Rear Center Link
Requires Code 8020.

1,070.00

841G Front Hitch Ready
Includes a front casting that will accommodate but does not include a Front Hitch and Front
PTO.
Includes 1 set of Hydraulic Oil lines to connect the Front Hitch and Mid-Mount SCV on a
Pivot Beam Axle and 3 sets of Hydraulic Lines on TLS front axles.
Not compatible with 8407, 8408, 8410, 8409, 8411.

2,449.00

8407 Deluxe Front Hitch with 3175 Kg (7000 Lb.) lift capacity
- ISO or 5200 Kg. (11,450 Lb.) lift capacity at hitch balls
- Less Pushbar (Hitch Raise/Lower hard plumbed to Mid-Mount Valve)
- Includes Zero Front Auxiliary Couplers
Not compatible with 841G, 832G, 834B, 834C, 834L, or 834M.
Requires Code 841K or 841L.
Codes 2051, 2053, 2055, 2058, 2060, and 2064 require option 841L.
Codes 2050, 2052, 2059, 2057, 2061, 2063, 2062, or 2065 are highly recommended to select
option 841K.
Includes 1 Mid-Mount SCV for hitch raise and lower.

3,771.00

8408 Deluxe Front Hitch with 3175 Kg (7000 Lb.) lift capacity
- ISO or 5200 Kg. (11,450 Lb.) lift capacity at hitch balls
- Less Pushbar (Hitch Raise/Lower hard plumbed to Mid-Mount Valve)
- Includes One Front Auxiliary Coupler
Not compatible with 841G, 832G, 834B, 834C, 834L, and 834M
Requires Code 841K or 841L.
Codes 2051, 2053, 2055, 2058, 2060, and 2064 require option 841L.
Codes 2050, 2052, 2059, 2057, 2061, 2063, 2062, or 2065 are highly recommended to select
option 841K.
Includes 2 Mid-Mount SCV's; Hitch Raise and Lower, 1 Aux Coupler.

4,862.00
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ATTACHMENTS - ORDER AS DESIRED ...Continued...
8410 Deluxe Front Hitch with 3175 Kg (7000 Lb.) lift capacity

- ISO or 5200 Kg. (11,450 Lb.) lift capacity at hitch balls
- Less Pushbar (Hitch Raise/Lower hard plumbed to Mid-Mount Valve)
- Includes Two Front Auxiliary Couplers
Not compatible with 841G, 832G, 834B, 834C, 834L, and 834M
Requires Code 841K or 841L.
Codes 2051, 2053, 2055, 2058, 2060, and 2064 require option 841L.
Codes 2050, 2052, 2059, 2057, 2061, 2063, 2062, or 2065 are highly recommended to select
option 841K.
Includes 3 Mid-Mount SCV's; Hitch Raise and Lower, 2 Aux Couplers.

5,953.00

8409 Premium Front Hitch with 3175 Kg (7000 Lb.) lift capacity
- ISO or 5200 Kg. (11,450 Lb.) lift capacity at hitch balls
- Includes Pushbar (Hitch Raise/Lower hard plumbed to Mid-Mount Valve)
- Includes One Front Auxiliary Coupler
Not Compatible with 841G, 832G, 834B, 834C, 834L, and 834M
Requires Code 841k or 841L
Codes 2051, 2053, 2055, 2058, 2060, and 2064 require option 841L.
Codes 2050, 2052, 2059, 2057, 2061, 2063, 2062, or 2065 are highly recommended to select
option 841K.
Includes 2 Mid-Mount SCV's; Hitch Raise and Lower, 1 Aux Coupler.

5,771.00

8411 Premium Front Hitch with 3175 Kg (7000 Lb.) lift capacity
- ISO or 5200 Kg. (11,450 Lb.) lift capacity at hitch balls
- Includes Pushbar (Hitch Raise/Lower hard plumbed to Mid-Mount Valve)
- Includes Two Front Auxiliary Couplers
Not compatible with 841G, 832G, 834B, 834C, 834L, and 834M.
Requires Code 841k or 841L.
Codes 2051, 2053, 2055, 2058, 2060, and 2064 require option 841L.
Codes 2050, 2052, 2059, 2057, 2061, 2063, 2062, or 2065 are highly recommended to select
option 841K.
Includes 3 Mid-Mount SCV's; Hitch Raise and Lower, 2 Aux Couplers.

6,862.00

841K Auxilary CommandArm Mounted SCV Controls
Highly recommended when Codes 8407, 8408, 8409, 8410, or 8411 are selected with Codes
2050, 2052, 2059, 2057, 2061, 2063, 2062, or 2065.

1,115.00

841L Joystick Control
Required when Codes 8407, 8408, 8409, 8410, or 8411 are selected with Codes 2051, 2053,
2055, 2058, 2060, or 2064.

1,127.00

8435 Drawbar Clevis, Cat. 3 with 1.5 In. (38 mm) Pin
Requires Code 4320.

223.00

841J Loader and Front Hitch Ready 9,468.00

Hydraulics:
832G Auxiliary Hydraulic Connections

Includes (2) motor return 1/2" couplers, (1) flat face sump 3/8" coupler, (1) 1/2" power beyond
pressure, (1) load sense 1/4" coupler.

812.00

834B Mid-Mount EH Valve Stack with 2-Function Paddle Pot Control
Provides two additional SCVs .
Float position included on all Mid-Mount valves.
Includes two sets of Mid-Mount valve couplers.
Not compatible with Front Hitch or Loader Ready Package.
Not compatible with AutoQuad or PowrQuad Transmissions.

2,355.00
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ATTACHMENTS - ORDER AS DESIRED ...Continued...
834C Mid-Mount EH Valve Stack with 2-Function Joystick Control

Provides two additional SCVs.
Float position capable on only 1 Mid-Mount valve.
Includes two sets of Mid-Mount valve couplers.
Not compatible with Front Hitch or Loader Ready Package.

3,082.00

834L Mid-Mount EH Valve Stack with 3-Function Paddle Pot Control
Provides three additional SCVs.
Float position included on all Mid-Mount valves.
Includes three sets of Mid-Mount valve couplers.
Not compatible with Front Hitch or Loader Ready Package.
Not compatible with 6 Rear SCV's.
Not compatible with AutoQuad or PowrQuad Transmissions

3,445.00

834M Mid-Mount EH Valve Stack with 3-Function Joystick Control
Provides Three Additional SCVs
Float position capable on only 1 Mid-Mount valve.
Includes three sets of Mid-Mount valve couplers.
Not compatible with Front Hitch or Loader Ready Package.
Not compatible with 6 Rear SCV's.

4,173.00

Front PTO:
8380 PTO, Independent Front with 1-3/8 In. 21-Spline, 1000rpm

Clockwise-Rotating Shaft as Viewed from Front (Type 2)
Requires Code 8407, 8408, 8409, 8410, 8411.

6,923.00

8381 PTO, Independent Front with 1-3/4 In. 20-Spline, 1000rpm
Clockwise-Rotating Shaft as Viewed from Front (Type 3)
Requires Code 8407, 8408, 8409, 8410, 8411.

6,923.00

8382 PTO, Independent Front with 1-3/8 In. 6-Spline, 1000rpm
Counter Clockwise-Rotating Shaft as Viewed from Front (Type 1)
Requires Code 8407, 8408, 8409, 8410, 8411.

5,993.00

Engine:
8302 Heater, Engine Block 110V 51.00

8300 Cold Weather Start Kit
Factory installation of Block Heater (110V) and Ether Aid Canister and Switch.

412.00

8301 Heater, Cold Weather Auxiliary Package, 110V
Includes Ether Aid Canister and Switch, Ground Fault Interrupter, Engine Block Heater,
Charge Pump Heater and Transmission Hydraulic Oil Heater (Transmission Heater is only
available on PQ, AQ, and CQ Transmissions).

503.00

8306 Fuel/Water Separator, Severe Duty
In addition to water separator in base equipment.

530.00

8220 Intelligent Power Management
Provides up to an additional 30 Engine hp in non-stationary rear PTO and transport
applications.
Not compatible with Code 8330.

2,844.00

8336 John Deere PowerTech PVX 9.0 L (549 cu. In.) 6 Cyl IT4 / Stage 3b Compliant Diesel
Engine

Same Price
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ATTACHMENTS - ORDER AS DESIRED ...Continued...

Quik-Tatch Weights:
8955 Weight, Front Support - Less Weights 314.00

8956 Weight, Front Support with Four Suitcase Weights
Not compatible with Front Loaders.

795.00

8957 Weight, Front Support with Eight Suitcase Weights
Not compatible with Front Loaders.

1,318.00

8958 Weight, Front Support with Twelve Suitcase Weights
Not compatible with Front Loaders.

1,845.00

8959 Weight, Front Support with Sixteen Suitcase Weights
Not compatible with Front Loaders.

2,383.00

8962 Weight, Front Support with Twenty Suitcase Weights
Not compatible with Front Loaders.

3,055.00

8963 Weight, Front Support with Twenty Four Suitcase Weights
Not compatible with Front Loaders.

3,287.00

Rear Wheel Weights - For Inside/Inner Wheels (Steel):
Weights shown are for each weight.

8970 One pair 165 Lb. (75 kg) Starter Weights and One Pair 450 Lb. (205 kg) Weights 1,564.00

8971 One pair 165 Lb. (75 kg) Starter Weights and Two Pair 450 Lb. (205 kg) Weights
Minimum tread setting may be restricted due to tire size selected. Refer to the Agricultural
Sales Manual for additional information.
Not compatible with 5010 or 5093.

2,662.00

Rear Wheel Weights - For Outside Drive Wheels (Steel):
Weights shown are for each weight.

8972 One pair 165 Lb. (75 kg) Starter Weights and One Pair 450 Lb. (205 kg) Weights
Not compatible with duals.

1,564.00

8973 One pair 165 Lb. (75 kg) Starter Weights and Two Pair 450 Lb. (205 kg) Weights
Not compatible with duals.

2,662.00

Rear Wheel Weights - For Inside/Inner Drive Wheels (Cast)
Weights shown are for each weight.

8974 One Pair 450 Lb. (205 kg) 1,098.00

8975 One pair 165 Lb. (75 kg) Starter Weights and One Pair 450 Lb. (205 kg) Weights 1,564.00

8976 Two Pair 450 Lb. (205 kg) 2,196.00

8977 One Pair 1400 Lb. (635 kg)
Requires Code 3902 and tires with load rating above 151 Load Index.

3,145.00
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ATTACHMENTS - ORDER AS DESIRED ...Continued...

Rear Wheel Weights - For Outside Drive Wheels (Cast):
Weights shown are for each weight.

8978 One pair 165 Lb. (75 kg) Starter Weights and One Pair 450 Lb. (205 kg) Weights
Not compatible with duals.

1,564.00

8979 One Pair 165 Lb. (75 kg) Starter Weights and Two Pair 450 Lb. (205 kg) Weights
Not compatible with duals.

2,662.00

Rear Wheel Weights - For Outside/Outer Dual Wheels:
Weights shown are for each weight.

8980 One Pair 165 Lb. (75 Kg) Starter Weights and One Pair 450 Lb. (205 Kg) Weights 1,564.00

8981 One Pair 165 Lb. (75 Kg) Starter Weights and Two Pair 450 Lb. (205 Kg) Weights
Based on the tire width option ordered, some 450 lb. wheel weights may be shipped on a
separate pallet and require dealer installation.

2,662.00

1200 kg (2645 lb.) Ballast Package with Rear Duals:
8935 Front Weight Support with 12 Front Suitcase Weights and One Pair

75 kg (165 lb.) with One Pair of 205 kg (450 lb.) Inside/Inner
Rear Wheel Weights and no Outside/Outer Dual Rear Wheel Weights

3,409.00

2254 kg (4970 lb.) Ballast Package with Rear Duals:
8936 Front Weight Support with 16 Front Suitcase Weights and One Pair

of 635 kg (1400 lb.) Inside/Inner Rear Wheel Weights and One Pair
75 kg (165 lb.) Outside/Outer Dual Rear Wheel Weights

5,994.00

3832 kg (8449 lb.) Ballast Package with Rear Duals:

Miscellaneous:
8785 Chock Block Holder 125.00

878K Export Tools 365.00

8550 Skid for Duals 130.00

ATTACHMENTS FOR FIELD CONVERSION

Electrical:
RE58827 9-Pin Connector Implement Feedback

Required for Touch-Set Depth Control.
128.00

RE324685 Battery Disconnect Switch 168.00

RE322555 Front Implement CAN Communication Connector 121.00

RE325915 Heater, Cold Weather Auxiliary Package, 110V
Contains block heater, ether aid canister and hydraulic pump heater.
Compatible on 9.0L IVT.

485.00
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ATTACHMENTS FOR FIELD CONVERSION ...Continued...
RE322780 ISO Cab Implement CAN Bus Adapter See Parts

RE21519 Implement Switch with 10 Ft. Harness 162.00

RE324687 Mounting Parts for Radar with Dual Beam Sensor
Compatible with IVT Transmissions.
Must order radar separately.

140.00

RE278980 Radar with Dual Beam Sensor
Requires AL171547 Attaching Bracket Kit.

See Parts

RE278984 Radar with Dual Beam Sensor See Parts

RE278986 Radar with Dual Beam Sensor - AU See Parts

RE278982 Radar, Dual Beam Sensor See Parts

RE325025 iTech 3/4 Switch
Requires software download. Reference Installation instructions for additional information.

25.00

Engine:
RE325917 Cold Weather Starting Package

Includes Switch and Ether Aid Canister. Only compatible with 9.0L.
116.00

RE315285 Fuel/Water Separator Kit, Severe Duty
Compatible with 9.0L.
Also order W54363 and hardware for loader.

625.00

Fenders:
RE323950 Fenders, Deluxe Pivoting Front for MFWD - 18.7 In. (480 mm) Wide

Kit does not contain fender support rods. Rods are dependent on front tire size. Please
reference installation instructions for further information.

1,310.00

RE323949 Fenders, Deluxe Pivoting Front for MFWD - 24.4 In. (620 mm) Wide
Kit does not contain fender support rods. Rods are dependent on front tire size. Please
reference installation instructions for further information.

1,310.00

RE324406 Fenders, Extra Width Rear Fender Extensions 267.00

RE318606 Fenders, Full Coverage Rear 2.55 meter (100 In. Width) 483.00

Front Hitch Hydraulic Mid-Mount Valves:
RE329076 Front Hitch Valve (100 ml.)

Compatible on all Tractors that are front hitch ready with TLS.
If additional valves are not required, also order (2) RE305393.

1,877.00

RE329075 Front Hitch Valve (100 ml.)
Compatible on all IVT Tractors that are front hitch ready without TLS.
If additional valves are not required, also order (2) RE305393.

1,877.00

RE329074 Front Hitch Valve (100 ml.)
Compatible on AQ, PQ, CQ transmissions that are front hitch ready without TLS.
If additional valves are not required, also order (2) RE305393.

1,877.00
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ATTACHMENTS FOR FIELD CONVERSION ...Continued...
RE329078 Second SCV for Front Hitch (140 ml.)

Compatible on all Tractors that are front hitch ready with TLS.
If additional valves are not required, order (1) RE322693.

1,158.00

RE329077 Second SCV for Front Hitch (140 ml.)
Compatible on all Tractors that are front hitch ready with MFWD.
If additional valves are not required, order (1) RE322693.

1,158.00

RE329080 Third SCV for Front Hitch (140 ml.)
Compatible on all Tractors that are front hitch ready with TLS.

1,158.00

RE329079 Third SCV for Front Hitch (140 ml.)
Compatible on all Tractors that are front hitch ready with MFWD.

1,158.00

Guards:
RE324072 Guards, Undercarriage Crop Shield

Protects transmission and wiring harness.
134.00

Hitch and Drawbar:
RE326620 3-in-1 Hitch Rails 1,202.00

RE326580 Carrier to Ground Engaging, Hitch Conversion Kit
Converts Codes 8407, 8408, 8410 from carrier to ground engaging.

2,513.00

RE330569 Drawbar Kit, Cat. 3 High Vertical Load (10,000 Lb. Capacity) 1,161.00

RE333545 Forced Steering Hitch Kit 1,300.00

RE327692 Front Hitch Chain Hooks 189.00

RE326447 Front Hitch Ready - Add Carrier Hitch 4,561.00

RE326450 Front Hitch Ready - Add Ground Engaging Hitch
Converts Code 841G, from front hitch ready to ground engaging.

5,387.00

RE326626 Pick-Up Hitch Kit (Long)
For use with Sway Blocks.

4,416.00

RE326624 Pick-Up Hitch Kit (Short)
For use with stabilizer.

4,212.00

RE330573 Rear Hitch Hydraulic Center Link 1,224.00

RE180668 Rear Hitch Quik-Coupler (Convertible Cat. 3/3N)
Requires RE34846 Bumper Blocks.

1,477.00

RE333036 Stabilizer Bracket Shield Hitch Kit 150.00

RE326622 Wagon Hitch Auto Coupler
Requires RE326620 3-in-1 Hitch Rail Kit.

1,113.00

Hydraulics:
RE327558 4th EH Rear Remote Cylinder Control Valve with Breakaway Couplers 1,396.00
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ATTACHMENTS FOR FIELD CONVERSION ...Continued...
RE327559 5th EH Rear Remote Cylinder Control Valve with Breakaway Couplers

Not compatible with PowrQuad PLUS or AutoQuad PLUS Transmission Codes 1430, 1431, or
1451.
Included in the CommandArm with CommandQuad and IVT Codes 1500, 1501, 1550, 1551,
1552, or 1553.

1,396.00

RE327560 6th EH Rear Remote Cylinder Control Valve with Breakaway Couplers
Not compatible with PowrQuad PLUS or AutoQuad PLUS Transmission Codes 1430, 1431, or
1451.
Included in the CommandArm with CommandQuad and IVT Codes 1500, 1501, 1550, 1551,
1552, or 1553.

1,844.00

RE315307 Auxiliary Hydraulic Reservoir 853.00

RE327561 Hydraulic Motor Return Kit with Case Drain 158.00

RE300468 Hydraulic Motor Return Kit without Case Drain
For case drain, order case drain kit separately.

102.00

RE328941 Implement Single Lever Control Lift Assist Kit 81.00

RE333857 Mid-Mount EHCV 2 or 3 Function EH Single Lever Control (Joystick) and
Mounting Parts for RH Armrest

1,700.00

RE333856 Mid-Mount EHCV 2 or 3 Function EH Single Lever Control (Joystick) and Mounting Parts for
RH Armrest with Speed Shifting

2,200.00

RE333854 Mid-Mount EHSCV 2 or 3 Function EH Single Lever Control (Joystick) and
Mounting Parts for Command Arm with Speed Shifting

2,700.00

RE300467 Power Beyond Coupler Kit 421.00

AR272536 Rear EHSCV Single Lever Control (Joystick) and Mounting Parts for CommandArm 1,510.00

Lighting:
RE334683 Auxiliary Driving / Loader Light Kit 219.00

RE334627 Front HID Light Kit 1,788.00

RE326320 Lights, Two Roof-Mounted 65W Halogen Front Flood Lights 135.00

RE334623 Rotary Beacon Light Kit 353.00

Loader Auxiliary Mid-Mount Valves:
RE329083 First & Second Remote (100 ml.) w/ AQ, PQ, CQ, without TLS

If additional valves are not required, order (1) RE322693.
2,448.00

RE329084 First & Second Remote (100 ml.) with AutoPowr / IVT, without TLS
If additional valves are not required, order (1) RE322693.

2,448.00

RE329085 First & Second Remote (100 ml.) with TLS
If additional valves are not required, order (1) RE322693.

1,999.00

RE329086 Third Remote (140 ml.)
If additional valves are not required, order (1) RE322693.

1,099.00
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ATTACHMENTS FOR FIELD CONVERSION ...Continued...

Operator Environment:
RE67016 3-Pin Adaptor for Power Strip See Parts

RE67015 3-Way Convenience Adapter for Power Strip See Parts

RE317435 Accessory Mounting Bracket 106.00

RE269615 Antenna Mount and Wiring for Business Band Radio 135.00

RE275532 Ash Tray See Parts

RE67014 Cigar-Style Adapter for Power Strip See Parts

RE323407 External Mirrors, Electrically Adjustable RH and LH Conversion Kit 514.00

RE293499 External Mirrors, Electrically Telescoping and Heated Mirror Heads 1,696.00

RE323405 External Mirrors, Manually Adjustable RH and LH 256.00

RE335740 Foot-Operated Speed Control 121.00

RE68495 Power Strip with Six Outlets
Cab Tractors (Code 2034) ONLY.
Requires (1) RE67013, (1) RE67014, and (1) RE67015 Ordered Separately.

See Parts

RE321103 Radio, Deere/Delco AM/FM Stereo with Clock, Front Audio Input
Jack for MP3 Players, Weatherband, Four Speakers and Antenna

715.00

RE321102 Radio, Deere/Delco AM/FM Stereo with Clock, Front Audio Input Jack
for MP3 Players, and Weatherband
Requires Standard Cab Antenna Kit (L113922) ordered separately through Parts.

421.00

RE321109 Radio, Deere/Delco AM/FM Stereo with Single Compact Disc Player,
Clock, Front Audio Input Jack for MP3 Players, and Weatherband
Requires Standard Cab Antenna Kit (L113922) Ordered Separately through Parts.

824.00

RE298965 Radio, Sub Woofer Kit 286.00

RE67013 Standard Connector with 1m (3-Foot) Cable for Power Strip See Parts

RE326509 Step Kit, Right Hand Step 350.00

RE324084 Step Mud Guard, LH 102.00

RE261504 Sun Shade, Front Pull Down See Parts

RE263352 Tire Pressure Monitor Kit
Includes Monitor and four pressure sensors.
For Cab Tractors Only.

See Parts

RE269618 Windshield Wiper with Washer, Rear 186.00

PTO:
RE326849 Front PTO Common Mounting Parts

Also order R325433 for 9.0L or R325432 for 6.8L.
1,102.00
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ATTACHMENTS FOR FIELD CONVERSION ...Continued...
RE302017 Independent Front PTO with 1-3/4 In. 20-Spline, 1000 RPM

Clockwise-Rotating Shaft as Viewed from Front (Type 3)
See Parts

RE323421 Independent Front PTO with 1-3/8 In. 21-Spline, 1000 RPM
Clockwise-Rotating Shaft as Viewed from Front (Type 2)

See Parts

RE302014 Independent Front PTO with 1-3/8 In. 21-Spline, 1000 RPM Counter
Clockwise-Rotating Shaft as Viewed from Front (Type 1)

See Parts

SCV Parts:
RE331560 Paddle Pot Pod, Common Parts

Only compatible on Tractors with CommandARM. Order single paddle potentiometer
separately.
See instructions RE331562 for more information.

92.00

RE331559 Single Paddle Potentiometer
Order decals and levers separately.
See instructions RE331561 for more information.

See Parts

Software Downloads:
RE298885 Intelligent Power Management

Provides up to an additional 30 Engine hp for non-stationary rear PTO and transport
applications.
Download through Service Advisor's software delivery system.
Includes instruction and download only.
See Ag Sales Manual for ground speed specifications.

See Parts

RE305729 Language Group for CommandCenter - English,
Croatian, Serbian, Slovenian,
German
Download through Service Advisor's software delivery system.
Includes instruction and download only.

See Parts

RE305727 Language Group for CommandCenter - English,
Danish, Swedish, Finish,
Norwegian
Download through Service Advisor's software delivery system.
Includes instruction and download only.

See Parts

RE305726 Language Group for CommandCenter - English,
Estonian, Latvian, Lithuanian,
Polish, Russian
Download through Service Advisor's software delivery system.
Includes instruction and download only.

See Parts

RE305725 Language Group for CommandCenter - English,
French, Dutch, Icelandic,
German
Download through Service Advisor's software delivery system.
Includes instruction and download only.

See Parts

RE305730 Language Group for CommandCenter - English,
Greek, Turkish
Download through Service Advisor's software delivery system.
Includes instruction and download only.

See Parts
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ATTACHMENTS FOR FIELD CONVERSION ...Continued...
RE305731 Language Group for CommandCenter - English,

Italian, Spanish, Portuguese, German,
Dutch, French, Swedish, Hungarian, Danish, Polish
Download through Service Advisor's software delivery system.
Includes instruction and download only.

See Parts

RE305728 Language Group for CommandCenter on IVT/AutoPowr Tractors - English,
Hungarian, Czech, Slovak, Romanian, Bulgarian
Download through Service Advisor's software delivery system.
Includes instruction and download only.

See Parts

BPF10313 Non-John Deere Guidance Compatibility Activation - Hemisphere/Outback
Required for communication between non-John Deere guidance systems and the Tractor's
steering components. Consult guidance system selling dealer for compatibility information.

250.00

BPF10311 Non-John Deere Guidance Compatibility Activation - Raven
Required for communication between non-John Deere guidance systems and the Tractor's
steering components. Consult guidance system selling dealer for compatibility information.

250.00

BPF10363 Non-John Deere Guidance Compatibility Activation - Trimble
Required for communication between non-John Deere guidance systems and the Tractor's
steering components. Consult guidance system selling dealer for compatibility information.

250.00

Vandal Protection:
AL71345 Door Locks - Custom Key 156.00

Weights:
AL113121 Centerlink Kit for Hitch Mounting 900 or 1150 kg Large Weights 200.00

RE326583 Front Hitch Ready Weight Support 748.00

R288797 Standard Front Weight Support 375.00

AL172542 Weight, 1150 kg Large Front Mounted 3,585.00

R127764 Weight, Front Suitcase (104 Lb.) Quantity of One
Dealer must order 5000 Lbs. to receive free freight through Waterloo Weight Program.
Available to Ag Dealers only.

123.00

RFR127764 Weight, Front Suitcase, Twenty (20-R127764) 2,276.00

R167151 Weight, Inner Wheel, 1400 Lb. 1,730.00

R167153 Weight, Wheel, 165 Lb. (72 Kg) 256.00

RFR207782 Weight, Wheel, 1800 Lb. (4 - 450 Lb., R207782 Weights) 2,416.00

RFR167153 Weight, Wheel, 1980 Lb. (12 - 165 Lb., R167153 Weights) 3,076.00

R207782 Weight, Wheel, 450 Lb. 604.00

Wheel Equipment:
AR190666 One 10 In. Dual Hub Extension 733.00

AGRICULTURAL PRODUCTS
JOHN DEERE TRACTORS

7260R Tractor
Continued

23 June 2011 US & Canada
2-Tractors-05800- 32



CODE
ATTACHMENT
IDENTIFIER DESCRIPTION

SUGGESTED
LIST PRICE

USD ($)

ATTACHMENTS FOR FIELD CONVERSION ...Continued...
AR190668 One 13 In. Dual Hub Extension 815.00

AR190669 One 15 In. Dual Hub Extension 854.00

AR194744 One 5 In. Dual Hub Extension 662.00

RE267658 Three Meter Front Wheel Spacer
Not compatible with Tractors equipped with front brakes.

2,959.00
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ENGINE:
John Deere PowerTech PSX Diesel

In-line 6-Cylinder Wet-Sleeve
with High Pressure Common Rail (HPCR)
Fuel System and 24 Valve Head

9.0 L (549 Cu. In.) Displacement
280 Engine hp 97/68/EC @ Rated Speed
232 SAE PTO hp @ Rated Speed
Air to Air Intercooled
Automatic Shutdown System
Dry Type Air Cleaner with Safety Element

and Dirt Aspiration System
Tilt Hood Enclosure with Side Panels
Viscous Fan
Electric Fuel Shutoff
Electric Thermal Assist Starting Aid
Coolant Conditioner Additive
Coolant Recovery System
Fuel Filter and Pre-Filter
Fuel Water Separator with Sensor
Self Priming and Bleeding Electronic Fuel Pump
530 L (140 US Gal.) Fuel Tank
B2 Biodiesel from the Factory
Lockable Fuel Cap
Engine Oil Filter
Electronic Injection and Governor Control

TRANSMISSION:
40k (25mph) AutoPowr IVT with

Reduced engine rpm's at max transport speed
Neutral Safety Start System

STEERING, BRAKES DIFFERENTIAL:
Load-Sensing Hydraulic Power Steering
Wet-Disk Hydraulic Power Brakes
Tilt/Telescoping Memory Steering Wheel
Hydraulically-Engaged Rear Differential
Lock

HYDRAULICS:
Pressure and Flow Compensating Axial

Piston Pump
45 GPM (174 L/min) Pump Output
35 GPM (132 L/min) Flow @ One SCV
65L of Take Out Oil
Three Electrohydraulic Remote Selective
Control Valves with Push/Pull
ISO Breakaway Couplers and
High Pressure Relief Levers

REAR PTO:
Independent 1000 RPM, 45 mm
(1-3/4 In.) 20 Spline

PTO Safety Start System
Seat-Activated PTO Warning
Adjustable Engagement Modulation

ROCKSHAFT, HITCH AND DRAWBAR:
Electrohydraulic Hitch with Transport
Lock and External Remote Control Switch

Dual Cylinder Rear Hitch
3-Point (Category 3/3N) Hitch
Fixed Length Draft Links Arms
Category 3 Adjustable Drawbar
Secondary Implement Chain Support
Sway Blocks with

Tapered Wedge Adjustment
Hitch Dampening
Center Link Adjustment Handle

INSTRUMENTATION:
Corner Post Digital Instrument Panel includes:
Engine Oil Pressure Gauge
Engine Coolant Temperature Gauge
Fuel Level Gauge with

Low Fuel Warning Signal
Engine RPM Indicator

Status Indicators for MFWD
Differential Lock
Rear PTO Speed

CommandCenter Display includes:
GreenStar 3 Application Capability
Video Capability with Tractor Function

Activated Triggers
AutoTrac and Swath Control Pro

Activations Required
Access Manager
Universal Performance Monitor
Display Function Definable by Operator

% Slip
Ground Speed
PTO Speed
Engine Hours
Hydraulic Settings
Hitch Settings
Hitch Slip Command
Productivity
Efficiency
Area
Adjustable PTO Modulation
Implement Width
Service Hours
Voltage
Fuel Consumption Rate
Temperatures
Time of Day
Ambient Temperature

Set and Adjust Time and Flow of
Individual Selective Control Valves

ITEC Tractor and Implement Function Control

Languages:
For a complete list of languages refer to the
Ag Sales Manual

OPERATOR PROTECTIVE STRUCTURE:
Deluxe CommandView II Cab

Tilt/Telescoping Memory Steering Wheel
Comfort Command Seat with

Air Suspension, Swivel
Fore-Aft Lateral Attenuation
Lumbar Support
Backrest Adjustment with
Intergrated CommandARM Controls

Adjustable Position CommandARM with
Integrated CommandCenter Display

Swing-Out Rear Window (30 Degrees)
Tinted Glass
Air Conditioner and Heater
Two Speed and Intermittent Front Wiper

and Rear Wiper
Front and Rear Windshield Washer
Pull Down Front Sun Visor
Rear Under Seat Storage
Folding Instructional Seat
Left Hand Storage
Two Beverage Holders
Right and Left Outside Mirrors
Less Radio and Speakers
Includes Wiring Harness for Radio

and Speakers
Inside Cab Mounted Rear View Mirror
Passive Noise Reduction System

Backlit Right Hand Console Controls
with Adjustable Brightness

ELECTRICAL:
Key Engine Shutoff
12V Electrical System
Two 925 CCA 12V Batteries
Two 12V Electrical Convenience Outlet
Two 12V Electrical 3-Pin Outlet

with Adapter
Battery Boost Terminal
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200 Amp Alternator
SmartCircuit Current Load Monitoring
System with Fuse Panel

7-Terminal Rear Implement Electrical
Outlet Socket

Integrated ISO Radar Connector
StarFire ITC or Radar Speed
Input Harness

ServiceADVISOR Data Port

LIGHTS:
Six Front Grill Mounted Lights
Ten Cab Roof Mounted Lights
Two Rear Fender Flood Lights
Extremity, Brake, Turning, and Hazard
Lights

AXLE, WHEELS AND TIRES:
1300 MFWD Front Axle with Limited
Slip Differential
and Driveline Shield

Rear Axle and Wheels and Tires

AG MANAGEMENT SOLUTIONS:

Integrated Plug-In for GreenStar Display
Deluxe StarFire Receiver Bracket
GreenStar Ready harness with Implement

Circuit Gateway and Integrated
GreenStar Display Plug-In
Connector (ISO 11783 Compatible)

AutoTrac Ready Components:
Wiring, SSU, Front Wheel-
Angle Sensor and Electro-Hydraulic
Steering Valve

MISCELLANEOUS:
Horn
PTO Master Shield
Tool Box
Operator's Manual

**Cold Cranking Amperes

CODE
ATTACHMENT
IDENTIFIER DESCRIPTION

SUGGESTED
LIST PRICE

USD ($)

Select One Code From Each Required Category

BASE MACHINE
EX-WORKS Waterloo, Iowa

7640RW 7280R Tractor 219,641.00

DESTINATION COUNTRY
A Code must be chosen for each Tractor ordered.

0184 Canada
Configuration G
Requires Code 8336 Stage 3b/IT-4 Compliant Engine.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4320 Category 3, Adjustable Swing Drawbar for use with a 38mm Pin.
Code 4034 15,200 Lb. Capacity 3-Point Hitch (Cat. 3/3N) with Quik-Coupler.
Code 5061 110 mm (4.33 In) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5601 480/80R50 In. 159A8 R1W Radial Rear Dual Wheels and Tires.
Code 6203 420/85R34 In. 147A8 R1W Radial Front Single Wheels and Tires.
Code 1887 JDLink Ultimate Promotion.

1,209.00

0202 United States
Configuration G
Requires Code 8336 Stage 3b/IT-4 Compliant Engine.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4320 Category 3, Adjustable Swing Drawbar for use with a 38mm Pin.
Code 4034 15,200 Lb. Capacity 3-Point Hitch (Cat. 3/3N) with Quik-Coupler.
Code 5061 110 mm (4.33 In) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5601 480/80R50 In. 159A8 R1W Radial Rear Dual Wheels and Tires.
Code 6203 420/85R34 In. 147A8 R1W Radial Front Single Wheels and Tires.
Code 1887 JDLink Ultimate Promotion.

1,209.00
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DESTINATION COUNTRY ...Continued...

0230 Australia
Configuration G
Requires Code 8336 Stage 3b/IT-4 Compliant Engine.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4320 Category 3, Adjustable Swing Drawbar for use with a 38mm Pin.
Code 4034 15,200 Lb. Capacity 3-Point Hitch (Cat. 3/3N) with Quik-Coupler.
Code 5061 110 mm (4.33 In) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5601 480/80R50 In. 159A8 R1W Radial Rear Dual Wheels and Tires.
Code 6203 420/85R34 In. 147A8 R1W Radial Front Single Wheels and Tires.
Code 1887 JDLink Ultimate Promotion.

1,209.00

0237 New Zealand
Configuration G
Requires Code 8336 Stage 3b/IT-4 Compliant Engine.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4320 Category 3, Adjustable Swing Drawbar for use with a 38mm Pin.
Code 4034 15,200 Lb. Capacity 3-Point Hitch (Cat. 3/3N) with Quik-Coupler.
Code 5061 110 mm (4.33 In) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5601 480/80R50 In. 159A8 R1W Radial Rear Dual Wheels and Tires.
Code 6203 420/85R34 In. 147A8 R1W Radial Front Single Wheels and Tires.
Code 1887 JDLink Ultimate Promotion.

1,209.00

VALUE PACKAGE CONFIGURATIONS
0500 No Package

Order one Code from each box in the Price Pages.
In Base Price

0511 AutoPowr IVT Transmission Premium Package
Includes Codes 2061 or 2062, 1823 or 1826, 1550 or 1551 or 1552 or 1553, 7202, 2661 or
2662, 3240 or 3260.

-1,500.00

0512 iPackage AutoPowr IVT
Includes Codes 2061 or 2062, 1833, 1823 or 1826, 1846 or 1847, 1837 or 1838, 1887 or 1888
or 1889 or 1884, 1550 or 1551 or 1552 or 1553, 7202, 2661 or 2662, 3240 or 3260.

-2,000.00

OPERATOR STATION
2050 CommandView II Cab

Includes:
ComfortCommand Seat with Fore-Aft and Lateral Attenuation and Lumbar Support.
Adjustable Right Hand CommandARM Armrest controls with Integrated CommandCenter
Display.
Remote Radio Controls located on CommandARM.
Front Windshield Washer and Wiper.
Manual Temperature Controls located in cab roof.
Not compatible with PowrQuad or AutoQuad transmissions.
Folding Instructional Seat.

-2,317.00

2059 Deluxe CommandView II Cab
Includes:
ComfortCommand Seat with Fore-Aft and Lateral Attenuation and Lumbar Support.
Adjustable Right Hand CommandARM Armrest Controls with Integrated CommandCenter
Display. Remote Radio Controls Located on CommandARM.
Front and Rear Windshield Washer and Wiper.
Automatic Temperature Control with controls located on CommandARM.

In Base Price
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OPERATOR STATION ...Continued...
Front Pull Down Sun Shade.
Right and Left Outside Mirrors (Manual Adjustment).
Power Strip with Convenience Plug Adapter.
Programmable Egress Lighting.
Folding Instructional Seat.
Not Compatible with PowrQuad or AutoQuad Transmissions.
Right Hand Steps.

2061 Premium CommandView II Cab with Active Seat
Includes:
Active Seat with Fore-Aft and Lateral Attenuation and Lumbar Support.
Adjustable Right Hand CommandARM Armrest Controls with Integrated CommandCenter
Display.
Remote Radio Controls Located on CommandARM.
Front and Rear Windshield Wiper and Washer.
Automatic Temperature Control with controls located on CommandARM.
Front Pull Down Sun Shade.
Power Strip with Convenience Plug Adapter.
Programmable Egress Lighting.
Right and Left Outside Mirrors (Electrically Adjustable).
Folding Instructional Seat.
Not Compatible with PowrQuad or AutoQuad Transmissions.
Folding Instructional Seat.
Right Hand Steps.

2,770.00

2062 Premium CommandView II Cab with Cab Suspension
Includes:
Cab Suspension
ComfortCommand Seat with Fore-Aft and Lateral Attenuation and Lumbar Support.
Adjustable Right Hand CommandARM Armrest Controls with Integrated CommandCenter
Display.
Remote Radio Controls Located on CommandARM.
Front and Rear Windshield Wiper and Washer.
Automatic Temperature Control with controls located on CommandARM.
Front Pull Down Sun Shade.
Power Strip with Convenience Plug Adapter.
Programmable Egress Lighting.
Right and Left Outside Mirrors (Electrically Adjustable).
Folding Instructional Seat.
Not Compatible with PowrQuad or AutoQuad Transmissions.
Right Hand Steps.

3,377.00

DISPLAY
When using the GS3 CommandCenter as the only GreenStar display, GS3 CommandCenter is
capable of running AutoTrac and Swath Control Pro only (with appropriate activations
purchased and StarFire Receiver installed). When utilizing an additional GreenStar Display,
ALL GreenStar applications must be run on the additional GreenStar Display. See Online
Configurator and Ag Sales Manual for more information.

Option availability limited by specific geographical regions. Please refer to region specific
price pages for appropriate ordering codes.

1821 GS3 CommandCenter, 7" Color Display
Includes Access Manager user lockout software.
With a StarFire Receiver installed, the display is capable of operating manual guidance.
AutoTrac, Swath Control Pro and Pivot Pro will function on the CommandCenter display with
activations sold separately.

Does not include a cornerpost bracket for mounting an additional GreenStar Display.

GS3 CommandCenter is not compatible with video.

In Base Price
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DISPLAY ...Continued...
1823 Touchscreen GS3 CommandCenter 7" Color Display, Video Capable

Includes Access Manager user lockout software, and video capability.
With a StarFire Receiver installed, the display is capable of operating manual guidance.
AutoTrac, Swath Control Pro, and Pivot Pro will function on the CommandCenter display with
activations sold separately.
One video camera input pre-wired in the cab. Connector located on the outside rear of the cab.
Video software can be configured in the CommandCenter using Tractor function activated
triggers.
See Parts for available cameras.

Does not include a cornerpost bracket for mounting an additional GreenStar Display.

1,260.00

1825 GS3 CommandCenter 7" Color Display with GreenStar 3 2630 Display
Includes Access Manager user lockout software.
Includes GreenStar 3 Display 2630, harness, and A-post mounting bracket installed on
cornerpost.

Includes GreenStar 3 Display 2630 Operator's manual with the language translation to match
the Tractor Operator's manual language translation.
Note: When a GreenStar 3 Display 2630 is connected at the cornerpost, all GreenStar
applications must be run on the cornerpost display. Warranty on GreenStar 3 Display 2630
will be handled by AMS and will carry normal AMS warranty terms.

With a Starfire Receiver installed, the display is capable of operating manual guidance.
AutoTrac, Swath Control Pro and Pivot Pro will function on the CommandCenter display with
activations sold separately.

Does not include a cornerpost bracket for mounting an additional GreenStar Display.

GS3 CommandCenter is not compatible with video.

5,895.00

1826 Touchscreen GS3 CommandCenter 7" Color Display, Video Capable with
GreenStar 3 2630 Display
Includes Access Manager user lockout software, and video capability.
Includes GreenStar 3 2630 Display, harness, and A-post mounting bracket installed on
cornerpost.

Includes GreenStar 3 2630 Display Operator's manual with the language translation to match
the Tractor Operator's manual language translation.

The GS3 CommandCenter is pre-wired with one video input in the cab. Connector located on
the outside rear of cab. Video software can be configured in the CommandCenter using
tractor function activated triggers. In addition, the GreenStar 3 2630 Display has the
capability of one video input. Requires camera and harnessing for video capabilities. See
Attachments for harnessing at GreenStar Harnesses in the AMS Price Pages and Ag Sales
Manual for list of compatible cameras.

When a GreenStar 3 2630 Display is connected at the cornerpost, all GreenStar applications
must be run on the cornerpost display. Warranty on GreenStar 3 2630 Display will be handled
by AMS and will carry normal AMS warranty terms.

7,160.00

RECEIVER
StarFire 3000 Position Receivers can be ordered in two configurations:
-SF1 World Solution, a no-charge differential correction signal that provides non-row-crop
accuracy.
-SF2 Ready, a license-based differential correction signal that provides +/- 4 inch pass-to-pass
accuracy. SF2 licenses can be obtained by calling 888-GRN-STAR or visiting
www.StellarSupport.com.
-RTK capability may be added to an SF2 Ready StarFire 3000 by adding a StarFire RTK
radio, RTK radio cover, and RTK activation. Must have complete base station and vehicle kit
for RTK. See Ag Sales Manual for configurations.
In addition, each StarFire 3000 receiver is capable of utilizing the free Wide Area
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RECEIVER ...Continued...
Augmentation System (WAAS) signal.

GPS serial port information (NMEA) is available through a StarFire 3000 SF1 World Solution
or StarFire 3000 SF2 Ready receiver when it is connected to a GreenStar System, or
when it has a valid SF2 license or RTK activation being used with a non-Deere
system.

Option availability limited by specific geographical regions. Please refer to region specific
price pages for appropriate ordering codes.

1835 Less StarFire 3000 Receiver
Tractor includes deluxe receiver mounting bracket only.

When installing a StarFire Receiver with Original Shroud, order conversion bracket through
parts or a Deluxe Shroud through AMS Attachments to retrofit an iTC Receiver.

In Base Price

1837 StarFire 3000 Receiver - SF1 World Solution with Deluxe Shroud
Tractor includes deluxe receiver mounting bracket only.
StarFire 3000 Receiver shipped inside the cab. Includes Receiver Operator's Manuals with the
language translation to match the Tractor Operator's Manual language translation.
Warranty on StarFire 3000 Receiver will be handled by AMS and will carry normal AMS
warranty terms.

Ready for use with the StarFire SF1 or WAAS/EGNOS differential correction signal for
non-row-crop accuracy. StarFire 3000 receiver can be upgraded to SF2 capabilities.

2,695.00

1838 StarFire 3000 Position Receiver - SF2 Ready with Deluxe Shroud
Tractor includes deluxe receiver mounting bracket only.
StarFire 3000 Receiver shipped inside the cab. Includes Receiver Operator's Manuals with the
language translation to match the Tractor Operator's Manual language translation.
Warranty on StarFire 3000 Receiver will be handled by AMS and will carry normal AMS
warranty terms.

A StarFire 3000 SF2 Ready Receiver requires an SF2 network subscription to obtain SF2
accuracy (+/-4" of accuracy pass to pass within 15 minutes, 95% of the time). The SF2
subscription is available through StellarSupport.com or by calling the AMS Customer Call
Center.

4,695.00

AG MANAGEMENT SOLUTIONS SOFTWARE ACTIVATIONS
Other activations sold separately and are available through the AMS prices pages.
GS2 activations are not compatible with the GS3 CommandCenter or GS3 2630 Display.
Purchase of a new GS3 activation or upgrading the GS2 activations is required.

When using the GS3 CommandCenter as the only GreenStar display, GS3 CommandCenter is
capable of running AutoTrac and Swath Control Pro only (with appropriate activations
purchased and StarFire Receiver installed). When utilizing an additional GreenStar Display,
ALL GreenStar applications must be run on the additional GreenStar Display. See Online
Configurator and Ag Sales Manual for more information.

Dealer/Distributor required to contact Stellar Support to activate AutoTrac and/or iTEC Pro
on the GreenStar 3 2630 Display, referencing Tractor COMAR order number.
Dealer/Distributor required to fully test AutoTrac and/or iTEC Pro functionality. Warranty on
activations will be handled by AMS and will carry normal AMS warranty terms.

Option availability limited by specific geographical regions. Please refer to region specific
price pages for appropriate ordering codes.

1845 Less AutoTrac Activation - GS3 In Base Price

1846 AutoTrac SF1 Activation - GS3
Requires factory installed StarFire 3000 SF1 Receiver (Code 1837) for AutoTrac functionality.

3,000.00
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AG MANAGEMENT SOLUTIONS SOFTWARE ACTIVATIONS
...Continued...
See AMS sales manual and price pages for detailed information.

1847 AutoTrac SF2 Activation - GS3
Requires factory installed StarFire 3000 SF2 Receiver (Code 1838) for AutoTrac functionality.
Also requires SF2 Subscription sold seperately for SF2 functionality.
For RTK usage, purchase RTK radio, activation, and base station sold separately.
See AMS sales manual and price pages for detailed information.

6,500.00

MACHINE CONNECTIVITY
Machine connectivity functions require cellular coverage.
Usage of the JDLink System requires customer's acceptance of the terms of the John Deere
Telematics System Contract, which describes John Deere's access and use of the data collected
by the system.

Option availability limited by specific geographical regions. Please refer to region specific
price pages for appropriate ordering codes.

1885 JDLink Capable
Includes cab wiring harness only.
Requires field kit installation, activation, and subscription for JDLink functionality.

In Base Price

1886 JDLink Select
Includes JDLink hardware: integrated cab wiring harness, antenna, modular telematics
gateway (MTG) with Service ADVISOR Remote capability, and JDLink Select activation.
Requires purchase of JDLink Select subscription sold separately.
Features: machine Hours, machine location, curfew alert, geofence alert, and maintenance
profile.
JDLink customer account must be created to access JDLink Select data.
Upgrade to JDLink Ultimate requires purchase of JDLink Ultimate activation and JDLink
Ultimate subscription (no hardware changes required).

1,000.00

1887 JDLink Ultimate Promotion - 1 Year Subscription Included
Includes JDLink hardware: integrated cab wiring harness, antenna, modular telematics
gateway (MTG) with Service ADVISOR Remote capability, JDLink Ultimate activation, and 1
year subscription to JDLink Ultimate service.
In addition to JDLink Select features this includes: machine utilization information, machine
reports, machine diagnostics.
JDLink customer account must be created to access JDLink Ultimate data.
Annual subscription renewal required after first year of service for continued functionality.

No Charge

1889 JDLink Ultimate
Includes JDLink hardware: integrated cab wiring harness, antenna, modular telematics
gateway (MTG) with Service ADVISOR Remote capability, and JDLink Ultimate activation.
Requires purchase of JDLink Ultimate subscription sold separately.
In addition to JDLink Select features this includes: machine utilization information, machine
reports, machine diagnostics.
JDLink customer account must be created to access JDLink Ultimate data.

2,400.00

1888 JDLink Ultimate Promotion - 3 Year Subscription Included
3 year subscription includes: 1 year promotion plus 2 additional years of JDLink Ultimate
data and Service ADVISOR Remote Capability.

Includes JDLink hardware: integrated cab wiring harness, antenna, modular telematics
gateway (MTG) with Service ADVISOR Remote capability, and JDLink Ultimate activation,
and 3 year subscription to JDLink Ultimate service.
In addition to JDLink Select features: machine utilization information, machine reports,
machine diagnostics.
JDLink customer account must be created to access JDLink Ultimate data.
Annual subscription renewal required after third year of service for continued functionality.

1,200.00
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MACHINE CONNECTIVITY ...Continued...

For US, Canada, Australia, and New Zealand.

1884 JDLink Ultimate Promotion - 5 Year Subscription Included
5 year subscription includes: 1 year promotion plus 4 additional years of JDLink Ultimate
data and Service ADVISOR Remote Capability.

Includes JDLink hardware: integrated cab wiring harness, antenna, modular telematics
gateway (MTG) with Service ADVISOR Remote capability, and JDLink Ultimate activation,
and 5 year subscription to JDLink Ultimate service.
In addition to JDLink Select features: machine utilization information, machine reports,
machine diagnostics.
JDLink customer account must be created to access JDLink Ultimate data.
Annual subscription renewal required after fifth year of service for continued functionality.

For US, Canada, Australia, and New Zealand.

2,400.00

ACTIVECOMMAND STEERING
1833 John Deere ActiveCommand Steering (ACS)

Not compatible with Codes 1430, 1431, or 1451.
3,100.00

1834 Less John Deere ActiveCommand Steering (ACS) In Base Price

TRANSMISSION
1550 AutoPowr IVT Transmission 25 mph (40 km/h) with Right Hand Reverser Control and

Field Cruise
Requires CommandARM Cab.
Not compatible with Code 6020.

In Base Price

1551 AutoPowr IVT Transmission 25 mph (40 km/h) with Left Hand Reverser Control and
Field Cruise
Requires CommandARM Cab.
Not compatible with Code 6020.

500.00

1553 AutoPowr IVT Transmission 31 mph (50 km/h) with Right Hand Reverser Control and
Field Cruise
Requires Air or Hydraulic trailer brakes, TLS Plus with front brakes, front fenders.
Requires Symbol B (31 mph/50K) Front and Rear Tires, ordered from the tire section in this
price list.
Not compatible with Code 6020.

Same Price

1552 AutoPowr IVT Transmission 31 mph (50 km/h) with Left Hand Reverser Control and
Field Cruise
Requires Air or Hydraulic trailer brakes, TLS Plus with front brakes, front fenders.
Requires Symbol B (31 mph) Front and Rear Tires, ordered from the tire section in this price
list.
Not compatible with Code 6020.

500.00

LIGHTS
7200 Standard Lighting

Six Front Grill Mounted Lights: Two 65 W Low Beam Driving Lights, two 65 W High Beam
Driving Lights and two Front Corner Facing Halogen Work Lights.
Ten Cab Roof Mounted Lights: Two Rear and four Side Facing 65 W Flood lights and four
Corner Facing Amber Lights.
Two Rear Fender Mounted Flood Lights and two Rear Turn Signal and Brake Lights.
Two Folding Extremity Lights.

In Base Price
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LIGHTS ...Continued...
7201 Deluxe Lighting

Includes Standard Lights plus two adjustable front roof 65W halogen floodlights, two front
belt-line work lights, and rotary beacon light.

762.00

7202 Premium Lighting
Includes Deluxe Lights, and additionally in the front grill screen, two front corner HID lights
replace two front halogen lights and one HID light and one 65W halogen flood light are
added. Two rear fender lights are replaced with HID lights.

3,278.00

RADIO
2650 Less Radio, Less Speakers

Includes wiring harness only for radio and speakers.
-650.00

2660 Deluxe Radio Package
AM/FM Stereo with Clock, Remote Controls. Auxiliary Input Jack located on front of Radio.
Four Speakers and External Antenna.

In Base Price

2661 Premium Radio Package with XM Radio
AM/FM Stereo with Premium Tuner, Clock, Weatherband, Compact Disc Player, Remote
Controls.
USB port on front of radio face.
Auxiliary Input Jacks located in right hand storage console and on radio face.
BlueTooth capable including microphone. Integrated BlueTooth Phone Book connection
through CommandCenter.
XM Satellite capable including Satellite Antenna (Subscription Required).
Four Speakers, Subwoofer, and External Antenna.
Volume, Speed Compensation, bass, and treble radio functions can be viewed and configured
on the CommandCenter Display.

335.00

2662 Premium Radio Package
For Non U.S. and Canada Markets only: AM/FM Stereo with Premium Tuner, Clock, Compact
Disc Player, Remote Controls.
Auxiliary Input Jack located in right hand storage console and on radio.
BlueTooth capable including microphone. Integrated BlueTooth Phone Book connection
through CommandCenter.
Four Speakers, Subwoofer, and External Antenna.

235.00

REMOTE SELECTIVE CONTROL VALVES
3331 Three Deluxe Rear Remote Selective Control Valves with Electro-Hyraulic Controls,

Push/Pull Breakaway Couplers and High Pressure Relief Levers
EHSCVs are mounted on right hand console with PowrQuad PLUS or AutoQuad PLUS
Transmissions (Codes 1430, 1431 or 1451), and included in the CommandARM with
CommandQuad and IVT (Codes 1500, 1501, 1550, 1551, 1552, or 1553).

In Base Price

3341 Four Remote Selective Control Valves with Push/Pull Breakaway Couplers
and High Pressure Relief Levers
EHSCVs are mounted on right hand console with PowrQuad PLUS or AutoQuad PLUS
Transmissions (Codes 1430, 1431 or 1451), and included in the CommandARM with
CommandQuad and IVT (Codes 1500, 1501, 1550, 1551, 1552, or 1553).

1,812.00

3351 Five Deluxe Rear Remote Selective Control Valves with Electro-Hydraulic Controls,
Push/Pull Breakaway Couplers and High Pressure Relief Levers
Not compatible with PowrQuad PLUS or AutoQuad PLUS Transmissions (Codes 1430, 1431
or 1451).
Included in the CommandARM with CommandQuad and IVT (Codes 1500, 1501, 1550, 1551,
1552, or 1553).

3,625.00

3361 Six Deluxe Rear Remote Selective Control Valves with Electro-Hydraulic Controls, 5,437.00
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REMOTE SELECTIVE CONTROL VALVES ...Continued...
Push/Pull Breakaway Couplers and High Pressure Relief Levers
Not compatible with PowrQuad PLUS or AutoQuad PLUS Transmissions (Codes 1430, 1431
or 1451).
Included in the CommandARM with CommandQuad and IVT (Codes 1500, 1501, 1550, 1551,
1552, or 1553).
Requires Option Code 841K.
Not Compatible with Option Codes 8910, 8410, 8411, 834L, and 834M.

REAR POWER TAKE OFF
3810 1-3/4 In. (45mm) 1000 rpm PTO (20 Spline)

Option is never compatible with 1-3/8 In. (35mm) 540 (6 Spline) / 1000 (21 Spline) rpm PTO.
In Base Price

3820 1-3/4 In. (45mm) 1000 rpm PTO (20 Spline),
1-3/8 In. (35mm) 540 (6 Spline) / 1000 (21 Spline) rpm PTO with Shifting
at the rear of the Tractor

1,459.00

3830 1-3/8 In. (35mm) 540 Economy rpm (6 Spline) / 1000 (21 Spline) / 1000 (21 Spline)
Economy rpm PTO, 1-3/4 In. (45mm) 1000 (20 Spline) / 1000 (20 Spline)
Economy rpm PTO, Electronicly Shiftable in Cab, One-Piece Reversible 1-3/8 In.
Shaft and Single Side 1-3/4 Shaft
Economy speed at 1730 engine rpm.

2,280.00

3831 1-3/8 In. (35mm) 540 (6 Spline) / 540 (6 Spline) Economy rpm / 1000 (21 Spline) rpm PTO,
1-3/4 In.(45mm) 1000 (20 Spline) rpm PTO, Electronicly Shiftable in Cab,
One-Piece Reversible 1-3/8 In. Shaft and Single Side 1-3/4 Shaft
Economy speed at 1730 engine rpm.

2,280.00

DRAWBAR AND TRAILER HITCH
4320 Category 3 Adjustable Swing Drawbar for use with a 38 mm Pin

Does not include clevis. For clevis, order Code 8435.
In Base Price

4323 Category 3 Drawbar, High Vertical Load (10,000 Lb. Capacity) with
Clevis and 1.50 In. (38 mm) Pin

985.00

HITCH, COUPLER, AND STABILIZER
4000 Less 3-Point Hitch

Requires Code 3331.
-6,384.00

4034 15,200 Lb. Capacity 3-Point Hitch (Cat. 3/3N) with Quik-Coupler
Includes solid, non-adjustable draft links and sway blocks.

In Base Price

4045 17,300 Lb. Capacity 3-Point Hitch (Cat. 3/3N) with Quik-Coupler
Includes solid, non-adjustable draft links and sway blocks.

882.00

HYDRAULIC PUMP
3240 43 gpm / 163 L/Min. Hydraulic Pump (63cc) In Base Price

3260 59 gpm / 223 L/Min. Hydraulic Pump (85cc) 1,123.00

REAR AXLES
5065 4.33 In. (110 mm) Dia x 100.4 In. (2550 mm) Length

Not compatible with duals.
Requires Code 4036, 4031, 4041 or 4034.

-440.00
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REAR AXLES ...Continued...
Not compatible with Code 5090.

5066 4.33 In. (110 mm) Dia x 118.5 In. (3012 mm) Length
Requires Code 4036, 4031, 4041 or 4034.
Not compatible with Code 5090.

In Base Price

5052 4.72 In. (120 mm) Dia x 100.4 In. (2550 mm) Length
Not compatible with duals.
Requires Code 4042, 4043, 4044, 4045.
Not compatible with Code 5090.

-440.00

5042 4.72 In. (120 mm) Dia x 118.5 In. (3012 mm) Length
Requires Code 4042, 4043, 4044, 4045.
Not compatible with Code 5090.

540.00

WHEELS AND HUBS
5092 Cast Wheels with Double Taper Hubs In Base Price

REAR WHEELS & TIRES (Single and Dual Configurations)
The models will be installed as listed. The company reserves the right to substitute another
model without written notice.
For complete tire and wheel information, refer to the Agricultural Sales Manual or individual
tire manufacturer's handbook.
Some tire sizes and/or brands are excluded from manufacturer warranty when used in
specialty applications (e.g. use on Scraper Tractors). Please refer to the tire manufacturer's
handbook for specific warranty guidelines.
Overloading of tires is prohibited.

REAR WHEELS AND TIRES FOR 40 km/h TRANSMISSIONS:

A8 Speed Rated RCI Group 47 Size Tires (77 In./1955 mm Diameter)
Listed Narrowest to Widest
Listed Singles to Duals
For MFWD, use with any A8 Speed Rated RCI Group 42 Front Tire with same brand
preference.
For tractors equipped with heavy ballast, duals are recommended to avoid overloading tires.
Mixing of R1 and R1W tread types between Front and Rear Tires is Permitted.

5500 320/90R54 In. 149A8 R1W Radial in Dual Wheel Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.

-680.00

5501 380/90R50 In. 151A8 R1W Radial Radial in Dual Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.

-3,300.00

5502 480/80R46 In. 158A8 R2 Radial in Dual Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.
Requires Front Tire Code 6103.

-2,076.00

5103 480/80R46 In. 158A8 R1 Radial in Single Wheel Configuration
Available in Firestone or Goodyear.

-11,596.00
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REAR WHEELS & TIRES (Single and Dual Configurations)
...Continued...

5503 480/80R46 In. 158A8 R1 Radial in Dual Configuration
Available in Firestone or Goodyear.

-2,876.00

5104 480/80R46 In. 158A8 R1W Radial in Single Wheel Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.

-10,017.00

5504 480/80R46 In. 158A8 R1W Radial in Dual Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.

-273.00

5505 520/85R42 In. 157A8 R1 Radial in Dual Configuration
Available in Firestone or Goodyear.

-2,984.00

5506 520/85R42 In. 157A8 R1W Radial in Dual Configuration
Available in Firestone, Goodyear, or Michelin.

-492.00

5508 520/85R42 In. 157A8 R2 Radial in Dual Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.

704.00

5509 620/70R42 In. 160A8 R1W Radial in Dual Configuration
Available in Firestone, Michelin, or Goodyear.

2,436.00

5123 620/70R42 In. 160A8 R1W Radial in Single Wheel Configuration
Available in Firestone, Goodyear or Michelin.

-8,940.00

5132 650/65R42 In. 158A8 R1W Radial in Single Wheel Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.

-7,841.00

5124 650/65R42 In. 170A8 R1W Radial in Single Wheel Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.

-7,766.00

5110 710/70R38 In. 166A8 R1W Radial in Single Wheel Configuration
Available in Firestone, Michelin, or Goodyear.

-7,694.00

5510 710/70R38 In. 166A8 R1W Radial in Dual Configuration
Available in Firestone, Michelin, or Goodyear.

4,928.00

5117 IF 710/70R38 178A8 R1W Radial in Single Wheel Configuration
Available in Firestone only.
Requires No Brand Preference Code 5999.

-7,120.00

A8 Speed Rated RCI Group 48 Size Tires (81 In./2057 mm Diameter)
Listed Narrowest to Widest
Listed Singles to Duals
Use with any A8 Speed Rated RCI Group 43 Front Tire with same brand preference.
Mixing of R1 and R1W tread types between Front and Rear Tires is permitted.

5600 380/90R54 In. 152A8 R1W Radial in Dual Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.
Not compatible with Code 5090.

Same Price
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IDENTIFIER DESCRIPTION

SUGGESTED
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USD ($)

REAR WHEELS & TIRES (Single and Dual Configurations)
...Continued...

5201 480/80R50 In. 159A8 R1W Radial in Single Wheel Configuration
Available in Firestone, Goodyear, Titan or Michelin.

-10,158.00

5601 480/80R50 In. 159A8 R1W Radial in Dual Configuration
Available in Firestone, Goodyear or Michelin.
Not compatible with Code 5090.

In Base Price

5202 IF 480/80R50 166A8 R1W Radial in Single Wheel Configuration
Available in Firestone only.
Requires No Brand Preference Code 5999.

-8,440.00

5602 IF 480/80R50 166A8 R1W Radial in Dual Configuration
Available in Firestone only. Requires No Brand Preference Code 5999.

3,436.00

5203 520/85R46 In. 158A8 R1W Radial in Single Wheel Configuration
Available in Firestone, Goodyear, Michelin or Continental.

-10,348.00

5603 520/85R46 In. 158A8 R1W Radial in Dual Configuration
Available in Firestone, Michelin, Continental, or Goodyear.

-380.00

5204 520/85R46 In. 158A8 R2 Radial in Single Wheel Configuration
Available in Goodyear only.
Requires Front Tire Code 6206.
Requires No Brand Preference Code 5999.

-10,112.00

5604 520/85R46 In. 158A8 R2 Radial in Dual Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.
Compatible Front Tire Code 6206.

92.00

5205 620/70R46 In. 167A8 R1W Radial in Single Wheel Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.

-8,566.00

5605 620/70R46 In. 167A8 R1W Radial in Dual Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.

3,184.00

5222 650/85R38 In. 173A8 R1W Radial in Single Wheel Configuration
Available in Trelleborg, Michelin, Goodyear, or Continental.

-7,864.00

5622 650/85R38 In. 173A8 R1W Radial in Dual Configuration
Available in Goodyear, Michelin, Trelleborg, or Continental.

4,588.00

5218 IF 650/85R38 In. 179A8 R1W Radial in Single Wheel Configuration
Available in Michelin only.
Requires Front Tire Code 6214.
Requires No Brand Preference Code 5999.

-5,551.00

5618 IF 650/85R38 In. 179A8 R1W Radial in Dual Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.
Requires Front Tire Code 6214.

8,659.00

5206 710/70R42 In. 168A8 R1W Radial in Single Wheel Configuration
Available in Firestone only.
Requires No Brand Preference Code 5999.

-7,356.00
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REAR WHEELS & TIRES (Single and Dual Configurations)
...Continued...

5606 710/70R42 In. 168A8 R1W Radial in Dual Configuration
Available in Firestone only.
Requires No Brand Preference Code 5999.
Not compatible with Code 5090.

5,604.00

5207 710/70R42 In. 173A8 R1W Radial in Single Wheel Configuration
Available in Goodyear, Michelin, Trelleborg, or Continental.

-7,054.00

5607 710/70R42 In. 173A8 R1W Radial in Dual Configuration
Available in Michelin, Goodyear, or Continental.
Not compatible with Code 5090.

6,208.00

5219 IF 710/70R42 In. 179A8 R1W Increased Flexion Radial in Single Wheel Configuration
Available in Firestone or Michelin.
Requires Front Tire Code 6214.

-5,446.00

5619 IF 710/70R42 In. 179A8 R1W Radial in Dual Configuration
Available in Michelin or Firestone.
Requires No Brand Preference Code 5999.
Requires Front Tire Code 6214.

9,424.00

5209 800/70R38 In. 173A8 R1W Radial in Single Wheel Configuration
Available in Firestone, Michelin, or Goodyear.

-6,794.00

5609 800/70R38 In. 173A8 R1W Radial in Dual Configuration
Available In Firestone, Michelin, or Goodyear.
Includes two 10 In. Axle Extensions.

6,728.00

5220 IF 800/70R38 In. 179A8 R1W Radial in Single Wheel Configuration
Available in Michelin only.
Requires Front Tire Code 6214.
Requires No Brand Preference Code 5999.

-4,120.00

5620 IF 800/70R38 In. 179A8 R1W Radial in Dual Configuration
Available In Michelin or Firestone.
Requires Front Tire Code 6214.
Includes two 10 In. Axle Extensions.
Requires No Brand Preference Code 5999.

12,076.00

A8 Speed Rated RCI Group 49 Size Tires (85.5 In./2172 mm Diameter)
Listed Narrowest to Widest
Listed Singles to Duals
Use with any A8 Speed Rated RCI Group 44 Front Tire with same brand preference.
Mixing of R1 and R1W tread types between Front and Rear Tires is permitted.

5450 480/95R50 164A8 R1W in Dual Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.

4,852.00

5351 710/75R42 178A8 R1W in Single Wheel Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.

-6,596.00

5352 IF710/75R42 179A8 R1W in Single Wheel Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.
Requires Front Tire Code 6302.

-4,541.00
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LIST PRICE

USD ($)

REAR WHEELS & TIRES (Single and Dual Configurations)
...Continued...

REAR WHEELS AND TIRES FOR 50 km/h TRANSMISSIONS:

B Speed Rated RCI Group 47 Size Tires (77 In./1955 mm Diameter)
Listed Narrowest to Widest
Listed Singles to Duals
For use with any B Rated RCI Group 42 Front Tire with same tread type and brand
preference.

5513 480/80R46 In. 158B R1 Radial in Dual Configuration
Available in Firestone or Goodyear.

-1,908.00

5116 710/70R38 In. 171B R1W Radial in Single Wheel Configuration
Available in Michelin or Goodyear.

-6,986.00

B Speed Rated RCI Group 48 Size Tire (81 In./2057 mm Diameter)
Listed Narrowest to Widest
Listed Singles to Duals
Use with any B Speed Rated RCI Group 43 Front Tire with same tread type and brand
preference.

5610 480/80R50 In. 159B R1W Radial in Dual Configuration
Available in Firestone or Goodyear.

804.00

5211 650/85R38 In. 173B R1W Radial in Single Wheel Configuration
Available in Michelin or Goodyear.

-7,382.00

5215 IF 650/85R38 In. 179B R1W Increased Flexion Radial in Single Wheel Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.
Requires Code 6215.

-5,551.00

5213 710/70R42 In. 173B R1W Radial in Single Wheel Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.

-6,273.00

5216 IF 710/70R42 In. 179B R1W Radial in Single Wheel Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.
Requires Code 6215.

-4,891.00

5217 IF 800/70R38 In. 179B R1W Radial in Single Wheel Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.

-3,565.00

B Speed Rated RCI Group 49 Size Tires (85.5 In./2172 mm Diameter)
Listed Narrowest to Widest
Listed Singles to Duals
Use with any B Speed Rated RCI Group 44 Front Tire with same brand preference.

5453 480/95R50 164B R1W in Dual Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.

5,652.00
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REAR WHEELS & TIRES (Single and Dual Configurations)
...Continued...

5354 710/75R42 In. 175D R1W in Single Wheel Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.

-6,396.00

5355 IF710/75R42 In. 178D R1W in Single Wheel Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.
Requires Code 6307.

-5,415.00

FRONT AXLES
6040 1300 Series Mechanical Front Wheel Drive Axle with Driveline Shield and

Limited Slip Differential
In Base Price

6060 1300 Series Mechanical Front Wheel Drive Axle with Triple Link
Suspension PLUS (TLS +), Driveline Shield and Limited Slip Differential

6,561.00

6061 1300 Series Mechanical Front Wheel Drive Axle with Triple Link
Suspension PLUS (TLS+), Driveline Shield, Hydraulic On/Off
Differential Lock and Wet Disk Front Brakes
Required for 31 mph (50 km/h) Transmissions (Code 1501, 1552 or 1553).
Compatible with 19 mph (30 km/h) or 25 mph (40 km/h) Transmissions (Code 1430, 1431,
1451, 1500, 1550, and 1551).

8,006.00

FRONT WHEELS AND TIRES
For complete tire and wheel information refer to the Agricultural Sales Manual or individual
tire manufacturer's handbook.
For loader compatibility information, refer to the Agricultural Sales Manual.
Some tire sizes and/or brands are excluded from manufacturer warranty when used in
specialty applications (e.g. use on scraper tractors).
Please refer to the tire manufacturer's handbook for specific warranty guidelines.
Overloading of tires is prohibited.

MECHANICAL FRONT WEHEEL DRIVE (MFWD) AXLE
Eight Position Steel MFWD Wheels with:

A8 Speed Rated RCI Group 42 Size Tires (59 In./1498 mm Diameter)
Listed Narrowest to Widest
Use with any A8 Speed Rated RCI Group 47 Rear Tire with same brand preference.
Mixing of R1 and R1W tread types between Front and Rear Tires is permitted.

6106 320/85R38 In. 143A8 R1W Radial
Available in Goodyear only.
Requires No Brand Preference Code 5999.
Extended lead time tire; may affect Tractor delivery date.

-446.00

6107 380/85R34 In. 137A8 R1 Radial
Available in Firestone or Goodyear.

-978.00

6108 380/85R34 In. 137A8 R1W Radial
Available in Michelin only.
Requires No Brand Preference Code 5999.

485.00

6100 420/90R30 In. 142A8 R1 Radial
Available in Firestone or Goodyear.

-1,244.00
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FRONT WHEELS AND TIRES ...Continued...
6101 420/90R30 In. 147A8 R1W Radial

Available in Michelin and Firestone.
-654.00

6102 16.9R30 In. 144A8 R1W Radial
Available in Firestone only.
Requires No Brand Preference Code 5999.
Extended lead time tire; may affect Tractor delivery date.

-670.00

6103 420/90R30 In. 142A8 R2 Radial
Available in Goodyear only.
Requires No Brand Preference Code 5999.
Extended lead time tire; may affect Tractor delivery date.

-582.00

6131 480/70R30 In. 152A8 R1W Radial
Available in Firestone or Goodyear.

-974.00

6119 540/65R30 In. 143A8 R1W Radial
Available in Michelin only.
Requires No Brand Preference Code 5999.

1,237.00

6109 600/65R28 In. 147A8 R1W Radial
Available in Firestone only.
Requires No Brand Preference Code 5999.
For use with 64 In. or wider tread setting.

996.00

6132 600/65R28 In. 154A8 R1W Radial
Available in Michelin and Goodyear.
For use with 64 In. or wider tread setting.

1,468.00

A8 Speed Rated RCI Group 43 Size Tires (63 In./1600 mm Diameter)
Listed Narrowest to Widest
Use with any A8 Speed Rated RCI Group 48 Rear Tire with same brand preference.
Mixing of R1 and R1W tread types between Front and Rear Tires is permitted.

6200 320/80R42 In. 141A8 R1W Radial
Available in Goodyear only.
Requires No Brand Preference Code 5999.

58.00

6201 380/80R38 In. 142A8 R1W Radial
Available in Firestone, Goodyear, or Michelin.

58.00

6202 IF 380/80R38 In. 149A8 R1W Radial
Available in Firestone only.
Requires No Brand Preference Code 5999.

924.00

6203 420/85R34 In. 147A8 R1W Radial
Available in Firestone or Goodyear.

In Base Price

6205 480/70R34 In. 155A8 R1W Radial
Available in Firestone or Goodyear.

766.00

6217 IF 420/85R34 152A8 R1W Radial
Available in Firestone only.
Requires No Brand Preference Code 5999.

4,644.00

6204 480/70R34 In. 143A8 R1W Radial
Available in Michelin and Continental.

-64.00
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FRONT WHEELS AND TIRES ...Continued...
6206 480/70R34 In. 146A8 R2 Radial

Available in Goodyear only.
Requires No Brand Preference Code 5999.

-194.00

6207 540/65R34 In. 148A8 R1W Radial
Available in Michelin or Goodyear.

8.00

6208 600/70R30 In. 152A8 R1W Radial
Available in Firestone, Goodyear or Michelin.

1,148.00

6214 IF 600/70R30 In. 159A8 R1W Radial
Available in Michelin and Firestone.
Requires No Brand Preference Code 5999.

2,043.00

A8 Speed Rated RCI Group 44 Size Tires (66 In./1676 mm Diameter)
Listed Narrowest to Widest
Use with any A8 Speed Rated RCI Group 49 Rear Tire with same brand preference.
Mixing of R1 and R1W tread types between Front and Rear Tires is permitted.

6303 380/80R42 In. 150A8 R1W
Available in Goodyear only.
Requires No Brand Preference Code 5999.

630.00

6304 420/85R38 In. 149A8 R1W
Available in Goodyear only.
Requires No Brand Preference Code 5999.

1,260.00

6300 540/75R34 In. 157A8 R1W Radial
Available in Goodyear only.
Requires No Brand Preference Code 5999.
For use with 2080 or 2182 mm tread spacing with Code 6042.
For use with 1979, 2080 or 2182 mm tread spacing with Code 6060 or 6061.

450.00

6301 620/75R30 In. 163D R1W
Available in Goodyear only.
Requires No Brand Preference Code 5999.

1,328.00

6302 IF620/75R30 In. 164D R1W
Available in Michelin only.
Requires No Brand Preference Code 5999.

2,646.00

Eight Position B Speed Rated Steel MFWD Wheels for 31 mph (50 km/h)
Transmissions:

B Speed Rated RCI Group 42 Size Tires (59 In./1498 mm Diameter)
Listed Narrowest to Widest
Use with any B Speed Rated RCI Group 47 Rear Tire with same tread type and brand
preference.

6111 380/85R34 137B R1
Available in Goodyear or Firestone.

-978.00

6123 480/70R30 152B R1W
Available in Goodyear only.
Requires No Brand Preference Code 5999.

-974.00
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FRONT WHEELS AND TIRES ...Continued...
6113 600/65R28 In. 147B R1W Radial

Available in Michelin or Goodyear.
Use with 1780 mm (70 In.) or wider tread settings.

1,480.00

B Speed Rated RCI Group 43 Size Tires (63 In./1600 mm Diameter)
Use with any B Speed Rated RCI Group 48 Rear Tire with same tread type and brand
preference.
Requires Code 5037.

6209 420/85R34 In. 147B R1W Radial
Available in Firestone or Goodyear.

704.00

6212 600/70R30 In. 152B R1W Radial
Available in Michelin and Goodyear
For use with 70 In. (1780 mm) or wider tread setting.

1,148.00

6210 540/65R34 In. 148B R1W Radial
Available in Michelin and Goodyear.

8.00

6215 IF 600/70R30 In. 159B R1W Increased Flexion Radial
Available in Michelin only.
Requires No Brand Preference Code 5999.

2,043.00

B Speed Rated RCI Group 44 Size Tires (66 In./1676 mm Diameter)
Use with any B Speed Rated RCI Group 49 Rear Tire with same tread type and brand
preference.
Requires Code 5037.

6305 420/85R38 IN. 149B R1W
Available in Goodyear only.
Requires No Brand Preference Code 5999.

1,660.00

6306 620/75R30 In. 163D R1W
Available in Goodyear only.
Requires No Brand Preference Code 5999.

1,328.00

6307 IF620/75R30 In. 164D R1W
Available in Michelin only.
Requires No Brand Preference Code 5999.

2,646.00

TIRE PREFERENCE CODES
If only one brand is available in any tire code, the Tire Preference Code 5999 must be chosen
below to avoid extra charges. You will still get the one brand stated in the tire code
description.

5999 No Brand Preference No Charge

5901 Firestone Brand Only 600.00

5902 Goodyear Brand Only 600.00

5903 Michelin Brand Only 1,000.00

5904 Continental Brand Only 600.00
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OPERATOR'S MANUALS, LABELS AND COMMANDCENTER
0409 English In Base Price

0437 Spanish Same Price

0413 French Same Price

ATTACHMENTS - ORDER AS DESIRED

Customer Gold Key Program:
9076 Gold Key Experience

Not compatible with Code 9075.
This new option will provide your customer with more flexibility to schedule their Gold Key
Experience Tour of a product similar to their purchase. Customers can choose a date that fits
their schedule and allows them to arrange travel in advance. This experience will provide
your customer with the same irreplaceable opportunity of a personal tour of our World Class
facility, with the exception of seeing their machine on the day of their tour. This tour will be
scheduled in advance with your customer#s input and will occur during an eight week period
(4 weeks prior to or 4 weeks after the machine#s expected warehouse date). There is more
availability and flexibility for this option to accommodate your customer#s needs. Upon
selection of this option, the factory will contact you to schedule a tour date.

No Charge

Operator Station and Electrical:
8242 Radar with Dual Beam Sensor 850.00

8725 Rotary Beacon Light
Required to add Rotary Beacon Light to Standard Lighting Package.

321.00

8227 Outside Mirrors, Telescoping, Heated, Electrically Adjustable, RH and LH
Required to upgrade from Right and Left Hand Manual Adjust Mirrors.

925.00

8228 Outside Mirrors, Telescoping, Heated, Electrically Adjustable, RH and LH
Required to upgrade from RH and LH Electrically Adjusting Mirrors.

514.00

8782 Backup Alarm 170.00

8251 Antenna Mount and Wiring for Business Band (2-Way) Radio 123.00

8288 Foot Operated Speed Control 287.00

8720 Loader and Driving Light Package
Provides two road lights mounted higher on the cab posts for use when front mounted
equipment obstruct grill mounted front lights.

199.00

8210 Leather Trim
Includes heated leather seat, leather wrapped steering wheel and rear window decal.

1,568.00

Chassis:
8010 Fenders, Deluxe Pivoting Front for MFWD - 18.7 In. (480 mm) Wide

Recommended for use with 12.4 In. (290 mm) to 16.9 In. (420 mm) tire width.
Code 8010 or 8011 is required for 50km/h (31mph) Tractors.
Not compatible with Code 8011.

1,191.00

AGRICULTURAL PRODUCTS
JOHN DEERE TRACTORS

7280R Tractor
Continued

23 June 2011 US & Canada
2-Tractors-05850- 20



CODE
ATTACHMENT
IDENTIFIER DESCRIPTION

SUGGESTED
LIST PRICE

USD ($)

ATTACHMENTS - ORDER AS DESIRED ...Continued...
8011 Fenders, Deluxe Pivoting Front for MFWD - 24.4 In. (620 mm) Wide

Recommended for use with 18.4 In. (480 mm) to 23.6 In. (600 mm) tire width.
Not compatible with Code 8010.
If Code 8910 Loader Ready is selected the fenders will be fixed and loader compatible.
Code 8010 or 8011 is required for 31 mph (50 km/h) Tractors.

1,191.00

8020 Fenders, Full Coverage Rear - 100 In. (2.55 m) Width
Includes hitch control switch on both fenders.

1,303.00

8021 Fender, Extra Width Rear Extensions - 108 In. (2.75 M) Width
Provides coverage for up to 800 mm section width tires.
Not compatible with Code 8020.

1,545.00

8291 Left Hand Step Mud Guard
In base on Tractors with Group 49 Rear Tires.
Option on Tractors with Group 47 and Group 48 Rear Tires.

93.00

8910 Loader Ready Three Function Electronic - Independent Control Valve
Includes: 3-Function Electronic Joystick with activated speed shifting buttons (Activated Speed
Shifting Buttons not available with IVT Transmissions), 6-Hydraulic hoses from mid-mount
Tractor valve to attached single point half coupler, Loader Mounting Frame, and Hood Guard
(Requires front weight support).
Not compatible with Mid Mount SCV's or Front Hitch.
If fenders are desired please select Code 8011 which will be Fixed Front Fenders compatible
with Loaders.

7,019.00

8751 Trailer Brake, Dual Line Air
Includes compressor, tank, control valve, and couplers.
Not compatible with Code 8756 or 8752.
For dual line air and hydraulic brakes, order Code 8752.
Code 8751, 8756, or 8752 is required for 31 mph (50 km/h) Tractors.

4,895.00

8756 Trailer Brake, Hydraulic
Includes rear tractor line coupler.
Not compatible with Code 8751 or 8752.
For dual line air and hydraulic brakes, order Code 8752.
Code 8751, 8756, or 8752 is required for 31 mph (50 km/h) Tractors.

524.00

8752 Trailer Brakes, Dual Line Air and Hydraulic
Includes Code 8751 and 8756.
Code 8751, 8756, or 8752 is required for 31 mph (50 km/h) Tractors.

5,419.00

Hitch and Drawbar:
8433 Less Drawbar

Requires Code 4311, 4313, 4314, or 4315.
-155.00

8428 Hydraulic Rear Center Link
Requires Code 8020.

1,070.00

841G Front Hitch Ready
Includes a front casting that will accommodate but does not include a Front Hitch and Front
PTO.
Includes 1 set of Hydraulic Oil lines to connect the Front Hitch and Mid-Mount SCV on a
Pivot Beam Axle and 3 sets of Hydraulic Lines on TLS front axles.
Not compatible with 8407, 8408, 8410, 8409, 8411.

2,449.00
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ATTACHMENTS - ORDER AS DESIRED ...Continued...
8407 Deluxe Front Hitch with 3175 Kg (7000 Lb.) lift capacity

- ISO or 5200 Kg. (11,450 Lb.) lift capacity at hitch balls
- Less Pushbar (Hitch Raise/Lower hard plumbed to Mid-Mount Valve)
- Includes Zero Front Auxiliary Couplers
Not compatible with 841G, 832G, 834B, 834C, 834L, or 834M.
Requires Code 841K or 841L.
Codes 2051, 2053, 2055, 2058, 2060, and 2064 require option 841L.
Codes 2050, 2052, 2059, 2057, 2061, 2063, 2062, or 2065 are highly recommended to select
option 841K.
Includes 1 Mid-Mount SCV for hitch raise and lower.

3,771.00

8408 Deluxe Front Hitch with 3175 Kg (7000 Lb.) lift capacity
- ISO or 5200 Kg. (11,450 Lb.) lift capacity at hitch balls
- Less Pushbar (Hitch Raise/Lower hard plumbed to Mid-Mount Valve)
- Includes One Front Auxiliary Coupler
Not compatible with 841G, 832G, 834B, 834C, 834L, and 834M
Requires Code 841K or 841L.
Codes 2051, 2053, 2055, 2058, 2060, and 2064 require option 841L.
Codes 2050, 2052, 2059, 2057, 2061, 2063, 2062, or 2065 are highly recommended to select
option 841K.
Includes 2 Mid-Mount SCV's; Hitch Raise and Lower, 1 Aux Coupler.

4,862.00

8410 Deluxe Front Hitch with 3175 Kg (7000 Lb.) lift capacity
- ISO or 5200 Kg. (11,450 Lb.) lift capacity at hitch balls
- Less Pushbar (Hitch Raise/Lower hard plumbed to Mid-Mount Valve)
- Includes Two Front Auxiliary Couplers
Not compatible with 841G, 832G, 834B, 834C, 834L, and 834M
Requires Code 841K or 841L.
Codes 2051, 2053, 2055, 2058, 2060, and 2064 require option 841L.
Codes 2050, 2052, 2059, 2057, 2061, 2063, 2062, or 2065 are highly recommended to select
option 841K.
Includes 3 Mid-Mount SCV's; Hitch Raise and Lower, 2 Aux Couplers.

5,953.00

8409 Premium Front Hitch with 3175 Kg (7000 Lb.) lift capacity
- ISO or 5200 Kg. (11,450 Lb.) lift capacity at hitch balls
- Includes Pushbar (Hitch Raise/Lower hard plumbed to Mid-Mount Valve)
- Includes One Front Auxiliary Coupler
Not Compatible with 841G, 832G, 834B, 834C, 834L, and 834M
Requires Code 841k or 841L
Codes 2051, 2053, 2055, 2058, 2060, and 2064 require option 841L.
Codes 2050, 2052, 2059, 2057, 2061, 2063, 2062, or 2065 are highly recommended to select
option 841K.
Includes 2 Mid-Mount SCV's; Hitch Raise and Lower, 1 Aux Coupler.

5,771.00

8411 Premium Front Hitch with 3175 Kg (7000 Lb.) lift capacity
- ISO or 5200 Kg. (11,450 Lb.) lift capacity at hitch balls
- Includes Pushbar (Hitch Raise/Lower hard plumbed to Mid-Mount Valve)
- Includes Two Front Auxiliary Couplers
Not compatible with 841G, 832G, 834B, 834C, 834L, and 834M.
Requires Code 841k or 841L.
Codes 2051, 2053, 2055, 2058, 2060, and 2064 require option 841L.
Codes 2050, 2052, 2059, 2057, 2061, 2063, 2062, or 2065 are highly recommended to select
option 841K.
Includes 3 Mid-Mount SCV's; Hitch Raise and Lower, 2 Aux Couplers.

6,862.00

841K Auxilary CommandArm Mounted SCV Controls
Highly recommended when Codes 8407, 8408, 8409, 8410, or 8411 are selected with Codes
2050, 2052, 2059, 2057, 2061, 2063, 2062, or 2065.

1,115.00

841L Joystick Control
Required when Codes 8407, 8408, 8409, 8410, or 8411 are selected with Codes 2051, 2053,
2055, 2058, 2060, or 2064.

1,127.00
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ATTACHMENTS - ORDER AS DESIRED ...Continued...
8435 Drawbar Clevis, Cat. 3 with 1.5 In. (38 mm) Pin

Requires Code 4320.
223.00

841J Loader and Front Hitch Ready 9,468.00

Hydraulics:
832G Auxiliary Hydraulic Connections

Includes (2) motor return 1/2" couplers, (1) flat face sump 3/8" coupler, (1) 1/2" power beyond
pressure, (1) load sense 1/4" coupler.

812.00

834B Mid-Mount EH Valve Stack with 2-Function Paddle Pot Control
Provides two additional SCVs .
Float position included on all Mid-Mount valves.
Includes two sets of Mid-Mount valve couplers.
Not compatible with Front Hitch or Loader Ready Package.
Not compatible with AutoQuad or PowrQuad Transmissions.

2,355.00

834C Mid-Mount EH Valve Stack with 2-Function Joystick Control
Provides two additional SCVs.
Float position capable on only 1 Mid-Mount valve.
Includes two sets of Mid-Mount valve couplers.
Not compatible with Front Hitch or Loader Ready Package.

3,082.00

834L Mid-Mount EH Valve Stack with 3-Function Paddle Pot Control
Provides three additional SCVs.
Float position included on all Mid-Mount valves.
Includes three sets of Mid-Mount valve couplers.
Not compatible with Front Hitch or Loader Ready Package.
Not compatible with 6 Rear SCV's.
Not compatible with AutoQuad or PowrQuad Transmissions

3,445.00

834M Mid-Mount EH Valve Stack with 3-Function Joystick Control
Provides Three Additional SCVs
Float position capable on only 1 Mid-Mount valve.
Includes three sets of Mid-Mount valve couplers.
Not compatible with Front Hitch or Loader Ready Package.
Not compatible with 6 Rear SCV's.

4,173.00

Front PTO:
8380 PTO, Independent Front with 1-3/8 In. 21-Spline, 1000rpm

Clockwise-Rotating Shaft as Viewed from Front (Type 2)
Requires Code 8407, 8408, 8409, 8410, 8411.

6,923.00

8381 PTO, Independent Front with 1-3/4 In. 20-Spline, 1000rpm
Clockwise-Rotating Shaft as Viewed from Front (Type 3)
Requires Code 8407, 8408, 8409, 8410, 8411.

6,923.00

8382 PTO, Independent Front with 1-3/8 In. 6-Spline, 1000rpm
Counter Clockwise-Rotating Shaft as Viewed from Front (Type 1)
Requires Code 8407, 8408, 8409, 8410, 8411.

5,993.00

Engine:
8302 Heater, Engine Block 110V 51.00

8300 Cold Weather Start Kit
Factory installation of Block Heater (110V) and Ether Aid Canister and Switch.

412.00
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ATTACHMENTS - ORDER AS DESIRED ...Continued...
8301 Heater, Cold Weather Auxiliary Package, 110V

Includes Ether Aid Canister and Switch, Ground Fault Interrupter, Engine Block Heater,
Charge Pump Heater and Transmission Hydraulic Oil Heater (Transmission Heater is only
available on PQ, AQ, and CQ Transmissions).

503.00

8306 Fuel/Water Separator, Severe Duty
In addition to water separator in base equipment.

530.00

8220 Intelligent Power Management
Provides up to an additional 30 Engine hp in non-stationary rear PTO and transport
applications.
Not compatible with Code 8330.

2,844.00

8336 John Deere PowerTech PVX 9.0 L (549 cu. In.) 6 Cyl IT4 / Stage 3b Compliant Diesel
Engine

Same Price

Quik-Tatch Weights:
8955 Weight, Front Support - Less Weights 314.00

8956 Weight, Front Support with Four Suitcase Weights
Not compatible with Front Loaders.

795.00

8957 Weight, Front Support with Eight Suitcase Weights
Not compatible with Front Loaders.

1,318.00

8958 Weight, Front Support with Twelve Suitcase Weights
Not compatible with Front Loaders.

1,845.00

8959 Weight, Front Support with Sixteen Suitcase Weights
Not compatible with Front Loaders.

2,383.00

8962 Weight, Front Support with Twenty Suitcase Weights
Not compatible with Front Loaders.

3,055.00

8963 Weight, Front Support with Twenty Four Suitcase Weights
Not compatible with Front Loaders.

3,287.00

Rear Wheel Weights - For Inside/Inner Wheels (Steel):
Weights shown are for each weight.

8970 One pair 165 Lb. (75 kg) Starter Weights and One Pair 450 Lb. (205 kg) Weights 1,564.00

8971 One pair 165 Lb. (75 kg) Starter Weights and Two Pair 450 Lb. (205 kg) Weights
Minimum tread setting may be restricted due to tire size selected. Refer to the Agricultural
Sales Manual for additional information.
Not compatible with 5010 or 5093.

2,662.00

Rear Wheel Weights - For Outside Drive Wheels (Steel):
Weights shown are for each weight.

8972 One pair 165 Lb. (75 kg) Starter Weights and One Pair 450 Lb. (205 kg) Weights
Not compatible with duals.

1,564.00

8973 One pair 165 Lb. (75 kg) Starter Weights and Two Pair 450 Lb. (205 kg) Weights
Not compatible with duals.

2,662.00
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Rear Wheel Weights - For Inside/Inner Drive Wheels (Cast)
Weights shown are for each weight.

8974 One Pair 450 Lb. (205 kg) 1,098.00

8975 One pair 165 Lb. (75 kg) Starter Weights and One Pair 450 Lb. (205 kg) Weights 1,564.00

8976 Two Pair 450 Lb. (205 kg) 2,196.00

8977 One Pair 1400 Lb. (635 kg)
Requires Code 3902 and tires with load rating above 151 Load Index.

3,145.00

Rear Wheel Weights - For Outside Drive Wheels (Cast):
Weights shown are for each weight.

8978 One pair 165 Lb. (75 kg) Starter Weights and One Pair 450 Lb. (205 kg) Weights
Not compatible with duals.

1,564.00

8979 One Pair 165 Lb. (75 kg) Starter Weights and Two Pair 450 Lb. (205 kg) Weights
Not compatible with duals.

2,662.00

Rear Wheel Weights - For Outside/Outer Dual Wheels:
Weights shown are for each weight.

8980 One Pair 165 Lb. (75 Kg) Starter Weights and One Pair 450 Lb. (205 Kg) Weights 1,564.00

8981 One Pair 165 Lb. (75 Kg) Starter Weights and Two Pair 450 Lb. (205 Kg) Weights
Based on the tire width option ordered, some 450 lb. wheel weights may be shipped on a
separate pallet and require dealer installation.

2,662.00

1200 kg (2645 lb.) Ballast Package with Rear Duals:
8935 Front Weight Support with 12 Front Suitcase Weights and One Pair

75 kg (165 lb.) with One Pair of 205 kg (450 lb.) Inside/Inner
Rear Wheel Weights and no Outside/Outer Dual Rear Wheel Weights

3,409.00

2254 kg (4970 lb.) Ballast Package with Rear Duals:
8936 Front Weight Support with 16 Front Suitcase Weights and One Pair

of 635 kg (1400 lb.) Inside/Inner Rear Wheel Weights and One Pair
75 kg (165 lb.) Outside/Outer Dual Rear Wheel Weights

5,994.00

3832 kg (8449 lb.) Ballast Package with Rear Duals:
8937 Front Weight Support with 24 Front Suitcase Weights and One Pair of

635 kg (1400 lb.) Inside/Inner Rear Wheel Weights and One Pair
75 kg (165 lb.) and Three Pair 205 kg (450 lb.) Outside/Outer Dual Rear Wheel Weights

10,113.00

Miscellaneous:
8785 Chock Block Holder 125.00

878K Export Tools 365.00
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ATTACHMENTS - ORDER AS DESIRED ...Continued...
8550 Skid for Duals 130.00

ATTACHMENTS FOR FIELD CONVERSION

Electrical:
RE58827 9-Pin Connector Implement Feedback

Required for Touch-Set Depth Control.
128.00

RE324685 Battery Disconnect Switch 168.00

RE322555 Front Implement CAN Communication Connector 121.00

RE325915 Heater, Cold Weather Auxiliary Package, 110V
Contains block heater, ether aid canister and hydraulic pump heater.
Compatible on 9.0L IVT.

485.00

RE322780 ISO Cab Implement CAN Bus Adapter See Parts

RE21519 Implement Switch with 10 Ft. Harness 162.00

RE324687 Mounting Parts for Radar with Dual Beam Sensor
Compatible with IVT Transmissions.
Must order radar separately.

140.00

RE278980 Radar with Dual Beam Sensor
Requires AL171547 Attaching Bracket Kit.

See Parts

RE278984 Radar with Dual Beam Sensor See Parts

RE278986 Radar with Dual Beam Sensor - AU See Parts

RE278982 Radar, Dual Beam Sensor See Parts

RE325025 iTech 3/4 Switch
Requires software download. Reference Installation instructions for additional information.

25.00

Engine:
RE325917 Cold Weather Starting Package

Includes Switch and Ether Aid Canister. Only compatible with 9.0L.
116.00

RE315285 Fuel/Water Separator Kit, Severe Duty
Compatible with 9.0L.
Also order W54363 and hardware for loader.

625.00

Fenders:
RE323950 Fenders, Deluxe Pivoting Front for MFWD - 18.7 In. (480 mm) Wide

Kit does not contain fender support rods. Rods are dependent on front tire size. Please
reference installation instructions for further information.

1,310.00

RE323949 Fenders, Deluxe Pivoting Front for MFWD - 24.4 In. (620 mm) Wide
Kit does not contain fender support rods. Rods are dependent on front tire size. Please
reference installation instructions for further information.

1,310.00
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ATTACHMENTS FOR FIELD CONVERSION ...Continued...
RE324406 Fenders, Extra Width Rear Fender Extensions 267.00

RE318606 Fenders, Full Coverage Rear 2.55 meter (100 In. Width) 483.00

Front Hitch Hydraulic Mid-Mount Valves:
RE329076 Front Hitch Valve (100 ml.)

Compatible on all Tractors that are front hitch ready with TLS.
If additional valves are not required, also order (2) RE305393.

1,877.00

RE329075 Front Hitch Valve (100 ml.)
Compatible on all IVT Tractors that are front hitch ready without TLS.
If additional valves are not required, also order (2) RE305393.

1,877.00

RE329074 Front Hitch Valve (100 ml.)
Compatible on AQ, PQ, CQ transmissions that are front hitch ready without TLS.
If additional valves are not required, also order (2) RE305393.

1,877.00

RE329078 Second SCV for Front Hitch (140 ml.)
Compatible on all Tractors that are front hitch ready with TLS.
If additional valves are not required, order (1) RE322693.

1,158.00

RE329077 Second SCV for Front Hitch (140 ml.)
Compatible on all Tractors that are front hitch ready with MFWD.
If additional valves are not required, order (1) RE322693.

1,158.00

RE329080 Third SCV for Front Hitch (140 ml.)
Compatible on all Tractors that are front hitch ready with TLS.

1,158.00

RE329079 Third SCV for Front Hitch (140 ml.)
Compatible on all Tractors that are front hitch ready with MFWD.

1,158.00

Guards:
RE324072 Guards, Undercarriage Crop Shield

Protects transmission and wiring harness.
134.00

Hitch and Drawbar:
RE326620 3-in-1 Hitch Rails 1,202.00

RE326580 Carrier to Ground Engaging, Hitch Conversion Kit
Converts Codes 8407, 8408, 8410 from carrier to ground engaging.

2,513.00

RE330569 Drawbar Kit, Cat. 3 High Vertical Load (10,000 Lb. Capacity) 1,161.00

RE333545 Forced Steering Hitch Kit 1,300.00

RE327692 Front Hitch Chain Hooks 189.00

RE326447 Front Hitch Ready - Add Carrier Hitch 4,561.00

RE326450 Front Hitch Ready - Add Ground Engaging Hitch
Converts Code 841G, from front hitch ready to ground engaging.

5,387.00

RE326626 Pick-Up Hitch Kit (Long)
For use with Sway Blocks.

4,416.00
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ATTACHMENTS FOR FIELD CONVERSION ...Continued...
RE326624 Pick-Up Hitch Kit (Short)

For use with stabilizer.
4,212.00

RE330573 Rear Hitch Hydraulic Center Link 1,224.00

RE180668 Rear Hitch Quik-Coupler (Convertible Cat. 3/3N)
Requires RE34846 Bumper Blocks.

1,477.00

RE333036 Stabilizer Bracket Shield Hitch Kit 150.00

RE326622 Wagon Hitch Auto Coupler
Requires RE326620 3-in-1 Hitch Rail Kit.

1,113.00

Hydraulics:
RE327558 4th EH Rear Remote Cylinder Control Valve with Breakaway Couplers 1,396.00

RE327559 5th EH Rear Remote Cylinder Control Valve with Breakaway Couplers
Not compatible with PowrQuad PLUS or AutoQuad PLUS Transmission Codes 1430, 1431, or
1451.
Included in the CommandArm with CommandQuad and IVT Codes 1500, 1501, 1550, 1551,
1552, or 1553.

1,396.00

RE327560 6th EH Rear Remote Cylinder Control Valve with Breakaway Couplers
Not compatible with PowrQuad PLUS or AutoQuad PLUS Transmission Codes 1430, 1431, or
1451.
Included in the CommandArm with CommandQuad and IVT Codes 1500, 1501, 1550, 1551,
1552, or 1553.

1,844.00

RE315307 Auxiliary Hydraulic Reservoir 853.00

RE327561 Hydraulic Motor Return Kit with Case Drain 158.00

RE300468 Hydraulic Motor Return Kit without Case Drain
For case drain, order case drain kit separately.

102.00

RE328941 Implement Single Lever Control Lift Assist Kit 81.00

RE333857 Mid-Mount EHCV 2 or 3 Function EH Single Lever Control (Joystick) and
Mounting Parts for RH Armrest

1,700.00

RE333856 Mid-Mount EHCV 2 or 3 Function EH Single Lever Control (Joystick) and Mounting Parts for
RH Armrest with Speed Shifting

2,200.00

RE333854 Mid-Mount EHSCV 2 or 3 Function EH Single Lever Control (Joystick) and
Mounting Parts for Command Arm with Speed Shifting

2,700.00

RE300467 Power Beyond Coupler Kit 421.00

AR272536 Rear EHSCV Single Lever Control (Joystick) and Mounting Parts for CommandArm 1,510.00

Lighting:
RE334683 Auxiliary Driving / Loader Light Kit 219.00

RE334627 Front HID Light Kit 1,788.00
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ATTACHMENTS FOR FIELD CONVERSION ...Continued...
RE326320 Lights, Two Roof-Mounted 65W Halogen Front Flood Lights 135.00

RE334623 Rotary Beacon Light Kit 353.00

Loader Auxiliary Mid-Mount Valves:
RE329083 First & Second Remote (100 ml.) w/ AQ, PQ, CQ, without TLS

If additional valves are not required, order (1) RE322693.
2,448.00

RE329084 First & Second Remote (100 ml.) with AutoPowr / IVT, without TLS
If additional valves are not required, order (1) RE322693.

2,448.00

RE329085 First & Second Remote (100 ml.) with TLS
If additional valves are not required, order (1) RE322693.

1,999.00

RE329086 Third Remote (140 ml.)
If additional valves are not required, order (1) RE322693.

1,099.00

Operator Environment:
RE67016 3-Pin Adaptor for Power Strip See Parts

RE67015 3-Way Convenience Adapter for Power Strip See Parts

RE317435 Accessory Mounting Bracket 106.00

RE269615 Antenna Mount and Wiring for Business Band Radio 135.00

RE275532 Ash Tray See Parts

RE67014 Cigar-Style Adapter for Power Strip See Parts

RE323407 External Mirrors, Electrically Adjustable RH and LH Conversion Kit 514.00

RE293499 External Mirrors, Electrically Telescoping and Heated Mirror Heads 1,696.00

RE323405 External Mirrors, Manually Adjustable RH and LH 256.00

RE335740 Foot-Operated Speed Control 121.00

RE68495 Power Strip with Six Outlets
Cab Tractors (Code 2034) ONLY.
Requires (1) RE67013, (1) RE67014, and (1) RE67015 Ordered Separately.

See Parts

RE321103 Radio, Deere/Delco AM/FM Stereo with Clock, Front Audio Input
Jack for MP3 Players, Weatherband, Four Speakers and Antenna

715.00

RE321102 Radio, Deere/Delco AM/FM Stereo with Clock, Front Audio Input Jack
for MP3 Players, and Weatherband
Requires Standard Cab Antenna Kit (L113922) ordered separately through Parts.

421.00

RE321109 Radio, Deere/Delco AM/FM Stereo with Single Compact Disc Player,
Clock, Front Audio Input Jack for MP3 Players, and Weatherband
Requires Standard Cab Antenna Kit (L113922) Ordered Separately through Parts.

824.00

RE298965 Radio, Sub Woofer Kit 286.00
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ATTACHMENTS FOR FIELD CONVERSION ...Continued...
RE67013 Standard Connector with 1m (3-Foot) Cable for Power Strip See Parts

RE326509 Step Kit, Right Hand Step 350.00

RE324084 Step Mud Guard, LH 102.00

RE261504 Sun Shade, Front Pull Down See Parts

RE263352 Tire Pressure Monitor Kit
Includes Monitor and four pressure sensors.
For Cab Tractors Only.

See Parts

RE269618 Windshield Wiper with Washer, Rear 186.00

PTO:
RE326849 Front PTO Common Mounting Parts

Also order R325433 for 9.0L or R325432 for 6.8L.
1,102.00

RE302017 Independent Front PTO with 1-3/4 In. 20-Spline, 1000 RPM
Clockwise-Rotating Shaft as Viewed from Front (Type 3)

See Parts

RE323421 Independent Front PTO with 1-3/8 In. 21-Spline, 1000 RPM
Clockwise-Rotating Shaft as Viewed from Front (Type 2)

See Parts

RE302014 Independent Front PTO with 1-3/8 In. 21-Spline, 1000 RPM Counter
Clockwise-Rotating Shaft as Viewed from Front (Type 1)

See Parts

SCV Parts:
RE331560 Paddle Pot Pod, Common Parts

Only compatible on Tractors with CommandARM. Order single paddle potentiometer
separately.
See instructions RE331562 for more information.

92.00

RE331559 Single Paddle Potentiometer
Order decals and levers separately.
See instructions RE331561 for more information.

See Parts

Software Downloads:
RE298885 Intelligent Power Management

Provides up to an additional 30 Engine hp for non-stationary rear PTO and transport
applications.
Download through Service Advisor's software delivery system.
Includes instruction and download only.
See Ag Sales Manual for ground speed specifications.

See Parts

RE305729 Language Group for CommandCenter - English,
Croatian, Serbian, Slovenian,
German
Download through Service Advisor's software delivery system.
Includes instruction and download only.

See Parts

RE305727 Language Group for CommandCenter - English,
Danish, Swedish, Finish,
Norwegian
Download through Service Advisor's software delivery system.
Includes instruction and download only.

See Parts
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ATTACHMENTS FOR FIELD CONVERSION ...Continued...
RE305726 Language Group for CommandCenter - English,

Estonian, Latvian, Lithuanian,
Polish, Russian
Download through Service Advisor's software delivery system.
Includes instruction and download only.

See Parts

RE305725 Language Group for CommandCenter - English,
French, Dutch, Icelandic,
German
Download through Service Advisor's software delivery system.
Includes instruction and download only.

See Parts

RE305730 Language Group for CommandCenter - English,
Greek, Turkish
Download through Service Advisor's software delivery system.
Includes instruction and download only.

See Parts

RE305731 Language Group for CommandCenter - English,
Italian, Spanish, Portuguese, German,
Dutch, French, Swedish, Hungarian, Danish, Polish
Download through Service Advisor's software delivery system.
Includes instruction and download only.

See Parts

RE305728 Language Group for CommandCenter on IVT/AutoPowr Tractors - English,
Hungarian, Czech, Slovak, Romanian, Bulgarian
Download through Service Advisor's software delivery system.
Includes instruction and download only.

See Parts

BPF10313 Non-John Deere Guidance Compatibility Activation - Hemisphere/Outback
Required for communication between non-John Deere guidance systems and the Tractor's
steering components. Consult guidance system selling dealer for compatibility information.

250.00

BPF10311 Non-John Deere Guidance Compatibility Activation - Raven
Required for communication between non-John Deere guidance systems and the Tractor's
steering components. Consult guidance system selling dealer for compatibility information.

250.00

BPF10363 Non-John Deere Guidance Compatibility Activation - Trimble
Required for communication between non-John Deere guidance systems and the Tractor's
steering components. Consult guidance system selling dealer for compatibility information.

250.00

Vandal Protection:
AL71345 Door Locks - Custom Key 156.00

Weights:
AL113121 Centerlink Kit for Hitch Mounting 900 or 1150 kg Large Weights 200.00

RE326583 Front Hitch Ready Weight Support 748.00

R288797 Standard Front Weight Support 375.00

AL172542 Weight, 1150 kg Large Front Mounted 3,585.00

R127764 Weight, Front Suitcase (104 Lb.) Quantity of One
Dealer must order 5000 Lbs. to receive free freight through Waterloo Weight Program.
Available to Ag Dealers only.

123.00

RFR127764 Weight, Front Suitcase, Twenty (20-R127764) 2,276.00
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ATTACHMENTS FOR FIELD CONVERSION ...Continued...
R167151 Weight, Inner Wheel, 1400 Lb. 1,730.00

R167153 Weight, Wheel, 165 Lb. (72 Kg) 256.00

RFR207782 Weight, Wheel, 1800 Lb. (4 - 450 Lb., R207782 Weights) 2,416.00

RFR167153 Weight, Wheel, 1980 Lb. (12 - 165 Lb., R167153 Weights) 3,076.00

R207782 Weight, Wheel, 450 Lb. 604.00

Wheel Equipment:
AR190666 One 10 In. Dual Hub Extension 733.00

AR190668 One 13 In. Dual Hub Extension 815.00

AR190669 One 15 In. Dual Hub Extension 854.00

AR194744 One 5 In. Dual Hub Extension 662.00

RE267658 Three Meter Front Wheel Spacer
Not compatible with Tractors equipped with front brakes.

2,959.00
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ENGINE:
John Deere PowerTech PSX Diesel

In-line 6-Cylinder Wet-Sleeve
with High Pressure Common Rail (HPCR)
Fuel System and 24 Valve Head

9.0 L (549 Cu. In.) Displacement
235 Engine Hp (173 kW) 97/68/EC @ Rated Speed
192 SAE PTO hp (143 kW) @ Rated Speed
Air to Air Intercooled
Automatic Shutdown System
Dry Type Air Cleaner with Safety Element

and Dirt Aspiration System
Tilt Hood Enclosure
VariCool Fan Drive System
Electric Fuel Shutoff
Engine Coolant Conditioner Additive
Engine Coolant Recovery System
Dual Stage Fuel Filtration System with

Fuel Water Separator with Sensor
Self-Priming and Bleeding Electronic

Fuel Pump
680 L (180 U.S. Gal.) Fuel Tank Capacity

with Lockable Fuel Cap
Top-loading Vertical Engine Oil Filter
Electronic Injection and Governor Control
Field Cruise Control

TRANSMISSION:
Powershift

16 Forward/5 Reverse Speeds
Hydraulically-Engaged Wet-Disk Clutch
Park Lock

Neutral Safety Start System

STEERING, BRAKES DIFFERENTIAL:
Load-Sensing Hydraulic Power Steering
Wet-Disk Hydraulic Power Brakes
Hydraulically-Engaged Differential Lock

HYDRAULICS:
Pressure Flow Compensating

Axial Piston Pump
63 cc Displacement 166.6 lpm (44 gpm)

Pump Output
132 lpm (35 gpm) Flow @ One SCV
L (gal) Oil Take Out Capacity @

Max Flow Rate
50 L (13 Gal.) Take-Out Capacity
Four Electrohydraulic Remote Selective

Control Valves with Push/Pull
ISO Breakaway Couplers and
High Pressure Release Levers

PTO:
Independent 1000 RPM, 45 mm

(1-3/4 In.) 20 Spline
PTO Safety Start System
Seat-Activated PTO Warning

ROCKSHAFT, HITCH AND DRAWBAR:
Dual Cylinder Electrohydraulic Rear

3-Point Hitch, Category 3/3N
Solid Draft Links with External
Remote Raise/Lower Switch
Sway Blocks with Tapered Wedge Adjustment
Electro/Hydraulic Hitch Dampening
Center Link Adjustment Handle
Transport Lock

Adjustable Swinging Drawbar
Cat. 3 Drawbar with Clevis

and 1.5 In. Pin

INSTRUMENTATION:
Corner Post Digital Instrument Panel

Includes:
Engine Oil Pressure Gauge
Engine Coolant Temperature Gauge

Fuel Level Gauge with
Low Fuel Warning Signal

Engine RPM Indicator
Status Indicator for:

MFWD
Differential Lock
Rear PTO Speed

CommandCenter Display Includes:
GreenStar 3 Application Capability

Video Capability, with Tractor Function
Activated Triggers

AutoTrac and Swath Control Pro
Activation Required

Access Manager
Universal Performance Monitor

Display Functions Definable By Operator:
% Slip
Ground Speed
PTO Speed
Engine Hours
Hydraulic Settings
Hitch Settings
Hitch Slip Command
Productivity
Efficiency
Area
Adjustable PTO Modulation
Implement Width
Service Hours
Voltage
Fuel Consumption Rate
Temperatures
Time of Day
Ambient Temperature

Command Control System with:
Automatic Powershift
Set and Adjust Time and Flow of

Individual Selective Control Valves
iTEC End of Row Functions
Languages:

For a complete list of languages, refer to the Ag
Sales Manual

OPERATOR PROTECTIVE STRUCTURE:
Deluxe CommandView II Cab

Tilt/Telescoping Memory Steering Wheel
Comfort Command Seat with

Air Suspension, Swivel
Fore-Aft Lateral Attenuation,
Lumbar Support
Backrest Adjustment with
Integrated CommandARM Controls

Adjustable Position CommandARM with
Integrated CommandCenter Display

Swing-Out Rear Window (30 Degrees)
Tinted Glass
Air Conditioner and Heater
Two Speed and Intermittent Front Wiper

and Rear Wiper
Front and Rear Windshield Washer
Pull Down Front Sun Visor
Rear Under Seat Storage
Folding Instructional Seat
Left Hand Storage
Two Beverage Holders
Right and Left Outside Mirrors
Less Radio and Speakers
Includes Wiring Harness for Radio and Speakers
Inside Cab Mounted Rear View Mirror
Passive Noise Reduction System

Backlit Right Hand Console Controls
with Adjustable Brightness

Step, Left Hand Convenience

ELECTRICAL:
Key Engine Shutoff
12V Electrical System

AGRICULTURAL PRODUCTS
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Two 925 CCA 12V Batteries
Two 12V Electrical Convenience Outlet
Two 12V Electrical 3-Pin Outlet

with Adapter
Battery Boost Terminal
200 Amp Alternator
SmartCircuit Current Load Monitoring

System with Fuse Panel
7-Terminal Rear Implement Electrical

Outlet Socket
Integrated ISO Radar Connector
StarFire ITC or Radar Speed

Input Harness
ServiceADVISOR Data Port

LIGHTS:
Six Front Grill Mounted Lights
Ten Cab Roof Mounted Lights
Two Rear Fender Flood Lights
Extremity, Brake, Turning, and Hazard

Lights

AXLES, WHEELS AND TIRES:
1300 MFWD Front Axle with Limited

Slip Differential
and Driveline Shield

Rear Axle and Wheels and Tires

AG MANAGEMENT SOLUTIONS:
Integrated Plug-In for GreenStar Display
Deluxe StarFire Receiver Bracket
GreenStar Ready harness with Implement

Circuit Gateway and Integrated
GreenStar Display Plug-In
Connector (ISO 11783 Compatible)

AutoTrac Ready Components:
Wiring, SSU, Front Wheel-
Angle Sensor and Electro-Hydraulic
Steering Valve

MISCELLANEOUS:
Enclosed Chain Storage Box
Horn
PTO Master Shield
Tool Box
Operator's Manual
Lockable Fuel Cap

* Manufacturer's Rating
**Cold Cranking Amperes

CODE
ATTACHMENT
IDENTIFIER DESCRIPTION

SUGGESTED
LIST PRICE

USD ($)

Select One Code From Each Required Category

BASE MACHINE
EX-WORKS Waterloo, Iowa

7500RW 8235R Tractor 187,859.00

DESTINATION COUNTRY
A Code must be chosen for each Tractor ordered.

AFRICA
0011 Chad

Requires Code 1821 GS3 CommandCenter or Code 1823 Touchscreen GS3 CommandCenter,
Code 1835 Less StarFire 3000 Receiver, Code 1845 Less AutoTrac Activation, and Code 1885
JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Requires Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4033 6169 kg (13,600 lb.) Cat 3/3N 3-Point Hitch with Quick Coupler.
Code 5040 110 mm (4.33 In) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5503 480/80R46 In. 158A8 R1 Rear Dual Wheels and Tires.
Code 6100 420/90R30 In. 142A8 R1 Front Single Wheels and Tires.

Same Price

AGRICULTURAL PRODUCTS
JOHN DEERE TRACTORS

8235R Tractor
Continued

23 June 2011 US & Canada
2-Tractors-05900- 2



CODE
ATTACHMENT
IDENTIFIER DESCRIPTION

SUGGESTED
LIST PRICE

USD ($)

DESTINATION COUNTRY ...Continued...
0014 Democratic Republic of Congo

Requires Code 1821 GS3 CommandCenter or Code 1823 Touchscreen GS3 CommandCenter,
Code 1835 Less StarFire 3000 Receiver, Code 1845 Less AutoTrac Activation, and Code 1885
JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Requires Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4033 6169 kg (13,600 lb.) Cat 3/3N 3-Point Hitch with Quick Coupler.
Code 5040 110 mm (4.33 In) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5503 480/80R46 In. 158A8 R1 Rear Dual Wheels and Tires.
Code 6100 420/90R30 In. 142A8 R1 Front Single Wheels and Tires.

Same Price

0019 Ethiopia
Requires Code 1821 GS3 CommandCenter or Code 1823 Touchscreen GS3 CommandCenter,
Code 1835 Less StarFire 3000 Receiver, Code 1845 Less AutoTrac Activation, and Code 1885
JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Requires Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4033 6169 kg (13,600 lb.) Cat 3/3N 3-Point Hitch with Quick Coupler.
Code 5040 110 mm (4.33 In) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5503 480/80R46 In. 158A8 R1 Rear Dual Wheels and Tires.
Code 6100 420/90R30 In. 142A8 R1 Front Single Wheels and Tires.

Same Price

0020 Gabon
Requires Code 1821 GS3 CommandCenter or Code 1823 Touchscreen GS3 CommandCenter,
Code 1835 Less StarFire 3000 Receiver, Code 1845 Less AutoTrac Activation, and Code 1885
JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Requires Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4033 6169 kg (13,600 lb.) Cat 3/3N 3-Point Hitch with Quick Coupler.
Code 5040 110 mm (4.33 In) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5503 480/80R46 In. 158A8 R1 Rear Dual Wheels and Tires.
Code 6100 420/90R30 In. 142A8 R1 Front Single Wheels and Tires.

Same Price

0026 Kenya
Requires Code 1821 GS3 CommandCenter or Code 1823 Touchscreen GS3 CommandCenter,
Code 1835 Less StarFire 3000 Receiver, Code 1845 Less AutoTrac Activation, and Code 1885
JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Requires Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4033 6169 kg (13,600 lb.) Cat 3/3N 3-Point Hitch with Quick Coupler.
Code 5040 110 mm (4.33 In) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5503 480/80R46 In. 158A8 R1 Rear Dual Wheels and Tires.
Code 6100 420/90R30 In. 142A8 R1 Front Single Wheels and Tires.

Same Price

AGRICULTURAL PRODUCTS
JOHN DEERE TRACTORS

8235R Tractor
Continued

23 June 2011 US & Canada
2-Tractors-05900- 3



CODE
ATTACHMENT
IDENTIFIER DESCRIPTION

SUGGESTED
LIST PRICE

USD ($)

DESTINATION COUNTRY ...Continued...
0029 Libya

Requires Code 1821 GS3 CommandCenter or Code 1823 Touchscreen GS3 CommandCenter,
Code 1835 Less StarFire 3000 Receiver, Code 1845 Less AutoTrac Activation, and Code 1885
JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Requires Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4033 6169 kg (13,600 lb.) Cat 3/3N 3-Point Hitch with Quick Coupler.
Code 5040 110 mm (4.33 In) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5503 480/80R46 In. 158A8 R1 Rear Dual Wheels and Tires.
Code 6100 420/90R30 In. 142A8 R1 Front Single Wheels and Tires.

Same Price

0043 Senegal
Requires Code 1821 GS3 CommandCenter or Code 1823 Touchscreen GS3 CommandCenter,
Code 1835 Less StarFire 3000 Receiver, Code 1845 Less AutoTrac Activation, and Code 1885
JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Requires Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4033 6169 kg (13,600 lb.) Cat 3/3N 3-Point Hitch with Quick Coupler.
Code 5040 110 mm (4.33 In) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5503 480/80R46 In. 158A8 R1 Rear Dual Wheels and Tires.
Code 6100 420/90R30 In. 142A8 R1 Front Single Wheels and Tires.

Same Price

0050 Tanzania
Requires Code 1821 GS3 CommandCenter or Code 1823 Touchscreen GS3 CommandCenter,
Code 1835 Less StarFire 3000 Receiver, Code 1845 Less AutoTrac Activation, and Code 1885
JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Requires Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4033 6169 kg (13,600 lb.) Cat 3/3N 3-Point Hitch with Quick Coupler.
Code 5040 110 mm (4.33 In) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5503 480/80R46 In. 158A8 R1 Rear Dual Wheels and Tires.
Code 6100 420/90R30 In. 142A8 R1 Front Single Wheels and Tires.

Same Price

ASIA
0072 China (People's Republic of China)

Requires Code Code 1885 JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Required Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4033 6169 kg (13,600 lb.) Cat 3/3N 3-Point Hitch with Quick Coupler.
Code 5040 110 mm (4.33 In) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5503 480/80R46 In. 158A8 R1 Rear Dual Wheels and Tires.
Code 6100 420/90R30 In. 142A8 R1 Front Single Wheels and Tires.

Same Price
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CODE
ATTACHMENT
IDENTIFIER DESCRIPTION

SUGGESTED
LIST PRICE

USD ($)

DESTINATION COUNTRY ...Continued...
0078 Israel

Requires Code 1885 JDLink Capable.
Requires Code 8336 Stage IT4 / 3b Compliant Engine.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4033 - 6,169 kg (13,600 lb.) Cat 3/3N 3-Point Hitch with Quick Coupler.
Code 5040 - 110 mm (4.33 In) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5503 - 480/80R46 In. 158A8 R1 Rear Dual Wheels and Tires.
Code 6100 - 420/90R30 In. 142A8 R1 Front Single Wheels and Tires.

Same Price

0102 Taiwan
Requires Code 1821 GS3 CommandCenter or Code 1823 Touchscreen GS3 CommandCenter,
Code 1835 Less StarFire 3000 Receiver, Code 1845 Less AutoTrac Activation, and Code 1885
JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Required Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4033 6169 kg (13,600 lb.) Cat 3/3N 3-Point Hitch with Quick Coupler.
Code 5040 110 mm (4.33 In) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5503 480/80R46 In. 158A8 R1 Rear Dual Wheels and Tires.
Code 6100 420/90R30 In. 142A8 R1 Front Single Wheels and Tires.

Same Price

0104 Thailand
Requires Code 1821 GS3 CommandCenter or Code 1823 Touchscreen GS3 CommandCenter,
Code 1835 Less StarFire 3000 Receiver, Code 1845 Less AutoTrac Activation, and Code 1885
JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Required Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4033 6169 kg (13,600 lb.) Cat 3/3N 3-Point Hitch with Quick Coupler.
Code 5040 110 mm (4.33 In) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5503 480/80R46 In. 158A8 R1 Rear Dual Wheels and Tires.
Code 6100 420/90R30 In. 142A8 R1 Front Single Wheels and Tires.

Same Price

0109 Vietnam
Requires Code 1821 GS3 CommandCenter or Code 1823 Touchscreen GS3 CommandCenter,
Code 1835 Less StarFire 3000 Receiver, Code 1845 Less AutoTrac Activation, and Code 1885
JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Required Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4033 6169 kg (13,600 lb.) Cat 3/3N 3-Point Hitch with Quick Coupler.
Code 5040 110 mm (4.33 In) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5503 480/80R46 In. 158A8 R1 Rear Dual Wheels and Tires.
Code 6100 420/90R30 In. 142A8 R1 Front Single Wheels and Tires.

Same Price
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CODE
ATTACHMENT
IDENTIFIER DESCRIPTION

SUGGESTED
LIST PRICE

USD ($)

DESTINATION COUNTRY ...Continued...

NORTH AMERICA
0183 Belize

Requires Code 1885 JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Required Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4033 6169 kg (13,600 lb.) Cat 3/3N 3-Point Hitch with Quick Coupler.
Code 5040 110 mm (4.33 In) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5503 480/80R46 In. 158A8 R1 Rear Dual Wheels and Tires.
Code 6100 420/90R30 In. 142A8 R1 Front Single Wheels and Tires.

Same Price

0184 Canada
Requires Code 1887 JDLink Ultimate Promotion 1 Year Subscription, Code 1888 JDLink
Ultimate Promotion 3 Year Subscription, or Code 1884 JDLink Ultimate Promotion 5 Year
Subscription.
Requires Code 8336 Stage IT4 / 3b Compliant Engine.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4033 6,169 kg (13,600 lb.) Cat 3/3N 3-Point Hitch with Quick Coupler.
Code 5040 110 mm (4.33 In) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5503 480/80R46 In. 158A8 R1 Rear Dual Wheels and Tires.
Code 6100 420/90R30 In. 142A8 R1 Front Single Wheels and Tires.

1,209.00

0185 Costa Rica
Requires Code 1885 JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Required Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4033 6169 kg (13,600 lb.) Cat 3/3N 3-Point Hitch with Quick Coupler.
Code 5040 110 mm (4.33 In) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5503 480/80R46 In. 158A8 R1 Rear Dual Wheels and Tires.
Code 6100 420/90R30 In. 142A8 R1 Front Single Wheels and Tires.

Same Price

0191 Guatemala
Requires Code 1885 JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Required Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4033 6169 kg (13,600 lb.) Cat 3/3N 3-Point Hitch with Quick Coupler.
Code 5040 110 mm (4.33 In) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5503 480/80R46 In. 158A8 R1 Rear Dual Wheels and Tires.
Code 6100 420/90R30 In. 142A8 R1 Front Single Wheels and Tires.

Same Price

0193 Honduras
Requires Code 1885 JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Required Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4033 6169 kg (13,600 lb.) Cat 3/3N 3-Point Hitch with Quick Coupler.
Code 5040 110 mm (4.33 In) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5503 480/80R46 In. 158A8 R1 Rear Dual Wheels and Tires.
Code 6100 420/90R30 In. 142A8 R1 Front Single Wheels and Tires.

Same Price
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CODE
ATTACHMENT
IDENTIFIER DESCRIPTION

SUGGESTED
LIST PRICE

USD ($)

DESTINATION COUNTRY ...Continued...
0195 Mexico

Requires Code 1885 JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Required Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4033 6169 kg (13,600 lb.) Cat 3/3N 3-Point Hitch with Quick Coupler.
Code 5040 110 mm (4.33 In) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5503 480/80R46 In. 158A8 R1 Rear Dual Wheels and Tires.
Code 6100 420/90R30 In. 142A8 R1 Front Single Wheels and Tires.

Same Price

0196 Nicaragua
Requires Code 1885 JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Required Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4033 6169 kg (13,600 lb.) Cat 3/3N 3-Point Hitch with Quick Coupler.
Code 5040 110 mm (4.33 In) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5503 480/80R46 In. 158A8 R1 Rear Dual Wheels and Tires.
Code 6100 420/90R30 In. 142A8 R1 Front Single Wheels and Tires.

Same Price

0197 Panama
Requires Code 1885 JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Required Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4033 6169 kg (13,600 lb.) Cat 3/3N 3-Point Hitch with Quick Coupler.
Code 5040 110 mm (4.33 In) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5503 480/80R46 In. 158A8 R1 Rear Dual Wheels and Tires.
Code 6100 420/90R30 In. 142A8 R1 Front Single Wheels and Tires.

Same Price

0202 United States
Requires Code 1887 JDLink Ultimate Promotion 1 Year Subscription, Code 1888 JDLink
Ultimate Promotion 3 Year Subscription, or Code 1884 JDLink Ultimate Promotion 5 Year
Subscription.
Requires Code 8336 Stage IT4 / 3b Compliant Engine.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4033 6,169 kg (13,600 lb.) Cat 3/3N 3-Point Hitch with Quick Coupler.
Code 5040 110 mm (4.33 In) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5503 480/80R46 In. 158A8 R1 Rear Dual Wheels and Tires.
Code 6100 420/90R30 In. 142A8 R1 Front Single Wheels and Tires.

1,209.00

SOUTH AMERICA
0210 Argentina

Requires Code 1885 JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Required Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4033 6169 kg (13,600 lb.) Cat 3/3N 3-Point Hitch with Quick Coupler.
Code 5040 110 mm (4.33 In) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5503 480/80R46 In. 158A8 R1 Rear Dual Wheels and Tires.
Code 6100 420/90R30 In. 142A8 R1 Front Single Wheels and Tires.

Same Price
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SUGGESTED
LIST PRICE

USD ($)

DESTINATION COUNTRY ...Continued...
0213 Chile

Requires Code 1885 JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Required Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4033 6169 kg (13,600 lb.) Cat 3/3N 3-Point Hitch with Quick Coupler.
Code 5040 110 mm (4.33 In) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5503 480/80R46 In. 158A8 R1 Rear Dual Wheels and Tires.
Code 6100 420/90R30 In. 142A8 R1 Front Single Wheels and Tires.

Same Price

0214 Colombia
Requires Code 1885 JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Required Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4033 6169 kg (13,600 lb.) Cat 3/3N 3-Point Hitch with Quick Coupler.
Code 5040 110 mm (4.33 In) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5503 480/80R46 In. 158A8 R1 Rear Dual Wheels and Tires.
Code 6100 420/90R30 In. 142A8 R1 Front Single Wheels and Tires.

Same Price

0215 Ecuador
Requires Code 1821 GS3 CommandCenter or Code 1823 Touchscreen GS3 CommandCenter,
Code 1835 Less StarFire 3000 Receiver, Code 1845 Less AutoTrac Activation, and Code 1885
JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Required Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4033 6169 kg (13,600 lb.) Cat 3/3N 3-Point Hitch with Quick Coupler.
Code 5040 110 mm (4.33 In) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5503 480/80R46 In. 158A8 R1 Rear Dual Wheels and Tires.
Code 6100 420/90R30 In. 142A8 R1 Front Single Wheels and Tires.

Same Price

0217 Paraguay
Requires Code 1885 JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Required Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4033 6169 kg (13,600 lb.) Cat 3/3N 3-Point Hitch with Quick Coupler.
Code 5040 110 mm (4.33 In) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5503 480/80R46 In. 158A8 R1 Rear Dual Wheels and Tires.
Code 6100 420/90R30 In. 142A8 R1 Front Single Wheels and Tires.

Same Price

0218 Peru
Requires Code 1885 JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Required Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4033 6169 kg (13,600 lb.) Cat 3/3N 3-Point Hitch with Quick Coupler.
Code 5040 110 mm (4.33 In) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5503 480/80R46 In. 158A8 R1 Rear Dual Wheels and Tires.
Code 6100 420/90R30 In. 142A8 R1 Front Single Wheels and Tires.

Same Price
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DESTINATION COUNTRY ...Continued...
0220 Uruguay

Requires Code 1885 JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Required Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4033 6169 kg (13,600 lb.) Cat 3/3N 3-Point Hitch with Quick Coupler.
Code 5040 110 mm (4.33 In) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5503 480/80R46 In. 158A8 R1 Rear Dual Wheels and Tires.
Code 6100 420/90R30 In. 142A8 R1 Front Single Wheels and Tires.

Same Price

0221 Venezuela
Requires Code 1885 JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Required Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4033 6169 kg (13,600 lb.) Cat 3/3N 3-Point Hitch with Quick Coupler.
Code 5040 110 mm (4.33 In) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5503 480/80R46 In. 158A8 R1 Rear Dual Wheels and Tires.
Code 6100 420/90R30 In. 142A8 R1 Front Single Wheels and Tires.

Same Price

OCEANIA
0230 Australia

Requires Code 1887 JDLink Ultimate Promotion 1 Year Subscription, Code 1888 JDLink
Ultimate Promotion 3 Year Subscription, or Code 1884 JDLink Ultimate Promotion 5 Year
Subscription.
Requires Code 8336 Stage IT4 / 3b Compliant Engine.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4033 6,169 kg (13,600 lb.) Cat 3/3N 3-Point Hitch with Quick Coupler.
Code 5040 110 mm (4.33 In) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5503 480/80R46 In. 158A8 R1 Rear Dual Wheels and Tires.
Code 6100 420/90R30 In. 142A8 R1 Front Single Wheels and Tires.

1,209.00

0237 New Zealand
Requires Code 1887 JDLink Ultimate Promotion 1 Year Subscription, Code 1888 JDLink
Ultimate Promotion 3 Year Subscription, or Code 1884 JDLink Ultimate Promotion 5 Year
Subscription.
Requires Code 8336 Stage IT4 / 3b Compliant Engine.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4033 6,169 kg (13,600 lb.) Cat 3/3N 3-Point Hitch with Quick Coupler.
Code 5040 110 mm (4.33 In) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5503 480/80R46 In. 158A8 R1 Rear Dual Wheels and Tires.
Code 6100 420/90R30 In. 142A8 R1 Front Single Wheels and Tires.

1,209.00

VALUE PACKAGE CONFIGURATIONS
0500 No Package

Order one Code from each box in the Price Pages.
In Base Price

0501 Deluxe 1300 Package
Includes Codes: 2059, 1833 or 1834, 1490, 1550 or 1551, 7201, 2661 or 2662, 3341 or 3351
or 3361, 3810 or 3821, 4032 or 4034, 4322, 3260, 5042, 6040 or 6041, 8288, 8251, 832G,
8010 or 8011.

-500.00
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VALUE PACKAGE CONFIGURATIONS ...Continued...
0502 Premium PST 1300 or 1500 Package

Includes Codes: 2061, 1833 or 1834, 1490, 7202, 2661 or 2662, 3341 or 3351 or 3361, 3810
or 3821, 4032 or 4034, 4322, 3260, 5042, 6040, 6041 or 6042, 8251, 832G, 8010 or 8011.

-500.00

0503 Premium PST ILS Package
Includes Codes: 2061, 1833 or 1834, 1490, 7202, 2661 or 2662, 3341 or 3351 or 3361, 3810
or 3821, 4032 or 4034, 4322, 3260, 5042, 6060 or 6061, 8288, 8251, 832G, 8010 or 8011.

-1,000.00

0504 Premium IVT 1300 Package
Includes Codes: 2061, 1833 or 1834, 1550 or 1551, 7202, 2661 or 2662, 3341 or 3351 or
3361, 3810 or 3821, 4032 or 4034, 4322, 3260, 5042, 6040 or 6041, 8288, 8251, 832G, 8010
or 8011.

-1,000.00

0505 Premium IVT 1500 or ILS Package
Includes Codes: 2061, 1833 or 1834, 1550 or 1551 or 1552 or 1553, 7202, 2661 or 2662, 3341
or 3351 or 3361, 3810 or 3821, 4032 or 4034, 4322, 3260, 5042, 6042 or 6060 or 6061, 8288,
8251, 832G, 8010 or 8011.

-1,500.00

0506 iPackage PST
Includes Codes: 2061, 1826, 1837 or 1838, 1848 or 1849, 1889 or 1887 or 1888 or 1884,
1833, 1490, 7202, 2661 or 2662, 3341 or 3351 or 3361, 3810 or 3821, 4034 or 4032, 4322,
3260, 5042, 6060 or 6061, 8288, 8251, 832G, 8010 or 8011.

-1,500.00

0507 iPackage IVT
Includes Codes: 2061, 1826, 1837 or 1838, 1848 or 1849, 1889 or 1887 or 1888 or 1884,
1833, 1550 or 1551 or 1552 or 1553, 7202, 2661 or 2662, 3341 or 3351 or 3361, 3810 or
3821, 4034 or 4032, 4322, 3260, 5042, 6060 or 6061, 8288, 8251, 832G, 8010 or 8011.

-2,000.00

OPERATOR STATION
2050 CommandView II Cab

Includes ComfortCommand Seat with Fore-Aft and Lateral Attenuation and Lumbar Support.
Adjustable Right Hand CommandARM Armrest controls with Integrated CommandCenter
Display.
Folding Instructional Seat.
Remote Radio Controls located on CommandARM.
Front Windshield Washer and Wiper.
SMV Emblem.
Manual Temperature Controls located in cab roof.
See Attachments Section for ordering information on additional field attachments.

-1,913.00

2059 Deluxe CommandView II Cab
Includes ComfortCommand Seat with Fore-Aft and Lateral Attenuation and Lumbar Support.
Adjustable Right Hand CommandARM Armrest Controls with Integrated CommandCenter
Display.
Remote Radio Controls located on CommandARM.
Front and Rear Windshield Washer and Wiper.
SMV Emblem.
Automatic Temperature Control with controls located on CommandARM.
Front Pull Down Sun Shade.
Right and Left Outside Mirrors (Manual Adjustment).
Power Strip with Convenience Plug Adapter.
Programmable Egress Lighting.
Folding Instructional Seat.
See Attachments Section for ordering information on additional field attachments.

In Base Price

2061 Premium CommandView II Cab with Active Seat
Includes ComfortCommand Seat with Fore-Aft and Lateral Attenuation and Lumbar Support.
Adjustable Right Hand CommandARM Armrest Controls with Integrated CommandCenter
Display.
Remote Radio Controls located on CommandARM.

3,352.00
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OPERATOR STATION ...Continued...
Front and Rear Windshield Wiper and Washer.
SMV Emblem.
Automatic Temperature Control with controls located on CommandARM.
Front Pull Down Sun Shade.
Right and Left Outside Electrically Adjustable Mirrors.
Power Strip with Convenience Plug Adapter.
Programmable Egress Lighting.
Folding Instructional Seat.
Active Seat.
See Attachments Section for ordering information on additional field attachments.

DISPLAY
When using the GS3 CommandCenter as the only GreenStar display, GS3 CommandCenter is
capable of running AutoTrac, Swath Control Pro, and Pivot Pro only (with appropriate
activations purchased and StarFire Receiver installed). When utilizing an additional
standalone GreenStar Display, ALL GreenStar applications must be run on the additional
GreenStar Display. See Online Configurator and Ag Sales Manual for more information.

Option availability limited by specific geographical regions. Please refer to region specific
price pages for appropriate ordering codes.

1821 GS3 CommandCenter, 7" Color Display
Includes Access Manager user lockout software.
With a StarFire Receiver installed, the display is capable of operating manual guidance.
AutoTrac, Swath Control Pro, and Pivot Pro will function on the CommandCenter display with
activations sold separately.

Does not include a cornerpost bracket for mounting an additional GreenStar Display.

In Base Price

1823 Touchscreen GS3 CommandCenter 7" Color Display, Video Capable
Includes Access Manager user lockout software, and video capability.
With a StarFire Receiver installed, the display is capable of operating manual guidance.
AutoTrac, Swath Control Pro, and Pivot Pro will function on the CommandCenter display with
activations sold separately.
One video camera input pre-wired in the cab. Connector located on the outside rear of the
cab.
Video software can be configured in the CommandCenter using Tractor function activated
triggers.
See Parts for available cameras.

Does not include a cornerpost bracket for mounting an additional GreenStar Display.

1,260.00

1825 GS3 CommandCenter 7" Color Display with GreenStar 3 2630 Display
Includes Access Manager user lockout software.
Includes GreenStar 3 2630 Display, harness, and A-post mounting bracket installed on
cornerpost.

Includes GreenStar 3 2630 Display Operator's manual with the language translation to match
the Tractor Operator's manual language translation.

When a GreenStar 3 2630 Display is connected at the cornerpost, all GreenStar applications
must be run on the 2630 Display. Warranty on GreenStar 3 2630 Display will be handled by
AMS and will carry normal AMS warranty terms.

6,086.00

1826 Touchscreen GS3 CommandCenter 7" Color Display, Video Capable with
GreenStar 3 2630 Display
Includes Access Manager user lockout software, and video capability.
Includes GreenStar 3 2630 Display, harness and A-post mounting bracket installed on
cornerpost.

Includes GreenStar 3 2630 Display Operator's manual with the language translation to match
the Tractor Operator's manual language translation.

7,351.00
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DISPLAY ...Continued...

The GS3 CommandCenter is pre-wired with one video input in the cab. Connector located on
the outside rear of cab. Video software can be configured in the CommandCenter using
Tractor function activated triggers. In addition, the GreenStar 3 2630 Display has the
capability of one video input. Requires camera and harnessing for video capabilities. See
Attachments for harnessing at GreenStar Harnesses in the AMS Price Pages and Ag Sales
Manual for list of compatible cameras.

When a GreenStar 3 2630 Display is connected at the cornerpost, all GreenStar applications
must be run on the 2630 display. Warranty on GreenStar 3 2630 Display will be handled by
AMS and will carry normal AMS warranty terms.

RECEIVER
StarFire 3000 Position Receivers can be ordered in two configurations:
-SF1 World Solution, a no-charge differential correction signal that provides non-row-crop
accuracy.
-SF2 Ready, a license-based differential correction signal that provides +/- 4 inch pass-to-pass
accuracy. SF2 licenses can be obtained by calling 888-GRN-STAR or visiting
www.StellarSupport.com.
-RTK capability may be added to an SF2 Ready StarFire 3000 by adding a StarFire RTK
radio, RTK radio cover, and RTK activation. Must have complete base station and vehicle kit
for RTK. See Ag Sales Manual.

GNSS serial port information (NMEA) is available through a StarFire 3000.

Option availability limited by specific geographical regions. Please refer to region specific
price pages for appropriate ordering codes.

1835 Less StarFire 3000 Receiver
Tractor includes deluxe receiver mounting bracket only.

When installing a StarFire Receiver with Original Shroud, order conversion bracket through
parts or a Deluxe Shroud through AMS Attachments to retrofit an iTC Receiver.

In Base Price

1837 StarFire 3000 Receiver - SF1 with Deluxe Shroud
Tractor includes deluxe receiver mounting bracket only.
StarFire 3000 Receiver shipped inside the cab. Includes Receiver Operator's Manuals with the
language translation to match the Tractor Operator's Manual language translation.
Warranty on StarFire 3000 Receiver will be handled by AMS and will carry normal AMS
warranty terms.

Ready for use with the StarFire SF1 or WAAS/EGNOS differential correction signal for
non-row-crop accuracy. StarFire 3000 receiver can be upgraded to SF2 capabilities.

2,695.00

1838 StarFire 3000 Receiver - SF2 Ready with Deluxe Shroud
Tractor includes deluxe receiver mounting bracket only.
StarFire 3000 Receiver shipped inside the cab. Includes Receiver Operator's Manuals with the
language translation to match the Tractor Operator's Manual language translation.
Warranty on StarFire 3000 Receiver will be handled by AMS and will carry normal AMS
warranty terms.

A StarFire3000 SF2 Ready Receiver requires an SF2 network subscription to obtain SF2
accuracy (+/-4" of accuracy pass to pass within 15 minutes, 95% of the time). The SF2
subscription is available through StellarSupport.com or by calling the AMS Customer Call
Center.

4,695.00

AG MANAGEMENT SOLUTIONS SOFTWARE ACTIVATIONS
Other activations sold seperately and are available through the AMS prices pages.
GS2 activations are not compatible with the GS3 CommandCenter or GS3 2630 Display.
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AG MANAGEMENT SOLUTIONS SOFTWARE ACTIVATIONS
...Continued...
Purchase of a new GS3 activation or upgrading the GS2 activations is required.

When using the GS3 CommandCenter as the only GreenStar display, GS3 CommandCenter is
capable of running AutoTrac, Swath Control Pro, and Pivot Pro only (with appropriate
activations purchased and StarFire Receiver installed). When utilizing an additional
standalone GreenStar Display, all GreenStar applications must be run on the additional
standalone GreenStar Display. See Online Configurator and Ag Sales Manual for more
information.

Dealer/Distributor required to contact Stellar Support to activate AMS Software Activations,
referencing the Tractor order number. Dealer/Distributor required to fully test AutoTrac
and/or iTEC Pro functionality. Warranty on Activations will be handled by AMS and will carry
normal AMS warranty terms.

Option availability limited by specific geographical regions. Please refer to region specific
price pages for appropriate ordering codes.

1845 Less AutoTrac Activation - GS3 In Base Price

1846 AutoTrac SF1 Activation - GS3
Requires factory installed StarFire 3000 SF1 Receiver (Code 1837) for AutoTrac functionality.
See AMS sales manual and price pages for detailed information.

3,000.00

1847 AutoTrac SF2 Activation - GS3
Requires factory installed StarFire 3000 SF2 Receiver (Code 1838) for AutoTrac functionality.
Also requires SF2 Subscription sold seperately for SF2 functionality.
For RTK usage, purchase RTK radio, activation, and base station sold separately.
See AMS sales manual and price pages for detailed information.

6,500.00

1848 AutoTrac SF1 Activation - GS3 with iTEC Pro Activation - GS3
Requires factory installed StarFire 3000 SF1 Receiver (Code 1837) and GreenStar 3 2630
Display options (Code 1825 or 1826). This option requires all GreenStar applications to be
run on the GreenStar 3 2630 Display.
See AMS sales manual and price pages for detailed information.

5,500.00

1849 AutoTrac SF2 Activation - GS3 with iTEC Pro Activation - GS3
Requires factory installed StarFire 3000 SF2 Receiver (Code 1838) and GreenStar 3 2630
Display options (Code 1825 or 1826). This option requires all GreenStar applications to be
run on the GreenStar 3 2630 Display.
Also requires SF2 Subscription sold separately for SF2 functionality.
For RTK usage, purchase RTK radio, activation, and base station sold separately.
See AMS sales manual and price pages for detailed information.

9,000.00

MACHINE CONNECTIVITY
Machine connectivity functions require cellular coverage.
Usage of the JDLink System requires customer's acceptance of the terms of the John Deere
Telematics System Contract, which describes John Deere's access and use of the data collected
by the system.

Option availability limited by specific geographical regions. Please refer to region specific
price pages for appropriate ordering codes.

1885 JDLink Capable
Includes cab wiring harness only.
Requires field kit installation, activation, and subscription for JDLink functionality.

In Base Price

1886 JDLink Select
Includes JDLink hardware: integrated cab wiring harness, antenna, modular telematics
gateway (MTG) with Service ADVISOR Remote capability, and JDLink Select activation.

1,000.00
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MACHINE CONNECTIVITY ...Continued...
Requires purchase of JDLink Select subscription sold separately.
Features: machine hours, machine location, curfew alert, geofence alert, and maintenance
profile.
JDLink customer account must be created to access JDLink Select data.
Upgrade to JDLink Ultimate requires purchase of JDLink Ultimate activation and JDLink
Ultimate subscription (no hardware changes required).

1889 JDLink Ultimate
Includes JDLink hardware: integrated cab wiring harness, antenna, modular telematics
gateway (MTG) with Service ADVISOR Remote capability, and JDLink Ultimate activation.
Requires purchase of JDLink Ultimate subscription sold separately.
In addition to JDLink Select features: machine utilization information, machine reports,
machine diagnostics.
JDLink customer account must be created to access JDLink Ultimate data.

2,400.00

1887 JDLink Ultimate Promotion - 1 Year Subscription Included
Includes JDLink hardware: integrated cab wiring harness, antenna, modular telematics
gateway (MTG) with Service ADVISOR Remote capability, and JDLink Ultimate activation,
and 1 year subscription to JDLink Ultimate service.
In addition to JDLink Select features: machine utilization information, machine reports,
machine diagnostics.
JDLink customer account must be created to access JDLink Ultimate data.
Annual subscription renewal required after first year of service for continued functionality.

No Charge

1888 JDLink Ultimate Promotion - 3 Year Subscription Included
3 year subscription includes: 1 year promotion plus 2 additional years of JDLink Ultimate
data and Service ADVISOR Remote Capability.

Includes JDLink hardware: integrated cab wiring harness, antenna, modular telematics
gateway (MTG) with Service ADVISOR Remote capability, and JDLink Ultimate activation,
and 3 year subscription to JDLink Ultimate service.
In addition to JDLink Select features: machine utilization information, machine reports,
machine diagnostics.
JDLink customer account must be created to access JDLink Ultimate data.
Annual subscription renewal required after third year of service for continued functionality.

For US and Canada Only.

1,200.00

1884 JDLink Ultimate Promotion - 5 Year Subscription Included
5 year subscription includes: 1 year promotion plus 4 additional years of JDLink Ultimate
data and Service ADVISOR Remote Capability.

Includes JDLink hardware: integrated cab wiring harness, antenna, modular telematics
gateway (MTG) with Service ADVISOR Remote capability, and JDLink Ultimate activation,
and 5 year subscription to JDLink Ultimate service.
In addition to JDLink Select features: machine utilization information, machine reports,
machine diagnostics.
JDLink customer account must be created to access JDLink Ultimate data.
Annual subscription renewal required after fifth year of service for continued functionality.

For US and Canada Only.

2,400.00

ACTIVECOMMAND STEERING
1833 John Deere ActiveCommand Steering (ACS)

Includes cab-mounted gyro, tactile feedback unit in steering column, and steering control unit
for variable ratio steering and dynamic road-wheel offset control.

3,100.00

1834 Less John Deere ActiveCommand Steering (ACS) In Base Price

TRANSMISSION
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TRANSMISSION ...Continued...
1490 16F/5R Speed PowerShift Transmission 42 km/h (26 mph)

5R is only available through John Deere dealer programming in some geographic regions.
In Base Price

1550 AutoPowr IVT Transmission 42 km/h (26 mph) with Right Hand
Reverser Controls

11,674.00

1551 AutoPowr IVT Transmission 42 km/h (26 mph) with Left Hand
Reverser Controls

12,515.00

1553 AutoPowr IVT Transmission 50 km/h (31 mph) with Right Hand
Reverser Controls
Requires 120 mm diameter Rear Axle Codes; Front Axle Code 6061; Front Fender Code 8010
or 8011; Trailer Brake Code 8751, 8752, or 8756, and Symbol B (50 km/h) Front and Rear
Tires.

11,674.00

1552 AutoPowr IVT Transmission 50 km/h (31 mph) with Left Hand
Reverser Controls
Requires 120 mm diameter Rear Axle Codes; Front Axle Code 6061; Front Fender Code 8010
or 8011; Trailer Brake Code 8751, 8752, or 8756, and Symbol B (50 km/h) Front and Rear
Tires.

12,515.00

LIGHTS
7200 Standard Lighting

Six Front Grill Mounted Lights: two 65W low beam driving lights, two 65W high beam driving
lights and two front corner facing halogen work lights.
Ten Cab Roof Mounted Lights: Two rear and four side facing 65W flood lights and four
corner facing amber lights.
Two rear fender mounted flood lights and two rear turn signal and brake lights.
Two folding extremity lights.

In Base Price

7201 Deluxe Lighting
Includes Standard Lights plus two adjustable front roof 65W halogen floodlights, two front
belt-line flood lights, and rotary beacon light.

762.00

7202 Premium Lighting
Includes Deluxe Lights, and additionally in the front grill screen, two front corner HID lights
replace two front halogen lights and one HID light and one 65W halogen flood light are
added. Two rear fender lights are replaced with HID lights.

3,278.00

RADIO
2650 Less Radio and Speakers

Includes wiring harness only for Radio and Speakers.
In Base Price

2660 Deluxe Radio Package
AM/FM Stereo with Clock, Weatherband, Remote Controls, Auxiliary Input Jack located on
front of Radio, Four Speakers and External Antenna.

650.00

2661 Premium Radio Package with XM Radio
AM/FM Stereo with Premium Tuner, Clock, Weatherband, Compact Disc Player, Remote
Controls, USB port on front of radio face, Auxiliary Input Jacks located in right hand storage
console and on radio face, BlueTooth capable including microphone, Integrated BlueTooth
Phone Book connection through CommandCenter,XM Satellite capable including Satellite
Antenna (Subscription Required), Four Speakers, Subwoofer, and External Antenna.
Volume, Speed Compensation, bass, and treble radio functions can be viewed and configured
on the CommandCenter Display.

985.00

2662 Premium Radio Package 885.00
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RADIO ...Continued...
For Non U.S. and Canada Markets only: AM/FM Stereo with Premium Tuner, Clock, Compact
Disc Player, Remote Controls, Auxiliary Input Jack located in right hand storage console and
on radio, BlueTooth capable including microphone, Integrated BlueTooth Phone Book
connection through CommandCenter, Four Speakers, Subwoofer, and External Antenna.

REMOTE SELECTIVE CONTROL VALVES
3331 Three Remote Selective Control Valves with Push/Pull Breakaway Couplers

and High Pressure Relief Levers
-1,812.00

3341 Four Remote Selective Control Valves with Push/Pull Breakaway Couplers
and High Pressure Relief Levers

In Base Price

3351 Five Remote Selective Control Valves with Push/Pull Breakaway Couplers
and High Pressure Relief Levers

1,813.00

3361 Six Remote Selective Control Valves with Push/Pull Breakaway Couplers
and High Pressure Relief Levers
Includes Auxiliary CommandArm Mounted SCV Controls.
Only available on Model Year 2012 Tractors.

3,626.00

POWER TAKE OFF
3810 45 mm (1-3/4 In.) 1000 rpm PTO (20 Spline) In Base Price

3820 45 mm (1-3/4 In.) 1000 rpm (20 Spline), Capable of 35 mm (1-3/8 In.)
540 (6 Spline) / 1000 (21 Spline) rpm PTO
To field convert to 35 mm (1-3/8 In.) 540/1000 rpm PTO, kit RE272736 will be required.
35 mm ( 1-3/8 In.) 540 rpm PTO portion of this option is not compatible with Cat. 4 Drawbar.

1,859.00

3821 45 mm (1-3/4 In.) 1000 rpm (20 Spline) with 35 mm (1-3/8 In.)
540 (6 Spline) / 1000 (21 Spline) rpm PTO
35 mm ( 1-3/8 In.) 540 rpm PTO portion of this option is not compatible with Cat. 4 Drawbar.

2,365.00

REAR HITCH
Advertised Hitch Lift Capacity is the amount of force that is sustained through the entire range
of lift, measured at 610 mm behind the hitch point. This is measured with the rear hitch
centerlink connected to the upper hole. See Operators Manual for more information.
Maximum Lift Capacity is noted as well. This is the maximum force achieved during lift,
directly at the hitch point.

4000 Less 3-Point Hitch
Requires Code 3331 Three Remote Selective Control Valves.
If 4 and/or 5 remote cylinder control valves are required, order field installed kit RE301321
(4th Remote Cylinder Control Valve) and/or RE301501 (5th Remote Cylinder Control Valve).
Not compatible with Code 841H Front Hitch.

-5,722.00

4033 6169 kg (13,600 Lbs.) Capacity 3-Point Hitch (Cat 3/3N) with
Sway Blocks and Quick Coupler
8,679 kg (19,134 Lbs.)Maximum Lift Capacity.

In Base Price

4034 7983 kg (17,600 Lbs.) Capacity Hitch (Cat 3/3N) with Sway Blocks and Quick Coupler
11,214 kg (24,724 lb)Maximum Lift Capacity.
Requires 120 mm Diameter Rear Axle.

1,170.00

4032 8,482 kg (18,700 Lbs.) Lift Capacity Hitch (Cat 4N/3) Hitch with
Sway Blocks and Quick Coupler

2,459.00
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REAR HITCH ...Continued...
11,933 kg (26,307 Lbs.) Maximum Lift Capacity.
Requires Group 48 Rear Tires.
Requires 120mm Diameter Rear Axle.

DRAWBAR AND TRAILER HITCH
4320 Cat. 3 Adjustable Swinging Drawbar with 38 mm (1.5 In.) Pin

1,837 kg (4,050 lb.) - 2,700 kg (6,000 lb.) Maximum Vertical Load dependent on Drawbar
position.

In Base Price

4321 Cat. 4 Adjustable Swinging Drawbar with 50 mm (2 In.) Pin
2,245 kg (4,950 Lb.) Maximum Vertical Load.
Use of 540 RPM PTO Shaft is not recommended due to interference during turns.

252.00

4322 Cat. 4 Adjustable Swinging Drawbar with 50 mm (2 In.) Pin with
Heavy Duty Support
4990 kg (11,000 Lb.) Maximum Vertical Load.
Use of 540 RPM PTO Shaft is not recommended due to interference during turns.

789.00

HYDRAULIC PUMP
3240 166.5 lpm (44 gpm) 63 cc Hydraulic Pump Displacement

Not compatible with Codes 6042 1500 MFWD, 6060 ILS, or 6061 ILS with brakes.
In Base Price

3260 227.1 lpm (60 gpm) 85 cc Hydraulic Pump Displacement 1,223.00

REAR AXLES
5040 110 mm (4.33 In.) Diameter x 3010 mm (118.5 In.) Length

Not compatible with Group 48 Tires.
In Base Price

5041 110 mm (4.33 In.) Diameter x 3010 mm (118.5 In.) Length with
Double Taper Wheel Hubs

243.00

5042 120 mm (4.72 In.) Diameter x 3010 mm (118.5 In.) Length with
Double Taper Wheel Hubs

540.00

5043 120 mm (4.72 In.) Diameter x 2438 mm (96 In.) Length with
Double Taper Wheel Hubs

-440.00

REAR WHEELS AND TIRES (CAST MAIN AND STEEL DUAL OR
TRIPLE UNLESS NOTED)
For complete tire and wheel information, refer to the Agricultural Sales Manual or individual
tire manufacturer's handbook.
Some tire sizes and/or brands are excluded from manufacturer warranty when used in
specialty applications (e.g. use on Scraper Tractors). Please refer to the tire manufacturer's
handbook for specific warranty guidelines.
Overloading of tires is prohibited.
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REAR WHEELS AND TIRES (CAST MAIN AND STEEL DUAL OR
TRIPLE UNLESS NOTED) ...Continued...

A8 Speed Rated RCI Group 47 Size Tires (77 In./1955 mm Diameter)
Listed Narrowest to Widest
Listed Singles, to Duals, to Triples (if offered)
Use with any RCI Group 42 OR 43 Front Tire with same brand preference.
Four step front and rear tire combinations, as example group 44/48, 43/47 are acceptable with
ILS (Code 6060 or 6061) and 1500 MFWD (Code 6042) axles only.
Mixing of R1 and R1W tread types between Front and Rear Tires is permitted.
Mixing of Increased Flexion (IF) and non-Increased Flexion tires is not permitted unless
otherwise noted.

5500 320/90R54 In. 149A8 R1W Radial in Dual Wheel Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.

2,312.00

5700 320/90R54 In. 149A8 R1W Radial in Triple Wheel Configuration
Available in Goodyear.
Requires No Brand Preference Code 5999.
Requires Code 5042 120 mm (4.72 In.) x 3010 mm (118.5 In.) Rear Axle.
20 In. spacing only.
Includes two 15 In. Axle Extensions.
Extended lead time tire; may affect Tractor delivery date.

15,038.00

5501 380/90R50 In. 151A8 R1W Radial in Dual Wheel Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.

-444.00

5701 380/90R50 In. 151A8 R1W Radial in Triple Wheel Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.
Requires Code 5042 120 mm (4.72 In.) x 3010 mm (118.5 In.) Rear Axle.
20 In. spacing only.
Includes two 15 In. Axle Extensions.

10,974.00

5102 480/80R46 In. 158A8 R2 Radial in Single Wheel Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.
Requires Front Tire Code 6103.
Not compatible with ILS Code 6060 or 6061.
Not compatible with 635 kg (1400 lb.) inner wheel weights.

-6,712.00

5502 480/80R46 In. 158A8 R2 Radial in Dual Wheel Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.
Requires Front Tire Code 6103.
Not compatible with ILS Code 6060 or 6061.

796.00

5702 480/80R46 In. 158A8 R2 Radial in Triple Wheel Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.
Requires Code 5042 120 mm (4.72 In.) x 3010 mm (118.5 In.) Rear Axle.
Requires Front Tire Code 6103.
Not compatible with ILS Code 6060 or 6061.
30 In. spacing only.
Includes two 15 In. and two 10 In. Axle Extensions.

15,410.00

5103 480/80R46 In. 158A8 R1 Radial in Single Wheel Configuration
Available in Firestone or Goodyear.

-7,110.00
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REAR WHEELS AND TIRES (CAST MAIN AND STEEL DUAL OR
TRIPLE UNLESS NOTED) ...Continued...

5503 480/80R46 In. 158A8 R1 Radial in Dual Wheel Configuration
Available in Firestone or Goodyear.

In Base Price

5703 480/80R46 In. 158A8 R1 Radial in Triple Wheel Configuration
Available in Firestone or Goodyear.
Requires Code 5042 120 mm (4.72 In.) x 3010 mm (118.5 In.) Rear Axle.
30 In. spacing only.
Includes two 15 In. and two 10 In. Axle Extensions.

11,630.00

5104 480/80R46 In. 158A8 R1W Radial in Single Wheel Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.

-5,446.00

5504 480/80R46 In. 158A8 R1W Radial in Dual Wheel Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.

3,328.00

5704 480/80R46 In. 158A8 R1W Radial in Triple Wheel Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.
Requires Code 5042 120 mm (4.72 In.) x 3010 mm (118.5 In.) Rear Axle.
30 In. spacing only.
Includes two 15 In. and two 10 In. Axle Extensions.

14,318.00

5105 520/85R42 In. 157A8 R1 Radial in Single Wheel Configuration
Available in Firestone or Goodyear.

-7,194.00

5505 520/85R42 In. 157A8 R1 Radial in Dual Wheel Configuration
Available in Firestone or Goodyear.
For Ag use.

-138.00

5521 520/85R42 In. 157A8 R1 Radial in Heavy Duty Dual Wheel Configuration
Available in Firestone or Goodyear.
For Scraper applications.
Severe Duty Dual Wheel with thicker discs.

234.00

5106 520/85R42 In. 157A8 R1W Radial in Single Wheel Configuration
Available in Firestone, Goodyear, or Michelin.

-5,310.00

5506 520/85R42 In. 157A8 R1W Radial in Dual Wheel Configuration
Available in Firestone, Goodyear, or Michelin.

3,630.00

5522 520/85R42 In. 157A8 R1W Radial in Heavy Duty Dual Wheel Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.
Severe Duty Dual Wheel with thicker discs for Scraper applications.

4,002.00

5108 520/85R42 In. 157A8 R2 Radial in Single Wheel Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.
Required Front Tire Code is 6103 with 1300 MFWD Axle Code 6040.
Not compatible with ILS Codes 6060 or 6061.

-6,504.00

5508 520/85R42 In. 157A8 R2 Radial in Dual Wheel Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.
Required Front Tire Code is 6103 with 1300 MFWD Axle Code 6040.
Not compatible with ILS Codes 6060 or 6061.

1,242.00
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REAR WHEELS AND TIRES (CAST MAIN AND STEEL DUAL OR
TRIPLE UNLESS NOTED) ...Continued...

5109 620/70R42 In. 160A8 R1W Radial in Single Wheel Configuration
Available in Firestone, Michelin, or Goodyear.

-4,484.00

5509 620/70R42 In. 160A8 R1W Radial in Dual Wheel Configuration
Available in Firestone, Michelin, or Goodyear.

5,282.00

5110 710/70R38 In. 166A8 R1W Radial in Single Wheel Configuration
Available in Firestone, Michelin, or Goodyear.

-3,228.00

5510 710/70R38 In. 166A8 R1W Radial in Dual Wheel Configuration
Available in Firestone, Michelin, or Goodyear.

7,784.00

5117 IF 710/70R38 178A8 R1W Increased Flexion Radial in Single Wheel Configuration
Available in Firestone only.
Requires No Brand Preference Code 5999.

-2,654.00

5517 IF 710/70R38 178A8 R1W Increased Flexion Radial in Dual Wheel Configuration
Available in Firestone only.
Requires No Brand Preference Code 5999.

8,932.00

A8 Speed Rated RCI Group 48 Size Tires (81 In./2057 mm Diameter)
Listed Narrowest to Widest
Listed Singles, to Duals, to Triples (if offered)
Use with any RCI Group 43 or 44 Front Tire with same brand preference.
Four step front and rear tire combinations, as example group 44/48, 43/47 are acceptable with
ILS (Code 6060 or 6061) and 1500 MFWD (Code 6042) axles only.
Mixing of R1 and R1W tread types between Front and Rear Tires is permitted.
Mixing of Increased Flexion (IF) and non-Increased Flexion tires is not permitted unless
otherwise noted.

5600 380/90R54 In. 152A8 R1W Radial in Dual Wheel Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.

2,996.00

5201 480/80R50 In. 159A8 R1W Radial in Single Wheel Configuration
Available in Firestone, Goodyear, Titan or Michelin.

-5,692.00

5601 480/80R50 In. 159A8 R1W Radial in Dual Wheel Configuration
Available in Firestone, Goodyear, Titan, or Michelin.

2,856.00

5720 480/80R50 In. 159A8 R1W Radial in Triple Wheel Configuration
Available in Firestone, Goodyear, Titan, or Michelin.
Requires Code 5042 120 mm (4.72 In.) x 3010 mm (118.5 In.) Rear Axle.
30 In. spacing only.
Includes two 15 In. and two 10 In. Axle Extensions.

15,924.00

5202 IF 480/80R50 166A8 R1W Radial in Single Wheel Configuration
Available in Firestone only.
Requires No Brand Preference Code 5999.
Compatible with Firestone brand, Standard non-Increased Flexion Front Tire Codes 6201,
6601, 6203, and 6603.

-3,974.00

5602 IF 480/80R50 166A8 R1W Radial in Dual Wheel Configuration
Available in Firestone only.
Requires No Brand Preference Code 5999.
Compatible with Firestone brand, Standard non-Increased Flexion Front Tire Codes 6201,
6601, 6203, and 6603.

6,292.00
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REAR WHEELS AND TIRES (CAST MAIN AND STEEL DUAL OR
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5203 520/85R46 In. 158A8 R1W Radial in Single Wheel Configuration
Available in Firestone, Michelin, Continental, or Goodyear.

-5,862.00

5603 520/85R46 In. 158A8 R1W Radial in Dual Wheel Configuration
Available in Firestone, Michelin, Continental, or Goodyear.

2,496.00

5204 520/85R46 In. 158A8 R2 Radial in Single Wheel Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.
Requires Front Tire Code 6206 Single or 6606 Front Dual Tires.

-5,626.00

5604 520/85R46 In. 158A8 R2 Radial in Dual Wheel Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.
Compatible Front Tire Code 6206 Single Tire or 6606 Front Dual Tires.

2,968.00

5205 620/70R46 In. 167A8 R1W Radial in Single Wheel Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.

-4,078.00

5605 620/70R46 In. 167A8 R1W Radial in Dual Wheel Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.

6,064.00

5218 IF 650/85R38 In. 179A8 R1W Increased Flexion Radial in Single Wheel Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.
Requires Front Tire Code 6214.

-996.00

5618 IF 650/85R38 In. 179A8 R1W Increased Flexion Radial in Dual Wheel Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.
Requires Front Tire Code 6214.

12,248.00

5206 710/70R42 In. 168A8 R1W Radial in Single Wheel Configuration
Available in Firestone only.
Requires No Brand Preference Code 5999.

-3,956.00

5606 710/70R42 In. 168A8 R1W Radial in Dual Wheel Configuration
Available in Firestone only.
Requires No Brand Preference Code 5999.

6,338.00

5207 710/70R42 In. 173A8 R1W Radial in Single Wheel Configuration
Available in Michelin, Goodyear, Continental, or Trelleborg.

-3,006.00

5607 710/70R42 In. 173A8 R1W Radial in Dual Wheel Configuration
Available in Michelin, Goodyear, or Continental.
General Ag use tire.

8,238.00

5219 IF 710/70R42 In. 179A8 R1W Increased Flexion Radial in Single Wheel Configuration
Available in Firestone or Michelin.

-188.00

5619 IF 710/70R42 In. 179A8 R1W Increased Flexion Radial in Dual Wheel Configuration
Available in Firestone or Michelin.

13,874.00

5209 800/70R38 In. 173A8 R1W Radial in Single Wheel Configuration
Available in Firestone, Michelin, or Goodyear.

-2,328.00
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REAR WHEELS AND TIRES (CAST MAIN AND STEEL DUAL OR
TRIPLE UNLESS NOTED) ...Continued...

5609 800/70R38 In. 173A8 R1W Radial in Dual Wheel Configuration
Available in Firestone, Michelin, or Goodyear.
Includes two 10 In. Axle Extensions.

9,584.00

5220 IF 800/70R38 In. 179A8 R1W Increased Flexion Radial in Single Wheel Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.

986.00

5620 IF 800/70R38 In. 179A8 R1W Increased Flexion Radial in Dual Wheel Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.
Includes two 10 In. Axle Extensions.

16,212.00

REAR WHEELS AND TIRES FOR 31 MPH (50 KM/H) TRANSMISSION (CODE 1552
OR 1153):

B Speed Rated RCI Group 47 Size Tires (77 In./1955 mm Diameter)
Listed Narrowest to Widest
Listed Singles, to Duals, to Triples (if offered)
For use with any B Rated RCI Group 42 Front Tire with same tread type and brand
preference.

5513 480/80R46 In. 158B R1 Radial in Dual Wheel Configuration
Available in Firestone or Goodyear.

1,020.00

5114 650/75R38 In. 169B R1W Radial in Single Wheel Configuration
Available in Michelin or Goodyear.

-2,106.00

5116 710/70R38 In. 166B R1W Radial in Single Wheel Configuration
Available in Michelin or Goodyear.

-2,718.00

B Speed Rated RCI Group 48 Size Tire (81 In./2057 mm Diameter)
Listed Narrowest to Widest
Listed Singles, to Duals, to Triples (if offered)
For use with any B Rated RCI Group 43 Front Tire with same tread type and brand
preference.

5610 480/80R50 In. 159B R1W Radial in Dual Wheel Configuration
Available in Firestone or Goodyear.

3,876.00

5211 650/85R38 In. 173B R1W Radial in Single Wheel Configuration
Available in Michelin or Goodyear.

-2,890.00

5215 IF 650/85R38 In. 179B R1W Increased Flexion Radial in Single Wheel Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.

-490.00

5213 710/70R42 In. 173B R1W Radial in Single Wheel Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.

-1,222.00

5216 IF 710/70R42 In. 179B R1W Increased Flexion Radial in Single Wheel Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.

962.00
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REAR WHEELS AND TIRES (CAST MAIN AND STEEL DUAL OR
TRIPLE UNLESS NOTED) ...Continued...

5217 IF 800/70R38 In. 179B R1W Increased Flexion Radial in Single Wheel Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.

1,496.00

FRONT AXLES
6020 Two Wheel Drive Adjustable Width 1524-2235 mm (60 - 88 In.)

Does not include AutoTrac Ready Components. AutoTrac operation requires AutoTrac
universal. See AMS Price Pages.
Requires Code 1845 No AutoTrac Activation.
Requires Code 1834 Less ACS.
Not compatible with IVT Codes 1550, 1551, 1553 and 1552.
Requires Rear Hitch Codes 4000 or 4033.

-18,072.00

6040 1300 Series Mechanical Front Wheel Drive - Group 47 Rear/Group 42 Front
Requires front tires with a load index rating of 141 or greater.

In Base Price

6041 1300 Series Mechanical Front Wheel Drive - Group 48 Rear/Group 43 Front
Requires front tires with a load index rating of 141 or greater.

Same Price

6042 1500 Series Mechanical Front Wheel Drive with Hydraulic Differential Lock
and Dual Tire Capability
Requires Code 3260: 227 lpm (60 gpm) Hydraulic Pump.
Single front tires require a load index rating of 143 or greater.
Axle is compatible with duals.
Compatible with either Group 42/43 Front and 47 Rear tires or 43/44 Front and 48 Rear
Tires where allowed by model. See tire listings.

5,846.00

6060 John Deere Independent Link Suspension with Hydraulic Differential Lock,
Fully Enclosed Driveline and Dual Tire Capability
Requires Code 3260: 227 lpm (60 gpm) Hydraulic Pump.
Single front tires require a load index rating of 145 or greater.
Compatible with either Group 42/43 Front and 47 Rear tires or 43/44 Front and 48 Rear Tires
where allowed by model. See tire listings.

14,926.00

6061 John Deere Independent Link Suspension with Hydraulic Differential Lock,
Wet Multi-Disk Brakes, Fully Enclosed Driveline, and Dual Tire Capability
Requires Code 3260: 227 lpm (60 gpm) Hydraulic Pump.
Single front tires require a load index rating of 145 or greater.
Compatible with either Group 42/43 Front and 47 Rear tires or 43/44 Front and 48 Rear Tires
where allowed by model. See tire listings.

16,878.00

FRONT WHEELS AND TIRES
For complete tire and wheel information, refer to the Agricultural Sales Manual or individual
tire manufacturer's handbook.
Some tire sizes and/or brands are excluded from manufacturer warranty when used in
specialty applications (e.g. used on Scraper Tractors). Please refer to the tire manufacturer's
handbook for specific warranty guidelines.
Overloading of tires is prohibited.
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FRONT WHEELS AND TIRES ...Continued...

FRONT WHEELS FOR TWO WHEEL DRIVE

Two Steel 2WD Wheels with:
6160 11.00-24 In. 12PR F2 Bias in Single Wheel Configuration

Available in Goodyear.
Requires any RCI Group 47 Rear Tire.

-1,656.00

6161 16.5L-16.1 In. 8PR F2 Bias in Single Wheel Configuration
Available in Firestone or Goodyear.
Recommended use with any RCI Group 47 Rear Tire.

-1,890.00

FRONT WHEELS AND TIRES FOR 40 km/h TRANSMISSIONS:
FRONT TIRES FOR
1300 SERIES (CODE 6040 OR 6041), 1500 SERIES (CODE 6042), OR
INDEPENDENT LINK SUSPENSION (ILS) (CODE 6060 OR 6061) AXLES

Eight Position Wheels for 1300 Series Only

A8 Speed Rated RCI Group 42 Size Tires (59 In./1498 mm Diameter)
Listed Narrowest to Widest (Single Front or Dual Front as Noted)
Use with any RCI Group 47 Rear Tire with same brand preference.
Mixing of R1 and R1W tread types between Front and Rear Tires is permitted.
Mixing of Increased Flexion (IF) and non-Increased Flexion Tires is not permitted unless
otherwise noted.

6100 420/90R30 In. 142A8 R1 Radial in Single Wheel Configuration
Available in Firestone or Goodyear.

In Base Price

6101 420/90R30 In. 147A8 R1W Radial in Single Wheel Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.

1,594.00

6102 420/90R30 In. 145A8 R1W Radial in Single Wheel Configuration
Available in Firestone only.
Requires No Brand Preference Code 5999.

588.00

6103 420/90R30 In. 142A8 R2 Radial in Single Wheel Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.
Requires Code 5102, 5502, or 5702 Rear Tires.

660.00

6104 480/70R30 In. 152A8 R1W Radial in Single Wheel Configuration
Available in Firestone or Goodyear.

268.00

Eight Position Wheels for 1300 Series or ILS Axle with:

A8 Speed Rated RCI Group 42 Size Tires (59 In./1498 mm Diameter)
Listed Narrowest to Widest (Single Front or Dual Front as noted)
Use with any RCI Group 47 Rear Tire with same brand preference.
Mixing of R1 and R1W tread types between Front and Rear Tires is permitted.
All Front Dual Configurations require Code 6060 ILS or 6061 ILS with Brake Front Axle.

6106 320/85R38 In. 143A8 R1W Radial in Single Wheel Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.
Not compatible with 6060 or 6061 ILS Axle.

656.00
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FRONT WHEELS AND TIRES ...Continued...
6506 320/85R38 In. 143A8 R1W Radial in Dual Wheel Configuration

Available in Goodyear only.
Requires No Brand Preference Code 5999.
Four Front Steel Wheels, Adapter Ring, and Spacer Hub.

7,810.00

6507 380/85R34 In. 137A8 R1 Radial in Dual Wheel Configuration
Available in Firestone or Goodyear.
Available to use with Rear Tire Code 5501 or 5701.
Four Front Steel Wheels, Adapter Ring, and Spacer Hub.

7,026.00

6116 380/85R34 145A8 R1 Radial in Single Wheel Configuration
Available in Firestone only.
Requires No Brand Preference Code 5999.

988.00

6508 380/85R34 In. 137A8 R1W Radial in Dual Wheel Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.
Four Front Steel Wheels, Adapter Ring, and Spacer Hub.

9,486.00

6109 600/65R28 In. 147A8 R1W Radial in Single Wheel Configuration
Available in Goodyear, Firestone and Michelin.
For use with 1780 mm (70 In.) or wider tread settings.

2,238.00

Eight Position Wheels for 1300 Series Axle only with:

A8 Speed Rated RCI Group 43 Size Tires (63 In./1600 mm Diameter)
Listed Narrowest to Widest (Single Front or Dual Front as noted)
Use with any RCI Group 48 Rear Tire with same brand preference.

6200 320/80R42 In. 141A8 R1W Radial in Single Wheel Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.

1,290.00

6201 380/80R38 In. 142A8 R1W Radial in Single Wheel Configuration
Available in Firestone, Goodyear, Titan, or Michelin.

1,300.00

Eight Position Wheels for 1300 Series, 1500 Series, or ILS Axle with:

A8 Speed Rated RCI Group 43 Size Tires (63 In./1600 mm Diameter)
Listed Narrowest to Widest (Single Front or Dual Front as noted)
Use with any RCI Group 47 or 48 Rear Tire with same tread type and brand preference.
Four step front and rear tire combinations, as example 44/48, 43/47 are acceptable with ILS
(Codes 6060 or 6061) and 1500 MFWD (Code 6042) axles only.
Mixing of R1 and R1W tread types between Front and Rear Tires is permitted.
Mixing of Increased Flexion (IF) and non-Increased Flexion Tires is not permitted unless
otherwise noted.
All Front Dual Configurations require Code 6042 1500 MFWD, 6060 ILS, or 6061 ILS with
Brake Front Axle.

6600 320/80R42 In. 141A8 R1W Radial in Dual Wheel Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.

9,078.00

6601 380/80R38 In. 142A8 R1W Radial in Dual Wheel Configuration
Available in Michelin, Firestone, Titan, or Goodyear.
Four Front Steel Wheels, Adapter Ring, and Spacer Hub.

9,102.00
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FRONT WHEELS AND TIRES ...Continued...
6202 IF 380/80R38 149A8 R1W Radial in Single Wheel Configuration

Available in Firestone only.
Requires No Brand Preference Code 5999.
Compatible with Standard, non-Increased Flexion rear tires.

2,166.00

6203 420/85R34 In. 147A8 R1W Radial in Single Wheel Configuration
Available in Firestone, Goodyear, or Titan.

1,464.00

6603 420/85R34 In. 147A8 R1W Radial in Dual Wheel Configuration
Available in Firestone, Goodyear, or Titan.
Four Front Steel Wheels, Adapter Ring, and Spacer Hub.

9,426.00

6217 IF 420/85R34 152A8 R1W Increased Flexion Radial in Single Wheel Configuration
Available in Firestone only.
Requires No Brand Preference Code 5999.
Compatible with Standard, non-Increased Flexion rear tires.

2,446.00

6216 480/70R34 In. 143A8 R1W Radial in Single Wheel Configuration
Available in Continental only.
Requires No Brand Preference Code 5999.
Tread setting restrictions apply, see Sales Manual or Operators Manual.

1,794.00

6616 480/70R34 In. 143A8 R1W Radial in Dual Wheel Configuration
Available in Continental only.
Requires No Brand Preference Code 5999.
Tread setting restrictions apply, see Sales Manual or Operators Manual.
Four Front Steel Wheels, Adapter Ring, and Spacer Hub.

10,086.00

6204 480/70R34 In. 144A8 R1W Radial in Single Wheel Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.
Tread setting restrictions apply, see Sales Manual or Operators Manual.

2,434.00

6604 480/70R34 In. 144A8 R1W Radial in Dual Wheel Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.
Tread setting restrictions apply, see Sales Manual or Operators Manual.
Four Front Steel Wheels, Adapter Ring, and Spacer Hub.

10,726.00

6205 480/70R34 In. 155A8 R1W Radial in Single Wheel Configuration
Available in Firestone or Goodyear.
Tread setting restrictions apply, see Sales Manual or Operators Manual.

2,008.00

6605 480/70R34 In. 155A8 R1W Radial in Dual Wheel Configuration
Available in Firestone or Goodyear.
Tread setting restrictions apply, see Sales Manual or Operators Manual.
Four Front Steel Wheels, Adapter Ring, and Spacer Hub.

10,514.00

6206 480/70R34 In. 146A8 R2 Radial in Single Wheel Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999 and Rear Tire Code 5204 or 5604.
Tread setting restrictions apply, see Sales Manual or Operators Manual.
For use with 1829 mm (72 In.) or wider tread settings only.

1,048.00

6606 480/70R34 In. 146A8 R2 Radial in Dual Wheel Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999 and Rear Tire Code 5204 or 5604.
Tread setting restrictions apply, see Sales Manual or Operators Manual.
For use with 1829 mm (72 In.) or wider tread settings only.
Four Front Steel Wheels, Adapter Ring, and Spacer Hub.

8,594.00
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FRONT WHEELS AND TIRES ...Continued...
6207 540/65R34 In. 152A8 R1W Radial in Single Wheel Configuration

Available in Michelin or Goodyear.
For 1300 or ILS: For use with 1679 mm (66 In.) or wider tread spacing.
For 1500: For use with 1829 mm (72 In.) or wider tread spacing.

1,524.00

6208 600/70R30 In. 152A8 R1W Radial in Single Wheel Configuration
Available in Firestone, Goodyear, Continental, Trelleborg, or Michelin.
For 1300 or ILS: For use with 1780 mm (70 In.) or wider tread spacing.
For 1500: For use with 1829 mm (72 In.) or wider tread spacing.

1,146.00

6214 IF 600/70R30 In. 159A8 R1W Increased Flexion Radial in Single Wheel Configuration
Available in Firestone or Michelin.
For ILS: For use with 1780 mm (70 In.) or wider tread spacing.
For 1500: For use with 1829 mm (72 In.) or wider tread spacing.

2,730.00

FRONT WHEELS AND TIRES WITH 1500 AXLE (CODE 6042)OR
INDEPENDENT LINK SUSPENSION (ILS) (CODE 6060 OR 6061)

Steel MFWD or ILS 8 Position Wheels with:

A8 Speed Rated RCI Group 44 Size Tires (66 In./1676 mm Diameter)
Listed Narrowest to Widest (Single Front or Dual Front as noted)
Use with any RCI Group 48 Rear Tire with same tread type and brand preference.
Mixing of R1 and R1W tread types between Front and Rear Tires is permitted.

6300 540/75R34 In. 157A8 R1W Radial in Single Wheel Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.
For use with 2080 or 2182 mm tread spacing with Code 6042.
For use with 1979, 2080 or 2182 mm tread spacing with Code 6060 or 6061.

1,690.00

6301 620/75R30 In. 163A8 R1W Radial In Single Wheel Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.
For use with 2182 mm tread spacing with Code 6042.
For use with 2080 or 2182 mm tread spacing with Code 6060 or 6061.

2,570.00

FRONT WHEELS AND TIRES for 50 km/h TRANSMISSION (CODE 1552 OR 1553)
AND
INDEPENDENT LINK SUSPENSION (CODE 6061):

Eight Position Wheels for ILS Axle Code 6061 with:

B Speed Rated RCI Group 42 Size Tires (59 In./1498 mm Diameter)
Listed Narrowest to Widest (Single Front or Dual Front as noted)
For use with any B Rated RCI Group 47 Rear Tire with same brand preference.
Requires Code 6061.

6511 380/85R34 In. 137B R1 Radial in Dual Wheel Configuration
Available in Firestone or Goodyear.
Requires Code 5513 Rear Tire.
Requires Code 6061 ILS Front Axle with Brakes.
Four Front Steel Wheels, Adapter Ring, and Spacer Hub.

7,540.00

6113 600/65R28 In. 147B R1W Radial In Single Wheel Configuration
Available in Michelin or Goodyear.
Use with 1780 mm (70 In.) or wider tread settings.

2,748.00
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FRONT WHEELS AND TIRES ...Continued...

Eight Position Wheels for ILS Axle Code 6061 with:

B Speed Rated RCI Group 43 Size Tires (63 In./1600 mm Diameter)
Listed Narrowest to Widest (Single Front or Dual Front as noted)
For use with any B Rated RCI Group 48 Rear Tire with same brand preference.
Requires Code 6061.
Mixing of Increased Flexion (IF) and non-Increased Flexion tires is not permitted unless
otherwise noted.

6209 420/85R34 In. 147B R1W Radial In Single Tire Configuration
Available in Firestone or Goodyear.
Requires Rear Tire Code 5610.

1,974.00

6609 420/85R34 In. 147B R1W Radial In Dual Tire Configuration
Available in Firestone or Goodyear.
Requires Rear Tire Code 5610.
Four Front Steel Wheels, Adapter Ring, and Spacer Hub.

9,936.00

6210 540/65R34 In. 152B R1W Radial In Single Tire Configuration
Available in Michelin or Goodyear.
Use with 1780 mm (70 In.) or wider tread settings.

2,034.00

6212 600/70R30 In. 152B R1W Radial In Single Tire Configuration
Available in Michelin or Goodyear.
Use with 1780 mm (70 In.) or wider tread settings.

1,656.00

6215 IF 600/70R30 In. 159B R1W Increased Flexion Radial in Single Tire Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.
For use with 1780 mm (70in.) or wider tire tread.

3,880.00

TIRE PREFERENCE CODES
If only one brand is available in any tire code, the Tire Preference Code 5999 must be chosen
below to avoid extra charges. You will still get the one brand stated in the tire code
description.

5999 No Brand Preference
Matching front and rear tire brands will be installed on Tractor unless notified by factory.

No Charge

5901 Firestone Brand Only 800.00

5902 Goodyear Brand Only 800.00

5903 Michelin Brand Only 1,200.00

5904 Continental Brand Only 800.00

OPERATOR'S MANUAL AND LABELS
0409 English In Base Price

0437 Spanish Same Price

0413 French Same Price

0416 Hebrew Operator's Manual and Non-Text Labels Same Price
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ATTACHMENTS - ORDER AS DESIRED

Customer Gold Key Program:
9076 Gold Key Experience

Not compatible with Code 9075.
This personal guided tour provides you with the unique opportunity to watch a similar machine
to the one you are purchasing during its final stages of manufacturing. This tour will be
scheduled in advance and can occur at your convenience during a 60 day window (30 days
prior to or 30 days after your machine's expected warehouse date). For more information, visit
www.deere.com/goldkey.

No Charge

Operator Station and Electrical:
8288 Foot Operated Speed Control 343.00

8242 Radar, Dual Beam Sensor 943.00

8210 Leather Trim Package
For CommandView II, Deluxe CommandView II, and Premium CommandView II cabs.
Includes heated leather seat, leather instructional set, leather wrapped steering wheel and rear
window decal.

1,725.00

8227 Outside Mirrors, Telescoping, Heated, Electrically Adjustable RH and LH
Required to upgrade from Right and Left Hand Manual Adjust Mirrors.

1,018.00

8228 Outside Mirrors, Telescoping, Heated, Electrically Adjustable RH and LH
Required to upgrade from RH and LH Electrically Adjusting Mirrors.

565.00

8251 Antenna Mount and Wiring for Business Band (2-Way) Radio 135.00

8725 Rotary Warning Beacon
Required to add Rotary Beacon Light to Standard Lighting Package.

358.00

8720 Loader/Driving Light Package
Only available on Model Year 2012 Tractors.
Provide two road lights mounted higher on the cab posts for use when front mounted
equipment obstruct grill mounted front lights.

219.00

Hydraulics:
832G Auxiliary Hydraulic Connections

Includes (2) motor return couplers, (1) flat face sump coupler, (1) power beyond pressure
coupler and (1) load sense coupler.
Suitable for use with most planting and seeding equipment.

893.00

Chassis:
8010 Fenders, Deluxe Pivoting Front for MFWD or ILS -

480 mm (18.9 In.) Wide
Recommended for use with 290 mm (12.4 In.) to 420 mm (16.9 In.) tire widths.
Code 8010 or 8011 is required for 50 km/h (31 mph) Tractors.
Not compatible with Code 8011 Fenders, Deluxe Pivoting Front for MFWD or ILS - 620 mm
(24.4 In.) wide.

1,322.00

8011 Fenders, Deluxe Pivoting Front for MFWD or ILS - 620 mm (24.4 In.) Wide
Recommended for use with 480 mm (18.9 In.) to 620 mm (244 In.) tire widths.
Not for use with front dual tire combinations.
Code 8010 or 8011 is required for 50 km/h (31 mph) Tractors.
Not compatible with option Code 8010 Fender, Deluxe Pivoting Front for MFWD or ILS - 480
mm (18.9 In.) Wide.

1,549.00
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ATTACHMENTS - ORDER AS DESIRED ...Continued...
8020 Fenders, Full Coverage Rear 2.55 m (100 In.) Width

Includes hitch control switch on both fenders.
Includes external PTO switch on fender extension.
Not compatible with Code 8021 Fenders, Extra Width Coverage Rear 2.75 m (108 In.) Width.

1,299.00

8751 Trailer Brake, Air Dual Line System
Includes compressor, tank, control valves and 2 line couplers.
Not compatible with Code 8756 Hydraulic Trailer Brakes.
If Air and Hydraulic Trailer Brakes are required, order Code 8752 Trailer Brakes, Air Dual
Line and Hydraulic.

6,757.00

8752 Trailer Brake, Air Dual Line and Hydraulic
Includes rear Tractor line hydraulic coupler.
Includes compressor, tank, control valves and couplers.
Not compatible with Codes 8751 or 8756.

7,596.00

8756 Trailer Brake, Hydraulic
Includes rear Tractor line hydraulic coupler.
Not compatible with Code 8751 Trailer Brake, Air Dual Line or Code 8752 Trailer Brake, Air
Dual Line and Hydraulic.

838.00

Front Implement:
8380 PTO, Independent Front with 35 mm (1-3/8 In) 21-Spline, 1000 rpm

Clockwise-Rotating Shaft as Viewed from Front (Type 2)
Only available on Model Year 2012 Tractors.
For Code 8336 IT4/ Stage IIIA Compliant Engine.
Requires Front Hitch Code 8411. Requires ILS Front Axle Code 6060 or 6061.
Not compatible with group 42 Front Tires. Not compatible with Powershift Transmission Code
1490.

7,995.00

8381 PTO, Independent Front with 45 mm (1-3/4 In) 20-Spline, 1000 rpm
Clockwise-Rotating Shaft as Viewed from Front (Type 3)
Only available on Model Year 2012 Tractors.
For Code 8336 IT4/ Stage IIIA Compliant Engine.
Requires Front Hitch Code 8411. Requires ILS Front Axle Code 6060 or 6061.
Not compatible with group 42 Front Tires. Not compatible with Powershift Transmission Code
1490.

7,995.00

8383 PTO, Independent Front with 35 mm (1-3/8 In) 21-Spline, 1000 rpm
Clockwise-Rotating Shaft as Viewed from Front (Type 2)
Only available on Model Year 2012 Tractors.
For Code 8334 Stage II Compliant Engine.
Requires Front Hitch Code 8411. Requires ILS Front Axle Code 6061.
Not compatible with group 42 Front Tires.
Not compatible with Powershift Transmission Code 1490.

7,995.00

8384 PTO, Independent Front with 45 mm (1-3/4 In) 20-Spline, 1000 rpm
Clockwise-Rotating Shaft as Viewed from Front (Type 3)
Only available on Model Year 2012 Tractors.
For Code 8334 Stage II Compliant Engine.
Requires Front Hitch Code 8411. Requires ILS Front Axle Code 6061.
Not compatible with group 42 Front Tires.
Not compatible with Powershift Transmission Code 1490.

7,995.00

8411 Front Hitch with Folding Draft Links, Cat. 3N Ground Engaging Hitch,
5,200 kg (11,646 lb.) Lift Capacity
nly available on Model Year 2012 Tractors.
Includes Front Hitch Valve.
Requires Independent Link Suspension (Code 6060 or 6061)
Compatible with 3, 4, 5, or 6 Rear SCV's.
Includes Auxiliary CommandArm Mounted SCV Controls.

6,850.00
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835H Two Front Remote Selective Control Outlets with Push/Pull Breakaway Couplers and

Factory Installed Plumbing to Rear Remote Selective Control Valves Three and Four
Only available on Model Year 2012 Tractors.
Front SCV hoses can be disconnected for rear SCV use.
Requires Code 8411 Front Hitch.
Requires Code 8020 Full Coverage Rear Fender Extensions to provide remote hitch lift
controls for rear hitch.

1,600.00

Engine:
8300 Cold Weather Start Kit

Factory installation of Block Heater (110V) and Ether Aid Canister and Switch.
144.00

8306 Fuel/Water Separator, Severe Duty
In addition to water separator in base equipment.

591.00

8220 Intelligent Power Management
Provides up to an additional 35 engine hp for non-stationary rear PTO or transport speeds
above 23 km/h (14.3 mph).
Not compatible with Stage II Emission compliant engine.

3,579.00

8336 John Deere PowerTech PSX 9.0 L (549 cu. In.) 6 Cyl IT4 / Stage 3b Compliant Diesel
Engine

Same Price

8334 John Deere PowerTech 9.0 L (549 cu. In.) 6 Cyl Stage 2 Compliant Diesel Engine
Only available on Model Year 2012 Tractors.

Same Price

8550 Skid for Duals
For Tractors shipping outside of the United States and Canada.

136.00

Ballast Packages:

728 kg (1620 lb.) Ballast Package with Rear Duals:
8930 Front Weight Support with No Front Suitcase Weights and One Pair

75 kg (165 lb.) with One Pair of 205 kg (450 lb.) Inside/Inner
Rear Wheel Weights and no Outside/Outer Dual Rear Wheel Weights
1300 Axle: 144 Lb./hp with 37/63 Front/Rear Weight Split and require single front tires with
load index of 141 or greater.
Not compatible with any other factory installed front or rear weight code.

2,268.00

Quik-Tatch Weights:
8955 Weight, Front Support - Less Weights

Support weighs 390 Lb. (180 kg).
1300 Axle requires single front tires with load index of 141 or greater.
1500 Axle requires single front tires with load index of 143 or greater or front duals.
ILS requires single front tires with load index of 145 or greater or front duals.
Includes Tow Point.

551.00

8956 Weight, Front Support with Four Suitcase Weights
1300 Axle requires single front tires with load index of 143 or greater.
1500 Axle requires single front tires with load index of 145 or greater or front duals.
ILS requires single front tires with load index of 146 or greater or front duals.

1,140.00

8957 Weight, Front Support with Eight Suitcase Weights
1300 Axle requires single front tires with load index of 145 or greater.
1500 Axle requires single front tires with load index of 146 or greater or front duals.
ILS requires single front tires with load index of 148 or greater or front duals.

1,637.00
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ATTACHMENTS - ORDER AS DESIRED ...Continued...
8958 Weight, Front Support with Twelve Suitcase Weights

1300 Axle requires single front tires with load index of 146 or greater.
1500 Axle requires single front tires with load index of 148 or greater or front duals.
ILS requires single front tires with load index of 150 or greater or front duals.

2,132.00

8959 Weight, Front Support with Sixteen Suitcase Weights
1300 Axle requires single front tires with load index of 148 or greater.
1500 Axle requires single front tires with load index of 150 or greater or front duals.
ILS requires single front tires with load index of 151 or greater or front duals.

2,621.00

8960 Weight, Front Support with Twenty-Two Suitcase Weights
1300 Axle requires single front tires with load index of 150 or greater.
1500 Axle requires single front tires with load index of 152 or greater or front duals.
ILS requires single front tires with load index of 153 or greater or front duals.

3,361.00

Rear Wheel Weights - For Inside/Inner Wheels (Cast):
Weights shown are for each weight.

8970 One Pair 205 kg (450 lb.) 1,189.00

8971 Two Pair 205 kg (450 lb.)
Based on the tire width option ordered, some 450 lb. wheel weights may be shipped on a
separate pallet and require dealer installation.

2,382.00

8972 One Pair 635 kg (1400 lb.)
Requires tire with load rating above 151 Load Index.

3,428.00

Rear Wheel Weights - For Outside/Inner Wheels (Cast):
Weights shown are for each weight.

8978 One Pair 75 kg (165 lb.) Starter Weights and One Pair 205 kg (450 lb.) Weight
for the Outside of Single Rear Wheel
For outside of drive wheel on rear singles only.

1,717.00

Rear Wheel Weights - For Outside/Outer Dual Wheels:
Weights shown are for each weight.

8973 One Pair 75 kg (165 lb.) Starter Weights and One Pair 205 kg (450 lb.) Weights
for Outer Rear Dual
For outside outer dual only.
Not compatible with Triples.

1,717.00

8974 One Pair 75 kg (165 lb.) Starter Weights and Two Pair 205 kg (450 lb.) Weights
Requires rear duals.
Not compatible with rear triples.

2,907.00

8975 One Pair 75 kg (165 lb.) Starter Weights and Three Pair 205 kg (450 lb.) Weights
Requires rear duals.
Not compatible with rear triples.

3,983.00

ATTACHMENTS FOR FIELD CONVERSION
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ATTACHMENTS FOR FIELD CONVERSION ...Continued...

Electrical:
RE58827 9-Pin Connector Implement Feedback

Required for Touch-Set Depth Control.
128.00

AR255881 Battery Disconnect Switch 168.00

RE329902 Battery Disconnect Switch, Wheel 145.00

RE322780 ISO Cab Implement CAN Bus Adapter See Parts

RE21519 Implement Switch with 10 Ft. Harness 162.00

AR245564 Mounting Kit for Radar with Dual Beam Sensor
Requires Dual Beam Radar (RE249206).

220.00

RE278980 Radar with Dual Beam Sensor
Requires AL171547 Attaching Bracket Kit.

See Parts

RE325025 iTech 3/4 Switch
Requires software download. Reference Installation instructions for additional information.

25.00

Engine:
RE323008 Cold Weather Starting Package 91.00

RE227949 Engine Block Heater (110V) See Parts

RE524692 Engine Block Heater (220V) See Parts

RE321571 Fuel/Water Separator Kit, Severe Duty
In addition to water separator in base equipment.

606.00

Fenders:
RE260608 Fenders, Deluxe Pivoting Front for 1300 Series MFWD - 18.7 In. (480 mm) Wide

Recommended use with 12.4 In. (290 mm) to 16.9 In. (420 mm) tire widths.
Compatible with 1300 Series MFWD front axle only.

1,322.00

RE260609 Fenders, Deluxe Pivoting Front for 1300 Series MFWD - 24.4 In. (620 mm) Wide
Recommended use with 18.4 In. (480 mm) to 23.6 In. (600 mm) tire widths.
Compatible with 1300 Series MFWD front axle only.

1,549.00

RE308214 Fenders, Deluxe Pivoting Front for 1500 Series MFWD - 18.7 In. (480 mm) Wide
Recommended use with 12.4 In. (290 mm) to 16.9 In. (420 mm) tire widths.
Compatible with 1500 Series MFWD front axle only.

1,322.00

RE308215 Fenders, Deluxe Pivoting Front for 1500 Series MFWD - 24.4 In. (620 mm) Wide
Recommended use with 18.4 In. (480 mm) to 23.6 In. (600 mm) tire widths.
Compatible with 1500 Series MFWD front axle only.

1,549.00

RE236667 Fenders, Deluxe Pivoting Front for Independent Link Suspension -
18.7 In. (480 mm) Wide
Also order 2 pieces of R186578.
Recommended use with 12.4 In. (290 mm) to 16.9 In. (420 mm) tire widths.

1,322.00
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RE236670 Fenders, Deluxe Pivoting Front for Independent Link Suspension -

24.4 In. (620 mm) Wide
Also order 2 pieces of R186578.
Recommended for use with 18.4 In. (480 mm) to 23.6 In. (600 mm) tire widths.
Not for use with front dual tire combinations.

1,549.00

RE324406 Fenders, Extra Width Rear Fender Extensions 267.00

RE318606 Fenders, Full Coverage Rear 2.55 meter (100 In. Width) 483.00

Hitch and Drawbar:
R177682 Center Link Bracket

Retains the center link when not in use.
See Parts

AR211154 Drawbar Heavy Duty Support for use with Cat. 4 Drawbar
(11,000 Lb. Vertical Load Capacity)
Requires Cat. 4 Drawbar.
Increases vertical load capacity to 11,000 Lb. (4990 kg.).
Cat. 4 Drawbar is not compatible with PTO Codes 2418 or 2420 or with field installed 1-3/8
540 rpm PTO.

782.00

AR211153 Drawbar, Cat. 4 with 2 In. Pin and Heavy Duty Support
(11,000 Lb. Vertical Load Capacity)
Cat. 4 Drawbar is not compatible with PTO Codes 3820 or 3821 or with field installed 1-3/8
540 rpm PTO.

1,810.00

RE327692 Front Hitch Chain Hooks 189.00

RE301735 Hitch Kit, 3-in-1 Rails
Compatible with Type 2 PTO.

789.00

RE301736 Hitch Kit, 3-in-1 Rails
Compatible with Type 3 PTO.

1,322.00

RE180668 Rear Hitch Quik-Coupler (Convertible Cat. 3/3N)
Requires RE34846 Bumper Blocks.

1,477.00

Hydraulics:
RE301321 4th Remote Cylinder Control Valves with Push/Pull Breakaway Couplers with

High Pressure Relief Levers
For Tractors equipped with a front hitch or without a rear hitch, see installation instructions
for additional parts needed to complete installation.
Requires (R301759) Software download to activate function - See Parts.

2,383.00

RE301501 5th Remote Cylinder Control Valves with Push/Pull Breakaway Couplers with
High Pressure Relief Levers
Requires (R301760) Software download to activate function - See Parts.

2,460.00

RE315727 Auxiliary Hydraulic Oil Take-Out Pump and Reservoir
Provides an additional 11 gallon (42 liters) capacity for large, single acting cylinders used for
application where a large hydraulic oil flow in a short period of time is needed.

1,870.00

RE222721 Auxiliary Sump Coupler Kit (Flush Face Coupler Style)
Required to connect Tractor sump to case drains on Seeding Equipment.

125.00

RE323471 Front SCV Plumbing Kit
Routes SCV function from the rear to the front.

1,760.00
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AR114664 Hydraulic Motor Return, Multiple/Auxiliary Hitch Coupler/

Sump Return Kit
For use with Hydraulic Motor Returns, Hitch Valve with Lift Assist Wheels or Motor
Drains/Sump Returns or grapple valve.

186.00

RE322174 Hydraulic Trailer Brake Kit
Provides single line connection to hydraulic braking systems.
Works with or without power beyond couplers.

682.00

RE221284 Low Stand-By Pressure Control Kit
Prevents main pump activation during engine start up in certain hydraulic configurations
using power beyond.

947.00

RE281166 Power Beyond Coupler Kit
Kit includes load sense, pressure and return couplers.

730.00

AR272536 Rear EHSCV Single Lever Control (Joystick) and Mounting Parts for CommandArm 1,510.00

Lighting:
RE308937 Auxiliary Driving / Loader Light Kit

Includes headlights, wiring harness, brackets and mounting hardware.
228.00

RE269641 Lights, Field Vision Xenon HID Rear Fender Light
Requires (2) for conversion.

See Parts

RE298933 Lights, Two Roof-Mounted 65W Halogen Front Flood Lights 135.00

RE325694 Rotary Beacon Light Kit 358.00

Miscellaneous:
AR320123 Single Line Coupler Parts for Air Trailer Brakes 561.00

Operator Environment:
RE67015 3-Way Convenience Adapter for Power Strip See Parts

RE317435 Accessory Mounting Bracket 106.00

RE269615 Antenna Mount and Wiring for Business Band Radio 135.00

RE275532 Ash Tray See Parts

RE67014 Cigar-Style Adapter for Power Strip See Parts

RE323407 External Mirrors, Electrically Adjustable RH and LH Conversion Kit 514.00

RE293499 External Mirrors, Electrically Telescoping and Heated Mirror Heads 1,696.00

RE323405 External Mirrors, Manually Adjustable RH and LH 256.00

RE321017 Foot-Operated Speed Control
For use with PST or IVT transmissions.
Order Floor Mat separate through Parts.

121.00
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RE68495 Power Strip with Six Outlets

Cab Tractors (Code 2034) ONLY.
Requires (1) RE67013, (1) RE67014, and (1) RE67015 Ordered Separately.

See Parts

RE328345 Radio, Deere/Delco AM/FM Stereo with Clock, Weatherband,
Four Speakers and Antenna

362.00

RE298965 Radio, Sub Woofer Kit 286.00

RE67013 Standard Connector with 1m (3-Foot) Cable for Power Strip See Parts

RE284180 Step Kit, Left Hand Convenience Platform See Parts

RE261504 Sun Shade, Front Pull Down See Parts

RE263352 Tire Pressure Monitor Kit
Includes Monitor and four pressure sensors.
For Cab Tractors Only.

See Parts

RE324993 Touchscreen GS3 CommandCenter 7" Color Display, Video Capable 1,260.00

RE269618 Windshield Wiper with Washer, Rear 186.00

PTO:
RE272736 Conversion Kit from 1-3/4 In. 1000 rpm to 1-3/8 In. 540/1000 rpm PTO

Conversion for Tractor equipped with Code 3820.
1-3/8 In. 540 rpm PTO is NOT compatible with Cat. 4 Drawbar.

460.00

Software Downloads:
RE298885 Intelligent Power Management

Provides up to an additional 30 Engine hp for non-stationary rear PTO and transport
applications.
Download through Service Advisor's software delivery system.
Includes instruction and download only.
See Ag Sales Manual for ground speed specifications.

See Parts

RE305729 Language Group for CommandCenter - English,
Croatian, Serbian, Slovenian,
German
Download through Service Advisor's software delivery system.
Includes instruction and download only.

See Parts

RE305727 Language Group for CommandCenter - English,
Danish, Swedish, Finish,
Norwegian
Download through Service Advisor's software delivery system.
Includes instruction and download only.

See Parts

RE305726 Language Group for CommandCenter - English,
Estonian, Latvian, Lithuanian,
Polish, Russian
Download through Service Advisor's software delivery system.
Includes instruction and download only.

See Parts
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RE305725 Language Group for CommandCenter - English,

French, Dutch, Icelandic,
German
Download through Service Advisor's software delivery system.
Includes instruction and download only.

See Parts

RE305730 Language Group for CommandCenter - English,
Greek, Turkish
Download through Service Advisor's software delivery system.
Includes instruction and download only.

See Parts

RE308728 Language Group for CommandCenter - English,
Hungarian, Czech, Slovak, Romanian,
Bulgarian
Download through Service Advisor's software delivery system.
Includes instruction and download only.

See Parts

RE305731 Language Group for CommandCenter - English,
Italian, Spanish, Portuguese, German,
Dutch, French, Swedish, Hungarian, Danish, Polish
Download through Service Advisor's software delivery system.
Includes instruction and download only.

See Parts

BPF10312 Non-John Deere Guidance Compatibility Activation - AutoFarm/Novariant
Required for communication between non-John Deere guidance systems and the Tractor's
steering components. Consult guidance system selling dealer for compatibility information.

250.00

BPF10313 Non-John Deere Guidance Compatibility Activation - Hemisphere/Outback
Required for communication between non-John Deere guidance systems and the Tractor's
steering components. Consult guidance system selling dealer for compatibility information.

250.00

BPF10311 Non-John Deere Guidance Compatibility Activation - Raven
Required for communication between non-John Deere guidance systems and the Tractor's
steering components. Consult guidance system selling dealer for compatibility information.

250.00

BPF10363 Non-John Deere Guidance Compatibility Activation - Trimble
Required for communication between non-John Deere guidance systems and the Tractor's
steering components. Consult guidance system selling dealer for compatibility information.

250.00

Transmission:
RE224298 Transmission Backup Alarm 391.00

RE323009 Transmission Hydraulic Oil Heater (110 Volts) 330.00

RE323010 Transmission Hydraulic Oil Heater (220 Volts) 431.00

Vandal Protection:
AL71345 Door Locks - Custom Key 156.00

Weights:
R127764 Weight, Front Suitcase (104 Lb.) Quantity of One

Dealer must order 5000 Lbs. to receive free freight through Waterloo Weight Program.
Available to Ag Dealers only.

123.00

RFR127764 Weight, Front Suitcase, Twenty (20-R127764) 2,276.00
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R242154 Weight, Front Support, 390 Lb. (180 kg)

Requires (6) 19M9141 Cap Screws and (6) 24M7242 Washers for installation - See Parts.
Holds up to 22 Quick-Tatch Weights.

815.00

R167151 Weight, Inner Wheel, 1400 Lb. 1,730.00

R167153 Weight, Wheel, 165 Lb. (72 Kg) 256.00

RFR207782 Weight, Wheel, 1800 Lb. (4 - 450 Lb., R207782 Weights) 2,416.00

RFR167153 Weight, Wheel, 1980 Lb. (12 - 165 Lb., R167153 Weights) 3,076.00

R207782 Weight, Wheel, 450 Lb. 604.00

Wheel Equipment:
RE324389 Front Wheel Dual Extensions

Compatible with ILS or 1500 front axles.
2,452.00

AR190666 One 10 In. Dual Hub Extension 733.00

AR190668 One 13 In. Dual Hub Extension 815.00

AR190669 One 15 In. Dual Hub Extension 854.00

AR194744 One 5 In. Dual Hub Extension 662.00

RE267658 Three Meter Front Wheel Spacer
Not compatible with Tractors equipped with front brakes.

2,959.00
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ENGINE:
John Deere PowerTech PSX Diesel

In-line 6-Cylinder Wet-Sleeve
with High Pressure Common Rail (HPCR)
Fuel System and 24 Valve Head

9.0 L (549 Cu. In.) Displacement
260 Engine Hp (191 kW) 97/68/EC @ Rated Speed
213 SAE PTO hp (159 kW) @ Rated Speed
Air to Air Intercooled
Automatic Shutdown System
Dry Type Air Cleaner with Safety Element

and Dirt Aspiration System
Tilt Hood Enclosure
VariCool Fan Drive System
Electric Fuel Shutoff
Engine Coolant Conditioner Additive
Engine Coolant Recovery System
Dual Stage Fuel Filtration System with

Fuel Water Separator with Sensor
Self-Priming and Bleeding Electronic

Fuel Pump
680 L (180 U.S. Gal.) Fuel Tank Capacity

with Lockable Fuel Cap
Top-loading Vertical Engine Oil Filter
Electronic Injection and Governor Control
Field Cruise Control

TRANSMISSION:
Powershift

16 Forward/5 Reverse Speeds
Hydraulically-Engaged Wet-Disk Clutch
Park Lock

Neutral Safety Start System

STEERING, BRAKES DIFFERENTIAL:
Load-Sensing Hydraulic Power Steering
Wet-Disk Hydraulic Power Brakes
Hydraulically-Engaged Differential Lock

HYDRAULICS:
Pressure Flow Compensating

Axial Piston Pump
63 cc Displacement 166.6 lpm (44 gpm)

Pump Output
132 lpm (35 gpm) Flow @ One SCV
L (gal) Oil Take Out Capacity @

Max Flow Rate
50 L (13 Gal.) Take-Out Capacity
Four Electrohydraulic Remote Selective

Control Valves with Push/Pull
ISO Breakaway Couplers and
High Pressure Release Levers

PTO:
Independent 1000 RPM, 45 mm

(1-3/4 In.) 20 Spline
PTO Safety Start System
Seat-Activated PTO Warning

ROCKSHAFT, HITCH AND DRAWBAR:
Dual Cylinder Electrohydraulic Rear

3-Point Hitch, Category 3/3N
Solid Draft Links with External
Remote Raise/Lower Switch
Sway Blocks with Tapered Wedge Adjustment
Electro/Hydraulic Hitch Dampening
Center Link Adjustment Handle
Transport Lock

Adjustable Swinging Drawbar
Cat. 3 Drawbar with Clevis
and 1.5 In. Pin

INSTRUMENTATION:
Corner Post Digital Instrument Panel

Includes:
Engine Oil Pressure Gauge
Engine Coolant Temperature Gauge

Fuel Level Gauge with
Low Fuel Warning Signal

Engine RPM Indicator
Status Indicator for:

MFWD
Differential Lock
Rear PTO Speed

CommandCenter Display Includes:
GreenStar 3 Application Capability

Video Capability, with Tractor Function
Activated Triggers

AutoTrac and Swath Control Pro
Activation Required

Access Manager
Universal Performance Monitor

Display Functions Definable By Operator:
% Slip
Ground Speed
PTO Speed
Engine Hours
Hydraulic Settings
Hitch Settings
Hitch Slip Command
Productivity
Efficiency
Area
Adjustable PTO Modulation
Implement Width
Service Hours
Voltage
Fuel Consumption Rate
Temperatures
Time of Day
Ambient Temperature

Command Control System with:
Automatic Powershift
Set and Adjust Time and Flow of

Individual Selective Control Valves
iTEC End of Row Functions
Languages:

For a complete list of languages, refer to the Ag
Sales Manual

OPERATOR PROTECTIVE STRUCTURE:
Deluxe CommandView II Cab

Tilt/Telescoping Memory Steering Wheel
Comfort Command Seat with

Air Suspension, Swivel
Fore-Aft Lateral Attenuation,
Lumbar Support
Backrest Adjustment with
Integrated CommandARM Controls

Adjustable Position CommandARM with
Integrated CommandCenter Display

Swing-Out Rear Window (30 Degrees)
Tinted Glass
Air Conditioner and Heater
Two Speed and Intermittent Front Wiper

and Rear Wiper
Front and Rear Windshield Washer
Pull Down Front Sun Visor
Rear Under Seat Storage
Folding Instructional Seat
Left Hand Storage
Two Beverage Holders
Right and Left Outside Mirrors
Less Radio and Speakers
Includes Wiring Harness for Radio and Speakers
Inside Cab Mounted Rear View Mirror
Passive Noise Reduction System

Backlit Right Hand Console Controls
with Adjustable Brightness

Step, Left Hand Convenience

ELECTRICAL:
Key Engine Shutoff
12V Electrical System

AGRICULTURAL PRODUCTS
JOHN DEERE TRACTORS
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Two 925 CCA 12V Batteries
Two 12V Electrical Convenience Outlet
Two 12V Electrical 3-Pin Outlet

with Adapter
Battery Boost Terminal
200 Amp Alternator
SmartCircuit Current Load Monitoring

System with Fuse Panel
7-Terminal Rear Implement Electrical

Outlet Socket
Integrated ISO Radar Connector
StarFire ITC or Radar Speed

Input Harness
ServiceADVISOR Data Port

LIGHTS:
Six Front Grill Mounted Lights
Ten Cab Roof Mounted Lights
Two Rear Fender Flood Lights
Extremity, Brake, Turning, and Hazard

Lights

AXLES, WHEELS AND TIRES:
1300 MFWD Front Axle with Limited

Slip Differential
Rear Axle and Wheels and Tires

AG MANAGEMENT SOLUTIONS:

Integrated Plug-In for GreenStar Display
Deluxe StarFire Receiver Bracket
GreenStar Ready harness with Implement

Circuit Gateway and Integrated
GreenStar Display Plug-In
Connector (ISO 11783 Compatible)

AutoTrac Ready Components:
Wiring, SSU, Front Wheel-
Angle Sensor and Electro-Hydraulic
Steering Valve

MISCELLANEOUS:
Enclosed Chain Storage Box
Horn
PTO Master Shield
Tool Box
Operator's Manual
Lockable Fuel Cap

* Manufacturer's Rating
**Cold Cranking Amperes

CODE
ATTACHMENT
IDENTIFIER DESCRIPTION

SUGGESTED
LIST PRICE

USD ($)

Select One Code From Each Required Category

BASE MACHINE
EX-WORKS Waterloo, Iowa

7510RW 8260R Tractor 202,958.00

DESTINATION COUNTRY
A Code must be chosen for each Tractor ordered.

AFRICA
0011 Chad

Requires Code 1821 GS3 CommandCenter or Code 1823 Touchscreen GS3 CommandCenter,
Code 1835 Less StarFire 3000 Receiver, Code 1845 Less AutoTrac Activation, and Code 1885
JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Requires Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4033 6169 kg (13,600 lb.) Cat 3/3N 3-Point Hitch with Quick Coupler.
Code 5040 110 mm (4.33 In) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5503 480/80R46 In. 158A8 R1 Rear Dual Wheels and Tires.
Code 6100 420/90R30 In. 142A8 R1 Front Single Wheels and Tires.

Same Price
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CODE
ATTACHMENT
IDENTIFIER DESCRIPTION

SUGGESTED
LIST PRICE

USD ($)

DESTINATION COUNTRY ...Continued...
0014 Democratic Republic of Congo

Requires Code 1821 GS3 CommandCenter or Code 1823 Touchscreen GS3 CommandCenter,
Code 1835 Less StarFire 3000 Receiver, Code 1845 Less AutoTrac Activation, and Code 1885
JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Requires Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4033 6169 kg (13,600 lb.) Cat 3/3N 3-Point Hitch with Quick Coupler.
Code 5040 110 mm (4.33 In) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5503 480/80R46 In. 158A8 R1 Rear Dual Wheels and Tires.
Code 6100 420/90R30 In. 142A8 R1 Front Single Wheels and Tires.

Same Price

0019 Ethiopia
Requires Code 1821 GS3 CommandCenter or Code 1823 Touchscreen GS3 CommandCenter,
Code 1835 Less StarFire 3000 Receiver, Code 1845 Less AutoTrac Activation, and Code 1885
JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Requires Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4033 6169 kg (13,600 lb.) Cat 3/3N 3-Point Hitch with Quick Coupler.
Code 5040 110 mm (4.33 In) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5503 480/80R46 In. 158A8 R1 Rear Dual Wheels and Tires.
Code 6100 420/90R30 In. 142A8 R1 Front Single Wheels and Tires.

Same Price

0020 Gabon
Requires Code 1821 GS3 CommandCenter or Code 1823 Touchscreen GS3 CommandCenter,
Code 1835 Less StarFire 3000 Receiver, Code 1845 Less AutoTrac Activation, and Code 1885
JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Requires Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4033 6169 kg (13,600 lb.) Cat 3/3N 3-Point Hitch with Quick Coupler.
Code 5040 110 mm (4.33 In) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5503 480/80R46 In. 158A8 R1 Rear Dual Wheels and Tires.
Code 6100 420/90R30 In. 142A8 R1 Front Single Wheels and Tires.

Same Price

0026 Kenya
Requires Code 1821 GS3 CommandCenter or Code 1823 Touchscreen GS3 CommandCenter,
Code 1835 Less StarFire 3000 Receiver, Code 1845 Less AutoTrac Activation, and Code 1885
JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Requires Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4033 6169 kg (13,600 lb.) Cat 3/3N 3-Point Hitch with Quick Coupler.
Code 5040 110 mm (4.33 In) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5503 480/80R46 In. 158A8 R1 Rear Dual Wheels and Tires.
Code 6100 420/90R30 In. 142A8 R1 Front Single Wheels and Tires.

Same Price
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CODE
ATTACHMENT
IDENTIFIER DESCRIPTION

SUGGESTED
LIST PRICE

USD ($)

DESTINATION COUNTRY ...Continued...
0029 Libya

Requires Code 1821 GS3 CommandCenter or Code 1823 Touchscreen GS3 CommandCenter,
Code 1835 Less StarFire 3000 Receiver, Code 1845 Less AutoTrac Activation, and Code 1885
JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Requires Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4033 6169 kg (13,600 lb.) Cat 3/3N 3-Point Hitch with Quick Coupler.
Code 5040 110 mm (4.33 In) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5503 480/80R46 In. 158A8 R1 Rear Dual Wheels and Tires.
Code 6100 420/90R30 In. 142A8 R1 Front Single Wheels and Tires.

Same Price

0043 Senegal
Requires Code 1821 GS3 CommandCenter or Code 1823 Touchscreen GS3 CommandCenter,
Code 1835 Less StarFire 3000 Receiver, Code 1845 Less AutoTrac Activation, and Code 1885
JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Requires Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4033 6169 kg (13,600 lb.) Cat 3/3N 3-Point Hitch with Quick Coupler.
Code 5040 110 mm (4.33 In) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5503 480/80R46 In. 158A8 R1 Rear Dual Wheels and Tires.
Code 6100 420/90R30 In. 142A8 R1 Front Single Wheels and Tires.

Same Price

0050 Tanzania
Requires Code 1821 GS3 CommandCenter or Code 1823 Touchscreen GS3 CommandCenter,
Code 1835 Less StarFire 3000 Receiver, Code 1845 Less AutoTrac Activation, and Code 1885
JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Requires Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4033 6169 kg (13,600 lb.) Cat 3/3N 3-Point Hitch with Quick Coupler.
Code 5040 110 mm (4.33 In) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5503 480/80R46 In. 158A8 R1 Rear Dual Wheels and Tires.
Code 6100 420/90R30 In. 142A8 R1 Front Single Wheels and Tires.

Same Price

ASIA
0072 China (People's Republic of China)

Requires Code Code 1885 JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Required Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4033 6169 kg (13,600 lb.) Cat 3/3N 3-Point Hitch with Quick Coupler.
Code 5040 110 mm (4.33 In) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5503 480/80R46 In. 158A8 R1 Rear Dual Wheels and Tires.
Code 6100 420/90R30 In. 142A8 R1 Front Single Wheels and Tires.

Same Price
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CODE
ATTACHMENT
IDENTIFIER DESCRIPTION

SUGGESTED
LIST PRICE

USD ($)

DESTINATION COUNTRY ...Continued...
0078 Israel

Requires Code 1885 JDLink Capable.
Requires Code 8336 Stage IT4 / 3b Compliant Engine.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4033 - 6,169 kg (13,600 lb.) Cat 3/3N 3-Point Hitch with Quick Coupler.
Code 5040 - 110 mm (4.33 In) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5503 - 480/80R46 In. 158A8 R1 Rear Dual Wheels and Tires.
Code 6100 - 420/90R30 In. 142A8 R1 Front Single Wheels and Tires.

Same Price

0090 Mongolia
Requires Code 1821 GS3 CommandCenter or Code 1823 Touchscreen GS3 CommandCenter,
Code 1835 Less StarFire 3000 Receiver, Code 1845 Less AutoTrac Activation, and Code 1885
JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Required Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4033 6169 kg (13,600 lb.) Cat 3/3N 3-Point Hitch with Quick Coupler.
Code 5040 110 mm (4.33 In) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5503 480/80R46 In. 158A8 R1 Rear Dual Wheels and Tires.
Code 6100 420/90R30 In. 142A8 R1 Front Single Wheels and Tires.

Same Price

0094 Philippines
Requires Code 1821 GS3 CommandCenter or Code 1823 Touchscreen GS3 CommandCenter,
Code 1835 Less StarFire 3000 Receiver, Code 1845 Less AutoTrac Activation, and Code 1885
JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Required Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4033 6169 kg (13,600 lb.) Cat 3/3N 3-Point Hitch with Quick Coupler.
Code 5040 110 mm (4.33 In) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5503 480/80R46 In. 158A8 R1 Rear Dual Wheels and Tires.
Code 6100 420/90R30 In. 142A8 R1 Front Single Wheels and Tires.

Same Price

0098 Saudi Arabia
Requires Code 1821 GS3 CommandCenter or Code 1823 Touchscreen GS3 CommandCenter,
Code 1835 Less StarFire 3000 Receiver, Code 1845 Less AutoTrac Activation, and Code 1885
JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Requires either Code 8955 Front Weight Support or Code 8969 Front Tow Point.
Requires Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2057 Deluxe CommandView II Cab.
Code 7203 Standard Lighting.
Code 4035 6,804 kg (15,000 Lbs.) Lift Capacity Hitch (Cat 3/3N) with Convertible Cat. 3
Ball/Hook Style Ends and Sway Blocks.
Code 5044 110 mm (4.33 In.) Diameter x 2438 mm (96 In) Length with Double Taper Wheel
Hubs.
Code 5198 620/70R42 In. 160A8 R1W Single Rear Wheels and Tires.
Code 6159 480/70R30 In. 152A8 R1W Single Front Wheels and Tires.

Same Price
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CODE
ATTACHMENT
IDENTIFIER DESCRIPTION

SUGGESTED
LIST PRICE

USD ($)

DESTINATION COUNTRY ...Continued...
0102 Taiwan

Requires Code 1821 GS3 CommandCenter or Code 1823 Touchscreen GS3 CommandCenter,
Code 1835 Less StarFire 3000 Receiver, Code 1845 Less AutoTrac Activation, and Code 1885
JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Required Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4033 6169 kg (13,600 lb.) Cat 3/3N 3-Point Hitch with Quick Coupler.
Code 5040 110 mm (4.33 In) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5503 480/80R46 In. 158A8 R1 Rear Dual Wheels and Tires.
Code 6100 420/90R30 In. 142A8 R1 Front Single Wheels and Tires.

Same Price

0104 Thailand
Requires Code 1821 GS3 CommandCenter or Code 1823 Touchscreen GS3 CommandCenter,
Code 1835 Less StarFire 3000 Receiver, Code 1845 Less AutoTrac Activation, and Code 1885
JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Required Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4033 6169 kg (13,600 lb.) Cat 3/3N 3-Point Hitch with Quick Coupler.
Code 5040 110 mm (4.33 In) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5503 480/80R46 In. 158A8 R1 Rear Dual Wheels and Tires.
Code 6100 420/90R30 In. 142A8 R1 Front Single Wheels and Tires.

Same Price

0109 Vietnam
Requires Code 1821 GS3 CommandCenter or Code 1823 Touchscreen GS3 CommandCenter,
Code 1835 Less StarFire 3000 Receiver, Code 1845 Less AutoTrac Activation, and Code 1885
JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Required Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4033 6169 kg (13,600 lb.) Cat 3/3N 3-Point Hitch with Quick Coupler.
Code 5040 110 mm (4.33 In) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5503 480/80R46 In. 158A8 R1 Rear Dual Wheels and Tires.
Code 6100 420/90R30 In. 142A8 R1 Front Single Wheels and Tires.

Same Price

NORTH AMERICA
0183 Belize

Requires Code 1885 JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Required Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4033 6169 kg (13,600 lb.) Cat 3/3N 3-Point Hitch with Quick Coupler.
Code 5040 110 mm (4.33 In) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5503 480/80R46 In. 158A8 R1 Rear Dual Wheels and Tires.
Code 6100 420/90R30 In. 142A8 R1 Front Single Wheels and Tires.

Same Price
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CODE
ATTACHMENT
IDENTIFIER DESCRIPTION

SUGGESTED
LIST PRICE

USD ($)

DESTINATION COUNTRY ...Continued...
0184 Canada

Requires Code 1887 JDLink Ultimate Promotion 1 Year Subscription, Code 1888 JDLink
Ultimate Promotion 3 Year Subscription, or Code 1884 JDLink Ultimate Promotion 5 Year
Subscription.
Requires Code 8336 Stage IT4 / 3b Compliant Engine.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4033 6,169 kg (13,600 lb.) Cat 3/3N 3-Point Hitch with Quick Coupler.
Code 5040 110 mm (4.33 In) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5503 480/80R46 In. 158A8 R1 Rear Dual Wheels and Tires.
Code 6100 420/90R30 In. 142A8 R1 Front Single Wheels and Tires.

1,209.00

0185 Costa Rica
Requires Code 1885 JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Required Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4033 6169 kg (13,600 lb.) Cat 3/3N 3-Point Hitch with Quick Coupler.
Code 5040 110 mm (4.33 In) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5503 480/80R46 In. 158A8 R1 Rear Dual Wheels and Tires.
Code 6100 420/90R30 In. 142A8 R1 Front Single Wheels and Tires.

Same Price

0191 Guatemala
Requires Code 1885 JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Required Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4033 6169 kg (13,600 lb.) Cat 3/3N 3-Point Hitch with Quick Coupler.
Code 5040 110 mm (4.33 In) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5503 480/80R46 In. 158A8 R1 Rear Dual Wheels and Tires.
Code 6100 420/90R30 In. 142A8 R1 Front Single Wheels and Tires.

Same Price

0193 Honduras
Requires Code 1885 JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Required Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4033 6169 kg (13,600 lb.) Cat 3/3N 3-Point Hitch with Quick Coupler.
Code 5040 110 mm (4.33 In) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5503 480/80R46 In. 158A8 R1 Rear Dual Wheels and Tires.
Code 6100 420/90R30 In. 142A8 R1 Front Single Wheels and Tires.

Same Price

0195 Mexico
Requires Code 1885 JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Required Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4033 6169 kg (13,600 lb.) Cat 3/3N 3-Point Hitch with Quick Coupler.
Code 5040 110 mm (4.33 In) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5503 480/80R46 In. 158A8 R1 Rear Dual Wheels and Tires.
Code 6100 420/90R30 In. 142A8 R1 Front Single Wheels and Tires.

Same Price
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CODE
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IDENTIFIER DESCRIPTION

SUGGESTED
LIST PRICE

USD ($)

DESTINATION COUNTRY ...Continued...
0196 Nicaragua

Requires Code 1885 JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Required Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4033 6169 kg (13,600 lb.) Cat 3/3N 3-Point Hitch with Quick Coupler.
Code 5040 110 mm (4.33 In) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5503 480/80R46 In. 158A8 R1 Rear Dual Wheels and Tires.
Code 6100 420/90R30 In. 142A8 R1 Front Single Wheels and Tires.

Same Price

0197 Panama
Requires Code 1885 JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Required Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4033 6169 kg (13,600 lb.) Cat 3/3N 3-Point Hitch with Quick Coupler.
Code 5040 110 mm (4.33 In) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5503 480/80R46 In. 158A8 R1 Rear Dual Wheels and Tires.
Code 6100 420/90R30 In. 142A8 R1 Front Single Wheels and Tires.

Same Price

0202 United States
Requires Code 1887 JDLink Ultimate Promotion 1 Year Subscription, Code 1888 JDLink
Ultimate Promotion 3 Year Subscription, or Code 1884 JDLink Ultimate Promotion 5 Year
Subscription.
Requires Code 8336 Stage IT4 / 3b Compliant Engine.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4033 6,169 kg (13,600 lb.) Cat 3/3N 3-Point Hitch with Quick Coupler.
Code 5040 110 mm (4.33 In) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5503 480/80R46 In. 158A8 R1 Rear Dual Wheels and Tires.
Code 6100 420/90R30 In. 142A8 R1 Front Single Wheels and Tires.

1,209.00

SOUTH AMERICA
0210 Argentina

Requires Code 1885 JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Required Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4033 6169 kg (13,600 lb.) Cat 3/3N 3-Point Hitch with Quick Coupler.
Code 5040 110 mm (4.33 In) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5503 480/80R46 In. 158A8 R1 Rear Dual Wheels and Tires.
Code 6100 420/90R30 In. 142A8 R1 Front Single Wheels and Tires.

Same Price

0212 Brazil
Requires Code 1885 JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Required Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4033 6169 kg (13,600 lb.) Cat 3/3N 3-Point Hitch with Quick Coupler.
Code 5040 110 mm (4.33 In) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5503 480/80R46 In. 158A8 R1 Rear Dual Wheels and Tires.
Code 6100 420/90R30 In. 142A8 R1 Front Single Wheels and Tires.

Same Price
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DESTINATION COUNTRY ...Continued...
0213 Chile

Requires Code 1885 JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Required Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4033 6169 kg (13,600 lb.) Cat 3/3N 3-Point Hitch with Quick Coupler.
Code 5040 110 mm (4.33 In) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5503 480/80R46 In. 158A8 R1 Rear Dual Wheels and Tires.
Code 6100 420/90R30 In. 142A8 R1 Front Single Wheels and Tires.

Same Price

0214 Colombia
Requires Code 1885 JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Required Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4033 6169 kg (13,600 lb.) Cat 3/3N 3-Point Hitch with Quick Coupler.
Code 5040 110 mm (4.33 In) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5503 480/80R46 In. 158A8 R1 Rear Dual Wheels and Tires.
Code 6100 420/90R30 In. 142A8 R1 Front Single Wheels and Tires.

Same Price

0215 Ecuador
Requires Code 1821 GS3 CommandCenter or Code 1823 Touchscreen GS3 CommandCenter,
Code 1835 Less StarFire 3000 Receiver, Code 1845 Less AutoTrac Activation, and Code 1885
JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Required Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4033 6169 kg (13,600 lb.) Cat 3/3N 3-Point Hitch with Quick Coupler.
Code 5040 110 mm (4.33 In) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5503 480/80R46 In. 158A8 R1 Rear Dual Wheels and Tires.
Code 6100 420/90R30 In. 142A8 R1 Front Single Wheels and Tires.

Same Price

0217 Paraguay
Requires Code 1885 JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Required Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4033 6169 kg (13,600 lb.) Cat 3/3N 3-Point Hitch with Quick Coupler.
Code 5040 110 mm (4.33 In) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5503 480/80R46 In. 158A8 R1 Rear Dual Wheels and Tires.
Code 6100 420/90R30 In. 142A8 R1 Front Single Wheels and Tires.

Same Price

0218 Peru
Requires Code 1885 JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Required Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4033 6169 kg (13,600 lb.) Cat 3/3N 3-Point Hitch with Quick Coupler.
Code 5040 110 mm (4.33 In) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5503 480/80R46 In. 158A8 R1 Rear Dual Wheels and Tires.
Code 6100 420/90R30 In. 142A8 R1 Front Single Wheels and Tires.

Same Price
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DESTINATION COUNTRY ...Continued...
0220 Uruguay

Requires Code 1885 JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Required Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4033 6169 kg (13,600 lb.) Cat 3/3N 3-Point Hitch with Quick Coupler.
Code 5040 110 mm (4.33 In) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5503 480/80R46 In. 158A8 R1 Rear Dual Wheels and Tires.
Code 6100 420/90R30 In. 142A8 R1 Front Single Wheels and Tires.

Same Price

0221 Venezuela
Requires Code 1885 JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Required Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4033 6169 kg (13,600 lb.) Cat 3/3N 3-Point Hitch with Quick Coupler.
Code 5040 110 mm (4.33 In) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5503 480/80R46 In. 158A8 R1 Rear Dual Wheels and Tires.
Code 6100 420/90R30 In. 142A8 R1 Front Single Wheels and Tires.

Same Price

OCEANIA
0230 Australia

Requires Code 1887 JDLink Ultimate Promotion 1 Year Subscription, Code 1888 JDLink
Ultimate Promotion 3 Year Subscription, or Code 1884 JDLink Ultimate Promotion 5 Year
Subscription.
Requires Code 8336 Stage IT4 / 3b Compliant Engine.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4033 6,169 kg (13,600 lb.) Cat 3/3N 3-Point Hitch with Quick Coupler.
Code 5040 110 mm (4.33 In) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5503 480/80R46 In. 158A8 R1 Rear Dual Wheels and Tires.
Code 6100 420/90R30 In. 142A8 R1 Front Single Wheels and Tires.

1,209.00

0237 New Zealand
Requires Code 1887 JDLink Ultimate Promotion 1 Year Subscription, Code 1888 JDLink
Ultimate Promotion 3 Year Subscription, or Code 1884 JDLink Ultimate Promotion 5 Year
Subscription.
Requires Code 8336 Stage IT4 / 3b Compliant Engine.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4033 6,169 kg (13,600 lb.) Cat 3/3N 3-Point Hitch with Quick Coupler.
Code 5040 110 mm (4.33 In) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5503 480/80R46 In. 158A8 R1 Rear Dual Wheels and Tires.
Code 6100 420/90R30 In. 142A8 R1 Front Single Wheels and Tires.

1,209.00

VALUE PACKAGE CONFIGURATIONS
0500 No Package

Order one Code from each box in the Price Pages.
In Base Price

0501 Deluxe 1300 Package
Includes Codes: 2059, 1833 or 1834, 1490, 1550 or 1551, 7201, 2661 or 2662, 3341 or 3351
or 3361, 3810 or 3821, 4032 or 4034, 4322, 3260, 5042, 6040 or 6041, 8288, 8251, 832G,
8010 or 8011.

-500.00
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VALUE PACKAGE CONFIGURATIONS ...Continued...
0502 Premium PST 1300 or 1500 Package

Includes Codes: 2061, 1833 or 1834, 1490, 7202, 2661 or 2662, 3341 or 3351 or 3361, 3810
or 3821, 4032 or 4034, 4322, 3260, 5042, 6040, 6041 or 6042, 8251, 832G, 8010 or 8011.

-500.00

0503 Premium PST ILS Package
Includes Codes: 2061, 1833 or 1834, 1490, 7202, 2661 or 2662, 3341 or 3351 or 3361, 3810
or 3821, 4032 or 4034, 4322, 3260, 5042, 6060 or 6061, 8288, 8251, 832G, 8010 or 8011.

-1,000.00

0504 Premium IVT 1300 Package
Includes Codes: 2061, 1833 or 1834, 1550 or 1551, 7202, 2661 or 2662, 3341 or 3351 or
3361, 3810 or 3821, 4032 or 4034, 4322, 3260, 5042, 6040 or 6041, 8288, 8251, 832G, 8010
or 8011.

-1,000.00

0505 Premium IVT 1500 or ILS Package
Includes Codes: 2061, 1833 or 1834, 1550 or 1551 or 1552 or 1553, 7202, 2661 or 2662, 3341
or 3351 or 3361, 3810 or 3821, 4032 or 4034, 4322, 3260, 5042, 6042 or 6060 or 6061, 8288,
8251, 832G, 8010 or 8011.

-1,500.00

0506 iPackage PST
Includes Codes: 2061, 1826, 1837 or 1838, 1848 or 1849, 1889 or 1887 or 1888 or 1884,
1833, 1490, 7202, 2661 or 2662, 3341 or 3351 or 3361, 3810 or 3821, 4034 or 4032, 4322,
3260, 5042, 6060 or 6061, 8288, 8251, 832G, 8010 or 8011.

-1,500.00

0507 iPackage IVT
Includes Codes: 2061, 1826, 1837 or 1838, 1848 or 1849, 1889 or 1887 or 1888 or 1884,
1833, 1550 or 1551 or 1552 or 1553, 7202, 2661 or 2662, 3341 or 3351 or 3361, 3810 or
3821, 4034 or 4032, 4322, 3260, 5042, 6060 or 6061, 8288, 8251, 832G, 8010 or 8011.

-2,000.00

OPERATOR STATION
2050 CommandView II Cab

Includes ComfortCommand Seat with Fore-Aft and Lateral Attenuation and Lumbar Support.
Adjustable Right Hand CommandARM Armrest controls with Integrated CommandCenter
Display.
Folding Instructional Seat.
Remote Radio Controls located on CommandARM.
Front Windshield Washer and Wiper.
SMV Emblem.
Manual Temperature Controls located in cab roof.
See Attachments Section for ordering information on additional field attachments.

-1,913.00

2059 Deluxe CommandView II Cab
Includes ComfortCommand Seat with Fore-Aft and Lateral Attenuation and Lumbar Support.
Adjustable Right Hand CommandARM Armrest Controls with Integrated CommandCenter
Display.
Remote Radio Controls located on CommandARM.
Front and Rear Windshield Washer and Wiper.
SMV Emblem.
Automatic Temperature Control with controls located on CommandARM.
Front Pull Down Sun Shade.
Right and Left Outside Mirrors (Manual Adjustment).
Power Strip with Convenience Plug Adapter.
Programmable Egress Lighting.
Folding Instructional Seat.
See Attachments Section for ordering information on additional field attachments.

In Base Price

2061 Premium CommandView II Cab with Active Seat
Includes ComfortCommand Seat with Fore-Aft and Lateral Attenuation and Lumbar Support.
Adjustable Right Hand CommandARM Armrest Controls with Integrated CommandCenter
Display.
Remote Radio Controls located on CommandARM.

3,352.00
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OPERATOR STATION ...Continued...
Front and Rear Windshield Wiper and Washer.
SMV Emblem.
Automatic Temperature Control with controls located on CommandARM.
Front Pull Down Sun Shade.
Right and Left Outside Electrically Adjustable Mirrors.
Power Strip with Convenience Plug Adapter.
Programmable Egress Lighting.
Folding Instructional Seat.
Active Seat.
See Attachments Section for ordering information on additional field attachments.

DISPLAY
When using the GS3 CommandCenter as the only GreenStar display, GS3 CommandCenter is
capable of running AutoTrac, Swath Control Pro, and Pivot Pro only (with appropriate
activations purchased and StarFire Receiver installed). When utilizing an additional
standalone GreenStar Display, ALL GreenStar applications must be run on the additional
GreenStar Display. See Online Configurator and Ag Sales Manual for more information.

Option availability limited by specific geographical regions. Please refer to region specific
price pages for appropriate ordering codes.

1821 GS3 CommandCenter, 7" Color Display
Includes Access Manager user lockout software.
With a StarFire Receiver installed, the display is capable of operating manual guidance.
AutoTrac, Swath Control Pro, and Pivot Pro will function on the CommandCenter display with
activations sold separately.

Does not include a cornerpost bracket for mounting an additional GreenStar Display.

In Base Price

1823 Touchscreen GS3 CommandCenter 7" Color Display, Video Capable
Includes Access Manager user lockout software, and video capability.
With a StarFire Receiver installed, the display is capable of operating manual guidance.
AutoTrac, Swath Control Pro, and Pivot Pro will function on the CommandCenter display with
activations sold separately.
One video camera input pre-wired in the cab. Connector located on the outside rear of the
cab.
Video software can be configured in the CommandCenter using Tractor function activated
triggers.
See Parts for available cameras.

Does not include a cornerpost bracket for mounting an additional GreenStar Display.

1,260.00

1825 GS3 CommandCenter 7" Color Display with GreenStar 3 2630 Display
Includes Access Manager user lockout software.
Includes GreenStar 3 2630 Display, harness, and A-post mounting bracket installed on
cornerpost.

Includes GreenStar 3 2630 Display Operator's manual with the language translation to match
the Tractor Operator's manual language translation.

When a GreenStar 3 2630 Display is connected at the cornerpost, all GreenStar applications
must be run on the 2630 Display. Warranty on GreenStar 3 2630 Display will be handled by
AMS and will carry normal AMS warranty terms.

6,086.00

1826 Touchscreen GS3 CommandCenter 7" Color Display, Video Capable with
GreenStar 3 2630 Display
Includes Access Manager user lockout software, and video capability.
Includes GreenStar 3 2630 Display, harness and A-post mounting bracket installed on
cornerpost.

Includes GreenStar 3 2630 Display Operator's manual with the language translation to match
the Tractor Operator's manual language translation.

7,351.00
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DISPLAY ...Continued...

The GS3 CommandCenter is pre-wired with one video input in the cab. Connector located on
the outside rear of cab. Video software can be configured in the CommandCenter using
Tractor function activated triggers. In addition, the GreenStar 3 2630 Display has the
capability of one video input. Requires camera and harnessing for video capabilities. See
Attachments for harnessing at GreenStar Harnesses in the AMS Price Pages and Ag Sales
Manual for list of compatible cameras.

When a GreenStar 3 2630 Display is connected at the cornerpost, all GreenStar applications
must be run on the 2630 display. Warranty on GreenStar 3 2630 Display will be handled by
AMS and will carry normal AMS warranty terms.

RECEIVER
StarFire 3000 Position Receivers can be ordered in two configurations:
-SF1 World Solution, a no-charge differential correction signal that provides non-row-crop
accuracy.
-SF2 Ready, a license-based differential correction signal that provides +/- 4 inch pass-to-pass
accuracy. SF2 licenses can be obtained by calling 888-GRN-STAR or visiting
www.StellarSupport.com.
-RTK capability may be added to an SF2 Ready StarFire 3000 by adding a StarFire RTK
radio, RTK radio cover, and RTK activation. Must have complete base station and vehicle kit
for RTK. See Ag Sales Manual.

GNSS serial port information (NMEA) is available through a StarFire 3000.

Option availability limited by specific geographical regions. Please refer to region specific
price pages for appropriate ordering codes.

1835 Less StarFire 3000 Receiver
Tractor includes deluxe receiver mounting bracket only.

When installing a StarFire Receiver with Original Shroud, order conversion bracket through
parts or a Deluxe Shroud through AMS Attachments to retrofit an iTC Receiver.

In Base Price

1837 StarFire 3000 Receiver - SF1 with Deluxe Shroud
Tractor includes deluxe receiver mounting bracket only.
StarFire 3000 Receiver shipped inside the cab. Includes Receiver Operator's Manuals with the
language translation to match the Tractor Operator's Manual language translation.
Warranty on StarFire 3000 Receiver will be handled by AMS and will carry normal AMS
warranty terms.

Ready for use with the StarFire SF1 or WAAS/EGNOS differential correction signal for
non-row-crop accuracy. StarFire 3000 receiver can be upgraded to SF2 capabilities.

2,695.00

1838 StarFire 3000 Receiver - SF2 Ready with Deluxe Shroud
Tractor includes deluxe receiver mounting bracket only.
StarFire 3000 Receiver shipped inside the cab. Includes Receiver Operator's Manuals with the
language translation to match the Tractor Operator's Manual language translation.
Warranty on StarFire 3000 Receiver will be handled by AMS and will carry normal AMS
warranty terms.

A StarFire3000 SF2 Ready Receiver requires an SF2 network subscription to obtain SF2
accuracy (+/-4" of accuracy pass to pass within 15 minutes, 95% of the time). The SF2
subscription is available through StellarSupport.com or by calling the AMS Customer Call
Center.

4,695.00

AG MANAGEMENT SOLUTIONS SOFTWARE ACTIVATIONS
Other activations sold seperately and are available through the AMS prices pages.
GS2 activations are not compatible with the GS3 CommandCenter or GS3 2630 Display.
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AG MANAGEMENT SOLUTIONS SOFTWARE ACTIVATIONS
...Continued...
Purchase of a new GS3 activation or upgrading the GS2 activations is required.

When using the GS3 CommandCenter as the only GreenStar display, GS3 CommandCenter is
capable of running AutoTrac, Swath Control Pro, and Pivot Pro only (with appropriate
activations purchased and StarFire Receiver installed). When utilizing an additional
standalone GreenStar Display, all GreenStar applications must be run on the additional
standalone GreenStar Display. See Online Configurator and Ag Sales Manual for more
information.

Dealer/Distributor required to contact Stellar Support to activate AMS Software Activations,
referencing the Tractor order number. Dealer/Distributor required to fully test AutoTrac
and/or iTEC Pro functionality. Warranty on Activations will be handled by AMS and will carry
normal AMS warranty terms.

Option availability limited by specific geographical regions. Please refer to region specific
price pages for appropriate ordering codes.

1845 Less AutoTrac Activation - GS3 In Base Price

1846 AutoTrac SF1 Activation - GS3
Requires factory installed StarFire 3000 SF1 Receiver (Code 1837) for AutoTrac functionality.
See AMS sales manual and price pages for detailed information.

3,000.00

1847 AutoTrac SF2 Activation - GS3
Requires factory installed StarFire 3000 SF2 Receiver (Code 1838) for AutoTrac functionality.
Also requires SF2 Subscription sold seperately for SF2 functionality.
For RTK usage, purchase RTK radio, activation, and base station sold separately.
See AMS sales manual and price pages for detailed information.

6,500.00

1848 AutoTrac SF1 Activation - GS3 with iTEC Pro Activation - GS3
Requires factory installed StarFire 3000 SF1 Receiver (Code 1837) and GreenStar 3 2630
Display options (Code 1825 or 1826). This option requires all GreenStar applications to be
run on the GreenStar 3 2630 Display.
See AMS sales manual and price pages for detailed information.

5,500.00

1849 AutoTrac SF2 Activation - GS3 with iTEC Pro Activation - GS3
Requires factory installed StarFire 3000 SF2 Receiver (Code 1838) and GreenStar 3 2630
Display options (Code 1825 or 1826). This option requires all GreenStar applications to be
run on the GreenStar 3 2630 Display.
Also requires SF2 Subscription sold separately for SF2 functionality.
For RTK usage, purchase RTK radio, activation, and base station sold separately.
See AMS sales manual and price pages for detailed information.

9,000.00

MACHINE CONNECTIVITY
Machine connectivity functions require cellular coverage.
Usage of the JDLink System requires customer's acceptance of the terms of the John Deere
Telematics System Contract, which describes John Deere's access and use of the data collected
by the system.

Option availability limited by specific geographical regions. Please refer to region specific
price pages for appropriate ordering codes.

1885 JDLink Capable
Includes cab wiring harness only.
Requires field kit installation, activation, and subscription for JDLink functionality.

In Base Price

1886 JDLink Select
Includes JDLink hardware: integrated cab wiring harness, antenna, modular telematics
gateway (MTG) with Service ADVISOR Remote capability, and JDLink Select activation.

1,000.00
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MACHINE CONNECTIVITY ...Continued...
Requires purchase of JDLink Select subscription sold separately.
Features: machine hours, machine location, curfew alert, geofence alert, and maintenance
profile.
JDLink customer account must be created to access JDLink Select data.
Upgrade to JDLink Ultimate requires purchase of JDLink Ultimate activation and JDLink
Ultimate subscription (no hardware changes required).

1889 JDLink Ultimate
Includes JDLink hardware: integrated cab wiring harness, antenna, modular telematics
gateway (MTG) with Service ADVISOR Remote capability, and JDLink Ultimate activation.
Requires purchase of JDLink Ultimate subscription sold separately.
In addition to JDLink Select features: machine utilization information, machine reports,
machine diagnostics.
JDLink customer account must be created to access JDLink Ultimate data.

2,400.00

1887 JDLink Ultimate Promotion - 1 Year Subscription Included
Includes JDLink hardware: integrated cab wiring harness, antenna, modular telematics
gateway (MTG) with Service ADVISOR Remote capability, and JDLink Ultimate activation,
and 1 year subscription to JDLink Ultimate service.
In addition to JDLink Select features: machine utilization information, machine reports,
machine diagnostics.
JDLink customer account must be created to access JDLink Ultimate data.
Annual subscription renewal required after first year of service for continued functionality.

No Charge

1888 JDLink Ultimate Promotion - 3 Year Subscription Included
3 year subscription includes: 1 year promotion plus 2 additional years of JDLink Ultimate
data and Service ADVISOR Remote Capability.

Includes JDLink hardware: integrated cab wiring harness, antenna, modular telematics
gateway (MTG) with Service ADVISOR Remote capability, and JDLink Ultimate activation,
and 3 year subscription to JDLink Ultimate service.
In addition to JDLink Select features: machine utilization information, machine reports,
machine diagnostics.
JDLink customer account must be created to access JDLink Ultimate data.
Annual subscription renewal required after third year of service for continued functionality.

For US and Canada Only.

1,200.00

1884 JDLink Ultimate Promotion - 5 Year Subscription Included
5 year subscription includes: 1 year promotion plus 4 additional years of JDLink Ultimate
data and Service ADVISOR Remote Capability.

Includes JDLink hardware: integrated cab wiring harness, antenna, modular telematics
gateway (MTG) with Service ADVISOR Remote capability, and JDLink Ultimate activation,
and 5 year subscription to JDLink Ultimate service.
In addition to JDLink Select features: machine utilization information, machine reports,
machine diagnostics.
JDLink customer account must be created to access JDLink Ultimate data.
Annual subscription renewal required after fifth year of service for continued functionality.

For US and Canada Only.

2,400.00

ACTIVECOMMAND STEERING
1833 John Deere ActiveCommand Steering (ACS)

Includes cab-mounted gyro, tactile feedback unit in steering column, and steering control unit
for variable ratio steering and dynamic road-wheel offset control.

3,100.00

1834 Less John Deere ActiveCommand Steering (ACS) In Base Price

TRANSMISSION
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TRANSMISSION ...Continued...
1490 16F/5R Speed PowerShift Transmission 42 km/h (26 mph)

5R is only available through John Deere dealer programming in some geographic regions.
In Base Price

1550 AutoPowr IVT Transmission 42 km/h (26 mph) with Right Hand
Reverser Controls

11,674.00

1551 AutoPowr IVT Transmission 42 km/h (26 mph) with Left Hand
Reverser Controls

12,515.00

1553 AutoPowr IVT Transmission 50 km/h (31 mph) with Right Hand
Reverser Controls
Requires 120 mm diameter Rear Axle Codes; Front Axle Code 6061; Front Fender Code 8010
or 8011; Trailer Brake Code 8751, 8752, or 8756, and Symbol B (50 km/h) Front and Rear
Tires.

11,674.00

1552 AutoPowr IVT Transmission 50 km/h (31 mph) with Left Hand
Reverser Controls
Requires 120 mm diameter Rear Axle Codes; Front Axle Code 6061; Front Fender Code 8010
or 8011; Trailer Brake Code 8751, 8752, or 8756, and Symbol B (50 km/h) Front and Rear
Tires.

12,515.00

LIGHTS
7200 Standard Lighting

Six Front Grill Mounted Lights: two 65W low beam driving lights, two 65W high beam driving
lights and two front corner facing halogen work lights.
Ten Cab Roof Mounted Lights: Two rear and four side facing 65W flood lights and four
corner facing amber lights.
Two rear fender mounted flood lights and two rear turn signal and brake lights.
Two folding extremity lights.

In Base Price

7201 Deluxe Lighting
Includes Standard Lights plus two adjustable front roof 65W halogen floodlights, two front
belt-line flood lights, and rotary beacon light.

762.00

7202 Premium Lighting
Includes Deluxe Lights, and additionally in the front grill screen, two front corner HID lights
replace two front halogen lights and one HID light and one 65W halogen flood light are
added. Two rear fender lights are replaced with HID lights.

3,278.00

RADIO
2650 Less Radio and Speakers

Includes wiring harness only for Radio and Speakers.
In Base Price

2660 Deluxe Radio Package
AM/FM Stereo with Clock, Weatherband, Remote Controls, Auxiliary Input Jack located on
front of Radio, Four Speakers and External Antenna.

650.00

2661 Premium Radio Package with XM Radio
AM/FM Stereo with Premium Tuner, Clock, Weatherband, Compact Disc Player, Remote
Controls, USB port on front of radio face, Auxiliary Input Jacks located in right hand storage
console and on radio face, BlueTooth capable including microphone, Integrated BlueTooth
Phone Book connection through CommandCenter,XM Satellite capable including Satellite
Antenna (Subscription Required), Four Speakers, Subwoofer, and External Antenna.
Volume, Speed Compensation, bass, and treble radio functions can be viewed and configured
on the CommandCenter Display.

985.00

2662 Premium Radio Package 885.00
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RADIO ...Continued...
For Non U.S. and Canada Markets only: AM/FM Stereo with Premium Tuner, Clock, Compact
Disc Player, Remote Controls, Auxiliary Input Jack located in right hand storage console and
on radio, BlueTooth capable including microphone, Integrated BlueTooth Phone Book
connection through CommandCenter, Four Speakers, Subwoofer, and External Antenna.

REMOTE SELECTIVE CONTROL VALVES
3331 Three Remote Selective Control Valves with Push/Pull Breakaway Couplers

and High Pressure Relief Levers
-1,812.00

3341 Four Remote Selective Control Valves with Push/Pull Breakaway Couplers
and High Pressure Relief Levers

In Base Price

3351 Five Remote Selective Control Valves with Push/Pull Breakaway Couplers
and High Pressure Relief Levers

1,813.00

3361 Six Remote Selective Control Valves with Push/Pull Breakaway Couplers
and High Pressure Relief Levers
Includes Auxiliary CommandArm Mounted SCV Controls.
Only available on Model Year 2012 Tractors.

3,626.00

POWER TAKE OFF
3810 45 mm (1-3/4 In.) 1000 rpm PTO (20 Spline) In Base Price

3820 45 mm (1-3/4 In.) 1000 rpm (20 Spline), Capable of 35 mm (1-3/8 In.)
540 (6 Spline) / 1000 (21 Spline) rpm PTO
To field convert to 35 mm (1-3/8 In.) 540/1000 rpm PTO, kit RE272736 will be required.
35 mm ( 1-3/8 In.) 540 rpm PTO portion of this option is not compatible with Cat. 4 Drawbar.

1,859.00

3821 45 mm (1-3/4 In.) 1000 rpm (20 Spline) with 35 mm (1-3/8 In.)
540 (6 Spline) / 1000 (21 Spline) rpm PTO
35 mm ( 1-3/8 In.) 540 rpm PTO portion of this option is not compatible with Cat. 4 Drawbar.

2,365.00

REAR HITCH
Advertised Hitch Lift Capacity is the amount of force that is sustained through the entire range
of lift, measured at 610 mm behind the hitch point. This is measured with the rear hitch
centerlink connected to the upper hole. See Operators Manual for more information.
Maximum Lift Capacity is noted as well. This is the maximum force achieved during lift,
directly at the hitch point.

4000 Less 3-Point Hitch
Requires Code 3331 Three Remote Selective Control Valves.
If 4 and/or 5 remote cylinder control valves are required, order field installed kit RE301321
(4th Remote Cylinder Control Valve) and/or RE301501 (5th Remote Cylinder Control Valve).
Not compatible with Code 841H Front Hitch.

-5,722.00

4033 6169 kg (13,600 Lbs.) Capacity 3-Point Hitch (Cat 3/3N) with
Sway Blocks and Quick Coupler
8,679 kg (19,134 Lbs.)Maximum Lift Capacity.

In Base Price

4034 7983 kg (17,600 Lbs.) Capacity Hitch (Cat 3/3N) with Sway Blocks and Quick Coupler
11,214 kg (24,724 lb)Maximum Lift Capacity.
Requires 120 mm Diameter Rear Axle.

1,170.00

4032 8,482 kg (18,700 Lbs.) Lift Capacity Hitch (Cat 4N/3) Hitch with
Sway Blocks and Quick Coupler

2,459.00
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REAR HITCH ...Continued...
11,933 kg (26,307 Lbs.) Maximum Lift Capacity.
Requires Group 48 Rear Tires.
Requires 120mm Diameter Rear Axle.

DRAWBAR AND TRAILER HITCH
4320 Cat. 3 Adjustable Swinging Drawbar with 38 mm (1.5 In.) Pin

1,837 kg (4,050 lb.) - 2,700 kg (6,000 lb.) Maximum Vertical Load dependent on Drawbar
position.

In Base Price

4321 Cat. 4 Adjustable Swinging Drawbar with 50 mm (2 In.) Pin
2,245 kg (4,950 Lb.) Maximum Vertical Load.
Use of 540 RPM PTO Shaft is not recommended due to interference during turns.

252.00

4322 Cat. 4 Adjustable Swinging Drawbar with 50 mm (2 In.) Pin with
Heavy Duty Support
4990 kg (11,000 Lb.) Maximum Vertical Load.
Use of 540 RPM PTO Shaft is not recommended due to interference during turns.

789.00

HYDRAULIC PUMP
3240 166.5 lpm (44 gpm) 63 cc Hydraulic Pump Displacement

Not compatible with Codes 6042 1500 MFWD, 6060 ILS, or 6061 ILS with brakes.
In Base Price

3260 227.1 lpm (60 gpm) 85 cc Hydraulic Pump Displacement 1,223.00

REAR AXLES
5040 110 mm (4.33 In.) Diameter x 3010 mm (118.5 In.) Length

Not compatible with Group 48 Tires.
In Base Price

5041 110 mm (4.33 In.) Diameter x 3010 mm (118.5 In.) Length with
Double Taper Wheel Hubs

243.00

5042 120 mm (4.72 In.) Diameter x 3010 mm (118.5 In.) Length with
Double Taper Wheel Hubs

540.00

5043 120 mm (4.72 In.) Diameter x 2438 mm (96 In.) Length with
Double Taper Wheel Hubs

-440.00

REAR WHEELS AND TIRES (CAST MAIN AND STEEL DUAL OR
TRIPLE UNLESS NOTED)
For complete tire and wheel information, refer to the Agricultural Sales Manual or individual
tire manufacturer's handbook.
Some tire sizes and/or brands are excluded from manufacturer warranty when used in
specialty applications (e.g. use on Scraper Tractors). Please refer to the tire manufacturer's
handbook for specific warranty guidelines.
Overloading of tires is prohibited.
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REAR WHEELS AND TIRES (CAST MAIN AND STEEL DUAL OR
TRIPLE UNLESS NOTED) ...Continued...

A8 Speed Rated RCI Group 47 Size Tires (77 In./1955 mm Diameter)
Listed Narrowest to Widest
Listed Singles, to Duals, to Triples (if offered)
Use with any RCI Group 42 OR 43 Front Tire with same brand preference.
Four step front and rear tire combinations, as example group 44/48, 43/47 are acceptable with
ILS (Code 6060 or 6061) and 1500 MFWD (Code 6042) axles only.
Mixing of R1 and R1W tread types between Front and Rear Tires is permitted.
Mixing of Increased Flexion (IF) and non-Increased Flexion tires is not permitted unless
otherwise noted.

5500 320/90R54 In. 149A8 R1W Radial in Dual Wheel Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.

2,312.00

5700 320/90R54 In. 149A8 R1W Radial in Triple Wheel Configuration
Available in Goodyear.
Requires No Brand Preference Code 5999.
Requires Code 5042 120 mm (4.72 In.) x 3010 mm (118.5 In.) Rear Axle.
20 In. spacing only.
Includes two 15 In. Axle Extensions.
Extended lead time tire; may affect Tractor delivery date.

15,038.00

5501 380/90R50 In. 151A8 R1W Radial in Dual Wheel Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.

-444.00

5701 380/90R50 In. 151A8 R1W Radial in Triple Wheel Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.
Requires Code 5042 120 mm (4.72 In.) x 3010 mm (118.5 In.) Rear Axle.
20 In. spacing only.
Includes two 15 In. Axle Extensions.

10,974.00

5502 480/80R46 In. 158A8 R2 Radial in Dual Wheel Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.
Requires Front Tire Code 6103.
Not compatible with ILS Code 6060 or 6061.

796.00

5702 480/80R46 In. 158A8 R2 Radial in Triple Wheel Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.
Requires Code 5042 120 mm (4.72 In.) x 3010 mm (118.5 In.) Rear Axle.
Requires Front Tire Code 6103.
Not compatible with ILS Code 6060 or 6061.
30 In. spacing only.
Includes two 15 In. and two 10 In. Axle Extensions.

15,410.00

5103 480/80R46 In. 158A8 R1 Radial in Single Wheel Configuration
Available in Firestone or Goodyear.

-7,110.00

5503 480/80R46 In. 158A8 R1 Radial in Dual Wheel Configuration
Available in Firestone or Goodyear.

In Base Price

5703 480/80R46 In. 158A8 R1 Radial in Triple Wheel Configuration
Available in Firestone or Goodyear.
Requires Code 5042 120 mm (4.72 In.) x 3010 mm (118.5 In.) Rear Axle.
30 In. spacing only.
Includes two 15 In. and two 10 In. Axle Extensions.

11,630.00
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REAR WHEELS AND TIRES (CAST MAIN AND STEEL DUAL OR
TRIPLE UNLESS NOTED) ...Continued...

5104 480/80R46 In. 158A8 R1W Radial in Single Wheel Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.

-5,446.00

5504 480/80R46 In. 158A8 R1W Radial in Dual Wheel Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.

3,328.00

5704 480/80R46 In. 158A8 R1W Radial in Triple Wheel Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.
Requires Code 5042 120 mm (4.72 In.) x 3010 mm (118.5 In.) Rear Axle.
30 In. spacing only.
Includes two 15 In. and two 10 In. Axle Extensions.

14,318.00

5105 520/85R42 In. 157A8 R1 Radial in Single Wheel Configuration
Available in Firestone or Goodyear.

-7,194.00

5505 520/85R42 In. 157A8 R1 Radial in Dual Wheel Configuration
Available in Firestone or Goodyear.
For Ag use.

-138.00

5521 520/85R42 In. 157A8 R1 Radial in Heavy Duty Dual Wheel Configuration
Available in Firestone or Goodyear.
For Scraper applications.
Severe Duty Dual Wheel with thicker discs.

234.00

5106 520/85R42 In. 157A8 R1W Radial in Single Wheel Configuration
Available in Firestone, Goodyear, or Michelin.

-5,310.00

5506 520/85R42 In. 157A8 R1W Radial in Dual Wheel Configuration
Available in Firestone, Goodyear, or Michelin.

3,630.00

5522 520/85R42 In. 157A8 R1W Radial in Heavy Duty Dual Wheel Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.
Severe Duty Dual Wheel with thicker discs for Scraper applications.

4,002.00

5108 520/85R42 In. 157A8 R2 Radial in Single Wheel Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.
Required Front Tire Code is 6103 with 1300 MFWD Axle Code 6040.
Not compatible with ILS Codes 6060 or 6061.

-6,504.00

5508 520/85R42 In. 157A8 R2 Radial in Dual Wheel Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.
Required Front Tire Code is 6103 with 1300 MFWD Axle Code 6040.
Not compatible with ILS Codes 6060 or 6061.

1,242.00

5109 620/70R42 In. 160A8 R1W Radial in Single Wheel Configuration
Available in Firestone, Michelin, or Goodyear.

-4,484.00

5509 620/70R42 In. 160A8 R1W Radial in Dual Wheel Configuration
Available in Firestone, Michelin, or Goodyear.

5,282.00

5110 710/70R38 In. 166A8 R1W Radial in Single Wheel Configuration
Available in Firestone, Michelin, or Goodyear.

-3,228.00
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REAR WHEELS AND TIRES (CAST MAIN AND STEEL DUAL OR
TRIPLE UNLESS NOTED) ...Continued...

5510 710/70R38 In. 166A8 R1W Radial in Dual Wheel Configuration
Available in Firestone, Michelin, or Goodyear.

7,784.00

5117 IF 710/70R38 178A8 R1W Increased Flexion Radial in Single Wheel Configuration
Available in Firestone only.
Requires No Brand Preference Code 5999.

-2,654.00

5517 IF 710/70R38 178A8 R1W Increased Flexion Radial in Dual Wheel Configuration
Available in Firestone only.
Requires No Brand Preference Code 5999.

8,932.00

A8 Speed Rated RCI Group 48 Size Tires (81 In./2057 mm Diameter)
Listed Narrowest to Widest
Listed Singles, to Duals, to Triples (if offered)
Use with any RCI Group 43 or 44 Front Tire with same brand preference.
Four step front and rear tire combinations, as example group 44/48, 43/47 are acceptable with
ILS (Code 6060 or 6061) and 1500 MFWD (Code 6042) axles only.
Mixing of R1 and R1W tread types between Front and Rear Tires is permitted.
Mixing of Increased Flexion (IF) and non-Increased Flexion tires is not permitted unless
otherwise noted.

5600 380/90R54 In. 152A8 R1W Radial in Dual Wheel Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.

2,996.00

5201 480/80R50 In. 159A8 R1W Radial in Single Wheel Configuration
Available in Firestone, Goodyear, Titan or Michelin.

-5,692.00

5601 480/80R50 In. 159A8 R1W Radial in Dual Wheel Configuration
Available in Firestone, Goodyear, Titan, or Michelin.

2,856.00

5720 480/80R50 In. 159A8 R1W Radial in Triple Wheel Configuration
Available in Firestone, Goodyear, Titan, or Michelin.
Requires Code 5042 120 mm (4.72 In.) x 3010 mm (118.5 In.) Rear Axle.
30 In. spacing only.
Includes two 15 In. and two 10 In. Axle Extensions.

15,924.00

5202 IF 480/80R50 166A8 R1W Radial in Single Wheel Configuration
Available in Firestone only.
Requires No Brand Preference Code 5999.
Compatible with Firestone brand, Standard non-Increased Flexion Front Tire Codes 6201,
6601, 6203, and 6603.

-3,974.00

5602 IF 480/80R50 166A8 R1W Radial in Dual Wheel Configuration
Available in Firestone only.
Requires No Brand Preference Code 5999.
Compatible with Firestone brand, Standard non-Increased Flexion Front Tire Codes 6201,
6601, 6203, and 6603.

6,292.00

5203 520/85R46 In. 158A8 R1W Radial in Single Wheel Configuration
Available in Firestone, Michelin, Continental, or Goodyear.

-5,862.00

5603 520/85R46 In. 158A8 R1W Radial in Dual Wheel Configuration
Available in Firestone, Michelin, Continental, or Goodyear.

2,496.00
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REAR WHEELS AND TIRES (CAST MAIN AND STEEL DUAL OR
TRIPLE UNLESS NOTED) ...Continued...

5204 520/85R46 In. 158A8 R2 Radial in Single Wheel Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.
Requires Front Tire Code 6206 Single or 6606 Front Dual Tires.

-5,626.00

5604 520/85R46 In. 158A8 R2 Radial in Dual Wheel Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.
Compatible Front Tire Code 6206 Single Tire or 6606 Front Dual Tires.

2,968.00

5205 620/70R46 In. 167A8 R1W Radial in Single Wheel Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.

-4,078.00

5605 620/70R46 In. 167A8 R1W Radial in Dual Wheel Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.

6,064.00

5218 IF 650/85R38 In. 179A8 R1W Increased Flexion Radial in Single Wheel Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.
Requires Front Tire Code 6214.

-996.00

5618 IF 650/85R38 In. 179A8 R1W Increased Flexion Radial in Dual Wheel Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.
Requires Front Tire Code 6214.

12,248.00

5206 710/70R42 In. 168A8 R1W Radial in Single Wheel Configuration
Available in Firestone only.
Requires No Brand Preference Code 5999.

-3,956.00

5606 710/70R42 In. 168A8 R1W Radial in Dual Wheel Configuration
Available in Firestone only.
Requires No Brand Preference Code 5999.

6,338.00

5207 710/70R42 In. 173A8 R1W Radial in Single Wheel Configuration
Available in Michelin, Goodyear, Continental, or Trelleborg.

-3,006.00

5607 710/70R42 In. 173A8 R1W Radial in Dual Wheel Configuration
Available in Michelin, Goodyear, or Continental.
General Ag use tire.

8,238.00

5219 IF 710/70R42 In. 179A8 R1W Increased Flexion Radial in Single Wheel Configuration
Available in Firestone or Michelin.

-188.00

5619 IF 710/70R42 In. 179A8 R1W Increased Flexion Radial in Dual Wheel Configuration
Available in Firestone or Michelin.

13,874.00

5209 800/70R38 In. 173A8 R1W Radial in Single Wheel Configuration
Available in Firestone, Michelin, or Goodyear.

-2,328.00

5609 800/70R38 In. 173A8 R1W Radial in Dual Wheel Configuration
Available in Firestone, Michelin, or Goodyear.
Includes two 10 In. Axle Extensions.

9,584.00

5220 IF 800/70R38 In. 179A8 R1W Increased Flexion Radial in Single Wheel Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.

986.00
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REAR WHEELS AND TIRES (CAST MAIN AND STEEL DUAL OR
TRIPLE UNLESS NOTED) ...Continued...

5620 IF 800/70R38 In. 179A8 R1W Increased Flexion Radial in Dual Wheel Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.
Includes two 10 In. Axle Extensions.

16,212.00

REAR WHEELS AND TIRES FOR 31 MPH (50 KM/H) TRANSMISSION (CODE 1552
OR 1153):

B Speed Rated RCI Group 47 Size Tires (77 In./1955 mm Diameter)
Listed Narrowest to Widest
Listed Singles, to Duals, to Triples (if offered)
For use with any B Rated RCI Group 42 Front Tire with same tread type and brand
preference.

5513 480/80R46 In. 158B R1 Radial in Dual Wheel Configuration
Available in Firestone or Goodyear.

1,020.00

5114 650/75R38 In. 169B R1W Radial in Single Wheel Configuration
Available in Michelin or Goodyear.

-2,106.00

5116 710/70R38 In. 166B R1W Radial in Single Wheel Configuration
Available in Michelin or Goodyear.

-2,718.00

B Speed Rated RCI Group 48 Size Tire (81 In./2057 mm Diameter)
Listed Narrowest to Widest
Listed Singles, to Duals, to Triples (if offered)
For use with any B Rated RCI Group 43 Front Tire with same tread type and brand
preference.

5610 480/80R50 In. 159B R1W Radial in Dual Wheel Configuration
Available in Firestone or Goodyear.

3,876.00

5211 650/85R38 In. 173B R1W Radial in Single Wheel Configuration
Available in Michelin or Goodyear.

-2,890.00

5215 IF 650/85R38 In. 179B R1W Increased Flexion Radial in Single Wheel Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.

-490.00

5213 710/70R42 In. 173B R1W Radial in Single Wheel Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.

-1,222.00

5216 IF 710/70R42 In. 179B R1W Increased Flexion Radial in Single Wheel Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.

962.00

5217 IF 800/70R38 In. 179B R1W Increased Flexion Radial in Single Wheel Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.

1,496.00

FRONT AXLES
6040 1300 Series Mechanical Front Wheel Drive - Group 47 Rear/Group 42 Front

Requires front tires with a load index rating of 141 or greater.
In Base Price
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FRONT AXLES ...Continued...

6041 1300 Series Mechanical Front Wheel Drive - Group 48 Rear/Group 43 Front
Requires front tires with a load index rating of 141 or greater.

Same Price

6042 1500 Series Mechanical Front Wheel Drive with Hydraulic Differential Lock
and Dual Tire Capability
Requires Code 3260: 227 lpm (60 gpm) Hydraulic Pump.
Single front tires require a load index rating of 143 or greater.
Axle is compatible with duals.
Compatible with either Group 42/43 Front and 47 Rear tires or 43/44 Front and 48 Rear
Tires where allowed by model. See tire listings.

5,846.00

6060 John Deere Independent Link Suspension with Hydraulic Differential Lock,
Fully Enclosed Driveline and Dual Tire Capability
Requires Code 3260: 227 lpm (60 gpm) Hydraulic Pump.
Single front tires require a load index rating of 145 or greater.
Compatible with either Group 42/43 Front and 47 Rear tires or 43/44 Front and 48 Rear Tires
where allowed by model. See tire listings.

14,926.00

6061 John Deere Independent Link Suspension with Hydraulic Differential Lock,
Wet Multi-Disk Brakes, Fully Enclosed Driveline, and Dual Tire Capability
Requires Code 3260: 227 lpm (60 gpm) Hydraulic Pump.
Single front tires require a load index rating of 145 or greater.
Compatible with either Group 42/43 Front and 47 Rear tires or 43/44 Front and 48 Rear Tires
where allowed by model. See tire listings.

16,878.00

FRONT WHEELS AND TIRES
For complete tire and wheel information, refer to the Agricultural Sales Manual or individual
tire manufacturer's handbook.
Some tire sizes and/or brands are excluded from manufacturer warranty when used in
specialty applications (e.g. used on Scraper Tractors). Please refer to the tire manufacturer's
handbook for specific warranty guidelines.
Overloading of tires is prohibited.

FRONT WHEELS AND TIRES FOR 40 km/h TRANSMISSIONS:
FRONT TIRES FOR
1300 SERIES (CODE 6040 OR 6041), 1500 SERIES (CODE 6042), OR
INDEPENDENT LINK SUSPENSION (ILS) (CODE 6060 OR 6061) AXLES

Eight Position Wheels for 1300 Series Only

A8 Speed Rated RCI Group 42 Size Tires (59 In./1498 mm Diameter)
Listed Narrowest to Widest (Single Front or Dual Front as Noted)
Use with any RCI Group 47 Rear Tire with same brand preference.
Mixing of R1 and R1W tread types between Front and Rear Tires is permitted.
Mixing of Increased Flexion (IF) and non-Increased Flexion Tires is not permitted unless
otherwise noted.

6100 420/90R30 In. 142A8 R1 Radial in Single Wheel Configuration
Available in Firestone or Goodyear.

In Base Price

6101 420/90R30 In. 147A8 R1W Radial in Single Wheel Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.

1,594.00
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FRONT WHEELS AND TIRES ...Continued...
6102 420/90R30 In. 145A8 R1W Radial in Single Wheel Configuration

Available in Firestone only.
Requires No Brand Preference Code 5999.

588.00

6103 420/90R30 In. 142A8 R2 Radial in Single Wheel Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.
Requires Code 5102, 5502, or 5702 Rear Tires.

660.00

6104 480/70R30 In. 152A8 R1W Radial in Single Wheel Configuration
Available in Firestone or Goodyear.

268.00

Eight Position Wheels for 1300 Series or ILS Axle with:

A8 Speed Rated RCI Group 42 Size Tires (59 In./1498 mm Diameter)
Listed Narrowest to Widest (Single Front or Dual Front as noted)
Use with any RCI Group 47 Rear Tire with same brand preference.
Mixing of R1 and R1W tread types between Front and Rear Tires is permitted.
All Front Dual Configurations require Code 6060 ILS or 6061 ILS with Brake Front Axle.

6106 320/85R38 In. 143A8 R1W Radial in Single Wheel Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.
Not compatible with 6060 or 6061 ILS Axle.

656.00

6506 320/85R38 In. 143A8 R1W Radial in Dual Wheel Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.
Four Front Steel Wheels, Adapter Ring, and Spacer Hub.

7,810.00

6507 380/85R34 In. 137A8 R1 Radial in Dual Wheel Configuration
Available in Firestone or Goodyear.
Available to use with Rear Tire Code 5501 or 5701.
Four Front Steel Wheels, Adapter Ring, and Spacer Hub.

7,026.00

6116 380/85R34 145A8 R1 Radial in Single Wheel Configuration
Available in Firestone only.
Requires No Brand Preference Code 5999.

988.00

6508 380/85R34 In. 137A8 R1W Radial in Dual Wheel Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.
Four Front Steel Wheels, Adapter Ring, and Spacer Hub.

9,486.00

6109 600/65R28 In. 147A8 R1W Radial in Single Wheel Configuration
Available in Goodyear, Firestone and Michelin.
For use with 1780 mm (70 In.) or wider tread settings.

2,238.00

Eight Position Wheels for 1300 Series Axle only with:

A8 Speed Rated RCI Group 43 Size Tires (63 In./1600 mm Diameter)
Listed Narrowest to Widest (Single Front or Dual Front as noted)
Use with any RCI Group 48 Rear Tire with same brand preference.

6200 320/80R42 In. 141A8 R1W Radial in Single Wheel Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.

1,290.00
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FRONT WHEELS AND TIRES ...Continued...
6201 380/80R38 In. 142A8 R1W Radial in Single Wheel Configuration

Available in Firestone, Goodyear, Titan, or Michelin.
1,300.00

Eight Position Wheels for 1300 Series, 1500 Series, or ILS Axle with:

A8 Speed Rated RCI Group 43 Size Tires (63 In./1600 mm Diameter)
Listed Narrowest to Widest (Single Front or Dual Front as noted)
Use with any RCI Group 47 or 48 Rear Tire with same tread type and brand preference.
Four step front and rear tire combinations, as example 44/48, 43/47 are acceptable with ILS
(Codes 6060 or 6061) and 1500 MFWD (Code 6042) axles only.
Mixing of R1 and R1W tread types between Front and Rear Tires is permitted.
Mixing of Increased Flexion (IF) and non-Increased Flexion Tires is not permitted unless
otherwise noted.
All Front Dual Configurations require Code 6042 1500 MFWD, 6060 ILS, or 6061 ILS with
Brake Front Axle.

6600 320/80R42 In. 141A8 R1W Radial in Dual Wheel Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.

9,078.00

6601 380/80R38 In. 142A8 R1W Radial in Dual Wheel Configuration
Available in Michelin, Firestone, Titan, or Goodyear.
Four Front Steel Wheels, Adapter Ring, and Spacer Hub.

9,102.00

6202 IF 380/80R38 149A8 R1W Radial in Single Wheel Configuration
Available in Firestone only.
Requires No Brand Preference Code 5999.
Compatible with Standard, non-Increased Flexion rear tires.

2,166.00

6203 420/85R34 In. 147A8 R1W Radial in Single Wheel Configuration
Available in Firestone, Goodyear, or Titan.

1,464.00

6603 420/85R34 In. 147A8 R1W Radial in Dual Wheel Configuration
Available in Firestone, Goodyear, or Titan.
Four Front Steel Wheels, Adapter Ring, and Spacer Hub.

9,426.00

6217 IF 420/85R34 152A8 R1W Increased Flexion Radial in Single Wheel Configuration
Available in Firestone only.
Requires No Brand Preference Code 5999.
Compatible with Standard, non-Increased Flexion rear tires.

2,446.00

6216 480/70R34 In. 143A8 R1W Radial in Single Wheel Configuration
Available in Continental only.
Requires No Brand Preference Code 5999.
Tread setting restrictions apply, see Sales Manual or Operators Manual.

1,794.00

6616 480/70R34 In. 143A8 R1W Radial in Dual Wheel Configuration
Available in Continental only.
Requires No Brand Preference Code 5999.
Tread setting restrictions apply, see Sales Manual or Operators Manual.
Four Front Steel Wheels, Adapter Ring, and Spacer Hub.

10,086.00

6204 480/70R34 In. 144A8 R1W Radial in Single Wheel Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.
Tread setting restrictions apply, see Sales Manual or Operators Manual.

2,434.00
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FRONT WHEELS AND TIRES ...Continued...
6604 480/70R34 In. 144A8 R1W Radial in Dual Wheel Configuration

Available in Michelin only.
Requires No Brand Preference Code 5999.
Tread setting restrictions apply, see Sales Manual or Operators Manual.
Four Front Steel Wheels, Adapter Ring, and Spacer Hub.

10,726.00

6205 480/70R34 In. 155A8 R1W Radial in Single Wheel Configuration
Available in Firestone or Goodyear.
Tread setting restrictions apply, see Sales Manual or Operators Manual.

2,008.00

6605 480/70R34 In. 155A8 R1W Radial in Dual Wheel Configuration
Available in Firestone or Goodyear.
Tread setting restrictions apply, see Sales Manual or Operators Manual.
Four Front Steel Wheels, Adapter Ring, and Spacer Hub.

10,514.00

6206 480/70R34 In. 146A8 R2 Radial in Single Wheel Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999 and Rear Tire Code 5204 or 5604.
Tread setting restrictions apply, see Sales Manual or Operators Manual.
For use with 1829 mm (72 In.) or wider tread settings only.

1,048.00

6606 480/70R34 In. 146A8 R2 Radial in Dual Wheel Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999 and Rear Tire Code 5204 or 5604.
Tread setting restrictions apply, see Sales Manual or Operators Manual.
For use with 1829 mm (72 In.) or wider tread settings only.
Four Front Steel Wheels, Adapter Ring, and Spacer Hub.

8,594.00

6207 540/65R34 In. 152A8 R1W Radial in Single Wheel Configuration
Available in Michelin or Goodyear.
For 1300 or ILS: For use with 1679 mm (66 In.) or wider tread spacing.
For 1500: For use with 1829 mm (72 In.) or wider tread spacing.

1,524.00

6208 600/70R30 In. 152A8 R1W Radial in Single Wheel Configuration
Available in Firestone, Goodyear, Continental, Trelleborg, or Michelin.
For 1300 or ILS: For use with 1780 mm (70 In.) or wider tread spacing.
For 1500: For use with 1829 mm (72 In.) or wider tread spacing.

1,146.00

6214 IF 600/70R30 In. 159A8 R1W Increased Flexion Radial in Single Wheel Configuration
Available in Firestone or Michelin.
For ILS: For use with 1780 mm (70 In.) or wider tread spacing.
For 1500: For use with 1829 mm (72 In.) or wider tread spacing.

2,730.00

FRONT WHEELS AND TIRES WITH 1500 AXLE (CODE 6042)OR
INDEPENDENT LINK SUSPENSION (ILS) (CODE 6060 OR 6061)

Steel MFWD or ILS 8 Position Wheels with:

A8 Speed Rated RCI Group 44 Size Tires (66 In./1676 mm Diameter)
Listed Narrowest to Widest (Single Front or Dual Front as noted)
Use with any RCI Group 48 Rear Tire with same tread type and brand preference.
Mixing of R1 and R1W tread types between Front and Rear Tires is permitted.

6300 540/75R34 In. 157A8 R1W Radial in Single Wheel Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.
For use with 2080 or 2182 mm tread spacing with Code 6042.
For use with 1979, 2080 or 2182 mm tread spacing with Code 6060 or 6061.

1,690.00
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FRONT WHEELS AND TIRES ...Continued...
6301 620/75R30 In. 163A8 R1W Radial In Single Wheel Configuration

Available in Goodyear only.
Requires No Brand Preference Code 5999.
For use with 2182 mm tread spacing with Code 6042.
For use with 2080 or 2182 mm tread spacing with Code 6060 or 6061.

2,570.00

FRONT WHEELS AND TIRES for 50 km/h TRANSMISSION (CODE 1552 OR 1553)
AND
INDEPENDENT LINK SUSPENSION (CODE 6061):

Eight Position Wheels for ILS Axle Code 6061 with:

B Speed Rated RCI Group 42 Size Tires (59 In./1498 mm Diameter)
Listed Narrowest to Widest (Single Front or Dual Front as noted)
For use with any B Rated RCI Group 47 Rear Tire with same brand preference.
Requires Code 6061.

6511 380/85R34 In. 137B R1 Radial in Dual Wheel Configuration
Available in Firestone or Goodyear.
Requires Code 5513 Rear Tire.
Requires Code 6061 ILS Front Axle with Brakes.
Four Front Steel Wheels, Adapter Ring, and Spacer Hub.

7,540.00

6113 600/65R28 In. 147B R1W Radial In Single Wheel Configuration
Available in Michelin or Goodyear.
Use with 1780 mm (70 In.) or wider tread settings.

2,748.00

Eight Position Wheels for ILS Axle Code 6061 with:

B Speed Rated RCI Group 43 Size Tires (63 In./1600 mm Diameter)
Listed Narrowest to Widest (Single Front or Dual Front as noted)
For use with any B Rated RCI Group 48 Rear Tire with same brand preference.
Requires Code 6061.
Mixing of Increased Flexion (IF) and non-Increased Flexion tires is not permitted unless
otherwise noted.

6209 420/85R34 In. 147B R1W Radial In Single Tire Configuration
Available in Firestone or Goodyear.
Requires Rear Tire Code 5610.

1,974.00

6609 420/85R34 In. 147B R1W Radial In Dual Tire Configuration
Available in Firestone or Goodyear.
Requires Rear Tire Code 5610.
Four Front Steel Wheels, Adapter Ring, and Spacer Hub.

9,936.00

6210 540/65R34 In. 152B R1W Radial In Single Tire Configuration
Available in Michelin or Goodyear.
Use with 1780 mm (70 In.) or wider tread settings.

2,034.00

6212 600/70R30 In. 152B R1W Radial In Single Tire Configuration
Available in Michelin or Goodyear.
Use with 1780 mm (70 In.) or wider tread settings.

1,656.00

6215 IF 600/70R30 In. 159B R1W Increased Flexion Radial in Single Tire Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.
For use with 1780 mm (70in.) or wider tire tread.

3,880.00
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TIRE PREFERENCE CODES
If only one brand is available in any tire code, the Tire Preference Code 5999 must be chosen
below to avoid extra charges. You will still get the one brand stated in the tire code
description.

5999 No Brand Preference
Matching front and rear tire brands will be installed on Tractor unless notified by factory.

No Charge

5901 Firestone Brand Only 800.00

5902 Goodyear Brand Only 800.00

5903 Michelin Brand Only 1,200.00

5904 Continental Brand Only 800.00

OPERATOR'S MANUAL AND LABELS
0403 Bulgarian Same Price

0409 English In Base Price

0413 French Same Price

0416 Hebrew Operator's Manual and Non-Text Labels Same Price

0437 Spanish Same Price

ATTACHMENTS - ORDER AS DESIRED

Customer Gold Key Program:
9076 Gold Key Experience

Not compatible with Code 9075.
This personal guided tour provides you with the unique opportunity to watch a similar machine
to the one you are purchasing during its final stages of manufacturing. This tour will be
scheduled in advance and can occur at your convenience during a 60 day window (30 days
prior to or 30 days after your machine's expected warehouse date). For more information, visit
www.deere.com/goldkey.

No Charge

Operator Station and Electrical:
8288 Foot Operated Speed Control 343.00

8242 Radar, Dual Beam Sensor 943.00

8210 Leather Trim Package
For CommandView II, Deluxe CommandView II, and Premium CommandView II cabs.
Includes heated leather seat, leather instructional set, leather wrapped steering wheel and rear
window decal.

1,725.00

8227 Outside Mirrors, Telescoping, Heated, Electrically Adjustable RH and LH
Required to upgrade from Right and Left Hand Manual Adjust Mirrors.

1,018.00

8228 Outside Mirrors, Telescoping, Heated, Electrically Adjustable RH and LH
Required to upgrade from RH and LH Electrically Adjusting Mirrors.

565.00

8251 Antenna Mount and Wiring for Business Band (2-Way) Radio 135.00
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ATTACHMENTS - ORDER AS DESIRED ...Continued...
8725 Rotary Warning Beacon

Required to add Rotary Beacon Light to Standard Lighting Package.
358.00

8720 Loader/Driving Light Package
Only available on Model Year 2012 Tractors.
Provide two road lights mounted higher on the cab posts for use when front mounted
equipment obstruct grill mounted front lights.

219.00

Hydraulics:
832G Auxiliary Hydraulic Connections

Includes (2) motor return couplers, (1) flat face sump coupler, (1) power beyond pressure
coupler and (1) load sense coupler.
Suitable for use with most planting and seeding equipment.

893.00

Chassis:
8010 Fenders, Deluxe Pivoting Front for MFWD or ILS -

480 mm (18.9 In.) Wide
Recommended for use with 290 mm (12.4 In.) to 420 mm (16.9 In.) tire widths.
Code 8010 or 8011 is required for 50 km/h (31 mph) Tractors.
Not compatible with Code 8011 Fenders, Deluxe Pivoting Front for MFWD or ILS - 620 mm
(24.4 In.) wide.

1,322.00

8011 Fenders, Deluxe Pivoting Front for MFWD or ILS - 620 mm (24.4 In.) Wide
Recommended for use with 480 mm (18.9 In.) to 620 mm (244 In.) tire widths.
Not for use with front dual tire combinations.
Code 8010 or 8011 is required for 50 km/h (31 mph) Tractors.
Not compatible with option Code 8010 Fender, Deluxe Pivoting Front for MFWD or ILS - 480
mm (18.9 In.) Wide.

1,549.00

8020 Fenders, Full Coverage Rear 2.55 m (100 In.) Width
Includes hitch control switch on both fenders.
Includes external PTO switch on fender extension.
Not compatible with Code 8021 Fenders, Extra Width Coverage Rear 2.75 m (108 In.) Width.

1,299.00

8751 Trailer Brake, Air Dual Line System
Includes compressor, tank, control valves and 2 line couplers.
Not compatible with Code 8756 Hydraulic Trailer Brakes.
If Air and Hydraulic Trailer Brakes are required, order Code 8752 Trailer Brakes, Air Dual
Line and Hydraulic.

6,757.00

8752 Trailer Brake, Air Dual Line and Hydraulic
Includes rear Tractor line hydraulic coupler.
Includes compressor, tank, control valves and couplers.
Not compatible with Codes 8751 or 8756.

7,596.00

8756 Trailer Brake, Hydraulic
Includes rear Tractor line hydraulic coupler.
Not compatible with Code 8751 Trailer Brake, Air Dual Line or Code 8752 Trailer Brake, Air
Dual Line and Hydraulic.

838.00
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ATTACHMENTS - ORDER AS DESIRED ...Continued...

Front Implement:
8380 PTO, Independent Front with 35 mm (1-3/8 In) 21-Spline, 1000 rpm

Clockwise-Rotating Shaft as Viewed from Front (Type 2)
Only available on Model Year 2012 Tractors.
For Code 8336 IT4/ Stage IIIA Compliant Engine.
Requires Front Hitch Code 8411. Requires ILS Front Axle Code 6060 or 6061.
Not compatible with group 42 Front Tires. Not compatible with Powershift Transmission Code
1490.

7,995.00

8381 PTO, Independent Front with 45 mm (1-3/4 In) 20-Spline, 1000 rpm
Clockwise-Rotating Shaft as Viewed from Front (Type 3)
Only available on Model Year 2012 Tractors.
For Code 8336 IT4/ Stage IIIA Compliant Engine.
Requires Front Hitch Code 8411. Requires ILS Front Axle Code 6060 or 6061.
Not compatible with group 42 Front Tires. Not compatible with Powershift Transmission Code
1490.

7,995.00

8383 PTO, Independent Front with 35 mm (1-3/8 In) 21-Spline, 1000 rpm
Clockwise-Rotating Shaft as Viewed from Front (Type 2)
Only available on Model Year 2012 Tractors.
For Code 8334 Stage II Compliant Engine.
Requires Front Hitch Code 8411. Requires ILS Front Axle Code 6061.
Not compatible with group 42 Front Tires.
Not compatible with Powershift Transmission Code 1490.

7,995.00

8384 PTO, Independent Front with 45 mm (1-3/4 In) 20-Spline, 1000 rpm
Clockwise-Rotating Shaft as Viewed from Front (Type 3)
Only available on Model Year 2012 Tractors.
For Code 8334 Stage II Compliant Engine.
Requires Front Hitch Code 8411. Requires ILS Front Axle Code 6061.
Not compatible with group 42 Front Tires.
Not compatible with Powershift Transmission Code 1490.

7,995.00

8411 Front Hitch with Folding Draft Links, Cat. 3N Ground Engaging Hitch,
5,200 kg (11,646 lb.) Lift Capacity
nly available on Model Year 2012 Tractors.
Includes Front Hitch Valve.
Requires Independent Link Suspension (Code 6060 or 6061)
Compatible with 3, 4, 5, or 6 Rear SCV's.
Includes Auxiliary CommandArm Mounted SCV Controls.

6,850.00

835H Two Front Remote Selective Control Outlets with Push/Pull Breakaway Couplers and
Factory Installed Plumbing to Rear Remote Selective Control Valves Three and Four
Only available on Model Year 2012 Tractors.
Front SCV hoses can be disconnected for rear SCV use.
Requires Code 8411 Front Hitch.
Requires Code 8020 Full Coverage Rear Fender Extensions to provide remote hitch lift
controls for rear hitch.

1,600.00

Engine:
8300 Cold Weather Start Kit

Factory installation of Block Heater (110V) and Ether Aid Canister and Switch.
144.00

8306 Fuel/Water Separator, Severe Duty
In addition to water separator in base equipment.

591.00
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ATTACHMENTS - ORDER AS DESIRED ...Continued...
8220 Intelligent Power Management

Provides up to an additional 35 engine hp for non-stationary rear PTO or transport speeds
above 23 km/h (14.3 mph).
Not compatible with Stage II Emission compliant engine.

3,579.00

8336 John Deere PowerTech PSX 9.0 L (549 cu. In.) 6 Cyl IT4 / Stage 3b Compliant Diesel
Engine

Same Price

8334 John Deere PowerTech 9.0 L (549 cu. In.) 6 Cyl Stage 2 Compliant Diesel Engine
Only available on Model Year 2012 Tractors.

Same Price

8550 Skid for Duals
For Tractors shipping outside of the United States and Canada.

136.00

Ballast Packages:

728 kg (1620 lb.) Ballast Package with Rear Duals:
8930 Front Weight Support with No Front Suitcase Weights and One Pair

75 kg (165 lb.) with One Pair of 205 kg (450 lb.) Inside/Inner
Rear Wheel Weights and no Outside/Outer Dual Rear Wheel Weights
1300 Axle: 129 Lb./hp with 37/63 Front/Rear Weight Split and require single front tires with
load index of 141 or greater.
1500 Axle: 132 Lb./hp with 39/61 Front/Rear Weight Split and require single front tires with
load index of 143 or greater.
ILS Axle: 135 Lb./hp with 40/60 Front/Rear Weight Split and require single front tires with
load index of 145 or greater.
Not compatible with any other factory installed front or rear weight code.

2,268.00

Quik-Tatch Weights:
8955 Weight, Front Support - Less Weights

Support weighs 390 Lb. (180 kg).
1300 Axle requires single front tires with load index of 141 or greater.
1500 Axle requires single front tires with load index of 143 or greater or front duals.
ILS requires single front tires with load index of 145 or greater or front duals.
Includes Tow Point.

551.00

8956 Weight, Front Support with Four Suitcase Weights
1300 Axle requires single front tires with load index of 143 or greater.
1500 Axle requires single front tires with load index of 145 or greater or front duals.
ILS requires single front tires with load index of 146 or greater or front duals.

1,140.00

8957 Weight, Front Support with Eight Suitcase Weights
1300 Axle requires single front tires with load index of 145 or greater.
1500 Axle requires single front tires with load index of 146 or greater or front duals.
ILS requires single front tires with load index of 148 or greater or front duals.

1,637.00

8958 Weight, Front Support with Twelve Suitcase Weights
1300 Axle requires single front tires with load index of 146 or greater.
1500 Axle requires single front tires with load index of 148 or greater or front duals.
ILS requires single front tires with load index of 150 or greater or front duals.

2,132.00

8959 Weight, Front Support with Sixteen Suitcase Weights
1300 Axle requires single front tires with load index of 148 or greater.
1500 Axle requires single front tires with load index of 150 or greater or front duals.
ILS requires single front tires with load index of 151 or greater or front duals.

2,621.00
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ATTACHMENTS - ORDER AS DESIRED ...Continued...
8960 Weight, Front Support with Twenty-Two Suitcase Weights

1300 Axle requires single front tires with load index of 150 or greater.
1500 Axle requires single front tires with load index of 152 or greater or front duals.
ILS requires single front tires with load index of 153 or greater or front duals.

3,361.00

Rear Wheel Weights - For Inside/Inner Wheels (Cast):
Weights shown are for each weight.

8970 One Pair 205 kg (450 lb.) 1,189.00

8971 Two Pair 205 kg (450 lb.)
Based on the tire width option ordered, some 450 lb. wheel weights may be shipped on a
separate pallet and require dealer installation.

2,382.00

8972 One Pair 635 kg (1400 lb.)
Requires tire with load rating above 151 Load Index.

3,428.00

Rear Wheel Weights - For Outside/Inner Wheels (Cast):
Weights shown are for each weight.

8978 One Pair 75 kg (165 lb.) Starter Weights and One Pair 205 kg (450 lb.) Weight
for the Outside of Single Rear Wheel
For outside of drive wheel on rear singles only.

1,717.00

Rear Wheel Weights - For Outside/Outer Dual Wheels:
Weights shown are for each weight.

8973 One Pair 75 kg (165 lb.) Starter Weights and One Pair 205 kg (450 lb.) Weights
for Outer Rear Dual
For outside outer dual only.
Not compatible with Triples.

1,717.00

8974 One Pair 75 kg (165 lb.) Starter Weights and Two Pair 205 kg (450 lb.) Weights
Requires rear duals.
Not compatible with rear triples.

2,907.00

8975 One Pair 75 kg (165 lb.) Starter Weights and Three Pair 205 kg (450 lb.) Weights
Requires rear duals.
Not compatible with rear triples.

3,983.00

ATTACHMENTS FOR FIELD CONVERSION

Electrical:
RE58827 9-Pin Connector Implement Feedback

Required for Touch-Set Depth Control.
128.00

AR255881 Battery Disconnect Switch 168.00

RE329902 Battery Disconnect Switch, Wheel 145.00

RE322780 ISO Cab Implement CAN Bus Adapter See Parts
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ATTACHMENTS FOR FIELD CONVERSION ...Continued...
RE21519 Implement Switch with 10 Ft. Harness 162.00

AR245564 Mounting Kit for Radar with Dual Beam Sensor
Requires Dual Beam Radar (RE249206).

220.00

RE278980 Radar with Dual Beam Sensor
Requires AL171547 Attaching Bracket Kit.

See Parts

RE325025 iTech 3/4 Switch
Requires software download. Reference Installation instructions for additional information.

25.00

Engine:
RE323008 Cold Weather Starting Package 91.00

RE227949 Engine Block Heater (110V) See Parts

RE524692 Engine Block Heater (220V) See Parts

RE321571 Fuel/Water Separator Kit, Severe Duty
In addition to water separator in base equipment.

606.00

Fenders:
RE260608 Fenders, Deluxe Pivoting Front for 1300 Series MFWD - 18.7 In. (480 mm) Wide

Recommended use with 12.4 In. (290 mm) to 16.9 In. (420 mm) tire widths.
Compatible with 1300 Series MFWD front axle only.

1,322.00

RE260609 Fenders, Deluxe Pivoting Front for 1300 Series MFWD - 24.4 In. (620 mm) Wide
Recommended use with 18.4 In. (480 mm) to 23.6 In. (600 mm) tire widths.
Compatible with 1300 Series MFWD front axle only.

1,549.00

RE308214 Fenders, Deluxe Pivoting Front for 1500 Series MFWD - 18.7 In. (480 mm) Wide
Recommended use with 12.4 In. (290 mm) to 16.9 In. (420 mm) tire widths.
Compatible with 1500 Series MFWD front axle only.

1,322.00

RE308215 Fenders, Deluxe Pivoting Front for 1500 Series MFWD - 24.4 In. (620 mm) Wide
Recommended use with 18.4 In. (480 mm) to 23.6 In. (600 mm) tire widths.
Compatible with 1500 Series MFWD front axle only.

1,549.00

RE236667 Fenders, Deluxe Pivoting Front for Independent Link Suspension -
18.7 In. (480 mm) Wide
Also order 2 pieces of R186578.
Recommended use with 12.4 In. (290 mm) to 16.9 In. (420 mm) tire widths.

1,322.00

RE236670 Fenders, Deluxe Pivoting Front for Independent Link Suspension -
24.4 In. (620 mm) Wide
Also order 2 pieces of R186578.
Recommended for use with 18.4 In. (480 mm) to 23.6 In. (600 mm) tire widths.
Not for use with front dual tire combinations.

1,549.00

RE324406 Fenders, Extra Width Rear Fender Extensions 267.00

RE318606 Fenders, Full Coverage Rear 2.55 meter (100 In. Width) 483.00
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ATTACHMENTS FOR FIELD CONVERSION ...Continued...

Hitch and Drawbar:
R177682 Center Link Bracket

Retains the center link when not in use.
See Parts

AR211154 Drawbar Heavy Duty Support for use with Cat. 4 Drawbar
(11,000 Lb. Vertical Load Capacity)
Requires Cat. 4 Drawbar.
Increases vertical load capacity to 11,000 Lb. (4990 kg.).
Cat. 4 Drawbar is not compatible with PTO Codes 2418 or 2420 or with field installed 1-3/8
540 rpm PTO.

782.00

AR211153 Drawbar, Cat. 4 with 2 In. Pin and Heavy Duty Support
(11,000 Lb. Vertical Load Capacity)
Cat. 4 Drawbar is not compatible with PTO Codes 3820 or 3821 or with field installed 1-3/8
540 rpm PTO.

1,810.00

RE327692 Front Hitch Chain Hooks 189.00

RE301735 Hitch Kit, 3-in-1 Rails
Compatible with Type 2 PTO.

789.00

RE301736 Hitch Kit, 3-in-1 Rails
Compatible with Type 3 PTO.

1,322.00

RE180668 Rear Hitch Quik-Coupler (Convertible Cat. 3/3N)
Requires RE34846 Bumper Blocks.

1,477.00

Hydraulics:
RE301321 4th Remote Cylinder Control Valves with Push/Pull Breakaway Couplers with

High Pressure Relief Levers
For Tractors equipped with a front hitch or without a rear hitch, see installation instructions
for additional parts needed to complete installation.
Requires (R301759) Software download to activate function - See Parts.

2,383.00

RE301501 5th Remote Cylinder Control Valves with Push/Pull Breakaway Couplers with
High Pressure Relief Levers
Requires (R301760) Software download to activate function - See Parts.

2,460.00

RE315727 Auxiliary Hydraulic Oil Take-Out Pump and Reservoir
Provides an additional 11 gallon (42 liters) capacity for large, single acting cylinders used for
application where a large hydraulic oil flow in a short period of time is needed.

1,870.00

RE222721 Auxiliary Sump Coupler Kit (Flush Face Coupler Style)
Required to connect Tractor sump to case drains on Seeding Equipment.

125.00

RE323471 Front SCV Plumbing Kit
Routes SCV function from the rear to the front.

1,760.00

AR114664 Hydraulic Motor Return, Multiple/Auxiliary Hitch Coupler/
Sump Return Kit
For use with Hydraulic Motor Returns, Hitch Valve with Lift Assist Wheels or Motor
Drains/Sump Returns or grapple valve.

186.00

RE322174 Hydraulic Trailer Brake Kit
Provides single line connection to hydraulic braking systems.
Works with or without power beyond couplers.

682.00

AGRICULTURAL PRODUCTS
JOHN DEERE TRACTORS

8260R Tractor
Continued

23 June 2011 US & Canada
2-Tractors-06000- 35



CODE
ATTACHMENT
IDENTIFIER DESCRIPTION

SUGGESTED
LIST PRICE

USD ($)

ATTACHMENTS FOR FIELD CONVERSION ...Continued...
RE221284 Low Stand-By Pressure Control Kit

Prevents main pump activation during engine start up in certain hydraulic configurations
using power beyond.

947.00

RE281166 Power Beyond Coupler Kit
Kit includes load sense, pressure and return couplers.

730.00

AR272536 Rear EHSCV Single Lever Control (Joystick) and Mounting Parts for CommandArm 1,510.00

Lighting:
RE308937 Auxiliary Driving / Loader Light Kit

Includes headlights, wiring harness, brackets and mounting hardware.
228.00

RE269641 Lights, Field Vision Xenon HID Rear Fender Light
Requires (2) for conversion.

See Parts

RE298933 Lights, Two Roof-Mounted 65W Halogen Front Flood Lights 135.00

RE325694 Rotary Beacon Light Kit 358.00

Miscellaneous:
AR320123 Single Line Coupler Parts for Air Trailer Brakes 561.00

Operator Environment:
RE67015 3-Way Convenience Adapter for Power Strip See Parts

RE317435 Accessory Mounting Bracket 106.00

RE269615 Antenna Mount and Wiring for Business Band Radio 135.00

RE275532 Ash Tray See Parts

RE67014 Cigar-Style Adapter for Power Strip See Parts

RE323407 External Mirrors, Electrically Adjustable RH and LH Conversion Kit 514.00

RE293499 External Mirrors, Electrically Telescoping and Heated Mirror Heads 1,696.00

RE323405 External Mirrors, Manually Adjustable RH and LH 256.00

RE321017 Foot-Operated Speed Control
For use with PST or IVT transmissions.
Order Floor Mat separate through Parts.

121.00

RE68495 Power Strip with Six Outlets
Cab Tractors (Code 2034) ONLY.
Requires (1) RE67013, (1) RE67014, and (1) RE67015 Ordered Separately.

See Parts

RE328345 Radio, Deere/Delco AM/FM Stereo with Clock, Weatherband,
Four Speakers and Antenna

362.00

RE298965 Radio, Sub Woofer Kit 286.00

RE67013 Standard Connector with 1m (3-Foot) Cable for Power Strip See Parts
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ATTACHMENTS FOR FIELD CONVERSION ...Continued...
RE284180 Step Kit, Left Hand Convenience Platform See Parts

RE261504 Sun Shade, Front Pull Down See Parts

RE263352 Tire Pressure Monitor Kit
Includes Monitor and four pressure sensors.
For Cab Tractors Only.

See Parts

RE324993 Touchscreen GS3 CommandCenter 7" Color Display, Video Capable 1,260.00

RE269618 Windshield Wiper with Washer, Rear 186.00

PTO:
RE272736 Conversion Kit from 1-3/4 In. 1000 rpm to 1-3/8 In. 540/1000 rpm PTO

Conversion for Tractor equipped with Code 3820.
1-3/8 In. 540 rpm PTO is NOT compatible with Cat. 4 Drawbar.

460.00

Software Downloads:
RE298885 Intelligent Power Management

Provides up to an additional 30 Engine hp for non-stationary rear PTO and transport
applications.
Download through Service Advisor's software delivery system.
Includes instruction and download only.
See Ag Sales Manual for ground speed specifications.

See Parts

RE305729 Language Group for CommandCenter - English,
Croatian, Serbian, Slovenian,
German
Download through Service Advisor's software delivery system.
Includes instruction and download only.

See Parts

RE305727 Language Group for CommandCenter - English,
Danish, Swedish, Finish,
Norwegian
Download through Service Advisor's software delivery system.
Includes instruction and download only.

See Parts

RE305726 Language Group for CommandCenter - English,
Estonian, Latvian, Lithuanian,
Polish, Russian
Download through Service Advisor's software delivery system.
Includes instruction and download only.

See Parts

RE305725 Language Group for CommandCenter - English,
French, Dutch, Icelandic,
German
Download through Service Advisor's software delivery system.
Includes instruction and download only.

See Parts

RE305730 Language Group for CommandCenter - English,
Greek, Turkish
Download through Service Advisor's software delivery system.
Includes instruction and download only.

See Parts
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ATTACHMENTS FOR FIELD CONVERSION ...Continued...
RE308728 Language Group for CommandCenter - English,

Hungarian, Czech, Slovak, Romanian,
Bulgarian
Download through Service Advisor's software delivery system.
Includes instruction and download only.

See Parts

RE305731 Language Group for CommandCenter - English,
Italian, Spanish, Portuguese, German,
Dutch, French, Swedish, Hungarian, Danish, Polish
Download through Service Advisor's software delivery system.
Includes instruction and download only.

See Parts

BPF10312 Non-John Deere Guidance Compatibility Activation - AutoFarm/Novariant
Required for communication between non-John Deere guidance systems and the Tractor's
steering components. Consult guidance system selling dealer for compatibility information.

250.00

BPF10313 Non-John Deere Guidance Compatibility Activation - Hemisphere/Outback
Required for communication between non-John Deere guidance systems and the Tractor's
steering components. Consult guidance system selling dealer for compatibility information.

250.00

BPF10311 Non-John Deere Guidance Compatibility Activation - Raven
Required for communication between non-John Deere guidance systems and the Tractor's
steering components. Consult guidance system selling dealer for compatibility information.

250.00

BPF10363 Non-John Deere Guidance Compatibility Activation - Trimble
Required for communication between non-John Deere guidance systems and the Tractor's
steering components. Consult guidance system selling dealer for compatibility information.

250.00

Transmission:
RE224298 Transmission Backup Alarm 391.00

RE323009 Transmission Hydraulic Oil Heater (110 Volts) 330.00

RE323010 Transmission Hydraulic Oil Heater (220 Volts) 431.00

Vandal Protection:
AL71345 Door Locks - Custom Key 156.00

Weights:
R127764 Weight, Front Suitcase (104 Lb.) Quantity of One

Dealer must order 5000 Lbs. to receive free freight through Waterloo Weight Program.
Available to Ag Dealers only.

123.00

RFR127764 Weight, Front Suitcase, Twenty (20-R127764) 2,276.00

R242154 Weight, Front Support, 390 Lb. (180 kg)
Requires (6) 19M9141 Cap Screws and (6) 24M7242 Washers for installation - See Parts.
Holds up to 22 Quick-Tatch Weights.

815.00

R167151 Weight, Inner Wheel, 1400 Lb. 1,730.00

R167153 Weight, Wheel, 165 Lb. (72 Kg) 256.00

RFR207782 Weight, Wheel, 1800 Lb. (4 - 450 Lb., R207782 Weights) 2,416.00
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ATTACHMENTS FOR FIELD CONVERSION ...Continued...
RFR167153 Weight, Wheel, 1980 Lb. (12 - 165 Lb., R167153 Weights) 3,076.00

R207782 Weight, Wheel, 450 Lb. 604.00

Wheel Equipment:
RE324389 Front Wheel Dual Extensions

Compatible with ILS or 1500 front axles.
2,452.00

AR190666 One 10 In. Dual Hub Extension 733.00

AR190668 One 13 In. Dual Hub Extension 815.00

AR190669 One 15 In. Dual Hub Extension 854.00

AR194744 One 5 In. Dual Hub Extension 662.00

RE267658 Three Meter Front Wheel Spacer
Not compatible with Tractors equipped with front brakes.

2,959.00
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ENGINE:
John Deere PowerTech PSX Diesel

In-line 6-Cylinder Wet-Sleeve
with High Pressure Common Rail (HPCR)
Fuel System and 24 Valve Head

9.0 L (549 Cu. In.) Displacement
285 Engine Hp (210 kW) 97/68/EC @ Rated Speed
234 SAE PTO hp (175 kW) @ Rated Speed
Air to Air Intercooled
Automatic Shutdown System
Dry Type Air Cleaner with Safety Element

and Dirt Aspiration System
Tilt Hood Enclosure
VariCool Fan Drive System
Electric Fuel Shutoff
Engine Coolant Conditioner Additive
Engine Coolant Recovery System
Dual Stage Fuel Filtration System with

Fuel Water Separator with Sensor
Self-Priming and Bleeding Electronic

Fuel Pump
680 L (180 U.S. Gal.) Fuel Tank Capacity

with Lockable Fuel Cap
Top-loading Vertical Engine Oil Filter
Electronic Injection and Governor Control
Field Cruise Control

TRANSMISSION:
Powershift

16 Forward/5 Reverse Speeds
Hydraulically-Engaged Wet-Disk Clutch
Park Lock

Neutral Safety Start System

STEERING, BRAKES DIFFERENTIAL:
Load-Sensing Hydraulic Power Steering
Wet-Disk Hydraulic Power Brakes
Hydraulically-Engaged Differential Lock

HYDRAULICS:
Pressure Flow Compensating

Axial Piston Pump
63 cc Displacement 166.6 lpm (44 gpm)

Pump Output
132 lpm (35 gpm) Flow @ One SCV
L (gal) Oil Take Out Capacity @

Max Flow Rate
50 L (13 Gal.) Take-Out Capacity
Four Electrohydraulic Remote Selective

Control Valves with Push/Pull
ISO Breakaway Couplers and
High Pressure Release Levers

PTO:
Independent 1000 RPM, 45 mm

(1-3/4 In.) 20 Spline
PTO Safety Start System
Seat-Activated PTO Warning

ROCKSHAFT, HITCH AND DRAWBAR:
Dual Cylinder Electrohydraulic Rear

3-Point Hitch, Category 3/3N
Solid Draft Links with External
Remote Raise/Lower Switch
Sway Blocks with Tapered Wedge Adjustment
Electro/Hydraulic Hitch Dampening
Center Link Adjustment Handle
Transport Lock

Adjustable Swinging Drawbar
Cat. 3 Drawbar with Clevis
and 1.5 In. Pin

INSTRUMENTATION:
Corner Post Digital Instrument Panel

Includes:
Engine Oil Pressure Gauge
Engine Coolant Temperature Gauge

Fuel Level Gauge with
Low Fuel Warning Signal

Engine RPM Indicator
Status Indicator for:

MFWD
Differential Lock
Rear PTO Speed

CommandCenter Display Includes:
GreenStar 3 Application Capability

Video Capability, with Tractor Function
Activated Triggers

AutoTrac and Swath Control Pro
Activation Required

Access Manager
Universal Performance Monitor

Display Functions Definable By Operator:
% Slip
Ground Speed
PTO Speed
Engine Hours
Hydraulic Settings
Hitch Settings
Hitch Slip Command
Productivity
Efficiency
Area
Adjustable PTO Modulation
Implement Width
Service Hours
Voltage
Fuel Consumption Rate
Temperatures
Time of Day
Ambient Temperature

Command Control System with:
Automatic Powershift
Set and Adjust Time and Flow of

Individual Selective Control Valves
iTEC End of Row Functions
Languages:

For a complete list of languages, refer to the Ag
Sales Manual

OPERATOR PROTECTIVE STRUCTURE:
Deluxe CommandView II Cab

Tilt/Telescoping Memory Steering Wheel
Comfort Command Seat with

Air Suspension, Swivel
Fore-Aft Lateral Attenuation,
Lumbar Support
Backrest Adjustment with
Integrated CommandARM Controls

Adjustable Position CommandARM with
Integrated CommandCenter Display

Swing-Out Rear Window (30 Degrees)
Tinted Glass
Air Conditioner and Heater
Two Speed and Intermittent Front Wiper

and Rear Wiper
Front and Rear Windshield Washer
Pull Down Front Sun Visor
Rear Under Seat Storage
Folding Instructional Seat
Left Hand Storage
Two Beverage Holders
Right and Left Outside Mirrors
Less Radio and Speakers
Includes Wiring Harness for Radio and Speakers
Inside Cab Mounted Rear View Mirror
Passive Noise Reduction System

Backlit Right Hand Console Controls
with Adjustable Brightness

Step, Left Hand Convenience

ELECTRICAL:
Key Engine Shutoff
12V Electrical System
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Two 925 CCA 12V Batteries
Two 12V Electrical Convenience Outlet
Two 12V Electrical 3-Pin Outlet

with Adapter
Battery Boost Terminal
200 Amp Alternator
SmartCircuit Current Load Monitoring

System with Fuse Panel
7-Terminal Rear Implement Electrical

Outlet Socket
Integrated ISO Radar Connector
StarFire ITC or Radar Speed

Input Harness
ServiceADVISOR Data Port

LIGHTS:
Six Front Grill Mounted Lights
Ten Cab Roof Mounted Lights
Two Rear Fender Flood Lights
Extremity, Brake, Turning, and Hazard

Lights

AXLES, WHEELS AND TIRES:
1300 MFWD Front Axle with Limited

Slip Differential
Rear Axle and Wheels and Tires

AG MANAGEMENT SOLUTIONS:

Integrated Plug-In for GreenStar Display
Deluxe StarFire Receiver Bracket
GreenStar Ready harness with Implement

Circuit Gateway and Integrated
GreenStar Display Plug-In
Connector (ISO 11783 Compatible)

AutoTrac Ready Components:
Wiring, SSU, Front Wheel-
Angle Sensor and Electro-Hydraulic
Steering Valve

MISCELLANEOUS:
Enclosed Chain Storage Box
Horn
PTO Master Shield
Tool Box
Operator's Manual
Lockable Fuel Cap

* Manufacturer's Rating
**Cold Cranking Amperes

CODE
ATTACHMENT
IDENTIFIER DESCRIPTION

SUGGESTED
LIST PRICE

USD ($)

Select One Code From Each Required Category

BASE MACHINE
EX-WORKS Waterloo, Iowa

7520RW 8285R Tractor 218,068.00

DESTINATION COUNTRY
A Code must be chosen for each Tractor ordered.

AFRICA
0011 Chad

Requires Code 1821 GS3 CommandCenter or Code 1823 Touchscreen GS3 CommandCenter,
Code 1835 Less StarFire 3000 Receiver, Code 1845 Less AutoTrac Activation, and Code 1885
JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Requires Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4033 6169 kg (13,600 lb.) Cat 3/3N 3-Point Hitch with Quick Coupler.
Code 5040 110 mm (4.33 In) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5503 480/80R46 In. 158A8 R1 Rear Dual Wheels and Tires.
Code 6100 420/90R30 In. 142A8 R1 Front Single Wheels and Tires.

Same Price
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DESTINATION COUNTRY ...Continued...
0014 Democratic Republic of Congo

Requires Code 1821 GS3 CommandCenter or Code 1823 Touchscreen GS3 CommandCenter,
Code 1835 Less StarFire 3000 Receiver, Code 1845 Less AutoTrac Activation, and Code 1885
JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Requires Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4033 6169 kg (13,600 lb.) Cat 3/3N 3-Point Hitch with Quick Coupler.
Code 5040 110 mm (4.33 In) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5503 480/80R46 In. 158A8 R1 Rear Dual Wheels and Tires.
Code 6100 420/90R30 In. 142A8 R1 Front Single Wheels and Tires.

Same Price

0019 Ethiopia
Requires Code 1821 GS3 CommandCenter or Code 1823 Touchscreen GS3 CommandCenter,
Code 1835 Less StarFire 3000 Receiver, Code 1845 Less AutoTrac Activation, and Code 1885
JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Requires Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4033 6169 kg (13,600 lb.) Cat 3/3N 3-Point Hitch with Quick Coupler.
Code 5040 110 mm (4.33 In) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5503 480/80R46 In. 158A8 R1 Rear Dual Wheels and Tires.
Code 6100 420/90R30 In. 142A8 R1 Front Single Wheels and Tires.

Same Price

0020 Gabon
Requires Code 1821 GS3 CommandCenter or Code 1823 Touchscreen GS3 CommandCenter,
Code 1835 Less StarFire 3000 Receiver, Code 1845 Less AutoTrac Activation, and Code 1885
JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Requires Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4033 6169 kg (13,600 lb.) Cat 3/3N 3-Point Hitch with Quick Coupler.
Code 5040 110 mm (4.33 In) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5503 480/80R46 In. 158A8 R1 Rear Dual Wheels and Tires.
Code 6100 420/90R30 In. 142A8 R1 Front Single Wheels and Tires.

Same Price

0026 Kenya
Requires Code 1821 GS3 CommandCenter or Code 1823 Touchscreen GS3 CommandCenter,
Code 1835 Less StarFire 3000 Receiver, Code 1845 Less AutoTrac Activation, and Code 1885
JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Requires Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4033 6169 kg (13,600 lb.) Cat 3/3N 3-Point Hitch with Quick Coupler.
Code 5040 110 mm (4.33 In) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5503 480/80R46 In. 158A8 R1 Rear Dual Wheels and Tires.
Code 6100 420/90R30 In. 142A8 R1 Front Single Wheels and Tires.

Same Price
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DESTINATION COUNTRY ...Continued...
0029 Libya

Requires Code 1821 GS3 CommandCenter or Code 1823 Touchscreen GS3 CommandCenter,
Code 1835 Less StarFire 3000 Receiver, Code 1845 Less AutoTrac Activation, and Code 1885
JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Requires Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4033 6169 kg (13,600 lb.) Cat 3/3N 3-Point Hitch with Quick Coupler.
Code 5040 110 mm (4.33 In) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5503 480/80R46 In. 158A8 R1 Rear Dual Wheels and Tires.
Code 6100 420/90R30 In. 142A8 R1 Front Single Wheels and Tires.

Same Price

0043 Senegal
Requires Code 1821 GS3 CommandCenter or Code 1823 Touchscreen GS3 CommandCenter,
Code 1835 Less StarFire 3000 Receiver, Code 1845 Less AutoTrac Activation, and Code 1885
JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Requires Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4033 6169 kg (13,600 lb.) Cat 3/3N 3-Point Hitch with Quick Coupler.
Code 5040 110 mm (4.33 In) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5503 480/80R46 In. 158A8 R1 Rear Dual Wheels and Tires.
Code 6100 420/90R30 In. 142A8 R1 Front Single Wheels and Tires.

Same Price

0050 Tanzania
Requires Code 1821 GS3 CommandCenter or Code 1823 Touchscreen GS3 CommandCenter,
Code 1835 Less StarFire 3000 Receiver, Code 1845 Less AutoTrac Activation, and Code 1885
JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Requires Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4033 6169 kg (13,600 lb.) Cat 3/3N 3-Point Hitch with Quick Coupler.
Code 5040 110 mm (4.33 In) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5503 480/80R46 In. 158A8 R1 Rear Dual Wheels and Tires.
Code 6100 420/90R30 In. 142A8 R1 Front Single Wheels and Tires.

Same Price

ASIA
0072 China (People's Republic of China)

Requires Code Code 1885 JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Required Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4033 6169 kg (13,600 lb.) Cat 3/3N 3-Point Hitch with Quick Coupler.
Code 5040 110 mm (4.33 In) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5503 480/80R46 In. 158A8 R1 Rear Dual Wheels and Tires.
Code 6100 420/90R30 In. 142A8 R1 Front Single Wheels and Tires.

Same Price
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DESTINATION COUNTRY ...Continued...
0078 Israel

Requires Code 1885 JDLink Capable.
Requires Code 8336 Stage IT4 / 3b Compliant Engine.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4033 - 6,169 kg (13,600 lb.) Cat 3/3N 3-Point Hitch with Quick Coupler.
Code 5040 - 110 mm (4.33 In) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5503 - 480/80R46 In. 158A8 R1 Rear Dual Wheels and Tires.
Code 6100 - 420/90R30 In. 142A8 R1 Front Single Wheels and Tires.

Same Price

0090 Mongolia
Requires Code 1821 GS3 CommandCenter or Code 1823 Touchscreen GS3 CommandCenter,
Code 1835 Less StarFire 3000 Receiver, Code 1845 Less AutoTrac Activation, and Code 1885
JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Required Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4033 6169 kg (13,600 lb.) Cat 3/3N 3-Point Hitch with Quick Coupler.
Code 5040 110 mm (4.33 In) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5503 480/80R46 In. 158A8 R1 Rear Dual Wheels and Tires.
Code 6100 420/90R30 In. 142A8 R1 Front Single Wheels and Tires.

Same Price

0094 Philippines
Requires Code 1821 GS3 CommandCenter or Code 1823 Touchscreen GS3 CommandCenter,
Code 1835 Less StarFire 3000 Receiver, Code 1845 Less AutoTrac Activation, and Code 1885
JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Required Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4033 6169 kg (13,600 lb.) Cat 3/3N 3-Point Hitch with Quick Coupler.
Code 5040 110 mm (4.33 In) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5503 480/80R46 In. 158A8 R1 Rear Dual Wheels and Tires.
Code 6100 420/90R30 In. 142A8 R1 Front Single Wheels and Tires.

Same Price

0098 Saudi Arabia
Requires Code 1821 GS3 CommandCenter or Code 1823 Touchscreen GS3 CommandCenter,
Code 1835 Less StarFire 3000 Receiver, Code 1845 Less AutoTrac Activation, and Code 1885
JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Requires either Code 8955 Front Weight Support or Code 8969 Front Tow Point.
Requires Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2057 Deluxe CommandView II Cab.
Code 7203 Standard Lighting.
Code 4035 6,804 kg (15,000 Lbs.) Lift Capacity Hitch (Cat 3/3N) with Convertible Cat. 3
Ball/Hook Style Ends and Sway Blocks.
Code 5044 110 mm (4.33 In.) Diameter x 2438 mm (96 In) Length with Double Taper Wheel
Hubs.
Code 5198 620/70R42 In. 160A8 R1W Single Rear Wheels and Tires.
Code 6159 480/70R30 In. 152A8 R1W Single Front Wheels and Tires.

Same Price
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DESTINATION COUNTRY ...Continued...
0102 Taiwan

Requires Code 1821 GS3 CommandCenter or Code 1823 Touchscreen GS3 CommandCenter,
Code 1835 Less StarFire 3000 Receiver, Code 1845 Less AutoTrac Activation, and Code 1885
JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Required Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4033 6169 kg (13,600 lb.) Cat 3/3N 3-Point Hitch with Quick Coupler.
Code 5040 110 mm (4.33 In) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5503 480/80R46 In. 158A8 R1 Rear Dual Wheels and Tires.
Code 6100 420/90R30 In. 142A8 R1 Front Single Wheels and Tires.

Same Price

0104 Thailand
Requires Code 1821 GS3 CommandCenter or Code 1823 Touchscreen GS3 CommandCenter,
Code 1835 Less StarFire 3000 Receiver, Code 1845 Less AutoTrac Activation, and Code 1885
JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Required Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4033 6169 kg (13,600 lb.) Cat 3/3N 3-Point Hitch with Quick Coupler.
Code 5040 110 mm (4.33 In) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5503 480/80R46 In. 158A8 R1 Rear Dual Wheels and Tires.
Code 6100 420/90R30 In. 142A8 R1 Front Single Wheels and Tires.

Same Price

0109 Vietnam
Requires Code 1821 GS3 CommandCenter or Code 1823 Touchscreen GS3 CommandCenter,
Code 1835 Less StarFire 3000 Receiver, Code 1845 Less AutoTrac Activation, and Code 1885
JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Required Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4033 6169 kg (13,600 lb.) Cat 3/3N 3-Point Hitch with Quick Coupler.
Code 5040 110 mm (4.33 In) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5503 480/80R46 In. 158A8 R1 Rear Dual Wheels and Tires.
Code 6100 420/90R30 In. 142A8 R1 Front Single Wheels and Tires.

Same Price

NORTH AMERICA
0183 Belize

Requires Code 1885 JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Required Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4033 6169 kg (13,600 lb.) Cat 3/3N 3-Point Hitch with Quick Coupler.
Code 5040 110 mm (4.33 In) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5503 480/80R46 In. 158A8 R1 Rear Dual Wheels and Tires.
Code 6100 420/90R30 In. 142A8 R1 Front Single Wheels and Tires.

Same Price
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DESTINATION COUNTRY ...Continued...
0184 Canada

Requires Code 1887 JDLink Ultimate Promotion 1 Year Subscription, Code 1888 JDLink
Ultimate Promotion 3 Year Subscription, or Code 1884 JDLink Ultimate Promotion 5 Year
Subscription.
Requires Code 8336 Stage IT4 / 3b Compliant Engine.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4033 6,169 kg (13,600 lb.) Cat 3/3N 3-Point Hitch with Quick Coupler.
Code 5040 110 mm (4.33 In) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5503 480/80R46 In. 158A8 R1 Rear Dual Wheels and Tires.
Code 6100 420/90R30 In. 142A8 R1 Front Single Wheels and Tires.

1,209.00

0185 Costa Rica
Requires Code 1885 JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Required Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4033 6169 kg (13,600 lb.) Cat 3/3N 3-Point Hitch with Quick Coupler.
Code 5040 110 mm (4.33 In) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5503 480/80R46 In. 158A8 R1 Rear Dual Wheels and Tires.
Code 6100 420/90R30 In. 142A8 R1 Front Single Wheels and Tires.

Same Price

0191 Guatemala
Requires Code 1885 JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Required Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4033 6169 kg (13,600 lb.) Cat 3/3N 3-Point Hitch with Quick Coupler.
Code 5040 110 mm (4.33 In) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5503 480/80R46 In. 158A8 R1 Rear Dual Wheels and Tires.
Code 6100 420/90R30 In. 142A8 R1 Front Single Wheels and Tires.

Same Price

0193 Honduras
Requires Code 1885 JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Required Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4033 6169 kg (13,600 lb.) Cat 3/3N 3-Point Hitch with Quick Coupler.
Code 5040 110 mm (4.33 In) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5503 480/80R46 In. 158A8 R1 Rear Dual Wheels and Tires.
Code 6100 420/90R30 In. 142A8 R1 Front Single Wheels and Tires.

Same Price

0195 Mexico
Requires Code 1885 JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Required Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4033 6169 kg (13,600 lb.) Cat 3/3N 3-Point Hitch with Quick Coupler.
Code 5040 110 mm (4.33 In) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5503 480/80R46 In. 158A8 R1 Rear Dual Wheels and Tires.
Code 6100 420/90R30 In. 142A8 R1 Front Single Wheels and Tires.

Same Price
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DESTINATION COUNTRY ...Continued...
0196 Nicaragua

Requires Code 1885 JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Required Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4033 6169 kg (13,600 lb.) Cat 3/3N 3-Point Hitch with Quick Coupler.
Code 5040 110 mm (4.33 In) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5503 480/80R46 In. 158A8 R1 Rear Dual Wheels and Tires.
Code 6100 420/90R30 In. 142A8 R1 Front Single Wheels and Tires.

Same Price

0197 Panama
Requires Code 1885 JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Required Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4033 6169 kg (13,600 lb.) Cat 3/3N 3-Point Hitch with Quick Coupler.
Code 5040 110 mm (4.33 In) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5503 480/80R46 In. 158A8 R1 Rear Dual Wheels and Tires.
Code 6100 420/90R30 In. 142A8 R1 Front Single Wheels and Tires.

Same Price

0202 United States
Requires Code 1887 JDLink Ultimate Promotion 1 Year Subscription, Code 1888 JDLink
Ultimate Promotion 3 Year Subscription, or Code 1884 JDLink Ultimate Promotion 5 Year
Subscription.
Requires Code 8336 Stage IT4 / 3b Compliant Engine.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4033 6,169 kg (13,600 lb.) Cat 3/3N 3-Point Hitch with Quick Coupler.
Code 5040 110 mm (4.33 In) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5503 480/80R46 In. 158A8 R1 Rear Dual Wheels and Tires.
Code 6100 420/90R30 In. 142A8 R1 Front Single Wheels and Tires.

1,209.00

SOUTH AMERICA
0210 Argentina

Requires Code 1885 JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Required Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4033 6169 kg (13,600 lb.) Cat 3/3N 3-Point Hitch with Quick Coupler.
Code 5040 110 mm (4.33 In) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5503 480/80R46 In. 158A8 R1 Rear Dual Wheels and Tires.
Code 6100 420/90R30 In. 142A8 R1 Front Single Wheels and Tires.

Same Price

0213 Chile
Requires Code 1885 JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Required Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4033 6169 kg (13,600 lb.) Cat 3/3N 3-Point Hitch with Quick Coupler.
Code 5040 110 mm (4.33 In) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5503 480/80R46 In. 158A8 R1 Rear Dual Wheels and Tires.
Code 6100 420/90R30 In. 142A8 R1 Front Single Wheels and Tires.

Same Price
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DESTINATION COUNTRY ...Continued...
0214 Colombia

Requires Code 1885 JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Required Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4033 6169 kg (13,600 lb.) Cat 3/3N 3-Point Hitch with Quick Coupler.
Code 5040 110 mm (4.33 In) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5503 480/80R46 In. 158A8 R1 Rear Dual Wheels and Tires.
Code 6100 420/90R30 In. 142A8 R1 Front Single Wheels and Tires.

Same Price

0215 Ecuador
Requires Code 1821 GS3 CommandCenter or Code 1823 Touchscreen GS3 CommandCenter,
Code 1835 Less StarFire 3000 Receiver, Code 1845 Less AutoTrac Activation, and Code 1885
JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Required Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4033 6169 kg (13,600 lb.) Cat 3/3N 3-Point Hitch with Quick Coupler.
Code 5040 110 mm (4.33 In) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5503 480/80R46 In. 158A8 R1 Rear Dual Wheels and Tires.
Code 6100 420/90R30 In. 142A8 R1 Front Single Wheels and Tires.

Same Price

0217 Paraguay
Requires Code 1885 JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Required Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4033 6169 kg (13,600 lb.) Cat 3/3N 3-Point Hitch with Quick Coupler.
Code 5040 110 mm (4.33 In) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5503 480/80R46 In. 158A8 R1 Rear Dual Wheels and Tires.
Code 6100 420/90R30 In. 142A8 R1 Front Single Wheels and Tires.

Same Price

0218 Peru
Requires Code 1885 JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Required Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4033 6169 kg (13,600 lb.) Cat 3/3N 3-Point Hitch with Quick Coupler.
Code 5040 110 mm (4.33 In) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5503 480/80R46 In. 158A8 R1 Rear Dual Wheels and Tires.
Code 6100 420/90R30 In. 142A8 R1 Front Single Wheels and Tires.

Same Price

0220 Uruguay
Requires Code 1885 JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Required Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4033 6169 kg (13,600 lb.) Cat 3/3N 3-Point Hitch with Quick Coupler.
Code 5040 110 mm (4.33 In) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5503 480/80R46 In. 158A8 R1 Rear Dual Wheels and Tires.
Code 6100 420/90R30 In. 142A8 R1 Front Single Wheels and Tires.

Same Price
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DESTINATION COUNTRY ...Continued...
0221 Venezuela

Requires Code 1885 JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Required Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4033 6169 kg (13,600 lb.) Cat 3/3N 3-Point Hitch with Quick Coupler.
Code 5040 110 mm (4.33 In) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5503 480/80R46 In. 158A8 R1 Rear Dual Wheels and Tires.
Code 6100 420/90R30 In. 142A8 R1 Front Single Wheels and Tires.

Same Price

OCEANIA
0230 Australia

Requires Code 1887 JDLink Ultimate Promotion 1 Year Subscription, Code 1888 JDLink
Ultimate Promotion 3 Year Subscription, or Code 1884 JDLink Ultimate Promotion 5 Year
Subscription.
Requires Code 8336 Stage IT4 / 3b Compliant Engine.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4033 6,169 kg (13,600 lb.) Cat 3/3N 3-Point Hitch with Quick Coupler.
Code 5040 110 mm (4.33 In) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5503 480/80R46 In. 158A8 R1 Rear Dual Wheels and Tires.
Code 6100 420/90R30 In. 142A8 R1 Front Single Wheels and Tires.

1,209.00

0237 New Zealand
Requires Code 1887 JDLink Ultimate Promotion 1 Year Subscription, Code 1888 JDLink
Ultimate Promotion 3 Year Subscription, or Code 1884 JDLink Ultimate Promotion 5 Year
Subscription.
Requires Code 8336 Stage IT4 / 3b Compliant Engine.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4033 6,169 kg (13,600 lb.) Cat 3/3N 3-Point Hitch with Quick Coupler.
Code 5040 110 mm (4.33 In) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5503 480/80R46 In. 158A8 R1 Rear Dual Wheels and Tires.
Code 6100 420/90R30 In. 142A8 R1 Front Single Wheels and Tires.

1,209.00

VALUE PACKAGE CONFIGURATIONS
0500 No Package

Order one Code from each box in the Price Pages.
In Base Price

0501 Deluxe 1300 Package
Includes Codes: 2059, 1833 or 1834, 1490, 1550 or 1551, 7201, 2661 or 2662, 3341 or 3351
or 3361, 3810 or 3821, 4032 or 4034, 4322, 3260, 5042, 6040 or 6041, 8288, 8251, 832G,
8010 or 8011.

-500.00

0502 Premium PST 1300 or 1500 Package
Includes Codes: 2061, 1833 or 1834, 1490, 7202, 2661 or 2662, 3341 or 3351 or 3361, 3810
or 3821, 4032 or 4034, 4322, 3260, 5042, 6040, 6041 or 6042, 8251, 832G, 8010 or 8011.

-500.00

0503 Premium PST ILS Package
Includes Codes: 2061, 1833 or 1834, 1490, 7202, 2661 or 2662, 3341 or 3351 or 3361, 3810
or 3821, 4032 or 4034, 4322, 3260, 5042, 6060 or 6061, 8288, 8251, 832G, 8010 or 8011.

-1,000.00

0504 Premium IVT 1300 Package
Includes Codes: 2061, 1833 or 1834, 1550 or 1551, 7202, 2661 or 2662, 3341 or 3351 or
3361, 3810 or 3821, 4032 or 4034, 4322, 3260, 5042, 6040 or 6041, 8288, 8251, 832G, 8010

-1,000.00

AGRICULTURAL PRODUCTS
JOHN DEERE TRACTORS

8285R Tractor
Continued

23 June 2011 US & Canada
2-Tractors-06100- 10



CODE
ATTACHMENT
IDENTIFIER DESCRIPTION

SUGGESTED
LIST PRICE

USD ($)

VALUE PACKAGE CONFIGURATIONS ...Continued...
or 8011.

0505 Premium IVT 1500 or ILS Package
Includes Codes: 2061, 1833 or 1834, 1550 or 1551 or 1552 or 1553, 7202, 2661 or 2662, 3341
or 3351 or 3361, 3810 or 3821, 4032 or 4034, 4322, 3260, 5042, 6042 or 6060 or 6061, 8288,
8251, 832G, 8010 or 8011.

-1,500.00

0506 iPackage PST
Includes Codes: 2061, 1826, 1837 or 1838, 1848 or 1849, 1889 or 1887 or 1888 or 1884,
1833, 1490, 7202, 2661 or 2662, 3341 or 3351 or 3361, 3810 or 3821, 4034 or 4032, 4322,
3260, 5042, 6060 or 6061, 8288, 8251, 832G, 8010 or 8011.

-1,500.00

0507 iPackage IVT
Includes Codes: 2061, 1826, 1837 or 1838, 1848 or 1849, 1889 or 1887 or 1888 or 1884,
1833, 1550 or 1551 or 1552 or 1553, 7202, 2661 or 2662, 3341 or 3351 or 3361, 3810 or
3821, 4034 or 4032, 4322, 3260, 5042, 6060 or 6061, 8288, 8251, 832G, 8010 or 8011.

-2,000.00

OPERATOR STATION
2050 CommandView II Cab

Includes ComfortCommand Seat with Fore-Aft and Lateral Attenuation and Lumbar Support.
Adjustable Right Hand CommandARM Armrest controls with Integrated CommandCenter
Display.
Folding Instructional Seat.
Remote Radio Controls located on CommandARM.
Front Windshield Washer and Wiper.
SMV Emblem.
Manual Temperature Controls located in cab roof.
See Attachments Section for ordering information on additional field attachments.

-1,913.00

2059 Deluxe CommandView II Cab
Includes ComfortCommand Seat with Fore-Aft and Lateral Attenuation and Lumbar Support.
Adjustable Right Hand CommandARM Armrest Controls with Integrated CommandCenter
Display.
Remote Radio Controls located on CommandARM.
Front and Rear Windshield Washer and Wiper.
SMV Emblem.
Automatic Temperature Control with controls located on CommandARM.
Front Pull Down Sun Shade.
Right and Left Outside Mirrors (Manual Adjustment).
Power Strip with Convenience Plug Adapter.
Programmable Egress Lighting.
Folding Instructional Seat.
See Attachments Section for ordering information on additional field attachments.

In Base Price

2061 Premium CommandView II Cab with Active Seat
Includes ComfortCommand Seat with Fore-Aft and Lateral Attenuation and Lumbar Support.
Adjustable Right Hand CommandARM Armrest Controls with Integrated CommandCenter
Display.
Remote Radio Controls located on CommandARM.
Front and Rear Windshield Wiper and Washer.
SMV Emblem.
Automatic Temperature Control with controls located on CommandARM.
Front Pull Down Sun Shade.
Right and Left Outside Electrically Adjustable Mirrors.
Power Strip with Convenience Plug Adapter.
Programmable Egress Lighting.
Folding Instructional Seat.
Active Seat.
See Attachments Section for ordering information on additional field attachments.

3,352.00
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DISPLAY
When using the GS3 CommandCenter as the only GreenStar display, GS3 CommandCenter is
capable of running AutoTrac, Swath Control Pro, and Pivot Pro only (with appropriate
activations purchased and StarFire Receiver installed). When utilizing an additional
standalone GreenStar Display, ALL GreenStar applications must be run on the additional
GreenStar Display. See Online Configurator and Ag Sales Manual for more information.

Option availability limited by specific geographical regions. Please refer to region specific
price pages for appropriate ordering codes.

1821 GS3 CommandCenter, 7" Color Display
Includes Access Manager user lockout software.
With a StarFire Receiver installed, the display is capable of operating manual guidance.
AutoTrac, Swath Control Pro, and Pivot Pro will function on the CommandCenter display with
activations sold separately.

Does not include a cornerpost bracket for mounting an additional GreenStar Display.

In Base Price

1823 Touchscreen GS3 CommandCenter 7" Color Display, Video Capable
Includes Access Manager user lockout software, and video capability.
With a StarFire Receiver installed, the display is capable of operating manual guidance.
AutoTrac, Swath Control Pro, and Pivot Pro will function on the CommandCenter display with
activations sold separately.
One video camera input pre-wired in the cab. Connector located on the outside rear of the
cab.
Video software can be configured in the CommandCenter using Tractor function activated
triggers.
See Parts for available cameras.

Does not include a cornerpost bracket for mounting an additional GreenStar Display.

1,260.00

1825 GS3 CommandCenter 7" Color Display with GreenStar 3 2630 Display
Includes Access Manager user lockout software.
Includes GreenStar 3 2630 Display, harness, and A-post mounting bracket installed on
cornerpost.

Includes GreenStar 3 2630 Display Operator's manual with the language translation to match
the Tractor Operator's manual language translation.

When a GreenStar 3 2630 Display is connected at the cornerpost, all GreenStar applications
must be run on the 2630 Display. Warranty on GreenStar 3 2630 Display will be handled by
AMS and will carry normal AMS warranty terms.

6,086.00

1826 Touchscreen GS3 CommandCenter 7" Color Display, Video Capable with
GreenStar 3 2630 Display
Includes Access Manager user lockout software, and video capability.
Includes GreenStar 3 2630 Display, harness and A-post mounting bracket installed on
cornerpost.

Includes GreenStar 3 2630 Display Operator's manual with the language translation to match
the Tractor Operator's manual language translation.

The GS3 CommandCenter is pre-wired with one video input in the cab. Connector located on
the outside rear of cab. Video software can be configured in the CommandCenter using
Tractor function activated triggers. In addition, the GreenStar 3 2630 Display has the
capability of one video input. Requires camera and harnessing for video capabilities. See
Attachments for harnessing at GreenStar Harnesses in the AMS Price Pages and Ag Sales
Manual for list of compatible cameras.

When a GreenStar 3 2630 Display is connected at the cornerpost, all GreenStar applications
must be run on the 2630 display. Warranty on GreenStar 3 2630 Display will be handled by
AMS and will carry normal AMS warranty terms.

7,351.00
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RECEIVER
StarFire 3000 Position Receivers can be ordered in two configurations:
-SF1 World Solution, a no-charge differential correction signal that provides non-row-crop
accuracy.
-SF2 Ready, a license-based differential correction signal that provides +/- 4 inch pass-to-pass
accuracy. SF2 licenses can be obtained by calling 888-GRN-STAR or visiting
www.StellarSupport.com.
-RTK capability may be added to an SF2 Ready StarFire 3000 by adding a StarFire RTK
radio, RTK radio cover, and RTK activation. Must have complete base station and vehicle kit
for RTK. See Ag Sales Manual.

GNSS serial port information (NMEA) is available through a StarFire 3000.

Option availability limited by specific geographical regions. Please refer to region specific
price pages for appropriate ordering codes.

1835 Less StarFire 3000 Receiver
Tractor includes deluxe receiver mounting bracket only.

When installing a StarFire Receiver with Original Shroud, order conversion bracket through
parts or a Deluxe Shroud through AMS Attachments to retrofit an iTC Receiver.

In Base Price

1837 StarFire 3000 Receiver - SF1 with Deluxe Shroud
Tractor includes deluxe receiver mounting bracket only.
StarFire 3000 Receiver shipped inside the cab. Includes Receiver Operator's Manuals with the
language translation to match the Tractor Operator's Manual language translation.
Warranty on StarFire 3000 Receiver will be handled by AMS and will carry normal AMS
warranty terms.

Ready for use with the StarFire SF1 or WAAS/EGNOS differential correction signal for
non-row-crop accuracy. StarFire 3000 receiver can be upgraded to SF2 capabilities.

2,695.00

1838 StarFire 3000 Receiver - SF2 Ready with Deluxe Shroud
Tractor includes deluxe receiver mounting bracket only.
StarFire 3000 Receiver shipped inside the cab. Includes Receiver Operator's Manuals with the
language translation to match the Tractor Operator's Manual language translation.
Warranty on StarFire 3000 Receiver will be handled by AMS and will carry normal AMS
warranty terms.

A StarFire3000 SF2 Ready Receiver requires an SF2 network subscription to obtain SF2
accuracy (+/-4" of accuracy pass to pass within 15 minutes, 95% of the time). The SF2
subscription is available through StellarSupport.com or by calling the AMS Customer Call
Center.

4,695.00

AG MANAGEMENT SOLUTIONS SOFTWARE ACTIVATIONS
Other activations sold seperately and are available through the AMS prices pages.
GS2 activations are not compatible with the GS3 CommandCenter or GS3 2630 Display.
Purchase of a new GS3 activation or upgrading the GS2 activations is required.

When using the GS3 CommandCenter as the only GreenStar display, GS3 CommandCenter is
capable of running AutoTrac, Swath Control Pro, and Pivot Pro only (with appropriate
activations purchased and StarFire Receiver installed). When utilizing an additional
standalone GreenStar Display, all GreenStar applications must be run on the additional
standalone GreenStar Display. See Online Configurator and Ag Sales Manual for more
information.

Dealer/Distributor required to contact Stellar Support to activate AMS Software Activations,
referencing the Tractor order number. Dealer/Distributor required to fully test AutoTrac
and/or iTEC Pro functionality. Warranty on Activations will be handled by AMS and will carry
normal AMS warranty terms.

Option availability limited by specific geographical regions. Please refer to region specific
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AG MANAGEMENT SOLUTIONS SOFTWARE ACTIVATIONS
...Continued...
price pages for appropriate ordering codes.

1845 Less AutoTrac Activation - GS3 In Base Price

1846 AutoTrac SF1 Activation - GS3
Requires factory installed StarFire 3000 SF1 Receiver (Code 1837) for AutoTrac functionality.
See AMS sales manual and price pages for detailed information.

3,000.00

1847 AutoTrac SF2 Activation - GS3
Requires factory installed StarFire 3000 SF2 Receiver (Code 1838) for AutoTrac functionality.
Also requires SF2 Subscription sold seperately for SF2 functionality.
For RTK usage, purchase RTK radio, activation, and base station sold separately.
See AMS sales manual and price pages for detailed information.

6,500.00

1848 AutoTrac SF1 Activation - GS3 with iTEC Pro Activation - GS3
Requires factory installed StarFire 3000 SF1 Receiver (Code 1837) and GreenStar 3 2630
Display options (Code 1825 or 1826). This option requires all GreenStar applications to be
run on the GreenStar 3 2630 Display.
See AMS sales manual and price pages for detailed information.

5,500.00

1849 AutoTrac SF2 Activation - GS3 with iTEC Pro Activation - GS3
Requires factory installed StarFire 3000 SF2 Receiver (Code 1838) and GreenStar 3 2630
Display options (Code 1825 or 1826). This option requires all GreenStar applications to be
run on the GreenStar 3 2630 Display.
Also requires SF2 Subscription sold separately for SF2 functionality.
For RTK usage, purchase RTK radio, activation, and base station sold separately.
See AMS sales manual and price pages for detailed information.

9,000.00

MACHINE CONNECTIVITY
Machine connectivity functions require cellular coverage.
Usage of the JDLink System requires customer's acceptance of the terms of the John Deere
Telematics System Contract, which describes John Deere's access and use of the data collected
by the system.

Option availability limited by specific geographical regions. Please refer to region specific
price pages for appropriate ordering codes.

1885 JDLink Capable
Includes cab wiring harness only.
Requires field kit installation, activation, and subscription for JDLink functionality.

In Base Price

1886 JDLink Select
Includes JDLink hardware: integrated cab wiring harness, antenna, modular telematics
gateway (MTG) with Service ADVISOR Remote capability, and JDLink Select activation.
Requires purchase of JDLink Select subscription sold separately.
Features: machine hours, machine location, curfew alert, geofence alert, and maintenance
profile.
JDLink customer account must be created to access JDLink Select data.
Upgrade to JDLink Ultimate requires purchase of JDLink Ultimate activation and JDLink
Ultimate subscription (no hardware changes required).

1,000.00

1889 JDLink Ultimate
Includes JDLink hardware: integrated cab wiring harness, antenna, modular telematics
gateway (MTG) with Service ADVISOR Remote capability, and JDLink Ultimate activation.
Requires purchase of JDLink Ultimate subscription sold separately.
In addition to JDLink Select features: machine utilization information, machine reports,
machine diagnostics.
JDLink customer account must be created to access JDLink Ultimate data.

2,400.00
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MACHINE CONNECTIVITY ...Continued...
1887 JDLink Ultimate Promotion - 1 Year Subscription Included

Includes JDLink hardware: integrated cab wiring harness, antenna, modular telematics
gateway (MTG) with Service ADVISOR Remote capability, and JDLink Ultimate activation,
and 1 year subscription to JDLink Ultimate service.
In addition to JDLink Select features: machine utilization information, machine reports,
machine diagnostics.
JDLink customer account must be created to access JDLink Ultimate data.
Annual subscription renewal required after first year of service for continued functionality.

No Charge

1888 JDLink Ultimate Promotion - 3 Year Subscription Included
3 year subscription includes: 1 year promotion plus 2 additional years of JDLink Ultimate
data and Service ADVISOR Remote Capability.

Includes JDLink hardware: integrated cab wiring harness, antenna, modular telematics
gateway (MTG) with Service ADVISOR Remote capability, and JDLink Ultimate activation,
and 3 year subscription to JDLink Ultimate service.
In addition to JDLink Select features: machine utilization information, machine reports,
machine diagnostics.
JDLink customer account must be created to access JDLink Ultimate data.
Annual subscription renewal required after third year of service for continued functionality.

For US and Canada Only.

1,200.00

1884 JDLink Ultimate Promotion - 5 Year Subscription Included
5 year subscription includes: 1 year promotion plus 4 additional years of JDLink Ultimate
data and Service ADVISOR Remote Capability.

Includes JDLink hardware: integrated cab wiring harness, antenna, modular telematics
gateway (MTG) with Service ADVISOR Remote capability, and JDLink Ultimate activation,
and 5 year subscription to JDLink Ultimate service.
In addition to JDLink Select features: machine utilization information, machine reports,
machine diagnostics.
JDLink customer account must be created to access JDLink Ultimate data.
Annual subscription renewal required after fifth year of service for continued functionality.

For US and Canada Only.

2,400.00

ACTIVECOMMAND STEERING
1833 John Deere ActiveCommand Steering (ACS)

Includes cab-mounted gyro, tactile feedback unit in steering column, and steering control unit
for variable ratio steering and dynamic road-wheel offset control.

3,100.00

1834 Less John Deere ActiveCommand Steering (ACS) In Base Price

TRANSMISSION
1490 16F/5R Speed PowerShift Transmission 42 km/h (26 mph)

5R is only available through John Deere dealer programming in some geographic regions.
In Base Price

1550 AutoPowr IVT Transmission 42 km/h (26 mph) with Right Hand
Reverser Controls

11,674.00

1551 AutoPowr IVT Transmission 42 km/h (26 mph) with Left Hand
Reverser Controls

12,515.00

1553 AutoPowr IVT Transmission 50 km/h (31 mph) with Right Hand
Reverser Controls
Requires 120 mm diameter Rear Axle Codes; Front Axle Code 6061; Front Fender Code 8010
or 8011; Trailer Brake Code 8751, 8752, or 8756, and Symbol B (50 km/h) Front and Rear
Tires.

11,674.00
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TRANSMISSION ...Continued...
1552 AutoPowr IVT Transmission 50 km/h (31 mph) with Left Hand

Reverser Controls
Requires 120 mm diameter Rear Axle Codes; Front Axle Code 6061; Front Fender Code 8010
or 8011; Trailer Brake Code 8751, 8752, or 8756, and Symbol B (50 km/h) Front and Rear
Tires.

12,515.00

LIGHTS
7200 Standard Lighting

Six Front Grill Mounted Lights: two 65W low beam driving lights, two 65W high beam driving
lights and two front corner facing halogen work lights.
Ten Cab Roof Mounted Lights: Two rear and four side facing 65W flood lights and four
corner facing amber lights.
Two rear fender mounted flood lights and two rear turn signal and brake lights.
Two folding extremity lights.

In Base Price

7201 Deluxe Lighting
Includes Standard Lights plus two adjustable front roof 65W halogen floodlights, two front
belt-line flood lights, and rotary beacon light.

762.00

7202 Premium Lighting
Includes Deluxe Lights, and additionally in the front grill screen, two front corner HID lights
replace two front halogen lights and one HID light and one 65W halogen flood light are
added. Two rear fender lights are replaced with HID lights.

3,278.00

RADIO
2650 Less Radio and Speakers

Includes wiring harness only for Radio and Speakers.
In Base Price

2660 Deluxe Radio Package
AM/FM Stereo with Clock, Weatherband, Remote Controls, Auxiliary Input Jack located on
front of Radio, Four Speakers and External Antenna.

650.00

2661 Premium Radio Package with XM Radio
AM/FM Stereo with Premium Tuner, Clock, Weatherband, Compact Disc Player, Remote
Controls, USB port on front of radio face, Auxiliary Input Jacks located in right hand storage
console and on radio face, BlueTooth capable including microphone, Integrated BlueTooth
Phone Book connection through CommandCenter,XM Satellite capable including Satellite
Antenna (Subscription Required), Four Speakers, Subwoofer, and External Antenna.
Volume, Speed Compensation, bass, and treble radio functions can be viewed and configured
on the CommandCenter Display.

985.00

2662 Premium Radio Package
For Non U.S. and Canada Markets only: AM/FM Stereo with Premium Tuner, Clock, Compact
Disc Player, Remote Controls, Auxiliary Input Jack located in right hand storage console and
on radio, BlueTooth capable including microphone, Integrated BlueTooth Phone Book
connection through CommandCenter, Four Speakers, Subwoofer, and External Antenna.

885.00

REMOTE SELECTIVE CONTROL VALVES
3331 Three Remote Selective Control Valves with Push/Pull Breakaway Couplers

and High Pressure Relief Levers
-1,812.00

3341 Four Remote Selective Control Valves with Push/Pull Breakaway Couplers
and High Pressure Relief Levers

In Base Price

3351 Five Remote Selective Control Valves with Push/Pull Breakaway Couplers 1,813.00
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REMOTE SELECTIVE CONTROL VALVES ...Continued...
and High Pressure Relief Levers

3361 Six Remote Selective Control Valves with Push/Pull Breakaway Couplers
and High Pressure Relief Levers
Includes Auxiliary CommandArm Mounted SCV Controls.
Only available on Model Year 2012 Tractors.

3,626.00

POWER TAKE OFF
3810 45 mm (1-3/4 In.) 1000 rpm PTO (20 Spline) In Base Price

3820 45 mm (1-3/4 In.) 1000 rpm (20 Spline), Capable of 35 mm (1-3/8 In.)
540 (6 Spline) / 1000 (21 Spline) rpm PTO
To field convert to 35 mm (1-3/8 In.) 540/1000 rpm PTO, kit RE272736 will be required.
35 mm ( 1-3/8 In.) 540 rpm PTO portion of this option is not compatible with Cat. 4 Drawbar.

1,859.00

3821 45 mm (1-3/4 In.) 1000 rpm (20 Spline) with 35 mm (1-3/8 In.)
540 (6 Spline) / 1000 (21 Spline) rpm PTO
35 mm ( 1-3/8 In.) 540 rpm PTO portion of this option is not compatible with Cat. 4 Drawbar.

2,365.00

REAR HITCH
Advertised Hitch Lift Capacity is the amount of force that is sustained through the entire range
of lift, measured at 610 mm behind the hitch point. This is measured with the rear hitch
centerlink connected to the upper hole. See Operators Manual for more information.
Maximum Lift Capacity is noted as well. This is the maximum force achieved during lift,
directly at the hitch point.

4000 Less 3-Point Hitch
Requires Code 3331 Three Remote Selective Control Valves.
If 4 and/or 5 remote cylinder control valves are required, order field installed kit RE301321
(4th Remote Cylinder Control Valve) and/or RE301501 (5th Remote Cylinder Control Valve).
Not compatible with Code 841H Front Hitch.

-5,722.00

4033 6169 kg (13,600 Lbs.) Capacity 3-Point Hitch (Cat 3/3N) with
Sway Blocks and Quick Coupler
8,679 kg (19,134 Lbs.)Maximum Lift Capacity.

In Base Price

4034 7983 kg (17,600 Lbs.) Capacity Hitch (Cat 3/3N) with Sway Blocks and Quick Coupler
11,214 kg (24,724 lb)Maximum Lift Capacity.
Requires 120 mm Diameter Rear Axle.

1,170.00

4032 8,482 kg (18,700 Lbs.) Lift Capacity Hitch (Cat 4N/3) Hitch with
Sway Blocks and Quick Coupler
11,933 kg (26,307 Lbs.) Maximum Lift Capacity.
Requires Group 48 Rear Tires.
Requires 120mm Diameter Rear Axle.

2,459.00

DRAWBAR AND TRAILER HITCH
4320 Cat. 3 Adjustable Swinging Drawbar with 38 mm (1.5 In.) Pin

1,837 kg (4,050 lb.) - 2,700 kg (6,000 lb.) Maximum Vertical Load dependent on Drawbar
position.

In Base Price

4321 Cat. 4 Adjustable Swinging Drawbar with 50 mm (2 In.) Pin
2,245 kg (4,950 Lb.) Maximum Vertical Load.
Use of 540 RPM PTO Shaft is not recommended due to interference during turns.

252.00
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DRAWBAR AND TRAILER HITCH ...Continued...
4322 Cat. 4 Adjustable Swinging Drawbar with 50 mm (2 In.) Pin with

Heavy Duty Support
4990 kg (11,000 Lb.) Maximum Vertical Load.
Use of 540 RPM PTO Shaft is not recommended due to interference during turns.

789.00

HYDRAULIC PUMP
3240 166.5 lpm (44 gpm) 63 cc Hydraulic Pump Displacement

Not compatible with Codes 6042 1500 MFWD, 6060 ILS, or 6061 ILS with brakes.
In Base Price

3260 227.1 lpm (60 gpm) 85 cc Hydraulic Pump Displacement 1,223.00

REAR AXLES
5040 110 mm (4.33 In.) Diameter x 3010 mm (118.5 In.) Length

Not compatible with Group 48 Tires.
In Base Price

5041 110 mm (4.33 In.) Diameter x 3010 mm (118.5 In.) Length with
Double Taper Wheel Hubs

243.00

5042 120 mm (4.72 In.) Diameter x 3010 mm (118.5 In.) Length with
Double Taper Wheel Hubs

540.00

5043 120 mm (4.72 In.) Diameter x 2438 mm (96 In.) Length with
Double Taper Wheel Hubs

-440.00

REAR WHEELS AND TIRES (CAST MAIN AND STEEL DUAL OR
TRIPLE UNLESS NOTED)
For complete tire and wheel information, refer to the Agricultural Sales Manual or individual
tire manufacturer's handbook.
Some tire sizes and/or brands are excluded from manufacturer warranty when used in
specialty applications (e.g. use on Scraper Tractors). Please refer to the tire manufacturer's
handbook for specific warranty guidelines.
Overloading of tires is prohibited.

A8 Speed Rated RCI Group 47 Size Tires (77 In./1955 mm Diameter)
Listed Narrowest to Widest
Listed Singles, to Duals, to Triples (if offered)
Use with any RCI Group 42 OR 43 Front Tire with same brand preference.
Four step front and rear tire combinations, as example group 44/48, 43/47 are acceptable with
ILS (Code 6060 or 6061) and 1500 MFWD (Code 6042) axles only.
Mixing of R1 and R1W tread types between Front and Rear Tires is permitted.
Mixing of Increased Flexion (IF) and non-Increased Flexion tires is not permitted unless
otherwise noted.

5500 320/90R54 In. 149A8 R1W Radial in Dual Wheel Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.

2,312.00

5700 320/90R54 In. 149A8 R1W Radial in Triple Wheel Configuration
Available in Goodyear.
Requires No Brand Preference Code 5999.
Requires Code 5042 120 mm (4.72 In.) x 3010 mm (118.5 In.) Rear Axle.
20 In. spacing only.
Includes two 15 In. Axle Extensions.
Extended lead time tire; may affect Tractor delivery date.

15,038.00
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REAR WHEELS AND TIRES (CAST MAIN AND STEEL DUAL OR
TRIPLE UNLESS NOTED) ...Continued...

5501 380/90R50 In. 151A8 R1W Radial in Dual Wheel Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.

-444.00

5701 380/90R50 In. 151A8 R1W Radial in Triple Wheel Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.
Requires Code 5042 120 mm (4.72 In.) x 3010 mm (118.5 In.) Rear Axle.
20 In. spacing only.
Includes two 15 In. Axle Extensions.

10,974.00

5502 480/80R46 In. 158A8 R2 Radial in Dual Wheel Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.
Requires Front Tire Code 6103.
Not compatible with ILS Code 6060 or 6061.

796.00

5702 480/80R46 In. 158A8 R2 Radial in Triple Wheel Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.
Requires Code 5042 120 mm (4.72 In.) x 3010 mm (118.5 In.) Rear Axle.
Requires Front Tire Code 6103.
Not compatible with ILS Code 6060 or 6061.
30 In. spacing only.
Includes two 15 In. and two 10 In. Axle Extensions.

15,410.00

5503 480/80R46 In. 158A8 R1 Radial in Dual Wheel Configuration
Available in Firestone or Goodyear.

In Base Price

5703 480/80R46 In. 158A8 R1 Radial in Triple Wheel Configuration
Available in Firestone or Goodyear.
Requires Code 5042 120 mm (4.72 In.) x 3010 mm (118.5 In.) Rear Axle.
30 In. spacing only.
Includes two 15 In. and two 10 In. Axle Extensions.

11,630.00

5504 480/80R46 In. 158A8 R1W Radial in Dual Wheel Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.

3,328.00

5704 480/80R46 In. 158A8 R1W Radial in Triple Wheel Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.
Requires Code 5042 120 mm (4.72 In.) x 3010 mm (118.5 In.) Rear Axle.
30 In. spacing only.
Includes two 15 In. and two 10 In. Axle Extensions.

14,318.00

5505 520/85R42 In. 157A8 R1 Radial in Dual Wheel Configuration
Available in Firestone or Goodyear.
For Ag use.

-138.00

5521 520/85R42 In. 157A8 R1 Radial in Heavy Duty Dual Wheel Configuration
Available in Firestone or Goodyear.
For Scraper applications.
Severe Duty Dual Wheel with thicker discs.

234.00

5506 520/85R42 In. 157A8 R1W Radial in Dual Wheel Configuration
Available in Firestone, Goodyear, or Michelin.

3,630.00
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REAR WHEELS AND TIRES (CAST MAIN AND STEEL DUAL OR
TRIPLE UNLESS NOTED) ...Continued...

5522 520/85R42 In. 157A8 R1W Radial in Heavy Duty Dual Wheel Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.
Severe Duty Dual Wheel with thicker discs for Scraper applications.

4,002.00

5508 520/85R42 In. 157A8 R2 Radial in Dual Wheel Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.
Required Front Tire Code is 6103 with 1300 MFWD Axle Code 6040.
Not compatible with ILS Codes 6060 or 6061.

1,242.00

5109 620/70R42 In. 160A8 R1W Radial in Single Wheel Configuration
Available in Firestone, Michelin, or Goodyear.

-4,484.00

5509 620/70R42 In. 160A8 R1W Radial in Dual Wheel Configuration
Available in Firestone, Michelin, or Goodyear.

5,282.00

5110 710/70R38 In. 166A8 R1W Radial in Single Wheel Configuration
Available in Firestone, Michelin, or Goodyear.

-3,228.00

5510 710/70R38 In. 166A8 R1W Radial in Dual Wheel Configuration
Available in Firestone, Michelin, or Goodyear.

7,784.00

5117 IF 710/70R38 178A8 R1W Increased Flexion Radial in Single Wheel Configuration
Available in Firestone only.
Requires No Brand Preference Code 5999.

-2,654.00

5517 IF 710/70R38 178A8 R1W Increased Flexion Radial in Dual Wheel Configuration
Available in Firestone only.
Requires No Brand Preference Code 5999.

8,932.00

A8 Speed Rated RCI Group 48 Size Tires (81 In./2057 mm Diameter)
Listed Narrowest to Widest
Listed Singles, to Duals, to Triples (if offered)
Use with any RCI Group 43 or 44 Front Tire with same brand preference.
Four step front and rear tire combinations, as example group 44/48, 43/47 are acceptable with
ILS (Code 6060 or 6061) and 1500 MFWD (Code 6042) axles only.
Mixing of R1 and R1W tread types between Front and Rear Tires is permitted.
Mixing of Increased Flexion (IF) and non-Increased Flexion tires is not permitted unless
otherwise noted.

5600 380/90R54 In. 152A8 R1W Radial in Dual Wheel Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.

2,996.00

5601 480/80R50 In. 159A8 R1W Radial in Dual Wheel Configuration
Available in Firestone, Goodyear, Titan, or Michelin.

2,856.00

5720 480/80R50 In. 159A8 R1W Radial in Triple Wheel Configuration
Available in Firestone, Goodyear, Titan, or Michelin.
Requires Code 5042 120 mm (4.72 In.) x 3010 mm (118.5 In.) Rear Axle.
30 In. spacing only.
Includes two 15 In. and two 10 In. Axle Extensions.

15,924.00
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REAR WHEELS AND TIRES (CAST MAIN AND STEEL DUAL OR
TRIPLE UNLESS NOTED) ...Continued...

5202 IF 480/80R50 166A8 R1W Radial in Single Wheel Configuration
Available in Firestone only.
Requires No Brand Preference Code 5999.
Compatible with Firestone brand, Standard non-Increased Flexion Front Tire Codes 6201,
6601, 6203, and 6603.

-3,974.00

5602 IF 480/80R50 166A8 R1W Radial in Dual Wheel Configuration
Available in Firestone only.
Requires No Brand Preference Code 5999.
Compatible with Firestone brand, Standard non-Increased Flexion Front Tire Codes 6201,
6601, 6203, and 6603.

6,292.00

5603 520/85R46 In. 158A8 R1W Radial in Dual Wheel Configuration
Available in Firestone, Michelin, Continental, or Goodyear.

2,496.00

5604 520/85R46 In. 158A8 R2 Radial in Dual Wheel Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.
Compatible Front Tire Code 6206 Single Tire or 6606 Front Dual Tires.

2,968.00

5205 620/70R46 In. 167A8 R1W Radial in Single Wheel Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.

-4,078.00

5605 620/70R46 In. 167A8 R1W Radial in Dual Wheel Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.

6,064.00

5218 IF 650/85R38 In. 179A8 R1W Increased Flexion Radial in Single Wheel Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.
Requires Front Tire Code 6214.

-996.00

5618 IF 650/85R38 In. 179A8 R1W Increased Flexion Radial in Dual Wheel Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.
Requires Front Tire Code 6214.

12,248.00

5206 710/70R42 In. 168A8 R1W Radial in Single Wheel Configuration
Available in Firestone only.
Requires No Brand Preference Code 5999.

-3,956.00

5606 710/70R42 In. 168A8 R1W Radial in Dual Wheel Configuration
Available in Firestone only.
Requires No Brand Preference Code 5999.

6,338.00

5207 710/70R42 In. 173A8 R1W Radial in Single Wheel Configuration
Available in Michelin, Goodyear, Continental, or Trelleborg.

-3,006.00

5607 710/70R42 In. 173A8 R1W Radial in Dual Wheel Configuration
Available in Michelin, Goodyear, or Continental.
General Ag use tire.

8,238.00

5219 IF 710/70R42 In. 179A8 R1W Increased Flexion Radial in Single Wheel Configuration
Available in Firestone or Michelin.

-188.00

5619 IF 710/70R42 In. 179A8 R1W Increased Flexion Radial in Dual Wheel Configuration
Available in Firestone or Michelin.

13,874.00
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REAR WHEELS AND TIRES (CAST MAIN AND STEEL DUAL OR
TRIPLE UNLESS NOTED) ...Continued...

5209 800/70R38 In. 173A8 R1W Radial in Single Wheel Configuration
Available in Firestone, Michelin, or Goodyear.

-2,328.00

5609 800/70R38 In. 173A8 R1W Radial in Dual Wheel Configuration
Available in Firestone, Michelin, or Goodyear.
Includes two 10 In. Axle Extensions.

9,584.00

5220 IF 800/70R38 In. 179A8 R1W Increased Flexion Radial in Single Wheel Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.

986.00

5620 IF 800/70R38 In. 179A8 R1W Increased Flexion Radial in Dual Wheel Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.
Includes two 10 In. Axle Extensions.

16,212.00

REAR WHEELS AND TIRES FOR 31 MPH (50 KM/H) TRANSMISSION (CODE 1552
OR 1153):

B Speed Rated RCI Group 47 Size Tires (77 In./1955 mm Diameter)
Listed Narrowest to Widest
Listed Singles, to Duals, to Triples (if offered)
For use with any B Rated RCI Group 42 Front Tire with same tread type and brand
preference.

5513 480/80R46 In. 158B R1 Radial in Dual Wheel Configuration
Available in Firestone or Goodyear.

1,020.00

5114 650/75R38 In. 169B R1W Radial in Single Wheel Configuration
Available in Michelin or Goodyear.

-2,106.00

5116 710/70R38 In. 166B R1W Radial in Single Wheel Configuration
Available in Michelin or Goodyear.

-2,718.00

B Speed Rated RCI Group 48 Size Tire (81 In./2057 mm Diameter)
Listed Narrowest to Widest
Listed Singles, to Duals, to Triples (if offered)
For use with any B Rated RCI Group 43 Front Tire with same tread type and brand
preference.

5610 480/80R50 In. 159B R1W Radial in Dual Wheel Configuration
Available in Firestone or Goodyear.

3,876.00

5211 650/85R38 In. 173B R1W Radial in Single Wheel Configuration
Available in Michelin or Goodyear.

-2,890.00

5215 IF 650/85R38 In. 179B R1W Increased Flexion Radial in Single Wheel Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.

-490.00

5213 710/70R42 In. 173B R1W Radial in Single Wheel Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.

-1,222.00
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REAR WHEELS AND TIRES (CAST MAIN AND STEEL DUAL OR
TRIPLE UNLESS NOTED) ...Continued...

5216 IF 710/70R42 In. 179B R1W Increased Flexion Radial in Single Wheel Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.

962.00

5217 IF 800/70R38 In. 179B R1W Increased Flexion Radial in Single Wheel Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.

1,496.00

FRONT AXLES
6040 1300 Series Mechanical Front Wheel Drive - Group 47 Rear/Group 42 Front

Requires front tires with a load index rating of 141 or greater.
In Base Price

6041 1300 Series Mechanical Front Wheel Drive - Group 48 Rear/Group 43 Front
Requires front tires with a load index rating of 141 or greater.

Same Price

6042 1500 Series Mechanical Front Wheel Drive with Hydraulic Differential Lock
and Dual Tire Capability
Requires Code 3260: 227 lpm (60 gpm) Hydraulic Pump.
Single front tires require a load index rating of 143 or greater.
Axle is compatible with duals.
Compatible with either Group 42/43 Front and 47 Rear tires or 43/44 Front and 48 Rear
Tires where allowed by model. See tire listings.

5,846.00

6060 John Deere Independent Link Suspension with Hydraulic Differential Lock,
Fully Enclosed Driveline and Dual Tire Capability
Requires Code 3260: 227 lpm (60 gpm) Hydraulic Pump.
Single front tires require a load index rating of 145 or greater.
Compatible with either Group 42/43 Front and 47 Rear tires or 43/44 Front and 48 Rear Tires
where allowed by model. See tire listings.

14,926.00

6061 John Deere Independent Link Suspension with Hydraulic Differential Lock,
Wet Multi-Disk Brakes, Fully Enclosed Driveline, and Dual Tire Capability
Requires Code 3260: 227 lpm (60 gpm) Hydraulic Pump.
Single front tires require a load index rating of 145 or greater.
Compatible with either Group 42/43 Front and 47 Rear tires or 43/44 Front and 48 Rear Tires
where allowed by model. See tire listings.

16,878.00

FRONT WHEELS AND TIRES
For complete tire and wheel information, refer to the Agricultural Sales Manual or individual
tire manufacturer's handbook.
Some tire sizes and/or brands are excluded from manufacturer warranty when used in
specialty applications (e.g. used on Scraper Tractors). Please refer to the tire manufacturer's
handbook for specific warranty guidelines.
Overloading of tires is prohibited.
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FRONT WHEELS AND TIRES ...Continued...

FRONT WHEELS AND TIRES FOR 40 km/h TRANSMISSIONS:
FRONT TIRES FOR
1300 SERIES (CODE 6040 OR 6041), 1500 SERIES (CODE 6042), OR
INDEPENDENT LINK SUSPENSION (ILS) (CODE 6060 OR 6061) AXLES

Eight Position Wheels for 1300 Series Only

A8 Speed Rated RCI Group 42 Size Tires (59 In./1498 mm Diameter)
Listed Narrowest to Widest (Single Front or Dual Front as Noted)
Use with any RCI Group 47 Rear Tire with same brand preference.
Mixing of R1 and R1W tread types between Front and Rear Tires is permitted.
Mixing of Increased Flexion (IF) and non-Increased Flexion Tires is not permitted unless
otherwise noted.

6100 420/90R30 In. 142A8 R1 Radial in Single Wheel Configuration
Available in Firestone or Goodyear.

In Base Price

6101 420/90R30 In. 147A8 R1W Radial in Single Wheel Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.

1,594.00

6102 420/90R30 In. 145A8 R1W Radial in Single Wheel Configuration
Available in Firestone only.
Requires No Brand Preference Code 5999.

588.00

6103 420/90R30 In. 142A8 R2 Radial in Single Wheel Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.
Requires Code 5102, 5502, or 5702 Rear Tires.

660.00

6104 480/70R30 In. 152A8 R1W Radial in Single Wheel Configuration
Available in Firestone or Goodyear.

268.00

Eight Position Wheels for 1300 Series or ILS Axle with:

A8 Speed Rated RCI Group 42 Size Tires (59 In./1498 mm Diameter)
Listed Narrowest to Widest (Single Front or Dual Front as noted)
Use with any RCI Group 47 Rear Tire with same brand preference.
Mixing of R1 and R1W tread types between Front and Rear Tires is permitted.
All Front Dual Configurations require Code 6060 ILS or 6061 ILS with Brake Front Axle.

6106 320/85R38 In. 143A8 R1W Radial in Single Wheel Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.
Not compatible with 6060 or 6061 ILS Axle.

656.00

6506 320/85R38 In. 143A8 R1W Radial in Dual Wheel Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.
Four Front Steel Wheels, Adapter Ring, and Spacer Hub.

7,810.00

6507 380/85R34 In. 137A8 R1 Radial in Dual Wheel Configuration
Available in Firestone or Goodyear.
Available to use with Rear Tire Code 5501 or 5701.
Four Front Steel Wheels, Adapter Ring, and Spacer Hub.

7,026.00
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FRONT WHEELS AND TIRES ...Continued...
6116 380/85R34 145A8 R1 Radial in Single Wheel Configuration

Available in Firestone only.
Requires No Brand Preference Code 5999.

988.00

6508 380/85R34 In. 137A8 R1W Radial in Dual Wheel Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.
Four Front Steel Wheels, Adapter Ring, and Spacer Hub.

9,486.00

6109 600/65R28 In. 147A8 R1W Radial in Single Wheel Configuration
Available in Goodyear, Firestone and Michelin.
For use with 1780 mm (70 In.) or wider tread settings.

2,238.00

Eight Position Wheels for 1300 Series Axle only with:

A8 Speed Rated RCI Group 43 Size Tires (63 In./1600 mm Diameter)
Listed Narrowest to Widest (Single Front or Dual Front as noted)
Use with any RCI Group 48 Rear Tire with same brand preference.

6200 320/80R42 In. 141A8 R1W Radial in Single Wheel Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.

1,290.00

6201 380/80R38 In. 142A8 R1W Radial in Single Wheel Configuration
Available in Firestone, Goodyear, Titan, or Michelin.

1,300.00

Eight Position Wheels for 1300 Series, 1500 Series, or ILS Axle with:

A8 Speed Rated RCI Group 43 Size Tires (63 In./1600 mm Diameter)
Listed Narrowest to Widest (Single Front or Dual Front as noted)
Use with any RCI Group 47 or 48 Rear Tire with same tread type and brand preference.
Four step front and rear tire combinations, as example 44/48, 43/47 are acceptable with ILS
(Codes 6060 or 6061) and 1500 MFWD (Code 6042) axles only.
Mixing of R1 and R1W tread types between Front and Rear Tires is permitted.
Mixing of Increased Flexion (IF) and non-Increased Flexion Tires is not permitted unless
otherwise noted.
All Front Dual Configurations require Code 6042 1500 MFWD, 6060 ILS, or 6061 ILS with
Brake Front Axle.

6600 320/80R42 In. 141A8 R1W Radial in Dual Wheel Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.

9,078.00

6601 380/80R38 In. 142A8 R1W Radial in Dual Wheel Configuration
Available in Michelin, Firestone, Titan, or Goodyear.
Four Front Steel Wheels, Adapter Ring, and Spacer Hub.

9,102.00

6202 IF 380/80R38 149A8 R1W Radial in Single Wheel Configuration
Available in Firestone only.
Requires No Brand Preference Code 5999.
Compatible with Standard, non-Increased Flexion rear tires.

2,166.00

6203 420/85R34 In. 147A8 R1W Radial in Single Wheel Configuration
Available in Firestone, Goodyear, or Titan.

1,464.00

6603 420/85R34 In. 147A8 R1W Radial in Dual Wheel Configuration
Available in Firestone, Goodyear, or Titan.
Four Front Steel Wheels, Adapter Ring, and Spacer Hub.

9,426.00
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FRONT WHEELS AND TIRES ...Continued...
6217 IF 420/85R34 152A8 R1W Increased Flexion Radial in Single Wheel Configuration

Available in Firestone only.
Requires No Brand Preference Code 5999.
Compatible with Standard, non-Increased Flexion rear tires.

2,446.00

6216 480/70R34 In. 143A8 R1W Radial in Single Wheel Configuration
Available in Continental only.
Requires No Brand Preference Code 5999.
Tread setting restrictions apply, see Sales Manual or Operators Manual.

1,794.00

6616 480/70R34 In. 143A8 R1W Radial in Dual Wheel Configuration
Available in Continental only.
Requires No Brand Preference Code 5999.
Tread setting restrictions apply, see Sales Manual or Operators Manual.
Four Front Steel Wheels, Adapter Ring, and Spacer Hub.

10,086.00

6204 480/70R34 In. 144A8 R1W Radial in Single Wheel Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.
Tread setting restrictions apply, see Sales Manual or Operators Manual.

2,434.00

6604 480/70R34 In. 144A8 R1W Radial in Dual Wheel Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.
Tread setting restrictions apply, see Sales Manual or Operators Manual.
Four Front Steel Wheels, Adapter Ring, and Spacer Hub.

10,726.00

6205 480/70R34 In. 155A8 R1W Radial in Single Wheel Configuration
Available in Firestone or Goodyear.
Tread setting restrictions apply, see Sales Manual or Operators Manual.

2,008.00

6605 480/70R34 In. 155A8 R1W Radial in Dual Wheel Configuration
Available in Firestone or Goodyear.
Tread setting restrictions apply, see Sales Manual or Operators Manual.
Four Front Steel Wheels, Adapter Ring, and Spacer Hub.

10,514.00

6206 480/70R34 In. 146A8 R2 Radial in Single Wheel Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999 and Rear Tire Code 5204 or 5604.
Tread setting restrictions apply, see Sales Manual or Operators Manual.
For use with 1829 mm (72 In.) or wider tread settings only.

1,048.00

6606 480/70R34 In. 146A8 R2 Radial in Dual Wheel Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999 and Rear Tire Code 5204 or 5604.
Tread setting restrictions apply, see Sales Manual or Operators Manual.
For use with 1829 mm (72 In.) or wider tread settings only.
Four Front Steel Wheels, Adapter Ring, and Spacer Hub.

8,594.00

6207 540/65R34 In. 152A8 R1W Radial in Single Wheel Configuration
Available in Michelin or Goodyear.
For 1300 or ILS: For use with 1679 mm (66 In.) or wider tread spacing.
For 1500: For use with 1829 mm (72 In.) or wider tread spacing.

1,524.00

6208 600/70R30 In. 152A8 R1W Radial in Single Wheel Configuration
Available in Firestone, Goodyear, Continental, Trelleborg, or Michelin.
For 1300 or ILS: For use with 1780 mm (70 In.) or wider tread spacing.
For 1500: For use with 1829 mm (72 In.) or wider tread spacing.

1,146.00
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FRONT WHEELS AND TIRES ...Continued...
6214 IF 600/70R30 In. 159A8 R1W Increased Flexion Radial in Single Wheel Configuration

Available in Firestone or Michelin.
For ILS: For use with 1780 mm (70 In.) or wider tread spacing.
For 1500: For use with 1829 mm (72 In.) or wider tread spacing.

2,730.00

FRONT WHEELS AND TIRES WITH 1500 AXLE (CODE 6042)OR
INDEPENDENT LINK SUSPENSION (ILS) (CODE 6060 OR 6061)

Steel MFWD or ILS 8 Position Wheels with:

A8 Speed Rated RCI Group 44 Size Tires (66 In./1676 mm Diameter)
Listed Narrowest to Widest (Single Front or Dual Front as noted)
Use with any RCI Group 48 Rear Tire with same tread type and brand preference.
Mixing of R1 and R1W tread types between Front and Rear Tires is permitted.

6300 540/75R34 In. 157A8 R1W Radial in Single Wheel Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.
For use with 2080 or 2182 mm tread spacing with Code 6042.
For use with 1979, 2080 or 2182 mm tread spacing with Code 6060 or 6061.

1,690.00

6301 620/75R30 In. 163A8 R1W Radial In Single Wheel Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.
For use with 2182 mm tread spacing with Code 6042.
For use with 2080 or 2182 mm tread spacing with Code 6060 or 6061.

2,570.00

FRONT WHEELS AND TIRES for 50 km/h TRANSMISSION (CODE 1552 OR 1553)
AND
INDEPENDENT LINK SUSPENSION (CODE 6061):

Eight Position Wheels for ILS Axle Code 6061 with:

B Speed Rated RCI Group 42 Size Tires (59 In./1498 mm Diameter)
Listed Narrowest to Widest (Single Front or Dual Front as noted)
For use with any B Rated RCI Group 47 Rear Tire with same brand preference.
Requires Code 6061.

6511 380/85R34 In. 137B R1 Radial in Dual Wheel Configuration
Available in Firestone or Goodyear.
Requires Code 5513 Rear Tire.
Requires Code 6061 ILS Front Axle with Brakes.
Four Front Steel Wheels, Adapter Ring, and Spacer Hub.

7,540.00

6113 600/65R28 In. 147B R1W Radial In Single Wheel Configuration
Available in Michelin or Goodyear.
Use with 1780 mm (70 In.) or wider tread settings.

2,748.00
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FRONT WHEELS AND TIRES ...Continued...

Eight Position Wheels for ILS Axle Code 6061 with:

B Speed Rated RCI Group 43 Size Tires (63 In./1600 mm Diameter)
Listed Narrowest to Widest (Single Front or Dual Front as noted)
For use with any B Rated RCI Group 48 Rear Tire with same brand preference.
Requires Code 6061.
Mixing of Increased Flexion (IF) and non-Increased Flexion tires is not permitted unless
otherwise noted.

6209 420/85R34 In. 147B R1W Radial In Single Tire Configuration
Available in Firestone or Goodyear.
Requires Rear Tire Code 5610.

1,974.00

6609 420/85R34 In. 147B R1W Radial In Dual Tire Configuration
Available in Firestone or Goodyear.
Requires Rear Tire Code 5610.
Four Front Steel Wheels, Adapter Ring, and Spacer Hub.

9,936.00

6210 540/65R34 In. 152B R1W Radial In Single Tire Configuration
Available in Michelin or Goodyear.
Use with 1780 mm (70 In.) or wider tread settings.

2,034.00

6212 600/70R30 In. 152B R1W Radial In Single Tire Configuration
Available in Michelin or Goodyear.
Use with 1780 mm (70 In.) or wider tread settings.

1,656.00

6215 IF 600/70R30 In. 159B R1W Increased Flexion Radial in Single Tire Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.
For use with 1780 mm (70in.) or wider tire tread.

3,880.00

TIRE PREFERENCE CODES
If only one brand is available in any tire code, the Tire Preference Code 5999 must be chosen
below to avoid extra charges. You will still get the one brand stated in the tire code
description.

5999 No Brand Preference
Matching front and rear tire brands will be installed on Tractor unless notified by factory.

No Charge

5901 Firestone Brand Only 800.00

5902 Goodyear Brand Only 800.00

5903 Michelin Brand Only 1,200.00

5904 Continental Brand Only 800.00

OPERATOR'S MANUAL AND LABELS
0403 Bulgarian Same Price

0409 English In Base Price

0413 French Same Price

0416 Hebrew Operator's Manual and Non-Text Labels Same Price
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OPERATOR'S MANUAL AND LABELS ...Continued...

0437 Spanish Same Price

ATTACHMENTS - ORDER AS DESIRED

Customer Gold Key Program:
9076 Gold Key Experience

Not compatible with Code 9075.
This personal guided tour provides you with the unique opportunity to watch a similar machine
to the one you are purchasing during its final stages of manufacturing. This tour will be
scheduled in advance and can occur at your convenience during a 60 day window (30 days
prior to or 30 days after your machine's expected warehouse date). For more information, visit
www.deere.com/goldkey.

No Charge

Operator Station and Electrical:
8288 Foot Operated Speed Control 343.00

8242 Radar, Dual Beam Sensor 943.00

8210 Leather Trim Package
For CommandView II, Deluxe CommandView II, and Premium CommandView II cabs.
Includes heated leather seat, leather instructional set, leather wrapped steering wheel and rear
window decal.

1,725.00

8227 Outside Mirrors, Telescoping, Heated, Electrically Adjustable RH and LH
Required to upgrade from Right and Left Hand Manual Adjust Mirrors.

1,018.00

8228 Outside Mirrors, Telescoping, Heated, Electrically Adjustable RH and LH
Required to upgrade from RH and LH Electrically Adjusting Mirrors.

565.00

8251 Antenna Mount and Wiring for Business Band (2-Way) Radio 135.00

8725 Rotary Warning Beacon
Required to add Rotary Beacon Light to Standard Lighting Package.

358.00

8720 Loader/Driving Light Package
Only available on Model Year 2012 Tractors.
Provide two road lights mounted higher on the cab posts for use when front mounted
equipment obstruct grill mounted front lights.

219.00

Hydraulics:
832G Auxiliary Hydraulic Connections

Includes (2) motor return couplers, (1) flat face sump coupler, (1) power beyond pressure
coupler and (1) load sense coupler.
Suitable for use with most planting and seeding equipment.

893.00

Chassis:
8010 Fenders, Deluxe Pivoting Front for MFWD or ILS -

480 mm (18.9 In.) Wide
Recommended for use with 290 mm (12.4 In.) to 420 mm (16.9 In.) tire widths.
Code 8010 or 8011 is required for 50 km/h (31 mph) Tractors.
Not compatible with Code 8011 Fenders, Deluxe Pivoting Front for MFWD or ILS - 620 mm
(24.4 In.) wide.

1,322.00
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ATTACHMENTS - ORDER AS DESIRED ...Continued...
8011 Fenders, Deluxe Pivoting Front for MFWD or ILS - 620 mm (24.4 In.) Wide

Recommended for use with 480 mm (18.9 In.) to 620 mm (244 In.) tire widths.
Not for use with front dual tire combinations.
Code 8010 or 8011 is required for 50 km/h (31 mph) Tractors.
Not compatible with option Code 8010 Fender, Deluxe Pivoting Front for MFWD or ILS - 480
mm (18.9 In.) Wide.

1,549.00

8020 Fenders, Full Coverage Rear 2.55 m (100 In.) Width
Includes hitch control switch on both fenders.
Includes external PTO switch on fender extension.
Not compatible with Code 8021 Fenders, Extra Width Coverage Rear 2.75 m (108 In.) Width.

1,299.00

8751 Trailer Brake, Air Dual Line System
Includes compressor, tank, control valves and 2 line couplers.
Not compatible with Code 8756 Hydraulic Trailer Brakes.
If Air and Hydraulic Trailer Brakes are required, order Code 8752 Trailer Brakes, Air Dual
Line and Hydraulic.

6,757.00

8752 Trailer Brake, Air Dual Line and Hydraulic
Includes rear Tractor line hydraulic coupler.
Includes compressor, tank, control valves and couplers.
Not compatible with Codes 8751 or 8756.

7,596.00

8756 Trailer Brake, Hydraulic
Includes rear Tractor line hydraulic coupler.
Not compatible with Code 8751 Trailer Brake, Air Dual Line or Code 8752 Trailer Brake, Air
Dual Line and Hydraulic.

838.00

Front Implement:
8380 PTO, Independent Front with 35 mm (1-3/8 In) 21-Spline, 1000 rpm

Clockwise-Rotating Shaft as Viewed from Front (Type 2)
Only available on Model Year 2012 Tractors.
For Code 8336 IT4/ Stage IIIA Compliant Engine.
Requires Front Hitch Code 8411. Requires ILS Front Axle Code 6060 or 6061.
Not compatible with group 42 Front Tires. Not compatible with Powershift Transmission Code
1490.

7,995.00

8381 PTO, Independent Front with 45 mm (1-3/4 In) 20-Spline, 1000 rpm
Clockwise-Rotating Shaft as Viewed from Front (Type 3)
Only available on Model Year 2012 Tractors.
For Code 8336 IT4/ Stage IIIA Compliant Engine.
Requires Front Hitch Code 8411. Requires ILS Front Axle Code 6060 or 6061.
Not compatible with group 42 Front Tires. Not compatible with Powershift Transmission Code
1490.

7,995.00

8383 PTO, Independent Front with 35 mm (1-3/8 In) 21-Spline, 1000 rpm
Clockwise-Rotating Shaft as Viewed from Front (Type 2)
Only available on Model Year 2012 Tractors.
For Code 8334 Stage II Compliant Engine.
Requires Front Hitch Code 8411. Requires ILS Front Axle Code 6061.
Not compatible with group 42 Front Tires.
Not compatible with Powershift Transmission Code 1490.

7,995.00

8384 PTO, Independent Front with 45 mm (1-3/4 In) 20-Spline, 1000 rpm
Clockwise-Rotating Shaft as Viewed from Front (Type 3)
Only available on Model Year 2012 Tractors.
For Code 8334 Stage II Compliant Engine.
Requires Front Hitch Code 8411. Requires ILS Front Axle Code 6061.
Not compatible with group 42 Front Tires.
Not compatible with Powershift Transmission Code 1490.

7,995.00
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ATTACHMENTS - ORDER AS DESIRED ...Continued...
8411 Front Hitch with Folding Draft Links, Cat. 3N Ground Engaging Hitch,

5,200 kg (11,646 lb.) Lift Capacity
nly available on Model Year 2012 Tractors.
Includes Front Hitch Valve.
Requires Independent Link Suspension (Code 6060 or 6061)
Compatible with 3, 4, 5, or 6 Rear SCV's.
Includes Auxiliary CommandArm Mounted SCV Controls.

6,850.00

835H Two Front Remote Selective Control Outlets with Push/Pull Breakaway Couplers and
Factory Installed Plumbing to Rear Remote Selective Control Valves Three and Four
Only available on Model Year 2012 Tractors.
Front SCV hoses can be disconnected for rear SCV use.
Requires Code 8411 Front Hitch.
Requires Code 8020 Full Coverage Rear Fender Extensions to provide remote hitch lift
controls for rear hitch.

1,600.00

Engine:
8300 Cold Weather Start Kit

Factory installation of Block Heater (110V) and Ether Aid Canister and Switch.
144.00

8306 Fuel/Water Separator, Severe Duty
In addition to water separator in base equipment.

591.00

8220 Intelligent Power Management
Provides up to an additional 35 engine hp for non-stationary rear PTO or transport speeds
above 23 km/h (14.3 mph).
Not compatible with Stage II Emission compliant engine.

3,579.00

8336 John Deere PowerTech PSX 9.0 L (549 cu. In.) 6 Cyl IT4 / Stage 3b Compliant Diesel
Engine

Same Price

8334 John Deere PowerTech 9.0 L (549 cu. In.) 6 Cyl Stage 2 Compliant Diesel Engine
Only available on Model Year 2012 Tractors.

Same Price

8550 Skid for Duals
For Tractors shipping outside of the United States and Canada.

136.00

Ballast Packages:

728 kg (1620 lb.) Ballast Package with Rear Duals:
8930 Front Weight Support with No Front Suitcase Weights and One Pair

75 kg (165 lb.) with One Pair of 205 kg (450 lb.) Inside/Inner
Rear Wheel Weights and no Outside/Outer Dual Rear Wheel Weights
1300 Axle: 118 Lb./hp with 37/63 Front/Rear Weight Split and require single front tires with
load index of 141 or greater.
1500 Axle: 121 Lb./hp with 39/61 Front/Rear Weight Split and require single front tires with
load index of 143 or greater.
ILS Axle: 123 Lb./hp with 40/60 Front/Rear Weight Split and require single front tires with
load index of 145 or greater.
Not compatible with any other factory installed front or rear weight code.

2,268.00
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ATTACHMENTS - ORDER AS DESIRED ...Continued...

1778 kg (3920 lb.) Ballast Package with Rear Duals:
8931 Front Weight Support with 4 Front Suitcase Weights and One Pair

of 635 kg (1400 lb.) Inside/Inner Rear Wheel Weights and One Pair
75 kg (165 lb.) Outside/Outer Dual Rear Wheel Weights
1300 Axle: 124 Lb./hp with 38/62 Front/Rear Weight Split and require single front tires with
load index of 143 or greater.
1500 Axle: 128 Lb./hp with 40/60 Front/Rear Weight Split and require single front tires with
load index of 145 or greater or front duals.
ILS Axle: 131 Lb./hp with 41/59 Front/Rear Weight Split and require single front tires with
load index of 146 or greater or front duals.
Requires rear duals.
Not compatible with triples.
Not compatible with any other factory installed front or rear weight code.

5,095.00

2372 kg (5230 lb.) Ballast Package with Rear Duals:
8933 Front Weight Support with 8 Front Suitcase Weights and One Pair of

635 kg (1400 lb.) Inside/Inner Rear Wheel Weights and One Pair
75 kg (165 lb.) and One Pair 205 kg (450 lb.) Outside/Outer Dual Rear Wheel Weights
1300 Axle: 131 Lb./hp with 39/61 Front/Rear Weight Split and require single front tires with
load index of 145 or greater.
1500 Axle: 135 Lb./hp with 40/60 Front/Rear Weight Split and require single front tires with
load index of 146 or greater or front duals.
ILS Axle: 145 Lb./hp with 43/57 Front/Rear Weight Split and require single front tires with
load index of 148 or greater or front duals.
Requires rear duals.
Not compatible with triples.
Not compatible with any other factory installed front or rear weight code.

6,782.00

Quik-Tatch Weights:
8955 Weight, Front Support - Less Weights

Support weighs 390 Lb. (180 kg).
1300 Axle requires single front tires with load index of 141 or greater.
1500 Axle requires single front tires with load index of 143 or greater or front duals.
ILS requires single front tires with load index of 145 or greater or front duals.
Includes Tow Point.

551.00

8956 Weight, Front Support with Four Suitcase Weights
1300 Axle requires single front tires with load index of 143 or greater.
1500 Axle requires single front tires with load index of 145 or greater or front duals.
ILS requires single front tires with load index of 146 or greater or front duals.

1,140.00

8957 Weight, Front Support with Eight Suitcase Weights
1300 Axle requires single front tires with load index of 145 or greater.
1500 Axle requires single front tires with load index of 146 or greater or front duals.
ILS requires single front tires with load index of 148 or greater or front duals.

1,637.00

8958 Weight, Front Support with Twelve Suitcase Weights
1300 Axle requires single front tires with load index of 146 or greater.
1500 Axle requires single front tires with load index of 148 or greater or front duals.
ILS requires single front tires with load index of 150 or greater or front duals.

2,132.00

8959 Weight, Front Support with Sixteen Suitcase Weights
1300 Axle requires single front tires with load index of 148 or greater.
1500 Axle requires single front tires with load index of 150 or greater or front duals.
ILS requires single front tires with load index of 151 or greater or front duals.

2,621.00
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ATTACHMENTS - ORDER AS DESIRED ...Continued...
8960 Weight, Front Support with Twenty-Two Suitcase Weights

1300 Axle requires single front tires with load index of 150 or greater.
1500 Axle requires single front tires with load index of 152 or greater or front duals.
ILS requires single front tires with load index of 153 or greater or front duals.

3,361.00

Rear Wheel Weights - For Inside/Inner Wheels (Cast):
Weights shown are for each weight.

8970 One Pair 205 kg (450 lb.) 1,189.00

8971 Two Pair 205 kg (450 lb.)
Based on the tire width option ordered, some 450 lb. wheel weights may be shipped on a
separate pallet and require dealer installation.

2,382.00

8972 One Pair 635 kg (1400 lb.)
Requires tire with load rating above 151 Load Index.

3,428.00

Rear Wheel Weights - For Outside/Inner Wheels (Cast):
Weights shown are for each weight.

8978 One Pair 75 kg (165 lb.) Starter Weights and One Pair 205 kg (450 lb.) Weight
for the Outside of Single Rear Wheel
For outside of drive wheel on rear singles only.

1,717.00

Rear Wheel Weights - For Outside/Outer Dual Wheels:
Weights shown are for each weight.

8973 One Pair 75 kg (165 lb.) Starter Weights and One Pair 205 kg (450 lb.) Weights
for Outer Rear Dual
For outside outer dual only.
Not compatible with Triples.

1,717.00

8974 One Pair 75 kg (165 lb.) Starter Weights and Two Pair 205 kg (450 lb.) Weights
Requires rear duals.
Not compatible with rear triples.

2,907.00

8975 One Pair 75 kg (165 lb.) Starter Weights and Three Pair 205 kg (450 lb.) Weights
Requires rear duals.
Not compatible with rear triples.

3,983.00

ATTACHMENTS FOR FIELD CONVERSION

Electrical:
RE58827 9-Pin Connector Implement Feedback

Required for Touch-Set Depth Control.
128.00

AR255881 Battery Disconnect Switch 168.00

RE329902 Battery Disconnect Switch, Wheel 145.00

RE322780 ISO Cab Implement CAN Bus Adapter See Parts

AGRICULTURAL PRODUCTS
JOHN DEERE TRACTORS

8285R Tractor
Continued

23 June 2011 US & Canada
2-Tractors-06100- 33



CODE
ATTACHMENT
IDENTIFIER DESCRIPTION

SUGGESTED
LIST PRICE

USD ($)

ATTACHMENTS FOR FIELD CONVERSION ...Continued...
RE21519 Implement Switch with 10 Ft. Harness 162.00

AR245564 Mounting Kit for Radar with Dual Beam Sensor
Requires Dual Beam Radar (RE249206).

220.00

RE278980 Radar with Dual Beam Sensor
Requires AL171547 Attaching Bracket Kit.

See Parts

RE325025 iTech 3/4 Switch
Requires software download. Reference Installation instructions for additional information.

25.00

Engine:
RE323008 Cold Weather Starting Package 91.00

RE227949 Engine Block Heater (110V) See Parts

RE524692 Engine Block Heater (220V) See Parts

RE321571 Fuel/Water Separator Kit, Severe Duty
In addition to water separator in base equipment.

606.00

Fenders:
RE260608 Fenders, Deluxe Pivoting Front for 1300 Series MFWD - 18.7 In. (480 mm) Wide

Recommended use with 12.4 In. (290 mm) to 16.9 In. (420 mm) tire widths.
Compatible with 1300 Series MFWD front axle only.

1,322.00

RE260609 Fenders, Deluxe Pivoting Front for 1300 Series MFWD - 24.4 In. (620 mm) Wide
Recommended use with 18.4 In. (480 mm) to 23.6 In. (600 mm) tire widths.
Compatible with 1300 Series MFWD front axle only.

1,549.00

RE308214 Fenders, Deluxe Pivoting Front for 1500 Series MFWD - 18.7 In. (480 mm) Wide
Recommended use with 12.4 In. (290 mm) to 16.9 In. (420 mm) tire widths.
Compatible with 1500 Series MFWD front axle only.

1,322.00

RE308215 Fenders, Deluxe Pivoting Front for 1500 Series MFWD - 24.4 In. (620 mm) Wide
Recommended use with 18.4 In. (480 mm) to 23.6 In. (600 mm) tire widths.
Compatible with 1500 Series MFWD front axle only.

1,549.00

RE236667 Fenders, Deluxe Pivoting Front for Independent Link Suspension -
18.7 In. (480 mm) Wide
Also order 2 pieces of R186578.
Recommended use with 12.4 In. (290 mm) to 16.9 In. (420 mm) tire widths.

1,322.00

RE236670 Fenders, Deluxe Pivoting Front for Independent Link Suspension -
24.4 In. (620 mm) Wide
Also order 2 pieces of R186578.
Recommended for use with 18.4 In. (480 mm) to 23.6 In. (600 mm) tire widths.
Not for use with front dual tire combinations.

1,549.00

RE324406 Fenders, Extra Width Rear Fender Extensions 267.00

RE318606 Fenders, Full Coverage Rear 2.55 meter (100 In. Width) 483.00
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ATTACHMENTS FOR FIELD CONVERSION ...Continued...

Hitch and Drawbar:
R177682 Center Link Bracket

Retains the center link when not in use.
See Parts

AR211154 Drawbar Heavy Duty Support for use with Cat. 4 Drawbar
(11,000 Lb. Vertical Load Capacity)
Requires Cat. 4 Drawbar.
Increases vertical load capacity to 11,000 Lb. (4990 kg.).
Cat. 4 Drawbar is not compatible with PTO Codes 2418 or 2420 or with field installed 1-3/8
540 rpm PTO.

782.00

AR211153 Drawbar, Cat. 4 with 2 In. Pin and Heavy Duty Support
(11,000 Lb. Vertical Load Capacity)
Cat. 4 Drawbar is not compatible with PTO Codes 3820 or 3821 or with field installed 1-3/8
540 rpm PTO.

1,810.00

RE327692 Front Hitch Chain Hooks 189.00

RE301735 Hitch Kit, 3-in-1 Rails
Compatible with Type 2 PTO.

789.00

RE301736 Hitch Kit, 3-in-1 Rails
Compatible with Type 3 PTO.

1,322.00

RE180668 Rear Hitch Quik-Coupler (Convertible Cat. 3/3N)
Requires RE34846 Bumper Blocks.

1,477.00

Hydraulics:
RE301321 4th Remote Cylinder Control Valves with Push/Pull Breakaway Couplers with

High Pressure Relief Levers
For Tractors equipped with a front hitch or without a rear hitch, see installation instructions
for additional parts needed to complete installation.
Requires (R301759) Software download to activate function - See Parts.

2,383.00

RE301501 5th Remote Cylinder Control Valves with Push/Pull Breakaway Couplers with
High Pressure Relief Levers
Requires (R301760) Software download to activate function - See Parts.

2,460.00

RE315727 Auxiliary Hydraulic Oil Take-Out Pump and Reservoir
Provides an additional 11 gallon (42 liters) capacity for large, single acting cylinders used for
application where a large hydraulic oil flow in a short period of time is needed.

1,870.00

RE222721 Auxiliary Sump Coupler Kit (Flush Face Coupler Style)
Required to connect Tractor sump to case drains on Seeding Equipment.

125.00

RE323471 Front SCV Plumbing Kit
Routes SCV function from the rear to the front.

1,760.00

AR114664 Hydraulic Motor Return, Multiple/Auxiliary Hitch Coupler/
Sump Return Kit
For use with Hydraulic Motor Returns, Hitch Valve with Lift Assist Wheels or Motor
Drains/Sump Returns or grapple valve.

186.00

RE322174 Hydraulic Trailer Brake Kit
Provides single line connection to hydraulic braking systems.
Works with or without power beyond couplers.

682.00
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ATTACHMENTS FOR FIELD CONVERSION ...Continued...
RE221284 Low Stand-By Pressure Control Kit

Prevents main pump activation during engine start up in certain hydraulic configurations
using power beyond.

947.00

RE281166 Power Beyond Coupler Kit
Kit includes load sense, pressure and return couplers.

730.00

AR272536 Rear EHSCV Single Lever Control (Joystick) and Mounting Parts for CommandArm 1,510.00

Lighting:
RE308937 Auxiliary Driving / Loader Light Kit

Includes headlights, wiring harness, brackets and mounting hardware.
228.00

RE269641 Lights, Field Vision Xenon HID Rear Fender Light
Requires (2) for conversion.

See Parts

RE298933 Lights, Two Roof-Mounted 65W Halogen Front Flood Lights 135.00

RE325694 Rotary Beacon Light Kit 358.00

Miscellaneous:
AR320123 Single Line Coupler Parts for Air Trailer Brakes 561.00

Operator Environment:
RE67015 3-Way Convenience Adapter for Power Strip See Parts

RE317435 Accessory Mounting Bracket 106.00

RE269615 Antenna Mount and Wiring for Business Band Radio 135.00

RE275532 Ash Tray See Parts

RE67014 Cigar-Style Adapter for Power Strip See Parts

RE323407 External Mirrors, Electrically Adjustable RH and LH Conversion Kit 514.00

RE293499 External Mirrors, Electrically Telescoping and Heated Mirror Heads 1,696.00

RE323405 External Mirrors, Manually Adjustable RH and LH 256.00

RE321017 Foot-Operated Speed Control
For use with PST or IVT transmissions.
Order Floor Mat separate through Parts.

121.00

RE68495 Power Strip with Six Outlets
Cab Tractors (Code 2034) ONLY.
Requires (1) RE67013, (1) RE67014, and (1) RE67015 Ordered Separately.

See Parts

RE328345 Radio, Deere/Delco AM/FM Stereo with Clock, Weatherband,
Four Speakers and Antenna

362.00

RE298965 Radio, Sub Woofer Kit 286.00

RE67013 Standard Connector with 1m (3-Foot) Cable for Power Strip See Parts
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ATTACHMENTS FOR FIELD CONVERSION ...Continued...
RE284180 Step Kit, Left Hand Convenience Platform See Parts

RE261504 Sun Shade, Front Pull Down See Parts

RE263352 Tire Pressure Monitor Kit
Includes Monitor and four pressure sensors.
For Cab Tractors Only.

See Parts

RE324993 Touchscreen GS3 CommandCenter 7" Color Display, Video Capable 1,260.00

RE269618 Windshield Wiper with Washer, Rear 186.00

PTO:
RE272736 Conversion Kit from 1-3/4 In. 1000 rpm to 1-3/8 In. 540/1000 rpm PTO

Conversion for Tractor equipped with Code 3820.
1-3/8 In. 540 rpm PTO is NOT compatible with Cat. 4 Drawbar.

460.00

Software Downloads:
RE298885 Intelligent Power Management

Provides up to an additional 30 Engine hp for non-stationary rear PTO and transport
applications.
Download through Service Advisor's software delivery system.
Includes instruction and download only.
See Ag Sales Manual for ground speed specifications.

See Parts

RE305729 Language Group for CommandCenter - English,
Croatian, Serbian, Slovenian,
German
Download through Service Advisor's software delivery system.
Includes instruction and download only.

See Parts

RE305727 Language Group for CommandCenter - English,
Danish, Swedish, Finish,
Norwegian
Download through Service Advisor's software delivery system.
Includes instruction and download only.

See Parts

RE305726 Language Group for CommandCenter - English,
Estonian, Latvian, Lithuanian,
Polish, Russian
Download through Service Advisor's software delivery system.
Includes instruction and download only.

See Parts

RE305725 Language Group for CommandCenter - English,
French, Dutch, Icelandic,
German
Download through Service Advisor's software delivery system.
Includes instruction and download only.

See Parts

RE305730 Language Group for CommandCenter - English,
Greek, Turkish
Download through Service Advisor's software delivery system.
Includes instruction and download only.

See Parts
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ATTACHMENTS FOR FIELD CONVERSION ...Continued...
RE308728 Language Group for CommandCenter - English,

Hungarian, Czech, Slovak, Romanian,
Bulgarian
Download through Service Advisor's software delivery system.
Includes instruction and download only.

See Parts

RE305731 Language Group for CommandCenter - English,
Italian, Spanish, Portuguese, German,
Dutch, French, Swedish, Hungarian, Danish, Polish
Download through Service Advisor's software delivery system.
Includes instruction and download only.

See Parts

BPF10312 Non-John Deere Guidance Compatibility Activation - AutoFarm/Novariant
Required for communication between non-John Deere guidance systems and the Tractor's
steering components. Consult guidance system selling dealer for compatibility information.

250.00

BPF10313 Non-John Deere Guidance Compatibility Activation - Hemisphere/Outback
Required for communication between non-John Deere guidance systems and the Tractor's
steering components. Consult guidance system selling dealer for compatibility information.

250.00

BPF10311 Non-John Deere Guidance Compatibility Activation - Raven
Required for communication between non-John Deere guidance systems and the Tractor's
steering components. Consult guidance system selling dealer for compatibility information.

250.00

BPF10363 Non-John Deere Guidance Compatibility Activation - Trimble
Required for communication between non-John Deere guidance systems and the Tractor's
steering components. Consult guidance system selling dealer for compatibility information.

250.00

Transmission:
RE224298 Transmission Backup Alarm 391.00

RE323009 Transmission Hydraulic Oil Heater (110 Volts) 330.00

RE323010 Transmission Hydraulic Oil Heater (220 Volts) 431.00

Vandal Protection:
AL71345 Door Locks - Custom Key 156.00

Weights:
R127764 Weight, Front Suitcase (104 Lb.) Quantity of One

Dealer must order 5000 Lbs. to receive free freight through Waterloo Weight Program.
Available to Ag Dealers only.

123.00

RFR127764 Weight, Front Suitcase, Twenty (20-R127764) 2,276.00

R242154 Weight, Front Support, 390 Lb. (180 kg)
Requires (6) 19M9141 Cap Screws and (6) 24M7242 Washers for installation - See Parts.
Holds up to 22 Quick-Tatch Weights.

815.00

R167151 Weight, Inner Wheel, 1400 Lb. 1,730.00

R167153 Weight, Wheel, 165 Lb. (72 Kg) 256.00

RFR207782 Weight, Wheel, 1800 Lb. (4 - 450 Lb., R207782 Weights) 2,416.00
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ATTACHMENTS FOR FIELD CONVERSION ...Continued...
RFR167153 Weight, Wheel, 1980 Lb. (12 - 165 Lb., R167153 Weights) 3,076.00

R207782 Weight, Wheel, 450 Lb. 604.00

Wheel Equipment:
RE324389 Front Wheel Dual Extensions

Compatible with ILS or 1500 front axles.
2,452.00

AR190666 One 10 In. Dual Hub Extension 733.00

AR190668 One 13 In. Dual Hub Extension 815.00

AR190669 One 15 In. Dual Hub Extension 854.00

AR194744 One 5 In. Dual Hub Extension 662.00

RE267658 Three Meter Front Wheel Spacer
Not compatible with Tractors equipped with front brakes.

2,959.00
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ENGINE:
John Deere PowerTech PSX Diesel

In-line 6-Cylinder Wet-Sleeve
with High Pressure Common Rail (HPCR)
Fuel System and 24 Valve Head

9.0 L (549 Cu. In.) Displacement
310 Engine Hp (228 kW) 97/68/EC @ Rated Speed
255 SAE PTO hp (191 kW) @ Rated Speed
Air to Air Intercooled
Automatic Shutdown System
Dry Type Air Cleaner with Safety Element

and Dirt Aspiration System
Tilt Hood Enclosure
VariCool Fan Drive System
Electric Fuel Shutoff
Engine Coolant Conditioner Additive
Engine Coolant Recovery System
Dual Stage Fuel Filtration System with

Fuel Water Separator with Sensor
Self-Priming and Bleeding Electronic

Fuel Pump
680 L (180 U.S. Gal.) Fuel Tank Capacity

with Lockable Fuel Cap
Top-loading Vertical Engine Oil Filter
Electronic Injection and Governor Control
Field Cruise Control

TRANSMISSION:
Powershift

16 Forward/5 Reverse Speeds
Hydraulically-Engaged Wet-Disk Clutch
Park Lock

Neutral Safety Start System

STEERING, BRAKES DIFFERENTIAL:
Load-Sensing Hydraulic Power Steering
Wet-Disk Hydraulic Power Brakes
Hydraulically-Engaged Differential Lock

HYDRAULICS:
Pressure Flow Compensating

Axial Piston Pump
83 cc Displacement 227 lpm (60 gpm)

Pump Output
132 lpm (35 gpm) Flow @ One SCV
L (gal) Oil Take Out Capacity @

Max Flow Rate
50 L (13 Gal.) Take-Out Capacity
Four Electrohydraulic Remote Selective

Control Valves with Push/Pull
ISO Breakaway Couplers and
High Pressure Release Levers

PTO:
Independent 1000 RPM, 45 mm

(1-3/4 In.) 20 Spline
PTO Safety Start System
Seat-Activated PTO Warning

ROCKSHAFT, HITCH AND DRAWBAR:
Dual Cylinder Electrohydraulic Rear

3-Point Hitch, Category 4N/3
Solid Draft Links with External
Remote Raise/Lower Switch
Sway Blocks with Tapered Wedge Adjustment
Electro/Hydraulic Hitch Dampening
Center Link Adjustment Handle
Transport Lock

Adjustable Swinging Drawbar
Cat. 4 Drawbar with Clevis

and 2 In. Pin

INSTRUMENTATION:
Corner Post Digital Instrument Panel

Includes:
Engine Oil Pressure Gauge
Engine Coolant Temperature Gauge

Fuel Level Gauge with
Low Fuel Warning Signal

Engine RPM Indicator
Status Indicator for:

MFWD
Differential Lock
Rear PTO Speed

CommandCenter Display Includes:
GreenStar 3 Application Capability

Video Capability, with Tractor Function
Activated Triggers

AutoTrac and Swath Control Pro
Activation Required

Access Manager
Universal Performance Monitor

Display Functions Definable By Operator:
% Slip
Ground Speed
PTO Speed
Engine Hours
Hydraulic Settings
Hitch Settings
Hitch Slip Command
Productivity
Efficiency
Area
Adjustable PTO Modulation
Implement Width
Service Hours
Voltage
Fuel Consumption Rate
Temperatures
Time of Day
Ambient Temperature

Command Control System with:
Automatic Powershift
Set and Adjust Time and Flow of

Individual Selective Control Valves
iTEC End of Row Functions
Languages:

For a complete list of languages, refer to the Ag
Sales Manual

OPERATOR PROTECTIVE STRUCTURE:
Deluxe CommandView II Cab

Tilt/Telescoping Memory Steering Wheel
Comfort Command Seat with

Air Suspension, Swivel
Fore-Aft Lateral Attenuation,
Lumbar Support
Backrest Adjustment with
Integrated CommandARM Controls

Adjustable Position CommandARM with
Integrated CommandCenter Display

Swing-Out Rear Window (30 Degrees)
Tinted Glass
Air Conditioner and Heater
Two Speed and Intermittent Front Wiper

and Rear Wiper
Front and Rear Windshield Washer
Pull Down Front Sun Visor
Rear Under Seat Storage
Folding Instructional Seat
Left Hand Storage
Two Beverage Holders
Right and Left Outside Mirrors
Less Radio and Speakers
Includes Wiring Harness for Radio and Speakers
Inside Cab Mounted Rear View Mirror
Passive Noise Reduction System

Backlit Right Hand Console Controls
with Adjustable Brightness

Step, Left Hand Convenience

ELECTRICAL:
Key Engine Shutoff
12V Electrical System
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Two 925 CCA 12V Batteries
Two 12V Electrical Convenience Outlet
Two 12V Electrical 3-Pin Outlet

with Adapter
Battery Boost Terminal
200 Amp Alternator
SmartCircuit Current Load Monitoring

System with Fuse Panel
7-Terminal Rear Implement Electrical

Outlet Socket
Integrated ISO Radar Connector
StarFire ITC or Radar Speed

Input Harness
ServiceADVISOR Data Port

LIGHTS:
Six Front Grill Mounted Lights
Ten Cab Roof Mounted Lights
Two Rear Fender Flood Lights
Extremity, Brake, Turning, and Hazard

Lights

AXLES, WHEELS AND TIRES:
Independent Link Suspension with

Hydraulic Differential Lock, Dual
Capability and Driveline Shield

Rear Axle and Wheels and Tires

AG MANAGEMENT SOLUTIONS:
Integrated Plug-In for GreenStar Display
Deluxe StarFire Receiver Bracket
GreenStar Ready harness with Implement

Circuit Gateway and Integrated
GreenStar Display Plug-In
Connector (ISO 11783 Compatible)

AutoTrac Ready Components:
Wiring, SSU, Front Wheel-
Angle Sensor and Electro-Hydraulic
Steering Valve

MISCELLANEOUS:
Enclosed Chain Storage Box
Horn
PTO Master Shield
Tool Box
Operator's Manual
Lockable Fuel Cap

* Manufacturer's Rating
**Cold Cranking Amperes

CODE
ATTACHMENT
IDENTIFIER DESCRIPTION

SUGGESTED
LIST PRICE

USD ($)

Select One Code From Each Required Category

BASE MACHINE
EX-WORKS Waterloo, Iowa

7530RW 8310R Tractor 264,408.00

DESTINATION COUNTRY
A Code must be chosen for each Tractor ordered.

AFRICA
0011 Chad

Requires Code 1821 GS3 CommandCenter or Code 1823 Touchscreen GS3 CommandCenter,
Code 1835 Less StarFire 3000 Receiver, Code 1845 Less AutoTrac Activation, and Code 1885
JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Requires Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4032 8482 kg (18,700 Lbs.) Cat. 4N/3 3-Point Hitch with Quick Coupler.
Code 5042 120 mm (4.72 In.) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5061 480/80R50 In. 159A8 R1W Rear Dual Wheel and Tires.
Code 6603 420/85R34 In. 147A8 R1W Front Dual Wheels and Tires.

Same Price
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DESTINATION COUNTRY ...Continued...
0014 Democratic Republic of Congo

Requires Code 1821 GS3 CommandCenter or Code 1823 Touchscreen GS3 CommandCenter,
Code 1835 Less StarFire 3000 Receiver, Code 1845 Less AutoTrac Activation, and Code 1885
JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Requires Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4032 8482 kg (18,700 Lbs.) Cat. 4N/3 3-Point Hitch with Quick Coupler.
Code 5042 120 mm (4.72 In.) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5061 480/80R50 In. 159A8 R1W Rear Dual Wheel and Tires.
Code 6603 420/85R34 In. 147A8 R1W Front Dual Wheels and Tires.

Same Price

0019 Ethiopia
Requires Code 1821 GS3 CommandCenter or Code 1823 Touchscreen GS3 CommandCenter,
Code 1835 Less StarFire 3000 Receiver, Code 1845 Less AutoTrac Activation, and Code 1885
JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Requires Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4032 8482 kg (18,700 Lbs.) Cat. 4N/3 3-Point Hitch with Quick Coupler.
Code 5042 120 mm (4.72 In.) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5061 480/80R50 In. 159A8 R1W Rear Dual Wheel and Tires.
Code 6603 420/85R34 In. 147A8 R1W Front Dual Wheels and Tires.

Same Price

0020 Gabon
Requires Code 1821 GS3 CommandCenter or Code 1823 Touchscreen GS3 CommandCenter,
Code 1835 Less StarFire 3000 Receiver, Code 1845 Less AutoTrac Activation, and Code 1885
JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Requires Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4032 8482 kg (18,700 Lbs.) Cat. 4N/3 3-Point Hitch with Quick Coupler.
Code 5042 120 mm (4.72 In.) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5061 480/80R50 In. 159A8 R1W Rear Dual Wheel and Tires.
Code 6603 420/85R34 In. 147A8 R1W Front Dual Wheels and Tires.

Same Price

0026 Kenya
Requires Code 1821 GS3 CommandCenter or Code 1823 Touchscreen GS3 CommandCenter,
Code 1835 Less StarFire 3000 Receiver, Code 1845 Less AutoTrac Activation, and Code 1885
JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Requires Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4032 8482 kg (18,700 Lbs.) Cat. 4N/3 3-Point Hitch with Quick Coupler.
Code 5042 120 mm (4.72 In.) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5061 480/80R50 In. 159A8 R1W Rear Dual Wheel and Tires.
Code 6603 420/85R34 In. 147A8 R1W Front Dual Wheels and Tires.

Same Price
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DESTINATION COUNTRY ...Continued...
0029 Libya

Requires Code 1821 GS3 CommandCenter or Code 1823 Touchscreen GS3 CommandCenter,
Code 1835 Less StarFire 3000 Receiver, Code 1845 Less AutoTrac Activation, and Code 1885
JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Requires Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4032 8482 kg (18,700 Lbs.) Cat. 4N/3 3-Point Hitch with Quick Coupler.
Code 5042 120 mm (4.72 In.) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5061 480/80R50 In. 159A8 R1W Rear Dual Wheel and Tires.
Code 6603 420/85R34 In. 147A8 R1W Front Dual Wheels and Tires.

Same Price

0043 Senegal
Requires Code 1821 GS3 CommandCenter or Code 1823 Touchscreen GS3 CommandCenter,
Code 1835 Less StarFire 3000 Receiver, Code 1845 Less AutoTrac Activation, and Code 1885
JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Requires Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4032 8482 kg (18,700 Lbs.) Cat. 4N/3 3-Point Hitch with Quick Coupler.
Code 5042 120 mm (4.72 In.) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5061 480/80R50 In. 159A8 R1W Rear Dual Wheel and Tires.
Code 6603 420/85R34 In. 147A8 R1W Front Dual Wheels and Tires.

Same Price

0050 Tanzania
Requires Code 1821 GS3 CommandCenter or Code 1823 Touchscreen GS3 CommandCenter,
Code 1835 Less StarFire 3000 Receiver, Code 1845 Less AutoTrac Activation, and Code 1885
JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Requires Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4032 8482 kg (18,700 Lbs.) Cat. 4N/3 3-Point Hitch with Quick Coupler.
Code 5042 120 mm (4.72 In.) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5061 480/80R50 In. 159A8 R1W Rear Dual Wheel and Tires.
Code 6603 420/85R34 In. 147A8 R1W Front Dual Wheels and Tires.

Same Price

ASIA
0072 China (People's Republic of China)

Requires Code 1885 JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Required Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4032 8482 kg (18,700 Lbs.) Cat. 4N/3 3-Point Hitch with Quick Coupler.
Code 5042 120 mm (4.72 In.) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5061 480/80R50 In. 159A8 R1W Rear Dual Wheel and Tires.
Code 6603 420/85R34 In. 147A8 R1W Front Dual Wheels and Tires.

Same Price
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DESTINATION COUNTRY ...Continued...
0078 Israel

Requires Code 1885 JDLink Capable.
Requires Code 8336 Stage 3b Compliant Engine.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4032 8,482 kg (18,700 Lbs.) Cat. 4N/3 3-Point Hitch with Quick Coupler.
Code 5042 120 mm (4.72 In.) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5601 480/80R50 In. 159A8 R1W Rear Dual Wheel and Tires.
Code 6603 420/85R34 In. 147A8 R1W Front Dual Wheels and Tires.

Same Price

0090 Mongolia
Requires Code 1821 GS3 CommandCenter or Code 1823 Touchscreen GS3 CommandCenter,
Code 1835 Less StarFire 3000 Receiver, Code 1845 Less AutoTrac Activation, and Code 1885
JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Required Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4032 8482 kg (18,700 Lbs.) Cat. 4N/3 3-Point Hitch with Quick Coupler.
Code 5042 120 mm (4.72 In.) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5061 480/80R50 In. 159A8 R1W Rear Dual Wheel and Tires.
Code 6603 420/85R34 In. 147A8 R1W Front Dual Wheels and Tires.

Same Price

0094 Philippines
Requires Code 1821 GS3 CommandCenter or Code 1823 Touchscreen GS3 CommandCenter,
Code 1835 Less StarFire 3000 Receiver, Code 1845 Less AutoTrac Activation, and Code 1885
JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Required Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4032 8482 kg (18,700 Lbs.) Cat. 4N/3 3-Point Hitch with Quick Coupler.
Code 5042 120 mm (4.72 In.) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5061 480/80R50 In. 159A8 R1W Rear Dual Wheel and Tires.
Code 6603 420/85R34 In. 147A8 R1W Front Dual Wheels and Tires.

Same Price

0098 Saudi Arabia
Requires Code 1821 GS3 CommandCenter or Code 1823 Touchscreen GS3 CommandCenter,
Code 1835 Less StarFire 3000 Receiver, Code 1845 Less AutoTrac Activation, and Code 1885
JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Requires either Code 8955 Front Weight Support or Code 8969 Front Tow Point.
Requires Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2057 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4039 8,618 kg (19,000 Lbs.) Lift Capacity Hitch (Cat 4N/3) with Convertible Cat. 4N/3
Ball/Hook Style Ends and Sway Blocks.
Code 5058 120 mm (4.72 In.) Diameter x 2438 mm (96 In) Length with Double Taper Wheel
Hubs.
Code 5222 650/85R38 In. 173A8 R1W Single Rear Wheels and Tires.
Code 6299 540/65R34 In. 152A8 R1W Single Front Wheels and Tires.

Same Price
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DESTINATION COUNTRY ...Continued...
0102 Taiwan

Requires Code 1821 GS3 CommandCenter or Code 1823 Touchscreen GS3 CommandCenter,
Code 1835 Less StarFire 3000 Receiver, Code 1845 Less AutoTrac Activation, and Code 1885
JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Required Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4032 8482 kg (18,700 Lbs.) Cat. 4N/3 3-Point Hitch with Quick Coupler.
Code 5042 120 mm (4.72 In.) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5061 480/80R50 In. 159A8 R1W Rear Dual Wheel and Tires.
Code 6603 420/85R34 In. 147A8 R1W Front Dual Wheels and Tires.

Same Price

0104 Thailand
Requires Code 1821 GS3 CommandCenter or Code 1823 Touchscreen GS3 CommandCenter,
Code 1835 Less StarFire 3000 Receiver, Code 1845 Less AutoTrac Activation, and Code 1885
JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Required Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4032 8482 kg (18,700 Lbs.) Cat. 4N/3 3-Point Hitch with Quick Coupler.
Code 5042 120 mm (4.72 In.) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5061 480/80R50 In. 159A8 R1W Rear Dual Wheel and Tires.
Code 6603 420/85R34 In. 147A8 R1W Front Dual Wheels and Tires.

Same Price

0109 Vietnam
Requires Code 1821 GS3 CommandCenter or Code 1823 Touchscreen GS3 CommandCenter,
Code 1835 Less StarFire 3000 Receiver, Code 1845 Less AutoTrac Activation, and Code 1885
JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Required Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4032 8482 kg (18,700 Lbs.) Cat. 4N/3 3-Point Hitch with Quick Coupler.
Code 5042 120 mm (4.72 In.) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5061 480/80R50 In. 159A8 R1W Rear Dual Wheel and Tires.
Code 6603 420/85R34 In. 147A8 R1W Front Dual Wheels and Tires.

Same Price

NORTH AMERICA
0183 Belize

Requires Code 1885 JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Required Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4032 8482 kg (18,700 Lbs.) Cat. 4N/3 3-Point Hitch with Quick Coupler.
Code 5042 120 mm (4.72 In.) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5061 480/80R50 In. 159A8 R1W Rear Dual Wheel and Tires.
Code 6603 420/85R34 In. 147A8 R1W Front Dual Wheels and Tires.

Same Price
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DESTINATION COUNTRY ...Continued...
0184 Canada

Requires Code 1887 JDLink Ultimate Promotion 1 Year Subscription, Code 1888 JDLink
Ultimate Promotion 3 Year Subscription, or Code 1884 JDLink Ultimate Promotion 5 Year
Subscription.
Requires Code 8336 Stage IT4 / 3b Compliant Engine.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4032 8,482 kg (18,700 Lbs.) Cat. 4N/3 3-Point Hitch with Quick Coupler.
Code 5042 120 mm (4.72 In.) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5601 480/80R50 In. 159A8 R1W Rear Dual Wheel and Tires.
Code 6603 420/85R34 In. 147A8 R1W Front Dual Wheels and Tires.

1,209.00

0185 Costa Rica
Requires Code 1885 JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Required Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4032 8482 kg (18,700 Lbs.) Cat. 4N/3 3-Point Hitch with Quick Coupler.
Code 5042 120 mm (4.72 In.) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5061 480/80R50 In. 159A8 R1W Rear Dual Wheel and Tires.
Code 6603 420/85R34 In. 147A8 R1W Front Dual Wheels and Tires.

Same Price

0191 Guatemala
Requires Code 1885 JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Required Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4032 8482 kg (18,700 Lbs.) Cat. 4N/3 3-Point Hitch with Quick Coupler.
Code 5042 120 mm (4.72 In.) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5061 480/80R50 In. 159A8 R1W Rear Dual Wheel and Tires.
Code 6603 420/85R34 In. 147A8 R1W Front Dual Wheels and Tires.

Same Price

0193 Honduras
Requires Code 1885 JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Required Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4032 8482 kg (18,700 Lbs.) Cat. 4N/3 3-Point Hitch with Quick Coupler.
Code 5042 120 mm (4.72 In.) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5061 480/80R50 In. 159A8 R1W Rear Dual Wheel and Tires.
Code 6603 420/85R34 In. 147A8 R1W Front Dual Wheels and Tires.

Same Price

0195 Mexico
Requires Code 1885 JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Required Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4032 8482 kg (18,700 Lbs.) Cat. 4N/3 3-Point Hitch with Quick Coupler.
Code 5042 120 mm (4.72 In.) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5061 480/80R50 In. 159A8 R1W Rear Dual Wheel and Tires.
Code 6603 420/85R34 In. 147A8 R1W Front Dual Wheels and Tires.

Same Price
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DESTINATION COUNTRY ...Continued...
0196 Nicaragua

Requires Code 1885 JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Required Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4032 8482 kg (18,700 Lbs.) Cat. 4N/3 3-Point Hitch with Quick Coupler.
Code 5042 120 mm (4.72 In.) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5061 480/80R50 In. 159A8 R1W Rear Dual Wheel and Tires.
Code 6603 420/85R34 In. 147A8 R1W Front Dual Wheels and Tires.

Same Price

0197 Panama
Requires Code 1885 JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Required Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4033 6169 kg (13,600 lb.) Cat 3/3N 3-Point Hitch with Quick Coupler.
Code 5040 110 mm (4.33 In) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5503 480/80R46 In. 158A8 R1 Rear Dual Wheels and Tires.
Code 6100 420/90R30 In. 142A8 R1 Front Single Wheels and Tires.

Same Price

0202 United States
Requires Code 1887 JDLink Ultimate Promotion 1 Year Subscription, Code 1888 JDLink
Ultimate Promotion 3 Year Subscription, or Code 1884 JDLink Ultimate Promotion 5 Year
Subscription.
Requires Code 8336 Stage IT4 / 3b Compliant Engine.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Telematics components required for JDLink Ultimate Promotion
Code 4032 8300 8,482 kg (18,300 18,700 Lbs.) Cat. 4N/3 3-Point Hitch with Quick Coupler.
Code 5042 120 mm (4.72 In.) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5601 480/80R50 In. 159A8 R1W Rear Dual Wheel and Tires.
Code 6603 420/85R34 In. 147A8 R1W Front Dual Wheels and Tires.

1,209.00

SOUTH AMERICA
0210 Argentina

Requires Code 1885 JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Required Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4032 8482 kg (18,700 Lbs.) Cat. 4N/3 3-Point Hitch with Quick Coupler.
Code 5042 120 mm (4.72 In.) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5061 480/80R50 In. 159A8 R1W Rear Dual Wheel and Tires.
Code 6603 420/85R34 In. 147A8 R1W Front Dual Wheels and Tires.

Same Price

0213 Chile
Requires Code 1885 JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Required Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4032 8482 kg (18,700 Lbs.) Cat. 4N/3 3-Point Hitch with Quick Coupler.
Code 5042 120 mm (4.72 In.) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5061 480/80R50 In. 159A8 R1W Rear Dual Wheel and Tires.
Code 6603 420/85R34 In. 147A8 R1W Front Dual Wheels and Tires.

Same Price
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DESTINATION COUNTRY ...Continued...
0214 Colombia

Requires Code 1885 JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Required Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4032 8482 kg (18,700 Lbs.) Cat. 4N/3 3-Point Hitch with Quick Coupler.
Code 5042 120 mm (4.72 In.) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5061 480/80R50 In. 159A8 R1W Rear Dual Wheel and Tires.
Code 6603 420/85R34 In. 147A8 R1W Front Dual Wheels and Tires.

Same Price

0215 Ecuador
Requires Code 1821 GS3 CommandCenter or Code 1823 Touchscreen GS3 CommandCenter,
Code 1835 Less StarFire 3000 Receiver, Code 1845 Less AutoTrac Activation, and Code 1885
JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Required Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4032 8482 kg (18,700 Lbs.) Cat. 4N/3 3-Point Hitch with Quick Coupler.
Code 5042 120 mm (4.72 In.) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5061 480/80R50 In. 159A8 R1W Rear Dual Wheel and Tires.
Code 6603 420/85R34 In. 147A8 R1W Front Dual Wheels and Tires.

Same Price

0217 Paraguay
Requires Code 1885 JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Required Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4032 8482 kg (18,700 Lbs.) Cat. 4N/3 3-Point Hitch with Quick Coupler.
Code 5042 120 mm (4.72 In.) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5061 480/80R50 In. 159A8 R1W Rear Dual Wheel and Tires.
Code 6603 420/85R34 In. 147A8 R1W Front Dual Wheels and Tires.

Same Price

0218 Peru
Requires Code 1885 JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Required Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4032 8482 kg (18,700 Lbs.) Cat. 4N/3 3-Point Hitch with Quick Coupler.
Code 5042 120 mm (4.72 In.) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5061 480/80R50 In. 159A8 R1W Rear Dual Wheel and Tires.
Code 6603 420/85R34 In. 147A8 R1W Front Dual Wheels and Tires.

Same Price

0220 Uruguay
Requires Code 1885 JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Required Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4032 8482 kg (18,700 Lbs.) Cat. 4N/3 3-Point Hitch with Quick Coupler.
Code 5042 120 mm (4.72 In.) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5061 480/80R50 In. 159A8 R1W Rear Dual Wheel and Tires.
Code 6603 420/85R34 In. 147A8 R1W Front Dual Wheels and Tires.

Same Price
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DESTINATION COUNTRY ...Continued...
0221 Venezuela

Requires Code 1885 JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Required Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4032 8482 kg (18,700 Lbs.) Cat. 4N/3 3-Point Hitch with Quick Coupler.
Code 5042 120 mm (4.72 In.) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5061 480/80R50 In. 159A8 R1W Rear Dual Wheel and Tires.
Code 6603 420/85R34 In. 147A8 R1W Front Dual Wheels and Tires.

Same Price

OCEANIA
0230 Australia

Requires Code 1887 JDLink Ultimate Promotion 1 Year Subscription, Code 1888 JDLink
Ultimate Promotion 3 Year Subscription, or Code 1884 JDLink Ultimate Promotion 5 Year
Subscription.
Requires Code 8336 Stage IT4 / 3b Compliant Engine.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4032 8,482 kg (18,700 Lbs.) Cat. 4N/3 3-Point Hitch with Quick Coupler.
Code 5042 120 mm (4.72 In.) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5601 480/80R50 In. 159A8 R1W Rear Dual Wheel and Tires.
Code 6603 420/85R34 In. 147A8 R1W Front Dual Wheels and Tires.

1,209.00

0237 New Zealand
Requires Code 1887 JDLink Ultimate Promotion 1 Year Subscription, Code 1888 JDLink
Ultimate Promotion 3 Year Subscription, or Code 1884 JDLink Ultimate Promotion 5 Year
Subscription.
Requires Code 8336 Stage IT4 / 3b Compliant Engine.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4032 8,482 kg (18,700 Lbs.) Cat. 4N/3 3-Point Hitch with Quick Coupler.
Code 5042 120 mm (4.72 In.) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5601 480/80R50 In. 159A8 R1W Rear Dual Wheel and Tires.
Code 6603 420/85R34 In. 147A8 R1W Front Dual Wheels and Tires.

1,209.00

VALUE PACKAGE CONFIGURATIONS
0500 No Package

Order one Code from each box in the Price Pages.
In Base Price

0502 Premium PST 1300 or 1500 Package
Includes Codes: 2061, 1833 or 1834, 1490, 7202, 2661 or 2662, 3341 or 3351 or 3361, 3810,
4032, 4322, 3260, 5042, 6042, 8251, 832G, 8010 or 8011.

-500.00

0503 Premium PST ILS Package
Includes Codes: 2061, 1833 or 1834, 1490, 7202, 2661 or 2662, 3341 or 3351 or 3361, 3810,
4032, 4322, 3260, 5042, 6060 or 6061, 8288, 8251, 832G, 8010 or 8011.

-1,000.00

0505 Premium IVT 1500 or ILS Package
Includes Codes: 2061, 1833 or 1834, 1550 or 1551 or 1552 or 1553, 7202, 2661 or 2662, 3341
or 3351 or 3361, 3810, 4032, 4322, 3260, 5042, 6042 or 6060 or 6061, 8288, 8251, 832G,
8010 or 8011.

-1,500.00

0506 iPackage PST
Includes Codes: 2061, 1826, 1837 or 1838, 1848 or 1849, 1889 or 1887 or 1888 or 1884,
1833, 1490, 7202, 2661 or 2662, 3341 or 3351 or 3361, 3810, 4032, 4322, 3260, 5042, 6060

-1,500.00
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VALUE PACKAGE CONFIGURATIONS ...Continued...
or 6061, 8288, 8251, 832G, 8010 or 8011.

0507 iPackage IVT
Includes Codes: 2061, 1826, 1837 or 1838, 1848 or 1849, 1889 or 1887 or 1888 or 1884,
1833, 1550 or 1551 or 1552 or 1553, 7202, 2661 or 2662, 3341 or 3351 or 3361, 3810, 4032,
4322, 3260, 5042, 6060 or 6061, 8288, 8251, 832G, 8010 or 8011.

-2,000.00

OPERATOR STATION
2050 CommandView II Cab

Includes ComfortCommand Seat with Fore-Aft and Lateral Attenuation and Lumbar Support.
Adjustable Right Hand CommandARM Armrest controls with Integrated CommandCenter
Display.
Folding Instructional Seat.
Remote Radio Controls located on CommandARM.
Front Windshield Washer and Wiper.
SMV Emblem.
Manual Temperature Controls located in cab roof.
See Attachments Section for ordering information on additional field attachments.

-1,913.00

2059 Deluxe CommandView II Cab
Includes ComfortCommand Seat with Fore-Aft and Lateral Attenuation and Lumbar Support.
Adjustable Right Hand CommandARM Armrest Controls with Integrated CommandCenter
Display.
Remote Radio Controls located on CommandARM.
Front and Rear Windshield Washer and Wiper.
SMV Emblem.
Automatic Temperature Control with controls located on CommandARM.
Front Pull Down Sun Shade.
Right and Left Outside Mirrors (Manual Adjustment).
Power Strip with Convenience Plug Adapter.
Programmable Egress Lighting.
Folding Instructional Seat.
See Attachments Section for ordering information on additional field attachments.

In Base Price

2061 Premium CommandView II Cab with Active Seat
Includes ComfortCommand Seat with Fore-Aft and Lateral Attenuation and Lumbar Support.
Adjustable Right Hand CommandARM Armrest Controls with Integrated CommandCenter
Display.
Remote Radio Controls located on CommandARM.
Front and Rear Windshield Wiper and Washer.
SMV Emblem.
Automatic Temperature Control with controls located on CommandARM.
Front Pull Down Sun Shade.
Right and Left Outside Electrically Adjustable Mirrors.
Power Strip with Convenience Plug Adapter.
Programmable Egress Lighting.
Folding Instructional Seat.
Active Seat.
See Attachments Section for ordering information on additional field attachments.

3,352.00

DISPLAY
When using the GS3 CommandCenter as the only GreenStar display, GS3 CommandCenter is
capable of running AutoTrac, Swath Control Pro, and Pivot Pro only (with appropriate
activations purchased and StarFire Receiver installed). When utilizing an additional
standalone GreenStar Display, ALL GreenStar applications must be run on the additional
GreenStar Display. See Online Configurator and Ag Sales Manual for more information.

Option availability limited by specific geographical regions. Please refer to region specific
price pages for appropriate ordering codes.
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DISPLAY ...Continued...

1821 GS3 CommandCenter, 7" Color Display
Includes Access Manager user lockout software.
With a StarFire Receiver installed, the display is capable of operating manual guidance.
AutoTrac, Swath Control Pro, and Pivot Pro will function on the CommandCenter display with
activations sold separately.

Does not include a cornerpost bracket for mounting an additional GreenStar Display.

In Base Price

1823 Touchscreen GS3 CommandCenter 7" Color Display, Video Capable
Includes Access Manager user lockout software, and video capability.
With a StarFire Receiver installed, the display is capable of operating manual guidance.
AutoTrac, Swath Control Pro, and Pivot Pro will function on the CommandCenter display with
activations sold separately.
One video camera input pre-wired in the cab. Connector located on the outside rear of the
cab.
Video software can be configured in the CommandCenter using Tractor function activated
triggers.
See Parts for available cameras.

Does not include a cornerpost bracket for mounting an additional GreenStar Display.

1,260.00

1825 GS3 CommandCenter 7" Color Display with GreenStar 3 2630 Display
Includes Access Manager user lockout software.
Includes GreenStar 3 2630 Display, harness, and A-post mounting bracket installed on
cornerpost.

Includes GreenStar 3 2630 Display Operator's manual with the language translation to match
the Tractor Operator's manual language translation.

When a GreenStar 3 2630 Display is connected at the cornerpost, all GreenStar applications
must be run on the 2630 Display. Warranty on GreenStar 3 2630 Display will be handled by
AMS and will carry normal AMS warranty terms.

6,086.00

1826 Touchscreen GS3 CommandCenter 7" Color Display, Video Capable with
GreenStar 3 2630 Display
Includes Access Manager user lockout software, and video capability.
Includes GreenStar 3 2630 Display, harness and A-post mounting bracket installed on
cornerpost.

Includes GreenStar 3 2630 Display Operator's manual with the language translation to match
the Tractor Operator's manual language translation.

The GS3 CommandCenter is pre-wired with one video input in the cab. Connector located on
the outside rear of cab. Video software can be configured in the CommandCenter using
Tractor function activated triggers. In addition, the GreenStar 3 2630 Display has the
capability of one video input. Requires camera and harnessing for video capabilities. See
Attachments for harnessing at GreenStar Harnesses in the AMS Price Pages and Ag Sales
Manual for list of compatible cameras.

When a GreenStar 3 2630 Display is connected at the cornerpost, all GreenStar applications
must be run on the 2630 display. Warranty on GreenStar 3 2630 Display will be handled by
AMS and will carry normal AMS warranty terms.

7,351.00

RECEIVER
StarFire 3000 Position Receivers can be ordered in two configurations:
-SF1 World Solution, a no-charge differential correction signal that provides non-row-crop
accuracy.
-SF2 Ready, a license-based differential correction signal that provides +/- 4 inch pass-to-pass
accuracy. SF2 licenses can be obtained by calling 888-GRN-STAR or visiting
www.StellarSupport.com.
-RTK capability may be added to an SF2 Ready StarFire 3000 by adding a StarFire RTK

AGRICULTURAL PRODUCTS
JOHN DEERE TRACTORS

8310R Tractor
Continued

23 June 2011 US & Canada
2-Tractors-06200- 12



CODE
ATTACHMENT
IDENTIFIER DESCRIPTION

SUGGESTED
LIST PRICE

USD ($)

RECEIVER ...Continued...
radio, RTK radio cover, and RTK activation. Must have complete base station and vehicle kit
for RTK. See Ag Sales Manual.

GNSS serial port information (NMEA) is available through a StarFire 3000.

Option availability limited by specific geographical regions. Please refer to region specific
price pages for appropriate ordering codes.

1835 Less StarFire 3000 Receiver
Tractor includes deluxe receiver mounting bracket only.

When installing a StarFire Receiver with Original Shroud, order conversion bracket through
parts or a Deluxe Shroud through AMS Attachments to retrofit an iTC Receiver.

In Base Price

1837 StarFire 3000 Receiver - SF1 with Deluxe Shroud
Tractor includes deluxe receiver mounting bracket only.
StarFire 3000 Receiver shipped inside the cab. Includes Receiver Operator's Manuals with the
language translation to match the Tractor Operator's Manual language translation.
Warranty on StarFire 3000 Receiver will be handled by AMS and will carry normal AMS
warranty terms.

Ready for use with the StarFire SF1 or WAAS/EGNOS differential correction signal for
non-row-crop accuracy. StarFire 3000 receiver can be upgraded to SF2 capabilities.

2,695.00

1838 StarFire 3000 Receiver - SF2 Ready with Deluxe Shroud
Tractor includes deluxe receiver mounting bracket only.
StarFire 3000 Receiver shipped inside the cab. Includes Receiver Operator's Manuals with the
language translation to match the Tractor Operator's Manual language translation.
Warranty on StarFire 3000 Receiver will be handled by AMS and will carry normal AMS
warranty terms.

A StarFire3000 SF2 Ready Receiver requires an SF2 network subscription to obtain SF2
accuracy (+/-4" of accuracy pass to pass within 15 minutes, 95% of the time). The SF2
subscription is available through StellarSupport.com or by calling the AMS Customer Call
Center.

4,695.00

AG MANAGEMENT SOLUTIONS SOFTWARE ACTIVATIONS
Other activations sold seperately and are available through the AMS prices pages.
GS2 activations are not compatible with the GS3 CommandCenter or GS3 2630 Display.
Purchase of a new GS3 activation or upgrading the GS2 activations is required.

When using the GS3 CommandCenter as the only GreenStar display, GS3 CommandCenter is
capable of running AutoTrac, Swath Control Pro, and Pivot Pro only (with appropriate
activations purchased and StarFire Receiver installed). When utilizing an additional
standalone GreenStar Display, all GreenStar applications must be run on the additional
standalone GreenStar Display. See Online Configurator and Ag Sales Manual for more
information.

Dealer/Distributor required to contact Stellar Support to activate AMS Software Activations,
referencing the Tractor order number. Dealer/Distributor required to fully test AutoTrac
and/or iTEC Pro functionality. Warranty on Activations will be handled by AMS and will carry
normal AMS warranty terms.

Option availability limited by specific geographical regions. Please refer to region specific
price pages for appropriate ordering codes.

1845 Less AutoTrac Activation - GS3 In Base Price

1846 AutoTrac SF1 Activation - GS3
Requires factory installed StarFire 3000 SF1 Receiver (Code 1837) for AutoTrac functionality.
See AMS sales manual and price pages for detailed information.

3,000.00
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AG MANAGEMENT SOLUTIONS SOFTWARE ACTIVATIONS
...Continued...

1847 AutoTrac SF2 Activation - GS3
Requires factory installed StarFire 3000 SF2 Receiver (Code 1838) for AutoTrac functionality.
Also requires SF2 Subscription sold seperately for SF2 functionality.
For RTK usage, purchase RTK radio, activation, and base station sold separately.
See AMS sales manual and price pages for detailed information.

6,500.00

1848 AutoTrac SF1 Activation - GS3 with iTEC Pro Activation - GS3
Requires factory installed StarFire 3000 SF1 Receiver (Code 1837) and GreenStar 3 2630
Display options (Code 1825 or 1826). This option requires all GreenStar applications to be
run on the GreenStar 3 2630 Display.
See AMS sales manual and price pages for detailed information.

5,500.00

1849 AutoTrac SF2 Activation - GS3 with iTEC Pro Activation - GS3
Requires factory installed StarFire 3000 SF2 Receiver (Code 1838) and GreenStar 3 2630
Display options (Code 1825 or 1826). This option requires all GreenStar applications to be
run on the GreenStar 3 2630 Display.
Also requires SF2 Subscription sold separately for SF2 functionality.
For RTK usage, purchase RTK radio, activation, and base station sold separately.
See AMS sales manual and price pages for detailed information.

9,000.00

MACHINE CONNECTIVITY
Machine connectivity functions require cellular coverage.
Usage of the JDLink System requires customer's acceptance of the terms of the John Deere
Telematics System Contract, which describes John Deere's access and use of the data collected
by the system.

Option availability limited by specific geographical regions. Please refer to region specific
price pages for appropriate ordering codes.

1885 JDLink Capable
Includes cab wiring harness only.
Requires field kit installation, activation, and subscription for JDLink functionality.

In Base Price

1886 JDLink Select
Includes JDLink hardware: integrated cab wiring harness, antenna, modular telematics
gateway (MTG) with Service ADVISOR Remote capability, and JDLink Select activation.
Requires purchase of JDLink Select subscription sold separately.
Features: machine hours, machine location, curfew alert, geofence alert, and maintenance
profile.
JDLink customer account must be created to access JDLink Select data.
Upgrade to JDLink Ultimate requires purchase of JDLink Ultimate activation and JDLink
Ultimate subscription (no hardware changes required).

1,000.00

1889 JDLink Ultimate
Includes JDLink hardware: integrated cab wiring harness, antenna, modular telematics
gateway (MTG) with Service ADVISOR Remote capability, and JDLink Ultimate activation.
Requires purchase of JDLink Ultimate subscription sold separately.
In addition to JDLink Select features: machine utilization information, machine reports,
machine diagnostics.
JDLink customer account must be created to access JDLink Ultimate data.

2,400.00

1887 JDLink Ultimate Promotion - 1 Year Subscription Included
Includes JDLink hardware: integrated cab wiring harness, antenna, modular telematics
gateway (MTG) with Service ADVISOR Remote capability, and JDLink Ultimate activation,
and 1 year subscription to JDLink Ultimate service.
In addition to JDLink Select features: machine utilization information, machine reports,
machine diagnostics.
JDLink customer account must be created to access JDLink Ultimate data.

No Charge
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MACHINE CONNECTIVITY ...Continued...
Annual subscription renewal required after first year of service for continued functionality.

1888 JDLink Ultimate Promotion - 3 Year Subscription Included
3 year subscription includes: 1 year promotion plus 2 additional years of JDLink Ultimate
data and Service ADVISOR Remote Capability.

Includes JDLink hardware: integrated cab wiring harness, antenna, modular telematics
gateway (MTG) with Service ADVISOR Remote capability, and JDLink Ultimate activation,
and 3 year subscription to JDLink Ultimate service.
In addition to JDLink Select features: machine utilization information, machine reports,
machine diagnostics.
JDLink customer account must be created to access JDLink Ultimate data.
Annual subscription renewal required after third year of service for continued functionality.

For US and Canada Only.

1,200.00

1884 JDLink Ultimate Promotion - 5 Year Subscription Included
5 year subscription includes: 1 year promotion plus 4 additional years of JDLink Ultimate
data and Service ADVISOR Remote Capability.

Includes JDLink hardware: integrated cab wiring harness, antenna, modular telematics
gateway (MTG) with Service ADVISOR Remote capability, and JDLink Ultimate activation,
and 5 year subscription to JDLink Ultimate service.
In addition to JDLink Select features: machine utilization information, machine reports,
machine diagnostics.
JDLink customer account must be created to access JDLink Ultimate data.
Annual subscription renewal required after fifth year of service for continued functionality.

For US and Canada Only.

2,400.00

ACTIVECOMMAND STEERING
1833 John Deere ActiveCommand Steering (ACS)

Includes cab-mounted gyro, tactile feedback unit in steering column, and steering control unit
for variable ratio steering and dynamic road-wheel offset control.

3,100.00

1834 Less John Deere ActiveCommand Steering (ACS) In Base Price

TRANSMISSION
1490 16F/5R Speed PowerShift Transmission 42 km/h (26 mph)

5R is only available through John Deere dealer programming in some geographic regions.
In Base Price

1550 AutoPowr IVT Transmission 42 km/h (26 mph) with Right Hand
Reverser Controls

11,674.00

1551 AutoPowr IVT Transmission 42 km/h (26 mph) with Left Hand
Reverser Controls

12,515.00

1553 AutoPowr IVT Transmission 50 km/h (31 mph) with Right Hand
Reverser Controls
Requires 120 mm diameter Rear Axle Codes; Front Axle Code 6061; Front Fender Code 8010
or 8011; Trailer Brake Code 8751, 8752, or 8756, and Symbol B (50 km/h) Front and Rear
Tires.

11,674.00

1552 AutoPowr IVT Transmission 50 km/h (31 mph) with Left Hand
Reverser Controls
Requires 120 mm diameter Rear Axle Codes; Front Axle Code 6061; Front Fender Code 8010
or 8011; Trailer Brake Code 8751, 8752, or 8756, and Symbol B (50 km/h) Front and Rear
Tires.

12,515.00
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LIGHTS
7200 Standard Lighting

Six Front Grill Mounted Lights: two 65W low beam driving lights, two 65W high beam driving
lights and two front corner facing halogen work lights.
Ten Cab Roof Mounted Lights: Two rear and four side facing 65W flood lights and four
corner facing amber lights.
Two rear fender mounted flood lights and two rear turn signal and brake lights.
Two folding extremity lights.

In Base Price

7201 Deluxe Lighting
Includes Standard Lights plus two adjustable front roof 65W halogen floodlights, two front
belt-line flood lights, and rotary beacon light.

762.00

7202 Premium Lighting
Includes Deluxe Lights, and additionally in the front grill screen, two front corner HID lights
replace two front halogen lights and one HID light and one 65W halogen flood light are
added. Two rear fender lights are replaced with HID lights.

3,278.00

RADIO
2650 Less Radio and Speakers

Includes wiring harness only for Radio and Speakers.
In Base Price

2660 Deluxe Radio Package
AM/FM Stereo with Clock, Weatherband, Remote Controls, Auxiliary Input Jack located on
front of Radio, Four Speakers and External Antenna.

650.00

2661 Premium Radio Package with XM Radio
AM/FM Stereo with Premium Tuner, Clock, Weatherband, Compact Disc Player, Remote
Controls, USB port on front of radio face, Auxiliary Input Jacks located in right hand storage
console and on radio face, BlueTooth capable including microphone, Integrated BlueTooth
Phone Book connection through CommandCenter,XM Satellite capable including Satellite
Antenna (Subscription Required), Four Speakers, Subwoofer, and External Antenna.
Volume, Speed Compensation, bass, and treble radio functions can be viewed and configured
on the CommandCenter Display.

985.00

2662 Premium Radio Package
For Non U.S. and Canada Markets only: AM/FM Stereo with Premium Tuner, Clock, Compact
Disc Player, Remote Controls, Auxiliary Input Jack located in right hand storage console and
on radio, BlueTooth capable including microphone, Integrated BlueTooth Phone Book
connection through CommandCenter, Four Speakers, Subwoofer, and External Antenna.

885.00

REMOTE SELECTIVE CONTROL VALVES
3331 Three Remote Selective Control Valves with Push/Pull Breakaway Couplers

and High Pressure Relief Levers
-1,812.00

3341 Four Remote Selective Control Valves with Push/Pull Breakaway Couplers
and High Pressure Relief Levers

In Base Price

3351 Five Remote Selective Control Valves with Push/Pull Breakaway Couplers
and High Pressure Relief Levers

1,813.00

3361 Six Remote Selective Control Valves with Push/Pull Breakaway Couplers
and High Pressure Relief Levers
Includes Auxiliary CommandArm Mounted SCV Controls.
Only available on Model Year 2012 Tractors.

3,626.00
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POWER TAKE OFF
3810 45 mm (1-3/4 In.) 1000 rpm PTO (20 Spline) In Base Price

3821 45 mm (1-3/4 In.) 1000 rpm (20 Spline) with 35 mm (1-3/8 In.)
540 (6 Spline) / 1000 (21 Spline) rpm PTO
35 mm ( 1-3/8 In.) 540 rpm PTO portion of this option is not compatible with Cat. 4 Drawbar.

2,365.00

REAR HITCH
Advertised Hitch Lift Capacity is the amount of force that is sustained through the entire range
of lift, measured at 610 mm behind the hitch point. This is measured with the rear hitch
centerlink connected to the upper hole. See Operators Manual for more information.
Maximum Lift Capacity is noted as well. This is the maximum force achieved during lift,
directly at the hitch point.

4000 Less 3-Point Hitch
Requires Code 3331 Three Remote Selective Control Valves.
If 4 and/or 5 remote cylinder control valves are required, order field installed kit RE301321
(4th Remote Cylinder Control Valve) and/or RE301501 (5th Remote Cylinder Control Valve).
Not compatible with Code 841H Front Hitch.

-5,722.00

4032 8,482 kg (18,700 Lbs.) Lift Capacity Hitch (Cat 4N/3) Hitch with
Sway Blocks and Quick Coupler
11,933 kg (26,307 Lbs.) Maximum Lift Capacity.
Requires Group 48 Rear Tires.
Requires 120mm Diameter Rear Axle.

In Base Price

4046 6396 kg (14,100 Lbs.) Lift Capacity Hitch (Cat 4N/3) Hitch with Sway Blocks
and Quick Coupler
8,984 kg (19,807 Lbs.) Maximum Lift Capacity.
Requires Group 48 Rear Tires.
Requires 120mm Diameter Rear Axle.
Only available on Model Year 2012 Tractors.

-1,170.00

DRAWBAR AND TRAILER HITCH
4321 Cat. 4 Adjustable Swinging Drawbar with 50 mm (2 In.) Pin

2,245 kg (4,950 Lb.) Maximum Vertical Load.
Use of 540 RPM PTO Shaft is not recommended due to interference during turns.

In Base Price

4322 Cat. 4 Adjustable Swinging Drawbar with 50 mm (2 In.) Pin with
Heavy Duty Support
4990 kg (11,000 Lb.) Maximum Vertical Load.
Use of 540 RPM PTO Shaft is not recommended due to interference during turns.

537.00

HYDRAULIC PUMP
3260 227.1 lpm (60 gpm) 85 cc Hydraulic Pump Displacement In Base Price

REAR AXLES
5042 120 mm (4.72 In.) Diameter x 3010 mm (118.5 In.) Length with

Double Taper Wheel Hubs
In Base Price

5043 120 mm (4.72 In.) Diameter x 2438 mm (96 In.) Length with
Double Taper Wheel Hubs

-981.00
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REAR WHEELS AND TIRES (CAST MAIN AND STEEL DUAL OR
TRIPLE UNLESS NOTED)
For complete tire and wheel information, refer to the Agricultural Sales Manual or individual
tire manufacturer's handbook.
Some tire sizes and/or brands are excluded from manufacturer warranty when used in
specialty applications (e.g. use on Scraper Tractors). Please refer to the tire manufacturer's
handbook for specific warranty guidelines.
Overloading of tires is prohibited.

A8 Speed Rated RCI Group 48 Size Tires (81 In./2057 mm Diameter)
Listed Narrowest to Widest
Listed Singles, to Duals, to Triples (if offered)
Use with any RCI Group 43 or 44 Front Tire with same brand preference.
Four step front and rear tire combinations, as example group 44/48, 43/47 are acceptable with
ILS (Code 6060 or 6061) and 1500 MFWD (Code 6042) axles only.
Mixing of R1 and R1W tread types between Front and Rear Tires is permitted.
Mixing of Increased Flexion (IF) and non-Increased Flexion tires is not permitted unless
otherwise noted.

5600 380/90R54 In. 152A8 R1W Radial in Dual Wheel Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.

140.00

5601 480/80R50 In. 159A8 R1W Radial in Dual Wheel Configuration
Available in Firestone, Goodyear, Titan, or Michelin.

In Base Price

5720 480/80R50 In. 159A8 R1W Radial in Triple Wheel Configuration
Available in Firestone, Goodyear, Titan, or Michelin.
Requires Code 5042 120 mm (4.72 In.) x 3010 mm (118.5 In.) Rear Axle.
30 In. spacing only.
Includes two 15 In. and two 10 In. Axle Extensions.

13,068.00

5202 IF 480/80R50 166A8 R1W Radial in Single Wheel Configuration
Available in Firestone only.
Requires No Brand Preference Code 5999.
Compatible with Firestone brand, Standard non-Increased Flexion Front Tire Codes 6201,
6601, 6203, and 6603.

-6,832.00

5602 IF 480/80R50 166A8 R1W Radial in Dual Wheel Configuration
Available in Firestone only.
Requires No Brand Preference Code 5999.
Compatible with Firestone brand, Standard non-Increased Flexion Front Tire Codes 6201,
6601, 6203, and 6603.

3,436.00

5603 520/85R46 In. 158A8 R1W Radial in Dual Wheel Configuration
Available in Firestone, Michelin, Continental, or Goodyear.

-360.00

5604 520/85R46 In. 158A8 R2 Radial in Dual Wheel Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.
Compatible Front Tire Code 6206 Single Tire or 6606 Front Dual Tires.

112.00

5605 620/70R46 In. 167A8 R1W Radial in Dual Wheel Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.

3,208.00

5218 IF 650/85R38 In. 179A8 R1W Increased Flexion Radial in Single Wheel Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.
Requires Front Tire Code 6214.

-3,854.00
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REAR WHEELS AND TIRES (CAST MAIN AND STEEL DUAL OR
TRIPLE UNLESS NOTED) ...Continued...

5618 IF 650/85R38 In. 179A8 R1W Increased Flexion Radial in Dual Wheel Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.
Requires Front Tire Code 6214.

9,392.00

5206 710/70R42 In. 168A8 R1W Radial in Single Wheel Configuration
Available in Firestone only.
Requires No Brand Preference Code 5999.

-6,814.00

5606 710/70R42 In. 168A8 R1W Radial in Dual Wheel Configuration
Available in Firestone only.
Requires No Brand Preference Code 5999.

3,482.00

5207 710/70R42 In. 173A8 R1W Radial in Single Wheel Configuration
Available in Michelin, Goodyear, Continental, or Trelleborg.

-5,864.00

5607 710/70R42 In. 173A8 R1W Radial in Dual Wheel Configuration
Available in Michelin, Goodyear, or Continental.
General Ag use tire.

5,382.00

5219 IF 710/70R42 In. 179A8 R1W Increased Flexion Radial in Single Wheel Configuration
Available in Firestone or Michelin.

-3,046.00

5619 IF 710/70R42 In. 179A8 R1W Increased Flexion Radial in Dual Wheel Configuration
Available in Firestone or Michelin.

11,018.00

5209 800/70R38 In. 173A8 R1W Radial in Single Wheel Configuration
Available in Firestone, Michelin, or Goodyear.

-5,186.00

5609 800/70R38 In. 173A8 R1W Radial in Dual Wheel Configuration
Available in Firestone, Michelin, or Goodyear.
Includes two 10 In. Axle Extensions.

6,728.00

5220 IF 800/70R38 In. 179A8 R1W Increased Flexion Radial in Single Wheel Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.

-1,872.00

5620 IF 800/70R38 In. 179A8 R1W Increased Flexion Radial in Dual Wheel Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.
Includes two 10 In. Axle Extensions.

13,356.00

REAR WHEELS AND TIRES FOR 31 MPH (50 KM/H) TRANSMISSION (CODE 1552
OR 1153):

B Speed Rated RCI Group 48 Size Tire (81 In./2057 mm Diameter)
Listed Narrowest to Widest
Listed Singles, to Duals, to Triples (if offered)
For use with any B Rated RCI Group 43 Front Tire with same tread type and brand
preference.

5610 480/80R50 In. 159B R1W Radial in Dual Wheel Configuration
Available in Firestone or Goodyear.

1,020.00

5211 650/85R38 In. 173B R1W Radial in Single Wheel Configuration
Available in Michelin or Goodyear.

-5,748.00
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REAR WHEELS AND TIRES (CAST MAIN AND STEEL DUAL OR
TRIPLE UNLESS NOTED) ...Continued...

5215 IF 650/85R38 In. 179B R1W Increased Flexion Radial in Single Wheel Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.

-3,348.00

5213 710/70R42 In. 173B R1W Radial in Single Wheel Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.

-4,080.00

5216 IF 710/70R42 In. 179B R1W Increased Flexion Radial in Single Wheel Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.

-1,896.00

5217 IF 800/70R38 In. 179B R1W Increased Flexion Radial in Single Wheel Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.

-1,362.00

FRONT AXLES
6042 1500 Series Mechanical Front Wheel Drive with Hydraulic Differential Lock

and Dual Tire Capability
Requires Code 3260: 227 lpm (60 gpm) Hydraulic Pump.
Single front tires require a load index rating of 143 or greater.
Axle is compatible with duals.
Compatible with either Group 42/43 Front and 47 Rear tires or 43/44 Front and 48 Rear
Tires where allowed by model. See tire listings.

-8,646.00

6060 John Deere Independent Link Suspension with Hydraulic Differential Lock,
Fully Enclosed Driveline and Dual Tire Capability
Requires Code 3260: 227 lpm (60 gpm) Hydraulic Pump.
Single front tires require a load index rating of 145 or greater.
Compatible with either Group 42/43 Front and 47 Rear tires or 43/44 Front and 48 Rear Tires
where allowed by model. See tire listings.

In Base Price

6061 John Deere Independent Link Suspension with Hydraulic Differential Lock,
Wet Multi-Disk Brakes, Fully Enclosed Driveline, and Dual Tire Capability
Requires Code 3260: 227 lpm (60 gpm) Hydraulic Pump.
Single front tires require a load index rating of 145 or greater.
Compatible with either Group 42/43 Front and 47 Rear tires or 43/44 Front and 48 Rear Tires
where allowed by model. See tire listings.

2,385.00

FRONT WHEELS AND TIRES
For complete tire and wheel information, refer to the Agricultural Sales Manual or individual
tire manufacturer's handbook.
Some tire sizes and/or brands are excluded from manufacturer warranty when used in
specialty applications (e.g. used on Scraper Tractors). Please refer to the tire manufacturer's
handbook for specific warranty guidelines.
Overloading of tires is prohibited.
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FRONT WHEELS AND TIRES ...Continued...

FRONT WHEELS AND TIRES FOR 40 km/h TRANSMISSIONS:
FRONT TIRES FOR
1300 SERIES (CODE 6040 OR 6041), 1500 SERIES (CODE 6042), OR
INDEPENDENT LINK SUSPENSION (ILS) (CODE 6060 OR 6061) AXLES

Eight Position Wheels for 1300 Series, 1500 Series, or ILS Axle with:

A8 Speed Rated RCI Group 43 Size Tires (63 In./1600 mm Diameter)
Listed Narrowest to Widest (Single Front or Dual Front as noted)
Use with any RCI Group 47 or 48 Rear Tire with same tread type and brand preference.
Four step front and rear tire combinations, as example 44/48, 43/47 are acceptable with ILS
(Codes 6060 or 6061) and 1500 MFWD (Code 6042) axles only.
Mixing of R1 and R1W tread types between Front and Rear Tires is permitted.
Mixing of Increased Flexion (IF) and non-Increased Flexion Tires is not permitted unless
otherwise noted.
All Front Dual Configurations require Code 6042 1500 MFWD, 6060 ILS, or 6061 ILS with
Brake Front Axle.

6600 320/80R42 In. 141A8 R1W Radial in Dual Wheel Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.

-348.00

6601 380/80R38 In. 142A8 R1W Radial in Dual Wheel Configuration
Available in Michelin, Firestone, Titan, or Goodyear.
Four Front Steel Wheels, Adapter Ring, and Spacer Hub.

-324.00

6202 IF 380/80R38 149A8 R1W Radial in Single Wheel Configuration
Available in Firestone only.
Requires No Brand Preference Code 5999.
Compatible with Standard, non-Increased Flexion rear tires.

-7,260.00

6203 420/85R34 In. 147A8 R1W Radial in Single Wheel Configuration
Available in Firestone, Goodyear, or Titan.

-7,962.00

6603 420/85R34 In. 147A8 R1W Radial in Dual Wheel Configuration
Available in Firestone, Goodyear, or Titan.
Four Front Steel Wheels, Adapter Ring, and Spacer Hub.

In Base Price

6217 IF 420/85R34 152A8 R1W Increased Flexion Radial in Single Wheel Configuration
Available in Firestone only.
Requires No Brand Preference Code 5999.
Compatible with Standard, non-Increased Flexion rear tires.

-6,980.00

6616 480/70R34 In. 143A8 R1W Radial in Dual Wheel Configuration
Available in Continental only.
Requires No Brand Preference Code 5999.
Tread setting restrictions apply, see Sales Manual or Operators Manual.
Four Front Steel Wheels, Adapter Ring, and Spacer Hub.

660.00

6204 480/70R34 In. 144A8 R1W Radial in Single Wheel Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.
Tread setting restrictions apply, see Sales Manual or Operators Manual.

-6,992.00

6604 480/70R34 In. 144A8 R1W Radial in Dual Wheel Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.
Tread setting restrictions apply, see Sales Manual or Operators Manual.
Four Front Steel Wheels, Adapter Ring, and Spacer Hub.

1,300.00
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FRONT WHEELS AND TIRES ...Continued...
6205 480/70R34 In. 155A8 R1W Radial in Single Wheel Configuration

Available in Firestone or Goodyear.
Tread setting restrictions apply, see Sales Manual or Operators Manual.

-7,418.00

6605 480/70R34 In. 155A8 R1W Radial in Dual Wheel Configuration
Available in Firestone or Goodyear.
Tread setting restrictions apply, see Sales Manual or Operators Manual.
Four Front Steel Wheels, Adapter Ring, and Spacer Hub.

1,088.00

6206 480/70R34 In. 146A8 R2 Radial in Single Wheel Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999 and Rear Tire Code 5204 or 5604.
Tread setting restrictions apply, see Sales Manual or Operators Manual.
For use with 1829 mm (72 In.) or wider tread settings only.

-8,378.00

6606 480/70R34 In. 146A8 R2 Radial in Dual Wheel Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999 and Rear Tire Code 5204 or 5604.
Tread setting restrictions apply, see Sales Manual or Operators Manual.
For use with 1829 mm (72 In.) or wider tread settings only.
Four Front Steel Wheels, Adapter Ring, and Spacer Hub.

-832.00

6207 540/65R34 In. 152A8 R1W Radial in Single Wheel Configuration
Available in Michelin or Goodyear.
For 1300 or ILS: For use with 1679 mm (66 In.) or wider tread spacing.
For 1500: For use with 1829 mm (72 In.) or wider tread spacing.

-7,900.00

6208 600/70R30 In. 152A8 R1W Radial in Single Wheel Configuration
Available in Firestone, Goodyear, Continental, Trelleborg, or Michelin.
For 1300 or ILS: For use with 1780 mm (70 In.) or wider tread spacing.
For 1500: For use with 1829 mm (72 In.) or wider tread spacing.

-8,280.00

6214 IF 600/70R30 In. 159A8 R1W Increased Flexion Radial in Single Wheel Configuration
Available in Firestone or Michelin.
For ILS: For use with 1780 mm (70 In.) or wider tread spacing.
For 1500: For use with 1829 mm (72 In.) or wider tread spacing.

-6,696.00

FRONT WHEELS AND TIRES WITH 1500 AXLE (CODE 6042)OR
INDEPENDENT LINK SUSPENSION (ILS) (CODE 6060 OR 6061)

Steel MFWD or ILS 8 Position Wheels with:

A8 Speed Rated RCI Group 44 Size Tires (66 In./1676 mm Diameter)
Listed Narrowest to Widest (Single Front or Dual Front as noted)
Use with any RCI Group 48 Rear Tire with same tread type and brand preference.
Mixing of R1 and R1W tread types between Front and Rear Tires is permitted.

6300 540/75R34 In. 157A8 R1W Radial in Single Wheel Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.
For use with 2080 or 2182 mm tread spacing with Code 6042.
For use with 1979, 2080 or 2182 mm tread spacing with Code 6060 or 6061.

-7,736.00

6301 620/75R30 In. 163A8 R1W Radial In Single Wheel Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.
For use with 2182 mm tread spacing with Code 6042.
For use with 2080 or 2182 mm tread spacing with Code 6060 or 6061.

-6,856.00
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FRONT WHEELS AND TIRES ...Continued...

FRONT WHEELS AND TIRES for 50 km/h TRANSMISSION (CODE 1552 OR 1553)
AND
INDEPENDENT LINK SUSPENSION (CODE 6061):

Eight Position Wheels for ILS Axle Code 6061 with:

B Speed Rated RCI Group 43 Size Tires (63 In./1600 mm Diameter)
Listed Narrowest to Widest (Single Front or Dual Front as noted)
For use with any B Rated RCI Group 48 Rear Tire with same brand preference.
Requires Code 6061.
Mixing of Increased Flexion (IF) and non-Increased Flexion tires is not permitted unless
otherwise noted.

6209 420/85R34 In. 147B R1W Radial In Single Tire Configuration
Available in Firestone or Goodyear.
Requires Rear Tire Code 5610.

-7,452.00

6609 420/85R34 In. 147B R1W Radial In Dual Tire Configuration
Available in Firestone or Goodyear.
Requires Rear Tire Code 5610.
Four Front Steel Wheels, Adapter Ring, and Spacer Hub.

255.00

6210 540/65R34 In. 152B R1W Radial In Single Tire Configuration
Available in Michelin or Goodyear.
Use with 1780 mm (70 In.) or wider tread settings.

-7,392.00

6212 600/70R30 In. 152B R1W Radial In Single Tire Configuration
Available in Michelin or Goodyear.
Use with 1780 mm (70 In.) or wider tread settings.

-7,770.00

6215 IF 600/70R30 In. 159B R1W Increased Flexion Radial in Single Tire Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.
For use with 1780 mm (70in.) or wider tire tread.

-5,546.00

TIRE PREFERENCE CODES
If only one brand is available in any tire code, the Tire Preference Code 5999 must be chosen
below to avoid extra charges. You will still get the one brand stated in the tire code
description.

5999 No Brand Preference
Matching front and rear tire brands will be installed on Tractor unless notified by factory.

No Charge

5901 Firestone Brand Only 800.00

5902 Goodyear Brand Only 800.00

5903 Michelin Brand Only 1,200.00

5904 Continental Brand Only 800.00

OPERATOR'S MANUAL AND LABELS
0403 Bulgarian Same Price

0409 English In Base Price

AGRICULTURAL PRODUCTS
JOHN DEERE TRACTORS

8310R Tractor
Continued

23 June 2011 US & Canada
2-Tractors-06200- 23



CODE
ATTACHMENT
IDENTIFIER DESCRIPTION

SUGGESTED
LIST PRICE

USD ($)

OPERATOR'S MANUAL AND LABELS ...Continued...
0413 French Same Price

0416 Hebrew Operator's Manual and Non-Text Labels Same Price

0437 Spanish Same Price

ATTACHMENTS - ORDER AS DESIRED

Customer Gold Key Program:
9076 Gold Key Experience

Not compatible with Code 9075.
This personal guided tour provides you with the unique opportunity to watch a similar machine
to the one you are purchasing during its final stages of manufacturing. This tour will be
scheduled in advance and can occur at your convenience during a 60 day window (30 days
prior to or 30 days after your machine's expected warehouse date). For more information, visit
www.deere.com/goldkey.

No Charge

Operator Station and Electrical:
8288 Foot Operated Speed Control 343.00

8242 Radar, Dual Beam Sensor 943.00

8210 Leather Trim Package
For CommandView II, Deluxe CommandView II, and Premium CommandView II cabs.
Includes heated leather seat, leather instructional set, leather wrapped steering wheel and rear
window decal.

1,725.00

8227 Outside Mirrors, Telescoping, Heated, Electrically Adjustable RH and LH
Required to upgrade from Right and Left Hand Manual Adjust Mirrors.

1,018.00

8228 Outside Mirrors, Telescoping, Heated, Electrically Adjustable RH and LH
Required to upgrade from RH and LH Electrically Adjusting Mirrors.

565.00

8251 Antenna Mount and Wiring for Business Band (2-Way) Radio 135.00

8725 Rotary Warning Beacon
Required to add Rotary Beacon Light to Standard Lighting Package.

358.00

8720 Loader/Driving Light Package
Only available on Model Year 2012 Tractors.
Provide two road lights mounted higher on the cab posts for use when front mounted
equipment obstruct grill mounted front lights.

219.00

Hydraulics:
832G Auxiliary Hydraulic Connections

Includes (2) motor return couplers, (1) flat face sump coupler, (1) power beyond pressure
coupler and (1) load sense coupler.
Suitable for use with most planting and seeding equipment.

893.00
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ATTACHMENTS - ORDER AS DESIRED ...Continued...

Chassis:
8010 Fenders, Deluxe Pivoting Front for MFWD or ILS -

480 mm (18.9 In.) Wide
Recommended for use with 290 mm (12.4 In.) to 420 mm (16.9 In.) tire widths.
Code 8010 or 8011 is required for 50 km/h (31 mph) Tractors.
Not compatible with Code 8011 Fenders, Deluxe Pivoting Front for MFWD or ILS - 620 mm
(24.4 In.) wide.

1,322.00

8011 Fenders, Deluxe Pivoting Front for MFWD or ILS - 620 mm (24.4 In.) Wide
Recommended for use with 480 mm (18.9 In.) to 620 mm (244 In.) tire widths.
Not for use with front dual tire combinations.
Code 8010 or 8011 is required for 50 km/h (31 mph) Tractors.
Not compatible with option Code 8010 Fender, Deluxe Pivoting Front for MFWD or ILS - 480
mm (18.9 In.) Wide.

1,549.00

8020 Fenders, Full Coverage Rear 2.55 m (100 In.) Width
Includes hitch control switch on both fenders.
Includes external PTO switch on fender extension.
Not compatible with Code 8021 Fenders, Extra Width Coverage Rear 2.75 m (108 In.) Width.

1,299.00

8751 Trailer Brake, Air Dual Line System
Includes compressor, tank, control valves and 2 line couplers.
Not compatible with Code 8756 Hydraulic Trailer Brakes.
If Air and Hydraulic Trailer Brakes are required, order Code 8752 Trailer Brakes, Air Dual
Line and Hydraulic.

6,757.00

8752 Trailer Brake, Air Dual Line and Hydraulic
Includes rear Tractor line hydraulic coupler.
Includes compressor, tank, control valves and couplers.
Not compatible with Codes 8751 or 8756.

7,596.00

8756 Trailer Brake, Hydraulic
Includes rear Tractor line hydraulic coupler.
Not compatible with Code 8751 Trailer Brake, Air Dual Line or Code 8752 Trailer Brake, Air
Dual Line and Hydraulic.

838.00

Front Implement:
8380 PTO, Independent Front with 35 mm (1-3/8 In) 21-Spline, 1000 rpm

Clockwise-Rotating Shaft as Viewed from Front (Type 2)
Only available on Model Year 2012 Tractors.
For Code 8336 IT4/ Stage IIIA Compliant Engine.
Requires Front Hitch Code 8411. Requires ILS Front Axle Code 6060 or 6061.
Not compatible with group 42 Front Tires. Not compatible with Powershift Transmission Code
1490.

7,995.00

8381 PTO, Independent Front with 45 mm (1-3/4 In) 20-Spline, 1000 rpm
Clockwise-Rotating Shaft as Viewed from Front (Type 3)
Only available on Model Year 2012 Tractors.
For Code 8336 IT4/ Stage IIIA Compliant Engine.
Requires Front Hitch Code 8411. Requires ILS Front Axle Code 6060 or 6061.
Not compatible with group 42 Front Tires. Not compatible with Powershift Transmission Code
1490.

7,995.00
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8383 PTO, Independent Front with 35 mm (1-3/8 In) 21-Spline, 1000 rpm

Clockwise-Rotating Shaft as Viewed from Front (Type 2)
Only available on Model Year 2012 Tractors.
For Code 8334 Stage II Compliant Engine.
Requires Front Hitch Code 8411. Requires ILS Front Axle Code 6061.
Not compatible with group 42 Front Tires.
Not compatible with Powershift Transmission Code 1490.

7,995.00

8384 PTO, Independent Front with 45 mm (1-3/4 In) 20-Spline, 1000 rpm
Clockwise-Rotating Shaft as Viewed from Front (Type 3)
Only available on Model Year 2012 Tractors.
For Code 8334 Stage II Compliant Engine.
Requires Front Hitch Code 8411. Requires ILS Front Axle Code 6061.
Not compatible with group 42 Front Tires.
Not compatible with Powershift Transmission Code 1490.

7,995.00

8411 Front Hitch with Folding Draft Links, Cat. 3N Ground Engaging Hitch,
5,200 kg (11,646 lb.) Lift Capacity
nly available on Model Year 2012 Tractors.
Includes Front Hitch Valve.
Requires Independent Link Suspension (Code 6060 or 6061)
Compatible with 3, 4, 5, or 6 Rear SCV's.
Includes Auxiliary CommandArm Mounted SCV Controls.

6,850.00

835H Two Front Remote Selective Control Outlets with Push/Pull Breakaway Couplers and
Factory Installed Plumbing to Rear Remote Selective Control Valves Three and Four
Only available on Model Year 2012 Tractors.
Front SCV hoses can be disconnected for rear SCV use.
Requires Code 8411 Front Hitch.
Requires Code 8020 Full Coverage Rear Fender Extensions to provide remote hitch lift
controls for rear hitch.

1,600.00

Engine:
8300 Cold Weather Start Kit

Factory installation of Block Heater (110V) and Ether Aid Canister and Switch.
144.00

8306 Fuel/Water Separator, Severe Duty
In addition to water separator in base equipment.

591.00

8220 Intelligent Power Management
Provides up to an additional 35 engine hp for non-stationary rear PTO or transport speeds
above 23 km/h (14.3 mph).
Not compatible with Stage II Emission compliant engine.

3,579.00

8336 John Deere PowerTech PSX 9.0 L (549 cu. In.) 6 Cyl IT4 / Stage 3b Compliant Diesel
Engine

Same Price

8334 John Deere PowerTech 9.0 L (549 cu. In.) 6 Cyl Stage 2 Compliant Diesel Engine
Only available on Model Year 2012 Tractors.

Same Price

8550 Skid for Duals
For Tractors shipping outside of the United States and Canada.

136.00
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Ballast Packages:

1778 kg (3920 lb.) Ballast Package with Rear Duals:
8931 Front Weight Support with 4 Front Suitcase Weights and One Pair

of 635 kg (1400 lb.) Inside/Inner Rear Wheel Weights and One Pair
75 kg (165 lb.) Outside/Outer Dual Rear Wheel Weights
1500 Axle: 120 Lb./hp with 39/61 Front/Rear Weight Split and require single front tires with
load index of 145 or greater or front duals.
ILS Axle: 123 Lb./hp with 40/60 Front/Rear Weight Split and require single front tires with
load index of 146 or greater or front duals.
Requires rear duals.
Not compatible with triples.
Not compatible with any other factory installed front or rear weight code.

5,095.00

2372 kg (5230 lb.) Ballast Package with Rear Duals:
8933 Front Weight Support with 8 Front Suitcase Weights and One Pair of

635 kg (1400 lb.) Inside/Inner Rear Wheel Weights and One Pair
75 kg (165 lb.) and One Pair 205 kg (450 lb.) Outside/Outer Dual Rear Wheel Weights
1500 Axle: 125 Lb./hp with 39/61 Front/Rear Weight Split and require single front tires with
load index of 146 or greater or front duals.
ILS Axle: 135 Lb./hp with 43/57 Front/Rear Weight Split and require single front tires with
load index of 148 or greater or front duals.
Requires rear duals.
Not compatible with triples.
Not compatible with any other factory installed front or rear weight code.

6,782.00

3547 kg (7820 lb.) Ballast Package with Rear Duals:
8932 Front Weight Support with 16 Front Suitcase Weights and One Pair

of 635 kg (1400 lb.) Inside/Inner Rear Wheel Weights and One Pair
75 kg (165 lb.) and Three Pair of 205 kg (450 lb.) Outside/Outer
Dual Rear Wheel Weights
1500 Axle: 142 Lb./hp with 43/57 Front/Rear Weight Split and require single front tires with
load index of 150 or greater or front duals.
ILS Axle: 145 Lb./hp with 44/56 Front/Rear Weight Split and require single front tires with
load index of 151 or greater or front duals.
Requires rear duals.
Not compatible with triples.
Not compatible with any other factory installed front or rear weight code.
Base on the tire width option ordered, some 450 lb. wheel weights may be shipped on a
separate pallet and require dealer installation.

10,148.00

Quik-Tatch Weights:
8955 Weight, Front Support - Less Weights

Support weighs 390 Lb. (180 kg).
1300 Axle requires single front tires with load index of 141 or greater.
1500 Axle requires single front tires with load index of 143 or greater or front duals.
ILS requires single front tires with load index of 145 or greater or front duals.
Includes Tow Point.

551.00

8956 Weight, Front Support with Four Suitcase Weights
1300 Axle requires single front tires with load index of 143 or greater.
1500 Axle requires single front tires with load index of 145 or greater or front duals.
ILS requires single front tires with load index of 146 or greater or front duals.

1,140.00
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8957 Weight, Front Support with Eight Suitcase Weights

1300 Axle requires single front tires with load index of 145 or greater.
1500 Axle requires single front tires with load index of 146 or greater or front duals.
ILS requires single front tires with load index of 148 or greater or front duals.

1,637.00

8958 Weight, Front Support with Twelve Suitcase Weights
1300 Axle requires single front tires with load index of 146 or greater.
1500 Axle requires single front tires with load index of 148 or greater or front duals.
ILS requires single front tires with load index of 150 or greater or front duals.

2,132.00

8959 Weight, Front Support with Sixteen Suitcase Weights
1300 Axle requires single front tires with load index of 148 or greater.
1500 Axle requires single front tires with load index of 150 or greater or front duals.
ILS requires single front tires with load index of 151 or greater or front duals.

2,621.00

8960 Weight, Front Support with Twenty-Two Suitcase Weights
1300 Axle requires single front tires with load index of 150 or greater.
1500 Axle requires single front tires with load index of 152 or greater or front duals.
ILS requires single front tires with load index of 153 or greater or front duals.

3,361.00

Rear Wheel Weights - For Inside/Inner Wheels (Cast):
Weights shown are for each weight.

8970 One Pair 205 kg (450 lb.) 1,189.00

8971 Two Pair 205 kg (450 lb.)
Based on the tire width option ordered, some 450 lb. wheel weights may be shipped on a
separate pallet and require dealer installation.

2,382.00

8972 One Pair 635 kg (1400 lb.)
Requires tire with load rating above 151 Load Index.

3,428.00

Rear Wheel Weights - For Outside/Inner Wheels (Cast):
Weights shown are for each weight.

8978 One Pair 75 kg (165 lb.) Starter Weights and One Pair 205 kg (450 lb.) Weight
for the Outside of Single Rear Wheel
For outside of drive wheel on rear singles only.

1,717.00

Rear Wheel Weights - For Outside/Outer Dual Wheels:
Weights shown are for each weight.

8973 One Pair 75 kg (165 lb.) Starter Weights and One Pair 205 kg (450 lb.) Weights
for Outer Rear Dual
For outside outer dual only.
Not compatible with Triples.

1,717.00

8974 One Pair 75 kg (165 lb.) Starter Weights and Two Pair 205 kg (450 lb.) Weights
Requires rear duals.
Not compatible with rear triples.

2,907.00

8975 One Pair 75 kg (165 lb.) Starter Weights and Three Pair 205 kg (450 lb.) Weights
Requires rear duals.
Not compatible with rear triples.

3,983.00
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ATTACHMENTS FOR FIELD CONVERSION

Electrical:
RE58827 9-Pin Connector Implement Feedback

Required for Touch-Set Depth Control.
128.00

AR255881 Battery Disconnect Switch 168.00

RE329902 Battery Disconnect Switch, Wheel 145.00

RE322780 ISO Cab Implement CAN Bus Adapter See Parts

RE21519 Implement Switch with 10 Ft. Harness 162.00

AR245564 Mounting Kit for Radar with Dual Beam Sensor
Requires Dual Beam Radar (RE249206).

220.00

RE278980 Radar with Dual Beam Sensor
Requires AL171547 Attaching Bracket Kit.

See Parts

RE325025 iTech 3/4 Switch
Requires software download. Reference Installation instructions for additional information.

25.00

Engine:
RE323008 Cold Weather Starting Package 91.00

RE227949 Engine Block Heater (110V) See Parts

RE524692 Engine Block Heater (220V) See Parts

RE321571 Fuel/Water Separator Kit, Severe Duty
In addition to water separator in base equipment.

606.00

Fenders:
RE260608 Fenders, Deluxe Pivoting Front for 1300 Series MFWD - 18.7 In. (480 mm) Wide

Recommended use with 12.4 In. (290 mm) to 16.9 In. (420 mm) tire widths.
Compatible with 1300 Series MFWD front axle only.

1,322.00

RE260609 Fenders, Deluxe Pivoting Front for 1300 Series MFWD - 24.4 In. (620 mm) Wide
Recommended use with 18.4 In. (480 mm) to 23.6 In. (600 mm) tire widths.
Compatible with 1300 Series MFWD front axle only.

1,549.00

RE308214 Fenders, Deluxe Pivoting Front for 1500 Series MFWD - 18.7 In. (480 mm) Wide
Recommended use with 12.4 In. (290 mm) to 16.9 In. (420 mm) tire widths.
Compatible with 1500 Series MFWD front axle only.

1,322.00

RE308215 Fenders, Deluxe Pivoting Front for 1500 Series MFWD - 24.4 In. (620 mm) Wide
Recommended use with 18.4 In. (480 mm) to 23.6 In. (600 mm) tire widths.
Compatible with 1500 Series MFWD front axle only.

1,549.00

RE236667 Fenders, Deluxe Pivoting Front for Independent Link Suspension -
18.7 In. (480 mm) Wide
Also order 2 pieces of R186578.
Recommended use with 12.4 In. (290 mm) to 16.9 In. (420 mm) tire widths.

1,322.00
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RE236670 Fenders, Deluxe Pivoting Front for Independent Link Suspension -

24.4 In. (620 mm) Wide
Also order 2 pieces of R186578.
Recommended for use with 18.4 In. (480 mm) to 23.6 In. (600 mm) tire widths.
Not for use with front dual tire combinations.

1,549.00

RE324406 Fenders, Extra Width Rear Fender Extensions 267.00

RE318606 Fenders, Full Coverage Rear 2.55 meter (100 In. Width) 483.00

Hitch and Drawbar:
R177682 Center Link Bracket

Retains the center link when not in use.
See Parts

AR211154 Drawbar Heavy Duty Support for use with Cat. 4 Drawbar
(11,000 Lb. Vertical Load Capacity)
Requires Cat. 4 Drawbar.
Increases vertical load capacity to 11,000 Lb. (4990 kg.).
Cat. 4 Drawbar is not compatible with PTO Codes 2418 or 2420 or with field installed 1-3/8
540 rpm PTO.

782.00

RE268625 Drawbar, Ball-type 80 mm Cat. 4
Ball-type drawbar for use when using the DN 345 - Drawn Dry Box Spreader. No other
implements are approved for this drawbar.

3,153.00

AR211153 Drawbar, Cat. 4 with 2 In. Pin and Heavy Duty Support
(11,000 Lb. Vertical Load Capacity)
Cat. 4 Drawbar is not compatible with PTO Codes 3820 or 3821 or with field installed 1-3/8
540 rpm PTO.

1,810.00

RE327692 Front Hitch Chain Hooks 189.00

RE301735 Hitch Kit, 3-in-1 Rails
Compatible with Type 2 PTO.

789.00

RE301736 Hitch Kit, 3-in-1 Rails
Compatible with Type 3 PTO.

1,322.00

RE180668 Rear Hitch Quik-Coupler (Convertible Cat. 3/3N)
Requires RE34846 Bumper Blocks.

1,477.00

Hydraulics:
RE301321 4th Remote Cylinder Control Valves with Push/Pull Breakaway Couplers with

High Pressure Relief Levers
For Tractors equipped with a front hitch or without a rear hitch, see installation instructions
for additional parts needed to complete installation.
Requires (R301759) Software download to activate function - See Parts.

2,383.00

RE301501 5th Remote Cylinder Control Valves with Push/Pull Breakaway Couplers with
High Pressure Relief Levers
Requires (R301760) Software download to activate function - See Parts.

2,460.00

RE315727 Auxiliary Hydraulic Oil Take-Out Pump and Reservoir
Provides an additional 11 gallon (42 liters) capacity for large, single acting cylinders used for
application where a large hydraulic oil flow in a short period of time is needed.

1,870.00
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RE222721 Auxiliary Sump Coupler Kit (Flush Face Coupler Style)

Required to connect Tractor sump to case drains on Seeding Equipment.
125.00

RE323471 Front SCV Plumbing Kit
Routes SCV function from the rear to the front.

1,760.00

AR114664 Hydraulic Motor Return, Multiple/Auxiliary Hitch Coupler/
Sump Return Kit
For use with Hydraulic Motor Returns, Hitch Valve with Lift Assist Wheels or Motor
Drains/Sump Returns or grapple valve.

186.00

RE322174 Hydraulic Trailer Brake Kit
Provides single line connection to hydraulic braking systems.
Works with or without power beyond couplers.

682.00

RE221284 Low Stand-By Pressure Control Kit
Prevents main pump activation during engine start up in certain hydraulic configurations
using power beyond.

947.00

RE281166 Power Beyond Coupler Kit
Kit includes load sense, pressure and return couplers.

730.00

AR272536 Rear EHSCV Single Lever Control (Joystick) and Mounting Parts for CommandArm 1,510.00

Lighting:
RE308937 Auxiliary Driving / Loader Light Kit

Includes headlights, wiring harness, brackets and mounting hardware.
228.00

RE269641 Lights, Field Vision Xenon HID Rear Fender Light
Requires (2) for conversion.

See Parts

RE298933 Lights, Two Roof-Mounted 65W Halogen Front Flood Lights 135.00

RE325694 Rotary Beacon Light Kit 358.00

Miscellaneous:
AR320123 Single Line Coupler Parts for Air Trailer Brakes 561.00

Operator Environment:
RE67015 3-Way Convenience Adapter for Power Strip See Parts

RE317435 Accessory Mounting Bracket 106.00

RE269615 Antenna Mount and Wiring for Business Band Radio 135.00

RE275532 Ash Tray See Parts

RE67014 Cigar-Style Adapter for Power Strip See Parts

RE323407 External Mirrors, Electrically Adjustable RH and LH Conversion Kit 514.00

RE293499 External Mirrors, Electrically Telescoping and Heated Mirror Heads 1,696.00

RE323405 External Mirrors, Manually Adjustable RH and LH 256.00
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RE321017 Foot-Operated Speed Control

For use with PST or IVT transmissions.
Order Floor Mat separate through Parts.

121.00

RE68495 Power Strip with Six Outlets
Cab Tractors (Code 2034) ONLY.
Requires (1) RE67013, (1) RE67014, and (1) RE67015 Ordered Separately.

See Parts

RE328345 Radio, Deere/Delco AM/FM Stereo with Clock, Weatherband,
Four Speakers and Antenna

362.00

RE298965 Radio, Sub Woofer Kit 286.00

RE67013 Standard Connector with 1m (3-Foot) Cable for Power Strip See Parts

RE284180 Step Kit, Left Hand Convenience Platform See Parts

RE261504 Sun Shade, Front Pull Down See Parts

RE263352 Tire Pressure Monitor Kit
Includes Monitor and four pressure sensors.
For Cab Tractors Only.

See Parts

RE324993 Touchscreen GS3 CommandCenter 7" Color Display, Video Capable 1,260.00

RE269618 Windshield Wiper with Washer, Rear 186.00

Software Downloads:
RE298885 Intelligent Power Management

Provides up to an additional 30 Engine hp for non-stationary rear PTO and transport
applications.
Download through Service Advisor's software delivery system.
Includes instruction and download only.
See Ag Sales Manual for ground speed specifications.

See Parts

RE305729 Language Group for CommandCenter - English,
Croatian, Serbian, Slovenian,
German
Download through Service Advisor's software delivery system.
Includes instruction and download only.

See Parts

RE305727 Language Group for CommandCenter - English,
Danish, Swedish, Finish,
Norwegian
Download through Service Advisor's software delivery system.
Includes instruction and download only.

See Parts

RE305726 Language Group for CommandCenter - English,
Estonian, Latvian, Lithuanian,
Polish, Russian
Download through Service Advisor's software delivery system.
Includes instruction and download only.

See Parts

RE305725 Language Group for CommandCenter - English,
French, Dutch, Icelandic,
German
Download through Service Advisor's software delivery system.
Includes instruction and download only.

See Parts
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RE305730 Language Group for CommandCenter - English,

Greek, Turkish
Download through Service Advisor's software delivery system.
Includes instruction and download only.

See Parts

RE308728 Language Group for CommandCenter - English,
Hungarian, Czech, Slovak, Romanian,
Bulgarian
Download through Service Advisor's software delivery system.
Includes instruction and download only.

See Parts

RE305731 Language Group for CommandCenter - English,
Italian, Spanish, Portuguese, German,
Dutch, French, Swedish, Hungarian, Danish, Polish
Download through Service Advisor's software delivery system.
Includes instruction and download only.

See Parts

BPF10312 Non-John Deere Guidance Compatibility Activation - AutoFarm/Novariant
Required for communication between non-John Deere guidance systems and the Tractor's
steering components. Consult guidance system selling dealer for compatibility information.

250.00

BPF10313 Non-John Deere Guidance Compatibility Activation - Hemisphere/Outback
Required for communication between non-John Deere guidance systems and the Tractor's
steering components. Consult guidance system selling dealer for compatibility information.

250.00

BPF10311 Non-John Deere Guidance Compatibility Activation - Raven
Required for communication between non-John Deere guidance systems and the Tractor's
steering components. Consult guidance system selling dealer for compatibility information.

250.00

BPF10363 Non-John Deere Guidance Compatibility Activation - Trimble
Required for communication between non-John Deere guidance systems and the Tractor's
steering components. Consult guidance system selling dealer for compatibility information.

250.00

Transmission:
RE224298 Transmission Backup Alarm 391.00

RE323009 Transmission Hydraulic Oil Heater (110 Volts) 330.00

RE323010 Transmission Hydraulic Oil Heater (220 Volts) 431.00

Vandal Protection:
AL71345 Door Locks - Custom Key 156.00

Weights:
R127764 Weight, Front Suitcase (104 Lb.) Quantity of One

Dealer must order 5000 Lbs. to receive free freight through Waterloo Weight Program.
Available to Ag Dealers only.

123.00

RFR127764 Weight, Front Suitcase, Twenty (20-R127764) 2,276.00

R242154 Weight, Front Support, 390 Lb. (180 kg)
Requires (6) 19M9141 Cap Screws and (6) 24M7242 Washers for installation - See Parts.
Holds up to 22 Quick-Tatch Weights.

815.00

R167151 Weight, Inner Wheel, 1400 Lb. 1,730.00
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R167153 Weight, Wheel, 165 Lb. (72 Kg) 256.00

RFR207782 Weight, Wheel, 1800 Lb. (4 - 450 Lb., R207782 Weights) 2,416.00

RFR167153 Weight, Wheel, 1980 Lb. (12 - 165 Lb., R167153 Weights) 3,076.00

R207782 Weight, Wheel, 450 Lb. 604.00

Wheel Equipment:
RE324389 Front Wheel Dual Extensions

Compatible with ILS or 1500 front axles.
2,452.00

AR190666 One 10 In. Dual Hub Extension 733.00

AR190668 One 13 In. Dual Hub Extension 815.00

AR190669 One 15 In. Dual Hub Extension 854.00

AR194744 One 5 In. Dual Hub Extension 662.00

RE267658 Three Meter Front Wheel Spacer
Not compatible with Tractors equipped with front brakes.

2,959.00
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ENGINE:
John Deere PowerTech PSX Diesel

In-line 6-Cylinder Wet-Sleeve
with High Pressure Common Rail (HPCR)
Fuel System and 24 Valve Head

9.0 L (549 Cu. In.) Displacement
335 Engine Hp (246 kW) 97/68/EC @ Rated Speed
276 SAE PTO hp (205 kW) @ Rated Speed
Air to Air Intercooled
Automatic Shutdown System
Dry Type Air Cleaner with Safety Element

and Dirt Aspiration System
Tilt Hood Enclosure
VariCool Fan Drive System
Electric Fuel Shutoff
Engine Coolant Conditioner Additive
Engine Coolant Recovery System
Dual Stage Fuel Filtration System with

Fuel Water Separator with Sensor
Self-Priming and Bleeding Electronic

Fuel Pump
680 L (180 U.S. Gal.) Fuel Tank Capacity

with Lockable Fuel Cap
Top-loading Vertical Engine Oil Filter
Electronic Injection and Governor Control
Field Cruise Control

TRANSMISSION:
Powershift

16 Forward/5 Reverse Speeds
Hydraulically-Engaged Wet-Disk Clutch
Park Lock

Neutral Safety Start System

STEERING, BRAKES DIFFERENTIAL:
Load-Sensing Hydraulic Power Steering
Wet-Disk Hydraulic Power Brakes
Hydraulically-Engaged Differential Lock

HYDRAULICS:
Pressure Flow Compensating

Axial Piston Pump
83 cc Displacement 227 lpm (60 gpm)

Pump Output
132 lpm (35 gpm) Flow @ One SCV
L (gal) Oil Take Out Capacity @

Max Flow Rate
50 L (13 Gal.) Take-Out Capacity
Four Electrohydraulic Remote Selective

Control Valves with Push/Pull
ISO Breakaway Couplers and
High Pressure Release Levers

PTO:
Independent 1000 RPM, 45 mm

(1-3/4 In.) 20 Spline
PTO Safety Start System
Seat-Activated PTO Warning

ROCKSHAFT, HITCH AND DRAWBAR:
Dual Cylinder Electrohydraulic Rear

3-Point Hitch, Category 4N/3
Solid Draft Links with External
Remote Raise/Lower Switch
Sway Blocks with Tapered Wedge Adjustment
Electro/Hydraulic Hitch Dampening
Center Link Adjustment Handle
Transport Lock

Adjustable Swinging Drawbar
Cat. 4 Drawbar with Clevis

and 2 In. Pin

INSTRUMENTATION:
Corner Post Digital Instrument Panel

Includes:
Engine Oil Pressure Gauge
Engine Coolant Temperature Gauge

Fuel Level Gauge with
Low Fuel Warning Signal

Engine RPM Indicator
Status Indicator for:

MFWD
Differential Lock
Rear PTO Speed

CommandCenter Display Includes:
GreenStar 3 Application Capability

Video Capability, with Tractor Function
Activated Triggers

AutoTrac and Swath Control Pro
Activation Required

Access Manager
Universal Performance Monitor

Display Functions Definable By Operator:
% Slip
Ground Speed
PTO Speed
Engine Hours
Hydraulic Settings
Hitch Settings
Hitch Slip Command
Productivity
Efficiency
Area
Adjustable PTO Modulation
Implement Width
Service Hours
Voltage
Fuel Consumption Rate
Temperatures
Time of Day
Ambient Temperature

Command Control System with:
Automatic Powershift
Set and Adjust Time and Flow of

Individual Selective Control Valves
iTEC End of Row Functions
Languages:

For a complete list of languages, refer to the Ag
Sales Manual

OPERATOR PROTECTIVE STRUCTURE:
Deluxe CommandView II Cab

Tilt/Telescoping Memory Steering Wheel
Comfort Command Seat with

Air Suspension, Swivel
Fore-Aft Lateral Attenuation,
Lumbar Support
Backrest Adjustment with
Integrated CommandARM Controls

Adjustable Position CommandARM with
Integrated CommandCenter Display

Swing-Out Rear Window (30 Degrees)
Tinted Glass
Air Conditioner and Heater
Two Speed and Intermittent Front Wiper

and Rear Wiper
Front and Rear Windshield Washer
Pull Down Front Sun Visor
Rear Under Seat Storage
Folding Instructional Seat
Left Hand Storage
Two Beverage Holders
Right and Left Outside Mirrors
Less Radio and Speakers
Includes Wiring Harness for Radio and Speakers
Inside Cab Mounted Rear View Mirror
Passive Noise Reduction System

Backlit Right Hand Console Controls
with Adjustable Brightness

Step, Left Hand Convenience

ELECTRICAL:
Key Engine Shutoff
12V Electrical System

AGRICULTURAL PRODUCTS
JOHN DEERE TRACTORS
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Two 925 CCA 12V Batteries
Two 12V Electrical Convenience Outlet
Two 12V Electrical 3-Pin Outlet

with Adapter
Battery Boost Terminal
200 Amp Alternator
SmartCircuit Current Load Monitoring

System with Fuse Panel
7-Terminal Rear Implement Electrical

Outlet Socket
Integrated ISO Radar Connector
StarFire ITC or Radar Speed

Input Harness
ServiceADVISOR Data Port

LIGHTS:
Six Front Grill Mounted Lights
Ten Cab Roof Mounted Lights
Two Rear Fender Flood Lights
Extremity, Brake, Turning, and Hazard

Lights

AXLES, WHEELS AND TIRES:
Independent Link Suspension with

Hydraulic Differential Lock, Dual
Capability and Driveline Shield

Rear Axle and Wheels and Tires

AG MANAGEMENT SOLUTIONS:
Integrated Plug-In for GreenStar Display
Deluxe StarFire Receiver Bracket
GreenStar Ready harness with Implement

Circuit Gateway and Integrated
GreenStar Display Plug-In
Implement Connector

AutoTrac Ready Components:
Wiring, SSU, Front Wheel-
Angle Sensor and Electro-Hydraulic
Steering Valve

MISCELLANEOUS:
Enclosed Chain Storage Box
Horn
PTO Master Shield
Tool Box
Operator's Manual
Lockable Fuel Cap

* Manufacturer's Rating
**Cold Cranking Amperes

CODE
ATTACHMENT
IDENTIFIER DESCRIPTION

SUGGESTED
LIST PRICE

USD ($)

Select One Code From Each Required Category

BASE MACHINE
EX-WORKS Waterloo, Iowa

7540RW 8335R Tractor 279,492.00

DESTINATION COUNTRY
A Code must be chosen for each Tractor ordered.

AFRICA
0011 Chad

Requires Code 1821 GS3 CommandCenter or Code 1823 Touchscreen GS3 CommandCenter,
Code 1835 Less StarFire 3000 Receiver, Code 1845 Less AutoTrac Activation, and Code 1885
JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Requires Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4032 8482 kg (18,700 Lbs.) Cat. 4N/3 3-Point Hitch with Quick Coupler.
Code 5042 120 mm (4.72 In.) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5061 480/80R50 In. 159A8 R1W Rear Dual Wheel and Tires.
Code 6603 420/85R34 In. 147A8 R1W Front Dual Wheels and Tires.

Same Price
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CODE
ATTACHMENT
IDENTIFIER DESCRIPTION

SUGGESTED
LIST PRICE

USD ($)

DESTINATION COUNTRY ...Continued...
0014 Democratic Republic of Congo

Requires Code 1821 GS3 CommandCenter or Code 1823 Touchscreen GS3 CommandCenter,
Code 1835 Less StarFire 3000 Receiver, Code 1845 Less AutoTrac Activation, and Code 1885
JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Requires Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4032 8482 kg (18,700 Lbs.) Cat. 4N/3 3-Point Hitch with Quick Coupler.
Code 5042 120 mm (4.72 In.) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5061 480/80R50 In. 159A8 R1W Rear Dual Wheel and Tires.
Code 6603 420/85R34 In. 147A8 R1W Front Dual Wheels and Tires.

Same Price

0019 Ethiopia
Requires Code 1821 GS3 CommandCenter or Code 1823 Touchscreen GS3 CommandCenter,
Code 1835 Less StarFire 3000 Receiver, Code 1845 Less AutoTrac Activation, and Code 1885
JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Requires Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4032 8482 kg (18,700 Lbs.) Cat. 4N/3 3-Point Hitch with Quick Coupler.
Code 5042 120 mm (4.72 In.) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5061 480/80R50 In. 159A8 R1W Rear Dual Wheel and Tires.
Code 6603 420/85R34 In. 147A8 R1W Front Dual Wheels and Tires.

Same Price

0020 Gabon
Requires Code 1821 GS3 CommandCenter or Code 1823 Touchscreen GS3 CommandCenter,
Code 1835 Less StarFire 3000 Receiver, Code 1845 Less AutoTrac Activation, and Code 1885
JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Requires Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4032 8482 kg (18,700 Lbs.) Cat. 4N/3 3-Point Hitch with Quick Coupler.
Code 5042 120 mm (4.72 In.) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5061 480/80R50 In. 159A8 R1W Rear Dual Wheel and Tires.
Code 6603 420/85R34 In. 147A8 R1W Front Dual Wheels and Tires.

Same Price

0026 Kenya
Requires Code 1821 GS3 CommandCenter or Code 1823 Touchscreen GS3 CommandCenter,
Code 1835 Less StarFire 3000 Receiver, Code 1845 Less AutoTrac Activation, and Code 1885
JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Requires Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4032 8482 kg (18,700 Lbs.) Cat. 4N/3 3-Point Hitch with Quick Coupler.
Code 5042 120 mm (4.72 In.) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5061 480/80R50 In. 159A8 R1W Rear Dual Wheel and Tires.
Code 6603 420/85R34 In. 147A8 R1W Front Dual Wheels and Tires.

Same Price
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CODE
ATTACHMENT
IDENTIFIER DESCRIPTION

SUGGESTED
LIST PRICE

USD ($)

DESTINATION COUNTRY ...Continued...
0029 Libya

Requires Code 1821 GS3 CommandCenter or Code 1823 Touchscreen GS3 CommandCenter,
Code 1835 Less StarFire 3000 Receiver, Code 1845 Less AutoTrac Activation, and Code 1885
JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Requires Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4032 8482 kg (18,700 Lbs.) Cat. 4N/3 3-Point Hitch with Quick Coupler.
Code 5042 120 mm (4.72 In.) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5061 480/80R50 In. 159A8 R1W Rear Dual Wheel and Tires.
Code 6603 420/85R34 In. 147A8 R1W Front Dual Wheels and Tires.

Same Price

0043 Senegal
Requires Code 1821 GS3 CommandCenter or Code 1823 Touchscreen GS3 CommandCenter,
Code 1835 Less StarFire 3000 Receiver, Code 1845 Less AutoTrac Activation, and Code 1885
JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Requires Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4032 8482 kg (18,700 Lbs.) Cat. 4N/3 3-Point Hitch with Quick Coupler.
Code 5042 120 mm (4.72 In.) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5061 480/80R50 In. 159A8 R1W Rear Dual Wheel and Tires.
Code 6603 420/85R34 In. 147A8 R1W Front Dual Wheels and Tires.

Same Price

0050 Tanzania
Requires Code 1821 GS3 CommandCenter or Code 1823 Touchscreen GS3 CommandCenter,
Code 1835 Less StarFire 3000 Receiver, Code 1845 Less AutoTrac Activation, and Code 1885
JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Requires Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4032 8482 kg (18,700 Lbs.) Cat. 4N/3 3-Point Hitch with Quick Coupler.
Code 5042 120 mm (4.72 In.) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5061 480/80R50 In. 159A8 R1W Rear Dual Wheel and Tires.
Code 6603 420/85R34 In. 147A8 R1W Front Dual Wheels and Tires.

Same Price

ASIA
0072 China (People's Republic of China)

Requires Code 1885 JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Required Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4032 8482 kg (18,700 Lbs.) Cat. 4N/3 3-Point Hitch with Quick Coupler.
Code 5042 120 mm (4.72 In.) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5061 480/80R50 In. 159A8 R1W Rear Dual Wheel and Tires.
Code 6603 420/85R34 In. 147A8 R1W Front Dual Wheels and Tires.

Same Price
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CODE
ATTACHMENT
IDENTIFIER DESCRIPTION

SUGGESTED
LIST PRICE

USD ($)

DESTINATION COUNTRY ...Continued...
0078 Israel

Requires Code 1885 JDLink Capable.
Requires Code 8336 Stage 3b Compliant Engine.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4032 8,482 kg (18,700 Lbs.) Cat. 4N/3 3-Point Hitch with Quick Coupler.
Code 5042 120 mm (4.72 In.) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5601 480/80R50 In. 159A8 R1W Rear Dual Wheel and Tires.
Code 6603 420/85R34 In. 147A8 R1W Front Dual Wheels and Tires.

Same Price

0090 Mongolia
Requires Code 1821 GS3 CommandCenter or Code 1823 Touchscreen GS3 CommandCenter,
Code 1835 Less StarFire 3000 Receiver, Code 1845 Less AutoTrac Activation, and Code 1885
JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Required Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4032 8482 kg (18,700 Lbs.) Cat. 4N/3 3-Point Hitch with Quick Coupler.
Code 5042 120 mm (4.72 In.) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5061 480/80R50 In. 159A8 R1W Rear Dual Wheel and Tires.
Code 6603 420/85R34 In. 147A8 R1W Front Dual Wheels and Tires.

Same Price

0094 Philippines
Requires Code 1821 GS3 CommandCenter or Code 1823 Touchscreen GS3 CommandCenter,
Code 1835 Less StarFire 3000 Receiver, Code 1845 Less AutoTrac Activation, and Code 1885
JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Required Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4032 8482 kg (18,700 Lbs.) Cat. 4N/3 3-Point Hitch with Quick Coupler.
Code 5042 120 mm (4.72 In.) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5061 480/80R50 In. 159A8 R1W Rear Dual Wheel and Tires.
Code 6603 420/85R34 In. 147A8 R1W Front Dual Wheels and Tires.

Same Price

0098 Saudi Arabia
Requires Code 1821 GS3 CommandCenter or Code 1823 Touchscreen GS3 CommandCenter,
Code 1835 Less StarFire 3000 Receiver, Code 1845 Less AutoTrac Activation, and Code 1885
JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Requires either Code 8955 Front Weight Support or Code 8969 Front Tow Point.
Requires Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2057 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4039 8,618 kg (19,000 Lbs.) Lift Capacity Hitch (Cat 4N/3) with Convertible Cat. 4N/3
Ball/Hook Style Ends and Sway Blocks.
Code 5058 120 mm (4.72 In.) Diameter x 2438 mm (96 In) Length with Double Taper Wheel
Hubs.
Code 5222 650/85R38 In. 173A8 R1W Single Rear Wheels and Tires.
Code 6299 540/65R34 In. 152A8 R1W Single Front Wheels and Tires.

Same Price
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CODE
ATTACHMENT
IDENTIFIER DESCRIPTION

SUGGESTED
LIST PRICE

USD ($)

DESTINATION COUNTRY ...Continued...
0102 Taiwan

Requires Code 1821 GS3 CommandCenter or Code 1823 Touchscreen GS3 CommandCenter,
Code 1835 Less StarFire 3000 Receiver, Code 1845 Less AutoTrac Activation, and Code 1885
JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Required Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4032 8482 kg (18,700 Lbs.) Cat. 4N/3 3-Point Hitch with Quick Coupler.
Code 5042 120 mm (4.72 In.) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5061 480/80R50 In. 159A8 R1W Rear Dual Wheel and Tires.
Code 6603 420/85R34 In. 147A8 R1W Front Dual Wheels and Tires.

Same Price

0104 Thailand
Requires Code 1821 GS3 CommandCenter or Code 1823 Touchscreen GS3 CommandCenter,
Code 1835 Less StarFire 3000 Receiver, Code 1845 Less AutoTrac Activation, and Code 1885
JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Required Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4032 8482 kg (18,700 Lbs.) Cat. 4N/3 3-Point Hitch with Quick Coupler.
Code 5042 120 mm (4.72 In.) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5061 480/80R50 In. 159A8 R1W Rear Dual Wheel and Tires.
Code 6603 420/85R34 In. 147A8 R1W Front Dual Wheels and Tires.

Same Price

0109 Vietnam
Requires Code 1821 GS3 CommandCenter or Code 1823 Touchscreen GS3 CommandCenter,
Code 1835 Less StarFire 3000 Receiver, Code 1845 Less AutoTrac Activation, and Code 1885
JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Required Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4032 8482 kg (18,700 Lbs.) Cat. 4N/3 3-Point Hitch with Quick Coupler.
Code 5042 120 mm (4.72 In.) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5061 480/80R50 In. 159A8 R1W Rear Dual Wheel and Tires.
Code 6603 420/85R34 In. 147A8 R1W Front Dual Wheels and Tires.

Same Price

NORTH AMERICA
0183 Belize

Requires Code 1885 JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Required Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4032 8482 kg (18,700 Lbs.) Cat. 4N/3 3-Point Hitch with Quick Coupler.
Code 5042 120 mm (4.72 In.) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5061 480/80R50 In. 159A8 R1W Rear Dual Wheel and Tires.
Code 6603 420/85R34 In. 147A8 R1W Front Dual Wheels and Tires.

Same Price
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CODE
ATTACHMENT
IDENTIFIER DESCRIPTION

SUGGESTED
LIST PRICE

USD ($)

DESTINATION COUNTRY ...Continued...
0184 Canada

Requires Code 1887 JDLink Ultimate Promotion 1 Year Subscription, Code 1888 JDLink
Ultimate Promotion 3 Year Subscription, or Code 1884 JDLink Ultimate Promotion 5 Year
Subscription.
Requires Code 8336 Stage IT4 / 3b Compliant Engine.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4032 8,482 kg (18,700 Lbs.) Cat. 4N/3 3-Point Hitch with Quick Coupler.
Code 5042 120 mm (4.72 In.) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5601 480/80R50 In. 159A8 R1W Rear Dual Wheel and Tires.
Code 6603 420/85R34 In. 147A8 R1W Front Dual Wheels and Tires.

1,209.00

0185 Costa Rica
Requires Code 1885 JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Required Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4032 8482 kg (18,700 Lbs.) Cat. 4N/3 3-Point Hitch with Quick Coupler.
Code 5042 120 mm (4.72 In.) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5061 480/80R50 In. 159A8 R1W Rear Dual Wheel and Tires.
Code 6603 420/85R34 In. 147A8 R1W Front Dual Wheels and Tires.

Same Price

0191 Guatemala
Requires Code 1885 JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Required Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4032 8482 kg (18,700 Lbs.) Cat. 4N/3 3-Point Hitch with Quick Coupler.
Code 5042 120 mm (4.72 In.) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5061 480/80R50 In. 159A8 R1W Rear Dual Wheel and Tires.
Code 6603 420/85R34 In. 147A8 R1W Front Dual Wheels and Tires.

Same Price

0193 Honduras
Requires Code 1885 JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Required Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4032 8482 kg (18,700 Lbs.) Cat. 4N/3 3-Point Hitch with Quick Coupler.
Code 5042 120 mm (4.72 In.) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5061 480/80R50 In. 159A8 R1W Rear Dual Wheel and Tires.
Code 6603 420/85R34 In. 147A8 R1W Front Dual Wheels and Tires.

Same Price

0195 Mexico
Requires Code 1885 JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Required Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4032 8482 kg (18,700 Lbs.) Cat. 4N/3 3-Point Hitch with Quick Coupler.
Code 5042 120 mm (4.72 In.) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5061 480/80R50 In. 159A8 R1W Rear Dual Wheel and Tires.
Code 6603 420/85R34 In. 147A8 R1W Front Dual Wheels and Tires.

Same Price
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CODE
ATTACHMENT
IDENTIFIER DESCRIPTION

SUGGESTED
LIST PRICE

USD ($)

DESTINATION COUNTRY ...Continued...
0196 Nicaragua

Requires Code 1885 JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Required Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4032 8482 kg (18,700 Lbs.) Cat. 4N/3 3-Point Hitch with Quick Coupler.
Code 5042 120 mm (4.72 In.) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5061 480/80R50 In. 159A8 R1W Rear Dual Wheel and Tires.
Code 6603 420/85R34 In. 147A8 R1W Front Dual Wheels and Tires.

Same Price

0197 Panama
Requires Code 1885 JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Required Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4033 6169 kg (13,600 lb.) Cat 3/3N 3-Point Hitch with Quick Coupler.
Code 5040 110 mm (4.33 In) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5503 480/80R46 In. 158A8 R1 Rear Dual Wheels and Tires.
Code 6100 420/90R30 In. 142A8 R1 Front Single Wheels and Tires.

Same Price

0202 United States
Requires Code 1887 JDLink Ultimate Promotion 1 Year Subscription, Code 1888 JDLink
Ultimate Promotion 3 Year Subscription, or Code 1884 JDLink Ultimate Promotion 5 Year
Subscription.
Requires Code 8336 Stage IT4 / 3b Compliant Engine.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Telematics components required for JDLink Ultimate Promotion
Code 4032 8300 8,482 kg (18,300 18,700 Lbs.) Cat. 4N/3 3-Point Hitch with Quick Coupler.
Code 5042 120 mm (4.72 In.) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5601 480/80R50 In. 159A8 R1W Rear Dual Wheel and Tires.
Code 6603 420/85R34 In. 147A8 R1W Front Dual Wheels and Tires.

1,209.00

SOUTH AMERICA
0210 Argentina

Requires Code 1885 JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Required Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4032 8482 kg (18,700 Lbs.) Cat. 4N/3 3-Point Hitch with Quick Coupler.
Code 5042 120 mm (4.72 In.) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5061 480/80R50 In. 159A8 R1W Rear Dual Wheel and Tires.
Code 6603 420/85R34 In. 147A8 R1W Front Dual Wheels and Tires.

Same Price

0212 Brazil
Requires Code 1885 JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Required Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4032 8482 kg (18,700 Lbs.) Cat. 4N/3 3-Point Hitch with Quick Coupler.
Code 5042 120 mm (4.72 In.) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5061 480/80R50 In. 159A8 R1W Rear Dual Wheel and Tires.
Code 6603 420/85R34 In. 147A8 R1W Front Dual Wheels and Tires.

Same Price

AGRICULTURAL PRODUCTS
JOHN DEERE TRACTORS

8335R Tractor
Continued

23 June 2011 US & Canada
2-Tractors-06300- 8



CODE
ATTACHMENT
IDENTIFIER DESCRIPTION

SUGGESTED
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DESTINATION COUNTRY ...Continued...
0213 Chile

Requires Code 1885 JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Required Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4032 8482 kg (18,700 Lbs.) Cat. 4N/3 3-Point Hitch with Quick Coupler.
Code 5042 120 mm (4.72 In.) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5061 480/80R50 In. 159A8 R1W Rear Dual Wheel and Tires.
Code 6603 420/85R34 In. 147A8 R1W Front Dual Wheels and Tires.

Same Price

0214 Colombia
Requires Code 1885 JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Required Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4032 8482 kg (18,700 Lbs.) Cat. 4N/3 3-Point Hitch with Quick Coupler.
Code 5042 120 mm (4.72 In.) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5061 480/80R50 In. 159A8 R1W Rear Dual Wheel and Tires.
Code 6603 420/85R34 In. 147A8 R1W Front Dual Wheels and Tires.

Same Price

0215 Ecuador
Requires Code 1821 GS3 CommandCenter or Code 1823 Touchscreen GS3 CommandCenter,
Code 1835 Less StarFire 3000 Receiver, Code 1845 Less AutoTrac Activation, and Code 1885
JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Required Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4032 8482 kg (18,700 Lbs.) Cat. 4N/3 3-Point Hitch with Quick Coupler.
Code 5042 120 mm (4.72 In.) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5061 480/80R50 In. 159A8 R1W Rear Dual Wheel and Tires.
Code 6603 420/85R34 In. 147A8 R1W Front Dual Wheels and Tires.

Same Price

0217 Paraguay
Requires Code 1885 JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Required Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4032 8482 kg (18,700 Lbs.) Cat. 4N/3 3-Point Hitch with Quick Coupler.
Code 5042 120 mm (4.72 In.) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5061 480/80R50 In. 159A8 R1W Rear Dual Wheel and Tires.
Code 6603 420/85R34 In. 147A8 R1W Front Dual Wheels and Tires.

Same Price

0218 Peru
Requires Code 1885 JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Required Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4032 8482 kg (18,700 Lbs.) Cat. 4N/3 3-Point Hitch with Quick Coupler.
Code 5042 120 mm (4.72 In.) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5061 480/80R50 In. 159A8 R1W Rear Dual Wheel and Tires.
Code 6603 420/85R34 In. 147A8 R1W Front Dual Wheels and Tires.

Same Price
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DESTINATION COUNTRY ...Continued...
0220 Uruguay

Requires Code 1885 JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Required Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4032 8482 kg (18,700 Lbs.) Cat. 4N/3 3-Point Hitch with Quick Coupler.
Code 5042 120 mm (4.72 In.) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5061 480/80R50 In. 159A8 R1W Rear Dual Wheel and Tires.
Code 6603 420/85R34 In. 147A8 R1W Front Dual Wheels and Tires.

Same Price

0221 Venezuela
Requires Code 1885 JDLink Capable.
Requires Code 8334 Stage 2 Compliant Engine.
Required Code 8306 Severe Duty Water Separator.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4032 8482 kg (18,700 Lbs.) Cat. 4N/3 3-Point Hitch with Quick Coupler.
Code 5042 120 mm (4.72 In.) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5061 480/80R50 In. 159A8 R1W Rear Dual Wheel and Tires.
Code 6603 420/85R34 In. 147A8 R1W Front Dual Wheels and Tires.

Same Price

OCEANIA
0230 Australia

Requires Code 1887 JDLink Ultimate Promotion 1 Year Subscription, Code 1888 JDLink
Ultimate Promotion 3 Year Subscription, or Code 1884 JDLink Ultimate Promotion 5 Year
Subscription.
Requires Code 8336 Stage IT4 / 3b Compliant Engine.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4032 8,482 kg (18,700 Lbs.) Cat. 4N/3 3-Point Hitch with Quick Coupler.
Code 5042 120 mm (4.72 In.) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5601 480/80R50 In. 159A8 R1W Rear Dual Wheel and Tires.
Code 6603 420/85R34 In. 147A8 R1W Front Dual Wheels and Tires.

1,209.00

0237 New Zealand
Requires Code 1887 JDLink Ultimate Promotion 1 Year Subscription, Code 1888 JDLink
Ultimate Promotion 3 Year Subscription, or Code 1884 JDLink Ultimate Promotion 5 Year
Subscription.
Requires Code 8336 Stage IT4 / 3b Compliant Engine.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4032 8,482 kg (18,700 Lbs.) Cat. 4N/3 3-Point Hitch with Quick Coupler.
Code 5042 120 mm (4.72 In.) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5601 480/80R50 In. 159A8 R1W Rear Dual Wheel and Tires.
Code 6603 420/85R34 In. 147A8 R1W Front Dual Wheels and Tires.

1,209.00

VALUE PACKAGE CONFIGURATIONS
0500 No Package

Order one Code from each box in the Price Pages.
In Base Price

0502 Premium PST 1300 or 1500 Package
Includes Codes: 2061, 1833 or 1834, 1490, 7202, 2661 or 2662, 3341 or 3351 or 3361, 3810,
4032, 4322, 3260, 5042, 6042, 8251, 832G, 8010 or 8011.

-500.00

0503 Premium PST ILS Package -1,000.00
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VALUE PACKAGE CONFIGURATIONS ...Continued...
Includes Codes: 2061, 1833 or 1834, 1490, 7202, 2661 or 2662, 3341 or 3351 or 3361, 3810,
4032, 4322, 3260, 5042, 6060 or 6061, 8288, 8251, 832G, 8010 or 8011.

0505 Premium IVT 1500 or ILS Package
Includes Codes: 2061, 1833 or 1834, 1550 or 1551 or 1552 or 1553, 7202, 2661 or 2662, 3341
or 3351 or 3361, 3810, 4032, 4322, 3260, 5042, 6042 or 6060 or 6061, 8288, 8251, 832G,
8010 or 8011.

-1,500.00

0506 iPackage PST
Includes Codes: 2061, 1826, 1837 or 1838, 1848 or 1849, 1889 or 1887 or 1888 or 1884,
1833, 1490, 7202, 2661 or 2662, 3341 or 3351 or 3361, 3810, 4032, 4322, 3260, 5042, 6060
or 6061, 8288, 8251, 832G, 8010 or 8011.

-1,500.00

0507 iPackage IVT
Includes Codes: 2061, 1826, 1837 or 1838, 1848 or 1849, 1889 or 1887 or 1888 or 1884,
1833, 1550 or 1551 or 1552 or 1553, 7202, 2661 or 2662, 3341 or 3351 or 3361, 3810, 4032,
4322, 3260, 5042, 6060 or 6061, 8288, 8251, 832G, 8010 or 8011.

-2,000.00

OPERATOR STATION
2050 CommandView II Cab

Includes ComfortCommand Seat with Fore-Aft and Lateral Attenuation and Lumbar Support.
Adjustable Right Hand CommandARM Armrest controls with Integrated CommandCenter
Display.
Folding Instructional Seat.
Remote Radio Controls located on CommandARM.
Front Windshield Washer and Wiper.
SMV Emblem.
Manual Temperature Controls located in cab roof.
See Attachments Section for ordering information on additional field attachments.

-1,913.00

2059 Deluxe CommandView II Cab
Includes ComfortCommand Seat with Fore-Aft and Lateral Attenuation and Lumbar Support.
Adjustable Right Hand CommandARM Armrest Controls with Integrated CommandCenter
Display.
Remote Radio Controls located on CommandARM.
Front and Rear Windshield Washer and Wiper.
SMV Emblem.
Automatic Temperature Control with controls located on CommandARM.
Front Pull Down Sun Shade.
Right and Left Outside Mirrors (Manual Adjustment).
Power Strip with Convenience Plug Adapter.
Programmable Egress Lighting.
Folding Instructional Seat.
See Attachments Section for ordering information on additional field attachments.

In Base Price

2061 Premium CommandView II Cab with Active Seat
Includes ComfortCommand Seat with Fore-Aft and Lateral Attenuation and Lumbar Support.
Adjustable Right Hand CommandARM Armrest Controls with Integrated CommandCenter
Display.
Remote Radio Controls located on CommandARM.
Front and Rear Windshield Wiper and Washer.
SMV Emblem.
Automatic Temperature Control with controls located on CommandARM.
Front Pull Down Sun Shade.
Right and Left Outside Electrically Adjustable Mirrors.
Power Strip with Convenience Plug Adapter.
Programmable Egress Lighting.
Folding Instructional Seat.
Active Seat.
See Attachments Section for ordering information on additional field attachments.

3,352.00
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DISPLAY
When using the GS3 CommandCenter as the only GreenStar display, GS3 CommandCenter is
capable of running AutoTrac, Swath Control Pro, and Pivot Pro only (with appropriate
activations purchased and StarFire Receiver installed). When utilizing an additional
standalone GreenStar Display, ALL GreenStar applications must be run on the additional
GreenStar Display. See Online Configurator and Ag Sales Manual for more information.

Option availability limited by specific geographical regions. Please refer to region specific
price pages for appropriate ordering codes.

1821 GS3 CommandCenter, 7" Color Display
Includes Access Manager user lockout software.
With a StarFire Receiver installed, the display is capable of operating manual guidance.
AutoTrac, Swath Control Pro, and Pivot Pro will function on the CommandCenter display with
activations sold separately.

Does not include a cornerpost bracket for mounting an additional GreenStar Display.

In Base Price

1823 Touchscreen GS3 CommandCenter 7" Color Display, Video Capable
Includes Access Manager user lockout software, and video capability.
With a StarFire Receiver installed, the display is capable of operating manual guidance.
AutoTrac, Swath Control Pro, and Pivot Pro will function on the CommandCenter display with
activations sold separately.
One video camera input pre-wired in the cab. Connector located on the outside rear of the
cab.
Video software can be configured in the CommandCenter using Tractor function activated
triggers.
See Parts for available cameras.

Does not include a cornerpost bracket for mounting an additional GreenStar Display.

1,260.00

1825 GS3 CommandCenter 7" Color Display with GreenStar 3 2630 Display
Includes Access Manager user lockout software.
Includes GreenStar 3 2630 Display, harness, and A-post mounting bracket installed on
cornerpost.

Includes GreenStar 3 2630 Display Operator's manual with the language translation to match
the Tractor Operator's manual language translation.

When a GreenStar 3 2630 Display is connected at the cornerpost, all GreenStar applications
must be run on the 2630 Display. Warranty on GreenStar 3 2630 Display will be handled by
AMS and will carry normal AMS warranty terms.

6,086.00

1826 Touchscreen GS3 CommandCenter 7" Color Display, Video Capable with
GreenStar 3 2630 Display
Includes Access Manager user lockout software, and video capability.
Includes GreenStar 3 2630 Display, harness and A-post mounting bracket installed on
cornerpost.

Includes GreenStar 3 2630 Display Operator's manual with the language translation to match
the Tractor Operator's manual language translation.

The GS3 CommandCenter is pre-wired with one video input in the cab. Connector located on
the outside rear of cab. Video software can be configured in the CommandCenter using
Tractor function activated triggers. In addition, the GreenStar 3 2630 Display has the
capability of one video input. Requires camera and harnessing for video capabilities. See
Attachments for harnessing at GreenStar Harnesses in the AMS Price Pages and Ag Sales
Manual for list of compatible cameras.

When a GreenStar 3 2630 Display is connected at the cornerpost, all GreenStar applications
must be run on the 2630 display. Warranty on GreenStar 3 2630 Display will be handled by
AMS and will carry normal AMS warranty terms.

7,351.00
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RECEIVER
StarFire 3000 Position Receivers can be ordered in two configurations:
-SF1 World Solution, a no-charge differential correction signal that provides non-row-crop
accuracy.
-SF2 Ready, a license-based differential correction signal that provides +/- 4 inch pass-to-pass
accuracy. SF2 licenses can be obtained by calling 888-GRN-STAR or visiting
www.StellarSupport.com.
-RTK capability may be added to an SF2 Ready StarFire 3000 by adding a StarFire RTK
radio, RTK radio cover, and RTK activation. Must have complete base station and vehicle kit
for RTK. See Ag Sales Manual.

GNSS serial port information (NMEA) is available through a StarFire 3000.

Option availability limited by specific geographical regions. Please refer to region specific
price pages for appropriate ordering codes.

1835 Less StarFire 3000 Receiver
Tractor includes deluxe receiver mounting bracket only.

When installing a StarFire Receiver with Original Shroud, order conversion bracket through
parts or a Deluxe Shroud through AMS Attachments to retrofit an iTC Receiver.

In Base Price

1837 StarFire 3000 Receiver - SF1 with Deluxe Shroud
Tractor includes deluxe receiver mounting bracket only.
StarFire 3000 Receiver shipped inside the cab. Includes Receiver Operator's Manuals with the
language translation to match the Tractor Operator's Manual language translation.
Warranty on StarFire 3000 Receiver will be handled by AMS and will carry normal AMS
warranty terms.

Ready for use with the StarFire SF1 or WAAS/EGNOS differential correction signal for
non-row-crop accuracy. StarFire 3000 receiver can be upgraded to SF2 capabilities.

2,695.00

1838 StarFire 3000 Receiver - SF2 Ready with Deluxe Shroud
Tractor includes deluxe receiver mounting bracket only.
StarFire 3000 Receiver shipped inside the cab. Includes Receiver Operator's Manuals with the
language translation to match the Tractor Operator's Manual language translation.
Warranty on StarFire 3000 Receiver will be handled by AMS and will carry normal AMS
warranty terms.

A StarFire3000 SF2 Ready Receiver requires an SF2 network subscription to obtain SF2
accuracy (+/-4" of accuracy pass to pass within 15 minutes, 95% of the time). The SF2
subscription is available through StellarSupport.com or by calling the AMS Customer Call
Center.

4,695.00

AG MANAGEMENT SOLUTIONS SOFTWARE ACTIVATIONS
Other activations sold seperately and are available through the AMS prices pages.
GS2 activations are not compatible with the GS3 CommandCenter or GS3 2630 Display.
Purchase of a new GS3 activation or upgrading the GS2 activations is required.

When using the GS3 CommandCenter as the only GreenStar display, GS3 CommandCenter is
capable of running AutoTrac, Swath Control Pro, and Pivot Pro only (with appropriate
activations purchased and StarFire Receiver installed). When utilizing an additional
standalone GreenStar Display, all GreenStar applications must be run on the additional
standalone GreenStar Display. See Online Configurator and Ag Sales Manual for more
information.

Dealer/Distributor required to contact Stellar Support to activate AMS Software Activations,
referencing the Tractor order number. Dealer/Distributor required to fully test AutoTrac
and/or iTEC Pro functionality. Warranty on Activations will be handled by AMS and will carry
normal AMS warranty terms.

Option availability limited by specific geographical regions. Please refer to region specific
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AG MANAGEMENT SOLUTIONS SOFTWARE ACTIVATIONS
...Continued...
price pages for appropriate ordering codes.

1845 Less AutoTrac Activation - GS3 In Base Price

1846 AutoTrac SF1 Activation - GS3
Requires factory installed StarFire 3000 SF1 Receiver (Code 1837) for AutoTrac functionality.
See AMS sales manual and price pages for detailed information.

3,000.00

1847 AutoTrac SF2 Activation - GS3
Requires factory installed StarFire 3000 SF2 Receiver (Code 1838) for AutoTrac functionality.
Also requires SF2 Subscription sold seperately for SF2 functionality.
For RTK usage, purchase RTK radio, activation, and base station sold separately.
See AMS sales manual and price pages for detailed information.

6,500.00

1848 AutoTrac SF1 Activation - GS3 with iTEC Pro Activation - GS3
Requires factory installed StarFire 3000 SF1 Receiver (Code 1837) and GreenStar 3 2630
Display options (Code 1825 or 1826). This option requires all GreenStar applications to be
run on the GreenStar 3 2630 Display.
See AMS sales manual and price pages for detailed information.

5,500.00

1849 AutoTrac SF2 Activation - GS3 with iTEC Pro Activation - GS3
Requires factory installed StarFire 3000 SF2 Receiver (Code 1838) and GreenStar 3 2630
Display options (Code 1825 or 1826). This option requires all GreenStar applications to be
run on the GreenStar 3 2630 Display.
Also requires SF2 Subscription sold separately for SF2 functionality.
For RTK usage, purchase RTK radio, activation, and base station sold separately.
See AMS sales manual and price pages for detailed information.

9,000.00

MACHINE CONNECTIVITY
Machine connectivity functions require cellular coverage.
Usage of the JDLink System requires customer's acceptance of the terms of the John Deere
Telematics System Contract, which describes John Deere's access and use of the data collected
by the system.

Option availability limited by specific geographical regions. Please refer to region specific
price pages for appropriate ordering codes.

1885 JDLink Capable
Includes cab wiring harness only.
Requires field kit installation, activation, and subscription for JDLink functionality.

In Base Price

1886 JDLink Select
Includes JDLink hardware: integrated cab wiring harness, antenna, modular telematics
gateway (MTG) with Service ADVISOR Remote capability, and JDLink Select activation.
Requires purchase of JDLink Select subscription sold separately.
Features: machine hours, machine location, curfew alert, geofence alert, and maintenance
profile.
JDLink customer account must be created to access JDLink Select data.
Upgrade to JDLink Ultimate requires purchase of JDLink Ultimate activation and JDLink
Ultimate subscription (no hardware changes required).

1,000.00

1889 JDLink Ultimate
Includes JDLink hardware: integrated cab wiring harness, antenna, modular telematics
gateway (MTG) with Service ADVISOR Remote capability, and JDLink Ultimate activation.
Requires purchase of JDLink Ultimate subscription sold separately.
In addition to JDLink Select features: machine utilization information, machine reports,
machine diagnostics.
JDLink customer account must be created to access JDLink Ultimate data.

2,400.00
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MACHINE CONNECTIVITY ...Continued...
1887 JDLink Ultimate Promotion - 1 Year Subscription Included

Includes JDLink hardware: integrated cab wiring harness, antenna, modular telematics
gateway (MTG) with Service ADVISOR Remote capability, and JDLink Ultimate activation,
and 1 year subscription to JDLink Ultimate service.
In addition to JDLink Select features: machine utilization information, machine reports,
machine diagnostics.
JDLink customer account must be created to access JDLink Ultimate data.
Annual subscription renewal required after first year of service for continued functionality.

No Charge

1888 JDLink Ultimate Promotion - 3 Year Subscription Included
3 year subscription includes: 1 year promotion plus 2 additional years of JDLink Ultimate
data and Service ADVISOR Remote Capability.

Includes JDLink hardware: integrated cab wiring harness, antenna, modular telematics
gateway (MTG) with Service ADVISOR Remote capability, and JDLink Ultimate activation,
and 3 year subscription to JDLink Ultimate service.
In addition to JDLink Select features: machine utilization information, machine reports,
machine diagnostics.
JDLink customer account must be created to access JDLink Ultimate data.
Annual subscription renewal required after third year of service for continued functionality.

For US and Canada Only.

1,200.00

1884 JDLink Ultimate Promotion - 5 Year Subscription Included
5 year subscription includes: 1 year promotion plus 4 additional years of JDLink Ultimate
data and Service ADVISOR Remote Capability.

Includes JDLink hardware: integrated cab wiring harness, antenna, modular telematics
gateway (MTG) with Service ADVISOR Remote capability, and JDLink Ultimate activation,
and 5 year subscription to JDLink Ultimate service.
In addition to JDLink Select features: machine utilization information, machine reports,
machine diagnostics.
JDLink customer account must be created to access JDLink Ultimate data.
Annual subscription renewal required after fifth year of service for continued functionality.

For US and Canada Only.

2,400.00

ACTIVECOMMAND STEERING
1833 John Deere ActiveCommand Steering (ACS)

Includes cab-mounted gyro, tactile feedback unit in steering column, and steering control unit
for variable ratio steering and dynamic road-wheel offset control.

3,100.00

1834 Less John Deere ActiveCommand Steering (ACS) In Base Price

TRANSMISSION
1490 16F/5R Speed PowerShift Transmission 42 km/h (26 mph)

5R is only available through John Deere dealer programming in some geographic regions.
In Base Price

1550 AutoPowr IVT Transmission 42 km/h (26 mph) with Right Hand
Reverser Controls

11,674.00

1551 AutoPowr IVT Transmission 42 km/h (26 mph) with Left Hand
Reverser Controls

12,515.00

1553 AutoPowr IVT Transmission 50 km/h (31 mph) with Right Hand
Reverser Controls
Requires 120 mm diameter Rear Axle Codes; Front Axle Code 6061; Front Fender Code 8010
or 8011; Trailer Brake Code 8751, 8752, or 8756, and Symbol B (50 km/h) Front and Rear
Tires.

11,674.00
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TRANSMISSION ...Continued...
1552 AutoPowr IVT Transmission 50 km/h (31 mph) with Left Hand

Reverser Controls
Requires 120 mm diameter Rear Axle Codes; Front Axle Code 6061; Front Fender Code 8010
or 8011; Trailer Brake Code 8751, 8752, or 8756, and Symbol B (50 km/h) Front and Rear
Tires.

12,515.00

LIGHTS
7200 Standard Lighting

Six Front Grill Mounted Lights: two 65W low beam driving lights, two 65W high beam driving
lights and two front corner facing halogen work lights.
Ten Cab Roof Mounted Lights: Two rear and four side facing 65W flood lights and four
corner facing amber lights.
Two rear fender mounted flood lights and two rear turn signal and brake lights.
Two folding extremity lights.

In Base Price

7201 Deluxe Lighting
Includes Standard Lights plus two adjustable front roof 65W halogen floodlights, two front
belt-line flood lights, and rotary beacon light.

762.00

7202 Premium Lighting
Includes Deluxe Lights, and additionally in the front grill screen, two front corner HID lights
replace two front halogen lights and one HID light and one 65W halogen flood light are
added. Two rear fender lights are replaced with HID lights.

3,278.00

RADIO
2650 Less Radio and Speakers

Includes wiring harness only for Radio and Speakers.
In Base Price

2660 Deluxe Radio Package
AM/FM Stereo with Clock, Weatherband, Remote Controls, Auxiliary Input Jack located on
front of Radio, Four Speakers and External Antenna.

650.00

2661 Premium Radio Package with XM Radio
AM/FM Stereo with Premium Tuner, Clock, Weatherband, Compact Disc Player, Remote
Controls, USB port on front of radio face, Auxiliary Input Jacks located in right hand storage
console and on radio face, BlueTooth capable including microphone, Integrated BlueTooth
Phone Book connection through CommandCenter,XM Satellite capable including Satellite
Antenna (Subscription Required), Four Speakers, Subwoofer, and External Antenna.
Volume, Speed Compensation, bass, and treble radio functions can be viewed and configured
on the CommandCenter Display.

985.00

2662 Premium Radio Package
For Non U.S. and Canada Markets only: AM/FM Stereo with Premium Tuner, Clock, Compact
Disc Player, Remote Controls, Auxiliary Input Jack located in right hand storage console and
on radio, BlueTooth capable including microphone, Integrated BlueTooth Phone Book
connection through CommandCenter, Four Speakers, Subwoofer, and External Antenna.

885.00

REMOTE SELECTIVE CONTROL VALVES
3331 Three Remote Selective Control Valves with Push/Pull Breakaway Couplers

and High Pressure Relief Levers
-1,812.00

3341 Four Remote Selective Control Valves with Push/Pull Breakaway Couplers
and High Pressure Relief Levers

In Base Price

3351 Five Remote Selective Control Valves with Push/Pull Breakaway Couplers 1,813.00
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REMOTE SELECTIVE CONTROL VALVES ...Continued...
and High Pressure Relief Levers

3361 Six Remote Selective Control Valves with Push/Pull Breakaway Couplers
and High Pressure Relief Levers
Includes Auxiliary CommandArm Mounted SCV Controls.
Only available on Model Year 2012 Tractors.

3,626.00

POWER TAKE OFF
3810 45 mm (1-3/4 In.) 1000 rpm PTO (20 Spline) In Base Price

3821 45 mm (1-3/4 In.) 1000 rpm (20 Spline) with 35 mm (1-3/8 In.)
540 (6 Spline) / 1000 (21 Spline) rpm PTO
35 mm ( 1-3/8 In.) 540 rpm PTO portion of this option is not compatible with Cat. 4 Drawbar.

2,365.00

REAR HITCH
Advertised Hitch Lift Capacity is the amount of force that is sustained through the entire range
of lift, measured at 610 mm behind the hitch point. This is measured with the rear hitch
centerlink connected to the upper hole. See Operators Manual for more information.
Maximum Lift Capacity is noted as well. This is the maximum force achieved during lift,
directly at the hitch point.

4000 Less 3-Point Hitch
Requires Code 3331 Three Remote Selective Control Valves.
If 4 and/or 5 remote cylinder control valves are required, order field installed kit RE301321
(4th Remote Cylinder Control Valve) and/or RE301501 (5th Remote Cylinder Control Valve).
Not compatible with Code 841H Front Hitch.

-5,722.00

4032 8,482 kg (18,700 Lbs.) Lift Capacity Hitch (Cat 4N/3) Hitch with
Sway Blocks and Quick Coupler
11,933 kg (26,307 Lbs.) Maximum Lift Capacity.
Requires Group 48 Rear Tires.
Requires 120mm Diameter Rear Axle.

In Base Price

4046 6396 kg (14,100 Lbs.) Lift Capacity Hitch (Cat 4N/3) Hitch with Sway Blocks
and Quick Coupler
8,984 kg (19,807 Lbs.) Maximum Lift Capacity.
Requires Group 48 Rear Tires.
Requires 120mm Diameter Rear Axle.
Only available on Model Year 2012 Tractors.

-1,170.00

DRAWBAR AND TRAILER HITCH
4321 Cat. 4 Adjustable Swinging Drawbar with 50 mm (2 In.) Pin

2,245 kg (4,950 Lb.) Maximum Vertical Load.
Use of 540 RPM PTO Shaft is not recommended due to interference during turns.

In Base Price

4322 Cat. 4 Adjustable Swinging Drawbar with 50 mm (2 In.) Pin with
Heavy Duty Support
4990 kg (11,000 Lb.) Maximum Vertical Load.
Use of 540 RPM PTO Shaft is not recommended due to interference during turns.

537.00

HYDRAULIC PUMP
3260 227.1 lpm (60 gpm) 85 cc Hydraulic Pump Displacement In Base Price
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REAR AXLES
5042 120 mm (4.72 In.) Diameter x 3010 mm (118.5 In.) Length with

Double Taper Wheel Hubs
In Base Price

5043 120 mm (4.72 In.) Diameter x 2438 mm (96 In.) Length with
Double Taper Wheel Hubs

-981.00

REAR WHEELS AND TIRES (CAST MAIN AND STEEL DUAL OR
TRIPLE UNLESS NOTED)
For complete tire and wheel information, refer to the Agricultural Sales Manual or individual
tire manufacturer's handbook.
Some tire sizes and/or brands are excluded from manufacturer warranty when used in
specialty applications (e.g. use on Scraper Tractors). Please refer to the tire manufacturer's
handbook for specific warranty guidelines.
Overloading of tires is prohibited.

A8 Speed Rated RCI Group 48 Size Tires (81 In./2057 mm Diameter)
Listed Narrowest to Widest
Listed Singles, to Duals, to Triples (if offered)
Use with any RCI Group 43 or 44 Front Tire with same brand preference.
Four step front and rear tire combinations, as example group 44/48, 43/47 are acceptable with
ILS (Code 6060 or 6061) and 1500 MFWD (Code 6042) axles only.
Mixing of R1 and R1W tread types between Front and Rear Tires is permitted.
Mixing of Increased Flexion (IF) and non-Increased Flexion tires is not permitted unless
otherwise noted.

5600 380/90R54 In. 152A8 R1W Radial in Dual Wheel Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.

140.00

5601 480/80R50 In. 159A8 R1W Radial in Dual Wheel Configuration
Available in Firestone, Goodyear, Titan, or Michelin.

In Base Price

5720 480/80R50 In. 159A8 R1W Radial in Triple Wheel Configuration
Available in Firestone, Goodyear, Titan, or Michelin.
Requires Code 5042 120 mm (4.72 In.) x 3010 mm (118.5 In.) Rear Axle.
30 In. spacing only.
Includes two 15 In. and two 10 In. Axle Extensions.

13,068.00

5202 IF 480/80R50 166A8 R1W Radial in Single Wheel Configuration
Available in Firestone only.
Requires No Brand Preference Code 5999.
Compatible with Firestone brand, Standard non-Increased Flexion Front Tire Codes 6201,
6601, 6203, and 6603.

-6,832.00

5602 IF 480/80R50 166A8 R1W Radial in Dual Wheel Configuration
Available in Firestone only.
Requires No Brand Preference Code 5999.
Compatible with Firestone brand, Standard non-Increased Flexion Front Tire Codes 6201,
6601, 6203, and 6603.

3,436.00

5603 520/85R46 In. 158A8 R1W Radial in Dual Wheel Configuration
Available in Firestone, Michelin, Continental, or Goodyear.

-360.00

5604 520/85R46 In. 158A8 R2 Radial in Dual Wheel Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.
Compatible Front Tire Code 6206 Single Tire or 6606 Front Dual Tires.

112.00
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REAR WHEELS AND TIRES (CAST MAIN AND STEEL DUAL OR
TRIPLE UNLESS NOTED) ...Continued...

5605 620/70R46 In. 167A8 R1W Radial in Dual Wheel Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.

3,208.00

5218 IF 650/85R38 In. 179A8 R1W Increased Flexion Radial in Single Wheel Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.
Requires Front Tire Code 6214.

-3,854.00

5618 IF 650/85R38 In. 179A8 R1W Increased Flexion Radial in Dual Wheel Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.
Requires Front Tire Code 6214.

9,392.00

5206 710/70R42 In. 168A8 R1W Radial in Single Wheel Configuration
Available in Firestone only.
Requires No Brand Preference Code 5999.

-6,814.00

5606 710/70R42 In. 168A8 R1W Radial in Dual Wheel Configuration
Available in Firestone only.
Requires No Brand Preference Code 5999.

3,482.00

5207 710/70R42 In. 173A8 R1W Radial in Single Wheel Configuration
Available in Michelin, Goodyear, Continental, or Trelleborg.

-5,864.00

5607 710/70R42 In. 173A8 R1W Radial in Dual Wheel Configuration
Available in Michelin, Goodyear, or Continental.
General Ag use tire.

5,382.00

5219 IF 710/70R42 In. 179A8 R1W Increased Flexion Radial in Single Wheel Configuration
Available in Firestone or Michelin.

-3,046.00

5619 IF 710/70R42 In. 179A8 R1W Increased Flexion Radial in Dual Wheel Configuration
Available in Firestone or Michelin.

11,018.00

5209 800/70R38 In. 173A8 R1W Radial in Single Wheel Configuration
Available in Firestone, Michelin, or Goodyear.

-5,186.00

5609 800/70R38 In. 173A8 R1W Radial in Dual Wheel Configuration
Available in Firestone, Michelin, or Goodyear.
Includes two 10 In. Axle Extensions.

6,728.00

5220 IF 800/70R38 In. 179A8 R1W Increased Flexion Radial in Single Wheel Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.

-1,872.00

5620 IF 800/70R38 In. 179A8 R1W Increased Flexion Radial in Dual Wheel Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.
Includes two 10 In. Axle Extensions.

13,356.00
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REAR WHEELS AND TIRES (CAST MAIN AND STEEL DUAL OR
TRIPLE UNLESS NOTED) ...Continued...

REAR WHEELS AND TIRES FOR 31 MPH (50 KM/H) TRANSMISSION (CODE 1552
OR 1153):

B Speed Rated RCI Group 48 Size Tire (81 In./2057 mm Diameter)
Listed Narrowest to Widest
Listed Singles, to Duals, to Triples (if offered)
For use with any B Rated RCI Group 43 Front Tire with same tread type and brand
preference.

5610 480/80R50 In. 159B R1W Radial in Dual Wheel Configuration
Available in Firestone or Goodyear.

1,020.00

5211 650/85R38 In. 173B R1W Radial in Single Wheel Configuration
Available in Michelin or Goodyear.

-5,748.00

5215 IF 650/85R38 In. 179B R1W Increased Flexion Radial in Single Wheel Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.

-3,348.00

5213 710/70R42 In. 173B R1W Radial in Single Wheel Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.

-4,080.00

5216 IF 710/70R42 In. 179B R1W Increased Flexion Radial in Single Wheel Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.

-1,896.00

5217 IF 800/70R38 In. 179B R1W Increased Flexion Radial in Single Wheel Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.

-1,362.00

FRONT AXLES
6042 1500 Series Mechanical Front Wheel Drive with Hydraulic Differential Lock

and Dual Tire Capability
Requires Code 3260: 227 lpm (60 gpm) Hydraulic Pump.
Single front tires require a load index rating of 143 or greater.
Axle is compatible with duals.
Compatible with either Group 42/43 Front and 47 Rear tires or 43/44 Front and 48 Rear
Tires where allowed by model. See tire listings.

-8,646.00

6060 John Deere Independent Link Suspension with Hydraulic Differential Lock,
Fully Enclosed Driveline and Dual Tire Capability
Requires Code 3260: 227 lpm (60 gpm) Hydraulic Pump.
Single front tires require a load index rating of 145 or greater.
Compatible with either Group 42/43 Front and 47 Rear tires or 43/44 Front and 48 Rear Tires
where allowed by model. See tire listings.

In Base Price

6061 John Deere Independent Link Suspension with Hydraulic Differential Lock,
Wet Multi-Disk Brakes, Fully Enclosed Driveline, and Dual Tire Capability
Requires Code 3260: 227 lpm (60 gpm) Hydraulic Pump.
Single front tires require a load index rating of 145 or greater.
Compatible with either Group 42/43 Front and 47 Rear tires or 43/44 Front and 48 Rear Tires
where allowed by model. See tire listings.

2,385.00

FRONT WHEELS AND TIRES
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FRONT WHEELS AND TIRES ...Continued...
For complete tire and wheel information, refer to the Agricultural Sales Manual or individual
tire manufacturer's handbook.
Some tire sizes and/or brands are excluded from manufacturer warranty when used in
specialty applications (e.g. used on Scraper Tractors). Please refer to the tire manufacturer's
handbook for specific warranty guidelines.
Overloading of tires is prohibited.

FRONT WHEELS AND TIRES FOR 40 km/h TRANSMISSIONS:
FRONT TIRES FOR
1300 SERIES (CODE 6040 OR 6041), 1500 SERIES (CODE 6042), OR
INDEPENDENT LINK SUSPENSION (ILS) (CODE 6060 OR 6061) AXLES

Eight Position Wheels for 1300 Series, 1500 Series, or ILS Axle with:

A8 Speed Rated RCI Group 43 Size Tires (63 In./1600 mm Diameter)
Listed Narrowest to Widest (Single Front or Dual Front as noted)
Use with any RCI Group 47 or 48 Rear Tire with same tread type and brand preference.
Four step front and rear tire combinations, as example 44/48, 43/47 are acceptable with ILS
(Codes 6060 or 6061) and 1500 MFWD (Code 6042) axles only.
Mixing of R1 and R1W tread types between Front and Rear Tires is permitted.
Mixing of Increased Flexion (IF) and non-Increased Flexion Tires is not permitted unless
otherwise noted.
All Front Dual Configurations require Code 6042 1500 MFWD, 6060 ILS, or 6061 ILS with
Brake Front Axle.

6600 320/80R42 In. 141A8 R1W Radial in Dual Wheel Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.

-348.00

6601 380/80R38 In. 142A8 R1W Radial in Dual Wheel Configuration
Available in Michelin, Firestone, Titan, or Goodyear.
Four Front Steel Wheels, Adapter Ring, and Spacer Hub.

-324.00

6202 IF 380/80R38 149A8 R1W Radial in Single Wheel Configuration
Available in Firestone only.
Requires No Brand Preference Code 5999.
Compatible with Standard, non-Increased Flexion rear tires.

-7,260.00

6203 420/85R34 In. 147A8 R1W Radial in Single Wheel Configuration
Available in Firestone, Goodyear, or Titan.

-7,962.00

6603 420/85R34 In. 147A8 R1W Radial in Dual Wheel Configuration
Available in Firestone, Goodyear, or Titan.
Four Front Steel Wheels, Adapter Ring, and Spacer Hub.

In Base Price

6217 IF 420/85R34 152A8 R1W Increased Flexion Radial in Single Wheel Configuration
Available in Firestone only.
Requires No Brand Preference Code 5999.
Compatible with Standard, non-Increased Flexion rear tires.

-6,980.00

6616 480/70R34 In. 143A8 R1W Radial in Dual Wheel Configuration
Available in Continental only.
Requires No Brand Preference Code 5999.
Tread setting restrictions apply, see Sales Manual or Operators Manual.
Four Front Steel Wheels, Adapter Ring, and Spacer Hub.

660.00
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FRONT WHEELS AND TIRES ...Continued...
6604 480/70R34 In. 144A8 R1W Radial in Dual Wheel Configuration

Available in Michelin only.
Requires No Brand Preference Code 5999.
Tread setting restrictions apply, see Sales Manual or Operators Manual.
Four Front Steel Wheels, Adapter Ring, and Spacer Hub.

1,300.00

6205 480/70R34 In. 155A8 R1W Radial in Single Wheel Configuration
Available in Firestone or Goodyear.
Tread setting restrictions apply, see Sales Manual or Operators Manual.

-7,418.00

6605 480/70R34 In. 155A8 R1W Radial in Dual Wheel Configuration
Available in Firestone or Goodyear.
Tread setting restrictions apply, see Sales Manual or Operators Manual.
Four Front Steel Wheels, Adapter Ring, and Spacer Hub.

1,088.00

6206 480/70R34 In. 146A8 R2 Radial in Single Wheel Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999 and Rear Tire Code 5204 or 5604.
Tread setting restrictions apply, see Sales Manual or Operators Manual.
For use with 1829 mm (72 In.) or wider tread settings only.

-8,378.00

6606 480/70R34 In. 146A8 R2 Radial in Dual Wheel Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999 and Rear Tire Code 5204 or 5604.
Tread setting restrictions apply, see Sales Manual or Operators Manual.
For use with 1829 mm (72 In.) or wider tread settings only.
Four Front Steel Wheels, Adapter Ring, and Spacer Hub.

-832.00

6207 540/65R34 In. 152A8 R1W Radial in Single Wheel Configuration
Available in Michelin or Goodyear.
For 1300 or ILS: For use with 1679 mm (66 In.) or wider tread spacing.
For 1500: For use with 1829 mm (72 In.) or wider tread spacing.

-7,900.00

6208 600/70R30 In. 152A8 R1W Radial in Single Wheel Configuration
Available in Firestone, Goodyear, Continental, Trelleborg, or Michelin.
For 1300 or ILS: For use with 1780 mm (70 In.) or wider tread spacing.
For 1500: For use with 1829 mm (72 In.) or wider tread spacing.

-8,280.00

6214 IF 600/70R30 In. 159A8 R1W Increased Flexion Radial in Single Wheel Configuration
Available in Firestone or Michelin.
For ILS: For use with 1780 mm (70 In.) or wider tread spacing.
For 1500: For use with 1829 mm (72 In.) or wider tread spacing.

-6,696.00

FRONT WHEELS AND TIRES WITH 1500 AXLE (CODE 6042)OR
INDEPENDENT LINK SUSPENSION (ILS) (CODE 6060 OR 6061)

Steel MFWD or ILS 8 Position Wheels with:

A8 Speed Rated RCI Group 44 Size Tires (66 In./1676 mm Diameter)
Listed Narrowest to Widest (Single Front or Dual Front as noted)
Use with any RCI Group 48 Rear Tire with same tread type and brand preference.
Mixing of R1 and R1W tread types between Front and Rear Tires is permitted.

6300 540/75R34 In. 157A8 R1W Radial in Single Wheel Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.
For use with 2080 or 2182 mm tread spacing with Code 6042.
For use with 1979, 2080 or 2182 mm tread spacing with Code 6060 or 6061.

-7,736.00
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FRONT WHEELS AND TIRES ...Continued...
6301 620/75R30 In. 163A8 R1W Radial In Single Wheel Configuration

Available in Goodyear only.
Requires No Brand Preference Code 5999.
For use with 2182 mm tread spacing with Code 6042.
For use with 2080 or 2182 mm tread spacing with Code 6060 or 6061.

-6,856.00

FRONT WHEELS AND TIRES for 50 km/h TRANSMISSION (CODE 1552 OR 1553)
AND
INDEPENDENT LINK SUSPENSION (CODE 6061):

Eight Position Wheels for ILS Axle Code 6061 with:

B Speed Rated RCI Group 43 Size Tires (63 In./1600 mm Diameter)
Listed Narrowest to Widest (Single Front or Dual Front as noted)
For use with any B Rated RCI Group 48 Rear Tire with same brand preference.
Requires Code 6061.
Mixing of Increased Flexion (IF) and non-Increased Flexion tires is not permitted unless
otherwise noted.

6209 420/85R34 In. 147B R1W Radial In Single Tire Configuration
Available in Firestone or Goodyear.
Requires Rear Tire Code 5610.

-7,452.00

6609 420/85R34 In. 147B R1W Radial In Dual Tire Configuration
Available in Firestone or Goodyear.
Requires Rear Tire Code 5610.
Four Front Steel Wheels, Adapter Ring, and Spacer Hub.

255.00

6210 540/65R34 In. 152B R1W Radial In Single Tire Configuration
Available in Michelin or Goodyear.
Use with 1780 mm (70 In.) or wider tread settings.

-7,392.00

6212 600/70R30 In. 152B R1W Radial In Single Tire Configuration
Available in Michelin or Goodyear.
Use with 1780 mm (70 In.) or wider tread settings.

-7,770.00

6215 IF 600/70R30 In. 159B R1W Increased Flexion Radial in Single Tire Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.
For use with 1780 mm (70in.) or wider tire tread.

-5,546.00

TIRE PREFERENCE CODES
If only one brand is available in any tire code, the Tire Preference Code 5999 must be chosen
below to avoid extra charges. You will still get the one brand stated in the tire code
description.

5999 No Brand Preference
Matching front and rear tire brands will be installed on Tractor unless notified by factory.

No Charge

5901 Firestone Brand Only 800.00

5902 Goodyear Brand Only 800.00

5903 Michelin Brand Only 1,200.00

5904 Continental Brand Only 800.00
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OPERATOR'S MANUAL AND LABELS
0403 Bulgarian Same Price

0409 English In Base Price

0413 French Same Price

0416 Hebrew Operator's Manual and Non-Text Labels Same Price

0437 Spanish Same Price

ATTACHMENTS - ORDER AS DESIRED

Customer Gold Key Program:
9076 Gold Key Experience

Not compatible with Code 9075.
This personal guided tour provides you with the unique opportunity to watch a similar machine
to the one you are purchasing during its final stages of manufacturing. This tour will be
scheduled in advance and can occur at your convenience during a 60 day window (30 days
prior to or 30 days after your machine's expected warehouse date). For more information, visit
www.deere.com/goldkey.

No Charge

Operator Station and Electrical:
8288 Foot Operated Speed Control 343.00

8242 Radar, Dual Beam Sensor 943.00

8210 Leather Trim Package
For CommandView II, Deluxe CommandView II, and Premium CommandView II cabs.
Includes heated leather seat, leather instructional set, leather wrapped steering wheel and rear
window decal.

1,725.00

8227 Outside Mirrors, Telescoping, Heated, Electrically Adjustable RH and LH
Required to upgrade from Right and Left Hand Manual Adjust Mirrors.

1,018.00

8228 Outside Mirrors, Telescoping, Heated, Electrically Adjustable RH and LH
Required to upgrade from RH and LH Electrically Adjusting Mirrors.

565.00

8251 Antenna Mount and Wiring for Business Band (2-Way) Radio 135.00

8725 Rotary Warning Beacon
Required to add Rotary Beacon Light to Standard Lighting Package.

358.00

8720 Loader/Driving Light Package
Only available on Model Year 2012 Tractors.
Provide two road lights mounted higher on the cab posts for use when front mounted
equipment obstruct grill mounted front lights.

219.00

Hydraulics:
832G Auxiliary Hydraulic Connections

Includes (2) motor return couplers, (1) flat face sump coupler, (1) power beyond pressure
coupler and (1) load sense coupler.
Suitable for use with most planting and seeding equipment.

893.00
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ATTACHMENTS - ORDER AS DESIRED ...Continued...

Chassis:
8010 Fenders, Deluxe Pivoting Front for MFWD or ILS -

480 mm (18.9 In.) Wide
Recommended for use with 290 mm (12.4 In.) to 420 mm (16.9 In.) tire widths.
Code 8010 or 8011 is required for 50 km/h (31 mph) Tractors.
Not compatible with Code 8011 Fenders, Deluxe Pivoting Front for MFWD or ILS - 620 mm
(24.4 In.) wide.

1,322.00

8011 Fenders, Deluxe Pivoting Front for MFWD or ILS - 620 mm (24.4 In.) Wide
Recommended for use with 480 mm (18.9 In.) to 620 mm (244 In.) tire widths.
Not for use with front dual tire combinations.
Code 8010 or 8011 is required for 50 km/h (31 mph) Tractors.
Not compatible with option Code 8010 Fender, Deluxe Pivoting Front for MFWD or ILS - 480
mm (18.9 In.) Wide.

1,549.00

8020 Fenders, Full Coverage Rear 2.55 m (100 In.) Width
Includes hitch control switch on both fenders.
Includes external PTO switch on fender extension.
Not compatible with Code 8021 Fenders, Extra Width Coverage Rear 2.75 m (108 In.) Width.

1,299.00

8751 Trailer Brake, Air Dual Line System
Includes compressor, tank, control valves and 2 line couplers.
Not compatible with Code 8756 Hydraulic Trailer Brakes.
If Air and Hydraulic Trailer Brakes are required, order Code 8752 Trailer Brakes, Air Dual
Line and Hydraulic.

6,757.00

8752 Trailer Brake, Air Dual Line and Hydraulic
Includes rear Tractor line hydraulic coupler.
Includes compressor, tank, control valves and couplers.
Not compatible with Codes 8751 or 8756.

7,596.00

8756 Trailer Brake, Hydraulic
Includes rear Tractor line hydraulic coupler.
Not compatible with Code 8751 Trailer Brake, Air Dual Line or Code 8752 Trailer Brake, Air
Dual Line and Hydraulic.

838.00

Front Implement:
8380 PTO, Independent Front with 35 mm (1-3/8 In) 21-Spline, 1000 rpm

Clockwise-Rotating Shaft as Viewed from Front (Type 2)
Only available on Model Year 2012 Tractors.
For Code 8336 IT4/ Stage IIIA Compliant Engine.
Requires Front Hitch Code 8411. Requires ILS Front Axle Code 6060 or 6061.
Not compatible with group 42 Front Tires. Not compatible with Powershift Transmission Code
1490.

7,995.00

8381 PTO, Independent Front with 45 mm (1-3/4 In) 20-Spline, 1000 rpm
Clockwise-Rotating Shaft as Viewed from Front (Type 3)
Only available on Model Year 2012 Tractors.
For Code 8336 IT4/ Stage IIIA Compliant Engine.
Requires Front Hitch Code 8411. Requires ILS Front Axle Code 6060 or 6061.
Not compatible with group 42 Front Tires. Not compatible with Powershift Transmission Code
1490.

7,995.00
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ATTACHMENTS - ORDER AS DESIRED ...Continued...
8383 PTO, Independent Front with 35 mm (1-3/8 In) 21-Spline, 1000 rpm

Clockwise-Rotating Shaft as Viewed from Front (Type 2)
Only available on Model Year 2012 Tractors.
For Code 8334 Stage II Compliant Engine.
Requires Front Hitch Code 8411. Requires ILS Front Axle Code 6061.
Not compatible with group 42 Front Tires.
Not compatible with Powershift Transmission Code 1490.

7,995.00

8384 PTO, Independent Front with 45 mm (1-3/4 In) 20-Spline, 1000 rpm
Clockwise-Rotating Shaft as Viewed from Front (Type 3)
Only available on Model Year 2012 Tractors.
For Code 8334 Stage II Compliant Engine.
Requires Front Hitch Code 8411. Requires ILS Front Axle Code 6061.
Not compatible with group 42 Front Tires.
Not compatible with Powershift Transmission Code 1490.

7,995.00

8411 Front Hitch with Folding Draft Links, Cat. 3N Ground Engaging Hitch,
5,200 kg (11,646 lb.) Lift Capacity
nly available on Model Year 2012 Tractors.
Includes Front Hitch Valve.
Requires Independent Link Suspension (Code 6060 or 6061)
Compatible with 3, 4, 5, or 6 Rear SCV's.
Includes Auxiliary CommandArm Mounted SCV Controls.

6,850.00

835H Two Front Remote Selective Control Outlets with Push/Pull Breakaway Couplers and
Factory Installed Plumbing to Rear Remote Selective Control Valves Three and Four
Only available on Model Year 2012 Tractors.
Front SCV hoses can be disconnected for rear SCV use.
Requires Code 8411 Front Hitch.
Requires Code 8020 Full Coverage Rear Fender Extensions to provide remote hitch lift
controls for rear hitch.

1,600.00

Engine:
8300 Cold Weather Start Kit

Factory installation of Block Heater (110V) and Ether Aid Canister and Switch.
144.00

8306 Fuel/Water Separator, Severe Duty
In addition to water separator in base equipment.

591.00

8220 Intelligent Power Management
Provides up to an additional 35 engine hp for non-stationary rear PTO or transport speeds
above 23 km/h (14.3 mph).
Not compatible with Stage II Emission compliant engine.

3,579.00

8336 John Deere PowerTech PSX 9.0 L (549 cu. In.) 6 Cyl IT4 / Stage 3b Compliant Diesel
Engine

Same Price

8550 Skid for Duals
For Tractors shipping outside of the United States and Canada.

136.00

8334 John Deere PowerTech 9.0 L (549 cu. In.) 6 Cyl Stage 2 Compliant Diesel Engine
Only available on Model Year 2012 Tractors.

Same Price
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ATTACHMENTS - ORDER AS DESIRED ...Continued...

Ballast Packages:

1778 kg (3920 lb.) Ballast Package with Rear Duals:
8931 Front Weight Support with 4 Front Suitcase Weights and One Pair

of 635 kg (1400 lb.) Inside/Inner Rear Wheel Weights and One Pair
75 kg (165 lb.) Outside/Outer Dual Rear Wheel Weights
1500 Axle: 111 Lb./hp with 39/61 Front/Rear Weight Split and require single front tires with
load index of 145 or greater or front duals.
ILS Axle: 113 Lb./hp with 40/60 Front/Rear Weight Split and require single front tires with
load index of 146 or greater or front duals.
Requires rear duals.
Not compatible with triples.
Not compatible with any other factory installed front or rear weight code.

5,095.00

2372 kg (5230 lb.) Ballast Package with Rear Duals:
8933 Front Weight Support with 8 Front Suitcase Weights and One Pair of

635 kg (1400 lb.) Inside/Inner Rear Wheel Weights and One Pair
75 kg (165 lb.) and One Pair 205 kg (450 lb.) Outside/Outer Dual Rear Wheel Weights
1500 Axle: 116 Lb./hp with 39/61 Front/Rear Weight Split and require single front tires with
load index of 146 or greater or front duals.
ILS Axle: 124 Lb./hp with 43/57 Front/Rear Weight Split and require single front tires with
load index of 148 or greater or front duals.
Requires rear duals.
Not compatible with triples.
Not compatible with any other factory installed front or rear weight code.

6,782.00

3547 kg (7820 lb.) Ballast Package with Rear Duals:
8932 Front Weight Support with 16 Front Suitcase Weights and One Pair

of 635 kg (1400 lb.) Inside/Inner Rear Wheel Weights and One Pair
75 kg (165 lb.) and Three Pair of 205 kg (450 lb.) Outside/Outer
Dual Rear Wheel Weights
1500 Axle: 132 Lb./hp with 43/57 Front/Rear Weight Split and require single front tires with
load index of 150 or greater or front duals.
ILS Axle: 134 Lb./hp with 44/56 Front/Rear Weight Split and require single front tires with
load index of 151 or greater or front duals.
Requires rear duals.
Not compatible with triples.
Not compatible with any other factory installed front or rear weight code.
Base on the tire width option ordered, some 450 lb. wheel weights may be shipped on a
separate pallet and require dealer installation.

10,148.00

3797 kg (8370 lb.) Ballast Package with Rear Duals:
8934 Front Weight Support with 22 Front Suitcase Weights and One Pair of

635 kg (1400 lb.) Inside/Inner Rear Wheel Weights and One Pair
75 kg (165 lb.) and Three Pair 205 kg (450 lb.) Outside/Outer Dual Rear Wheel Weights
1500 Axle: 134 Lb./hp with 45/55 Front/Rear Weight Split with Front Duals.
ILS Axle: 136 Lb./hp with 46/54 Front/Rear Weight Split with Front Duals.
Requires front and rear duals.
Not compatible with triples.
Not compatible with any other factory installed front or rear weight code.
Base on the tire width option ordered, some 450 lb. wheel weights may be shipped on a
separate pallet and require dealer installation.

10,887.00
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ATTACHMENTS - ORDER AS DESIRED ...Continued...

Quik-Tatch Weights:
8955 Weight, Front Support - Less Weights

Support weighs 390 Lb. (180 kg).
1300 Axle requires single front tires with load index of 141 or greater.
1500 Axle requires single front tires with load index of 143 or greater or front duals.
ILS requires single front tires with load index of 145 or greater or front duals.
Includes Tow Point.

551.00

8956 Weight, Front Support with Four Suitcase Weights
1300 Axle requires single front tires with load index of 143 or greater.
1500 Axle requires single front tires with load index of 145 or greater or front duals.
ILS requires single front tires with load index of 146 or greater or front duals.

1,140.00

8957 Weight, Front Support with Eight Suitcase Weights
1300 Axle requires single front tires with load index of 145 or greater.
1500 Axle requires single front tires with load index of 146 or greater or front duals.
ILS requires single front tires with load index of 148 or greater or front duals.

1,637.00

8958 Weight, Front Support with Twelve Suitcase Weights
1300 Axle requires single front tires with load index of 146 or greater.
1500 Axle requires single front tires with load index of 148 or greater or front duals.
ILS requires single front tires with load index of 150 or greater or front duals.

2,132.00

8959 Weight, Front Support with Sixteen Suitcase Weights
1300 Axle requires single front tires with load index of 148 or greater.
1500 Axle requires single front tires with load index of 150 or greater or front duals.
ILS requires single front tires with load index of 151 or greater or front duals.

2,621.00

8960 Weight, Front Support with Twenty-Two Suitcase Weights
1300 Axle requires single front tires with load index of 150 or greater.
1500 Axle requires single front tires with load index of 152 or greater or front duals.
ILS requires single front tires with load index of 153 or greater or front duals.

3,361.00

Rear Wheel Weights - For Inside/Inner Wheels (Cast):
Weights shown are for each weight.

8970 One Pair 205 kg (450 lb.) 1,189.00

8971 Two Pair 205 kg (450 lb.)
Based on the tire width option ordered, some 450 lb. wheel weights may be shipped on a
separate pallet and require dealer installation.

2,382.00

8972 One Pair 635 kg (1400 lb.)
Requires tire with load rating above 151 Load Index.

3,428.00

Rear Wheel Weights - For Outside/Inner Wheels (Cast):
Weights shown are for each weight.

8978 One Pair 75 kg (165 lb.) Starter Weights and One Pair 205 kg (450 lb.) Weight
for the Outside of Single Rear Wheel
For outside of drive wheel on rear singles only.

1,717.00
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ATTACHMENTS - ORDER AS DESIRED ...Continued...

Rear Wheel Weights - For Outside/Outer Dual Wheels:
Weights shown are for each weight.

8973 One Pair 75 kg (165 lb.) Starter Weights and One Pair 205 kg (450 lb.) Weights
for Outer Rear Dual
For outside outer dual only.
Not compatible with Triples.

1,717.00

8974 One Pair 75 kg (165 lb.) Starter Weights and Two Pair 205 kg (450 lb.) Weights
Requires rear duals.
Not compatible with rear triples.

2,907.00

8975 One Pair 75 kg (165 lb.) Starter Weights and Three Pair 205 kg (450 lb.) Weights
Requires rear duals.
Not compatible with rear triples.

3,983.00

ATTACHMENTS FOR FIELD CONVERSION

Electrical:
RE58827 9-Pin Connector Implement Feedback

Required for Touch-Set Depth Control.
128.00

AR255881 Battery Disconnect Switch 168.00

RE329902 Battery Disconnect Switch, Wheel 145.00

RE322780 ISO Cab Implement CAN Bus Adapter See Parts

RE21519 Implement Switch with 10 Ft. Harness 162.00

AR245564 Mounting Kit for Radar with Dual Beam Sensor
Requires Dual Beam Radar (RE249206).

220.00

RE278980 Radar with Dual Beam Sensor
Requires AL171547 Attaching Bracket Kit.

See Parts

RE325025 iTech 3/4 Switch
Requires software download. Reference Installation instructions for additional information.

25.00

Engine:
RE323008 Cold Weather Starting Package 91.00

RE227949 Engine Block Heater (110V) See Parts

RE524692 Engine Block Heater (220V) See Parts

RE321571 Fuel/Water Separator Kit, Severe Duty
In addition to water separator in base equipment.

606.00
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ATTACHMENTS FOR FIELD CONVERSION ...Continued...

Fenders:
RE260608 Fenders, Deluxe Pivoting Front for 1300 Series MFWD - 18.7 In. (480 mm) Wide

Recommended use with 12.4 In. (290 mm) to 16.9 In. (420 mm) tire widths.
Compatible with 1300 Series MFWD front axle only.

1,322.00

RE260609 Fenders, Deluxe Pivoting Front for 1300 Series MFWD - 24.4 In. (620 mm) Wide
Recommended use with 18.4 In. (480 mm) to 23.6 In. (600 mm) tire widths.
Compatible with 1300 Series MFWD front axle only.

1,549.00

RE308214 Fenders, Deluxe Pivoting Front for 1500 Series MFWD - 18.7 In. (480 mm) Wide
Recommended use with 12.4 In. (290 mm) to 16.9 In. (420 mm) tire widths.
Compatible with 1500 Series MFWD front axle only.

1,322.00

RE308215 Fenders, Deluxe Pivoting Front for 1500 Series MFWD - 24.4 In. (620 mm) Wide
Recommended use with 18.4 In. (480 mm) to 23.6 In. (600 mm) tire widths.
Compatible with 1500 Series MFWD front axle only.

1,549.00

RE236667 Fenders, Deluxe Pivoting Front for Independent Link Suspension -
18.7 In. (480 mm) Wide
Also order 2 pieces of R186578.
Recommended use with 12.4 In. (290 mm) to 16.9 In. (420 mm) tire widths.

1,322.00

RE236670 Fenders, Deluxe Pivoting Front for Independent Link Suspension -
24.4 In. (620 mm) Wide
Also order 2 pieces of R186578.
Recommended for use with 18.4 In. (480 mm) to 23.6 In. (600 mm) tire widths.
Not for use with front dual tire combinations.

1,549.00

RE324406 Fenders, Extra Width Rear Fender Extensions 267.00

RE318606 Fenders, Full Coverage Rear 2.55 meter (100 In. Width) 483.00

Hitch and Drawbar:
R177682 Center Link Bracket

Retains the center link when not in use.
See Parts

AR211154 Drawbar Heavy Duty Support for use with Cat. 4 Drawbar
(11,000 Lb. Vertical Load Capacity)
Requires Cat. 4 Drawbar.
Increases vertical load capacity to 11,000 Lb. (4990 kg.).
Cat. 4 Drawbar is not compatible with PTO Codes 2418 or 2420 or with field installed 1-3/8
540 rpm PTO.

782.00

RE268625 Drawbar, Ball-type 80 mm Cat. 4
Ball-type drawbar for use when using the DN 345 - Drawn Dry Box Spreader. No other
implements are approved for this drawbar.

3,153.00

AR211153 Drawbar, Cat. 4 with 2 In. Pin and Heavy Duty Support
(11,000 Lb. Vertical Load Capacity)
Cat. 4 Drawbar is not compatible with PTO Codes 3820 or 3821 or with field installed 1-3/8
540 rpm PTO.

1,810.00

RE327692 Front Hitch Chain Hooks 189.00

RE301735 Hitch Kit, 3-in-1 Rails
Compatible with Type 2 PTO.

789.00

AGRICULTURAL PRODUCTS
JOHN DEERE TRACTORS

8335R Tractor
Continued

23 June 2011 US & Canada
2-Tractors-06300- 30



CODE
ATTACHMENT
IDENTIFIER DESCRIPTION

SUGGESTED
LIST PRICE

USD ($)

ATTACHMENTS FOR FIELD CONVERSION ...Continued...
RE301736 Hitch Kit, 3-in-1 Rails

Compatible with Type 3 PTO.
1,322.00

AR216079 Rear Hitch Quik-Coupler (Convertible Cat. 4N/3) 2,347.00

Hydraulics:
RE301321 4th Remote Cylinder Control Valves with Push/Pull Breakaway Couplers with

High Pressure Relief Levers
For Tractors equipped with a front hitch or without a rear hitch, see installation instructions
for additional parts needed to complete installation.
Requires (R301759) Software download to activate function - See Parts.

2,383.00

RE301501 5th Remote Cylinder Control Valves with Push/Pull Breakaway Couplers with
High Pressure Relief Levers
Requires (R301760) Software download to activate function - See Parts.

2,460.00

RE315727 Auxiliary Hydraulic Oil Take-Out Pump and Reservoir
Provides an additional 11 gallon (42 liters) capacity for large, single acting cylinders used for
application where a large hydraulic oil flow in a short period of time is needed.

1,870.00

RE222721 Auxiliary Sump Coupler Kit (Flush Face Coupler Style)
Required to connect Tractor sump to case drains on Seeding Equipment.

125.00

RE323471 Front SCV Plumbing Kit
Routes SCV function from the rear to the front.

1,760.00

AR114664 Hydraulic Motor Return, Multiple/Auxiliary Hitch Coupler/
Sump Return Kit
For use with Hydraulic Motor Returns, Hitch Valve with Lift Assist Wheels or Motor
Drains/Sump Returns or grapple valve.

186.00

RE322174 Hydraulic Trailer Brake Kit
Provides single line connection to hydraulic braking systems.
Works with or without power beyond couplers.

682.00

RE221284 Low Stand-By Pressure Control Kit
Prevents main pump activation during engine start up in certain hydraulic configurations
using power beyond.

947.00

RE281166 Power Beyond Coupler Kit
Kit includes load sense, pressure and return couplers.

730.00

AR272536 Rear EHSCV Single Lever Control (Joystick) and Mounting Parts for CommandArm 1,510.00

Lighting:
RE308937 Auxiliary Driving / Loader Light Kit

Includes headlights, wiring harness, brackets and mounting hardware.
228.00

RE269641 Lights, Field Vision Xenon HID Rear Fender Light
Requires (2) for conversion.

See Parts

RE298933 Lights, Two Roof-Mounted 65W Halogen Front Flood Lights 135.00

RE325694 Rotary Beacon Light Kit 358.00
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ATTACHMENTS FOR FIELD CONVERSION ...Continued...

Miscellaneous:
AR320123 Single Line Coupler Parts for Air Trailer Brakes 561.00

Operator Environment:
RE67015 3-Way Convenience Adapter for Power Strip See Parts

RE317435 Accessory Mounting Bracket 106.00

RE269615 Antenna Mount and Wiring for Business Band Radio 135.00

RE275532 Ash Tray See Parts

RE67014 Cigar-Style Adapter for Power Strip See Parts

RE323407 External Mirrors, Electrically Adjustable RH and LH Conversion Kit 514.00

RE293499 External Mirrors, Electrically Telescoping and Heated Mirror Heads 1,696.00

RE323405 External Mirrors, Manually Adjustable RH and LH 256.00

RE321017 Foot-Operated Speed Control
For use with PST or IVT transmissions.
Order Floor Mat separate through Parts.

121.00

RE68495 Power Strip with Six Outlets
Cab Tractors (Code 2034) ONLY.
Requires (1) RE67013, (1) RE67014, and (1) RE67015 Ordered Separately.

See Parts

RE328345 Radio, Deere/Delco AM/FM Stereo with Clock, Weatherband,
Four Speakers and Antenna

362.00

RE298965 Radio, Sub Woofer Kit 286.00

RE67013 Standard Connector with 1m (3-Foot) Cable for Power Strip See Parts

RE284180 Step Kit, Left Hand Convenience Platform See Parts

RE261504 Sun Shade, Front Pull Down See Parts

RE263352 Tire Pressure Monitor Kit
Includes Monitor and four pressure sensors.
For Cab Tractors Only.

See Parts

RE324993 Touchscreen GS3 CommandCenter 7" Color Display, Video Capable 1,260.00

RE269618 Windshield Wiper with Washer, Rear 186.00

Software Downloads:
RE298885 Intelligent Power Management

Provides up to an additional 30 Engine hp for non-stationary rear PTO and transport
applications.
Download through Service Advisor's software delivery system.
Includes instruction and download only.
See Ag Sales Manual for ground speed specifications.

See Parts
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ATTACHMENTS FOR FIELD CONVERSION ...Continued...
RE305729 Language Group for CommandCenter - English,

Croatian, Serbian, Slovenian,
German
Download through Service Advisor's software delivery system.
Includes instruction and download only.

See Parts

RE305727 Language Group for CommandCenter - English,
Danish, Swedish, Finish,
Norwegian
Download through Service Advisor's software delivery system.
Includes instruction and download only.

See Parts

RE305726 Language Group for CommandCenter - English,
Estonian, Latvian, Lithuanian,
Polish, Russian
Download through Service Advisor's software delivery system.
Includes instruction and download only.

See Parts

RE305725 Language Group for CommandCenter - English,
French, Dutch, Icelandic,
German
Download through Service Advisor's software delivery system.
Includes instruction and download only.

See Parts

RE305730 Language Group for CommandCenter - English,
Greek, Turkish
Download through Service Advisor's software delivery system.
Includes instruction and download only.

See Parts

RE308728 Language Group for CommandCenter - English,
Hungarian, Czech, Slovak, Romanian,
Bulgarian
Download through Service Advisor's software delivery system.
Includes instruction and download only.

See Parts

RE305731 Language Group for CommandCenter - English,
Italian, Spanish, Portuguese, German,
Dutch, French, Swedish, Hungarian, Danish, Polish
Download through Service Advisor's software delivery system.
Includes instruction and download only.

See Parts

BPF10312 Non-John Deere Guidance Compatibility Activation - AutoFarm/Novariant
Required for communication between non-John Deere guidance systems and the Tractor's
steering components. Consult guidance system selling dealer for compatibility information.

250.00

BPF10313 Non-John Deere Guidance Compatibility Activation - Hemisphere/Outback
Required for communication between non-John Deere guidance systems and the Tractor's
steering components. Consult guidance system selling dealer for compatibility information.

250.00

BPF10311 Non-John Deere Guidance Compatibility Activation - Raven
Required for communication between non-John Deere guidance systems and the Tractor's
steering components. Consult guidance system selling dealer for compatibility information.

250.00

BPF10363 Non-John Deere Guidance Compatibility Activation - Trimble
Required for communication between non-John Deere guidance systems and the Tractor's
steering components. Consult guidance system selling dealer for compatibility information.

250.00

Transmission:
RE224298 Transmission Backup Alarm 391.00
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ATTACHMENTS FOR FIELD CONVERSION ...Continued...
RE323009 Transmission Hydraulic Oil Heater (110 Volts) 330.00

RE323010 Transmission Hydraulic Oil Heater (220 Volts) 431.00

Vandal Protection:
AL71345 Door Locks - Custom Key 156.00

Weights:
R127764 Weight, Front Suitcase (104 Lb.) Quantity of One

Dealer must order 5000 Lbs. to receive free freight through Waterloo Weight Program.
Available to Ag Dealers only.

123.00

RFR127764 Weight, Front Suitcase, Twenty (20-R127764) 2,276.00

R242154 Weight, Front Support, 390 Lb. (180 kg)
Requires (6) 19M9141 Cap Screws and (6) 24M7242 Washers for installation - See Parts.
Holds up to 22 Quick-Tatch Weights.

815.00

R167151 Weight, Inner Wheel, 1400 Lb. 1,730.00

R167153 Weight, Wheel, 165 Lb. (72 Kg) 256.00

RFR207782 Weight, Wheel, 1800 Lb. (4 - 450 Lb., R207782 Weights) 2,416.00

RFR167153 Weight, Wheel, 1980 Lb. (12 - 165 Lb., R167153 Weights) 3,076.00

R207782 Weight, Wheel, 450 Lb. 604.00

Wheel Equipment:
RE324389 Front Wheel Dual Extensions

Compatible with ILS or 1500 front axles.
2,452.00

AR190666 One 10 In. Dual Hub Extension 733.00

AR190668 One 13 In. Dual Hub Extension 815.00

AR190669 One 15 In. Dual Hub Extension 854.00

AR194744 One 5 In. Dual Hub Extension 662.00

RE267658 Three Meter Front Wheel Spacer
Not compatible with Tractors equipped with front brakes.

2,959.00
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ENGINE:
John Deere PowerTech PSX Diesel

In-line 6-Cylinder Wet-Sleeve
with High Pressure Common Rail (HPCR)
Fuel System and 24 Valve Head

9.0 L (549 Cu. In.) Displacement
360 Engine Hp (265 kW) 97/68/EC @ Rated Speed
296 SAE PTO hp (221 kW) @ Rated Speed
Air to Air Intercooled
Automatic Shutdown System
Dry Type Air Cleaner with Safety Element

and Dirt Aspiration System
Tilt Hood Enclosure
VariCool Fan Drive System
Electric Fuel Shutoff
Engine Coolant Conditioner Additive
Engine Coolant Recovery System
Dual Stage Fuel Filtration System with

Fuel Water Separator with Sensor
Self-Priming and Bleeding Electronic

Fuel Pump
680 L (180 U.S. Gal.) Fuel Tank Capacity

with Lockable Fuel Cap
Top-loading Vertical Engine Oil Filter
Electronic Injection and Governor Control
Field Cruise Control

TRANSMISSION:
Powershift

Infinitely Variable with Right Hand Control
Hydraulically-Engaged Wet-Disk Clutch
Auto Clutch

Full Auto, Custom and Manual Modes
Electrohydraulic Engaged Park Brake

STEERING, BRAKES DIFFERENTIAL:
Load-Sensing Hydraulic Power Steering
Wet-Disk Hydraulic Power Brakes
Hydraulically-Engaged Differential Lock

HYDRAULICS:
Pressure Flow Compensating

Axial Piston Pump
83 cc Displacement 227 lpm (60 gpm)

Pump Output
132 lpm (35 gpm) Flow @ One SCV
L (gal) Oil Take Out Capacity @

Max Flow Rate
50 L (13 Gal.) Take-Out Capacity
Four Electrohydraulic Remote Selective

Control Valves with Push/Pull
ISO Breakaway Couplers and
High Pressure Release Levers

PTO:
Independent 1000 RPM, 45 mm

(1-3/4 In.) 20 Spline
PTO Safety Start System
Seat-Activated PTO Warning

ROCKSHAFT, HITCH AND DRAWBAR:
Dual Cylinder Electrohydraulic Rear

3-Point Hitch, Category 4N/3
Solid Draft Links with External
Remote Raise/Lower Switch
Sway Blocks with Tapered Wedge Adjustment
Electro/Hydraulic Hitch Dampening
Center Link Adjustment Handle
Transport Lock

Adjustable Swinging Drawbar
Cat. 4 Drawbar with Clevis

and 2 In. Pin

INSTRUMENTATION:
Corner Post Digital Instrument Panel

Includes:
Engine Oil Pressure Gauge

Engine Coolant Temperature Gauge
Fuel Level Gauge with

Low Fuel Warning Signal
Engine RPM Indicator

Status Indicator for:
MFWD
Differential Lock
Rear PTO Speed

CommandCenter Display Includes:
GreenStar 3 Application Capability

Video Capability, with Tractor Function
Activated Triggers

AutoTrac and Swath Control Pro
Activation Required

Access Manager
Universal Performance Monitor

Display Functions Definable By Operator:
% Slip
Ground Speed
PTO Speed
Engine Hours
Hydraulic Settings
Hitch Settings
Hitch Slip Command
Productivity
Efficiency
Area
Adjustable PTO Modulation
Implement Width
Service Hours
Voltage
Fuel Consumption Rate
Temperatures
Time of Day
Ambient Temperature

Command Control System with:
Automatic Powershift
Set and Adjust Time and Flow of

Individual Selective Control Valves
iTEC End of Row Functions
Languages:

For a complete list of languages, refer to the Ag
Sales Manual

OPERATOR PROTECTIVE STRUCTURE:
Deluxe CommandView II Cab

Tilt/Telescoping Memory Steering Wheel
Comfort Command Seat with

Air Suspension, Swivel
Fore-Aft Lateral Attenuation,
Lumbar Support
Backrest Adjustment with
Integrated CommandARM Controls

Adjustable Position CommandARM with
Integrated CommandCenter Display

Swing-Out Rear Window (30 Degrees)
Tinted Glass
Air Conditioner and Heater
Two Speed and Intermittent Front Wiper

and Rear Wiper
Front and Rear Windshield Washer
Pull Down Front Sun Visor
Rear Under Seat Storage
Folding Instructional Seat
Left Hand Storage
Two Beverage Holders
Right and Left Outside Mirrors
Less Radio and Speakers
Includes Wiring Harness for Radio and Speakers
Inside Cab Mounted Rear View Mirror
Passive Noise Reduction System

Backlit Right Hand Console Controls
with Adjustable Brightness

Step, Left Hand Convenience

ELECTRICAL:
Key Engine Shutoff
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12V Electrical System
Two 925 CCA 12V Batteries
Two 12V Electrical Convenience Outlet
Two 12V Electrical 3-Pin Outlet

with Adapter
Battery Boost Terminal
200 Amp Alternator
SmartCircuit Current Load Monitoring

System with Fuse Panel
7-Terminal Rear Implement Electrical

Outlet Socket
Integrated ISO Radar Connector
StarFire ITC or Radar Speed

Input Harness
ServiceADVISOR Data Port

LIGHTS:
Six Front Grill Mounted Lights
Ten Cab Roof Mounted Lights
Two Rear Fender Flood Lights
Extremity, Brake, Turning, and Hazard

Lights

AXLES, WHEELS AND TIRES:
Independent Link Suspension with

Hydraulic Differential Lock, Dual
Capability and Driveline Shield

Rear Axle and Wheels and Tires

AG MANAGEMENT SOLUTIONS:
Integrated Plug-In for GreenStar Display
Deluxe StarFire Receiver Bracket
GreenStar Ready harness with Implement

Circuit Gateway and Integrated
GreenStar Display Plug-In
Implement Connector

AutoTrac Ready Components:
Wiring, SSU, Front Wheel-
Angle Sensor and Electro-Hydraulic
Steering Valve

MISCELLANEOUS:
Enclosed Chain Storage Box
Horn
PTO Master Shield
Tool Box
Operator's Manual
Lockable Fuel Cap

* Manufacturer's Rating
**Cold Cranking Amperes

CODE
ATTACHMENT
IDENTIFIER DESCRIPTION

SUGGESTED
LIST PRICE

USD ($)

Select One Code From Each Required Category

BASE MACHINE
EX-WORKS Waterloo, Iowa

7550RW 8360R Tractor 306,252.00

DESTINATION COUNTRY
A Code must be chosen for each Tractor ordered.

ASIA
0078 Israel

Requires Code 1885 JDLink Capable.
Requires Code 8336 Stage 3b Compliant Engine.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4032 8,482 kg (18,700 Lbs.) Cat. 4N/3 3-Point Hitch with Quick Coupler.
Code 5042 120 mm (4.72 In.) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5601 480/80R50 In. 159A8 R1W Rear Dual Wheel and Tires.
Code 6603 420/85R34 In. 147A8 R1W Front Dual Wheels and Tires.

Same Price
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DESTINATION COUNTRY ...Continued...

NORTH AMERICA
0184 Canada

Requires Code 1887 JDLink Ultimate Promotion 1 Year Subscription, Code 1888 JDLink
Ultimate Promotion 3 Year Subscription, or Code 1884 JDLink Ultimate Promotion 5 Year
Subscription.
Requires Code 8336 Stage IT4 / 3b Compliant Engine.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4032 8,482 kg (18,700 Lbs.) Cat. 4N/3 3-Point Hitch with Quick Coupler.
Code 5042 120 mm (4.72 In.) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5601 480/80R50 In. 159A8 R1W Rear Dual Wheel and Tires.
Code 6603 420/85R34 In. 147A8 R1W Front Dual Wheels and Tires.

1,209.00

0202 United States
Requires Code 1887 JDLink Ultimate Promotion 1 Year Subscription, Code 1888 JDLink
Ultimate Promotion 3 Year Subscription, or Code 1884 JDLink Ultimate Promotion 5 Year
Subscription.
Requires Code 8336 Stage IT4 / 3b Compliant Engine.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Telematics components required for JDLink Ultimate Promotion
Code 4032 8300 8,482 kg (18,300 18,700 Lbs.) Cat. 4N/3 3-Point Hitch with Quick Coupler.
Code 5042 120 mm (4.72 In.) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5601 480/80R50 In. 159A8 R1W Rear Dual Wheel and Tires.
Code 6603 420/85R34 In. 147A8 R1W Front Dual Wheels and Tires.

1,209.00

OCEANIA
0230 Australia

Requires Code 1887 JDLink Ultimate Promotion 1 Year Subscription, Code 1888 JDLink
Ultimate Promotion 3 Year Subscription, or Code 1884 JDLink Ultimate Promotion 5 Year
Subscription.
Requires Code 8336 Stage IT4 / 3b Compliant Engine.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4032 8,482 kg (18,700 Lbs.) Cat. 4N/3 3-Point Hitch with Quick Coupler.
Code 5042 120 mm (4.72 In.) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5601 480/80R50 In. 159A8 R1W Rear Dual Wheel and Tires.
Code 6603 420/85R34 In. 147A8 R1W Front Dual Wheels and Tires.

1,209.00

0237 New Zealand
Requires Code 1887 JDLink Ultimate Promotion 1 Year Subscription, Code 1888 JDLink
Ultimate Promotion 3 Year Subscription, or Code 1884 JDLink Ultimate Promotion 5 Year
Subscription.
Requires Code 8336 Stage IT4 / 3b Compliant Engine.
Country Specific Base Equipment Includes:
Code 2059 Deluxe CommandView II Cab.
Code 7200 Standard Lighting.
Code 4032 8,482 kg (18,700 Lbs.) Cat. 4N/3 3-Point Hitch with Quick Coupler.
Code 5042 120 mm (4.72 In.) Diameter x 3010 mm (118.5 In.) Rear Axle.
Code 5601 480/80R50 In. 159A8 R1W Rear Dual Wheel and Tires.
Code 6603 420/85R34 In. 147A8 R1W Front Dual Wheels and Tires.

1,209.00

VALUE PACKAGE CONFIGURATIONS
0500 No Package

Order one Code from each box in the Price Pages.
In Base Price
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VALUE PACKAGE CONFIGURATIONS ...Continued...
0505 Premium IVT 1500 or ILS Package

Includes Codes: 2061, 1833 or 1834, 1550 or 1551 or 1552 or 1553, 7202, 2661 or 2662, 3341
or 3351 or 3361, 3810, 4032, 4322, 3260, 5042, 6042 or 6060 or 6061, 8288, 8251, 832G,
8010 or 8011.

-1,500.00

0507 iPackage IVT
Includes Codes: 2061, 1826, 1837 or 1838, 1848 or 1849, 1889 or 1887 or 1888 or 1884,
1833, 1550 or 1551 or 1552 or 1553, 7202, 2661 or 2662, 3341 or 3351 or 3361, 3810, 4032,
4322, 3260, 5042, 6060 or 6061, 8288, 8251, 832G, 8010 or 8011.

-2,000.00

OPERATOR STATION
2050 CommandView II Cab

Includes ComfortCommand Seat with Fore-Aft and Lateral Attenuation and Lumbar Support.
Adjustable Right Hand CommandARM Armrest controls with Integrated CommandCenter
Display.
Folding Instructional Seat.
Remote Radio Controls located on CommandARM.
Front Windshield Washer and Wiper.
SMV Emblem.
Manual Temperature Controls located in cab roof.
See Attachments Section for ordering information on additional field attachments.

-1,913.00

2059 Deluxe CommandView II Cab
Includes ComfortCommand Seat with Fore-Aft and Lateral Attenuation and Lumbar Support.
Adjustable Right Hand CommandARM Armrest Controls with Integrated CommandCenter
Display.
Remote Radio Controls located on CommandARM.
Front and Rear Windshield Washer and Wiper.
SMV Emblem.
Automatic Temperature Control with controls located on CommandARM.
Front Pull Down Sun Shade.
Right and Left Outside Mirrors (Manual Adjustment).
Power Strip with Convenience Plug Adapter.
Programmable Egress Lighting.
Folding Instructional Seat.
See Attachments Section for ordering information on additional field attachments.

In Base Price

2061 Premium CommandView II Cab with Active Seat
Includes ComfortCommand Seat with Fore-Aft and Lateral Attenuation and Lumbar Support.
Adjustable Right Hand CommandARM Armrest Controls with Integrated CommandCenter
Display.
Remote Radio Controls located on CommandARM.
Front and Rear Windshield Wiper and Washer.
SMV Emblem.
Automatic Temperature Control with controls located on CommandARM.
Front Pull Down Sun Shade.
Right and Left Outside Electrically Adjustable Mirrors.
Power Strip with Convenience Plug Adapter.
Programmable Egress Lighting.
Folding Instructional Seat.
Active Seat.
See Attachments Section for ordering information on additional field attachments.

3,352.00

DISPLAY
When using the GS3 CommandCenter as the only GreenStar display, GS3 CommandCenter is
capable of running AutoTrac, Swath Control Pro, and Pivot Pro only (with appropriate
activations purchased and StarFire Receiver installed). When utilizing an additional
standalone GreenStar Display, ALL GreenStar applications must be run on the additional
GreenStar Display. See Online Configurator and Ag Sales Manual for more information.
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DISPLAY ...Continued...

Option availability limited by specific geographical regions. Please refer to region specific
price pages for appropriate ordering codes.

1821 GS3 CommandCenter, 7" Color Display
Includes Access Manager user lockout software.
With a StarFire Receiver installed, the display is capable of operating manual guidance.
AutoTrac, Swath Control Pro, and Pivot Pro will function on the CommandCenter display with
activations sold separately.

Does not include a cornerpost bracket for mounting an additional GreenStar Display.

In Base Price

1823 Touchscreen GS3 CommandCenter 7" Color Display, Video Capable
Includes Access Manager user lockout software, and video capability.
With a StarFire Receiver installed, the display is capable of operating manual guidance.
AutoTrac, Swath Control Pro, and Pivot Pro will function on the CommandCenter display with
activations sold separately.
One video camera input pre-wired in the cab. Connector located on the outside rear of the
cab.
Video software can be configured in the CommandCenter using Tractor function activated
triggers.
See Parts for available cameras.

Does not include a cornerpost bracket for mounting an additional GreenStar Display.

1,260.00

1825 GS3 CommandCenter 7" Color Display with GreenStar 3 2630 Display
Includes Access Manager user lockout software.
Includes GreenStar 3 2630 Display, harness, and A-post mounting bracket installed on
cornerpost.

Includes GreenStar 3 2630 Display Operator's manual with the language translation to match
the Tractor Operator's manual language translation.

When a GreenStar 3 2630 Display is connected at the cornerpost, all GreenStar applications
must be run on the 2630 Display. Warranty on GreenStar 3 2630 Display will be handled by
AMS and will carry normal AMS warranty terms.

6,086.00

1826 Touchscreen GS3 CommandCenter 7" Color Display, Video Capable with
GreenStar 3 2630 Display
Includes Access Manager user lockout software, and video capability.
Includes GreenStar 3 2630 Display, harness and A-post mounting bracket installed on
cornerpost.

Includes GreenStar 3 2630 Display Operator's manual with the language translation to match
the Tractor Operator's manual language translation.

The GS3 CommandCenter is pre-wired with one video input in the cab. Connector located on
the outside rear of cab. Video software can be configured in the CommandCenter using
Tractor function activated triggers. In addition, the GreenStar 3 2630 Display has the
capability of one video input. Requires camera and harnessing for video capabilities. See
Attachments for harnessing at GreenStar Harnesses in the AMS Price Pages and Ag Sales
Manual for list of compatible cameras.

When a GreenStar 3 2630 Display is connected at the cornerpost, all GreenStar applications
must be run on the 2630 display. Warranty on GreenStar 3 2630 Display will be handled by
AMS and will carry normal AMS warranty terms.

7,351.00

RECEIVER
StarFire 3000 Position Receivers can be ordered in two configurations:
-SF1 World Solution, a no-charge differential correction signal that provides non-row-crop
accuracy.
-SF2 Ready, a license-based differential correction signal that provides +/- 4 inch pass-to-pass
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RECEIVER ...Continued...
accuracy. SF2 licenses can be obtained by calling 888-GRN-STAR or visiting
www.StellarSupport.com.
-RTK capability may be added to an SF2 Ready StarFire 3000 by adding a StarFire RTK
radio, RTK radio cover, and RTK activation. Must have complete base station and vehicle kit
for RTK. See Ag Sales Manual.

GNSS serial port information (NMEA) is available through a StarFire 3000.

Option availability limited by specific geographical regions. Please refer to region specific
price pages for appropriate ordering codes.

1835 Less StarFire 3000 Receiver
Tractor includes deluxe receiver mounting bracket only.

When installing a StarFire Receiver with Original Shroud, order conversion bracket through
parts or a Deluxe Shroud through AMS Attachments to retrofit an iTC Receiver.

In Base Price

1837 StarFire 3000 Receiver - SF1 with Deluxe Shroud
Tractor includes deluxe receiver mounting bracket only.
StarFire 3000 Receiver shipped inside the cab. Includes Receiver Operator's Manuals with the
language translation to match the Tractor Operator's Manual language translation.
Warranty on StarFire 3000 Receiver will be handled by AMS and will carry normal AMS
warranty terms.

Ready for use with the StarFire SF1 or WAAS/EGNOS differential correction signal for
non-row-crop accuracy. StarFire 3000 receiver can be upgraded to SF2 capabilities.

2,695.00

1838 StarFire 3000 Receiver - SF2 Ready with Deluxe Shroud
Tractor includes deluxe receiver mounting bracket only.
StarFire 3000 Receiver shipped inside the cab. Includes Receiver Operator's Manuals with the
language translation to match the Tractor Operator's Manual language translation.
Warranty on StarFire 3000 Receiver will be handled by AMS and will carry normal AMS
warranty terms.

A StarFire3000 SF2 Ready Receiver requires an SF2 network subscription to obtain SF2
accuracy (+/-4" of accuracy pass to pass within 15 minutes, 95% of the time). The SF2
subscription is available through StellarSupport.com or by calling the AMS Customer Call
Center.

4,695.00

AG MANAGEMENT SOLUTIONS SOFTWARE ACTIVATIONS
Other activations sold seperately and are available through the AMS prices pages.
GS2 activations are not compatible with the GS3 CommandCenter or GS3 2630 Display.
Purchase of a new GS3 activation or upgrading the GS2 activations is required.

When using the GS3 CommandCenter as the only GreenStar display, GS3 CommandCenter is
capable of running AutoTrac, Swath Control Pro, and Pivot Pro only (with appropriate
activations purchased and StarFire Receiver installed). When utilizing an additional
standalone GreenStar Display, all GreenStar applications must be run on the additional
standalone GreenStar Display. See Online Configurator and Ag Sales Manual for more
information.

Dealer/Distributor required to contact Stellar Support to activate AMS Software Activations,
referencing the Tractor order number. Dealer/Distributor required to fully test AutoTrac
and/or iTEC Pro functionality. Warranty on Activations will be handled by AMS and will carry
normal AMS warranty terms.

Option availability limited by specific geographical regions. Please refer to region specific
price pages for appropriate ordering codes.

1845 Less AutoTrac Activation - GS3 In Base Price
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AG MANAGEMENT SOLUTIONS SOFTWARE ACTIVATIONS
...Continued...

1846 AutoTrac SF1 Activation - GS3
Requires factory installed StarFire 3000 SF1 Receiver (Code 1837) for AutoTrac functionality.
See AMS sales manual and price pages for detailed information.

3,000.00

1847 AutoTrac SF2 Activation - GS3
Requires factory installed StarFire 3000 SF2 Receiver (Code 1838) for AutoTrac functionality.
Also requires SF2 Subscription sold seperately for SF2 functionality.
For RTK usage, purchase RTK radio, activation, and base station sold separately.
See AMS sales manual and price pages for detailed information.

6,500.00

1848 AutoTrac SF1 Activation - GS3 with iTEC Pro Activation - GS3
Requires factory installed StarFire 3000 SF1 Receiver (Code 1837) and GreenStar 3 2630
Display options (Code 1825 or 1826). This option requires all GreenStar applications to be
run on the GreenStar 3 2630 Display.
See AMS sales manual and price pages for detailed information.

5,500.00

1849 AutoTrac SF2 Activation - GS3 with iTEC Pro Activation - GS3
Requires factory installed StarFire 3000 SF2 Receiver (Code 1838) and GreenStar 3 2630
Display options (Code 1825 or 1826). This option requires all GreenStar applications to be
run on the GreenStar 3 2630 Display.
Also requires SF2 Subscription sold separately for SF2 functionality.
For RTK usage, purchase RTK radio, activation, and base station sold separately.
See AMS sales manual and price pages for detailed information.

9,000.00

MACHINE CONNECTIVITY
Machine connectivity functions require cellular coverage.
Usage of the JDLink System requires customer's acceptance of the terms of the John Deere
Telematics System Contract, which describes John Deere's access and use of the data collected
by the system.

Option availability limited by specific geographical regions. Please refer to region specific
price pages for appropriate ordering codes.

1885 JDLink Capable
Includes cab wiring harness only.
Requires field kit installation, activation, and subscription for JDLink functionality.

In Base Price

1886 JDLink Select
Includes JDLink hardware: integrated cab wiring harness, antenna, modular telematics
gateway (MTG) with Service ADVISOR Remote capability, and JDLink Select activation.
Requires purchase of JDLink Select subscription sold separately.
Features: machine hours, machine location, curfew alert, geofence alert, and maintenance
profile.
JDLink customer account must be created to access JDLink Select data.
Upgrade to JDLink Ultimate requires purchase of JDLink Ultimate activation and JDLink
Ultimate subscription (no hardware changes required).

1,000.00

1889 JDLink Ultimate
Includes JDLink hardware: integrated cab wiring harness, antenna, modular telematics
gateway (MTG) with Service ADVISOR Remote capability, and JDLink Ultimate activation.
Requires purchase of JDLink Ultimate subscription sold separately.
In addition to JDLink Select features: machine utilization information, machine reports,
machine diagnostics.
JDLink customer account must be created to access JDLink Ultimate data.

2,400.00

1887 JDLink Ultimate Promotion - 1 Year Subscription Included
Includes JDLink hardware: integrated cab wiring harness, antenna, modular telematics
gateway (MTG) with Service ADVISOR Remote capability, and JDLink Ultimate activation,
and 1 year subscription to JDLink Ultimate service.

No Charge
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MACHINE CONNECTIVITY ...Continued...
In addition to JDLink Select features: machine utilization information, machine reports,
machine diagnostics.
JDLink customer account must be created to access JDLink Ultimate data.
Annual subscription renewal required after first year of service for continued functionality.

1888 JDLink Ultimate Promotion - 3 Year Subscription Included
3 year subscription includes: 1 year promotion plus 2 additional years of JDLink Ultimate
data and Service ADVISOR Remote Capability.

Includes JDLink hardware: integrated cab wiring harness, antenna, modular telematics
gateway (MTG) with Service ADVISOR Remote capability, and JDLink Ultimate activation,
and 3 year subscription to JDLink Ultimate service.
In addition to JDLink Select features: machine utilization information, machine reports,
machine diagnostics.
JDLink customer account must be created to access JDLink Ultimate data.
Annual subscription renewal required after third year of service for continued functionality.

For US and Canada Only.

1,200.00

1884 JDLink Ultimate Promotion - 5 Year Subscription Included
5 year subscription includes: 1 year promotion plus 4 additional years of JDLink Ultimate
data and Service ADVISOR Remote Capability.

Includes JDLink hardware: integrated cab wiring harness, antenna, modular telematics
gateway (MTG) with Service ADVISOR Remote capability, and JDLink Ultimate activation,
and 5 year subscription to JDLink Ultimate service.
In addition to JDLink Select features: machine utilization information, machine reports,
machine diagnostics.
JDLink customer account must be created to access JDLink Ultimate data.
Annual subscription renewal required after fifth year of service for continued functionality.

For US and Canada Only.

2,400.00

ACTIVECOMMAND STEERING
1833 John Deere ActiveCommand Steering (ACS)

Includes cab-mounted gyro, tactile feedback unit in steering column, and steering control unit
for variable ratio steering and dynamic road-wheel offset control.

3,100.00

1834 Less John Deere ActiveCommand Steering (ACS) In Base Price

TRANSMISSION
1550 AutoPowr IVT Transmission 42 km/h (26 mph) with Right Hand

Reverser Controls
In Base Price

1551 AutoPowr IVT Transmission 42 km/h (26 mph) with Left Hand
Reverser Controls

842.00

1553 AutoPowr IVT Transmission 50 km/h (31 mph) with Right Hand
Reverser Controls
Requires 120 mm diameter Rear Axle Codes; Front Axle Code 6061; Front Fender Code 8010
or 8011; Trailer Brake Code 8751, 8752, or 8756, and Symbol B (50 km/h) Front and Rear
Tires.

Same Price

1552 AutoPowr IVT Transmission 50 km/h (31 mph) with Left Hand
Reverser Controls
Requires 120 mm diameter Rear Axle Codes; Front Axle Code 6061; Front Fender Code 8010
or 8011; Trailer Brake Code 8751, 8752, or 8756, and Symbol B (50 km/h) Front and Rear
Tires.

842.00
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LIGHTS
7200 Standard Lighting

Six Front Grill Mounted Lights: two 65W low beam driving lights, two 65W high beam driving
lights and two front corner facing halogen work lights.
Ten Cab Roof Mounted Lights: Two rear and four side facing 65W flood lights and four
corner facing amber lights.
Two rear fender mounted flood lights and two rear turn signal and brake lights.
Two folding extremity lights.

In Base Price

7201 Deluxe Lighting
Includes Standard Lights plus two adjustable front roof 65W halogen floodlights, two front
belt-line flood lights, and rotary beacon light.

762.00

7202 Premium Lighting
Includes Deluxe Lights, and additionally in the front grill screen, two front corner HID lights
replace two front halogen lights and one HID light and one 65W halogen flood light are
added. Two rear fender lights are replaced with HID lights.

3,278.00

RADIO
2650 Less Radio and Speakers

Includes wiring harness only for Radio and Speakers.
In Base Price

2660 Deluxe Radio Package
AM/FM Stereo with Clock, Weatherband, Remote Controls, Auxiliary Input Jack located on
front of Radio, Four Speakers and External Antenna.

650.00

2661 Premium Radio Package with XM Radio
AM/FM Stereo with Premium Tuner, Clock, Weatherband, Compact Disc Player, Remote
Controls, USB port on front of radio face, Auxiliary Input Jacks located in right hand storage
console and on radio face, BlueTooth capable including microphone, Integrated BlueTooth
Phone Book connection through CommandCenter,XM Satellite capable including Satellite
Antenna (Subscription Required), Four Speakers, Subwoofer, and External Antenna.
Volume, Speed Compensation, bass, and treble radio functions can be viewed and configured
on the CommandCenter Display.

985.00

2662 Premium Radio Package
For Non U.S. and Canada Markets only: AM/FM Stereo with Premium Tuner, Clock, Compact
Disc Player, Remote Controls, Auxiliary Input Jack located in right hand storage console and
on radio, BlueTooth capable including microphone, Integrated BlueTooth Phone Book
connection through CommandCenter, Four Speakers, Subwoofer, and External Antenna.

885.00

REMOTE SELECTIVE CONTROL VALVES
3331 Three Remote Selective Control Valves with Push/Pull Breakaway Couplers

and High Pressure Relief Levers
-1,812.00

3341 Four Remote Selective Control Valves with Push/Pull Breakaway Couplers
and High Pressure Relief Levers

In Base Price

3351 Five Remote Selective Control Valves with Push/Pull Breakaway Couplers
and High Pressure Relief Levers

1,813.00

3361 Six Remote Selective Control Valves with Push/Pull Breakaway Couplers
and High Pressure Relief Levers
Includes Auxiliary CommandArm Mounted SCV Controls.
Only available on Model Year 2012 Tractors.

3,626.00
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POWER TAKE OFF
3810 45 mm (1-3/4 In.) 1000 rpm PTO (20 Spline) In Base Price

REAR HITCH
Advertised Hitch Lift Capacity is the amount of force that is sustained through the entire range
of lift, measured at 610 mm behind the hitch point. This is measured with the rear hitch
centerlink connected to the upper hole. See Operators Manual for more information.
Maximum Lift Capacity is noted as well. This is the maximum force achieved during lift,
directly at the hitch point.

4000 Less 3-Point Hitch
Requires Code 3331 Three Remote Selective Control Valves.
If 4 and/or 5 remote cylinder control valves are required, order field installed kit RE301321
(4th Remote Cylinder Control Valve) and/or RE301501 (5th Remote Cylinder Control Valve).
Not compatible with Code 841H Front Hitch.

-5,722.00

4032 8,482 kg (18,700 Lbs.) Lift Capacity Hitch (Cat 4N/3) Hitch with
Sway Blocks and Quick Coupler
11,933 kg (26,307 Lbs.) Maximum Lift Capacity.
Requires Group 48 Rear Tires.
Requires 120mm Diameter Rear Axle.

In Base Price

4046 6396 kg (14,100 Lbs.) Lift Capacity Hitch (Cat 4N/3) Hitch with Sway Blocks
and Quick Coupler
8,984 kg (19,807 Lbs.) Maximum Lift Capacity.
Requires Group 48 Rear Tires.
Requires 120mm Diameter Rear Axle.
Only available on Model Year 2012 Tractors.

-1,170.00

DRAWBAR AND TRAILER HITCH
4321 Cat. 4 Adjustable Swinging Drawbar with 50 mm (2 In.) Pin

2,245 kg (4,950 Lb.) Maximum Vertical Load.
Use of 540 RPM PTO Shaft is not recommended due to interference during turns.

In Base Price

4322 Cat. 4 Adjustable Swinging Drawbar with 50 mm (2 In.) Pin with
Heavy Duty Support
4990 kg (11,000 Lb.) Maximum Vertical Load.
Use of 540 RPM PTO Shaft is not recommended due to interference during turns.

537.00

HYDRAULIC PUMP
3260 227.1 lpm (60 gpm) 85 cc Hydraulic Pump Displacement In Base Price

REAR AXLES
5042 120 mm (4.72 In.) Diameter x 3010 mm (118.5 In.) Length with

Double Taper Wheel Hubs
In Base Price

5043 120 mm (4.72 In.) Diameter x 2438 mm (96 In.) Length with
Double Taper Wheel Hubs

-981.00

REAR WHEELS AND TIRES (CAST MAIN AND STEEL DUAL OR
TRIPLE UNLESS NOTED)
For complete tire and wheel information, refer to the Agricultural Sales Manual or individual
tire manufacturer's handbook.
Some tire sizes and/or brands are excluded from manufacturer warranty when used in
specialty applications (e.g. use on Scraper Tractors). Please refer to the tire manufacturer's
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REAR WHEELS AND TIRES (CAST MAIN AND STEEL DUAL OR
TRIPLE UNLESS NOTED) ...Continued...
handbook for specific warranty guidelines.
Overloading of tires is prohibited.

A8 Speed Rated RCI Group 48 Size Tires (81 In./2057 mm Diameter)
Listed Narrowest to Widest
Listed Singles, to Duals, to Triples (if offered)
Use with any RCI Group 43 or 44 Front Tire with same brand preference.
Four step front and rear tire combinations, as example group 44/48, 43/47 are acceptable with
ILS (Code 6060 or 6061) and 1500 MFWD (Code 6042) axles only.
Mixing of R1 and R1W tread types between Front and Rear Tires is permitted.
Mixing of Increased Flexion (IF) and non-Increased Flexion tires is not permitted unless
otherwise noted.

5600 380/90R54 In. 152A8 R1W Radial in Dual Wheel Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.

140.00

5601 480/80R50 In. 159A8 R1W Radial in Dual Wheel Configuration
Available in Firestone, Goodyear, Titan, or Michelin.

In Base Price

5720 480/80R50 In. 159A8 R1W Radial in Triple Wheel Configuration
Available in Firestone, Goodyear, Titan, or Michelin.
Requires Code 5042 120 mm (4.72 In.) x 3010 mm (118.5 In.) Rear Axle.
30 In. spacing only.
Includes two 15 In. and two 10 In. Axle Extensions.

13,068.00

5602 IF 480/80R50 166A8 R1W Radial in Dual Wheel Configuration
Available in Firestone only.
Requires No Brand Preference Code 5999.
Compatible with Firestone brand, Standard non-Increased Flexion Front Tire Codes 6201,
6601, 6203, and 6603.

3,436.00

5603 520/85R46 In. 158A8 R1W Radial in Dual Wheel Configuration
Available in Firestone, Michelin, Continental, or Goodyear.

-360.00

5604 520/85R46 In. 158A8 R2 Radial in Dual Wheel Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.
Compatible Front Tire Code 6206 Single Tire or 6606 Front Dual Tires.

112.00

5605 620/70R46 In. 167A8 R1W Radial in Dual Wheel Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.

3,208.00

5218 IF 650/85R38 In. 179A8 R1W Increased Flexion Radial in Single Wheel Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.
Requires Front Tire Code 6214.

-3,854.00

5618 IF 650/85R38 In. 179A8 R1W Increased Flexion Radial in Dual Wheel Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.
Requires Front Tire Code 6214.

9,392.00

5606 710/70R42 In. 168A8 R1W Radial in Dual Wheel Configuration
Available in Firestone only.
Requires No Brand Preference Code 5999.

3,482.00
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REAR WHEELS AND TIRES (CAST MAIN AND STEEL DUAL OR
TRIPLE UNLESS NOTED) ...Continued...

5207 710/70R42 In. 173A8 R1W Radial in Single Wheel Configuration
Available in Michelin, Goodyear, Continental, or Trelleborg.

-5,864.00

5607 710/70R42 In. 173A8 R1W Radial in Dual Wheel Configuration
Available in Michelin, Goodyear, or Continental.
General Ag use tire.

5,382.00

5219 IF 710/70R42 In. 179A8 R1W Increased Flexion Radial in Single Wheel Configuration
Available in Firestone or Michelin.

-3,046.00

5619 IF 710/70R42 In. 179A8 R1W Increased Flexion Radial in Dual Wheel Configuration
Available in Firestone or Michelin.

11,018.00

5209 800/70R38 In. 173A8 R1W Radial in Single Wheel Configuration
Available in Firestone, Michelin, or Goodyear.

-5,186.00

5609 800/70R38 In. 173A8 R1W Radial in Dual Wheel Configuration
Available in Firestone, Michelin, or Goodyear.
Includes two 10 In. Axle Extensions.

6,728.00

5220 IF 800/70R38 In. 179A8 R1W Increased Flexion Radial in Single Wheel Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.

-1,872.00

5620 IF 800/70R38 In. 179A8 R1W Increased Flexion Radial in Dual Wheel Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.
Includes two 10 In. Axle Extensions.

13,356.00

REAR WHEELS AND TIRES FOR 31 MPH (50 KM/H) TRANSMISSION (CODE 1552
OR 1153):

B Speed Rated RCI Group 48 Size Tire (81 In./2057 mm Diameter)
Listed Narrowest to Widest
Listed Singles, to Duals, to Triples (if offered)
For use with any B Rated RCI Group 43 Front Tire with same tread type and brand
preference.

5610 480/80R50 In. 159B R1W Radial in Dual Wheel Configuration
Available in Firestone or Goodyear.

1,020.00

5211 650/85R38 In. 173B R1W Radial in Single Wheel Configuration
Available in Michelin or Goodyear.

-5,748.00

5215 IF 650/85R38 In. 179B R1W Increased Flexion Radial in Single Wheel Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.

-3,348.00

5213 710/70R42 In. 173B R1W Radial in Single Wheel Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.

-4,080.00

5216 IF 710/70R42 In. 179B R1W Increased Flexion Radial in Single Wheel Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.

-1,896.00
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REAR WHEELS AND TIRES (CAST MAIN AND STEEL DUAL OR
TRIPLE UNLESS NOTED) ...Continued...

5217 IF 800/70R38 In. 179B R1W Increased Flexion Radial in Single Wheel Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.

-1,362.00

FRONT AXLES
6042 1500 Series Mechanical Front Wheel Drive with Hydraulic Differential Lock

and Dual Tire Capability
Requires Code 3260: 227 lpm (60 gpm) Hydraulic Pump.
Single front tires require a load index rating of 143 or greater.
Axle is compatible with duals.
Compatible with either Group 42/43 Front and 47 Rear tires or 43/44 Front and 48 Rear
Tires where allowed by model. See tire listings.

-8,646.00

6060 John Deere Independent Link Suspension with Hydraulic Differential Lock,
Fully Enclosed Driveline and Dual Tire Capability
Requires Code 3260: 227 lpm (60 gpm) Hydraulic Pump.
Single front tires require a load index rating of 145 or greater.
Compatible with either Group 42/43 Front and 47 Rear tires or 43/44 Front and 48 Rear Tires
where allowed by model. See tire listings.

In Base Price

6061 John Deere Independent Link Suspension with Hydraulic Differential Lock,
Wet Multi-Disk Brakes, Fully Enclosed Driveline, and Dual Tire Capability
Requires Code 3260: 227 lpm (60 gpm) Hydraulic Pump.
Single front tires require a load index rating of 145 or greater.
Compatible with either Group 42/43 Front and 47 Rear tires or 43/44 Front and 48 Rear Tires
where allowed by model. See tire listings.

2,385.00

FRONT WHEELS AND TIRES
For complete tire and wheel information, refer to the Agricultural Sales Manual or individual
tire manufacturer's handbook.
Some tire sizes and/or brands are excluded from manufacturer warranty when used in
specialty applications (e.g. used on Scraper Tractors). Please refer to the tire manufacturer's
handbook for specific warranty guidelines.
Overloading of tires is prohibited.
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FRONT WHEELS AND TIRES ...Continued...

FRONT WHEELS AND TIRES FOR 40 km/h TRANSMISSIONS:
FRONT TIRES FOR
1300 SERIES (CODE 6040 OR 6041), 1500 SERIES (CODE 6042), OR
INDEPENDENT LINK SUSPENSION (ILS) (CODE 6060 OR 6061) AXLES

Eight Position Wheels for 1300 Series, 1500 Series, or ILS Axle with:

A8 Speed Rated RCI Group 43 Size Tires (63 In./1600 mm Diameter)
Listed Narrowest to Widest (Single Front or Dual Front as noted)
Use with any RCI Group 47 or 48 Rear Tire with same tread type and brand preference.
Four step front and rear tire combinations, as example 44/48, 43/47 are acceptable with ILS
(Codes 6060 or 6061) and 1500 MFWD (Code 6042) axles only.
Mixing of R1 and R1W tread types between Front and Rear Tires is permitted.
Mixing of Increased Flexion (IF) and non-Increased Flexion Tires is not permitted unless
otherwise noted.
All Front Dual Configurations require Code 6042 1500 MFWD, 6060 ILS, or 6061 ILS with
Brake Front Axle.

6600 320/80R42 In. 141A8 R1W Radial in Dual Wheel Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.

-348.00

6601 380/80R38 In. 142A8 R1W Radial in Dual Wheel Configuration
Available in Michelin, Firestone, Titan, or Goodyear.
Four Front Steel Wheels, Adapter Ring, and Spacer Hub.

-324.00

6202 IF 380/80R38 149A8 R1W Radial in Single Wheel Configuration
Available in Firestone only.
Requires No Brand Preference Code 5999.
Compatible with Standard, non-Increased Flexion rear tires.

-7,260.00

6603 420/85R34 In. 147A8 R1W Radial in Dual Wheel Configuration
Available in Firestone, Goodyear, or Titan.
Four Front Steel Wheels, Adapter Ring, and Spacer Hub.

In Base Price

6217 IF 420/85R34 152A8 R1W Increased Flexion Radial in Single Wheel Configuration
Available in Firestone only.
Requires No Brand Preference Code 5999.
Compatible with Standard, non-Increased Flexion rear tires.

-6,980.00

6616 480/70R34 In. 143A8 R1W Radial in Dual Wheel Configuration
Available in Continental only.
Requires No Brand Preference Code 5999.
Tread setting restrictions apply, see Sales Manual or Operators Manual.
Four Front Steel Wheels, Adapter Ring, and Spacer Hub.

660.00

6604 480/70R34 In. 144A8 R1W Radial in Dual Wheel Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.
Tread setting restrictions apply, see Sales Manual or Operators Manual.
Four Front Steel Wheels, Adapter Ring, and Spacer Hub.

1,300.00

6205 480/70R34 In. 155A8 R1W Radial in Single Wheel Configuration
Available in Firestone or Goodyear.
Tread setting restrictions apply, see Sales Manual or Operators Manual.

-7,418.00
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FRONT WHEELS AND TIRES ...Continued...
6605 480/70R34 In. 155A8 R1W Radial in Dual Wheel Configuration

Available in Firestone or Goodyear.
Tread setting restrictions apply, see Sales Manual or Operators Manual.
Four Front Steel Wheels, Adapter Ring, and Spacer Hub.

1,088.00

6606 480/70R34 In. 146A8 R2 Radial in Dual Wheel Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999 and Rear Tire Code 5204 or 5604.
Tread setting restrictions apply, see Sales Manual or Operators Manual.
For use with 1829 mm (72 In.) or wider tread settings only.
Four Front Steel Wheels, Adapter Ring, and Spacer Hub.

-832.00

6207 540/65R34 In. 152A8 R1W Radial in Single Wheel Configuration
Available in Michelin or Goodyear.
For 1300 or ILS: For use with 1679 mm (66 In.) or wider tread spacing.
For 1500: For use with 1829 mm (72 In.) or wider tread spacing.

-7,900.00

6208 600/70R30 In. 152A8 R1W Radial in Single Wheel Configuration
Available in Firestone, Goodyear, Continental, Trelleborg, or Michelin.
For 1300 or ILS: For use with 1780 mm (70 In.) or wider tread spacing.
For 1500: For use with 1829 mm (72 In.) or wider tread spacing.

-8,280.00

6214 IF 600/70R30 In. 159A8 R1W Increased Flexion Radial in Single Wheel Configuration
Available in Firestone or Michelin.
For ILS: For use with 1780 mm (70 In.) or wider tread spacing.
For 1500: For use with 1829 mm (72 In.) or wider tread spacing.

-6,696.00

FRONT WHEELS AND TIRES WITH 1500 AXLE (CODE 6042)OR
INDEPENDENT LINK SUSPENSION (ILS) (CODE 6060 OR 6061)

Steel MFWD or ILS 8 Position Wheels with:

A8 Speed Rated RCI Group 44 Size Tires (66 In./1676 mm Diameter)
Listed Narrowest to Widest (Single Front or Dual Front as noted)
Use with any RCI Group 48 Rear Tire with same tread type and brand preference.
Mixing of R1 and R1W tread types between Front and Rear Tires is permitted.

6300 540/75R34 In. 157A8 R1W Radial in Single Wheel Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.
For use with 2080 or 2182 mm tread spacing with Code 6042.
For use with 1979, 2080 or 2182 mm tread spacing with Code 6060 or 6061.

-7,736.00

6301 620/75R30 In. 163A8 R1W Radial In Single Wheel Configuration
Available in Goodyear only.
Requires No Brand Preference Code 5999.
For use with 2182 mm tread spacing with Code 6042.
For use with 2080 or 2182 mm tread spacing with Code 6060 or 6061.

-6,856.00
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FRONT WHEELS AND TIRES ...Continued...

FRONT WHEELS AND TIRES for 50 km/h TRANSMISSION (CODE 1552 OR 1553)
AND
INDEPENDENT LINK SUSPENSION (CODE 6061):

Eight Position Wheels for ILS Axle Code 6061 with:

B Speed Rated RCI Group 43 Size Tires (63 In./1600 mm Diameter)
Listed Narrowest to Widest (Single Front or Dual Front as noted)
For use with any B Rated RCI Group 48 Rear Tire with same brand preference.
Requires Code 6061.
Mixing of Increased Flexion (IF) and non-Increased Flexion tires is not permitted unless
otherwise noted.

6609 420/85R34 In. 147B R1W Radial In Dual Tire Configuration
Available in Firestone or Goodyear.
Requires Rear Tire Code 5610.
Four Front Steel Wheels, Adapter Ring, and Spacer Hub.

255.00

6210 540/65R34 In. 152B R1W Radial In Single Tire Configuration
Available in Michelin or Goodyear.
Use with 1780 mm (70 In.) or wider tread settings.

-7,392.00

6212 600/70R30 In. 152B R1W Radial In Single Tire Configuration
Available in Michelin or Goodyear.
Use with 1780 mm (70 In.) or wider tread settings.

-7,770.00

6215 IF 600/70R30 In. 159B R1W Increased Flexion Radial in Single Tire Configuration
Available in Michelin only.
Requires No Brand Preference Code 5999.
For use with 1780 mm (70in.) or wider tire tread.

-5,546.00

TIRE PREFERENCE CODES
If only one brand is available in any tire code, the Tire Preference Code 5999 must be chosen
below to avoid extra charges. You will still get the one brand stated in the tire code
description.

5999 No Brand Preference
Matching front and rear tire brands will be installed on Tractor unless notified by factory.

No Charge

5901 Firestone Brand Only 800.00

5902 Goodyear Brand Only 800.00

5903 Michelin Brand Only 1,200.00

5904 Continental Brand Only 800.00

OPERATOR'S MANUAL AND LABELS
0403 Bulgarian Same Price

0409 English In Base Price

0413 French Same Price

0416 Hebrew Operator's Manual and Non-Text Labels Same Price
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OPERATOR'S MANUAL AND LABELS ...Continued...

0437 Spanish Same Price

ATTACHMENTS - ORDER AS DESIRED

Customer Gold Key Program:
9076 Gold Key Experience

Not compatible with Code 9075.
This personal guided tour provides you with the unique opportunity to watch a similar machine
to the one you are purchasing during its final stages of manufacturing. This tour will be
scheduled in advance and can occur at your convenience during a 60 day window (30 days
prior to or 30 days after your machine's expected warehouse date). For more information, visit
www.deere.com/goldkey.

No Charge

Operator Station and Electrical:
8288 Foot Operated Speed Control 343.00

8242 Radar, Dual Beam Sensor 943.00

8210 Leather Trim Package
For CommandView II, Deluxe CommandView II, and Premium CommandView II cabs.
Includes heated leather seat, leather instructional set, leather wrapped steering wheel and rear
window decal.

1,725.00

8227 Outside Mirrors, Telescoping, Heated, Electrically Adjustable RH and LH
Required to upgrade from Right and Left Hand Manual Adjust Mirrors.

1,018.00

8228 Outside Mirrors, Telescoping, Heated, Electrically Adjustable RH and LH
Required to upgrade from RH and LH Electrically Adjusting Mirrors.

565.00

8251 Antenna Mount and Wiring for Business Band (2-Way) Radio 135.00

8725 Rotary Warning Beacon
Required to add Rotary Beacon Light to Standard Lighting Package.

358.00

8720 Loader/Driving Light Package
Only available on Model Year 2012 Tractors.
Provide two road lights mounted higher on the cab posts for use when front mounted
equipment obstruct grill mounted front lights.

219.00

Hydraulics:
832G Auxiliary Hydraulic Connections

Includes (2) motor return couplers, (1) flat face sump coupler, (1) power beyond pressure
coupler and (1) load sense coupler.
Suitable for use with most planting and seeding equipment.

893.00

Chassis:
8010 Fenders, Deluxe Pivoting Front for MFWD or ILS -

480 mm (18.9 In.) Wide
Recommended for use with 290 mm (12.4 In.) to 420 mm (16.9 In.) tire widths.
Code 8010 or 8011 is required for 50 km/h (31 mph) Tractors.
Not compatible with Code 8011 Fenders, Deluxe Pivoting Front for MFWD or ILS - 620 mm
(24.4 In.) wide.

1,322.00
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ATTACHMENTS - ORDER AS DESIRED ...Continued...
8011 Fenders, Deluxe Pivoting Front for MFWD or ILS - 620 mm (24.4 In.) Wide

Recommended for use with 480 mm (18.9 In.) to 620 mm (244 In.) tire widths.
Not for use with front dual tire combinations.
Code 8010 or 8011 is required for 50 km/h (31 mph) Tractors.
Not compatible with option Code 8010 Fender, Deluxe Pivoting Front for MFWD or ILS - 480
mm (18.9 In.) Wide.

1,549.00

8020 Fenders, Full Coverage Rear 2.55 m (100 In.) Width
Includes hitch control switch on both fenders.
Includes external PTO switch on fender extension.
Not compatible with Code 8021 Fenders, Extra Width Coverage Rear 2.75 m (108 In.) Width.

1,299.00

8751 Trailer Brake, Air Dual Line System
Includes compressor, tank, control valves and 2 line couplers.
Not compatible with Code 8756 Hydraulic Trailer Brakes.
If Air and Hydraulic Trailer Brakes are required, order Code 8752 Trailer Brakes, Air Dual
Line and Hydraulic.

6,757.00

8752 Trailer Brake, Air Dual Line and Hydraulic
Includes rear Tractor line hydraulic coupler.
Includes compressor, tank, control valves and couplers.
Not compatible with Codes 8751 or 8756.

7,596.00

8756 Trailer Brake, Hydraulic
Includes rear Tractor line hydraulic coupler.
Not compatible with Code 8751 Trailer Brake, Air Dual Line or Code 8752 Trailer Brake, Air
Dual Line and Hydraulic.

838.00

Front Implement:
8380 PTO, Independent Front with 35 mm (1-3/8 In) 21-Spline, 1000 rpm

Clockwise-Rotating Shaft as Viewed from Front (Type 2)
Only available on Model Year 2012 Tractors.
For Code 8336 IT4/ Stage IIIA Compliant Engine.
Requires Front Hitch Code 8411. Requires ILS Front Axle Code 6060 or 6061.
Not compatible with group 42 Front Tires. Not compatible with Powershift Transmission Code
1490.

7,995.00

8381 PTO, Independent Front with 45 mm (1-3/4 In) 20-Spline, 1000 rpm
Clockwise-Rotating Shaft as Viewed from Front (Type 3)
Only available on Model Year 2012 Tractors.
For Code 8336 IT4/ Stage IIIA Compliant Engine.
Requires Front Hitch Code 8411. Requires ILS Front Axle Code 6060 or 6061.
Not compatible with group 42 Front Tires. Not compatible with Powershift Transmission Code
1490.

7,995.00

8383 PTO, Independent Front with 35 mm (1-3/8 In) 21-Spline, 1000 rpm
Clockwise-Rotating Shaft as Viewed from Front (Type 2)
Only available on Model Year 2012 Tractors.
For Code 8334 Stage II Compliant Engine.
Requires Front Hitch Code 8411. Requires ILS Front Axle Code 6061.
Not compatible with group 42 Front Tires.
Not compatible with Powershift Transmission Code 1490.

7,995.00

8384 PTO, Independent Front with 45 mm (1-3/4 In) 20-Spline, 1000 rpm
Clockwise-Rotating Shaft as Viewed from Front (Type 3)
Only available on Model Year 2012 Tractors.
For Code 8334 Stage II Compliant Engine.
Requires Front Hitch Code 8411. Requires ILS Front Axle Code 6061.
Not compatible with group 42 Front Tires.
Not compatible with Powershift Transmission Code 1490.

7,995.00
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ATTACHMENTS - ORDER AS DESIRED ...Continued...
8411 Front Hitch with Folding Draft Links, Cat. 3N Ground Engaging Hitch,

5,200 kg (11,646 lb.) Lift Capacity
nly available on Model Year 2012 Tractors.
Includes Front Hitch Valve.
Requires Independent Link Suspension (Code 6060 or 6061)
Compatible with 3, 4, 5, or 6 Rear SCV's.
Includes Auxiliary CommandArm Mounted SCV Controls.

6,850.00

835H Two Front Remote Selective Control Outlets with Push/Pull Breakaway Couplers and
Factory Installed Plumbing to Rear Remote Selective Control Valves Three and Four
Only available on Model Year 2012 Tractors.
Front SCV hoses can be disconnected for rear SCV use.
Requires Code 8411 Front Hitch.
Requires Code 8020 Full Coverage Rear Fender Extensions to provide remote hitch lift
controls for rear hitch.

1,600.00

Engine:
8300 Cold Weather Start Kit

Factory installation of Block Heater (110V) and Ether Aid Canister and Switch.
144.00

8306 Fuel/Water Separator, Severe Duty
In addition to water separator in base equipment.

591.00

8220 Intelligent Power Management
Provides up to an additional 35 engine hp for non-stationary rear PTO or transport speeds
above 23 km/h (14.3 mph).
Not compatible with Stage II Emission compliant engine.

3,579.00

8336 John Deere PowerTech PSX 9.0 L (549 cu. In.) 6 Cyl IT4 / Stage 3b Compliant Diesel
Engine

Same Price

8334 John Deere PowerTech 9.0 L (549 cu. In.) 6 Cyl Stage 2 Compliant Diesel Engine
Only available on Model Year 2012 Tractors.

Same Price

8550 Skid for Duals
For Tractors shipping outside of the United States and Canada.

136.00

Ballast Packages:

2372 kg (5230 lb.) Ballast Package with Rear Duals:
8933 Front Weight Support with 8 Front Suitcase Weights and One Pair of

635 kg (1400 lb.) Inside/Inner Rear Wheel Weights and One Pair
75 kg (165 lb.) and One Pair 205 kg (450 lb.) Outside/Outer Dual Rear Wheel Weights

6,782.00
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ATTACHMENTS - ORDER AS DESIRED ...Continued...

3547 kg (7820 lb.) Ballast Package with Rear Duals:
8932 Front Weight Support with 16 Front Suitcase Weights and One Pair

of 635 kg (1400 lb.) Inside/Inner Rear Wheel Weights and One Pair
75 kg (165 lb.) and Three Pair of 205 kg (450 lb.) Outside/Outer
Dual Rear Wheel Weights
1500 Axle: 125 Lb./hp with 43/57 Front/Rear Weight Split and require single front tires with
load index of 150 or greater or front duals.
ILS Axle: 127 Lb./hp with 44/56 Front/Rear Weight Split and require single front tires with
load index of 151 or greater or front duals.
Requires rear duals.
Not compatible with triples.
Not compatible with any other factory installed front or rear weight code.
Base on the tire width option ordered, some 450 lb. wheel weights may be shipped on a
separate pallet and require dealer installation.

10,148.00

3797 kg (8370 lb.) Ballast Package with Rear Duals:
8934 Front Weight Support with 22 Front Suitcase Weights and One Pair of

635 kg (1400 lb.) Inside/Inner Rear Wheel Weights and One Pair
75 kg (165 lb.) and Three Pair 205 kg (450 lb.) Outside/Outer Dual Rear Wheel Weights
1500 Axle: 127 Lb./hp with 45/55 Front/Rear Weight Split with Front Duals.
ILS Axle: 129 Lb./hp with 46/54 Front/Rear Weight Split with Front Duals.
Requires front and rear duals.
Not compatible with triples.
Not compatible with any other factory installed front or rear weight code.
Base on the tire width option ordered, some 450 lb. wheel weights may be shipped on a
separate pallet and require dealer installation.

10,887.00

Quik-Tatch Weights:
8955 Weight, Front Support - Less Weights

Support weighs 390 Lb. (180 kg).
1300 Axle requires single front tires with load index of 141 or greater.
1500 Axle requires single front tires with load index of 143 or greater or front duals.
ILS requires single front tires with load index of 145 or greater or front duals.
Includes Tow Point.

551.00

8956 Weight, Front Support with Four Suitcase Weights
1300 Axle requires single front tires with load index of 143 or greater.
1500 Axle requires single front tires with load index of 145 or greater or front duals.
ILS requires single front tires with load index of 146 or greater or front duals.

1,140.00

8957 Weight, Front Support with Eight Suitcase Weights
1300 Axle requires single front tires with load index of 145 or greater.
1500 Axle requires single front tires with load index of 146 or greater or front duals.
ILS requires single front tires with load index of 148 or greater or front duals.

1,637.00

8958 Weight, Front Support with Twelve Suitcase Weights
1300 Axle requires single front tires with load index of 146 or greater.
1500 Axle requires single front tires with load index of 148 or greater or front duals.
ILS requires single front tires with load index of 150 or greater or front duals.

2,132.00

8959 Weight, Front Support with Sixteen Suitcase Weights
1300 Axle requires single front tires with load index of 148 or greater.
1500 Axle requires single front tires with load index of 150 or greater or front duals.
ILS requires single front tires with load index of 151 or greater or front duals.

2,621.00
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ATTACHMENTS - ORDER AS DESIRED ...Continued...
8960 Weight, Front Support with Twenty-Two Suitcase Weights

1300 Axle requires single front tires with load index of 150 or greater.
1500 Axle requires single front tires with load index of 152 or greater or front duals.
ILS requires single front tires with load index of 153 or greater or front duals.

3,361.00

Rear Wheel Weights - For Inside/Inner Wheels (Cast):
Weights shown are for each weight.

8970 One Pair 205 kg (450 lb.) 1,189.00

8971 Two Pair 205 kg (450 lb.)
Based on the tire width option ordered, some 450 lb. wheel weights may be shipped on a
separate pallet and require dealer installation.

2,382.00

8972 One Pair 635 kg (1400 lb.)
Requires tire with load rating above 151 Load Index.

3,428.00

Rear Wheel Weights - For Outside/Inner Wheels (Cast):
Weights shown are for each weight.

8978 One Pair 75 kg (165 lb.) Starter Weights and One Pair 205 kg (450 lb.) Weight
for the Outside of Single Rear Wheel
For outside of drive wheel on rear singles only.

1,717.00

Rear Wheel Weights - For Outside/Outer Dual Wheels:
Weights shown are for each weight.

8973 One Pair 75 kg (165 lb.) Starter Weights and One Pair 205 kg (450 lb.) Weights
for Outer Rear Dual
For outside outer dual only.
Not compatible with Triples.

1,717.00

8974 One Pair 75 kg (165 lb.) Starter Weights and Two Pair 205 kg (450 lb.) Weights
Requires rear duals.
Not compatible with rear triples.

2,907.00

8975 One Pair 75 kg (165 lb.) Starter Weights and Three Pair 205 kg (450 lb.) Weights
Requires rear duals.
Not compatible with rear triples.

3,983.00

ATTACHMENTS FOR FIELD CONVERSION

Electrical:
RE58827 9-Pin Connector Implement Feedback

Required for Touch-Set Depth Control.
128.00

AR255881 Battery Disconnect Switch 168.00

RE329902 Battery Disconnect Switch, Wheel 145.00

RE322780 ISO Cab Implement CAN Bus Adapter See Parts
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ATTACHMENTS FOR FIELD CONVERSION ...Continued...
RE21519 Implement Switch with 10 Ft. Harness 162.00

AR245564 Mounting Kit for Radar with Dual Beam Sensor
Requires Dual Beam Radar (RE249206).

220.00

RE278980 Radar with Dual Beam Sensor
Requires AL171547 Attaching Bracket Kit.

See Parts

RE325025 iTech 3/4 Switch
Requires software download. Reference Installation instructions for additional information.

25.00

Engine:
RE323008 Cold Weather Starting Package 91.00

RE227949 Engine Block Heater (110V) See Parts

RE524692 Engine Block Heater (220V) See Parts

RE321571 Fuel/Water Separator Kit, Severe Duty
In addition to water separator in base equipment.

606.00

Fenders:
RE260608 Fenders, Deluxe Pivoting Front for 1300 Series MFWD - 18.7 In. (480 mm) Wide

Recommended use with 12.4 In. (290 mm) to 16.9 In. (420 mm) tire widths.
Compatible with 1300 Series MFWD front axle only.

1,322.00

RE260609 Fenders, Deluxe Pivoting Front for 1300 Series MFWD - 24.4 In. (620 mm) Wide
Recommended use with 18.4 In. (480 mm) to 23.6 In. (600 mm) tire widths.
Compatible with 1300 Series MFWD front axle only.

1,549.00

RE308214 Fenders, Deluxe Pivoting Front for 1500 Series MFWD - 18.7 In. (480 mm) Wide
Recommended use with 12.4 In. (290 mm) to 16.9 In. (420 mm) tire widths.
Compatible with 1500 Series MFWD front axle only.

1,322.00

RE308215 Fenders, Deluxe Pivoting Front for 1500 Series MFWD - 24.4 In. (620 mm) Wide
Recommended use with 18.4 In. (480 mm) to 23.6 In. (600 mm) tire widths.
Compatible with 1500 Series MFWD front axle only.

1,549.00

RE236667 Fenders, Deluxe Pivoting Front for Independent Link Suspension -
18.7 In. (480 mm) Wide
Also order 2 pieces of R186578.
Recommended use with 12.4 In. (290 mm) to 16.9 In. (420 mm) tire widths.

1,322.00

RE236670 Fenders, Deluxe Pivoting Front for Independent Link Suspension -
24.4 In. (620 mm) Wide
Also order 2 pieces of R186578.
Recommended for use with 18.4 In. (480 mm) to 23.6 In. (600 mm) tire widths.
Not for use with front dual tire combinations.

1,549.00

RE324406 Fenders, Extra Width Rear Fender Extensions 267.00

RE318606 Fenders, Full Coverage Rear 2.55 meter (100 In. Width) 483.00
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ATTACHMENTS FOR FIELD CONVERSION ...Continued...

Hitch and Drawbar:
R177682 Center Link Bracket

Retains the center link when not in use.
See Parts

AR211154 Drawbar Heavy Duty Support for use with Cat. 4 Drawbar
(11,000 Lb. Vertical Load Capacity)
Requires Cat. 4 Drawbar.
Increases vertical load capacity to 11,000 Lb. (4990 kg.).
Cat. 4 Drawbar is not compatible with PTO Codes 2418 or 2420 or with field installed 1-3/8
540 rpm PTO.

782.00

RE268625 Drawbar, Ball-type 80 mm Cat. 4
Ball-type drawbar for use when using the DN 345 - Drawn Dry Box Spreader. No other
implements are approved for this drawbar.

3,153.00

AR211153 Drawbar, Cat. 4 with 2 In. Pin and Heavy Duty Support
(11,000 Lb. Vertical Load Capacity)
Cat. 4 Drawbar is not compatible with PTO Codes 3820 or 3821 or with field installed 1-3/8
540 rpm PTO.

1,810.00

RE327692 Front Hitch Chain Hooks 189.00

RE301735 Hitch Kit, 3-in-1 Rails
Compatible with Type 2 PTO.

789.00

RE301736 Hitch Kit, 3-in-1 Rails
Compatible with Type 3 PTO.

1,322.00

AR216079 Rear Hitch Quik-Coupler (Convertible Cat. 4N/3) 2,347.00

Hydraulics:
RE301321 4th Remote Cylinder Control Valves with Push/Pull Breakaway Couplers with

High Pressure Relief Levers
For Tractors equipped with a front hitch or without a rear hitch, see installation instructions
for additional parts needed to complete installation.
Requires (R301759) Software download to activate function - See Parts.

2,383.00

RE301501 5th Remote Cylinder Control Valves with Push/Pull Breakaway Couplers with
High Pressure Relief Levers
Requires (R301760) Software download to activate function - See Parts.

2,460.00

RE315727 Auxiliary Hydraulic Oil Take-Out Pump and Reservoir
Provides an additional 11 gallon (42 liters) capacity for large, single acting cylinders used for
application where a large hydraulic oil flow in a short period of time is needed.

1,870.00

RE222721 Auxiliary Sump Coupler Kit (Flush Face Coupler Style)
Required to connect Tractor sump to case drains on Seeding Equipment.

125.00

RE323471 Front SCV Plumbing Kit
Routes SCV function from the rear to the front.

1,760.00

AR114664 Hydraulic Motor Return, Multiple/Auxiliary Hitch Coupler/
Sump Return Kit
For use with Hydraulic Motor Returns, Hitch Valve with Lift Assist Wheels or Motor
Drains/Sump Returns or grapple valve.

186.00
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ATTACHMENTS FOR FIELD CONVERSION ...Continued...
RE322174 Hydraulic Trailer Brake Kit

Provides single line connection to hydraulic braking systems.
Works with or without power beyond couplers.

682.00

RE221284 Low Stand-By Pressure Control Kit
Prevents main pump activation during engine start up in certain hydraulic configurations
using power beyond.

947.00

RE281166 Power Beyond Coupler Kit
Kit includes load sense, pressure and return couplers.

730.00

AR272536 Rear EHSCV Single Lever Control (Joystick) and Mounting Parts for CommandArm 1,510.00

Lighting:
RE308937 Auxiliary Driving / Loader Light Kit

Includes headlights, wiring harness, brackets and mounting hardware.
228.00

RE269641 Lights, Field Vision Xenon HID Rear Fender Light
Requires (2) for conversion.

See Parts

RE298933 Lights, Two Roof-Mounted 65W Halogen Front Flood Lights 135.00

RE325694 Rotary Beacon Light Kit 358.00

Miscellaneous:
AR320123 Single Line Coupler Parts for Air Trailer Brakes 561.00

Operator Environment:
RE67015 3-Way Convenience Adapter for Power Strip See Parts

RE317435 Accessory Mounting Bracket 106.00

RE269615 Antenna Mount and Wiring for Business Band Radio 135.00

RE275532 Ash Tray See Parts

RE67014 Cigar-Style Adapter for Power Strip See Parts

RE323407 External Mirrors, Electrically Adjustable RH and LH Conversion Kit 514.00

RE293499 External Mirrors, Electrically Telescoping and Heated Mirror Heads 1,696.00

RE323405 External Mirrors, Manually Adjustable RH and LH 256.00

RE321017 Foot-Operated Speed Control
For use with PST or IVT transmissions.
Order Floor Mat separate through Parts.

121.00

RE68495 Power Strip with Six Outlets
Cab Tractors (Code 2034) ONLY.
Requires (1) RE67013, (1) RE67014, and (1) RE67015 Ordered Separately.

See Parts

RE328345 Radio, Deere/Delco AM/FM Stereo with Clock, Weatherband,
Four Speakers and Antenna

362.00
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ATTACHMENTS FOR FIELD CONVERSION ...Continued...
RE298965 Radio, Sub Woofer Kit 286.00

RE67013 Standard Connector with 1m (3-Foot) Cable for Power Strip See Parts

RE284180 Step Kit, Left Hand Convenience Platform See Parts

RE261504 Sun Shade, Front Pull Down See Parts

RE263352 Tire Pressure Monitor Kit
Includes Monitor and four pressure sensors.
For Cab Tractors Only.

See Parts

RE324993 Touchscreen GS3 CommandCenter 7" Color Display, Video Capable 1,260.00

RE269618 Windshield Wiper with Washer, Rear 186.00

Software Downloads:
RE298885 Intelligent Power Management

Provides up to an additional 30 Engine hp for non-stationary rear PTO and transport
applications.
Download through Service Advisor's software delivery system.
Includes instruction and download only.
See Ag Sales Manual for ground speed specifications.

See Parts

RE305729 Language Group for CommandCenter - English,
Croatian, Serbian, Slovenian,
German
Download through Service Advisor's software delivery system.
Includes instruction and download only.

See Parts

RE305727 Language Group for CommandCenter - English,
Danish, Swedish, Finish,
Norwegian
Download through Service Advisor's software delivery system.
Includes instruction and download only.

See Parts

RE305726 Language Group for CommandCenter - English,
Estonian, Latvian, Lithuanian,
Polish, Russian
Download through Service Advisor's software delivery system.
Includes instruction and download only.

See Parts

RE305725 Language Group for CommandCenter - English,
French, Dutch, Icelandic,
German
Download through Service Advisor's software delivery system.
Includes instruction and download only.

See Parts

RE305730 Language Group for CommandCenter - English,
Greek, Turkish
Download through Service Advisor's software delivery system.
Includes instruction and download only.

See Parts

RE308728 Language Group for CommandCenter - English,
Hungarian, Czech, Slovak, Romanian,
Bulgarian
Download through Service Advisor's software delivery system.
Includes instruction and download only.

See Parts
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ATTACHMENTS FOR FIELD CONVERSION ...Continued...
RE305731 Language Group for CommandCenter - English,

Italian, Spanish, Portuguese, German,
Dutch, French, Swedish, Hungarian, Danish, Polish
Download through Service Advisor's software delivery system.
Includes instruction and download only.

See Parts

BPF10312 Non-John Deere Guidance Compatibility Activation - AutoFarm/Novariant
Required for communication between non-John Deere guidance systems and the Tractor's
steering components. Consult guidance system selling dealer for compatibility information.

250.00

BPF10313 Non-John Deere Guidance Compatibility Activation - Hemisphere/Outback
Required for communication between non-John Deere guidance systems and the Tractor's
steering components. Consult guidance system selling dealer for compatibility information.

250.00

BPF10311 Non-John Deere Guidance Compatibility Activation - Raven
Required for communication between non-John Deere guidance systems and the Tractor's
steering components. Consult guidance system selling dealer for compatibility information.

250.00

BPF10363 Non-John Deere Guidance Compatibility Activation - Trimble
Required for communication between non-John Deere guidance systems and the Tractor's
steering components. Consult guidance system selling dealer for compatibility information.

250.00

Transmission:
RE224298 Transmission Backup Alarm 391.00

RE323009 Transmission Hydraulic Oil Heater (110 Volts) 330.00

RE323010 Transmission Hydraulic Oil Heater (220 Volts) 431.00

Vandal Protection:
AL71345 Door Locks - Custom Key 156.00

Weights:
R127764 Weight, Front Suitcase (104 Lb.) Quantity of One

Dealer must order 5000 Lbs. to receive free freight through Waterloo Weight Program.
Available to Ag Dealers only.

123.00

RFR127764 Weight, Front Suitcase, Twenty (20-R127764) 2,276.00

R242154 Weight, Front Support, 390 Lb. (180 kg)
Requires (6) 19M9141 Cap Screws and (6) 24M7242 Washers for installation - See Parts.
Holds up to 22 Quick-Tatch Weights.

815.00

R167151 Weight, Inner Wheel, 1400 Lb. 1,730.00

R167153 Weight, Wheel, 165 Lb. (72 Kg) 256.00

RFR207782 Weight, Wheel, 1800 Lb. (4 - 450 Lb., R207782 Weights) 2,416.00

RFR167153 Weight, Wheel, 1980 Lb. (12 - 165 Lb., R167153 Weights) 3,076.00

R207782 Weight, Wheel, 450 Lb. 604.00
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ATTACHMENTS FOR FIELD CONVERSION ...Continued...

Wheel Equipment:
RE324389 Front Wheel Dual Extensions

Compatible with ILS or 1500 front axles.
2,452.00

AR190666 One 10 In. Dual Hub Extension 733.00

AR190668 One 13 In. Dual Hub Extension 815.00

AR190669 One 15 In. Dual Hub Extension 854.00

AR194744 One 5 In. Dual Hub Extension 662.00

RE267658 Three Meter Front Wheel Spacer
Not compatible with Tractors equipped with front brakes.

2,959.00
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