
Menominee  Ride Validation Site

MDOT truck/van measurements June 2016 (Farnum)  

Run IRI IRI

Left Right

1 39.3 40.0

2 39.2 39.1

5 38.8 40.3

6 38.3 39.6

7 39.3 40.1

8 38.4 40.4

9 38.6 39.3

10 39.4 39.5

12 39.1 39.3

14 39.6 39.5

Average 39.0 39.7    

Std. Dev. 0.452 0.458

Coef Var. 1.160 1.154

Accetable range for each index is plus or minus two standard deviations.

Minimum: 38.1 38.8

Maximum: 39.9 40.6

Location

This site is located on southbound US-41 apporoximately 9 miles north of the downtown

Menominee volunteer fire department; some maps lable this location as Hansen.

Runs are completed in the southbound lane. The start mark is located adjacent to a

LANE ENDS MERGE RIGHT, roadway sign, located approximately 0.217 miles north

of the centerline of #8.5 (Linsmeier) Road. A PK nail embedded in the paved shoulder

Notes

Minimal traffic control needed, for the operation of  high speed vehicles.

A shadow vehicle will be required for light-weight profilers.

marks the site beginning. Begin Tranology type profilers 16.25 feet north of the start.

Approximate GPS coordinates: 45.24235, -87.61344


