
Planning Services for I-94 over Pipestone Road (Exit29) Bridge Replacement 
REQ#1025 Q&A 2 

October 25, 2012 

 

Q:  For Requisition Number 1025, Scope Attachment A requires that a "Site 
Review" be completed for each bridge included in the scope of work for the 
project. The Site Review requires the sounding of all concrete elements, 
including the underside of the deck and taking thickness readings on the web 
and bottom flange of the beams/girders.  During our visit to the project site, we 
found that unsound areas of the substructure elements have previously been 
marked with paint, and there is evidence that thickness measurements have 
been taken along the web and bottom flanges of the beams/girders.  This may 
indicate that a bridge scoping project(s) may have recently been completed on 
the bridges included in this project.  Our site visit also found stay-in-place metal 
forms along the soffit of 75% of the bridge deck, which would hinder sounding the 
underside of that portion of the bridge deck.  We would like to confirm that MDOT 
desires the Consultant to complete these tasks again if they were in fact recently 
completed.  If yes, is there specific information that was not collected during the 
previous bridge scoping project that MDOT is looking to collect during the site 
review portion of this project? 

A:  No previously completed bridge scoping products are available to use 
in the Consultant bridge scoping work.  The selected Consultant will review 
their work plan with MDOT to determine the best limits for the physical 
investigation.     

 


