
Tecumseh  Ride Validation Site
MDOT truck/van measurements May 2016 (Farnum)

Run IRI IRI
Left Right

1 77.7 69.4
2 78.8 68.8
3 76.8 69.8
4 78.0 69.6
5 78.8 68.5
6 75.6 68.6
7 77.2 69.4
8 78.1 68.8
9 79.0 69.9

10 77.5 70.8

Average 77.8 69.4

Std. Dev. 1.0 0.7

Coef Var. 1.4 1.0

Accetable range for each index is plus or minus two standard deviations.

Minimum: 75.7 68.0
Maximum: 79.9 70.8

Location:
This site is located on M-52, west of Tecumseh. The site start is designated by a PK
located in the north bound should 17 feet sought of the route marker, just norht of 
North Adrian Highway. Runs should be completed north bound. Begin Transology type
profilers 16.25 feet south of the PK nail. Other profilers should begin collection at the PK
nail. GPS coordinates: 42.013850, -84006510

Directions:
This site is located roughly 0.3 miles north of the M-50/M-52 intersection, located west 
of Tecumseh.

Note:
The site is located on a high speed, high traffic volume roadway. Traffic control will be
needed for light weight profilers. A Park and Ride lot located nearby is avaialble for 
parking.


