| PAVEMENT MARKING ESTIMATE GUIDE

Area Per Partial Chevron
Distance remaining when even increments of 100

feet are substracted from unusable pavement length
Runway  Area Per

Width  Cheveron- 10 20 - 30 _40 _50 _60 _70
150 595 42 127 212 297 595 595 595
120 467 42 127 212 297 467 467 467
100 382 42 127 212 297 382 382 382
75 275 - 42 127 212 275 2B 275 275
60 212 42- 127 212 212 212 212 212
56 170 42 127 170 170 170 170 170
40 127 42 127 127 127 127 127 127

III.  TAXIWAY MARKING (All taxiway markings are solid.)
A. HOLDING LINE (2 - 1/2° eontinuous’ and 2 - 1/2’ dashed stripes)

- Width of taxiway or length of holding line x 1.5 = Arca (Sq. Ft.)
per holding posrtlon

B. CENTERLINE (r wrde continuous strrpe)

1. Centerline length of taxiway minus 6.5’ per hold line x 1’ = Area
(Sq. Ft.) |

2. Exit Taxiways, add length of arc and 200’ tangent x 1’
Area (Sq. Ft.)

(Approximate method use runway wrdth plus 200" x 1’
Area/Sq. Ft.)

C. EDGE MARKING (2 - 1/2° wide continuous stripes each side)

1. Centerline length of taxiway measured to runway edge x 2’ =
Area (Sq. Ft)

2. a. Add 80 Sq. Ft. for each fillet at each runway or ramp
edge encountered by 50’ wide or less taxiway.

b. Add 120 Sq. Ft. for each fillet at each runway or ram

edge encountered by over 50’ wide taxiway and for non-
standard filets with a greater radius.

Note: 2. a. and b. are the average extra painting required for
edge markmg of flllets at runway and ramp intersections.
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