MATERIAL CERTIFICATION

Specification P-501
Porttand Cement Concrete Pavement.

AIRPORT NAME

ASSOCIATED CITY

PROJECT NO.

CONTRACT NO.

NAME OF SUPPLIER

Materials Materials
Required this Covered by
Project This Certification
PHYSICAL COMPONENT REQUIREMENT
Cement ASTM C150 Types 1, 1A andiP

Premolded Joint Filler:

a) Expansion Joints ASTM D1751

b) Contraction Joints ASTM D1752
Tie Bars ASTM A615 or A616
Dowel Bars ASTM A615, A616 or A617
Coated Dowel Bars "~ AASHTO M254

Cover Material for Curing:

8) Liquid Membrane-Forming Compound  ASTM C308 Type 2

b) White Polyethylene Film ASTM C171

¢) White Burlap-Polyethylene Sheeting ASTM C171

d) Waterproof Paper ASTM C171
Admixtures: |

a) Pozzolanic Admixtures ASTM C618

b) Air Entraining Admixtures ASTM C260

¢) Water Reducing Admixtures, Type A,
water-reducing or Type D, water-reducing

and retarding ASTM C494

The above noted materials being supplied for the subject project fully conform with Bureau of Aeronautics Standard Specification P-501,
Portland Cement Concrete Pavement.

Supplier Signature Name Typed or Printed Date

The above noted materials being suppiied for the subject contract are approved for use.

Consultant Signature Name Typed or Printed Date

Name of Consulting Firm





