
CanoScan 9000F

Scanner Type Flatbed
Scanning Element Charged-Coupled Device (CCD) 12-line color
Light Source White LED

Features

7 EZ Buttons, 9600 dpi CCD Sensor, Auto Document 
Fix, Auto Scan Mode, Built-In Power Supply, FARE 
Level 3, Film Scanning (35mm film/120 format film), 
Gutter Shadow Correction, High-speed Scanning, 
Light Guide, OCR Text Data Conversion, PDF 
Password, Sensor Carriage, Super Toric Lens, White 
LED, Zero Warm-up Time2

Scanner Buttons Auto Scan, Copy, E-mail, PDF x 4
Optical:3 9600 x 9600 dpi (film)1 / 4800 x 4800 (all 
other media)
Interpolated:Interpolated: 19,200 x 19,200 dpi
Color: 48-bit internal/48 or 24-bit external
Grayscale: 48-bit internal/16-bit (film scanning only)/8-
bit external

Max. Document Size 8.5" x 11.7"
Interface Hi-Speed USB
Dimensions (W x D x H) 10.7" (W) x 18.9" (D) x 4.4" (H)
Weight 10.1 lbs

OS Compatibility 4 Windows® 7, Windows Vista®, Windows XP/2000 
and Mac OS® X v10.4.11 to 10.6.x

Power Requirements AC 100-240V, 50/60 Hz

Software
Setup Software & User's Guide CD-ROM, 
Adobe®Photoshop® Elements5, ArcSoft® 
PhotoStudio®, MP Navigator EX

Max. Power Consumption 15W (0.9W Standby)
Operating Temperature: Operating temperature: 50° - 95° F

Operating Humidity: Operating humidity: 10% - 90% RH (20% - 80% RH 
for film scanning)

1. For document types other than film, the maximum resolution is 4800 x 4800 dpi.
2. The time required for the light source to reach sufficient operating temperature.
3. Optical resolution is a measure of maximum hardware sampling resolution, based on ISO 14473 stan
4. System requirements vary by application.
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