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Exhibit A:  Culvert Information 
 
MDOT  does  not  have  a  record  of  inspection  reports  or  historical  record  of  maintenance 
activities for culverts that don’t fall into the MBIS category. I‐75 is a depressed freeway section 
from  south of  the 12 Mile  Interchange and  there are  few  if any  culverts  in  this  section. The 
section  from north of  the 12 Mile  Interchange has existing  culverts, but  there  is no existing 
condition information available. 
 
MDOT does not have a preventative maintenance schedule for culverts. 
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Exhibit B:  Noise Barriers 
 
I‐75 Noise barrier information: 
 

 Noise barrier location map 

 Noise barrier inventory 

 Noise barrier inspection reports 

 Noise barrier photos 



Noname, 6/2/2010, (384 x 332)

FOR INFORMATION ONLY 
APPROXIMATE WALL LOCATIONS
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I-75 NOISE BARRIERS 
M-102 TO 14 MILE ROAD 
OAKLAND COUNTY, MI 
MICHIGAN DEPARTMENT OF TRANSPORTATION 
SOURCE: 2010 INVENTORY AND INSPECTION REPORT 
 
 

I-75 Noise Barriers 
Source: 2010 Inventory and Inspection Report 
         
Wall ID Type Dividing Streets Route TSC Length (ft) Avg Height (ft) Year Built Condition Rating 1 

SW01-63174 Block Brockton Ave. to Lincoln Ave. SB I-75 Oakland 1077 14.8 1997 GOOD 
SW02-63174 Block Lincoln Ave. to 4th St. SB I-75 Oakland 1202 15.2 1997 GOOD 
SW03-63174 Block 11 Mile Rd. to University Ave. SB I-75 Oakland 671 15.0 1997 GOOD 
SW04-63174 Block University Ave. to Gardenia Ave. SB I-75 Oakland 1832 14.8 1997 GOOD 
SW08-63174 Block Brockton Ave. to Lincoln Ave. NB I-75 Oakland 970 13.4 1997 GOOD 
SW09-63174 Block Lincoln Ave. to Greg Ave. NB I-75 Oakland 1742 15.5 1997 GOOD 
SW10-63174 Block Andover Ave. to 11 Mile Rd. NB I-75 Oakland 982 13.3 1997 GOOD 
SW11-63174 Block University Ave. to Gardenia Ave. NB I-75 Oakland 1867 16.5 1997 GOOD 
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A. Detailed Cost Estimate

2015 REV. 

ENGINEER: URS Corporation DATE: 8/16/2010 AVG. WALL HEIGHT: 14.8 FT STRUCTURE ID: SW01-63174
LOCATION: Brockton Ave. to Lincoln Ave. WALL LENGTH: 1,077 FT NO. PANELS: 46

WALL AREA (2 sides): 31,879 SFT WALL TYPE: CMU Block

WORK ITEM QUANTITY UNIT UNIT PRICE TOTAL

1 CFT $200.00 $200.00 

3. Replace Rebar as necessary.

612 FT $40.00 $24,480.00 

EA $25.00  

FT $15.00  

FT $16.00  

8 EA $30.00 $240.00 

5 EA $30.00 $150.00 

SFT $28.00  

SFT $22.00  

SFT $20.00  

6 SFT $25.00 $150.00 

106 FT $4.00 $424.00 

2. Clean joint area

1616 SFT $0.75 $1,211.63 

SFT $2.50  

SFT $1.00  
1.  Clean area to be painted
2. Paint to match existing wall

240 SFT $0.75 $180.00 
See Graffiti (G)

SFT $6.00  

6.Thoroughly rinse

Brush Clearing ACRE $4,000.00  
Excavation, Earth CYD $5.00  
Ivy Removal 1062 SFT $0.50 $531.00 

1 EA $2,000.00 $2,000.00 
EA $2,500.00  
EA $1,250.00  
EA $1,500.00  

CONTINGENCY  (10% - 20%)  (use higher contingency for small projects) 20.0 % $29,566.63 $5,910.00 
MOBILIZATION  (10% max) 10.0 % $35,476.63 $3,550.00 
INFLATION  (assume 2% per year, for 5 years, beginning in 2010) 10.0 % $39,026.63 $3,900.00 

(DOES NOT INCLUDE PE & CE) CONSTRUCTION TOTAL $42,926.63 

1. Apply siloxane sealant to limestone or concrete block cap

Painted Block (P)

4. (K-2) Rout small cracks, 8" or less, away from discontinuities to 3/8" wide and seal to match col

2. (K-1) Restore wire reinforcing or lap in new wire (see RM-1)

1. Sawcut and remove patched area

3. Reconstruct area according to original plans

Reconstruct - Full Panel (RF)

2. Restore wire reinforcing or lap in new wire

2. Restore wire reinforcing or lap in new wire (see RM-1)

1. Remove existing wall

Local Lane Closure

2. Apply anti-graffiti coatings in strict compliance with manufacturer's recommendations

4. Reconstruct panel 

AESTHETIC REPAIRS

MISCELLANEOUS

Ramp Shoulder Closure
Freeway Lane Closure
Freeway Shoulder Closure
TRAFFIC CONTROL

1. Remove mortar tags with wooden tools

2. Reclaim any reusable material

4. Clean block surface of excess mortar or smear

4. Saturate area to be cleaned with water

Graffiti (G)

3. Repoint joint with mortar matching color and strength of existing and tool to dense hard surface

1. Soda-blast surface free of paint

Repointing Mortar - Existing (RM-2)

3. Confirm integrity of foundation

2. Brush clean wire reinforcing and coat with zinc-rich primer from qualified products list

Sealant Deteriorated (SD)

3. Reset cap in bed of adhesive (see BC-1 and SC-1)

PANEL REPAIRS

Patch replacement (PR)

Reconstruct - Partial Panel (RP)

1. (K-1) Sawcut and remove damaged block when crack is more than 8" from discontinuities

3. (K-1) Replace with reclaimed or new block and mortar to match color and strength of existing

3. Replace with reclaimed or new block and mortar to match color and strength of existing

Broken Block (BB)

Cracked Block (K-1,2)

1. Sawcut and remove broken block

5. Apply cleaning solution. Use only low pressure wash

2. Select proper cleaning solution. Apply to trial area to determine appropriate solution.

1. Rake affected joints to a depth of the wire or to 3/4". Avoid damage to wire

See Reconstruct - Full Panel (RF)

Efflorescence (E)

Repointing Mortar - New (RM-1)

1. Remove areas of deterioration (if applicable)

3. Place new backer rod and sealant

3. Protect plants and trees to remain

Cap Sealant (CS)

I-75
NOISE BARRIER REPAIR COST ESTIMATE

CAP REPAIRS

1. Remove damaged cap

CONCRETE REPAIRS
Spalled Concrete (S)

1. Remove concrete around delaminated or spalled area (refer to MDOT spec 712.03)
2. Clean and coat rebar.

4. Patch with appropriate concrete materials.

Bed Joint Separation (BJS)

1. Sawcut closed joints at brick and limestone cap 3/8" wide, both sides

EXPANSION JOINT REPAIRS
Expansion Joint Closed (EJ)

1. Settle block and stone caps down to close up any gaps at bed joints
2. Rake debonded joints to 3/4" depth, repoint with mortar of matching color and strength

3. Replace salvaged cap set in bed of mortar with stainless steel pins

Broken Cap (BC)

2. Install backer rod and sealant

Separated Cap (SC)
1. Remove and salvage cap
2. Restore mortar bed flush and level

2. Restore mortar bed flush and level
3. Replace cap, match in-kind, set in bed of mortar with stainless steel pins
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A. Detailed Cost Estimate

2015 REV. 

ENGINEER: URS Corporation DATE: 8/16/2010 AVG. WALL HEIGHT: 15.2 FT STRUCTURE ID: SW02-63174
LOCATION: Lincoln Ave. to 4th St. WALL LENGTH: 1,202 FT NO. PANELS: 53

WALL AREA (2 sides): 36,541 SFT WALL TYPE: CMU Block

WORK ITEM QUANTITY UNIT UNIT PRICE TOTAL

2 CFT $200.00 $400.00 

3. Replace Rebar as necessary.

788 FT $40.00 $31,520.00 

EA $25.00  

FT $15.00  

FT $16.00  

4 EA $30.00 $120.00 

13 EA $30.00 $390.00 

SFT $28.00  

SFT $22.00  

SFT $20.00  

52 SFT $25.00 $1,300.00 

121 FT $4.00 $484.00 

2. Clean joint area

1803 SFT $0.75 $1,352.25 

SFT $2.50  

SFT $1.00  
1.  Clean area to be painted
2. Paint to match existing wall

160 SFT $0.75 $120.00 
See Graffiti (G)

SFT $6.00  

6.Thoroughly rinse

Brush Clearing 0.07 ACRE $4,000.00 $280.00 
Excavation, Earth CYD $5.00  
Ivy Removal SFT $0.50  

1 EA $2,000.00 $2,000.00 
EA $2,500.00  
EA $1,250.00  
EA $1,500.00  

CONTINGENCY  (10% - 20%)  (use higher contingency for small projects) 20.0 % $37,966.25 $7,590.00 
MOBILIZATION  (10% max) 10.0 % $45,556.25 $4,560.00 
INFLATION  (assume 2% per year, for 5 years, beginning in 2010) 10.0 % $50,116.25 $5,010.00 

(DOES NOT INCLUDE PE & CE) CONSTRUCTION TOTAL $55,126.25 

1. Apply siloxane sealant to limestone or concrete block cap

1. Settle block and stone caps down to close up any gaps at bed joints
2. Rake debonded joints to 3/4" depth, repoint with mortar of matching color and strength

3. Replace salvaged cap set in bed of mortar with stainless steel pins

Bed Joint Separation (BJS)

3. Reset cap in bed of adhesive (see BC-1 and SC-1)

PANEL REPAIRS

Patch replacement (PR)

Reconstruct - Partial Panel (RP)

1. (K-1) Sawcut and remove damaged block when crack is more than 8" from discontinuities

2. Restore mortar bed flush and level
3. Replace cap, match in-kind, set in bed of mortar with stainless steel pins

1. Sawcut closed joints at brick and limestone cap 3/8" wide, both sides

EXPANSION JOINT REPAIRS
Expansion Joint Closed (EJ)

2. Install backer rod and sealant

Separated Cap (SC)
1. Remove and salvage cap
2. Restore mortar bed flush and level

I-75
NOISE BARRIER REPAIR COST ESTIMATE

CAP REPAIRS

1. Remove damaged cap

CONCRETE REPAIRS
Spalled Concrete (S)

1. Remove concrete around delaminated or spalled area (refer to MDOT spec 712.03)
2. Clean and coat rebar.

4. Patch with appropriate concrete materials.

Broken Cap (BC)

5. Apply cleaning solution. Use only low pressure wash

2. Select proper cleaning solution. Apply to trial area to determine appropriate solution.

1. Rake affected joints to a depth of the wire or to 3/4". Avoid damage to wire

See Reconstruct - Full Panel (RF)

Efflorescence (E)

Repointing Mortar - New (RM-1)

1. Remove areas of deterioration (if applicable)

3. Place new backer rod and sealant

3. Protect plants and trees to remain

Cap Sealant (CS)

3. (K-1) Replace with reclaimed or new block and mortar to match color and strength of existing

3. Replace with reclaimed or new block and mortar to match color and strength of existing

Broken Block (BB)

Cracked Block (K-1,2)

1. Sawcut and remove broken block

2. Reclaim any reusable material

4. Clean block surface of excess mortar or smear

4. Saturate area to be cleaned with water

Graffiti (G)

3. Repoint joint with mortar matching color and strength of existing and tool to dense hard surface

1. Soda-blast surface free of paint

Repointing Mortar - Existing (RM-2)

3. Confirm integrity of foundation

2. Brush clean wire reinforcing and coat with zinc-rich primer from qualified products list

Sealant Deteriorated (SD)

Local Lane Closure

2. Apply anti-graffiti coatings in strict compliance with manufacturer's recommendations

4. Reconstruct panel 

AESTHETIC REPAIRS

MISCELLANEOUS

Ramp Shoulder Closure
Freeway Lane Closure
Freeway Shoulder Closure
TRAFFIC CONTROL

1. Remove mortar tags with wooden tools

Painted Block (P)

4. (K-2) Rout small cracks, 8" or less, away from discontinuities to 3/8" wide and seal to match col

2. (K-1) Restore wire reinforcing or lap in new wire (see RM-1)

1. Sawcut and remove patched area

3. Reconstruct area according to original plans

Reconstruct - Full Panel (RF)

2. Restore wire reinforcing or lap in new wire

2. Restore wire reinforcing or lap in new wire (see RM-1)

1. Remove existing wall
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A. Detailed Cost Estimate

2015 REV. 

ENGINEER: URS Corporation DATE: 8/16/2010 AVG. WALL HEIGHT: 15.0 FT STRUCTURE ID: SW03-63174
LOCATION: 11 mile Rd. to University Ave. WALL LENGTH: 671 FT NO. PANELS: 31

WALL AREA (2 sides): 20,130 SFT WALL TYPE: CMU Block

WORK ITEM QUANTITY UNIT UNIT PRICE TOTAL

5 CFT $200.00 $1,000.00 

3. Replace Rebar as necessary.

548 FT $40.00 $21,920.00 

EA $25.00  

FT $15.00  

FT $16.00  

4 EA $30.00 $120.00 

EA $30.00  

SFT $28.00  

SFT $22.00  

SFT $20.00  

84 SFT $25.00 $2,100.00 

13 FT $4.00 $52.00 

2. Clean joint area

1007 SFT $0.75 $754.88 

SFT $2.50  

SFT $1.00  
1.  Clean area to be painted
2. Paint to match existing wall

70 SFT $0.75 $52.50 
See Graffiti (G)

SFT $6.00  

6.Thoroughly rinse

Brush Clearing 0.05 ACRE $4,000.00 $200.00 
Excavation, Earth CYD $5.00  
Ivy Removal SFT $0.50  

1 EA $2,000.00 $2,000.00 
EA $2,500.00  
EA $1,250.00  
EA $1,500.00  

CONTINGENCY  (10% - 20%)  (use higher contingency for small projects) 20.0 % $28,199.38 $5,640.00 
MOBILIZATION  (10% max) 10.0 % $33,839.38 $3,380.00 
INFLATION  (assume 2% per year, for 5 years, beginning in 2010) 10.0 % $37,219.38 $3,720.00 

(DOES NOT INCLUDE PE & CE) CONSTRUCTION TOTAL $40,939.38 

1. Apply siloxane sealant to limestone or concrete block cap

Painted Block (P)

4. (K-2) Rout small cracks, 8" or less, away from discontinuities to 3/8" wide and seal to match col

2. (K-1) Restore wire reinforcing or lap in new wire (see RM-1)

1. Sawcut and remove patched area

3. Reconstruct area according to original plans

Reconstruct - Full Panel (RF)

2. Restore wire reinforcing or lap in new wire

2. Restore wire reinforcing or lap in new wire (see RM-1)

1. Remove existing wall

Local Lane Closure

2. Apply anti-graffiti coatings in strict compliance with manufacturer's recommendations

4. Reconstruct panel 

AESTHETIC REPAIRS

MISCELLANEOUS

Ramp Shoulder Closure
Freeway Lane Closure
Freeway Shoulder Closure
TRAFFIC CONTROL

1. Remove mortar tags with wooden tools

2. Reclaim any reusable material

4. Clean block surface of excess mortar or smear

4. Saturate area to be cleaned with water

Graffiti (G)

3. Repoint joint with mortar matching color and strength of existing and tool to dense hard surface

1. Soda-blast surface free of paint

Repointing Mortar - Existing (RM-2)

3. Confirm integrity of foundation

2. Brush clean wire reinforcing and coat with zinc-rich primer from qualified products list

Sealant Deteriorated (SD)

3. Reset cap in bed of adhesive (see BC-1 and SC-1)

PANEL REPAIRS

Patch replacement (PR)

Reconstruct - Partial Panel (RP)

1. (K-1) Sawcut and remove damaged block when crack is more than 8" from discontinuities

3. (K-1) Replace with reclaimed or new block and mortar to match color and strength of existing

3. Replace with reclaimed or new block and mortar to match color and strength of existing

Broken Block (BB)

Cracked Block (K-1,2)

1. Sawcut and remove broken block

5. Apply cleaning solution. Use only low pressure wash

2. Select proper cleaning solution. Apply to trial area to determine appropriate solution.

1. Rake affected joints to a depth of the wire or to 3/4". Avoid damage to wire

See Reconstruct - Full Panel (RF)

Efflorescence (E)

Repointing Mortar - New (RM-1)

1. Remove areas of deterioration (if applicable)

3. Place new backer rod and sealant

3. Protect plants and trees to remain

Cap Sealant (CS)

I-75
NOISE BARRIER REPAIR COST ESTIMATE

CAP REPAIRS

1. Remove damaged cap

CONCRETE REPAIRS
Spalled Concrete (S)

1. Remove concrete around delaminated or spalled area (refer to MDOT spec 712.03)
2. Clean and coat rebar.

4. Patch with appropriate concrete materials.

Bed Joint Separation (BJS)

1. Sawcut closed joints at brick and limestone cap 3/8" wide, both sides

EXPANSION JOINT REPAIRS
Expansion Joint Closed (EJ)

1. Settle block and stone caps down to close up any gaps at bed joints
2. Rake debonded joints to 3/4" depth, repoint with mortar of matching color and strength

3. Replace salvaged cap set in bed of mortar with stainless steel pins

Broken Cap (BC)

2. Install backer rod and sealant

Separated Cap (SC)
1. Remove and salvage cap
2. Restore mortar bed flush and level

2. Restore mortar bed flush and level
3. Replace cap, match in-kind, set in bed of mortar with stainless steel pins
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A. Detailed Cost Estimate

2015 REV. 

ENGINEER: URS Corporation DATE: 8/16/2010 AVG. WALL HEIGHT: 14.8 FT STRUCTURE ID: SW04-63174
LOCATION: University Ave. to Gardnia Ave. WALL LENGTH: 1,832 FT NO. PANELS: 80

WALL AREA (2 sides): 54,227 SFT WALL TYPE: CMU Block

WORK ITEM QUANTITY UNIT UNIT PRICE TOTAL

CFT $200.00  

3. Replace Rebar as necessary.

1080 FT $40.00 $43,200.00 

1 EA $25.00 $25.00 

FT $15.00  

FT $16.00  

2 EA $30.00 $60.00 

13 EA $30.00 $390.00 

SFT $28.00  

SFT $22.00  

SFT $20.00  

37 SFT $25.00 $925.00 

28 FT $4.00 $112.00 

2. Clean joint area

2748 SFT $0.75 $2,061.00 

SFT $2.50  

SFT $1.00  
1.  Clean area to be painted
2. Paint to match existing wall

710 SFT $0.75 $532.50 
See Graffiti (G)

SFT $6.00  

6.Thoroughly rinse

Brush Clearing 0.15 ACRE $4,000.00 $600.00 
Excavation, Earth CYD $5.00  
Ivy Removal 4440 SFT $0.50 $2,220.00 

1 EA $2,000.00 $2,000.00 
EA $2,500.00  
EA $1,250.00  
EA $1,500.00  

CONTINGENCY  (10% - 20%)  (use higher contingency for small projects) 20.0 % $52,125.50 $10,430.00 
MOBILIZATION  (10% max) 10.0 % $62,555.50 $6,260.00 
INFLATION  (assume 2% per year, for 5 years, beginning in 2010) 10.0 % $68,815.50 $6,880.00 

(DOES NOT INCLUDE PE & CE) CONSTRUCTION TOTAL $75,695.50 

1. Apply siloxane sealant to limestone or concrete block cap

1. Settle block and stone caps down to close up any gaps at bed joints
2. Rake debonded joints to 3/4" depth, repoint with mortar of matching color and strength

3. Replace salvaged cap set in bed of mortar with stainless steel pins

Bed Joint Separation (BJS)

3. Reset cap in bed of adhesive (see BC-1 and SC-1)

PANEL REPAIRS

Patch replacement (PR)

Reconstruct - Partial Panel (RP)

1. (K-1) Sawcut and remove damaged block when crack is more than 8" from discontinuities

2. Restore mortar bed flush and level
3. Replace cap, match in-kind, set in bed of mortar with stainless steel pins

1. Sawcut closed joints at brick and limestone cap 3/8" wide, both sides

EXPANSION JOINT REPAIRS
Expansion Joint Closed (EJ)

2. Install backer rod and sealant

Separated Cap (SC)
1. Remove and salvage cap
2. Restore mortar bed flush and level

I-75
NOISE BARRIER REPAIR COST ESTIMATE

CAP REPAIRS

1. Remove damaged cap

CONCRETE REPAIRS
Spalled Concrete (S)

1. Remove concrete around delaminated or spalled area (refer to MDOT spec 712.03)
2. Clean and coat rebar.

4. Patch with appropriate concrete materials.

Broken Cap (BC)

5. Apply cleaning solution. Use only low pressure wash

2. Select proper cleaning solution. Apply to trial area to determine appropriate solution.

1. Rake affected joints to a depth of the wire or to 3/4". Avoid damage to wire

See Reconstruct - Full Panel (RF)

Efflorescence (E)

Repointing Mortar - New (RM-1)

1. Remove areas of deterioration (if applicable)

3. Place new backer rod and sealant

3. Protect plants and trees to remain

Cap Sealant (CS)

3. (K-1) Replace with reclaimed or new block and mortar to match color and strength of existing

3. Replace with reclaimed or new block and mortar to match color and strength of existing

Broken Block (BB)

Cracked Block (K-1,2)

1. Sawcut and remove broken block

2. Reclaim any reusable material

4. Clean block surface of excess mortar or smear

4. Saturate area to be cleaned with water

Graffiti (G)

3. Repoint joint with mortar matching color and strength of existing and tool to dense hard surface

1. Soda-blast surface free of paint

Repointing Mortar - Existing (RM-2)

3. Confirm integrity of foundation

2. Brush clean wire reinforcing and coat with zinc-rich primer from qualified products list

Sealant Deteriorated (SD)

Local Lane Closure

2. Apply anti-graffiti coatings in strict compliance with manufacturer's recommendations

4. Reconstruct panel 

AESTHETIC REPAIRS

MISCELLANEOUS

Ramp Shoulder Closure
Freeway Lane Closure
Freeway Shoulder Closure
TRAFFIC CONTROL

1. Remove mortar tags with wooden tools

Painted Block (P)

4. (K-2) Rout small cracks, 8" or less, away from discontinuities to 3/8" wide and seal to match col

2. (K-1) Restore wire reinforcing or lap in new wire (see RM-1)

1. Sawcut and remove patched area

3. Reconstruct area according to original plans

Reconstruct - Full Panel (RF)

2. Restore wire reinforcing or lap in new wire

2. Restore wire reinforcing or lap in new wire (see RM-1)

1. Remove existing wall
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A. Detailed Cost Estimate

2015 REV. 

ENGINEER: URS Corporation DATE: 8/16/2010 AVG. WALL HEIGHT: 13.4 FT STRUCTURE ID: SW08-63174
LOCATION: Brockton Ave. to Lincoln Ave. WALL LENGTH: 970 FT NO. PANELS: 42

WALL AREA (2 sides): 25,996 SFT WALL TYPE: CMU Block

WORK ITEM QUANTITY UNIT UNIT PRICE TOTAL

CFT $200.00  

3. Replace Rebar as necessary.

300 FT $40.00 $12,000.00 

EA $25.00  

FT $15.00  

FT $16.00  

3 EA $30.00 $90.00 

3 EA $30.00 $90.00 

SFT $28.00  

SFT $22.00  

SFT $20.00  

98 SFT $25.00 $2,450.00 

2087 FT $4.00 $8,348.00 

2. Clean joint area

1455 SFT $0.75 $1,091.25 

SFT $2.50  

SFT $1.00  
1.  Clean area to be painted
2. Paint to match existing wall

210 SFT $0.75 $157.50 
See Graffiti (G)

SFT $6.00  

6.Thoroughly rinse

Brush Clearing 0.04 ACRE $4,000.00 $160.00 
Excavation, Earth CYD $5.00  
Ivy Removal 1447 SFT $0.50 $723.50 

EA $2,000.00  
1 EA $2,500.00 $2,500.00 

EA $1,250.00  
EA $1,500.00  

CONTINGENCY  (10% - 20%)  (use higher contingency for small projects) 20.0 % $27,610.25 $5,520.00 
MOBILIZATION  (10% max) 10.0 % $33,130.25 $3,310.00 
INFLATION  (assume 2% per year, for 5 years, beginning in 2010) 10.0 % $36,440.25 $3,640.00 

(DOES NOT INCLUDE PE & CE) CONSTRUCTION TOTAL $40,080.25 

1. Apply siloxane sealant to limestone or concrete block cap

Painted Block (P)

4. (K-2) Rout small cracks, 8" or less, away from discontinuities to 3/8" wide and seal to match col

2. (K-1) Restore wire reinforcing or lap in new wire (see RM-1)

1. Sawcut and remove patched area

3. Reconstruct area according to original plans

Reconstruct - Full Panel (RF)

2. Restore wire reinforcing or lap in new wire

2. Restore wire reinforcing or lap in new wire (see RM-1)

1. Remove existing wall

Local Lane Closure

2. Apply anti-graffiti coatings in strict compliance with manufacturer's recommendations

4. Reconstruct panel 

AESTHETIC REPAIRS

MISCELLANEOUS

Ramp Shoulder Closure
Freeway Lane Closure
Freeway Shoulder Closure
TRAFFIC CONTROL

1. Remove mortar tags with wooden tools

2. Reclaim any reusable material

4. Clean block surface of excess mortar or smear

4. Saturate area to be cleaned with water

Graffiti (G)

3. Repoint joint with mortar matching color and strength of existing and tool to dense hard surface

1. Soda-blast surface free of paint

Repointing Mortar - Existing (RM-2)

3. Confirm integrity of foundation

2. Brush clean wire reinforcing and coat with zinc-rich primer from qualified products list

Sealant Deteriorated (SD)

3. Reset cap in bed of adhesive (see BC-1 and SC-1)

PANEL REPAIRS

Patch replacement (PR)

Reconstruct - Partial Panel (RP)

1. (K-1) Sawcut and remove damaged block when crack is more than 8" from discontinuities

3. (K-1) Replace with reclaimed or new block and mortar to match color and strength of existing

3. Replace with reclaimed or new block and mortar to match color and strength of existing

Broken Block (BB)

Cracked Block (K-1,2)

1. Sawcut and remove broken block

5. Apply cleaning solution. Use only low pressure wash

2. Select proper cleaning solution. Apply to trial area to determine appropriate solution.

1. Rake affected joints to a depth of the wire or to 3/4". Avoid damage to wire

See Reconstruct - Full Panel (RF)

Efflorescence (E)

Repointing Mortar - New (RM-1)

1. Remove areas of deterioration (if applicable)

3. Place new backer rod and sealant

3. Protect plants and trees to remain

Cap Sealant (CS)

I-75
NOISE BARRIER REPAIR COST ESTIMATE

CAP REPAIRS

1. Remove damaged cap

CONCRETE REPAIRS
Spalled Concrete (S)

1. Remove concrete around delaminated or spalled area (refer to MDOT spec 712.03)
2. Clean and coat rebar.

4. Patch with appropriate concrete materials.

Bed Joint Separation (BJS)

1. Sawcut closed joints at brick and limestone cap 3/8" wide, both sides

EXPANSION JOINT REPAIRS
Expansion Joint Closed (EJ)

1. Settle block and stone caps down to close up any gaps at bed joints
2. Rake debonded joints to 3/4" depth, repoint with mortar of matching color and strength

3. Replace salvaged cap set in bed of mortar with stainless steel pins

Broken Cap (BC)

2. Install backer rod and sealant

Separated Cap (SC)
1. Remove and salvage cap
2. Restore mortar bed flush and level

2. Restore mortar bed flush and level
3. Replace cap, match in-kind, set in bed of mortar with stainless steel pins
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A. Detailed Cost Estimate

2015 REV. 

ENGINEER: URS Corporation DATE: 8/16/2010 AVG. WALL HEIGHT: 15.5 FT STRUCTURE ID: SW09-63174
LOCATION: Lincoln Ave. to Greg Ave. WALL LENGTH: 1,742 FT NO. PANELS: 75

WALL AREA (2 sides): 54,002 SFT WALL TYPE: CMU Block

WORK ITEM QUANTITY UNIT UNIT PRICE TOTAL

8 CFT $200.00 $1,600.00 

3. Replace Rebar as necessary.

628 FT $40.00 $25,120.00 

EA $25.00  

FT $15.00  

FT $16.00  

21 EA $30.00 $630.00 

4 EA $30.00 $120.00 

SFT $28.00  

SFT $22.00  

SFT $20.00  

92 SFT $25.00 $2,300.00 

4154 FT $4.00 $16,616.00 

2. Clean joint area

2613 SFT $0.75 $1,959.75 

SFT $2.50  

SFT $1.00  
1.  Clean area to be painted
2. Paint to match existing wall

410 SFT $0.75 $307.50 
See Graffiti (G)

SFT $6.00  

6.Thoroughly rinse

Brush Clearing ACRE $4,000.00  
Excavation, Earth CYD $5.00  
Ivy Removal 336 SFT $0.50 $168.00 

EA $2,000.00  
1 EA $2,500.00 $2,500.00 

EA $1,250.00  
EA $1,500.00  

CONTINGENCY  (10% - 20%)  (use higher contingency for small projects) 20.0 % $51,321.25 $10,260.00 
MOBILIZATION  (10% max) 10.0 % $61,581.25 $6,160.00 
INFLATION  (assume 2% per year, for 5 years, beginning in 2010) 10.0 % $67,741.25 $6,770.00 

(DOES NOT INCLUDE PE & CE) CONSTRUCTION TOTAL $74,511.25 

1. Apply siloxane sealant to limestone or concrete block cap

1. Settle block and stone caps down to close up any gaps at bed joints
2. Rake debonded joints to 3/4" depth, repoint with mortar of matching color and strength

3. Replace salvaged cap set in bed of mortar with stainless steel pins

Bed Joint Separation (BJS)

3. Reset cap in bed of adhesive (see BC-1 and SC-1)

PANEL REPAIRS

Patch replacement (PR)

Reconstruct - Partial Panel (RP)

1. (K-1) Sawcut and remove damaged block when crack is more than 8" from discontinuities

2. Restore mortar bed flush and level
3. Replace cap, match in-kind, set in bed of mortar with stainless steel pins

1. Sawcut closed joints at brick and limestone cap 3/8" wide, both sides

EXPANSION JOINT REPAIRS
Expansion Joint Closed (EJ)

2. Install backer rod and sealant

Separated Cap (SC)
1. Remove and salvage cap
2. Restore mortar bed flush and level

I-75
NOISE BARRIER REPAIR COST ESTIMATE

CAP REPAIRS

1. Remove damaged cap

CONCRETE REPAIRS
Spalled Concrete (S)

1. Remove concrete around delaminated or spalled area (refer to MDOT spec 712.03)
2. Clean and coat rebar.

4. Patch with appropriate concrete materials.

Broken Cap (BC)

5. Apply cleaning solution. Use only low pressure wash

2. Select proper cleaning solution. Apply to trial area to determine appropriate solution.

1. Rake affected joints to a depth of the wire or to 3/4". Avoid damage to wire

See Reconstruct - Full Panel (RF)

Efflorescence (E)

Repointing Mortar - New (RM-1)

1. Remove areas of deterioration (if applicable)

3. Place new backer rod and sealant

3. Protect plants and trees to remain

Cap Sealant (CS)

3. (K-1) Replace with reclaimed or new block and mortar to match color and strength of existing

3. Replace with reclaimed or new block and mortar to match color and strength of existing

Broken Block (BB)

Cracked Block (K-1,2)

1. Sawcut and remove broken block

2. Reclaim any reusable material

4. Clean block surface of excess mortar or smear

4. Saturate area to be cleaned with water

Graffiti (G)

3. Repoint joint with mortar matching color and strength of existing and tool to dense hard surface

1. Soda-blast surface free of paint

Repointing Mortar - Existing (RM-2)

3. Confirm integrity of foundation

2. Brush clean wire reinforcing and coat with zinc-rich primer from qualified products list

Sealant Deteriorated (SD)

Local Lane Closure

2. Apply anti-graffiti coatings in strict compliance with manufacturer's recommendations

4. Reconstruct panel 

AESTHETIC REPAIRS

MISCELLANEOUS

Ramp Shoulder Closure
Freeway Lane Closure
Freeway Shoulder Closure
TRAFFIC CONTROL

1. Remove mortar tags with wooden tools

Painted Block (P)

4. (K-2) Rout small cracks, 8" or less, away from discontinuities to 3/8" wide and seal to match col

2. (K-1) Restore wire reinforcing or lap in new wire (see RM-1)

1. Sawcut and remove patched area

3. Reconstruct area according to original plans

Reconstruct - Full Panel (RF)

2. Restore wire reinforcing or lap in new wire

2. Restore wire reinforcing or lap in new wire (see RM-1)

1. Remove existing wall
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A. Detailed Cost Estimate

2015 REV. 

ENGINEER: URS Corporation DATE: 8/16/2010 AVG. WALL HEIGHT: 13.3 FT STRUCTURE ID: SW10-63174
LOCATION: Andover Ave. to 11 mile Rd. WALL LENGTH: 982 FT NO. PANELS: 41

WALL AREA (2 sides): 26,121 SFT WALL TYPE: CMU Block

WORK ITEM QUANTITY UNIT UNIT PRICE TOTAL

8 CFT $200.00 $1,600.00 

3. Replace Rebar as necessary.

304 FT $40.00 $12,160.00 

EA $25.00  

FT $15.00  

FT $16.00  

2 EA $30.00 $60.00 

EA $30.00  

SFT $28.00  

SFT $22.00  

SFT $20.00  

104 SFT $25.00 $2,600.00 

2112 FT $4.00 $8,448.00 

2. Clean joint area

1473 SFT $0.75 $1,104.75 

SFT $2.50  

SFT $1.00  
1.  Clean area to be painted
2. Paint to match existing wall

430 SFT $0.75 $322.50 
See Graffiti (G)

SFT $6.00  

6.Thoroughly rinse

Brush Clearing 0.06 ACRE $4,000.00 $240.00 
Excavation, Earth CYD $5.00  
Ivy Removal SFT $0.50  

EA $2,000.00  
1 EA $2,500.00 $2,500.00 

EA $1,250.00  
EA $1,500.00  

CONTINGENCY  (10% - 20%)  (use higher contingency for small projects) 20.0 % $29,035.25 $5,810.00 
MOBILIZATION  (10% max) 10.0 % $34,845.25 $3,480.00 
INFLATION  (assume 2% per year, for 5 years, beginning in 2010) 10.0 % $38,325.25 $3,830.00 

(DOES NOT INCLUDE PE & CE) CONSTRUCTION TOTAL $42,155.25 

1. Apply siloxane sealant to limestone or concrete block cap

Painted Block (P)

4. (K-2) Rout small cracks, 8" or less, away from discontinuities to 3/8" wide and seal to match col

2. (K-1) Restore wire reinforcing or lap in new wire (see RM-1)

1. Sawcut and remove patched area

3. Reconstruct area according to original plans

Reconstruct - Full Panel (RF)

2. Restore wire reinforcing or lap in new wire

2. Restore wire reinforcing or lap in new wire (see RM-1)

1. Remove existing wall

Local Lane Closure

2. Apply anti-graffiti coatings in strict compliance with manufacturer's recommendations

4. Reconstruct panel 

AESTHETIC REPAIRS

MISCELLANEOUS

Ramp Shoulder Closure
Freeway Lane Closure
Freeway Shoulder Closure
TRAFFIC CONTROL

1. Remove mortar tags with wooden tools

2. Reclaim any reusable material

4. Clean block surface of excess mortar or smear

4. Saturate area to be cleaned with water

Graffiti (G)

3. Repoint joint with mortar matching color and strength of existing and tool to dense hard surface

1. Soda-blast surface free of paint

Repointing Mortar - Existing (RM-2)

3. Confirm integrity of foundation

2. Brush clean wire reinforcing and coat with zinc-rich primer from qualified products list

Sealant Deteriorated (SD)

3. Reset cap in bed of adhesive (see BC-1 and SC-1)

PANEL REPAIRS

Patch replacement (PR)

Reconstruct - Partial Panel (RP)

1. (K-1) Sawcut and remove damaged block when crack is more than 8" from discontinuities

3. (K-1) Replace with reclaimed or new block and mortar to match color and strength of existing

3. Replace with reclaimed or new block and mortar to match color and strength of existing

Broken Block (BB)

Cracked Block (K-1,2)

1. Sawcut and remove broken block

5. Apply cleaning solution. Use only low pressure wash

2. Select proper cleaning solution. Apply to trial area to determine appropriate solution.

1. Rake affected joints to a depth of the wire or to 3/4". Avoid damage to wire

See Reconstruct - Full Panel (RF)

Efflorescence (E)

Repointing Mortar - New (RM-1)

1. Remove areas of deterioration (if applicable)

3. Place new backer rod and sealant

3. Protect plants and trees to remain

Cap Sealant (CS)

I-75
NOISE BARRIER REPAIR COST ESTIMATE

CAP REPAIRS

1. Remove damaged cap

CONCRETE REPAIRS
Spalled Concrete (S)

1. Remove concrete around delaminated or spalled area (refer to MDOT spec 712.03)
2. Clean and coat rebar.

4. Patch with appropriate concrete materials.

Bed Joint Separation (BJS)

1. Sawcut closed joints at brick and limestone cap 3/8" wide, both sides

EXPANSION JOINT REPAIRS
Expansion Joint Closed (EJ)

1. Settle block and stone caps down to close up any gaps at bed joints
2. Rake debonded joints to 3/4" depth, repoint with mortar of matching color and strength

3. Replace salvaged cap set in bed of mortar with stainless steel pins

Broken Cap (BC)

2. Install backer rod and sealant

Separated Cap (SC)
1. Remove and salvage cap
2. Restore mortar bed flush and level

2. Restore mortar bed flush and level
3. Replace cap, match in-kind, set in bed of mortar with stainless steel pins
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A. Detailed Cost Estimate

2015 REV. 

ENGINEER: URS Corporation DATE: 8/16/2010 AVG. WALL HEIGHT: 16.5 FT STRUCTURE ID: SW11-63174
LOCATION: University Ave. to Gardenia WALL LENGTH: 1,867 FT NO. PANELS: 80

WALL AREA (2 sides): 61,611 SFT WALL TYPE: CMU Block

WORK ITEM QUANTITY UNIT UNIT PRICE TOTAL

6 CFT $200.00 $1,200.00 

3. Replace Rebar as necessary.

1864 FT $40.00 $74,560.00 

EA $25.00  

FT $15.00  

FT $16.00  

2 EA $30.00 $60.00 

12 EA $30.00 $360.00 

SFT $28.00  

SFT $22.00  

SFT $20.00  

49 SFT $25.00 $1,225.00 

3968 FT $4.00 $15,872.00 

2. Clean joint area

2801 SFT $0.75 $2,100.38 

SFT $2.50  

SFT $1.00  
1.  Clean area to be painted
2. Paint to match existing wall

1150 SFT $0.75 $862.50 
See Graffiti (G)

SFT $6.00  

6.Thoroughly rinse

Brush Clearing 0.10 ACRE $4,000.00 $400.00 
Excavation, Earth CYD $5.00  
Ivy Removal SFT $0.50  

EA $2,000.00  
1 EA $2,500.00 $2,500.00 

EA $1,250.00  
EA $1,500.00  

CONTINGENCY  (10% - 20%)  (use higher contingency for small projects) 20.0 % $99,139.88 $19,830.00 
MOBILIZATION  (10% max) 10.0 % $118,969.88 $11,900.00 
INFLATION  (assume 2% per year, for 5 years, beginning in 2010) 10.0 % $130,869.88 $13,090.00 

(DOES NOT INCLUDE PE & CE) CONSTRUCTION TOTAL $143,959.88 

1. Apply siloxane sealant to limestone or concrete block cap

1. Settle block and stone caps down to close up any gaps at bed joints
2. Rake debonded joints to 3/4" depth, repoint with mortar of matching color and strength

3. Replace salvaged cap set in bed of mortar with stainless steel pins

Bed Joint Separation (BJS)

3. Reset cap in bed of adhesive (see BC-1 and SC-1)

PANEL REPAIRS

Patch replacement (PR)

Reconstruct - Partial Panel (RP)

1. (K-1) Sawcut and remove damaged block when crack is more than 8" from discontinuities

2. Restore mortar bed flush and level
3. Replace cap, match in-kind, set in bed of mortar with stainless steel pins

1. Sawcut closed joints at brick and limestone cap 3/8" wide, both sides

EXPANSION JOINT REPAIRS
Expansion Joint Closed (EJ)

2. Install backer rod and sealant

Separated Cap (SC)
1. Remove and salvage cap
2. Restore mortar bed flush and level

I-75
NOISE BARRIER REPAIR COST ESTIMATE

CAP REPAIRS

1. Remove damaged cap

CONCRETE REPAIRS
Spalled Concrete (S)

1. Remove concrete around delaminated or spalled area (refer to MDOT spec 712.03)
2. Clean and coat rebar.

4. Patch with appropriate concrete materials.

Broken Cap (BC)

5. Apply cleaning solution. Use only low pressure wash

2. Select proper cleaning solution. Apply to trial area to determine appropriate solution.

1. Rake affected joints to a depth of the wire or to 3/4". Avoid damage to wire

See Reconstruct - Full Panel (RF)

Efflorescence (E)

Repointing Mortar - New (RM-1)

1. Remove areas of deterioration (if applicable)

3. Place new backer rod and sealant

3. Protect plants and trees to remain

Cap Sealant (CS)

3. (K-1) Replace with reclaimed or new block and mortar to match color and strength of existing

3. Replace with reclaimed or new block and mortar to match color and strength of existing

Broken Block (BB)

Cracked Block (K-1,2)

1. Sawcut and remove broken block

2. Reclaim any reusable material

4. Clean block surface of excess mortar or smear

4. Saturate area to be cleaned with water

Graffiti (G)

3. Repoint joint with mortar matching color and strength of existing and tool to dense hard surface

1. Soda-blast surface free of paint

Repointing Mortar - Existing (RM-2)

3. Confirm integrity of foundation

2. Brush clean wire reinforcing and coat with zinc-rich primer from qualified products list

Sealant Deteriorated (SD)

Local Lane Closure

2. Apply anti-graffiti coatings in strict compliance with manufacturer's recommendations

4. Reconstruct panel 

AESTHETIC REPAIRS

MISCELLANEOUS

Ramp Shoulder Closure
Freeway Lane Closure
Freeway Shoulder Closure
TRAFFIC CONTROL

1. Remove mortar tags with wooden tools

Painted Block (P)

4. (K-2) Rout small cracks, 8" or less, away from discontinuities to 3/8" wide and seal to match col

2. (K-1) Restore wire reinforcing or lap in new wire (see RM-1)

1. Sawcut and remove patched area

3. Reconstruct area according to original plans

Reconstruct - Full Panel (RF)

2. Restore wire reinforcing or lap in new wire

2. Restore wire reinforcing or lap in new wire (see RM-1)

1. Remove existing wall
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SW01 of 63174 - Photo Summary      I-75 Noise Barrier Inspection 
 CS 63174 JN 109978 

Type: CMU 
Block 

Panel: N/A 

Side: East 

Date: 8/2010 

Defects:
- Drip edge 
missing 

Type: CMU 
Block 

Panel: 43 

Side: West 

Date: 8/2010 

Defects:
-Drip edge 
missing 

Notes:
-Sign near wall 
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SW02 of 63174 - Photo Summary      I-75 Noise Barrier Inspection 
 CS 63174 JN 109978 

Type: CMU 
Block 

Panel: 52 

Side: West 

Date: 8/2010 

Defects:
- Water stains 

Type: CMU 
Block 

Panel: 53 

Side: East 

Date: 8/2010 

Defects:
- None 

Notes:
- Ivy growth 
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SW03 of 63174 - Photo Summary      I-75 Noise Barrier Inspection 
CS 63174 JN 109978 

Type: CMU 
Block

Panel: 30 

Side: East 

Date: 8/2010 

Defects:
-None

Notes:
-Ivy growth 

Type: CMU 
Block

Panel: 26 

Side: West 

Date: 8/2010 

Defects:
-None

Notes:
-Signs near wall 
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SW04 of 63174 - Photo Summary      I-75 Noise Barrier Inspection 
 CS 63174 JN 109978 

  

Type: CMU 
Block 

Panel: 5 

Side: West 

Date: 8/2010 

Defects:
- Efflorescence 

Type: CMU 
Block 

Panel: 13 

Side: East 

Date: 8/2010 

Defects:
-Cantilever 
sign/guardrail 
near wall 

Notes:
-Brush growth 
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SW08 of 63174 - Photo Summary      I-75 Noise Barrier Inspection 
 CS 63174 JN 109978 

Type: CMU 
Block 

Panel: 24 

Side: East 

Date: 6/2010 

Defects:
- Deteriorated 
sealant 

- Efflorescence 

Type: CMU 
Block 

Panel: N/A 

Side: West 

Date: 6/2010 

Defects:
-None 
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SW09 of 63174 - Photo Summary      I-75 Noise Barrier Inspection 
 CS 63174 JN 109978 

Type: CMU 
Block 

Panel: 24 

Side: East 

Date: 6/2010 

Defects:
- Deteriorated 
sealant 

Type: CMU 
Block 

Panel: 36 

Side: East 

Date: 6/2010 

Defects:
- Deteriorated 
sealant 

-Rust stains 
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SW10 of 63174 - Photo Summary      I-75 Noise Barrier Inspection 
CS 63174 JN 109978 

Type: CMU 
Block 

Panel: 19 

Side: East 

Date: 6/2010 

Defects:
- Deteriorated 
sealant 

- Weathered 
mortar 

Type: CMU 
Block 

Panel: 2 

Side: West 

Date: 6/2010 

Defects:
- Deteriorated 
sealant 

- Cracks in 
concrete base 
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SW11 of 63174 - Photo Summary      I-75 Noise Barrier Inspection 
 CS 63174 JN 109978 

Type: CMU 
Block 

Panel: N/A 

Side: East 

Date: 6/2010 

Defects:
-None 

Type: CMU 
Block 

Panel: N/A 

Side: West 

Date: 8/2010 

Defects:
-None 

Notes:
-Ivy growth 
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I-75 Modernization – Segment 3 DBFM    
 

  

  Page | C 
  

Exhibit C:  Structures 
 
I‐75 structure information: 
 

 Spreadsheet with inspection information 

 Bridge Safety Inspection Reports (provided in a separate package) 
 



Bridge Key
Structure 
Number Facility Route Location

Year 
Built

Year 
Recon

Inspection 
Date

Deck 
Rating

Super 
Rating

Sub 
Ratin

g
Culvert 
Rating

Item 
113

Surf Rtg 
Cond Surface Comments

Exp Jt 
Rtg 

Cond Exp Jt Comments

Oth Jt 
Rtg 

Cond Oth Jt Comments

Rail 
Rtg 

Cond Rail Comments

Approac
h Rtg 
Cond Approach Comments

Deck Rtg 
Cond Deck Comments

Strg 
Rtg 

Cond Strg Comments

Paint 
Rtg 

Cond
Paint 

Comments

Bearing 
Rtg 

Cond Bear Comments

Abut 
Rtg 

Cond Abutment Comments
Pier Rtg 

Cond Pier Comments

Chanang
e Rtg 
Cond

Change 
Comments

Culv 
Rtg 

Cond Culv Comments
63163103000S04

0
7965 SHEVLIN DBL U TURN I-75

IN HAZEL 
PARK

1971 1996/04/01 5 6 N N 5 6 N N

63163103000S04
0

7965 SHEVLIN DBL U TURN I-75
IN HAZEL 
PARK

1971 1996/04/16 5 6 3 N N 6 5 6 1 3 N N

63163103000S04
0

7965 SHEVLIN DBL U TURN I-75
IN HAZEL 
PARK

1971 1997/05/01 5 6 N N 5 6 N N

63163103000S04
0

7965 SHEVLIN DBL U TURN I-75
IN HAZEL 
PARK

1971 1997/05/28 5 6 3 N N 4 5 6 N 3 N N

63163103000S04
0

7965 SHEVLIN DBL U TURN I-75
IN HAZEL 
PARK

1971 1998/07/01 5 6 3 N N

25 syd spall and bit 
patches. Some trans 
cracks, many at E end 
of deck.

Leaking. Expansion 
joint closed. Spalls 
along entire length of 
joint.

Leaking.

Concrete parapet w/ 1 
alum tube. One alum 
post missing @ NW 
end and one alum post 
broke NE quad. 3 lft 
alum post damaged @ 
W end N rail.

Settled +/- 6' N&S lane 
E end, bit. wedged. W 
end few cracks, spalls 
and settled.

5

Leach cracks. 6 sft 
small scattered spalls 
@ NB & SB. Some wet 
areas.

6

Flaking rust at bottom 
of flanges and beam 
ends under pin and 
hangers.

Rockers, slightly tilted 
to the east. Pin and 
hangers frozen and  
west baearing 
undermined due to west 
abutment spalls; ratings 
lowered.

Deep spalls to steel at 
W abut, under all 
beams. Temporary 
supports are in place.

Horizontal crack at S 
end cap and a few light 
column map cracks

N N

63163103000S04
0

7965 SHEVLIN DBL U TURN I-75
IN HAZEL 
PARK

1971 1998/07/08 5 6 3 N N 4 5 6 N 3 N N

63163103000S04
0

7965 SHEVLIN DBL U TURN I-75
IN HAZEL 
PARK

1971 1999/03/31 5 6 3 N N 4 5 6 1 3 N N

63163103000S04
0

7965 SHEVLIN DBL U TURN I-75
IN HAZEL 
PARK

1971 1999/03/31 5 6 3 N N

38 syd spall and bit 
patches. Some trans 
cracks, many at E end 
of deck.

Leaking. Expansion 
joint closed. Bit filled 
spalls along entire 
length of joint.

Leaking.

Settled +/- 6' N&S lane 
E end, bit. wedged. W 
end few cracks, spalls 
and settled.

5

Leach cracks. 6 sft 
small scattered spalls 
@ NB & SB. Some wet 
areas.

6

Flaking rust at bottom 
of flanges and beam 
ends under pin and 
hangers.

Rockers, slightly tilted 
to the east. Pin and 
hangers frozen and  
west baearing 
undermined due to west 
abutment spalls; ratings 
lowered.

Deep spalls to steel at 
W abut, under all 
beams. Temporary 
supports are in place.

Horizontal crack at S 
end cap and a few light 
column map cracks

N N

63163103000S04
0

7965 SHEVLIN DBL U TURN I-75
IN HAZEL 
PARK

1971 1999/06/07 5 6 3 N N 4

25 syd spall and bit 
patches. Some trans 
cracks, many at E end 
of deck.  South lane.  
curb spalls on S. side 
@ mid span & W. end.

3

Leaking. Expansion 
joint closed. Spalls 
along entire length of 
joint.  Bit patch.

3
Leaking.  Seal is 
disintegrating @ end jts.

6

Concrete parapet w/ 1 
alum tube. One alum 
post missing @ NW 
end and one alum post 
broke NE quad. 3 lft 
alum post damaged @ 
W end N rail.  Spall 
over SB.  N rail.

4

Settled +/- 6' N&S lane 
E end, bit. wedged. W 
end large cracks, spalls 
and settled.

5

Leach cracks. 6 sft 
small scattered spalls 
@ NB & SB. Some wet 
areas, few rust stained 
areas. S fascia spall 
over C-pier.

6

Flaking rust at bottom 
of flanges and beam 
ends under pin and 
hangers.

A-588 3

Rockers, slightly tilted 
to the east. Pin and 
hangers frozen and  
west bearing 
undermined due to west 
abutment spalls; ratings 
lowered.

3

Deep spalls to steel at 
W abut, under all 
beams. Temporary 
supports are in place.  
E abut. is in good 
condition.

7
Horizontal crack at S 
end cap and a few light 
column map cracks

N N

63163103000S04
0

7965 SHEVLIN DBL U TURN I-75
IN HAZEL 
PARK

1971 2000/04/12 5 6 3 N N 4

25 syd spall and bit 
patches. Some trans 
cracks, many at E end 
of deck.  South lane.  
curb spalls on S. side 
@ mid span & W. end.

3

Leaking. Expansion 
joint closed. Spalls 
along entire length of 
joint.  Bit patch.

3
Leaking.  Seal is 
disintegrating @ end jts.

6

Concrete parapet w/ 1 
alum tube. One alum 
post missing @ NW 
end and one alum post 
broke NE quad. 3 lft 
alum post damaged @ 
W end N rail.  Spall 
over SB.  N rail.

4

Settled +/- 6' N&S lane 
E end, bit. wedged. W 
end large cracks, spalls 
and settled.

5

Leach cracks. 6 sft 
small scattered spalls 
@ NB & SB. Some wet 
areas, few rust stained 
areas. S fascia spall 
over C-pier.

6

Flaking rust at bottom 
of flanges and beam 
ends under pin and 
hangers.

A-588 3

Rockers, slightly tilted 
to the east. Pin and 
hangers frozen and  
west bearing 
undermined due to west 
abutment spalls; ratings 
lowered.

3

Deep spalls to steel at 
W abut, under all 
beams. Temporary 
supports are in place.  
E abut. is in good 
condition.

7
Horizontal crack at S 
end cap and a few light 
column map cracks

N N

63163103000S04
0

7965 SHEVLIN DBL U TURN I-75
IN HAZEL 
PARK

1971 2001/01/12 5 6 7 N N 8 New in 2000 8 New in 2000 8 New in 2000 6
Guardrail retrofit with 
ped fencing installed.

8 New conc approaches. 5

Leach cracks. 6 sft 
small scattered spalls 
@ NB & SB. Some wet 
areas.

6 9
A-588 painted in 
2000

6 7
Abutments repaired 
and temp supports 
removed.

7
Horizontal crack at S 
end cap and a few light 
column map cracks

N N

63163103000S04
0

7965 SHEVLIN DBL U TURN I-75
IN HAZEL 
PARK

1971 2003/01/31 5 6 7 N N 8 New in 2000. 8 New in 2000. 7
New in 2000.  Debris 
filled.

6

Guardrail retrofit with 
ped fencing installed.  
Two tube rail has been 
removed.  Vert cracks.  
Minor cracks & spalls 
to concrete posts.  Rust 
stains.

8
New conc approaches 
in 2000.

5

Leach cracks. 6 sft 
small scattered spalls 
@ NB & SB. Some wet 
areas.

6 7

A-588 painted in 
2000.  Few 
areas of rust 
scattered across 
beams.

6 Painted in 2000. 7
Abutments repaired 
and temp supports 
removed.  Few cracks.

7
Horizontal crack at S 
end cap and a few light 
column map cracks

N

63163103000S04
0

7965 SHEVLIN DBL U TURN I-75
IN HAZEL 
PARK

1971 2005/01/25 5 7 7 N N 8 New in 2000 8  New in 2000 7
 New in 2000.  Debris 
filled.

6

 Guardrail retrofit with 
ped fencing installed.  
Two tube rail has been 
removed.  Vert cracks.  
Minor cracks & spalls 
to concrete posts.  Rust 

 stains.

8
 New conc approaches 
in 2000

5

 Leach cracks. 6 sft 
small scattered spalls 
@ NB & SB. Some wet 

 areas.
7 7

 A-588 painted in 
2000.  Few 
areas of rust 
scattered across 

 beams.

6  Painted in 2000 7 Few cracks 7

 Horizontal crack at S 
end cap and a few light 

 column map cracks
N N

63163103000S04
0

7965 SHEVLIN DBL U TURN I-75
IN HAZEL 
PARK

1971 2007/01/04 5 6 7 N N 8 HL cracks 8 Filled with debris 7 Debris filled 6

Guardrail retrofit with 
ped fencing installed 
and trirail. Vert cracks.  
Minor cracks & spalls 
to concrete posts.  Rust 
stains.

8 HL cracks 5

Leach cracks. Small 
scattered spalls @ NB 
& SB. Some wet 

 areas.
6

Spot rust at bottom 
flange. Minor LOS at 
ends.

6

Few areas of 
rust scattered 
across beams 
and bottom 

 flange (<1%)

6  Painted in 2000 7
 Few cracks

7

Horizontal crack at S 
end cap and a few light 

 column map cracks
N N

63163103000S04
0

7965 SHEVLIN DBL U TURN I-75
IN HAZEL 
PARK

1971 2009/01/20 6 6 7 N N 7
Hairline cracks and 
small scattered spalls.

8 Filled with debris. 7 Filled with debris. 6

Guardrail retrofit with 
pedestrian fencing 
installed and thriebeam 
at both sides. Minor 
cracks and spalls to 
concrete posts. Rust 
stains. Impact damage 
SW quad.

8 Hairline cracks. 6

Typical transverse 
leaching cracks. 
Diagonal corner cracks. 
Some wet areas. 
Hairline cracks and 
small scattered spalls 
in surface.

6
Spot rust at bottom 
flange. Minor loss of 
section at beam ends.

6

Scattered spot 
rust. Heavier 
rust at bottom 
flange. Overall 
chalking.

7
Rocker beaings at 
piers. Minor rust.

7
Few tight vertical 
cracks in abutments 
and wingwalls.

7

Horizontal crack at 
south end of pier cap. 
Light map cracking in 
columns.

N N

63163103000S04
0

7965 SHEVLIN DBL U TURN I-75
IN HAZEL 
PARK

1971 2009/08/17 6 6 7 N N 7              8 7 6 8 6 6 6 7 7 7 N N

63163103000S04
0

7965 SHEVLIN DBL U TURN I-75
IN HAZEL 
PARK

1971 2011/08/17 6 6 7 N N 7

Concrete surface with 
hairline longitudinal and 
transverse cracking 
throughout.

8

Strip seal joint at P&H 
location filled with 
debris. Pourable joints 
located at both 
abutments. Joints are 
in good condition.

7
Construction joints in 
good condition.

6

Open concrete parapet 
with pedestrian fencing 
installed and thriebeam 
retrofit at both sides. 
Minor cracks and spalls 
to concrete posts and 
curb fascia. Rust 
stains. Impact damage 
in SW quad. 

7
Concrete approach. 
Minor spall to steel on 
west approach.

6

Concrete surface with 
hairline longitudinal and 
transverse cracking 
throughout. Deck 
bottom with typical 
transverse leaching 
cracks. Diagonal corner 
cracks. False decking in 
bay 1S over NB traffic.

6
Spot rust at bottom 
flange. Minor loss of 
section at beam ends.

6

Scattered spot 
rust. Heavier 
rust at bottom 
flange.

7

Rocker bearings at pier 
with minor rust. 
Bearings functioning 
properly.

7

Vertical and horizontal 
cracking at top of north 
abutment. Minor rust 
stains and vertical 
cracking on south 
abutment.

7

Horizontal crack at 
south end of pier cap. 
Light map cracking in 
columns.

N N/A. N

63163103000S04
0

7965 SHEVLIN DBL U TURN I-75
IN HAZEL 
PARK

1971 2013/08/20 6 6 7 N N 6

Worn concrete surface 
with ongitudinal, 
transverse and map 
cracking throughout. 12 
LF of heavily map 
cracked and broken up 
pavement at NEQ ref 
line.

6

Strip seal joint filled 
with debris. Rusted 
header, cracks in 
surrounding concrete. 
Pourable joints- 
material raveling in 
west joint. 12 LF spall 
next to east joint.

7
Construction joints in 
good condition.

5

Open concrete parapet 
with pedestrian fencing 
installed and thriebeam 
retrofit at both sides. 
Minor cracks and spalls 
to concrete posts and 
curb fascia. Rust 
stains. 5% of brush 
block spalled and 
broken up. Worst in 
SWQ. 

6

Concrete approach. 
Minor STS (1 sft) on 
east approach. 3 sft 
STS west approach.

6

Surf: Worn concrete 
surface with 
ongitudinal, transverse 
and map cracking 
throughout. 12 LF of 
heavily map cracked 
and broken up 
pavement at NEQ ref 
line. Btm: Typical 
transverse leaching 
cracks, worst in Bay 4N 
( 5' spacing). Diagonal 
corner cracks. Few 

6

Previous welded sign 
connections. Beam 
ends ar P&Hs close to 
touching. Scattered 
spot rust, flaking and 
bubbling. Some 
pinhead failures on 
web. Heavier rust at 
bottom flange. Minor 
loss of section at beam 
ends.

6

Scattered spot 
rust, flaking and 
bubbling. Some 
pinhead failures 
on web. Heavier 
rust at bottom 
flange.

7

Rocker bearings at pier 
with minor rust. 
Bearings functioning 
properly.

7

Minor vert. cracks. 
Repaired areas at top 
of west abutment, 
shrink cracks.

7

Horizontal crack at 
south end of pier cap. 
Light map cracking in 
columns. Some rust 
stains under bearings.

N N/A. N

63163103000S04
0

7965 SHEVLIN DBL U TURN I-75
IN HAZEL 
PARK

1971 2015/07/16 6 6 7 N N 6

Concrete upper 
surface. Map cracked 
throughout. 3'x8' HMA 
patch along the east 
reference line in the 
NEQ.

6

HPR joints along each 
abutment reference 
line.
Strip seal EJD's over 
the pin and hangers 7' 
east of pier 1w, debris 
filled. Concrete headers 
are map cracked.

N N/A 5

Open parapet concrete 
barriers with vertical 
chain link fencing 
mounted on top, 
barriers cast on 
concrete brush blocks. 
Multiple STS's in the 
toes of the concrete 
brush blocks.

6

Concrete approach 
pavement. 
West Approach: (1) 
2'x5' HMA patch, (1) 
2'x2' HMA patch in the 
SWQ.
East Approach: (5) 
HMA patches from 3'x3' 
to 6"x1' in the SEQ.

6

Top: Concrete upper 
surface. Map cracked 
throughout. 3'x8' HMA 
patch along the east 
reference line in the 
NEQ.
Bottom: HL transverse 
cracks with leachate 
spaced at 5'-10' all 
bays. Map cracking 
with moisture stains 
near each abutment. 
False decking in spa

6

(7) Painted steel plate 
girders with one row of 
pin and hangers 7' east 
of pier 1w. Bolted beam 
end repairs near the pin 
and hangers. One 
additional flared beam 
in the SEQ and NEQ. 
Two additional small 
stringers internal to the 
flared beam in the 
SEQ. No 

6

Scattered spot 
rust, flaking and 
bubbling. Some 
pinhead failures 
on the beam 
webs. Heavier at 
the beam ends 
and under the 
pin and hangers.

7

Painted steel plate 
bearings at the 
abutments.
One row of painted 
steel rocker bearings at 
pier 1w, rockers tilted 
slightly to the east.

7

Concrete cantilever 
abutment walls. 
West Wall: Corbel 
repair under the beam 
bearings. Shrinkage 
cracks throughout the 
repair.
East Wall: Minor rust 
stains.

7

Five 3' ¿ concrete 
columns with concrete 
cap and crashwalls. 
Map cracking on the 
pier noses with rust 
stains. HL vertical 
cracks in the 
crashwalls.

N
Grade 
separation.

N

dubaym
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63163103000S04
0

7965 SHEVLIN DBL U TURN I-75
IN HAZEL 
PARK

1971 2017/07/18 6 6 7 N N 6

Concrete upper 
surface. Map cracked 
throughout. 3'x8' HMA 
patch along the east 
reference line in the 
NEQ.

6

HPR joints along each 
abutment reference 
line.
Strip seal EJD's over 
the pin and hangers 7' 
east of pier 1w, debris 
filled. Concrete headers 
are map cracked.

N N/A 5

Open parapet concrete 
barriers with vertical 
chain link fencing 
mounted on top, 
barriers cast on 
concrete brush blocks. 
Multiple STS's in the 
toes of the concrete 
brush blocks.

6

Concrete approach 
pavement. 
West Approach: (1) 
2'x5' HMA patch, (1) 
2'x2' HMA patch in the 
SWQ.
East Approach: (5) 
HMA patches from 3'x3' 
to 6"x1' in the SEQ.

6

Top: Concrete upper 
surface. Map cracked 
throughout. 3'x8' HMA 
patch along the east 
reference line in the 
NEQ.
Bottom: HL transverse 
cracks with leachate 
spaced at 5'-10' all 
bays. Map cracking 
with moisture stains 
near each abutment. 
False decking in spa

6

(7) Painted steel plate 
girders with one row of 
pin and hangers 7' east 
of pier 1w. Bolted beam 
end repairs near the pin 
and hangers. One 
additional flared beam 
in the SEQ and NEQ. 
Two additional small 
stringers internal to the 
flared beam in the 
SEQ. No 

6

Scattered spot 
rust, flaking and 
bubbling. Some 
pinhead failures 
on the beam 
webs. Heavier at 
the beam ends 
and under the 
pin and hangers.

7

Painted steel plate 
bearings at the 
abutments.
One row of painted 
steel rocker bearings at 
pier 1w, rockers tilted 
slightly to the east.

7

Concrete cantilever 
abutment walls. 
West Wall: Corbel 
repair under the beam 
bearings. Shrinkage 
cracks throughout the 
repair.
East Wall: Minor rust 
stains.

7

Five 3' ¿ concrete 
columns with concrete 
cap and crashwalls. 
Map cracking on the 
pier noses with rust 
stains. HL vertical 
cracks in the 
crashwalls.

N
Grade 
separation.

N

63163103000S05
0

7966 I-696 I-75 & 4 RAMPS IN ROYAL OAK 1971 1990/01/14 N N N N N N N N N N N N

63163103000S05
0

7966 I-696 I-75 & 4 RAMPS IN ROYAL OAK 1971 1995/08/02 7 7 5 N N 7 7 7 N 5 N N

63163103000S05
0

7966 I-696 I-75 & 4 RAMPS IN ROYAL OAK 1971 1998/09/21 6 7 3 N N 7 6 7 N 3 N N

63163103000S05
0

7966 I-696 I-75 & 4 RAMPS IN ROYAL OAK 1971 1999/03/08 6 3 3 N N 7 6 3 N 3 N N

63163103000S05
0

7966 I-696 I-75 & 4 RAMPS IN ROYAL OAK 1971 1999/06/21 6 7 3 N N 7

Trans cracks, WB has 
latex patches and 20 
sq. m of bit patch.  
Ncurb has 4' STS WB

5

WB: E jt has 1.5 m 
latex patch and small 
tear in rubber.  EB: W jt 
has 1 m of torn rubber 
but not leaking.  Joints 
are vert noisy.  repaired 
area EB jt 1-W; 
compression seal low. 
General Tire

3

Some adhesion failures, 
material low and leaking 
@ abuts, seal 50% gone 
@ W.

7
Concrete barriers, light 
vert cracks

7 Trans cracks 6
Trans and diagonal 
cracks, some w/ 
efflorescence

7
Rusted, P&H maybe 
frozen @ E end.

A-588 4
Light rust.  Rating 
lowered due to large 
spalls. E abut.

3

W abut has vert cracks, 
E abut S fascia bm w/ 
deep STS and loss of 
bearing area, deep 
spalls under all bearing 
plates-50 sq. m total

7

Diagonal cracks @ cap 
ends, some w/ light 
efflorescence.  Light 
column cracks.  Small 
honey comb area on 
col. 3-5 pier 3-W, map 
cracks on col 3-5 pier 2-
W

N N

63163103000S05
0

7966 I-696 I-75 & 4 RAMPS IN ROYAL OAK 1971 2000/06/17 6 7 3 N N 7
Trans cracks, WB has 
latex patches and 20 
sq. m of bit patch.

7 New JTs 7 New JTs 6
Concrete barriers, vert 
cracks

6

Trans cracks.  Scaling, 
bit patches at W end of 
WB.  E appr WB: 
settled, EB: spall and 
trans crk also settled 
and 3' on shoulder 
settled.

6
Trans and diagonal 
cracks, some w/ 
efflorescence

7
Rusted, P&H maybe 
frozen @ E end.

A-588 4
Light rust.  Rating 
lowered due to large 
spalls. E abut.

3

W abut has vert cracks, 
E abut S fascia bm w/ 
deep STS and loss of 
bearing area, deep 
spalls under all bearing 
plates-50 sq. m total.  
Rust stains W abut

7

Diagonal cracks @ cap 
ends, some w/ light 
efflorescence.  Light 
column cracks.  Small 
honey comb area on 
col.  1-3 pier 3-W, map 
cracks on col 1-3 pier 2-
W

N *RFA* N

63163103000S05
0

7966 I-696 I-75 & 4 RAMPS IN ROYAL OAK 1971 2001/05/22 6 7 3 N N 6

Several transverse 
cracks over entire deck. 
The deck was recently 
sounded and EB has 
approx 30 sqm of 
marked delaminated 
areas with 3 sqm of 
small spalls. WB has 
approx 30 sqm of 
delaminated areas and 
30 sqm of concrete 
patch

7 no leaking observed. 6
Rust stains and leaching 
along most construction 
joints.

7
several vertical cracks, 
some of which are 
leaching.

6

EB departure has 
settled approx 50mm 
and has one 1 inch 
transverse crack which 
is spalled along its 
edges. WB approach 
and departure has 
settled and there is a 
large trans crack on the 
departure

6

A few leaching trans 
cracks. rust staining 
and leaching along 
several construction 
joints. Approx 1 sqm of 
spall to resteel along 
center construction 
joint. Also several 
leaching cracks along 
fascia

7

minor pitting and loss 
of section on several 
beam ends at the P&H 
assemblies

A-588 4
Light rust.  Rating 
lowered due to large 
spalls. E abut.

3

W abut has vert cracks, 
E abut S fascia bm w/ 
deep STS and loss of 
bearing area, deep 
spalls under all bearing 
plates-50 sq. m total.  
Rust stains W abut

7

Diagonal cracks @ cap 
ends, some w/ light 
efflorescence.  Light 
column cracks.  Small 
honey comb area on 
col.  1-3 pier 3-W, map 
cracks on col 1-3 pier 2-
W

N N

63163103000S05
0

7966 I-696 I-75 & 4 RAMPS IN ROYAL OAK 1971 2002/06/19 6 6 3 N N 6

Several transverse 
cracks o n deck 
surface. Previous insp. 
report states that the 
deck was sounded and 
60sqm odf delam were 
found. There is also 
approx 80 sqm of 
concrete and bit 
patches and spalls.

7
All strip seals are filled 
with debris

6
Rust stains and leaching 
along most construction 
joints.

7
Several vertical cracks, 
some are leaching.

6

EB- departure has 
settled approx 2-3 
inches and has a 1 inch 
transverse crack full 
width. WB- both the 
approach and the 
daprture have settlled 
approx 2 inches, a few 
tranverse cracks on 
both and a 1' 
transverse crack on 
departure.

6

A few leaching 
transverse cracks, rust 
staining and leaching 
along several 
construction joints 
Approx 1sqm of spall to 
re-steel along center 
construction joint. also 
several leaching cracks 
along fascia.

6

Minor pitting, flaking 
rust and minor section 
loss on several beam 
ends at the pin and 
hangers.(2002),  minor 
pitting and loss of 
section on several 
beam ends at the P&H 
assemblies(2001),  
Rusted, P&H maybe 
frozen @ E end.(2000).

N 4

Light rust staining. 
Rating is lowered due 
to loss of bearing 
surface along east 
abutment. All bearings 
along this surface are 
severely undermined.

3

The entire face of the 
east abutment is 
severely spalled. The 
bearing plates are 
severely undermined 
and the anchor pins are 
exposed at several 
locations. Tthere is 
deep spalling to re-steel 
across the entire 
abutment.

4

Diagonal cracks at cap 
ends, some w\light 
efflourescence. Light 
column cracking. Small 
honeycomb areaon col 
1-3 pier-3W, map 
cracks on col 1-3 pier-
2W. There is a sixteen 
inch crack along the toe 
of the fillet weld that 
connects the bottom 
flange of beam-

N N

63163103000S05
0

7966 I-696 I-75 & 4 RAMPS IN ROYAL OAK 1971 2003/06/30 6 6 3 N N 6

There are several 
random cracks on the 
deck surface. There are 
approximately 80 syd of 
repaired areas (spalls 
and patches) of which 
90% of this area is on 
the westbound lanes. 
The deck was sounded 
in 2000-2001 and 
several syds of 
delamination were 
detecte

7

All strip seals are filled 
with debris. The 
compression joints 
have been sealed with 
delcrete/PC-92. Light 
cracking in adjacent 
concrete at some 
locations. No signs of 
recent leakage 
observed. 

6

Rust stains and leaching 
along most transverse 
construction joints. 
Approximately 5 sft of 
spall to steel along the 
transverse construction 
joint east of pier-2E and 
2sft of spall to steel 
along the transverse 
construction joint east of 
pier-3E. the end j

7
Several vertical cracks, 
some are leaching.

6

EB- departure has 
settled approx 2-3 
inches and has a 1 inch 
transverse crack full 
width. WB- both the 
approach and the 
daprture have settlled 
approx 2 inches, a few 
tranverse cracks on 
both and a 1' 
transverse crack on 
departure.

6

A few leaching 
transverse cracks, rust 
staining and leaching 
along several 
construction joints. 
Approximately 5sft of 
spall to steel in bay-2S 
on span-2E and 2sft of 
spall to steel in bay-4N 
on span-3E. There are 
a few leaching cracks in 
other bays and al

6

Minor pitting, flaking 
rust and minor section 
loss on several beam 
ends at the pin and 
hangers. Light to heavy 
corrosion on hangers. 
Flaking rust on bottom 
flanges of beams -1,2,3 
& 4S on span-1W and 
beams - 1,2,5,6 & 7S 
on span-4W. 

N A-588 steel. 4

Light rust staining on 
bearings over piers. 
Light to moderate 
corrosion on masonry 
plates embedded in 
abutment backwalls. 
Rating is lowered due 
to loss of bearing 
surface along east 
abutment. Several 
bearings along this 
surface are severely 
undermined.

3

The entire face of the 
east abutment is 
severely spalled. The 
bearing plates are 
severely undermined 
and the anchor pins are 
exposed at several 
locations. Tthere is 
deep spalling to re-steel 
across the entire 
abutment. The west 
abutment was recently 
sound

4

The cracks that were 
found along the face of 
pier-2E at beams- 
6&13S during the 2002 
inspection have been 
retrofitted. Also the 
crack at beam- 4N on 
the west face of pier- 
2W has also been 
retrofitted. Remarks in 
previous reports stating 
that diagonal cra

N N

63163103000S05
0

7966 I-696 I-75 & 4 RAMPS IN ROYAL OAK 1971 2004/08/26 6 6 3 N N 6

There are several 
random cracks on the 
deck surface. There are 
approximately 80 syd of 
repaired areas, spalls 
and bit patches. 
Approximately 90% of 
this area is on the 
westbound lanes. The 
deck was sounded in 
2000-2001 and several 
syds of delamination 
wer

7

All strip seals are filled 
with debris. The 
compression joints 
have been sealed with 
delcrete/PC-92. Light 
cracking in delcrete and 
adjacent concrete at 
some locations. No 
signs of recent leakage 
observed.

6

Rust stains and leaching 
along most transverse 
construction joints. 
Approximately 5 sft of 
spall to steel along the 
transverse construction 
joint east of pier-2E and 
2sft of spall to steel 
along the transverse 
construction joint east of 
pier-3E. The end j

7
Several vertical cracks 
and some are leaching.

6

EB- departure has 
settled approx 2-3 
inches and has a 1 inch 
transverse crack full 
width. WB- both the 
approach and the 
daprture have settlled 
approx 2 inches, a few 
tranverse cracks on 
both and a 1' 
transverse crack on 
departure. There are 
also a few spa

6

A few leaching 
transverse cracks, rust 
staining and leaching 
along several 
construction joints. 
Approximately 5sft of 
spall to steel in bay-2S 
on span-2E and 2sft of 
spall to steel in bay-4N 
on span-3E. There are 
a few leaching cracks in 
other bays and al

6

Minor pitting, flaking 
rust and minor section 
loss on several beam 
ends at the pin and 
hangers. Light to heavy 
corrosion on hangers. 
Flaking rust on bottom 
flanges of beams -1,2,3 
& 4S on span-1W and 
beams - 1,2,5,6 & 7S 
on span-4W. 

N A-588 steel 4

Light rust staining on 
bearings over piers. 
Light to moderate 
corrosion on masonry 
plates embedded in 
abutment backwalls. 
Rating is lowered due 
to loss of bearing 
surface along east 
abutment. Several 
bearings along this 
surface are severely 
undermined or 

3

The entire face of the 
east abutment is 
severely spalled. The 
bearing plates are 
severely undermined 
and the anchor pins are 
exposed at several 
locations. Tthere is 
deep spalling to re-steel 
across the entire 
abutment. The west 
abutment was sounded 
and se

4

The cracks that were 
found along the face of 
pier-2E at beams- 
6&13S during the 2002 
inspection have been 
retrofitted. Also the 
crack at beam- 4N on 
the west face of pier- 
2W has also been 
retrofitted. The concrete 
components of the 
main structure are in 

N N

63163103000S05
0

7966 I-696 I-75 & 4 RAMPS IN ROYAL OAK 1971 2005/11/30 6 6 3 N N 6

There are several 
random cracks on the 
deck surface. There are 
approximately 80 syd of 
repaired areas, spalls 
and bit patches. 
Approximately 90% of 
this distress is on the 
westbound lanes. The 
deck was sounded in 
2000-2001 and several 
syds of delamination

7

All strip seals are filled 
with debris. The 
compression joints 
have been sealed with 
delcrete/PC-92. Light 
cracking in delcrete and 
adjacent concrete at 
some locations. No 
signs of recent leakage 
observed.

6

Rust stains and leaching 
along most transverse 
construction joints. 
Approximately 5 sft of 
spall to steel along the 
transverse construction 
joint east of pier-2E and 
2sft of spall to steel 
along the transverse 
construction joint east of 
pier-3E. The end j

7
Several vertical cracks 
and some are leaching.

6

EB- departure has 
settled approx 2-3 
inches and has a 1 inch 
transverse crack full 
width. WB- both the 
approach and the 
daprture have settlled 
approx 2 inches, a few 
tranverse cracks on 
both and a 1' 
transverse crack on EB 
departure. There are 
also a few 

6

A few leaching 
transverse cracks, rust 
staining and leaching 
along several 
construction joints. 
Approximately 5sft of 
spall to steel in bay-2S 
on span-2E and 2sft of 
spall to steel in bay-4N 
on span-3E. There are 
a few leaching cracks in 
other bays and al

6

Minor pitting, flaking 
rust and minor section 
loss on several beam 
ends at the pin and 
hangers. Light to heavy 
corrosion on hangers. 
Flaking rust on bottom 
flanges of several 
beams in spans 1&4 
west.

N A-588 steel. 4

Light to moderate rust 
staining on bearings 
over piers. Light to 
moderate corrosion on 
masonry plates 
embedded in abutment 
backwalls. Rating is 
lowered due to loss of 
bearing surface along 
east abutment. Several 
bearings along this 
surface are severely un

3

The entire face of the 
east abutment is 
severely spalled. The 
bearing plates are 
severely undermined 
and the anchor pins are 
exposed at several 
locations. Tthere is 
deep spalling to re-steel 
across the entire 
abutment. The west 
abutment was sounded 
and se

4

The cracks that were 
found along the face of 
pier-2E at beams- 
6&13S during the 2002 
inspection have been 
retrofitted. Also the 
crack at beam- 4N on 
the west face of pier- 
2W has also been 
retrofitted. The concrete 
components of the 
main structure are in 

N N

dubaym
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0

7966 I-696 I-75 & 4 RAMPS IN ROYAL OAK 1971 2006/10/23 6 6 3 N N 6

There are several 
square yards of 
concrete patch 
scattered across the 
deck surface. Most of 
the concrete patches 
are cracked and have 
bit patched spalls. 
There are also 
bituminous patches, 
small spalls and 
random cracks on other 
areas of the deck. The 
tot

7

All strip seals are filled 
with debris. The 
compression joints 
have been sealed with 
delcrete/PC-92. Light 
cracking in delcrete and 
adjacent concrete at 
some locations. No 
signs of recent leakage 
observed.

3

There is delaminated 
concrete (incipient 
spalls) along the 
construction joint just 
east of the second row 
of cross frames west of 
pier-2 west and the 
construction joint just 
east of pier-2 west on 
the deck.  There is 
approximately 5 sft of 
spall to steel 

7

There is an 
approximately 5 sft 
leaching delaminated 
area along the north rail 
of westbound 
lanes.Several vertical 
cracks and some are 
leaching

6

EB- departure has 
settled approx 2-3 
inches and has a 1 inch 
transverse crack full 
width. WB- both the 
approach and the 
daprture have settlled 
approx 2 inches, a few 
tranverse cracks on 
both and a 1' 
transverse crack on EB 
departure. There are 
also a few 

6

There is delaminated 
concrete (incipient 
spalls) along the 
construction joint just 
east of the second row 
of cross frames west of 
pier-2 west and the 
construction joint just 
east of pier-2 west. 
There are leaching 
transverse cracks and 
rust staining along

6

Minor pitting, flaking 
rust and minor section 
loss on several beam 
ends at the pin and 
hangers. Light to heavy 
corrosion on hangers. 
Flaking rust on bottom 
flanges of several 
beams in spans 1&4 
west.

N A-588 steel 4

Light to moderate rust 
staining on bearings 
over piers. Light to 
moderate corrosion on 
masonry plates 
embedded in abutment 
backwalls. Rating is 
lowered due to loss of 
bearing surface along 
the abutments. Several 
bearings along the 
abutments are severely 
u

3

There are deep spalls 
with exposed 
reinforcing steel across 
the entire face of the 
east abutment. The 
bearing plates are 
severely undermined 
and the anchor pins are 
exposed at several 
locations.  Beams-9 
thru 16 south along the 
west abutment have 
large sp

4

The cracks that were 
found along the face of 
pier-2E at beams- 
6&13S during the 2002 
inspection have been 
retrofitted. Also the 
crack at beam- 4N on 
the west face of pier- 
2W has also been 
retrofitted. There are 
leaching hairline 
shrinkage cracks and 
two 

N N

63163103000S05
0

7966 I-696 I-75 & 4 RAMPS IN ROYAL OAK 1971 2007/07/10 6 6 3 N N 6

There are several 
square yards of 
concrete patch 
scattered across the 
deck surface. Most of 
the concrete patches 
are cracked and have 
bit patched spalls. 
There are also 
bituminous patches, 
small spalls and 
random cracks on other 
areas of the deck. The 
tot

6

All strip seals are filled 
with debris. The 
compression joints 
have been sealed with 
delcrete/PC-92. Light 
cracking and small 
edge spalls in delcrete 
and adjacent concrete 
at some locations. No 
signs of recent leakage 

 observed.

3

The concrete along 
several construction 
joints on the deck soffit 
have been scaled and 
plywood sheathing has 
been installed in the 
affected bays. Rust 
staining and leaching 
still exist along some 
construction joints on 
the decks soffit. The 
delcrete joint

7

There is an 
approximately 5 sft 
leaching delaminated 
area along the north rail 
of westbound 
lanes.Several vertical 
cracks and some are 
leaching.

5

EB- departure has 
settled approx 2-3 
inches and has a 1 inch 
transverse crack full 
width. WB- both the 
approach and the 
daprture have settlled 
approx 2 inches and a 
1' transverse crack on 
WB departure. There 
are a few transverse 
cracks on both 
approaches 

6

There are several 
square yards of 
concrete patch 
scattered across the 
deck surface. Most of 
the concrete patches 
are cracked and have 
bit patched spalls. 
There are also 
bituminous patches, 
small spalls and 
random cracks on other 
areas of the deck. The 
tot

6

Minor pitting, flaking 
rust and minor section 
loss on several beam 
ends at the pin and 
hangers. Light to heavy 
corrosion on hangers. 
Flaking rust on bottom 
flanges of several 
beams in spans 1&4 

 west.

N 3

Light to moderate rust 
staining on bearings 
over piers. Light to 
moderate corrosion on 
masonry plates 
embedded in abutment 
backwalls. Rating is 
lowered due to loss of 
bearing surface along 
the abutments. Several 
bearings along the 
abutments are severely 
u

3

There are deep spalls 
with exposed 
reinforcing steel across 
the entire face of the 
east abutment. The 
bearing plates are 
severely undermined 
and the anchor pins are 
exposed at several 
locations.  Beams-9 
thru 16 south along the 
west abutment have 
large sp

4

The cracks that were 
found along the face of 
pier-2E at beams- 
6&13S during the 2002 
inspection have been 
retrofitted. Also the 
crack at beam- 4N on 
the west face of pier- 
2W has also been 
retrofitted. There are 
leaching hairline 
shrinkage cracks and 
two 

N N

63163103000S05
0

7966 I-696 I-75 & 4 RAMPS IN ROYAL OAK 1971 2008/04/30 6 6 3 N N  
Under Construction  

 04/2008          
    6

Under Construction 
04/2008

6
Under Construction 
04/2008

  3
Under Construction 
04/2008

4
Under Construction 
04/2008

N N

63163103000S05
0

7966 I-696 I-75 & 4 RAMPS IN ROYAL OAK 1971 2008/10/15 8 8 8 N N 9
New thin epoxy overlay. 
 

9

New modular joints at 
the pin and hanger 
assemblies. New strip 
seal joints at other 
locations

8

The construction joints 
on the deck soffit have 
been repaired and the 
plywood sheathing has 
been removed. 

7

There are several 
leaching vertical cracks 
along all rails. The 
north rail has an area 
approximately 15 sft of 
delaminated and 
crumbling concrete 
near expansion joint-1 
east.

7

Both appraoches at the 
east end of the 
structure have been 
replaced. There are 
transverse cracks and 
small edge spalls along 
some construction 
joints on the west 
approaches.

8

New thin epoxy overlay 
on surface. The 
construction joints on 
the deck soffit have 
been repaired and the 
plywood sheathing has 
been removed. The 
spalls previously noted 
have been repaired. 
There are a few dry 
leaching trans-verse 
cracks scattered across 
t

8

There is very minor 
painted over section 
loss on a few beams 
near the pin and 
hangers.

9
New paint on A-
588 
superstructure.

8

The bearing surface 
along both abutments 
has been repaired and 
all bearings have been 
repainted and are 
properly aligned.

8

The deep spalls along 
both abutments have 
been repaired. There 
are narrow vertical 
cracks along both 
abutments.

8

The cracks previously 
reported along the steel 
pier caps have been 
arrested and retrofitted. 
The A-588 steel caps 
have been painted. 
There are leaching 
hairline shrinkage 
cracks and two hairline 
shear cracks at the 
north end of pier cap-1 
west at column- 

N N

63163103000S05
0

7966 I-696 I-75 & 4 RAMPS IN ROYAL OAK 1971 2010/07/19 8 8 8 N N 8
Light random cracking 
at a few locations.

8

Expansion joints 
appear to be in good 
condition. No leakage 
observed.

6

The delcrete seal along 
the west reference line 
has begun to break up 
and the approach has 
settled approximatel one 
inch

7

There are several 
leaching vertical cracks 
along all rails. The 
north rail has an area 
approximately 15 sft of 
delaminated and 
crumbling concrete 
near expansion joint-1 
east. 

7

There are transverse 
cracks and small edge 
spalls along some 
construction joints on 
the west approaches. 

8

Light random cracking 
on soffit at a few 
locations. There are a 
few dry leaching trans-
verse cracks scattered 
across the deck soffit.

8

Minor painted over 
section loss on a few 
beams near the pin and 
hangers. 

8 Good Condition. 8
All bearings are in good 
condition.

8
There are narrow 
vertical cracks along 
both abutments.

8

There are a few tight 
flexure and possible 
shear cracks along the 
cantilevered section of 
the hammerhead piers.

N N

63163103000S05
0

7966 I-696 I-75 & 4 RAMPS IN ROYAL OAK 1971 2012/07/09 7 8 7 N N 7

There is minor "peeling" 
of the flood coat along 
the reference lines and 
a less than 0.5 sft spall 
on the WB lanes.

8

Expansion joints 
appear to be in good 
condition. No leakage 
observed. 

6

The delcrete seal along 
the west reference line 
has begun to break up 
and the approach has 
settled approximately 
one inch 

7

 There are several 
leaching vertical cracks 
along all rails. The 
north rail has an area 
approximately 15 sft of 
delaminated and 
crumbling concrete 
near expansion joint-1 
east. 

7

The east approaches 
are in good condition, 
The west approaches 
have settled. There is 
an approximately 0.5 
inch wide transverse 
crack and 2 sft of bit 
patch on the west 
approach.

7

There is minor "peeling" 
of the flood coat along 
the reference lines and 
a less than 0.5 sft spall 
on the WB lanes. There 
are a few dry leaching 
trans-verse cracks 
scattered across the 
deck soffit. 

8

Paint is in good 
condition. There is 
minor painted over 
section loss on a few 
beams near the pin and 
hangers. 

8

No problem 
observed with 
paint other than 
bird droppings 
along some 
flanges.

8
All bearings are in good 
condition. 

8
There are narrow 
vertical cracks along 
both abutments. 

7

There are a few tight 
random cracks on 
some pier compo-
nents. There are a few 
tight flexure and 
possible shear cracks 
along the cantilevered 
section of the 
hammerhead piers. 

N N

63163103000S05
0

7966 I-696 I-75 & 4 RAMPS IN ROYAL OAK 1971 2014/07/15 7 8 7 N N 7

There are 
approximately 25 sft of 
spalls scattered across 
the deck surface. There 
is minor "peeling" of the 
flood coat along the 
reference lines. 

8

Expansion joints 
appear to be in good 
condition. No leakage 
observed. 

6

Approximately 12 ft of 
HPR along the east 
reference line of the 
westbound lanes is 
loose and has 
settled.The delcrete seal 
along the west reference 
line has begun to break 
up.

7

There are several 
leaching vertical cracks 
along all rails. The 
north rail has an area 
approximately 15 sft of 
delaminated and 
crumbling concrete 
near expansion joint-1 
east. 

The east approaches 
are in good condition, 
The west approaches 
have settled. There is 
an approximately 0.5 
inch wide transverse 
crack and 4 sft of bit 
patch on the west 
approach.

7

There are 
approximately 25 sft of 
spalls scattered across 
the deck surface. There 
is minor "peeling" of the 
flood coat along the 
reference lines. There 
are a few dry leaching 
transverse cracks 
scattered across the 
deck soffit. 

8

Paint is in good 
condition. There is 
minor painted over 
section loss on a few 
beams near the pin and 
hangers. 

8

No problem 
observed with 
paint other than 
bird droppings 
along some 
flanges.

8
All bearings are in good 
condition. 

8

There are narrow 
vertical cracks along 
both abutments. The 
concrete patches along 
both abutments are 
sound.

7

There are a few tight 
random cracks on 
some pier components. 
There are a few tight 
flexure and shear 
cracks along the 
cantilevered section of 
the hammerhead piers. 

N N

63163103000S05
0

7966 I-696 I-75 & 4 RAMPS IN ROYAL OAK 1971 2016/07/12 7 8 7 N N 7

There are 
approximately 75 sft of 
bit patches and peeled 
seal coat across the 
deck surface. 

8

Expansion joints 
appear to be in good 
condition. No leakage 
observed. 

6

The HPR along the east 
reference line is settling 
and coming apart in 
places. The delcrete 
along the west reference 
line is breaking up in a 
few spots.

7

There are several 
leaching vertical cracks 
along all rails. The 
north rail has an area 
approximately 30 sft of 
delaminated and 
crumbling concrete 
near expansion joint-1 
east. 

6

There are spalls along 
the construction joints 
and bit patches on the 
west approach and 
approximately a 1 inch 
wide x 10 ft long 
partially sealed 
transverse crack on the 
eastbound lanes.

7

There are 
approximately 75 sft of 
bit patches and peeled 
seal coat across the 
deck surface. There are 
a few narrow leaching 
transverse cracks in 
bay 1 south in span 2 
west and bays 1,3 and 
5 south in span 1 east. 
There is also 
approximately 1 sft of 
spall

8

Paint is in good 
condition. There is 
minor painted over 
section loss on a few 
beams near the pin and 
hangers. 

7

There is loss of 
pigment and 
paint is fading 
along the south 
web of the south 
fascia beam

8
All bearings are in good 
condition. 

7

There are narrow 
vertical cracks along 
and approximately 75 
sft of ASR along both 
abutments. The 
concrete patches along 
both abutments are 
sound.

7

There are a few tight 
random cracks on 
some pier components. 
There are a few tight 
flexure and shear 
cracks along the 
cantilevered section of 
the hammerhead piers. 

N N

63163103000S06
0

7967 DALLAS DBL U TURN I-75                    IN ROYAL OAK  1971 2007 1995/10/04 6 6 7 N N 6 6 6 1 7 N N

63163103000S06
0

7967 DALLAS DBL U TURN I-75                    IN ROYAL OAK  1971 2007 1997/10/22 6 6 7 N N 6 6 6 N 7 N N

63163103000S06
0

7967 DALLAS DBL U TURN I-75                    IN ROYAL OAK  1971 2007 1999/08/13 4 6 5 N N 5

Spalls along metal jt, 
many cracks. 40 sm 
scattered spall N & S U-
turn

3
Leaking, exp jt is 
closed. Spalls & bit 
patched.

4 Leaking. 6

Concrete parapet w/ 1 
alum tube. 10 m spall 
to steel W end N rail 
along curb. Many 
scrape marks from 
impacts.

5
Cracks E approach, 
settled and broken 
up,bit wedged.

4

Many leaching cracks 
and wet areas, minor 
spalls. Small 
stalactites.

6
Flaking rust bottom 
flanges.

6 Rockers, some tilted. 5

Incip spall under bms 
2,5&7-S E abut (4 sm), 
incip spall under bm 1-
S W abut, small spall 
top of NW wingwall W 
abut.

7
Vert.cap cracks, map 
cracks in columns.

N N

63163103000S06
0

7967 DALLAS DBL U TURN I-75                    IN ROYAL OAK  1971 2007 2001/08/15 4 6 4 N N 5

Spalls along metal jt, 
many trans cracks. 60 
syd scattered spall N & 
S U-turn

3

Leaking, exp jt is 
closed. Spalls & bit 
patched. Spalled from 
underside.

4
Leaking. Areas missing 
seal and bit patched.

6

Concrete parapet w/ 1 
alum tube. Many 
scrape marks from 
impacts. Vert cracks, 
few spalls.

5
Cracks E approach, 
settled and broken up, 
bit wedged.

4

Many leaching cracks 
and wet areas, minor 
spalls. Small 
stalactites. Spalls over 
S fascia P&H and along 
jt.

6
Flaking rust on bottom 
flanges.

6
Rockers, some tilted. 
Rusty steel plates at 
abuts.

4

Incip spall under bms 2-
7 S E abut (4 syd), 
incip spall under bm 1-
S W abut, small spall 
top of NW wingwall W 
abut.

7
Vert cap cracks, map 
cracks in columns.

N N

63163103000S06
0

7967 DALLAS DBL U TURN I-75                    IN ROYAL OAK  1971 2007 2002/11/20 4 6 4 N N 5

Spalls along metal jt, 
many trans cracks. 60 
syd scattered spall N & 
S U-turn

3

Leaking, exp jt is 
closed. Spalls & bit 
patched. Spalled from 
underside.

4
Leaking. Areas missing 
seal and bit patched.

6

Concrete parapet w/ 1 
alum tube. Many 
scrape marks from 
impacts. Vert cracks, 
few spalls. Numerous 
areas of spalls/STS on 
brush block.

4

Cracks E approach, 
settled and broken up, 
bit wedged and bit 
patched.

4

Many leaching cracks 
and wet areas, minor 
spalls. Small 
stalactites. Spalls over 
S fascia P&H and along 
jt.

6
Flaking rust on bottom 
flanges.

6
Rockers, some tilted. 
Rusty steel plates at 
abuts.

4

Incip spall under bms 2-
7 S E abut (4 syd), 
incip spall under bm 1-
S W abut, small spall 
top of NW wingwall W 
abut.

7
Vert cap cracks, map 
cracks in columns.

N N

63163103000S06
0

7967 DALLAS DBL U TURN I-75                    IN ROYAL OAK  1971 2007 2003/06/14 4 6 4 N N 5

Spalls along metal jt, 
many trans cracks. 60 
syd scattered spall N & 
S U-turn

3

Leaking, exp jt is 
closed. Spalls & bit 
patched. Spalled from 
underside.

4
Leaking. Areas missing 
seal and bit patched.

5

Concrete parapet w/ 1 
alum tube. Many 
scrape marks from 
impacts. Vert cracks, 
few spalls. Numerous 
areas of spalls/STS on 
brush block.

4

Cracks E approach, 
settled and broken up, 
bit wedged and bit 
patched.

4

Many leaching cracks 
and wet areas, minor 
spalls. Small 
stalactites. Spalls over 
S fascia P&H and along 
jt.

6
Flaking rust on bottom 
flanges.

6
Rockers, some tilted. 
Rusty steel plates at 
abuts.

4

Incip spall under bms 2-
7 S E abut (4 syd), 
incip spall under bm 1-
S W abut, small spall 
top of NW wingwall W 
abut.

7
Vert cap cracks, map 
cracks in columns.

N N

dubaym
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63163103000S06
0

7967 DALLAS DBL U TURN I-75                    IN ROYAL OAK  1971 2007 2004/09/28 4 6 4 N N 5

Spalls along metal jt, 
many trans cracks. 60 
syd scattered spall N & 
S U-turn

3

Leaking, exp jt is 
closed. Spalls & bit 
patched. Spalled from 
underside.

4
Leaking. Areas missing 
seal and bit patched.

5 4

Cracks E approach, 
settled and broken up, 
bit wedged and bit 
patched.

4

Many leaching cracks 
and wet areas, minor 
spalls. Small 
stalactites. Spalls over 
N & S fascia P&H and 
along jt.

6
Flaking rust on bottom 
flanges.

 6
Rockers, some tilted. 
Rusty steel plates at 
abuts.

4

Incip spall under bms 2-
7 S E abut (4 syd), 
incip spall under bm 1-
S W abut, small spall 
top of NW wingwall W 
abut.

7
1 sqft spall on cap over 
column 1S

N N

63163103000S06
0

7967 DALLAS DBL U TURN I-75                    IN ROYAL OAK  1971 2007 2005/12/12 4 6 4 N N 5

Spalls along metal jt, 
many trans cracks. 60 
syd scattered spall N & 
S U-turn

3

Leaking, exp jt is 
closed. Spalls & bit 
patched. Spalled from 
underside.

4
Leaking. Areas missing 
seal and bit patched.

5

Concrete parapet w/ 1 
alum tube. Many 
scrape marks from 
impacts. Vert cracks, 
few spalls. Numerous 
areas of spalls/STS on 
brush block.

4

Cracks E approach, 
settled and broken up, 
bit wedged and bit 
patched.

4

Many leaching cracks 
and wet areas, minor 
spalls. Small 
stalactites. Spalls over 
N & S fascia P&H and 
along jt.

6
Flaking rust on bottom 
flanges.

 6
Rockers, some tilted. 
Rusty steel plates at 
abuts.

4

Incip spall under bms 2-
7 S E abut (4 syd), 
incip spall under bm 1-
S W abut, small spall 
top of NW wingwall W 
abut.

7
1 sqft spall on cap over 
column 1S

N N

63163103000S06
0

7967 DALLAS DBL U TURN I-75                    IN ROYAL OAK  1971 2007 2007/04/15 4 6 4 N N 5

Spalls along metal jt, 
many trans cracks. 60 
syd scattered spall N & 

 S U-turn
3

Leaking, exp jt is 
closed. Spalls & bit 
patched. Spalled from 

 underside.
4

Leaking. Areas missing 
seal and bit patched

5
Leaking. Areas missing 
seal and bit patched

4

Cracks E approach, 
settled and broken up, 
bit wedged and bit 

 patched.
4

Many leaching cracks 
and wet areas, minor 
spalls. Small 
stalactites. Spalls over 
N & S fascia P&H and 
along jt.

6

Many leaching cracks 
and wet areas, minor 
spalls. Small 
stalactites. Spalls over 
N & S fascia P&H and 
along jt.

 6
Rockers, some tilted. 
Rusty steel plates at 
abuts

4
Rockers, some tilted. 
Rusty steel plates at 
abuts

7
1 sqft spall on cap over 
column 1S

N N

63163103000S06
0

7967 DALLAS DBL U TURN I-75                    IN ROYAL OAK  1971 2007 2008/07/01 7 7 7 N N N              N N N N 7 7  N 7 7 N N

63163103000S06
0

7967 DALLAS DBL U TURN I-75                    IN ROYAL OAK  1971 2007 2009/08/17 7 7 7 N N 9              9 9 9 9 7 7 9 7 7 7 N N

63163103000S06
0

7967 DALLAS DBL U TURN I-75                    IN ROYAL OAK  1971 2007 2011/08/15 7 7 7 N N 7

Concrete surface with 
moderate transverse 
cracking with a spacing 
of 5' to10'. Cracking 
more significant  near 
joints.

8

Strip seal expansion 
joint at P&H location is 
filled with debris. 
Pourable joints at both 
reference lines. All 
joints in good condition 
and appear to be 
functioning properly.

8
Construction joints in 
good condition.

8

Open concrete parapet 
with 1 aluminum tube 
and thrie beam retrofit. 
Recently repaired and 
coated and in good 
condition.

8
Concrete approach in 
good condition with 
minor wear.

7

Concrete surface with 
moderate transverse 
cracking with a spacing 
of 5' to10'. Cracking 
more significant  near 
joints. Deck bottom with 
false decking 
throughout. In good 
condition with no visible 
problems.

7
Recently cleaned and 
coated. Minor wear and 
weathering.

9
08/08-4. 
Recently cleaned 
and coated.

7

Rockers at pier, some 
tilted. Minor rusty steel 
plates at abutments 
causing rust stains.

7

Recently repaired and 
coated. Minor vertical 
cracking with rust 
stains from bearings.

7
Recently repaired and 
coated. Minor random 
cracking.

N N/A. N

63163103000S06
0

7967 DALLAS DBL U TURN I-75                    IN ROYAL OAK  1971 2007 2013/08/20 7 7 7 N N 7

Concrete surface with 
moderate transverse 
and map cracking with 
a spacing of 5' to10'. 
Cracking more 
significant  near joints.

8

Strip seal expansion 
joint  is filled with 
debris. Pourable joints 
at both reference lines 
with minor chips in 
surrounding concrete.

N NA 7

Open concrete parapet 
with 1 aluminum tube 
and thrie beam retrofit. 
Recently repaired and 
coated. Hairline vert 
cracks on brush block. 

8
Concrete approach in 
good condition with 
minor wear.

7

Surf: Concrete surface 
with moderate 
transverse and map 
cracking with a spacing 
of 5' to10'. Cracking 
more significant  near 
joints. Btm: 100% false 
decking. Few areas 
where support planks 
are sagging downward.  
Fas: Good condition

7

A-588 steel with pin 
and hangers. Previous 
welded connections. 
Recently cleaned and 
coated. Minor wear and 
weathering.

9

08/08-4. 
Recently cleaned 
and coated. 
Minor wear and 
weathering. 

7

Rockers at pier, some 
tilted. Minor rusty steel 
plates at abutments 
causing rust stains.

7

Recently repaired and 
coated. Minor vertical 
cracking with rust 
stains from bearings.

7
Recently repaired and 
coated. Minor random 
cracking.

N N/A. N

63163103000S06
0

7967 DALLAS DBL U TURN I-75                    IN ROYAL OAK  1971 2007 2015/07/16 7 7 7 N N 7

Concrete upper 
surface. Light map 
cracking throughout. 
Map cracking heavier 
near the reference 
lines. HL transverse 
cracks spaced at 2'-5'. 

8

HPR joints along each 
abutment reference 
line.
Strip seal EJD's over 
the pin and hangers 7' 
west of pier 1w, debris 
filled.

N N/A 7

Open parapet concrete 
barriers with 1-tube 
upper cast on concrete 
brush blocks. Surface 
sealed. Guardrail thrie 
beam retrofit has been 
applied to both barriers.

7

Concrete approach 
pavement with sealed 
lane joints. Minor rust 
stains on the surface.

7

Top: Concrete upper 
surface. Light map 
cracking throughout. 
Map cracking heavier 
near the reference lines. 
HL transverse cracks 
spaced at 2'-5'. 
Bottom: False decking 
obstructs 100% of the 
deck bottom surface 
except for 2'-3' off each 
abutment wall.
Fasc

7

(7) Painted steel plate 
girders with one row of 
pin and hangers 7' west 
of pier 1w. One 
additional flared beam 
in the NWQ and SWQ. 
No beam end contact 
at the pin and hangers. 

8

Paint Stamp: 
A588 S06-63103 
08/08-4
Condensation 
moisture stains, 
no rust 
observed.

7

Painted steel plate 
bearings at the 
abutments.
One row of painted 
steel rocker bearings at 
pier 1w, no significant 
tilt.

7

Concrete cantilever 
abutment walls.
West Wall: No 
deficiencies noted.
East Wall: No 
deficiencies noted.

7

Five 3' ¿ concrete 
columns with concrete 
cap and crashwalls. 
Surface sealed. No 
deficiencies noted.

N
Grade 
separation.

N

63163103000S06
0

7967 DALLAS DBL U TURN I-75                    IN ROYAL OAK  1971 2007 2017/07/18 7 7 7 N N 7

Concrete upper 
surface. Light map 
cracking throughout. 
Map cracking heavier 
near the reference 
lines. HL transverse 
cracks spaced at 2'-5'. 

8

HPR joints along each 
abutment reference 
line.
Strip seal EJD's over 
the pin and hangers 7' 
west of pier 1w, debris 
filled.

N N/A 7

Open parapet concrete 
barriers with 1-tube 
upper cast on concrete 
brush blocks. Surface 
sealed. Guardrail thrie 
beam retrofit has been 
applied to both barriers.

7

Concrete approach 
pavement with sealed 
lane joints. Minor rust 
stains on the surface.

7

Top: Concrete upper 
surface. Light map 
cracking throughout. 
Map cracking heavier 
near the reference lines. 
HL transverse cracks 
spaced at 2'-5'. 
Bottom: False decking 
obstructs 100% of the 
deck bottom surface 
except for 2'-3' off each 
abutment wall.
Fasc

7

(7) Painted steel plate 
girders with one row of 
pin and hangers 7' west 
of pier 1w. One 
additional flared beam 
in the NWQ and SWQ. 
No beam end contact 
at the pin and hangers. 

8

Paint Stamp: 
A588 S06-63103 
08/08-4
Condensation 
moisture stains, 
no rust 
observed.

7

Painted steel plate 
bearings at the 
abutments.
One row of painted 
steel rocker bearings at 
pier 1w, no significant 
tilt.

7

Concrete cantilever 
abutment walls.
West Wall: No 
deficiencies noted.
East Wall: No 
deficiencies noted.

7

Five 3' ¿ concrete 
columns with concrete 
cap and crashwalls. 
Surface sealed. No 
deficiencies noted.

N
Grade 
separation.

N

63163103000S16
0

7977 I-696 TURN RDWY EB
I-696&RAMPS 
FROM I-75NB 

@ I-75                 1971 2007 1995/08/02 7 7 7 N N 8 7 7 N 7 N N

63163103000S16
0

7977 I-696 TURN RDWY EB
I-696&RAMPS 
FROM I-75NB 

@ I-75                 1971 2007 1997/10/22 7 7 7 N N 7 7 7 N 7 N N

63163103000S16
0

7977 I-696 TURN RDWY EB
I-696&RAMPS 
FROM I-75NB 

@ I-75                 1971 2007 1999/08/18 6 6 6 N N 5

Heavy cracks N end, 1 
m spall at center joint.  
5 m of spall to steel in 
curb, 1 sm spall at E 
end - bit patched.

6 Debris filled. 4
Leaking, small adjacent 
spalls, sunken and 
debris filled.

5

Concrete barrier 2 sq. 
alum tube rail on S 
side, few leaching 
cracks and small 
spalls.

7 Trans cracks. 6
Leaching cracks, spall 
aon N fascia at center 
joint.

6 Flaking rust. 7 Minor rusting. 6
Vert cracks,wide cracks 
(3 mm) in W abut. and 
incip spalls.

6
Few leaching 
cracksincip spalls and 
corner cracks in E cap.

N N

63163103000S16
0

7977 I-696 TURN RDWY EB
I-696&RAMPS 
FROM I-75NB 

@ I-75                 1971 2007 1999/08/19 6 6 6 N N 5

Heavy cracks N end, 1 
m spall at center joint.  
5 m of spall to steel in 
curb, 1 sm spall at E 
end - bit patched.

6 Debris filled. 4
Leaking, small adjacent 
spalls, sunken and 
debris filled.

5

Concrete barrier with 2 
sq. alum tube rail on E 
side.  Full height spall 
at center joint, cracks in 
W barrier on each side 
of N & S exp. jts., small 
spall in E barrier near N 
exp. joint.

7
Trans cracks in N 
approach.

6
Leaching cracks, spall 
aon N fascia at center 
joint.

6 Flaking rust. 7 Minor rusting. 6
Vert cracks,wide cracks 
(3 mm) in W abut. and 
incip spalls.

6

Leaching cracks in W 
pier cap.  Incip spalls 
and corner cracks (2 
m) in E pier cap.

N N

63163103000S16
0

7977 I-696 TURN RDWY EB
I-696&RAMPS 
FROM I-75NB 

@ I-75                 1971 2007 2001/08/17 6 6 6 N N 5

Heavy cracks N end, 1 
yd spall at center joint.  
5 yd of spall to steel in 
curb, 1 syd spall at E 
end - bit patched. 
Corner cracking. Spall 
@ N end - bit patched.

6
Debris filled. Steel is 
rusty.

4
Leaking, small adjacent 
spalls, sunken and 
debris filled.

5

Concrete barrier with 2 
sq alum tube rail on E 
side.  Full height spall 
at center joint, leaching 
cracks in W barrier on 
each side of N & S exp 
jts, small spall in E 
barrier near N exp joint.

7
Trans cracks in N 
approach. Minor spall 
at N appr.

6
Leaching cracks, spall 
on N fascia at center 
joint. Corner cracks.

6 Flaking rust. A-588 7 Minor rusting. 6

Vert cracks, wide 
cracks in W abut and 
incip spalls. Rust under 
bms w/ stains.

6

Leaching cracks in W 
pier cap.  Incip spalls 
and corner cracks (2 
yd) in E pier cap.

N N

63163103000S16
0

7977 I-696 TURN RDWY EB
I-696&RAMPS 
FROM I-75NB 

@ I-75                 1971 2007 2003/08/27 6 5 6 N N 5

Heavy cracks N end, 1 
yd spall at center joint.  
5 yd of spall to steel in 
curb, 1 syd spall at E 
end - bit patched. 
Corner cracking. Spall 
@ N end - bit patched.

6
Debris filled. Steel is 
rusty.

4
Leaking, small adjacent 
spalls, sunken and 
debris filled.

5

Concrete barrier with 2 
sq alum tube rail on E 
side.  Full height spall 
at center joint, leaching 
cracks in W barrier on 
each side of N & S exp 
jts, small spall in E 
barrier near N exp joint.

6
Trans cracks in N 
approach. Minor spall 
at N appr.

6
Leaching cracks, spall 
on N fascia at center 
joint. Corner cracks.

5
Flaking rust. Heavier 
section loss @ bm 
ends.

A-588 6 Minor rusting. 6

Vert cracks, wide 
cracks in W abut and 
incip spalls. Rust under 
bms w/ stains.

6

Leaching cracks in W 
pier cap.  Incip spalls 
and corner cracks (2 
yd) in E pier cap. Rusty 
pier cap. Areas of 
delam.

N N

63163103000S16
0

7977 I-696 TURN RDWY EB
I-696&RAMPS 
FROM I-75NB 

@ I-75                 1971 2007 2005/08/23 6 5 6 N N 5

Heavy cracks N end, 1 
yd spall at center joint.  
5 yd of spall to steel in 
curb, 1 syd spall at E 
end - bit patched. 
Corner cracking. Spall 
@ N end - bit patched.

6
Debris filled. Steel is 
rusty.

4
Leaking, small adjacent 
spalls, sunken and 
debris filled.

6

Concrete barrier with 2 
sq alum tube rail on E 
side.  Full height spall 
at center joint, leaching 
cracks in W barrier on 
each side of N & S exp 
jts, small spall in E 
barrier near N exp joint.

6
Trans cracks in N 
approach. Minor spall 
at N appr.

6
Leaching cracks, spall 
on N fascia at center 
joint. Corner cracks.

5
Flaking rust. Heavier 
section loss @ bm 
ends.

 A-588 6 Minor rusting. 7

Vert cracks, wide 
cracks in W abut and 
incip spalls. Rust under 
bms w/ stains.

6

Leaching cracks in W 
pier cap.  Incip spalls 
and corner cracks (2 
yd) in E pier cap. Rusty 
pier cap. Areas of 
delam.

N N

dubaym
Draft
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63163103000S16
0

7977 I-696 TURN RDWY EB
I-696&RAMPS 
FROM I-75NB 

@ I-75                 1971 2007 2007/08/26 6 5 6 N N 5

Heavy cracks N end, 1 
yd spall at center joint.  
5 yd of spall to steel in 
curb, 1 syd spall at E 
end - bit patched. 
Corner cracking. Spall 
@ N end - bit patched.

6
Debris filled. Steel is 
rusty.

4
Leaking, small adjacent 
spalls, sunken and 
debris filled.

6

Concrete barrier with 2 
sq alum tube rail on E 
side.  Full height spall 
at center joint, leaching 
cracks in W barrier on 
each side of N & S exp 
jts, small spall in E 
barrier near N exp joint.

6
Trans cracks in N 
approach. Minor spall 
at N appr.

6
Leaching cracks, spall 
on N fascia at center 
joint. Corner cracks.

5
Flaking rust. Heavier 
section loss @ bm 
ends.

 6 Minor rusting. 7

Vert cracks, wide 
cracks in W abut and 
incip spalls. Rust under 
bms w/ stains.

6

Leaching cracks in W 
pier cap.  Incip spalls 
and corner cracks (2 
yd) in E pier cap. Rusty 
pier cap. Areas of 
delam.

N N

63163103000S16
0

7977 I-696 TURN RDWY EB
I-696&RAMPS 
FROM I-75NB 

@ I-75                 1971 2007 2009/08/29 6 7 7 N N 7              9 9 7 9 6 7 9 7 7 7 N N

63163103000S16
0

7977 I-696 TURN RDWY EB
I-696&RAMPS 
FROM I-75NB 

@ I-75                 1971 2007 2011/08/22 6 7 7 N N 7

Concrete surface with 
moderate transverse 
and map cracking 
throughout. Corner 
cracking. Surface with 
minor wear and 
weathering.

8

Strip seal expansion 
joints are filled with 
debris. Minor 
perpendicular cracking 
to joints. Pourable 
joints with minor 
separation. 

8
Construction joints in 
good condition.

7

Solid concrete barrier 
on both sides of 
structure. South side 
has 2 square tube rails. 
Minor vertical and 
longitudinal leaching 
cracks throughout.

8

Concrete approach. 
Transverse cracking 
with minor wear and 
weathering throughout.

6

Concrete surface with 
moderate transverse 
and map cracking 
throughout. Corner 
cracking. Surface with 
minor wear and 
weathering. Deck 
bottom with minor 
random cracking 
throughout.

7
Beams recently cleaned 
and coated.

9

Recently cleaned 
and coated. No 
signs of rust. 
Minor 
weathering 
throughout.

7
Recently cleaned and 
coated. Appear to 
functioning properly.

7
Minor vertical cracking 
throughout. Minor rust 
stains under beams.

7

Recently repaired. 
Minor random cracking 
throughout, with minor 
map cracking in 
columns of pier 1E.

N N/A. N

63163103000S16
0

7977 I-696 TURN RDWY EB
I-696&RAMPS 
FROM I-75NB 

@ I-75                 1971 2007 2013/08/20 6 7 7 N N 7

Concrete surface with 
moderate transverse 
and tight map cracking 
throughout. Map cracks 
spaced less than 
5'.Corner cracking. 
Surface with minor 
wear and weathering.

8

Strip seal expansion 
joints are filled with 
debris. Minor 
perpendicular cracking 
to joints. Pourable 
joints with minor 
separation and 
vegetation.

7
Construction joint has 
sealed transverse crack 
through it.

7

Solid concrete barrier 
on both sides of 
structure. South side 
has 2 square tube rails. 
Minor vertical and 
longitudinal leaching 
cracks throughout.

7

Concrete approach. 
Transverse and tight 
map cracks with minor 
wear and weathering 
throughout.

6

Surf: Concrete surface 
with moderate 
transverse and tight 
map cracking 
throughout. Map cracks 
spaced less than 
5'.Corner cracking. 
Surface with minor 
wear and weathering. 
Btm: Deck bottom with 
transverse leaching 
cracks, minor random 
cracking and map crac

7

A-588 steel with bolted 
splice plates and pin 
and hangers. Beams 
recently cleaned and 
coated. Large gaps 
between beam ends.

9

7/08-4. Recently 
cleaned and 
coated. No signs 
of rust. Minor 
weathering 
throughout.

7

Recently cleaned and 
coated. Appear to 
functioning properly. 
Two pot bearings on 
structure.

7

Vertical cracking and 
tight map cracks 
throughout. Minor rust 
stains under beams.

7

Recently repaired. 
Minor random cracking 
throughout, with minor 
map cracking in 
columns of pier 1E. (1) 
painted steel pier cap 
supported by singular 
columns. 

N N/A. N

63163103000S16
0

7977 I-696 TURN RDWY EB
I-696&RAMPS 
FROM I-75NB 

@ I-75                 1971 2007 2015/07/22 6 7 7 N N 6

Concrete upper 
surface. Map cracking 
throughout. Hairline 
diagonal cracks near 
abutments. Isolated 
hairline transverse 
cracks.

7

HPR joints along both 
abutment reference 
lines.
HPR filled saw cut near 
the pier 2w centerline. 
Jagged crack along 
saw cut, epoxy injected.
Strip seal EJD's over 
pier 1w and 3w 
centerlines, debris 
filled.

N N/A 7

South Barrier: Type 4 
concrete barrier with 2-
tube upper. 
North Barrier: Solid 
concrete barrier with 
additional interior Type 
4 concrete facade. 
Impact scrapes along 
both barriers, more 
prevalent on the north 
barrier.

7

Concrete approach 
pavement with sealed 
transverse and 
longitudinal joints. 
Isolated transverse HL 
cracks.

6

Top: Concrete upper 
surface. Map cracking 
throughout. Hairline 
diagonal cracks near 
abutments. Isolated 
hairline transverse 
cracks.
Bottom: Light map 
cracking throughout. 
Isolated HL transverse 
cracks. Shrinkage 
cracks in previous full 
depth patches.
Fasc

7

(5) Painted steel plate 
girders with bolted 
splices. All beams are 
straight beams placed 
on chords with a curved 
deck. Span 1w and 4w 
are simply supported. 
Span 2w and 3w 
beams are framed into 
a fracture critical steel 
pier cap at pier 2w. 
There is one ro

8

Paint Stamp: 
A588 S16-63103 
07/08-4
Minor 
condensation 
moisture stains, 
no rust noted. 

7

Painted steel plate 
bearings at each 
abutment.
Two rows of painted 
steel rocker bearings at 
pier 1w and 3w, no 
significant tilt.
Two high load bearings 
, one on top of each 
column on the pier 2w 
straddle bent. 

7

Concrete cantilever 
abutment walls.
West Wall: HL vertical 
crack under bay 1s, 2s, 
and 3s. Two HL vertical 
cracks under bay 4s.
East Wall: Two HL 
vertical cracks under 
bay 1s. HL vertical 
crack under beam 3s. 
Light surface shrinkage 
cracks.

7

Pier 1w and 3w: Four 
square concrete 
columns with concrete 
cap, prior patches with 
minor rust stains.
Pier 2w: Straddle bent 
pier with two square 
concrete columns and 
steel plate girder cap.

N
Grade 
separation.

N

63163103000S16
0

7977 I-696 TURN RDWY EB
I-696&RAMPS 
FROM I-75NB 

@ I-75                 1971 2007 2017/07/24 6 7 7 N N 6

Concrete upper 
surface. Map cracking 
throughout. Hairline 
diagonal cracks near 
abutments. Isolated 
hairline transverse 
cracks.

7

HPR joints along both 
abutment reference 
lines.
Strip seal EJD's over 
pier 1w and 3w 
centerlines, debris 
filled.

7

HPR filled saw cut near 
the pier 2w centerline. 
Jagged crack along saw 
cut, epoxy injected.

6

South Barrier: Type 4 
concrete barrier with 2-
tube upper. 
North Barrier: Solid 
concrete barrier with 
additional interior Type 
4 concrete facade. 
Scattered toes spalls 
Span 1, cracks with 
heavy efflorescence 
Span 2 adjacent to P3.
Impact scrapes along 
bot

7

Concrete approach 
pavement with sealed 
transverse and 
longitudinal joints. 
Isolated transverse HL 
cracks and map cracks.

6

Top: Concrete upper 
surface. Map cracking 
throughout. Hairline 
diagonal cracks near 
abutments. Isolated 
hairline transverse 
cracks.
Bottom: Light map 
cracking throughout. 
Isolated HL transverse 
cracks with minor 
efflorescence. 
Shrinkage cracks in 
previous

7

(5) Painted steel plate 
girders with bolted 
splices. All beams are 
straight beams placed 
on chords with a curved 
deck. Span 1w and 4w 
are simply supported. 
Span 2w and 3w 
beams are framed into 
a fracture critical steel 
pier cap at pier 2w. 
There is one ro

8

Paint Stamp: 
A588 S16-63103 
07/08-4
Minor 
condensation 
moisture stains, 
no rust noted. 

5

Painted steel plate 
bearings at each 
abutment.
Two rows of painted 
steel rocker bearings at 
pier 1w and 3w, no 
significant tilt.
Two high load bearings, 
one on top of each 
column on the pier 2w 
straddle bent. 

7

Concrete cantilever 
abutment walls.
West Wall: HL vertical 
crack under bay 1s, 2s, 
and 3s. Two cracks < 
1/32¿ Bay 4. Minor 
spall at joint under B3.
East Wall: Crack < 
1/2¿ crack S fascia. 
One HL vertical crack 
and one crack < 1/16¿ 
under Bay 1. HL vertica

7

Pier 1w and 3w: Four 
square concrete 
columns with concrete 
cap, prior patches with 
minor rust stains. 
Diagonal crack E fascia 
P3 N end.
Pier 2w: Straddle bent 
pier with two square 
concrete columns and 
steel plate girder cap.

N
Grade 
separation.

N

63163103000S17
0

7978 I-75 SB TO I-696EB
I-696&RAMPS 
FROM I-75 SB

@ I-75                 1971 2007 1995/08/02 7 6 7 N N 7 7 6 1 7 N N

63163103000S17
0

7978 I-75 SB TO I-696EB
I-696&RAMPS 
FROM I-75 SB

@ I-75                 1971 2007 1997/10/22 7 6 7 N N 6 7 6 N 7 N N

63163103000S17
0

7978 I-75 SB TO I-696EB
I-696&RAMPS 
FROM I-75 SB

@ I-75                 1971 2007 1999/08/18 6 6 6 N N 6
2 sm spall at S end jt., 
cracks.

6
Debris filled, cracks in 
patch around joint.

4
S jt. sunken and 
debonded.  Vegatation 
in joint.

6

Concrete barrier, E side 
has 2 sq tube rail. 
Several leaching 
cracks.

6 Trans cracks. 6 Leaching map cracks. 6 Flaking rust. 6

Minor rusting. Rockers 
on center span beams 
tilted wrong way for 
ambient temperature 
condition.

6
Vert cracks, large 
leaching cracks at S 
end E abut.

7
Leaching cracks in E 
cap.

N N

63163103000S17
0

7978 I-75 SB TO I-696EB
I-696&RAMPS 
FROM I-75 SB

@ I-75                 1971 2007 1999/08/19 6 6 6 N N 6
2 sm spall at S end jt., 
cracks.

6
Debris filled, cracks in 
patch around joint.

4
S jt. sunken and 
debonded.  Vegatation 
in joint.

6

Concrete barrier, E side 
has 2 sq tube rail. 
Several leaching 
cracks.

6 Trans cracks. 6 Leaching map cracks. 6 Flaking rust. 6

Minor rusting. Rockers 
on center span beams 
tilted wrong way for 
ambient temperature 
condition.

6
Vert cracks, large 
leaching cracks at S 
end E abut.

7
Few cracks throughout.  
Leaching cracks in E 
cap.

N N

63163103000S17
0

7978 I-75 SB TO I-696EB
I-696&RAMPS 
FROM I-75 SB

@ I-75                 1971 2007 2001/08/17 7 5 6 N N 6

2 syd spall at S end jt., 
cracks. Few minor 
spalls.  Numerous 
trans, long, & map 
cracks.

6
Debris filled, cracks in 
patch around joint.

4
S jt. sunken and 
debonded.  Vegatation 
in joint.

6

Concrete barrier, E side 
has 2 sq tube rail. Vert 
& longit leaching 
cracks.

6 Trans cracks. 7
 Few leaching map 
cracks.

5
Flaking rust. Heavier 
section loss at beam 
ends.

A-588 6 Minor rusting. 6

Vert cracks, large 
leaching cracks at S 
end E abut. Rust stains 
under beams.

7
Few cracks throughout.  
Leaching cracks in E 
cap.

N N

63163103000S17
0

7978 I-75 SB TO I-696EB
I-696&RAMPS 
FROM I-75 SB

@ I-75                 1971 2007 2003/08/27 7 5 6 N N 6

2 syd spall at S end jt., 
cracks. Few minor 
spalls run across fast 
lane.  Numerous trans, 
long, & map cracks. 
Corner cracks.

6

Debris filled, cracks in 
patch around joint. 
Rusty steel. 
Compresion jt has 
small spalls and jt is 
sunken.

4
S jt. sunken and 
debonded.  Vegatation 
in joint.

6

Concrete barrier, E side 
has 2 sq tube rail. Vert 
& longit leaching 
cracks. 30 lft of sts to 
brush block.

6
Trans cracks. Few 
minor spalls.

7
Few leaching map 
cracks.

5
Flaking rust. Heavier 
section loss at beam 
ends.

A-588 6 Minor rusting. 6

Vert cracks, large 
leaching cracks at S 
end E abut. Rust stains 
under beams.

7
Few cracks throughout.  
Leaching cracks in E 
cap.

N N

63163103000S17
0

7978 I-75 SB TO I-696EB
I-696&RAMPS 
FROM I-75 SB

@ I-75                 1971 2007 2005/08/23 7 5 6 N N 6

2 syd spall at S end jt., 
cracks. Few minor 
spalls run across fast 
lane.  Numerous trans, 
long, & map cracks. 
Corner cracks.

6

Debris filled, cracks in 
patch around joint. 
Rusty steel. 
Compresion jt has 
small spalls and jt is 
sunken.

4
S jt. sunken and 
debonded.  Vegatation 
in joint.

6

Concrete barrier, E side 
has 2 sq tube rail. Vert 
& longit leaching 
cracks. 30 lft of sts to 
brush block.

6
Trans cracks. Few 
minor spalls.

7
Few leaching map 
cracks.

5
Flaking rust. Heavier 
section loss at beam 
ends.

 A-588 6 Minor rusting. 6

Vert cracks, large 
leaching cracks at S 
end E abut. Rust stains 
under beams.

7
Few cracks throughout.  
Leaching cracks in E 
cap.

N N

63163103000S17
0

7978 I-75 SB TO I-696EB
I-696&RAMPS 
FROM I-75 SB

@ I-75                 1971 2007 2007/08/26 7 5 6 N N 6

2 syd spall at S end jt., 
cracks. Few minor 
spalls run across fast 
lane.  Numerous trans, 
long, & map cracks. 
Corner cracks.

6

Debris filled, cracks in 
patch around joint. 
Rusty steel. 
Compresion jt has 
small spalls and jt is 
sunken.

4
S jt. sunken and 
debonded.  Vegatation 
in joint.

6

Concrete barrier, E side 
has 2 sq tube rail. Vert 
& longit leaching 
cracks. 30 lft of sts to 
brush block.

6
Trans cracks. Few 
minor spalls.

7
Few leaching map 
cracks.

5
Flaking rust. Heavier 
section loss at beam 
ends.

 6 Minor rusting. 6

Vert cracks, large 
leaching cracks at S 
end E abut. Rust stains 
under beams.

7
Few cracks throughout.  
Leaching cracks in E 
cap.

N N

63163103000S17
0

7978 I-75 SB TO I-696EB
I-696&RAMPS 
FROM I-75 SB

@ I-75                 1971 2007 2009/08/29 7 7 7 N N 7              9 9 7 7 7 7 9 7 7 7 N N

63163103000S17
0

7978 I-75 SB TO I-696EB
I-696&RAMPS 
FROM I-75 SB

@ I-75                 1971 2007 2011/08/22 7 7 7 N N 7

Concrete surface with 
moderate transverse 
and map cracking 
throughout. Corner 
cracking. Surface with 
minor wear and 
weathering.

8

Strip seal expansion 
joints are filled with 
debris. Pourable joints  
with minor separation.

9
Construction joints in 
good condition.

7

Solid concrete barrier 
on both sides of 
structure. North side 
has 2 square tube rails. 
Minor vertical and 
longitudinal leaching 
cracks throughout.

7

Concrete approach. 
Transverse cracking 
with minor wear and 
weathering throughout.

7

Concrete surface with 
moderate transverse 
and map cracking 
throughout. Corner 
cracking. Surface with 
minor wear and 
weathering. Deck 
bottom with minor 
transverse cracking 
throughout.

7
Beams recently cleaned 
and coated.

9

Recently cleaned 
and coated. No 
signs of rust. 
Minor 
weathering 
throughout.

7
Recently cleaned and 
coated. Appear to be 
functioning properly.

7

Minor vertical cracking 
throughout. Large 
leaching cracks at north 
end of west abutment. 
Rust stains under 
beams throughout.

7
Recent repairs with 
minor random cracking 
throughout.

N N/A. N

dubaym
Draft
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63163103000S17
0

7978 I-75 SB TO I-696EB
I-696&RAMPS 
FROM I-75 SB

@ I-75                 1971 2007 2013/08/22 7 7 7 N N 6

Concrete surface with 
moderate transverse 
and map cracking 
throughout. Corner 
cracking.  Hvy map 
ckrs Sp 1 & 2 E.  Hvy 
crks and sunken at cntr 
saw cut. Surface with 
minor wear and 
weathering.

8

Strip seal expansion 
joints are filled with 
debris.  Rand crk 
parallel to W. strip 

 seal.
 Pourable joints  with 
minor separation.  
Perpendicular crks in jt. 
hdrs.

N N/A 7

Solid concrete barrier 
on both sides of 
structure.  Type V left 
side.  Type IV extended 
height Rt. side North 
side has 2 square tube 
rails. Minor vertical and 
longitudinal leaching 
cracks throughout.

7

Concrete approach. 
Transverse cracking 
with minor wear and 
weathering throughout.

7

Surf:  Concrete surface 
with moderate 
transverse and map 
cracking throughout. 
Corner cracking.  Hvy 
map ckrs Sp 1 & 2 E.  
Hvy crks and sunken at 
cntr saw cut. Surface 
with minor wear and 
weathering.  Btm:  Deck 
bottom with minor 
transverse cracking 
throug

7

Paint:  08/08-4  Painted 
Dark Red or Brown.  No 
signs of rust. Minor 
weathering throughout.  
LOSS:  Recently 
cleaned and coated. 
Previous section loss 
near joints. No signs of 
rust.  Brgs:  Recently 
cleaned and coated. 
Previous section loss 
near joints. N

9

08/08-4  Painted 
Dark Red or 
Brown.  No signs 
of rust. Minor 
weathering 
throughout.

8

Rating corrected to 
conform to guides.  
Recently cleaned and 
coated. Appear to be 
functioning properly.

7

Minor vertical cracking 
throughout. Large 
leaching cracks at north 
end of west abutment 
starting delaminate.. 
Rust stains under 
beam.  E.abut:  First 
stages of typ tea-cup 
cracks are beginning.  
Previously repaired.

7
Recent repairs with 
minor random cracking 
throughout.

N N/A. N

63163103000S17
0

7978 I-75 SB TO I-696EB
I-696&RAMPS 
FROM I-75 SB

@ I-75                 1971 2007 2015/07/22 6 7 7 N N 6

Concrete upper 
surface. Map cracking 
throughout. Hairline 
diagonal cracks near 
abutments. Isolated 
hairline transverse 
cracks.

7

HPR joints along both 
abutment reference 
lines.
HPR filled saw cut near 
the pier 2w centerline, 
1'x4' delamination 
along center of joint 
within ramp lane.
Strip seal EJD's over 
pier 1w and 3w 
centerlines, debris 
filled.

N N/A 7

North Barrier: Type 4 
concrete barrier with 2-
tube upper. Shallow 
barrier face STS's near 
pier 1w.
South Barrier: Solid 
concrete barrier with 
additional interior Type 
4 concrete facade. 
Impact scrapes along 
both barriers, more 
prevalent on the south 
barr

7

Concrete approach 
pavement with sealed 
transverse and 
longitudinal joints. 
Isolated transverse HL 
cracks.

6

Top: Concrete upper 
surface. Map cracking 
throughout. Hairline 
diagonal cracks near 
abutments. Isolated 
hairline transverse 
cracks.
Bottom:  Light map 
cracking throughout. 
Heavier map cracking 
with leachate in bay 3s 
near the west 
abutment. Isolated HL 
tr

7

(5) Painted steel plate 
girders with bolted 
splices. All beams are 
straight beams placed 
on chords with a curved 
deck. Span 1w and 4w 
are simply supported. 
Span 2w and 3w 
beams are framed into 
a fracture critical steel 
pier cap at pier 2w. 
There is one ro

8

Paint Stamp: 
A588 S17-63103 
08/08-4
Minor 
condensation 
moisture stains, 
no rust noted. 

7

Painted steel plate 
bearings at each 
abutment.
Two rows of painted 
steel rocker bearings at 
pier 1w and 3w, no 
significant tilt.
Two high load bearings 
, one on top of each 
column on the pier 2w 
straddle bent. 

7

Concrete cantilever 
abutment walls.
West Wall: HL vertical 
crack under bay 1s, 3s, 
and 4s.
East Wall: 1'x3' 
incipient spall under 
beam 1s. HL vertical 
crack under bay 1s, 2s, 
and 3s. HL vertical 
crack under beam 2s, 
3s, 4s, and 5s.

7

Pier 1w and 3w: Four 
square concrete 
columns with concrete 
cap, prior patches with 
minor rust stains.
Pier 2w: Straddle bent 
pier with two square 
concrete columns and 
steel plate girder cap.

N
Grade 
separation.

N

63163103000S17
0

7978 I-75 SB TO I-696EB
I-696&RAMPS 
FROM I-75 SB

@ I-75                 1971 2007 2017/07/20 6 7 5 N N 6

Concrete upper 
surface. Map cracking 
throughout. Hairline 
diagonal cracks near 
abutments. Isolated 
hairline transverse 
cracks. 7.5 sft spall @ 
P2 construction joint.

7

HPR joints along both 
abutment reference 
lines, vegetation in 
shoulders.
Strip seal EJD's over 
pier 1w and 3w 
centerlines, debris filled 
and hairline cracks 
within 2 ft.

6

HPR filled saw cut near 
the pier 2w centerline, 
7.5 sft spall along center 
of joint within ramp lane.

6

North Barrier: Type 4 
concrete barrier with 2-
tube upper. Shallow 
barrier face STS's near 
pier 1w, less than 2% 
of surface area.
South Barrier: Solid 
concrete barrier with 
additional interior Type 
4 concrete facade. 
Impact scrapes along 
both barriers, mo

Concrete approach 
pavement with sealed 
transverse and 
longitudinal joints. 
Isolated transverse HL 
cracks.

6

Top: Concrete upper 
surface. Map cracking 
throughout. Hairline 
diagonal cracks near 
abutments. Isolated 
hairline transverse 
cracks. 7.5 sft spall @ 
P2 construction joint.
Bottom:  Light map 
cracking throughout. 
Heavier map cracking 
with leachate in bay 3s

7

(5) Painted steel plate 
girders with bolted 
splices. All beams are 
straight beams placed 
on chords with a curved 
deck. Span 1w and 4w 
are simply supported. 
Span 2w and 3w 
beams are framed into 
a fracture critical steel 
pier cap at pier 2w. 
Lateral brace c

8

Paint Stamp: 
A588 S17-63103 
08/08-4
Minor 
condensation 
moisture stains, 
no rust noted. 

5

Painted steel plate 
bearings at each 
abutment.
Two rows of painted 
steel rocker bearings at 
pier 1w and 3w, no 
significant tilt.
Two high load bearings 
, one on top of each 
column on the pier 2w 
straddle bent. P2 C1 
anchor bolts touching 
masonry plate bol

5

Concrete cantilever 
abutment walls.
West abutment: Crack 
with minor spalling S 
fascia. HL vertical 
crack under bay 1s, 3s, 
and 4s. Vertical crack < 
1/4" with minor 
delmination B1.
East abutment: 
Delamination S fascia 
24" x 31", B1 39" x 30" 
with crack app

7

Pier 1 and 3: Four 
square concrete 
columns with concrete 
cap, prior patches with 
minor rust stains. Map 
cracking in patched 
areas E fascia P1 B5.
Pier 2: Straddle bent 
pier with two square 
concrete columns and 
steel plate girder cap. 
P2 C1 is a shared col

N
Grade 
separation.

N

63163103000S18
0

7979 I-696 RAMP EB     
I-75 & RAMPS 
TO I-75 NB 

@I-75                  1971 2007 1990/01/14 N N N N N N N N N N N N

63163103000S18
0

7979 I-696 RAMP EB     
I-75 & RAMPS 
TO I-75 NB 

@I-75                  1971 2007 1995/08/02 7 6 7 N N 7 7 6 1 7 N N

63163103000S18
0

7979 I-696 RAMP EB     
I-75 & RAMPS 
TO I-75 NB 

@I-75                  1971 2007 1997/10/23 7 6 7 N N 7 7 6 N 7 N N

63163103000S18
0

7979 I-696 RAMP EB     
I-75 & RAMPS 
TO I-75 NB 

@I-75                  1971 2007 1999/08/18 7 6 7 N N 6 Few cracks. 7 Debris filled. 5

Debris filled and sunken, 
vegatation in N. joint, 
0.5 sm spall at center 
joint.

6

Concrete barrier, 
scrape marks. 2 tube 
rail on N side, few 
leaching cracks.

7 Few cracks. 7 Few cracks. 6
Flaking rust bottom 
flanges.

7 7
Vert cracks, small spall 
E abut @ slope 
protection.

7
Few cap cracks and 
incip spall on E pier.

N N

63163103000S18
0

7979 I-696 RAMP EB     
I-75 & RAMPS 
TO I-75 NB 

@I-75                  1971 2007 2001/08/17 7 6 6 N N 6
Few cracks. Few minor 
spalls.

7 Debris filled. 5
Debris filled and sunken, 
vegatation in N joint, 
small spall @ W jt.

6

Concrete barrier, 
scrape marks. 2 tube 
rail on N side, leaching 
vert cracks.

7 Few cracks. 7
Few cracks. Spall to 
deck fascia @ C pier on 
N side.

6
Flaking rust on bottom 
flanges.

A-588 7
Light rust to fascia 
bearings.

7
Vert cracks, small spall 
E abut @ slope 
protection. Rust stains.

6

Few cap cracks and 
incip spall on E&W 
pier. Areas of incip 
spalls.

N N

63163103000S18
0

7979 I-696 RAMP EB     
I-75 & RAMPS 
TO I-75 NB 

@I-75                  1971 2007 2003/08/27 7 6 6 N N 6
Trans cracks. Few 
minor spalls.

7 Debris filled. 5
Debris filled and sunken, 
vegatation in N joint, 
spalling @ W jt.

6

Concrete barrier, 
scrape marks. 2 tube 
rail on N side, leaching 
vert cracks. Minor 
scaling

6
Few cracks. Shallow 
spall to W approach.

7
Few cracks. Spall to 
deck fascia @ C pier on 
N side.

6
Flaking rust on bottom 
flanges.

A-588 6
Light rust to fascia 
bearings. Others are 
rusty.

7
Vert cracks, small spall 
E abut @ slope 
protection. Rust stains.

6

Cap cracks and incip 
spall on E&W pier. 
Areas of incip spalls. 
Few minor spalls. 
Leaking onto N pier.

N N

63163103000S18
0

7979 I-696 RAMP EB     
I-75 & RAMPS 
TO I-75 NB 

@I-75                  1971 2007 2005/08/23 7 6 6 N N 6
Trans cracks. Few 
minor spalls.

7 Debris filled. 4
Debris filled and sunken, 
vegatation in N joint, 
spalling @ W jt.

6

Concrete barrier, 
scrape marks. 2 tube 
rail on N side, leaching 
vert cracks. Minor 
scaling.

6
Few cracks. Shallow 
spall to W approach.

7
Few cracks. Spall to 
deck fascia @ C pier on 
N side.

6
Flaking rust on bottom 
flanges.

 A-588 6
Light rust to fascia 
bearings. Others are 
rusty.

7
Vert cracks, small spall 
E abut @ slope 
protection. Rust stains.

6

Cap cracks and incip 
spall on E&W pier. 
Areas of incip spalls. 
Few minor spalls. 
Leaking onto N pier.

N N

63163103000S18
0

7979 I-696 RAMP EB     
I-75 & RAMPS 
TO I-75 NB 

@I-75                  1971 2007 2007/08/26 7 6 6 N N 6
Trans cracks. Few 
minor spalls.

7 Debris filled. 4
Debris filled and sunken, 
vegatation in N joint, 
spalling @ W jt.

6

Concrete barrier, 
scrape marks. 2 tube 
rail on N side, leaching 
vert cracks. Minor 
scaling.

6
Few cracks. Shallow 
spall to W approach.

7
Few cracks. Spall to 
deck fascia @ C pier on 
N side.

6
Flaking rust on bottom 
flanges.

 6
Light rust to fascia 
bearings. Others are 
rusty.

7

Vert cracks, small spall 
E abut @ slope 
protection. Rust 

 stains.
6

Cap cracks and incip 
spall on E&W pier. 
Areas of incip spalls. 
Few minor spalls. 
Leaking onto N pier.

N N

63163103000S18
0

7979 I-696 RAMP EB     
I-75 & RAMPS 
TO I-75 NB 

@I-75                  1971 2007 2009/08/29 7 7 7 N N 7              7 9 7 9 7 7 9 7 7 7 N N

63163103000S18
0

7979 I-696 RAMP EB     
I-75 & RAMPS 
TO I-75 NB 

@I-75                  1971 2007 2011/08/19 7 7 7 N N 7

Concrete surface with 
moderate amount of 
hairline transverse 
cracks throughout at 
less then 10' spacing.

7

Strip seal expansion 
joints at all piers are 
filled with debris. All 
joints appear to be 
functioning properly.

8
Constrution joints in 
good condition.

7

Solid concrete barrier. 
Two square aluminum 
tube rails on north side. 
Minor leaching vertical 
cracks and signs of 
vehicle impact 
throughout.

7

Concrete approach. 
Transverse cracking 
with wear and 
weathering throughout.

7

Concrete surface with 
moderate amount of 
hairline transverse 
cracks throughout at 
less then 10' spacing. 
Deck bottom with minor 
transverse cracking 
throughout. Minor STS 
in bay 2S in both span 
1E and 2E.

7
Beams recently cleaned 
and coated.

9

Recently cleaned 
and coated. No 
signs of rust. 
Minor 
weathering 
throughout.

7

Rockers over piers 
recently cleaned and 
coated. Light rust on 
outside bearing plates. 
Bearings appear to be 
functioning properly.

7

Minor vertical cracking 
and rust stains 
throughout. East 
abutment has minor 
spall near slope 
protection.

7
Recently repaired. 
Minor random cracking 
throughout.

N N/A. N

63163103000S18
0

7979 I-696 RAMP EB     
I-75 & RAMPS 
TO I-75 NB 

@I-75                  1971 2007 2013/08/22 7 7 7 N N 7

Concrete surface with 
moderate amount of 
hairline transverse & 
diag. cracks throughout 
at less then 10' 
spacing.

7

Strip seal expansion 
joints at all piers are 

 filled with debris. 
W. poured jt. is slightly 

 sunken.
All joints appear to be 
functioning properly.

N N/A 7

Type V on left.  Type IV 
(or higher) on right.  
Two square aluminum 
tube rails on north side. 
Minor leaching vertical 
cracks and signs of 
vehicle impact 
throughout.  
Delaminations starting 
on right side.

7

Concrete approach. 
Transverse cracking 
with wear and 
weathering throughout.

7

Surf:  Concrete surface 
with moderate amount 
of hairline transverse & 
diag. cracks throughout 
at less then 10' 
spacing.  Btm:  Minor 
transverse cracking 
throughout. Minor STS 
in bay 2S in both span 
1E and 2E.  Fas: Few 
min crks.

7

Paint:  Stenciled S19 
(incorrect) A588  08/08-
4  No signs of rust. 
Minor weathering 
throughout.  LOSS: 
Previous section loss 
near joints painted. No 
signs of rust.  Brgs:  
Rockers over piers 
recently cleaned and 
coated. Light rust on 
outside bearing plate

9

Stenciled S19 
(incorrect) A588  
08/08-4  No 
signs of rust. 
Minor 
weathering 
throughout.

7

Rockers over piers 
recently cleaned and 
coated. Light rust on 
outside bearing plates. 
Bearings appear to be 
functioning properly.

7

Minor vertical cracking 
and rust stains 
throughout. East 
abutment has minor 
spall near slope 
protection.

7
Recently repaired. 
Minor random cracking 
throughout.

N N/A. N

63163103000S18
0

7979 I-696 RAMP EB     
I-75 & RAMPS 
TO I-75 NB 

@I-75                  1971 2007 2015/07/22 7 7 7 N N 7

Concrete upper 
surface. Map cracked 
throughout. Hairline 
diagonal corner cracks.

6

HPR joints along both 
abutment reference 
lines, approximately 
25% of each are 
punched.
Strip seal EJD's along 
all three pier 
centerlines, debris 
filled.

N N/A 7

North Barrier: Type 4 
concrete barrier with 2-
tube upper. 
South Barrier: Solid 
concrete barrier with a 
Type 4 Modified barrier 
cast in front. Multiple 
shallow STS's on the 
outer face of the south 
barrier. Map cracking 
with leachate 
throughout the face of

7

Concrete approach 
pavement with sealed 
transverse joints. Minor 
surface wear.

7

Top: Concrete upper 
surface. Map cracked 
throughout. Hairline 
diagonal corner cracks.
Bottom: Minor map 
cracking throughout. 
Small 2'x2' STS in bay 
2s, span 4w and bay 
2s, span 3w, near pier 
3w.
Fascias: Isolated HL 
vertical cracks.

7

(4) painted steel plate 
girders. All spans are 
simply supported. 
Beams are straight and 
placed on chords with a 
curved deck.

8

Paint Stamp: 
A588 S18-63103 
07/08-4
Minor 
condensation 
moisture stains, 
no rust noted.

7

Painted steel plate 
bearings at each 
abutment.
Two rows of painted 
steel rocker bearings at 
pier 1w and 3w. No 
significant tilt noted.
Two rows of painted 
steel plate bearings at 
pier 2w.

7

Concrete cantilever 
abutment walls.
West Wall: HL vertical 
crack under beam 2s 
and 3s.
East Wall: HL vertical 
crack under beam 2s 
and 3s. HL vertical 
crack under bay 4s. 
Shallow 1'x1.5' spall 
under beam 1s.

7

Pier 1w: Two square 
concrete columns with 
concrete cap and 
crashwalls.
Pier 2w and 3w: Three 
square concrete 
columns with concrete 
cap and crashwalls.
Shrinkage cracks in 
prior patches.

N
Grade 
separation.

N

dubaym
Draft
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63163103000S18
0

7979 I-696 RAMP EB     
I-75 & RAMPS 
TO I-75 NB 

@I-75                  1971 2007 2017/07/19 6 7 7 N N 6

Concrete upper 
surface. Map cracked 
throughout with hairline 
diagonal corner cracks.

6

HPR joints along both 
abutment reference 
lines, approximately 
25% of each are 
punched.
Strip seal EJD's along 
all three pier 
centerlines, hairline 
cracks within 2' and 
debris filled.

N N/A 6

North Barrier: Type 4 
concrete barrier with 2-
tube upper. Scattered 
patched in concrete 
barrier with minor 
corrosion in metal 
upper. 
South Barrier: Solid 
concrete barrier with a 
Type 4 Modified barrier 
cast in front. Multiple 
shallow STS's on the 
outer f

7

Concrete approach 
pavement with sealed 
transverse joints. Minor 
surface wear.

6

Top: Concrete upper 
surface. Map cracked 
throughout with hairline 
diagonal corner cracks..
Bottom: Minor map 
cracking throughout. 
Small 2'x2' STS Span 3 
P3 Bay 2 and Span 4 
P3 Bay 2. Timber false 
decking left in place 
under Span 1 P1 joint 
repairs. Epoxy 

7

(4) painted steel plate 
girders. All spans are 
simply supported. 
Beams are straight and 
placed on chords with a 
curved deck.

7

Paint Stamp: 
A588 S18-63103 
07/08-4
Minor 
condensation 
moisture stains, 
scattered 
blistering and 
minor rust on 
bottom flange.

7

Painted steel plate 
bearings at each 
abutment.
Two rows of painted 
steel rocker bearings at 
pier 1w and 3w with 
scattered minor rust. 
No significant tilt noted.
Two rows of painted 
steel plate bearings at 
pier 2w.

7

Concrete cantilever 
abutment walls.
West Wall: HL vertical 
crack under beam 2s 
and 3s.
East Wall: HL vertical 
crack under beam 2s 
and 3s. HL vertical 
crack under bay 4s. 
Shallow 1'x1.5' spall 
under beam 1s.

7

P1: Two square 
concrete columns with 
concrete cap and 
crashwalls. HL crack W 
fascia B3-B4.
P2: Three square 
concrete columns with 
concrete cap and 
crashwalls. Diagonal 
crack E fascia B4. 
Horizontal crack B3-B4.
P3: Three square 
concrete columns with 
concr

N
Grade 
separation.

N

63163103000S19
0

7980 I-696 RAMP WB     
I-75 & RAMPS 
TO I-75 SB 

I-75 / I-696 
INTRCHG     

1971 2007 1990/01/14 N N N N N N N N N N N N

63163103000S19
0

7980 I-696 RAMP WB     
I-75 & RAMPS 
TO I-75 SB 

I-75 / I-696 
INTRCHG     

1971 2007 1995/08/02 7 6 6 N N 7 7 6 1 6 N N

63163103000S19
0

7980 I-696 RAMP WB     
I-75 & RAMPS 
TO I-75 SB 

I-75 / I-696 
INTRCHG     

1971 2007 1997/10/23 7 6 6 N N 7 7 6 N 6 N N

63163103000S19
0

7980 I-696 RAMP WB     
I-75 & RAMPS 
TO I-75 SB 

I-75 / I-696 
INTRCHG     

1971 2007 1999/08/18 7 5 5 N N 6

Few cracks, spall at E 
ref line (1 sm).  Cracks 
and 2 sm debond at W 
end.

7 Debris filled. 4
Leaking, 2 m spall at E 
end.  E compression 
joint failed.

6

Concrete barrier w/ 
scrape marks, 2 square 
alum tube rails E side, 
few vert cracks.

6 Few cracks. 7
Spall N fascia over 
median pier, some 
cracks.

5

Flaking rust bottom 
flanges & under jts.  
Moderate corrosion and 
pack rusting at joints.

6
Rockers, debris under 
rockers over W pier.

7 Vert cracks. 5

2 m crack E pier. 4 sm 
incip spall & vert cracks 
on columns. 1 sm spall 
to steel on cap and 4 m 
cracks W pier.

N N

63163103000S19
0

7980 I-696 RAMP WB     
I-75 & RAMPS 
TO I-75 SB 

I-75 / I-696 
INTRCHG     

1971 2007 1999/08/19 6 5 6 N N 6

Few cracks, spall at E 
ref line (1 sm).  Cracks 
and 2 sm debond at W 
end.

7 Debris filled. 4
Leaking, 2 m spall at E 
end.  E compression 
joint failed. Debris filled.

6

Concrete barrier w/ 
scrape marks, 2 square 
alum tube rails E side, 
few vert cracks.

6 Few cracks. 6
Spall N fascia over 
median pier, some 
cracks.

5

Flaking rust bottom 
flanges & under jts.  
Moderate corrosion and 
pack rusting at joints.

6
Rockers, debris under 
rockers over W pier.

7 Vert cracks. 6

2 m crack E pier. 4 sm 
incip spall & vert cracks 
on columns. 1 sm spall 
to steel on cap and 4 m 
cracks W pier.

N N

63163103000S19
0

7980 I-696 RAMP WB     
I-75 & RAMPS 
TO I-75 SB 

I-75 / I-696 
INTRCHG     

1971 2007 2001/08/17 6 5 6 N N 6

Few cracks, spall at E 
ref line (1 syd).  Cracks 
and 2 syd debond at W 
end.

7 Debris filled. 4

Leaking, 6 lft spall at E 
end.  E compression 
joint failed. Debris filled. 
5 sft spall @ C jt in 
middle.

6

Concrete barrier w/ 
scrape marks, 2 square 
alum tube rails E side, 
vert cracks.

7 Few cracks. 6
Spall N fascia & W 
shoulder over median 
pier, some cracks.

5

Flaking rust bottom 
flanges & under jts.  
Moderate corrosion and 
pack rusting at joints.

A-588 6

Rockers, debris under 
rockers over W pier. 
Slight tilted E. Light rust 
on outside bearings.

7 Vert cracks, rust stains. 6

10 ft crack E pier. 2 syd 
incip spall & vert cracks 
on columns. 1 syd spall 
to steel on cap and 13 
ft cracks W pier. Soffit 
cracks.

N N

63163103000S19
0

7980 I-696 RAMP WB     
I-75 & RAMPS 
TO I-75 SB 

I-75 / I-696 
INTRCHG     

1971 2007 2003/08/27 6 5 5 N N 6

Few cracks, spall at E 
ref line (1 syd).  Cracks 
and 2 syd debond at W 
end.

7 Debris filled. 4

Leaking, 6 lft spall at E 
end.  E compression 
joint failed. Debris filled. 
Spalled at center joint.

6

Concrete barrier w/ 
scrape marks, 2 square 
alum tube rails E side, 
vert cracks.  Few minor 
spalls.

7 Few cracks. 6
Spall N fascia & W 
shoulder over median 
pier, some cracks.

5

Flaking rust bottom 
flanges & under jts.  
Moderate corrosion and 
pack rusting at joints.

A-588 6

Rockers, debris under 
rockers over W pier. 
Slight tilted E. Light rust 
on outside bearings.

7 Vert cracks, rust stains. 5

10 ft crack E pier. 2 syd 
incip spall & vert cracks 
on columns. 1 syd spall 
to steel on cap and 13 
ft cracks W pier. Soffit 
cracks.  Large area of 
delam on W pier also.

N N

63163103000S19
0

7980 I-696 RAMP WB     
I-75 & RAMPS 
TO I-75 SB 

I-75 / I-696 
INTRCHG     

1971 2007 2005/08/23 6 5 5 N N 6

Few cracks, spall at E 
ref line (1 syd).  Cracks 
and 2 syd debond at W 
end.

7 Debris filled. 4

Leaking, 6 lft spall at E 
end.  E compression 
joint failed. Debris filled. 
Spalled at center joint.

6

Concrete barrier w/ 
scrape marks, 2 square 
alum tube rails E side, 
vert cracks.  Few minor 
spalls.

7 Few cracks. 6
Spall N fascia & W 
shoulder over median 
pier, some cracks.

5

Flaking rust bottom 
flanges & under jts.  
Moderate corrosion and 
pack rusting at joints.

 A-588 6

Rockers, debris under 
rockers over W pier. 
Slight tilted E. Light rust 
on outside bearings.

7 Vert cracks, rust stains. 5

10 ft crack E pier. 2 syd 
incip spall & vert cracks 
on columns. 1 syd spall 
to steel on cap and 13 
ft cracks W pier. Soffit 
cracks.  Large area of 
delam on W pier also.

N N

63163103000S19
0

7980 I-696 RAMP WB     
I-75 & RAMPS 
TO I-75 SB 

I-75 / I-696 
INTRCHG     

1971 2007 2007/08/26 6 5 5 N N 6

 Few cracks, spall at E 
ref line (1 syd).  Cracks 
and 2 syd debond at W 
end.

7
 Debris filled.

4

Leaking, 6 lft spall at E 
end.  E compression 
joint failed. Debris filled. 
Spalled at center joint.

6

Concrete barrier w/ 
scrape marks, 2 square 
alum tube rails E side, 
vert cracks.  Few minor 
spalls.

7 Few cracks. 6
 Spall N fascia & W 
shoulder over median 
pier, some cracks.

5

Flaking rust bottom 
flanges & under jts.  
Moderate corrosion and 
pack rusting at joints.

 6

Rockers, debris under 
rockers over W pier. 
Slight tilted E. Light rust 
on outside bearings.

7 Vert cracks, rust stains. 5

10 ft crack E pier. 2 syd 
incip spall & vert cracks 
on columns. 1 syd spall 
to steel on cap and 13 
ft cracks W pier. Soffit 
cracks.  Large area of 
delam on W pier also.

N N

63163103000S19
0

7980 I-696 RAMP WB     
I-75 & RAMPS 
TO I-75 SB 

I-75 / I-696 
INTRCHG     

1971 2007 2009/08/29 6 7 7 N N 7              7 9 7 9 6 7 9 7 7 7 N N

63163103000S19
0

7980 I-696 RAMP WB     
I-75 & RAMPS 
TO I-75 SB 

I-75 / I-696 
INTRCHG     

1971 2007 2011/08/19 6 7 7 N N 7

Minor transverse 
cracking throughout. 
Map cracking and spall 
(1 sft) in span 1W.

7

Strip seal expansion 
joints at all piers are 
filled with debris. 
Compression joint at 
west reference line has 
spall (1 sft).

7
Construction joints in 
good condition.

7

Solid concrete barrier. 
Two square aluminum 
tubes are attached to 
the south barrier. Minor 
vertical cracking 
throughout.

7

Concrete approach. 
Transverse cracking 
with wear and 
weathering throughout.

6

Deck surface with 
minor transverse 
cracking throughout. 
Map cracking and spall 
(1 sft) in span 1W. 
Deck bottom with minor 
random cracking 
throughout. Minor spall 
(1 sft) in span 1E, bay 
1S.

7
Beams recently cleaned 
and coated. 

9

Recently cleaned 
and coated. No 
signs of rust. 
Minor 
weathering 
throughout.

7

Rockers over piers 
recently cleaned and 
coated. Light rust on 
outside bearing plates. 
Bearings appear to be 
functioning properly.

7
Minor vertical cracking 
and rust stains 
throughout.

7
Recently repaired. 
Minor cracking 
throughout.

N N/A. N

63163103000S19
0

7980 I-696 RAMP WB     
I-75 & RAMPS 
TO I-75 SB 

I-75 / I-696 
INTRCHG     

1971 2007 2013/08/20 6 7 7 N N 7

Concrete. Minor 
transverse cracking 
throughout. Map 
cracking and spall (2 
sft) in span 1W.

7

Strip seal expansion 
joints at all piers are 
filled with debris. 
Pourable joint at west 
reference line has spall 
(1 sft).

7
Construction joints in 
good condition.

7

Solid concrete barrier. 
Two square aluminum 
tubes are attached to 
the south barrier. Minor 
vertical cracking 
throughout.

7

Concrete approach with 
C&G. Transverse 
cracking with wear and 
weathering throughout.

6

Surf: Concrete. Minor 
transverse cracking 
throughout. Map 
cracking and spall (2 
sft) in span 1W. Btm: 
Deck bottom with minor 
random cracking 
throughout. Minor spall 
(1 sft) in span 1E, bay 
1S. Fas: Repaired at 
piers. Minor cracks and 
delaminations over sl

7

A-588 steel . Beams 
recently cleaned and 
coated. Large gap 
between beam ends. 
Slight buckle (1/8") in 
bottom flange of Beam 
1N, Span 1W at Pier 
1W. Does not appear to 
be the result of beam 
ends crushing. 

9

Recently cleaned 
and coated. No 
signs of rust. 
Minor 
weathering 
throughout.

7

Rockers over piers 
recently cleaned and 
coated. Light rust on 
outside bearing plates. 
Bearings appear to be 
functioning properly.

7
Minor vertical cracking 
and rust stains 
throughout.

7
Recently repaired. 
Minor cracking 
throughout.

N N/A. N

63163103000S19
0

7980 I-696 RAMP WB     
I-75 & RAMPS 
TO I-75 SB 

I-75 / I-696 
INTRCHG     

1971 2007 2015/07/22 6 7 7 N N 6

Concrete upper 
surface. Map cracked 
throughout. Hairline 
diagonal corner cracks. 

7

HPR joints along both 
abutment reference 
lines, approximately 
50% of each are 
punched. 1'x2' HMA 
patch on the west HPR 
joint header.
Strip seal EJD's along 
all three pier 
centerlines, debris 
filled.

N N/A 7

South Barrier: Type 4 
concrete barrier with 2-
tube upper. Shallow 
STS's on the face of the 
south barrier. 
North Barrier: Solid 
concrete barrier with a 
Type 4 Modified barrier 
cast in front. 

7

Concrete approach 
pavement with sealed 
transverse joints. Minor 
surface wear.

6

Top: Concrete upper 
surface. Map cracked 
throughout. Hairline 
diagonal corner cracks. 
Shallow 2'x2' spall in 
span 1w.
Bottom: HL transverse 
cracks spaced at 2'-5' 
all bays. Minor map 
cracking in all bays. 
Small 1.5'x1.5' spall in 
span 4w, bay 1s.
Fascias:

7

(4) painted steel plate 
girders. All spans are 
simply supported. 
Beams are straight and 
placed on chords with a 
curved deck.

8

Paint Stamp: 
Span 1w: A588 
S09-63103 
08/08-4 (S09 
should be S19)
Span 4w: A588 
S19-63103 
08/08-4
Minor 
condensation 
moisture stains, 
no rust noted.

7

Painted steel plate 
bearings at each 
abutment.
Two rows of painted 
steel rocker bearings at 
pier 1w and 3w. No 
significant tilt noted.
Two rows of painted 
steel plate bearings at 
pier 2w.

7

Concrete cantilever 
abutment walls.
West Wall: Minor 
isolated HL vertical 
cracks.
East Wall: HL vertical 
crack under bay 1s and 
4s. HL vertical crack 
under beam 3s.

7

Pier 1w and 2w: Three 
square concrete 
columns with concrete 
cap and crashwalls.
Pier 3w: Two square 
concrete columns with 
concrete cap and 
crashwalls.
Shrinkage cracks in 
prior patches.

N
Grade 
separation.

N

63163103000S19
0

7980 I-696 RAMP WB     
I-75 & RAMPS 
TO I-75 SB 

I-75 / I-696 
INTRCHG     

1971 2007 2017/07/20 6 7 7 N N 6

Concrete upper 
surface. Map cracked 
throughout. Hairline 
diagonal corner cracks. 

7

HPR joints along both 
abutment reference 
lines, approximately 
50% of each are 
punched. 1'x2' HMA 
patch on the west HPR 
joint header.
Strip seal EJD's along 
all three pier 
centerlines, debris 
filled.

N N/A 7

South Barrier: Type 4 
concrete barrier with 2-
tube upper. Shallow 
STS's on the face of the 
south barrier. 
North Barrier: Solid 
concrete barrier with a 
Type 4 Modified barrier 
cast in front. 

7

Concrete approach 
pavement with sealed 
transverse joints. Minor 
surface wear.

6

Top: Concrete upper 
surface. Map cracked 
throughout. Hairline 
diagonal corner cracks. 
Shallow 2'x2' spall in 
span 1w.
Bottom: HL transverse 
cracks spaced at 2'-5' 
all bays. Minor map 
cracking in all bays. 
Small 1.5'x1.5' spall in 
span 4w, bay 1s.
Fascias:

7

(4) painted steel plate 
girders. All spans are 
simply supported. 
Beams are straight and 
placed on chords with a 
curved deck.

8

Paint Stamp: 
Span 1w: A588 
S09-63103 
08/08-4 (S09 
should be S19)
Span 4w: A588 
S19-63103 
08/08-4
Minor 
condensation 
moisture stains, 
no rust noted.

7

Painted steel plate 
bearings at each 
abutment.
Two rows of painted 
steel rocker bearings at 
pier 1w and 3w. No 
significant tilt noted.
Two rows of painted 
steel plate bearings at 
pier 2w.

7

Concrete cantilever 
abutment walls.
West Wall: Minor 
isolated HL vertical 
cracks.
East Wall: HL vertical 
crack under bay 1s and 
4s. HL vertical crack 
under beam 3s.

7

Pier 1w and 2w: Three 
square concrete 
columns with concrete 
cap and crashwalls.
Pier 3w: Two square 
concrete columns with 
concrete cap and 
crashwalls.
Shrinkage cracks in 
prior patches.

N
Grade 
separation.

N

63163174000B02
1

8041 I-75 NB
RED RUN 
DRAIN PATH

IN MADISON 
HTS

1963 2001 1996/04/23 4 4 5 N 8 4 4 4 0 5 8 N

63163174000B02
1

8041 I-75 NB
RED RUN 
DRAIN PATH

IN MADISON 
HTS

1963 2001 1998/11/09 4 3 4 N 8 3 4 3 3 4 N N

dubaym
Draft
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63163174000B02
1

8041 I-75 NB
RED RUN 
DRAIN PATH

IN MADISON 
HTS

1963 2001 1999/06/08 4 3 4 N 8 3

Over 35% spalled, 
delaminated and bit 
patched.  Poor 
condition.

3
Leaking, spalled and bit 
patched

3
Leaking, spalled and bit 
patched

4

Thrie beam across 
structure, spall & rusty 
cracks on concrete 
posts. STS

6
Few cracks and bit 
patch @ ref lines.  Bit 
approach +bit & spalls.

4

Small spalls in 
backwalls, many 
leaching cracks 
throughout.  Two  1ft 
longit. hole in W fascia 
bm.  7&8W large holes 
in fascia.  2 holes @ 
NW fascia.

3

Girders w/ section loss, 
beams ends in contact 
over N-pier. Hole in 
beam 2E @ N-pier

3
Freckled paint 
system

4

Rockers rusty and 
tilted, N rockers heavily 
rusted w/ some section 
loss

4

Deep spall under bm 
1&4-E and incip spall 
under bm 2E N abut, 
cracks

4

Rusty leaching cracks, 
soffit spalled to steel N-
pier both ends, cracks 
& spalls on column.  10 
sqft. of STS.

N

63163174000B02
1

8041 I-75 NB
RED RUN 
DRAIN PATH

IN MADISON 
HTS

1963 2001 2000/04/19 4 3 4 N 8 3

Over 50% spalled, 
delaminated and bit 
patched.  Poor 
condition.

3
Leaking, spalled and bit 
patched

3
Leaking, spalled and bit 
patched

4

Thrie beam across 
structure, spall & rusty 
cracks on concrete 
posts. STS

6
Few cracks and bit 
patch @ ref lines.  Bit 
approach +bit & spalls.

4

Small spalls in 
backwalls, many 
leaching cracks 
throughout.

3
Girders w/ section loss, 
beams ends in contact 
over N-pier.

3
Freckled paint 
system

4

Rockers rusty and 
tilted, N rockers heavily 
rusted w/ some section 
loss

4

Deep spall under bm 
1,2,4 E of N abut.  Incip 
spall S abut under bm 
1E.  STS at 1W of S 
abut.

4

Rusty leaching cracks, 
soffit spalled to steel N-
pier both ends, cracks 
& spalls on column.  10 
sqft. of STS.

N

63163174000B02
1

8041 I-75 NB
RED RUN 
DRAIN PATH

IN MADISON 
HTS

1963 2001 2001/01/18 4 3 4 N 8 3

Over 50% spalled, 
delaminated and bit 
patched.  Poor 
condition.

3
Leaking, spalled and bit 
patched

3
Leaking, spalled and bit 
patched

4

Thrie beam across 
structure, spall & rusty 
cracks on concrete 
posts. STS

4
Few cracks and bit 
patch @ ref lines.  Bit 
approach +bit & spalls.

4

Small spalls in 
backwalls, many 
leaching cracks 
throughout.

3
Girders w/ section loss, 
beams ends in contact 
over N-pier.

2
Freckled paint 
system

4

Rockers rusty and 
tilted, N rockers heavily 
rusted w/ some section 
loss

4

Deep spall under bm 
1,2,4 E of N abut.  Incip 
spall S abut under bm 
1E.  STS at 1W of S 
abut.

4

Rusty leaching cracks, 
soffit spalled to steel N-
pier both ends, cracks 
& spalls on column.  15 
sqft. of STS.

N

63163174000B02
1

8041 I-75 NB
RED RUN 
DRAIN PATH

IN MADISON 
HTS

1963 2001 2001/07/31 4 3 4 N 8 N N Under construction 4 3 Under construction N N

63163174000B02
1

8041 I-75 NB
RED RUN 
DRAIN PATH

IN MADISON 
HTS

1963 2001 2002/03/15 9 6 6 N 8 8 Concrete deck - 2001 8 Strip seal 8 Compression seal 7
Concrete barrier.  rating 
lowered due to spall in 
east

8 Concrete - 2001 9
Stay in place metal 
forms

6

Beam end repairs - 
1,4,5,8 W  Span 1, 1W 
Span 2, 5W Span 2 
(south);  7,8W Span2 
(north), 1W Span3 
(abut):                       
5,6,7W Span 3

9 4

Rockers tilted, N 
rockers have some 
section loss.  painted 
2001

7 Patched - 2001 6

Vert. cracks, 3 lft crack 
in South cap, rust 
stains on North 
columns.  patched - 
2001

N N

63163174000B02
1

8041 I-75 NB
RED RUN 
DRAIN PATH

IN MADISON 
HTS

1963 2001 2004/02/24 8 6 6 N 8 8 Concrete deck - 2001 8 Strip seal 8 Compression seal 7
Concrete barrier.  rating 
lowered due to spall in 
east

8 Concrete - 2001 8
Stay in place metal 
forms

6

Beam end repairs - 
1,4,5,8 W  Span 1, 1W 
Span 2, 5W Span 2 
(south);  7,8W Span2 
(north), 1W Span3 
(abut):                       
5,6,7W Span 3

8 -1 4

Rockers tilted, N 
rockers have some 
section loss.  painted 
2001

7 Patched - 2001 6

Vert. cracks, 3 lft crack 
in South cap, rust 
stains on North 
columns.  patched - 
2001

7 -1 N -1

63163174000B02
1

8041 I-75 NB
RED RUN 
DRAIN PATH

IN MADISON 
HTS

1963 2001 2006/02/17 8 6 6 N 8 8 8 8 7 8 8 6

Beam end repairs - 
1,4,5,8 W  Span 1, 1W 
Span 2, 5W Span 2 
(south);  7,8W Span2 
(north), 1W Span3 
(abut):                       

 5,6,7W Span 3

8 4

Rockers tilted, N 
rockers have some 
section loss.  painted 

 2001
7 6

Vert. cracks, 3 lft crack 
in South cap, rust 
stains on North 
columns.  patched - 
2001

7 N

63163174000B02
1

8041 I-75 NB
RED RUN 
DRAIN PATH

IN MADISON 
HTS

1963 2001 2008/02/05 8 6 6 N 8 8              8 8 7 8 8 6 8 4 7 6 7 N

63163174000B02
1

8041 I-75 NB
RED RUN 
DRAIN PATH

IN MADISON 
HTS

1963 2001 2010/02/02 8 6 6 N 8 8
No visible deficiencies    
 

8
Debris in expansion 
opening

N 7
Concrete barrier. rating 
lowered due to spall in 
east 

8 No visible deficiencies 8
Permanent metal deck 
forms

6

Beam end repairs - 
1,4,5,8 W Span 1, 1W 
Span 2, 5W Span 2 
(south); 7,8W Span2 
(north), 1W Span3 
(abut): 5,6,7W Span 3

8
No visible 
deficiencies

4
Rockers tilted, N 
rockers have some 
section loss

7 Vertical cracks 6
Vert. cracks, 3 lft crack 
in South cap

7 N

63163174000B02
1

8041 I-75 NB
RED RUN 
DRAIN PATH

IN MADISON 
HTS

1963 2001 2012/01/18 8 6 6 N 8 8 Conc.  Few min crks. 8

Strip seal exp jts:  
Debris filled.  Comp:  
Slightly 
sunken/adheasion 
failures most of length.

N N/A 7
Concrete barrier. rating 
lowered due to spall in 
east side.

8 Conc.  Few min crks. 8

Surf:  Conc.  Few min 
crks.  Btm:  Min rust on 
Perm. S.I.P. Metal 
Forms.  Fas:  Min vrt 
crks, soffit trans crks, 
few sm shallow spalls.

6

Prev LOS has been 
corrected with Bm end 
repairs where needed.  
Other LOS up to 100% 
is in non-ciritical areas.  
Paint:  Some freckle 
rust spots.  LOS:  Prev 
LOS has been 
repaired/painted/stoppe
d.  Some pitting 
(<5%LOS) present.  
LOS up to 100% in non-
crit

8
Some freckle 
rust spots.

7
Rating corrected to 
conform to guides.  Min 
surf rust to most steel.

7
Patched areas have 
shrink crks.  Few vrt 
crks.

6

Patched areas have 
shrink crks.  Rand crks 
throughout.  Horz crks 
to incip spalls at 
top/cap.

N

There is no 
channel.  
Str now 
over dry 
land.  Old 
drainage 
system is 
now 
enclosed.

N

63163174000B02
1

8041 I-75 NB
RED RUN 
DRAIN PATH

IN MADISON 
HTS

1963 2001 2013/12/06 8 6 6 N N 8 Conc.  Few min crks. 8

Strip seal exp jts:  
 Debris filled (x2).

Comp:  Slightly 
sunken/adheasion 
failures most of length.

N N/A 7

Type IV Concrete 
barrier. rating lowered 
due to spall in east 
side.

8 Conc.  Few min crks. 8

Surf:  Conc.  Few min 
crks. Btm:  Min rust on 
Perm. S.I.P. Metal 
Forms.

6

Prev LOS has been 
corrected with Bm end 
repairs where needed.  
Other LOS up to 100% 
is in non-ciritical areas 
(btm of stiffners).  
Paint:  Some freckle 
rust spots.  LOSS:  
Bm1W, Sp2N:  Sm 2" 
hole in btm web btwn 
1/3 & 1/4 pt from P1N.  
Painted.  Prev LOS 

8
Some freckle 
rust spots.

7
Rating corrected to 
conform to guides.  Min 
surf rust to most steel.

7
Patched areas have 
shrink crks.  Few vrt 
crks.

6

Patched areas have 
shrink crks.  Rand crks 
throughout.  Horz crks 
to incip spalls at 
top/cap.

N

There is no 
channel.  
Str now 
over dry 
land.  Old 
drainage 
system is 
now 
enclosed.

N

63163174000B02
1

8041 I-75 NB
RED RUN 
DRAIN PATH

IN MADISON 
HTS

1963 2001 2015/11/03 8 6 6 N N 8 Conc.  Few min crks. 8

Strip seal exp jts:  
Debris filled (x2).
Comp:  Covered with 
HPR (Previous:  
Slightly 
sunken/adhesion 
failures most of length.)

N N/A 7

Type IV Concrete 
barrier. rating lowered 
due to spall in east 
side.

8 Conc.  Few min crks. 8

Surf:  Conc.  Few min 
crks. Btm:  Min rust on 
Perm. S.I.P. Metal 
Forms.

6

Prev LOS has been 
corrected with Bm end 
repairs where needed.  
Other LOS up to 100% 
is in non-critical areas 
(btm of stiffeners).  
Paint:  Some freckle 
rust spots.  LOSS:  
Bm1W, Sp2N:  Sm 2" 
hole in btm web btwn 
1/3 & 1/4 pt from P1N.  
Painted.  Prev LOS 

8
Some freckle 
rust spots.

7
Rating corrected to 
conform to guides.  Min 
surf rust to most steel.

7

Patched areas have 
shrink crks.  Few vrt 
crks. S. Abt, Bay 1E:  
1/8" vrt crk.

6

Patched areas have 
shrink crks.  Rand crks 
throughout.  Horz crks 
to incip spalls at 
top/cap.  P1S, S.Side, 
Bay 1E:  Horz. crk.  No 
undermining.

N

There is no 
channel.  
Str now 
over dry 
land.  Old 
drainage 
system is 
now 
enclosed.

N

63163174000B02
1

8041 I-75 NB
RED RUN 
DRAIN PATH

IN MADISON 
HTS

1963 2001 2017/07/05 8 6 5 N N 8 Conc.  Few min crks. 7

Strip seal exp jts:  
Debris filled (x2).  A few 
areas of bit patching 
next to joints.
Comp:  Covered with 
HPR (Previous:  
Slightly 
sunken/adhesion 
failures most of length.)  
Some spalls that have 
been bit patched.

N N/A 7

Type IV Concrete 
barrier. Spall in east 
railing at joint over the 
south abutment

8 Conc.  Few min crks. 8

Surf:  Conc.  Few min 
crks. Btm:  Min rust on 
Perm. S.I.P. Metal 
Forms.

6

Prev LOS has been 
corrected with Bm end 
repairs where needed.  
Other LOS up to 100% 
is in non-critical areas 
(btm of stiffeners).  
Paint:  Some freckle 
rust spots.  LOSS:  
Bm1W, Sp2N:  Sm 2" 
hole in btm web btwn 
1/3 & 1/4 pt from P1N.  
Painted.  Prev LOS 

8
Some freckle 
rust spots.

7
Min surf rust to most 
steel.

7

Patched areas have 
shrink crks.  Few vrt 
crks. S. Abt, Bay 1E:  
1/8" vrt crk.

5

Patched areas have 
shrink crks.  Rand crks 
throughout.  Horz crks 
to incip spalls at 
top/cap.  P1S, S.Side, 
Bay 1E:  Horz. crk.  
Cracks extend to under 
some of the bearings.  
RFA submitted to scale 
the pier caps.  Multiple 
areas of delam on cap 
underside.

N

There is no 
channel.  
Str now 
over dry 
land.  Old 
drainage 
system is 
now 
enclosed.

N

63163174000B02
2

8042 I-75 SB
RED RUN 
DRAIN PATH

IN MADISON 
HTS

1963 2001 1996/04/23 4 4 6 N 8 5 4 4 0 6 7 N

63163174000B02
2

8042 I-75 SB
RED RUN 
DRAIN PATH

IN MADISON 
HTS

1963 2001 1998/08/28 5 4 5 N 8 4 5 4 3 5 N N

63163174000B02
2

8042 I-75 SB
RED RUN 
DRAIN PATH

IN MADISON 
HTS

1963 2001 1999/06/08 5 3 4 N 8 3

20% spalled, 
delaminated and bit 
patched.  Poor 
condition.

3
Leaking, spalled and bit 
patched

3
Leaking, spalled and bit 
patched

5

Spalled to steel on 
concrete posts, thrie 
beam across structure. 
W rail damaged

5
S approach spalled & 
bit patched.  N app. 
good.  Bit approaches.

5
Soffit cracks, fascia 
spalls and small spalls 
in backwalls

3

Rusty beam ends & 
fascia beams, beams in 
contact over N-pier.  
4&5W contact.  1W @ 
N hole in bm E fascia 3 
holes. Some  repairs 
made.  Holes by N 
vertical stiffner.

2
10-15% overall 
rust

4
Rockers slightly tilted N 
& rusted.  1SW heavily 
rusted.

6
Incip spall under bm 
1W S-pier.  STS.  3W 
@ N- spall.

4

Many rusty leaching 
cracks, 2 sft spall to 
steel S & N pier, 
column cracks.  Many 
horizontil cracks.

N

dubaym
Draft
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Rating

Sub 
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Chanang
e Rtg 
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Culv 
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Cond Culv Comments

63163174000B02
2

8042 I-75 SB
RED RUN 
DRAIN PATH

IN MADISON 
HTS

1963 2001 2000/04/19 5 3 4 N 8 3

25% spalled, 
delaminated and bit 
patched.  Poor 
condition.

3
Leaking, spalled and bit 
patched

3
Leaking, spalled and bit 
patched

5

Spalled to steel on 
concrete posts, thrie 
beam across structure. 
W rail damaged

4
S approach spalled & 
bit patched.  N app. 
good.  Bit approaches.

5

Soffit cracks, fascia 
spalls and small spalls 
in backwalls.  Spalls on 
W & E deck facia

3

Rusty beam ends & 
fascia beams, beams in 
contact over N-pier.  
4&5W contact.  1W @ 
N hole in bm E fascia 3 
holes. Some  repairs 
made.  Holes by N 
vertical stiffner.

2
10-15% overall 
rust

4
Rockers slightly tilted N 
& rusted.  1SW heavily 
rusted.

6

spall under bm 1W S 
abut, loss of bearing.  
STS.  3W @ N- spall.  
Spall under bm 1E N 
abut, STS, loss of 
bearing.

4

Many rusty leaching 
cracks, 10 sft spall to 
steel S & N pier, 
column cracks.  Many 
horizontil cracks.

N

63163174000B02
2

8042 I-75 SB
RED RUN 
DRAIN PATH

IN MADISON 
HTS

1963 2001 2001/01/18 5 3 4 N 8 3

25% spalled, 
delaminated and bit 
patched.  Poor 
condition.

3
Leaking, spalled and bit 
patched

3
Leaking, spalled and bit 
patched

5

Spalled to steel on 
concrete posts, thrie 
beam across structure. 
W rail damaged

4
S approach spalled & 
bit patched.  N app. 
good.  Bit approaches.

5

Soffit cracks, fascia 
spalls and small spalls 
in backwalls.  Spalls on 
W & E deck facia

3

Rusty beam ends & 
fascia beams, beams in 
contact over N-pier.  
4&5W contact.  1W @ 
N hole in bm E fascia 3 
holes. Some  repairs 
made.  Holes by N 
vertical stiffner.

2
10-15% overall 
rust

4
Rockers slightly tilted N 
& rusted.  1SW heavily 
rusted.

4

spall under bm 1W S 
abut, loss of bearing.  
STS.  3W @ N- spall.  
Spall under bm 1E N 
abut, STS, loss of 
bearing.

4

Many rusty leaching 
cracks, 10 sft spall to 
steel S & N pier, 
column cracks.  Many 
horiz crks.  25 ft2 incip 
spall.

N

63163174000B02
2

8042 I-75 SB
RED RUN 
DRAIN PATH

IN MADISON 
HTS

1963 2001 2001/06/01 5 3 4 N 8 N Under construction N 5 3
Under 
construction

Under construction N N

63163174000B02
2

8042 I-75 SB
RED RUN 
DRAIN PATH

IN MADISON 
HTS

1963 2001 2002/03/15 9 6 6 N 8 8 Concrete deck - 2001 8 Strip seal 8 Compression seal 8 Concrete barrier 8 Concrete - 2001 9
Stay in place metal 
forms

6

Beam end repairs - 3,7 
W Span 1;  2,3,4,5 W 
Span 2 (north);  3,7 W 
Span 2 (south);  1,3,5,7 
W Span 3;                      
1W Span3 (abut)

9 4

Rockers slightly tilted, 
N rockers have some 
section loss.  painted - 
2001

7
Vertical cracks, 
patched - 2001

6

Vert. cracks in North 
cap, 15 lft hariz. crack 
in South cap.  patched - 
2001

N N

63163174000B02
2

8042 I-75 SB
RED RUN 
DRAIN PATH

IN MADISON 
HTS

1963 2001 2004/02/24 8 6 6 N 8 8 Concrete deck - 2001 8 Strip seal 8 Compression seal 8 Concrete barrier 8 Concrete - 2001 8
Stay in place metal 
forms

6

Beam end repairs - 3,7 
W Span 1;  2,3,4,5 W 
Span 2 (north);  3,7 W 
Span 2 (south);  1,3,5,7 
W Span 3;                      
1W Span3 (abut)

8 -1 4

Rockers slightly tilted, 
N rockers have some 
section loss.  painted - 
2001

7
Vertical cracks, 
patched - 2001

6

Vert. cracks in North 
cap, 15 lft hariz. crack 
in South cap.  patched - 
2001

7 -1 N -1

63163174000B02
2

8042 I-75 SB
RED RUN 
DRAIN PATH

IN MADISON 
HTS

1963 2001 2006/02/17 7 6 6 N 8 8 8 8 8 8 7 6

Beam end repairs - 3,7 
W Span 1;  2,3,4,5 W 
Span 2 (north);  3,7 W 
Span 2 (south);  1,3,5,7 
W Span 3;                      

 1W Span3 (abut)

8 4

Rockers slightly tilted, 
N rockers have some 
section loss.  painted - 

 2001
7 6

Vert. cracks in North 
cap, 15 lft hariz. crack 
in South cap.  patched - 

 2001
7 N

63163174000B02
2

8042 I-75 SB
RED RUN 
DRAIN PATH

IN MADISON 
HTS

1963 2001 2008/02/04 7 6 6 N 8 8              8 8 8 8 7 6 8 4 7 6 7 N

63163174000B02
2

8042 I-75 SB
RED RUN 
DRAIN PATH

IN MADISON 
HTS

1963 2001 2010/02/02 8 8 6 N 8 8
No visible deficiencies    
 

8
Debris in expansion 
opening

N 8 No visible deficiencies 8 No visible deficiencies 8
Permanent metal deck 
forms

8

Beam end repairs - 3,7 
W Span 1; 2,3,4,5 W 
Span 2 (north); 3,7 W 
Span 2 (south); 1,3,5,7 
W Span 3; 1W Span3 
(abut

8
No visible 
deficiencies

4
Rockers slightly tilted, 
N rockers have some 
section loss

7 Vertical cracks 6
Vert. cracks in North 
cap, 15 lft hariz. crack 
in South cap

7 N

63163174000B02
2

8042 I-75 SB
RED RUN 
DRAIN PATH

IN MADISON 
HTS

1963 2001 2012/01/18 8 8 6 N 8 8 Conc.  Few min crks. 8

Strip seal exp jts:  
Debris filled.  Sm 
adjacent spalls.  Comp:  
Slightly 
sunken/adheasion 
failures most of length.

N N/A 8 Type IV.  Few vrt crks. 8 Conc.  Few min crks. 8

Surf:  Conc.  Few min 
crks.  Btm:  Min rust on 
Perm. S.I.P. Metal 
Forms.  Fas:  Min vrt 
crks, soffit trans crks, 
few sm shallow spalls.

8

Prev LOS has been 
corrected with Bm end 
repairs where needed.  
Other LOS up to 100% 
is in non-ciritical areas.  
Paint:  Some freckle 
rust spots.  LOS:  Prev 
LOS has been 
repaired/painted/stoppe
d.  Some pitting 
(<5%LOS) present.  
LOS up to 100% in non-
crit

8
Some freckle 
rust spots.

7
Rating corrected to 
conform to guides.  Min 
surf rust to most steel.

7
Patched areas have 
shrink crks.  Few vrt 
crks.

6

Patched areas have 
shrink crks.  Rand crks 
throughout.  Horz crks 
to incip spalls at 
top/cap.

N

There is no 
channel.  
Str now 
over dry 
land.  Old 
drainage 
system is 
now 
enclosed.

N

63163174000B02
2

8042 I-75 SB
RED RUN 
DRAIN PATH

IN MADISON 
HTS

1963 2001 2013/12/06 8 8 6 N N 8 Conc.  Few min crks. 8

Strip seal exp jts:  
Debris filled.  Sm 

 adjacent spalls.  
Comp:  Slightly 
sunken/adheasion 
failures most of length.

N N/A 8 Type IV.  Few vrt crks. 8 Conc.  Few min crks. 8

Surf:  Conc.  Few min 
crks.  Btm:  Min rust on 
Perm. S.I.P. Metal 
Forms.  Fas: Min vrt 
crks, soffit trans crks, 
few sm shallow spalls. 

8

LOSS on bottom of 
many stiffners.  Prev 
LOS has been 
corrected with Bm end 
repairs where needed.  
Other LOS up to 100% 
is in non-ciritical areas.  
Paint:  Some freckle 
rust spots.  LOS:  Prev 
LOS has been  repaired 
/ painted / stopped.  
Some pitting (<5%L

8
Some freckle 
rust spots.

7
Rating corrected to 
conform to guides.  Min 
surf rust to most steel.

7
Patched areas have 
shrink crks.  Few vrt 
crks.

6

Patched areas have 
shrink crks.  Rand crks 
throughout.  Horz crks 
to incip spalls at 
top/cap. P 1 S, N. Face 
has 2 sqft STS bottom 
of center bay.

N

There is no 
channel.  
Str now 
over dry 
land.  Old 
drainage 
system is 
now 
enclosed.

N

63163174000B02
2

8042 I-75 SB
RED RUN 
DRAIN PATH

IN MADISON 
HTS

1963 2001 2015/07/13 8 8 6 N N 8 Conc.  Few min crks. 6

Strip seal exp jts (2x):  
Debris filled.  Sm 
adjacent spalls (4sft on 
N JT).  
HPR joints:  12' 
missing filler on S jt. 
Slightly 
sunken/adheasion 
failures most of length. 
Rating base on HPR 
joint condition

N N/A 8
Type IV.  Few vrt crks 
@8'.

8 Conc.  Few min crks. 8

Surf:  Conc.  Few min 
crks.  Btm:  Min rust on 
Perm. S.I.P. Metal 
Forms.  Fas: Min vrt 
crks, soffit trans crks, 
few sm shallow spalls. 

8

(7) steel girders. All 
girders are tuching at 
piers 1S&2SLOSS on 
bottom of many 
stiffners.  Prev LOS has 
been corrected with Bm 
end repairs where 
needed.  Other LOS up 
to 100% is in stiffeners.  
Paint:  Some freckle 
rust spots.  LOS:  Prev 
LOS has been  r

8

Some freckle 
rust spots.Some 
freckle rust spots 
at fascia beams 
bot/flanges. 

5

Exp. bearings on pier 
1S are sloped N to 
extend.   Min surf rust 
to most steel.

7

Patched areas have 
shrink crks.  Few vrt 
crks.Patched areas 
have shrink crks.  Few 
vrt crks.

6

Patched areas have 
shrink crks.  Rand crks 
throughout.  Horz crks 
to incip spalls at 
top/cap. P 1 S, N. Face 
has 6 sft STS and 10 
sft incip. spall bottom 
of center bay.

N

There is no 
channel.  
Str now 
over dry 
land.  Old 
drainage 
system is 
now 
enclosed.

N

63163174000B02
2

8042 I-75 SB
RED RUN 
DRAIN PATH

IN MADISON 
HTS

1963 2001 2017/07/07 7 8 6 N N 7
Conc. Few minor 
cracks with shallow 
spalls within 2' of joints.

6

Strip seal exp jts (2x): 
Debris filled with 4 
shallow spalls within 2' 
of exp jt 2. 
HPR joints: 12' missing 
filler on S jt with minor 
vegetation Slightly 
sunken/adhesion 
failures 75% of joint 
length.

5 N/A 7
Type IV. Vertical cracks 
@ 8' O.C. with rust 
staining.

8

Conc. Few minor 
cracks. PRJ N and S of 
structure in fair 
condition, joint material 
missing at S PRJ.

7

Surf: Conc. Few minor 
cracks with shallow 
spalls within 2' of joints.  
Btm:  Min rust on Perm. 
S.I.P. Metal Forms.  
Fas: Minor vertical 
cracks, soffit transverse 
cracks, minor popouts 
E fascia span 3.

8

(7) steel girders. Beam 
end contact at P1 and 
P2. LOS on bottom of 
many fascia stiffeners.  
Paint: Some freckle 
rust spots.  LOS:  Prev 
LOS has been repaired 
at beam ends where 
needed/painted/arreste
d. Other LOS up to 
100% in fascia 
stiffeners. Some pitti

6

Scattered 
coating failures 
with rust spots 
and laminate 
rust at fascia 
beams 
bot/flanges. 

5

Rocker bearings P1 are 
tipped N to the 
maximum extent. Min 
surf rust on the majority 
of bearings.

7

Few vrt crks. with 
shrinkage cracks in 
patched areas. S 
abutment B1 patch with 
minor delamination and 
cracking. 74" x 26" 
delamination N 
abutment B7 with rust 
staining, efflorescence, 
and potential 
undermining.

6

Shrinkage cracks in 
patched areas  
Horizontal cracks with 
delamaination and 
incipient spalls in P1 
and P2 soffit and 
fascias. P1 N fascia 6 
sqft STS C1-C2 soffit 
and 8 sft incip. spall 
with 3 sqft STS C2-C3 
soffit. Heavy map 
cracking W end of P1 
and P2 ca

N

Red Run 
Drain 
enclosed 
under the 
bridge.

N

63163174000P01
0

8049 12 MI RD WALKOVER I-75
IN MADISON 
HTS

1963 1996/04/01 4 4 N N 4 4 N N

63163174000P01
0

8049 12 MI RD WALKOVER I-75
IN MADISON 
HTS

1963 1996/04/23 4 4 7 N N 7 4 4 3 7 N N

63163174000P01
0

8049 12 MI RD WALKOVER I-75
IN MADISON 
HTS

1963 1997/07/09 3 N 7 N N 6 3 N N 7 N N

63163174000P01
0

8049 12 MI RD WALKOVER I-75
IN MADISON 
HTS

1963 1998/07/01 3 4 7 N N 3 4 N N

63163174000P01
0

8049 12 MI RD WALKOVER I-75
IN MADISON 
HTS

1963 1998/07/22 3 4 7 N N 3 4 N N

63163174000P01
0

8049 12 MI RD WALKOVER I-75
IN MADISON 
HTS

1963 1998/07/22 3 4 7 N N 5 3 4 1 7 N N

63163174000P01
0

8049 12 MI RD WALKOVER I-75
IN MADISON 
HTS

1963 1999/06/25 3 4 7 N N 3 4 N N

dubaym
Draft
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Cond Rail Comments

Approac
h Rtg 
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Cond Strg Comments
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Cond
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Rtg 
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Cond Pier Comments

Chanang
e Rtg 
Cond
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63163174000P01
0

8049 12 MI RD WALKOVER I-75
IN MADISON 
HTS

1963 2000/09/18 3 4 7 N N 4

Small spalls to steel on 
ramp, several map 
cracks. Spall patched 
w/concret spalls along 
N &S edges both ends, 
several  longitud 
cracks.

7
Compression seals @ 
ends

7
Construction jt @ 
midspan

6

Chail link fence, 3-tube 
alum rail on ramps, 
some tubes bent, rust 
stains.

6

Small spall E ramp and 
scaling, cracks on 
fascias. Patch on W 
approach.

3

Edge cracks and spalls, 
cracks ramp fascia, 30 
sft spall to steel wood 
form underneath at 
both ends (E&W) map 
cracks.

4
Rusty w/ minor section 
loss

1
50% overall rust.  
100%  on bot. 
flanges.

6
Steel plates some rust.  
1-2 sft

7
2 small spalls W ramp 
abutment and one east, 
leachy cracks.

8 Relief pier horiz. crack. N

*** Drain 
E&W pier 
rusted 
through @ 
elbow.

N
*** Drain on E end 
approach plugged

63163174000P01
0

8049 12 MI RD WALKOVER I-75
IN MADISON 
HTS

1963 2001/02/02 8 5 6 N N 7 Few travnsverse cracks 7
Compression seals @ 
ends

7 6

Chain link fence, 3-tube 
alum rail on ramps, 
some tubes bent, rust 
stains.

6

Small spall E ramp and 
scaling, cracks on 
fascias. Patch on W 
approach.

8 5 Minor section loss 8 Painted in 2000 6
Steel plates painted in 
2000

6
2 small spalls W ramp 
abutment and one east, 
leachy cracks.

8 Relief pier horiz. crack. N N

63163174000P01
0

8049 12 MI RD WALKOVER I-75
IN MADISON 
HTS

1963 2003/02/28 8 5 6 N N 7 Travnsverse cracks. 7
Compression seals @ 
ends.

7 6

Chain link fence, 3-tube 
alum rail on ramps, 
some tubes bent, rust 
stains.

6

Small spall E ramp and 
scaling.  Incip spalls 
&cracks on fascias. 
Patch on E approach.

8
Deck soffit is a covered 
T-rail.

5
Section loss to beam 
ends.

8 Painted in 2000. 6
Steel plates painted in 
2000.

6
2 small spalls W ramp 
abutment and one east, 
leachy cracks.

7
Few random cracks to 
caps & columns.

N

63163174000P01
0

8049 12 MI RD WALKOVER I-75
IN MADISON 
HTS

1963 2005/01/25 8 5 6 N N 7 Travnsverse cracks 7
Compression seals @ 
ends

7 6

 Chain link fence, 3-
tube alum rail on 
ramps, some tubes 

 bent, rust stains.
6

 Small spall E ramp 
and scaling.  Incip 
spalls &cracks on 
fascias. Patch on E 

 approach.

8
 Deck soffit is a covered 
T-rail.

5
Section loss to beam 
ends

8  Painted in 2000. 6
 Steel plates painted in 
2000

6

2 small spalls W ramp 
abutment and one east, 

 leachy cracks.
7

Few random cracks to 
caps & columns.

N N

63163174000P01
0

8049 12 MI RD WALKOVER I-75
IN MADISON 
HTS

1963 2007/01/30 8 5 6 N N 7
Travnsverse cracks- 

 Snow covered 7
Compression seals @ 
ends

7 6

Chain link fence, 3-tube 
alum rail on ramps, 
some tubes bent, rust 

 stains.
6

Small spall E ramp and 
scaling.  few spalls 
&cracks on fascias. 
Patch on E approach. - 
mostly covered with 
snow.

8
Deck soffit is a covered 

 T-rail. 5
Section loss to beam 
ends and floorbeams

8 6
Steel plates w/ minor 
rust

6

2 small spalls W ramp 
abutment and one east, 

 leachy cracks.
7

 Few random cracks to 
caps & columns

N N

63163174000P01
0

8049 12 MI RD WALKOVER I-75
IN MADISON 
HTS

1963 2008/12/16 8 5 6 N N 7              7 7 6 6 8 5 8 6 6 7 N N

63163174000P01
0

8049 12 MI RD WALKOVER I-75
IN MADISON 
HTS

1963 2010/09/10 8 5 6 N N 7 Travnsverse cracks 7
Compression seals @ 
ends 

N 6

Chain link fence, 3-tube 
alum rail on ramps, 
some tubes bent, rust 
stains

6

Small spall E ramp and 
scaling. few spalls 
&cracks on fascias. 
Patch on E approach

8
Concrete orthotropic 
deck

5
Section loss to beam 
ends and floorbeams

8
Minor 
weathering

6
Steel plates w/ minor 
rust 

6
2 small spalls W ramp 
abutment and one east, 
leachy cracks

7
Few random cracks to 
caps & columns 

N N

63163174000P01
0

8049 12 MI RD WALKOVER I-75
IN MADISON 
HTS

1963 2012/09/11 7 5 6 N N 7 Travnsverse cracks 7
Compression seals @ 
ends.  Debris filled.

N N/A 6

2" galv. ped fence 
(moderate surf rust) 
with 3 alum tube on 
apps.  Alum tubes are 
bent and one is 
dislodged.

5

App spans are conc. 
slabs.  Hvy rand/map 
crks.  Leaching, 
stalactites, incipient 
spalls.  Shallow spalls 
on fas.

7

Surf:  Travnsverse 
cracks.  Btm:  Perm. 
Inverted T-Beam metal 
forms.  No rust.

5

Minor Section loss to 
beam ends and 
floorbeams.  Paint:  1 
lg blister to S.W.Q. fas.  
Min surf rust to top/top 
flange.

7

1 lg blister to 
S.W.Q. fas.  Min 
surf rust to 
top/top flange.

7

Rating corrected to 
conform to guides.  
Steel plates w/ minor 
rust.

6
2 small spalls W ramp 
abutment and one east, 
leachy cracks 

7
Few random cracks to 
caps & columns 

N N/A N

63163174000P01
0

8049 12 MI RD WALKOVER I-75
IN MADISON 
HTS

1963 2014/09/05 6 5 6 N N 6

Transverse 1/16" 
cracks. Small spalls, 
1/8" cracks & patches 
on both approaches.

7
Compression seals @ 
ends of main span. 
Debris filled.

N N/A 6

2" galv. ped fence 
(moderate surf rust) 
with 3 alum tube on 
apps.  Alum tubes are 
bent and one is 
dislodged.

6
Conc. approach 1" 
settlement at approach 
spans.

6

Surf:  transverse 
cracks.  Btm:  Perm. 
Inverted T-Beam metal 
forms.  No rust. Large 
STS on both approach 
spans.  Rating lowered 
due to large STS's on 
approach span. Large 
areas of delamination 
on both fascias on 
approach spans Rating 
lowered due to large 

5

Steel beams on main 
span. Minor Section 
loss to beam ends and 
floorbeams.  Paint:  1 
lg blister to S.W.Q. fas.  
Min surf rust to top/top 
flange. LOS: <10 % 
section loss at bm ends 
and floorbeams . 
Approch spans consist 
of conc slabs (see deck 
items for sl

7

1 lg blister to 
S.W.Q. fas.  Min 
surf rust to 
top/top flange.

7
Steel plates w/ minor 
rust.

6
2 small spalls W ramp 
abutment and one east, 
leachy cracks 

7
Few random cracks to 
caps & columns 

N N/A N

63163174000P01
0

8049 12 MI RD WALKOVER I-75
IN MADISON 
HTS

1963 2016/09/16 6 5 6 N N 6

Transverse 1/16" 
cracks. Small spalls, 
1/8" cracks & patches 
on both approaches.

7
Compression seals @ 
ends of main span. 
Debris filled.

N N/A 6

2" galv. ped fence 
(moderate surf rust) 
with 3 alum tube on 
apps.  Alum tubes are 
bent and one is 
dislodged.

6
Conc. approach 1" 
settlement at approach 
spans.

6

Surf:  transverse 
cracks.  Btm:  Perm. 
Inverted T-Beam metal 
forms.  No rust. Large 
STS on both approach 
spans.  Rating lowered 
due to large STS's on 
approach span. Large 
areas of delamination 
on both fascias on 
approach spans Rating 
lowered due to large 

5

Steel beams on main 
span. Minor Section 
loss to beam ends and 
floorbeams.  Paint:  1 
lg blister to S.W.Q. fas.  
Min surf rust to top/top 
flange. LOS: <10 % 
section loss at bm ends 
and floorbeams . 
Approch spans consist 
of conc slabs (see deck 
items for sl

7

1 lg blister to 
S.W.Q. fas.  Min 
surf rust to 
top/top flange.

7
Steel plates w/ minor 
rust.

6
2 small spalls W ramp 
abutment and one east, 
leachy cracks 

7
Few random cracks to 
caps & columns 

N N/A N

63163174000P02
0

8050
BERNHARD ST 
WALKOV

I-75                    
IN HAZEL 
PARK            

1966 1995/08/04 6 6 7 N N 6 6 6 4 7 N N

63163174000P02
0

8050
BERNHARD ST 
WALKOV

I-75                    
IN HAZEL 
PARK            

1966 1997/09/12 7 6 7 N N 6 7 6 2 7 N N

63163174000P02
0

8050
BERNHARD ST 
WALKOV

I-75                    
IN HAZEL 
PARK            

1966 1999/07/12 6 5 7 N N 6

Few cracks and small 
spalls.  Some concrete 
patch-3sm.  0.5 sm 
spall to resteel.

3
Leaking.  Sealant 
missing, minor spalls.

3
Leaking, missing sealant 
and see thru.

4

Chain link fence, top 
horiz. brace missing, E. 
end.  Three bottom 
horiz. braces missing.  
Rusty.  10 meters of 
top support truss 
missing over NB, to 
bracket broken at 
center.

6

E. ramp fascia has 20 
m of spall to resteel.  
Small spall under deck 
at E. fascia ramp.  
Small, leaching cracks.

5

Light section loss along 
webs and bottom 
flanges at supports.  
Pack rust forming.

2 15% overall rust. 6 Metal plates, rusty. 7 Few cracks. 7 Few cracks. N N

63163174000P02
0

8050
BERNHARD ST 
WALKOV

I-75                    
IN HAZEL 
PARK            

1966 2001/07/10 5 5 7 N N 6

Longitudinal cracks and 
small spalls.  Some 
with bit patch.  some 
concrete patch.  1 m2 
sts.  Rust showing 
through.

3
Leaking.  Sealant 
missing, minor spalls.

3
Leaking, missing sealant 
and see thru.

5

Chain link fence, top 
horiz. brace missing, E. 
end.   Rusty.  Bracket 
broken at center.

5

E. ramp fascia has 20 
m of spall to resteel.  
Small spall under deck 
at E. fascia ramp.  
Small, leaching cracks.  
Small incip spall on 
west side.

5

Light section loss along 
webs and bottom 
flanges at supports.  
Pack rust forming.  
Rusty top flanges and 
rusty bottom flange of 
floor beams.

1

Heavier rust over 
SB traffic.  Rust 
along top, 
bottom and 
webs.

6 Metal plates, rusty. 7 Few cracks. 7
Cracking in cap of C-
pier.

N N

63163174000P02
0

8050
BERNHARD ST 
WALKOV

I-75                    
IN HAZEL 
PARK            

1966 2003/07/11 5 5 7 N N 5

Longitudinal cracks and 
small spalls.  Some 
with bit patch.  Some 
concrete patch.  1 sts. 
On top rust showing 
through.  Ramps have 
areas of concrete 
patch.  Bit patch as well 
as small scattered 
spalls.

3
Leaking.  Sealant 
missing, minor spalls.

3
Leaking, missing sealant 
and see thru over pier 
6W.

5

Chain link fence, top 
horiz. brace missing, E 
& W end.   Rusty.  
Bracket broken at 
center.

5

E. ramp fascia has 80' 
of spall to resteel.  
Small spall under deck 
at E. fascia ramp.  
Small, leaching cracks.  
Small incip spalls. 
Small spall next to W 
abut. Two large pieces 
of resteel hanging down 
from fascia.

5

Light section loss along 
webs and bottom 
flanges at supports.  
Pack rust forming.  
Rusty top flanges and 
rusty bottom flange of 
floor beams.

3

Heavier rust over 
SB traffic.  Rust 
along top, 
bottom and 
webs.

6 Metal plates, rusty. 7 Few cracks. 7

Cracking and 
delamination @ top of 
cap of C-pier. Rust 
stains.

N N

63163174000P02
0

8050
BERNHARD ST 
WALKOV

I-75                    
IN HAZEL 
PARK            

1966 2005/07/13 5 5 7 N N 5

Longitudinal cracks and 
small spalls.  Some 
with bit patch.  Some 
concrete patch.  1 sts. 
On top rust showing 
through.  Ramps have 
areas of concrete 
patch.  Bit patch as well 
as small scattered 
spalls.

3
Leaking.  Sealant 
missing, minor spalls.  
STS at W exp. jt.

3
Leaking, missing sealant 
and see thru over pier 
6W.

5

Chain link fence, top 
horiz. brace missing, E 
& W end.   Rusty.  
Bracket broken at 
center.

 5

E. ramp fascia has 80' 
of spall to resteel.  
Small spall under deck 
at E. fascia ramp.  
Small, leaching cracks.  
Small incip spalls. 
Small spall next to W 
abut. Two large pieces 
of resteel hanging down 
from fascia.

5

Light section loss along 
webs and bottom 
flanges at supports.  
Pack rust forming.  
Rusty top flanges and 
rusty bottom flange of 
floor beams.

3

Heavier rust over 
SB traffic.  Rust 
along top, 
bottom and 
webs.

6 Metal plates, rusty. 7 Few cracks. 7

Cracking and 
delamination @ top of 
cap of C-pier. Rust 
stains.

N N

dubaym
Draft
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63163174000P02
0

8050
BERNHARD ST 
WALKOV

I-75                    
IN HAZEL 
PARK            

1966 2007/07/22 5 5 7 N N 5

Longitudinal cracks and 
small spalls.  Some 
with bit patch.  Some 
concrete patch.  1 sts. 
On top rust showing 
through.  Ramps have 
areas of concrete 
patch.  Bit patch as well 
as small scattered 
spalls.

3
Leaking.  Sealant 
missing, minor spalls.  
STS at W exp. jt.

3
Leaking, missing sealant 
and see thru over pier 
6W.

5

Chain link fence, top 
horiz. brace missing, E 
& W end.   Rusty.  
Bracket broken at 
center.

 5

E. ramp fascia has 80' 
of spall to resteel.  
Small spall under deck 
at E. fascia ramp.  
Small, leaching cracks.  
Small incip spalls. 
Small spall next to W 
abut. Two large pieces 
of resteel hanging down 
from fascia.

5

Light section loss along 
webs and bottom 
flanges at supports.  
Pack rust forming.  
Rusty top flanges and 
rusty bottom flange of 
floor beams.

3

Heavier rust over 
SB traffic.  Rust 
along top, 
bottom and 
webs.

6 Metal plates, rusty. 7 Few cracks. 7

 Cracking and 
delamination @ top of 
cap of C-pier. Rust 
stains.

N N

63163174000P02
0

8050
BERNHARD ST 
WALKOV

I-75                    
IN HAZEL 
PARK            

1966 2009/07/21 5 5 7 N N                   5 5   7 7 N N

63163174000P02
0

8050
BERNHARD ST 
WALKOV

I-75                    
IN HAZEL 
PARK            

1966 2011/07/01 6 8 7 N N 6

Approx. 70% of deck is 
patched.  Other areas - 
random leaching 
cracks.  Rust stains 
throughout.  Vegetation 
growth thru joints at 
approach span.  STS at 
curbs.  

8
Strip seal expansion 
joints are debris filled 
(x5).  

N None 8

Pedestrian fencing - 
curved with 1" mesh 
size.  No notable 
defects.

5

Concrete.  Random 
cracks and rust stains.  
Approx. 6" step at W. 
end.  - work 
recommendation for 
repair/smooth out.

6

Deck fascia - Deck 
fascia at approach 
spans have been 
patched.  Shrinkage 

 cracks in patches.
Deck surface - Approx. 
70% of deck is patched. 
Other areas - random 
leaching cracks.  Rust 
stains throughout.  
Vegetation growth thru 
joints at approach span. 

8
Beam end repairs.  No 
notable defects.

8

06/08-4 - 
Painted grey.  
No notable 
defects.

7
Light rust at bearing 
plates.

7
Few leaching cracks 
due to drains attached 
to abutments.

7

Previoiusly patched.  
Patches are in good 
condition.  Rust stains 
in cap.

N N/A N

63163174000P02
0

8050
BERNHARD ST 
WALKOV

I-75                    
IN HAZEL 
PARK            

1966 2013/07/19 6 7 7 N N 6

Approx. 70% of deck is 
patched.  Other areas - 
random leaching 
cracks.  Rust stains 
throughout.  STS at 
curbs poured at deck 
edge against beam.  
Approach spans:  
Vegetation growth thru 
joints.  50% of expoxy 
overlay gone on E. app. 
None on W. app.

8

Strip seal expansion 
joints are debris filled 
(x5).  Flat joints.  Not 
turned up at ends.  
Allows drainage onto 
pier caps.

N None 8

Pedestrian fencing - 
curved with 1" mesh 
size.  No notable 
defects.

5

Concrete.  Random 
cracks and rust stains.  
Approx. 6" step at W. 
end.  - work 
recommendation for 
repair.

6

Surf:  Approx. 70% of 
deck is patched.  Other 
areas - random 
leaching cracks.  Rust 
stains throughout.  STS 
at curbs poured at deck 
edge against beam.  
Approach spans:  
Vegetation growth thru 
joints.  50% of expoxy 
overlay gone on E. app.  
None on W. app.

7

Beam end repairs.  
Prev. Welded supports.  
Paint:  06/08-4 - 
Painted grey.  No 
notable defects.  LOS:  
No visible section loss.  
Brgs:  Light rust at 
bearing plates.

8

06/08-4 - 
Painted grey.  
No notable 
defects.

7
Light rust at bearing 
plates.

7
Few leaching cracks 
due to drains attached 
to abutments.

7

Previoiusly patched.  
Patches are in good 
condition with few rand. 
crks.  Rust stains in 
cap.

N N/A N

63163174000P02
0

8050
BERNHARD ST 
WALKOV

I-75                    
IN HAZEL 
PARK            

1966 2015/07/13 6 7 7 N N 6

Approx. 70% of deck is 
patched.  Other areas - 
random leaching cracks 
up to 1/8".  Rust stains 
throughout.  STS at 
curbs poured at deck 
edge against beam.  Up 
to 1/4" cracks in curbs. 
Approach spans:  
Vegetation growth thru 
joints.  50% of expoxy 
overlay 

8

Strip seal expansion 
joints are debris filled 
(x5).  Flat joints.  Not 
turned up at ends.  
Allows drainage onto 
pier caps.

8
Sawcut transv. joints in 
good condition

8

Pedestrian fencing - 
curved with 1" mesh 
size.  No notable 
defects.

5

Concrete.  Random 
cracks and rust stains.  
Approx. 6" step at W. 
end.  - work 
recommendation for 
repair.

6

Surf:  Approx. 70% of 
deck is patched.  Other 
areas - random 
leaching cracks up to 
1/8".  Rust stains 
throughout.  STS at 
curbs poured at deck 
edge against beam.  Up 
to 1/4" cracks in curbs. 
Approach spans:  
Vegetation growth thru 
joints.  50% of expoxy o

7

(2) steel beams in main 
span. Beam end 
repairs.  Prev. Welded 
supports.  Paint:  06/08-
4 - Painted grey.  No 
notable defects.  LOS:  
No visible section loss.  
Brgs:  Light rust at 
bearing plates.

8

06/08-4 - 
Painted grey.  
No notable 
defects.

7
Light rust at bearing 
plates.

7
Few leaching cracks 
due to drains attached 
to abutments.

7

Previoiusly patched.  
Patches are in good 
condition with few rand. 
crks.  Rust stains in 
cap.

N N/A N

63163174000P02
0

8050
BERNHARD ST 
WALKOV

I-75                    
IN HAZEL 
PARK            

1966 2017/07/07 6 7 6 N N 6

Approx. 70% of deck is 
patched. Transverse 
and longitudinal 
leaching cracks up to 
1/8" in remaining area 
with rust stains 
throughout. STS along 
15% of curbs poured at 
deck edge against 
beam with cracks up to 
1/4" Approach spans: 
Vegetation at joints. 
50% 

7

Strip seal expansion 
joints are debris filled 
(x5). Flat joints draining 
on pier caps without 
upturned ends.

8
Sawcut transverse joints 
in good condition.

8

Pedestrian fencing - 
curved with 1" mesh 
size.  No notable 
defects.

5

Concrete.  Random 
cracks and rust stains.  
Approx. 6" step at W. 
end.  - work 
recommendation for 
repair.

6

Surf: Approx. 70% of 
deck is patched. 
Transverse and 
longitudinal leaching 
cracks up to 1/8" in 
remaining area with 
rust stains throughout. 
STS along 15% of 
curbs poured at deck 
edge against beam with 
cracks up to 1/4" 
Approach spans: 
Vegetation at joints

7

(2) steel beams in main 
span with bolted end 
repairs. Prev. Welded 
supports.  Paint: 06/08-
4 - Painted grey with no 
notable defects on 
main beams. Scattered 
rust on floor beams.  
LOS: No visible section 
loss.  Brgs: Light rust at 
bearing plates.

8

06/08-4 - 
Painted grey 
with no notable 
defects on main 
beams. 
Scattered rust on 
floor beams.

7
Light rust at bearing 
plates.

7
Few leaching cracks 
due to drains attached 
to abutments.

6

Previously patched 
areas in good condition 
with few random 
cracks. Heavy map 
cracking P3 cap. Rust 
stains on pair caps 
under bearings.

N N/A N

63163174000P03
0

8051
HARRY AVE 
WALKOVER

I-75                    
IN HAZEL 
PARK            

1966 1995/08/04 6 5 7 N N 7 6 5 1 7 N N

63163174000P03
0

8051
HARRY AVE 
WALKOVER

I-75                    
IN HAZEL 
PARK            

1966 1997/09/12 6 5 6 N N 6 6 5 1 6 N N

63163174000P03
0

8051
HARRY AVE 
WALKOVER

I-75                    
IN HAZEL 
PARK            

1966 1999/07/12 5 5 6 N N 5

Longitudinal cracks.  
Small scatterd spalls 
and some concrete 
patches.  Some 
leaching cracks.  West 
side 0.5 sm spall to 
steel, and 3 sm shallow 
spalls.

3
Leaking.  Material 
missing.

3
Leaking.  See thru at E. 
reference line.

5

Chain link, top E. end 
connection loose and 
sagging.  One top 
diagonal missing over 
NB.  West end bottom 
braces not connected.

5

S. fascia has 2 m spall 
E. ramp, few cracks on 
deck.  Transverse 
leachy cracks.  30 m 
facia crack and spall on 
west end.

5

Section loss along 
webs and bottom 
flanges at piers.  Rusty 
floor beams at both 
ends.

1
Rusted over 
25% of surface.

6
Steel plates, with 
surface rust.

7 Vertical cracks. 6

Vertical cracks at 
bottom of piers and 
horizontal cracks at top 
of cap at pier 1E of NB.  
Rusty cracks at pier 
caps E&W.  0.5 sm 
spall at base of center 
pier.

N N

63163174000P03
0

8051
HARRY AVE 
WALKOVER

I-75                    
IN HAZEL 
PARK            

1966 2001/07/10 5 5 6 N N 5

Longitudinal cracks.  
Small scatterd spalls 
and some concrete 
patches.  Some 
leaching cracks.  West 
side 0.5 sm spall to 
steel, and 6 m2 shallow 
spalls.

3
Leaking.  Material 
missing.

3
Leaking.  See thru at W 
reference line.

5

Chain link, top E. end 
connection loose and 
sagging.  One top 
diagonal missing over 
NB.  West end bottom 
braces not connected.

5

S. fascia has 2 m spall 
E. ramp, few cracks on 
deck.  Transverse 
leachy cracks.  30 m 
facia crack and spall on 
west end.

5

Section loss along 
webs and bottom 
flanges at piers.  Rusty 
floor beams at both 
ends.

1
Rusted over 
25% of surface.

6
Steel plates, with 
surface rust.

7 Vertical cracks. 6

Vertical cracks at 
bottom of piers and 
horizontal cracks at top 
of cap at pier 1E of NB.  
Rusty cracks at pier 
caps E&W.  0.5 sm 
spall at base of center 
pier.

N N

63163174000P03
0

8051
HARRY AVE 
WALKOVER

I-75                    
IN HAZEL 
PARK            

1966 2003/07/11 5 5 6 N N 5

Longitudinal cracks. 
Scatterd spalls and 
concrete patches.  
Some leaching cracks. 
10lft sts on bridge curb. 
Large areas of bit 
patchs on W ramp.

3

Leaking.  Material 
missing. Sts from 
underside over pier 
6W.

3
Leaking.  See thru at W 
reference line.

5

Chain link, top E. end 
connection loose and 
sagging. A few top 
diagonal missing.  
West end bottom 
braces not connected.

5

Small area of fascia sts 
@ E ramp, few cracks 
on deck.  Transverse 
leaching cracks. Sts to 
fasica of W ramp 50% 
of length.

5

Section loss along 
webs and bottom 
flanges at piers.  Rusty 
floor beams at both 
ends.

3
Rusted over 
25% of surface.

6
Steel plates, with 
surface rust.

7 Vertical cracks. 6

Vertical cracks at 
bottom of piers and 
horizontal cracks at top 
of cap at pier 1E of NB.  
Rusty cracks at pier 
caps E&W.  0.5 sm 
spall at base of center 
pier. Areas of delam. 
rust stains.

N N

63163174000P03
0

8051
HARRY AVE 
WALKOVER

I-75                    
IN HAZEL 
PARK            

1966 2005/07/13 5 5 6 N N 5

Longitudinal cracks. 
Scatterd spalls and 
concrete patches.  
Some leaching cracks. 
10lft sts on bridge curb. 
Large areas of bit 
patchs on W ramp.

3

Leaking.  Material 
missing. Sts from 
underside over pier 
6W.

3
Leaking.  See thru at W 
reference line.

5

Chain link, top E. end 
connection loose and 
sagging. A few top 
diagonal missing.  
West end bottom 
braces not connected.

 5

Small area of fascia sts 
@ E ramp, few cracks 
on deck.  Transverse 
leaching cracks. Sts to 
fasica of W ramp 50% 
of length.

5

Section loss along 
webs and bottom 
flanges at piers.  Rusty 
floor beams at both 
ends.

3
Rusted over 
25% of surface.

6
Steel plates, with 
surface rust.

7 Vertical cracks. 6

Vertical cracks at 
bottom of piers and 
horizontal cracks at top 
of cap at pier 1E of NB.  
Rusty cracks at pier 
caps E&W.  0.5 sm 
spall at base of center 
pier. Areas of delam. 
rust stains.

N N

63163174000P03
0

8051
HARRY AVE 
WALKOVER

I-75                    
IN HAZEL 
PARK            

1966 2007/07/22 5 5 6 N N 5

Longitudinal cracks. 
Scatterd spalls and 
concrete patches.  
Some leaching cracks. 
10lft sts on bridge curb. 
Large areas of bit 
patchs on W ramp.

3

Leaking.  Material 
missing. Sts from 
underside over pier 
6W.

3
Leaking.  See thru at W 
reference line.

5

Chain link, top E. end 
connection loose and 
sagging. A few top 
diagonal missing.  
West end bottom 
braces not connected.

 5

Small area of fascia sts 
@ E ramp, few cracks 
on deck.  Transverse 
leaching cracks. Sts to 
fasica of W ramp 50% 
of length.

5

Section loss along 
webs and bottom 
flanges at piers.  Rusty 
floor beams at both 
ends.

3
Rusted over 
25% of surface.

6
Steel plates, with 
surface rust.

7 Vertical cracks. 6

Vertical cracks at 
bottom of piers and 
horizontal cracks at top 
of cap at pier 1E of NB.  
Rusty cracks at pier 
caps E&W.  0.5 sm 
spall at base of center 
pier. Areas of delam. 
rust stains.

N N

63163174000P03
0

8051
HARRY AVE 
WALKOVER

I-75                    
IN HAZEL 
PARK            

1966 2009/07/21 5 5 6 N N                   5 5   7 6 N N

dubaym
Draft
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63163174000P03
0

8051
HARRY AVE 
WALKOVER

I-75                    
IN HAZEL 
PARK            

1966 2011/07/01 6 8 7 N N 6

Approx. 30% of surface 
has been patched.  
Patches are in good 
condition, few w/ 
random cracks.  Other 
areas have random 
light cracks and rust 
stains.  Longitudinal 
cracks.  Painted over 
shallow spalls at curbs.

8
Strip seal expansion 
joints are debris filled 
(x5).

N None 8
Pedestrian fencing - 
curved with 1" mesh 
size.

6
Concrete.  Random 
cracks and vegetation 
growth.  

6

Deck fascia - Deck 
fascia at approach 
spans have been 
patched.  Shrinkage 

 cracks in patches.
Deck surface - Approx. 
30% of surface has 
been patched.  Patches 
are in good condition, 
few w/ random cracks.  
Other areas have 
random light cracks 
and rust stai

8
Beam end repairs.  No 
notable defects.

8

06/08-4 - 
Painted grey.  
No notable 
defects.

7
Light rust at bearing 
plates.

7
Few vertical leaching 
cracks due to attached 
drains.

7

Piers have been 
previously patched.  
Shrinkage cracks.  Rust 
stains at caps.

N N/A N

63163174000P03
0

8051
HARRY AVE 
WALKOVER

I-75                    
IN HAZEL 
PARK            

1966 2013/07/19 6 7 7 N N 6

Approx. 30% of surface 
has been patched.  
Patches are in good 
condition, few w/ 
random cracks.  Other 
areas have random 
light cracks and rust 
stains.  Longitudinal 
cracks.  Painted over 
shallow spalls and STS 
at curbs at deck edge 
against beam.  Apps in 
b

8
Strip seal expansion 
joints are debris filled 
(x5).

N None 8
Pedestrian fencing - 
galv. curved with 1" 
mesh size.

6
Concrete.  Random 
cracks and vegetation 
growth.  

6

Surf:  Approx. 30% of 
surface has been 
patched.  Patches are 
in good condition, few 
w/ random cracks.  
Other areas have 
random light cracks 
and rust stains.  
Longitudinal cracks.  
Painted over shallow 
spalls and STS at curbs 
at deck edge against 
beam.  Ap

7

Beam end repairs.  E' 
cover plates.  Paint:  
06/08-4 - Painted grey.  
No notable defects.  
LOSS:  No visible 
section loss.  Brgs:  
Light rust at bearing 
plates.

8

06/08-4 - 
Painted grey.  
No notable 
defects.

7
Light rust at bearing 
plates.

7
Few vertical leaching 
cracks due to attached 
drains.

7

Piers have been 
previously patched.  
Shrinkage cracks.  
Rand & horz crks with 
rust stains at caps.

N N/A N

63163174000P03
0

8051
HARRY AVE 
WALKOVER

I-75                    
IN HAZEL 
PARK            

1966 2015/07/13 6 7 7 N N 6

Approx. 40% of surface 
has been patched.  
Patches are in good 
condition, few w/ 
random 1/16" cracks.  
Other areas have 
random light cracks 
and rust stains.  
Longitudinal 1/16" 
cracks.  Painted over 
shallow spalls and STS 
at curbs at deck edge 
against beam

8
Strip seal expansion 
joints are debris filled 
(x5).

N None 8
Pedestrian fencing - 
galv. curved with 1" 
mesh size.

6
Concrete.  Random 
cracks and vegetation 
growth.  

6

Surf:  Approx. 40% of 
surface has been 
patched.  Patches are 
in good condition, few 
w/ random 1/16" 
cracks.  Other areas 
have random light 
cracks and rust stains.  
Longitudinal 1/16" 
cracks.  Painted over 
shallow spalls and STS 
at curbs at deck edge 
again

7

Beam end repairs.  E' 
cover plates.  Paint:  
06/08-4 - Painted grey.  
No notable defects.  
LOSS:  No visible 
section loss.  Brgs:  
Light rust at bearing 
plates.

8

06/08-4 - 
Painted grey.  
No notable 
defects.

7
Light rust at bearing 
plates.

7
Few vertical leaching 
cracks due to attached 
drains.

7

Piers have been 
previously patched.  
Shrinkage cracks.  
Rand & horz crks with 
rust stains at caps.

N N/A N

63163174000P03
0

8051
HARRY AVE 
WALKOVER

I-75                    
IN HAZEL 
PARK            

1966 2017/07/05 5 7 6 N N 6

Approx. 40% of surface 
has been patched.  
Patches are in good 
condition, few w/ 
random 1/16" cracks.  
Other areas have 
random light cracks 
and rust stains.  
Longitudinal 1/16" 
cracks. Shallow spall 
near joint at center pier 
and at joint on west end 
of mai

8
Strip seal expansion 
joints are debris filled 
(x5).

N None 8
Pedestrian fencing - 
galv. curved with 1" 
mesh size.

6
Concrete.  Random 
cracks and vegetation 
growth.  

5

Surf:  Approx. 40% of 
surface has been 
patched.  Patches are 
in good condition, few 
w/ random 1/16" 
cracks.  Other areas 
have random light 
cracks and rust stains.  
Longitudinal 1/16" 
cracks.  Painted over 
shallow spalls and STS 
at curbs at deck edge 
again

7

Beam end repairs.  E' 
cover plates.  Paint:  
06/08-4 - Painted grey.  
No notable defects.  
LOSS:  No visible 
section loss.  Brgs:  
Light rust at bearing 
plates.

8

06/08-4 - 
Painted grey.  
No notable 
defects.

7
Light rust at bearing 
plates.

7
Few vertical leaching 
cracks due to attached 
drains.

6

Piers have been 
previously patched.  
Shrinkage cracks.  
Rand & horz crks with 
rust stains at caps.
East Approach: 4 piers 
with no noticeable 
defects
West Approach: 4 
piers. Vertical cracking 
near top of Column 1W

N N/A N

63163174000P04
0

8052
HIGHLAND AVE 
WALKO

I-75
IN HAZEL 
PARK

1966 1995/10/10 7 6 7 N N 6 7 6 1 7 N N

63163174000P04
0

8052
HIGHLAND AVE 
WALKO

I-75
IN HAZEL 
PARK

1966 1997/09/11 7 5 7 N N 6 7 5 2 7 N N

63163174000P04
0

8052
HIGHLAND AVE 
WALKO

I-75
IN HAZEL 
PARK

1966 1999/07/12 7 5 6 N N 6

Few cracks, 5 sm 
scattered spall, some to 
resteel and spall 
patched w/concrete.  
Small scattered spalls 
throughout.

3
Leaking, cracked and 
spalled.

3
Leaking.  Joint filler 
missing - see thru.

5

Chain link fence, 
numerous top support 
bars missing and top 
fence sagging, rusty.

7
1 sm wood form under 
deck at E. ramp.

5

15% overall rust.  Light 
section loss at top of 
web and joints at floor  
beams adjacent to 
ramps.  Floor beam at 
W. end of structure, 
with web loss at 85%.

2 15% rusted. 6 Steel plates, rusty. 7 Few cracks. 6

Few cracks, small 
spalls.  E pier cap and 
column with 2 sm spall, 
west pier base deep 
cracks and small spall 
on cap.

N N

63163174000P04
0

8052
HIGHLAND AVE 
WALKO

I-75
IN HAZEL 
PARK

1966 2001/07/10 7 4 6 N N 6

Few cracks, 5 sm 
scattered spall, some to 
resteel and spall 
patched w/concrete.  
Small scattered spalls 
throughout.

3
Leaking, cracked and 
spalled.  Wood forms 
under large pier 2W.

3

Leaking.  Joint filler 
missing - see thru.  
Wood support W jt over 
pier.

5

Chain link fence, 
numerous top support 
bars missing and top 
fence sagging, rusty.

7
1 sm wood form under 
deck at E. ramp.  10 lt 
sts w fascia.

4

15% overall rust.  Light 
section loss at top of 
web and joints at floor  
beams adjacent to 
ramps.  Floor beams 
ends of structure have 
holes.

2 15% rusted. 6 Steel plates, rusty. 7 Few cracks. 6

Few cracks, small 
spalls.  E pier cap and 
column with 2 sm spall, 
west pier base deep 
cracks and small spall 
on cap.

N N

63163174000P04
0

8052
HIGHLAND AVE 
WALKO

I-75
IN HAZEL 
PARK

1966 2002/05/06 7 4 6 N N 6

Few cracks, 5 sm 
scattered spall, some to 
resteel and spall 
patched w/concrete.  
Small scattered spalls 
throughout. Shallow 
resteel showing on 
curbs.

3
Leaking, cracked and 
spalled.  Wood forms 
under large pier 2W.

3

Leaking.  Joint filler 
missing - see thru.  
Wood support W jt over 
pier.

5

Chain link fence, 
numerous top support 
bars replaced and top 
fence sagging, rusty.

7
2 sm wood form under 
deck at E. ramp.  10 lt 
sts w fascia.

4

15% overall rust.  Light 
section loss at top of 
web and joints at floor  
beams adjacent to 
ramps.  Floor beams 
ends of structure have 
holes.

2 15% rusted. 6 Steel plates, rusty. 7 Few cracks. 6

Few cracks, small 
spalls.  E pier cap and 
column with 2 sm spall, 
west pier base deep 
cracks and small spall 
on cap.

N N

63163174000P04
0

8052
HIGHLAND AVE 
WALKO

I-75
IN HAZEL 
PARK

1966 2003/07/11 7 4 6 N N 6

Few cracks, 5 sm 
scattered spall, some to 
resteel and spall 
patched w/concrete.  
Small scattered spalls 
throughout. Shallow 
resteel showing on 
curbs.

3
Leaking, cracked and 
spalled.  Wood forms 
under large pier 2W.

3

Leaking.  Joint filler 
missing - see thru.  
Wood support W jt over 
pier.

5

Chain link fence, 
numerous top support 
bars replaced and top 
fence sagging, rusty.

7
2 sm wood form under 
deck at E. ramp.  10 lt 
sts w fascia.

4

15% overall rust.  Light 
section loss at top of 
web and joints at floor  
beams adjacent to 
ramps.  Floor beams 
ends of structure have 
holes.

2 15% rusted. 6 Steel plates, rusty. 7 Few cracks. 6

Few cracks, small 
spalls.  E pier cap and 
column with 2 sm spall, 
west pier base deep 
cracks and small spall 
on cap.

N N

63163174000P04
0

8052
HIGHLAND AVE 
WALKO

I-75
IN HAZEL 
PARK

1966 2003/08/30 7 4 5 N N 5

Cracks, 5 syd scattered 
spall, some to resteel 
and spall patched 
w/concrete.  Small 
scattered spalls 
throughout. Shallow 
resteel showing on 
curbs. 20 syd scattered 
spalls/ patches to 
ramps.

3
Leaking, cracked and 
spalled.  Wood forms 
under large pier 2W.

3

Leaking.  Joint filler 
missing - see thru.  
Wood support W jt over 
pier.

5

Chain link fence, 
numerous top support 
bars replaced and top 
fence sagging, rusty.

5
2' drop from W ramp to 
SW.

7
2 syd wood form under 
deck at E. ramp.  10 lt 
sts w fascia.

4

15% overall rust.  Light 
section loss at top of 
web and joints at floor  
beams adjacent to 
ramps.  Floor beams @ 
ends of structure have 
holes.

3 15% rusted. 6 Steel plates, rusty. 7 Few cracks. 5

Cracks, small spalls.  E 
pier cap and column 
with 2 sm spall, west 
pier base deep cracks 
and small spall on cap. 
Areas of delam to all 
pier caps. Spalls to 
some columns.

N N

63163174000P04
0

8052
HIGHLAND AVE 
WALKO

I-75
IN HAZEL 
PARK

1966 2004/10/05 7 4 5 N N 5

Cracks, 5 syd scattered 
spall, some to resteel 
and spall patched 
w/concrete.  Small 
scattered spalls 
throughout. Shallow 
resteel showing on 
curbs. 20 syd scattered 
spalls/ patches to 
ramps.

3
Leaking, cracked and 
spalled.  Wood forms 
under large pier 2W.

3

Leaking.  Joint filler 
missing - see thru.  
Wood support W jt over 
pier. 

5

Chain link fence, 
numerous top support 
bars need to be 
replaced and top fence 
sagging, rusty. 

5
2" drop from W ramp to 
SW. 

7

2 syd wood form under 
deck at E. ramp and 
under deck @ pier 6W.  
10 lft sts w fascia.

4

15% overall rust.  Light 
section loss at top of 
web and joints at floor  
beams adjacent to 
ramps.  Floor beams @ 
ends of structure have 
holes.

3 15% rusted. 6 Steel plates, rusty. 7 Few cracks. 5

Cracks, small spalls.  E 
pier cap and column 
with 2 sm spall, west 
pier base deep cracks 
and small spall on cap. 
Areas of delam to all 
pier caps. Spalls to 
some columns.

N N

63163174000P04
0

8052
HIGHLAND AVE 
WALKO

I-75
IN HAZEL 
PARK

1966 2006/01/27 7 4 5 N N 5

Cracks, 5 syd scattered 
spall, some to resteel 
and spall patched 
w/concrete.  Small 
scattered spalls 
throughout. Shallow 
resteel showing on 
curbs. 20 syd scattered 
spalls/ patches to 
ramps

3

Leaking, cracked and 
spalled.  Wood forms 

 under large pier 2W.
3

 Leaking.  Joint filler 
missing - see thru.  
Wood support W jt over 

 pier. 
5

Chain link fence, 
numerous top support 
bars need to be 
replaced and top fence 

 sagging, rusty. 

5 7

2 syd wood form under 
deck at E. ramp and 
under deck @ pier 6W.  

 10 lft sts w fascia.
4

15% overall rust.  Light 
section loss at top of 
web and joints at floor  
beams adjacent to 
ramps.  Floor beams @ 
ends of structure have 

 holes.

3 15% rusted 6  Steel plates, rusty 7  Few cracks 5

Cracks, small spalls.  E 
pier cap and column 
with 2 sm spall, west 
pier base deep cracks 
and small spall on cap. 
Areas of delam to all 
pier caps. Spalls to 
some columns

N N

dubaym
Draft
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63163174000P04
0

8052
HIGHLAND AVE 
WALKO

I-75
IN HAZEL 
PARK

1966 2007/04/28 7 4 5 N N 5 3 3 5 5 7 4

15% overall rust.  Light 
section loss at top of 
web and joints at floor  
beams adjacent to 
ramps.  Floor beams @ 
ends of structure have 

 holes.

3 6 7 5 N N

63163174000P04
0

8052
HIGHLAND AVE 
WALKO

I-75
IN HAZEL 
PARK

1966 2008/07/02 7 7 7 N N N              N N N N 7 7 N N 7 7 N N

63163174000P04
0

8052
HIGHLAND AVE 
WALKO

I-75
IN HAZEL 
PARK

1966 2010/01/14 7 7 7 N N 8
Concrete repairs            
 

8 No visible deficiencies N 8 No visible deficiencies 8 No visible deficiencies 7 No visible deficiencies 7
No section loss. Paint 
in good condition.

8
No visible 
deficiencies

7 No visible deficiencies 7 No visible deficiencies. 7 Patched. N N

63163174000P04
0

8052
HIGHLAND AVE 
WALKO

I-75
IN HAZEL 
PARK

1966 2011/12/16 7 8 7 N N 7

App spans are conc 
slabs on hammerhead 
piers.  Main spans are 
typ decks on girders.  
Both have many conc. 
repairs, rand and map 
crks to 1/16", some 
wet.

8 Rubber covers in place. N N/A 8
1" galv. ped fence.  
Good condition.

7
Conc.  Few rand crks.  
2" - 3" drop/settlement 
at W. app.

7

Surf:  App spans are 
conc slabs on 
hammerhead piers.  
Main spans are typ 
decks on girders.  Both 
have many conc. 
repairs, rand and map 
crks to 1/16", some wet. 
Btm:  Apps:  Map and 
rand crks, some wet.  
Mainline:  Very few min 
crks.  Fas:  Not visible.

8
Good contion.  Paint:  
06/08-4  Minor 
weathering.

8
06/08-4  Minor 
weathering.

7 Min surf rust. 7 Minor crks. 7
Repaired.  Crks in 
repairs.  Few minor 
rand crks.

N N/A N

63163174000P04
0

8052
HIGHLAND AVE 
WALKO

I-75
IN HAZEL 
PARK

1966 2013/11/12 7 8 7 N N 7

App spans are conc 
slabs on hammerhead 
piers.  Main spans are 
typical decks on 
girders.  Both have 
many conc. repairs, 
rand and map crks to 
1/16", some wet. Some 
STS areas on edges of 
deck.

8
Strip seals in good 
condition

N N/A 8
1" galv. ped fence.  
Good condition.

7
Conc.  Few rand crks.  
2" - 3" drop/settlement 
at both approaches.

7

Surf:  App spans are 
conc slabs on 
hammerhead piers.  
Main spans are typ 
decks on girders.  Both 
have many conc. 
repairs, rand and map 
crks to 1/16", some wet. 
Some STS areas on 
edges of deck. Btm:  
Apps:  Map and rand 
crks, some wet.  
Mainline:  Very few

8

Good condition.  Bolted 
beam end repairs. 
Paint:  06/08-4  Minor 
weathering.

8
06/08-4  Minor 
weathering.

7 Min surf rust. 7 Minor crks. 7
Repaired.  Crks in 
repairs.  Few minor 
rand crks.

N N/A N

63163174000P04
0

8052
HIGHLAND AVE 
WALKO

I-75
IN HAZEL 
PARK

1966 2015/11/03 7 8 7 N N 7

App spans are conc 
slabs on hammerhead 
piers.  Main spans are 
typical decks on 
girders.  Both have 
many conc. repairs, 
rand and map crks to 
1/16", some wet. Some 
STS areas on edges of 
deck.

8
Strip seals in good 
condition

N N/A 8
1" galv. ped fence.  
Good condition.

7
Conc.  Few rand crks.  
2" - 3" drop/settlement 
at both approaches.

7

Surf:  App spans are 
conc slabs on 
hammerhead piers.  
Main spans are typ 
decks on girders.  Both 
have many conc. 
repairs, rand and map 
crks to 1/16", some wet. 
Some STS areas on 
edges of deck. Btm:  
Apps:  Map and rand 
crks, some wet.  
Mainline:  Very few

8

2 girders with floor 
beams.  Good 
condition.  Bolted beam 
end repairs. Paint:  
06/08-4  Minor 
weathering.  Blt'd bm 
end repairs all ends.  
Brgs:  Min surf rust.

8
06/08-4  Minor 
weathering.

7 Min surf rust. 7 Minor crks. 7
Repaired.  Crks in 
repairs.  Few minor 
rand crks.

N N/A N

63163174000P05
0

8053
BROWNING AVE 
WALKO

I-75                    
IN HAZEL 
PARK            

1969 1995/08/04 6 7 7 N N 6 6 7 N 7 N N

63163174000P05
0

8053
BROWNING AVE 
WALKO

I-75                    
IN HAZEL 
PARK            

1969 1997/09/11 6 6 7 N N 6 6 6 0 7 N N

63163174000P05
0

8053
BROWNING AVE 
WALKO

I-75                    
IN HAZEL 
PARK            

1969 1999/07/13 6 6 7 N N 6

4 sm of spalls on 
ramps, numerous 
cracks and spall along 
joints.  Concrete and bit 
patch on E. and  W. 
ramp. Cracks to steel 
on main section curbs.

5
Leaking, slight bend in 
steel dam.  Spalled.

5 Leaking. 6

Chain link fence, rusty.  
Bent and unconnected 
braces, 2 missing on 
East ramp.

N 6

Spall under joints.  0.5 
sm spall under deck 
over NB/SB. 15 m spall, 
incipient spall and 
cracks along edges at 
both ramps, transverse 
cracks.

6
A-588.  Flaking rust.  
Minor section loss at 
beam ends.

N 7
Rockers and steel 
plates, slightly rusty.

7 Few cracks. 7
Few incipient spalls at 
W. pier. Vertical crack 
1E.

N N

63163174000P05
0

8053
BROWNING AVE 
WALKO

I-75                    
IN HAZEL 
PARK            

1969 2001/07/11 6 6 6 N N 5

9 yd2 of spalls on 
ramps, numerous 
cracks and spall along 
joints.  Concrete and bit 
patch on E. and  W. 
ramp. Cracks to steel 
on main section curbs.

4

Leaking, slight bend in 
steel dam.  Spalled to 
steel with concrete 
patch.

3
Leaking & sts at W jt 
with filler missing.

6

Chain link fence, rusty.  
Bent and unconnected 
braces, 2 missing on 
East ramp.

N 6

Spall under joints.  5 ft2 
spall under deck over 
NB/SB. 15  yd2 spall, 
incipient spall and 
cracks along edges at 
both ramps, transverse 
cracks.

6
A-588.  Flaking rust.  
Minor section loss at 
beam ends.

N 6 Rusty steel plates. 7 Few cracks. 6
Incipient spalls at C  
pier. Vertical crack 1E.

N N

63163174000P05
0

8053
BROWNING AVE 
WALKO

I-75                    
IN HAZEL 
PARK            

1969 2003/07/11 6 6 6 N N 5

9 yd2 of spalls on 
ramps, numerous 
cracks and spall along 
joints.  Concrete and bit 
patch on E. and  W. 
ramp. Cracks to steel 
on main section curbs.

4

Leaking, slight bend in 
steel dam.  Spalled to 
steel with concrete 
patch.

3
Leaking & sts at W jt 
with filler missing.

6

Chain link fence, rusty.  
Bent and unconnected 
braces, 2 missing on 
East ramp.

N 6

Spall under joints.  5 ft2 
spall under deck over 
NB/SB. 15  yd2 spall, 
incipient spall and 
cracks along edges at 
both ramps, transverse 
cracks. 50% sts on E 
ramp fascias. 9 ft sts 
on W facsias

6
A-588.  Flaking rust.  
Minor section loss at 
beam ends.

N 6 Rusty steel plates. 7 Few cracks. 6

Incipient spalls at C  
pier. Vertical crack 1E. 
Areas of delam on pier 
cap and columns. Old 
area of repair to S end 
of center pier cap.

N N

63163174000P05
0

8053
BROWNING AVE 
WALKO

I-75                    
IN HAZEL 
PARK            

1969 2005/07/13 6 6 6 N N 5

9 yd2 of spalls on 
ramps, numerous 
cracks and spall along 
joints.  Concrete and bit 
patch on E. and  W. 
ramp. Cracks and STS 
on main section curbs.

4

Leaking, slight bend in 
steel dam.  Spalled to 
steel with concrete 
patch.

3
Leaking & sts at W jt 
with filler missing.

6

Chain link fence, rusty.  
Bent and unconnected 
braces, 2 missing on 
East ramp.

 6

Spall under joints.  5 ft2 
spall under deck over 
NB/SB. 15  yd2 spall, 
incipient spall and 
cracks along edges at 
both ramps, transverse 
cracks. 50% sts on E 
ramp fascias. 9 ft sts 
on W facsias

6
A-588.  Flaking rust.  
Minor section loss at 
beam ends.

N 6 Rusty steel plates. 7 Few cracks. 6

Incipient spalls at C  
pier. Vertical crack 1E. 
Areas of delam on pier 
cap and columns. Old 
area of repair to S end 
of center pier cap.

N N

63163174000P05
0

8053
BROWNING AVE 
WALKO

I-75                    
IN HAZEL 
PARK            

1969 2007/07/22 6 6 6 N N 5 4 3 6 N 6 6 N 6 7 6 N N

63163174000P05
0

8053
BROWNING AVE 
WALKO

I-75                    
IN HAZEL 
PARK            

1969 2009/07/21 6 6 6 N N                   6 6   7 6 N N

63163174000P05
0

8053
BROWNING AVE 
WALKO

I-75                    
IN HAZEL 
PARK            

1969 2011/07/01 6 8 7 N N 6

Heavy rust stains 
throughout.  Random 
and longitudinal 
leaching cracks.  25% 
of surface has been 
previously patched.  
Painted over spalls at 
curbs.  Longitudinal 
open cracks at curbs.  
Curb near expansion 
joint 3W STS approx. 3 
Lft., paint on girder is 
pe

8
Strip seal expansion 
joints are debris filled 
(x5).

N None 8

Pedestrian fencing - 
curved with 1" mesh 
size.  No notable 
defects.

7

Concrete.  Previously 
patched.  Patches are 
in good condition.  
Vegetation growth in 
joints.  Few random 
cracks.  

6

Deck fascia - Deck 
fascia at approach 
spans have been 
previoiusly patched.  
Shrinkage cracks at 

 patches.
Deck surface - Heavy 
rust stains throughout.  
Random and 
longitudinal leaching 
cracks.  25% of surface 
has been previously 
patched.  Painted over 
spa

8
Beam repairs.  No 
notable defects.

8

06/08-4 - 
Painted brown.  
No notable 
defects.

8
Painted.  No notable 
defects.

7
Leaching cracks due to 
deck drains attached to 
abutments.

7

Previously patched.  
Some shrinkage cracks 
in patches.  Rust stains 
in cap.

N N/A N

dubaym
Draft
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63163174000P05
0

8053
BROWNING AVE 
WALKO

I-75                    
IN HAZEL 
PARK            

1969 2013/07/19 6 7 7 N N 6

Heavy rust stains 
throughout.  Random 
and longitudinal 
leaching cracks.  25% 
of surface has been 
previously patched.  
Painted over spalls at 
curbs along deck edge 
against beam.  
Longitudinal open 
cracks at curbs.  Curb 
near expansion joint 
3W STS approx. 

8

Strip seal expansion 
joints are debris filled 

 (x5).
Saw cuts good.

N None 8

Pedestrian fencing - 
galv. curved with 1" 
mesh size.  No notable 
defects.

7

Concrete.  Previously 
patched.  Patches are 
in good condition.  
Vegetation growth in 
joints.  Few random 
cracks.  

6

Surf:  Heavy rust stains 
throughout.  Random 
and longitudinal 
leaching cracks.  25% 
of surface has been 
previously patched.  
Painted over spalls at 
curbs along deck edge 
against beam.  
Longitudinal open 
cracks at curbs.  Curb 
near expansion joint 
3W STS a

7

Beam repairs.  Paint:  
08/08-4 - Painted 
brown.  No notable 
defects.  LOSS:  No 
visible section loss.  
Brgs:  Painted.  No 
notable defects.

8

08/08-4 - 
Painted brown.  
No notable 
defects.

8
Painted.  No notable 
defects.

7
Leaching cracks due to 
deck drains attached to 
abutments.

7

Previously patched.  
S.end cntr cap has 
large repair.   Some 
shrinkage cracks in 
patches.  Rust stains in 
cap.

N N/A N

63163174000P05
0

8053
BROWNING AVE 
WALKO

I-75                    
IN HAZEL 
PARK            

1969 2015/07/08 6 7 7 N N 6

30% cracking on main 
span. Heavy rust stains 
throughout.  Random 
and longitudinal 
leaching cracks.  25% 
of surface has been 
previously patched.  
Painted over spalls at 
curbs along deck edge 
against beam.  STS 
(20') and longitudinal 
open cracks at curbs.  

7

Strip seal expansion 
joints are debris filled 
(x5). Rust on steel rails

7 Saw cuts good. 8

Pedestrian fencing - 
galv. curved with 1" 
mesh size.  No notable 
defects.

7

Concrete.  Previously 
patched.  Patches are 
in good condition.  
Vegetation growth in 
joints.  Few random 
cracks.  

6

Surf:  30% cracking on 
main span. Heavy rust 
stains throughout.  
Random and 
longitudinal leaching 
cracks.  25% of surface 
has been previously 
patched.  Painted over 
spalls at curbs along 
deck edge against 
beam.  STS (20') and 
longitudinal open 
cracks at c

7

2 steel beams w/4 
P&H. Beam repairs.  
Paint:  08/08-4 - 
Painted brown.  No 
notable defects.  LOSS: 
No visible section loss.  
Brgs:  Painted.  No 
notable defects.

8

08/08-4 - 
Painted brown.  
No notable 
defects.

8
Painted.  No notable 
defects.

7
Leaching cracks due to 
deck drains attached to 
abutments.

7

Previously patched.  
S.end cntr cap has 
large repair.   Some 
shrinkage cracks in 
patches.  Rust stains in 
cap.

N N/A N

63163174000P05
0

8053
BROWNING AVE 
WALKO

I-75                    
IN HAZEL 
PARK            

1969 2017/07/05 6 7 7 N N 6

30% cracking on main 
span. Heavy rust stains 
throughout.  Random 
and longitudinal 
leaching cracks.  25% 
of surface has been 
previously patched.  
Painted over spalls at 
curbs along deck edge 
against beam.  STS 
(20') and longitudinal 
open cracks at curbs.  

7

Strip seal expansion 
joints are debris filled 
(x5). Rust on steel rails

7 Saw cuts good. 8

Pedestrian fencing - 
galv. curved with 1" 
mesh size.  No notable 
defects.

6

Concrete.  Previously 
patched.  Patches are 
in good condition.  
Vegetation growth in 
joints.  Few random 
cracks.  STS in 2 
locations at bottom of 
east approach ramp

6

Surf:  30% cracking on 
main span. Heavy rust 
stains throughout.  
Random and 
longitudinal leaching 
cracks.  25% of surface 
has been previously 
patched.  Painted over 
spalls at curbs along 
deck edge against 
beam.  STS (20') and 
longitudinal open 
cracks at c

7

2 steel beams w/4 
P&H. Beam repairs.  
Paint:  08/08-4 - 
Painted brown.  No 
notable defects.  LOSS: 
No visible section loss.  
Brgs:  Painted.  No 
notable defects.

8

08/08-4 - 
Painted brown.  
No notable 
defects.

8
Painted.  No notable 
defects.

7
Leaching cracks due to 
deck drains attached to 
abutments.

7

Previously patched.  
S.end cntr cap has 
large repair.   Some 
shrinkage cracks in 
patches.  Rust stains in 
cap.

N N/A N

63163174000P06
0

8054
ORCHARD ST 
WALKOVE

I-75
IN HAZEL 
PARK

1966 1995/08/04 7 5 6 N N 7 7 5 1 6 N N

63163174000P06
0

8054
ORCHARD ST 
WALKOVE

I-75
IN HAZEL 
PARK

1966 1997/09/11 7 5 5 N N 7 7 5 2 5 N N

63163174000P06
0

8054
ORCHARD ST 
WALKOVE

I-75
IN HAZEL 
PARK

1966 1999/07/13 6 5 4 N N 6

Numerous cracks with 
efflorescence, scattered 
spalls 5 sm E & 2 sm 
W ramp and concrete 
patch. 3 m spall-to-
steel along N. edge at 
east end.

4
Leaking.  Cracked 
concrete.

3
Filler missing W. end 
joint top of ramp.

4

Chain link fence, minor 
damage bottom of W. 
ramp.  5 horiz. brackets 
missing-E. ramp & 2 on 
W. ramp, 1.5 m hand 
rail missing on N. side.  
1 top brace missing at 
center.  Rusted.

6

Spall under W. ramp 
and under joints.  6 m 
fascia spall-to-steel, 
cracks with 
efflorescence on East 
ramp.  3 m spall-to-
steel and cracks with 
efflorescence West 
ramp.

5

Light loss of section 
under joints and along 
top of web w/leaching 
stains.

1 Rusted 20%. 5
Rusty steel plates, spall 
under steel plate at pier 
6W.

6
Cracks E. abutment 
with rust and leaching.

4

Pier 6W-3 sm spall to 
resteel, spall along 
entire top of cap and 
0.5 m loss of bearing 
area @ E. face of cap.  
Pier 2E has vertical 
cracks in column.

N N

63163174000P06
0

8054
ORCHARD ST 
WALKOVE

I-75
IN HAZEL 
PARK

1966 2001/07/11 6 5 4 N N 6

Numerous cracks with 
efflorescence, scattered 
spalls 5 yd2 E & 8 yd2 
W ramp and bit patch. 
3 yd2 spall-to-steel 
along N. edge at east 
end.

4
Leaking.  Cracked 
concrete.  Rusty.

3
Filler missing W. end 
joint top of ramp.

4

Chain link fence, minor 
damage bottom of W. 
ramp.  Horiz. brackets 
missing- 5 on E. ramp 
& 2 on W. ramp, 5 ft of 
hand rail missing on N. 
side.  1hand rail 
missing at center.  
Rusted.

6

Spall under W. ramp 
and under joints. 20 ft 
fascia spall-to-steel, 
cracks with 
efflorescence on East 
ramp. 10 ft spall-to-
steel and cracks with 
efflorescence West 
ramp.

5

Light loss of section 
under joints and along 
top of web w/leaching 
stains.  Floor beams at 
ends of bridge are rusty 
w holes.

1 Rusted 20%. 5
Rusty steel plates, spall 
under steel plate at pier 
6W.

6
Cracks E. abutment 
with rust and leaching.

4

Pier 6W-3 yd2 sts, 
spall along entire top of 
cap and  loss of 
bearing area @ E. face 
of cap.  Pier 2E has 
vertical cracks in 
column.

N N

63163174000P06
0

8054
ORCHARD ST 
WALKOVE

I-75
IN HAZEL 
PARK

1966 2002/05/06 6 5 4 N N 6

Numerous cracks with 
efflorescence, scattered 
spalls 6 yd2 E & 8 yd2 
W ramp and bit patch. 
10 lft spall-to-steel 
along N. edge at east 
end. Sts in W ramp.

4
Leaking.  Cracked 
concrete.  Rusty.

3
Filler missing W. end 
joint top of ramp.

4

Chain link fence, minor 
damage bottom of W. 
ramp.  Horiz. brackets 
missing- 5 on E. ramp 
& 2 on W. ramp, 5 ft of 
hand rail missing on N. 
side, Rusted.

6

Spall under W. ramp 
and under joints. 20 ft 
fascia spall-to-steel, 
cracks with 
efflorescence on East 
ramp. 20 lft spall-to-
steel and cracks with 
efflorescence West 
ramp.

5

Light loss of section 
under joints and along 
top of web w/leaching 
stains.  Floor beams at 
ends of bridge next to 
jts are rusty w/ holes.

1 Rusted 20%. 5
Rusty steel plates, spall 
under steel plate at pier 
6W.

6
Cracks E. abutment 
with rust and leaching.

4

Pier 6W-3 yd2 sts, 
spall along entire top of 
cap and  loss of 
bearing area @ E. face 
of cap.  Pier 2E has 
vertical cracks in 
column. Pier 8W has 
sts along W face of cap 
and spall to column.

N N

63163174000P06
0

8054
ORCHARD ST 
WALKOVE

I-75
IN HAZEL 
PARK

1966 2003/08/27 6 5 4 N N 6

Numerous cracks with 
efflorescence, scattered 
spalls 8 syd E & 
scattered spalls to W 
ramp and bit patch. Sts 
along W & E ramp 
fascia. Sts in W ramp.

4

Leaking.  Cracked 
concrete.  Rusty. Sts 
on underside. A few 
spalls to the top side.

3
Filler missing W. end 
joint top of ramp.

4

Chain link fence, minor 
damage bottom of W. 
ramp.  Horiz. brackets 
missing- 5 on E. ramp 
& 3 on W. ramp, 5 ft of 
hand rail missing on N. 
side, Rusted. Missing 
cross member @ top of 
fence.

6

Spall under W. ramp 
and under joints. 20 ft 
fascia spall-to-steel, 
cracks with 
efflorescence on East 
ramp. 20 lft spall-to-
steel and cracks with 
efflorescence West 
ramp.

5

Loss of section under 
joints and along top of 
web w/leaching stains.  
Floor beams at ends of 
bridge next to jts are 
rusty w/ holes.

3 Rusted 30%. 5

Rusty steel plates, spall 
under steel plate at pier 
6W. Minor loss of 
bearing.

6
Cracks & sts E. 
abutment with rust and 
leaching.

4

Pier 6W-3 syd sts, spall 
along entire top of cap 
and  loss of bearing 
area @ E. face of cap.  
Pier 2E has vertical 
cracks in column. Pier 
8W has sts along W 
face of cap and spall to 
column.

N N

63163174000P06
0

8054
ORCHARD ST 
WALKOVE

I-75
IN HAZEL 
PARK

1966 2004/10/05 6 5 4 N N 6

Numerous long cracks 
with efflorescence, 
scattered spalls 12 syd 
E & scattered spalls to 
W ramp and bit patch. 
Sts along W & E ramp 
fascia. Sts in W ramp.  
Covered with graffiti

4

Leaking.  Cracked 
concrete.  Rusty. Sts 
on underside. A few 
spalls to the top side.

3
Filler completely missing 
W. end joint top of 
ramp.  Spalling at joints.

4

Chain link fence, minor 
damage bottom of W. 
ramp.  Horiz. brackets 
missing- 5 on E. ramp 
& 3 on W. ramp, about 
20 ft of hand rail 
missing on both ramps, 
Rusted. Missing cross 
member @ top of 
fence.

 6

Spall under W. ramp 
and under joints. 20 ft 
fascia spall-to-steel, 
cracks with 
efflorescence on East 
ramp. 20 lft spall-to-
steel and cracks with 
efflorescence West 
ramp.

5

Loss of section under 
joints and along top of 
web w/leaching stains.  
Floor beams at ends of 
bridge next to jts are 
very rusty w/many large 
holes, almost 
completely gone.

3 Rusted 30%. 5

Rusty steel plates, spall 
under steel plate at pier 
6W. Minor loss of 
bearing.

6
Cracks & sts E. 
abutment with rust and 
leaching.

4

Pier 6W-3 syd sts, spall 
along entire top of cap 
and  loss of bearing 
area @ E. face of cap.  
Pier 2E has vertical 
cracks in column. Pier 
8W has sts along W 
face of cap and spall to 
column.

N N

63163174000P06
0

8054
ORCHARD ST 
WALKOVE

I-75
IN HAZEL 
PARK

1966 2006/01/27 6 5 4 N N 6

 Numerous long cracks 
with efflorescence, 
scattered spalls 12 syd 
E & scattered spalls to 
W ramp and bit patch. 
Sts along W & E ramp 
fascia. Sts in W ramp.  
Covered with graffiti

4

Leaking.  Cracked 
concrete.  Rusty. Sts 
on underside. A few 

 spalls to the top side.
3

Filler completely missing 
W. end joint top of 
ramp.  Spalling at 

 joints.
4

Chain link fence, minor 
damage bottom of W. 
ramp.  Horiz. brackets 
missing- 5 on E. ramp 
& 3 on W. ramp, about 
20 ft of hand rail 
missing on both ramps, 
Rusted. Missing cross 
member @ top of fence

 6

 Spall under W. ramp 
and under joints. 20 ft 
fascia spall-to-steel, 
cracks with 
efflorescence on East 
ramp. 20 lft spall-to-
steel and cracks with 
efflorescence West 
ramp

5

 Loss of section under 
joints and along top of 
web w/leaching stains.  
Floor beams at ends of 
bridge next to jts are 
very rusty w/many large 
holes, almost 
completely gone.

3 Rusted 30% 5

Rusty steel plates, spall 
under steel plate at pier 
6W. Minor loss of 

 bearing.
6

Cracks & sts E. 
abutment with rust and 
leaching

4

 Pier 6W-3 syd sts, 
spall along entire top of 
cap and  loss of 
bearing area @ E. face 
of cap.  Pier 2E has 
vertical cracks in 
column. Pier 8W has 
sts along W face of cap 

 and spall to column.

N N

63163174000P06
0

8054
ORCHARD ST 
WALKOVE

I-75
IN HAZEL 
PARK

1966 2007/04/28 6 5 4 N N 6 4 3 4  6 5 3 5 6 4

Pier 6W-3 syd sts, spall 
along entire top of cap 
and  loss of bearing 
area @ E. face of cap.  
Pier 2E has vertical 
cracks in column. Pier 
8W has sts along W 
face of cap and spall to 
column

N N

63163174000P06
0

8054
ORCHARD ST 
WALKOVE

I-75
IN HAZEL 
PARK

1966 2008/07/02 7 7 7 N N N              N N N  7 7 N N 7 7 N N

63163174000P06
0

8054
ORCHARD ST 
WALKOVE

I-75
IN HAZEL 
PARK

1966 2010/01/14 7 7 7 N N 8
No visible deficiencies    
 

8 No visible deficiencies N 7 No visible deficiencies 8 No visible deficiencies 7 Minor cracking 7
No section loss. Paint 
is in good condition

8
No visible 
deficiencies

7 No visible deficiencies 7 No visible deficiencies 7 Patched N N

dubaym
Draft
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63163174000P06
0

8054
ORCHARD ST 
WALKOVE

I-75
IN HAZEL 
PARK

1966 2011/12/16 6 7 7 N N 7

App spans are conc 
slabs on hammerhead 
piers.  Mainline is typ 
deck on girders.  Both 
have many conc 
repairs.  Some cracking 
and spalling.  Rand 
crks to 1/16"

8
Covered with rubber 
pad.

N N/A 7
1" galv. ped fence.  
Minor surf rust few 
areas.

7
Weathering and min 
crks.

6

Surf:  App spans are 
conc slabs on 
hammerhead piers.  
Mainline is typ deck on 
girders.  Both have 
many conc repairs.  
Some cracking and 
spalling.  Rand crks to 
1/16"  Btm:  Slabs have 
many map crk areas.  
Some wet.  ML has few 
min crks.  Fas:  Not 
visible

7

Bm end repairs at all 
ends.  Paint:  08/08-4  
Minor weathering.  
Brgs:  Min surf rust.

8
08/08-4  Minor 
weathering.

7 Min surf rust. 7 Few min crks. 7
Repaired.  Crks in 
repairs and few rand 
crks.

N N/A N

63163174000P06
0

8054
ORCHARD ST 
WALKOVE

I-75
IN HAZEL 
PARK

1966 2013/11/12 6 7 7 N N 7

App spans are conc 
slabs on hammerhead 
piers.  Mainline is typ 
deck on girders.  Both 
have many conc 
repairs.  Some cracking 
and spalling.  Rand 
crks to 1/16"

8
Covered with rubber 
pad, appear to be 
functioning properly

N N/A 7
1" galv. ped fence.  
Minor surf rust few 
areas.

7
Weathering and min 
crks.

6

Surf:  App spans are 
conc slabs on 
hammerhead piers.  
Mainline is typ deck on 
girders.  Both have 
many conc repairs.  
Some cracking and 
spalling.  Rand crks to 
1/16"  Btm:  Slabs have 
many map crk areas.  
Some wet.  ML has few 
min crks.  Fas:  Not 
visible

7

Bm end repairs at all 
ends.  HLH North 
fascia beam over SB 
Service Drive. 2" 
gouge. Web appears to 
have bent slightly 
against deck slab. 
Paint:  08/08-4  Minor 
weathering.  Brgs:  Min 
surf rust.

8
08/08-4  Minor 
weathering.

7
Minor surf rust, appear 
to be functioning 
properly.  

7 Few min crks. 7

Repaired.  Crks in 
repairs and few rand 
crks.Minor erosion at 
base of main pier 2E.

N N/A N

63163174000P06
0

8054
ORCHARD ST 
WALKOVE

I-75
IN HAZEL 
PARK

1966 2015/11/03 6 7 7 N N 7

App spans are conc 
slabs on hammerhead 
piers.  Mainline is typ 
deck on girders with 
floor beams.  Both have 
many conc repairs.  
Some cracking and 
spalling.  Rand crks to 
1/16"

8
Covered with rubber 
pad, appear to be 
functioning properly

N N/A 7
1" galv. ped fence.  
Minor surf rust few 
areas.

7
Weathering and min 
crks.

6

Surf:  App spans are 
conc slabs on 
hammerhead piers.  
Mainline is typ deck on 
girders with floor 
beams.  Both have 
many conc repairs.  
Some cracking and 
spalling.  Rand crks to 
1/16"  Btm:  App spans 
are conc slabs on 
hammerhead piers.  
Mainline is typ de

7

2 Girders with floor 
beams. Bm end repairs 
at all ends.  HLH North 
fascia beam over SB 
Service Drive. 2" 
gouge. Web appears to 
have bent slightly 
against deck slab. 
Paint:  08/08-4  Minor 
weathering.  Brgs:  Min 
surf rust.

8
08/08-4  Minor 
weathering.

7
Minor surf rust, appear 
to be functioning 
properly.  

7 Few min crks. 7

All hammer heads. 
Repaired.  Crks in 
repairs and few rand 
crks.Minor erosion at 
base of main pier 2E.

N N/A N

63163174000P06
0

8054
ORCHARD ST 
WALKOVE

I-75
IN HAZEL 
PARK

1966 2017/07/27 6 7 7 N N 6

App spans are conc 
slabs on hammerhead 
piers. E App Span is in 
poor condition. Rating 
based on main spans 
only. Main spans are 
typ deck on girders with 
floor beams.  Both have 
many conc repairs.  
Some cracking and 
spalling.  Rand crks to 
1/16"

7
Covered with rubber 
pad, appear to be 
functioning properly

N N/A 7
1" galv. ped fence.  
Minor surf rust few 
areas.

4

STS on the deck 
bottom of east 
approach and along 
fascia in multiple 
locations. Weathering 
and min crks.

6

Surf:  App spans are 
conc slabs on 
hammerhead piers.  
Mainline is typ deck on 
girders with floor 
beams.  Both have 
many conc repairs.  
Some cracking and 
spalling.  Rand crks to 
1/16"  Btm:  App spans 
are conc slabs on 
hammerhead piers.  
Mainline is typ de

7

2 Girders with floor 
beams. Bm end repairs 
at all ends.  HLH North 
fascia beam over SB 
Service Drive. 2" 
gouge. Web appears to 
have bent slightly 
against deck slab. 
Paint:  08/08-4  Minor 
weathering.  Brgs:  Min 
surf rust.

8
08/08-4  Minor 
weathering.

7
Minor surf rust, appear 
to be functioning 
properly.  

7 Few min crks. 7

All hammer heads. 
Repaired.  Crks in 
repairs and few rand 
crks.Minor erosion at 
base of main pier 2E.

N N/A N

63163174000S01
0

8056 GARDENIA RD       I-75                    IN ROYAL OAK  1963 1996 1996/04/23 8 8 8 N N 8 8 8 8 8 N N

63163174000S01
0

8056 GARDENIA RD       I-75                    IN ROYAL OAK  1963 1996 1997/07/07 9 9 7 N N 9 9 9 0 7 N N

63163174000S01
0

8056 GARDENIA RD       I-75                    IN ROYAL OAK  1963 1996 1999/07/13 6 8 7 N N 8 New deck 1997. 8 8 8
Concrete with ped 
fence.

8
Trans. crack West 
approach.

6
Diagonal corner cracks 
with efflorescence.

8
New concrete beams 
1997.

N 8 Elastomeric pads. 7
Abutments repaired 
1997.  Patched 
concrete spalls.

7
Piers converted to solid 
pier wall.

N N

63163174000S01
0

8056 GARDENIA RD       I-75                    IN ROYAL OAK  1963 1996 2001/07/09 6 8 7 N N 7

New deck 1997.  
Corner cracks.  Fine 
map cracks in some 
areas.

8 8 7
Concrete with ped 
fence.  Vert cracks w/ 
some map cracks.

7
Trans. crack West 
approach.

6
Diagonal corner cracks 
with efflorescence.

8
New concrete beams 
1997.

N 8 Elastomeric pads. 7

Abutments repaired 
1997.  Patched 
concrete spalls.  Few 
vert cracks.  Cracks in 
patched areas.

7
Pier converted to solid 
pier wall.

N N

63163174000S01
0

8056 GARDENIA RD       I-75                    IN ROYAL OAK  1963 1996 2003/07/11 6 8 7 N N 7

New deck 1997.  
Corner cracks.  Fine 
map cracks covering 
most of the bridge.

8 8 7
Concrete with ped 
fence.  Vert cracks w/ 
some map cracks.

7
Trans. crack West 
approach.

6
Diagonal corner cracks 
with efflorescence.

8
New concrete beams 
1997.

N 8 Elastomeric pads. 7

Abutments repaired 
1997.  Patched 
concrete spalls.  Few 
vert cracks.  Cracks in 
patched areas.

7
Pier converted to solid 
pier wall.

N N

63163174000S01
0

8056 GARDENIA RD       I-75                    IN ROYAL OAK  1963 1996 2005/07/07 6 8 7 N N 7

New deck 1997.  
Corner cracks.  Fine 
map cracks covering 
most of the bridge.  
Long. cracks 
propagating from ref. 
lines.

8 8 7
Concrete with ped 
fence.  Vert cracks w/ 
some map cracks.

7 6
Diagonal corner cracks 
with efflorescence.

8
New concrete beams 
1997.  Spread box 
beams.

N 8 Elastomeric pads. 7

Abutments repaired 
1997.  Patched 
concrete spalls.  Few 
vert cracks.  Cracks in 
patched areas.  Map 
cracking on patched 
abut.

7
Pier converted to solid 
pier wall.

N N

63163174000S01
0

8056 GARDENIA RD       I-75                    IN ROYAL OAK  1963 1996 2007/08/25 6 8 7 N N 7 8 8 7 7 6 8 N 8 7 7 N N

63163174000S01
0

8056 GARDENIA RD       I-75                    IN ROYAL OAK  1963 1996 2009/08/25 7 7 6 N N 7
Diagonal corner cracks. 
Tight transverse 
cracks.

7
Strip seal expansion 
joint. Debris filled.

8
Pourable end joints are 
in good condition.

7

Solid concrete parapet 
with pedestrian fencing 
along both sides. 
Hairline map cracks. 
Tight vertical cracks.

7
Concrete approaches. 
Tight transverse 
cracks.

7

Diagonal corner cracks 
and tight transverse 
cracks in deck surface 
and soffit.

7

Spread box beams with 
concrete diaphragms. 
Hairline shear cracks at 
beam ends at 
abutments.

N 7 Elastomeric bearings. 7

Scattered concrete 
patches. Heavy map 
cracks at patches. Tight 
vertical cracks.

6

Pier wall. Few tight 
random cracks. Few 
concrete patches at top 
of wall. Previously 
marked areas of 
delamination (20 sft 
total). 

N N

63163174000S01
0

8056 GARDENIA RD       I-75                    IN ROYAL OAK  1963 1996 2011/08/10 7 7 6 N N 7

Diagonal corner cracks. 
Tight transverse 
cracks. Minor wear and 
weathering.

7
Strip seal expansion 
joint. Debris filled.

8
Pourable end joints are 
in good condition.

7

Solid concrete parapet 
with pedestrian fencing 
along both sides. 
Hairline map cracks. 
Tight vertical cracks. 
Pedestrian fencing is 
bent in the NW quad.

7

Concrete approaches. 
Tight transverse cracks 
with minor wear and 
weathering.

7

Diagonal corner cracks 
and tight transverse 
cracks in deck surface 
and soffit. 

7

Spread box beams with 
concrete diaphragms. 
Hairline shear cracks at 
beam ends at 
abutments. Minor HLH 
damage in west lane of 
SB throughout.

N N/A. 7 Elastomeric bearings. 7

Scattered concrete 
patches. Heavy map 
cracks at patches. Tight 
vertical cracks. 

6

Pier wall. Few tight 
random cracks. Few 
concrete patches at top 
of wall. Previously 
marked areas of 
delamination (20 sft 
total). 

N N/A. N

63163174000S01
0

8056 GARDENIA RD       I-75                    IN ROYAL OAK  1963 1996 2013/08/16 7 7 6 N N 7

Concrete. Diagonal 
corner cracks. Tight 
transverse cracks. 
Minor wear and 
weathering.

7

Strip seal expansion 
joint. Debris filled with 
rusted headers. 
Pourable joints in good 
condition.

N NA 7

Solid concrete parapet 
with pedestrian fencing 
along both sides. 
Hairline map cracks. 
Tight vertical cracks. 
Pedestrian fencing is 
bent in the NW quad.

7

Concrete approaches. 
Tight transverse cracks 
with minor wear and 
weathering.

7

Surface: Concrete. 
Diagonal corner cracks. 
Tight transverse cracks. 
Minor wear and 
weathering. Btm: 
Diagonal leaching 
corner cracks. Few tight 
transverse cracks. Fas: 
Good condition

7

Spread box beams with 
concrete diaphragms. 
Hairline shear cracks at 
beam ends at 
abutments. Minor HLH 
damage (<1 LF) in west 
lane of SB throughout.

N
NA - Concrete 
box beams

7
Elastomeric bearings, 
minor wear and 
weathering.

7

Scattered repaired 
areas. Heavy map 
cracks at patches. Tight 
vertical cracks. 

6

Pier wall. Few tight 
random cracks. Few 
concrete patches at top 
of wall. Previously 
marked areas of 
delamination (20 sft 
total). 

N N/A. N

63163174000S01
0

8056 GARDENIA RD       I-75                    IN ROYAL OAK  1963 1996 2015/08/10 7 7 6 N N 7

Rigid overlay. Diagonal 
corner cracks. Tight 
transverse cracks. 
Minor wear and 
weathering.

7

Strip seal expansion 
joint. Debris filled with 
rusted headers. 
Pourable joints in good 
condition.

N NA 7

Solid concrete parapet 
with pedestrian fencing 
along both sides. 
Hairline map cracks. 
Tight vertical cracks. 
Pedestrian fencing is 
bent in the NW quad.

7

Concrete approaches. 
Tight transverse cracks 
with minor wear and 
weathering.

7

Surface: Concrete. 
Diagonal corner cracks. 
Tight transverse cracks. 
Minor wear and 
weathering. Btm: 
Diagonal leaching 
corner cracks. Few tight 
transverse cracks. Fas: 
Good condition

7

(7) Spread box beams 
with concrete 
diaphragms. Hairline 
shear cracks at beam 
ends at abutments and 
pier (on fascia beams). 
Minor HLH damage in 
west lane of SB:
Bm 1N 8"x6"x2", Mb 5N 
8"x3"x8", Bm 6N 
2"x2"x2", Bm 7N (2) 
2"x2"x2". 
Reinforcement is not 
expose

N
NA - Concrete 
box beams

7
Elastomeric bearings, 
minor wear and 
weathering.

7

Scattered repaired 
areas. Heavy map 
cracks at patches. Tight 
vertical cracks. 

6

Pier wall. 10 sft marked 
delaminated areas. 
Few tight random 
cracks. Few concrete 
patches at top of wall. 
Previously marked 
areas of delamination 
under beams 2S and 
3S (20 sft total). 

N N/A. N

dubaym
Draft
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63163174000S01
0

8056 GARDENIA RD       I-75                    IN ROYAL OAK  1963 1996 2017/08/15 7 7 6 N N 7

Concrete surface. 
Diagonal corner cracks 
<0.05" at ref. lines & at 
exp. Jt. few Tight 
transverse cracks.  
Minor wear and 
weathering.

6
Strip seal expansion 
joint. Debris filled, 
rusted headers. 

7

Pourable joint at E end 
good condition, W end 
HPR joint with minor 
adhesion loss, 

7

Solid concrete parapet 
with pedestrian fencing 
on top along both 
sides. Hairline map 
cracks. Tight vertical 
cracks. N pedestrian 
fencing is bent with 
broken weld at base of 
W end post.

7

Concrete approaches. 
Tight transverse cracks 
with minor wear and 
weathering.

7

Surface:Concrete 
surface. Diagonal 
corner cracks <0.05" at 
ref. lines & at exp. Jt. 
few Tight transverse 
cracks.  Minor wear and 
weathering. Btm: 
Diagonal leaching 
corner Cr. in outer bays 
at abut in all quads.. 
Few tight transverse 
cracks  with effl. in 

7

(7) Spread box beams 
with concrete 
diaphragms. Hairline 
shear cracks at beam 
ends at abutments and 
pier (on fascia beams). 
Minor HLH damage in 
west lane of SB:
Bm 1N 8"x6"x2", Mb 5N 
8"x3"x8", Bm 6N 
2"x2"x2", Bm 7N (2) 
2"x2"x2". 
Reinforcement is not 
expose

N
NA - Concrete 
box beams

7
Elastomeric bearings, 
minor wear and 
weathering.

7

Full height abutments, 
Scattered repaired 
areas. Heavy 
map/shrinkage Cr.at 
patches. Tight vertical 
cracks. wet map Cr at 
N end of W abut. 

6

Pier wall. 10 sft marked 
delaminated areas. 
Few tight random 
cracks. Few concrete 
patches at top of wall. 
Previously marked 
areas of delamination 
under beams 2S and 
3S (20 sft total). Horiz. 
Cr at top on W face, at 
bays 1s & 2s.

N N/A. N

63163174000S02
0

8057 NB SERV RD I-75 IN ROYAL OAK 1963 1996/04/23 4 6 4 N N 5 4 6 1 4 N N

63163174000S02
0

8057 NB SERV RD I-75 IN ROYAL OAK 1963 1997/07/29 3 6 4 N N 4 3 6 1 4 N N

63163174000S02
0

8057 NB SERV RD I-75 IN ROYAL OAK 1963 1998/11/09 3 6 4 N N 4 3 6 1 4 N N

63163174000S02
0

8057 NB SERV RD I-75 IN ROYAL OAK 1963 1999/06/07 3 5 3 N N 3

100 sq. m deep spall 
and bit patch, heavier 
at E end, curbs spalled 
to steel/deep rusty 
cracks 20 meters.  
Trans. cracks.

3
Leaking, bit patched 
and raveling. Nosing 
broken up.

3
Leaking, spalled and bit 
patched

4

Concrete parapet w/1-
tube alum, rust stained 
cracks and scattered 
small spalls, many 
scrape marks. 8 m 
spall to steel and rust 
stains on both rails, 2 
tubes on N rail bent.  
Longit. cracks 
throughout

7
Small spalls E end of 
Bit patch.

3

End headers spalled 
and bit patched, 
leaching and map 
cracks. 2 sq. m spall on 
W backwall 1 m spall to 
steel S fascia, few 
areas w/ small spalls 
and 50% map cracked.  
Rust stains.

5

70% overall rust, 
heavier on bottom 
flanges and fascia 
beams

1 70% overall rust 4

Rockers and steel 
plates, minor rust. Loss 
of bearing area under 
bm 1-S E abut & bm 
1&2-N W abut

3

Horiz cracks top of 
abuts. 4 sq. m spall to 
steel E abut ; 3 sq. m 
spall under bm 1N & 2S 
at W abut. Stalactite at 
W abut. Vert & horiz 
cracks w/few delam 
areas. 10 sq. m cracks 
& delams w/stal W 
abut.  Loss of bearing 
area.

7 Cracks in col 3-5 N N

63163174000S02
0

8057 NB SERV RD I-75 IN ROYAL OAK 1963 2000/04/03 3 5 3 N N 3

100 sq. m deep spall 
and bit patch, heavier 
at E end, curbs spalled 
to steel/deep rusty 
cracks 20 meters.  
Trans. cracks.

3
Leaking, bit patched 
and raveling. Nosing 
broken up.

3
Leaking, spalled and bit 
patched

3

Concrete parapet w/1-
tube alum, rust stained 
cracks and scattered 
small spalls, many 
scrape marks. 8 m 
spall to steel and rust 
stains on both rails, 2 
tubes on N rail bent.  
Longit. cracks 
throughout

7
Small spalls E end of 
Bit patch.

3

End headers spalled 
and bit patched, 
leaching and map 
cracks. 2 sq. m spall on 
W backwall 1 m spall to 
steel S fascia, few 
areas w/ small spalls 
and 50% map cracked.  
Rust stains.

5

70% overall rust, 
heavier on bottom 
flanges and fascia 
beams

1 70% overall rust 4

Rockers and steel 
plates, minor rust. Loss 
of bearing area under 
bm 1-S E abut & bm 
1&2-N W abut

3

Horiz cracks top of 
abuts. 4 sq. m spall to 
steel E abut ; 3 sq. m 
spall under bm 1N & 2S 
at W abut. Stalactite at 
W abut. Vert & horiz 
cracks w/few delam 
areas. 10 sq. m cracks 
& delams w/stal W 
abut.  Loss of bearing 
area.

7 Cracks in col 3-5 N N

63163174000S02
0

8057 NB SERV RD I-75 IN ROYAL OAK 1963 2000/12/20 8 6 7 N N 8 new in 2000 8 new in 2000 8 new in 2000 3 new in 2000 8 new in 2000 8 stay in place forms 6 minor section loss 8 painted in 2000 6
Rockers and steel 
plates

7 Repaired in 2000 7 Cracks in columns. N N

63163174000S02
0

8057 NB SERV RD I-75 IN ROYAL OAK 1963 2002/12/09 7 6 7 N N 8 New in 2000. 8
New in 2000. Strip 
seals.

8 New in 2000. 7

New in 2000. Vert 
cracks. Conc barrier w/ 
2 tube railing. Ped 
fencing.

7
New in 2000. Light 
trans cracks.

7
Stay in place forms. 
Light vert cracks to 
deck fascia.

6 Minor section loss. 7

Painted in 2000. 
Spots of rust at 
bm ends and 
scattered across 
bms.

6
Rockers and steel 
plates.

7

Repaired in 2000. 
Concrete patches. Vert 
cracks. Horz cracks at 
top of abutment.

7 Cracks in columns. N N

63163174000S02
0

8057 NB SERV RD I-75 IN ROYAL OAK 1963 2004/10/05 7 6 7 N N 8 Minor trans cracks. 8
New in 2000. Strip 
seals.     

8 New in 2000. 7

New in 2000. Vert 
cracks. Conc barrier w/ 
2 tube railing. Ped 
fencing.

7
New in 2000. Light 
trans cracks.

7
Stay in place forms. 
Light vert cracks to 
deck fascia.

6 Minor section loss. 7

Painted in 2000. 
Spots of rust at 
bm ends and 
scattered across 
bms.

6
Rockers and steel 
plates.

7

Repaired in 2000. 
Concrete patches. Vert 
cracks. Horz cracks at 
top of abutment.

7 Cracks in columns. N N

63163174000S02
0

8057 NB SERV RD I-75 IN ROYAL OAK 1963 2006/09/25 7 6 7 N N 8 Minor trans cracks. 8
New in 2000. Strip 
seals.  

8 New in 2000. 7

New in 2000. Vert 
cracks. Conc barrier w/ 
2 tube railing. Ped 
fencing.

7
New in 2000. Light 
trans cracks.

7
Stay in place forms. 
Light vert cracks to 
deck fascia.

6 Minor section loss. 7

Painted in 2000. 
Spots of rust at 
bm ends and 
scattered across 
bms.

6
Rockers and steel 
plates.

7

Repaired in 2000. 
Concrete patches. Vert 
cracks. Horz cracks at 
top of abutment.

7 Cracks in columns. N N

63163174000S02
0

8057 NB SERV RD I-75 IN ROYAL OAK 1963 2008/09/13 7 6 7 N N 7
Minor trans cracks. 
Light map cracking on 
spans 1 & 2 W.

7
Map cracked and 
debris filled.

8 New 7
Vert cracks. Conc 
barrier w/ 2 tube railing. 
Ped fencing.

7
New in 2000. Light 
trans cracks.

7 Light cracking on fascia 6 Minor section loss. 7

Painted in 2000.  
Spots of rust at 
bm ends and 
scattered across 
bms.

6
Rockers and steel 
plates.

7

Repaired in 2000. 
Concrete patches map 
cracked. Vert cracks. 
Horiz cracks at top of 
abutment.

7 Cracks in columns. N N

63163174000S02
0

8057 NB SERV RD I-75 IN ROYAL OAK 1963 2010/02/04 7 6 7 N N 7
Minor trans cracks. 
Light map cracking on 

 spans 1 & 2 W   
7

Map cracked and 
debris filled

N 7
Vert cracks. Conc 
barrier w/ 2 tube railing. 
Ped fencing

7 Light trans cracks 7
Permanent metal deck 
forms. Light cracking 
on fascia.

6
Minor section loss at 
abutments

7

Spots of rust at 
bm ends and 
scattered across 
bms

6 Rust on steel plates 7

Concrete patches map 
cracked. Vert cracks. 
Horiz cracks at top of 
abutment

7 Cracks in columns N N

63163174000S02
0

8057 NB SERV RD I-75 IN ROYAL OAK 1963 2012/01/18 7 7 7 N N 7
Min trans crks and H.L. 
map crks throughout.

7

Strip seal exp jts:  
Debris filled.  Fas:  

 Good.
HPR jts:  Good 
condition.

N N/A 7

Solid conc. barrie with 
galv 1" ped fence and 
outter rustification.  
Fine vrt crks and 
stains.

7
Conc.  Light trans 
cracks 

7

Surf:  Min trans crks 
and H.L. map crks 
throughout.  Btm:  Few 
min rust spots on Perm 
S.I.P. forms.  Fas:  Few 
min vrts crks, stains.  
Trans crks on soffit.

7

Rating corrected to 
conform to guides.  
Blt'd conn's.  Paint:  
Scattered rust spots.  
Hvy on btm/btm flgs.  
Hvy peeling on fas 
S.E.Q.  LOS:  Min surf 
rust at abut ends.

6

Scattered rust 
spots.  Hvy on 
btm/btm flgs.  
Hvy peeling on 
fas S.E.Q.

6
Min surf rust on most 
steel.

7

Concrete patches vry 
hvy map cracked. Vert 
cracks. Horiz cracks at 
top of abutment 

7
Few min crks up to 1/8" 
in col's.  Few min H.L. 
crks. in caps.

N N/A N

63163174000S02
0

8057 NB SERV RD I-75 IN ROYAL OAK 1963 2013/12/06 7 7 7 N N 7
Min trans crks and H.L. 
map crks throughout.  
Stripped for 1 lane.

7

Strip seal exp jts:  
Debris filled.  Map crks 

 in headers.
HPR jts:  Good 
condition.

N N/A 7

Solid conc. barrie with 
2 sq. rails and galv 1" 
ped fence and outter 
rustification.  Heavy 
fine vrt crks, map crks. 
and stains.

7
Conc.  Light trans 
cracks 

7

Surf:  Min trans crks 
and H.L. map crks 
throughout.  Stripped 
for 1 lane.  Btm:  Few 
min rust spots on Perm 
S.I.P. forms.  Fas: Few 
min vrts crks, stains. 
Trans crks on soffit. 

7
Contuouse.  Bolted 
Conns.

6

Scattered rust 
spots.  Hvy on 
btm/btm flgs.  
Hvy peeling on 
fascia of a 
number of areas.

6
Min surf rust on most 
steel.

7

Concrete patches vry 
hvy map cracked. Vert 
cracks. Horiz cracks at 
top of abutment .  
Weep holes in 
abutment:  4", 5' o.c.

7
Few min crks up to 1/8" 
in col's.  Few min H.L. 
crks. in caps.

N N/A N

63163174000S02
0

8057 NB SERV RD I-75 IN ROYAL OAK 1963 2015/11/03 7 7 7 N N 7
Min trans crks and H.L. 
map crks throughout.  
Stripped for 1 lane.

7

Strip seal exp jts:  
Debris filled.  Map crks 
in headers.
HPR jts:  Good 
condition.

N N/A 7

Solid conc. barrie with 
2 sq. rails and galv 1" 
ped fence and outter 
rustification.  Heavy vrt 
crks 3' O.C., map crks. 
and stains.

8

Rating corrected to 
conform to guides.  
Conc.  Light trans 
cracks. 

7

Surf:  Min trans crks 
and H.L. map crks 
throughout.  Stripped 
for 1 lane.  Btm:  Few 
min rust spots on Perm 
S.I.P. forms.  Fas: Few 
min vrts crks, stains. 
Trans crks on soffit. 

7
Contuouse.  Bolted 
Conns.

6

Scattered rust 
spots.  Hvy on 
btm/btm flgs.  
Hvy peeling on 
fascia of a 
number of areas.

6
Min to moderate surf 
rust on most steel.

7

Concrete patches vry 
hvy map cracked. Vert 
cracks. Horiz cracks at 
top of abutment .  
Weep holes in 
abutment:  4", 5' o.c.

7
Few min crks up to 1/8" 
in col's.  Few min H.L. 
crks. in caps.

N N/A N

63163174000S03
1

8058 I-75 NB 12 MILE RD
IN MADISON 
HTS

1963 2001 1996/04/24 5 5 4 N N 6 5 5 N 4 N N

63163174000S03
1

8058 I-75 NB 12 MILE RD
IN MADISON 
HTS

1963 2001 1997/09/04 7 5 3 N N 5 7 5 N 3 N N

63163174000S03
1

8058 I-75 NB 12 MILE RD
IN MADISON 
HTS

1963 2001 1998/11/09 7 5 3 N N 5 7 5 N 3 N N

63163174000S03
1

8058 I-75 NB 12 MILE RD
IN MADISON 
HTS

1963 2001 1999/06/08 7 5 3 N N 5
20 syd spall along jts 
and patch w/bit, deep 
spalls.

3

Fiber material missing 
in all the jts, leaking; 
see thru at all exp jts.  
Deep spalls and bit 
patch.

3
Leaking, break-up @ ref 
lines, bit patch

4

Concrete parapet w/1-
tube alum. Few cracks 
and small spalls to 
steel-rusty.

6

Trans cracks, rutting, 
few spalls and 
delamination @ S 
approach lane 2&3-E

7
Spall to steel under jts 
@ W fascia, cracks N 
end

5

Rusty cracks on beam 
ends, small spalls.  
Cracks in diaframes.  E 
fascia @ Jt. ins. spall.

3

Steel plates, loss of 
bearing area on W end 
of pier caps and @ N 
abut; ratings lowered

3

N abut has cracks 
under bm 6 W. Deep 
spall under bm 1E, vert 
cracks.  Deep spall w/ 
exposed position dowel 
under beam 1W N abut 
& incip spalls bm 2W.  
Rust stains.  S in good 
condition.

3

Soffit & col corner 
cracks, spall to steel & 
leachy cracks at C-pier 
E end. All piers W end 
of cap spall to steel-
1syd. Top half of C-pier 
W end exposed steel, 
10sft spall to steel in 
center pier cap 
w/section loss at 
bearing area.  Loss of 
bearing area @

N N

dubaym
Draft
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63163174000S03
1

8058 I-75 NB 12 MILE RD
IN MADISON 
HTS

1963 2001 2000/03/11 7 5 3 N N 5

20 syd spall along jts 
and patch w/bit, deep 
spalls.  Majority of 
spalls are 
longitudinally.

3

Fiber material missing 
in all the jts, leaking; 
see thru at all exp jts.  
Deep spalls and bit 
patch.

3

Leaking, break-up @ ref 
lines, bit patch.  Heavy 
spalling with 
delaminated areas.

4

Concrete parapet w/1-
tube alum. Few cracks 
and small spalls to 
steel-rusty.

6

Trans cracks, rutting, 
few spalls and 
delamination @ S 
approach lane 2&3-E.  
Break up at reference 
line on N end.

7

Spall to steel under jts 
@ W fascia, cracks N 
end.  Diagonal leaching 
cracks.

5

Rusty cracks on beam 
ends, small spalls.  
Cracks in diaframes.  E 
fascia @ Jt. ins. spall. 
1 to 2' cracks in bm 
ends.

3

Steel plates, loss of 
bearing area on W end 
of pier caps and @ N 
abut; ratings lowered

3

N abut has cracks 
under bm 6 W. Deep 
spall under bm 1E, vert 
cracks.  Deep spall w/ 
exposed position dowel 
under beam 1W N abut 
& incip spalls bm 2W.  
Rust stains.  S Abut 
has v cracks.  N Abut 
bm 1W has **

3

Soffit & col corner 
cracks,STS & leachy 
cracks at C-pier E end. 
All piers W end of cap 
STS-1syd. Top half of 
C-pier W end exposed 
steel, 10sft sts in c-pier 
cap w/section loss at 
bearing area.***

N

***Loss of 
bearing 
area @ pier 
2 &3 -S.  
Loss of 
cover on 
steel in C-
pier 1S has 
vc, sts & 
leaky 
cracks.  Col 
1W of S 
Pier has 
heavy del & 
spalls.  2 
temp 
supports 
installed @ 
pier 2S, col 
1W.

N

***Pier cap soffit of 
c-pier has severe 
delam, cracks and 
leaching.

63163174000S03
1

8058 I-75 NB 12 MILE RD
IN MADISON 
HTS

1963 2001 2000/12/09 7 5 3 N N 5

20 syd spall along jts 
and patch w/bit, deep 
spalls.  Majority of 
spalls are 
longitudinally.

3

Fiber material missing 
in all the jts, leaking; 
see thru at all exp jts.  
Deep spalls and bit 
patch.

3

Leaking, break-up @ ref 
lines, bit patch.  Heavy 
spalling with 
delaminated areas.

4

Concrete parapet w/1-
tube alum. Few cracks 
and small spalls to 
steel-rusty.

6

Trans cracks, rutting, 
few spalls and 
delamination @ S 
approach lane 2&3-E.  
Break up at reference 
line on N end.

7

Spall to steel under jts 
@ W fascia, cracks N 
end.  Diagonal leaching 
cracks.

5

Rusty cracks on beam 
ends, small spalls.  
Cracks in diaframes.  E 
fascia @ Jt. ins. spall. 
1 to 2' cracks in bm 
ends.

3

Steel plates, loss of 
bearing area on W end 
of pier caps and @ N 
abut; ratings lowered

3

N abut has cracks 
under bm 6 W. Deep 
spall under bm 1E, vert 
cracks.  Deep spall w/ 
exposed position dowel 
under beam 1W N abut 
& incip spalls bm 2W.  
Rust stains.  S Abut 
has v cracks.  N Abut 
bm 1W has **

3

Soffit & col corner 
cracks,STS & leachy 
cracks at C-pier E end. 
All piers W end of cap 
STS-1syd. Top half of 
C-pier W end exposed 
steel, 10sft sts in c-pier 
cap w/section loss at 
bearing area.***

N

***LOB area 
@ pier 2 &3 
-S.  Loss of 
cover on 
steel in C-
pier 1S has 
vc, sts & 
leaky 
cracks.  Col 
1W of S 
Pier has 
heavy del & 
spalls.  2 
temp supp 
@ pier 2S, 
col 1W.  
temp supp 
under pier 
3S Col 1W.

N

***Pier cap soffit of 
c-pier has severe 
delam, cracks and 
leaching.

63163174000S03
1

8058 I-75 NB 12 MILE RD
IN MADISON 
HTS

1963 2001 2001/06/18 7 5 3 N N 5

20 syd spall along jts 
and patch w/bit, deep 
spalls.  Majority of 
spalls are 
longitudinally.  Deck is 
divided into 2-way 
traffic for construction.

3

Fiber material missing 
in all the jts, leaking.  
Deep spalls and bit 
patch.

3

Leaking, break-up @ ref 
lines, bit patch.  Heavy 
spalling with delam 
areas.

4

Concrete parapet w/1-
tube alum.  Few cracks 
and small spalls to 
steel, rusty.

6

Trans cracks, rutting, 
few spalls and delam 
@ S approach lane 2 
E.

7

STS under jts @ W 
fascia, S jt, cracks N 
end.  Diagonal leaching 
cracks.

5

Rusty cracks on bm 
ends, small spalls.  
Cracks in diaphrams.  
E fascia @ jt incip 
spall.  1' to 2' cracks in 
bm ends.

N 6 7 N abut has 5 patches. 3

Temp supports in place 
under beams at piers.  
Some concrete patches 
finished on N & S piers.

N N

63163174000S03
1

8058 I-75 NB 12 MILE RD
IN MADISON 
HTS

1963 2001 2002/03/13 7 7 7 N N 7
Concrete overlay.  
longitudinal cracks in 
right lane - Span 3

8 Strip seals - 2001 8 5

Concrete parapet 
w/thrie beam retrofit.  
Concrete has few 
cracks and small spalls 
to steel-rust stains.

7 Concrete - 2001 7
 Cracks N end.  
Diagonal leaching 
cracks.

7
Concrete I beams with 
waterproofing on ends.

8 7

Patched.  rating 
lowered due to crack 
under beam 9W @ N 
end

7

Patched.  rating 
lowered due to rust 
stain on center cap and 
minor cracks in 
columns.

N N

***Pier cap soffit of 
c-pier has severe 
delam, cracks and 
leaching.

63163174000S03
1

8058 I-75 NB 12 MILE RD
IN MADISON 
HTS

1963 2001 2004/02/24 7 7 7 N N 7
Concrete overlay.  
longitudinal cracks in 
right lane - Span 3

8 Strip seals - 2001 8 -1 5

Concrete parapet 
w/thrie beam retrofit.  
Concrete has few 
cracks and small spalls 
to steel-rust stains.

7 Concrete - 2001 7
Cracks N end.  
Diagonal leaching 
cracks.

7
Concrete I beams with 
waterproofing on ends.

-1 8 -1 7

Patched.  rating 
lowered due to crack 
under beam 9W @ N 
end

7

Patched.  rating 
lowered due to rust 
stain on center cap and 
minor cracks in 
columns.

N -1 N

***Pier cap soffit of 
c-pier has severe 
delam, cracks and 
leaching.

63163174000S03
1

8058 I-75 NB 12 MILE RD
IN MADISON 
HTS

1963 2001 2006/02/17 6 7 7 N N 7 8 8 5

 Concrete parapet 
w/thrie beam retrofit.  
Concrete has few 
cracks and small spalls 
to steel-rust stains

7 6
Cracks N end.  
Diagonal leaching 
cracks

7 N 8 7 7 N N

63163174000S03
1

8058 I-75 NB 12 MILE RD
IN MADISON 
HTS

1963 2001 2008/02/05 6 7 7 N N 7              8 8 5 7 6 7 N 8 7 7 N N

63163174000S03
1

8058 I-75 NB 12 MILE RD
IN MADISON 
HTS

1963 2001 2010/02/08 6 6 7 N N 7
Concrete overlay. 
longitudinal cracks in 

 right lane - Span 3    
8

Debris in expansion 
opening

N 6

Concrete parapet 
w/thrie beam retrofit. 
Concrete has few 
cracks and small spalls 
to steel. Rust stains on 
backside of brush 
block.

8 No visible deficiencies 6
Cracks N end. Diagonal 
leaching cracks 

6

Shallow spalls to 
bottom flanges on 
beams 3W and 5W @ 
pier 1S northside, 
beam 7W @ pier 1S 
southside and beams 
4W and 5W @ pier 2S 
northside. Spall to steel 
on  beam 1W, span 2S, 
south end.

N 7
Light rust on steel 
plates

7
Patched. rating lowered 
due to crack under 
beam 9W @ N end 

7
Patched. rating lowered 
due to minor cracks in 
columns

N N

63163174000S03
1

8058 I-75 NB 12 MILE RD
IN MADISON 
HTS

1963 2001 2012/01/18 7 6 4 N N 7
Conc.  Rand & Dia & 
long. crks to 1/8".  
Mostly rt ln.

8

Strip seal exp jts:  
 Debris filled.

Poured:  Good 
condition.

N N/A 6

Open conc. parapet 
w/T-bm retro.  Hvy STS 
50% W. Br.blk.  Other 
crks and sm spalls 
throughout.

8 Conc.  Few min crks. 7

Rating corrected to 
conform to guides.  
Surf:  Conc.  Rand & 
Dia & long. crks to 1/8".  
Mostly rt ln. Btm  Rand 
leaching crks 
throughout.  Fas:  Few 
min ckrs.

6

Slag Agg PCI bms.  
Numerous beams 
exhibit shallow to med 
spalls at jts. due to 
weathering of slag.  
Project to install temp 
supports where needed 
started day of 
inpsection.  Other min 
crks. along some bms.  
Supports also placed 
where needed due to 
loss/br

N N/A  PCI bms. 4

Loss of brg area up to 
50% und a number of 
bms.  Temp support 
project started day of 
inspection.  Loss due to 
slag agg substructure.  
Other elasto w/steel 
plates good condition.

4

Slag Agg substr.  
Patched.  Vrt & horz 
crks.  Temp support 
project started day of 
inspection.

4

Loss/brg up to 50% in 
some pier seats due to 
slag agg.  Temp 
support project started 
day of inspection.  
Other min rand, vrt & 
horz crks. in caps and 
cols.

N N/A N

63163174000S03
1

8058 I-75 NB 12 MILE RD
IN MADISON 
HTS

1963 2001 2012/06/06 7 7 7 N N 7
Conc. Rand & Dia & 
long. crks to 1/8". 
Mostly rt ln S.E.Q.

8
Strip seal exp jts: 

 Debris filled.
Poured: Good condition

N N/A 6

Open conc. parapet 
w/T-bm retro. Hvy STS 
50% W. Br.blk. Other 
crks and sm spalls 
throughout. 

8 Conc. Few min crks. 7

Surf:  Conc. Rand & 
Dia & long. crks to 1/8". 
Mostly rt ln S.E.Q.  
Btm:  Rand leaching 
crks throughout.   Fas:  
Few min crks.

7

Slag Agg PCI bms. 
Numerous beams 
exhibit shallow to med 
spalls at jts. due to 
weathering of slag. 
Encasement repairs 
made to worst beams. 
Other min crks. along 
some bms.

N N/A PCI bms. 7

Loss of brg area up to 
50% has been repaired 
und a number of bms.  
Loss due to slag agg 
substructure. Other 
elasto w/steel plates 
good condition. 

7

Slag Agg substr. 
Patched. Vrt & horz 
crks. Brg repairs made 
where necessary.

7

Loss/brg up to 50% in 
some pier seats due to 
slag agg has been 
repaired. Cols have 
fiber wrap repairs.  
Other min rand, vrt & 
horz crks. in caps and 
cols. 

N N/A N

63163174000S03
1

8058 I-75 NB 12 MILE RD
IN MADISON 
HTS

1963 2001 2014/05/05 7 7 7 N N 7
Conc. Rand & Dia & 
long. crks to 1/8". 
Mostly rt ln S.E.Q.

8
Strip seal exp jts: 

 Debris filled.
Poured: Good condition

N N/A 4

Substandard railing for 
I routes.  Open conc. 
parapet w/T-bm retro. 
Hvy STS 50% W. 
Br.blk. Other crks and 
sm spalls throughout. 
Traffic Imapact E.side 
near center.

8 Conc. Few min crks. 7

Surf:  Conc. Rand & 
Dia & long. crks to 1/8". 
Mostly rt ln S.E.Q.  
Bott:  Rand leaching 
crks throughout.  Fas:  
Few shallow spalls in 
br.blk. and some minor 
crks.

7

Slag Agg PCI bms. 
Numerous beams 
exhibit shallow to med 
spalls at jts. due to 
weathering of slag. 
Encasement repairs 
made to worst beams. 
Other min crks. along 
some bms.

N N/A PCI bms. 7

Loss of brg area up to 
50% has been repaired 
und a number of bms.  
Loss due to slag agg 
substructure. Other 
elasto w/steel plates 
good condition. 

7

Slag Agg substr. 
Patched. Vrt & horz 
crks. Brg repairs made 
where necessary.

7

Loss/brg up to 50% in 
some pier seats due to 
slag agg has been 
repaired. Cols have 
fiber wrap repairs.  
Other min rand, vrt & 
horz crks. in caps and 
cols. 

N N/A N

dubaym
Draft
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63163174000S03
1

8058 I-75 NB 12 MILE RD
IN MADISON 
HTS

1963 2001 2016/05/09 7 7 7 N N 7
Conc. Rand & Dia & 
long. crks to 1/8". 
Mostly rt ln S.E.Q.

8
Strip seal exp jts: 
Debris filled.
Poured: Good condition

N N/A 5

Rating corrected to 
conform to guides.  
Substandard railing for 
I routes.  Open conc. 
parapet w/T-bm retro. 
Hvy STS 50% W. 
Br.blk. Other crks and 
sm spalls throughout. 
Traffic Impact E.side 
near center.

8

Conc. Few min crks 
throughout.  Heavy 
map cracks S.E.Q. 
right lane for 6 Lft.

7

Surf:  Conc. Rand & 
Dia & long. crks to 1/8". 
Mostly rt ln S.E.Q.  
Bott:  Rand leaching 
crks throughout.  Fas:  
Few shallow spalls in 
br.blk. and some minor 
crks.

7

Slag Agg PCI bms. 
Numerous beams 
exhibit shallow to med 
spalls at jts. due to 
weathering of slag. 
Encasement repairs 
made to worst beams. 
Other min crks. along 
some bms.  
Diaphragms are 
cracked and spalled in 
some cases.  None 
seriously.

N N/A PCI bms. 7

Loss of brg area up to 
50% has been repaired 
und a number of bms.  
Loss due to slag agg 
substructure. Other 
elasto w/steel plates 
good condition. 

7

Slag Agg substr. 
Patched. Vrt & horz 
crks. Brg repairs made 
on north where 
necessary.

7

Loss/brg up to 50% in 
some pier seats due to 
slag agg has been 
repaired. Cols have 
fiber wrap repairs.  
Other min rand, vrt & 
horz crks. in caps and 
cols. 

N N/A N

63163174000S03
2

8059 I-75 SB 12 MILE RD
IN MADISON 
HTS

1963 2001 1995/09/29 5 5 5 N N 6 5 5 N 5 N N

63163174000S03
2

8059 I-75 SB 12 MILE RD
IN MADISON 
HTS

1963 2001 1996/04/24 7 5 5 N N 5 7 5 N 5 N N

63163174000S03
2

8059 I-75 SB 12 MILE RD
IN MADISON 
HTS

1963 2001 1997/09/04 7 5 5 N N 5 7 5 N 5 N N

63163174000S03
2

8059 I-75 SB 12 MILE RD
IN MADISON 
HTS

1963 2001 1998/07/23 7 5 5 N N 5 7 5 N 5 N N

63163174000S03
2

8059 I-75 SB 12 MILE RD
IN MADISON 
HTS

1963 2001 1999/06/08 7 5 4 N N 5

28 syd spall and bit 
patch. Deep spalls 
mainly in left lane and 
along jts

3
Leaking, fiber missing 
and see through. Bit 
patched entire length.

3
Leaking, spall and bit 
patched at ref lines.

5
Few cracks and debris 
on shoulders.  Repaired 
@ W end.

5

Cracking at both ref 
lines, few spalls, break-
up, delamination and 
bit patch @ S 
approach.  Some 
settlement @ S.

7

Spall under jts, typical 
all beam ends over 
piers.  Wet area, 
leaching, and map 
cracked at Bay 3W 
span 1N.

5

All bm ends spalled & 
cracked, collision spall 
W fascia over EB. 
Cracks on diaphragms 
Spall to vert steel W 
fascia bm over N&S 
piers & S abut

5

Elastomeric pads and 
steel plates.  Loss of 
bearing area under 
beams 1-E&W.

5

N abutment deep spall 
under beam 1E, vert 
cracks.  2sft spall to 
steel under beam 1E 
w/loss of bearing area.  
Ins. spall under 4W 
bm.

4

Incip spalls & map 
crcks on N face of S-
pier. Deep spall to steel 
C-pier W end. Soffit & 
column rusty cracks

N N

63163174000S03
2

8059 I-75 SB 12 MILE RD
IN MADISON 
HTS

1963 2001 2000/03/10 7 5 4 N N 5

28 syd spall and bit 
patch. Deep spalls 
mainly in left lane and 
along jts

3
Leaking, fiber missing 
and see through. Bit 
patched entire length.

3
Leaking, spall and bit 
patched at ref lines.

5
Few cracks and debris 
on shoulders.  Repaired 
@ W end.

5

Cracking at both ref 
lines, few spalls, break-
up, delamination and 
bit patch @ S 
approach.  Some 
settlement @ S.

7

Spall under jts, typical 
all beam ends over 
piers.  Wet area, 
leaching, and map 
cracked at Bay 3W 
span 1N.

5

All bm ends spalled & 
cracked, collision spall 
W fascia over EB 
strands exposed. 
Cracks on diaphragms 
Spall to vert steel W 
fascia bm over N&S 
piers & S abut.  HLH on 
1-4 W, torn strands on 
W fascia of WB**

**W fascia bm S 
tail span is 
spalled to steal.  
Spalls in Center 
lane**

5

Elastomeric pads and 
steel plates.  Loss of 
bearing area under 
beams 1-E&W.

5

N abutment deep spall 
under beam 1E, vert 
cracks.  2sft spall to 
steel under beam 1E 
w/loss of bearing area.  
Ins spall under 5W bm.  
Bearing plate buckled.

4

Incip spalls & map 
crcks on N face of S-
pier. Deep STS C-pier 
W end. Soffit & column 
rusty cracks.  Center 
col has 2sqm of STS.  
Large corner crks on 
Cpier cols.  Speir has 
2sqm of spall***

N

***on N side 
of pier cap, 
corrosive 
steel, large 
corner crk 
on col 1W.

N

63163174000S03
2

8059 I-75 SB 12 MILE RD
IN MADISON 
HTS

1963 2001 2001/06/01 8 8 8 N N 8 No traffic on bridge. 8
BRIDGE UNDER 
CONSTRUCTION.

8 N N N

BRIDGE 
UNDER 
CONSTRU
CTION.

N

63163174000S03
2

8059 I-75 SB 12 MILE RD
IN MADISON 
HTS

1963 2001 2002/02/25 6 6 6 N N 8
Few light random 
cracks.

9 New in 2001. 9 New in 2001. 6

Railing repair to W rail 
over EB.  Vert cracks 
w/ spalls to railing.  
Thrie beam retrofit.  
Rust stains to concrete 
posts.

9 New in 2001. 6
Trans leaching cracks, 
map cracks, corner 
cracks.

6

HLH spalls to bm 1-5 
W over WB & 1-3W 
over EB.  Few spalls to 
beam ends w/ longit 
cracks at some beam 
ends.  Some bm ends 
have been patched.

Concrete I-
beams have 
been water 
proofed at beam 
ends and 
fascias.

6

Elastomeric bearings 
are showing  signs of 
distress.  Steel plates 
are rusty.

6
Patched areas at both 
abutments.  Vert 
cracks.

6

Patched areas in pier 
columns and cap.  Vert 
cracks in pier columns 
as well as soffit cracks 
in cap.

N N

63163174000S03
2

8059 I-75 SB 12 MILE RD
IN MADISON 
HTS

1963 2001 2004/02/24 6 6 7 N N 8
Few light random 
cracks.

8 New in 2001. 8 New in 2001. 6

Railing repair to W rail 
over EB.  Vert cracks 
w/ spalls to railing.  
Thrie beam retrofit.  
Rust stains to concrete 
posts.

8 New in 2001. 6
Trans leaching cracks, 
map cracks, corner 
cracks.

6

HLH spalls to bm 1-5 
W over WB & 1-3W 
over EB.  Few spalls to 
beam ends w/ longit 
cracks at some beam 
ends.  Some bm ends 
have been patched.

Concrete I-
beams have 
been water 
proofed at beam 
ends and 
fascias.

6

Elastomeric bearings 
are showing  signs of 
distress.  Steel plates 
are rusty.

7
Patched areas at both 
abutments.  Vert 
cracks.

7

Patched areas in pier 
columns and cap.  Vert 
cracks in pier columns 
as well as soffit cracks 
in cap.

N -1 N -1

63163174000S03
2

8059 I-75 SB 12 MILE RD
IN MADISON 
HTS

1963 2001 2006/02/17 6 6 7 N N 8 8 8 6

 Railing repair to W rail 
over EB.  Vert cracks 
w/ spalls to railing.  
Thrie beam retrofit.  
Rust stains to concrete 
posts

8 6
Trans leaching cracks, 
map cracks, corner 
cracks

6

HLH spalls to bm 1-5 
W over WB & 1-3W 
over EB.  Few spalls to 
beam ends w/ longit 
cracks at some beam 
ends.  Some bm ends 
have been patched.

N 6

 Elastomeric bearings 
are showing  signs of 
distress.  Steel plates 
are rusty

7 7 N N

63163174000S03
2

8059 I-75 SB 12 MILE RD
IN MADISON 
HTS

1963 2001 2008/02/04 6 6 7 N N 8              8 8 6 8 6 6 N 6 7 7 N N

63163174000S03
2

8059 I-75 SB 12 MILE RD
IN MADISON 
HTS

1963 2001 2010/02/08 6 6 6 N N 8  No visible deficiencies 8
Debris in expansion 
opening

N 6

Railing repair to W rail 
over EB. Vert cracks w/ 
spalls to railing. Thrie 
beam retrofit. Rust 
stains to concrete posts 

8 No visible deficiencies 6
Trans leaching cracks, 
map cracks, corner 
cracks 

6

Concrete I beams with 
sealer on ends and 

 fascia.
Some rust stains on 

 beam ends.
Beams 1W, 5W and 
6W have shallow spalls 
to bottom flange - Span 
2S south end

N 7
Light rust on steel 
plates.

7
Patched areas at both 
abutments. Vert cracks

6

Patched areas in pier 
columns and cap. Vert 
cracks in pier columns 
as well as soffit cracks 
in cap. Nine SFT sts on 
southside of pier 1S 
just east of column 1W. 
Five SFT sts on west 
end of center pier cap. 
Leaching cracks on 
west end of pier 1S.

N N

63163174000S03
2

8059 I-75 SB 12 MILE RD
IN MADISON 
HTS

1963 2001 2012/01/18 7 6 4 N N 8 Conc.  Few min crks. 8

Strip seal exp jts:  
 Debris filled.

Comp jts:  Sm adj 
spalls.  Slightly 
sunken/adhesion failure 
over 75%.

N N/A 6

Open conc. parapet 
w/T-bm retro.  Crks and 
sm shallow spalls to 
conc.  STS 25% Br.blk.

8 Conc.  Few minor ckrs. 7

Rating corrected to 
conform to guides.  
Surf:  Conc.  Few min 
crks.  Btm:  Trans, map 
and corner dia crks 
throughout.  Some 
leaching.  Fas:  Hvy 
crks and stains.  STS at 
jts.

6

Slag Agg PCI bms.  
Numerous beams 
exhibit shallow to med 
spalls at jts. due to 
weathering of slag.  
Project to install temp 
supports where needed 
started day of 
inpsection.  Other min 
crks. along some bms.  
Supports also placed 
where needed due to 
loss/br

N N/A  PCI bms. 4

Loss of brg area up to 
50% und a number of 
bms.  Temp support 
project started day of 
inspection.  Loss due to 
slag agg substructure.  
Other elasto w/steel 
plates good condition.

4

Slag Agg substr.  
Patched.  Vrt & horz 
crks.  Temp support 
project started day of 
inspection due to loss 
brg area.

4

Loss/brg up to 50% in 
some pier seats due to 
slag agg.  Temp 
support project started 
day of inspection.  
Other min rand, vrt & 
horz crks. in caps and 
cols.

N N/A N

63163174000S03
2

8059 I-75 SB 12 MILE RD
IN MADISON 
HTS

1963 2001 2012/06/06 7 7 7 N N 7
Conc.  Hvy map crks in 
S.W.Q. of dk.

7

Strip seal exp jts: 
 Debris filled.

Comp jts: Sm adj 
spalls. Slightly 
sunken/adhesion failure 
over 75%. 

N  N/A 6

Open conc. parapet 
w/T-bm retro. Crks and 
sm shallow spalls to 
conc. STS 25% Br.blk. 

8 Conc. Few minor ckrs. 7

Surf:  Conc.  Hvy map 
crks in S.W.Q. of dk.  
Btm:  Trans, map and 
corner dia crks 
throughout. Some 
leaching.   Fas:  Hvy 
crks and stains. STS at 
jts. 

7

Slag Agg PCI bms. 
Beams that exhibited 
shallow to med spalls 
at jts. due to 
weathering of slag have 
been repaired.  Other 
min crks. along some 
bms. 

N N/A PCI bms. 7

Loss of brg area up to 
50% und a number of 
bms has been repaired.  
Loss due to slag agg 
substructure. Other 
elasto w/steel plates 
good condition. 

7

Rating corrected.  No 
repairs were necessary 
to abutments.  Few min 
vrt crks.  Some map 
cracking.

7

 Loss/brg up to 50% in 
some pier seats due to 
slag agg had been 
repaired.  Other min 
rand, vrt & horz crks. in 
caps and cols.  Fiber 
wrap col repair in place. 
S.W.Q. G.R. 
anchorage to crash wall 
100% rusted.

N N/A N

63163174000S03
2

8059 I-75 SB 12 MILE RD
IN MADISON 
HTS

1963 2001 2014/05/05 7 7 7 N N 7
Conc.  Hvy map crks in 
S.W.Q. of dk.

7

Strip seal exp jts: 
 Debris filled.

Comp jts: Sm adj 
spalls. Slightly 
sunken/adhesion failure 
over 75%. 

N  N/A 4

Substandard railing for 
I routes.  Open conc. 
parapet w/T-bm retro. 
Crks and sm shallow 
spalls to conc. STS 
40% Br.blk. 

8 Conc. Few minor ckrs. 7

Surf:  Trans, map and 
corner dia crks 
scattered throughout. 
Some leaching.  Btm:  
Trans, map and corner 
dia crks scattered 
throughout. Some 
leaching. Fas:  Hvy crks 
and stains.  STS at jts.

7

Slag Agg PCI bms. 
Beams that exhibited 
shallow to med spalls 
at jts. due to 
weathering of slag have 
been repaired.  Other 
min crks. along some 
bms.  HLH chip:  6" x 4" 
E.Bd. Rt. lane.  (See 
photo).

N N/A PCI bms. 7

Loss of brg area up to 
50% und a number of 
bms has been repaired 
and has shrink crks..  
Loss due to slag agg 
substructure. Other 
elasto w/steel plates 
good condition. 

7

Rating corrected.  
(Abuts have been 
previously repaired.) 
Few min vrt crks.  
Some map cracking.

7

 Loss/brg up to 50% in 
some pier seats due to 
slag agg had been 
repaired.  Other min 
rand, vrt & horz crks. in 
caps and cols.  Fiber 
wrap col repair in place. 
S.W.Q. G.R. 
anchorage to crash wall 
100% rusted.

N N/A N

dubaym
Draft
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63163174000S03
2

8059 I-75 SB 12 MILE RD
IN MADISON 
HTS

1963 2001 2015/07/29 7 5 7 N N 7

Post Construction 
Inspection: new deck in 
bay 1W, span 2S.
Conc.  Hvy map crks in 
S.W.Q. of dk.

7

Strip seal exp jts: 
Debris filled.
Comp jts: Sm adj 
spalls. Slightly 
sunken/adhesion failure 
over 75%. 

8
New long. joint between 
new portion of deck and 
old deck on span 2S

5

Post Construction 
Inspection: new open 
parapet railing on Span 
2S, west side w/ thrie 
beam retrofit. The rest 
of railing: Substandard 
railing for I routes.  
Open conc. parapet 
w/T-bm retro. Crks and 
sm shallow spalls to 
conc. STS 25% Br.blk. 

8 Conc. Few minor ckrs. 7

Post Construction 
Inspection. Surface: 
new deck in bay 1W, 
span 2S. The rest of 
deck: Conc.  Hvy map 
crks in S.W.Q. of dk. 
Btm:  new deck  span 
2S bay, 1W. The rest of 
deck: Trans, map and 
corner dia crks 
scattered throughout. 
Some leaching. 
 Fas:  Hvy 

5

Post Construction 
Inspection: New PCI 
beam replacement , bm 
1W, span 2S. Beam 
repair, bm 2W, span 
2S. 
The rest of 
superstructure: Slag 
Agg PCI bms. Many 
beam end repairs. 
Shallow to med STS 
and incipient spalls at 
jts: a) West fascia: 
span 4S, pier 3S; s

N

N/A PCI bms. All 
beams are seal 
coated at ends 
and all fascia 
surface

7

A number of bms has 
been repaired and has 
shrink crks..  Spalling is 
due to to slag agg 
substructure. 
Elastomeric pads are in 
good condition. 

7

Abuts have been 
previously repaired. 
Few min vrt crks.  
Some map cracking.

7

Post construction 
inspection: Piers have 
been patched.  Other 
min rand, vrt & horz 
crks. in caps and cols.  
Fiber wrap col repair in 
place.  S.W.Q. G.R. 
anchorage to crash wall 
100% rusted. Cracks 
and incipient 
delamination at pier 
cap bottom of pier 1S

N N/A N

63163174000S03
2

8059 I-75 SB 12 MILE RD
IN MADISON 
HTS

1963 2001 2017/07/27 7 6 7 N N 7

new deck in bay 1W, 
span 2S.
Conc.  Hvy map crks in 
S.W.Q. of dk.

7

Strip seal exp jts: 
Debris filled.
Comp jts: Sm adj 
spalls. Slightly 
sunken/adhesion failure 
over 75%. 

8
New long. joint between 
new portion of deck and 
old deck on span 2S

5

new open parapet 
railing on Span 2S, 
west side w/ thrie beam 
retrofit. The rest of 
railing: Substandard 
railing for I routes.  
Open conc. parapet 
w/T-bm retro. Crks and 
sm shallow spalls to 
conc. STS 25% Br.blk. 

8 Conc. Few minor ckrs. 7

Surface: new deck in 
bay 1W, span 2S. The 
rest of deck: Conc.  Hvy 
map crks in S.W.Q. of 
dk. 
Btm:  new deck  span 
2S bay, 1W. The rest of 
deck: Trans, map and 
corner dia crks 
scattered throughout. 
Some leaching. 
 Fas:  Hvy crks and 
stains.  STS at jts.

6

New PCI beam 
replacement , bm 1W, 
span 2S. Beam repair, 
bm 2W, span 2S. 
The rest of 
superstructure: Slag 
Agg PCI bms. Many 
beam end repairs. 
Shallow to med STS 
and incipient spalls at 
jts: a) West fascia: 
span 4S, pier 3S; span 
3S, pier 2S; East 
fascia: 

N

N/A PCI bms. All 
beams are seal 
coated at ends 
and all fascia 
surface

7

A number of bms has 
been repaired and has 
shrink crks..  Spalling is 
due to to slag agg 
substructure. 
Elastomeric pads are in 
good condition. 

7

Abuts have been 
previously repaired. 
Few min vrt crks.  
Some map cracking.

7

Piers have been 
patched.  Other min 
rand, vrt & horz crks. in 
caps and cols.  Fiber 
wrap col repair in place. 
S.W.Q. G.R. 
anchorage to crash wall 
100% rusted. Cracks 
and incipient 
delamination at pier 
cap bottom of pier 1S

N N/A N

63163174000S04
1

8060 I-75 NB 13 MILE RD
IN MADISON 
HTS

1963 2001 1996/04/01 4 6 N N 4 6 N N

63163174000S04
1

8060 I-75 NB 13 MILE RD
IN MADISON 
HTS

1963 2001 1996/04/24 4 6 4 N N 4 4 6 N 4 N N

63163174000S04
1

8060 I-75 NB 13 MILE RD
IN MADISON 
HTS

1963 2001 1997/07/10 5 6 4 N N 3 5 6 N 4 N N

63163174000S04
1

8060 I-75 NB 13 MILE RD
IN MADISON 
HTS

1963 2001 1998/08/01 4 5 4 N N 4 5 N N

63163174000S04
1

8060 I-75 NB 13 MILE RD
IN MADISON 
HTS

1963 2001 1998/08/19 4 5 4 N N 4 5 N N

63163174000S04
1

8060 I-75 NB 13 MILE RD
IN MADISON 
HTS

1963 2001 1998/08/19 4 5 4 N N 3 4 5 N 4 N N

63163174000S04
1

8060 I-75 NB 13 MILE RD
IN MADISON 
HTS

1963 2001 1999/06/25 4 5 4 N N 3

45 syd spall to steel 
and bit patched, map 
cracks along longit jt w/ 
wet areas. Heavy spalls 
in Rt lane & shoulder-
midspan.  Spalls on E 
curb.

3
Leaking, all filler 
missing, spalls and bit 
patch.

3
Leaking, spalls and bit 
patched.  Seal is gone.

5

Concrete parape w/1-
alum tube, thrie beam 
across structure.  
Damaged E and W 
side.  Cracks & rust 
stains on concrete post.

6
Trans cracks and small 
spalls at ref lines, bit 
paved

4

Leach cracks 2 lft. Spall 
& rusty cracks both 
fascias. Heavy wet map 
cracks midspan bay 5-8 
W

5

Rusty cracks & spalls 
on beam ends & 
diaphragms, ratings 
lowered.  STS on E 
fascia Bm over N&S 
piers.  STS W fascia 
bm over pier 2-S.

Concrete Bms 5
Elastomeric pads. 
Heavily rusted at ends 
and pads deformed.

6

Vert cracks & incip 
spall under bm 4W N 
abut and under bm 2W 
S abut

4

S-pier has 2lft spall to 
steel, 8lft cracks and 
1syd soffit and cap 
STS, N-pier has 15 lft 
soffit spall and 2syd 
cap spall exposed steel 
w/minor section loss in 
horiz steel in cap.  N&S 
pier E. end 2 syd spall 
to steel col. 1W .

N N

63163174000S04
1

8060 I-75 NB 13 MILE RD
IN MADISON 
HTS

1963 2001 2000/06/30 4 5 4 N N 3

45 syd spall to steel 
and bit patched, map 
cracks along longit jt w/ 
wet areas. Heavy spalls 
in Rt lane & shoulder-
midspan.  Spalls on E 
curb.

3
Leaking, all filler 
missing, spalls and bit 
patch.

3
Leaking, spalls and bit 
patched.  Seal is gone.

3

Concrete parape w/1-
alum tube, thrie beam 
across structure.  
Damaged E and W 
side.  Cracks & rust 
stains on concrete post. 
Broken on E side, 
metal bent & conc 
separated

6
Trans cracks and small 
spalls at ref lines, bit 
paved

4

Leach cracks 2 lft. Spall 
& rusty cracks both 
fascias. Heavy wet map 
cracks midspan bay 5-8 
W

5

Rusty cracks & spalls 
on beam ends & 
diaphragms, ratings 
lowered.  STS on E 
fascia Bm over N&S 
piers.  STS W fascia 
bm over pier 2-S.  Loss 
of bearing at E fascia N 
pier.

Concrete Bms 5
Elastomeric pads. 
Heavily rusted at ends 
and pads deformed.

6

Vert cracks & incip 
spall under bm 4W N 
abut and under bm 2W 
S abut

4

S pier has  8lft cracks 
and 10 syd soffit and 
cap STS, N-pier has 20 
lft soffit sts and 2syd 
cap stsl w/minor 
section loss in horiz 
steel in cap.  N pier 2 
syd sts col. 1W .  S pier 
2 syd sts col 1,2 W.

N N

63163174000S04
1

8060 I-75 NB 13 MILE RD
IN MADISON 
HTS

1963 2001 2001/09/26 9 5 4 N N 9
New. Bird bath along 
entire length of E rail.

9 New strip seals. 9 New pourables. 9 New conc barrier. 9 New conc apprs. 9 Stay in place forms. 5

Rusty cracks & spalls 
on bm ends & 
diaphragms, ratings 
lowered. STS on E 
fascia bm over N&S 
piers. STS W fascia bm 
over pier 2S.  LOB at E 
fascia N pier. UNDER 
CONSTRUCTION

Concrete Bms
UNDER 
CONSTRUCTION

UNDER 
CONSTRUCTION

UNDER 
CONSTRUCTION

N N

63163174000S04
1

8060 I-75 NB 13 MILE RD
IN MADISON 
HTS

1963 2001 2002/02/25 8 6 6 N N 8 New in 2001. 8
New strip seals in 
2001.

8 New in 2001. 7
New concrete barrier.  
Few vert cracks.

8
New concrete 
approaches in 2001.

8 Stay in place forms. 6

Rusty cracks & spalls 
on beam ends & 
diaphragms.  Some 
have been patched.   
STS W fascia bm over 
pier 2-S.

N Concrete Bms. 6

Some distortion of 
elastomeric bearings.  
Steel plates have been 
painted w/ rust showing 
thru.

6

Patched areas on NE 
area of S abutment.  
Vert cracks.  Incip spall 
at beam 7W of N 
abutment.

6

Both piers have 
concrete patches in cap 
& columns.  Vert cracks 
in columns.

N N

63163174000S04
1

8060 I-75 NB 13 MILE RD
IN MADISON 
HTS

1963 2001 2004/02/24 8 7 6 N N 8 New in 2001. 8 Off structure 8 New in 2001. 7
New concrete barrier.  
Few vert cracks.

8
New concrete 
approaches in 2001.

8
Permanent metal deck 
forms

7

Rusty cracks & spalls 
on beam ends & 
diaphragms.  Some 
have been patched.   
STS W fascia bm over 
pier 2-S.

Concrete Bms. 6

Some distortion of 
elastomeric bearings.  
Steel plates have been 
painted w/ rust showing 
thru.

6

Patched areas on NE 
area of S abutment.  
Vert cracks.  Incip spall 
at beam 7W of N 
abutment.

6

Both piers have 
concrete patches in cap 
& columns.  Vert cracks 
in columns.

N -1 N -1

63163174000S04
1

8060 I-75 NB 13 MILE RD
IN MADISON 
HTS

1963 2001 2006/02/17 8 7 6 N N 8 8 8 7 8 8 7 N 6

Some distortion of 
elastomeric bearings.  
Steel plates have been 
painted w/ rust showing 
thru

6

Patched areas on NE 
area of S abutment.  
Vert cracks.  Incip spall 
at beam 7W of N 
abutment

6

 Both piers have 
concrete patches in cap 
& columns.  Vert cracks 

 in columns.
N N

63163174000S04
1

8060 I-75 NB 13 MILE RD
IN MADISON 
HTS

1963 2001 2008/02/05 8 7 6 N N 8              8 8 7 8 8 7 N 6 6 6 N N

63163174000S04
1

8060 I-75 NB 13 MILE RD
IN MADISON 
HTS

1963 2001 2010/02/02 8 7 6 N N 8
No visible defiencies      
 

8
Debris in expansion 
opening

N 7 Few vertical cracks 8 No visible defiencies 8
Permanent metal deck 
forms 

7 No visible defiencies  6

Some distortion of 
elastomeric bearings. 
Steel plates have been 
painted w/ rust showing 
thru

6

Patched areas on NE 
area of S abutment. 
Vert cracks. Incip spall 
at beam 7W of N 
abutment 

6

Both piers have 
concrete patches in cap 
& columns. Vert cracks 
in columns

N N

63163174000S04
1

8060 I-75 NB 13 MILE RD
IN MADISON 
HTS

1963 2001 2011/12/13 7 7 5 N N 7

Concrete surface with 
minor longitudinal 
cracks throughout. 
Minor cracking and 
deterioration near south 
sleeper slab in right 
lane.

N Sleeper slab. 6

Sleeper slab at both 
approaches. Strip seal 
expansion joints are 
debris filled. North strip 
seal is damaged in 
center lane. Appears to 
be separated from 
decking with spall 
forming. Joint seems to 
be sinking. Pourable 
joints with minor 
adhesion failures.

7

Solid concrete barrier 
type 4 with minor 
vertical cracks 
throughout.

8

Concrete approaches in 
good condition with 
minor wear and 
weathering. South 
approach with tight 
transverse cracking.

7

Concrete surface with 
minor longitudinal 
cracks throughout. 
Minor cracking and 
deterioration near south 
sleeper slab in right 
lane. Deck bottom with 
permanent stay-in-
place forms in overall 
good condition. Deck 
fascia with minor 
vertical cracking.

7

Concrete prestressed I-
beams. Beam ends 
previously repaired in 
2001. Fascia beam and 
beam ends are coated 
with flaking in random 
locations.

N
Concrete I-
beam.

6

Some distortion of 
elastomeric bearings. 
Steel plates have been 
painted with minor rust. 

6

Minor vertcial cracks 
throughout. South 
abutment with repairs 
in SW area. North 
abutment with incipient 
spall at beam 7W.

5

Concrete piers with 
shrinkage cracks in 
previous repairs. South 
pier with STS randomly 
along pier cap bottom 

 edges.
North pier with spalling 
on column 1W. 

N N/A. N

dubaym
Draft
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63163174000S04
1

8060 I-75 NB 13 MILE RD
IN MADISON 
HTS

1963 2001 2013/08/19 7 7 4 N N 8

Concrete surface with 
minor longitudinal 
cracks throughout. 
Minor cracking and 
deterioration near south 
sleeper slab in right 
lane. 

N NA 6

 Sleeper slab at both 
approaches. Strip seal 
expansion joints are 
debris filled. North strip 
seal is damaged in 
center lane. Appears to 
be separated from 
decking with spall 
forming. Joint seems to 
be sinking. Pourable 
joints with minor 
adhesion failures. 

7
Vertical cracks 
throughout railing but 
nothing severe

8

Concrete approaches in 
good condition with 
minor wear and 
weathering. South 
approach with tight 
transverse cracking. 

7

Concrete surface with 
minor longitudinal 
cracks throughout. 
Minor cracking and 
deterioration near south 
sleeper slab in right 
lane. Deck bottom with 
permanent stay-in-
place forms in overall 
good condition. Deck 
fascia with minor 
vertical cracking. 

7
Some minor flaking of 
surface coating,

N NA 6

Some distortion of 
elastomeric bearings. 
Steel plates have been 
painted with minor rust.

4

Heavy spalling located 
at abutment at both 
ends.  9 temporary 
supports have been 
placed at structure.  5 
on the north end and 4 
on the south end.

5

 Concrete piers with 
shrinkage cracks in 
previous repairs. South 
pier with STS randomly 
along pier cap bottom 
edges. North pier with 
spalling on column 1W. 

N NA N

63163174000S04
1

8060 I-75 NB 13 MILE RD
IN MADISON 
HTS

1963 2001 2014/08/14 7 7 4 N N 7

Concrete upper surface 
with minor longitudinal 
cracks throughout. 
Right hand lane near 
the south abutment 
reference line has a bit 
more pronounced 
surface wear.

7

HPR transverse joint 
approximately 10' south 
of pier 1s centerline 
and10' north of pier 2s 
centerline. Well sealed, 
some minor chips 
along joint edges.

6

Strip seal EJD's 5' off 
each abutment reference 
line at the sleeper slabs. 
Both joints are debris 
filled. Anchor plate on 
the north joint in the 
center lane is cracked 
and bent.

7

Type 4 concrete 
barriers along each 
fascia. Minor hairline 
vertical cracks at 15'-
20' spacing. Barriers 
are surface sealed, 
sealer is in poor 
condition.

7

Concrete approaches 
are in good condition 
with signs of minor 
wear. South approach 
has a few minor tight 
transverse cracks. 

7

Top surface: Minor 
longitudinal cracks 
throughout. Right hand 
lane near the south 
abutment reference line 
has a bit more 
pronounced surface 

 wear.
Bottom surface: SIP 
metal deck pans, no 

 corrosion noted.
Fascias: Minor vertical 
cracks in the deck 
fascias

7

Nine prestressed 
concrete I-beams per 
span.Isolated beam 
ends have bottom 
flange concrete flaking 
off of the steel sole 
plates. Fascia beams 
and the beam ends 
over the piers are 
surface sealed, surface 
sealer is peeling.

N N/A 6

Elastomeric bearings at 
each beam end with 
steel masonry plates, 
minor surface 
corrosion.

4

South Abutment: 
Incipient spall at beam 
2w, prior patches 

 throughout. 
Temporary supports at 

 beam(s):
 2w
 4w
 6w
 8w

 
North Abutment: 
Incipient spalls at 
beams 7w and 8w, 
hairline vertical crack at 

 beam 6w.
Temporary supports at 

 beam(s):
 3w
 4w
 6w

5

Four concrete square 
columns with concrete 
cap and crashwalls. 
Shrinkage cracks in all 

 of the prior patches.
Pier 1s: Open vertical 
cracks in columns 3w 

 and 4w, up to 1/8" +/-
Pier 2s: Open vertical 
cracks in columns 3w 
and 4w, up to 1/8" +/-, 
STS's in 

N N/A N

63163174000S04
1

8060 I-75 NB 13 MILE RD
IN MADISON 
HTS

1963 2001 2015/08/20 7 7 8 N N 7

Concrete upper surface 
with minor longitudinal 
cracks throughout. 
Right hand lane near 
the south abutment 
reference line has a bit 
more pronounced 
surface wear.

6
Strip seal expansion jts 
are off the structure. 

6

Strip seal EJD's 5' off 
each abutment reference 
line at the sleeper slabs. 
Both joints are debris 
filled. Anchor plate on 
the north joint in the 
center lane is cracked 
and bent. HPR 
transverse joint. Well 
sealed, some minor 
chips along joint edges. 
Sawcut

7

Type 4 concrete 
barriers along each 
fascia. Minor hairline 
vertical cracks at 15'-
20' spacing. Barriers 
are surface sealed, 
sealer is in poor 
condition.

7

Concrete approaches 
are in good condition 
with signs of minor 
wear. South approach 
has a few minor tight 
transverse cracks. 

7

Top surface: Minor 
longitudinal cracks 
throughout. Right hand 
lane near the south 
abutment reference line 
has a bit more 
pronounced surface 
wear.
Bottom surface: SIP 
metal deck pans, no 
corrosion noted.
Fascias: Minor vertical 
cracks in the deck 
fascias.

7

Post-construction 
inspection: Nine 
prestressed concrete I-
beams per span. Many 
beam ends repairs 
Minor STS at beams 
end of bm 3E, span 2S, 
pier 1S. 
Isolated beam ends 
have bottom flange 
concrete flaking off of 
the steel sole plates. 
Fascia beams and the 

N N/A 7

Many new elastomeric 
bearings at each beam 
end with steel masonry 
plates (at beam end 
repairs

8

Post-con inspection: 
Abutments have been 
repaired. Minor HL 
cracks and stains.

8

Post-con inspection: 
Piers have been 
repaired. Four concrete 
square columns with 
concrete cap and 
crashwalls. Shrinkage 
cracks in all of the prior 
patches on columns.

N N/A N

63163174000S04
1

8060 I-75 NB 13 MILE RD
IN MADISON 
HTS

1963 2001 2017/07/26 7 7 8 N N 7

Concrete upper surface 
with surface wear, 
minor long. Cr. 
throughout, long. & 
Trans. Cr in Deck slab 
along short approach 
slab in Right hand lane 
along S Abut. ref. line, 
with edge spalls & 
delam.   

4

Strip seal expansion jts. 
5' off each abut. 
reference line on 
sleeper slabs. North 
EJD: Metal rail broken 
in center lane ( 12 lft) 
with conc. edge spalls; 
South EJD: Metal rail 
broken in RT lane with 
9" missing piece, 
adjacent short 
approach slab continuo

7
Sawcut transv. joints on 
the bridge are in good 
condition

7

Type 4 concrete 
barriers along each 
fascia. Minor hairline 
vertical cracks at 15'-
20' spacing. Barriers 
are surface sealed, 
sealer is in poor 
condition.

7

Concrete approaches 
are in good condition 
with signs of minor 
wear. South approach 
has a few minor tight 
transverse cracks. 

7

Top surface: Concrete 
upper surface with 
surface wear, minor 
long. Cr. throughout, 
long. & Trans. Cr in 
Deck slab along short 
approach slab in Right 
hand lane along S Abut. 
ref. line, with edge 
spalls & delam.   
Bottom surface: SIP 
metal deck pans, no cor

7

Nine prestressed 
concrete I-beams per 
span. Many beam ends 
repairs Minor STS at 
beams end of bm 3E, 
span 2S, pier 1S. 
Isolated beam ends 
have bottom flange 
concrete flaking off of 
the steel sole plates. 
Fascia beams and the 
beam ends over the 
piers are s

N N/A 7

Many new elastomeric 
bearings at each beam 
end with steel masonry 
plates (at beam end 
repairs

8
Abutments have been 
repaired. Minor HL 
cracks and stains.

8

Piers have been 
repaired. Four concrete 
square columns with 
concrete cap and 
crashwalls. Shrinkage 
cracks in all of the prior 
patches on columns.

N N/A N

63163174000S04
2

8061 I-75 SB 13 MILE RD
IN MADISON 
HTS

1963 2001 1996/04/01 5 6 N N 5 6 N N

63163174000S04
2

8061 I-75 SB 13 MILE RD
IN MADISON 
HTS

1963 2001 1996/04/24 5 6 4 N N 6 5 6 N 4 N N

63163174000S04
2

8061 I-75 SB 13 MILE RD
IN MADISON 
HTS

1963 2001 1997/07/10 7 5 4 N N 5 7 5 N 4 N N

63163174000S04
2

8061 I-75 SB 13 MILE RD
IN MADISON 
HTS

1963 2001 1998/08/01 6 5 4 N N 6 5 N N

63163174000S04
2

8061 I-75 SB 13 MILE RD
IN MADISON 
HTS

1963 2001 1998/08/19 6 5 4 N N 6 5 N N

63163174000S04
2

8061 I-75 SB 13 MILE RD
IN MADISON 
HTS

1963 2001 1998/08/19 6 5 4 N N 5 6 5 N 4 N N

63163174000S04
2

8061 I-75 SB 13 MILE RD
IN MADISON 
HTS

1963 2001 1999/06/25 6 5 4 N N 5

20 syd spall and bit 
patched, deep spalls. 
Some spalls repaired 
w/latex patches.  Rusty 
cracks on E curb & 
spall on W curb.

3

Repair at jt 2S missing 
filler material. Leaking, 
all filler missing, 10 lft 
see through jt 2S. Deep 
spalls and bit patched. 
Jt 2S see through, filler 
missing .

4

Jts at ref lines hot 
poured 1997. S ref line 
some spalls along seal.  
Leaking

6

Concret parape w/1-
alum tube, thrie beam 
across structure. Thrie 
beam rusting 
throughout length of 
structure. W side 
damaged.  Cracks on 
concrete post.

6
Trans cracks, STS and 
bit raveled at ref lines & 
rusty cracks.

6

Leachy cracks bay 3&4-
W midspan, 4 lft spall 
at W fascia.  Rusty 
cracks.

5

Spalls and rusty cracks 
on beam ends and 
diaphragms. W fascia 
beam spall over WB.  
STS on W fascia bm 
over pier SE fascia bm 
STS over pier 2-S

Concrete bms. 5

Bearings at all ends 
rusty and pads 
deformed. Some 
interior bearings over 
piers rusty

6

Vert cracks & incip. 
spall under bm 5W at N 
abut and repaired area 
under bm 5W S abut

4

Heavy spall to steel 
N&S-piers columns & 
caps.  Heavier STS 
area on S pier soffit & 
W column.

N N

63163174000S04
2

8061 I-75 SB 13 MILE RD
IN MADISON 
HTS

1963 2001 2000/06/30 6 4 3 N N 5

20 syd spall and bit 
patched, deep spalls. 
Some spalls repaired 
w/latex patches.  Rusty 
cracks on E curb & 
spall on W curb is 3 m 
in length.

3

 10 lft see through jt 
2S.  Bit and latex 
patched.  Jt 2S has 
filler missing.

4

Jts at ref lines hot 
poured 1997. S ref line 
some spalls along seal.  
Leaking

5

Concret parape w/1-
alum tube, thrie beam 
across structure. Thrie 
beam rusting 
throughout length of 
structure. W side 
damaged.  Cracks on 
concrete post.

6
Trans cracks, STS and 
bit raveled at ref lines & 
rusty cracks.

6

Leachy cracks bay 3&4-
W midspan, 4 lft spall 
at W fascia.  Rusty 
cracks.

4

Spalls and rusty cracks 
on beam ends and 
diaphragms. W fascia 
beam spall over WB.  
STS on W fascia bm 
over pier SE fascia bm 
STS over pier 2-S.  
STS s pier bm 2,3 W 
@ ends.

Concrete bms. 5

Bearings at all ends 
rusty and pads 
deformed. Some 
interior bearings over 
piers rusty

6

Vert cracks & incip. 
spall under bm 5W at N 
abut and repaired area 
under bm 5W S abut

3

Heavy spall to steel 
N&S-piers columns & 
caps.  Heavier STS 
area on S pier soffit & 
W column.

N N

63163174000S04
2

8061 I-75 SB 13 MILE RD
IN MADISON 
HTS

1963 2001 2001/06/09 N N N N N N N N N N N N

63163174000S04
2

8061 I-75 SB 13 MILE RD
IN MADISON 
HTS

1963 2001 2002/03/13 8 6 7 N N 8 Concrete - 2001 8 Off structure 8 Pourable seals 7
Concrete barrier, few 
vertical cracks

6
Concrete.  rating 
lowered due to dip on 
south end

8
Stay in place metal 
forms

6
Strand exposed on 1W 
at pier 1S.  minor crack 
at 9W - P1S

N 8 7
Patched and 
waterproofed.  crack 
under 1W - N

7 Patched N N

63163174000S04
2

8061 I-75 SB 13 MILE RD
IN MADISON 
HTS

1963 2001 2004/02/24 8 6 7 N N 8 Concrete - 2001 8 Off structure 8 Pourable seals 7
Concrete barrier, few 
vertical cracks

6
Concrete.  rating 
lowered due to dip on 
south end

8
Permanent metal deck 
forms

6
Strand exposed on 1W 
at pier 1S.  minor crack 
at 9W - P1S

-1 8 -1 7
Patched and 
waterproofed.  crack 
under 1W - N

7 Patched N -1 N -1

63163174000S04
2

8061 I-75 SB 13 MILE RD
IN MADISON 
HTS

1963 2001 2006/02/17 8 6 7 N N 8 8 8 7 6
- Concrete.  rating 
lowered due to dip on 
south end

8 6

Strand exposed on 1W 
at pier 1S.  minor crack 

 at 9W - P1S
N 8 7 7 N N

63163174000S04
2

8061 I-75 SB 13 MILE RD
IN MADISON 
HTS

1963 2001 2008/02/04 8 5 7 N N 8              8 8 7 6 8 5 N 8 7 7 N N

63163174000S04
2

8061 I-75 SB 13 MILE RD
IN MADISON 
HTS

1963 2001 2010/02/02 8 6 7 N N 8
No visible deficiencies    
 

8
Debris in expansion 
opening

N 7 Few vertical cracks 6
Rating lowered due to 
dip on south end

8
Permanent metal deck 
forms 

6
Strand exposed on 1W 
at pier 1S. minor crack 
at 9W - P1S 

 8 No visible deficiencies 7 Vertical crack 7 Vertical crack N N

dubaym
Draft
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63163174000S04
2

8061 I-75 SB 13 MILE RD
IN MADISON 
HTS

1963 2001 2011/12/13 8 5 6 N N 8

Concrete surface with 
no visible deficiencies. 
Minor wear and 
weathering.

N Sleeper slab. 7

Sleeper slab at both 
approaches. Strip seal 
expansion joints are 
debris filled. Pourable 
joints with minor 
adhesion failures.

7

Solid concrete barrier 
type 4 with minor 
vertical cracks 
throughout.

7

Concrete approach in 
good condition with 
minor wear and 
weathering.

8

Concrete surface with 
no visible deficiencies. 
Minor wear and 
weathering. Deck 
bottom with permanent 
stay-in-place forms in 
overall good condition. 
Deck fascia with minor 
vertical cracking.

5

PCI beams with certain 
beam ends previously 
repaired in 2001. 
Fascia beam and beam 
ends are coated with 
flaking in random 
locations. Moderate 
deterioration of beam 
ends over piers, with 
the most significant 
example being 1W at 
pier 1S with exposed 
strands

N PCI beams. 6

Some distortion of 
elastomeric bearings. 
Steel plates have been 
painted with minor 
rusting.

6

Minor vertical cracking 
throughout. North 
abutment with spalling 
under beams 1W, 5W, 
and 6W. South 
abutment with spalling 
under beam 9W.

6

Concrete piers with 
shrinkage cracks on 
previous repairs. North 
pier with spalling on 
column 1E and STS on 
cap bottom (1'x3'). 
South pier with spalling 
on column 1E and cap 
bottom. East side of 
north pier cap with 
shear crack developing.

N N/A. N

63163174000S04
2

8061 I-75 SB 13 MILE RD
IN MADISON 
HTS

1963 2001 2013/08/19 7 5 4 N N 8

Concrete surface with 
no visible deficiencies. 
Minor wear and 
weathering. 

N Sleeper slab. 7

Sleeper slab at both 
approaches. Strip seal 
expansion joints are 
debris filled. Pourable 
joints with minor 
adhesion failures. 

7

Solid concrete barrier 
type 4 with minor 
vertical cracks 
throughout. 

7

 Concrete approach in 
good condition with 
minor wear and 
weathering. 

7

 Concrete surface with 
no visible deficiencies. 
Minor wear and 
weathering. Deck 
bottom with permanent 
stay-in-place forms in 
overall good condition. 
Deck fascia with minor 
vertical cracking. 

5

PCI beams with certain 
beam ends previously 
repaired in 2001. 
Fascia beam and beam 
ends are coated with 
flaking in random 
locations. Moderate 
deterioration of beam 
ends over piers, with 
the most significant 
example being 1W at 
pier 1S with exposed 
strands

N PCI beams 6

Some distortion of 
elastomeric bearings. 
Steel plates have been 
painted with minor 
rusting. 

4

Minor vertical cracking 
throughout. North 
abutment with spalling 
under beams 1W, 5W, 
and 6W. South 
abutment with spalling 
under beam 9W. Temp 
supports located at 
both north and south 
abutments

5

Concrete piers with 
shrinkage cracks on 
previous repairs. North 
pier with spalling on 
column 1E and STS on 
cap bottom (1'x3'). 
South pier with spalling 
on column 1E and cap 
bottom. East side of 
north pier cap with 
shear crack developing. 

N N/A. N

63163174000S04
2

8061 I-75 SB 13 MILE RD
IN MADISON 
HTS

1963 2001 2014/08/14 7 5 4 N N 7
Concrete upper surface 
with minor hairline 
cracks throughout. 

7

HPR transverse joint 
approximately 10' south 
of pier 1s centerline 
and10' north of pier 2s 
centerline. Well sealed, 
some minor chips 
along joint edges.

6

Strip seal EJD's 5' off 
each abutment reference 
line at the sleeper slabs. 
Both joints are debris 
filled. 

7

Type 4 concrete 
barriers along each 
fascia. Minor hairline 
vertical cracks at 15'-
20' spacing. Barriers 
are surface sealed, 
sealer is in poor 
condition.

7

Concrete approaches 
are in good condition 
with signs of minor 
wear. 

7

Top surface: Minor 
hairline cracks 
throughout. 
Bottom surface: SIP 
metal deck pans, no 
corrosion noted.
Fascias: Minor vertical 
cracks in the deck 
fascias.

5

Nine prestressed 
concrete I-beams per 
span.Isolated beam 
ends have bottom 
flange concrete flaking 
off of the steel sole 
plates. Fascia beams 
and the beam ends 
over the piers are 
surface sealed, surface 
sealer is peeling.

N N/A 6

Elastomeric bearings at 
each beam end with 
steel masonry plates, 
minor surface 
corrosion.

4

South Abutment: 
Incipient spall or spalls 
at beam 4w, 5w, and 
9w, minor hairline 
vertical cracks, prior 
patches throughout, 
surface sealed, peeling. 
Temporary supports at 
beam(s):
1w
4w
5w
6w
7w
8w
9w

North Abutment: Deep 
spall at beam 1w, 
incipient spa

5

Four concrete square 
columns with concrete 
cap and crashwalls. 
Shrinkage cracks in all 
of the prior patches.
Pier 1s: Open cracks in 
columns and cap, STS 
in the bottom of the pier 
cap in bay 3w, STS in 
the east end of the cap.
Pier 2s: Open cracks in 
colu

N N/A N

63163174000S04
2

8061 I-75 SB 13 MILE RD
IN MADISON 
HTS

1963 2001 2015/08/20 7 6 8 N N 7
Concrete surface with 
minor hairline cracks 
throughout. 

7
Strip seal expansion 
joint off the structure

7

Strip seal EJD's 5' off 
each abutment reference 
line at the sleeper slabs. 
Both joints are debris 
filled. HPR transverse 
joints are off the 
structure. Well sealed, 
some minor chips along 
joint. Sawcut transv. 
joints on the structure, 
no deficiences

7

Rating revised in 
accordance with the 
guidelines. Type 4 
concrete barriers along 
each fascia. Minor 
hairline vertical cracks 
at 15'-20' spacing. 
Barriers are surface 
sealed, sealer is in poor 
condition.

7

Concrete approaches 
are in good condition 
with signs of minor 
wear. 

7

Top surface: Minor 
hairline cracks 
throughout. 
Bottom surface: SIP 
metal deck pans, no 
corrosion noted.
Fascias: Minor vertical 
cracks in the deck 
fascias.

6

Post-construction 
inspection: Nine 
prestressed concrete I-
beams per span. Many 
end beam repairs. 
Isolated beam ends 
have bottom flange 
concrete flaking off of 
the steel sole plates. 1 
sft STS on beam 3W, 
span 2S, pier 1S. HLH 
over WB: 8"x2"x2" on 
bm 1w an

N N/A 7

Rating revised in 
accordance with the 
guidelines. New 
elastomeric bearings at 
end beam repairs. 
Elastomeric bearings at 
each beam end with 
steel masonry plates, 
minor surface 
corrosion.

8

Post-construction 
inspection: Abutments 
have been repaired. 
Minor HL cracks and 
stains. Temp. supports 
have been removed.

8

Post-construction 
inspection: Both piers 
have been repaired. 
Four concrete square 
columns with concrete 
cap and crashwalls. 
Shrinkage cracks in all 
of the prior patches.

N N/A N

63163174000S04
2

8061 I-75 SB 13 MILE RD
IN MADISON 
HTS

1963 2001 2017/07/26 7 6 8 N N 7
Concrete surface with 
minor hairline cracks 
throughout. 

7

Strip seal expansion 
joint off structure 5' off 
each abutment 
reference line at the 
sleeper slabs. Both 
joints are debris filled. 
HPR transverse joints 
at sleeper slabs. Well 
sealed, some minor 
chips along joint.

7
 Sawcut transv. joints on 
the structure, no 
deficiences

7

 Type 4 concrete 
barriers along each 
fascia. Minor hairline 
vertical cracks at 15'-
20' spacing. Barriers 
are surface sealed, 
sealer is in poor 
condition.

7

Concrete approaches 
are in good condition 
with signs of minor 
wear. 

7

Top surface: Minor 
hairline cracks 
throughout. 
Bottom surface: SIP 
metal deck pans, no 
corrosion noted.
Fascias: Minor vertical 
cracks in the deck 
fascias.

6

Nine prestressed 
concrete I-beams per 
span. Many end beam 
repairs. Isolated beam 
ends have bottom 
flange concrete flaking 
off of the steel sole 
plates. 1 sft STS on 
beam 3W, span 2s, 
pier 1s. HLH over WB: 
8"x2"x2" on bm 1w and 
6"x1"x2" on beam 2W, 
no expo

N N/A 7

New elastomeric 
bearings at end beam 
repairs. Elastomeric 
bearings at each beam 
end with steel masonry 
plates, minor surface 
corrosion.

8

Abutments have been 
repaired. Minor HL 
cracks and stains. 
Temp. supports have 
been removed.

8

Both piers have been 
repaired. Four concrete 
square columns with 
concrete cap and 
crashwalls. Shrinkage 
cracks in all of the prior 
patches.

N N/A N

63163174000S05
1

8062 I-75 NB 14 MILE RD
N LTS OF 
MADISON HTS

1963 1995/09/01 N N N N

63163174000S05
1

8062 I-75 NB 14 MILE RD
N LTS OF 
MADISON HTS

1963 1995/09/29 5 6 7 N N 6 5 6 1 7 N N

63163174000S05
1

8062 I-75 NB 14 MILE RD
N LTS OF 
MADISON HTS

1963 1997/09/03 5 5 6 N N 5 5 5 1 6 N N

63163174000S05
1

8062 I-75 NB 14 MILE RD
N LTS OF 
MADISON HTS

1963 1998/08/01 4 4 6 N N 4 4 N N

63163174000S05
1

8062 I-75 NB 14 MILE RD
N LTS OF 
MADISON HTS

1963 1998/08/20 4 4 6 N N 4 4 N N

63163174000S05
1

8062 I-75 NB 14 MILE RD
N LTS OF 
MADISON HTS

1963 1998/08/20 4 4 6 N N 4 4 4 1 6 N N

63163174000S05
1

8062 I-75 NB 14 MILE RD
N LTS OF 
MADISON HTS

1963 1999/06/25 3 4 6 N N 4

7 syd concrete overlay 
NW quad. 20 syd latex 
or bit repaired areas, 
especially NE quad of 
right lane and shoulder.  
Longit. cracks & spalls 
E curb.

3

Leaking, neoprene jt-10 
lft pads missing and 
broken concrete at 
edges. Jts 2S shored 
up.

3

Sealant disintegrating, 
leaking. Compression 
seal missing, bit 
patched.  Jt at ref lines 
hot poured and bit 
patched.

4

Concrete parapet w/1-
tube alum. NE end 6 sft 
spall to steel few cracks 
& small spalls. Some 
concrete posts w/deep 
spall & rust stains.

5

Trans cracks & deep 
spall at N ref line and 
break-up at S ref line. 
Slight settlement @ S 
approach

3

Spall at N backwall bay 
3W. Sts W fascia 5 lft 
spall under exp jt. 
Cracks & sts 10 lft  E 
fascia, 40 lft spall to 
steel under jt 1S and 
spalls under jt 2S 
(rating lowered).  Leach 
stains, wet areas and 
map cracks.  Some 
spalls and sts.  25% 
map cracks.

4

Few scratches on 
flanges. Ratings 
lowered due to rusty 
beam ends in tailspan.  
Rusty bottom flanges in 
midspan.

1

45% overall rust, 
heavier under 
joinst w/some 
section loss. Pin 
and hangers 
rusty w/section 
loss.

6
Rockers and steel 
plates. Rockers slightly 
tilted & rusty.

7
Vert cracks, minor rust 
stains.  10&11 W

6

Few cracks S pier cap 
under beam 2E, 3sft 
spall. Rust stains & 
incip soffit spalls, vert 
column corner cracks 
and incip spalls.  4 sft 
soffit STS pier 2SE end

N N

63163174000S05
1

8062 I-75 NB 14 MILE RD
N LTS OF 
MADISON HTS

1963 2000/09/22 3 4 5 N N 4

7 syd concrete overlay 
NW quad.90 syd latex 
or bit repaired areas, 
especially NE quad of 
right lane and shoulder.  
Longit. cracks & spalls 
E curb.

2

Leaking, neoprene jt-10 
lft pads missing and 
broken concrete at 
edges. Jts 1& 2S 
shored up.

3

Sealant disintegrating, 
leaking. Compression 
seal missing, bit 
patched.  Jt at ref lines 
hot poured and bit 
patched.

4

Concrete parapet w/1-
tube alum. NE end 6 sft 
spall to steel few cracks 
& small spalls. Some 
concrete posts w/deep 
spall & rust stains.

5

Trans cracks & deep 
spall at N ref line and 
break-up at S ref line. 
Slight settlement @ S 
approach

3

Spall at N backwall bay 
3W. Sts W fascia 5 lft 
spall under exp jt. 
Cracks & sts 10 lft  E 
fascia, 40 lft spall to 
steel under jt 1S and 
spalls under jt 2S 
(rating lowered).  Leach 
stains, wet areas and 
map cracks.  Some 
spalls and sts.  25% 
map cracks.

4

Few scratches on 
flanges. Ratings 
lowered due to rusty 
beam ends in tailspan.  
Rusty bottom flanges in 
midspan.

1

50% overall rust, 
heavier under 
joinst w/some 
section loss. Pin 
and hangers 
rusty w/section 
loss.

6
Rockers and steel 
plates. Rockers slightly 
tilted & rusty.

7
Vert cracks, minor rust 
stains.  10&11 W

5

Cracks S pier cap 
under beam 1,2,3E.  3 
sft spall. Rust stains & 
incip soffit spalls, vert 
column corner cracks 
and incip spalls.  4 sft 
soffit STS pier 2SE end

N N

dubaym
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63163174000S05
1

8062 I-75 NB 14 MILE RD
N LTS OF 
MADISON HTS

1963 2001/06/08 3 4 5 N N 4

Over 10% 
spalled/patched .  
Mostly in the rt lane & 
shoulder.  Numerous 
trans cracks.

2

Leaking, neoprene jt-10 
lft pads missing and 
broken concrete at 
edges. Jts 1& 2S 
shored up.

3

Sealant disintegrating, 
leaking. Compression 
seal missing, bit 
patched.  Jt at ref lines 
hot poured and bit 
patched.

4

Concrete parapet w/1-
tube alum. NE end has 
6 sft sts. Few cracks & 
small spalls. Some 
concrete posts w/deep 
spall & rust stains.  
New thrie beam retrofit 
on E side in 2001.

5
Trans cracks & patched 
spalls at  ref lines.

3

Sp at N bkwal bay 3W. 
Sts W fascia 5 lft sp 
under exp jt. Crks & sts 
10 lft  E fascia, 40 lft 
sts under jt 1S and 
spalls under jt 2S 
(rating lowered).  Leach 
stains, wet areas and 
map crks.  Some sp 
and sts.  25% map 
crkd.

4

Few scratches on 
flanges. Ratings 
lowered due to rusty 
beam ends in tailspans. 
Rusty bottom flanges in 
midspan.

1

50% overall rust, 
heavier under 
joinst w/some 
section loss. Pin 
and hangers 
rusty w/section 
loss.

6
Rockers and steel 
plates. Rockers slightly 
tilted & rusty.

6

Vert cracks, minor rust 
stains.  10W S abut 
has incip spall.  A few 
other minor spalls on 
south abutment.

5

Pier cap under beam 
1,2,3E has a 3 sft spall. 
Rust stains & incip 
soffit spalls, vert 
column corner cracks 
and incip spalls.  4 sft 
soffit STS pier 2SE end

N N

63163174000S05
1

8062 I-75 NB 14 MILE RD
N LTS OF 
MADISON HTS

1963 2002/01/26 3 4 5 N N 4

7 syd concrete overlay 
NW quad.90 syd latex 
or bit repaired areas, 
especially NE quad of 
right lane and shoulder.  
Longit. cracks & spalls 
E curb.

2

Leaking, neoprene jt-10 
lft pads missing and 
broken concrete at 
edges. Jts 1& 2S 
shored up.

3

Sealant disintegrating, 
leaking. Compression 
seal missing, bit 
patched.  Jt at ref lines 
hot poured and bit 
patched.

4

Concrete parapet w/1-
tube alum. NE end 6 sft 
spall to steel few cracks 
& small spalls. Some 
concrete posts w/deep 
spall & rust stains.  
Thrie beam retrofit - 
2001

5

Trans cracks & deep 
spall at N ref line and 
break-up at S ref line. 
Slight settlement @ S 
approach

3

Spall at N backwall bay 
3W. Sts W fascia 5 lft 
spall under exp jt. 
Cracks & sts 10 lft  E 
fascia, 40 lft spall to 
steel under jt 1S and 
spalls under jt 2S 
(rating lowered).  Leach 
stains, wet areas and 
map cracks.  Some 
spalls and sts.  25% 
map cracks.

4

Few scratches on 
flanges. Ratings 
lowered due to rusty 
beam ends in tailspan.  
Rusty bottom flanges in 
midspan.

1

50% overall rust, 
heavier under 
joinst w/some 
section loss. Pin 
and hangers 
rusty w/section 
loss.

6
Rockers and steel 
plates. Rockers slightly 
tilted & rusty.

6
Vert cracks, minor rust 
stains.  10W S abut 
has incip spall.

5

Cracks S pier cap 
under beam 1,2,3E.  3 
sft spall. Rust stains & 
incip soffit spalls, vert 
column corner cracks 
and incip spalls.  4 sft 
soffit STS pier 2SE end

N N

63163174000S05
1

8062 I-75 NB 14 MILE RD
N LTS OF 
MADISON HTS

1963 2002/10/22 3 4 5 N N 4

90 syd latex or bit 
repaired areas, 
especially in the right 
lane and shoulder.

2

Leaking, neoprene jt-10 
lft pads missing and 
broken concrete at 
edges. Jts over pier 1 S 
are shored up.

3

Sealant disintegrating, 
leaking. Compression 
seal missing, bit 
patched.  Jt at ref lines 
hot poured and bit 
patched.

4

Concrete parapet w/1-
tube alum. NE end 6 sft 
spall to steel few cracks 
& small spalls. Some 
concrete posts w/deep 
spall & rust stains.  
Thrie beam retrofit - 
2001.  Longit crack & 
spalls to E brush block.

6

Trans cracks & break-
up at S ref line with bit 
patch. Slight settlement 
@ N & S approach.

3

Spall at N backwall bay 
3W. Sts W fascia 5 lft 
spall under exp jt. 
Cracks & sts 10 lft  E 
fascia, 40 lft spall to 
steel under jt 1S and 
spalls under jt 2S 
(rating lowered).  Leach 
stains, wet areas and 
map cracks.  Some 
spalls and sts.  25% 
map cracks.

4

Few scratches on 
flanges. Ratings 
lowered due to rusty 
beam ends in tailspan.  
Rusty bottom flanges in 
midspan.  Heavy 
section loss at some 
beam ends.

2

50% overall rust, 
heavier under 
joinst w/some 
section loss. Pin 
and hangers 
rusty w/section 
loss.

6

Rockers and steel 
plates. Rockers slightly 
tilted & rusty.  Rustier 
bearings on fascias and 
N abutment.

6
Vert cracks, minor rust 
stains.  10W S abut 
has incip spall.

5

Cracks/spalls S pier 
cap under beam 
1,2,3E.  3 sft spall. 
Rust stains & incip 
soffit spalls, vert 
column corner cracks 
and incip spalls.  4 sft 
soffit STS pier 2SE end

N N

63163174000S05
1

8062 I-75 NB 14 MILE RD
N LTS OF 
MADISON HTS

1963 2003/06/13 3 3 5 N N 4

100 syd latex or bit 
repaired areas, 
especially in the right 
lane and shoulder.  
Pavement has heavy 
scaling.

2

Leaking, neoprene jt-10 
lft pads missing and 
broken concrete at 
edges. Jts over pier 1 S 
are shored up.

3

Sealant disintegrating, 
leaking. Compression 
seal missing, bit 
patched.  Jt at ref line is 
spalled w/ bit patch in 
ramp lane.

4

Concrete parapet w/1-
tube alum. NE end 6 sft 
spall to steel few cracks 
& small spalls. Some 
concrete posts w/deep 
spall & rust stains.  
Thrie beam retrofit - 
2001.  Longit crack & 
spalls to E brush block.

6

Trans cracks & break-
up at S ref line with bit 
patch. Slight settlement 
@ N & S approach.  
New bit approach in 
through lanes.

3

Spall at N backwall bay 
3W. Sts W fascia 5 lft 
spall under exp jt. 
Cracks & sts 10 lft  E 
fascia, 40 lft spall to 
steel under jt 1S and 
spalls under jt 2S 
(rating lowered).  Leach 
stains, wet areas and 
map cracks.  Some 
spalls and sts.  25% 
map cracks.

3

Few scratches on 
flanges. Ratings 
lowered due to rusty 
beam ends in tailspans. 
Rusty bottom flanges in 
midspan.  Heavy 
section loss at some 
beam ends.

2

50% overall rust, 
heavier under 
joinst w/some 
section loss. Pin 
and hangers 
rusty w/section 
loss.

6

Rockers and steel 
plates. Rockers slightly 
tilted & rusty.  Rustier 
bearings on fascias and 
N abutment.

6
Vert cracks, minor rust 
stains.  10W S abut 
has incip spall.

5

Cracks/spalls S pier 
cap under beam 
1,2,3E.  3 sft spall. 
Rust stains & incip 
soffit spalls, vert 
column corner cracks 
and incip spalls.  4 sft 
soffit STS pier 2SE end

N N

63163174000S05
1

8062 I-75 NB 14 MILE RD
N LTS OF 
MADISON HTS

1963 2004/02/24 3 3 5 N N 4

100 syd latex or bit 
repaired areas, 
especially in the right 
lane and shoulder.  
Pavement has heavy 
scaling.

2

Leaking, neoprene jt-10 
lft pads missing and 
broken concrete at 
edges. Jts over pier 1 S 
are shored up.

3

Sealant disintegrating, 
leaking. Compression 
seal missing, bit 
patched.  Jt at ref line is 
spalled w/ bit patch in 
ramp lane.

4

Concrete parapet w/1-
tube alum. NE end 6 sft 
spall to steel few cracks 
& small spalls. Some 
concrete posts w/deep 
spall & rust stains.  
Thrie beam retrofit - 
2001.  Longit crack & 
spalls to E brush block.

6

Trans cracks & break-
up at S ref line with bit 
patch. Slight settlement 
@ N & S approach.  
New bit approach in 
through lanes.

3

Spall at N backwall bay 
3W. Sts W fascia 5 lft 
spall under exp jt. 
Cracks & sts 10 lft  E 
fascia, 40 lft spall to 
steel under jt 1S and 
spalls under jt 2S 
(rating lowered).  Leach 
stains, wet areas and 
map cracks.  Some 
spalls and sts.  25% 
map cracks.

3

Few scratches on 
flanges. Ratings 
lowered due to rusty 
beam ends in tailspans. 
Rusty bottom flanges in 
midspan.  Heavy 
section loss at some 
beam ends.

2

50% overall rust, 
heavier under 
joinst w/some 
section loss. Pin 
and hangers 
rusty w/section 
loss.

6

Rockers and steel 
plates. Rockers slightly 
tilted & rusty.  Rustier 
bearings on fascias and 
N abutment.

6
Vert cracks, minor rust 
stains.  10W S abut 
has incip spall.

5

Cracks/spalls S pier 
cap under beam 
1,2,3E.  3 sft spall. 
Rust stains & incip 
soffit spalls, vert 
column corner cracks 
and incip spalls.  4 sft 
soffit STS pier 2SE end

N -1 N -1

63163174000S05
1

8062 I-75 NB 14 MILE RD
N LTS OF 
MADISON HTS

1963 2005/05/17 3 3 5 N N 4

100 syd latex or bit 
repaired areas, 
especially in the right 
lane and shoulder.  
Pavement has heavy 
scaling.

2

Leaking, neoprene jt-10 
lft pads missing and 
broken concrete at 
edges. Jts over pier 1 S 
are shored up.

3

Sealant disintegrating, 
leaking. Compression 
seal missing, bit 
patched.  Jt at ref line is 
spalled w/ bit patch in 
ramp lane.

4

Concrete parapet w/1-
tube alum. NE end 6 sft 
spall to steel few cracks 
& small spalls. Some 
concrete posts w/deep 
spall & rust stains.  
Thrie beam retrofit - 
2001.  50 lft. of STS at 
E brush block.

6

Trans cracks & break-
up at S ref line with bit 
patch. Slight settlement 
@ N & S approach.  
New bit approach in 
through lanes.

3

Spall at N backwall bay 
3W. Sts W fascia 5 lft 
spall under exp jt. 
Cracks & sts 10 lft  E 
fascia, 40 lft spall to 
steel under jt 1S and 
spalls under jt 2S 
(rating lowered).  Leach 
stains, wet areas and 
map cracks.  Some 
spalls and sts.  25% 
map cracks.

3

Few scratches on 
flanges. Ratings 
lowered due to rusty 
beam ends in tailspans. 
Rusty bottom flanges in 
midspan.  Heavy 
section loss at some 
beam ends.  Temp. 
supports span 3S at 
beams 2W, 3W, 5W, 
6W

2

50% overall rust, 
heavier under 
joinst w/some 
section loss. Pin 
and hangers 
rusty w/section 
loss.

5

Rockers and steel 
plates. Rockers slightly 
tilted & rusty.  Rustier 
bearings on fascias and 
N abutment.

6
Vert cracks, minor rust 
stains.  10W S abut 
has incip spall.

5

Cracks/spalls S pier 
cap under beam 
1,2,3E.  3 sft spall. 
Rust stains & incip 
soffit spalls, vert 
column corner cracks 
and incip spalls.  4 sft 
soffit STS pier 2SE end

N N

63163174000S05
1

8062 I-75 NB 14 MILE RD
N LTS OF 
MADISON HTS

1963 2006/09/08 4 7 5 N N 8 9 New in 2006. 9 New in 2006. 4

Concrete parapet w/1-
tube alum. NE end 6 sft 
spall to steel few cracks 
& small spalls. Some 
concrete posts w/deep 
spall & rust stains.  
Thrie beam retrofit - 
2001.  50 lft. of STS at 
E brush block.

7 4

Spall at N backwall bay 
3W.  Leach stains, wet 
areas and map cracks.  
Some spalls and sts.  
25% map cracks.  
False decking bays 8W-
10W above travel 
lanes.

7 9 Painted 2006. 7
Rockers and steel 
plates.  Tockers slightly 
tilted.

6
Vert cracks, minor rust 
stains.  10W S abut 
has incip spall.

5

Cracks/spalls S pier 
cap under beam 
1,2,3E.  3 sft spall. 
Rust stains & incip 
soffit spalls, vert 
column corner cracks 
and incip spalls.  4 sft 
soffit STS pier 2SE 
end.

N N

63163174000S05
1

8062 I-75 NB 14 MILE RD
N LTS OF 
MADISON HTS

1963 2008/10/29 4 7 5 N N 8              8 8 4 7 4 7 8 7 6 5 N N

63163174000S05
1

8062 I-75 NB 14 MILE RD
N LTS OF 
MADISON HTS

1963 2010/02/08 4 7 6 N N 8
No visible defiencies      
 

8
Debris in expansion 
opening

N 4

Concrete parapet w/1-
tube alum. Numerous 
spall to steel, few 
cracks & small spalls. 
Some concrete posts 
w/deep spall & rust 
stains. Thrie beam 
retrofit 

7 No visible defiencies 4

Spall at N backwall bay 
3W. Leach stains, wet 
areas and map cracks. 
Some spalls and sts. 
25% map cracks. False 
decking bays 8W-10W 
above travel lanes

7
Numerous beam end 
repairs,

8
No visible 
defiencies

7 Rockers slightly tilted 6
Vert cracks, minor rust 
stains. 10W S abut has 
incip spall

6

Three sft spall. Rust 
stains & incip soffit 
spalls, vert column 
corner cracks and incip 
spalls. 4 sft soffit STS 
pier 2SE end

N N

63163174000S05
1

8062 I-75 NB 14 MILE RD
N LTS OF 
MADISON HTS

1963 2012/01/05 5 7 6 N N 8

Concrete surface with 
minor cracking, wear 
and weathering. Minor 
spalling developing in 
right lane of center 
span.

8

Two strip seal 
expansion joints 
located at P&H's are 
filled with debris and 
are in good condition.

7
Joints at HMA 
approaches with minor 
deterioration.

4

Concrete parapet with 1-
tube alum. Numerous 
spall to steel, few 
cracks & small spalls. 
Some concrete posts 
with deep spall and rust 
stains. Thrie beam 
retrofit.

6

HMA approach with 
minor deterioration 
including patching, 
transverse, longitudinal, 
and map cracking.

5

Concrete surface with 
minor cracking, wear 
and weathering. Minor 
spalling developing in 
right lane of center 
span. Deck bottom with 
approximately 25% 
heavy map cracking. 
Leach stains, wet 
areas, map cracks, 
spalls and STS 
throughout. False 
decking over tr

7
Numerous beam end 
repairs scattered 
throughout.

8

Minor 
weathering and 
coating failures 
scattered 
throughout.

7

Rockers with minor 
coating failures and 
slightly tilted. Appear to 
be functioning properly.

6

Vertical cracks 
throughout along with 
minor rust stains. 
South abutment with 
incipient spall at 10W 
(~5sft).

6

Rust stains, vertical 
cracks and spalling 
scattered throughout. 
South pier with spalling 
at top and bottom of 
pier cap at east end 
(~5'). North pier with 
incipient spall at east 
end.

N N/A. N

dubaym
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63163174000S05
1

8062 I-75 NB 14 MILE RD
N LTS OF 
MADISON HTS

1963 2013/08/19 5 7 4 N N 8

Concrete surface with 
minor cracking, wear 
and weathering. Minor 
spalling developing in 
right lane of center 
span. 

8

Two strip seal 
expansion joints 
located at P&H's are 
filled with debris and 
are in good condition.

7
Joints at HMA 
approaches with minor 
deterioration

4

 Concrete parapet with 
1-tube alum. Numerous 
spall to steel, few 
cracks & small spalls. 
Some concrete posts 
with deep spall and rust 
stains. Thrie beam 
retrofit.

6

HMA approach with 
minor deterioration 
including patching, 
transverse, longitudinal, 
and map cracking

5

Concrete surface with 
minor cracking, wear 
and weathering. Minor 
spalling developing in 
right lane of center 
span. Deck bottom with 
approximately 25% 
heavy map cracking. 
Leach stains, wet 
areas, map cracks, 
spalls and STS 
throughout. False 
decking over tr

7

Numerous beam end 
repairs scattered 
throughout. Scattered 
rust

7
Weathering and 
some minor 
paint failures

7

 Rockers with minor 
coating failures and 
slightly tilted. Appear to 
be functioning properly. 

4

Vertical cracks 
throughout along with 
minor rust stains. 
South abutment with 
incipient spall at 10W 
(~5sft).  Temp supports 
located at both north 
and south abutments.

5

 Rust stains, vertical 
cracks and spalling 
scattered throughout. 
South pier with spalling 
at top and bottom of 
pier cap at east end 
(~5'). North pier with 
incipient spall at east 
end.  STS at north pier 
caps

N  N/A. N

63163174000S05
1

8062 I-75 NB 14 MILE RD
N LTS OF 
MADISON HTS

1963 2014/08/14 5 7 4 N N 7

Concrete deck top 
surface. Patched spalls 
along the HPR 
longitudinal joint in lane 
3w. Minor hairline 
cracks. 

6

HPR joints along each 
abutment reference line 
and the longitudinal 
joint in lane 3w. 
Patched edge spalls 
along the longitudinal 
joint. Isolated regions 
of adhesion loss. Strip 
seal EJD's above each 
row of pin and hanger 
assemblies, heavy 
debris accumulati

N N/A 4

Concrete open parapet 
barriers with 1-tube 
aluminum upper. Open 
parapet barriers are 
cast on concrete brush 
blocks. Both barriers 
have a thrie beam 
guardrail retrofit 
applied. Brush blocks 
have numerous cracks, 
spalls, and STS's 
throughout on both the 
toe

6

HMA approach 
pavement. Open 
transverse and 
longitudinal cracks.

5

SURFACE: Concrete 
deck top surface. 
Patched spalls along 
the HPR longitudinal 
joint in lane 3w. Minor 

 hairline cracks. 
BOTTOM: 
Approximately 40% of 
the bottom surface is 
map cracked. False 
decking in bays 8w, 9w, 
and 10w within span 

 2s. 
FASCIAS: Open 

7

Eleven (11) steel plate 
girders per span. Pin 
and hanger assemblies 
approximately 1 foot 
south of pier 1s and 1 
foot north of pier 2s. 
Bolted plate beam end 
repairs throughout 
superstructure. Painted 
over section loss on 
stringer webs and 
bottom flanges n

7

Very minor 
isolated regions 
of surface rust 
on the bottom 
surface of the 
bottom flanges 
and at the beam 
web/abutment 
backwall 
interface. 

7

Fixed steel plate 
bearings at the beam 
ends at both 
abutments. Steel rocker 
bearings at pier 1s and 
2s. Very minor 
corrosion noted. Minor 
tilt on the pier rocker 
bearings. 

4

Concrete cantilever 
 abutment walls. 

South Abutment: 
Hairline vertical cracks, 
deep STS at beam 
10w, temporary support 

 at beam 10w.
North Abutment: 
Hairline vertical cracks, 
incipient spalls at beam 
3w and 4w, temporary 
supports at beam 3w 
and 4w.

5

Five square concrete 
columns with concrete 
cap and concrete 

 crashwalls.
Pier 1s: Large STS on 
top and bottom of pier 
cap in bay 4w, open 

 crack in column 5w.
Pier 2s: Cracks and 
incipient spalls in the 
top and bottom of the 
pier cap in bay 4w, STS 
in bot

N N/A N

63163174000S05
1

8062 I-75 NB 14 MILE RD
N LTS OF 
MADISON HTS

1963 2015/08/10 5 7 5 N N 7

Rigid overlay. Patched 
spalls along the HPR 
longitudinal joint in lane 
3w. 1/16" tranv. and 
random cracks at 10'.

6

2x Strip seal EJD's 
above each row of pin 
and hanger assemblies, 
heavy debris 
accumulation. HPR 
joints along each 
abutment are paved 
over with HMA, cracks 
and patches are all 
over.  

6
Longitudinal joint with 
shallow 6' by 6" spall

3

Concrete open parapet 
barriers with 1-tube 
aluminum upper and 
thrie beam retrofit. RFA 
issued for thrie beam 
retrofit laying on the 
west shoulder 8-10-15. 
Open parapet barriers 
are cast on concrete 
brush blocks. Brush 
blocks have numerous 
cracks, spalls, 

6

HMA approach 
pavement. Open 
transverse and 
longitudinal cracks. 
Many patches.

5

SURFACE: Rigid 
overlay. Patched spalls 
along the HPR 
longitudinal joint in lane 
3w. 1/16" tranv. and 
random cracks at 10'.
BOTTOM:Approximatel
y 10% of the bottom 
surface is map cracked. 
False decking in bays 
8w, 9w, and 10w within 
span 2s (1500 sft+/-).  

7

Eleven (11) steel plate 
girders per span. (22) 
Pin and hanger 
assemblies 
approximately 1 foot 
south of pier 1s and 1 
foot north of pier 2s. 
Bolted plate beam end 
repairs throughout 
superstructure. Painted 
over section loss on 
stringer webs and 
bottom flan

7

Very minor 
isolated regions 
of surface rust 
on the bottom 
surface of the 
bottom flanges 
and at the beam 
web/abutment 
backwall 
interface. 

7

Fixed steel plate 
bearings at the beam 
ends at both 
abutments. Steel rocker 
bearings at pier 1s 
(tilted S 10 deg.) and 
2s. Very minor 
corrosion noted. Minor 
tilt on the pier rocker 
bearings. 

8

Post con. Inspection: 
Concrete cantilever 
abutment walls. 
Both abutments have 
been repaired. Few 
hairline vertical cracks. 

5

Five square concrete 
columns with concrete 
cap and concrete 
crashwalls. Pier 1s: 
Large STS (20 sft) on 
top and bottom of pier 
cap in bay 4w, open 
crack in column 5w. 
Pier 2s: Cracks and 
incipient spalls in the 
top and bottom of the 
pier cap in bay 4w, STS

N N/A N

63163174000S05
1

8062 I-75 NB 14 MILE RD
N LTS OF 
MADISON HTS

1963 2017/07/25 5 7 5 N N 7

Concrete surface, 
Patched spalls along 
the HPR longitudinal 
joint in lane 3w. 1/16" 
tranv. and random 
cracks at 10'.

6

2x Strip seal EJD's 
above each row of pin 
and hanger assemblies, 
heavy debris 
accumulation. HPR 
joints along each 
abutment are paved 
over with HMA, cracks 
and patches are all 
over.  

6
Longitudinal joint with 
shallow 6' by 6" spall

5

Concrete open parapet 
barriers with 1-tube 
aluminum upper and 
thrie beam retrofit. 
Open parapet barriers 
are cast on concrete 
brush blocks. Brush 
blocks have numerous 
cracks, spalls, and 
STS's throughout on 
both the toe and fascia 
edges. Impact damage 
to 

6

HMA approach 
pavement. Open 
transverse and 
longitudinal cracks. 
Many patches.

5

SURFACE: Rigid 
overlay. Patched spalls 
along the HPR 
longitudinal joint in lane 
3w. 1/16" tranv. and 
random cracks at 10'.
BOTTOM:Approximatel
y 10% of the bottom 
surface is map cracked. 
False decking in bays 
8w, 9w, and 10w within 
span 2s (1500 sft+/-).  

7

Eleven (11) steel plate 
girders per span. (22) 
Pin and hanger 
assemblies 
approximately 1 foot 
south of pier 1s and 1 
foot north of pier 2s. 
Bolted plate beam end 
repairs throughout 
superstructure. Painted 
over section loss on 
stringer webs and 
bottom flan

7

Very minor 
isolated regions 
of surface rust 
on the bottom 
surface of the 
bottom flanges 
and at the beam 
web/abutment 
backwall 
interface. 

7

Fixed steel plate 
bearings at the beam 
ends at both 
abutments. Steel rocker 
bearings at pier 1s 
(tilted S 10 deg.) and 
2s. Very minor 
corrosion noted. Minor 
tilt on the pier rocker 
bearings. 

8

Post con. Inspection: 
Concrete cantilever 
abutment walls. 
Both abutments have 
been repaired. Few 
hairline vertical cracks. 

5

Five square concrete 
columns with concrete 
cap and concrete 
crashwalls. Pier 1s: 
Large STS (20 sft) on 
top and bottom of pier 
cap in bay 4w, open 
crack in column 5w. 
Pier 2s: Cracks and 
incipient spalls in the 
top and bottom of the 
pier cap in bay 4w, STS

N N/A N

63163174000S05
2

8063 I-75 SB 14 MILE RD
N LTS OF 
MADISON HTS

1963 1970 1995/09/01 N N N N

63163174000S05
2

8063 I-75 SB 14 MILE RD
N LTS OF 
MADISON HTS

1963 1970 1995/09/29 5 6 6 N N 6 5 6 1 6 N N

63163174000S05
2

8063 I-75 SB 14 MILE RD
N LTS OF 
MADISON HTS

1963 1970 1997/09/05 5 5 6 N N 5 5 5 1 6 N N

63163174000S05
2

8063 I-75 SB 14 MILE RD
N LTS OF 
MADISON HTS

1963 1970 1998/08/01 5 4 6 N N 5 4 N N

63163174000S05
2

8063 I-75 SB 14 MILE RD
N LTS OF 
MADISON HTS

1963 1970 1998/08/20 5 4 6 N N 5 4 N N

63163174000S05
2

8063 I-75 SB 14 MILE RD
N LTS OF 
MADISON HTS

1963 1970 1998/08/20 5 4 6 N N 5 5 4 1 6 N N

63163174000S05
2

8063 I-75 SB 14 MILE RD
N LTS OF 
MADISON HTS

1963 1970 1999/06/25 4 4 6 N N 5

15 syd spall. Concrete 
and bit patch, few 
cracks, some deep 
spalls especially in mid 
span.  Epoxy & latex 
repaired areas

3

Leaking and missing 
seal. Bit and concrete 
patch along metal joint.  
Spall w/ bit patch along 
jt 1S, seal missing 
missing.

3
Leaking and spalls at 
both ref lines.  Seal bad.

5

Concrete parapet w/1-
tube alum. Many 
cracks, small spalls 
and 10 lft spall to steel.  
Rust stains/

5

N appraoch, bit raveled 
and rutting. Rough ride 
@ N ref line, rating 
lowered

4

Map cracked C-span 
bays 8-10E. Spall under 
exp jt 2S, few cracks. 1 
lft spall N backwall bay 
6W, few cracks. S 
backwall spall to steel E 
fascia.  4sft. 20% map 
cracks

4

Scrape marks on  
beams. Minor section 
loss bottom flanges 
and webs. Ratings 
lowered because of 
beam ends in tailspan. 
Heavily rusted.  Bottom 
flanges 100% rusted in 
midspan

1

30% overall rust, 
heavier under 
joints & bottom 
flanges in 
midspan.

5

Rockers and steel 
plates rusty. Rockers 
slightly tilted at N pier 
and heavily corroded @ 
N abut under bm 5&6-
W & @ fascias.

6

Vert cracks, repaired 
areas under bm 3&11-
E, incip spalls under 
beam 2-W.  Incip spall 
under Bm 3-W N abut.

6

Spall to steel at S pier 
cap-W end (4sft). Few 
rusty column and soffit 
cracks.

N N
Utilities along N 
abut.

63163174000S05
2

8063 I-75 SB 14 MILE RD
N LTS OF 
MADISON HTS

1963 1970 2000/09/22 4 4 6 N N 4

70 syd spall. Concrete 
and bit patch, trans 
cracks, some deep 
spalls especially in mid 
span.  Epoxy & latex 
repaired areas

3

Leaking and missing 
seal. Bit and concrete 
patch along metal joint.  
Spall w/ bit patch along 
jt 1S, seal missing 
missing.

3
Leaking and spalls and 
patch at both ref lines.  
Seal bad.

5

Concrete parapet w/1-
tube alum. Many 
cracks, small spalls 
and 15 lft spall to steel.  
Rust stains/

5

N appraoch, bit raveled 
and rutting and patched 
spalls. Rough ride @ N 
ref line, rating lowered

4

Map cracked C-span 
bays 8-10E. Spall under 
exp jt 2S, few cracks. 1 
lft spall N backwall bay 
6W, few cracks. 20% 
map cracks.  Leaching 
trans crks.

4

Scrape marks on  
beams. Minor section 
loss bottom flanges 
and webs. Ratings 
lowered because of 
beam ends in tailspan. 
Heavily rusted.  Bottom 
flanges 100% rusted in 
midspan

1

50% overall rust, 
heavier under 
joints & bottom 
flanges in 
midspan.

5

Rockers and steel 
plates rusty. Rockers 
slightly tilted at N pier 
and heavily corroded @ 
N abut under bm 5&6-
W & @ fascias.

6

Vert cracks, repaired 
areas under bm 
3&11W, incip spalls 
under beam 2-W S  
abut.  Incip spall under 
Bm 3-W N abut.

6

Spall to steel at S pier 
cap-W end (4sft). Few 
rusty column and soffit 
cracks.

N N
Utilities along N 
abut.

63163174000S05
2

8063 I-75 SB 14 MILE RD
N LTS OF 
MADISON HTS

1963 1970 2001/11/13 4 4 6 N N 4

70 syd spall. Concrete 
and bit patch, trans 
cracks, some deep 
spalls especially in mid 
span.  Epoxy & latex 
repaired areas. Areas 
of delamination.

3

Leaking and missing 
seal. Bit and concrete 
patch along metal joint.  
Spall w/ bit patch along 
jt 1S, seal missing. 
Spalls from underside.

3
Leaking, spalls and 
patch at both ref lines.  
Seal bad.

5

Concrete parapet w/ 1-
tube alum. Many 
cracks, small spalls 
and 15 lft spall to steel.  
Rust stains.

5

N appraoch, bit raveled 
and rutting and patched 
spalls. Rough ride @ N 
ref line, rating lowered. 
1 syd spall at S appr. 
Trans & longit jts 
sealed.

4

Map cracked C-span 
bays 8-10E. Spall under 
exp jt 2S, few cracks. 1 
lft spall N backwall bay 
6W, few cracks. 20% 
map cracks.  Leaching 
trans crks.

4

Scrape marks on  
beams. Minor section 
loss bottom flanges 
and webs. Ratings 
lowered because of 
beam ends in tailspan. 
Heavily rusted.  Bottom 
flanges 100% rusted in 
midspan.

1

50% overall rust, 
heavier under 
joints & bottom 
flanges in 
midspan.

5

Rockers and steel 
plates rusty. Rockers 
slightly tilted at N pier 
and heavily corroded @ 
N abut under bm 5&6-
W & @ fascias.

6

Vert cracks, repaired 
areas under bm 
3&11W, incip spalls 
under beam 2-W S  
abut.  Incip spall under 
bm 3-W N abut.

6

Spall to steel and 
behind steel at S pier 
cap-W end (1syd). Few 
rusty column and soffit 
cracks.

N N
Utilities along N 
abut.

63163174000S05
2

8063 I-75 SB 14 MILE RD
N LTS OF 
MADISON HTS

1963 1970 2003/02/28 4 4 6 N N 4

70 syd spall. Concrete 
and bit patch, trans 
cracks, some deep 
spalls especially in mid 
span.  Epoxy & latex 
repaired areas. Areas 
of delamination.

3

Leaking and missing 
seal. Bit and concrete 
patch along metal joint.  
Spall w/ bit patch along 
jt 1S, seal missing. 
Spalls from underside.

3
Leaking, spalls and 
patch at both ref lines.  
Seal bad.

5

Concrete parapet w/ 1-
tube alum. Many 
cracks, small spalls 
and 15 lft spall to steel.  
Rust stains.  (Snow 
covered in 03).

5

N appraoch, bit raveled 
and rutting and patched 
spalls. Rough ride @ N 
ref line. 1 syd spall at S 
appr. Trans & longit jts 
sealed.

4

Map cracked C-span 
bays 8-10E. Spall under 
exp jt 2S, few cracks. 1 
lft spall N backwall bay 
6W, few cracks. 20% 
map cracks.  Leaching 
trans crks.

4

Scrape marks on  
beams. Minor section 
loss bottom flanges 
and webs. Ratings 
lowered because of 
beam ends in tailspan. 
Heavily rusted.  Bottom 
flanges 100% rusted in 
midspan.

2

50% overall rust, 
heavier under 
joints & bottom 
flanges in 
midspan.

5

Rockers and steel 
plates rusty. Rockers 
slightly tilted at N pier 
and heavily corroded @ 
N abut under bm 5&6-
W & @ fascias.

6

Vert cracks, repaired 
areas under bm 
3&11W, incip spalls 
under beam 2-W S  
abut.  Incip spall under 
bm 3-W N abut.  Areas 
of delamination.

6

Spall to steel and 
behind steel at S pier 
cap-W end (1syd). 
Rusty column and soffit 
cracks.  Few random 
cracks.

N
Utilities along N 
abut.

63163174000S05
2

8063 I-75 SB 14 MILE RD
N LTS OF 
MADISON HTS

1963 1970 2004/02/24 4 4 6 N N 4

70 syd spall. Concrete 
and bit patch, trans 
cracks, some deep 
spalls especially in mid 
span.  Epoxy & latex 
repaired areas. Areas 
of delamination.

3

Leaking and missing 
seal. Bit and concrete 
patch along metal joint.  
Spall w/ bit patch along 
jt 1S, seal missing. 
Spalls from underside.

3
Leaking, spalls and 
patch at both ref lines.  
Seal bad.

5

Concrete parapet w/ 1-
tube alum. Many 
cracks, small spalls 
and 15 lft spall to steel.  
Rust stains.  (Snow 
covered in 03).

5

N appraoch, bit raveled 
and rutting and patched 
spalls. Rough ride @ N 
ref line. 1 syd spall at S 
appr. Trans & longit jts 
sealed.

4

Map cracked C-span 
bays 8-10E. Spall under 
exp jt 2S, few cracks. 1 
lft spall N backwall bay 
6W, few cracks. 20% 
map cracks.  Leaching 
trans crks.

4

Scrape marks on  
beams. Minor section 
loss bottom flanges 
and webs. Ratings 
lowered because of 
beam ends in tailspan. 
Heavily rusted.  Bottom 
flanges 100% rusted in 
midspan.

2

50% overall rust, 
heavier under 
joints & bottom 
flanges in 
midspan.

5

Rockers and steel 
plates rusty. Rockers 
slightly tilted at N pier 
and heavily corroded @ 
N abut under bm 5&6-
W & @ fascias.

6

Vert cracks, repaired 
areas under bm 
3&11W, incip spalls 
under beam 2-W S  
abut.  Incip spall under 
bm 3-W N abut.  Areas 
of delamination.

6

Spall to steel and 
behind steel at S pier 
cap-W end (1syd). 
Rusty column and soffit 
cracks.  Few random 
cracks.

N N

dubaym
Draft
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63163174000S05
2

8063 I-75 SB 14 MILE RD
N LTS OF 
MADISON HTS

1963 1970 2005/05/17 4 3 6 N N 4

70 syd spall. Concrete 
and bit patch, trans 
cracks, some deep 
spalls especially in mid 
span.  Epoxy & latex 
repaired areas. Areas 
of delamination.

3

Leaking and missing 
seal. Bit and concrete 
patch along metal joint.  
Spall w/ bit patch along 
jt 1S, seal missing. 
Spalls from underside.

3
Leaking, spalls and 
patch at both ref lines.  
Seal bad.

5

Concrete parapet w/ 1-
tube alum. Many 
cracks, small spalls 
and 15 lft spall to steel.  
Rust stains.  Thrie 
beam retrofit.

5

N approach, bit raveled 
and rutting and patched 
spalls. Rough ride @ N 
ref line.  Trans & longit 
jts sealed.

4

Map cracked C-span 
bays 8-10E. Spall under 
exp jt 2S, few cracks. 1 
lft spall N backwall bay 
6W, few cracks. 20% 
map cracks.  Leaching 
trans crks.

3

Scrape marks on  
beams. Minor section 
loss bottom flanges 
and webs. Ratings 
lowered because of 
beam ends in tailspan. 
Heavily rusted.  Bottom 
flanges 100% rusted in 
midspan.  Temp. 
support span 3S at 
beams 5W thru 8W.

2

50% overall rust, 
heavier under 
joints & bottom 
flanges in 
midspan.

5

Rockers and steel 
plates rusty. Rockers 
slightly tilted at N pier 
and heavily corroded @ 
N abut under bm 5&6-
W & @ fascias.

6

Vert cracks, repaired 
areas under bm 
3&11W, incip spalls 
under beam 2-W S  
abut.  Incip spall under 
bm 3-W N abut.  Areas 
of delamination.

6

Spall to steel and 
behind steel at S pier 
cap and pier cap soffit-
W end (1syd). Rusty 
column and soffit 
cracks.  Few random 
cracks.

N N

63163174000S05
2

8063 I-75 SB 14 MILE RD
N LTS OF 
MADISON HTS

1963 1970 2006/09/08 4 7 6 N N 8 Concrete overlay 2006. 9 New 2006. 9 New 2006. 4
Rating lowered due to 
deep spall SW quad.

7

N approach, bit raveled 
and rutting and patched 
spalls. Rough ride @ N 
ref line.  Trans & longit 
jts sealed.

4

Map cracked C-span 
bays 8-10E. Few 
cracks. 1 lft spall N 
backwall bay 6W, few 
cracks. 20% map 
cracks.  Leaching trans 
crks.Flase decking 
span 2S bays 1-3 
above travel lanes.

7 9 Painted 2206. 7
Rockers slightly tilted at 
N pier.  Painted 2006.

6

Vert cracks, repaired 
areas under bm 
3&11W, incip spalls 
under beam 2-W S  
abut.  Incip spall under 
bm 3-W N abut.  Areas 
of delamination.

6

Spall to steel and 
behind steel at S pier 
cap and pier cap soffit-
W end (1syd). Rusty 
column and soffit 
cracks.  Few random 
cracks.

N N

63163174000S05
2

8063 I-75 SB 14 MILE RD
N LTS OF 
MADISON HTS

1963 1970 2008/10/29 4 7 6 N N 8              8 8 4 7 4 7 8 7 6 6 N N

63163174000S05
2

8063 I-75 SB 14 MILE RD
N LTS OF 
MADISON HTS

1963 1970 2010/02/08 4 7 6 N N 8
No visible defiencies      
 

8
Debris in expansion 
opening

N 4

Concrete parapet w/ 1-
tube alum. Many 
cracks, small spalls 
and 15 lft spall to steel. 

 Rust stains. 
Spall to steel SW quad. 
Thrie beam retrofit

7 No visible defiencies 4

Map cracked C-span 
bays 8-10E. Few 
cracks. 1 lft spall N 
backwall bay 6W, few 
cracks. 20% map 
cracks. Leaching trans 
crks.False decking 
span 2S bays 1-3 
above travel lanes

7
Numerous beam end 
repairs

8
No visible 
defiencies

7
Rockers slightly tilted at 
N pier

6

Vert cracks, repaired 
areas under bm 
3&11W, incip spalls 
under beam 2-W S 
abut. Incip spall under 
bm 3-W N abut. Areas 
of delamination

6

Spall to steel and 
behind steel at S pier 
cap and pier cap soffit-
W end (1syd). Rusty 
column and soffit 
cracks. Few random 
cracks

N N

63163174000S05
2

8063 I-75 SB 14 MILE RD
N LTS OF 
MADISON HTS

1963 1970 2012/01/05 5 7 6 N N 8
Concrete surface with 
minor cracking, wear 
and weathering.

8

Two strip seal 
expansion joints at 
P&H's are filled with 
debris and are in good 
condition.

7

Joints at HMA 
approaches with minor 
deterioration and 
patching.

5

Concrete parapet with 1-
tube aluminum. Many 
cracks, small spalls 
and 15 lft spall to steel. 
Rust stains. Spall to 
steel SW quad. Thrie 
beam retrofit.

6

HMA approach with 
minor deterioration 
including patching, 
transverse, longitudinal, 
and map cracking.

5

Concrete surface in 
good condition with 
minor cracking with 
wear and weathering. 
Deck bottom with 
approximatly 20% of 
heavy map cracks. 
Transverse leaching 
cracks throughout. 
False decking over 
travel lanes in bay 1-
3W. Minor spall at N 
backwall bay 6W (~

7

Numerous beam end 
repairs scattered 
throughout. HLH with 
minor bending for EB 
right lane on west 
fascia beam.

7

Minor 
weathering and 
coating failures 
scattered 
throughout.

7

Rockers with minor 
coating failures and 
slightly tilted at N pier. 
Seem to be functioning 
properly.

6

Minor vertical cracks 
and areas of 
delamination scattered 
throughout. South 
abutment with repaired 
areas under beam 3W 
and 11W, incipient 
spalls under beam 2W. 
North abutment with 
incipient spall under 
beam 3W.

6

Spall to steel and 
behind steel at S pier 
cap and pier cap soffit-
W end (1syd). Rusty 
column and soffit 
cracks. Few random 
cracks.

N N/A. N

63163174000S05
2

8063 I-75 SB 14 MILE RD
N LTS OF 
MADISON HTS

1963 1970 2013/08/19 5 7 4 N N 8
 Concrete surface with 
minor cracking, wear 
and weathering. 

8

Two strip seal 
expansion joints at 
P&H's are filled with 
debris and are in good 
condition. 

7

Joints at HMA 
approaches with minor 
deterioration and 
patching. 

5

Concrete parapet with 1-
tube aluminum. Many 
cracks, small spalls 
and 15 lft spall to steel. 
Rust stains. Spall to 
steel SW quad. Thrie 
beam retrofit. 

6

 HMA approach with 
minor deterioration 
including patching, 
transverse, longitudinal, 
and map cracking. 

5

Concrete surface in 
good condition with 
minor cracking with 
wear and weathering. 
Deck bottom with 
approximatly 25% of 
heavy map cracks. 
Transverse leaching 
cracks throughout. 
False decking over 
travel lanes in bay 1-
3W. Minor spall at N 
backwall bay 6W (~

7

Numerous beam end 
repairs scattered 
throughout. HLH with 
minor bending for EB 
right lane on west 
fascia beam. Scattered 
rust

7

 Minor 
weathering and 
coating failures 
scattered 
throughout.  
Minor coating 
failures

7

Rockers with minor 
coating failures and 
slightly tilted at N pier. 
Seem to be functioning 
properly. 

4

- Minor vertical cracks 
and areas of 
delamination scattered 
throughout. South 
abutment with repaired 
areas under beam 3W 
and 11W, incipient 
spalls under beam 2W. 
North abutment with 
incipient spall under 
beam 3W. Temp 
supports have been 
installed at both 

5

Spall to steel and 
behind steel at S pier 
cap and pier cap soffit-
W end (1syd). Rusty 
column and soffit 
cracks. Few random 
cracks. 

N  N/A. N

63163174000S05
2

8063 I-75 SB 14 MILE RD
N LTS OF 
MADISON HTS

1963 1970 2014/08/14 5 7 4 N N 7

Concrete deck top 
surface. Minor 
transverse and 
diagonal cracks. 

6

HPR joints along each 
abutment reference line 
and the longitudinal 
joint in lane 2w. 
Isolated regions of 
adhesion loss. Strip 
seal EJD's above each 
row of pin and hanger 
assemblies, heavy 
debris accumulation.

N N/A 5

Concrete open parapet 
barriers with 1-tube 
aluminum upper. Open 
parapet barriers are 
cast on concrete brush 
blocks. Both barriers 
have a thrie beam 
guardrail retrofit 
applied. Brush blocks 
have numerous cracks, 
spalls, and STS's 
throughout on both the 
toe

6

HMA approach 
pavement. Open 
transverse and 
longitudinal cracks.

5

SURFACE: Concrete 
deck top surface. Minor 
transverse and diagonal 

 cracks. 
BOTTOM: 
Approximately 30% of 
the bottom surface is 
map cracked. False 
decking in bays 1w, 2w, 
and 3w within span 2s. 
 
FASCIAS: Open cracks 
and shallow spalls 

 along both fascias.

7

Eleven (11) steel plate 
girders per span. Pin 
and hanger assemblies 
approximately 1 foot 
south of pier 1s and 1 
foot north of pier 2s. 
Bolted plate beam end 
repairs throughout 
superstructure. Painted 
over section loss on 
stringer webs and 
bottom flanges n

7

Very minor 
isolated regions 
of surface rust 
on the bottom 
surface of the 
bottom flanges 
and at the beam 
web/abutment 
backwall 
interface. 

7

Fixed steel plate 
bearings at the beam 
ends at both 
abutments. Steel rocker 
bearings at pier 1s and 
2s. Very minor 
corrosion noted. Minor 
tilt on the pier rocker 
bearings. 

4

Concrete cantilever 
 abutment walls. 

South Abutment: Spalls 
or incipient spalls at 
beams 2w, 3w, and 5w, 
temporary supports at 
beams 2w, 3w, and 

 5w.
North Abutment: 
Hairline vertical cracks 
and rust stains, 
incipient spalls at beam 
3w, temporary support

5

Five square concrete 
columns with concrete 
cap and concrete 

 crashwalls.
Pier 1s: Minor cracks 
on most pier column 
surfaces. Top and 
bottom of the pier cap 
over column 1w, deep 
STS's and rust stains. 
Columns 1w, open 
vertical cracks with rust 

 stains.
Pie

N N/A N

63163174000S05
2

8063 I-75 SB 14 MILE RD
N LTS OF 
MADISON HTS

1963 1970 2015/08/10 5 7 5 N N 7

Possible rigid overlay. 
Concrete deck top 
surface. Longitudinal,  
transverse and 
diagonal cracks up to 
1/16" at 10' ave. 

6

HPR joints along each 
abutment reference line 
are paved over with 
HMA. Cracks and 
spalls all over. 2x Strip 
seal EJD's above each 
row of pin and hanger 
assemblies, heavy 
debris accumulation.

6

Longitudinal joint in lane 
2w. PRJ on N approach 
50' from ref line, good 
condition.

5

Concrete open parapet 
barriers with 1-tube 
aluminum upper. Open 
parapet barriers are 
cast on concrete brush 
blocks. Both barriers 
have a thrie beam 
guardrail retrofit 
applied. Brush blocks 
have numerous cracks, 
spalls, and STS's 
throughout on both the 
toe

6

Newly patched HMA 
approach pavement. 
Open transverse and 
longitudinal cracks.

5

SURFACE: Possible 
rigid overlay. Concrete 
deck top surface. 
Longitudinal,  
transverse and diagonal 
cracks up to 1/16" at 
10' ave. BOTTOM: 
Approximately 10% of 
the bottom surface is 
map cracked. Random 
hairline transverse 
cracks. False decking in 
bays 1w, 

7

Eleven (11) steel plate 
girders per span. (22) 
Pin and hanger 
assemblies 
approximately 1 foot 
south of pier 1s and 1 
foot north of pier 2s. 
Bolted plate beam end 
repairs throughout 
superstructure. Painted 
over section loss on 
stringer webs and 
bottom flan

7

Very minor 
isolated regions 
of surface rust 
on the bottom 
surface of the 
bottom flanges 
and at the beam 
web/abutment 
backwall 
interface. 

7

Fixed steel plate 
bearings at the beam 
ends at both 
abutments. Steel rocker 
bearings at pier 1s and 
2s (tilted 10 degrees). 
Very minor corrosion 
noted. Minor tilt on the 
pier rocker bearings. 

8

Post Con Inspection: 
Concrete cantilever 
abutment walls. Both 
abutments have been 
repaired, temporary 
supports removed.
Hairline vertical cracks 
on both abutments.

5

Five square concrete 
columns with concrete 
cap and concrete 
crashwalls.
Pier 1s: Minor cracks 
on most pier column 
surfaces. Top and 
bottom of the pier cap 
over column 1w, deep 6 
sft STS's and rust 
stains. Columns 1w, 
open vertical cracks 
with rust stains.

N N/A N

63163174000S05
2

8063 I-75 SB 14 MILE RD
N LTS OF 
MADISON HTS

1963 1970 2017/07/25 5 7 5 N N 7

Possible rigid overlay. 
Concrete deck top 
surface. Longitudinal,  
transverse and 
diagonal cracks up to 
1/16" at 10' ave. 

6

HPR joints along each 
abutment reference line 
are paved over with 
HMA. Cracks and 
spalls all over. 2x Strip 
seal EJD's above each 
row of pin and hanger 
assemblies, heavy 
debris accumulation.

6

Longitudinal joint in lane 
2w. PRJ on N approach 
50' from ref line, good 
condition.

5

Concrete open parapet 
barriers with 1-tube 
aluminum upper. Open 
parapet barriers are 
cast on concrete brush 
blocks. Both barriers 
have a thrie beam 
guardrail retrofit 
applied. Brush blocks 
have numerous cracks, 
spalls, and STS's 
throughout on both the 
toe

6

Newly patched HMA 
approach pavement. 
Open transverse and 
longitudinal cracks.

5

SURFACE: Possible 
rigid overlay. Concrete 
deck top surface. 
Longitudinal,  
transverse and diagonal 
cracks up to 1/16" at 
10' ave. BOTTOM: 
Approximately 10% of 
the bottom surface is 
map cracked. Random 
hairline transverse 
cracks. False decking in 
bays 1w, 

7

Eleven (11) steel plate 
girders per span. (22) 
Pin and hanger 
assemblies 
approximately 1 foot 
south of pier 1s and 1 
foot north of pier 2s. 
Bolted plate beam end 
repairs throughout 
superstructure. Painted 
over section loss on 
stringer webs and 
bottom flan

7

Very minor 
isolated regions 
of surface rust 
on the bottom 
surface of the 
bottom flanges 
and at the beam 
web/abutment 
backwall 
interface. 

7

Fixed steel plate 
bearings at the beam 
ends at both 
abutments. Steel rocker 
bearings at pier 1s and 
2s (tilted 10 degrees). 
Very minor corrosion 
noted. Minor tilt on the 
pier rocker bearings. 

8

Post Con Inspection: 
Concrete cantilever 
abutment walls. Both 
abutments have been 
repaired, temporary 
supports removed.
Hairline vertical cracks 
on both abutments.

5

Five square concrete 
columns with concrete 
cap and concrete 
crashwalls.
Pier 1s: Minor cracks 
on most pier column 
surfaces. Top and 
bottom of the pier cap 
over column 1w, deep 6 
sft STS's and rust 
stains. Columns 1w, 
open vertical cracks 
with rust stains.

N N/A N

63163174000S22
0

8091 MYERS RD          I-75                    
IN HAZEL 
PARK            

1966 2007 1995/08/04 6 6 7 N N 7 6 6 1 7 N N

63163174000S22
0

8091 MYERS RD          I-75                    
IN HAZEL 
PARK            

1966 2007 1997/10/06 4 6 7 N N 6 4 6 1 7 N N

63163174000S22
0

8091 MYERS RD          I-75                    
IN HAZEL 
PARK            

1966 2007 1999/07/12 4 6 7 N N 5
Trans cracks w/ 
scattered spalls.  10 m 
of curb spall to steel.

3
Crack under jt.  End jt. 
leaking hvily.

4 Leaking, minor spalls. 6

Conc parapet w/ 1 tube 
alum semi-section 
tube.  Small STS on 
posts, aluminum tube 
missing SWQ.  Newer 
ped fence.

6
Trans cracks & settled 
at both ends.

4

97-Many random & 
trans crks. 95-leaching 
crks, stals under walks, 
backwall crks, small 
spalls under deck @ 
Sb.

6
Cotter pin missing 
bm1S, E jt.  Pack rust 
forming at P&H.

1

Flaking rust on S 
fascia bott 
flange, 20% 
overall rust. 
Light section 
loss @ bott 
flanges bms 2-
5S @ E jt.

7
rockers & steel plates 
with surface rust.

7 Vert crks. 7
Horiz cracks-center 
piercap.

N N

dubaym
Draft
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63163174000S22
0

8091 MYERS RD          I-75                    
IN HAZEL 
PARK            

1966 2007 2001/07/11 4 6 7 N N 5
Trans cracks w/ many 
small scattered spalls. 
Corner cracks.

3
Crack under jt.  End jt. 
leaking hvily.

4 Leaking, minor spalls. 6

Conc parapet w/ 1 tube 
alum semi-section 
tube.  Small STS on 
posts, aluminum tube 
missing SWQ.  Newer 
ped fence.  Vert cracks.

6
Trans cracks & settled 
at west end.

4

Many leaching random 
& trans crks. Backwall 
crks, small spalls under 
deck @ Sb.  Wet areas 
cover 25% of deck.

6
Cotter pin missing 
bm1S, E jt.  Pack rust 
forming at P&H.

1

Flaking rust on 
bott flanges, 
20% overall rust. 
Light section 
loss @ bott 
flanges bms 2-
5S @ E jt.

6
Rusty rockers & steel 
plates .

7 Vert crks. 7
Horiz cracks-center pier 
cap.

N N

63163174000S22
0

8091 MYERS RD          I-75                    
IN HAZEL 
PARK            

1966 2007 2002/10/25 4 6 6 N N 5

Trans cracks w/ many 
small scattered spalls. 
Corner cracks.  Bit 
patches

3
Crack under jt.  End jt. 
leaking hvily.

4 Leaking, minor spalls. 6

Conc parapet w/ 1 tube 
alum semi-section 
tube.  Small STS on 
posts, aluminum tube 
missing SWQ.  Newer 
ped fence.  Vert cracks.

6
Trans cracks & settled 
at west end.

4

Many leaching random 
& trans crks. Backwall 
crks, small spalls under 
deck @ Sb.  Wet areas 
cover 25% of deck.

6
Cotter pin missing 
bm1S, E jt.  Pack rust 
forming at P&H.

2

Flaking rust on 
bott flanges, 
20% overall rust. 
Light section 
loss @ bott 
flanges bms 2-
5S @ E jt.

6
Rusty rockers & steel 
plates. Rockers tilted

7 Vert crks. 6
Horiz cracks-center pier 
cap.

N N

63163174000S22
0

8091 MYERS RD          I-75                    
IN HAZEL 
PARK            

1966 2007 2004/01/29 3 6 6 N N 5

Trans cracks w/ many 
small scattered spalls. 
Corner cracks.  Bit 
patches

3

Steel Plates at Ref 
Lines 1 & 3:  Crack 
under jt.  End jt. leaking 
hvily.

4
Ref Line 2:  `Leaking, 
minor spalls.

6

Conc parapet w/ 1 tube 
alum semi-section 
tube.  Small STS on 
posts, aluminum tube 
missing SWQ.  Newer 
ped fence.  Vert cracks.

6
Trans cracks & settled 
at west end.

3

Many leaching random 
& trans crks. Backwall 
crks, small spalls under 
deck @ Sb.  Wet areas 
cover 25% of deck.  
South side has major 
spall at center joint 
requiring follow up in 6 
months.

6
Cotter pin missing 
bm1S, E jt.  Pack rust 
forming at P&H.

2

Flaking rust on 
bott flanges, 
20% overall rust. 
Light section 
loss @ bott 
flanges bms 2-
5S @ E jt.

6
Rusty rockers & steel 
plates. Rockers tilted

7 Vert crks. 6
Horiz cracks-center pier 
cap.

N -1 N -1

63163174000S22
0

8091 MYERS RD          I-75                    
IN HAZEL 
PARK            

1966 2007 2004/10/05 3 6 6 N N 5

Trans cracks w/ many 
small scattered spalls. 
Corner cracks.  Bit 
patches.

3

Steel Plates at Ref 
Lines 1 & 3:  Crack 
under jt.  End jt. leaking 
hvily.  Sts @ E end of S 
joint. 

4
Ref Line 2:  Leaking, 
minor spalls.

6

Conc parapet w/ 1 tube 
alum semi-section 
tube.  Small STS on 
posts, aluminum tube 
missing SWQ.  Newer 
ped fence.  Vert cracks.

6
Trans cracks & settled 
at west end.  Trans 
cracks @ E end.

3

Many leaching random 
& trans crks. Backwall 
crks, small spalls under 
deck @ Sb.  Wet areas 
cover 25% of deck.  
South side has major 
spall at center joint 
requiring follow up in 6 
months.

6
Cotter pin missing 
bm1S, E jt.  Pack rust 
forming at P&H.

2

Flaking rust on 
bott flanges, 
20% overall rust. 
Light section 
loss @ bott 
flanges bms 2-
5S @ E jt.

6
Rusty rockers & steel 
plates. Rockers tilted.

7 Vert crks. 6
Horiz cracks-center pier 
cap.

N N

63163174000S22
0

8091 MYERS RD          I-75                    
IN HAZEL 
PARK            

1966 2007 2006/01/27 3 6 6 N N 5

Trans cracks w/ many 
small scattered spalls. 
Corner cracks.  Bit 

 patches.
3

Steel Plates at Ref 
Lines 1 & 3:  Crack 
under jt.  End jt. leaking 
hvily.  Sts @ E end of S 

 joint. 

4
Ref Line 2:  Leaking, 
minor spalls

6

Conc parapet w/ 1 tube 
alum semi-section 
tube.  Small STS on 
posts, aluminum tube 
missing SWQ.  Newer 
ped fence.  Vert 

 cracks.

6

Trans cracks & settled 
at west end.  Trans 

 cracks @ E end.
3

 Many leaching random 
& trans crks. Backwall 
crks, small spalls under 
deck @ Sb.  Wet areas 
cover 25% of deck.  
South side has major 
spall at center joint 
requiring follow up in 6 
months

6

Cotter pin missing 
bm1S, E jt.  Pack rust 

 forming at P&H.
2

 Flaking rust on 
bott flanges, 
20% overall rust. 
Light section 
loss @ bott 
flanges bms 2-
5S @ E jt

6
Rusty rockers & steel 
plates. Rockers tilted

7  Vert crks 6
 Horiz cracks-center 

 pier cap. N N

63163174000S22
0

8091 MYERS RD          I-75                    
IN HAZEL 
PARK            

1966 2007 2007/04/28 3 6 6 N N 5 3 4 6 6 3

Many leaching random 
& trans crks. Backwall 
crks, small spalls under 
deck @ Sb.  Wet areas 
cover 25% of deck.  
South side has major 
spall at center joint 
requiring follow up in 6 
months

6 2 6 7 6 N N

63163174000S22
0

8091 MYERS RD          I-75                    
IN HAZEL 
PARK            

1966 2007 2008/07/01 7 7 7 N N N              N N N N 7 7 N N 7 7 N N

63163174000S22
0

8091 MYERS RD          I-75                    
IN HAZEL 
PARK            

1966 2007 2010/01/14 4 7 7 N N 8
No visible deficiencies    
 

8
Debris in expansion 
opening

N 7
Conc parapet w/ 1 tube 
alum semi-section tube

8 No visible deficiencies 4

Many leaching random 
& trans crks. Backwall 

 crks
Wet areas cover 25% 
of deck

7
No section loss. Paint 
in good condition.

8
No visible 
deficiencies

7
No visible deficiencies. 
Rockers

7
No visible deficiencies. 
Sealed

7
No visible deficiencies. 
Sealed

N N

63163174000S22
0

8091 MYERS RD          I-75                    
IN HAZEL 
PARK            

1966 2007 2011/12/16 4 7 7 N N 7

Concrete surface with a 
moderate amount of 
tight map cracking 
throughout.

7

Strip seal expansion 
joints over outside piers 
are filled with debris. 
Pourable joints over 
abutments. All joints in 
overall good condition 
and appear to be 
functioning properly.

7
Joint over center pier in 
good condition.

7

Concrete open parapet 
with one aluminum 
tube attached to top. 
Ped fencing attached 
behind parapet. 
Concrete recently 
coated and in good 
condition.

8
Concrete approaches in 
good condition with 
minor wear.

4

Concrete surface with a 
moderate amount of 
tight map cracking 
throughout. Deck 
bottom with false 
decking over all travel 
lanes. Heavy map 
cracking in visible 
locations. South deck 
fascia with minor spall 
over center joint.

7
Paint in good condition 
with no visible section 
loss.

8

07/08-4. 
Recently coated 
with minor wear 
and weathering. 
Overall good 
condition.

7

Rockers on outside 
piers with minor coating 
failures. Appear to be 
functioning properly.

7
Recently sealed with 
minor vertical cracking.

7
Recently sealed. Minor 
rust stains.

N N/A. N

63163174000S22
0

8091 MYERS RD          I-75                    
IN HAZEL 
PARK            

1966 2007 2013/11/12 4 7 7 N N 7

Concrete surface with a 
moderate amount of 
tight transverse and 
map cracking 
throughout.

7

Strip seal expansion 
joints over outside piers 
are filled with debris. 
Pourable joints over 
abutments have minor 
adhesion loss. All joints 
in overall good 
condition and appear to 
be functioning properly.

7
Construction joint over 
center pier in good 
condition.

7

Concrete open parapet 
with one aluminum 
tube attached to top. 1" 
Ped fencing attached 
behind parapet. 
Concrete recently 
coated and in good 
condition.7

8

Concrete approaches in 
good condition with 
minor wear and 
cracking.

4

Surf: Concrete surface 
with a moderate 
amount of tight 
transverse and map 
cracking throughout. 
Bottom: Deck bottom 
with false decking over 
all travel lanes. Heavy 
map cracking in visible 
locations, incipient 
spalls at joint over Span 
1W. Fas: South deck f

7

E' cover plates. Bolted 
beam end repairs. 
Paint in good condition 
with no visible section 
loss.

8

07/08-4. 
Recently coated 
with minor wear 
and weathering. 
Overall good 
condition.

7

Rockers on outside 
piers with minor coating 
failures. Appear to be 
functioning properly.

7
Recently sealed with 
minor vertical cracking.

7
Recently sealed. Minor 
rust stains.

N N/A. N

63163174000S22
0

8091 MYERS RD          I-75                    
IN HAZEL 
PARK            

1966 2007 2015/11/03 4 7 7 N N 7

Concrete surface with a 
moderate amount of 
tight random 
transverse, random and 
map cracking to 1/8" 
max throughout.

7

Strip seal expansion 
joints over outside piers 
are filled with debris. 
Pourable joints over 
abutments have minor 
adhesion loss. All joints 
in overall good 
condition and appear to 
be functioning properly.

7
Construction joint over 
center pier in good 
condition.

7

Concrete open parapet 
with one aluminum 
tube attached to top. 1" 
Ped fencing attached 
behind parapet. 
Concrete recently 
coated and in good 
condition.7

8

Concrete approaches in 
good condition with 
minor wear and 
cracking.

4

Surf: Concrete surface 
with a moderate 
amount of tight random 
transverse, random and 
map cracking to 1/8" 
max throughout. 
Bottom: Deck bottom 
with false decking over 
all travel lanes. Heavy 
map cracking in visible 
locations, incipient 
spalls at joint over

7

(6) rolled beams. E' 
cover plates. (3) Bolted 
beam end repairs. 
Paint:  07/08-4. Grey.  
Recently coated with 
minor wear and 
weathering. Overall 
good condition.  LOSS:  
Previous pitting 
stopped with paint. 
Brgs:  Rockers on 
outside piers with minor 
coating

8

07/08-4. 
Recently coated 
with minor wear 
and weathering. 
Overall good 
condition.

7

Rockers on outside 
piers with minor coating 
failures. Appear to be 
functioning properly.

7
Sealed with minor 
vertical cracking and 
rust stains.

8
Sealed. Minor rust 
stains.

N N/A. N

63163174000S23
0

8092
JOHN R SB TURN 
RAM

I-75
IN HAZEL 
PARK

1966 2007 1996/04/01 6 4 5 N N 6 4 N N

63163174000S23
0

8092
JOHN R SB TURN 
RAM

I-75
IN HAZEL 
PARK

1966 2007 1996/04/29 6 4 5 N N 6 6 4 0 5 N N

63163174000S23
0

8092
JOHN R SB TURN 
RAM

I-75
IN HAZEL 
PARK

1966 2007 1997/08/14 5 4 5 N N 6 5 4 1 5 N N

63163174000S23
0

8092
JOHN R SB TURN 
RAM

I-75
IN HAZEL 
PARK

1966 2007 1998/09/01 5 4 5 N N 5 4 N N

63163174000S23
0

8092
JOHN R SB TURN 
RAM

I-75
IN HAZEL 
PARK

1966 2007 1998/09/16 5 4 5 N N 5 4 N N

63163174000S23
0

8092
JOHN R SB TURN 
RAM

I-75
IN HAZEL 
PARK

1966 2007 1998/09/16 5 4 5 N N 6 5 4 1 5 N N

dubaym
Draft
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63163174000S23
0

8092
JOHN R SB TURN 
RAM

I-75
IN HAZEL 
PARK

1966 2007 1999/07/12 5 4 5 N N 6

Numerous cracks, 5 sm 
small spalls and bit 
patch. Ped screen 
installed

3
Leaking heavily over W 
pier. C-jt bit patched, 
spalled & debris filled.

3

Leaking, minor spalls 
and bit patched at ref 
lines, some filler 
material missing and 
debris filled.

6

Concrete parapet w/1-
tube aluminum rail. 
Few cracks and small 
spalls.  7 m of alum rail 
missing SW quad. 
Posts w/rust stains.

6
W approach cracked, 
few small spalls E 
approach.

5

N&S fascias have 1sm 
STS under jt 2-
E&W.Spall under W jt 
& few trans cracks. S 
fascia spall at E jt. 
Minor spall & leaching 
Bay 1N W end & Bay 
1S E end. Map cracking 
& leaching bays 1-2S 
(tailspan). E backwall 
leaching at bay 2S

4

Rust on top flange 
under jts 2-E&W. 
Flaking rust on fascia 
beams. Heavy leafing 
N&S fascias @ jt 2W. 
Section loss under jts & 
heavier @ outside 
fascias.

1
35% overall rust, 
heavier under jts 
w/ flaking rust.

5
Bolsters and steel 
plates, heavy rust under 
jts 1 & 2-E&W

6
Vert cracks with 
efflorescence, minor 
rust stains.

5

E-pier has many 
repaired areas, crack in 
middle of C-pier which 
extends from N end to 
S end

N N

63163174000S23
0

8092
JOHN R SB TURN 
RAM

I-75
IN HAZEL 
PARK

1966 2007 2000/10/09 5 4 5 N N 5

Numerous cracks, 30 
syds small spalls w/ bit 
patch. Ped screen 
installed.  Scattered 
spalls.

3
Leaking heavily over W 
pier. C-jt bit patched, 
spalled & debris filled.

3

Leaking, heavy spalls 
and bit patched at ref 
lines, some filler 
material missing and 
debris filled.

6

Concrete parapet w/1-
tube aluminum rail. 
Few cracks and small 
spalls.  7 m of alum rail 
missing SW quad. 
Posts w/rust stains.

6
W approach cracked, 
few small spalls E 
approach.

5

N&S fascias have 1sm 
STS under jt 2-
E&W.Spall under W jt 
& few trans cracks. S 
fascia spall at E jt. 
Minor spall & leaching 
Bay 1N W end & Bay 
1S E end. Map cracking 
& leaching bays 1-2S 
(tailspan). E backwall 
leaching at bay 2S

4

Rust on top flange 
under jts 2-E&W. 
Flaking rust on fascia 
beams. Heavy leafing 
N&S fascias @ jt 2W. 
Section loss under jts & 
heavier @ outside 
fascias.

1
35% overall rust, 
heavier under jts 
w/ flaking rust.

4
Bolsters and steel 
plates, heavy rust under 
jts 1 & 2-E&W

6
Vert cracks with 
efflorescence, minor 
rust stains.

5

E-pier has many 
repaired areas, crack in 
middle of E pier which 
extends from N end to 
S end.  Crk on middle 
of W pier cap col 1N 
pier  W horiz crk.  
Heavy leaching on pier 
cap 1W & col 2N

N N

63163174000S23
0

8092
JOHN R SB TURN 
RAM

I-75
IN HAZEL 
PARK

1966 2007 2002/01/04 5 4 3 N N 5

Numerous cracks, 50 
syds small spalls w/ bit 
patch. Ped screen 
installed.  Scattered 
spalls.

3
Leaking heavily over W 
pier. C-jt bit patched.

3

Leaking, heavy spalls 
and bit patched at ref 
lines, some filler 
material missing and 
debris filled.

6

Concrete parapet w/1-
tube aluminum rail. 
Few cracks and small 
spalls.  50' of alum rail 
missing SW quad. 
Posts w/rust stains.

6

W approach cracked, 
few small spalls E 
approach.  Wide cracks 
w/ a little bit patch.

5

N&S fascias have 1syd 
STS under jt 2-E&W.  
Spall under W jt & few 
trans cracks. S fascia 
spall at E jt. Minor spall 
& leaching Bay 1N, W 
end & Bay 1S, E end. 
Map cracking & 
leaching bays 1-2S 
(tailspan).  Cracks w/ 
delam in backwall.

4

Rust on top flange 
under jts 2-E&W. 
Flaking rust on fascia 
beams. Heavy leafing 
N&S fascias @ jt 2W. 
Section loss under jts & 
heavier @ outside 
fascias.

1
35% overall rust, 
heavier under jts 
w/ flaking rust.

4
Bolsters and steel 
plates, heavy rust under 
jts 1 & 2-E&W.

6
Vert cracks with 
efflorescence, minor 
rust stains.

3

E-pier has many 
repaired areas, crack in 
middle of E pier which 
extends from N end to 
S end.  Heavy leaching 
on pier cap 1W & col 
2N.  Shear crack under 
bm 1S, pier 1W, span 
1W.

N N

63163174000S23
0

8092
JOHN R SB TURN 
RAM

I-75
IN HAZEL 
PARK

1966 2007 2002/05/07 5 4 3 N N 5

Numerous cracks, 50 
syds small spalls w/ bit 
patch. Ped screen 
installed.  Scattered 
spalls.

3
Leaking heavily over W 
pier. C-jt bit patched.

3

Leaking, heavy spalls 
and bit patched at ref 
lines, some filler 
material missing and 
debris filled.

6

Concrete parapet w/1-
tube aluminum rail. 
Few cracks and small 
spalls.  50' of alum rail 
missing SW quad. 
Posts w/rust stains.

6

W approach cracked, 
few small spalls E 
approach.  Wide cracks 
w/ a little bit patch.

5

N&S fascias have 1syd 
STS under jt 2-E&W.  
Spall under W jt & few 
trans cracks. S fascia 
spall at E jt. Minor spall 
& leaching Bay 1N, W 
end & Bay 1S, E end. 
Map cracking & 
leaching bays 1-2S 
(tailspan).  Cracks w/ 
delam in backwall.

4

Rust on top flange 
under jts 2-E&W. 
Flaking rust on fascia 
beams. Heavy leafing 
N&S fascias @ jt 2W. 
Section loss under jts & 
heavier @ outside 
fascias.

1
35% overall rust, 
heavier under jts 
w/ flaking rust.

4

Bolsters and steel 
plates, heavy rust under 
jts 1 & 2-E&W. Lowered 
due to shear crack at W 
pier.

6

Vert cracks with 
efflorescence, minor 
rust stains. Area of 
delam.

3

E-pier has many 
repaired areas, crack in 
middle of E pier which 
extends from N end to 
S end.  Heavy leaching 
on pier cap 1W & col 
2N.  Shear crack under 
bm 1S, pier 1W, span 
1W.

N N

63163174000S23
0

8092
JOHN R SB TURN 
RAM

I-75
IN HAZEL 
PARK

1966 2007 2003/02/28 5 4 3 N N 5

Numerous cracks, 50 
syds small spalls w/ bit 
patch. Ped screen 
installed.  Scattered 
spalls.

3
Leaking heavily over 
piers.  Center joint is bit 
patched.

3

Leaking, heavy spalls 
and bit patched at ref 
lines, some filler 
material missing and 
debris filled.

6

Concrete parapet w/1-
tube aluminum rail. 
Few cracks and small 
spalls.  50' of alum rail 
missing SW quad. 
Posts w/rust stains.  
Snow covered in 2003)

6

W approach cracked, 
few small spalls E 
approach.  Wide cracks 
w/ a little bit patch.

5

N&S fascias have 1syd 
STS under jt 2-E&W.  
Spall under W jt & few 
trans cracks. S fascia 
spall at E jt. Minor spall 
& leaching Bay 1N, W 
end & Bay 1S, E end. 
Map cracking & 
leaching bays 1-2S 
(tailspan).  Cracks w/ 
delam in backwall.

4

Rust on top flange 
under jts 2-E&W. 
Flaking rust on fascia 
beams. Heavy leafing 
N&S fascias @ jt 2W. 
Section loss under jts & 
heavier @ outside 
fascias.

2
35% overall rust, 
heavier under jts 
w/ flaking rust.

5
Bolsters and steel 
plates, heavy rust under 
jts 1 & 2-E&W.

6

Vert cracks with 
efflorescence, minor 
rust stains. Area of 
delam.

3

E-pier has many 
repaired areas, crack in 
middle of E pier which 
extends from N end to 
S end.  Heavy leaching 
on pier cap 1W & col 
2N.  Shear crack under 
bm 1N, pier 1W, span 
1W & Bm 1S, Pier 3W, 
Span 4W.  Both are 
temp supported.

N N

63163174000S23
0

8092
JOHN R SB TURN 
RAM

I-75
IN HAZEL 
PARK

1966 2007 2003/06/13 5 3 3 N N 5

Numerous cracks, 50 
syds small spalls w/ bit 
patch. Ped screen 
installed.  Scattered 
spalls.  A few spalls to 
steel.  Areas of 
delamination.

3
Leaking heavily over 
piers.  Center joint is bit 
patched.

3

Leaking, heavy spalls 
and bit patched at ref 
lines, some filler 
material missing and 
debris filled.

6

Concrete parapet w/1-
tube aluminum rail. 
Few cracks and small 
spalls.  50' of alum rail 
missing SW quad. 
Posts w/rust stains.  
(Snow covered in 2003) 
Rail is broken in SW 
quad.  Vert cracks to 
brush block.

5

W approach cracked, 
few small spalls E 
approach.  Wide cracks 
w/ a little bit patch.  
Minor settlement of 
approaches.

5

N&S fascias have 1syd 
STS under jt 2-E&W.  
Spall under W jt & few 
trans cracks. S fascia 
spall at E jt. Minor spall 
& leaching Bay 1N, W 
end & Bay 1S, E end. 
Map cracking & 
leaching bays 1-2S 
(tailspan).  Cracks w/ 
delam in backwall.

3

Rust on top flange 
under jts 2-E&W. 
Flaking rust on fascia 
beams. Heavy leafing 
N&S fascias @ jt 2W. 
Section loss under jts & 
heavier @ outside 
fascias.  Holes found in 
two beam ends.

3
35% overall rust, 
heavier under jts 
w/ flaking rust.

4

Bolsters and steel 
plates, heavy rust under 
jts 1 & 2-E&W.  
Lowered due to shear 
crack.

6

Vert cracks with 
efflorescence, minor 
rust stains. Area of 
delam.

3

E-pier has many 
repaired areas, crack in 
middle of E pier which 
extends from N end to 
S end.  W pier has 
shear crack under 
beam 1S span 1W.

N N

63163174000S23
0

8092
JOHN R SB TURN 
RAM

I-75
IN HAZEL 
PARK

1966 2007 2004/03/13 5 3 3 N N 5

Numerous cracks, 50 
syds small spalls w/ bit 
patch. Ped screen 
installed.  Scattered 
spalls.  A few spalls to 
steel.  Areas of 
delamination.

3
Leaking heavily over 
piers.  Center joint is bit 
patched.

3

Leaking, heavy spalls 
and bit patched at ref 
lines, some filler 
material missing and 
debris filled.

6

Concrete parapet w/1-
tube aluminum rail. 
Few cracks and small 
spalls.  50' of alum rail 
missing SW quad. 
Posts w/rust stains.  
(Snow covered in 2003) 
Rail is broken in SW 
quad.  Vert cracks to 
brush block.

5

W approach cracked, 
few small spalls E 
approach.  Wide cracks 
w/ a little bit patch.  
Minor settlement of 
approaches.

5

N&S fascias have 1syd 
STS under jt 2-E&W.  
Spall under W jt & few 
trans cracks. S fascia 
spall at E jt. Minor spall 
& leaching Bay 1N, W 
end & Bay 1S, E end. 
Map cracking & 
leaching bays 1-2S 
(tailspan).  Cracks w/ 
delam in backwall.

3

Rust on top flange 
under jts 2-E&W. 
Flaking rust on fascia 
beams. Heavy leafing 
N&S fascias @ jt 2W. 
Section loss under jts & 
heavier @ outside 
fascias.  Holes found in 
two beam ends.

3
35% overall rust, 
heavier under jts 
w/ flaking rust.

4

Bolsters and steel 
plates, heavy rust under 
jts 1 & 2-E&W.  
Lowered due to shear 
crack.

6

Vert cracks with 
efflorescence, minor 
rust stains. Area of 
delam.

3

E-pier has many 
repaired areas, crack in 
middle of E pier which 
extends from N end to 
S end.  W pier has 
shear crack under 
beam 1S span 1W.

N -1 N -1

63163174000S23
0

8092
JOHN R SB TURN 
RAM

I-75
IN HAZEL 
PARK

1966 2007 2004/12/01 5 3 3 N N 5

Numerous cracks, 50 
syds small spalls w/ bit 
patch. Ped screen 
installed.  Scattered 
spalls.  A few spalls to 
steel.  Areas of 
delamination.

3
Leaking heavily over 
piers.  Center joint is bit 
patched. 

3

Leaking, heavy spalls 
and bit patched at ref 
lines, some filler 
material missing and 
debris filled.

6

Concrete parapet w/1-
tube aluminum rail. 
Few cracks and small 
spalls.  50' of alum rail 
missing SW quad. 
Posts w/rust stains.  
Rail is broken in SW 
quad.  Vert cracks to 
brush block.

5

W approach cracked, 
few small spalls E 
approach.  Wide cracks 
w/ a little bit patch.  
Minor settlement of 
approaches.

5

N&S fascias have 1syd 
STS under jt 2-E&W.  
Spall under W jt & few 
trans cracks. S fascia 
spall at E jt. Minor spall 
& leaching Bay 1N, W 
end & Bay 1S, E end. 
Map cracking & 
leaching bays 1-2S 
(tailspan).  Cracks w/ 
delam in backwall.

3

Rust on top flange 
under jts 2 and 4W. 
Flaking rust on fascia 
beams. Heavy leafing 
N&S fascias @ jt 2W. 
Section loss under jts & 
heavier @ outside 
fascias.  Holes found in 
two beam ends. 

3
35% overall rust, 
heavier under jts 
w/ flaking rust.

4

Bolsters and steel 
plates, heavy rust under 
jts 1 & 2-E&W.  
Lowered due to shear 
crack.

6

Vert cracks with 
efflorescence, minor 
rust stains. Area of 
delam.

3

E-pier has many 
repaired areas, crack in 
middle of E pier which 
extends from N end to 
S end.  W pier has 
shear crack under 
beam 1S span 1W. 

N N

63163174000S23
0

8092
JOHN R SB TURN 
RAM

I-75
IN HAZEL 
PARK

1966 2007 2005/09/21 5 3 3 N N 5

Numerous cracks, 50 
syds small spalls w/ bit 
patch. Ped screen 
installed.  Scattered 
spalls.  A few spalls to 
steel.  Areas of 
delamination.

3
Leaking heavily over 
piers.  Center joint is bit 
patched. 

3

Leaking, heavy spalls 
and bit patched at ref 
lines, some filler 
material missing and 
debris filled.

6

Concrete parapet w/1-
tube aluminum rail. 
Few cracks and small 
spalls.  50' of alum rail 
missing SW quad. 
Posts w/rust stains.  
Rail is broken in SW 
quad.  Vert cracks to 
brush block.

5

W approach cracked, 
few small spalls E 
approach.  Wide cracks 
w/ a little bit patch.  
Minor settlement of 
approaches.

5

N&S fascias have 1syd 
STS under jt 2-E&W.  
Spall under W jt & few 
trans cracks. S fascia 
spall at E jt. Minor spall 
& leaching Bay 1N, W 
end & Bay 1S, E end. 
Map cracking & 
leaching bays 1-2S 
(tailspan).  Cracks w/ 
delam in backwall.

3

Rust on top flange 
under jts 2 and 4W. 
Flaking rust on fascia 
beams. Heavy leafing 
N&S fascias @ jt 2W. 
Section loss under jts & 
heavier @ outside 
fascias.  Holes found in 
two beam ends. 

3
35% overall rust, 
heavier under jts 
w/ flaking rust.

4

Bolsters and steel 
plates, heavy rust under 
jts 1 & 2-E&W.  
Lowered due to shear 
crack.

6

Vert cracks with 
efflorescence, minor 
rust stains. Area of 
delam.

3

E-pier has many 
repaired areas, crack in 
middle of E pier which 
extends from N end to 
S end.  W pier has 
shear crack under 
beam 1S span 1W. 

N N

63163174000S23
0

8092
JOHN R SB TURN 
RAM

I-75
IN HAZEL 
PARK

1966 2007 2006/06/29 5 3 3 N N 5

Numerous cracks, 50 
syds small spalls w/ bit 
patch. Ped screen 
installed.  Scattered 
spalls.  A few spalls to 
steel.  Areas of 
delamination.

3
Leaking heavily over 
piers.  Center joint is bit 
patched. 

3

Leaking, heavy spalls 
and bit patched at ref 
lines, some filler 
material missing and 
debris filled.

6

Concrete parapet w/1-
tube aluminum rail. 
Few cracks and small 
spalls.  50' of alum rail 
missing SW quad. 
Posts w/rust stains.  
Rail is broken in SW 
quad.  Vert cracks to 
brush block.

5

W approach cracked, 
few small spalls E 
approach.  Wide cracks 
w/ a little bit patch.  
Minor settlement of 
approaches.

5

N&S fascias have 1syd 
STS under jt 2-E&W.  
Spall under W jt & few 
trans cracks. S fascia 
spall at E jt. Minor spall 
& leaching Bay 1N, W 
end & Bay 1S, E end. 
Map cracking & 
leaching bays 1-2S 
(tailspan).  Cracks w/ 
delam in backwall.

3

Rust on top flange 
under jts 2 and 4W. 
Flaking rust on fascia 
beams. Heavy leafing 
N&S fascias @ jt 2W. 
Section loss under jts & 
heavier @ outside 
fascias.  Holes found in 
two beam ends. 

3
35% overall rust, 
heavier under jts 
w/ flaking rust.

4

Bolsters and steel 
plates, heavy rust under 
jts 1 & 2-E&W.  
Lowered due to shear 
crack.

6

Vert cracks with 
efflorescence, minor 
rust stains. Area of 
delam.

3

E-pier has many 
repaired areas, crack in 
middle of E pier which 
extends from N end to 
S end.  W pier has 
shear crack under 
beam 1S span 1W. 

N N

dubaym
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63163174000S23

0
8092

JOHN R SB TURN 
RAM

I-75
IN HAZEL 
PARK

1966 2007 2007/04/23 5 3 3 N N 5 3 3 6 5 5 3 3 4 6 3 N N

63163174000S23
0

8092
JOHN R SB TURN 
RAM

I-75
IN HAZEL 
PARK

1966 2007 2008/01/24 5 7 6 N N 5              3 3 6 5 5 7 Under construction 9 4 6 7 N N

63163174000S23
0

8092
JOHN R SB TURN 
RAM

I-75
IN HAZEL 
PARK

1966 2007 2010/01/21 5 7 7 N N 9              9 N 7 No visible deficiencies 9 5
Falsedecked above 
travel lanes

7
No section loss. Paint 
in good condition.

9 7 No visible deficiencies 7 No visible deficiencies 7 No visible deficiencies N N

63163174000S23
0

8092
JOHN R SB TURN 
RAM

I-75
IN HAZEL 
PARK

1966 2007 2011/12/19 6 3 7 N N 8

Concrete surface with 
tight transverse, 
longitudinal, and map 
cracking throughout.

8

Strip seal expansion 
joints are located over 
all piers and are filled 
with debris. Pourable 
joints are located over 
abutments. All joints 
are in good condition 
and functioning 
properly.

N N/A. 7

Open concrete parapet 
has thrie beam retrofit 
and I-tube aluminum 
attached to top. Ped 
fencing attached behind 
parapet. There is 
approx 50' of aluminum 
tubing missing in SW 
quad. Railing in overall 
good condition.

9
Concrete approach with 
no visible deficiencies.

6

Concrete surface with 
tight transverse, 
longitudinal, and map 
cracking throughout. 
Deck bottom with 
moderate amount of 
leaching cracks in 
visible locations. There 
is false decking over all 
travel lanes which is in 
good condition. Both 
fascias with spallin

3

Beam ends recently 
repaired in various 
locations. Holes still 
visible on south fascia 
beams, 1 just west of 
pier 1W, and two near 
pier 1E.Paint in good 
condition with no visible 
section loss.

8

07/09-P4. Minor 
weathering with 
no visible 
coating failures.

7

Bearings with minor 
coating failures 
scattered throughout. 
Appear to be 
functioning properly.

7

Recently repaired and 
coated with minor 
vertical cracking. 
Overall good condition.

7

Recently repaired and 
coated with tight cracks 
scattered throughout. 
Minor rust stains. 
Overall good condition.

N N/A. N

63163174000S23
0

8092
JOHN R SB TURN 
RAM

I-75
IN HAZEL 
PARK

1966 2007 2012/11/13 6 3 7 N N 7

Concrete surface with 
tight transverse, 
longitudinal, and map 
cracking throughout. 

8

Strip seal expansion 
joints are located over 
all piers and are filled 
with debris. Pourable 
joints are located over 
abutments. All joints 
are in good condition 
and functioning 
properly. 

N NA 7

Open concrete parapet 
has thrie beam retrofit 
and I-tube aluminum 
attached to top. 1" Ped 
fencing attached behind 
parapet. There is 
approx 50' of aluminum 
tubing missing in SW 
quad. Railing in overall 
good condition. 

9
Concrete approach with 
no visible deficiencies. 

6

Concrete surface with 
tight transverse, 
longitudinal, and map 
cracking throughout. 
Deck bottom with 
moderate amount of 
leaching cracks in 
visible locations. There 
is false decking over all 
travel lanes which is in 
good condition. Both 
fascias with spallin

3

Beam ends recently 
repaired in various 
locations. Holes still 
visible on south fascia 
beams, 1 just west of 
pier 1W, and two near 
pier 1E.Paint in good 
condition with no visible 
section loss. Various 
location of pitting on 
webs, painted over.

8

07/09-P4. Minor 
weathering with 
no visible 
coating failures. 

7

Bearings with minor 
coating failures 
scattered throughout. 
Appear to be 
functioning properly. 

7

Recently repaired and 
coated with minor 
vertical cracking. 
Overall good condition. 

7

Recently repaired and 
coated with tight cracks 
scattered throughout. 
Minor rust stains. 
Overall good condition

N NA N

63163174000S23
0

8092
JOHN R SB TURN 
RAM

I-75
IN HAZEL 
PARK

1966 2007 2013/11/12 6 3 7 N N 7

Concrete surface with 
tight transverse, 
longitudinal, and map 
cracking throughout. 

8

Strip seal expansion 
joints are located over 
all piers and are filled 
with debris. Pourable 
joints are located over 
abutments. All joints 
are in good condition 
and functioning 
properly. 

N NA 7

Open concrete parapet 
has thrie beam retrofit 
and I-tube aluminum 
attached to top. 1" Ped 
fencing attached behind 
parapet. There is 
approx 50' of aluminum 
tubing missing in SW 
quad. Railing in overall 
good condition. Minor 
cracks and spalls in 
brush block

8
Concrete approach with 
minor wear

6

Surface: Concrete 
surface with tight 
transverse, longitudinal, 
and map cracking 
throughout. Bottom: 
Deck bottom with 
moderate amount of 
leaching cracks in 
visible locations. There 
is false decking over all 
travel lanes which is in 
good condition. Both 
fas

3

Rating based on holes 
in beams. E' cover 
plates. Bolted beam 
end repairs. Holes in 
south fascia beam ends 
at piers, Span 1W and 
Span 4W. Hole in North 
fascia beam end (btm 
flange) at pier, Span 
1W. Paint in good 
condition. Various 
location of pitting on w

8

07/09-P4. Minor 
weathering with 
no visible 
coating failures. 

7

Bearings with minor to 
moderate coating 
failures scattered 
throughout. H bearings 
at piers. Appear to be 
functioning properly. 

7

Recently repaired and 
coated with minor 
vertical cracking and 
rust stains. Overall 
good condition. 

7

Recently repaired and 
coated with tight cracks 
scattered throughout. 
Vertical crack in Pier 
cap 1W, south end. 
Minor rust stains. 

N NA N

63163174000S23
0

8092
JOHN R SB TURN 
RAM

I-75
IN HAZEL 
PARK

1966 2007 2014/10/23 6 3 7 N N 7

Concrete surface 
overlay with tight 
transverse, longitudinal, 
and map cracking 
throughout. 

8

Strip seal expansion 
joints are located over 
all piers and are filled 
with debris. Pourable 
joints are located over 
abutments. All joints 
are in good condition 
and functioning 
properly. 

N NA 7

Open concrete parapet 
has thrie beam retrofit 
and 1-tube aluminum 
attached to top. 1" Ped 
fencing attached behind 
parapet. There is 
approx 50' of aluminum 
tubing missing in SW 
quad. Railing in overall 
good condition. Minor 
cracks and spalls in 
brush block

8
Concrete approach with 
minor wear

6

Surface: Concrete 
surface overlay with 
tight transverse, 
longitudinal, and map 
cracking throughout. 
Bottom: Deck bottom 
with moderate amount 
of leaching HL cracks in 
visible locations. There 
is false decking over all 
travel lanes which is in 
good conditio

3

Rating based on holes 
in beams. E' cover 
plates. Bolted beam 
end repairs. Holes in 
south fascia beam ends 
at piers, Span 1W and 
Span 4W. Hole in North 
fascia beam end (btm 
flange) at pier, Span 
1W. Paint in good 
condition. Various 
location of pitting on w

8

07/09-P4. Minor 
weathering with 
no visible 
coating failures. 

7

Bearings with minor to 
moderate coating 
failures scattered 
throughout. H bearings 
at piers. Appear to be 
functioning properly. 

7

Recently repaired and 
coated with minor 
vertical cracking and 
rust stains. Overall 
good condition. 

7

Recently repaired and 
coated with tight cracks 
scattered throughout. 
Vertical crack in Pier 
cap 1W, south end. 
Minor rust stains. 

N NA N

63163174000S23
0

8092
JOHN R SB TURN 
RAM

I-75
IN HAZEL 
PARK

1966 2007 2015/07/10 6 6 7 N N 7

Concrete surface 
overlay with tight 
transverse, longitudinal, 
and map cracking 
throughout. 

8

Strip seal expansion 
joints (3x) are located 
over all piers and are 
filled with debris. 
Pourable joints are 
located over 
abutments. All joints 
are in good condition 
and functioning 
properly. 

N NA 7

Open concrete parapet 
has thrie beam retrofit 
and 1-tube aluminum 
attached to top. 1" Ped 
fencing attached behind 
parapet. There is 
approx 50' of aluminum 
tubing missing in SW 
quad. Railing in overall 
good condition. Minor 
cracks and spalls in 
brush block

8
Concrete approach with 
minor wear

6

Surface: Concrete 
surface overlay with 
tight transverse, 
longitudinal, and map 
cracking throughout. 
Bottom: Deck bottom 
with moderate amount 
of leaching HL cracks in 
visible locations. There 
is false decking over all 
travel lanes which is in 
good conditio

6

Steel beams. Holes in 
fascia beams have 
been repaired. Rating 
increased to match new 
condition. E' cover 
plates. Bolted beam 
end repairs. Paint in 
good condition. Various 
location of pitting on 
webs, painted over. 
Section loss up to 25% 
at ends of beams (

8

07/09-P4. Minor 
weathering with 
no visible 
coating failures. 

7

Bearings with minor to 
moderate coating 
failures scattered 
throughout. H bearings 
at piers. Appear to be 
functioning properly. 

7

Recently repaired and 
coated with minor 
vertical cracking and 
rust stains. Overall 
good condition. 

7

Recently repaired and 
coated with tight cracks 
scattered throughout. 
Vertical crack in Pier 
cap 1W, south end. 
Minor rust stains. 

N NA N

63163174000S23
0

8092
JOHN R SB TURN 
RAM

I-75
IN HAZEL 
PARK

1966 2007 2017/07/13 6 6 7 N N 7

Concrete surface 
overlay with tight to 
1/8" transverse, 
longitudinal, and map 
cracking throughout. 

8

Strip seal expansion 
joints (3x) are located 
over all piers and are 
filled with debris. 
Pourable joints are 
located over 
abutments. All joints 
are in good condition 
and functioning 
properly. 

N NA 7

Open concrete parapet 
has thrie beam retrofit 
and 1-tube aluminum 
attached to top. 1" Ped 
fencing attached behind 
parapet. There is 
approx 50' of aluminum 
tubing missing in SW 
quad. Railing in overall 
good condition. Minor 
cracks and spalls in 
brush block

8
Concrete approach with 
minor wear

6

Surface: Concrete 
surface overlay with 
tight transverse, 
longitudinal, and map 
cracking throughout. 
Bottom: Deck bottom 
with moderate amount 
of leaching HL cracks in 
visible locations. There 
is false decking over all 
travel lanes which is in 
good conditio

6

Steel beams. Holes in 
fascia beams have 
been repaired. Two 
holes are still remain 
on the S fascia beam 
(span 2E at pier 2E and 
at pier 1E), vertical 
stiffenners are added at 
hole locations. E' cover 
plates. Bolted beam 
end repairs. Paint in 
good condition

7

07/09-P4. Minor 
weathering with 
no visible 
coating failures. 

Bearings with minor to 
moderate coating 
failures scattered 
throughout. H bearings 
at piers. Appear to be 
functioning properly. 

7

Recently repaired and 
coated with minor 
vertical cracking and 
rust stains. Overall 
good condition. 

7

Recently repaired and 
coated with tight cracks 
scattered throughout. 
Vertical crack in Pier 
cap 1W, south end. 
Minor rust stains. 

N NA N

63163174000S24
0

8093 JOHN R            I-75                    
IN HAZEL 
PARK            

1966 2007 1995/10/11 6 5 7 N N 6 6 5 1 7 N N

63163174000S24
0

8093 JOHN R            I-75                    
IN HAZEL 
PARK            

1966 2007 1997/10/06 5 5 7 N N 6 5 5 1 7 N N

63163174000S24
0

8093 JOHN R            I-75                    
IN HAZEL 
PARK            

1966 2007 1999/07/12 5 5 7 N N 5

Few cracks, 6 sm 
scattered spall, spall & 
bit patch along center 
jt.  Large cracks.  10 m 
of curb spalled.

3
Leaking. Metal plate 
damaged @ S. 
sidewalk, west end.

2
Leaking heavily.  Filler 
gone w/ holes in deck.  
Wood supports.

6
Conc parapet w/ alum 
tube.  E tube bent S. 
rail.  Newer ped fence.

6
Wide transv cracks, 
some settling.

5

Leaching cracks.  
Wood forms und ctr 
joint. 1 sm spall at N&S 
fascia @ center joint.  
1.5 m STS. @ jt 2W 
Bay 4N. Incip spall @ 
W backwall, bay 4.

5

Rust on bottom fascia 
flanges w/ section loss.  
Heavy pack rust at N 
fascia.

1

30% overall rust, 
heavy under 
west and center 
joints.

6
Rockers.  Few rockers 
tilted & rusty.

7 Vert cracks. 7
Cracks.  2 m of soffit 
spall in center pier.

N N

63163174000S24
0

8093 JOHN R            I-75                    
IN HAZEL 
PARK            

1966 2007 2001/07/11 4 5 7 N N 5

Trans & corner cracks, 
6 yd2 scattered spall, 
spall & bit patch along 
center jt.  Large cracks.

3
Leaking. Metal plate 
damaged @ S. 
sidewalk, west end.

3
Leaking heavily.  Filler is 
heaved at C-jt.

6

Conc parapet w/ alum 
tube.  E tube bent S. 
rail.  Newer ped fence.  
Vert cracks w/ few 
shallow post spalls.

6

Bit appr on W side has 
longit & trans cracks.  E 
side is concrete w 
longit & trans with 
some bit patch.

4

Leaching cracks.  
Wood forms und ctr 
joint. 1 yd2 spall at 
N&S fascia @ center 
joint.  1.5 m STS. @ jt 
2W Bay 4N. Incip spall 
@ W backwall, bay 4.  
Delam at longit constr 
jt.  Wet areas.

5

Rust on bottom fascia 
flanges w/ section loss.  
Heavy pack rust at N 
fascia.

1

30% overall rust, 
heavy under 
west and center 
joints.

6
Rockers. Rockers tilted 
& rusty.

7 Vert cracks. 7

Cracks.  6 lft of soffit 
spall in center pier.  
Barrier wall btw col 1& 
2 S of E pier has 6 lft of 
sts.

N N

63163174000S24
0

8093 JOHN R            I-75                    
IN HAZEL 
PARK            

1966 2007 2003/10/02 3 5 7 N N 5

Trans & corner cracks, 
6 syd scattered spall, 
spall & bit patch along 
center jt.  Large cracks.  
Pavement scaled.

5

Metal plate damaged 
@ S. sidewalk, west 
end.  Joints have been 
repaired, but still minor 
damage.

5
Joints have been 
repaired, but still minor 
damage.

6

Conc parapet w/ alum 
tube.  E tube bent S. 
rail.  Newer ped fence.  
Vert cracks w/ few 
shallow post spalls.

6

Bit appr on W side has 
longit & trans cracks.  E 
side is concrete w 
longit & trans with 
some bit patch.

3

Leaching cracks.  
Wood forms und ctr 
joint. 1 yd2 spall at 
N&S fascia @ center 
joint.  1.5 m STS. @ jt 
2W Bay 4N. Incip spall 
@ W backwall, bay 4.  
Delam at longit constr 
jt.  Wet areas.  >25% of 
deck is wet or 
deteriorated.

5

Rust on bottom fascia 
flanges w/ section loss.  
Heavy pack rust at N 
fascia.

3

30% overall rust, 
heavy under 
west and center 
joints.

6
Rockers. Rockers are 
heavily rusted.

7 Vert cracks. 7

Cracks.  6 lft of soffit 
spall in center pier.  
Barrier wall btw col 1& 
2 S of E pier has 6 lft of 
sts.

N N

dubaym
Draft
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63163174000S24
0

8093 JOHN R            I-75                    
IN HAZEL 
PARK            

1966 2007 2004/12/01 3 5 7 N N 5

Trans & corner cracks, 
6 syd scattered spall, 
spall & bit patch along 
center jt.  Large cracks.  

 Pavement scaled.

5

Metal plate damaged 
@ S. sidewalk, west 
end.  Joints have been 
repaired, but still minor 

 damage.

5

Joints have been 
repaired, but still minor 

 damage.
6

 Conc parapet w/ alum 
tube.  E tube bent S. 
rail.  Newer ped fence.  
Vert cracks w/ few 

 shallow post spalls.

6

 Bit appr on W side has 
longit & trans cracks.  E 
side is concrete w 
longit & trans with 

 some bit patch.

3

Leaching cracks.  
Wood forms und ctr 
joint. 1 yd2 spall at 
N&S fascia @ center 
joint.  1.5 m STS. @ jt 
2W Bay 4N. Incip spall 
@ W backwall, bay 4.  
Delam at longit constr 
jt.  Wet areas.  >25% of 
deck is wet or 

 deteriorated.

5

 Rust on bottom fascia 
flanges w/ section loss.  
Heavy pack rust at N 

 fascia.
3

30% overall rust, 
heavy under 
west and center 
joints

6
 Rockers. Rockers are 

 heavily rusted. 7  Vert cracks. 7

 Cracks.  6 lft of soffit 
spall in center pier.  
Barrier wall btw col 1& 
2 S of E pier has 6 lft of 

 sts.

N N

63163174000S24
0

8093 JOHN R            I-75                    
IN HAZEL 
PARK            

1966 2007 2006/03/06 3 5 7 N N 5

Trans & corner cracks, 
6 syd scattered spall, 
spall & bit patch along 
center jt.  Large cracks.  
Pavement scaled

5

Metal plate damaged 
@ S. sidewalk, west 
end.  Joints have been 
repaired, but still minor 
damage

5
Joints have been 
repaired, but still minor 
damage

6

Conc parapet w/ alum 
tube.  E tube bent S. 
rail.  Newer ped fence.  
Vert cracks w/ few 
shallow post spalls

6

Bit appr on W side has 
longit & trans cracks.  E 
side is concrete w 
longit & trans with 
some bit patch

3

 Leaching cracks.  
Wood forms und ctr 
joint. 1 yd2 spall at 
N&S fascia @ center 
joint.  1.5 m STS. @ jt 
2W Bay 4N. Incip spall 
@ W backwall, bay 4.  
Delam at longit constr 
jt.  Wet areas.  >25% of 
deck is wet or 

 deteriorated.

5

Rust on bottom fascia 
flanges w/ section loss.  
Heavy pack rust at N 

 fascia.
3

30% overall rust, 
heavy under 
west and center 
joints

6
 Rockers. Rockers are 
heavily rusted

7 7 N N

63163174000S24
0

8093 JOHN R            I-75                    
IN HAZEL 
PARK            

1966 2007 2007/04/23 3 5 7 N N 5 5 5 6 6 3 5 3 6 7 7 N N

63163174000S24
0

8093 JOHN R            I-75                    
IN HAZEL 
PARK            

1966 2007 2008/07/02 7 7 7 N N N              N N N N 7 7 N N 7 7 N N

63163174000S24
0

8093 JOHN R            I-75                    
IN HAZEL 
PARK            

1966 2007 2010/01/21 5 7 7 N N 9              9 N 7 No visible deficiencies 9 5
Falsedecked above 
travel lanes

7
No section loss. Paint 
in good condition

9 7 No visible deficiencies 7 No visible deficiencies 7 No visible deficiencies N N

63163174000S24
0

8093 JOHN R            I-75                    
IN HAZEL 
PARK            

1966 2007 2011/12/22 6 7 7 N N 8

Concrete surface with 
tight transverse, 
longitudinal, and map 
cracking scattered 
throughout.

8

Strip seal expansion 
joints over outside piers 
are filled with debris. 
Pourable joints over 
abutments with minor 
adhesion failures. 
Joints in overall good 
condition.

8
Construction joint over 
center pier is in good 
condition.

7

Concrete open parapet 
railing with 1-tube 
aluminum tubing 
attached to top. 
Pedestrian fencing 
attached behind 
parapet. Railing 
recently coated and in 
good condition.

8
Concrete approach with 
minor wear and 
weathering.

6

Concrete surface with 
tight transverse, 
longitudinal, and map 
cracking scattered 
throughout. Deck 
bottom with false 
decking in good 
condition over all travel 
lanes. Visible areas 
with leaching 
transverse cracks and 
heavily map cracked 
areas. Deck fascia w

7

Beam end repairs 
scattered throughout. 
Paint in good condition 
with no visible section 
loss.

8

08/07-4. Paint in 
good condition 
with minor 
weathering.

7

Rocker bearings are 
recently coated and in 
good condition. Some 
rockers with moderate 
to significant tilting, all 
seem to be functioning 
properly.

7

Recently repaired and 
coated. Minor vertical 
cracking and in good 
condition.

7
Recently repaired and 
coated. Overall good 
condition.

N N/A. N

63163174000S24
0

8093 JOHN R            I-75                    
IN HAZEL 
PARK            

1966 2007 2013/11/05 6 7 7 N N 8

Concrete surface with 
tight transverse, 
longitudinal, and map 
cracking scattered 
throughout.

8

Strip seal expansion 
joints over outside piers 
are filled with debris. 
Pourable joints over 
abutments with minor 
adhesion failures. 
Joints in overall good 
condition.

7
Cracks on both sides of 
sawcut joint over center 
pier

7

Concrete open parapet 
railing with 1-tube galv 
steel tubing attached to 
top. Pedestrian fencing 
(1") attached behind 
parapet. Railing is 
coated and in good 
condition.

8
Concrete approach with 
minor wear and 
weathering.

6

Concrete surface with 
tight transverse, 
longitudinal, and map 
cracking scattered 
throughout. Deck 
bottom with false 
decking in good 
condition over all travel 
lanes. Visible areas 
with leaching 
transverse cracks and 
heavily map cracked 
areas. Deck fascia: 

7

Beam end repairs 
scattered throughout. 
Paint in good condition 
with no visible section 
loss.P&H's are in good 
condition

7

08/07-4. Paint in 
good condition 
with minor 
weathering.

7

Rocker bearings are 
recently coated and in 
good condition. Some 
rockers with moderate 
to significant tilting, all 
seem to be functioning 
properly.

7

Recently repaired and 
coated. Minor vertical 
cracking and in good 
condition. Gurbage , 
empty bottles at west 
abutment

7
Recently repaired and 
coated. Overall good 
condition.

N N/A. N

63163174000S24
0

8093 JOHN R            I-75                    
IN HAZEL 
PARK            

1966 2007 2015/10/09 5 7 7 N N 7

Rigid overlay. Concrete 
surface with transverse, 
longitudinal, and map 
cracking up to 
1/16"scattered 
throughout .

8

2x Strip seal expansion 
joints over outside piers 
are filled with debris. 
Cover plate is missing 
over S sidewalk. 
Pourable joints over 
abutments with minor 
adhesion failures. 
Joints in overall good 
condition.

7
Cracks on both sides of 
sawcut joint over center 
pier

7

Concrete open parapet 
railing with 1-tube galv 
steel tubing attached to 
top. Pedestrian fencing 
(1") attached behind 
parapet. Railing is 
coated and in good 
condition.

8
Concrete approach with 
minor wear and 
weathering.

5

Surface: Rigid overlay. 
Concrete surface with 
transverse, longitudinal, 
and map cracking up to 
1/16"scattered 
throughout .
Bottom: Deck bottom 
with false decking 
(6300 sft) in good 
condition over all travel 
lanes. Visible areas 
with leaching 
transverse cr

7

(12) steel beams w/(24) 
P&H. Beam end repairs 
scattered throughout. 
Paint in good condition 
with no visible section 
loss.P&H's are in good 
condition

7

08/07-4. Paint in 
good condition 
with minor 
weathering.

7

Rocker bearings are 
recently coated and in 
good condition. Some 
rockers with moderate 
to significant tilting, all 
seem to be functioning 
properly.

7

Recently repaired and 
coated. Minor vertical 
cracking and in good 
condition. Gurbage , 
empty bottles at west 
abutment

7
Recently repaired and 
coated. Overall good 
condition.

N N/A. N

63163174000S25
0

8094
JOHN R NB TURN 
RAM

I-75                    
IN HAZEL 
PARK            

1966 2007 1995/10/11 7 8 6 N N 7 7 8 7 6 N N

63163174000S25
0

8094
JOHN R NB TURN 
RAM

I-75                    
IN HAZEL 
PARK            

1966 2007 1997/10/06 7 8 6 N N 7 7 8 6 6 N N

63163174000S25
0

8094
JOHN R NB TURN 
RAM

I-75                    
IN HAZEL 
PARK            

1966 2007 1999/07/12 7 8 6 N N 7
Few crks, 1 sm spall & 
bit patch near exp jt.

3
Leaking 1 sm deep 
spalls.

3 Leaking, spalled. 6

Conc parapet w/ 1 tube 
alum rail, scrape 
marks. Small spalls 
and rust stains. 
Damaged in NWQ.  
Newer ped fence.

6
Small spall both appr.  
Trans crks.

7
Spall both fascias at 
E&W jts. spall und N 
bay @ E jt.  Trans crks.

8
Flaking rust on fascia 
bms under jts., scrape 
marks over SB.

6

Painted in 92. 97-
Paint peeling @ 
E jt w/ minor 
section loss.

6
Bolsters & steel plates, 
some with rust.

7
Vert and horz. cracks & 
some rust stains.

6

Spalls center pier cap & 
E piercap. 93-few soffit 
and cap crks. W pier- 
dia crack extending 
from top of cap under 
bm 1N @ N side of 
cap.  Vert cracks with 
rust staining.

N N

63163174000S25
0

8094
JOHN R NB TURN 
RAM

I-75                    
IN HAZEL 
PARK            

1966 2007 2001/07/11 6 7 3 N N 6
Trans cracks.  Few 
scattered spalls.

3
Leaking w/ spalls & bit 
patch.

3 Leaking, spalled. 6

Conc parapet w/ 1 tube 
alum rail, scrape 
marks. Small spalls 
and rust stains. 
Damaged in NWQ.  
Newer ped fence.  Vert 
cracks.

6
Small spall both appr.  
Trans crks.  some 
settlement.

6

Spall both fascias at 
E&W jts.  Spall und N 
bay @ E jt.  Trans crks.  
Spalls at C-pier and 
both fascias.

7
Flaking rust on fascia 
bms under jts.  Scrape 
marks over SB.

6

Painted in 92.  
97- Paint peeling 
@ E jt w/ minor 
section loss.

3

Bolsters & steel plates, 
some with rust.  
Lowered due to pier cap 
spalls.

7
Vert and horz cracks & 
some rust stains.

3

W. pier dia crack 
extending from top of 
cap under bm 1N @ N 
side of cap.  Vert 
cracks with rust 
staining.  Spall to pier 
cap is undermining 
bearing at both piers in 
opposite corners. **

N N

63163174000S25
0

8094
JOHN R NB TURN 
RAM

I-75                    
IN HAZEL 
PARK            

1966 2007 2002/03/02 6 7 3 N N 6
Few crks, Few 
scattered spalls

3
Leaking with spalls & 
bit patch

3 Leaking, spalled. 6

Conc parapet w/ 1 tube 
alum rail, scrape 
marks. Small spalls 
and rust stains. 
Damaged in NWQ.  
Newer ped fence.

6
Small spall both appr.  
Trans crks.

6
Spall both fascias at 
E&W jts. spall und N 
bay @ E jt.  Trans crks.

7
Flaking rust on fascia 
bms under jts., scrape 
marks over SB.

6

Painted in 92. 97-
Paint peeling @ 
E jt w/ minor 
section loss.

3
Bolsters & steel plates, 
some with rust.

7
Vert and horz. cracks & 
some rust stains.

3

Spalls center pier cap & 
E piercap. 93-few soffit 
and cap crks. W pier- 
dia crack extending 
from top of cap under 
bm 1N @ N side of 
cap.  Vert cracks with 
rust staining.

N N

63163174000S25
0

8094
JOHN R NB TURN 
RAM

I-75                    
IN HAZEL 
PARK            

1966 2007 2002/12/30 6 6 5 N N 6
Few cracks. Few 
scattered spalls, some 
with bit patch.

3

Leaking with spalls & 
bit patch.  Differential 
settlement over pier 
3W.  Approximately 
1/2' to 1'.

3 Leaking, Spalled. 6

Concrete parapet with 1 
tube aluminum rail.  
Scrape marks.  Small 
spalls and rust stains.  
Damaged in NW quad.  
Newer ped fence.

6
Small spalls to both 
approaches.  Trans 
cracks with bit patch.

6

Spall to both fascias at 
E & W jts.  Spall under 
N bay @ E jt.  Trans 
cracks.

6
Flaking rust on fascia 
beams under joints.  
Scrape marks over SB.

6
Painted in 92.  
Paint peeling in 
areas.

5
Bolsters & steel plates, 
some with rust.

7
Vertical and horizontal 
cracks.  Some rust 
stains.

5

Shear cracks under two 
beams, now 
temporarily supported.  
Temp supports to beam 
4S, pier 1W, span 1W 
and beam 1W, pier 
3W, span 4W.  Incip 
spalls to all pier caps.

N N

63163174000S25
0

8094
JOHN R NB TURN 
RAM

I-75                    
IN HAZEL 
PARK            

1966 2007 2003/06/13 6 6 5 N N 6
Few cracks. Few 
scattered spalls, some 
with bit patch.

3

Leaking with spalls & 
bit patch.  Differential 
settlement over pier 
3W.  Approximately 
1/2' to 1'.  Seals 
missing.  See through 
over pier 3W large 
spalls with bit patch.

3 Leaking, spalled. 6

Concrete parapet with 1 
tube aluminum rail.  
Scrape marks.  Small 
spalls and rust stains.  
Damaged in NW quad.  
Newer ped fence.

6
Small spalls to both 
approaches.  Trans 
cracks with bit patch.

6

Spall to both fascias at 
E & W jts.  Spall under 
N bay @ E jt.  Trans 
cracks.

6
Flaking rust on fascia 
beams under joints.  
Scrape marks over SB.

6
Painted in 92.  
Paint peeling in 
areas.

5

Bolsters & steel plates, 
some with rust.  Temp 
supports under two 
beams.

6
Vertical and horizontal 
cracks.  Some rust 
stains.  Areas of delam.

5

Shear cracks under two 
beams, now 
temporarily supported.  
Temp supports to beam 
4S, pier 1W, span 1W 
and beam 1S, pier 3W, 
span 4W.  Incip spalls 
to all pier caps.

N N

dubaym
Draft
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63163174000S25
0

8094
JOHN R NB TURN 
RAM

I-75                    
IN HAZEL 
PARK            

1966 2007 2004/03/13 6 6 3 N N 6
Few cracks. Few 
scattered spalls, some 
with bit patch.

3

Leaking with spalls & 
bit patch.  Differential 
settlement over pier 
3W.  Approximately 
1/2' to 1'.  Seals 
missing.  See through 
over pier 3W large 
spalls with bit patch.

3 Leaking, spalled. 6

Concrete parapet with 1 
tube aluminum rail.  
Scrape marks.  Small 
spalls and rust stains.  
Damaged in NW quad.  
Newer ped fence.

6
Small spalls to both 
approaches.  Trans 
cracks with bit patch.

6

Spall to both fascias at 
E & W jts.  Spall under 
N bay @ E jt.  Trans 
cracks.

6
Flaking rust on fascia 
beams under joints.  
Scrape marks over SB.

6
Painted in 92.  
Paint peeling in 
areas.

5

Bolsters & steel plates, 
some with rust.  Temp 
supports under two 
beams.

6
Vertical and horizontal 
cracks.  Some rust 
stains.  Areas of delam.

3

Shear cracks under two 
beams, now 
temporarily supported.  
Temp supports to beam 
4S, pier 1W, span 1W 
and beam 1S, pier 3W, 
span 4W.  Incip spalls 
to all pier caps.

N -1 N -1

63163174000S25
0

8094
JOHN R NB TURN 
RAM

I-75                    
IN HAZEL 
PARK            

1966 2007 2004/12/01 6 6 3 N N 6
Few cracks. Few 
scattered spalls, some 
with bit patch.

3

Leaking with spalls & 
bit patch.  Differential 
settlement over pier 
3W.  Approximately 
1/2' to 1'.  Seals 
missing.  See through 
over pier 3W large 
spalls with bit patch. 

3 Leaking, spalled. 6

Concrete parapet with 1 
tube aluminum rail.  
Scrape marks.  Small 
spalls and rust stains.  
Damaged in NW quad.  
Newer ped fence.

6
Small spalls to both 
approaches.  Trans 
cracks with bit patch. 

6

Spall to both fascias at 
E & W jts.  Spall under 
N bay @ E jt.  Trans 
cracks.

6
Flaking rust on fascia 
beams under joints.  
Scrape marks over SB.

6
Painted in 92.  
Paint peeling in 
areas.

5

Bolsters & steel plates, 
some with rust.  Temp 
supports under two 
beams.

5
Vertical and horizontal 
cracks.  Some rust 
stains.  Areas of delam.

3

Shear cracks under two 
beams, now 
temporarily supported.  
Temp supports to beam 
4S, pier 1W, span 1W 
and beam 1S, pier 3W, 
span 4W.  Incip spalls 
to all pier caps.

N N

63163174000S25
0

8094
JOHN R NB TURN 
RAM

I-75                    
IN HAZEL 
PARK            

1966 2007 2005/09/21 6 6 3 N N 6
Few cracks. Few 
scattered spalls, some 
with bit patch.

3

Leaking with spalls & 
bit patch.  Differential 
settlement over pier 
3W.  Approximately 
1/2' to 1'.  Seals 
missing.  See through 
over pier 3W large 
spalls with bit patch. 

3 Leaking, spalled. 6

Concrete parapet with 1 
tube aluminum rail.  
Scrape marks.  Small 
spalls and rust stains.  
Damaged in NW quad.  
Newer ped fence.

6
Small spalls to both 
approaches.  Trans 
cracks with bit patch. 

6

Spall to both fascias at 
E & W jts.  Spall under 
N bay @ E jt.  Trans 
cracks.

6
Flaking rust on fascia 
beams under joints.  
Scrape marks over SB.

6
Painted in 92.  
Paint peeling in 
areas.

5

Bolsters & steel plates, 
some with rust.  Temp 
supports under two 
beams.

5
Vertical and horizontal 
cracks.  Some rust 
stains.  Areas of delam.

3

Shear cracks under two 
beams, now 
temporarily supported.  
Temp supports to beam 
4S, pier 1W, span 1W 
and beam 1S, pier 3W, 
span 4W.  Incip spalls 
to all pier caps.

N N

63163174000S25
0

8094
JOHN R NB TURN 
RAM

I-75                    
IN HAZEL 
PARK            

1966 2007 2006/06/29 6 6 3 N N 6
Few cracks. Few 
scattered spalls, some 
with bit patch.

3

Leaking with spalls & 
bit patch.  Differential 
settlement over pier 
3W.  Approximately 
1/2' to 1'.  Seals 
missing.  See through 
over pier 3W large 
spalls with bit patch. 

3 Leaking, spalled. 6

Concrete parapet with 1 
tube aluminum rail.  
Scrape marks.  Small 
spalls and rust stains.  
Damaged in NW quad.  
Newer ped fence.

6
Small spalls to both 
approaches.  Trans 
cracks with bit patch. 

6

Spall to both fascias at 
E & W jts.  Spall under 
N bay @ E jt.  Trans 
cracks.

6
Flaking rust on fascia 
beams under joints.  
Scrape marks over SB.

6
Painted in 92.  
Paint peeling in 
areas.

5

Bolsters & steel plates, 
some with rust.  Temp 
supports under two 
beams.

5
Vertical and horizontal 
cracks.  Some rust 
stains.  Areas of delam.

3

Shear cracks under two 
beams, now 
temporarily supported.  
Temp supports to beam 
4S, pier 1W, span 1W 
and beam 1S, pier 3W, 
span 4W.  Incip spalls 
to all pier caps.

N N

63163174000S25
0

8094
JOHN R NB TURN 
RAM

I-75                    
IN HAZEL 
PARK            

1966 2007 2007/04/23 6 6 3 N N 6 3 3 6 6 6 6 6 5 5 3 N N

63163174000S25
0

8094
JOHN R NB TURN 
RAM

I-75                    
IN HAZEL 
PARK            

1966 2007 2008/01/24 6 6 5 N N 6              3 3 6 6 6 6 6 5 5 7 Under construction N N

63163174000S25
0

8094
JOHN R NB TURN 
RAM

I-75                    
IN HAZEL 
PARK            

1966 2007 2010/01/21 6 7 7 N N 9              9 N 7 No visible deficiencies 9 6
Falsedecked above 
travel lanes

7
No section loss. paint 
in good condition

9 7 No visible deficiencies 7 No visible deficiencies 7 No visible deficiencies N N

63163174000S25
0

8094
JOHN R NB TURN 
RAM

I-75                    
IN HAZEL 
PARK            

1966 2007 2011/12/19 6 7 7 N N 8
Concrete surface with 
tight transverse and 
longitudinal cracking.

8

Strip seal expansion 
joints are located over 
all piers and are filled 
with debris. Pourable 
joints are located over 
abutments. All joints 
are in good condition 
and functioning 
properly.

N N/A. 7

Open concrete parapet 
has thrie beam retrofit 
and I-tube aluminum 
attached to top. Ped 
fencing attached behind 
parapet. Railing in 
overall good condition.

9
Concrete approach 
pavement with no 
visible deficiencies.

6

Concrete surface with 
tight transverse and 
longitudinal cracking. 
Deck bottom with 
moderate amount of 
cracking throughout. 
Metal mesh (1"x1") 
attached over all travel 
lanes and is in good 
condition. No concrete 
was noticed on mesh. 
Both fascias with spall

7

Beam end repairs 
scattered throughout. 
Paint in good condition 
with no visible section 
loss.

7

07/08-P4. 
Coating failures 
beginning to 
appear over 
travelled lanes, 
most significant 
at beam 2N for 
NB showing 
peeling paint.

7

Bearings with minor 
coating failures 
scattered throughout. 
Appear to be 
functioning properly.

7

Recently repaired and 
coated with minor 
vertical cracking. 
Overall good condition.

7

Recently repaired and 
coated with tight cracks 
scattered throughout. 
Minor rust stains. 
Overall good condition.

N N/A. N

63163174000S25
0

8094
JOHN R NB TURN 
RAM

I-75                    
IN HAZEL 
PARK            

1966 2007 2013/11/05 6 7 7 N N 8
Concrete surface with 
tight transverse and 
longitudinal cracking.

8

Strip seal expansion 
joints are located over 
all piers and are filled 
with debris. Pourable 
joints are located over 
abutments. All joints 
are in good condition 
and functioning 
properly.

N N/A. 7

Open concrete parapet 
has thrie beam retrofit 
and galv steel tube 
attached to top. Ped 
fencing (1") attached 
behind parapet. Railing 
in overall good 
condition.

8
Concrete approach 
pavement with no 
visible deficiencies.

6

Concrete surface with 
tight transverse and 
longitudinal cracking. 
Deck bottom with 
moderate amount of 
cracking throughout. 
Metal mesh (1"x1") 
attached over all NB 
lanes and wood 
falsedecking over SB 
lanes in good condition. 
No concrete was 
noticed on mesh

7

Beam end repairs 
scattered throughout. 
Visible section loss at 
beamms ends  painted 
over. Paint in good 
condition 

7

07/08-P4. 
Coating failures 
beginning to 
appear over 
travelled lanes, 
most significant 
at beam 2N for 
NB showing 
peeling paint.

7

Bearings with minor 
coating failures 
scattered throughout. 
Appear to be 
functioning properly.

7

Recently repaired and 
coated with minor 
vertical cracking. 
Overall good condition.

7

Recently repaired and 
coated with tight cracks 
scattered throughout. 
Crack starting to 
develop on N side of 
pier cap of pier 1E 
under N fascia beam. 
Minor rust stains. 

N N/A. N

63163174000S25
0

8094
JOHN R NB TURN 
RAM

I-75                    
IN HAZEL 
PARK            

1966 2007 2015/10/09 6 7 7 N N 7

Rigid overlay. Concrete 
surface with tight 
transverse and 
longitudinal cracking up 
to 1/16" @2'-5'.

8

(3x) Strip seal 
expansion joints are 
located over all piers 
and are filled with 
debris. Pourable joints 
are located over 
abutments. All joints 
are in good condition 
and functioning 
properly.

N N/A. 7

Open concrete parapet 
has thrie beam retrofit 
and galv steel tube 
attached to top. Ped 
fencing (1") attached 
behind parapet. Railing 
in overall good 
condition.

8
Concrete approach 
pavement with no 
visible deficiencies.

6

Concrete surface with 
tight transverse and 
longitudinal cracking. 
Surface: Rigid overlay. 
Concrete surface with 
tight transverse and 
longitudinal cracking up 
to 1/16" @2'-5'. Bottom: 
Deck bottom with 
moderate amount of 
cracking throughout. 
Metal mesh (1"x

7

Beam end repairs 
scattered throughout. 
Visible section loss at 
beamms ends  painted 
over. Paint in good 
condition 

7

07/08-P4. 
Coating failures 
beginning to 
appear over 
travelled lanes, 
most significant 
at beam 2N for 
NB showing 
peeling paint.

7

Bearings with minor 
coating failures 
scattered throughout. 
Appear to be 
functioning properly.

7

Recently repaired and 
coated with minor 
vertical cracking. 
Cracking under beams 
1N and S at N 
abutment. Concrete is 
sound.

7

Recently repaired and 
coated with tight cracks 
scattered throughout. 
Crack starting to 
develop on N side of 
pier cap of pier 1E 
under N fascia beam. 
Minor rust stains. 

N N/A. N

63163174000S26
0

8095 NINE MI RD TURN RA I-75                    
IN HAZEL 
PARK            

1966 2007 1995/10/11 6 5 7 N N 6 6 5 1 7 N N

63163174000S26
0

8095 NINE MI RD TURN RA I-75                    
IN HAZEL 
PARK            

1966 2007 1997/10/06 5 5 5 N N 6 5 5 1 5 N N

63163174000S26
0

8095 NINE MI RD TURN RA I-75                    
IN HAZEL 
PARK            

1966 2007 1999/07/13 5 5 5 N N 6
Many cracks, 5 sm 
scattered spall.  10 m 
curb spall NW corner.

3 Leaking, filler missing. 2

Leaking heavily.  1 m 
hole E jt., spalled, 
temporary wood 
supports East joint.

5

Conc parapet w/ 1 tube 
alum.  10 m damaged 
in NW corner. NE 
bracket damaged.  
Newer ped fence.

6
Transv cracks.  Minor 
shallow patched spalls.

5
Spall und E jt. Random 
& leaching cracks.

5
Minor section loss @ 
jts. Fascia bm ends 
touching at center.

1
Rusted 40% 
overall, 100% @ 
jts.

6
Steel plates w/ minor 
section loss or rusty.

7 Vert cracks. 5

Cracks. W. pier - incip 
spall on cap under 
beam 1S. 2 m corner 
spall S. col. E pier soffit 
cracks.

N N

63163174000S26
0

8095 NINE MI RD TURN RA I-75                    
IN HAZEL 
PARK            

1966 2007 2001/07/10 5 5 5 N N 5
Many cracks with 
scattered spalls.

3
Leaking, filler missing.  
Bit patched.

2

Leaking heavily.  
Spalled, temporary 
wood supports East 
joint.

5

Conc parapet w/ 1 tube 
alum.   30 lft damaged 
in NW corner. NE 
bracket damaged.  
Newer ped fence.  Vert 
cracks.

6
Transv cracks.  Minor 
shallow patched spalls.

5

Spall und E jt. Random 
& leaching cracks.  Wet 
areas.  Deck spalls at 
jts.  > 25% of area is 
wet.

5
Minor section loss @ 
jts. Fascia bm ends 
touching at center.

1
Rusted 40% 
overall, 100% @ 
jts.

6
Steel plates w/ minor 
section loss or rusty.

7 Vert cracks. 5

Cracks. W. pier - incip 
spall on cap under 
beam 1S. 2 yd2 corner 
spall S col w/ corner 
cracks. E pier soffit 
cracks.

N N

63163174000S26
0

8095 NINE MI RD TURN RA I-75                    
IN HAZEL 
PARK            

1966 2007 2002/10/25 4 5 4 N N 5
Many cracks with 
scattered spalls.

3
Leaking, filler missing.  
Bit patched.

2

Leaking heavily.  
Spalled, temporary 
wood supports East 
joint.

5

Conc parapet w/ 1 tube 
alum.   30 lft damaged 
in NW corner. NE 
bracket damaged.  
Newer ped fence.  Vert 
cracks.

6
Transv cracks.  Minor 
shallow patched spalls.

4

Spall und E jt. Random 
& leaching cracks.  Wet 
areas.  Deck spalls at 
jts.  > 25% of area is 
wet.

5
Minor section loss @ 
jts. Fascia bm ends 
touching at center.

2
Rusted 40% 
overall, 100% @ 
jts.

6
Steel plates w/ minor 
section loss or rusty.

7 Vert cracks. 4

Cracks. W. pier - incip 
spall on cap under 
beam 1S. 2 yd2 corner 
spall S col w/ corner 
cracks. E pier soffit 
cracks.

N N

63163174000S26
0

8095 NINE MI RD TURN RA I-75                    
IN HAZEL 
PARK            

1966 2007 2003/10/02 4 5 4 N N 5
Many cracks with 
scattered spalls.

3
Leaking, filler missing.  
Bit patched.

2

Leaking heavily.  
Spalled, temporary 
wood supports East 
joint.

5

Conc parapet w/ 1 tube 
alum.   30 lft damaged 
in NW corner. NE 
bracket damaged.  
Newer ped fence.  Vert 
cracks.

6
Transv cracks.  Minor 
shallow patched spalls.

4

Spall und E jt. Random 
& leaching cracks.  Wet 
areas.  Deck spalls at 
jts.  > 25% of area is 
wet.

5
Minor section loss @ 
jts. Fascia bm ends 
touching at center.

2
Rusted 40% 
overall, 100% @ 
jts.

6
Steel plates w/ minor 
section loss or rusty.

7 Vert cracks. 4

Cracks. W. pier - incip 
spall on cap under 
beam 1S. 2 yd2 corner 
spall S col w/ corner 
cracks. E pier soffit 
cracks.

N -1 N -1

63163174000S26
0

8095 NINE MI RD TURN RA I-75                    
IN HAZEL 
PARK            

1966 2007 2004/01/29 4 5 4 N N 5
Many cracks with 
scattered spalls.   2 - 
20 sqft spalls.

3
@ Abuts.  Leaking, 
filler missing.  Bit 
patched.

2

Cntr.  Leaking heavily.  
Spalled, temporary 
wood supports E.S. hole 
with bit patch.  Severe 
debris pile on cap.

5

Conc parapet w/ 1 tube 
alum.   30 lft damaged 
in NW corner. NE 
bracket damaged.  
Newer ped fence.  Vert 
cracks.

7
Conc.  Transv cracks.  
Minor shallow patched 
spalls.

4

Spall und E jt. Random 
& leaching cracks.  Wet 
areas.  Deck spalls at 
jts.  > 25% of area is 
wet.  S.S. 20% of fascia 
spalled.

5
Minor section loss @ 
jts. Fascia bm ends 
touching at center.

2
Rusted 40% 
overall, 100% @ 
jts.

6
Steel plates w/ minor 
section loss or rusty.

7 Vert cracks. 4

Cracks. W. pier - incip 
spall on cap under 
beam 1S. 2 yd2 corner 
spall S col w/ corner 
cracks. E pier soffit 
cracks.

N -1 N -1

dubaym
Draft
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63163174000S26
0

8095 NINE MI RD TURN RA I-75                    
IN HAZEL 
PARK            

1966 2007 2005/04/28 4 5 4 N N 5
Many cracks with 
scattered spalls.   2 - 
20 sqft spalls

3
@ Abuts.  Leaking, 
filler missing.  Bit 
patched

2

Cntr.  Leaking heavily.  
Spalled, temporary 
wood supports E.S. hole 
with bit patch.  Severe 
debris pile on cap

5 7
Conc.  Transv cracks.  
Minor shallow patched 
spalls.

4

 Spall und E jt. Random 
& leaching cracks.  Wet 
areas.  Deck spalls at 
jts.  > 25% of area is 
wet.  S.S. 20% of fascia 

 spalled.

5

Minor section loss @ 
jts. Fascia bm ends 

 touching at center.
2

Rusted 40% 
overall, 100% @ 
jts

6
Steel plates w/ minor 
section loss or rusty

7 Vert cracks 4

Cracks. W. pier - incip 
spall on cap under 
beam 1S. 2 yd2 corner 
spall S col w/ corner 
cracks. E pier soffit 
cracks

N N

63163174000S26
0

8095 NINE MI RD TURN RA I-75                    
IN HAZEL 
PARK            

1966 2007 2006/07/06 4 5 4 N N 5
Many cracks with 
scattered spalls.   2 - 
20 sqft spalls.

3
@ Abuts.  Leaking, 
filler missing.  Bit 
patched.

2

Cntr.  Leaking heavily.  
Spalled, temporary 
wood supports E.S. hole 
with bit patch.  Severe 
debris pile on cap.

5

Conc. parapet w/ 1 tube 
alum.   30 lft damaged 
in NW corner and ped 
fence is missing. NE 
bracket damaged.  
Newer ped fence.  Vert 
cracks.

7
Conc.  Transv cracks.  
Minor shallow patched 
spalls.

4

Spall und E jt. Random 
& leaching cracks.  Wet 
areas.  Deck spalls at 
jts.  > 25% of area is 
wet. 

5
Minor section loss @ 
jts. Fascia bm ends 
touching at center.

2
Rusted 40% 
overall, 100% @ 
jts.

6
Steel plates w/ minor 
section loss or rusty.

7 Vert cracks. 4

Cracks. W. pier - incip 
spall on cap under 
beam 1S. 2 yd2 corner 
spall S col w/ corner 
cracks. E pier soffit 
cracks.

N N

63163174000S26
0

8095 NINE MI RD TURN RA I-75                    
IN HAZEL 
PARK            

1966 2007 2007/04/23 4 5 4 N N 5 3 2 5 7 4 5 2 6 7 4 N N

63163174000S26
0

8095 NINE MI RD TURN RA I-75                    
IN HAZEL 
PARK            

1966 2007 2008/01/24 4 5 7 N N 5              3 2 5 7 4 5 2 6 7 7 Under construction N N

63163174000S26
0

8095 NINE MI RD TURN RA I-75                    
IN HAZEL 
PARK            

1966 2007 2009/04/11 4 6 7 N N 9 New conc ovly 8 Debris Filled 8 6

Surface Coated and 
thrie beam retrofitted 
with new galvanized 
fence

9 Concrete 4 See 1 & 6 6

Several bolted steel 
beam end repairs. N 
fascia beam pitted full 
length.

7 6 7
Surface coated. Few 
vertical cracks

7
Patched and surface 
coated

N N

63163174000S26
0

8095 NINE MI RD TURN RA I-75                    
IN HAZEL 
PARK            

1966 2007 2010/04/22 4 6 7 N N 8
No visible deficiencies.  

 Latex overlay         
8

Two LFT crack 
perpendicular to E joint 

 (3W0.
Debris in expansion 
opening

N 6
Sts @ NW quad.  Thrie 
beam retrofit

8
No visible deficiencies.  
East is stencilled with 
"09-28-07"

4

No visible deficiencies 
on surface and 100 % 
falsedecking above 
traffic.

6

Several bolted steel 
beam end repairs. N 
fascia beam pitted full 
length.  Type 32

7
Minor 
weathering of 
the coating

7
Minor dirt 
contamination.

7
Few vertical cracks.  
Surface coated

7
Patched.  Surface 
coated

N N

63163174000S26
0

8095 NINE MI RD TURN RA I-75                    
IN HAZEL 
PARK            

1966 2007 2011/04/14 4 6 7 N N 8 Conc.  Few min crks. 8
Strip seal exp jts. Part 
debris filled.

N N/A 6

Open conc. par. w/T-
Bm retrofit and galv 
(1") ped fence.  Typ 
crks and rust stains in 
posts.  Min spalls.

8 Conc.  Few min crks. 4

Surf:  Conc.  Few min 
crks.  Btm:  100% False 
decking above travelled 
lanes. Visible portions 
have transveerse 
leaching cracks.  Fas:  
Few min crks and 
shallow spalls.

6

Several bolted steel 
beam end repairs. N 
fascia beam pitted full 
length.  E' cvr plts.  
Paint:  07/08-4  
Weathering and few 
min rust areas.  LOS:  
Repaired, painted and 
any LOS stopped.  
Brgs:  Min surf rust.

7

07/08-4  
Weathering and 
few min rust 
areas.

7 Min surf rust. 7
Few vertical cracks. 
Surface coated 

7
w/ crash walls.  
Patched. Surface 
coated 

N N/A N

63163174000S26
0

8095 NINE MI RD TURN RA I-75                    
IN HAZEL 
PARK            

1966 2007 2012/04/18 4 6 7 N N 8

Latex modified concrete 
overlay in good 
condition. Minor edge 
chips at E ref line, few 
fine cracks.

8
Strip seal exp jts. Part 
debris filled. 

6

Hot pour end joints.  
Material partially 
sunken, beginning to 
lose adhesion.

6

Open conc. parapet 
with thrie beam retrofit 
and galv (1") ped fence. 
Fence in good 
condition. Typ crks and 
rust stains in posts. 
Alum tube on top 
missing in NW x 50-ft.  
Impact damage in NW 
to end of parapet rail 
and guardrail 
anchorage. 

8
Concrete pavements 
with few fine cracks.

4

Downrated due to 
majority of bottom 
surface covered with 
false decking.

6

Several bolted steel 
beam end repairs, in 
good condition. E' cvr 
plts. Paint: 07/08-4 
Weathering and few 
min rust areas. LOS: 
Repaired, painted and 
any LOS stopped. 
Brgs: Min surf rust. 

7

07/08-4 
Weathering and 
few min rust 
areas. 

7
Minor rust on fascia 
bearings.

7
 Few vertical cracks. 
Concrete surface 
coated.

7

Existing patches in 
good condition.  
Concrete surface 
coated. Pier 1W few 
small cracks with rust.

N N

63163174000S26
0

8095 NINE MI RD TURN RA I-75                    
IN HAZEL 
PARK            

1966 2007 2013/04/22 4 6 7 N N 7

Latex modified concrete 
overlay. Faint map 
cracks throughout deck 
(> 5' apart). Minor edge 
chips at E ref line, few 
fine cracks. 

8
Strip seal exp jts.are 
partially debris filled

6

Hot pour end joints. 
Material partially 
sunken, beginning to 
lose adhesion. 

6

Open conc. parapet 
with thrie beam retrofit 
and single tube railing 
w/ galv (1") ped fence. 
Fence in good 
condition. Typ crks and 
rust stains in posts. 
Alum tube on top 
missing in NW x 50-ft. 
Impact damage in NW 
to end of parapet rail 
and guardrail anchor

8
Concrete pavements 
with few fine cracks. 

4

Downrated due to 
majority of bottom 
surface covered with 
false decking. Surf: 
Latex modified concrete 
overlay. Faint map 
cracks throughout deck 
(> 5' apart). Minor edge 
chips at E ref line, few 
fine cracks. Bottom: 
100% False decking 
above traveled lanes.

6

Several bolted steel 
beam end repairs, in 
good condition. E' cvr 
plts. Paint: 07/08-4 
Weathering and few 
min rust areas. LOS: 
Repaired, painted and 
any LOS stopped. 
Brgs: Min surf rust. 

7

07/08-4 
Weathering and 
few min rust 
areas. 

7
Minor rust on fascia 
bearings. 

7
Few vertical cracks. 
Concrete surface 
coated. 

7

Existing patches in 
good condition. 
Concrete surface 
coated. Pier 1W few 
small cracks with rust 
and 6' long. crack in 
cap. 

N NA N

63163174000S26
0

8095 NINE MI RD TURN RA I-75                    
IN HAZEL 
PARK            

1966 2007 2014/04/09 4 6 7 N N 8

Latex modified concrete 
overlay. Faint map 
cracks throughout deck 
(more than 10' apart). 
Minor edge chips at E 
ref line, few fine cracks. 

6

Strip seal exp jts.are 
partially debris filled. 
Good condition. Hot 
pour end joints. 
Material partially 
sunken, beginning to 
lose adhesion. Rating 
is based on HPR jts 
condition.

N Not visible 6

Open conc. parapet 
with thrie beam retrofit 
and single tube railing 
w/ galv (1") ped fence. 
South thrigh beam 
retrofit is slightly 
damaged. Fence in 
good condition. Typ 
crks and rust stains in 
posts. Alum tube on top 
missing in NW x 50-ft. 
Impact damage i

8
Concrete pavements 
with few fine cracks. 

4

Downrated due to 
majority of bottom 
surface covered with 
false decking. Surf: 
Latex modified concrete 
overlay. Faint map 
cracks throughout deck 
(> 10' apart). Minor 
edge chips at E ref line, 
few fine cracks. Bottom: 
100% False decking 
above traveled lanes

6

Several bolted steel 
beam end repairs, in 
good condition. E' cvr 
plts. Paint: 07/08-4 
Weathering and few 
min rust areas. LOS: 
Repaired, painted and 
any LOS stopped. 
Brgs: Min surf rust. 

7

07/08-4 
Weathering and 
few min rust 
areas. 

7
Minor rust on fascia 
bearings. 

7
Few vertical cracks. 
Concrete surface 
coated. 

7

Existing patches in 
good condition. 
Concrete surface 
coated. Pier 1W few 
small cracks with rust 
and 6' long. crack in 
cap, HL crack under 
beam 1N, span 1W. 

N NA N

63163174000S26
0

8095 NINE MI RD TURN RA I-75                    
IN HAZEL 
PARK            

1966 2007 2016/03/17 4 6 7 N N 7

Latex modified concrete 
overlay.Tight map, 
Trans, & long  cracks 
throughout deck (up to 
5 feet apart). Minor 
edge chips at E ref line, 
few fine cracks. 

6

Strip seal exp jts. at 
Piers: debris filled. Hot 
pour end joints: 
Material partially 
sunken, minor Cr, 
some  adhesion loss, 
Rating is based on 
HPR jts condition.

N Not visible 5

Open conc. parapet 
with thrie beam retrofit 
and single tube railing 
w/ galv (1") ped fence. 
South thrigh beam 
retrofit is slightly 
damaged. Fence in 
good condition. Typ 
crks and rust stains in 
posts. Alum tube on top 
missing in NW x 50-ft. 
Impact damage i

8
Concrete pavements 
with few fine cracks. 

4

Down-rated due to 
majority of bottom 
surface covered with 
false decking. 
Surf:Latex modified 
concrete overlay. Tight 
map Cr. Trans, & long  
cracks throughout (up 
to 5 feet apart). Minor 
edge chips at E ref line, 
Bottom: False decking 
above traveled lanes.

6

Several bolted steel 
beam end repairs, in 
good condition. E' cvr 
plts. Paint: 07/08-4 
Weathering and few 
min rust areas. LOS: 
Repaired, painted and 
any LOS stopped. 
Brgs: Min surf rust. 

7

07/08-4 
Weathering and 
few min rust 
areas. 

7
Minor rust on fascia 
bearings. 

7

Concrete surface 
coated. Few vertical 
cracks. rust stains at 
beam ends, 

7

Conc. surface coated, 
Existing patches 
developing Cr. Pier 1W 
, V. Cr in Col 1S & 2S 
with rust stain, 6' long. 
crack in cap, Trans. Cr 
at bottom of Pier Cap, 
HL crack under beam 
1N, span 1W. 

N NA N

63163174000S27
0

8096 NINE MI RD        I-75                    
IN HAZEL 
PARK            

2009 1995/08/04 6 5 6 N N 6 6 5 1 6 N N

63163174000S27
0

8096 NINE MI RD        I-75                    
IN HAZEL 
PARK            

2009 1997/10/06 4 5 5 N N 6 4 5 1 5 N N

63163174000S27
0

8096 NINE MI RD        I-75                    
IN HAZEL 
PARK            

2009 1999/07/13 4 6 5 N N 5
10 sm scattered spalls, 
trans cracks.  50% of 
curb spalled.

3 Leaking. Spalls adj. 4 Leaking, lg spalls adj. 7
Conc parapet w/ 1 alum 
tube. Small spalls & 
crks. Newer ped fence.

5
Cracked & bit patched. 
West approach under 
construction.

4

Leaching cracks, 15 m 
fascia spall at  jts. 
Heavy leaching trans 
cracks by 1N & 1S.

6
Rusted, heavier at 
beam ends.

1
25% rust, 
heavier under 
jts.

6
Rockers slightly tilted, 
steel plates, rusty.

6

Some map cracks with 
efflorescence under 
beam 1 & 2N-E abut.  
Vert crks.

5

15 m crack center pier. 
Wide vert crack 
extending from top of 
cap to the side.

N N

63163174000S27
0

8096 NINE MI RD        I-75                    
IN HAZEL 
PARK            

2009 2001/07/10 4 6 5 N N 5
Scattered spalls with bit 
patch.  Trans cracks.  
Diagonal cracks.

3
Leaking.  Spalls adj 
with bit patch.

3
Leaking.  Large spalls 
adj with bit patch.

6

Conc parapet with 1 
alum tube.  Small 
spalls & vert crks.  
Newer ped fence.

8 New conc approaches. 4

Leaching cracks, 50 ft 
of fascia spalls at jts.  
Heavy leaching trans 
cracks.  Wet areas.

6

Rusted, heavier at 
beam ends.  HLH in SB 
slow lane,  North fascia 
beam is pushed in 2-3'.

1
25% rust, 
heavier under 
jts.

6
Rockers slightly titled, 
steel plates, rusty.

6

Some map cracks with 
effloresence under 
beam 1 & 2S at E abut.  
Vert cracks.  Ptched 
spalls at both abut's.

5

Longit crack in center 
pier cap.  Wide vert 
crack exending from 
top of cap to the side.  
Spalls & vert cracks in 
some col's.  W pier is 
in good shape.

N N

63163174000S27
0

8096 NINE MI RD        I-75                    
IN HAZEL 
PARK            

2009 2003/10/02 4 5 5 N N 5

Scattered spalls with bit 
patch.  Trans cracks.  
Diagonal cracks.  
Pavement scaled.

3
Leaking.  Spalls adj 
with bit patch.

3
Leaking.  Large spalls 
adj with bit patch.  See 
through over center pier.

6

Conc parapet with 1 
alum tube.  Small 
spalls & vert crks.  
Newer ped fence.

8
Newer conc 
approaches.

4

Leaching cracks, 50 ft 
of fascia spalls at jts.  
Heavy leaching trans 
cracks.  Numerous wet 
areas.  Approx 20% of 
deck is wet or 
deteriorated.

5

Rusted, heavier at 
beam ends.  HLH in SB 
slow lane,  North fascia 
beam is pushed in 2-3'.  
Heavy rust to P&H.

3

25% rust, 
heavier under 
jts.  35% overall 
rust.  Heavier at 
bottom flanges 
and at joints.

6
Rockers slightly titled, 
steel plates, rusty.

6

Some map cracks with 
effloresence under 
beam 1 & 2S at E abut.  
Vert cracks.  Ptched 
spalls at both abuts.  
Areas of delamination.

5

Longit crack in center 
pier cap.  Wide vert 
crack exending from 
top of cap to the side.  
Spalls & vert cracks in 
some col's.  W pier is 
in good shape.

N N

63163174000S27
0

8096 NINE MI RD        I-75                    
IN HAZEL 
PARK            

2009 2005/09/21 4 4 5 N N 5

Scattered spalls with bit 
patch.  Trans cracks.  
Diagonal cracks.  

 Pavement scaled.
3

 Leaking.  Spalls adj 
with bit patch

3

 Leaking.  Large spalls 
adj with bit patch.  See 
through over center 

 pier.
6

Conc parapet with 1 
alum tube.  Small 
spalls & vert crks.  

 Newer ped fence.
8 4

 Leaching cracks, 50 ft 
of fascia spalls at jts.  
Heavy leaching trans 
cracks.  Numerous wet 
areas.  Approx 20% of 
deck is wet or 

 deteriorated.

4

 Rusted, heavier at 
beam ends.  HLH in SB 
slow lane,  North fascia 
beam is pushed in 2-3'.  

 Heavy rust to P&H.

3

25% rust, 
heavier under 
jts.  35% overall 
rust.  Heavier at 
bottom flanges 
and at joints

6
 Rockers slightly titled, 
steel plates, rusty

6

Some map cracks with 
effloresence under 
beam 1 & 2S at E abut.  
Vert cracks.  Ptched 
spalls at both abuts.  
Areas of 

 delamination.

5

 Longit crack in center 
pier cap.  Wide vert 
crack exending from 
top of cap to the side.  
Spalls & vert cracks in 
some col's.  W pier is 

 in good shape.

N N

dubaym
Draft
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63163174000S27

0
8096 NINE MI RD        I-75                    

IN HAZEL 
PARK            

2009 2007/09/23 4 7 5 N N 5 3 3 6 8 4 7 Under construction 3 6 6 5 N N

63163174000S27
0

8096 NINE MI RD        I-75                    
IN HAZEL 
PARK            

2009 2008/01/24 4 7 5 N N 5              3 3 6 8 4 7 Under construction 3 6 6 5 N N

63163174000S27
0

8096 NINE MI RD        I-75                    
IN HAZEL 
PARK            

2009 2009/04/11 4 7 7 N N 9              9 9 9 8 4

Leaching cracks, 50 ft 
of fascia spalls at jts. 
Heavy leaching trans 
cracks. Numerous wet 
areas. Approx 20% of 
deck is wet or 
deteriorated

7 Beam end repairs 9 7 7 7 N N

63163174000S27
0

8096 NINE MI RD        I-75                    
IN HAZEL 
PARK            

2009 2011/04/14 9 7 7 N N 9 Conc.  New 9 New poured jts. 9
New.  Strip seal exp jts. 
off str.

8

Solid concrete parapet 
w/1 alum tube and 
coated (2") ped fence.  
Few vrt crks.

8 Conc.  Good conditon. 9
Surf:  Conc.  New  Btm:  
Perm. S.I.P. Metal 
Forms  Fas:  New.

7
Continuous w/ blt'd 
splice plates.  Paint:  
10/10 4-S

9 10/10 4-S  New 9 New 7 Sealed. Few min crks. 7
w/crash wall.  Sealed.  
Few min crks.

N N/A N

63163174000S27
0

8096 NINE MI RD        I-75                    
IN HAZEL 
PARK            

2009 2013/04/22 8 7 7 N N 8
Concrete. Faint/minor 
map cracking beginning 
on north side of deck

8
Poured joints, good 
condition

8
Strip seal expansion 
joints off structure 

8

Solid concrete parapet 
w/1 alum tube and 
coated (2") ped fence. 
Few vrt crks. 

8
Concrete, few minor 
cracks 

8

Surf: Concrete. 
Faint/minor map 
cracking beginning on 
north side of deck 
Bottom: Perm. S.I.P. 
Metal Forms, good 
condition Fas: Few 
minor cracks

7
Continuous w/ blt'd 
splice plates. Paint: 
10/10 4-S

9 10/10 4-S new 9 New good condition 7
Sealed, few minor 
cracks

7
W/ crash wall. Sealed, 
few minor cracks

N NA N

63163174000S27
0

8096 NINE MI RD        I-75                    
IN HAZEL 
PARK            

2009 2015/04/29 9 7 7 N N 8
Concrete. Faint/minor 
map cracking beginning 
on north side of deck

8
(x2) Poured joints, 
good condition

8

(x2) Strip seal expansion 
joints off structure.  E. jt. 
has 2" vert offset.  Snow 
plow marks.

8

Solid concrete parapet 
w/1 alum tube and 
coated (2") ped fence. 
Few vrt crks. 

8
Concrete, few minor 
cracks 

9

Surf: Concrete. 
Faint/minor map 
cracking beginning on 
north side of deck 
Bottom: Perm. S.I.P. 
Metal Forms, good 
condition Fas: Few 
minor cracks

7

Continuous w/ blt'd 
splice plates. Paint: 
10/10 4-S  Paint:  10/10 
4-S new  LOSS: None   
BRGS:  New good 
condition

9 10/10 4-S new 9 New good condition 7
Sealed, few minor 
cracks

7
W/ crash wall. Sealed, 
few minor cracks

N NA N

63163174000S27
0

8096 NINE MI RD        I-75                    
IN HAZEL 
PARK            

2009 2017/02/17 8 7 7 N N 8
Concrete. Faint/minor 
map cracking beginning 
on north side of deck

6
(x2) Poured joints, E. jt. 
has 2" vert offset.  
Snow plow marks.

8

(x2) Strip seal expansion 
joints off structure.
(x4) HPR construction 
joints in good condition

8

Solid concrete parapet 
w/1 alum tube and 
coated (2") ped fence. 
Few vrt crks. 

8
Concrete, few minor 
cracks 

8

Surf: Concrete. 
Faint/minor map 
cracking beginning on 
north side of deck 
Bottom: Perm. S.I.P. 
Metal Forms, good 
condition Limited rust 
adjacent to abutments. 
Fas: Minor vertical 
cracks with staining

7

Continuous w/ blt'd 
splice plates. Paint: 
10/10 4-S  Paint:  10/10 
4-S minor rusting on 
flanges  LOSS: None   
BRGS:  New good 
condition

7
10/10 4-S minor 
rusting on 
flanges

9 New good condition 7
Sealed, few minor 
cracks with water 
staining

7

W/ crash wall. Sealed, 
few minor cracks with 
staining in reinforced 
concrete barrier

N NA N

63163174000S28
0

8097
WOODWARD HTS 
BLVD 

I-75                    
@ CITY OF 
HAZEL PARK     

1971 2007 1995/08/04 5 6 7 N N 6 5 6 1 7 N N

63163174000S28
0

8097
WOODWARD HTS 
BLVD 

I-75                    
@ CITY OF 
HAZEL PARK     

1971 2007 1997/10/06 4 6 6 N N 5
30sy spall & bit patch. 
Concentrated @ W 
span.

3
Spall along jt & under 
jt.

5 leaking. 8
conc parapet w/ on 
alum tube.

5
Few crks, N lane E 
appro settled. Map 
crked.

4

Few cor crks & 
backwall crks. Cor crks 
w/ rust stains. 1lf N 
fascia spall @ Sb.  
Spall under Exp jt. Wet 
areas, mainly @ 
span1W.

6
A-588 flaking rust on 
bottom flanges & webs. 
light section loss.

N 7
rockers. Incip spall @ 
W abut.

6
97-3sf incip spall under 
bm4&5N W abut. 93-
Vert crks

8 N N

63163174000S28
0

8097
WOODWARD HTS 
BLVD 

I-75                    
@ CITY OF 
HAZEL PARK     

1971 2007 1999/07/13 4 6 6 N N 5
30sy spall & bit patch. 
Concentrated @ W 
span.

3
Spall along jt & under 
jt.

5 leaking. 8
conc parapet w/ on 
alum tube.

5
Few crks, N lane E 
appro settled. Map 
crked.

4

Few cor crks & 
backwall crks. Cor crks 
w/ rust stains. 1lf N 
fascia spall @ Sb.  
Spall under Exp jt. Wet 
areas, mainly @ 
span1W.

6
A-588 flaking rust on 
bottom flanges & webs. 
light section loss.

7
rockers. Incip spall @ 
W abut.

6
97-3sf incip spall under 
bm4&5N W abut. 93-
Vert crks

8 N N

63163174000S28
0

8097
WOODWARD HTS 
BLVD 

I-75                    
@ CITY OF 
HAZEL PARK     

1971 2007 2001/07/10 4 6 5 N N 4

> 100 syds spall & bit 
patch.  Concentrated @ 
the W span.  Longit & 
trans cracks.

3
Spall along jt & under 
jt.

4
Leaking.  Bit patched 
and missing filler.

7

Conc parapet w/ on 
alum tube.  Few vert 
cracks and minor 
spalls.

5

Trans crack w bit patch 
W approach.  E appr 
has 12 yd2 spalls w bit 
patch & trans cracks.

4

Few cor crks & 
backwall crks. Cor crks 
w/ rust stains. 1lf N 
fascia spall @ Sb.  
Spall under Exp jt. Wet 
areas, mainly @ 
span1W.

6

A-588. Flaking rust on 
bottom flanges & webs. 
Light section loss.  
Lateral bracing btw 8 & 
10 S over SB & 1 & 2 S 
over NB.

5

Rockers. Incip spall @ 
W abut.   Elastomeric 
bearings at W abut are 
distorted.

5

Longit incip spall under 
bm 4 through 7 S at W 
abut.  Vert cracks.  E 
abut has 10 lft of longit 
crack at top of abut.

6

Map cracks.  
Distressed area at pier 
cap ends.  Shallow 
spall at S pier cap.

N N

63163174000S28
0

8097
WOODWARD HTS 
BLVD 

I-75                    
@ CITY OF 
HAZEL PARK     

1971 2007 2002/10/25 4 6 5 N N 4

> 100 syds spall & bit 
patch.  Concentrated @ 
the W span.  Longit & 
trans cracks.

3
Spall along jt & under 
jt.

4
Leaking.  Bit patched 
and missing filler.

7

Conc parapet w/ on 
alum tube.  Few vert 
cracks and minor 
spalls.

5

Trans crack w bit patch 
W approach.  E appr 
has 12 yd2 spalls w bit 
patch & trans cracks.

4

Few cor crks & 
backwall crks. Cor crks 
w/ rust stains. 1lf N 
fascia spall @ Sb.  
Spall under Exp jt. Wet 
areas, mainly @ 
span1W.

6

A-588. Flaking rust on 
bottom flanges & webs. 
Light section loss.  
Lateral bracing btw 8 & 
10 S over SB & 1 & 2 S 
over NB.

A-588 5

Rockers. Incip spall @ 
W abut.   Elastomeric 
bearings at W abut are 
distorted.

5

Longit incip spall under 
bm 4 through 7 S at W 
abut.  Vert cracks.  E 
abut has 10 lft of longit 
crack at top of abut.

6

Map cracks.  
Distressed area at pier 
cap ends.  Shallow 
spall at S pier cap.

N N

63163174000S28
0

8097
WOODWARD HTS 
BLVD 

I-75                    
@ CITY OF 
HAZEL PARK     

1971 2007 2004/01/29 4 6 5 N N 4

> 100 syds spall & bit 
patch.  Concentrated @ 
the W span.  Longit & 
trans cracks.

3
@ cntr.  Spall along jt & 
under jt.

4
Leaking.  Bit patched 
and missing filler.

7

Conc parapet w/ one 
alum tube (and 1/2 
alum tube 'Baby 
Bumper').  Few vert 
cracks and minor 
spalls.

5

Trans crack w bit patch 
W approach.  E appr 
has 12 yd2 spalls w bit 
patch & trans cracks.

4

Few cor crks & 
backwall crks. Cor crks 
w/ rust stains. 1lf N 
fascia spall @ Sb.  
Spall under Exp jt. Wet 
areas, mainly @ 
span1W.

6

A-588. Flaking rust on 
bottom flanges & webs. 
Light section loss.  
Lateral bracing btw 8 & 
10 S over SB & 1 & 2 S 
over NB.

A-588 5

Rockers. Incip spall @ 
W abut.   Elastomeric 
bearings at W abut are 
distorted.

5

Longit incip spall under 
bm 4 through 7 S at W 
abut.  Vert cracks.  E 
abut has 10 lft of longit 
crack at top of abut.

6

Map cracks.  
Distressed area at pier 
cap ends.  Shallow 
spall at S pier cap.

N -1 N -1

63163174000S28
0

8097
WOODWARD HTS 
BLVD 

I-75                    
@ CITY OF 
HAZEL PARK     

1971 2007 2005/04/28 4 6 5 N N 4

> 100 syds spall & bit 
patch.  Concentrated @ 
the W span.  Longit & 

 trans cracks.
3

@ cntr.  Spall along jt & 
under jt

4
 Leaking.  Bit patched 
and missing filler

7 5

Trans crack w bit patch 
W approach.  E appr 
has 12 yd2 spalls w bit 
patch & trans cracks

4

Few cor crks & 
backwall crks. Cor crks 
w/ rust stains. 1lf N 
fascia spall @ Sb.  
Spall under Exp jt. Wet 
areas, mainly @ 
span1W

6

A-588. Flaking rust on 
bottom flanges & webs. 
Light section loss.  
Lateral bracing btw 8 & 
10 S over SB & 1 & 2 S 
over NB.

 5

Rockers. Incip spall @ 
W abut.   Elastomeric 
bearings at W abut are 

 distorted.
5

 Longit incip spall under 
bm 4 through 7 S at W 
abut.  Vert cracks.  E 
abut has 10 lft of longit 
crack at top of abut

6

Map cracks.  
Distressed area at pier 
cap ends.  Shallow 

 spall at S pier cap.
N N

63163174000S28
0

8097
WOODWARD HTS 
BLVD 

I-75                    
@ CITY OF 
HAZEL PARK     

1971 2007 2006/07/06 4 6 5 N N 4

> 100 syds spall & bit 
patch.  Concentrated @ 
the W span.  Longit & 
trans cracks.

3
@ cntr.  Spall along jt & 
under jt.

4
Leaking.  Bit patched 
and missing filler.

7 5

Trans crack w bit patch 
W approach.  E appr 
has 12 yd2 spalls w bit 
patch & trans cracks.

4

Few cor crks & 
backwall crks. Cor crks 
w/ rust stains. 1lf N 
fascia spall @ Sb.  
Spall under Exp jt. Wet 
areas, mainly @ 
span1W.

6

A-588. Flaking rust on 
bottom flanges & webs. 
Light section loss.  
Lateral bracing btw 8 & 
10 S over SB & 1 & 2 S 
over NB.

 5

Rockers. Incip spall @ 
W abut.   Elastomeric 
bearings at W abut are 
distorted.

5

Longit incip spall under 
bm 4 through 7 S at W 
abut.  Vert cracks.  E 
abut has 10 lft of longit 
crack at top of abut.

6

Map cracks.  
Distressed area at pier 
cap ends.  Shallow 
spall at S pier cap.

N N

63163174000S28
0

8097
WOODWARD HTS 
BLVD 

I-75                    
@ CITY OF 
HAZEL PARK     

1971 2007 2008/07/02 4 6 5 N N 4              3 4 7 5 4 6  5 5 6 N N

63163174000S28
0

8097
WOODWARD HTS 
BLVD 

I-75                    
@ CITY OF 
HAZEL PARK     

1971 2007 2009/04/11 4 6 7 N N 9              9 9 7 9 4

Few cor crks & 
backwall crks. Cor crks 
w/ rust stains. 1lf N 
fascia spall @ Sb. Spall 
under Exp jt. Wet 
areas, mainly @ 
span1W

6  7 7 7 N N

63163174000S28
0

8097
WOODWARD HTS 
BLVD 

I-75                    
@ CITY OF 
HAZEL PARK     

1971 2007 2010/01/14 4 6 7 N N 8
No visible deficiencies    
 

8
Debris in expansion 
opening

N 7 No visible deficiencies 8 No visible deficiencies 4

Few cor crks & 
backwall crks. Cor crks 
w/ rust stains. 1lf N 
fascia spall @ Sb. Spall 
under Exp jt. Wet 
areas, mainly @ 
span1W 

6

Flaking rust on bottom 
flanges & webs. Light 
section loss. Lateral 
bracing btw 8 & 10 S 
over SB & 1 & 2 S over 
NB A588

 7 No visible deficiencies 7 No visible deficiencies 7 No visible deficiencies N N

dubaym
Draft
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Rating

Item 
113

Surf Rtg 
Cond Surface Comments

Exp Jt 
Rtg 

Cond Exp Jt Comments

Oth Jt 
Rtg 

Cond Oth Jt Comments

Rail 
Rtg 

Cond Rail Comments

Approac
h Rtg 
Cond Approach Comments

Deck Rtg 
Cond Deck Comments

Strg 
Rtg 

Cond Strg Comments

Paint 
Rtg 

Cond
Paint 

Comments

Bearing 
Rtg 

Cond Bear Comments

Abut 
Rtg 

Cond Abutment Comments
Pier Rtg 

Cond Pier Comments

Chanang
e Rtg 
Cond

Change 
Comments

Culv 
Rtg 

Cond Culv Comments

63163174000S28
0

8097
WOODWARD HTS 
BLVD 

I-75                    
@ CITY OF 
HAZEL PARK     

1971 2007 2011/12/16 4 6 7 N N 7

Concrete surface with 
moderate amount of 
tight map cracking 
throughout. 
Longitudinal cracks 
near end joints.

7

Strip seal expansion 
joint at P&H location 
with minor debris. 
Pourable joints over 
both abutments with 
minor portions missing 
at west joint. Joints 
appear to be 
functioning properly.

N N/A. 7

Concrete parapet with 1 
aluminum tube. Ped 
fencing attached behind 
parapet. Concrete 
recently coated and in 
good condition.

8
Concrete approaches in 
good condition with 
minor wear.

4

Concrete surface with 
moderate amount of 
tight map cracking 
throughout. 
Longitudinal cracks 
near end joints. Deck 
bottom with false 
decking over all travel 
lanes is in good 
condition. Visible 
portions are heavily 
map cracked. The 
south fascia has a 
minor 

6

Flaking rust on bottom 
flanges and webs with 
light section loss. 
(A588).

N
A588. Has not 
been coated.

7

Rocker bearings on pier 
recently coated. 
Bearings appear to be 
functioning properly.

7

Recently repaired and 
coated. No visible 
deficiencies. Minor rust 
stains.

7
Recently repaired and 
coated with no visible 
deficiencies.

N N/A. N

63163174000S28
0

8097
WOODWARD HTS 
BLVD 

I-75                    
@ CITY OF 
HAZEL PARK     

1971 2007 2013/11/05 4 5 7 N N 7

Concrete overlay 
surface with moderate 
amount of tight map 
cracking throughout. 
Longitudinal cracks 
near end joints.

7

Strip seal expansion 
joint at P&H location 
with minor debris. 
Pourable joints over 
both abutments with 
minor portions missing 
at west joint. Joints 
appear to be 
functioning properly.

N/A. 7

Concrete open parapet 
with 1 galv steel tube 
on top and half pipe 
tube at bot. Bot. half 
tube missing seveal 
bolts and disconnected 
from the south conc 
railing in seveal 
locations. Ped fencing 
(1" fabric)attached 
behind parapet. 
Concrete recently 
coated a

8
Concrete approaches in 
good condition with 
minor wear.

4

Concrete surface with 
moderate amount of 
tight map cracking 
throughout. 
Longitudinal cracks 
near end joints. Deck 
bottom with false 
decking over all travel 
lanes and inner 
shoulder. Visible 
portions are heavily 
map cracked with 
efflorescence and 
spalls. F

5

Flaking rust on bottom 
flanges and webs 
throughout. Light 
section loss. Less than 
10% (A588). Beam 
webs are in contact at 
P&H joint at south 
fascia beams.

N
A588. Has not 
been coated.

7

Rocker bearings on pier 
are coated. Bearings 
appear to be 
functioning properly.

7

Repaired and coated. 
No visible deficiencies. 
Rust stains on east 
abutment.

7
Repaired and coated. 
HL crach on S side of 
pier cap.

N N/A. N

63163174000S28
0

8097
WOODWARD HTS 
BLVD 

I-75                    
@ CITY OF 
HAZEL PARK     

1971 2007 2015/10/09 4 5 7 N N 7

Rigid overlay surface 
with moderate amount 
of tight map cracking 
up to 1/16" throughout. 
Longitudinal cracks 
near end joints.

7

Strip seal expansion 
joint at P&H location 
with minor debris. 
Pourable joints over 
both abutments with 
minor portions missing 
at west joint. Joints 
appear to be 
functioning properly.

N N/A. 7

Concrete open parapet 
with 1 galv steel tube 
on top and half pipe 
tube at bot. Bot. half 
tube missing seveal 
bolts and disconnected 
from the south conc 
railing in seveal 
locations. Ped fencing 
(1" fabric)attached 
behind parapet. 
Concrete recently 
coated a

8
Concrete approaches in 
good condition with 
minor wear.

4

Deck bottom with false 
decking over all travel 
lanes and inner 
shoulder. 10% of false 
decking over Rt 
shoulder is TMS. No 
concrete is visible on 
TMS mesh. False 
decking  is in good 
condition. Visible 
portions are heavily 
map cracked with 
efflorescence and

5

(10) steel beams w/(10) 
P&H. Beam end 
contact at all P&H's, no 
buckling. Flaking rust 
on bottom flanges and 
webs throughout. Light 
section loss. Less than 
10% (A588). 

N
A588. Has not 
been coated.

7

Rocker bearings on pier 
are coated. Bearings 
appear to be 
functioning properly.

7

Repaired and coated. 
Minor tight cracks. Rust 
stains on east 
abutment.

7
Repaired and coated. 
HL crach on S side of 
pier cap.

N N/A. N

63163174000S30
0

8098 10.5 MI ROAD I-75
@ CITY OF 
ROYAL OAK

1971 1995/10/04 4 6 8 N N 5 4 6 N 8 N N

63163174000S30
0

8098 10.5 MI ROAD I-75
@ CITY OF 
ROYAL OAK

1971 1997/10/06 3 6 8 N N 3 3 6 N 8 N N

63163174000S30
0

8098 10.5 MI ROAD I-75
@ CITY OF 
ROYAL OAK

1971 1998/11/09 3 6 7 N N 3 3 6 N 7 N N

63163174000S30
0

8098 10.5 MI ROAD I-75
@ CITY OF 
ROYAL OAK

1971 1999/06/07 3 6 7 N N 3

500 syd spalls & bit 
patch. Over 70% 
spalled, delaminated & 
bit patched, many 
cracks. Surface is in 
poor condition.

3
Leaking heavily, bit 
patched.  Seal gone.

3
Cracked, bit patched 
and leaking.

7

conc parapet w/ 1 alum 
tube. Small incip spall 
W end of S rail. Semi-
tube across posts.  
Cracks in both 
approaches.

6
Cracks, bit raveled and 
patched @ ref lines

3

Map & leaching cracks. 
Wet areas all bays and 
12' stalactites. Cracks 
in bacwall & fascias. 
Deck structure is in 
poor condition.  Rust 
stains through out.

6
Flaking rust @ webs & 
bott flange. Rusty beam 
ends under P&H. A-588

7
Rockers over piers and 
steel plates @ abuts

7
One 6' vert crack W 
abut bay 2N

7
Light cracks on 
columns.  Col. 2-5 
cracked @ bottom.

N N

63163174000S30
0

8098 10.5 MI ROAD I-75
@ CITY OF 
ROYAL OAK

1971 2000/04/03 3 6 7 N N 3

500 syd spalls & bit 
patch. Over 70% 
spalled, delaminated & 
bit patched, many 
cracks. Surface is in 
poor condition.

3
Leaking heavily, bit 
patched.  Seal gone.

3
Cracked, bit patched 
and leaking.

7

conc parapet w/ 1 alum 
tube. Small incip spall 
W end of S rail. Semi-
tube across posts.  
Cracks in both 
approaches.

6
Cracks, bit raveled and 
patched @ ref lines

3

Map & leaching cracks. 
Wet areas all bays and 
12' stalactites. Cracks 
in bacwall & fascias. 
Deck structure is in 
poor condition.  Rust 
stains through out.

6
Flaking rust @ webs & 
bott flange. Rusty beam 
ends under P&H. A-588

A588 7
Rockers over piers and 
steel plates @ abuts

7
One 6' vert crack W 
abut bay 2N

7
Light cracks on 
columns.  Col. 2-5 
cracked @ bottom.

N N
Utilities in bay 6-9 
S

63163174000S30
0

8098 10.5 MI ROAD I-75
@ CITY OF 
ROYAL OAK

1971 2000/12/19 8 6 7 N N 8 New in 2000 8 New strip seal 8 New in 2000 8 New in 2000 8 Concrete approaches. 8 Stay in place forms. 6 8 Painted in 2000 7
Rockers over piers and 
steel plates @ abuts

7
One 6' vert crack W 
abut bay 2N

7
Light cracks on 
columns.  Col. 2-5 
cracked @ bottom.

N N
Utilities in bay 6-9 
S

63163174000S30
0

8098 10.5 MI ROAD I-75
@ CITY OF 
ROYAL OAK

1971 2002/12/09 8 6 7 N N 8 New in 2000. 8 New strip seal in 2000. 8 New in 2000. 7
New in 2000. Vert 
cracks.

7
Concrete approaches. 
Small shallow spalls to 
E approach.

8
Stay in place forms. 
Cracks in backwall.

6
Past section loss 
painted over.

7
Painted in 2000. 
Few areas of 
light rust.

7
Rockers over piers and 
steel plates @ abuts.

7 Vert cracks. 7

Light cracks on 
columns.  Col. 2-5 
cracked @ bottom. Few 
cracks in cap.

N N
Utilities in bay 6-9 
S

63163174000S30
0

8098 10.5 MI ROAD I-75
@ CITY OF 
ROYAL OAK

1971 2004/12/13 8 6 7 N N 8  New in 2000 8 Strip seal 8 7 Vert cracks 7
Concrete approaches. 
Small shallow spalls to 
E approach

8
Stay in place forms. 
Cracks in backwall

6
 Past section loss 
painted over

7
 Painted in 2000. 
Few areas of 
light rust.

7
 Rockers over piers and 

 steel plates @ abuts. 7  Vert cracks 7

Light cracks on 
columns.  Col. 2-5 
cracked @ bottom. Few 

 cracks in cap.
N N

63163174000S30
0

8098 10.5 MI ROAD I-75
@ CITY OF 
ROYAL OAK

1971 2006/10/25 8 6 7 N N 8 New in 2000. 8 Strip seal. 8 New in 2000. 7 Vert cracks. 7
Concrete approaches. 
Small shallow spalls to 
E approach.

8
Stay in place forms. 
Cracks in backwall.

6
Past section loss 
painted over.

7
Painted in 2000. 
Few areas of 
light rust.

7
Rockers over piers and 
steel plates @ abuts.

7 Vert cracks. 7

Light cracks on 
columns.  Col. 2-5 
cracked @ bottom. Few 
cracks in cap.

N N

63163174000S30
0

8098 10.5 MI ROAD I-75
@ CITY OF 
ROYAL OAK

1971 2008/09/21 8 6 7 N N 8              8 8 7 7 8 6 7 7 7 7 N N

63163174000S30
0

8098 10.5 MI ROAD I-75
@ CITY OF 
ROYAL OAK

1971 2010/09/08 8 7 7 N N 8
No symptoms of 
distress.  Structural 
deck surface.

8
Debris in expansion 
opening

N 7
Vertical cracks.  Closed 
concrete parapet with 
ped screening

7
Small shallow spalls to 
E approach

8
Permanent metal deck 
forms

7
No section loss.  Paint 
and bearings are in 
good condition

7

Few areas of 
light rust on 
sharp edges of 
bottom flanges.

7
Paint system is sound 
and functioning as 
intended.  Rockers

7 Vertical cracks 7

Light cracks on 
columns. Col. 2-5 
cracked @ bottom. Few 
cracks in cap

N N

63163174000S30
0

8098 10.5 MI ROAD I-75
@ CITY OF 
ROYAL OAK

1971 2012/09/11 8 7 7 N N 7
Conc.  Fine map crks. 
throughout.

8

Strip seal exp jts:  
 Debris filled.

Poured:  Good 
condtion.

N N/A 7

Solid conc. parapet 
with outter rustification, 
1" galv ped fence and 2 
sq. alum tubes.  Vrt 
crks 3' - 6' o.c.

8
Rating corrected to 
conform to guides.  
Conc.  Good condition.

8

Surf:  Conc.  Fine map 
crks. throughout.  Btm:  
Perm S.I.P. Metal 
Forms.  No rust.  Fas:  
Few min crks.

7

E' cvr plates.  Paint:  
Few areas of light rust 
on sharp edges of 
bottom.  LOS:  Min surf 
rust at abut ends.

7

Few areas of 
light rust on 
sharp edges of 
bottom 

8

Rating corrected to 
conform to guides.  
Cntr: rockers.  Abuts:  
steel plates.  Good 
condition.

7 Few vrt crks. 7

Light cracks on 
columns. Cntr Pier:  
Col. 2-5 cracked @ 
bottom. Few cracks in 
cap 

N N/A N

63163174000S30
0

8098 10.5 MI ROAD I-75
@ CITY OF 
ROYAL OAK

1971 2014/09/05 8 7 7 N N 7
Conc.  Fine map crks. 
throughout.

8

Strip seal exp jts over 
the pier, Debris filled.  
Good condtion.
HPR jts at abutments. 
Good condtion.

N N/A 6

Solid conc. parapet 
with outter rustification 
w/ 2 sq. tubes and 1" 
galv ped fence.  Vrt 
crks 3' - 6' o.c. Heavy 
map cracking.

8
Rating corrected to 
conform to guides.  
Conc.  Good condition.

8

Surf:  Conc.  Fine map 
crks. throughout.  Btm:  
Perm S.I.P. Metal 
Forms.  No rust.  Fas:  
Few min crks.

7

10 steel beams W/P&H 
(10 P&H's). P&H are 
closed at 90 degrees 
Fahrenheit. E' cvr 
plates.  Paint: Few 
areas of light rust on 
sharp edges of bottom. 
Paint pop outs in many 
places. Total area of 
deficiencies is small.  
LOS:  Min surf rust at 
abut ends.

7

Few areas of 
light rust on 
sharp edges of 
bottom. Paint 
pop outs in 
many places. 
Total area of 
deficiencies is 
small.

7
Cntr: rockers.  Abuts:  
steel plates.  Good 
condition. Minor rust.

7

Few vrt crks. Surface 
rust spots under 
bearing in several 
locations on both 
abutments.

7

Light cracks on 
columns.(total 5 
Columns):  Col. 2-5 
cracked @ bottom. Few 
cracks in cap 

N N/A N

63163174000S30
0

8098 10.5 MI ROAD I-75
@ CITY OF 
ROYAL OAK

1971 2016/09/16 7 7 7 N N 7
Conc. surface , Fine 
map crks. throughout.

7

Strip seal exp jts over 
the P&H, debris filled, 
rust at metal rails, no 
cover plates at 
sidewalks.

6

HPR jts at abuts. Hvy 
map Cr., in  adjacent 
deck & approach 
pavement Conc. Broken, 
missing & adhesion loss 
in sealant, minor edge 
spalls along W joint in 
WB lanes. Veg growth 
at ends, spall at S end 
of E joint.  

6

Surface coated Solid 
conc. parapet with 
outter rustification w/ 2 
sq. tubes and 1" galv 
ped fence.  Vrt crks 3' - 
6' o.c. Heavy map 
cracking throughout. 
Spall at W end of S 
riling at Ped. fence 
anchor (9"x9"x5"). 

7

Conc. approach  
pavement at both ends,  
Bit. patched joint spalls 
at W end of W 
approach approx. 3Sft. 
few tight  long Cr. & 
minor Map Cr. Good 
condition.

7

Surf: Conc. surface , 
Fine map crks. 
throughout  Btm: Perm 
S.I.P. Metal Forms, 
freckled in  SIP at bay 
1s, minor scattered 
incipient spot coating 
failures in other bays at 
W abut. Fas:  Coated 
surface, dirt stained. 
Few min crks.  

7

10 steel beams W/P&H 
(10 P&H's). P&H are 
closed at 75 degree 
Fahrenheit. E' cvr 
plates.  Paint: Few 
areas of light rust on 
sharp edges of bottom 
flange. Paint pop outs 
in many places. Total 
area of deficiencies is 
small.  LOS:  Min surf 
rust at beam ends 

7

Few areas of 
light rust on 
sharp edges of 
bottom flange. 
Paint pop outs in 
many places. 
Total area of 
deficiencies is 
small.

7

Rocker bearings at 
center pier,   Abuts: 
steel plates.  Good 
condition. Minor rust.

7

Few tight vert. crks. 
Vert. Cr in Bay 2s , E 
abut. propagating from 
top. Diag. Cr  back wall 
in bay 1s at both abut., 
w/Hvy rust stains at E 
abut. Spall in back wall 
at bay 8s W abut. 
Surface rust stains 
under bearing in 
several locations on 
both abuts. s

7

Conc. pier with 5 round 
Col. Light cracks on 
columns Col. 2-5 
cracked @ bottom. 
Horz. cracks near top 
of cap at Bm. 2s & 3s.  
lv Vert. Cr in crash wall 
& spall at S end,  map 
Cr. at ends of pier cap.

N N/A N

63163174000S31
0

8099 11 MI RD I-75 IN ROYAL OAK 1966 1995/10/04 4 6 4 N N 5 4 6 1 4 N N

63163174000S31
0

8099 11 MI RD I-75 IN ROYAL OAK 1966 1997/07/29 3 5 4 N N 4 3 5 3 4 N N

dubaym
Draft
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63163174000S31

0
8099 11 MI RD I-75 IN ROYAL OAK 1966 1998/11/09 3 4 3 N N 3 3 4 3 3 N N

63163174000S31
0

8099 11 MI RD I-75 IN ROYAL OAK 1966 1999/06/07 3 4 3 N N 3

100 syd spall and bit 
patch, few cracks, 
small scatterd spalls to 
shallow steel.      Poor

3
Both jts leaking, bit 
patch. spalls

3
Missing material. 
Leaking.  spalled

6

Concrete parapet w/1-
tube alum. 1 tube 
damaged @ SE, rusty 
cracks and small spalls

5

Trans cracks, 2 sft bit 
patched W approach, 
2sft spall at N curb and 
E approach.

3

Few leach cracks, 70% 
leach stained, map 
cracked and wet areas 
throughout.  Few leach 
cracks S fascia at W jt, 
13 lft S fascia spall SB. 
Vert crack at E 
backwall, adj. to bm 6S.  
Rust stains.

4

Light rust 20% overall, 
heavier under joints 
along top &  bottom 
flanges. Minor section 
loss, gap spacing <1/4' 
@ West P&H

1
Paint peeling 
80% top & 
bottom flanges.

4

Rockers slightly tilted, 
some pins and hangers 
may be frozen. Abut 
spalls under fixed 
bearings

3

Deep incip spall under 
bms 1-4,6,7-S at E 
abutment, crack under 
bm 4N. 1syd spall to 
steel under bm 10S W 
abutment.

6

10 lft horiz top of cap 
crack E and W side C-
pier, soffit cracks and 
spalls. 2 lft cracks E-
pier cap and 
honeycomb column 1N 
C-pier, 4 lft STS c-pier 
cap (soffit)

N N

63163174000S31
0

8099 11 MI RD I-75 IN ROYAL OAK 1966 2000/04/03 3 4 3 N N 3

100 syd spall and bit 
patch, few cracks, 
small scatterd spalls to 
shallow steel.      Poor

3
Both jts leaking, bit 
patch. spalls

3
Missing material. 
Leaking.  spalled

6

Concrete parapet w/1-
tube alum. 1 tube 
damaged @ SE, rusty 
cracks and small spalls

5

Trans cracks, 2 sft bit 
patched W approach, 
2sft spall at N curb and 
E approach.

3

Few leach cracks, 70% 
leach stained, map 
cracked and wet areas 
throughout.  Few leach 
cracks S fascia at W jt, 
13 lft S fascia spall SB. 
Vert crack at E 
backwall, adj. to bm 6S.  
Rust stains.

4

Light rust 20% overall, 
heavier under joints 
along top &  bottom 
flanges. Minor section 
loss, gap spacing <1/4' 
@ West P&H

1
Paint peeling 
80% top & 
bottom flanges.

4

Rockers slightly tilted, 
some pins and hangers 
may be frozen. Abut 
spalls under fixed 
bearings

3

Deep incip spall under 
bms 1-4,6,7-S at E 
abutment, crack under 
bm 4N. 1syd spall to 
steel under bm 10S W 
abutment.

6

10 lft horiz top of cap 
crack E and W side C-
pier, soffit cracks and 
spalls. 2 lft cracks E-
pier cap and 
honeycomb column 1N 
C-pier, 4 lft STS c-pier 
cap (soffit)

N N
Utilities bay 1 and 
2S, pipe leaking @ 
w pier bay 2S

63163174000S31
0

8099 11 MI RD I-75 IN ROYAL OAK 1966 2000/12/19 8 5 7 N N 8 New in 2000 8 New strip seals 8 New in 2000 8 New in 2000 8 Concrete approaches. 8 Stay in place forms. 5  Minor section loss. 9 Painted in 2000 6 7 Abutments repaired. 7 Soffit cracks. N N
Utilities bay 1 and 
2S, pipe leaking @ 
w pier bay 2S

63163174000S31
0

8099 11 MI RD I-75 IN ROYAL OAK 1966 2002/12/09 8 5 7 N N 8 New in 2000. 8
New strip seals in 
2000.

8 New in 2000. 7

New in 2000. Vert 
cracks. Random 
cracks. Map cracks. 
Ped fence on both 
sides.

8 Concrete approaches. 8 Stay in place forms. 5
 Minor section loss has 
been painted over.

7

Painted in 2000. 
Few areas of 
paint starting to 
rust.

6 Painted in 2000. 7
Abutments repaired. 
Vert cracks.

7
Soffit cracks. Some 
conc repairs.

N N
Utilities bay 1 and 
2S, pipe leaking @ 
w pier bay 2S

63163174000S31
0

8099 11 MI RD I-75 IN ROYAL OAK 1966 2004/12/13 8 5 7 N N 8  New in 2000 8 Strip seal 8 7

Vert cracks. Random 
cracks. Map cracks. 
Ped fence on both 

 sides.
8 Concrete 8 5

 Minor section loss has 
been painted over.

7

 Painted in 2000. 
Few areas of 
paint starting to 
rust

7 7
Abutments repaired. 
Vert cracks

7
Soffit cracks. Some 
conc repairs

N N

63163174000S31
0

8099 11 MI RD I-75 IN ROYAL OAK 1966 2006/10/25 8 5 7 N N 8 New in 2000. 8 Strip seal. 8 New in 2000. 7

Vert cracks. Random 
cracks. Map cracks. 
Ped fence on both 

 sides.
8 Concrete. 8 Stay in place forms. 5

Minor section loss has 
been painted over.

7

Painted in 2000. 
Few areas of 
paint starting to 
rust.

7 Painted in 2000. 7
Abutments repaired. 
Vert cracks.

7
Soffit cracks. Some 
concrete repairs.

N N

63163174000S31
0

8099 11 MI RD I-75 IN ROYAL OAK 1966 2008/09/21 8 5 7 N N 8              8 8 7 8 8 5 7 7 7 7 N N

63163174000S31
0

8099 11 MI RD I-75 IN ROYAL OAK 1966 2010/09/08 8 6 7 N N 8
No symptoms of 
distress.  Structural 
deck surface

8
Debris in expansion 
opening

N 7

Vertical cracks and 
some map cracks.  
Closed concrete 
parapet with ped 
screening

8
No symptoms of 
distress

8
Permanent metal deck 
forms

6 7

Few areas of 
paint starting to 
rust on sharp 
edges of bottom 
flanges

7
Functioning as 
designed.  Rockers

7 Vertical cracks 7
Soffit cracks. Some 
concrete repairs

N N

63163174000S31
0

8099 11 MI RD I-75 IN ROYAL OAK 1966 2012/09/11 8 6 7 N N 8 Conc.  Few min crks. 8

Strip seal exp jts:  
 Debris filled.

Poured:  Good 
condition.

N N/A 6

Solid conc. parapet 
with outter rustification, 
2 Sq. alum tubes and 
1" galv ped screening.  
Sealed.  Very heavy 
map crks and pop-outs.

8
Conc.  Sm spalls at far 
ends.

8

Surf:  Conc.  Few min 
crks.  Btm:  Perm S.I.P. 
Metal Forms.  No rust.  
Fas:  Trans and 
random crks.

6

E' cover plates.  Paint:  
Few areas of paint 
starting to rust on sharp 
edges of bottom 
flanges.  Lg peel on fas 
web.  LOS:  Min surf 
rust @ P&H and cntr jt.  
Brgs:  Rockers P 1&3: 
15? tilt.   Fixed:  P2 and 
abuts.  Good condition.

7

Few areas of 
paint starting to 
rust on sharp 
edges of bottom 
flanges.  Lg peel 
on fas web.

7
Rockers P 1&3: 15? tilt.  
Fixed:  P2 and abuts.  
Good condition.

7 Few vrt. crks. 7

Soffit cracks. Some 
concrete repairs.  Cntr 
Pier:  All cols have cks 
at 2' - 4' ht.  Horz crks 
in cap.  No 
undermining.

N N/A N

63163174000S31
0

8099 11 MI RD I-75 IN ROYAL OAK 1966 2014/09/05 8 6 7 N N 8 Conc.  Few min crks. 8

Strip seal exp jts:  
Debris filled.
HPR joints at 
abutments:  Good 
condition.

N N/A 6

Solid conc. parapet 
with outter rustification, 
2 Sq. alum tubes and 
1" galv ped screening.  
Sealed.  Very heavy 
map crks and pop-outs.

8
Conc.  Sm spalls at far 
ends.

8

Surf:  Conc.  Few min 
crks.  Btm:  Perm S.I.P. 
Metal Forms.  No rust.  
Fas:  Trans and 
random crks.

6

10 steel beams w/(20) 
P&H are almost closed 
at 90 degrees 
Fahrenheit. E' cover 
plates.  Paint:  Few 
areas of paint starting 
to rust on sharp edges 
of bottom flanges.  Lg 
peel on fas web.  LOS:  
Min surf rust @ P&H 
and cntr jt.  Brgs:  
Rockers P 1&3: 15? t

7

Few areas of 
paint starting to 
rust on sharp 
edges of bottom 
flanges.  Lg peel 
on fas web.

7

Rockers P 1&3: 15 deg. 
tilt.   Fixed:  P2 and 
abuts & central pier.  
Good condition.

7 Few vrt. crks. 7

Soffit cracks. Some 
concrete repairs.  Cntr 
Pier:  All cols have cks 
at 2' - 4' ht.  Horz crks 
in cap.  No 
undermining. 6 
columns per pier.

N N/A N

63163174000S31
0

8099 11 MI RD I-75 IN ROYAL OAK 1966 2016/09/22 7 6 7 N N 7

Conc. wearing surface, 
Few min Cr. small 
spalls at S end & along 
metal rail in WB lanes 
at middle exp. joint. & 
at N end of E exp. jt. 

7

Strip seal exp jts. at 
P&H & at middle pier,  
Debris filled. minor rust 
on metal rails  minor 
spalls in adj. deck 
conc. along joints. 

5

HPR joints at 
abutments. East Abut. 
Jt.:  missing/broken 
sealant  approx. 20% of 
length & some adhesion 
loss, West Abut Jt.: 
missing sealant approx. 
12' length in EB lanes, 
slightly sunk, with minor 
edge spalls in adj. conc.  
, 

6

Solid conc. parapet, 
seal coated, with outter 
rustification, with 2 Sq. 
tubes on top  and 1" 
mesh  galv ped fence.  
Very heavy map crks & 
vert. Cr. pop-outs. 
heavy dirt stains.

8
Conc. minor Sm spalls 
at far ends.

7

Surf:  Conc. wearing 
surface, Few min Cr. 
small spalls at S end & 
along metal rail in WB 
lanes at middle exp. 
joint. & at N end of E 
exp. jt.  Btm:  Perm 
S.I.P. Metal Forms. 
corrosion spots in 
scattered loc.(Span 1w 
Bay 1s &6s, Span 3w 
Bay 1s near P&H) wi

6

10 steel beams with E' 
cover plates. P&H in 
spans 2w at pier 1w & 
Span 3w at pier 3w, 
many beam ends at 
P&H are almost closed 
at 75 degrees 
Fahrenheit.  Paint:  Few 
areas of paint starting 
to rust on sharp edges 
of bottom flanges. 
areas of  peeling  on S 

7

Few areas of 
paint starting to 
rust on sharp 
edges of bottom 
flanges. areas of  
peeling  on S 
fascia Bm. web 
at span 4w.  

7

 Rockers at  P1 & P3: 
15 degree tilt.   Fixed 
bearings at P2 and 
abuts.

7

Conc. several areas of 
patch repairs, map & 
shrinkage Cr at repairs, 
E abut: incipient Cr at 
Bm. 4s,6s,7s, Tight 
vert. Cr at Bm. 
1s,3s,10s.minor 
leakage at Bm. 10s. 
STS in back wall in bay 
2s. W Abut: incipient 
vert. Cr at Bm.1s, 6s 
9s. Tight vert. Cr at 

7

Conc. pier with pier cap 
6 Sq.  Col. per pier. 
Conc. patch repairs on 
Col & caps. P1w: Horz. 
Cr. in cap at Bm 2s, 
Vert. Cr. in Col 1s,3s 
&4s.  P2w: Horz. Cr in 
cap near top btw Bm 
7& 8s (4ft), STS in cap 
near bot. edge at bay 
3s ,Vert. Cr in col 
1,3,4,6s,

N N/A N
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Exhibit D:  Pavement Condition 
 
Pavement condition information: 
 

 Pavement condition data (DI, IRI, rut/fault) 

 I‐75 map of previous projects (excludes maintenance projects) 

 Pavement preservation strategy for reconstructed HMA and concrete 

 Historic MDOT maintenance on reconstructed pavements to be provided at a later time. 
 



Control Section: 63174

C.S. BMP: 0

C.S. EMP: 6.4

Rating Sampling Length/Percentage Rating Sampling Length/Percentage Rating Sampling Length/Percentage Average Left Wheel Path Max Left Wheel Path Average Right Wheel Path Max Right Wheel Path Sampling Length/Percentage Total Faults LWP Avg. Fault Height LWP Max Height LWP Total Fualts RWP Avg. Fault Height RWP Max Fault Height RWP Sampling Length/Percentage

1993 7.33 98

1994

1995 15.597 98

1996

1997 20.706 98

1998 5 100

1999 23.52 98

2000

2001 53.762 78

2002

2003 48.172 100

2004

2005 67.757 100 8.3 100

2006 6.7 100

2007 5.613 100 5.7 100 89 100 0.183 1.43 0.125 0.62 100 84 0.19 100

2008 4.7 100

2009 17.211 100 5.7 100 91 100 0.206 0.89 0.122 0.8 100 85 0.24 100

2010 6 100 97 88 0.213 1.72 0.158 0.98 88 104 0.23 88

2011 14.511 100 5 100 99 100 0.219 1.7 0.164 0.89 100 99 0.22 100

2012 4 100 97 100

2013 14.052 30 3 100 104 100 0.118 0.96 0.106 1.53 100 191 0.21 100

2014 2.3 100 107 100

2015 17.364 29 1.3 100 110 100 0.293 1.92 0.229 1.28 100

2016

Rating Sampling Length/Percentage Rating Sampling Length/Percentage Rating Sampling Length/Percentage Average Left Wheel Path Max Left Wheel Path Average Right Wheel Path Max Right Wheel Path Sampling Length/Percentage Total Faults LWP Avg. Fault Height LWP Max Height LWP Total Fualts RWP Avg. Fault Height RWP Max Fault Height RWP Sampling Length/Percentage

1993 6.358 98

1994

1995 18.79 98

1996

1997 19.563 98

1998 5 100

1999 23.47 98

2000

2001

2002

2003 57.293 100

2004

2005 82.225 100 8.3 100

2006 6.7 100

2007 5.628 100 5.7 100 81 100 0.169 1.2 0.13 0.59 100 46 0.25 100

2008 4.7 100

2009 7.479 100 5.7 100 84 100 0.179 0.92 0.14 0.95 100 52 0.27 100

2010 6 100

2011 15.028 100 5 100 94 100 0.201 1.44 0.167 1.05 100 84 0.29 100

2012 4 100

2013 14.52 29 3 100 98 100 0.114 0.93 0.111 1 100 184 0.2 100

2014 2 100

2015 18.111 29 1 100 100 100 0.249 1.47 0.235 1.62 100

2016

Northbound I‐75 Pavement Condition Data

Year
Distress Index (DI) Remaining Service Life (RSL) International Roughness Index (IRI) RUT Fault

Southbound I‐75 Pavement Condition Data

Distress Index (DI) Remaining Service Life (RSL) International Roughness Index (IRI) RUT
Year

Fault

dubaym
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WDN 2@48
1988 Capacity Improvement JN25413

WDN 2@36

1991 RNR JN28991

RESURF

1991 RNR JN28991

RESURF

1992 Transportation Alt  JN32616

LS

1994 CPM JN34625
P-CRK SL

1994 CPM JN34625
P-CRK SL

1994 CPM JN34625

P-CRK SL

1994 RNR JN35637

LTG TWRS

1995 CPM JN36734P-CRK SL
1995 CPM JN36734

P-CRK SL

1995 CPM JN38194

P-CRKSL

1995 CPM JN38194

P-CRKSL

2000 CPM JN51308
MLL&RESRF

2000 CPM JN51308
MLL&RESRF

2000 CPM JN51308

MLL&RESRF

2001 CPM JN53697

P-MILL&RSF

2001 CPM JN53697

P-MILL&RSF
2002 CPM JN56686

P-MILL&RESRF

2002 CPM JN56686

P-MILL&RESRF

2005 Safety JN80845

Gurardrail Replacement
2005 Safety JN80845

Gurardrail Replacement

2005 RNR JN50290
MILL AND RESURFACE

2009 CPM JN107267

Mill & Resurf. and Conc. Rest.

2009 CPM JN106556
HMA Crack Treatment

2009 CPM JN106556

HMA Crack Treatment

2009 CPM JN106556
HMA Crack Treatment

2006 CPM JN84048

Crack Treatment

2006 CPM JN84048

Crack Treatment

2014 CPM JN124785

HMA Patch Repairs

2014 CPM JN124785

HMA Patch Repairs
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4.964
7.134

1.730

11.117
9.304

6.707

4.289

.738

16.701

15.262

13.015

11.145

7.343

4.220

1.989

1996 New Roads JN36850

Wtlnd Mitigation

1996 Cap Imp JN25091

Landscaping

1998 Cap Imp JN46359

Ramp + Wdn

1998 Cap Imp JN
117632

Intch Upgrd

2001 Cap Imp JN48318
Merge Lane

2012 CPM JN116289
HMA MILL &OVRLY

Reconst Intch
2013 CPM JN118418

HMA Crack Trtmnt 

2014 CPM JN123144
MILL+ ovrly

2008 CPM JN100716
MILL+RSF

2004 R&R JN45716
MILL+RSF

2003 R&R JN51472
MILL+RSF
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 20 06-08-16 

PAVEMENT PRESERVATION STRATEGY 
 

Fix Type: New/Reconstruction HMA Pavement 

Activity Approx. 
Age 

Distress 
Index 

(Before) 

Distress 
Index 
(After) 

RSL (yrs) 
(Before fix) 

Life (yrs) 
Extension 

RSL (yrs) 
(After fix) 

Cost per 
Lane-Mile 

Time to Fix 
1 Lane-Mile 

(In Days) 

Initial Construction 0  0   14 Computed  

Prev. Maintenance 8 12 3 6 5 11 $27,085* 0.48 

Prev. Maintenance 12 9 4 7 3 10 $38,975* 0.62 

Prev. Maintenance 16 12 1 6 6 12 $49,374* 0.90 

Prev. Maintenance 20 7 1 8 5 13 $29,000* 0.65 

Rehabilitation or 
Reconstruction 33  

 

Equivalent Uniform Annual Cost ( EUAC )  = NPV ( i ( 1 + i ) ⁿ ) / ( ( 1 + i ) ⁿ – 1 ) 
Net Present Value (NPV) = Initial Construction + SUM ( Maintenance ) / ( 1 + i ) ⁿ 
i = Real Discount Rate (2016: 1.5%) 

* based on actual averaged maintenance costs 
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 22 06-08-16 

PAVEMENT PRESERVATION STRATEGY 
 
 

Fix Type: New/Reconstruction Concrete Pavement 

Activity Approx. 
Age 

Distress 
Index 

(Before) 

Distress 
Index 
(After) 

RSL (yrs) 
(Before fix) 

Life (yrs) 
Extension 

RSL (yrs) 
(After fix) 

Cost per 
Lane-Mile 

Time to Fix 
1 Lane-Mile 

(In Days) 

Initial Construction 0  0   26 Computed  

Prev. Maintenance 12 8 4 14 3 17 $38,455* 1.34 

Prev. Maintenance 16 9 5 13 3 16 $41,056* 1.48 

Prev. Maintenance 21 14 9 11 2 13 $66,723* 1.76 

Rehabilitation or 
Reconstruction 34  

 
 
 
 
 
 
 
Equivalent Uniform Annual Cost ( EUAC )  = NPV ( i ( 1 + i ) ⁿ ) / ( ( 1 + i ) ⁿ – 1 )  
Net Present Value (NPV) = Initial Construction + SUM ( Maintenance ) / ( 1 + i ) ⁿ 
i = Real Discount Rate (2016: 1.5%) 

* based on actual averaged maintenance costs 
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Exhibit E:  Pump Stations 
 
Pump station information: 
 

 General pump station information 

 Pump station inspection reports  
 



GIS ID Rating Region Structure Number Route Road Name Address Cross Road Power Company Volts Year 1 Rehab Year 2 Rehab Year 3 Rehab No. of Pumps Pump HP Lattitude Longitude
D0863174 3.3 Metro D08 of 63174 I-75 Chrysler Fwy. 20741 Chrysler Fwy N. of 8 Mile DTE  240 1966 3 40hp 42 26' 50.4" 83 05' 42.5"
D0163103 4.3 Metro D01 of 63103 I-696 1400 Stephenson Barrett DTE  480 1970 3 300hp 42 28' 44.4" 83 06' 46.9"
D0763174 4.6 Metro D07 of 63174 I-75 110 Stephenson 11 Mile DTE  480 1971 3 25hp 42 29' 24.7" 83 06' 59.2"
D0463174 3.9 Metro D04 of 63174  I-75 23839 Chrysler Woodward Heights DTE  480 1971 3 40hp 42 28' 05.8" 83 06' 33.9"
D0363174 3.9 Metro D03 of 63174 I-75 22689 Chrysler Otis (9 Mile) DTE  480 1965 4 40hp 42 27' 33.3" 83 06' 16.6"
D0263174 3.8 Metro D02 of 63174 I-75 21759 Chrysler Meyers DTE  480 1965 4 30hp 42 27' 16.5" 83 05' 45.5"
D0163174 8.8 Metro D01 of 63174 I-75 1030 Stephenson Gardenia DTE  480 1965 2008 4 45hp 42 29' 56.7" 83 07' 03.6"

Pump Station Information

dubaym
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PUMP STATION INSPECTION REPORT
DATE: 5/9/2013 INSPECTOR: Gary Mayes, Scott Long, Thad Bombrys
STRUCTURE NO: D01 of 63103 LOCATION: I-75 @ Barrett
REGION: Metro WAYNE CO ID:
TYPE: LATITUDE: LONGITUDE:
Caisson 42 28' 44.4" N , 83 06" 46.9" W
RATING SYSTEM 7 TO 10 = GOOD 4 TO 6 = FAIR 0 TO 3 = POOR

MECHANICAL SYSTEM

NO. OF PUMPS: 3 HORSE POWER: (PER PUMP) 300 TYPE: Upright non-submersible
YEAR INSTALLED 1970 GPM RATING (PER PUMP)
MANUFACTURER / MODEL NO. General Electric TUBE DIA:
ITEM CONDITION COMMENTS:

(1 TO 10)
PUMP 1 3 Orig. good shape
PUMP 2 3
PUMP 3 3
PUMP 4
PUMP 5
PUMP 6
DISCHARGE TUBES 6 Some rust
VENTILATION 3 Forced air fan, not working
HEATER 3 none
OVERALL: 3.5

ELECTRICAL SYSTEM
POWER CO: DTE SVC VOLTAGE 480

ITEM CONDITION COMMENTS:
(1 TO 10)

SERVICE 7 480
CT CABINET 6 Older good condition
METER 6 newer exposed
CONTROL PANEL 7 newer Allen  Bradley Panel View 700   not connected to SCADA
LEVEL CONTROL 6 Operating on two systems floats and electronin
LIGHTING 6
OVERALL: 6.3

STRUCTURE
TYPE:
ITEM CONDITION COMMENTS:

(1 TO 10)
ROOF

HATCHES 7 Galvanized Metal, Secure
DRAINAGE 6 No ponding Flat

RAILS 7 Secure, minor rust
MACHINE RM 7 Isolated Wet well
WET WELL 7 Good shape, caged ladder
CONC SURF COAT 1 None
DOORS 6 Some rust,secure
LADDERS/STAIRS 7 Some rust,secure
OVERALL: 6.0

SITE
ITEM CONDITION COMMENTS:

(1 TO 10)
FENCE 4 Rusty, gate loose and sagging
SLOPES 8
PARKING 6
OVERALL: 6.0

OVERALL PUMP STATION CONDITION RATING: 4.3

dubaym
Draft



PUMP STATION INSPECTION REPORT
DATE: 5/9/2013 INSPECTOR: Gary Mayes, Scott Long, Thad Bombrys
STRUCTURE NO: D01 of 63174 LOCATION: I-75 @ Gardenia
REGION: Metro WAYNE CO ID:
TYPE: LATITUDE: LONGITUDE:
Rectangle 42 29' 56.7" N , 83 07' 03.6" W
RATING SYSTEM 7 TO 10 = GOOD 4 TO 6 = FAIR 0 TO 3 = POOR

MECHANICAL SYSTEM

NO. OF PUMPS: 4 HORSE POWER: (PER PUMP) 45 TYPE: Submersible
YEAR INSTALLED 1965/2008 GPM RATING (PER PUMP)
MANUFACTURER / MODEL NO. Flygt TUBE DIA:
ITEM CONDITION COMMENTS:

(1 TO 10)
PUMP 1 9 New
PUMP 2 9 New
PUMP 3 9 New
PUMP 4 9 New
PUMP 5
PUMP 6
DISCHARGE TUBES 9 New
VENTILATION 10 Forced Air
HEATER 9 Working
OVERALL: 9.1

ELECTRICAL SYSTEM
POWER CO: DTE SVC VOLTAGE 480

ITEM CONDITION COMMENTS:
(1 TO 10)

SERVICE 9 480
CT CABINET Not Visible
METER Not Visible
CONTROL PANEL 8 New panel with Multitrode was not connected to SCADA
LEVEL CONTROL 9 New with Multitrode was not connected to SCADA
LIGHTING 8
OVERALL: 8.5

STRUCTURE
TYPE:
ITEM CONDITION COMMENTS:

(1 TO 10)
ROOF

HATCHES 8
DRAINAGE 7

RAILS 8
MACHINE RM 8 Isolated from wet well
WET WELL 8
CONC SURF COAT 8
DOORS 6 Secure, some rust
LADDERS/STAIRS 7
OVERALL: 7.5

SITE
ITEM CONDITION COMMENTS:

(1 TO 10)
FENCE 6
SLOPES 8
PARKING
OVERALL: 8.0

OVERALL PUMP STATION CONDITION RATING: 8.8

dubaym
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PUMP STATION INSPECTION REPORT
DATE: 5/9/2013 INSPECTOR: Scott Long, Thad Bombrys, Gary Mayes
STRUCTURE NO: D02 of 63174 LOCATION: I-75 @ Meyers
REGION: Metro WAYNE CO ID:
TYPE: LATITUDE: LONGITUDE:
Rectangular 42 27' 16.5" N , 83 05" 45.5 W
RATING SYSTEM 7 TO 10 = GOOD 4 TO 6 = FAIR 0 TO 3 = POOR

MECHANICAL SYSTEM

NO. OF PUMPS: 4 HORSE POWER: (PER PUMP) 30 TYPE:
YEAR INSTALLED 1965 GPM RATING (PER PUMP)
MANUFACTURER / MODEL NO. US. Motors TUBE DIA:
ITEM CONDITION COMMENTS:

(1 TO 10)
PUMP 1 3 Orig.  Good
PUMP 2 3 Orig.  Good
PUMP 3 1 Bad Seal
PUMP 4 3 Orig. Good
PUMP 5
PUMP 6
DISCHARGE TUBES 6 Some rust no leads
VENTILATION 3 Side Vents
HEATER 1 None
OVERALL: 2.9

ELECTRICAL SYSTEM
POWER CO: DTE SVC VOLTAGE 480

ITEM CONDITION COMMENTS:
(1 TO 10)

SERVICE 8 480
CT CABINET 6
METER 6 Newer, exposed
CONTROL PANEL 6 Orig. 
LEVEL CONTROL 5 Floars system in operation, new Allen Bradley not connected
LIGHTING 5
OVERALL: 6.0

STRUCTURE
TYPE:
ITEM CONDITION COMMENTS:

(1 TO 10)
ROOF

HATCHES 6 Galv. Metal, secure
DRAINAGE 4 Flat Roof, some vegetation

RAILS 6 Solid, some rust
MACHINE RM 7 Isolated
WET WELL 5
CONC SURF COAT 4 Some peeling
DOORS 5 Some rust, Secure
LADDERS/STAIRS 5
OVERALL: 5.3

SITE
ITEM CONDITION COMMENTS:

(1 TO 10)
FENCE 5
SLOPES 8
PARKING 7
OVERALL: 6.7

OVERALL PUMP STATION CONDITION RATING: 3.8

dubaym
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PUMP STATION INSPECTION REPORT
DATE: 5/9/2013 INSPECTOR: Scott Long, Thad Bombrys, Gary Mayes
STRUCTURE NO: D03 of 63174 LOCATION: I-75 @ 9 mile
REGION: Metro WAYNE CO ID:
TYPE: LATITUDE: LONGITUDE:
Rectancluar 42 27' 33.3" N , 83 06' 16.6" W
RATING SYSTEM 7 TO 10 = GOOD 4 TO 6 = FAIR 0 TO 3 = POOR

MECHANICAL SYSTEM

NO. OF PUMPS: 4 HORSE POWER: (PER PUMP) 40 TYPE: Upright non submersible
YEAR INSTALLED 1965 GPM RATING (PER PUMP)
MANUFACTURER / MODEL NO. US Motors TUBE DIA:
ITEM COMMENTS:

(1 TO 10)
PUMP 1 3 Orig.  Good condion
PUMP 2 3 Orig.  Good condion
PUMP 3 3 Orig.  Good condion
PUMP 4 3 Orig.  Good condion
PUMP 5
PUMP 6
DISCHARGE TUBES 6 Some rust, no leaks
VENTILATION 3 Vent, no forced air
HEATER 1 none
OVERALL: 3.1

ELECTRICAL SYSTEM
POWER CO: DTE SVC VOLTAGE 480

ITEM CONDITION COMMENTS:
(1 TO 10)

SERVICE 7 480
CT CABINET 6 Newer with Gen Connection
METER 6 Newer exposed
CONTROL PANEL 5 Orig.  Westinghouse
LEVEL CONTROL 6 Allen Bradey PP700 not connected using floats system
LIGHTING 5
OVERALL: 5.8

STRUCTURE
TYPE:
ITEM CONDITION COMMENTS:

(1 TO 10)
ROOF

HATCHES 6 Metal minor rust
DRAINAGE 5 Flat, some ponding, grass growing

RAILS 5 Solid, some rust
MACHINE RM 6 Isolated
WET WELL 5 Good condtion, a lot of trash
CONC SURF COAT 7
DOORS 5 Secure, some rust
LADDERS/STAIRS 4 Concrete steps leaning away from building, no cage on wet well stairs
OVERALL: 5.4

SITE
ITEM CONDITION COMMENTS:

(1 TO 10)
FENCE 5 some rust
SLOPES 7
PARKING 6
OVERALL: 6.0

OVERALL PUMP STATION CONDITION RATING: 3.9
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PUMP STATION INSPECTION REPORT
DATE: 5/9/2013 INSPECTOR: Scott Long, Thad Bombrys, Gary Mayes
STRUCTURE NO: D04 of 63174 LOCATION: I-75 @ woodward Hts
REGION: Metro WAYNE CO ID:
TYPE: LATITUDE: LONGITUDE:
Caisson 42 28' 05.8" N , 83 06' 33.9" W
RATING SYSTEM 7 TO 10 = GOOD 4 TO 6 = FAIR 0 TO 3 = POOR

MECHANICAL SYSTEM

NO. OF PUMPS: 3 HORSE POWER: (PER PUMP) 40 TYPE: Upright non-submersible
YEAR INSTALLED 1971 GPM RATING (PER PUMP)
MANUFACTURER / MODEL NO. TUBE DIA:
ITEM CONDITION COMMENTS:

(1 TO 10)
PUMP 1 3 Original in good condition
PUMP 2 3 Original in good condition
PUMP 3 3 Original in good condition
PUMP 4
PUMP 5
PUMP 6
DISCHARGE TUBES 5 Some rust no leaks
VENTILATION 3 Open Vent
HEATER 1 none
OVERALL: 3.0

ELECTRICAL SYSTEM
POWER CO: DTE SVC VOLTAGE 48

ITEM CONDITION COMMENTS:
(1 TO 10)

SERVICE 8 480
CT CABINET 6 Newer,  Generator connections
METER 5
CONTROL PANEL 6 Orig.  GE
LEVEL CONTROL 6 Floats in operation with new Allen Bradey PP700 in operation also.
LIGHTING 5
OVERALL: 6.0

STRUCTURE
TYPE:
ITEM CONDITION COMMENTS:

(1 TO 10)
ROOF

HATCHES 6 Secure metal hatches
DRAINAGE 6 Flat no ponding

RAILS 7 Secure Galv. Rails
MACHINE RM 7 Isolated from wet well
WET WELL 7 Good, Caged ladder
CONC SURF COAT 1 None
DOORS 5 Secure, some rust
LADDERS/STAIRS 5 Some loose concrete steps
OVERALL: 5.5

SITE
ITEM CONDITION COMMENTS:

(1 TO 10)
FENCE 5 Some rust
SLOPES 6 some erosion
PARKING 7 adequate
OVERALL: 6.0

OVERALL PUMP STATION CONDITION RATING: 3.9

dubaym
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PUMP STATION INSPECTION REPORT
DATE: 5/9/2013 INSPECTOR: Scott Long, Thad Bombrys, Gary Mayes
STRUCTURE NO: D07 0f 63174 LOCATION: I-75 @ 11 mile
REGION: Metro WAYNE CO ID:
TYPE: LATITUDE: LONGITUDE:
Caisson 42 29' 2407" N , 83 06' 59.2" W
RATING SYSTEM 7 TO 10 = GOOD 4 TO 6 = FAIR 0 TO 3 = POOR

MECHANICAL SYSTEM

NO. OF PUMPS: 3 HORSE POWER: (PER PUMP) 25 TYPE: Upright non-submersible
YEAR INSTALLED 1967 GPM RATING (PER PUMP)
MANUFACTURER / MODEL NO. US Motors TUBE DIA:
ITEM CONDITION COMMENTS:

(1 TO 10)
PUMP 1 4 Original pumps
PUMP 2 4
PUMP 3 4
PUMP 4
PUMP 5
PUMP 6
DISCHARGE TUBES 6 Some rust, no leaks
VENTILATION 3 Up pipe 
HEATER 3 no heater
OVERALL: 4.0

ELECTRICAL SYSTEM
POWER CO: DTE SVC VOLTAGE 480

ITEM CONDITION COMMENTS:
(1 TO 10)

SERVICE 6 480
CT CABINET 8 Newer, with transfer switch
METER 7 Newer, exposed
CONTROL PANEL 5 Orig. Cutler Hammer,  generator hookups
LEVEL CONTROL 3 Floats
LIGHTING 5
OVERALL: 5.7

STRUCTURE
TYPE:
ITEM CONDITION COMMENTS:

(1 TO 10)
ROOF

HATCHES 5 Rusty metal Secure
DRAINAGE 7 flat no ponding

RAILS 7 Some rust
MACHINE RM 7 Isolated Wet Well
WET WELL 6
CONC SURF COAT 6
DOORS 6 Some rust
LADDERS/STAIRS 6
OVERALL: 6.3

SITE
ITEM CONDITION COMMENTS:

(1 TO 10)
FENCE 3 Poor condition, rusty
SLOPES 7
PARKING 7
OVERALL: 5.7

OVERALL PUMP STATION CONDITION RATING: 4.6

dubaym
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PUMP STATION INSPECTION REPORT
DATE: 5/24/2013 INSPECTOR: Gary Mayes, Scott Long, Thad Bombrys
STRUCTURE NO: D08 of 63174 LOCATION: I-75 @ 8 mile Southbound
REGION: Metro WAYNE CO ID: 1064B
TYPE: LATITUDE: LONGITUDE:
Rectangle 42 26' 50.4" N , 83 06' 42.5" W
RATING SYSTEM 7 TO 10 = GOOD 4 TO 6 = FAIR 0 TO 3 = POOR

MECHANICAL SYSTEM

NO. OF PUMPS: 3 HORSE POWER: (PER PUMP) 40 TYPE: Uprights non submersible
YEAR INSTALLED 1966 GPM RATING (PER PUMP)
MANUFACTURER / MODEL NO. US Motors TUBE DIA:
ITEM CONDITION COMMENTS:

(1 TO 10)
PUMP 1 0 Disconnected
PUMP 2 3
PUMP 3 3
PUMP 4
PUMP 5
PUMP 6
DISCHARGE TUBES 6 Some peeling and rust
VENTILATION 3 Side Vents
HEATER 1 none
OVERALL: 2.7

ELECTRICAL SYSTEM
POWER CO: DTE SVC VOLTAGE 240

ITEM CONDITION COMMENTS:
(1 TO 10)

SERVICE 3 240
CT CABINET N/A could not find
METER 6 Enclosed
CONTROL PANEL 6 Orig. Cutler Hammer
LEVEL CONTROL 3 Floats
LIGHTING 6
OVERALL: 4.8

STRUCTURE
TYPE:
ITEM CONDITION COMMENTS:

(1 TO 10)
ROOF

HATCHES 6 Rusty Metal
DRAINAGE 5 Flat, minor ponding

RAILS 4 Rusty some holes, secure
MACHINE RM 7 Isolated
WET WELL 6
CONC SURF COAT 1 None
DOORS 5 Rust was repaired, still some showing
LADDERS/STAIRS 5
OVERALL: 4.9

SITE
ITEM CONDITION COMMENTS:

(1 TO 10)
FENCE 5
SLOPES 5 minor erosion, significant vegetation growing near steps
PARKING 6
OVERALL: 5.3

OVERALL PUMP STATION CONDITION RATING: 3.3
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Exhibit F:  Routine Maintenance 
 
Oakland County and private contractors currently perform routine maintenance of I‐75. These 
activities include winter maintenance, pothole patching, detail 7 repairs (surface maintenance), 
shoulder  maintenance,  junking,  sweeping,  catch  basin  cleaning,  litter  pickup,  mowing, 
broadleaf  weed  control,  tree/shrub  trimming  and  removal,  guardrail  maintenance,  ditch 
cleanout, graffiti removal, sign maintenance, and right‐of‐way fence repair. 
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Exhibit G:  Freeway Lighting 
 
The freeway lighting within the corridor has been upgraded to LED. Attached are the handback 
and residual life requirements for the freeway lighting. 



Metro Region Freeway Lighting P3 Project SCHEDULE 16 -Technical Requirements 

Execution Version  
CONFIDENTIAL Page 220 of 248 
1461096_38 

EXHIBIT C Handback and Residual Life Requirements 

ELEMENT
TESTING OR 

RESIDUAL LIFE
REQUIREMENT

REQUIREMENT HANDBACK 

Luminaires, continuous freeway 
systems (including driver/ballast) 

Residual Life 5 years Residual Life Inventory 

Luminaires, tunnel systems Residual Life 5 years Residual Life Inventory 

Luminaires, high-mast systems Residual Life 5 years Residual Life Inventory 

Posts/standards, continuous freeway 
systems (installed during Term) 

Residual Life 

Condition inspection 

5 years Residual Life 

Inspect within 1 year of Handback 

Inventory  

Posts/standards, continuous freeway 
systems (installed before Term) 

Condition inspection Detailed  inspection within 1 year 
of Handback 

Otherwise no Residual Life 
obligation

Testing Report, 
Condition Report 
& Inventory 

Fixture mountings, tunnel systems 
(installed during Term) 

Residual Life 

Condition inspection 

10 years Residual Life 

Inspect within 1 year of Handback  

Inspection and 
Inventory 

Fixture mountings, tunnel systems 
(installed before Term) 

NDT Testing 

Condition inspection 

NDT within 3 years of Handback 

Inspect within 1 year of Handback 

Otherwise no Residual Life 
obligation

Testing Report, 
Condition Report 
& Inventory 

Posts/standards, high-mast systems 
(installed during Term) 

Residual Life 15 years Residual Life Inspection and 
Inventory 

Posts/standards, high-mast systems 
(installed before Term) 

Condition inspection Detailed inspection within 1 year 
of Handback 

Otherwise no Residual Life 
obligation

Testing Report, 
Condition Report 
& Inventory 

Conduit (exposed to weather) Condition survey N/A Reports & 
Inventory 

Panels and panel mountings (installed 
during Term) 

Residual Life 

Condition inspection 

5 years Residual Life 

Inspect within 1 year of Handback 

Inventory  

Panels and panel mountings (installed 
before Term) 

Verify that panels and 
mounts meet 
applicable codes 

Inspect within 1 year of Handback 

Otherwise no Residual Life 
obligation

Inspection/Testing

Monitoring systems (sensors) Residual Life 2 years Residual Life Inventory  

Monitoring systems (communications) Residual Life 5 years Residual Life Inventory  

Circuits  Resistivity testing 

Condition survey 

Condition survey Testing Report, 
Condition Report 
& Inventory 

dubaym
Draft



I-75 Modernization – Segment 3 DBFM    
 

  

  Page | H 
  

Exhibit H:  Existing Plans 
 
Existing plans for the corridor will be provided in a separate package. 
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