
NBI INSPECTION ETIS
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

PAW MDOT 24 06/08/1999

GENERAL NOTES

DECK
04/96 11/98 06/99

1. Surface
(SIA-58A)

4 3 3 Over 35% spalled, delaminated and bit patched.  Poor condition. (06/99)
 (11/98)
 (04/96)

2. Expansion
Joints

3 Leaking, spalled and bit patched (06/99)
 (11/98)
 (04/96)

3. Other
Joints

3 Leaking, spalled and bit patched (06/99)
 (11/98)
 (04/96)

4. Railings 4 Thrie beam across structure, spall & rusty cracks on concrete posts. STS (06/99)
 (11/98)
 (04/96)

5. Sidewalks
or Curbs

 (06/99)
 (11/98)
 (04/96)

6. Deck
Bottom
Surface
(SIA-58B)

 (06/99)
 (11/98)
 (04/96)

7. Deck
(SIA-58)

4 4 4 Small spalls in backwalls, many leaching cracks throughout.  Two  1ft longit. hole in W fascia
bm.  7&8W large holes in fascia.  2 holes @ NW fascia. (06/99)
 (11/98)
 (04/96)

8. Drainage  (06/99)
 (11/98)
 (04/96)

SUPERSTRUCTURE
04/96 11/98 06/99

9. Stringer
(SIA-59)

4 3 3 Girders w/ section loss, beams ends in contact over N-pier. Hole in beam 2E @ N-pier
(06/99)
 (11/98)
 (04/96)

10. Paint
(SIA-59A)

0 3 3 Freckled paint system (06/99)
 (11/98)
 (04/96)

11. Section
Loss

0 Rusty beam ends w/ section loss. Hole in beam 2E over N-pier (06/99)
 (11/98)
 (04/96)
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12. Bearings 4 Rockers rusty and tilted, N rockers heavily rusted w/ some section loss (06/99)
 (11/98)
 (04/96)

SUBSTRUCTURE
04/96 11/98 06/99

13. Abutments
(SIA-60)

5 4 4 Deep spall under bm 1&4-E and incip spall under bm 2E N abut, cracks (06/99)
 (11/98)
 (04/96)

14. Piers
(SIA-60)

4 Rusty leaching cracks, soffit spalled to steel N-pier both ends, cracks & spalls on column.  10
sqft. of STS. (06/99)
 (11/98)
 (04/96)

15. Slope
Protection

 (06/99)
 (11/98)
 (04/96)

16. Channel
(SIA-61)

N N N  (06/99)
 (11/98)
 (04/96)

17. Scour
Inspection

 (06/99)
 (11/98)
 (04/96)

APPROACH
04/96 11/98 06/99

18. Approach
Pavement

6 Few cracks and bit patch @ ref lines.  Bit approach +bit & spalls. (06/99)
 (11/98)
 (04/96)

19. Approach
Shoulders
Sidewalks

 (06/99)
 (11/98)
 (04/96)

20. Approach
Slopes

 (06/99)
 (11/98)
 (04/96)

21. Utilities  (06/99)
 (11/98)
 (04/96)

22. Drainage
Culverts

 (06/99)
 (11/98)
 (04/96)

MISCELLANEOUS
Guard Rail Other Items
Item Rating Item Rating

36A. Bridge Railings 1 71. Water Adequacy N
36B. Transitions 0 72. Approach Alignment 8
36C. Approach Guardrail 1 Temporary Support 0 No Temporary Supports
36D. Approach Guardrail Ends 1 High Load Hit (M) No

Special Insp. Equipment
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Underwater Insp. Method 0

False Decking (Timber) Removed to Complete Inspection N/A - null

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8041 BRIDGE SAFETY INSPECTION REPORT B02-63174-1
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
I-75 NB 42.5069  /  -83.1148 63163174000B021 Fair Condition(5)
Feature Length  /  Width / Spans Owner
RED RUN DRAIN PATH 250  /  59.4  /  3 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN MADISON HTS 1963  /  2001  /  2001  / Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  82 Pl Girder Comp 07/05/2017  /  XN5M N Not Over Waterway

Form P2502 Printed on 09/11/2017 Page 3 of 3



NBI INSPECTION FTGQ
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

S. Galindo MDOT 24 07/31/2001

GENERAL NOTES
NO PONTIS THIS INSPECTION. Under construction - closed to traffic.

DECK
04/00 01/01 07/01

1. Surface
(SIA-58A)

3 3 N  (07/01)
Over 50% spalled, delaminated and bit patched.  Poor condition. (01/01)
Over 50% spalled, delaminated and bit patched.  Poor condition. (04/00)

2. Expansion
Joints

3 3 N Under construction (07/01)
Leaking, spalled and bit patched (01/01)
Leaking, spalled and bit patched (04/00)

3. Other
Joints

3 3  (07/01)
Leaking, spalled and bit patched (01/01)
Leaking, spalled and bit patched (04/00)

4. Railings 4 4  (07/01)
Thrie beam across structure, spall & rusty cracks on concrete posts. STS (01/01)
Thrie beam across structure, spall & rusty cracks on concrete posts. STS (04/00)

5. Sidewalks
or Curbs

N Under construction (07/01)
 (01/01)
 (04/00)

6. Deck
Bottom
Surface
(SIA-58B)

 (07/01)
 (01/01)
 (04/00)

7. Deck
(SIA-58)

4 4 4  (07/01)
Small spalls in backwalls, many leaching cracks throughout. (01/01)
Small spalls in backwalls, many leaching cracks throughout. (04/00)

8. Drainage  (07/01)
 (01/01)
 (04/00)

SUPERSTRUCTURE
04/00 01/01 07/01

9. Stringer
(SIA-59)

3 3 3  (07/01)
Girders w/ section loss, beams ends in contact over N-pier. (01/01)
Girders w/ section loss, beams ends in contact over N-pier. (04/00)

10. Paint
(SIA-59A)

3 2  (07/01)
Freckled paint system (01/01)
Freckled paint system (04/00)

11. Section
Loss

0 0  (07/01)
Rusty beam ends w/ section loss. Hole in beam 2E over N-pier (01/01)
Rusty beam ends w/ section loss. Hole in beam 2E over N-pier (04/00)
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12. Bearings 4 4 Under construction (07/01)
Rockers rusty and tilted, N rockers heavily rusted w/ some section loss (01/01)
Rockers rusty and tilted, N rockers heavily rusted w/ some section loss (04/00)

SUBSTRUCTURE
04/00 01/01 07/01

13. Abutments
(SIA-60)

4 4  (07/01)
Deep spall under bm 1,2,4 E of N abut.  Incip spall S abut under bm 1E.  STS at 1W of S
abut. (01/01)
Deep spall under bm 1,2,4 E of N abut.  Incip spall S abut under bm 1E.  STS at 1W of S
abut. (04/00)

14. Piers
(SIA-60)

4 4  (07/01)
Rusty leaching cracks, soffit spalled to steel N-pier both ends, cracks & spalls on column.  15
sqft. of STS. (01/01)
Rusty leaching cracks, soffit spalled to steel N-pier both ends, cracks & spalls on column.  10
sqft. of STS. (04/00)

15. Slope
Protection

N Under construction (07/01)
 (01/01)
 (04/00)

16. Channel
(SIA-61)

N N N  (07/01)
 (01/01)
 (04/00)

17. Scour
Inspection

 (07/01)
 (01/01)
 (04/00)

APPROACH
04/00 01/01 07/01

18. Approach
Pavement

6 4  (07/01)
Few cracks and bit patch @ ref lines.  Bit approach +bit & spalls. (01/01)
Few cracks and bit patch @ ref lines.  Bit approach +bit & spalls. (04/00)

19. Approach
Shoulders
Sidewalks

 (07/01)
 (01/01)
 (04/00)

20. Approach
Slopes

 (07/01)
 (01/01)
 (04/00)

21. Utilities Under construction (07/01)
 (01/01)
 (04/00)

22. Drainage
Culverts

 (07/01)
 (01/01)
 (04/00)

MISCELLANEOUS
Guard Rail Other Items
Item Rating Item Rating

36A. Bridge Railings 1 71. Water Adequacy N
36B. Transitions 0 72. Approach Alignment 8
36C. Approach Guardrail 1 Temporary Support 0 No Temporary Supports
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36D. Approach Guardrail Ends 1 High Load Hit (M) No
Special Insp. Equipment _
Underwater Insp. Method 0

False Decking (Timber) Removed to Complete Inspection N/A - null

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive

MICHIGAN DEPARTMENT OF TRANSPORTATION
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NBI INSPECTION NJII
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

DLUGOPOLSKIP MDOT INSPECTOR 24 02/17/2006

GENERAL NOTES
-1

DECK
03/02 02/04 02/06

1. Surface
(SIA-58A)

8 8 8  (02/06)
Concrete deck - 2001 (02/04)
Concrete deck - 2001 (03/02)

2. Expansion
Joints

8 8 8  (02/06)
Strip seal (02/04)
Strip seal (03/02)

3. Other
Joints

8 8 8  (02/06)
Compression seal (02/04)
Compression seal (03/02)

4. Railings 7 7 7  (02/06)
Concrete barrier.  rating lowered due to spall in east (02/04)
Concrete barrier.  rating lowered due to spall in east (03/02)

5. Sidewalks
or Curbs

N  (02/06)
-1 (02/04)
 (03/02)

6. Deck
Bottom
Surface
(SIA-58B)

 (02/06)
 (02/04)
 (03/02)

7. Deck
(SIA-58)

9 8 8  (02/06)
Stay in place metal forms (02/04)
Stay in place metal forms (03/02)

8. Drainage  (02/06)
-1 (02/04)
 (03/02)

SUPERSTRUCTURE
03/02 02/04 02/06

9. Stringer
(SIA-59)

6 6 6 Beam end repairs - 1,4,5,8 W  Span 1, 1W Span 2, 5W Span 2 (south);  7,8W Span2 (north),
1W Span3 (abut):                       5,6,7W Span 3 (02/06)
Beam end repairs - 1,4,5,8 W  Span 1, 1W Span 2, 5W Span 2 (south);  7,8W Span2 (north),
1W Span3 (abut):                       5,6,7W Span 3 (02/04)
Beam end repairs - 1,4,5,8 W  Span 1, 1W Span 2, 5W Span 2 (south);  7,8W Span2 (north),
1W Span3 (abut):                       5,6,7W Span 3 (03/02)

10. Paint
(SIA-59A)

9 8 8  (02/06)
-1 (02/04)
 (03/02)

MICHIGAN DEPARTMENT OF TRANSPORTATION
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11. Section
Loss

3 3 3  (02/06)
Numerous beam end repairs (02/04)
Numerous beam end repairs (03/02)

12. Bearings 4 4 4 Rockers tilted, N rockers have some section loss.  painted 2001 (02/06)
Rockers tilted, N rockers have some section loss.  painted 2001 (02/04)
Rockers tilted, N rockers have some section loss.  painted 2001 (03/02)

SUBSTRUCTURE
03/02 02/04 02/06

13. Abutments
(SIA-60)

7 7 7  (02/06)
Patched - 2001 (02/04)
Patched - 2001 (03/02)

14. Piers
(SIA-60)

6 6 6 Vert. cracks, 3 lft crack in South cap, rust stains on North columns.  patched - 2001 (02/06)
Vert. cracks, 3 lft crack in South cap, rust stains on North columns.  patched - 2001 (02/04)
Vert. cracks, 3 lft crack in South cap, rust stains on North columns.  patched - 2001 (03/02)

15. Slope
Protection

5 5 5  (02/06)
Gravel (02/04)
Gravel (03/02)

16. Channel
(SIA-61)

N N N  (02/06)
-1 (02/04)
 (03/02)

17. Scour
Inspection

 (02/06)
-1 (02/04)
 (03/02)

APPROACH
03/02 02/04 02/06

18. Approach
Pavement

8 8 8  (02/06)
Concrete - 2001 (02/04)
Concrete - 2001 (03/02)

19. Approach
Shoulders
Sidewalks

 (02/06)
-1 (02/04)
 (03/02)

20. Approach
Slopes

 (02/06)
-1 (02/04)
 (03/02)

21. Utilities  (02/06)
-1 (02/04)
 (03/02)

22. Drainage
Culverts

 (02/06)
-1 (02/04)
 (03/02)

MISCELLANEOUS
Guard Rail Other Items
Item Rating Item Rating

36A. Bridge Railings 1 71. Water Adequacy N
36B. Transitions 1 72. Approach Alignment 8
36C. Approach Guardrail 1 Temporary Support 0 No Temporary Supports
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36D. Approach Guardrail Ends 1 High Load Hit (M) No
Special Insp. Equipment
Underwater Insp. Method 0

False Decking (Timber) Removed to Complete Inspection N/A - null

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive

MICHIGAN DEPARTMENT OF TRANSPORTATION
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Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
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NBI INSPECTION QMLL
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

Greg Perkowski MDOT INSPECTOR 24 01/18/2012

GENERAL NOTES

DECK
02/08 02/10 01/12

1. Surface
(SIA-58A)

8 8 8 Conc.  Few min crks. (01/12)
No visible deficiencies (02/10)
 (02/08)

2. Expansion
Joints

8 8 8 Strip seal exp jts:  Debris filled.  Comp:  Slightly sunken/adheasion failures most of length.
(01/12)
Debris in expansion opening (02/10)
 (02/08)

3. Other
Joints

8 N N N/A (01/12)
 (02/10)
 (02/08)

4. Railings 7 7 7 Concrete barrier. rating lowered due to spall in east side. (01/12)
Concrete barrier. rating lowered due to spall in east (02/10)
 (02/08)

5. Sidewalks
or Curbs

N N N/A  Conc. shldrs. (01/12)
 (02/10)
 (02/08)

6. Deck
Bottom
Surface
(SIA-58B)

8 7 Min rust on Perm. S.I.P. Metal Forms. (01/12)
No rust on stay in place forms (02/10)
 (02/08)

7. Deck
(SIA-58)

8 8 8 Surf:  Conc.  Few min crks.  Btm:  Min rust on Perm. S.I.P. Metal Forms.  Fas:  Min vrt crks,
soffit trans crks, few sm shallow spalls. (01/12)
Permanent metal deck forms (02/10)
 (02/08)

8. Drainage Off str.  App C&G.  No apparent ponding. (01/12)
 (02/10)
 (02/08)

SUPERSTRUCTURE
02/08 02/10 01/12

9. Stringer
(SIA-59)

6 6 6 Prev LOS has been corrected with Bm end repairs where needed.  Other LOS up to 100% is
in non-ciritical areas.  Paint:  Some freckle rust spots.  LOS:  Prev LOS has been
repaired/painted/stopped.  Some pitting (<5%LOS) present.  LOS up to 100% in non-critical
areas.  Brgs:  Rating corrected to conform to guides.  Min surf rust to most steel. (01/12)
Beam end repairs - 1,4,5,8 W Span 1, 1W Span 2, 5W Span 2 (south); 7,8W Span2 (north),
1W Span3 (abut): 5,6,7W Span 3 (02/10)
 (02/08)

10. Paint
(SIA-59A)

8 8 8 Some freckle rust spots. (01/12)
No visible deficiencies (02/10)
 (02/08)

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8041 BRIDGE SAFETY INSPECTION REPORT B02-63174-1
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11. Section
Loss

3 3 0 Bm1W, Sp2N:  Sm 2" hole in btm web btwn 1/3 & 1/4 pt from P1N.  Painted.  Prev LOS has
been repaired/painted/stopped.  Some pitting (<5%LOS) present.  LOS up to 100% in non-
critical areas. (01/12)
 (02/10)
 (02/08)

12. Bearings 4 4 7 Rating corrected to conform to guides.  Min surf rust to most steel. (01/12)
Rockers tilted, N rockers have some section loss (02/10)
 (02/08)

SUBSTRUCTURE
02/08 02/10 01/12

13. Abutments
(SIA-60)

7 7 7 Patched areas have shrink crks.  Few vrt crks. (01/12)
Vertical cracks (02/10)
 (02/08)

14. Piers
(SIA-60)

6 6 6 Patched areas have shrink crks.  Rand crks throughout.  Horz crks to incip spalls at top/cap.
(01/12)
Vert. cracks, 3 lft crack in South cap (02/10)
 (02/08)

15. Slope
Protection

5 N N None.  Gravel under structure.  Few small holes/washouts. (01/12)
 (02/10)
 (02/08)

16. Channel
(SIA-61)

N N N There is no channel.  Str now over dry land.  Old drainage system is now enclosed. (01/12)
 (02/10)
 (02/08)

17. Scour
Inspection

 (01/12)
 (02/10)
 (02/08)

APPROACH
02/08 02/10 01/12

18. Approach
Pavement

8 8 8 Conc.  Few min crks. (01/12)
No visible deficiencies (02/10)
 (02/08)

19. Approach
Shoulders
Sidewalks

8 Conc.  Few min crks. (01/12)
 (02/10)
 (02/08)

20. Approach
Slopes

Grass and some scrub trees/brush. (01/12)
 (02/10)
 (02/08)

21. Utilities None visible. (01/12)
 (02/10)
 (02/08)

22. Drainage
Culverts

None visible. (01/12)
 (02/10)
 (02/08)

MISCELLANEOUS
Guard Rail Other Items
Item Rating Item Rating

36A. Bridge Railings 1 71. Water Adequacy N

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8041 BRIDGE SAFETY INSPECTION REPORT B02-63174-1
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
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RED RUN DRAIN PATH 250  /  59.4  /  3 Region: Metro(7)
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36B. Transitions 1 72. Approach Alignment 8
36C. Approach Guardrail 1 Temporary Support 0 No Temporary Supports
36D. Approach Guardrail Ends 1 High Load Hit (M) No

Special Insp. Equipment 3
Underwater Insp. Method 0

False Decking (Timber) Removed to Complete Inspection N/A - null

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive
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NBI INSPECTION XN5M
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

Christal Larkins MDOT - Metro Region 24 07/05/2017

GENERAL NOTES
An RFA to scale the piers was submitted with this inspection.
All measurements and quantities are estimated unless qualified.

ESTABLISH DIRECTIONS:  I-75 = N-S

DECK
12/13 11/15 07/17

1. Surface
(SIA-58A)

8 8 8 Conc.  Few min crks. (07/17)
Conc.  Few min crks. (11/15)
Conc.  Few min crks. (12/13)

2. Expansion
Joints

8 8 7 Strip seal exp jts:  Debris filled (x2).  A few areas of bit patching next to joints.
Comp:  Covered with HPR (Previous:  Slightly sunken/adhesion failures most of length.)
Some spalls that have been bit patched. (07/17)
Strip seal exp jts:  Debris filled (x2).
Comp:  Covered with HPR (Previous:  Slightly sunken/adhesion failures most of length.)
(11/15)
Strip seal exp jts:  Debris filled (x2).
Comp:  Slightly sunken/adheasion failures most of length. (12/13)

3. Other
Joints

N N N N/A (07/17)
N/A (11/15)
N/A (12/13)

4. Railings 7 7 7 Type IV Concrete barrier. Spall in east railing at joint over the south abutment (07/17)
Type IV Concrete barrier. rating lowered due to spall in east side. (11/15)
Type IV Concrete barrier. rating lowered due to spall in east side. (12/13)

5. Sidewalks
or Curbs

N N N N/A  Conc. shldrs. (07/17)
N/A  Conc. shldrs. (11/15)
N/A  Conc. shldrs. (12/13)

6. Deck
Bottom
Surface
(SIA-58B)

7 7 7 Min rust on Perm. S.I.P. Metal Forms. (07/17)
Min rust on Perm. S.I.P. Metal Forms. (11/15)
Min rust on Perm. S.I.P. Metal Forms. (12/13)

7. Deck
(SIA-58)

8 8 8 Surf:  Conc.  Few min crks. Btm:  Min rust on Perm. S.I.P. Metal Forms. (07/17)
Surf:  Conc.  Few min crks. Btm:  Min rust on Perm. S.I.P. Metal Forms. (11/15)
Surf:  Conc.  Few min crks. Btm:  Min rust on Perm. S.I.P. Metal Forms. (12/13)

8. Drainage Off str.  App C&G.  No apparent ponding.  N.E.Q. drain is plugged. (07/17)
Off str.  App C&G.  No apparent ponding.  N.E.Q. drain is plugged. (11/15)
Off str.  App C&G.  No apparent ponding.  N.E.Q. drain is plugged. (12/13)

SUPERSTRUCTURE
12/13 11/15 07/17
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9. Stringer
(SIA-59)

6 6 6 Prev LOS has been corrected with Bm end repairs where needed.  Other LOS up to 100% is
in non-critical areas (btm of stiffeners).  Paint:  Some freckle rust spots.  LOSS:  Bm1W,
Sp2N:  Sm 2" hole in btm web btwn 1/3 & 1/4 pt from P1N.  Painted.  Prev LOS has been
repaired/painted/stopped.  Some pitting (<5%LOS) present.  LOS up to 100% in non-critical
areas.  Brgs:  Min surf rust to most steel. (07/17)
Prev LOS has been corrected with Bm end repairs where needed.  Other LOS up to 100% is
in non-critical areas (btm of stiffeners).  Paint:  Some freckle rust spots.  LOSS:  Bm1W,
Sp2N:  Sm 2" hole in btm web btwn 1/3 & 1/4 pt from P1N.  Painted.  Prev LOS has been
repaired/painted/stopped.  Some pitting (<5%LOS) present.  LOS up to 100% in non-critical
areas.  Brgs:  Min surf rust to most steel. (11/15)
Prev LOS has been corrected with Bm end repairs where needed.  Other LOS up to 100% is
in non-ciritical areas (btm of stiffners).  Paint:  Some freckle rust spots.  LOSS:  Bm1W, Sp2N:
Sm 2" hole in btm web btwn 1/3 & 1/4 pt from P1N.  Painted.  Prev LOS has been
repaired/painted/stopped.  Some pitting (<5%LOS) present.  LOS up to 100% in non-critical
areas.  Brgs:  Min surf rust to most steel. (12/13)

10. Paint
(SIA-59A)

8 8 8 Some freckle rust spots. (07/17)
Some freckle rust spots. (11/15)
Some freckle rust spots. (12/13)

11. Section
Loss

0 0 0 Bm1W, Sp2N:  Sm 2" hole in btm web btwn 1/3 & 1/4 pt from P1N.  Painted.  Prev LOS has
been repaired/painted/stopped.  Some pitting (<5%LOS) present.  LOS up to 100% in non-
critical areas. (07/17)
Bm1W, Sp2N:  Sm 2" hole in btm web btwn 1/3 & 1/4 pt from P1N.  Painted.  Prev LOS has
been repaired/painted/stopped.  Some pitting (<5%LOS) present.  LOS up to 100% in non-
critical areas. (11/15)
Bm1W, Sp2N:  Sm 2" hole in btm web btwn 1/3 & 1/4 pt from P1N.  Painted.  Prev LOS has
been repaired/painted/stopped.  Some pitting (<5%LOS) present.  LOS up to 100% in non-
critical areas. (12/13)

12. Bearings 7 7 7 Min surf rust to most steel. (07/17)
Rating corrected to conform to guides.  Min surf rust to most steel. (11/15)
Rating corrected to conform to guides.  Min surf rust to most steel. (12/13)

SUBSTRUCTURE
12/13 11/15 07/17

13. Abutments
(SIA-60)

7 7 7 Patched areas have shrink crks.  Few vrt crks. S. Abt, Bay 1E:  1/8" vrt crk. (07/17)
Patched areas have shrink crks.  Few vrt crks. S. Abt, Bay 1E:  1/8" vrt crk. (11/15)
Patched areas have shrink crks.  Few vrt crks. (12/13)

14. Piers
(SIA-60)

6 6 5 Patched areas have shrink crks.  Rand crks throughout.  Horz crks to incip spalls at top/cap.
P1S, S.Side, Bay 1E:  Horz. crk.  Cracks extend to under some of the bearings.  RFA
submitted to scale the pier caps.  Multiple areas of delam on cap underside.  Large cracks on
sides of pier columns are beginning to spall. (07/17)
Patched areas have shrink crks.  Rand crks throughout.  Horz crks to incip spalls at top/cap.
P1S, S.Side, Bay 1E:  Horz. crk.  No undermining. (11/15)
Patched areas have shrink crks.  Rand crks throughout.  Horz crks to incip spalls at top/cap.
(12/13)

15. Slope
Protection

N N N None.  Gravel under structure.  Few small holes/washouts. (07/17)
None.  Gravel under structure.  Few small holes/washouts. (11/15)
None.  Gravel under structure.  Few small holes/washouts. (12/13)

16. Channel
(SIA-61)

N N N There is no channel.  Str now over dry land.  Old drainage system is now enclosed. (07/17)
There is no channel.  Str now over dry land.  Old drainage system is now enclosed. (11/15)
There is no channel.  Str now over dry land.  Old drainage system is now enclosed. (12/13)

17. Scour
Inspection

N N  (07/17)
 (11/15)
 (12/13)

APPROACH
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12/13 11/15 07/17

18. Approach
Pavement

8 8 8 Conc.  Few min crks. (07/17)
Conc.  Few min crks. (11/15)
Conc.  Few min crks. (12/13)

19. Approach
Shoulders
Sidewalks

8 8 8 Conc.  Few min crks. (07/17)
Conc.  Few min crks. (11/15)
Conc.  Few min crks. (12/13)

20. Approach
Slopes

Grass and some scrub trees/brush. (07/17)
Grass and some scrub trees/brush. (11/15)
Grass and some scrub trees/brush. (12/13)

21. Utilities None visible. (07/17)
None visible. (11/15)
None visible. (12/13)

22. Drainage
Culverts

None visible. (07/17)
None visible. (11/15)
None visible. (12/13)

MISCELLANEOUS
Guard Rail Other Items
Item Rating Item Rating

36A. Bridge Railings 1 71. Water Adequacy N
36B. Transitions 1 72. Approach Alignment 8
36C. Approach Guardrail 1 Temporary Support 0 No Temporary Supports
36D. Approach Guardrail Ends 1 High Load Hit (M) No

Special Insp. Equipment 3
Underwater Insp. Method 0

False Decking (Timber) Removed to Complete Inspection N/A - No False Decking

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive
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SUPPORTING IMAGES XN5M 07/05/2017

Document Name: IMG_8354.JPG Document Name: IMG_8405.JPG
Category: Elevation Category: Elevation
Comments: Looking west Comments: East Fascia

Document Name: IMG_8352.JPG Document Name: IMG_8337.JPG
Category: Railing Category: Deck
Comments: Spall in East Railing at South Abut joint Comments: Looking south
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Document Name: IMG_8347.JPG Document Name: IMG_8342.JPG
Category: Deck Category: Joints
Comments: Looking North Comments: strip seal joint over pier, typ

Document Name: IMG_8361.JPG Document Name: IMG_8375.JPG
Category: Superstructure Category: Superstructure
Comments: Span 2 looking south Comments: West Fascia looking north
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Document Name: IMG_8384.JPG Document Name: IMG_8371.JPG
Category: Superstructure Category: Bearings
Comments: West fascia Comments: South pier, south face

Document Name: IMG_8359.JPG Document Name: IMG_8363.JPG
Category: Substructure Category: Substructure
Comments: North pier, east end Comments: North pier, south face
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Document Name: IMG_8365.JPG Document Name: IMG_8376.JPG
Category: Substructure Category: Substructure
Comments: South pier, north face Comments: South abutment

Document Name: IMG_8392.JPG Document Name: IMG_8398.JPG
Category: Substructure Category: Substructure
Comments: North Abutment Comments: Pier 1N, east end
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NBI INSPECTION HYGO
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

PAW MDOT 24 06/08/1999

GENERAL NOTES

DECK
04/96 08/98 06/99

1. Surface
(SIA-58A)

5 4 3 20% spalled, delaminated and bit patched.  Poor condition. (06/99)
 (08/98)
 (04/96)

2. Expansion
Joints

3 Leaking, spalled and bit patched (06/99)
 (08/98)
 (04/96)

3. Other
Joints

3 Leaking, spalled and bit patched (06/99)
 (08/98)
 (04/96)

4. Railings 5 Spalled to steel on concrete posts, thrie beam across structure. W rail damaged (06/99)
 (08/98)
 (04/96)

5. Sidewalks
or Curbs

 (06/99)
 (08/98)
 (04/96)

6. Deck
Bottom
Surface
(SIA-58B)

 (06/99)
 (08/98)
 (04/96)

7. Deck
(SIA-58)

4 5 5 Soffit cracks, fascia spalls and small spalls in backwalls (06/99)
 (08/98)
 (04/96)

8. Drainage  (06/99)
 (08/98)
 (04/96)

SUPERSTRUCTURE
04/96 08/98 06/99

9. Stringer
(SIA-59)

4 4 3 Rusty beam ends & fascia beams, beams in contact over N-pier.  4&5W contact.  1W @ N
hole in bm E fascia 3 holes. Some  repairs made.  Holes by N vertical stiffner. (06/99)
 (08/98)
 (04/96)

10. Paint
(SIA-59A)

0 3 2 10-15% overall rust (06/99)
 (08/98)
 (04/96)

11. Section
Loss

0 Rusty beams w/ some section loss (06/99)
 (08/98)
 (04/96)
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12. Bearings 4 Rockers slightly tilted N & rusted.  1SW heavily rusted. (06/99)
 (08/98)
 (04/96)

SUBSTRUCTURE
04/96 08/98 06/99

13. Abutments
(SIA-60)

6 5 6 Incip spall under bm 1W S-pier.  STS.  3W @ N- spall. (06/99)
 (08/98)
 (04/96)

14. Piers
(SIA-60)

4 Many rusty leaching cracks, 2 sft spall to steel S & N pier, column cracks.  Many horizontil
cracks. (06/99)
 (08/98)
 (04/96)

15. Slope
Protection

 (06/99)
 (08/98)
 (04/96)

16. Channel
(SIA-61)

N N N  (06/99)
 (08/98)
 (04/96)

17. Scour
Inspection

 (06/99)
 (08/98)
 (04/96)

APPROACH
04/96 08/98 06/99

18. Approach
Pavement

5 S approach spalled & bit patched.  N app. good.  Bit approaches. (06/99)
 (08/98)
 (04/96)

19. Approach
Shoulders
Sidewalks

 (06/99)
 (08/98)
 (04/96)

20. Approach
Slopes

 (06/99)
 (08/98)
 (04/96)

21. Utilities  (06/99)
 (08/98)
 (04/96)

22. Drainage
Culverts

 (06/99)
 (08/98)
 (04/96)

MISCELLANEOUS
Guard Rail Other Items
Item Rating Item Rating

36A. Bridge Railings 1 71. Water Adequacy N
36B. Transitions 0 72. Approach Alignment 8
36C. Approach Guardrail 1 Temporary Support 0 No Temporary Supports
36D. Approach Guardrail Ends 1 High Load Hit (M) No

Special Insp. Equipment
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Underwater Insp. Method 0

False Decking (Timber) Removed to Complete Inspection N/A - null

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive
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NBI INSPECTION EKCC
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

S. Galindo MDOT 24 06/01/2001

GENERAL NOTES
NO PONTIS THIS INSPECTION.  Under construction - closed to traffic.

DECK
04/00 01/01 06/01

1. Surface
(SIA-58A)

3 3 N Under construction (06/01)
25% spalled, delaminated and bit patched.  Poor condition. (01/01)
25% spalled, delaminated and bit patched.  Poor condition. (04/00)

2. Expansion
Joints

3 3 N  (06/01)
Leaking, spalled and bit patched (01/01)
Leaking, spalled and bit patched (04/00)

3. Other
Joints

3 3  (06/01)
Leaking, spalled and bit patched (01/01)
Leaking, spalled and bit patched (04/00)

4. Railings 5 5  (06/01)
Spalled to steel on concrete posts, thrie beam across structure. W rail damaged (01/01)
Spalled to steel on concrete posts, thrie beam across structure. W rail damaged (04/00)

5. Sidewalks
or Curbs

N Under construction (06/01)
 (01/01)
 (04/00)

6. Deck
Bottom
Surface
(SIA-58B)

 (06/01)
 (01/01)
 (04/00)

7. Deck
(SIA-58)

5 5 5  (06/01)
Soffit cracks, fascia spalls and small spalls in backwalls.  Spalls on W & E deck facia (01/01)
Soffit cracks, fascia spalls and small spalls in backwalls.  Spalls on W & E deck facia (04/00)

8. Drainage  (06/01)
 (01/01)
 (04/00)

SUPERSTRUCTURE
04/00 01/01 06/01

9. Stringer
(SIA-59)

3 3 3  (06/01)
Rusty beam ends & fascia beams, beams in contact over N-pier.  4&5W contact.  1W @ N
hole in bm E fascia 3 holes. Some  repairs made.  Holes by N vertical stiffner. (01/01)
Rusty beam ends & fascia beams, beams in contact over N-pier.  4&5W contact.  1W @ N
hole in bm E fascia 3 holes. Some  repairs made.  Holes by N vertical stiffner. (04/00)

10. Paint
(SIA-59A)

2 2 Under construction (06/01)
10-15% overall rust (01/01)
10-15% overall rust (04/00)

11. Section
Loss

0 0  (06/01)
Rusty beams w/ some section loss (01/01)
Rusty beams w/ some section loss (04/00)
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12. Bearings 4 4  (06/01)
Rockers slightly tilted N & rusted.  1SW heavily rusted. (01/01)
Rockers slightly tilted N & rusted.  1SW heavily rusted. (04/00)

SUBSTRUCTURE
04/00 01/01 06/01

13. Abutments
(SIA-60)

6 4  (06/01)
spall under bm 1W S abut, loss of bearing.  STS.  3W @ N- spall.  Spall under bm 1E N abut,
STS, loss of bearing. (01/01)
spall under bm 1W S abut, loss of bearing.  STS.  3W @ N- spall.  Spall under bm 1E N abut,
STS, loss of bearing. (04/00)

14. Piers
(SIA-60)

4 4 Under construction (06/01)
Many rusty leaching cracks, 10 sft spall to steel S & N pier, column cracks.  Many horiz crks.
25 ft2 incip spall. (01/01)
Many rusty leaching cracks, 10 sft spall to steel S & N pier, column cracks.  Many horizontil
cracks. (04/00)

15. Slope
Protection

N  (06/01)
 (01/01)
 (04/00)

16. Channel
(SIA-61)

N N N  (06/01)
 (01/01)
 (04/00)

17. Scour
Inspection

 (06/01)
 (01/01)
 (04/00)

APPROACH
04/00 01/01 06/01

18. Approach
Pavement

4 4  (06/01)
S approach spalled & bit patched.  N app. good.  Bit approaches. (01/01)
S approach spalled & bit patched.  N app. good.  Bit approaches. (04/00)

19. Approach
Shoulders
Sidewalks

Under construction (06/01)
 (01/01)
 (04/00)

20. Approach
Slopes

 (06/01)
 (01/01)
 (04/00)

21. Utilities Under construction (06/01)
 (01/01)
 (04/00)

22. Drainage
Culverts

 (06/01)
 (01/01)
 (04/00)

MISCELLANEOUS
Guard Rail Other Items
Item Rating Item Rating

36A. Bridge Railings 1 71. Water Adequacy N
36B. Transitions 0 72. Approach Alignment 8
36C. Approach Guardrail 1 Temporary Support 0 No Temporary Supports

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8042 BRIDGE SAFETY INSPECTION REPORT B02-63174-2
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36D. Approach Guardrail Ends 1 High Load Hit (M) No
Special Insp. Equipment _
Underwater Insp. Method 0

False Decking (Timber) Removed to Complete Inspection N/A - null

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive
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NBI INSPECTION SQYQ
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

DLUGOPOLSKIP MDOT INSPECTOR 24 02/17/2006

GENERAL NOTES
-1

DECK
03/02 02/04 02/06

1. Surface
(SIA-58A)

8 8 8  (02/06)
Concrete deck - 2001 (02/04)
Concrete deck - 2001 (03/02)

2. Expansion
Joints

8 8 8  (02/06)
Strip seal (02/04)
Strip seal (03/02)

3. Other
Joints

8 8 8  (02/06)
Compression seal (02/04)
Compression seal (03/02)

4. Railings 8 8 8  (02/06)
Concrete barrier (02/04)
Concrete barrier (03/02)

5. Sidewalks
or Curbs

N  (02/06)
-1 (02/04)
 (03/02)

6. Deck
Bottom
Surface
(SIA-58B)

 (02/06)
 (02/04)
 (03/02)

7. Deck
(SIA-58)

9 8 7  (02/06)
Stay in place metal forms (02/04)
Stay in place metal forms (03/02)

8. Drainage  (02/06)
-1 (02/04)
 (03/02)

SUPERSTRUCTURE
03/02 02/04 02/06

9. Stringer
(SIA-59)

6 6 6 Beam end repairs - 3,7 W Span 1;  2,3,4,5 W Span 2 (north);  3,7 W Span 2 (south);  1,3,5,7
W Span 3;                                                                  1W Span3 (abut) (02/06)
Beam end repairs - 3,7 W Span 1;  2,3,4,5 W Span 2 (north);  3,7 W Span 2 (south);  1,3,5,7
W Span 3;                                                                  1W Span3 (abut) (02/04)
Beam end repairs - 3,7 W Span 1;  2,3,4,5 W Span 2 (north);  3,7 W Span 2 (south);  1,3,5,7
W Span 3;                                                                  1W Span3 (abut) (03/02)

10. Paint
(SIA-59A)

9 8 8  (02/06)
-1 (02/04)
 (03/02)

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8042 BRIDGE SAFETY INSPECTION REPORT B02-63174-2
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
I-75 SB 42.5068  /  -83.1151 63163174000B022 Fair Condition(6)
Feature Length  /  Width / Spans Owner
RED RUN DRAIN PATH 250  /  48.2  /  3 Region: Metro(7)
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11. Section
Loss

3 3 3  (02/06)
Numerous beam end repairs (02/04)
Numerous beam end repairs (03/02)

12. Bearings 4 4 4 Rockers slightly tilted, N rockers have some section loss.  painted - 2001 (02/06)
Rockers slightly tilted, N rockers have some section loss.  painted - 2001 (02/04)
Rockers slightly tilted, N rockers have some section loss.  painted - 2001 (03/02)

SUBSTRUCTURE
03/02 02/04 02/06

13. Abutments
(SIA-60)

7 7 7  (02/06)
Vertical cracks, patched - 2001 (02/04)
Vertical cracks, patched - 2001 (03/02)

14. Piers
(SIA-60)

6 6 6 Vert. cracks in North cap, 15 lft hariz. crack in South cap.  patched - 2001 (02/06)
Vert. cracks in North cap, 15 lft hariz. crack in South cap.  patched - 2001 (02/04)
Vert. cracks in North cap, 15 lft hariz. crack in South cap.  patched - 2001 (03/02)

15. Slope
Protection

5 5 5  (02/06)
Gravel (02/04)
Gravel (03/02)

16. Channel
(SIA-61)

N N N  (02/06)
-1 (02/04)
 (03/02)

17. Scour
Inspection

 (02/06)
-1 (02/04)
 (03/02)

APPROACH
03/02 02/04 02/06

18. Approach
Pavement

8 8 8  (02/06)
Concrete - 2001 (02/04)
Concrete - 2001 (03/02)

19. Approach
Shoulders
Sidewalks

 (02/06)
-1 (02/04)
 (03/02)

20. Approach
Slopes

 (02/06)
-1 (02/04)
 (03/02)

21. Utilities  (02/06)
-1 (02/04)
 (03/02)

22. Drainage
Culverts

 (02/06)
-1 (02/04)
 (03/02)

MISCELLANEOUS
Guard Rail Other Items
Item Rating Item Rating

36A. Bridge Railings 1 71. Water Adequacy N
36B. Transitions 1 72. Approach Alignment 8
36C. Approach Guardrail 1 Temporary Support 0 No Temporary Supports

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8042 BRIDGE SAFETY INSPECTION REPORT B02-63174-2
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
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IN MADISON HTS 1963  /  2001  /  2001  / Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
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36D. Approach Guardrail Ends 1 High Load Hit (M) No
Special Insp. Equipment
Underwater Insp. Method 0

False Decking (Timber) Removed to Complete Inspection N/A - null

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8042 BRIDGE SAFETY INSPECTION REPORT B02-63174-2
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
I-75 SB 42.5068  /  -83.1151 63163174000B022 Fair Condition(6)
Feature Length  /  Width / Spans Owner
RED RUN DRAIN PATH 250  /  48.2  /  3 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN MADISON HTS 1963  /  2001  /  2001  / Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
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NBI INSPECTION VTBT
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

Greg Perkowski MDOT INSPECTOR 24 01/18/2012

GENERAL NOTES
No Request For Actions (RFA) were initiated at this time

DECK
02/08 02/10 01/12

1. Surface
(SIA-58A)

8 8 8 Conc.  Few min crks. (01/12)
No visible deficiencies (02/10)
 (02/08)

2. Expansion
Joints

8 8 8 Strip seal exp jts:  Debris filled.  Sm adjacent spalls.  Comp:  Slightly sunken/adheasion
failures most of length. (01/12)
Debris in expansion opening (02/10)
 (02/08)

3. Other
Joints

8 N N N/A (01/12)
 (02/10)
 (02/08)

4. Railings 8 8 8 Type IV.  Few vrt crks. (01/12)
No visible deficiencies (02/10)
 (02/08)

5. Sidewalks
or Curbs

N N N/A  Conc. shldrs. (01/12)
 (02/10)
 (02/08)

6. Deck
Bottom
Surface
(SIA-58B)

7 8 7 Min rust on Perm. S.I.P. Metal Forms. (01/12)
No rust on stay in place forms (02/10)
 (02/08)

7. Deck
(SIA-58)

7 8 8 Surf:  Conc.  Few min crks.  Btm:  Min rust on Perm. S.I.P. Metal Forms.  Fas:  Min vrt crks,
soffit trans crks, few sm shallow spalls. (01/12)
Permanent metal deck forms (02/10)
 (02/08)

8. Drainage Off str.  App C&G.  No apparent ponding. (01/12)
 (02/10)
 (02/08)

SUPERSTRUCTURE
02/08 02/10 01/12

9. Stringer
(SIA-59)

6 8 8 Prev LOS has been corrected with Bm end repairs where needed.  Other LOS up to 100% is
in non-ciritical areas.  Paint:  Some freckle rust spots.  LOS:  Prev LOS has been
repaired/painted/stopped.  Some pitting (<5%LOS) present.  LOS up to 100% in non-critical
areas.  Brgs:  Rating corrected to conform to guides.  Min surf rust to most steel. (01/12)
Beam end repairs - 3,7 W Span 1; 2,3,4,5 W Span 2 (north); 3,7 W Span 2 (south); 1,3,5,7 W
Span 3; 1W Span3 (abut (02/10)
 (02/08)

10. Paint
(SIA-59A)

8 8 8 Some freckle rust spots. (01/12)
No visible deficiencies (02/10)
 (02/08)

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8042 BRIDGE SAFETY INSPECTION REPORT B02-63174-2
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11. Section
Loss

3 3 3 Prev LOS has been repaired/painted/stopped.  Some pitting (<5%LOS) present.  LOS up to
100% in non-critical areas. (01/12)
 (02/10)
 (02/08)

12. Bearings 4 4 7 Rating corrected to conform to guides.  Min surf rust to most steel. (01/12)
Rockers slightly tilted, N rockers have some section loss (02/10)
 (02/08)

SUBSTRUCTURE
02/08 02/10 01/12

13. Abutments
(SIA-60)

7 7 7 Patched areas have shrink crks.  Few vrt crks. (01/12)
Vertical cracks (02/10)
 (02/08)

14. Piers
(SIA-60)

6 6 6 Patched areas have shrink crks.  Rand crks throughout.  Horz crks to incip spalls at top/cap.
(01/12)
Vert. cracks in North cap, 15 lft hariz. crack in South cap (02/10)
 (02/08)

15. Slope
Protection

5 N N None.  Gravel under structure.  Few small holes/washouts. (01/12)
 (02/10)
 (02/08)

16. Channel
(SIA-61)

N N N There is no channel.  Str now over dry land.  Old drainage system is now enclosed. (01/12)
 (02/10)
 (02/08)

17. Scour
Inspection

 (01/12)
 (02/10)
 (02/08)

APPROACH
02/08 02/10 01/12

18. Approach
Pavement

8 8 8 Conc.  Few min crks. (01/12)
No visible deficiencies (02/10)
 (02/08)

19. Approach
Shoulders
Sidewalks

8 Conc.  Few min crks. (01/12)
 (02/10)
 (02/08)

20. Approach
Slopes

Grass and some scrub trees/brush. (01/12)
 (02/10)
 (02/08)

21. Utilities None visible. (01/12)
 (02/10)
 (02/08)

22. Drainage
Culverts

None visible. (01/12)
 (02/10)
 (02/08)

MISCELLANEOUS
Guard Rail Other Items
Item Rating Item Rating

36A. Bridge Railings 1 71. Water Adequacy N

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8042 BRIDGE SAFETY INSPECTION REPORT B02-63174-2
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
I-75 SB 42.5068  /  -83.1151 63163174000B022 Fair Condition(6)
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RED RUN DRAIN PATH 250  /  48.2  /  3 Region: Metro(7)
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Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
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36B. Transitions 1 72. Approach Alignment 8
36C. Approach Guardrail 1 Temporary Support 0 No Temporary Supports
36D. Approach Guardrail Ends 1 High Load Hit (M) No

Special Insp. Equipment
Underwater Insp. Method 0

False Decking (Timber) Removed to Complete Inspection N/A - null

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8042 BRIDGE SAFETY INSPECTION REPORT B02-63174-2
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
I-75 SB 42.5068  /  -83.1151 63163174000B022 Fair Condition(6)
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RED RUN DRAIN PATH 250  /  48.2  /  3 Region: Metro(7)
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Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
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NBI INSPECTION 0VXR
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

Adam Wayne MDOT Metro Region 24 07/07/2017

GENERAL NOTES
Red Run Drain enclosed under the bridge.
PRJs off structure.

No RFA(s) were submitted with this inspection.
All measurements and quantities are estimated unless qualified.

ESTABLISH DIRECTIONS: Primary Route I-75 = N-S

Under Clearance Signs: N/A   Traffic Signs: N/A

DECK
12/13 07/15 07/17

1. Surface
(SIA-58A)

8 8 7 Conc. Few minor cracks with shallow spalls within 2' of joints. (07/17)
Conc.  Few min crks. (07/15)
Conc.  Few min crks. (12/13)

2. Expansion
Joints

8 6 6 Strip seal exp jts (2x): Debris filled with 4 shallow spalls within 2' of exp jt 2.
HPR joints: 12' missing filler on S jt with minor vegetation Slightly sunken/adhesion failures
75% of joint length. (07/17)
Strip seal exp jts (2x):  Debris filled.  Sm adjacent spalls (4sft on N JT).
HPR joints:  12' missing filler on S jt. Slightly sunken/adheasion failures most of length. Rating
base on HPR joint condition (07/15)
Strip seal exp jts:  Debris filled.  Sm adjacent spalls.
Comp:  Slightly sunken/adheasion failures most of length. (12/13)

3. Other
Joints

N N 5 N/A (07/17)
N/A (07/15)
N/A (12/13)

4. Railings 8 8 7 Type IV. Vertical cracks @ 8' O.C. with rust staining. (07/17)
Type IV.  Few vrt crks @8'. (07/15)
Type IV.  Few vrt crks. (12/13)

5. Sidewalks
or Curbs

N N N N/A  Conc. shldrs. (07/17)
N/A  Conc. shldrs. (07/15)
N/A  Conc. shldrs. (12/13)

6. Deck
Bottom
Surface
(SIA-58B)

7 7 7 Min rust on Perm. S.I.P. Metal Forms. (07/17)
Min rust on Perm. S.I.P. Metal Forms. (07/15)
Min rust on Perm. S.I.P. Metal Forms. (12/13)

7. Deck
(SIA-58)

8 8 7 Surf: Conc. Few minor cracks with shallow spalls within 2' of joints.  Btm:  Min rust on Perm.
S.I.P. Metal Forms.  Fas: Minor vertical cracks, soffit transverse cracks, minor popouts E
fascia span 3. (07/17)
Surf:  Conc.  Few min crks.  Btm:  Min rust on Perm. S.I.P. Metal Forms.  Fas: Min vrt crks,
soffit trans crks, few sm shallow spalls. (07/15)
Surf:  Conc.  Few min crks.  Btm:  Min rust on Perm. S.I.P. Metal Forms.  Fas: Min vrt crks,
soffit trans crks, few sm shallow spalls. (12/13)

8. Drainage Off str.  Approach C&G.  No apparent ponding. (07/17)
Off str.  App C&G.  No apparent ponding. (07/15)
Off str.  App C&G.  No apparent ponding. (12/13)

MICHIGAN DEPARTMENT OF TRANSPORTATION
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SUPERSTRUCTURE
12/13 07/15 07/17

9. Stringer
(SIA-59)

8 8 8 (7) steel girders. Beam end contact at P1 and P2. LOS on bottom of many fascia stiffeners.
Paint: Some freckle rust spots.  LOS:  Prev LOS has been repaired at beam ends where
needed/painted/arrested. Other LOS up to 100% in fascia stiffeners. Some pitting (5%-10%
LOS) and laminate rust present. LOSS up to 100% in non-critical areas (stiffeners).  Brgs:
Rocker bearings P1 are tipped N to the maximum extent. Min surf rust on the majority of
bearings. (07/17)
(7) steel girders. All girders are tuching at piers 1S&2SLOSS on bottom of many stiffners.
Prev LOS has been corrected with Bm end repairs where needed.  Other LOS up to 100% is
in stiffeners.  Paint:  Some freckle rust spots.  LOS:  Prev LOS has been  repaired / painted /
stopped.  Some pitting (5%-10%LOS) present.  LOSS up to 100% in non-critical areas
(stiffners).  Brgs:  Rating corrected to conform to guides.  Min surf rust to most steel. (07/15)
LOSS on bottom of many stiffners.  Prev LOS has been corrected with Bm end repairs where
needed.  Other LOS up to 100% is in non-ciritical areas.  Paint:  Some freckle rust spots.
LOS:  Prev LOS has been  repaired / painted / stopped.  Some pitting (<5%LOS) present.
LOSS up to 100% in non-critical areas (stiffners).  Brgs:  Rating corrected to conform to
guides.  Min surf rust to most steel. (12/13)

10. Paint
(SIA-59A)

8 8 6 Scattered coating failures with rust spots and laminate rust at fascia beams bot/flanges.
(07/17)
Some freckle rust spots.Some freckle rust spots at fascia beams bot/flanges. (07/15)
Some freckle rust spots. (12/13)

11. Section
Loss

3 2 2 Prev LOS has been repaired/painted/arrested.  Some pitting and laminate rust (5%-10%
LOS) present.  LOS up to 100% in stiffeners. (07/17)
Prev LOS has been repaired/painted/stopped.  Some pitting (5%-10%LOS) present.  LOS up
to 100% in stiffeners (07/15)
Prev LOS has been repaired/painted/stopped.  Some pitting (<5%LOS) present.  LOS up to
100% in non-critical areas. (12/13)

12. Bearings 7 5 5 Rocker bearings P1 are tipped N to the maximum extent. Min surf rust on the majority of
bearings. (07/17)
Exp. bearings on pier 1S are sloped N to extend.   Min surf rust to most steel. (07/15)
Rating corrected to conform to guides.  Min surf rust to most steel. (12/13)

SUBSTRUCTURE
12/13 07/15 07/17

13. Abutments
(SIA-60)

7 7 7 Few vrt crks. with shrinkage cracks in patched areas. S abutment B1 patch with minor
delamination and cracking. 74" x 26" delamination N abutment B7 with rust staining,
efflorescence, and potential undermining. (07/17)
Patched areas have shrink crks.  Few vrt crks.Patched areas have shrink crks.  Few vrt crks.
(07/15)
Patched areas have shrink crks.  Few vrt crks. (12/13)

14. Piers
(SIA-60)

6 6 6 Shrinkage cracks in patched areas  Horizontal cracks with delamaination and incipient spalls
in P1 and P2 soffit and fascias. P1 N fascia 6 sqft STS C1-C2 soffit and 8 sft incip. spall with
3 sqft STS C2-C3 soffit. Heavy map cracking W end of P1 and P2 caps. (07/17)
Patched areas have shrink crks.  Rand crks throughout.  Horz crks to incip spalls at top/cap.
P 1 S, N. Face has 6 sft STS and 10 sft incip. spall bottom of center bay. (07/15)
Patched areas have shrink crks.  Rand crks throughout.  Horz crks to incip spalls at top/cap.
P 1 S, N. Face has 2 sqft STS bottom of center bay. (12/13)

15. Slope
Protection

N N N Gravel under structure.  Few small animal holes/washouts S slope. 1' deep erosion on N
slope. (07/17)
None.  Gravel under structure.  Few small holes/washouts. 1' deep erosion on N slope.
(07/15)
None.  Gravel under structure.  Few small holes/washouts. (12/13)
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16. Channel
(SIA-61)

N N N Red Run Drain enclosed under the bridge. (07/17)
There is no channel.  Str now over dry land.  Old drainage system is now enclosed. (07/15)
There is no channel.  Str now over dry land.  Old drainage system is now enclosed. (12/13)

17. Scour
Inspection

N  (07/17)
 (07/15)
 (12/13)

APPROACH
12/13 07/15 07/17

18. Approach
Pavement

8 8 8 Conc. Few minor cracks. PRJ N and S of structure in fair condition, joint material missing at S
PRJ. (07/17)
Conc.  Few min crks. (07/15)
Conc.  Few min crks. (12/13)

19. Approach
Shoulders
Sidewalks

8 8 6 Conc. with shallow STS RT shoulder. (07/17)
Conc. shldrs.  Few min crks. (07/15)
Conc. shldrs.  Few min crks. (12/13)

20. Approach
Slopes

Grass with scrub trees/brush. (07/17)
Grass and some scrub trees/brush. (07/15)
Grass and some scrub trees/brush. (12/13)

21. Utilities None visible. (07/17)
None visible. (07/15)
None visible. (12/13)

22. Drainage
Culverts

None visible. (07/17)
None visible. (07/15)
None visible. (12/13)

MISCELLANEOUS
Guard Rail Other Items
Item Rating Item Rating

36A. Bridge Railings 1 71. Water Adequacy N
36B. Transitions 1 72. Approach Alignment 8
36C. Approach Guardrail 1 Temporary Support 0 No Temporary Supports
36D. Approach Guardrail Ends 1 High Load Hit (M) No

Special Insp. Equipment 3
Underwater Insp. Method 0

False Decking (Timber) Removed to Complete Inspection N/A - No False Decking

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive
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SUPPORTING IMAGES 0VXR 07/07/2017

Document Name: P7070001.JPG Document Name: P7070022.JPG
Category: Elevation Category: Elevation
Comments: E elevation Comments: E elevation
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Document Name: P7070026.JPG Document Name: P7070023.JPG
Category: Approach Category: Deck
Comments: STS approach shoulder Comments: Minor popouts E fascia span 3
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Document Name: P7070028.JPG Document Name: P7070033.JPG
Category: Deck Category: Deck
Comments: Deck facing S Comments: Deck looking N
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Document Name: P7070025.JPG Document Name: P7070027.JPG
Category: Joints Category: Joints
Comments: N reference line Comments: N PRJ off structure
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Document Name: P7070029.JPG Document Name: P7070030.JPG
Category: Joints Category: Joints
Comments: Exp jt 2 Comments: Exp jt 1
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Document Name: P7070031.JPG Document Name: P7070032.JPG
Category: Joints Category: Joints
Comments: S reference line Comments: S PRJ off structure
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Document Name: P7070015.JPG Document Name: P7070018.JPG
Category: Superstructure Category: Superstructure
Comments: Typical beam end contact P2 E fascia Comments: Laminate rust B1 N abutment

Document Name: P7070019.JPG Document Name: P7070036.JPG
Category: Superstructure Category: Superstructure
Comments: LOS W fascia beam Comments: Scattered rust at W fascia bottom flange
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Document Name: P7070034.JPG Document Name: P7070002.JPG
Category: Bearings Category: Substructure
Comments: P1 bearings tilted N Comments: Map cracking W P1 cap and bearings tilted N

Document Name: P7070003.JPG Document Name: P7070005.JPG
Category: Substructure Category: Substructure
Comments: S abutment Comments: S abutment B1 patch with minor delamination and

cracking
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Document Name: P7070007.JPG Document Name: P7070011.JPG
Category: Substructure Category: Substructure
Comments: S fascia P1 Comments: N fascia P1

Document Name: P7070012.JPG Document Name: P7070013.JPG
Category: Substructure Category: Substructure
Comments: STS P1 C1-C2 Comments: STS P1 C2-C3
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Document Name: P7070014.JPG Document Name: P7070016.JPG
Category: Substructure Category: Substructure
Comments: S fascia P2 Comments: N abutment

Document Name: P7070017.JPG Document Name: P7070021.JPG
Category: Substructure Category: Substructure
Comments: N fascia P2 Comments: 74" x 26" delamination N abutment B7 with rust

staining, efflorescence, and potential undermining
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Document Name: P7070035.JPG Document Name: P7070004.JPG
Category: Substructure Category: Slope Protection
Comments: Map cracking W end P2 Comments: Animal holes S slope
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Document Name: P7070008.JPG
Category:
Comments:
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NBI INSPECTION DONT
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

24 07/01/1998

GENERAL NOTES

DECK
04/96 07/97 07/98

1. Surface
(SIA-58A)

7 6  (07/98)
 (07/97)
 (04/96)

2. Expansion
Joints

 (07/98)
 (07/97)
 (04/96)

3. Other
Joints

 (07/98)
 (07/97)
 (04/96)

4. Railings  (07/98)
 (07/97)
 (04/96)

5. Sidewalks
or Curbs

 (07/98)
 (07/97)
 (04/96)

6. Deck
Bottom
Surface
(SIA-58B)

 (07/98)
 (07/97)
 (04/96)

7. Deck
(SIA-58)

4 3 3  (07/98)
 (07/97)
 (04/96)

8. Drainage  (07/98)
 (07/97)
 (04/96)

SUPERSTRUCTURE
04/96 07/97 07/98

9. Stringer
(SIA-59)

4 N 4  (07/98)
 (07/97)
 (04/96)

10. Paint
(SIA-59A)

3 N  (07/98)
 (07/97)
 (04/96)

11. Section
Loss

 (07/98)
 (07/97)
 (04/96)

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8049 BRIDGE SAFETY INSPECTION REPORT P01-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
12 MI RD WALKOVER 42.5021  /  -83.1161 63163174000P010 Fair Condition(5)
Feature Length  /  Width / Spans Owner
I-75 555.1  /  7.5  /  22 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN MADISON HTS 1963  /        /  1999  / Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 4 Steel Continuous  /  03 Gir-Flr

Bm Non Comp
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12. Bearings  (07/98)
 (07/97)
 (04/96)

SUBSTRUCTURE
04/96 07/97 07/98

13. Abutments
(SIA-60)

7 7  (07/98)
 (07/97)
 (04/96)

14. Piers
(SIA-60)

 (07/98)
 (07/97)
 (04/96)

15. Slope
Protection

 (07/98)
 (07/97)
 (04/96)

16. Channel
(SIA-61)

N N N  (07/98)
 (07/97)
 (04/96)

17. Scour
Inspection

 (07/98)
 (07/97)
 (04/96)

APPROACH
04/96 07/97 07/98

18. Approach
Pavement

 (07/98)
 (07/97)
 (04/96)

19. Approach
Shoulders
Sidewalks

 (07/98)
 (07/97)
 (04/96)

20. Approach
Slopes

 (07/98)
 (07/97)
 (04/96)

21. Utilities  (07/98)
 (07/97)
 (04/96)

22. Drainage
Culverts

 (07/98)
 (07/97)
 (04/96)

MISCELLANEOUS
Guard Rail Other Items
Item Rating Item Rating

36A. Bridge Railings N 71. Water Adequacy N
36B. Transitions N 72. Approach Alignment N
36C. Approach Guardrail N Temporary Support 0 No Temporary Supports
36D. Approach Guardrail Ends N High Load Hit (M) No

Special Insp. Equipment
Underwater Insp. Method

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8049 BRIDGE SAFETY INSPECTION REPORT P01-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
12 MI RD WALKOVER 42.5021  /  -83.1161 63163174000P010 Fair Condition(5)
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I-75 555.1  /  7.5  /  22 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN MADISON HTS 1963  /        /  1999  / Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
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False Decking (Timber) Removed to Complete Inspection N/A - null

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive
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NBI INSPECTION EZKO
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

SJG MDOT 24 09/18/2000

GENERAL NOTES
'UNDER CONSTRUCTION              UNDER CONSTRUCTION              UNDER CONSTRUCTION'

DECK
07/98 06/99 09/00

1. Surface
(SIA-58A)

5 4 Small spalls to steel on ramp, several map cracks. Spall patched w/concret spalls along N &S
edges both ends, several  longitud cracks. (09/00)
 (06/99)
 (07/98)

2. Expansion
Joints

7 Compression seals @ ends (09/00)
 (06/99)
 (07/98)

3. Other
Joints

7 Construction jt @ midspan (09/00)
 (06/99)
 (07/98)

4. Railings 6 Chail link fence, 3-tube alum rail on ramps, some tubes bent, rust stains. (09/00)
 (06/99)
 (07/98)

5. Sidewalks
or Curbs

 (09/00)
 (06/99)
 (07/98)

6. Deck
Bottom
Surface
(SIA-58B)

 (09/00)
 (06/99)
 (07/98)

7. Deck
(SIA-58)

3 3 3 Edge cracks and spalls, cracks ramp fascia, 30 sft spall to steel wood form underneath at
both ends (E&W) map cracks. (09/00)
 (06/99)
 (07/98)

8. Drainage  (09/00)
 (06/99)
 (07/98)

SUPERSTRUCTURE
07/98 06/99 09/00

9. Stringer
(SIA-59)

4 4 4 Rusty w/ minor section loss (09/00)
 (06/99)
 (07/98)

10. Paint
(SIA-59A)

1 1 50% overall rust.  100%  on bot. flanges. (09/00)
 (06/99)
 (07/98)

11. Section
Loss

1  (09/00)
 (06/99)
 (07/98)

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8049 BRIDGE SAFETY INSPECTION REPORT P01-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
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Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 4 Steel Continuous  /  03 Gir-Flr

Bm Non Comp
09/16/2016  /  408Y N Not Over Waterway

Form P2502 Printed on 09/11/2017 Page 1 of 3



12. Bearings 6 Steel plates some rust.  1-2 sft (09/00)
 (06/99)
 (07/98)

SUBSTRUCTURE
07/98 06/99 09/00

13. Abutments
(SIA-60)

7 7 2 small spalls W ramp abutment and one east, leachy cracks. (09/00)
 (06/99)
 (07/98)

14. Piers
(SIA-60)

8 Relief pier horiz. crack. (09/00)
 (06/99)
 (07/98)

15. Slope
Protection

 (09/00)
 (06/99)
 (07/98)

16. Channel
(SIA-61)

N N N *** Drain E&W pier rusted through @ elbow. (09/00)
 (06/99)
 (07/98)

17. Scour
Inspection

 (09/00)
 (06/99)
 (07/98)

APPROACH
07/98 06/99 09/00

18. Approach
Pavement

6 Small spall E ramp and scaling, cracks on fascias. Patch on W approach. (09/00)
 (06/99)
 (07/98)

19. Approach
Shoulders
Sidewalks

 (09/00)
 (06/99)
 (07/98)

20. Approach
Slopes

 (09/00)
 (06/99)
 (07/98)

21. Utilities  (09/00)
 (06/99)
 (07/98)

22. Drainage
Culverts

 (09/00)
 (06/99)
 (07/98)

MISCELLANEOUS
Guard Rail Other Items
Item Rating Item Rating

36A. Bridge Railings N 71. Water Adequacy N
36B. Transitions N 72. Approach Alignment N
36C. Approach Guardrail N Temporary Support 0 No Temporary Supports
36D. Approach Guardrail Ends N High Load Hit (M) No

Special Insp. Equipment
Underwater Insp. Method 0

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8049 BRIDGE SAFETY INSPECTION REPORT P01-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
12 MI RD WALKOVER 42.5021  /  -83.1161 63163174000P010 Fair Condition(5)
Feature Length  /  Width / Spans Owner
I-75 555.1  /  7.5  /  22 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN MADISON HTS 1963  /        /  1999  / Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 4 Steel Continuous  /  03 Gir-Flr

Bm Non Comp
09/16/2016  /  408Y N Not Over Waterway
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False Decking (Timber) Removed to Complete Inspection N/A - null

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8049 BRIDGE SAFETY INSPECTION REPORT P01-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
12 MI RD WALKOVER 42.5021  /  -83.1161 63163174000P010 Fair Condition(5)
Feature Length  /  Width / Spans Owner
I-75 555.1  /  7.5  /  22 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN MADISON HTS 1963  /        /  1999  / Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 4 Steel Continuous  /  03 Gir-Flr

Bm Non Comp
09/16/2016  /  408Y N Not Over Waterway
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NBI INSPECTION FECW
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

DLUGOPOLSKIP MDOT 24 01/25/2005

GENERAL NOTES

DECK
02/01 02/03 01/05

1. Surface
(SIA-58A)

7 7 7 Travnsverse cracks (01/05)
Travnsverse cracks. (02/03)
Few travnsverse cracks (02/01)

2. Expansion
Joints

7 7 7 Compression seals @ ends (01/05)
Compression seals @ ends. (02/03)
Compression seals @ ends (02/01)

3. Other
Joints

7 7 7  (01/05)
 (02/03)
 (02/01)

4. Railings 6 6 6 Chain link fence, 3-tube alum rail on ramps, some tubes bent, rust stains. (01/05)
Chain link fence, 3-tube alum rail on ramps, some tubes bent, rust stains. (02/03)
Chain link fence, 3-tube alum rail on ramps, some tubes bent, rust stains. (02/01)

5. Sidewalks
or Curbs

 (01/05)
 (02/03)
 (02/01)

6. Deck
Bottom
Surface
(SIA-58B)

 (01/05)
 (02/03)
 (02/01)

7. Deck
(SIA-58)

8 8 8 Deck soffit is a covered T-rail. (01/05)
Deck soffit is a covered T-rail. (02/03)
 (02/01)

8. Drainage  (01/05)
 (02/03)
 (02/01)

SUPERSTRUCTURE
02/01 02/03 01/05

9. Stringer
(SIA-59)

5 5 5 Section loss to beam ends (01/05)
Section loss to beam ends. (02/03)
Minor section loss (02/01)

10. Paint
(SIA-59A)

8 8 8 Painted in 2000. (01/05)
Painted in 2000. (02/03)
Painted in 2000 (02/01)

11. Section
Loss

1 2 2 <10 % section loss at bm ends (01/05)
<10 % section loss at bm ends. (02/03)
 (02/01)

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8049 BRIDGE SAFETY INSPECTION REPORT P01-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
12 MI RD WALKOVER 42.5021  /  -83.1161 63163174000P010 Fair Condition(5)
Feature Length  /  Width / Spans Owner
I-75 555.1  /  7.5  /  22 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN MADISON HTS 1963  /        /  1999  / Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 4 Steel Continuous  /  03 Gir-Flr

Bm Non Comp
09/16/2016  /  408Y N Not Over Waterway
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12. Bearings 6 6 6 Steel plates painted in 2000 (01/05)
Steel plates painted in 2000. (02/03)
Steel plates painted in 2000 (02/01)

SUBSTRUCTURE
02/01 02/03 01/05

13. Abutments
(SIA-60)

6 6 6 2 small spalls W ramp abutment and one east, leachy cracks. (01/05)
2 small spalls W ramp abutment and one east, leachy cracks. (02/03)
2 small spalls W ramp abutment and one east, leachy cracks. (02/01)

14. Piers
(SIA-60)

8 7 7 Few random cracks to caps & columns. (01/05)
Few random cracks to caps & columns. (02/03)
Relief pier horiz. crack. (02/01)

15. Slope
Protection

 (01/05)
 (02/03)
 (02/01)

16. Channel
(SIA-61)

N N N  (01/05)
 (02/03)
 (02/01)

17. Scour
Inspection

 (01/05)
 (02/03)
 (02/01)

APPROACH
02/01 02/03 01/05

18. Approach
Pavement

6 6 6 Small spall E ramp and scaling.  Incip spalls &cracks on fascias. Patch on E approach.
(01/05)
Small spall E ramp and scaling.  Incip spalls &cracks on fascias. Patch on E approach.
(02/03)
Small spall E ramp and scaling, cracks on fascias. Patch on W approach. (02/01)

19. Approach
Shoulders
Sidewalks

 (01/05)
 (02/03)
 (02/01)

20. Approach
Slopes

 (01/05)
 (02/03)
 (02/01)

21. Utilities  (01/05)
 (02/03)
 (02/01)

22. Drainage
Culverts

 (01/05)
 (02/03)
 (02/01)

MISCELLANEOUS
Guard Rail Other Items
Item Rating Item Rating

36A. Bridge Railings N 71. Water Adequacy N
36B. Transitions N 72. Approach Alignment N
36C. Approach Guardrail N Temporary Support 0 No Temporary Supports
36D. Approach Guardrail Ends N High Load Hit (M) No

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8049 BRIDGE SAFETY INSPECTION REPORT P01-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
12 MI RD WALKOVER 42.5021  /  -83.1161 63163174000P010 Fair Condition(5)
Feature Length  /  Width / Spans Owner
I-75 555.1  /  7.5  /  22 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN MADISON HTS 1963  /        /  1999  / Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 4 Steel Continuous  /  03 Gir-Flr

Bm Non Comp
09/16/2016  /  408Y N Not Over Waterway
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Special Insp. Equipment
Underwater Insp. Method 0

False Decking (Timber) Removed to Complete Inspection N/A - null

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8049 BRIDGE SAFETY INSPECTION REPORT P01-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
12 MI RD WALKOVER 42.5021  /  -83.1161 63163174000P010 Fair Condition(5)
Feature Length  /  Width / Spans Owner
I-75 555.1  /  7.5  /  22 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN MADISON HTS 1963  /        /  1999  / Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 4 Steel Continuous  /  03 Gir-Flr

Bm Non Comp
09/16/2016  /  408Y N Not Over Waterway
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NBI INSPECTION IHFZ
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

DLUGOPOLSKIP MDOT INSPECTOR 24 09/10/2010

GENERAL NOTES
No Request For Actions (RFA) were initiated at this time

DECK
01/07 12/08 09/10

1. Surface
(SIA-58A)

7 7 7 Travnsverse cracks (09/10)
 (12/08)
Travnsverse cracks- Snow covered (01/07)

2. Expansion
Joints

7 7 7 Compression seals @ ends (09/10)
 (12/08)
Compression seals @ ends (01/07)

3. Other
Joints

7 7 N  (09/10)
 (12/08)
 (01/07)

4. Railings 6 6 6 Chain link fence, 3-tube alum rail on ramps, some tubes bent, rust stains (09/10)
 (12/08)
Chain link fence, 3-tube alum rail on ramps, some tubes bent, rust stains. (01/07)

5. Sidewalks
or Curbs

 (09/10)
 (12/08)
 (01/07)

6. Deck
Bottom
Surface
(SIA-58B)

8 N View is obscured by stay in place form (09/10)
 (12/08)
 (01/07)

7. Deck
(SIA-58)

8 8 8 Concrete orthotropic deck (09/10)
 (12/08)
Deck soffit is a covered T-rail. (01/07)

8. Drainage  (09/10)
 (12/08)
 (01/07)

SUPERSTRUCTURE
01/07 12/08 09/10

9. Stringer
(SIA-59)

5 5 5 Section loss to beam ends and floorbeams (09/10)
 (12/08)
Section loss to beam ends and floorbeams (01/07)

10. Paint
(SIA-59A)

8 8 8 Minor weathering (09/10)
 (12/08)
 (01/07)

11. Section
Loss

2 2 2 <10 % section loss at bm ends and floorbeams (09/10)
 (12/08)
<10 % section loss at bm ends and floorbeams (01/07)

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8049 BRIDGE SAFETY INSPECTION REPORT P01-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
12 MI RD WALKOVER 42.5021  /  -83.1161 63163174000P010 Fair Condition(5)
Feature Length  /  Width / Spans Owner
I-75 555.1  /  7.5  /  22 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN MADISON HTS 1963  /        /  1999  / Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 4 Steel Continuous  /  03 Gir-Flr

Bm Non Comp
09/16/2016  /  408Y N Not Over Waterway
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12. Bearings 6 6 6 Steel plates w/ minor rust (09/10)
 (12/08)
Steel plates w/ minor rust (01/07)

SUBSTRUCTURE
01/07 12/08 09/10

13. Abutments
(SIA-60)

6 6 6 2 small spalls W ramp abutment and one east, leachy cracks (09/10)
 (12/08)
2 small spalls W ramp abutment and one east, leachy cracks. (01/07)

14. Piers
(SIA-60)

7 7 7 Few random cracks to caps & columns (09/10)
 (12/08)
Few random cracks to caps & columns (01/07)

15. Slope
Protection

 (09/10)
 (12/08)
 (01/07)

16. Channel
(SIA-61)

N N N  (09/10)
 (12/08)
 (01/07)

17. Scour
Inspection

 (09/10)
 (12/08)
 (01/07)

APPROACH
01/07 12/08 09/10

18. Approach
Pavement

6 6 6 Small spall E ramp and scaling. few spalls &cracks on fascias. Patch on E approach (09/10)
 (12/08)
Small spall E ramp and scaling.  few spalls &cracks on fascias. Patch on E approach. - mostly
covered with snow. (01/07)

19. Approach
Shoulders
Sidewalks

 (09/10)
 (12/08)
 (01/07)

20. Approach
Slopes

 (09/10)
 (12/08)
 (01/07)

21. Utilities  (09/10)
 (12/08)
 (01/07)

22. Drainage
Culverts

 (09/10)
 (12/08)
 (01/07)

MISCELLANEOUS
Guard Rail Other Items
Item Rating Item Rating

36A. Bridge Railings N 71. Water Adequacy N
36B. Transitions N 72. Approach Alignment N
36C. Approach Guardrail N Temporary Support 0 No Temporary Supports
36D. Approach Guardrail Ends N High Load Hit (M) No

Special Insp. Equipment 3

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8049 BRIDGE SAFETY INSPECTION REPORT P01-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
12 MI RD WALKOVER 42.5021  /  -83.1161 63163174000P010 Fair Condition(5)
Feature Length  /  Width / Spans Owner
I-75 555.1  /  7.5  /  22 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN MADISON HTS 1963  /        /  1999  / Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 4 Steel Continuous  /  03 Gir-Flr

Bm Non Comp
09/16/2016  /  408Y N Not Over Waterway
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Underwater Insp. Method 0

False Decking (Timber) Removed to Complete Inspection N/A - null

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8049 BRIDGE SAFETY INSPECTION REPORT P01-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
12 MI RD WALKOVER 42.5021  /  -83.1161 63163174000P010 Fair Condition(5)
Feature Length  /  Width / Spans Owner
I-75 555.1  /  7.5  /  22 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN MADISON HTS 1963  /        /  1999  / Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 4 Steel Continuous  /  03 Gir-Flr

Bm Non Comp
09/16/2016  /  408Y N Not Over Waterway
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NBI INSPECTION 408Y
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

Chaudhary Mahmood MDOT Metro Region 24 09/16/2016

GENERAL NOTES
RFA for sound/scale loose concrete from app spans is completed.
Posted.  15' - 10"  N.Bd. Off Rmp.
Signs:  1 N.Bd.
Plaque:  W. abut. & E. abut.

DECK
09/12 09/14 09/16

1. Surface
(SIA-58A)

7 6 6 Transverse 1/16" cracks. Small spalls, 1/8" cracks & patches on both approaches. (09/16)
Transverse 1/16" cracks. Small spalls, 1/8" cracks & patches on both approaches. (09/14)
Travnsverse cracks (09/12)

2. Expansion
Joints

7 7 7 Compression seals @ ends of main span. Debris filled. (09/16)
Compression seals @ ends of main span. Debris filled. (09/14)
Compression seals @ ends.  Debris filled. (09/12)

3. Other
Joints

N N N N/A (09/16)
N/A (09/14)
N/A (09/12)

4. Railings 6 6 6 2" galv. ped fence (moderate surf rust) with 3 alum tube on apps.  Alum tubes are bent and
one is dislodged. (09/16)
2" galv. ped fence (moderate surf rust) with 3 alum tube on apps.  Alum tubes are bent and
one is dislodged. (09/14)
2" galv. ped fence (moderate surf rust) with 3 alum tube on apps.  Alum tubes are bent and
one is dislodged. (09/12)

5. Sidewalks
or Curbs

N N N N/A (09/16)
N/A (09/14)
N/A (09/12)

6. Deck
Bottom
Surface
(SIA-58B)

N 6 6 Perm. Inverted T-Beam metal forms on main span. No rust.
Large STS on both approach spans. Large areas of delamination on both fascia's of
approach spans. Rating lowered due to large STS's on approach span. (09/16)
Perm. Inverted T-Beam metal forms on main span. No rust.
Large STS on both approach spans. Large areas of delamination on both fascia's of
approach spans. Rating lowered due to large STS's on approach span. (09/14)
Perm. Inverted T-Beam metal forms.  No rust. (09/12)

7. Deck
(SIA-58)

7 6 6 Surf:  transverse cracks.  Btm:  Perm. Inverted T-Beam metal forms.  No rust. Large STS on
both approach spans.  Rating lowered due to large STS's on approach span. Large areas of
delamination on both fascias on approach spans Rating lowered due to large STS's on
approach span. (09/16)
Surf:  transverse cracks.  Btm:  Perm. Inverted T-Beam metal forms.  No rust. Large STS on
both approach spans.  Rating lowered due to large STS's on approach span. Large areas of
delamination on both fascias on approach spans Rating lowered due to large STS's on
approach span. (09/14)
Surf:  Travnsverse cracks.  Btm:  Perm. Inverted T-Beam metal forms.  No rust. (09/12)

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8049 BRIDGE SAFETY INSPECTION REPORT P01-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
12 MI RD WALKOVER 42.5021  /  -83.1161 63163174000P010 Fair Condition(5)
Feature Length  /  Width / Spans Owner
I-75 555.1  /  7.5  /  22 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN MADISON HTS 1963  /        /  1999  / Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 4 Steel Continuous  /  03 Gir-Flr

Bm Non Comp
09/16/2016  /  408Y N Not Over Waterway
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8. Drainage Drains on main spain are open and functioning although std pipes are not present.  Drains on
apps are plugged. (09/16)
Drains on main spain are open and functioning although std pipes are not present.  Drains on
apps are plugged. (09/14)
Drains on main spain are open and functioning although std pipes are not present.  Drains on
apps are plugged. (09/12)

SUPERSTRUCTURE
09/12 09/14 09/16

9. Stringer
(SIA-59)

5 5 5 Steel beams on main span. Minor Section loss to beam ends and floorbeams.  Paint:  1 lg
blister to S.W.Q. fas.  Min surf rust to top/top flange. LOS: <10 % section loss at bm ends and
floorbeams . Approch spans consist of conc slabs (see deck items for slab condition). (09/16)
Steel beams on main span. Minor Section loss to beam ends and floorbeams.  Paint:  1 lg
blister to S.W.Q. fas.  Min surf rust to top/top flange. LOS: <10 % section loss at bm ends and
floorbeams . Approch spans consist of conc slabs (see deck items for slab condition). (09/14)
Minor Section loss to beam ends and floorbeams.  Paint:  1 lg blister to S.W.Q. fas.  Min surf
rust to top/top flange. (09/12)

10. Paint
(SIA-59A)

7 7 7 1 lg blister to S.W.Q. fas.  Min surf rust to top/top flange. (09/16)
1 lg blister to S.W.Q. fas.  Min surf rust to top/top flange. (09/14)
1 lg blister to S.W.Q. fas.  Min surf rust to top/top flange. (09/12)

11. Section
Loss

2 2 2 <10 % section loss at bm ends and floorbeams (09/16)
<10 % section loss at bm ends and floorbeams (09/14)
<10 % section loss at bm ends and floorbeams (09/12)

12. Bearings 7 7 7 Steel plates w/ minor rust. (09/16)
Steel plates w/ minor rust. (09/14)
Rating corrected to conform to guides.  Steel plates w/ minor rust. (09/12)

SUBSTRUCTURE
09/12 09/14 09/16

13. Abutments
(SIA-60)

6 6 6 2 small spalls W ramp abutment and one east, leachy cracks (09/16)
2 small spalls W ramp abutment and one east, leachy cracks (09/14)
2 small spalls W ramp abutment and one east, leachy cracks (09/12)

14. Piers
(SIA-60)

7 7 7 Few random cracks to caps & columns (09/16)
Few random cracks to caps & columns (09/14)
Few random cracks to caps & columns (09/12)

15. Slope
Protection

N N N None. (09/16)
None. (09/14)
None. (09/12)

16. Channel
(SIA-61)

N N N N/A (09/16)
N/A (09/14)
N/A (09/12)

17. Scour
Inspection

N  (09/16)
 (09/14)
 (09/12)

APPROACH
09/12 09/14 09/16

18. Approach
Pavement

5 6 6 Conc. approach 1" settlement at approach spans. (09/16)
Conc. approach 1" settlement at approach spans. (09/14)
App spans are conc. slabs.  Hvy rand/map crks.  Leaching, stalactites, incipient spalls.
Shallow spalls on fas. (09/12)

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8049 BRIDGE SAFETY INSPECTION REPORT P01-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
12 MI RD WALKOVER 42.5021  /  -83.1161 63163174000P010 Fair Condition(5)
Feature Length  /  Width / Spans Owner
I-75 555.1  /  7.5  /  22 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN MADISON HTS 1963  /        /  1999  / Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 4 Steel Continuous  /  03 Gir-Flr

Bm Non Comp
09/16/2016  /  408Y N Not Over Waterway
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19. Approach
Shoulders
Sidewalks

N N N N/A (09/16)
N/A (09/14)
N/A (09/12)

20. Approach
Slopes

None.  No slopes. (09/16)
None.  No slopes. (09/14)
None.  No slopes. (09/12)

21. Utilities None (09/16)
None (09/14)
None (09/12)

22. Drainage
Culverts

None visible. (09/16)
None visible. (09/14)
None visible. (09/12)

MISCELLANEOUS
Guard Rail Other Items
Item Rating Item Rating

36A. Bridge Railings 1 71. Water Adequacy N
36B. Transitions N 72. Approach Alignment N
36C. Approach Guardrail 1 Temporary Support 0 No Temporary Supports
36D. Approach Guardrail Ends N High Load Hit (M) No

Special Insp. Equipment 3
Underwater Insp. Method 0

False Decking (Timber) Removed to Complete Inspection N/A - No False Decking

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8049 BRIDGE SAFETY INSPECTION REPORT P01-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
12 MI RD WALKOVER 42.5021  /  -83.1161 63163174000P010 Fair Condition(5)
Feature Length  /  Width / Spans Owner
I-75 555.1  /  7.5  /  22 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN MADISON HTS 1963  /        /  1999  / Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 4 Steel Continuous  /  03 Gir-Flr

Bm Non Comp
09/16/2016  /  408Y N Not Over Waterway
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NBI INSPECTION YQIF
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

-1J. Jackson NTH 24 07/12/1999

GENERAL NOTES

DECK
08/95 09/97 07/99

1. Surface
(SIA-58A)

6 6 6 Few cracks and small spalls.  Some concrete patch-3sm.  0.5 sm spall to resteel. (07/99)
 (09/97)
 (08/95)

2. Expansion
Joints

3 Leaking.  Sealant missing, minor spalls. (07/99)
 (09/97)
 (08/95)

3. Other
Joints

3 Leaking, missing sealant and see thru. (07/99)
 (09/97)
 (08/95)

4. Railings 4 Chain link fence, top horiz. brace missing, E. end.  Three bottom horiz. braces missing.
Rusty.  10 meters of top support truss missing over NB, to bracket broken at center. (07/99)
 (09/97)
 (08/95)

5. Sidewalks
or Curbs

 (07/99)
 (09/97)
 (08/95)

6. Deck
Bottom
Surface
(SIA-58B)

 (07/99)
 (09/97)
 (08/95)

7. Deck
(SIA-58)

6 7 6 E. ramp fascia has 20 m of spall to resteel.  Small spall under deck at E. fascia ramp.  Small,
leaching cracks. (07/99)
 (09/97)
 (08/95)

8. Drainage  (07/99)
 (09/97)
 (08/95)

SUPERSTRUCTURE
08/95 09/97 07/99

9. Stringer
(SIA-59)

6 6 5 Light section loss along webs and bottom flanges at supports.  Pack rust forming. (07/99)
 (09/97)
 (08/95)

10. Paint
(SIA-59A)

4 2 2 15% overall rust. (07/99)
 (09/97)
 (08/95)

11. Section
Loss

2 Rusty floor beams at both ends. (07/99)
 (09/97)
 (08/95)

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8050 BRIDGE SAFETY INSPECTION REPORT P02-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
BERNHARD ST WALKOV 42.4511  /  -83.0956 63163174000P020 Fair Condition(6)
Feature Length  /  Width / Spans Owner
I-75 506.9  /  8.9  /  15 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN HAZEL PARK 1966  /        /  2008  / Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  03 Gir-Flr Bm Non

Comp
07/07/2017  /  F564 N Not Over Waterway
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12. Bearings 6 Metal plates, rusty. (07/99)
 (09/97)
 (08/95)

SUBSTRUCTURE
08/95 09/97 07/99

13. Abutments
(SIA-60)

7 7 7 Few cracks. (07/99)
 (09/97)
 (08/95)

14. Piers
(SIA-60)

7 Few cracks. (07/99)
 (09/97)
 (08/95)

15. Slope
Protection

 (07/99)
 (09/97)
 (08/95)

16. Channel
(SIA-61)

N N N  (07/99)
 (09/97)
 (08/95)

17. Scour
Inspection

 (07/99)
 (09/97)
 (08/95)

APPROACH
08/95 09/97 07/99

18. Approach
Pavement

 (07/99)
 (09/97)
 (08/95)

19. Approach
Shoulders
Sidewalks

 (07/99)
 (09/97)
 (08/95)

20. Approach
Slopes

 (07/99)
 (09/97)
 (08/95)

21. Utilities  (07/99)
 (09/97)
 (08/95)

22. Drainage
Culverts

 (07/99)
 (09/97)
 (08/95)

MISCELLANEOUS
Guard Rail Other Items
Item Rating Item Rating

36A. Bridge Railings N 71. Water Adequacy N
36B. Transitions N 72. Approach Alignment N
36C. Approach Guardrail N Temporary Support 0 No Temporary Supports
36D. Approach Guardrail Ends N High Load Hit (M) No

Special Insp. Equipment
Underwater Insp. Method 0

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8050 BRIDGE SAFETY INSPECTION REPORT P02-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
BERNHARD ST WALKOV 42.4511  /  -83.0956 63163174000P020 Fair Condition(6)
Feature Length  /  Width / Spans Owner
I-75 506.9  /  8.9  /  15 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN HAZEL PARK 1966  /        /  2008  / Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  03 Gir-Flr Bm Non

Comp
07/07/2017  /  F564 N Not Over Waterway

Form P2502 Printed on 09/11/2017 Page 2 of 3



False Decking (Timber) Removed to Complete Inspection N/A - null

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8050 BRIDGE SAFETY INSPECTION REPORT P02-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
BERNHARD ST WALKOV 42.4511  /  -83.0956 63163174000P020 Fair Condition(6)
Feature Length  /  Width / Spans Owner
I-75 506.9  /  8.9  /  15 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN HAZEL PARK 1966  /        /  2008  / Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  03 Gir-Flr Bm Non

Comp
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NBI INSPECTION RIYI
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

DLUGOPOLSKIP MDOT INSPECTOR 24 07/13/2005

GENERAL NOTES

DECK
07/01 07/03 07/05

1. Surface
(SIA-58A)

6 5 5 Longitudinal cracks and small spalls.  Some with bit patch.  Some concrete patch.  1 sts. On
top rust showing through.  Ramps have areas of concrete patch.  Bit patch as well as small
scattered spalls. (07/05)
Longitudinal cracks and small spalls.  Some with bit patch.  Some concrete patch.  1 sts. On
top rust showing through.  Ramps have areas of concrete patch.  Bit patch as well as small
scattered spalls. (07/03)
Longitudinal cracks and small spalls.  Some with bit patch.  some concrete patch.  1 m2 sts.
Rust showing through. (07/01)

2. Expansion
Joints

3 3 3 Leaking.  Sealant missing, minor spalls.  STS at W exp. jt. (07/05)
Leaking.  Sealant missing, minor spalls. (07/03)
Leaking.  Sealant missing, minor spalls. (07/01)

3. Other
Joints

3 3 3 Leaking, missing sealant and see thru over pier 6W. (07/05)
Leaking, missing sealant and see thru over pier 6W. (07/03)
Leaking, missing sealant and see thru. (07/01)

4. Railings 5 5 5 Chain link fence, top horiz. brace missing, E & W end.   Rusty.  Bracket broken at center.
(07/05)
Chain link fence, top horiz. brace missing, E & W end.   Rusty.  Bracket broken at center.
(07/03)
Chain link fence, top horiz. brace missing, E. end.   Rusty.  Bracket broken at center. (07/01)

5. Sidewalks
or Curbs

 (07/05)
 (07/03)
 (07/01)

6. Deck
Bottom
Surface
(SIA-58B)

 (07/05)
 (07/03)
 (07/01)

7. Deck
(SIA-58)

5 5 5 E. ramp fascia has 80' of spall to resteel.  Small spall under deck at E. fascia ramp.  Small,
leaching cracks.  Small incip spalls. Small spall next to W abut. Two large pieces of resteel
hanging down from fascia. (07/05)
E. ramp fascia has 80' of spall to resteel.  Small spall under deck at E. fascia ramp.  Small,
leaching cracks.  Small incip spalls. Small spall next to W abut. Two large pieces of resteel
hanging down from fascia. (07/03)
E. ramp fascia has 20 m of spall to resteel.  Small spall under deck at E. fascia ramp.  Small,
leaching cracks.  Small incip spall on west side. (07/01)

8. Drainage Drains attached to abutments and columns. (07/05)
Drains attached to abutments and columns. (07/03)
Drains attached to abutments and columns. (07/01)

SUPERSTRUCTURE
07/01 07/03 07/05

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8050 BRIDGE SAFETY INSPECTION REPORT P02-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
BERNHARD ST WALKOV 42.4511  /  -83.0956 63163174000P020 Fair Condition(6)
Feature Length  /  Width / Spans Owner
I-75 506.9  /  8.9  /  15 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN HAZEL PARK 1966  /        /  2008  / Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  03 Gir-Flr Bm Non

Comp
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9. Stringer
(SIA-59)

5 5 5 Light section loss along webs and bottom flanges at supports.  Pack rust forming.  Rusty top
flanges and rusty bottom flange of floor beams. (07/05)
Light section loss along webs and bottom flanges at supports.  Pack rust forming.  Rusty top
flanges and rusty bottom flange of floor beams. (07/03)
Light section loss along webs and bottom flanges at supports.  Pack rust forming.  Rusty top
flanges and rusty bottom flange of floor beams. (07/01)

10. Paint
(SIA-59A)

1 3 3 Heavier rust over SB traffic.  Rust along top, bottom and webs. (07/05)
Heavier rust over SB traffic.  Rust along top, bottom and webs. (07/03)
Heavier rust over SB traffic.  Rust along top, bottom and webs. (07/01)

11. Section
Loss

2 2 2 Rusty floor beams at both ends. Minor section loss at bm ends. (07/05)
Rusty floor beams at both ends. Minor section loss at bm ends. (07/03)
Rusty floor beams at both ends. (07/01)

12. Bearings 6 6 6 Metal plates, rusty. (07/05)
Metal plates, rusty. (07/03)
Metal plates, rusty. (07/01)

SUBSTRUCTURE
07/01 07/03 07/05

13. Abutments
(SIA-60)

7 7 7 Few cracks. (07/05)
Few cracks. (07/03)
Few cracks. (07/01)

14. Piers
(SIA-60)

7 7 7 Cracking and delamination @ top of cap of C-pier. Rust stains. (07/05)
Cracking and delamination @ top of cap of C-pier. Rust stains. (07/03)
Cracking in cap of C-pier. (07/01)

15. Slope
Protection

 (07/05)
 (07/03)
 (07/01)

16. Channel
(SIA-61)

N N N  (07/05)
 (07/03)
 (07/01)

17. Scour
Inspection

 (07/05)
 (07/03)
 (07/01)

APPROACH
07/01 07/03 07/05

18. Approach
Pavement

 (07/05)
 (07/03)
 (07/01)

19. Approach
Shoulders
Sidewalks

 (07/05)
 (07/03)
 (07/01)

20. Approach
Slopes

 (07/05)
 (07/03)
 (07/01)

21. Utilities Drain attached to abutment. (07/05)
Drain attached to abutment. (07/03)
 (07/01)

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8050 BRIDGE SAFETY INSPECTION REPORT P02-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
BERNHARD ST WALKOV 42.4511  /  -83.0956 63163174000P020 Fair Condition(6)
Feature Length  /  Width / Spans Owner
I-75 506.9  /  8.9  /  15 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN HAZEL PARK 1966  /        /  2008  / Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  03 Gir-Flr Bm Non

Comp
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22. Drainage
Culverts

 (07/05)
 (07/03)
 (07/01)

MISCELLANEOUS
Guard Rail Other Items
Item Rating Item Rating

36A. Bridge Railings N 71. Water Adequacy N
36B. Transitions N 72. Approach Alignment N
36C. Approach Guardrail N Temporary Support 0 No Temporary Supports
36D. Approach Guardrail Ends N High Load Hit (M) No

Special Insp. Equipment
Underwater Insp. Method 0

False Decking (Timber) Removed to Complete Inspection N/A - null

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8050 BRIDGE SAFETY INSPECTION REPORT P02-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
BERNHARD ST WALKOV 42.4511  /  -83.0956 63163174000P020 Fair Condition(6)
Feature Length  /  Width / Spans Owner
I-75 506.9  /  8.9  /  15 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN HAZEL PARK 1966  /        /  2008  / Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  03 Gir-Flr Bm Non

Comp
07/07/2017  /  F564 N Not Over Waterway
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NBI INSPECTION ULBL
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

Bonnie Yu MDOT INSPECTOR 24 07/01/2011

GENERAL NOTES
Vertical underclearance - 14'-3" N.B. Service Dr. 14'-8" S.B. Service Dr.

2 signs attached to S. fascia, 2 signs attached to N. fascia

DECK
07/07 07/09 07/11

1. Surface
(SIA-58A)

5 6 Approx. 70% of deck is patched.  Other areas - random leaching cracks.  Rust stains
throughout.  Vegetation growth thru joints at approach span.  STS at curbs. (07/11)
 (07/09)
Longitudinal cracks and small spalls.  Some with bit patch.  Some concrete patch.  1 sts. On
top rust showing through.  Ramps have areas of concrete patch.  Bit patch as well as small
scattered spalls. (07/07)

2. Expansion
Joints

3 8 Strip seal expansion joints are debris filled (x5). (07/11)
 (07/09)
Leaking.  Sealant missing, minor spalls.  STS at W exp. jt. (07/07)

3. Other
Joints

3 N None (07/11)
 (07/09)
Leaking, missing sealant and see thru over pier 6W. (07/07)

4. Railings 5 8 Pedestrian fencing - curved with 1" mesh size.  No notable defects. (07/11)
 (07/09)
Chain link fence, top horiz. brace missing, E & W end.   Rusty.  Bracket broken at center.
(07/07)

5. Sidewalks
or Curbs

N None (07/11)
 (07/09)
 (07/07)

6. Deck
Bottom
Surface
(SIA-58B)

7 Few rust spots and light scaling.  Longitudinal leaching cracks at end spans.  Some full depth
patches. (07/11)
 (07/09)
 (07/07)

7. Deck
(SIA-58)

5 5 6 Deck fascia - Deck fascia at approach spans have been patched.  Shrinkage cracks in
patches.
Deck surface - Approx. 70% of deck is patched.  Other areas - random leaching cracks.  Rust
stains throughout.  Vegetation growth thru joints at approach span.
Deck bottom - Few rust spots and light scaling.  Longitudinal leaching cracks at end spans.
Some full depth patches. (07/11)
 (07/09)
E. ramp fascia has 80' of spall to resteel.  Small spall under deck at E. fascia ramp.  Small,
leaching cracks.  Small incip spalls. Small spall next to W abut. Two large pieces of resteel
hanging down from fascia. (07/07)

8. Drainage Drain castings on deck. (07/11)
 (07/09)
 (07/07)

SUPERSTRUCTURE
07/07 07/09 07/11

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8050 BRIDGE SAFETY INSPECTION REPORT P02-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
BERNHARD ST WALKOV 42.4511  /  -83.0956 63163174000P020 Fair Condition(6)
Feature Length  /  Width / Spans Owner
I-75 506.9  /  8.9  /  15 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN HAZEL PARK 1966  /        /  2008  / Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  03 Gir-Flr Bm Non

Comp
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9. Stringer
(SIA-59)

5 5 8 Beam end repairs.  No notable defects. (07/11)
 (07/09)
Light section loss along webs and bottom flanges at supports.  Pack rust forming.  Rusty top
flanges and rusty bottom flange of floor beams. (07/07)

10. Paint
(SIA-59A)

3 8 06/08-4 - Painted grey.  No notable defects. (07/11)
 (07/09)
Heavier rust over SB traffic.  Rust along top, bottom and webs. (07/07)

11. Section
Loss

2 3 No visible section loss. (07/11)
 (07/09)
Rusty floor beams at both ends. Minor section loss at bm ends. (07/07)

12. Bearings 6 7 Light rust at bearing plates. (07/11)
 (07/09)
Metal plates, rusty. (07/07)

SUBSTRUCTURE
07/07 07/09 07/11

13. Abutments
(SIA-60)

7 7 7 Few leaching cracks due to drains attached to abutments. (07/11)
 (07/09)
Few cracks. (07/07)

14. Piers
(SIA-60)

7 7 7 Previoiusly patched.  Patches are in good condition.  Rust stains in cap. (07/11)
 (07/09)
Cracking and delamination @ top of cap of C-pier. Rust stains. (07/07)

15. Slope
Protection

N None (07/11)
 (07/09)
 (07/07)

16. Channel
(SIA-61)

N N N N/A (07/11)
 (07/09)
 (07/07)

17. Scour
Inspection

 (07/11)
 (07/09)
 (07/07)

APPROACH
07/07 07/09 07/11

18. Approach
Pavement

5 Concrete.  Random cracks and rust stains.  Approx. 6" step at W. end.  - work
recommendation for repair/smooth out. (07/11)
 (07/09)
 (07/07)

19. Approach
Shoulders
Sidewalks

N N/A - pedestrian structure (07/11)
 (07/09)
 (07/07)

20. Approach
Slopes

None (07/11)
 (07/09)
 (07/07)

21. Utilities None (07/11)
 (07/09)
 (07/07)

22. Drainage
Culverts

None (07/11)
 (07/09)
 (07/07)

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8050 BRIDGE SAFETY INSPECTION REPORT P02-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
BERNHARD ST WALKOV 42.4511  /  -83.0956 63163174000P020 Fair Condition(6)
Feature Length  /  Width / Spans Owner
I-75 506.9  /  8.9  /  15 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN HAZEL PARK 1966  /        /  2008  / Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  03 Gir-Flr Bm Non

Comp
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MISCELLANEOUS
Guard Rail Other Items
Item Rating Item Rating

36A. Bridge Railings N 71. Water Adequacy N
36B. Transitions N 72. Approach Alignment N
36C. Approach Guardrail N Temporary Support 0 No Temporary Supports
36D. Approach Guardrail Ends N High Load Hit (M) No

Special Insp. Equipment
Underwater Insp. Method 0

False Decking (Timber) Removed to Complete Inspection N/A - null

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8050 BRIDGE SAFETY INSPECTION REPORT P02-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
BERNHARD ST WALKOV 42.4511  /  -83.0956 63163174000P020 Fair Condition(6)
Feature Length  /  Width / Spans Owner
I-75 506.9  /  8.9  /  15 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN HAZEL PARK 1966  /        /  2008  / Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  03 Gir-Flr Bm Non

Comp
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NBI INSPECTION F564
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

Adam Wayne MDOT Metro Region 24 07/07/2017

GENERAL NOTES
Vertical underclearance - 14'-3" N.B. Service Dr. 14'-8" S.B. Service Dr.

2 signs attached to S. fascia, 2 signs attached to N. fascia

DECK
07/13 07/15 07/17

1. Surface
(SIA-58A)

6 6 6 Approx. 70% of deck is patched. Transverse and longitudinal leaching cracks up to 1/8" in
remaining area with rust stains throughout. STS along 15% of curbs poured at deck edge
against beam with cracks up to 1/4" Approach spans: Vegetation at joints. 50% of epoxy
overlay remaining on E. app.  None on W. app. (07/17)
Approx. 70% of deck is patched.  Other areas - random leaching cracks up to 1/8".  Rust
stains throughout.  STS at curbs poured at deck edge against beam.  Up to 1/4" cracks in
curbs. Approach spans:  Vegetation growth thru joints.  50% of expoxy overlay gone on E.
app.  None on W. app. (07/15)
Approx. 70% of deck is patched.  Other areas - random leaching cracks.  Rust stains
throughout.  STS at curbs poured at deck edge against beam.  Approach spans:  Vegetation
growth thru joints.  50% of expoxy overlay gone on E. app.  None on W. app. (07/13)

2. Expansion
Joints

8 8 7 Strip seal expansion joints are debris filled (x5). Flat joints draining on pier caps without
upturned ends. (07/17)
Strip seal expansion joints are debris filled (x5).  Flat joints.  Not turned up at ends.  Allows
drainage onto pier caps. (07/15)
Strip seal expansion joints are debris filled (x5).  Flat joints.  Not turned up at ends.  Allows
drainage onto pier caps. (07/13)

3. Other
Joints

N 8 8 Sawcut transverse joints in good condition. (07/17)
Sawcut transv. joints in good condition (07/15)
None (07/13)

4. Railings 8 8 8 Pedestrian fencing - curved with 1" mesh size.  No notable defects. (07/17)
Pedestrian fencing - curved with 1" mesh size.  No notable defects. (07/15)
Pedestrian fencing - curved with 1" mesh size.  No notable defects. (07/13)

5. Sidewalks
or Curbs

N N N  (07/17)
None (07/15)
None (07/13)

6. Deck
Bottom
Surface
(SIA-58B)

7 7 6 Rust spots, light scaling and delamination concentrated Span 1, 3 and 4.  Longitudinal cracks
up to 1/8" with leaching, efflorescence, and rust stains in all spans. Some full depth patches.
Apps: Light scaling, map cracks with leaching, efflorescence, and rust stains. (07/17)
Rust spots and light scaling all over.  Longitudinal leaching and rusting 1/16" cracks in all
spans.  Some full depth patches.   Apps:  Light scaling, map crks with rust and rand leaching.
(07/15)
Few rust spots and light scaling.  Longitudinal leaching and rusting cracks in all spans.  Some
full depth patches.   Apps:  Light scaling, map crks with rust and rand leaching. (07/13)

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8050 BRIDGE SAFETY INSPECTION REPORT P02-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
BERNHARD ST WALKOV 42.4511  /  -83.0956 63163174000P020 Fair Condition(6)
Feature Length  /  Width / Spans Owner
I-75 506.9  /  8.9  /  15 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN HAZEL PARK 1966  /        /  2008  / Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  03 Gir-Flr Bm Non

Comp
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7. Deck
(SIA-58)

6 6 6 Surf: Approx. 70% of deck is patched. Transverse and longitudinal leaching cracks up to 1/8"
in remaining area with rust stains throughout. STS along 15% of curbs poured at deck edge
against beam with cracks up to 1/4" Approach spans: Vegetation at joints. 50% of epoxy
overlay remaining on E. app.  None on W. app.  Btm: Rust spots, light scaling and
delamination concentrated Span 1, 3 and 4.  Longitudinal cracks up to 1/8" with leaching,
efflorescence, and rust stains in all spans. Some full depth patches.  Apps: Light scaling, map
cracks with leaching, efflorescence, and rust stains.  Fas: Not visible in main span, heavy
map cracking with efflorescence in approach spans. (07/17)
Surf:  Approx. 70% of deck is patched.  Other areas - random leaching cracks up to 1/8".
Rust stains throughout.  STS at curbs poured at deck edge against beam.  Up to 1/4" cracks
in curbs. Approach spans:  Vegetation growth thru joints.  50% of expoxy overlay gone on E.
app.  None on W. app. Btm:  Rust spots and light scaling all over.  Longitudinal leaching and
rusting 1/16" cracks in all spans.  Some full depth patches.   Apps:  Light scaling, map crks
with rust and rand leaching.  Fas:  Not visible. (07/15)
Surf:  Approx. 70% of deck is patched.  Other areas - random leaching cracks.  Rust stains
throughout.  STS at curbs poured at deck edge against beam.  Approach spans:  Vegetation
growth thru joints.  50% of expoxy overlay gone on E. app.  None on W. app.  Btm:  Few rust
spots and light scaling.  Longitudinal leaching and rusting cracks in all spans.  Some full
depth patches.   Apps:  Light scaling, map crks with rust and rand leaching.   Fas:  Not visible.
(07/13)

8. Drainage Drain castings on deck are open, clogged in approach spans. (07/17)
Drain castings on deck are open. (07/15)
Drain castings on deck are open. (07/13)

SUPERSTRUCTURE
07/13 07/15 07/17

9. Stringer
(SIA-59)

7 7 7 (2) steel beams in main span with bolted end repairs. Prev. Welded supports.  Paint: 06/08-4
- Painted grey with no notable defects on main beams. Scattered rust on floor beams.  LOS:
No visible section loss.  Brgs: Light rust at bearing plates. (07/17)
(2) steel beams in main span. Beam end repairs.  Prev. Welded supports.  Paint:  06/08-4 -
Painted grey.  No notable defects.  LOS:  No visible section loss.  Brgs:  Light rust at bearing
plates. (07/15)
Beam end repairs.  Prev. Welded supports.  Paint:  06/08-4 - Painted grey.  No notable
defects.  LOS:  No visible section loss.  Brgs:  Light rust at bearing plates. (07/13)

10. Paint
(SIA-59A)

8 8 8 06/08-4 - Painted grey with no notable defects on main beams. Scattered rust on floor beams.
(07/17)
06/08-4 - Painted grey.  No notable defects. (07/15)
06/08-4 - Painted grey.  No notable defects. (07/13)

11. Section
Loss

3 3 3 No visible section loss. (07/17)
No visible section loss. (07/15)
No visible section loss. (07/13)

12. Bearings 7 7 7 Light rust at bearing plates. (07/17)
Light rust at bearing plates. (07/15)
Light rust at bearing plates. (07/13)

SUBSTRUCTURE
07/13 07/15 07/17

13. Abutments
(SIA-60)

7 7 7 Few leaching cracks due to drains attached to abutments. (07/17)
Few leaching cracks due to drains attached to abutments. (07/15)
Few leaching cracks due to drains attached to abutments. (07/13)

14. Piers
(SIA-60)

7 7 6 Previously patched areas in good condition with few random cracks. Heavy map cracking P3
cap. Rust stains on pair caps under bearings. (07/17)
Previoiusly patched.  Patches are in good condition with few rand. crks.  Rust stains in cap.
(07/15)
Previoiusly patched.  Patches are in good condition with few rand. crks.  Rust stains in cap.
(07/13)
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15. Slope
Protection

N N N None (07/17)
None (07/15)
None (07/13)

16. Channel
(SIA-61)

N N N N/A (07/17)
N/A (07/15)
N/A (07/13)

17. Scour
Inspection

N  (07/17)
 (07/15)
 (07/13)

APPROACH
07/13 07/15 07/17

18. Approach
Pavement

5 5 5 Concrete.  Random cracks and rust stains.  Approx. 6" step at W. end.  - work
recommendation for repair. (07/17)
Concrete.  Random cracks and rust stains.  Approx. 6" step at W. end.  - work
recommendation for repair. (07/15)
Concrete.  Random cracks and rust stains.  Approx. 6" step at W. end.  - work
recommendation for repair. (07/13)

19. Approach
Shoulders
Sidewalks

N N N N/A - pedestrian structure (07/17)
N/A - pedestrian structure (07/15)
N/A - pedestrian structure (07/13)

20. Approach
Slopes

Grass in good condition. (07/17)
Grass.  Good condition. (07/15)
Grass.  Good condition. (07/13)

21. Utilities None (07/17)
None (07/15)
None (07/13)

22. Drainage
Culverts

None (07/17)
None (07/15)
None (07/13)

MISCELLANEOUS
Guard Rail Other Items
Item Rating Item Rating

36A. Bridge Railings N 71. Water Adequacy N
36B. Transitions N 72. Approach Alignment N
36C. Approach Guardrail N Temporary Support 0 No Temporary Supports
36D. Approach Guardrail Ends N High Load Hit (M) No

Special Insp. Equipment 3
Underwater Insp. Method 0

False Decking (Timber) Removed to Complete Inspection N/A - No False Decking

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive
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SUPPORTING IMAGES F564 07/07/2017

Document Name: P7070073.JPG Document Name: P7070079.JPG
Category: Elevation Category: Elevation
Comments: N elevation Comments: S elevation
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Document Name: P7070038.JPG Document Name: P7070039.JPG
Category: Approach Category: Approach
Comments: W approach Comments: 6" step at W approach
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Document Name: P7070065.JPG Document Name: P7070066.JPG
Category: Approach Category: Approach
Comments: E approach Comments: Ramp to E approach

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8050 BRIDGE SAFETY INSPECTION REPORT P02-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
BERNHARD ST WALKOV 42.4511  /  -83.0956 63163174000P020 Fair Condition(6)
Feature Length  /  Width / Spans Owner
I-75 506.9  /  8.9  /  15 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN HAZEL PARK 1966  /        /  2008  / Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  03 Gir-Flr Bm Non

Comp
07/07/2017  /  F564 N Not Over Waterway

Form P2502 Printed on 09/11/2017 Page 6 of 19



Document Name: P7070068.JPG Document Name: P7070050.JPG
Category: Approach Category: Deck
Comments: Typical approach fascia map cracking Comments: Deck looking E
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Document Name: P7070051.JPG Document Name: P7070055.JPG
Category: Deck Category: Deck
Comments: Typical STS deck curb Comments: Deck midspan facing E
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Document Name: P7070056.JPG Document Name: P7070057.JPG
Category: Deck Category: Deck
Comments: Deck midspan facing W Comments: Typical longitudinal cracks and deck patches
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Document Name: P7070061.JPG Document Name: P7070067.JPG
Category: Deck Category: Deck
Comments: Deck facing W Comments: Typical efflorescence and cracking approach deck

bottom
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Document Name: P7070080.JPG Document Name: P7070086.JPG
Category: Deck Category: Deck
Comments: Scattered surface spalls in approach spans Comments: Shallow spall over P3

Document Name: P7070047.JPG Document Name: P7070048.JPG
Category: Joints Category: Joints
Comments: W abutment ref line Comments: Exp jt P1
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Document Name: P7070053.JPG Document Name: P7070054.JPG
Category: Joints Category: Joints
Comments: Exp jt P2 Comments: Exp jt 3

Document Name: P7070058.JPG Document Name: P7070059.JPG
Category: Joints Category: Joints
Comments: Exp jt P4 Comments: Exp jt and grate P5
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Document Name: P7070062.JPG Document Name: P7070045.JPG
Category: Joints Category: Superstructure
Comments: Clogged grate and E abutment ref line Comments: W fascia P2
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Document Name: P7070074.JPG Document Name: P7070041.JPG
Category: Superstructure Category: Substructure
Comments: Typical bolted beam end repairs Comments: W abutment
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Document Name: P7070046.JPG Document Name: P7070064.JPG
Category: Substructure Category: Substructure
Comments: W fascia P1 Comments: E fascia P5
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Document Name: P7070069.JPG Document Name: P7070071.JPG
Category: Substructure Category: Substructure
Comments: E abutment Comments: E fascia P4
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Document Name: P7070072.JPG Document Name: P7070075.JPG
Category: Substructure Category: Substructure
Comments: W fascia P5 Comments: E fascia P3
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Document Name: P7070076.JPG Document Name: P7070081.JPG
Category: Substructure Category: Substructure
Comments: W fascia P4 Comments: E fascia P1
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Document Name: P7070083.JPG Document Name: P7070084.JPG
Category: Substructure Category: Substructure
Comments: W fascia P3 Comments: E fascia P2
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NBI INSPECTION ZCTP
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

J. Jackson NTH 15 07/12/1999

GENERAL NOTES

DECK
10/95 09/97 07/99

1. Surface
(SIA-58A)

6 6 6 Few cracks, 5 sm scattered spall, some to resteel and spall patched w/concrete.  Small
scattered spalls throughout. (07/99)
 (09/97)
 (10/95)

2. Expansion
Joints

3 Leaking, cracked and spalled. (07/99)
 (09/97)
 (10/95)

3. Other
Joints

3 Leaking.  Joint filler missing - see thru. (07/99)
 (09/97)
 (10/95)

4. Railings 5 Chain link fence, numerous top support bars missing and top fence sagging, rusty. (07/99)
 (09/97)
 (10/95)

5. Sidewalks
or Curbs

 (07/99)
 (09/97)
 (10/95)

6. Deck
Bottom
Surface
(SIA-58B)

 (07/99)
 (09/97)
 (10/95)

7. Deck
(SIA-58)

7 7 7 1 sm wood form under deck at E. ramp. (07/99)
 (09/97)
 (10/95)

8. Drainage  (07/99)
 (09/97)
 (10/95)

SUPERSTRUCTURE
10/95 09/97 07/99

9. Stringer
(SIA-59)

6 5 5 15% overall rust.  Light section loss at top of web and joints at floor  beams adjacent to
ramps.  Floor beam at W. end of structure, with web loss at 85%. (07/99)
 (09/97)
 (10/95)

10. Paint
(SIA-59A)

1 2 2 15% rusted. (07/99)
 (09/97)
 (10/95)

11. Section
Loss

0 Holed through at west expansion joint. (07/99)
 (09/97)
 (10/95)

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8052 BRIDGE SAFETY INSPECTION REPORT P04-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
HIGHLAND AVE WALKO 42.4579  /  -83.1003 63163174000P040 Good Condition(7)
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12. Bearings 6 Steel plates, rusty. (07/99)
 (09/97)
 (10/95)

SUBSTRUCTURE
10/95 09/97 07/99

13. Abutments
(SIA-60)

7 7 7 Few cracks. (07/99)
 (09/97)
 (10/95)

14. Piers
(SIA-60)

6 Few cracks, small spalls.  E pier cap and column with 2 sm spall, west pier base deep cracks
and small spall on cap. (07/99)
 (09/97)
 (10/95)

15. Slope
Protection

 (07/99)
 (09/97)
 (10/95)

16. Channel
(SIA-61)

N N N  (07/99)
 (09/97)
 (10/95)

17. Scour
Inspection

 (07/99)
 (09/97)
 (10/95)

APPROACH
10/95 09/97 07/99

18. Approach
Pavement

 (07/99)
 (09/97)
 (10/95)

19. Approach
Shoulders
Sidewalks

 (07/99)
 (09/97)
 (10/95)

20. Approach
Slopes

 (07/99)
 (09/97)
 (10/95)

21. Utilities  (07/99)
 (09/97)
 (10/95)

22. Drainage
Culverts

 (07/99)
 (09/97)
 (10/95)

MISCELLANEOUS
Guard Rail Other Items
Item Rating Item Rating

36A. Bridge Railings N 71. Water Adequacy N
36B. Transitions N 72. Approach Alignment N
36C. Approach Guardrail N Temporary Support 0 No Temporary Supports
36D. Approach Guardrail Ends N High Load Hit (M) No

Special Insp. Equipment

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8052 BRIDGE SAFETY INSPECTION REPORT P04-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
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Location Built / Recon. / Paint / Ovly. TSC Operational Status
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Underwater Insp. Method 0

False Decking (Timber) Removed to Complete Inspection N/A - null

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8052 BRIDGE SAFETY INSPECTION REPORT P04-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
HIGHLAND AVE WALKO 42.4579  /  -83.1003 63163174000P040 Good Condition(7)
Feature Length  /  Width / Spans Owner
I-75 510.8  /  8.9  /  14 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN HAZEL PARK 1966  /        /  2007  / Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  03 Gir-Flr Bm Non

Comp
11/03/2015  /  WSCP N Not Over Waterway
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NBI INSPECTION VMJQ
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

S. Galindo MDOT 15 07/11/2003

GENERAL NOTES

DECK
07/01 05/02 07/03

1. Surface
(SIA-58A)

6 6 6 Few cracks, 5 sm scattered spall, some to resteel and spall patched w/concrete.  Small
scattered spalls throughout. Shallow resteel showing on curbs. (07/03)
Few cracks, 5 sm scattered spall, some to resteel and spall patched w/concrete.  Small
scattered spalls throughout. Shallow resteel showing on curbs. (05/02)
Few cracks, 5 sm scattered spall, some to resteel and spall patched w/concrete.  Small
scattered spalls throughout. (07/01)

2. Expansion
Joints

3 3 3 Leaking, cracked and spalled.  Wood forms under large pier 2W. (07/03)
Leaking, cracked and spalled.  Wood forms under large pier 2W. (05/02)
Leaking, cracked and spalled.  Wood forms under large pier 2W. (07/01)

3. Other
Joints

3 3 3 Leaking.  Joint filler missing - see thru.  Wood support W jt over pier. (07/03)
Leaking.  Joint filler missing - see thru.  Wood support W jt over pier. (05/02)
Leaking.  Joint filler missing - see thru.  Wood support W jt over pier. (07/01)

4. Railings 5 5 5 Chain link fence, numerous top support bars replaced and top fence sagging, rusty. (07/03)
Chain link fence, numerous top support bars replaced and top fence sagging, rusty. (05/02)
Chain link fence, numerous top support bars missing and top fence sagging, rusty. (07/01)

5. Sidewalks
or Curbs

 (07/03)
 (05/02)
 (07/01)

6. Deck
Bottom
Surface
(SIA-58B)

 (07/03)
 (05/02)
 (07/01)

7. Deck
(SIA-58)

7 7 7 2 sm wood form under deck at E. ramp.  10 lt sts w fascia. (07/03)
2 sm wood form under deck at E. ramp.  10 lt sts w fascia. (05/02)
1 sm wood form under deck at E. ramp.  10 lt sts w fascia. (07/01)

8. Drainage  (07/03)
 (05/02)
Drain attached to both abutments and some piers. (07/01)

SUPERSTRUCTURE
07/01 05/02 07/03

9. Stringer
(SIA-59)

4 4 4 15% overall rust.  Light section loss at top of web and joints at floor  beams adjacent to
ramps.  Floor beams ends of structure have holes. (07/03)
15% overall rust.  Light section loss at top of web and joints at floor  beams adjacent to
ramps.  Floor beams ends of structure have holes. (05/02)
15% overall rust.  Light section loss at top of web and joints at floor  beams adjacent to
ramps.  Floor beams ends of structure have holes. (07/01)

10. Paint
(SIA-59A)

2 2 2 15% rusted. (07/03)
15% rusted. (05/02)
15% rusted. (07/01)

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8052 BRIDGE SAFETY INSPECTION REPORT P04-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
HIGHLAND AVE WALKO 42.4579  /  -83.1003 63163174000P040 Good Condition(7)
Feature Length  /  Width / Spans Owner
I-75 510.8  /  8.9  /  14 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN HAZEL PARK 1966  /        /  2007  / Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  03 Gir-Flr Bm Non

Comp
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11. Section
Loss

0 0 0 Holes in both outside floor beams on each side of bridge. (07/03)
Holes in both outside floor beams on each side of bridge. (05/02)
Holes in both outside floor beams on each side of bridge. (07/01)

12. Bearings 6 6 6 Steel plates, rusty. (07/03)
Steel plates, rusty. (05/02)
Steel plates, rusty. (07/01)

SUBSTRUCTURE
07/01 05/02 07/03

13. Abutments
(SIA-60)

7 7 7 Few cracks. (07/03)
Few cracks. (05/02)
Few cracks. (07/01)

14. Piers
(SIA-60)

6 6 6 Few cracks, small spalls.  E pier cap and column with 2 sm spall, west pier base deep cracks
and small spall on cap. (07/03)
Few cracks, small spalls.  E pier cap and column with 2 sm spall, west pier base deep cracks
and small spall on cap. (05/02)
Few cracks, small spalls.  E pier cap and column with 2 sm spall, west pier base deep cracks
and small spall on cap. (07/01)

15. Slope
Protection

 (07/03)
 (05/02)
 (07/01)

16. Channel
(SIA-61)

N N N  (07/03)
 (05/02)
 (07/01)

17. Scour
Inspection

 (07/03)
 (05/02)
 (07/01)

APPROACH
07/01 05/02 07/03

18. Approach
Pavement

 (07/03)
 (05/02)
 (07/01)

19. Approach
Shoulders
Sidewalks

 (07/03)
 (05/02)
 (07/01)

20. Approach
Slopes

 (07/03)
 (05/02)
 (07/01)

21. Utilities Utilities attached to abut's and pier 5W and 5E. (07/03)
Utilities attached to abut's and pier 5W and 5E. (05/02)
 (07/01)

22. Drainage
Culverts

 (07/03)
 (05/02)
 (07/01)

MISCELLANEOUS
Guard Rail Other Items
Item Rating Item Rating

36A. Bridge Railings N 71. Water Adequacy N

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8052 BRIDGE SAFETY INSPECTION REPORT P04-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
HIGHLAND AVE WALKO 42.4579  /  -83.1003 63163174000P040 Good Condition(7)
Feature Length  /  Width / Spans Owner
I-75 510.8  /  8.9  /  14 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN HAZEL PARK 1966  /        /  2007  / Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  03 Gir-Flr Bm Non

Comp
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36B. Transitions N 72. Approach Alignment N
36C. Approach Guardrail N Temporary Support 0 No Temporary Supports
36D. Approach Guardrail Ends N High Load Hit (M) No

Special Insp. Equipment
Underwater Insp. Method 0

False Decking (Timber) Removed to Complete Inspection N/A - null

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8052 BRIDGE SAFETY INSPECTION REPORT P04-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
HIGHLAND AVE WALKO 42.4579  /  -83.1003 63163174000P040 Good Condition(7)
Feature Length  /  Width / Spans Owner
I-75 510.8  /  8.9  /  14 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN HAZEL PARK 1966  /        /  2007  / Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  03 Gir-Flr Bm Non

Comp
11/03/2015  /  WSCP N Not Over Waterway

Form P2502 Printed on 09/11/2017 Page 3 of 3



NBI INSPECTION FTIY
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

DLUGOPOLSKIP MDOT INSPECTOR 15 01/27/2006

GENERAL NOTES

DECK
08/03 10/04 01/06

1. Surface
(SIA-58A)

5 5 5 Cracks, 5 syd scattered spall, some to resteel and spall patched w/concrete.  Small scattered
spalls throughout. Shallow resteel showing on curbs. 20 syd scattered spalls/ patches to
ramps (01/06)
Cracks, 5 syd scattered spall, some to resteel and spall patched w/concrete.  Small scattered
spalls throughout. Shallow resteel showing on curbs. 20 syd scattered spalls/ patches to
ramps. (10/04)
Cracks, 5 syd scattered spall, some to resteel and spall patched w/concrete.  Small scattered
spalls throughout. Shallow resteel showing on curbs. 20 syd scattered spalls/ patches to
ramps. (08/03)

2. Expansion
Joints

3 3 3 Leaking, cracked and spalled.  Wood forms under large pier 2W. (01/06)
Leaking, cracked and spalled.  Wood forms under large pier 2W. (10/04)
Leaking, cracked and spalled.  Wood forms under large pier 2W. (08/03)

3. Other
Joints

3 3 3 Leaking.  Joint filler missing - see thru.  Wood support W jt over pier. (01/06)
Leaking.  Joint filler missing - see thru.  Wood support W jt over pier. (10/04)
Leaking.  Joint filler missing - see thru.  Wood support W jt over pier. (08/03)

4. Railings 5 5 5 Chain link fence, numerous top support bars need to be replaced and top fence sagging,
rusty. (01/06)
Chain link fence, numerous top support bars need to be replaced and top fence sagging,
rusty. (10/04)
Chain link fence, numerous top support bars replaced and top fence sagging, rusty. (08/03)

5. Sidewalks
or Curbs

 (01/06)
 (10/04)
 (08/03)

6. Deck
Bottom
Surface
(SIA-58B)

 (01/06)
 (10/04)
 (08/03)

7. Deck
(SIA-58)

7 7 7 2 syd wood form under deck at E. ramp and under deck @ pier 6W.  10 lft sts w fascia.
(01/06)
2 syd wood form under deck at E. ramp and under deck @ pier 6W.  10 lft sts w fascia.
(10/04)
2 syd wood form under deck at E. ramp.  10 lt sts w fascia. (08/03)

8. Drainage  (01/06)
 (10/04)
 (08/03)

SUPERSTRUCTURE
08/03 10/04 01/06

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8052 BRIDGE SAFETY INSPECTION REPORT P04-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
HIGHLAND AVE WALKO 42.4579  /  -83.1003 63163174000P040 Good Condition(7)
Feature Length  /  Width / Spans Owner
I-75 510.8  /  8.9  /  14 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN HAZEL PARK 1966  /        /  2007  / Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  03 Gir-Flr Bm Non
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9. Stringer
(SIA-59)

4 4 4 15% overall rust.  Light section loss at top of web and joints at floor  beams adjacent to
ramps.  Floor beams @ ends of structure have holes. (01/06)
15% overall rust.  Light section loss at top of web and joints at floor  beams adjacent to
ramps.  Floor beams @ ends of structure have holes. (10/04)
15% overall rust.  Light section loss at top of web and joints at floor  beams adjacent to
ramps.  Floor beams @ ends of structure have holes. (08/03)

10. Paint
(SIA-59A)

3 3 3 15% rusted (01/06)
15% rusted. (10/04)
15% rusted. (08/03)

11. Section
Loss

0 0 0 Holes in both outside floor beams on each side of bridge (01/06)
Holes in both outside floor beams on each side of bridge. (10/04)
Holes in both outside floor beams on each side of bridge. (08/03)

12. Bearings 6 6 6 Steel plates, rusty (01/06)
Steel plates, rusty. (10/04)
Steel plates, rusty. (08/03)

SUBSTRUCTURE
08/03 10/04 01/06

13. Abutments
(SIA-60)

7 7 7 Few cracks (01/06)
Few cracks. (10/04)
Few cracks. (08/03)

14. Piers
(SIA-60)

5 5 5 Cracks, small spalls.  E pier cap and column with 2 sm spall, west pier base deep cracks and
small spall on cap. Areas of delam to all pier caps. Spalls to some columns (01/06)
Cracks, small spalls.  E pier cap and column with 2 sm spall, west pier base deep cracks and
small spall on cap. Areas of delam to all pier caps. Spalls to some columns. (10/04)
Cracks, small spalls.  E pier cap and column with 2 sm spall, west pier base deep cracks and
small spall on cap. Areas of delam to all pier caps. Spalls to some columns. (08/03)

15. Slope
Protection

 (01/06)
 (10/04)
 (08/03)

16. Channel
(SIA-61)

N N N  (01/06)
 (10/04)
 (08/03)

17. Scour
Inspection

 (01/06)
 (10/04)
 (08/03)

APPROACH
08/03 10/04 01/06

18. Approach
Pavement

5 5 5  (01/06)
2" drop from W ramp to SW. (10/04)
2' drop from W ramp to SW. (08/03)

19. Approach
Shoulders
Sidewalks

 (01/06)
 (10/04)
 (08/03)

20. Approach
Slopes

 (01/06)
 (10/04)
 (08/03)

21. Utilities  (01/06)
Utilities attached to abut's and pier 5W and 5E. (10/04)
Utilities attached to abut's and pier 5W and 5E. (08/03)

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8052 BRIDGE SAFETY INSPECTION REPORT P04-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
HIGHLAND AVE WALKO 42.4579  /  -83.1003 63163174000P040 Good Condition(7)
Feature Length  /  Width / Spans Owner
I-75 510.8  /  8.9  /  14 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN HAZEL PARK 1966  /        /  2007  / Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  03 Gir-Flr Bm Non
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22. Drainage
Culverts

 (01/06)
 (10/04)
 (08/03)

MISCELLANEOUS
Guard Rail Other Items
Item Rating Item Rating

36A. Bridge Railings N 71. Water Adequacy N
36B. Transitions N 72. Approach Alignment N
36C. Approach Guardrail N Temporary Support 0 No Temporary Supports
36D. Approach Guardrail Ends N High Load Hit (M) No

Special Insp. Equipment
Underwater Insp. Method 0

False Decking (Timber) Removed to Complete Inspection N/A - null

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8052 BRIDGE SAFETY INSPECTION REPORT P04-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
HIGHLAND AVE WALKO 42.4579  /  -83.1003 63163174000P040 Good Condition(7)
Feature Length  /  Width / Spans Owner
I-75 510.8  /  8.9  /  14 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN HAZEL PARK 1966  /        /  2007  / Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  03 Gir-Flr Bm Non

Comp
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NBI INSPECTION IWLB
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

DLUGOPOLSKIP MDOT INSPECTOR 24 01/14/2010

GENERAL NOTES
No Request For Actions (RFA) were initiated at this time

DECK
04/07 07/08 01/10

1. Surface
(SIA-58A)

5 N 8 Concrete repairs (01/10)
 (07/08)
 (04/07)

2. Expansion
Joints

3 N 8 No visible deficiencies (01/10)
 (07/08)
 (04/07)

3. Other
Joints

3 N N  (01/10)
 (07/08)
 (04/07)

4. Railings 5 N 8 No visible deficiencies (01/10)
 (07/08)
 (04/07)

5. Sidewalks
or Curbs

N  (01/10)
 (07/08)
 (04/07)

6. Deck
Bottom
Surface
(SIA-58B)

N 7 Bottom surface area exhibits 0% spalls (01/10)
 (07/08)
 (04/07)

7. Deck
(SIA-58)

7 7 7 No visible deficiencies (01/10)
 (07/08)
 (04/07)

8. Drainage  (01/10)
 (07/08)
 (04/07)

SUPERSTRUCTURE
04/07 07/08 01/10

9. Stringer
(SIA-59)

4 7 7 No section loss. Paint in good condition. (01/10)
 (07/08)
15% overall rust.  Light section loss at top of web and joints at floor  beams adjacent to
ramps.  Floor beams @ ends of structure have holes. (04/07)

10. Paint
(SIA-59A)

3 N 8 No visible deficiencies (01/10)
 (07/08)
 (04/07)

11. Section
Loss

0 N 3  (01/10)
 (07/08)
 (04/07)

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8052 BRIDGE SAFETY INSPECTION REPORT P04-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
HIGHLAND AVE WALKO 42.4579  /  -83.1003 63163174000P040 Good Condition(7)
Feature Length  /  Width / Spans Owner
I-75 510.8  /  8.9  /  14 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN HAZEL PARK 1966  /        /  2007  / Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  03 Gir-Flr Bm Non
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12. Bearings 6 N 7 No visible deficiencies (01/10)
 (07/08)
 (04/07)

SUBSTRUCTURE
04/07 07/08 01/10

13. Abutments
(SIA-60)

7 7 7 No visible deficiencies. (01/10)
 (07/08)
 (04/07)

14. Piers
(SIA-60)

5 7 7 Patched. (01/10)
 (07/08)
 (04/07)

15. Slope
Protection

 (01/10)
 (07/08)
 (04/07)

16. Channel
(SIA-61)

N N N  (01/10)
 (07/08)
 (04/07)

17. Scour
Inspection

 (01/10)
 (07/08)
 (04/07)

APPROACH
04/07 07/08 01/10

18. Approach
Pavement

5 N 8 No visible deficiencies (01/10)
 (07/08)
 (04/07)

19. Approach
Shoulders
Sidewalks

 (01/10)
 (07/08)
 (04/07)

20. Approach
Slopes

 (01/10)
 (07/08)
 (04/07)

21. Utilities  (01/10)
 (07/08)
 (04/07)

22. Drainage
Culverts

 (01/10)
 (07/08)
 (04/07)

MISCELLANEOUS
Guard Rail Other Items
Item Rating Item Rating

36A. Bridge Railings N 71. Water Adequacy N
36B. Transitions N 72. Approach Alignment N
36C. Approach Guardrail N Temporary Support 0 No Temporary Supports
36D. Approach Guardrail Ends N High Load Hit (M) No

Special Insp. Equipment 3
Underwater Insp. Method 0

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8052 BRIDGE SAFETY INSPECTION REPORT P04-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
HIGHLAND AVE WALKO 42.4579  /  -83.1003 63163174000P040 Good Condition(7)
Feature Length  /  Width / Spans Owner
I-75 510.8  /  8.9  /  14 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN HAZEL PARK 1966  /        /  2007  / Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  03 Gir-Flr Bm Non

Comp
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False Decking (Timber) Removed to Complete Inspection N/A - null

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8052 BRIDGE SAFETY INSPECTION REPORT P04-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
HIGHLAND AVE WALKO 42.4579  /  -83.1003 63163174000P040 Good Condition(7)
Feature Length  /  Width / Spans Owner
I-75 510.8  /  8.9  /  14 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN HAZEL PARK 1966  /        /  2007  / Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  03 Gir-Flr Bm Non
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NBI INSPECTION WSCP
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

Greg Perkowski MDOT 24 11/03/2015

GENERAL NOTES
No RFA(s) were submitted with this inspection.
All measurements and quantities are estimated unless qualified.

ESTABLISH DIRECTIONS:  I-75 = N-S

Under Clearance Signs:  14' - 8" S.B. Service Dr.  14' - 9"  N.B. Service Dr.  Traffic Signs:  None  G. Perkowski  {11/03/15}

DECK
12/11 11/13 11/15

1. Surface
(SIA-58A)

7 7 7 App spans are conc slabs on hammerhead piers.  Main spans are typical decks on girders.
Both have many conc. repairs, rand and map crks to 1/16", some wet. Some STS areas on
edges of deck. (11/15)
App spans are conc slabs on hammerhead piers.  Main spans are typical decks on girders.
Both have many conc. repairs, rand and map crks to 1/16", some wet. Some STS areas on
edges of deck. (11/13)
App spans are conc slabs on hammerhead piers.  Main spans are typ decks on girders.  Both
have many conc. repairs, rand and map crks to 1/16", some wet. (12/11)

2. Expansion
Joints

8 8 8 Strip seals in good condition (11/15)
Strip seals in good condition (11/13)
Rubber covers in place. (12/11)

3. Other
Joints

N N N N/A (11/15)
N/A (11/13)
N/A (12/11)

4. Railings 8 8 8 1" galv. ped fence.  Good condition. (11/15)
1" galv. ped fence.  Good condition. (11/13)
1" galv. ped fence.  Good condition. (12/11)

5. Sidewalks
or Curbs

N N N N/A (11/15)
N/A (11/13)
N/A (12/11)

6. Deck
Bottom
Surface
(SIA-58B)

7 7 7 App spans are conc slabs on hammerhead piers.  Map and rand crks, some wet.  Mainline
deck is typ on girders.  Very few min crks. (11/15)
App spans are conc slabs on hammerhead piers.  Map and rand crks, some wet.  Mainline
deck is typ on girders.  Very few min crks. (11/13)
App spans are conc slabs on hammerhead piers.  Map and rand crks, some wet.  Mainline
deck is typ on girders.  Very few min crks. (12/11)

7. Deck
(SIA-58)

7 7 7 Surf:  App spans are conc slabs on hammerhead piers.  Main spans are typ decks on girders.
Both have many conc. repairs, rand and map crks to 1/16", some wet. Some STS areas on
edges of deck. Btm:  Apps:  Map and rand crks, some wet.  Mainline:  Very few min crks.
Fas:  Not visible. (11/15)
Surf:  App spans are conc slabs on hammerhead piers.  Main spans are typ decks on girders.
Both have many conc. repairs, rand and map crks to 1/16", some wet. Some STS areas on
edges of deck. Btm:  Apps:  Map and rand crks, some wet.  Mainline:  Very few min crks.
Fas:  Not visible. (11/13)
Surf:  App spans are conc slabs on hammerhead piers.  Main spans are typ decks on girders.
Both have many conc. repairs, rand and map crks to 1/16", some wet.  Btm:  Apps:  Map and
rand crks, some wet.  Mainline:  Very few min crks.  Fas:  Not visible. (12/11)

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8052 BRIDGE SAFETY INSPECTION REPORT P04-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
HIGHLAND AVE WALKO 42.4579  /  -83.1003 63163174000P040 Good Condition(7)
Feature Length  /  Width / Spans Owner
I-75 510.8  /  8.9  /  14 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN HAZEL PARK 1966  /        /  2007  / Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  03 Gir-Flr Bm Non

Comp
11/03/2015  /  WSCP N Not Over Waterway
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8. Drainage Grates at end/ main spans.  Appear to be working.  Rusted. (11/15)
Grates at end/ main spans.  Appear to be working.  Rusted. (11/13)
Grates at end/ main spans.  Appear to be working.  Rusted. (12/11)

SUPERSTRUCTURE
12/11 11/13 11/15

9. Stringer
(SIA-59)

8 8 8 2 girders with floor beams.  Good condition.  Bolted beam end repairs. Paint:  06/08-4  Minor
weathering.  Blt'd bm end repairs all ends.  Brgs:  Min surf rust. (11/15)
Good condition.  Bolted beam end repairs. Paint:  06/08-4  Minor weathering. (11/13)
Good contion.  Paint:  06/08-4  Minor weathering. (12/11)

10. Paint
(SIA-59A)

8 8 8 06/08-4  Minor weathering. (11/15)
06/08-4  Minor weathering. (11/13)
06/08-4  Minor weathering. (12/11)

11. Section
Loss

3 3 3 Blt'd bm end repairs all ends. (11/15)
Blt'd bm end repairs all ends. (11/13)
Blt'd bm end repairs all ends. (12/11)

12. Bearings 7 7 7 Min surf rust. (11/15)
Min surf rust. (11/13)
Min surf rust. (12/11)

SUBSTRUCTURE
12/11 11/13 11/15

13. Abutments
(SIA-60)

7 7 7 Minor crks. (11/15)
Minor crks. (11/13)
Minor crks. (12/11)

14. Piers
(SIA-60)

7 7 7 Repaired.  Crks in repairs.  Few minor rand crks. (11/15)
Repaired.  Crks in repairs.  Few minor rand crks. (11/13)
Repaired.  Crks in repairs.  Few minor rand crks. (12/11)

15. Slope
Protection

N N N N/A  None. (11/15)
N/A  None. (11/13)
N/A  None. (12/11)

16. Channel
(SIA-61)

N N N N/A (11/15)
N/A (11/13)
N/A (12/11)

17. Scour
Inspection

N N/A (11/15)
 (11/13)
 (12/11)

APPROACH
12/11 11/13 11/15

18. Approach
Pavement

7 7 7 Conc.  Few rand crks.  2" - 3" drop/settlement at both approaches. (11/15)
Conc.  Few rand crks.  2" - 3" drop/settlement at both approaches. (11/13)
Conc.  Few rand crks.  2" - 3" drop/settlement at W. app. (12/11)

19. Approach
Shoulders
Sidewalks

N N N N/A (11/15)
N/A (11/13)
N/A (12/11)

20. Approach
Slopes

Grass.  Good contion. (11/15)
Grass.  Good contion. (11/13)
Grass.  Good contion. (12/11)

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8052 BRIDGE SAFETY INSPECTION REPORT P04-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
HIGHLAND AVE WALKO 42.4579  /  -83.1003 63163174000P040 Good Condition(7)
Feature Length  /  Width / Spans Owner
I-75 510.8  /  8.9  /  14 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN HAZEL PARK 1966  /        /  2007  / Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  03 Gir-Flr Bm Non

Comp
11/03/2015  /  WSCP N Not Over Waterway
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21. Utilities None visible. (11/15)
None visible. (11/13)
None visible. (12/11)

22. Drainage
Culverts

None visible. (11/15)
None visible. (11/13)
None visible. (12/11)

MISCELLANEOUS
Guard Rail Other Items
Item Rating Item Rating

36A. Bridge Railings N 71. Water Adequacy N
36B. Transitions N 72. Approach Alignment N
36C. Approach Guardrail N Temporary Support 0 No Temporary Supports
36D. Approach Guardrail Ends N High Load Hit (M) No

Special Insp. Equipment 3
Underwater Insp. Method 0

False Decking (Timber) Removed to Complete Inspection N/A - No False Decking

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8052 BRIDGE SAFETY INSPECTION REPORT P04-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
HIGHLAND AVE WALKO 42.4579  /  -83.1003 63163174000P040 Good Condition(7)
Feature Length  /  Width / Spans Owner
I-75 510.8  /  8.9  /  14 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN HAZEL PARK 1966  /        /  2007  / Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  03 Gir-Flr Bm Non

Comp
11/03/2015  /  WSCP N Not Over Waterway
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NBI INSPECTION LWAP
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

J. Jackson NTH 24 07/13/1999

GENERAL NOTES

DECK
08/95 09/97 07/99

1. Surface
(SIA-58A)

6 6 6 4 sm of spalls on ramps, numerous cracks and spall along joints.  Concrete and bit patch on
E. and  W. ramp. Cracks to steel on main section curbs. (07/99)
 (09/97)
 (08/95)

2. Expansion
Joints

5 Leaking, slight bend in steel dam.  Spalled. (07/99)
 (09/97)
 (08/95)

3. Other
Joints

5 Leaking. (07/99)
 (09/97)
 (08/95)

4. Railings 6 Chain link fence, rusty.  Bent and unconnected braces, 2 missing on East ramp. (07/99)
 (09/97)
 (08/95)

5. Sidewalks
or Curbs

 (07/99)
 (09/97)
 (08/95)

6. Deck
Bottom
Surface
(SIA-58B)

 (07/99)
 (09/97)
 (08/95)

7. Deck
(SIA-58)

6 6 6 Spall under joints.  0.5 sm spall under deck over NB/SB. 15 m spall, incipient spall and cracks
along edges at both ramps, transverse cracks. (07/99)
 (09/97)
 (08/95)

8. Drainage  (07/99)
 (09/97)
 (08/95)

SUPERSTRUCTURE
08/95 09/97 07/99

9. Stringer
(SIA-59)

7 6 6 A-588.  Flaking rust.  Minor section loss at beam ends. (07/99)
 (09/97)
 (08/95)

10. Paint
(SIA-59A)

N 0 N  (07/99)
 (09/97)
 (08/95)

11. Section
Loss

3 Flaking rust. (07/99)
 (09/97)
 (08/95)

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8053 BRIDGE SAFETY INSPECTION REPORT P05-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
BROWNING AVE WALKO 42.471  /  -83.1106 63163174000P050 Fair Condition(6)
Feature Length  /  Width / Spans Owner
I-75 488.8  /  8.9  /  14 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN HAZEL PARK 1969  /        /  2008  / Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  03 Gir-Flr Bm Non

Comp
07/05/2017  /  82J2 N Not Over Waterway
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12. Bearings 7 Rockers and steel plates, slightly rusty. (07/99)
 (09/97)
 (08/95)

SUBSTRUCTURE
08/95 09/97 07/99

13. Abutments
(SIA-60)

7 7 7 Few cracks. (07/99)
 (09/97)
 (08/95)

14. Piers
(SIA-60)

7 Few incipient spalls at W. pier. Vertical crack 1E. (07/99)
 (09/97)
 (08/95)

15. Slope
Protection

 (07/99)
 (09/97)
 (08/95)

16. Channel
(SIA-61)

N N N  (07/99)
 (09/97)
 (08/95)

17. Scour
Inspection

 (07/99)
 (09/97)
 (08/95)

APPROACH
08/95 09/97 07/99

18. Approach
Pavement

N  (07/99)
 (09/97)
 (08/95)

19. Approach
Shoulders
Sidewalks

 (07/99)
 (09/97)
 (08/95)

20. Approach
Slopes

 (07/99)
 (09/97)
 (08/95)

21. Utilities  (07/99)
 (09/97)
 (08/95)

22. Drainage
Culverts

 (07/99)
 (09/97)
 (08/95)

MISCELLANEOUS
Guard Rail Other Items
Item Rating Item Rating

36A. Bridge Railings N 71. Water Adequacy N
36B. Transitions N 72. Approach Alignment N
36C. Approach Guardrail N Temporary Support 0 No Temporary Supports
36D. Approach Guardrail Ends N High Load Hit (M) No

Special Insp. Equipment
Underwater Insp. Method 0

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8053 BRIDGE SAFETY INSPECTION REPORT P05-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
BROWNING AVE WALKO 42.471  /  -83.1106 63163174000P050 Fair Condition(6)
Feature Length  /  Width / Spans Owner
I-75 488.8  /  8.9  /  14 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN HAZEL PARK 1969  /        /  2008  / Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  03 Gir-Flr Bm Non

Comp
07/05/2017  /  82J2 N Not Over Waterway
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False Decking (Timber) Removed to Complete Inspection N/A - null

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8053 BRIDGE SAFETY INSPECTION REPORT P05-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
BROWNING AVE WALKO 42.471  /  -83.1106 63163174000P050 Fair Condition(6)
Feature Length  /  Width / Spans Owner
I-75 488.8  /  8.9  /  14 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN HAZEL PARK 1969  /        /  2008  / Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  03 Gir-Flr Bm Non

Comp
07/05/2017  /  82J2 N Not Over Waterway
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NBI INSPECTION QXYO
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

DLUGOPOLSKIP MDOT INSPECTOR 24 07/13/2005

GENERAL NOTES

DECK
07/01 07/03 07/05

1. Surface
(SIA-58A)

5 5 5 9 yd2 of spalls on ramps, numerous cracks and spall along joints.  Concrete and bit patch on
E. and  W. ramp. Cracks and STS on main section curbs. (07/05)
9 yd2 of spalls on ramps, numerous cracks and spall along joints.  Concrete and bit patch on
E. and  W. ramp. Cracks to steel on main section curbs. (07/03)
9 yd2 of spalls on ramps, numerous cracks and spall along joints.  Concrete and bit patch on
E. and  W. ramp. Cracks to steel on main section curbs. (07/01)

2. Expansion
Joints

4 4 4 Leaking, slight bend in steel dam.  Spalled to steel with concrete patch. (07/05)
Leaking, slight bend in steel dam.  Spalled to steel with concrete patch. (07/03)
Leaking, slight bend in steel dam.  Spalled to steel with concrete patch. (07/01)

3. Other
Joints

3 3 3 Leaking & sts at W jt with filler missing. (07/05)
Leaking & sts at W jt with filler missing. (07/03)
Leaking & sts at W jt with filler missing. (07/01)

4. Railings 6 6 6 Chain link fence, rusty.  Bent and unconnected braces, 2 missing on East ramp. (07/05)
Chain link fence, rusty.  Bent and unconnected braces, 2 missing on East ramp. (07/03)
Chain link fence, rusty.  Bent and unconnected braces, 2 missing on East ramp. (07/01)

5. Sidewalks
or Curbs

 (07/05)
 (07/03)
 (07/01)

6. Deck
Bottom
Surface
(SIA-58B)

 (07/05)
 (07/03)
 (07/01)

7. Deck
(SIA-58)

6 6 6 Spall under joints.  5 ft2 spall under deck over NB/SB. 15  yd2 spall, incipient spall and cracks
along edges at both ramps, transverse cracks. 50% sts on E ramp fascias. 9 ft sts on W
facsias (07/05)
Spall under joints.  5 ft2 spall under deck over NB/SB. 15  yd2 spall, incipient spall and cracks
along edges at both ramps, transverse cracks. 50% sts on E ramp fascias. 9 ft sts on W
facsias (07/03)
Spall under joints.  5 ft2 spall under deck over NB/SB. 15  yd2 spall, incipient spall and cracks
along edges at both ramps, transverse cracks. (07/01)

8. Drainage Drains attached to both abut's and piers 5 & 9W. (07/05)
Drains attached to both abut's and piers 5 & 9W. (07/03)
Drains attached to both abut's and piers 5 & 9W. (07/01)

SUPERSTRUCTURE
07/01 07/03 07/05

9. Stringer
(SIA-59)

6 6 6 A-588.  Flaking rust.  Minor section loss at beam ends. (07/05)
A-588.  Flaking rust.  Minor section loss at beam ends. (07/03)
A-588.  Flaking rust.  Minor section loss at beam ends. (07/01)

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8053 BRIDGE SAFETY INSPECTION REPORT P05-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
BROWNING AVE WALKO 42.471  /  -83.1106 63163174000P050 Fair Condition(6)
Feature Length  /  Width / Spans Owner
I-75 488.8  /  8.9  /  14 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN HAZEL PARK 1969  /        /  2008  / Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  03 Gir-Flr Bm Non

Comp
07/05/2017  /  82J2 N Not Over Waterway
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10. Paint
(SIA-59A)

N N N  (07/05)
 (07/03)
 (07/01)

11. Section
Loss

2 2 2 Minor section loss at bm ends. (07/05)
Minor section loss at bm ends. (07/03)
Minor section loss at bm ends. (07/01)

12. Bearings 6 6 6 Rusty steel plates. (07/05)
Rusty steel plates. (07/03)
Rusty steel plates. (07/01)

SUBSTRUCTURE
07/01 07/03 07/05

13. Abutments
(SIA-60)

7 7 7 Few cracks. (07/05)
Few cracks. (07/03)
Few cracks. (07/01)

14. Piers
(SIA-60)

6 6 6 Incipient spalls at C  pier. Vertical crack 1E. Areas of delam on pier cap and columns. Old
area of repair to S end of center pier cap. (07/05)
Incipient spalls at C  pier. Vertical crack 1E. Areas of delam on pier cap and columns. Old
area of repair to S end of center pier cap. (07/03)
Incipient spalls at C  pier. Vertical crack 1E. (07/01)

15. Slope
Protection

 (07/05)
 (07/03)
 (07/01)

16. Channel
(SIA-61)

N N N  (07/05)
 (07/03)
 (07/01)

17. Scour
Inspection

 (07/05)
 (07/03)
 (07/01)

APPROACH
07/01 07/03 07/05

18. Approach
Pavement

N N  (07/05)
 (07/03)
 (07/01)

19. Approach
Shoulders
Sidewalks

 (07/05)
 (07/03)
 (07/01)

20. Approach
Slopes

 (07/05)
 (07/03)
 (07/01)

21. Utilities  (07/05)
 (07/03)
 (07/01)

22. Drainage
Culverts

 (07/05)
 (07/03)
 (07/01)

MISCELLANEOUS
Guard Rail Other Items

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8053 BRIDGE SAFETY INSPECTION REPORT P05-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
BROWNING AVE WALKO 42.471  /  -83.1106 63163174000P050 Fair Condition(6)
Feature Length  /  Width / Spans Owner
I-75 488.8  /  8.9  /  14 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN HAZEL PARK 1969  /        /  2008  / Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  03 Gir-Flr Bm Non

Comp
07/05/2017  /  82J2 N Not Over Waterway
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Item Rating Item Rating

36A. Bridge Railings N 71. Water Adequacy N
36B. Transitions N 72. Approach Alignment N
36C. Approach Guardrail N Temporary Support 0 No Temporary Supports
36D. Approach Guardrail Ends N High Load Hit (M) No

Special Insp. Equipment
Underwater Insp. Method 0

False Decking (Timber) Removed to Complete Inspection N/A - null

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8053 BRIDGE SAFETY INSPECTION REPORT P05-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
BROWNING AVE WALKO 42.471  /  -83.1106 63163174000P050 Fair Condition(6)
Feature Length  /  Width / Spans Owner
I-75 488.8  /  8.9  /  14 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN HAZEL PARK 1969  /        /  2008  / Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  03 Gir-Flr Bm Non

Comp
07/05/2017  /  82J2 N Not Over Waterway
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NBI INSPECTION TABR
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

Bonnie Yu MDOT INSPECTOR 24 07/01/2011

GENERAL NOTES
Vertical underclearance - 14'-3" N.B. Service Dr., 14'-6" S.B. Service Dr.

2 signs attached to S. fascia, 2 signs attached to N. fascia

DECK
07/07 07/09 07/11

1. Surface
(SIA-58A)

5 6 Heavy rust stains throughout.  Random and longitudinal leaching cracks.  25% of surface has
been previously patched.  Painted over spalls at curbs.  Longitudinal open cracks at curbs.
Curb near expansion joint 3W STS approx. 3 Lft., paint on girder is peeling off - work
recommendation to patch curb. (07/11)
 (07/09)
 (07/07)

2. Expansion
Joints

4 8 Strip seal expansion joints are debris filled (x5). (07/11)
 (07/09)
 (07/07)

3. Other
Joints

3 N None (07/11)
 (07/09)
 (07/07)

4. Railings 6 8 Pedestrian fencing - curved with 1" mesh size.  No notable defects. (07/11)
 (07/09)
 (07/07)

5. Sidewalks
or Curbs

N None (07/11)
 (07/09)
 (07/07)

6. Deck
Bottom
Surface
(SIA-58B)

7 Light scaling at approach spans.  Few longitudinal leaching cracks.  0.5 Sft STS over N.B.
lanes.  0.5 Sft STS over S.B. lanes. (07/11)
 (07/09)
 (07/07)

7. Deck
(SIA-58)

6 6 6 Deck fascia - Deck fascia at approach spans have been previoiusly patched.  Shrinkage
cracks at patches.
Deck surface - Heavy rust stains throughout.  Random and longitudinal leaching cracks.  25%
of surface has been previously patched.  Painted over spalls at curbs.  Longitudinal open
cracks at curbs.  Curb near expansion joint 3W STS approx. 3 Lft., paint on girder is peeling
off - work recommendation to patch curb.
Deck bottom - Light scaling at approach spans.  Few longitudinal leaching cracks.  0.5 Sft
STS over N.B. lanes.  0.5 Sft STS over S.B. lanes. (07/11)
 (07/09)
 (07/07)

8. Drainage Drain castings on deck. (07/11)
 (07/09)
 (07/07)

SUPERSTRUCTURE
07/07 07/09 07/11

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8053 BRIDGE SAFETY INSPECTION REPORT P05-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
BROWNING AVE WALKO 42.471  /  -83.1106 63163174000P050 Fair Condition(6)
Feature Length  /  Width / Spans Owner
I-75 488.8  /  8.9  /  14 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN HAZEL PARK 1969  /        /  2008  / Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  03 Gir-Flr Bm Non

Comp
07/05/2017  /  82J2 N Not Over Waterway
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9. Stringer
(SIA-59)

6 6 8 Beam repairs.  No notable defects. (07/11)
 (07/09)
 (07/07)

10. Paint
(SIA-59A)

N 8 06/08-4 - Painted brown.  No notable defects. (07/11)
 (07/09)
 (07/07)

11. Section
Loss

2 3 No visible section loss. (07/11)
 (07/09)
 (07/07)

12. Bearings 6 8 Painted.  No notable defects. (07/11)
 (07/09)
 (07/07)

SUBSTRUCTURE
07/07 07/09 07/11

13. Abutments
(SIA-60)

7 7 7 Leaching cracks due to deck drains attached to abutments. (07/11)
 (07/09)
 (07/07)

14. Piers
(SIA-60)

6 6 7 Previously patched.  Some shrinkage cracks in patches.  Rust stains in cap. (07/11)
 (07/09)
 (07/07)

15. Slope
Protection

N None (07/11)
 (07/09)
 (07/07)

16. Channel
(SIA-61)

N N N N/A (07/11)
 (07/09)
 (07/07)

17. Scour
Inspection

 (07/11)
 (07/09)
 (07/07)

APPROACH
07/07 07/09 07/11

18. Approach
Pavement

N 7 Concrete.  Previously patched.  Patches are in good condition.  Vegetation growth in joints.
Few random cracks. (07/11)
 (07/09)
 (07/07)

19. Approach
Shoulders
Sidewalks

N N/A (07/11)
 (07/09)
 (07/07)

20. Approach
Slopes

None (07/11)
 (07/09)
 (07/07)

21. Utilities None (07/11)
 (07/09)
 (07/07)

22. Drainage
Culverts

None (07/11)
 (07/09)
 (07/07)

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8053 BRIDGE SAFETY INSPECTION REPORT P05-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
BROWNING AVE WALKO 42.471  /  -83.1106 63163174000P050 Fair Condition(6)
Feature Length  /  Width / Spans Owner
I-75 488.8  /  8.9  /  14 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN HAZEL PARK 1969  /        /  2008  / Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  03 Gir-Flr Bm Non

Comp
07/05/2017  /  82J2 N Not Over Waterway
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MISCELLANEOUS
Guard Rail Other Items
Item Rating Item Rating

36A. Bridge Railings N 71. Water Adequacy N
36B. Transitions N 72. Approach Alignment N
36C. Approach Guardrail N Temporary Support 0 No Temporary Supports
36D. Approach Guardrail Ends N High Load Hit (M) No

Special Insp. Equipment
Underwater Insp. Method 0

False Decking (Timber) Removed to Complete Inspection N/A - null

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive

MICHIGAN DEPARTMENT OF TRANSPORTATION
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I-75 488.8  /  8.9  /  14 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN HAZEL PARK 1969  /        /  2008  / Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
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NBI INSPECTION 82J2
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

Christal Larkins MDOT - Metro Region 24 07/05/2017

GENERAL NOTES
Vertical underclearance - 14'-3" N.B. Service Dr., 14'-6" S.B. Service Dr.
2 signs attached to S. fascia, 2 signs attached to N. fascia
I 75 - 2 (128)

DECK
07/13 07/15 07/17

1. Surface
(SIA-58A)

6 6 6 30% cracking on main span. Heavy rust stains throughout.  Random and longitudinal leaching
cracks.  25% of surface has been previously patched.  Painted over spalls at curbs along
deck edge against beam.  STS (20') and longitudinal open cracks at curbs.  Curb near
expansion joint 3W STS approx. 3 Lft., paint on girder is peeling off. (07/17)
30% cracking on main span. Heavy rust stains throughout.  Random and longitudinal leaching
cracks.  25% of surface has been previously patched.  Painted over spalls at curbs along
deck edge against beam.  STS (20') and longitudinal open cracks at curbs.  Curb near
expansion joint 3W STS approx. 3 Lft., paint on girder is peeling off. (07/15)
Heavy rust stains throughout.  Random and longitudinal leaching cracks.  25% of surface has
been previously patched.  Painted over spalls at curbs along deck edge against beam.
Longitudinal open cracks at curbs.  Curb near expansion joint 3W STS approx. 3 Lft., paint on
girder is peeling off. (07/13)

2. Expansion
Joints

8 7 7 Strip seal expansion joints are debris filled (x5). Rust on steel rails (07/17)
Strip seal expansion joints are debris filled (x5). Rust on steel rails (07/15)
Strip seal expansion joints are debris filled (x5).
Saw cuts good. (07/13)

3. Other
Joints

N 7 7 Saw cuts good. (07/17)
Saw cuts good. (07/15)
None (07/13)

4. Railings 8 8 8 Pedestrian fencing - galv. curved with 1" mesh size.  No notable defects. (07/17)
Pedestrian fencing - galv. curved with 1" mesh size.  No notable defects. (07/15)
Pedestrian fencing - galv. curved with 1" mesh size.  No notable defects. (07/13)

5. Sidewalks
or Curbs

N N N None (07/17)
None (07/15)
None (07/13)

6. Deck
Bottom
Surface
(SIA-58B)

7 7 7 Light scaling at approach spans. Map cracking 3% of area. Few longitudinal leaching cracks.
0.5 Sft STS over N.B. lanes. 1 Sft STS over S.B. lanes.  APPS:  Small delams and some
leaching. (07/17)
Light scaling at approach spans. Map cracking 3% of area. Few longitudinal leaching cracks.
0.5 Sft STS over N.B. lanes. 1 Sft STS over S.B. lanes.  APPS:  Small delams and some
leaching. (07/15)
Light scaling at approach spans.  Few longitudinal leaching cracks.  0.5 Sft STS over N.B.
lanes.  0.5 Sft STS over S.B. lanes.  APPS:  Small delams and some leaching. (07/13)

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8053 BRIDGE SAFETY INSPECTION REPORT P05-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
BROWNING AVE WALKO 42.471  /  -83.1106 63163174000P050 Fair Condition(6)
Feature Length  /  Width / Spans Owner
I-75 488.8  /  8.9  /  14 Region: Metro(7)
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IN HAZEL PARK 1969  /        /  2008  / Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
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7. Deck
(SIA-58)

6 6 6 Surf:  30% cracking on main span. Heavy rust stains throughout.  Random and longitudinal
leaching cracks.  25% of surface has been previously patched.  Painted over spalls at curbs
along deck edge against beam.  STS (20') and longitudinal open cracks at curbs.  Curb near
expansion joint 3W STS approx. 3 Lft., paint on girder is peeling off.  Btm: Light scaling at
approach spans. Map cracking 3% of area. Few longitudinal leaching cracks.  0.5 Sft STS
over N.B. lanes. 1 Sft STS over S.B. lanes.  APPS:  Small delams and some leaching. Fas:
Not visible. (07/17)
Surf:  30% cracking on main span. Heavy rust stains throughout.  Random and longitudinal
leaching cracks.  25% of surface has been previously patched.  Painted over spalls at curbs
along deck edge against beam.  STS (20') and longitudinal open cracks at curbs.  Curb near
expansion joint 3W STS approx. 3 Lft., paint on girder is peeling off.  Btm: Light scaling at
approach spans. Map cracking 3% of area. Few longitudinal leaching cracks.  0.5 Sft STS
over N.B. lanes. 1 Sft STS over S.B. lanes.  APPS:  Small delams and some leaching. Fas:
Not visible. (07/15)
Surf:  Heavy rust stains throughout.  Random and longitudinal leaching cracks.  25% of
surface has been previously patched.  Painted over spalls at curbs along deck edge against
beam.  Longitudinal open cracks at curbs.  Curb near expansion joint 3W STS approx. 3 Lft.,
paint on girder is peeling off.  Btm: Light scaling at approach spans.  Few longitudinal
leaching cracks.  0.5 Sft STS over N.B. lanes.  0.5 Sft STS over S.B. lanes.  APPS:  Small
delams and some leaching.  Fas:  Not visible. (07/13)

8. Drainage  (07/17)
Drain castings on deck. (07/15)
Drain castings on deck. (07/13)

SUPERSTRUCTURE
07/13 07/15 07/17

9. Stringer
(SIA-59)

7 7 7 2 steel beams w/4 P&H. Beam repairs.  Paint:  08/08-4 - Painted brown.  No notable defects.
LOSS:  No visible section loss.  Brgs:  Painted.  No notable defects. (07/17)
2 steel beams w/4 P&H. Beam repairs.  Paint:  08/08-4 - Painted brown.  No notable defects.
LOSS:  No visible section loss.  Brgs:  Painted.  No notable defects. (07/15)
Beam repairs.  Paint:  08/08-4 - Painted brown.  No notable defects.  LOSS:  No visible
section loss.  Brgs:  Painted.  No notable defects. (07/13)

10. Paint
(SIA-59A)

8 8 8 08/08-4 - Painted brown.  No notable defects. (07/17)
08/08-4 - Painted brown.  No notable defects. (07/15)
08/08-4 - Painted brown.  No notable defects. (07/13)

11. Section
Loss

3 3 3 No visible section loss. (07/17)
No visible section loss. (07/15)
No visible section loss. (07/13)

12. Bearings 8 8 8 Painted.  No notable defects. (07/17)
Painted.  No notable defects. (07/15)
Painted.  No notable defects. (07/13)

SUBSTRUCTURE
07/13 07/15 07/17

13. Abutments
(SIA-60)

7 7 7 Leaching cracks due to deck drains attached to abutments. (07/17)
Leaching cracks due to deck drains attached to abutments. (07/15)
Leaching cracks due to deck drains attached to abutments. (07/13)

14. Piers
(SIA-60)

7 7 7 Previously patched.  S.end cntr cap has large repair.   Some shrinkage cracks in patches.
Rust stains in cap. (07/17)
Previously patched.  S.end cntr cap has large repair.   Some shrinkage cracks in patches.
Rust stains in cap. (07/15)
Previously patched.  S.end cntr cap has large repair.   Some shrinkage cracks in patches.
Rust stains in cap. (07/13)
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15. Slope
Protection

N N N None (07/17)
None (07/15)
None (07/13)

16. Channel
(SIA-61)

N N N N/A (07/17)
N/A (07/15)
N/A (07/13)

17. Scour
Inspection

N  (07/17)
 (07/15)
 (07/13)

APPROACH
07/13 07/15 07/17

18. Approach
Pavement

7 7 6 Concrete.  Previously patched.  Patches are in good condition.  Vegetation growth in joints.
Few random cracks.  STS in 2 locations at bottom of east approach ramp (07/17)
Concrete.  Previously patched.  Patches are in good condition.  Vegetation growth in joints.
Few random cracks. (07/15)
Concrete.  Previously patched.  Patches are in good condition.  Vegetation growth in joints.
Few random cracks. (07/13)

19. Approach
Shoulders
Sidewalks

N N N N/A (07/17)
N/A (07/15)
N/A (07/13)

20. Approach
Slopes

Grass.  Good condition. (07/17)
Grass.  Good condition. (07/15)
Grass.  Good condition. (07/13)

21. Utilities None (07/17)
None (07/15)
None (07/13)

22. Drainage
Culverts

None (07/17)
None (07/15)
None (07/13)

MISCELLANEOUS
Guard Rail Other Items
Item Rating Item Rating

36A. Bridge Railings N 71. Water Adequacy N
36B. Transitions N 72. Approach Alignment N
36C. Approach Guardrail N Temporary Support 0 No Temporary Supports
36D. Approach Guardrail Ends N High Load Hit (M) No

Special Insp. Equipment
Underwater Insp. Method 0

False Decking (Timber) Removed to Complete Inspection N/A - No False Decking

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive

MICHIGAN DEPARTMENT OF TRANSPORTATION
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SUPPORTING IMAGES 82J2 07/05/2017

Document Name: IMG_8154.JPG Document Name: IMG_8237.JPG
Category: Elevation Category: Elevation
Comments: Looking south Comments: Over SB Service Drive

Document Name: IMG_8263.JPG Document Name: IMG_8276.JPG
Category: Elevation Category: Elevation
Comments: Over NB Service Dr Comments: Looking North
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Document Name: IMG_8156.JPG Document Name: IMG_8171.JPG
Category: Approach Category: Approach
Comments: East Approach Comments: Bottom of East Approach Ramp. Some STS

Document Name: IMG_8203.JPG Document Name: IMG_8210.JPG
Category: Approach Category: Approach
Comments: West Approach Ramp Comments: West Approach
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Document Name: IMG_8199.JPG Document Name: IMG_8204.JPG
Category: Deck Category: Deck
Comments: STS in curb edge, both sides typ. Comments: Looking east

Document Name: IMG_8186.JPG Document Name: IMG_8241.JPG
Category: Joints Category: Superstructure
Comments: strip seal joint, typ. Comments: Span 2W Deck underside

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8053 BRIDGE SAFETY INSPECTION REPORT P05-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
BROWNING AVE WALKO 42.471  /  -83.1106 63163174000P050 Fair Condition(6)
Feature Length  /  Width / Spans Owner
I-75 488.8  /  8.9  /  14 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN HAZEL PARK 1969  /        /  2008  / Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  03 Gir-Flr Bm Non

Comp
07/05/2017  /  82J2 N Not Over Waterway

Form P2502 Printed on 09/11/2017 Page 6 of 8



Document Name: IMG_8247.JPG Document Name: IMG_8257.JPG
Category: Pin and Hanger Category: Pin and Hanger
Comments: Span 2 & 3, Typ. Comments: Typ.

Document Name: IMG_8160.JPG Document Name: IMG_8164.JPG
Category: Substructure Category: Substructure
Comments: East Abutment Comments: Approach Pier 2E
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Document Name: IMG_8220.JPG Document Name: IMG_8223.JPG
Category: Substructure Category: Substructure
Comments: Approach Pier 2W Comments: Approach Pier 3W

Document Name: IMG_8235.JPG Document Name: IMG_8269.JPG
Category: Substructure Category: Substructure
Comments: looking east Comments: looking west
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NBI INSPECTION ILRS
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

J. Jackson NTH 15 07/13/1999

GENERAL NOTES

DECK
08/95 09/97 07/99

1. Surface
(SIA-58A)

7 7 6 Numerous cracks with efflorescence, scattered spalls 5 sm E & 2 sm W ramp and concrete
patch. 3 m spall-to-steel along N. edge at east end. (07/99)
 (09/97)
 (08/95)

2. Expansion
Joints

4 Leaking.  Cracked concrete. (07/99)
 (09/97)
 (08/95)

3. Other
Joints

3 Filler missing W. end joint top of ramp. (07/99)
 (09/97)
 (08/95)

4. Railings 4 Chain link fence, minor damage bottom of W. ramp.  5 horiz. brackets missing-E. ramp & 2 on
W. ramp, 1.5 m hand rail missing on N. side.  1 top brace missing at center.  Rusted. (07/99)
 (09/97)
 (08/95)

5. Sidewalks
or Curbs

 (07/99)
 (09/97)
 (08/95)

6. Deck
Bottom
Surface
(SIA-58B)

 (07/99)
 (09/97)
 (08/95)

7. Deck
(SIA-58)

7 7 6 Spall under W. ramp and under joints.  6 m fascia spall-to-steel, cracks with efflorescence on
East ramp.  3 m spall-to-steel and cracks with efflorescence West ramp. (07/99)
 (09/97)
 (08/95)

8. Drainage  (07/99)
 (09/97)
 (08/95)

SUPERSTRUCTURE
08/95 09/97 07/99

9. Stringer
(SIA-59)

5 5 5 Light loss of section under joints and along top of web w/leaching stains. (07/99)
 (09/97)
 (08/95)

10. Paint
(SIA-59A)

1 2 1 Rusted 20%. (07/99)
 (09/97)
 (08/95)

11. Section
Loss

2 Loss of section less than 10%. (07/99)
 (09/97)
 (08/95)

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8054 BRIDGE SAFETY INSPECTION REPORT P06-63174
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12. Bearings 5 Rusty steel plates, spall under steel plate at pier 6W. (07/99)
 (09/97)
 (08/95)

SUBSTRUCTURE
08/95 09/97 07/99

13. Abutments
(SIA-60)

6 5 6 Cracks E. abutment with rust and leaching. (07/99)
 (09/97)
 (08/95)

14. Piers
(SIA-60)

4 Pier 6W-3 sm spall to resteel, spall along entire top of cap and 0.5 m loss of bearing area @
E. face of cap.  Pier 2E has vertical cracks in column. (07/99)
 (09/97)
 (08/95)

15. Slope
Protection

 (07/99)
 (09/97)
 (08/95)

16. Channel
(SIA-61)

N N N  (07/99)
 (09/97)
 (08/95)

17. Scour
Inspection

 (07/99)
 (09/97)
 (08/95)

APPROACH
08/95 09/97 07/99

18. Approach
Pavement

 (07/99)
 (09/97)
 (08/95)

19. Approach
Shoulders
Sidewalks

 (07/99)
 (09/97)
 (08/95)

20. Approach
Slopes

 (07/99)
 (09/97)
 (08/95)

21. Utilities  (07/99)
 (09/97)
 (08/95)

22. Drainage
Culverts

 (07/99)
 (09/97)
 (08/95)

MISCELLANEOUS
Guard Rail Other Items
Item Rating Item Rating

36A. Bridge Railings N 71. Water Adequacy N
36B. Transitions N 72. Approach Alignment N
36C. Approach Guardrail N Temporary Support 0 No Temporary Supports
36D. Approach Guardrail Ends N High Load Hit (M) Yes

Special Insp. Equipment

MICHIGAN DEPARTMENT OF TRANSPORTATION
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Underwater Insp. Method 0

False Decking (Timber) Removed to Complete Inspection N/A - null

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive

MICHIGAN DEPARTMENT OF TRANSPORTATION
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NBI INSPECTION XQCF
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

S. Galindo MDOT 15 08/27/2003

GENERAL NOTES

DECK
07/01 05/02 08/03

1. Surface
(SIA-58A)

6 6 6 Numerous cracks with efflorescence, scattered spalls 8 syd E & scattered spalls to W ramp
and bit patch. Sts along W & E ramp fascia. Sts in W ramp. (08/03)
Numerous cracks with efflorescence, scattered spalls 6 yd2 E & 8 yd2 W ramp and bit patch.
10 lft spall-to-steel along N. edge at east end. Sts in W ramp. (05/02)
Numerous cracks with efflorescence, scattered spalls 5 yd2 E & 8 yd2 W ramp and bit patch.
3 yd2 spall-to-steel along N. edge at east end. (07/01)

2. Expansion
Joints

4 4 4 Leaking.  Cracked concrete.  Rusty. Sts on underside. A few spalls to the top side. (08/03)
Leaking.  Cracked concrete.  Rusty. (05/02)
Leaking.  Cracked concrete.  Rusty. (07/01)

3. Other
Joints

3 3 3 Filler missing W. end joint top of ramp. (08/03)
Filler missing W. end joint top of ramp. (05/02)
Filler missing W. end joint top of ramp. (07/01)

4. Railings 4 4 4 Chain link fence, minor damage bottom of W. ramp.  Horiz. brackets missing- 5 on E. ramp &
3 on W. ramp, 5 ft of hand rail missing on N. side, Rusted. Missing cross member @ top of
fence. (08/03)
Chain link fence, minor damage bottom of W. ramp.  Horiz. brackets missing- 5 on E. ramp &
2 on W. ramp, 5 ft of hand rail missing on N. side, Rusted. (05/02)
Chain link fence, minor damage bottom of W. ramp.  Horiz. brackets missing- 5 on E. ramp &
2 on W. ramp, 5 ft of hand rail missing on N. side.  1hand rail missing at center.  Rusted.
(07/01)

5. Sidewalks
or Curbs

 (08/03)
 (05/02)
 (07/01)

6. Deck
Bottom
Surface
(SIA-58B)

 (08/03)
 (05/02)
 (07/01)

7. Deck
(SIA-58)

6 6 6 Spall under W. ramp and under joints. 20 ft fascia spall-to-steel, cracks with efflorescence on
East ramp. 20 lft spall-to-steel and cracks with efflorescence West ramp. (08/03)
Spall under W. ramp and under joints. 20 ft fascia spall-to-steel, cracks with efflorescence on
East ramp. 20 lft spall-to-steel and cracks with efflorescence West ramp. (05/02)
Spall under W. ramp and under joints. 20 ft fascia spall-to-steel, cracks with efflorescence on
East ramp. 10 ft spall-to-steel and cracks with efflorescence West ramp. (07/01)

8. Drainage  (08/03)
 (05/02)
Drainage attached to both abut's and Pier 5W & 9W. (07/01)

SUPERSTRUCTURE
07/01 05/02 08/03
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9. Stringer
(SIA-59)

5 5 5 Loss of section under joints and along top of web w/leaching stains.  Floor beams at ends of
bridge next to jts are rusty w/ holes. (08/03)
Light loss of section under joints and along top of web w/leaching stains.  Floor beams at
ends of bridge next to jts are rusty w/ holes. (05/02)
Light loss of section under joints and along top of web w/leaching stains.  Floor beams at
ends of bridge are rusty w holes. (07/01)

10. Paint
(SIA-59A)

1 1 3 Rusted 30%. (08/03)
Rusted 20%. (05/02)
Rusted 20%. (07/01)

11. Section
Loss

2 2 2 Loss of section less than 10%. (08/03)
Loss of section less than 10%. (05/02)
Loss of section less than 10%. (07/01)

12. Bearings 5 5 5 Rusty steel plates, spall under steel plate at pier 6W. Minor loss of bearing. (08/03)
Rusty steel plates, spall under steel plate at pier 6W. (05/02)
Rusty steel plates, spall under steel plate at pier 6W. (07/01)

SUBSTRUCTURE
07/01 05/02 08/03

13. Abutments
(SIA-60)

6 6 6 Cracks & sts E. abutment with rust and leaching. (08/03)
Cracks E. abutment with rust and leaching. (05/02)
Cracks E. abutment with rust and leaching. (07/01)

14. Piers
(SIA-60)

4 4 4 Pier 6W-3 syd sts, spall along entire top of cap and  loss of bearing area @ E. face of cap.
Pier 2E has vertical cracks in column. Pier 8W has sts along W face of cap and spall to
column. (08/03)
Pier 6W-3 yd2 sts, spall along entire top of cap and  loss of bearing area @ E. face of cap.
Pier 2E has vertical cracks in column. Pier 8W has sts along W face of cap and spall to
column. (05/02)
Pier 6W-3 yd2 sts, spall along entire top of cap and  loss of bearing area @ E. face of cap.
Pier 2E has vertical cracks in column. (07/01)

15. Slope
Protection

 (08/03)
 (05/02)
 (07/01)

16. Channel
(SIA-61)

N N N  (08/03)
 (05/02)
 (07/01)

17. Scour
Inspection

 (08/03)
 (05/02)
 (07/01)

APPROACH
07/01 05/02 08/03

18. Approach
Pavement

 (08/03)
 (05/02)
 (07/01)

19. Approach
Shoulders
Sidewalks

 (08/03)
 (05/02)
 (07/01)

20. Approach
Slopes

 (08/03)
 (05/02)
 (07/01)

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8054 BRIDGE SAFETY INSPECTION REPORT P06-63174
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21. Utilities Utility attached to W abut. Utility attached to pier 5E (cracked) and pier 5W. (08/03)
Utility attached to W abut. Utility attached to pier 5E (cracked) and pier 5W. (05/02)
 (07/01)

22. Drainage
Culverts

 (08/03)
 (05/02)
 (07/01)

MISCELLANEOUS
Guard Rail Other Items
Item Rating Item Rating

36A. Bridge Railings N 71. Water Adequacy N
36B. Transitions N 72. Approach Alignment N
36C. Approach Guardrail N Temporary Support 0 No Temporary Supports
36D. Approach Guardrail Ends N High Load Hit (M) Yes

Special Insp. Equipment
Underwater Insp. Method 0

False Decking (Timber) Removed to Complete Inspection N/A - null

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive
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NBI INSPECTION ATFI
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

DLUGOPOLSKIP MDOT INSPECTOR 15 04/28/2007

GENERAL NOTES

DECK
10/04 01/06 04/07

1. Surface
(SIA-58A)

6 6 6  (04/07)
Numerous long cracks with efflorescence, scattered spalls 12 syd E & scattered spalls to W
ramp and bit patch. Sts along W & E ramp fascia. Sts in W ramp.  Covered with graffiti
(01/06)
Numerous long cracks with efflorescence, scattered spalls 12 syd E & scattered spalls to W
ramp and bit patch. Sts along W & E ramp fascia. Sts in W ramp.  Covered with graffiti
(10/04)

2. Expansion
Joints

4 4 4  (04/07)
Leaking.  Cracked concrete.  Rusty. Sts on underside. A few spalls to the top side. (01/06)
Leaking.  Cracked concrete.  Rusty. Sts on underside. A few spalls to the top side. (10/04)

3. Other
Joints

3 3 3  (04/07)
Filler completely missing W. end joint top of ramp.  Spalling at joints. (01/06)
Filler completely missing W. end joint top of ramp.  Spalling at joints. (10/04)

4. Railings 4 4 4  (04/07)
Chain link fence, minor damage bottom of W. ramp.  Horiz. brackets missing- 5 on E. ramp &
3 on W. ramp, about 20 ft of hand rail missing on both ramps, Rusted. Missing cross member
@ top of fence (01/06)
Chain link fence, minor damage bottom of W. ramp.  Horiz. brackets missing- 5 on E. ramp &
3 on W. ramp, about 20 ft of hand rail missing on both ramps, Rusted. Missing cross member
@ top of fence. (10/04)

5. Sidewalks
or Curbs

4 4 4  (04/07)
Corners of sidewalk at end of W ramp spalled.  STS at N curb on E side by ramp. (01/06)
Corners of sidewalk at end of W ramp spalled.  STS at N curb on E side by ramp. (10/04)

6. Deck
Bottom
Surface
(SIA-58B)

 (04/07)
 (01/06)
 (10/04)

7. Deck
(SIA-58)

6 6 6  (04/07)
Spall under W. ramp and under joints. 20 ft fascia spall-to-steel, cracks with efflorescence on
East ramp. 20 lft spall-to-steel and cracks with efflorescence West ramp (01/06)
Spall under W. ramp and under joints. 20 ft fascia spall-to-steel, cracks with efflorescence on
East ramp. 20 lft spall-to-steel and cracks with efflorescence West ramp. (10/04)

8. Drainage  (04/07)
 (01/06)
 (10/04)

SUPERSTRUCTURE
10/04 01/06 04/07

MICHIGAN DEPARTMENT OF TRANSPORTATION
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Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
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9. Stringer
(SIA-59)

5 5 5  (04/07)
Loss of section under joints and along top of web w/leaching stains.  Floor beams at ends of
bridge next to jts are very rusty w/many large holes, almost completely gone. (01/06)
Loss of section under joints and along top of web w/leaching stains.  Floor beams at ends of
bridge next to jts are very rusty w/many large holes, almost completely gone. (10/04)

10. Paint
(SIA-59A)

3 3 3  (04/07)
Rusted 30% (01/06)
Rusted 30%. (10/04)

11. Section
Loss

2 2 2  (04/07)
Loss of section less than 10%. (01/06)
Loss of section less than 10%. (10/04)

12. Bearings 5 5 5  (04/07)
Rusty steel plates, spall under steel plate at pier 6W. Minor loss of bearing. (01/06)
Rusty steel plates, spall under steel plate at pier 6W. Minor loss of bearing. (10/04)

SUBSTRUCTURE
10/04 01/06 04/07

13. Abutments
(SIA-60)

6 6 6  (04/07)
Cracks & sts E. abutment with rust and leaching (01/06)
Cracks & sts E. abutment with rust and leaching. (10/04)

14. Piers
(SIA-60)

4 4 4 Pier 6W-3 syd sts, spall along entire top of cap and  loss of bearing area @ E. face of cap.
Pier 2E has vertical cracks in column. Pier 8W has sts along W face of cap and spall to
column (04/07)
Pier 6W-3 syd sts, spall along entire top of cap and  loss of bearing area @ E. face of cap.
Pier 2E has vertical cracks in column. Pier 8W has sts along W face of cap and spall to
column. (01/06)
Pier 6W-3 syd sts, spall along entire top of cap and  loss of bearing area @ E. face of cap.
Pier 2E has vertical cracks in column. Pier 8W has sts along W face of cap and spall to
column. (10/04)

15. Slope
Protection

 (04/07)
 (01/06)
 (10/04)

16. Channel
(SIA-61)

N N N  (04/07)
 (01/06)
 (10/04)

17. Scour
Inspection

 (04/07)
 (01/06)
 (10/04)

APPROACH
10/04 01/06 04/07

18. Approach
Pavement

 (04/07)
 (01/06)
 (10/04)

19. Approach
Shoulders
Sidewalks

 (04/07)
 (01/06)
 (10/04)

20. Approach
Slopes

 (04/07)
 (01/06)
 (10/04)

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8054 BRIDGE SAFETY INSPECTION REPORT P06-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
ORCHARD ST WALKOVE 42.4651  /  -83.1081 63163174000P060 Fair Condition(6)
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I-75 468.8  /  8.9  /  14 Region: Metro(7)
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Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
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21. Utilities  (04/07)
 (01/06)
Utility attached to W abut. Utility attached to pier 5E (cracked) and pier 5W. (10/04)

22. Drainage
Culverts

 (04/07)
 (01/06)
 (10/04)

MISCELLANEOUS
Guard Rail Other Items
Item Rating Item Rating

36A. Bridge Railings N 71. Water Adequacy N
36B. Transitions N 72. Approach Alignment N
36C. Approach Guardrail N Temporary Support 0 No Temporary Supports
36D. Approach Guardrail Ends N High Load Hit (M) Yes

Special Insp. Equipment
Underwater Insp. Method 0

False Decking (Timber) Removed to Complete Inspection N/A - null

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8054 BRIDGE SAFETY INSPECTION REPORT P06-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
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I-75 468.8  /  8.9  /  14 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN HAZEL PARK 1966  /        /  2007  / Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
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NBI INSPECTION DWIL
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

Greg Perkowski MDOT INSPECTOR 24 12/16/2011

GENERAL NOTES
Posted:  14' - 5" S.Bd. Serv Dr.

DECK
07/08 01/10 12/11

1. Surface
(SIA-58A)

N 8 7 App spans are conc slabs on hammerhead piers.  Mainline is typ deck on girders.  Both have
many conc repairs.  Some cracking and spalling.  Rand crks to 1/16" (12/11)
No visible deficiencies (01/10)
 (07/08)

2. Expansion
Joints

N 8 8 Covered with rubber pad. (12/11)
No visible deficiencies (01/10)
 (07/08)

3. Other
Joints

N N N N/A (12/11)
 (01/10)
 (07/08)

4. Railings N 7 7 1" galv. ped fence.  Minor surf rust few areas. (12/11)
No visible deficiencies (01/10)
 (07/08)

5. Sidewalks
or Curbs

N N N N/A (12/11)
 (01/10)
 (07/08)

6. Deck
Bottom
Surface
(SIA-58B)

N 7 6 App spans are conc slabs on hammerhead piers.  Mainline is typ deck on girders.  Slabs
have many map crk areas.  Some wet.  ML has few min crks. (12/11)
Bottom surface area exhibits 0% spalled areas (01/10)
 (07/08)

7. Deck
(SIA-58)

7 7 6 Surf:  App spans are conc slabs on hammerhead piers.  Mainline is typ deck on girders.  Both
have many conc repairs.  Some cracking and spalling.  Rand crks to 1/16"  Btm:  Slabs have
many map crk areas.  Some wet.  ML has few min crks.  Fas:  Not visible. (12/11)
Minor cracking (01/10)
 (07/08)

8. Drainage Off str and working std pipes at ends of Main spans. (12/11)
 (01/10)
 (07/08)

SUPERSTRUCTURE
07/08 01/10 12/11

9. Stringer
(SIA-59)

7 7 7 Bm end repairs at all ends.  Paint:  08/08-4  Minor weathering.  Brgs:  Min surf rust. (12/11)
No section loss. Paint is in good condition (01/10)
 (07/08)

10. Paint
(SIA-59A)

N 8 8 08/08-4  Minor weathering. (12/11)
No visible deficiencies (01/10)
 (07/08)

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8054 BRIDGE SAFETY INSPECTION REPORT P06-63174
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11. Section
Loss

N 3 3 Bm end repairs at all ends. (12/11)
 (01/10)
 (07/08)

12. Bearings N 7 7 Min surf rust. (12/11)
No visible deficiencies (01/10)
 (07/08)

SUBSTRUCTURE
07/08 01/10 12/11

13. Abutments
(SIA-60)

7 7 7 Few min crks. (12/11)
No visible deficiencies (01/10)
 (07/08)

14. Piers
(SIA-60)

7 7 7 Repaired.  Crks in repairs and few rand crks. (12/11)
Patched (01/10)
 (07/08)

15. Slope
Protection

N N/A  None. (12/11)
 (01/10)
 (07/08)

16. Channel
(SIA-61)

N N N N/A (12/11)
 (01/10)
 (07/08)

17. Scour
Inspection

 (12/11)
 (01/10)
 (07/08)

APPROACH
07/08 01/10 12/11

18. Approach
Pavement

8 7 Weathering and min crks. (12/11)
No visible deficiencies (01/10)
 (07/08)

19. Approach
Shoulders
Sidewalks

N N/A (12/11)
 (01/10)
 (07/08)

20. Approach
Slopes

Grass.  Good condition. (12/11)
 (01/10)
 (07/08)

21. Utilities None visibile. (12/11)
 (01/10)
 (07/08)

22. Drainage
Culverts

None visible. (12/11)
 (01/10)
 (07/08)

MISCELLANEOUS
Guard Rail Other Items
Item Rating Item Rating

36A. Bridge Railings N 71. Water Adequacy N
36B. Transitions N 72. Approach Alignment N
36C. Approach Guardrail N Temporary Support 0 No Temporary Supports

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8054 BRIDGE SAFETY INSPECTION REPORT P06-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
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Location Built / Recon. / Paint / Ovly. TSC Operational Status
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Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
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36D. Approach Guardrail Ends N High Load Hit (M) Yes
Special Insp. Equipment 3
Underwater Insp. Method 0

False Decking (Timber) Removed to Complete Inspection N/A - null

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive

MICHIGAN DEPARTMENT OF TRANSPORTATION
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NBI INSPECTION EGCQ
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

Christal Larkins MDOT - Metro Region 24 07/27/2017

GENERAL NOTES
RFA submitted for east approach ramp
All measurements and quantities are estimated unless qualified.

ESTABLISH DIRECTIONS:  I-75 = N-S

Under Clearance Signs:  14' - 7" N.Bd. Service Dr.  14' - 5"  S.Bd. Service Dr.  Traffic Signs:  S.Bd. 2

DECK
11/13 11/15 07/17

1. Surface
(SIA-58A)

7 7 6 App spans are conc slabs on hammerhead piers. E App Span is in poor condition. Rating
based on main spans only. Main spans are typ deck on girders with floor beams.  Both have
many conc repairs.  Some cracking and spalling.  Rand crks to 1/16" (07/17)
App spans are conc slabs on hammerhead piers.  Mainline is typ deck on girders with floor
beams.  Both have many conc repairs.  Some cracking and spalling.  Rand crks to 1/16"
(11/15)
App spans are conc slabs on hammerhead piers.  Mainline is typ deck on girders.  Both have
many conc repairs.  Some cracking and spalling.  Rand crks to 1/16" (11/13)

2. Expansion
Joints

8 8 7 Covered with rubber pad, appear to be functioning properly (07/17)
Covered with rubber pad, appear to be functioning properly (11/15)
Covered with rubber pad, appear to be functioning properly (11/13)

3. Other
Joints

N N N N/A (07/17)
N/A (11/15)
N/A (11/13)

4. Railings 7 7 7 1" galv. ped fence.  Minor surf rust few areas. (07/17)
1" galv. ped fence.  Minor surf rust few areas. (11/15)
1" galv. ped fence.  Minor surf rust few areas. (11/13)

5. Sidewalks
or Curbs

N N N N/A (07/17)
N/A (11/15)
N/A (11/13)

6. Deck
Bottom
Surface
(SIA-58B)

6 6 6 App spans are conc slabs on hammerhead piers.  Mainline is typ deck on girders with floor
beams.  Slabs have many map crk areas.  Some wet or rust stains.  Mainline has few min
crks and rust stains. (07/17)
App spans are conc slabs on hammerhead piers.  Mainline is typ deck on girders with floor
beams.  Slabs have many map crk areas.  Some wet or rust stains.  Mainline has few min
crks and rust stains. (11/15)
App spans are conc slabs on hammerhead piers.  Mainline is typ deck on girders.  Slabs
have many map crk areas.  Some wet.  Mainline has few min crks. (11/13)

MICHIGAN DEPARTMENT OF TRANSPORTATION
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7. Deck
(SIA-58)

6 6 6 Surf:  App spans are conc slabs on hammerhead piers.  Mainline is typ deck on girders with
floor beams.  Both have many conc repairs.  Some cracking and spalling.  Rand crks to 1/16"
Btm:  App spans are conc slabs on hammerhead piers.  Mainline is typ deck on girders with
floor beams.  Slabs have many map crk areas.  Some wet or rust stains.  Mainline has few
min crks and rust stains. Fas:  Not visible. (07/17)
Surf:  App spans are conc slabs on hammerhead piers.  Mainline is typ deck on girders with
floor beams.  Both have many conc repairs.  Some cracking and spalling.  Rand crks to 1/16"
Btm:  App spans are conc slabs on hammerhead piers.  Mainline is typ deck on girders with
floor beams.  Slabs have many map crk areas.  Some wet or rust stains.  Mainline has few
min crks and rust stains. Fas:  Not visible. (11/15)
Surf:  App spans are conc slabs on hammerhead piers.  Mainline is typ deck on girders.  Both
have many conc repairs.  Some cracking and spalling.  Rand crks to 1/16"  Btm:  Slabs have
many map crk areas.  Some wet.  ML has few min crks.  Fas:  Not visible. (11/13)

8. Drainage Off str and working std pipes at ends of Main spans. (07/17)
Off str and working std pipes at ends of Main spans. (11/15)
Off str and working std pipes at ends of Main spans. (11/13)

SUPERSTRUCTURE
11/13 11/15 07/17

9. Stringer
(SIA-59)

7 7 7 2 Girders with floor beams. Bm end repairs at all ends.  HLH North fascia beam over SB
Service Drive. 2" gouge. Web appears to have bent slightly against deck slab. Paint:  08/08-4
Minor weathering.  Brgs:  Min surf rust. (07/17)
2 Girders with floor beams. Bm end repairs at all ends.  HLH North fascia beam over SB
Service Drive. 2" gouge. Web appears to have bent slightly against deck slab. Paint:  08/08-4
Minor weathering.  Brgs:  Min surf rust. (11/15)
Bm end repairs at all ends.  HLH North fascia beam over SB Service Drive. 2" gouge. Web
appears to have bent slightly against deck slab. Paint:  08/08-4  Minor weathering.  Brgs:  Min
surf rust. (11/13)

10. Paint
(SIA-59A)

8 8 8 08/08-4  Minor weathering. (07/17)
08/08-4  Minor weathering. (11/15)
08/08-4  Minor weathering. (11/13)

11. Section
Loss

3 3 3 Bm end repairs at all ends. Previous heavy pitting stopped with paint. (07/17)
Bm end repairs at all ends. Previous heavy pitting stopped with paint. (11/15)
Bm end repairs at all ends. Previous heavy pitting stopped with paint. (11/13)

12. Bearings 7 7 7 Minor surf rust, appear to be functioning properly. (07/17)
Minor surf rust, appear to be functioning properly. (11/15)
Minor surf rust, appear to be functioning properly. (11/13)

SUBSTRUCTURE
11/13 11/15 07/17

13. Abutments
(SIA-60)

7 7 7 Few min crks. (07/17)
Few min crks. (11/15)
Few min crks. (11/13)

14. Piers
(SIA-60)

7 7 7 All hammer heads. Repaired.  Crks in repairs and few rand crks.Minor erosion at base of
main pier 2E. (07/17)
All hammer heads. Repaired.  Crks in repairs and few rand crks.Minor erosion at base of
main pier 2E. (11/15)
Repaired.  Crks in repairs and few rand crks.Minor erosion at base of main pier 2E. (11/13)

15. Slope
Protection

N N N N/A  None. (07/17)
N/A  None. (11/15)
N/A  None. (11/13)

16. Channel
(SIA-61)

N N N N/A (07/17)
N/A (11/15)
N/A (11/13)

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8054 BRIDGE SAFETY INSPECTION REPORT P06-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
ORCHARD ST WALKOVE 42.4651  /  -83.1081 63163174000P060 Fair Condition(6)
Feature Length  /  Width / Spans Owner
I-75 468.8  /  8.9  /  14 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN HAZEL PARK 1966  /        /  2007  / Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  03 Gir-Flr Bm Non

Comp
07/27/2017  /  EGCQ N Not Over Waterway
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17. Scour
Inspection

N N N/A (07/17)
N/A (11/15)
 (11/13)

APPROACH
11/13 11/15 07/17

18. Approach
Pavement

7 7 4 STS on the deck bottom of east approach and along fascia in multiple locations. Weathering
and min crks. (07/17)
Weathering and min crks. (11/15)
Weathering and min crks. (11/13)

19. Approach
Shoulders
Sidewalks

N N N N/A (07/17)
N/A (11/15)
N/A (11/13)

20. Approach
Slopes

Grass.  Good condition. (07/17)
Grass.  Good condition. (11/15)
Grass.  Good condition. (11/13)

21. Utilities None visibile. (07/17)
None visibile. (11/15)
None visibile. (11/13)

22. Drainage
Culverts

None visible. (07/17)
None visible. (11/15)
None visible. (11/13)

MISCELLANEOUS
Guard Rail Other Items
Item Rating Item Rating

36A. Bridge Railings N 71. Water Adequacy N
36B. Transitions N 72. Approach Alignment N
36C. Approach Guardrail N Temporary Support 0 No Temporary Supports
36D. Approach Guardrail Ends N High Load Hit (M) Yes

Special Insp. Equipment 3
Underwater Insp. Method 0

False Decking (Timber) Removed to Complete Inspection N/A - No False Decking

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8054 BRIDGE SAFETY INSPECTION REPORT P06-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
ORCHARD ST WALKOVE 42.4651  /  -83.1081 63163174000P060 Fair Condition(6)
Feature Length  /  Width / Spans Owner
I-75 468.8  /  8.9  /  14 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN HAZEL PARK 1966  /        /  2007  / Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  03 Gir-Flr Bm Non

Comp
07/27/2017  /  EGCQ N Not Over Waterway
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SUPPORTING IMAGES EGCQ 07/27/2017

Document Name: IMG_8956.JPG Document Name: IMG_9043.JPG
Category: Elevation Category: Elevation
Comments: Facing north Comments: Looking south

Document Name: IMG_8955.JPG Document Name: IMG_8969.JPG
Category: Approach Category: Approach
Comments: East Approach Comments: Fascia STS, east approach ramp
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Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN HAZEL PARK 1966  /        /  2007  / Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
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Document Name: IMG_8975.JPG Document Name: IMG_8980.JPG
Category: Approach Category: Approach
Comments: Fascia spall, east approach ramp Comments: East Approach deck underside

Document Name: IMG_8985.JPG Document Name: IMG_9008.JPG
Category: Approach Category: Approach
Comments: East Approach ramp entrance Comments: West Approach Entrance
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Document Name: IMG_9023.JPG Document Name: IMG_8965.JPG
Category: Approach Category: Deck
Comments: West Approach Comments: Main Span Deck Underside

Document Name: IMG_8989.JPG Document Name: IMG_8994.JPG
Category: Deck Category: Deck
Comments: Main spans looking west Comments: Main deck looking east
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Document Name: IMG_8995.JPG Document Name: IMG_8971.JPG
Category: Joints Category: Substructure
Comments: Strip seal joint over center pier Comments: East Abutment

Document Name: IMG_9021.JPG Document Name: IMG_9025.JPG
Category: Substructure Category: Substructure
Comments: West Abutment Comments: Deck underside and main piers looking east
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NBI INSPECTION ZMYU
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

J. Jackson NTH 24 07/13/1999

GENERAL NOTES

DECK
04/96 07/97 07/99

1. Surface
(SIA-58A)

8 9 8 New deck 1997. (07/99)
 (07/97)
 (04/96)

2. Expansion
Joints

8  (07/99)
 (07/97)
 (04/96)

3. Other
Joints

8  (07/99)
 (07/97)
 (04/96)

4. Railings 8 Concrete with ped fence. (07/99)
 (07/97)
 (04/96)

5. Sidewalks
or Curbs

 (07/99)
 (07/97)
 (04/96)

6. Deck
Bottom
Surface
(SIA-58B)

 (07/99)
 (07/97)
 (04/96)

7. Deck
(SIA-58)

8 9 6 Diagonal corner cracks with efflorescence. (07/99)
 (07/97)
 (04/96)

8. Drainage  (07/99)
 (07/97)
 (04/96)

SUPERSTRUCTURE
04/96 07/97 07/99

9. Stringer
(SIA-59)

8 9 8 New concrete beams 1997. (07/99)
 (07/97)
 (04/96)

10. Paint
(SIA-59A)

8 0 N  (07/99)
 (07/97)
 (04/96)

11. Section
Loss

N  (07/99)
 (07/97)
 (04/96)

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8056 BRIDGE SAFETY INSPECTION REPORT S01-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
GARDENIA RD 42.4984  /  -83.1174 63163174000S010 Fair Condition(6)
Feature Length  /  Width / Spans Owner
I-75 127.67  /  58.4  /  2 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN ROYAL OAK 1963  /  1996  /  1996  / Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 1 Concrete  /  06 Box Bms-

Single/Sprd
08/15/2017  /  V9PQ N Not Over Waterway
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12. Bearings 8 Elastomeric pads. (07/99)
 (07/97)
 (04/96)

SUBSTRUCTURE
04/96 07/97 07/99

13. Abutments
(SIA-60)

8 7 7 Abutments repaired 1997.  Patched concrete spalls. (07/99)
 (07/97)
 (04/96)

14. Piers
(SIA-60)

7 Piers converted to solid pier wall. (07/99)
 (07/97)
 (04/96)

15. Slope
Protection

 (07/99)
 (07/97)
 (04/96)

16. Channel
(SIA-61)

N N N  (07/99)
 (07/97)
 (04/96)

17. Scour
Inspection

 (07/99)
 (07/97)
 (04/96)

APPROACH
04/96 07/97 07/99

18. Approach
Pavement

8 Trans. crack West approach. (07/99)
 (07/97)
 (04/96)

19. Approach
Shoulders
Sidewalks

 (07/99)
 (07/97)
 (04/96)

20. Approach
Slopes

 (07/99)
 (07/97)
 (04/96)

21. Utilities  (07/99)
 (07/97)
 (04/96)

22. Drainage
Culverts

 (07/99)
 (07/97)
 (04/96)

MISCELLANEOUS
Guard Rail Other Items
Item Rating Item Rating

36A. Bridge Railings 1 71. Water Adequacy N
36B. Transitions 1 72. Approach Alignment 8
36C. Approach Guardrail 1 Temporary Support 0 No Temporary Supports
36D. Approach Guardrail Ends 1 High Load Hit (M) Yes

Special Insp. Equipment
Underwater Insp. Method 0

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8056 BRIDGE SAFETY INSPECTION REPORT S01-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
GARDENIA RD 42.4984  /  -83.1174 63163174000S010 Fair Condition(6)
Feature Length  /  Width / Spans Owner
I-75 127.67  /  58.4  /  2 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN ROYAL OAK 1963  /  1996  /  1996  / Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 1 Concrete  /  06 Box Bms-

Single/Sprd
08/15/2017  /  V9PQ N Not Over Waterway
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False Decking (Timber) Removed to Complete Inspection N/A - null

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8056 BRIDGE SAFETY INSPECTION REPORT S01-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
GARDENIA RD 42.4984  /  -83.1174 63163174000S010 Fair Condition(6)
Feature Length  /  Width / Spans Owner
I-75 127.67  /  58.4  /  2 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN ROYAL OAK 1963  /  1996  /  1996  / Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 1 Concrete  /  06 Box Bms-

Single/Sprd
08/15/2017  /  V9PQ N Not Over Waterway
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NBI INSPECTION YWLV
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

DLUGOPOLSKIP MDOT INSPECTOR 24 07/07/2005

GENERAL NOTES

DECK
07/01 07/03 07/05

1. Surface
(SIA-58A)

7 7 7 New deck 1997.  Corner cracks.  Fine map cracks covering most of the bridge.  Long. cracks
propagating from ref. lines. (07/05)
New deck 1997.  Corner cracks.  Fine map cracks covering most of the bridge. (07/03)
New deck 1997.  Corner cracks.  Fine map cracks in some areas. (07/01)

2. Expansion
Joints

8 8 8  (07/05)
 (07/03)
 (07/01)

3. Other
Joints

8 8 8  (07/05)
 (07/03)
 (07/01)

4. Railings 7 7 7 Concrete with ped fence.  Vert cracks w/ some map cracks. (07/05)
Concrete with ped fence.  Vert cracks w/ some map cracks. (07/03)
Concrete with ped fence.  Vert cracks w/ some map cracks. (07/01)

5. Sidewalks
or Curbs

8 8 8  (07/05)
 (07/03)
 (07/01)

6. Deck
Bottom
Surface
(SIA-58B)

 (07/05)
 (07/03)
 (07/01)

7. Deck
(SIA-58)

6 6 6 Diagonal corner cracks with efflorescence. (07/05)
Diagonal corner cracks with efflorescence. (07/03)
Diagonal corner cracks with efflorescence. (07/01)

8. Drainage  (07/05)
 (07/03)
 (07/01)

SUPERSTRUCTURE
07/01 07/03 07/05

9. Stringer
(SIA-59)

8 8 8 New concrete beams 1997.  Spread box beams. (07/05)
New concrete beams 1997. (07/03)
New concrete beams 1997. (07/01)

10. Paint
(SIA-59A)

N N N  (07/05)
 (07/03)
 (07/01)

11. Section
Loss

N N N  (07/05)
 (07/03)
 (07/01)

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8056 BRIDGE SAFETY INSPECTION REPORT S01-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
GARDENIA RD 42.4984  /  -83.1174 63163174000S010 Fair Condition(6)
Feature Length  /  Width / Spans Owner
I-75 127.67  /  58.4  /  2 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN ROYAL OAK 1963  /  1996  /  1996  / Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 1 Concrete  /  06 Box Bms-

Single/Sprd
08/15/2017  /  V9PQ N Not Over Waterway
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12. Bearings 8 8 8 Elastomeric pads. (07/05)
Elastomeric pads. (07/03)
Elastomeric pads. (07/01)

SUBSTRUCTURE
07/01 07/03 07/05

13. Abutments
(SIA-60)

7 7 7 Abutments repaired 1997.  Patched concrete spalls.  Few vert cracks.  Cracks in patched
areas.  Map cracking on patched abut. (07/05)
Abutments repaired 1997.  Patched concrete spalls.  Few vert cracks.  Cracks in patched
areas. (07/03)
Abutments repaired 1997.  Patched concrete spalls.  Few vert cracks.  Cracks in patched
areas. (07/01)

14. Piers
(SIA-60)

7 7 7 Pier converted to solid pier wall. (07/05)
Pier converted to solid pier wall. (07/03)
Pier converted to solid pier wall. (07/01)

15. Slope
Protection

 (07/05)
 (07/03)
 (07/01)

16. Channel
(SIA-61)

N N N  (07/05)
 (07/03)
 (07/01)

17. Scour
Inspection

 (07/05)
 (07/03)
 (07/01)

APPROACH
07/01 07/03 07/05

18. Approach
Pavement

7 7 7  (07/05)
Trans. crack West approach. (07/03)
Trans. crack West approach. (07/01)

19. Approach
Shoulders
Sidewalks

6 6 Appr sidewalk in good cond.  Minor settlement in SE corner. (07/05)
Appr sidewalk in good cond.  Minor settlement in SE corner. (07/03)
Appr sidewalk in good cond.  Settlement in SE corner. (07/01)

20. Approach
Slopes

 (07/05)
 (07/03)
 (07/01)

21. Utilities  (07/05)
 (07/03)
 (07/01)

22. Drainage
Culverts

 (07/05)
 (07/03)
 (07/01)

MISCELLANEOUS
Guard Rail Other Items
Item Rating Item Rating

36A. Bridge Railings 1 71. Water Adequacy N
36B. Transitions 1 72. Approach Alignment 8
36C. Approach Guardrail 1 Temporary Support 0 No Temporary Supports
36D. Approach Guardrail Ends 1 High Load Hit (M) Yes

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8056 BRIDGE SAFETY INSPECTION REPORT S01-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
GARDENIA RD 42.4984  /  -83.1174 63163174000S010 Fair Condition(6)
Feature Length  /  Width / Spans Owner
I-75 127.67  /  58.4  /  2 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN ROYAL OAK 1963  /  1996  /  1996  / Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 1 Concrete  /  06 Box Bms-

Single/Sprd
08/15/2017  /  V9PQ N Not Over Waterway
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Special Insp. Equipment
Underwater Insp. Method 0

False Decking (Timber) Removed to Complete Inspection N/A - null

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8056 BRIDGE SAFETY INSPECTION REPORT S01-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
GARDENIA RD 42.4984  /  -83.1174 63163174000S010 Fair Condition(6)
Feature Length  /  Width / Spans Owner
I-75 127.67  /  58.4  /  2 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN ROYAL OAK 1963  /  1996  /  1996  / Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 1 Concrete  /  06 Box Bms-

Single/Sprd
08/15/2017  /  V9PQ N Not Over Waterway
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NBI INSPECTION BZOY
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

Landon Johnson MDOT INSPECTOR 24 08/10/2011

GENERAL NOTES
SB and NB guide signs.

DECK
08/07 08/09 08/11

1. Surface
(SIA-58A)

7 7 7 Diagonal corner cracks. Tight transverse cracks. Minor wear and weathering. (08/11)
Diagonal corner cracks. Tight transverse cracks. (08/09)
 (08/07)

2. Expansion
Joints

8 7 7 Strip seal expansion joint. Debris filled. (08/11)
Strip seal expansion joint. Debris filled. (08/09)
 (08/07)

3. Other
Joints

8 8 8 Pourable end joints are in good condition. (08/11)
Pourable end joints are in good condition. (08/09)
 (08/07)

4. Railings 7 7 7 Solid concrete parapet with pedestrian fencing along both sides. Hairline map cracks. Tight
vertical cracks. Pedestrian fencing is bent in the NW quad. (08/11)
Solid concrete parapet with pedestrian fencing along both sides. Hairline map cracks. Tight
vertical cracks. (08/09)
 (08/07)

5. Sidewalks
or Curbs

8 7 7 Sidewalks along both sides. Few tight random cracks. (08/11)
Sidewalks along both sides. Few tight random cracks. (08/09)
 (08/07)

6. Deck
Bottom
Surface
(SIA-58B)

7 7 Diagonal corner cracks. Few tight transverse cracks. (08/11)
Diagonal corner cracks. Few tight transverse cracks. (08/09)
 (08/07)

7. Deck
(SIA-58)

6 7 7 Diagonal corner cracks and tight transverse cracks in deck surface and soffit. (08/11)
Diagonal corner cracks and tight transverse cracks in deck surface and soffit. (08/09)
 (08/07)

8. Drainage Off structure. (08/11)
 (08/09)
 (08/07)

SUPERSTRUCTURE
08/07 08/09 08/11

9. Stringer
(SIA-59)

8 7 7 Spread box beams with concrete diaphragms. Hairline shear cracks at beam ends at
abutments. Minor HLH damage in west lane of SB throughout. (08/11)
Spread box beams with concrete diaphragms. Hairline shear cracks at beam ends at
abutments. (08/09)
 (08/07)

10. Paint
(SIA-59A)

N N N N/A. (08/11)
 (08/09)
 (08/07)

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8056 BRIDGE SAFETY INSPECTION REPORT S01-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
GARDENIA RD 42.4984  /  -83.1174 63163174000S010 Fair Condition(6)
Feature Length  /  Width / Spans Owner
I-75 127.67  /  58.4  /  2 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN ROYAL OAK 1963  /  1996  /  1996  / Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 1 Concrete  /  06 Box Bms-

Single/Sprd
08/15/2017  /  V9PQ N Not Over Waterway
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11. Section
Loss

N N N N/A. (08/11)
 (08/09)
 (08/07)

12. Bearings 8 7 7 Elastomeric bearings. (08/11)
Elastomeric bearings. (08/09)
 (08/07)

SUBSTRUCTURE
08/07 08/09 08/11

13. Abutments
(SIA-60)

7 7 7 Scattered concrete patches. Heavy map cracks at patches. Tight vertical cracks. (08/11)
Scattered concrete patches. Heavy map cracks at patches. Tight vertical cracks. (08/09)
 (08/07)

14. Piers
(SIA-60)

7 6 6 Pier wall. Few tight random cracks. Few concrete patches at top of wall. Previously marked
areas of delamination (20 sft total). (08/11)
Pier wall. Few tight random cracks. Few concrete patches at top of wall. Previously marked
areas of delamination (20 sft total). (08/09)
 (08/07)

15. Slope
Protection

N N Retaining walls. (08/11)
 (08/09)
 (08/07)

16. Channel
(SIA-61)

N N N N/A. (08/11)
 (08/09)
 (08/07)

17. Scour
Inspection

 (08/11)
 (08/09)
 (08/07)

APPROACH
08/07 08/09 08/11

18. Approach
Pavement

7 7 7 Concrete approaches. Tight transverse cracks with minor wear and weathering. (08/11)
Concrete approaches. Tight transverse cracks. (08/09)
 (08/07)

19. Approach
Shoulders
Sidewalks

6 6 6 Concrete approach sidewalks. Few tight cracks. Minor vegetation growth. Light settlement at
all quads (1"). Minor impact damage at southwest guardrail. (08/11)
Concrete approach sidewalks. Few tight cracks. Minor vegetation growth. Light settlement at
southeast quad (1"). Impact damage at southwest guardrail. (08/09)
 (08/07)

20. Approach
Slopes

Vegetated. (08/11)
Vegetated. (08/09)
 (08/07)

21. Utilities Traffic signals at both ends of bridge. MITS camera at southwest quad. (08/11)
Traffic signals at both ends of bridge. MITS camera at southwest quad. (08/09)
 (08/07)

22. Drainage
Culverts

None visible. (08/11)
 (08/09)
 (08/07)

MISCELLANEOUS
Guard Rail Other Items
Item Rating Item Rating

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8056 BRIDGE SAFETY INSPECTION REPORT S01-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
GARDENIA RD 42.4984  /  -83.1174 63163174000S010 Fair Condition(6)
Feature Length  /  Width / Spans Owner
I-75 127.67  /  58.4  /  2 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN ROYAL OAK 1963  /  1996  /  1996  / Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 1 Concrete  /  06 Box Bms-

Single/Sprd
08/15/2017  /  V9PQ N Not Over Waterway
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36A. Bridge Railings 1 71. Water Adequacy N
36B. Transitions 1 72. Approach Alignment 8
36C. Approach Guardrail 1 Temporary Support 0 No Temporary Supports
36D. Approach Guardrail Ends 1 High Load Hit (M) Yes

Special Insp. Equipment
Underwater Insp. Method 0

False Decking (Timber) Removed to Complete Inspection N/A - null

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8056 BRIDGE SAFETY INSPECTION REPORT S01-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
GARDENIA RD 42.4984  /  -83.1174 63163174000S010 Fair Condition(6)
Feature Length  /  Width / Spans Owner
I-75 127.67  /  58.4  /  2 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN ROYAL OAK 1963  /  1996  /  1996  / Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 1 Concrete  /  06 Box Bms-

Single/Sprd
08/15/2017  /  V9PQ N Not Over Waterway
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NBI INSPECTION V9PQ
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

Chaudhary Mahmood MDOT Metro Region 24 08/15/2017

GENERAL NOTES
RFA for broken weld at pedestrian fence post issued with this inspection
ESTABLISH DIRECTIONS: I-75 = N-S
Under Clearance Signs: None
Traffic Signs: 1xGuide sign over SB;  1xGuide sign over NB
High traffic area, inspect during off-peak hours
All measurements and quantities are estimated unless qualified

DECK
08/13 08/15 08/17

1. Surface
(SIA-58A)

7 7 7 Concrete surface. Diagonal corner cracks <0.05" at ref. lines & at exp. Jt. few Tight
transverse cracks.  Minor wear and weathering. (08/17)
Rigid overlay. Diagonal corner cracks. Tight transverse cracks. Minor wear and weathering.
(08/15)
Concrete. Diagonal corner cracks. Tight transverse cracks. Minor wear and weathering.
(08/13)

2. Expansion
Joints

7 7 6 Strip seal expansion joint. Debris filled, rusted headers. (08/17)
Strip seal expansion joint. Debris filled with rusted headers. Pourable joints in good condition.
(08/15)
Strip seal expansion joint. Debris filled with rusted headers. Pourable joints in good condition.
(08/13)

3. Other
Joints

N N 7 Pourable joint at E end good condition, W end HPR joint with minor adhesion loss, (08/17)
NA (08/15)
NA (08/13)

4. Railings 7 7 7 Solid concrete parapet with pedestrian fencing on top along both sides. Hairline map cracks.
Tight vertical cracks. N pedestrian fencing is bent with broken weld at base of W end post.
(08/17)
Solid concrete parapet with pedestrian fencing along both sides. Hairline map cracks. Tight
vertical cracks. Pedestrian fencing is bent in the NW quad. (08/15)
Solid concrete parapet with pedestrian fencing along both sides. Hairline map cracks. Tight
vertical cracks. Pedestrian fencing is bent in the NW quad. (08/13)

5. Sidewalks
or Curbs

7 7 7 Sidewalks along both sides. Few tight random cracks. HH in S sidewalk. (08/17)
Sidewalks along both sides. Few tight random cracks. (08/15)
Sidewalks along both sides. Few tight random cracks. (08/13)

6. Deck
Bottom
Surface
(SIA-58B)

7 7 7 Diagonal leaching corner Cr. in outer bays at abut in all quads.. Few tight transverse cracks
with effl. in intermediate bays. (08/17)
Diagonal leaching corner cracks. Few tight transverse cracks. (08/15)
Diagonal leaching corner cracks. Few tight transverse cracks. (08/13)

7. Deck
(SIA-58)

7 7 7 Surface:Concrete surface. Diagonal corner cracks <0.05" at ref. lines & at exp. Jt. few Tight
transverse cracks.  Minor wear and weathering. Btm: Diagonal leaching corner Cr. in outer
bays at abut in all quads.. Few tight transverse cracks  with effl. in intermediate bays. Fas:
Good condition (08/17)
Surface: Concrete. Diagonal corner cracks. Tight transverse cracks. Minor wear and
weathering. Btm: Diagonal leaching corner cracks. Few tight transverse cracks. Fas: Good
condition (08/15)
Surface: Concrete. Diagonal corner cracks. Tight transverse cracks. Minor wear and
weathering. Btm: Diagonal leaching corner cracks. Few tight transverse cracks. Fas: Good
condition (08/13)

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8056 BRIDGE SAFETY INSPECTION REPORT S01-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
GARDENIA RD 42.4984  /  -83.1174 63163174000S010 Fair Condition(6)
Feature Length  /  Width / Spans Owner
I-75 127.67  /  58.4  /  2 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN ROYAL OAK 1963  /  1996  /  1996  / Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 1 Concrete  /  06 Box Bms-

Single/Sprd
08/15/2017  /  V9PQ N Not Over Waterway
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8. Drainage Off structure. (08/17)
Off structure. (08/15)
Off structure. (08/13)

SUPERSTRUCTURE
08/13 08/15 08/17

9. Stringer
(SIA-59)

7 7 7 (7) Spread box beams with concrete diaphragms. Hairline shear cracks at beam ends at
abutments and pier (on fascia beams). Minor HLH damage in west lane of SB:
Bm 1N 8"x6"x2", Mb 5N 8"x3"x8", Bm 6N 2"x2"x2", Bm 7N (2) 2"x2"x2". Reinforcement is not
exposed (08/17)
(7) Spread box beams with concrete diaphragms. Hairline shear cracks at beam ends at
abutments and pier (on fascia beams). Minor HLH damage in west lane of SB:
Bm 1N 8"x6"x2", Mb 5N 8"x3"x8", Bm 6N 2"x2"x2", Bm 7N (2) 2"x2"x2". Reinforcement is not
exposed (08/15)
Spread box beams with concrete diaphragms. Hairline shear cracks at beam ends at
abutments. Minor HLH damage (<1 LF) in west lane of SB throughout. (08/13)

10. Paint
(SIA-59A)

N N N NA - Concrete box beams (08/17)
NA - Concrete box beams (08/15)
NA - Concrete box beams (08/13)

11. Section
Loss

N N N NA - Concrete box beams (08/17)
NA - Concrete box beams (08/15)
NA - Concrete box beams (08/13)

12. Bearings 7 7 7 Elastomeric bearings, minor wear and weathering. (08/17)
Elastomeric bearings, minor wear and weathering. (08/15)
Elastomeric bearings, minor wear and weathering. (08/13)

SUBSTRUCTURE
08/13 08/15 08/17

13. Abutments
(SIA-60)

7 7 7 Full height abutments, Scattered repaired areas. Heavy map/shrinkage Cr.at patches. Tight
vertical cracks. wet map Cr at N end of W abut. (08/17)
Scattered repaired areas. Heavy map cracks at patches. Tight vertical cracks. (08/15)
Scattered repaired areas. Heavy map cracks at patches. Tight vertical cracks. (08/13)

14. Piers
(SIA-60)

6 6 6 Pier wall. 10 sft marked delaminated areas. Few tight random cracks. Few concrete patches
at top of wall. Previously marked areas of delamination under beams 2S and 3S (20 sft total).
Horiz. Cr at top on W face, at bays 1s & 2s. (08/17)
Pier wall. 10 sft marked delaminated areas. Few tight random cracks. Few concrete patches
at top of wall. Previously marked areas of delamination under beams 2S and 3S (20 sft total).
(08/15)
Pier wall. Few tight random cracks. Few concrete patches at top of wall. Previously marked
areas of delamination (20 sft total). (08/13)

15. Slope
Protection

N N N Retaining walls. (08/17)
Retaining walls. (08/15)
Retaining walls. (08/13)

16. Channel
(SIA-61)

N N N N/A. (08/17)
N/A. (08/15)
N/A. (08/13)

17. Scour
Inspection

N  (08/17)
 (08/15)
 (08/13)

APPROACH
08/13 08/15 08/17

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8056 BRIDGE SAFETY INSPECTION REPORT S01-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
GARDENIA RD 42.4984  /  -83.1174 63163174000S010 Fair Condition(6)
Feature Length  /  Width / Spans Owner
I-75 127.67  /  58.4  /  2 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN ROYAL OAK 1963  /  1996  /  1996  / Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 1 Concrete  /  06 Box Bms-

Single/Sprd
08/15/2017  /  V9PQ N Not Over Waterway
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18. Approach
Pavement

7 7 7 Concrete approaches. Tight transverse cracks with minor wear and weathering. (08/17)
Concrete approaches. Tight transverse cracks with minor wear and weathering. (08/15)
Concrete approaches. Tight transverse cracks with minor wear and weathering. (08/13)

19. Approach
Shoulders
Sidewalks

6 6 4 Concrete approach sidewalks. Few tight cracks. Minor vegetation growth. settlement (1-1/2"
to 1") in all quads at ref. line. Non ADA compliant approach Sidewalk ramps. Colision
damaged at NEQ guard rail. (08/17)
Concrete approach sidewalks. Few tight cracks. Minor vegetation growth. Light settlement at
all quads (3/4"). Sidewalk ramps (08/15)
Concrete approach sidewalks. Few tight cracks. Minor vegetation growth. Light settlement at
all quads (1"). (08/13)

20. Approach
Slopes

Vegetated. (08/17)
Vegetated. (08/15)
Vegetated. (08/13)

21. Utilities Traffic signals at both ends of bridge. MITS camera at southwest quad. (08/17)
Traffic signals at both ends of bridge. MITS camera at southwest quad. (08/15)
Traffic signals at both ends of bridge. MITS camera at southwest quad. (08/13)

22. Drainage
Culverts

None visible. (08/17)
None visible. (08/15)
None visible. (08/13)

MISCELLANEOUS
Guard Rail Other Items
Item Rating Item Rating

36A. Bridge Railings 1 71. Water Adequacy N
36B. Transitions 1 72. Approach Alignment 8
36C. Approach Guardrail 1 Temporary Support 0 No Temporary Supports
36D. Approach Guardrail Ends 1 High Load Hit (M) Yes

Special Insp. Equipment 3
Underwater Insp. Method 0

False Decking (Timber) Removed to Complete Inspection N/A - No False Decking

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8056 BRIDGE SAFETY INSPECTION REPORT S01-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
GARDENIA RD 42.4984  /  -83.1174 63163174000S010 Fair Condition(6)
Feature Length  /  Width / Spans Owner
I-75 127.67  /  58.4  /  2 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN ROYAL OAK 1963  /  1996  /  1996  / Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 1 Concrete  /  06 Box Bms-

Single/Sprd
08/15/2017  /  V9PQ N Not Over Waterway
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SUPPORTING IMAGES V9PQ 08/15/2017

Document Name: DSCN6359.JPG Document Name: DSCN6364.JPG
Category: Elevation Category: Elevation
Comments: S Elevation Comments: N elevation

Document Name: DSCN6369.JPG Document Name: DSCN6370.JPG
Category: Approach Category: Approach
Comments: East Approach Comments: West Approach

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8056 BRIDGE SAFETY INSPECTION REPORT S01-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
GARDENIA RD 42.4984  /  -83.1174 63163174000S010 Fair Condition(6)
Feature Length  /  Width / Spans Owner
I-75 127.67  /  58.4  /  2 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN ROYAL OAK 1963  /  1996  /  1996  / Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 1 Concrete  /  06 Box Bms-

Single/Sprd
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Document Name: DSCN6367.JPG Document Name: DSCN6372.JPG
Category: Railing Category: Railing
Comments: S Railing Comments: N Pedestrian fence with broken weld at base of West

end post

Document Name: DSCN6373.JPG Document Name: DSCN6363.JPG
Category: Railing Category: Deck
Comments: N Pedestrian fence with broken weld at base of West
end post

Comments: Bottom surface in SEQ at East  abut.

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8056 BRIDGE SAFETY INSPECTION REPORT S01-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
GARDENIA RD 42.4984  /  -83.1174 63163174000S010 Fair Condition(6)
Feature Length  /  Width / Spans Owner
I-75 127.67  /  58.4  /  2 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN ROYAL OAK 1963  /  1996  /  1996  / Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 1 Concrete  /  06 Box Bms-

Single/Sprd
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Document Name: DSCN6371.JPG Document Name: DSCN6360.JPG
Category: Deck Category: Superstructure
Comments: Typical Comments: in East Span

Document Name: DSCN6362.JPG Document Name: DSCN6365.JPG
Category: Substructure Category: Substructure
Comments: Pier East Face Comments: East Abutment
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Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
GARDENIA RD 42.4984  /  -83.1174 63163174000S010 Fair Condition(6)
Feature Length  /  Width / Spans Owner
I-75 127.67  /  58.4  /  2 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN ROYAL OAK 1963  /  1996  /  1996  / Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
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Document Name: DSCN6379.JPG Document Name: DSCN6380.JPG
Category: Substructure Category: Substructure
Comments: pier W face Comments: West Abutment

Document Name: DSCN6381.JPG
Category: Other
Comments: HLH damage at SB beam 5N
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STR 8056 BRIDGE SAFETY INSPECTION REPORT S01-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
GARDENIA RD 42.4984  /  -83.1174 63163174000S010 Fair Condition(6)
Feature Length  /  Width / Spans Owner
I-75 127.67  /  58.4  /  2 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN ROYAL OAK 1963  /  1996  /  1996  / Oakland(23) A Open, no restriction(A)
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NBI INSPECTION 2ENX
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

24 07/29/1997

GENERAL NOTES

DECK
04/96 07/97

1. Surface
(SIA-58A)

5 4  (07/97)
 (04/96)
 ()

2. Expansion
Joints

 (07/97)
 (04/96)
 ()

3. Other
Joints

 (07/97)
 (04/96)
 ()

4. Railings  (07/97)
 (04/96)
 ()

5. Sidewalks
or Curbs

 (07/97)
 (04/96)
 ()

6. Deck
Bottom
Surface
(SIA-58B)

 (07/97)
 (04/96)
 ()

7. Deck
(SIA-58)

4 3  (07/97)
 (04/96)
 ()

8. Drainage  (07/97)
 (04/96)
 ()

SUPERSTRUCTURE
04/96 07/97

9. Stringer
(SIA-59)

6 6  (07/97)
 (04/96)
 ()

10. Paint
(SIA-59A)

1 1  (07/97)
 (04/96)
 ()

11. Section
Loss

 (07/97)
 (04/96)
 ()

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8057 BRIDGE SAFETY INSPECTION REPORT S02-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
NB SERV RD 42.4995  /  -83.1171 63163174000S020 Good Condition(7)
Feature Length  /  Width / Spans Owner
I-75 219.8  /  33.8  /  2 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN ROYAL OAK 1963  /        /  1963  / Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 4 Steel Continuous  /  02 Multi

Str Non Comp
11/03/2015  /  1LH2 N Not Over Waterway
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12. Bearings  (07/97)
 (04/96)
 ()

SUBSTRUCTURE
04/96 07/97

13. Abutments
(SIA-60)

4 4  (07/97)
 (04/96)
 ()

14. Piers
(SIA-60)

 (07/97)
 (04/96)
 ()

15. Slope
Protection

 (07/97)
 (04/96)
 ()

16. Channel
(SIA-61)

N N  (07/97)
 (04/96)
 ()

17. Scour
Inspection

 (07/97)
 (04/96)
 ()

APPROACH
04/96 07/97

18. Approach
Pavement

 (07/97)
 (04/96)
 ()

19. Approach
Shoulders
Sidewalks

 (07/97)
 (04/96)
 ()

20. Approach
Slopes

 (07/97)
 (04/96)
 ()

21. Utilities  (07/97)
 (04/96)
 ()

22. Drainage
Culverts

 (07/97)
 (04/96)
 ()

MISCELLANEOUS
Guard Rail Other Items
Item Rating Item Rating

36A. Bridge Railings 1 71. Water Adequacy N
36B. Transitions 0 72. Approach Alignment 7
36C. Approach Guardrail 0 Temporary Support 0 No Temporary Supports
36D. Approach Guardrail Ends 0 High Load Hit (M) No

Special Insp. Equipment
Underwater Insp. Method

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8057 BRIDGE SAFETY INSPECTION REPORT S02-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
NB SERV RD 42.4995  /  -83.1171 63163174000S020 Good Condition(7)
Feature Length  /  Width / Spans Owner
I-75 219.8  /  33.8  /  2 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN ROYAL OAK 1963  /        /  1963  / Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 4 Steel Continuous  /  02 Multi

Str Non Comp
11/03/2015  /  1LH2 N Not Over Waterway
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False Decking (Timber) Removed to Complete Inspection N/A - null

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8057 BRIDGE SAFETY INSPECTION REPORT S02-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
NB SERV RD 42.4995  /  -83.1171 63163174000S020 Good Condition(7)
Feature Length  /  Width / Spans Owner
I-75 219.8  /  33.8  /  2 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN ROYAL OAK 1963  /        /  1963  / Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 4 Steel Continuous  /  02 Multi

Str Non Comp
11/03/2015  /  1LH2 N Not Over Waterway
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NBI INSPECTION TLLV
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

SJG MDOT 24 04/03/2000

GENERAL NOTES
NO PONTIS THIS INSPECTION

DECK
11/98 06/99 04/00

1. Surface
(SIA-58A)

4 3 3 100 sq. m deep spall and bit patch, heavier at E end, curbs spalled to steel/deep rusty cracks
20 meters.  Trans. cracks. (04/00)
100 sq. m deep spall and bit patch, heavier at E end, curbs spalled to steel/deep rusty cracks
20 meters.  Trans. cracks. (06/99)
 (11/98)

2. Expansion
Joints

3 3 Leaking, bit patched and raveling. Nosing broken up. (04/00)
Leaking, bit patched and raveling. Nosing broken up. (06/99)
 (11/98)

3. Other
Joints

3 3 Leaking, spalled and bit patched (04/00)
Leaking, spalled and bit patched (06/99)
 (11/98)

4. Railings 4 3 Concrete parapet w/1-tube alum, rust stained cracks and scattered small spalls, many scrape
marks. 8 m spall to steel and rust stains on both rails, 2 tubes on N rail bent.  Longit. cracks
throughout (04/00)
Concrete parapet w/1-tube alum, rust stained cracks and scattered small spalls, many scrape
marks. 8 m spall to steel and rust stains on both rails, 2 tubes on N rail bent.  Longit. cracks
throughout (06/99)
 (11/98)

5. Sidewalks
or Curbs

 (04/00)
 (06/99)
 (11/98)

6. Deck
Bottom
Surface
(SIA-58B)

 (04/00)
 (06/99)
 (11/98)

7. Deck
(SIA-58)

3 3 3 End headers spalled and bit patched, leaching and map cracks. 2 sq. m spall on W backwall
1 m spall to steel S fascia, few areas w/ small spalls and 50% map cracked.  Rust stains.
(04/00)
End headers spalled and bit patched, leaching and map cracks. 2 sq. m spall on W backwall
1 m spall to steel S fascia, few areas w/ small spalls and 50% map cracked.  Rust stains.
(06/99)
 (11/98)

8. Drainage  (04/00)
 (06/99)
 (11/98)

SUPERSTRUCTURE
11/98 06/99 04/00

9. Stringer
(SIA-59)

6 5 5 70% overall rust, heavier on bottom flanges and fascia beams (04/00)
70% overall rust, heavier on bottom flanges and fascia beams (06/99)
 (11/98)
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10. Paint
(SIA-59A)

1 1 1 70% overall rust (04/00)
70% overall rust (06/99)
 (11/98)

11. Section
Loss

1 1 Scaling rust, minor section loss @ abuts (04/00)
Scaling rust, minor section loss @ abuts (06/99)
 (11/98)

12. Bearings 4 4 Rockers and steel plates, minor rust. Loss of bearing area under bm 1-S E abut & bm 1&2-N
W abut (04/00)
Rockers and steel plates, minor rust. Loss of bearing area under bm 1-S E abut & bm 1&2-N
W abut (06/99)
 (11/98)

SUBSTRUCTURE
11/98 06/99 04/00

13. Abutments
(SIA-60)

4 3 3 Horiz cracks top of abuts. 4 sq. m spall to steel E abut ; 3 sq. m spall under bm 1N & 2S at W
abut. Stalactite at W abut. Vert & horiz cracks w/few delam areas. 10 sq. m cracks & delams
w/stal W abut.  Loss of bearing area. (04/00)
Horiz cracks top of abuts. 4 sq. m spall to steel E abut ; 3 sq. m spall under bm 1N & 2S at W
abut. Stalactite at W abut. Vert & horiz cracks w/few delam areas. 10 sq. m cracks & delams
w/stal W abut.  Loss of bearing area. (06/99)
 (11/98)

14. Piers
(SIA-60)

7 7 Cracks in col 3-5 (04/00)
Cracks in col 3-5 (06/99)
 (11/98)

15. Slope
Protection

 (04/00)
 (06/99)
 (11/98)

16. Channel
(SIA-61)

N N N  (04/00)
 (06/99)
 (11/98)

17. Scour
Inspection

 (04/00)
 (06/99)
 (11/98)

APPROACH
11/98 06/99 04/00

18. Approach
Pavement

7 7 Small spalls E end of Bit patch. (04/00)
Small spalls E end of Bit patch. (06/99)
 (11/98)

19. Approach
Shoulders
Sidewalks

 (04/00)
 (06/99)
 (11/98)

20. Approach
Slopes

 (04/00)
 (06/99)
 (11/98)

21. Utilities  (04/00)
 (06/99)
 (11/98)

22. Drainage
Culverts

 (04/00)
 (06/99)
 (11/98)
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MISCELLANEOUS
Guard Rail Other Items
Item Rating Item Rating

36A. Bridge Railings 1 71. Water Adequacy N
36B. Transitions 0 72. Approach Alignment 7
36C. Approach Guardrail 0 Temporary Support 0 No Temporary Supports
36D. Approach Guardrail Ends 0 High Load Hit (M) No

Special Insp. Equipment
Underwater Insp. Method 0

False Decking (Timber) Removed to Complete Inspection N/A - null

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive
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NBI INSPECTION WQTS
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

DLUGOPOLSKIP MDOT 24 10/05/2004

GENERAL NOTES

DECK
12/00 12/02 10/04

1. Surface
(SIA-58A)

8 8 8 Minor trans cracks. (10/04)
New in 2000. (12/02)
new in 2000 (12/00)

2. Expansion
Joints

8 8 8 New in 2000. Strip seals. (10/04)
New in 2000. Strip seals. (12/02)
new in 2000 (12/00)

3. Other
Joints

8 8 8 New in 2000. (10/04)
New in 2000. (12/02)
new in 2000 (12/00)

4. Railings 3 7 7 New in 2000. Vert cracks. Conc barrier w/ 2 tube railing. Ped fencing. (10/04)
New in 2000. Vert cracks. Conc barrier w/ 2 tube railing. Ped fencing. (12/02)
new in 2000 (12/00)

5. Sidewalks
or Curbs

 (10/04)
Snow covered sidewalk on N side. (12/02)
 (12/00)

6. Deck
Bottom
Surface
(SIA-58B)

 (10/04)
 (12/02)
 (12/00)

7. Deck
(SIA-58)

8 7 7 Stay in place forms. Light vert cracks to deck fascia. (10/04)
Stay in place forms. Light vert cracks to deck fascia. (12/02)
stay in place forms (12/00)

8. Drainage  (10/04)
 (12/02)
 (12/00)

SUPERSTRUCTURE
12/00 12/02 10/04

9. Stringer
(SIA-59)

6 6 6 Minor section loss. (10/04)
Minor section loss. (12/02)
minor section loss (12/00)

10. Paint
(SIA-59A)

8 7 7 Painted in 2000. Spots of rust at bm ends and scattered across bms. (10/04)
Painted in 2000. Spots of rust at bm ends and scattered across bms. (12/02)
painted in 2000 (12/00)

11. Section
Loss

1 1 1 minor section loss @ abuts. (10/04)
minor section loss @ abuts. (12/02)
minor section loss @ abuts (12/00)
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12. Bearings 6 6 6 Rockers and steel plates. (10/04)
Rockers and steel plates. (12/02)
Rockers and steel plates (12/00)

SUBSTRUCTURE
12/00 12/02 10/04

13. Abutments
(SIA-60)

7 7 7 Repaired in 2000. Concrete patches. Vert cracks. Horz cracks at top of abutment. (10/04)
Repaired in 2000. Concrete patches. Vert cracks. Horz cracks at top of abutment. (12/02)
Repaired in 2000 (12/00)

14. Piers
(SIA-60)

7 7 7 Cracks in columns. (10/04)
Cracks in columns. (12/02)
Cracks in columns. (12/00)

15. Slope
Protection

 (10/04)
 (12/02)
 (12/00)

16. Channel
(SIA-61)

N N N  (10/04)
 (12/02)
 (12/00)

17. Scour
Inspection

 (10/04)
 (12/02)
 (12/00)

APPROACH
12/00 12/02 10/04

18. Approach
Pavement

8 7 7 New in 2000. Light trans cracks. (10/04)
New in 2000. Light trans cracks. (12/02)
new in 2000 (12/00)

19. Approach
Shoulders
Sidewalks

 (10/04)
 (12/02)
 (12/00)

20. Approach
Slopes

 (10/04)
 (12/02)
 (12/00)

21. Utilities  (10/04)
 (12/02)
 (12/00)

22. Drainage
Culverts

 (10/04)
 (12/02)
 (12/00)

MISCELLANEOUS
Guard Rail Other Items
Item Rating Item Rating

36A. Bridge Railings 1 71. Water Adequacy N
36B. Transitions 0 72. Approach Alignment 7
36C. Approach Guardrail 0 Temporary Support 0 No Temporary Supports
36D. Approach Guardrail Ends 0 High Load Hit (M) No

Special Insp. Equipment 4
Underwater Insp. Method 0
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False Decking (Timber) Removed to Complete Inspection N/A - null

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive
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NBI INSPECTION ZTWV
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

DLUGOPOLSKIP MDOT INSPECTOR 24 02/04/2010

GENERAL NOTES
No Request For Actions (RFA) were initiated at this time

DECK
09/06 09/08 02/10

1. Surface
(SIA-58A)

8 7 7 Minor trans cracks. Light map cracking on spans 1 & 2 W (02/10)
Minor trans cracks. Light map cracking on spans 1 & 2 W. (09/08)
Minor trans cracks. (09/06)

2. Expansion
Joints

8 7 7 Map cracked and debris filled (02/10)
Map cracked and debris filled. (09/08)
New in 2000. Strip seals. (09/06)

3. Other
Joints

8 8 N  (02/10)
New (09/08)
New in 2000. (09/06)

4. Railings 7 7 7 Vert cracks. Conc barrier w/ 2 tube railing. Ped fencing (02/10)
Vert cracks. Conc barrier w/ 2 tube railing. Ped fencing. (09/08)
New in 2000. Vert cracks. Conc barrier w/ 2 tube railing. Ped fencing. (09/06)

5. Sidewalks
or Curbs

7 7 Light cracking on Sidewalk. North side only (02/10)
Light cracking on Sidewalk. North side only. (09/08)
 (09/06)

6. Deck
Bottom
Surface
(SIA-58B)

8 8 No rust on stay in place forms (02/10)
Stay in place forms (09/08)
 (09/06)

7. Deck
(SIA-58)

7 7 7 Permanent metal deck forms. Light cracking on fascia. (02/10)
Light cracking on fascia (09/08)
Stay in place forms. Light vert cracks to deck fascia. (09/06)

8. Drainage  (02/10)
 (09/08)
 (09/06)

SUPERSTRUCTURE
09/06 09/08 02/10

9. Stringer
(SIA-59)

6 6 6 Minor section loss at abutments (02/10)
Minor section loss. (09/08)
Minor section loss. (09/06)

10. Paint
(SIA-59A)

7 7 7 Spots of rust at bm ends and scattered across bms (02/10)
Painted in 2000.  Spots of rust at bm ends and scattered across bms. (09/08)
Painted in 2000. Spots of rust at bm ends and scattered across bms. (09/06)

11. Section
Loss

1 1 1 Minor section loss (02/10)
Minor section loss @ abuts. (09/08)
Minor section loss @ abuts. (09/06)
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12. Bearings 6 6 6 Rust on steel plates (02/10)
Rockers and steel plates. (09/08)
Rockers and steel plates. (09/06)

SUBSTRUCTURE
09/06 09/08 02/10

13. Abutments
(SIA-60)

7 7 7 Concrete patches map cracked. Vert cracks. Horiz cracks at top of abutment (02/10)
Repaired in 2000. Concrete patches map cracked. Vert cracks. Horiz cracks at top of
abutment. (09/08)
Repaired in 2000. Concrete patches. Vert cracks. Horz cracks at top of abutment. (09/06)

14. Piers
(SIA-60)

7 7 7 Cracks in columns (02/10)
Cracks in columns. (09/08)
Cracks in columns. (09/06)

15. Slope
Protection

 (02/10)
Retaining walls (09/08)
 (09/06)

16. Channel
(SIA-61)

N N N  (02/10)
 (09/08)
 (09/06)

17. Scour
Inspection

 (02/10)
 (09/08)
 (09/06)

APPROACH
09/06 09/08 02/10

18. Approach
Pavement

7 7 7 Light trans cracks (02/10)
New in 2000. Light trans cracks. (09/08)
New in 2000. Light trans cracks. (09/06)

19. Approach
Shoulders
Sidewalks

 (02/10)
 (09/08)
 (09/06)

20. Approach
Slopes

 (02/10)
 (09/08)
 (09/06)

21. Utilities  (02/10)
 (09/08)
 (09/06)

22. Drainage
Culverts

 (02/10)
 (09/08)
 (09/06)

MISCELLANEOUS
Guard Rail Other Items
Item Rating Item Rating

36A. Bridge Railings 1 71. Water Adequacy N
36B. Transitions 0 72. Approach Alignment 7
36C. Approach Guardrail 0 Temporary Support 0 No Temporary Supports
36D. Approach Guardrail Ends 0 High Load Hit (M) No

Special Insp. Equipment 3
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Underwater Insp. Method 0

False Decking (Timber) Removed to Complete Inspection N/A - null

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive
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NBI INSPECTION 1LH2
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

Greg Perkowski MDOT 24 11/03/2015

GENERAL NOTES
No RFA(s) were submitted with this inspection.
All measurements and quantities are estimated unless qualified.

ESTABLISH DIRECTIONS:  I-75 = N-S

Under Clearance Signs:  Not posted   Traffic Signs:  1 E.Bd.  G. Perkowski  {11/03/15}

DECK
01/12 12/13 11/15

1. Surface
(SIA-58A)

7 7 7 Min trans crks and H.L. map crks throughout.  Stripped for 1 lane. (11/15)
Min trans crks and H.L. map crks throughout.  Stripped for 1 lane. (12/13)
Min trans crks and H.L. map crks throughout. (01/12)

2. Expansion
Joints

7 7 7 Strip seal exp jts:  Debris filled.  Map crks in headers.
HPR jts:  Good condition. (11/15)
Strip seal exp jts:  Debris filled.  Map crks in headers.
HPR jts:  Good condition. (12/13)
Strip seal exp jts:  Debris filled.  Fas:  Good.
HPR jts:  Good condition. (01/12)

3. Other
Joints

N N N N/A (11/15)
N/A (12/13)
N/A (01/12)

4. Railings 7 7 7 Solid conc. barrie with 2 sq. rails and galv 1" ped fence and outter rustification.  Heavy vrt
crks 3' O.C., map crks. and stains. (11/15)
Solid conc. barrie with 2 sq. rails and galv 1" ped fence and outter rustification.  Heavy fine vrt
crks, map crks. and stains. (12/13)
Solid conc. barrie with galv 1" ped fence and outter rustification.  Fine vrt crks and stains.
(01/12)

5. Sidewalks
or Curbs

7 7 7 N.side only.  H.L. trans crks.  Sm spall in curb.  No app. S.W. (11/15)
N.side only.  H.L. trans crks.  Sm spall in curb.  No app. S.W. (12/13)
N.side only.  H.L. trans crks.  Sm spall in curb. (01/12)

6. Deck
Bottom
Surface
(SIA-58B)

8 8 8 Few min rust spots on Perm S.I.P. forms. (11/15)
Few min rust spots on Perm S.I.P. forms. (12/13)
Few min rust spots on Perm S.I.P. forms. (01/12)

7. Deck
(SIA-58)

7 7 7 Surf:  Min trans crks and H.L. map crks throughout.  Stripped for 1 lane.  Btm:  Few min rust
spots on Perm S.I.P. forms.  Fas: Few min vrts crks, stains. Trans crks on soffit. (11/15)
Surf:  Min trans crks and H.L. map crks throughout.  Stripped for 1 lane.  Btm:  Few min rust
spots on Perm S.I.P. forms.  Fas: Few min vrts crks, stains. Trans crks on soffit. (12/13)
Surf:  Min trans crks and H.L. map crks throughout.  Btm:  Few min rust spots on Perm S.I.P.
forms.  Fas:  Few min vrts crks, stains.  Trans crks on soffit. (01/12)

8. Drainage Off str.  No apparent ponding. (11/15)
Off str.  No apparent ponding. (12/13)
Off str.  No apparent ponding. (01/12)

SUPERSTRUCTURE
01/12 12/13 11/15
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9. Stringer
(SIA-59)

7 7 7 Contuouse.  Bolted Conns. (11/15)
Contuouse.  Bolted Conns. (12/13)
Rating corrected to conform to guides.  Blt'd conn's.  Paint:  Scattered rust spots.  Hvy on
btm/btm flgs.  Hvy peeling on fas S.E.Q.  LOS:  Min surf rust at abut ends. (01/12)

10. Paint
(SIA-59A)

6 6 6 Scattered rust spots.  Hvy on btm/btm flgs.  Hvy peeling on fascia of a number of areas.
(11/15)
Scattered rust spots.  Hvy on btm/btm flgs.  Hvy peeling on fascia of a number of areas.
(12/13)
Scattered rust spots.  Hvy on btm/btm flgs.  Hvy peeling on fas S.E.Q. (01/12)

11. Section
Loss

3 3 2 Min surf rust at abut ends. (11/15)
Rating corrected to conform to guides.  Min surf rust at abut ends. (12/13)
Rating corrected to conform to guides.  Min surf rust at abut ends. (01/12)

12. Bearings 6 6 6 Min to moderate surf rust on most steel. (11/15)
Min surf rust on most steel. (12/13)
Min surf rust on most steel. (01/12)

SUBSTRUCTURE
01/12 12/13 11/15

13. Abutments
(SIA-60)

7 7 7 Concrete patches vry hvy map cracked. Vert cracks. Horiz cracks at top of abutment .  Weep
holes in abutment:  4", 5' o.c. (11/15)
Concrete patches vry hvy map cracked. Vert cracks. Horiz cracks at top of abutment .  Weep
holes in abutment:  4", 5' o.c. (12/13)
Concrete patches vry hvy map cracked. Vert cracks. Horiz cracks at top of abutment (01/12)

14. Piers
(SIA-60)

7 7 7 Few min crks up to 1/8" in col's.  Few min H.L. crks. in caps. (11/15)
Few min crks up to 1/8" in col's.  Few min H.L. crks. in caps. (12/13)
Few min crks up to 1/8" in col's.  Few min H.L. crks. in caps. (01/12)

15. Slope
Protection

N N N Retaining walls (11/15)
Retaining walls (12/13)
Retaining walls (01/12)

16. Channel
(SIA-61)

N N N N/A (11/15)
N/A (12/13)
N/A (01/12)

17. Scour
Inspection

N  (11/15)
 (12/13)
 (01/12)

APPROACH
01/12 12/13 11/15

18. Approach
Pavement

7 7 8 Rating corrected to conform to guides.  Conc.  Light trans cracks. (11/15)
Conc.  Light trans cracks (12/13)
Conc.  Light trans cracks (01/12)

19. Approach
Shoulders
Sidewalks

7 7 7 Grass behind Conc. C&G.  Bridge has S.W. (11/15)
Grass behind Conc. C&G.  Bridge has S.W. (12/13)
Grass behind Conc. C&G. (01/12)

20. Approach
Slopes

Grass.  Good condition. (11/15)
Grass.  Good condition. (12/13)
Grass.  Good condition. (01/12)

21. Utilities None visible. (11/15)
None visible. (12/13)
None visible. (01/12)

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8057 BRIDGE SAFETY INSPECTION REPORT S02-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
NB SERV RD 42.4995  /  -83.1171 63163174000S020 Good Condition(7)
Feature Length  /  Width / Spans Owner
I-75 219.8  /  33.8  /  2 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN ROYAL OAK 1963  /        /  1963  / Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 4 Steel Continuous  /  02 Multi

Str Non Comp
11/03/2015  /  1LH2 N Not Over Waterway
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22. Drainage
Culverts

None visible. (11/15)
None visible. (12/13)
None visible. (01/12)

MISCELLANEOUS
Guard Rail Other Items
Item Rating Item Rating

36A. Bridge Railings 1 71. Water Adequacy N
36B. Transitions 0 72. Approach Alignment 7
36C. Approach Guardrail 0 Temporary Support 0 No Temporary Supports
36D. Approach Guardrail Ends 0 High Load Hit (M) No

Special Insp. Equipment 3
Underwater Insp. Method 0

False Decking (Timber) Removed to Complete Inspection N/A - No False Decking

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8057 BRIDGE SAFETY INSPECTION REPORT S02-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
NB SERV RD 42.4995  /  -83.1171 63163174000S020 Good Condition(7)
Feature Length  /  Width / Spans Owner
I-75 219.8  /  33.8  /  2 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN ROYAL OAK 1963  /        /  1963  / Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 4 Steel Continuous  /  02 Multi

Str Non Comp
11/03/2015  /  1LH2 N Not Over Waterway
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NBI INSPECTION 1UKK
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

24 04/24/1996

GENERAL NOTES

DECK
04/96

1. Surface
(SIA-58A)

6  (04/96)
 ()
 ()

2. Expansion
Joints

 (04/96)
 ()
 ()

3. Other
Joints

 (04/96)
 ()
 ()

4. Railings  (04/96)
 ()
 ()

5. Sidewalks
or Curbs

 (04/96)
 ()
 ()

6. Deck
Bottom
Surface
(SIA-58B)

 (04/96)
 ()
 ()

7. Deck
(SIA-58)

5  (04/96)
 ()
 ()

8. Drainage  (04/96)
 ()
 ()

SUPERSTRUCTURE
04/96

9. Stringer
(SIA-59)

5  (04/96)
 ()
 ()

10. Paint
(SIA-59A)

N  (04/96)
 ()
 ()

11. Section
Loss

 (04/96)
 ()
 ()

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8058 BRIDGE SAFETY INSPECTION REPORT S03-63174-1
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
I-75 NB 42.5045  /  -83.1147 63163174000S031 Good Condition(7)
Feature Length  /  Width / Spans Owner
12 MILE RD 169.9  /  59.7  /  4 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN MADISON HTS 1963  /  2001  /        / 2001 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 5 Prestressed Concrete  /  32

Multi Str Comp
05/09/2016  /  CG4I N Not Over Waterway
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12. Bearings  (04/96)
 ()
 ()

SUBSTRUCTURE
04/96

13. Abutments
(SIA-60)

4  (04/96)
 ()
 ()

14. Piers
(SIA-60)

 (04/96)
 ()
 ()

15. Slope
Protection

 (04/96)
 ()
 ()

16. Channel
(SIA-61)

N  (04/96)
 ()
 ()

17. Scour
Inspection

 (04/96)
 ()
 ()

APPROACH
04/96

18. Approach
Pavement

 (04/96)
 ()
 ()

19. Approach
Shoulders
Sidewalks

 (04/96)
 ()
 ()

20. Approach
Slopes

 (04/96)
 ()
 ()

21. Utilities  (04/96)
 ()
 ()

22. Drainage
Culverts

 (04/96)
 ()
 ()

MISCELLANEOUS
Guard Rail Other Items
Item Rating Item Rating

36A. Bridge Railings 1 71. Water Adequacy N
36B. Transitions 1 72. Approach Alignment 8
36C. Approach Guardrail 1 Temporary Support 0 No Temporary Supports
36D. Approach Guardrail Ends 1 High Load Hit (M) No

Special Insp. Equipment
Underwater Insp. Method

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8058 BRIDGE SAFETY INSPECTION REPORT S03-63174-1
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
I-75 NB 42.5045  /  -83.1147 63163174000S031 Good Condition(7)
Feature Length  /  Width / Spans Owner
12 MILE RD 169.9  /  59.7  /  4 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN MADISON HTS 1963  /  2001  /        / 2001 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 5 Prestressed Concrete  /  32

Multi Str Comp
05/09/2016  /  CG4I N Not Over Waterway
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False Decking (Timber) Removed to Complete Inspection N/A - null

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8058 BRIDGE SAFETY INSPECTION REPORT S03-63174-1
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
I-75 NB 42.5045  /  -83.1147 63163174000S031 Good Condition(7)
Feature Length  /  Width / Spans Owner
12 MILE RD 169.9  /  59.7  /  4 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN MADISON HTS 1963  /  2001  /        / 2001 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 5 Prestressed Concrete  /  32

Multi Str Comp
05/09/2016  /  CG4I N Not Over Waterway

Form P2502 Printed on 09/12/2017 Page 3 of 3



NBI INSPECTION LPPQ
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

PAW MDOT 24 06/08/1999

GENERAL NOTES

DECK
09/97 11/98 06/99

1. Surface
(SIA-58A)

5 5 5 20 syd spall along jts and patch w/bit, deep spalls. (06/99)
 (11/98)
 (09/97)

2. Expansion
Joints

3 Fiber material missing in all the jts, leaking; see thru at all exp jts.  Deep spalls and bit patch.
(06/99)
 (11/98)
 (09/97)

3. Other
Joints

3 Leaking, break-up @ ref lines, bit patch (06/99)
 (11/98)
 (09/97)

4. Railings 4 Concrete parapet w/1-tube alum. Few cracks and small spalls to steel-rusty. (06/99)
 (11/98)
 (09/97)

5. Sidewalks
or Curbs

 (06/99)
 (11/98)
 (09/97)

6. Deck
Bottom
Surface
(SIA-58B)

 (06/99)
 (11/98)
 (09/97)

7. Deck
(SIA-58)

7 7 7 Spall to steel under jts @ W fascia, cracks N end (06/99)
 (11/98)
 (09/97)

8. Drainage  (06/99)
 (11/98)
 (09/97)

SUPERSTRUCTURE
09/97 11/98 06/99

9. Stringer
(SIA-59)

5 5 5 Rusty cracks on beam ends, small spalls.  Cracks in diaframes.  E fascia @ Jt. ins. spall.
(06/99)
 (11/98)
 (09/97)

10. Paint
(SIA-59A)

N N  (06/99)
 (11/98)
 (09/97)

11. Section
Loss

 (06/99)
 (11/98)
 (09/97)

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8058 BRIDGE SAFETY INSPECTION REPORT S03-63174-1
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
I-75 NB 42.5045  /  -83.1147 63163174000S031 Good Condition(7)
Feature Length  /  Width / Spans Owner
12 MILE RD 169.9  /  59.7  /  4 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN MADISON HTS 1963  /  2001  /        / 2001 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 5 Prestressed Concrete  /  32

Multi Str Comp
05/09/2016  /  CG4I N Not Over Waterway
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12. Bearings 3 Steel plates, loss of bearing area on W end of pier caps and @ N abut; ratings lowered
(06/99)
 (11/98)
 (09/97)

SUBSTRUCTURE
09/97 11/98 06/99

13. Abutments
(SIA-60)

3 3 3 N abut has cracks under bm 6 W. Deep spall under bm 1E, vert cracks.  Deep spall w/
exposed position dowel under beam 1W N abut & incip spalls bm 2W.  Rust stains.  S in good
condition. (06/99)
 (11/98)
 (09/97)

14. Piers
(SIA-60)

3 Soffit & col corner cracks, spall to steel & leachy cracks at C-pier E end. All piers W end of
cap spall to steel-1syd. Top half of C-pier W end exposed steel, 10sft spall to steel in center
pier cap w/section loss at bearing area.  Loss of bearing area @ (06/99)
 (11/98)
 (09/97)

15. Slope
Protection

 (06/99)
 (11/98)
 (09/97)

16. Channel
(SIA-61)

N N N  (06/99)
 (11/98)
 (09/97)

17. Scour
Inspection

 (06/99)
 (11/98)
 (09/97)

APPROACH
09/97 11/98 06/99

18. Approach
Pavement

6 Trans cracks, rutting, few spalls and delamination @ S approach lane 2&3-E (06/99)
 (11/98)
 (09/97)

19. Approach
Shoulders
Sidewalks

 (06/99)
 (11/98)
 (09/97)

20. Approach
Slopes

 (06/99)
 (11/98)
 (09/97)

21. Utilities  (06/99)
 (11/98)
 (09/97)

22. Drainage
Culverts

 (06/99)
 (11/98)
 (09/97)

MISCELLANEOUS
Guard Rail Other Items
Item Rating Item Rating

36A. Bridge Railings 1 71. Water Adequacy N
36B. Transitions 1 72. Approach Alignment 8

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8058 BRIDGE SAFETY INSPECTION REPORT S03-63174-1
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
I-75 NB 42.5045  /  -83.1147 63163174000S031 Good Condition(7)
Feature Length  /  Width / Spans Owner
12 MILE RD 169.9  /  59.7  /  4 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN MADISON HTS 1963  /  2001  /        / 2001 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 5 Prestressed Concrete  /  32

Multi Str Comp
05/09/2016  /  CG4I N Not Over Waterway
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36C. Approach Guardrail 1 Temporary Support 0 No Temporary Supports
36D. Approach Guardrail Ends 1 High Load Hit (M) No

Special Insp. Equipment
Underwater Insp. Method 0

False Decking (Timber) Removed to Complete Inspection N/A - null

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8058 BRIDGE SAFETY INSPECTION REPORT S03-63174-1
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
I-75 NB 42.5045  /  -83.1147 63163174000S031 Good Condition(7)
Feature Length  /  Width / Spans Owner
12 MILE RD 169.9  /  59.7  /  4 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN MADISON HTS 1963  /  2001  /        / 2001 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 5 Prestressed Concrete  /  32

Multi Str Comp
05/09/2016  /  CG4I N Not Over Waterway
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NBI INSPECTION VROF
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

S. Galindo MDOT 24 06/18/2001

GENERAL NOTES
Bridge is being used to carry 2 lanes of NB & 2 lanes of SB during this phase of construction.

DECK
03/00 12/00 06/01

1. Surface
(SIA-58A)

5 5 5 20 syd spall along jts and patch w/bit, deep spalls.  Majority of spalls are longitudinally.  Deck
is divided into 2-way traffic for construction. (06/01)
20 syd spall along jts and patch w/bit, deep spalls.  Majority of spalls are longitudinally.
(12/00)
20 syd spall along jts and patch w/bit, deep spalls.  Majority of spalls are longitudinally.
(03/00)

2. Expansion
Joints

3 3 3 Fiber material missing in all the jts, leaking.  Deep spalls and bit patch. (06/01)
Fiber material missing in all the jts, leaking; see thru at all exp jts.  Deep spalls and bit patch.
(12/00)
Fiber material missing in all the jts, leaking; see thru at all exp jts.  Deep spalls and bit patch.
(03/00)

3. Other
Joints

3 3 3 Leaking, break-up @ ref lines, bit patch.  Heavy spalling with delam areas. (06/01)
Leaking, break-up @ ref lines, bit patch.  Heavy spalling with delaminated areas. (12/00)
Leaking, break-up @ ref lines, bit patch.  Heavy spalling with delaminated areas. (03/00)

4. Railings 4 4 4 Concrete parapet w/1-tube alum.  Few cracks and small spalls to steel, rusty. (06/01)
Concrete parapet w/1-tube alum. Few cracks and small spalls to steel-rusty. (12/00)
Concrete parapet w/1-tube alum. Few cracks and small spalls to steel-rusty. (03/00)

5. Sidewalks
or Curbs

 (06/01)
 (12/00)
 (03/00)

6. Deck
Bottom
Surface
(SIA-58B)

 (06/01)
 (12/00)
 (03/00)

7. Deck
(SIA-58)

7 7 7 STS under jts @ W fascia, S jt, cracks N end.  Diagonal leaching cracks. (06/01)
Spall to steel under jts @ W fascia, cracks N end.  Diagonal leaching cracks. (12/00)
Spall to steel under jts @ W fascia, cracks N end.  Diagonal leaching cracks. (03/00)

8. Drainage  (06/01)
 (12/00)
 (03/00)

SUPERSTRUCTURE
03/00 12/00 06/01

9. Stringer
(SIA-59)

5 5 5 Rusty cracks on bm ends, small spalls.  Cracks in diaphrams.  E fascia @ jt incip spall.  1' to
2' cracks in bm ends. (06/01)
Rusty cracks on beam ends, small spalls.  Cracks in diaframes.  E fascia @ Jt. ins. spall. 1 to
2' cracks in bm ends. (12/00)
Rusty cracks on beam ends, small spalls.  Cracks in diaframes.  E fascia @ Jt. ins. spall. 1 to
2' cracks in bm ends. (03/00)

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8058 BRIDGE SAFETY INSPECTION REPORT S03-63174-1
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
I-75 NB 42.5045  /  -83.1147 63163174000S031 Good Condition(7)
Feature Length  /  Width / Spans Owner
12 MILE RD 169.9  /  59.7  /  4 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN MADISON HTS 1963  /  2001  /        / 2001 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 5 Prestressed Concrete  /  32

Multi Str Comp
05/09/2016  /  CG4I N Not Over Waterway
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10. Paint
(SIA-59A)

N  (06/01)
 (12/00)
 (03/00)

11. Section
Loss

 (06/01)
**deep STS w/exposed bearing plate.  On bm 1W the bearing plate has buckled.  Bm 2W,
3W, 6W have incip. spalls.  Bm 1E has deep spall. (12/00)
**deep STS w/exposed bearing plate.  On bm 1W the bearing plate has buckled.  Bm 2W,
3W, 6W have incip. spalls.  Bm 1E has deep spall. (03/00)

12. Bearings 3 3 6  (06/01)
Steel plates, loss of bearing area on W end of pier caps and @ N abut; ratings lowered
(12/00)
Steel plates, loss of bearing area on W end of pier caps and @ N abut; ratings lowered
(03/00)

SUBSTRUCTURE
03/00 12/00 06/01

13. Abutments
(SIA-60)

3 3 7 N abut has 5 patches. (06/01)
N abut has cracks under bm 6 W. Deep spall under bm 1E, vert cracks.  Deep spall w/
exposed position dowel under beam 1W N abut & incip spalls bm 2W.  Rust stains.  S Abut
has v cracks.  N Abut bm 1W has ** (12/00)
N abut has cracks under bm 6 W. Deep spall under bm 1E, vert cracks.  Deep spall w/
exposed position dowel under beam 1W N abut & incip spalls bm 2W.  Rust stains.  S Abut
has v cracks.  N Abut bm 1W has ** (03/00)

14. Piers
(SIA-60)

3 3 3 Temp supports in place under beams at piers.  Some concrete patches finished on N & S
piers. (06/01)
Soffit & col corner cracks,STS & leachy cracks at C-pier E end. All piers W end of cap STS-
1syd. Top half of C-pier W end exposed steel, 10sft sts in c-pier cap w/section loss at bearing
area.*** (12/00)
Soffit & col corner cracks,STS & leachy cracks at C-pier E end. All piers W end of cap STS-
1syd. Top half of C-pier W end exposed steel, 10sft sts in c-pier cap w/section loss at bearing
area.*** (03/00)

15. Slope
Protection

6 75 sft missing at both S & N abutments due to temp supports. (06/01)
 (12/00)
 (03/00)

16. Channel
(SIA-61)

N N N  (06/01)
***LOB area @ pier 2 &3 -S.  Loss of cover on steel in C-pier 1S has vc, sts & leaky cracks.
Col 1W of S Pier has heavy del & spalls.  2 temp supp @ pier 2S, col 1W.  temp supp under
pier 3S Col 1W. (12/00)
***Loss of bearing area @ pier 2 &3 -S.  Loss of cover on steel in C-pier 1S has vc, sts &
leaky cracks.  Col 1W of S Pier has heavy del & spalls.  2 temp supports installed @ pier 2S,
col 1W. (03/00)

17. Scour
Inspection

 (06/01)
 (12/00)
 (03/00)

APPROACH
03/00 12/00 06/01

18. Approach
Pavement

6 6 6 Trans cracks, rutting, few spalls and delam @ S approach lane 2 E. (06/01)
Trans cracks, rutting, few spalls and delamination @ S approach lane 2&3-E.  Break up at
reference line on N end. (12/00)
Trans cracks, rutting, few spalls and delamination @ S approach lane 2&3-E.  Break up at
reference line on N end. (03/00)

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8058 BRIDGE SAFETY INSPECTION REPORT S03-63174-1
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
I-75 NB 42.5045  /  -83.1147 63163174000S031 Good Condition(7)
Feature Length  /  Width / Spans Owner
12 MILE RD 169.9  /  59.7  /  4 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN MADISON HTS 1963  /  2001  /        / 2001 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 5 Prestressed Concrete  /  32

Multi Str Comp
05/09/2016  /  CG4I N Not Over Waterway

Form P2502 Printed on 09/12/2017 Page 2 of 3



19. Approach
Shoulders
Sidewalks

 (06/01)
 (12/00)
 (03/00)

20. Approach
Slopes

 (06/01)
 (12/00)
 (03/00)

21. Utilities  (06/01)
 (12/00)
 (03/00)

22. Drainage
Culverts

 (06/01)
 (12/00)
 (03/00)

MISCELLANEOUS
Guard Rail Other Items
Item Rating Item Rating

36A. Bridge Railings 1 71. Water Adequacy N
36B. Transitions 1 72. Approach Alignment 8
36C. Approach Guardrail 1 Temporary Support 0 No Temporary Supports
36D. Approach Guardrail Ends 1 High Load Hit (M) No

Special Insp. Equipment _
Underwater Insp. Method

False Decking (Timber) Removed to Complete Inspection N/A - null

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8058 BRIDGE SAFETY INSPECTION REPORT S03-63174-1
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
I-75 NB 42.5045  /  -83.1147 63163174000S031 Good Condition(7)
Feature Length  /  Width / Spans Owner
12 MILE RD 169.9  /  59.7  /  4 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN MADISON HTS 1963  /  2001  /        / 2001 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 5 Prestressed Concrete  /  32

Multi Str Comp
05/09/2016  /  CG4I N Not Over Waterway
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NBI INSPECTION KHWW
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

DLUGOPOLSKIP MDOT INSPECTOR 24 02/17/2006

GENERAL NOTES
Reconstructed 2001

DECK
03/02 02/04 02/06

1. Surface
(SIA-58A)

7 7 7  (02/06)
Concrete overlay.  longitudinal cracks in right lane - Span 3 (02/04)
Concrete overlay.  longitudinal cracks in right lane - Span 3 (03/02)

2. Expansion
Joints

8 8 8  (02/06)
Strip seals - 2001 (02/04)
Strip seals - 2001 (03/02)

3. Other
Joints

8 8 8  (02/06)
-1 (02/04)
 (03/02)

4. Railings 5 5 5 Concrete parapet w/thrie beam retrofit.  Concrete has few cracks and small spalls to steel-
rust stains (02/06)
Concrete parapet w/thrie beam retrofit.  Concrete has few cracks and small spalls to steel-
rust stains. (02/04)
Concrete parapet w/thrie beam retrofit.  Concrete has few cracks and small spalls to steel-
rust stains. (03/02)

5. Sidewalks
or Curbs

N  (02/06)
-1 (02/04)
 (03/02)

6. Deck
Bottom
Surface
(SIA-58B)

 (02/06)
 (02/04)
 (03/02)

7. Deck
(SIA-58)

7 7 6 Cracks N end.  Diagonal leaching cracks (02/06)
Cracks N end.  Diagonal leaching cracks. (02/04)
Cracks N end.  Diagonal leaching cracks. (03/02)

8. Drainage  (02/06)
-1 (02/04)
 (03/02)

SUPERSTRUCTURE
03/02 02/04 02/06

9. Stringer
(SIA-59)

7 7 7  (02/06)
Concrete I beams with waterproofing on ends. (02/04)
Concrete I beams with waterproofing on ends. (03/02)

10. Paint
(SIA-59A)

N  (02/06)
-1 (02/04)
 (03/02)

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8058 BRIDGE SAFETY INSPECTION REPORT S03-63174-1
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
I-75 NB 42.5045  /  -83.1147 63163174000S031 Good Condition(7)
Feature Length  /  Width / Spans Owner
12 MILE RD 169.9  /  59.7  /  4 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN MADISON HTS 1963  /  2001  /        / 2001 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 5 Prestressed Concrete  /  32

Multi Str Comp
05/09/2016  /  CG4I N Not Over Waterway
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11. Section
Loss

N  (02/06)
-1 (02/04)
 (03/02)

12. Bearings 8 8 8  (02/06)
-1 (02/04)
 (03/02)

SUBSTRUCTURE
03/02 02/04 02/06

13. Abutments
(SIA-60)

7 7 7  (02/06)
Patched.  rating lowered due to crack under beam 9W @ N end (02/04)
Patched.  rating lowered due to crack under beam 9W @ N end (03/02)

14. Piers
(SIA-60)

7 7 7  (02/06)
Patched.  rating lowered due to rust stain on center cap and minor cracks in columns. (02/04)
Patched.  rating lowered due to rust stain on center cap and minor cracks in columns. (03/02)

15. Slope
Protection

7 7 7  (02/06)
Paved (02/04)
Paved (03/02)

16. Channel
(SIA-61)

N N N  (02/06)
-1 (02/04)
 (03/02)

17. Scour
Inspection

 (02/06)
-1 (02/04)
 (03/02)

APPROACH
03/02 02/04 02/06

18. Approach
Pavement

7 7 7  (02/06)
Concrete - 2001 (02/04)
Concrete - 2001 (03/02)

19. Approach
Shoulders
Sidewalks

 (02/06)
-1 (02/04)
 (03/02)

20. Approach
Slopes

 (02/06)
-1 (02/04)
 (03/02)

21. Utilities  (02/06)
-1 (02/04)
 (03/02)

22. Drainage
Culverts

 (02/06)
-1 (02/04)
 (03/02)

MISCELLANEOUS
Guard Rail Other Items
Item Rating Item Rating

36A. Bridge Railings 1 71. Water Adequacy N
36B. Transitions 1 72. Approach Alignment 8
36C. Approach Guardrail 1 Temporary Support 0 No Temporary Supports

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8058 BRIDGE SAFETY INSPECTION REPORT S03-63174-1
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
I-75 NB 42.5045  /  -83.1147 63163174000S031 Good Condition(7)
Feature Length  /  Width / Spans Owner
12 MILE RD 169.9  /  59.7  /  4 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN MADISON HTS 1963  /  2001  /        / 2001 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 5 Prestressed Concrete  /  32

Multi Str Comp
05/09/2016  /  CG4I N Not Over Waterway
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36D. Approach Guardrail Ends 1 High Load Hit (M) No
Special Insp. Equipment 4
Underwater Insp. Method 0

False Decking (Timber) Removed to Complete Inspection N/A - null

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8058 BRIDGE SAFETY INSPECTION REPORT S03-63174-1
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
I-75 NB 42.5045  /  -83.1147 63163174000S031 Good Condition(7)
Feature Length  /  Width / Spans Owner
12 MILE RD 169.9  /  59.7  /  4 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN MADISON HTS 1963  /  2001  /        / 2001 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 5 Prestressed Concrete  /  32

Multi Str Comp
05/09/2016  /  CG4I N Not Over Waterway
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NBI INSPECTION NKZZ
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

Greg Perkowski MDOT INSPECTOR 24 01/18/2012

GENERAL NOTES
Project to install temp supports due to loss/brg and bad bm ends started day of inspection.

Posted:  14' - 0" W.Bd.

Signs:  1 W.Bd.

DECK
02/08 02/10 01/12

1. Surface
(SIA-58A)

7 7 7 Conc.  Rand & Dia & long. crks to 1/8".  Mostly rt ln. (01/12)
Concrete overlay. longitudinal cracks in right lane - Span 3 (02/10)
 (02/08)

2. Expansion
Joints

8 8 8 Strip seal exp jts:  Debris filled.
Poured:  Good condition. (01/12)
Debris in expansion opening (02/10)
 (02/08)

3. Other
Joints

8 N N N/A (01/12)
 (02/10)
 (02/08)

4. Railings 5 6 6 Open conc. parapet w/T-bm retro.  Hvy STS 50% W. Br.blk.  Other crks and sm spalls
throughout. (01/12)
Concrete parapet w/thrie beam retrofit. Concrete has few cracks and small spalls to steel.
Rust stains on backside of brush block. (02/10)
 (02/08)

5. Sidewalks
or Curbs

N N N N/A  Conc. Shldrs. (01/12)
 (02/10)
 (02/08)

6. Deck
Bottom
Surface
(SIA-58B)

7 7 Rand leaching crks throughout. (01/12)
Bottom surface exhibits 0% spalled areas (02/10)
 (02/08)

7. Deck
(SIA-58)

6 6 7 Rating corrected to conform to guides.  Surf:  Conc.  Rand & Dia & long. crks to 1/8".  Mostly
rt ln. Btm  Rand leaching crks throughout.  Fas:  Few min ckrs. (01/12)
Cracks N end. Diagonal leaching cracks (02/10)
 (02/08)

8. Drainage Off str.  Probably ponding on low side is causeing excellerated STS of Br.blk. (01/12)
 (02/10)
 (02/08)

SUPERSTRUCTURE
02/08 02/10 01/12

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8058 BRIDGE SAFETY INSPECTION REPORT S03-63174-1
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
I-75 NB 42.5045  /  -83.1147 63163174000S031 Good Condition(7)
Feature Length  /  Width / Spans Owner
12 MILE RD 169.9  /  59.7  /  4 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN MADISON HTS 1963  /  2001  /        / 2001 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 5 Prestressed Concrete  /  32

Multi Str Comp
05/09/2016  /  CG4I N Not Over Waterway
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9. Stringer
(SIA-59)

7 6 6 Slag Agg PCI bms.  Numerous beams exhibit shallow to med spalls at jts. due to weathering
of slag.  Project to install temp supports where needed started day of inpsection.  Other min
crks. along some bms.  Supports also placed where needed due to loss/brg area of slag agg
pier seats. (01/12)
Shallow spalls to bottom flanges on beams 3W and 5W @ pier 1S northside, beam 7W @
pier 1S southside and beams 4W and 5W @ pier 2S northside. Spall to steel on  beam 1W,
span 2S, south end. (02/10)
 (02/08)

10. Paint
(SIA-59A)

N N N N/A  PCI bms. (01/12)
 (02/10)
 (02/08)

11. Section
Loss

N N N N/A  PCI bms. (01/12)
 (02/10)
 (02/08)

12. Bearings 8 7 4 Loss of brg area up to 50% und a number of bms.  Temp support project started day of
inspection.  Loss due to slag agg substructure.  Other elasto w/steel plates good condition.
(01/12)
Light rust on steel plates (02/10)
 (02/08)

SUBSTRUCTURE
02/08 02/10 01/12

13. Abutments
(SIA-60)

7 7 4 Slag Agg substr.  Patched.  Vrt & horz crks.  Temp support project started day of inspection.
(01/12)
Patched. rating lowered due to crack under beam 9W @ N end (02/10)
 (02/08)

14. Piers
(SIA-60)

7 7 4 Loss/brg up to 50% in some pier seats due to slag agg.  Temp support project started day of
inspection.  Other min rand, vrt & horz crks. in caps and cols. (01/12)
Patched. rating lowered due to minor cracks in columns (02/10)
 (02/08)

15. Slope
Protection

7 8 8 Conc. pav't.  Good condition.  Substantial removal coming due to temp support placement.
(01/12)
No visible deficiencies (02/10)
 (02/08)

16. Channel
(SIA-61)

N N N N/A (01/12)
 (02/10)
 (02/08)

17. Scour
Inspection

 (01/12)
 (02/10)
 (02/08)

APPROACH
02/08 02/10 01/12

18. Approach
Pavement

7 8 8 Conc.  Few min crks. (01/12)
No visible deficiencies (02/10)
 (02/08)

19. Approach
Shoulders
Sidewalks

7 Conc.  Few min crks.  Hvy debris along G.R. Tr.Imp/G.R. S.E.Q. (01/12)
 (02/10)
 (02/08)

20. Approach
Slopes

Grass and few L.S. trees. (01/12)
 (02/10)
 (02/08)

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8058 BRIDGE SAFETY INSPECTION REPORT S03-63174-1
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
I-75 NB 42.5045  /  -83.1147 63163174000S031 Good Condition(7)
Feature Length  /  Width / Spans Owner
12 MILE RD 169.9  /  59.7  /  4 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN MADISON HTS 1963  /  2001  /        / 2001 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 5 Prestressed Concrete  /  32
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05/09/2016  /  CG4I N Not Over Waterway
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21. Utilities None visible. (01/12)
 (02/10)
 (02/08)

22. Drainage
Culverts

None visible. (01/12)
 (02/10)
 (02/08)

MISCELLANEOUS
Guard Rail Other Items
Item Rating Item Rating

36A. Bridge Railings 0 71. Water Adequacy N
36B. Transitions 1 72. Approach Alignment 8
36C. Approach Guardrail 1 Temporary Support 0 No Temporary Supports
36D. Approach Guardrail Ends 1 High Load Hit (M) No

Special Insp. Equipment 3
Underwater Insp. Method 0

False Decking (Timber) Removed to Complete Inspection N/A - null

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8058 BRIDGE SAFETY INSPECTION REPORT S03-63174-1
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
I-75 NB 42.5045  /  -83.1147 63163174000S031 Good Condition(7)
Feature Length  /  Width / Spans Owner
12 MILE RD 169.9  /  59.7  /  4 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN MADISON HTS 1963  /  2001  /        / 2001 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 5 Prestressed Concrete  /  32

Multi Str Comp
05/09/2016  /  CG4I N Not Over Waterway
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NBI INSPECTION CG4I
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

Greg Perkowski MDOT Metro Region 24 05/09/2016

GENERAL NOTES
No RFA(s) were submitted with this inspection.
All measurements and quantities are estimated unless qualified.

ESTABLISH DIRECTIONS:  I-75 = N-S

Under Clearance Signs:  W.Bd.  14' - 0"  E.Bd.  Not posted  Traffic Signs:    G. Perkowski  05-09-2016

DECK
06/12 05/14 05/16

1. Surface
(SIA-58A)

7 7 7 Conc. Rand & Dia & long. crks to 1/8". Mostly rt ln S.E.Q. (05/16)
Conc. Rand & Dia & long. crks to 1/8". Mostly rt ln S.E.Q. (05/14)
Conc. Rand & Dia & long. crks to 1/8". Mostly rt ln S.E.Q. (06/12)

2. Expansion
Joints

8 8 8 Strip seal exp jts: Debris filled.
Poured: Good condition (05/16)
Strip seal exp jts: Debris filled.
Poured: Good condition (05/14)
Strip seal exp jts: Debris filled.
Poured: Good condition (06/12)

3. Other
Joints

N N N N/A (05/16)
N/A (05/14)
N/A (06/12)

4. Railings 6 4 5 Rating corrected to conform to guides.  Substandard railing for I routes.  Open conc. parapet
w/T-bm retro. Hvy STS 50% W. Br.blk. Other crks and sm spalls throughout. Traffic Impact
E.side near center. (05/16)
Substandard railing for I routes.  Open conc. parapet w/T-bm retro. Hvy STS 50% W. Br.blk.
Other crks and sm spalls throughout. Traffic Imapact E.side near center. (05/14)
Open conc. parapet w/T-bm retro. Hvy STS 50% W. Br.blk. Other crks and sm spalls
throughout. (06/12)

5. Sidewalks
or Curbs

N N N N/A Conc. Shldrs. (05/16)
N/A Conc. Shldrs. (05/14)
N/A Conc. Shldrs. (06/12)

6. Deck
Bottom
Surface
(SIA-58B)

7 7 7 Rand leaching crks throughout. (05/16)
Rand leaching crks throughout. (05/14)
Rand leaching crks throughout. (06/12)

7. Deck
(SIA-58)

7 7 7 Surf:  Conc. Rand & Dia & long. crks to 1/8". Mostly rt ln S.E.Q.  Bott:  Rand leaching crks
throughout.  Fas:  Few shallow spalls in br.blk. and some minor crks. (05/16)
Surf:  Conc. Rand & Dia & long. crks to 1/8". Mostly rt ln S.E.Q.  Bott:  Rand leaching crks
throughout.  Fas:  Few shallow spalls in br.blk. and some minor crks. (05/14)
Surf:  Conc. Rand & Dia & long. crks to 1/8". Mostly rt ln S.E.Q.  Btm:  Rand leaching crks
throughout.   Fas:  Few min crks. (06/12)

8. Drainage Off str. Probably ponding on low side is causeing accellerated STS of Br.blk. (05/16)
Off str. Probably ponding on low side is causeing accellerated STS of Br.blk. (05/14)
Off str. Probably ponding on low side is causeing accellerated STS of Br.blk. (06/12)

SUPERSTRUCTURE

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8058 BRIDGE SAFETY INSPECTION REPORT S03-63174-1
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
I-75 NB 42.5045  /  -83.1147 63163174000S031 Good Condition(7)
Feature Length  /  Width / Spans Owner
12 MILE RD 169.9  /  59.7  /  4 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN MADISON HTS 1963  /  2001  /        / 2001 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 5 Prestressed Concrete  /  32

Multi Str Comp
05/09/2016  /  CG4I N Not Over Waterway
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06/12 05/14 05/16

9. Stringer
(SIA-59)

7 7 7 Slag Agg PCI bms. Numerous beams exhibit shallow to med spalls at jts. due to weathering
of slag. Encasement repairs made to worst beams. Other min crks. along some bms.
Diaphragms are cracked and spalled in some cases.  None seriously. (05/16)
Slag Agg PCI bms. Numerous beams exhibit shallow to med spalls at jts. due to weathering
of slag. Encasement repairs made to worst beams. Other min crks. along some bms. (05/14)
Slag Agg PCI bms. Numerous beams exhibit shallow to med spalls at jts. due to weathering
of slag. Encasement repairs made to worst beams. Other min crks. along some bms. (06/12)

10. Paint
(SIA-59A)

N N N N/A PCI bms. (05/16)
N/A PCI bms. (05/14)
N/A PCI bms. (06/12)

11. Section
Loss

N N N N/A PCI bms. (05/16)
N/A PCI bms. (05/14)
N/A PCI bms. (06/12)

12. Bearings 7 7 7 Loss of brg area up to 50% has been repaired und a number of bms.  Loss due to slag agg
substructure. Other elasto w/steel plates good condition. (05/16)
Loss of brg area up to 50% has been repaired und a number of bms.  Loss due to slag agg
substructure. Other elasto w/steel plates good condition. (05/14)
Loss of brg area up to 50% has been repaired und a number of bms.  Loss due to slag agg
substructure. Other elasto w/steel plates good condition. (06/12)

SUBSTRUCTURE
06/12 05/14 05/16

13. Abutments
(SIA-60)

7 7 7 Slag Agg substr. Patched. Vrt & horz crks. Brg repairs made on north where necessary.
(05/16)
Slag Agg substr. Patched. Vrt & horz crks. Brg repairs made where necessary. (05/14)
Slag Agg substr. Patched. Vrt & horz crks. Brg repairs made where necessary. (06/12)

14. Piers
(SIA-60)

7 7 7 Loss/brg up to 50% in some pier seats due to slag agg has been repaired. Cols have fiber
wrap repairs.  Other min rand, vrt & horz crks. in caps and cols. (05/16)
Loss/brg up to 50% in some pier seats due to slag agg has been repaired. Cols have fiber
wrap repairs.  Other min rand, vrt & horz crks. in caps and cols. (05/14)
Loss/brg up to 50% in some pier seats due to slag agg has been repaired. Cols have fiber
wrap repairs.  Other min rand, vrt & horz crks. in caps and cols. (06/12)

15. Slope
Protection

8 8 8 Conc. pav't. Good condition. (05/16)
Conc. pav't. Good condition. (05/14)
Conc. pav't. Good condition. (06/12)

16. Channel
(SIA-61)

N N N N/A (05/16)
N/A (05/14)
N/A (06/12)

17. Scour
Inspection

N N/A (05/16)
 (05/14)
 (06/12)

APPROACH
06/12 05/14 05/16

18. Approach
Pavement

8 8 8 Conc. Few min crks throughout.  Heavy map cracks S.E.Q. right lane for 6 Lft. (05/16)
Conc. Few min crks. (05/14)
Conc. Few min crks. (06/12)

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8058 BRIDGE SAFETY INSPECTION REPORT S03-63174-1
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
I-75 NB 42.5045  /  -83.1147 63163174000S031 Good Condition(7)
Feature Length  /  Width / Spans Owner
12 MILE RD 169.9  /  59.7  /  4 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN MADISON HTS 1963  /  2001  /        / 2001 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 5 Prestressed Concrete  /  32
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Form P2502 Printed on 09/12/2017 Page 2 of 3



19. Approach
Shoulders
Sidewalks

7 7 7 Conc. Few min crks. Hvy debris along G.R. Tr.Imp/G.R. S.E.Q.  1 Sqft spall south right lane.
(05/16)
Conc. Few min crks. Hvy debris along G.R. Tr.Imp/G.R. S.E.Q.  1 Sqft spall south right lane.
(05/14)
Conc. Few min crks. Hvy debris along G.R. Tr.Imp/G.R. S.E.Q. (06/12)

20. Approach
Slopes

Grass and few L.S. trees. (05/16)
Grass and few L.S. trees. (05/14)
Grass and few L.S. trees. (06/12)

21. Utilities None visible. (05/16)
None visible. (05/14)
None visible. (06/12)

22. Drainage
Culverts

None visible. (05/16)
None visible. (05/14)
None visible. (06/12)

MISCELLANEOUS
Guard Rail Other Items
Item Rating Item Rating

36A. Bridge Railings 1 71. Water Adequacy N
36B. Transitions 1 72. Approach Alignment 8
36C. Approach Guardrail 1 Temporary Support 0 No Temporary Supports
36D. Approach Guardrail Ends 1 High Load Hit (M) No

Special Insp. Equipment 3
Underwater Insp. Method 0

False Decking (Timber) Removed to Complete Inspection N/A - No False Decking

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8058 BRIDGE SAFETY INSPECTION REPORT S03-63174-1
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
I-75 NB 42.5045  /  -83.1147 63163174000S031 Good Condition(7)
Feature Length  /  Width / Spans Owner
12 MILE RD 169.9  /  59.7  /  4 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN MADISON HTS 1963  /  2001  /        / 2001 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 5 Prestressed Concrete  /  32

Multi Str Comp
05/09/2016  /  CG4I N Not Over Waterway
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NBI INSPECTION 1WQZ
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

24 04/24/1996

GENERAL NOTES

DECK
09/95 04/96

1. Surface
(SIA-58A)

6 5  (04/96)
 (09/95)
 ()

2. Expansion
Joints

 (04/96)
 (09/95)
 ()

3. Other
Joints

 (04/96)
 (09/95)
 ()

4. Railings  (04/96)
 (09/95)
 ()

5. Sidewalks
or Curbs

 (04/96)
 (09/95)
 ()

6. Deck
Bottom
Surface
(SIA-58B)

 (04/96)
 (09/95)
 ()

7. Deck
(SIA-58)

5 7  (04/96)
 (09/95)
 ()

8. Drainage  (04/96)
 (09/95)
 ()

SUPERSTRUCTURE
09/95 04/96

9. Stringer
(SIA-59)

5 5  (04/96)
 (09/95)
 ()

10. Paint
(SIA-59A)

N N  (04/96)
 (09/95)
 ()

11. Section
Loss

 (04/96)
 (09/95)
 ()

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8059 BRIDGE SAFETY INSPECTION REPORT S03-63174-2
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
I-75 SB 42.5045  /  -83.115 63163174000S032 Fair Condition(6)
Feature Length  /  Width / Spans Owner
12 MILE RD 177.2  /  59.9  /  4 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN MADISON HTS 1963  /  2001  /        / 2001 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 5 Prestressed Concrete  /  32

Multi Str Comp
07/27/2017  /  VUIB N Not Over Waterway
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12. Bearings  (04/96)
 (09/95)
 ()

SUBSTRUCTURE
09/95 04/96

13. Abutments
(SIA-60)

5 5  (04/96)
 (09/95)
 ()

14. Piers
(SIA-60)

 (04/96)
 (09/95)
 ()

15. Slope
Protection

 (04/96)
 (09/95)
 ()

16. Channel
(SIA-61)

N N  (04/96)
 (09/95)
 ()

17. Scour
Inspection

 (04/96)
 (09/95)
 ()

APPROACH
09/95 04/96

18. Approach
Pavement

 (04/96)
 (09/95)
 ()

19. Approach
Shoulders
Sidewalks

 (04/96)
 (09/95)
 ()

20. Approach
Slopes

 (04/96)
 (09/95)
 ()

21. Utilities  (04/96)
 (09/95)
 ()

22. Drainage
Culverts

 (04/96)
 (09/95)
 ()

MISCELLANEOUS
Guard Rail Other Items
Item Rating Item Rating

36A. Bridge Railings 1 71. Water Adequacy N
36B. Transitions 1 72. Approach Alignment 8
36C. Approach Guardrail 1 Temporary Support 0 No Temporary Supports
36D. Approach Guardrail Ends 1 High Load Hit (M) No

Special Insp. Equipment
Underwater Insp. Method

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8059 BRIDGE SAFETY INSPECTION REPORT S03-63174-2
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
I-75 SB 42.5045  /  -83.115 63163174000S032 Fair Condition(6)
Feature Length  /  Width / Spans Owner
12 MILE RD 177.2  /  59.9  /  4 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN MADISON HTS 1963  /  2001  /        / 2001 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 5 Prestressed Concrete  /  32

Multi Str Comp
07/27/2017  /  VUIB N Not Over Waterway
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False Decking (Timber) Removed to Complete Inspection N/A - null

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8059 BRIDGE SAFETY INSPECTION REPORT S03-63174-2
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
I-75 SB 42.5045  /  -83.115 63163174000S032 Fair Condition(6)
Feature Length  /  Width / Spans Owner
12 MILE RD 177.2  /  59.9  /  4 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN MADISON HTS 1963  /  2001  /        / 2001 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 5 Prestressed Concrete  /  32

Multi Str Comp
07/27/2017  /  VUIB N Not Over Waterway
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NBI INSPECTION VUNX
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

PAW MDOT 24 06/08/1999

GENERAL NOTES

DECK
09/97 07/98 06/99

1. Surface
(SIA-58A)

5 5 5 28 syd spall and bit patch. Deep spalls mainly in left lane and along jts (06/99)
 (07/98)
 (09/97)

2. Expansion
Joints

3 Leaking, fiber missing and see through. Bit patched entire length. (06/99)
 (07/98)
 (09/97)

3. Other
Joints

3 Leaking, spall and bit patched at ref lines. (06/99)
 (07/98)
 (09/97)

4. Railings 5 Few cracks and debris on shoulders.  Repaired @ W end. (06/99)
 (07/98)
 (09/97)

5. Sidewalks
or Curbs

 (06/99)
 (07/98)
 (09/97)

6. Deck
Bottom
Surface
(SIA-58B)

 (06/99)
 (07/98)
 (09/97)

7. Deck
(SIA-58)

7 7 7 Spall under jts, typical all beam ends over piers.  Wet area, leaching, and map cracked at Bay
3W span 1N. (06/99)
 (07/98)
 (09/97)

8. Drainage  (06/99)
 (07/98)
 (09/97)

SUPERSTRUCTURE
09/97 07/98 06/99

9. Stringer
(SIA-59)

5 5 5 All bm ends spalled & cracked, collision spall W fascia over EB. Cracks on diaphragms Spall
to vert steel W fascia bm over N&S piers & S abut (06/99)
 (07/98)
 (09/97)

10. Paint
(SIA-59A)

N N  (06/99)
 (07/98)
 (09/97)

11. Section
Loss

 (06/99)
 (07/98)
 (09/97)

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8059 BRIDGE SAFETY INSPECTION REPORT S03-63174-2
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
I-75 SB 42.5045  /  -83.115 63163174000S032 Fair Condition(6)
Feature Length  /  Width / Spans Owner
12 MILE RD 177.2  /  59.9  /  4 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN MADISON HTS 1963  /  2001  /        / 2001 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 5 Prestressed Concrete  /  32
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12. Bearings 5 Elastomeric pads and steel plates.  Loss of bearing area under beams 1-E&W. (06/99)
 (07/98)
 (09/97)

SUBSTRUCTURE
09/97 07/98 06/99

13. Abutments
(SIA-60)

5 5 5 N abutment deep spall under beam 1E, vert cracks.  2sft spall to steel under beam 1E w/loss
of bearing area.  Ins. spall under 4W bm. (06/99)
 (07/98)
 (09/97)

14. Piers
(SIA-60)

4 Incip spalls & map crcks on N face of S-pier. Deep spall to steel C-pier W end. Soffit &
column rusty cracks (06/99)
 (07/98)
 (09/97)

15. Slope
Protection

 (06/99)
 (07/98)
 (09/97)

16. Channel
(SIA-61)

N N N  (06/99)
 (07/98)
 (09/97)

17. Scour
Inspection

 (06/99)
 (07/98)
 (09/97)

APPROACH
09/97 07/98 06/99

18. Approach
Pavement

5 Cracking at both ref lines, few spalls, break-up, delamination and bit patch @ S approach.
Some settlement @ S. (06/99)
 (07/98)
 (09/97)

19. Approach
Shoulders
Sidewalks

 (06/99)
 (07/98)
 (09/97)

20. Approach
Slopes

 (06/99)
 (07/98)
 (09/97)

21. Utilities  (06/99)
 (07/98)
 (09/97)

22. Drainage
Culverts

 (06/99)
 (07/98)
 (09/97)

MISCELLANEOUS
Guard Rail Other Items
Item Rating Item Rating

36A. Bridge Railings 1 71. Water Adequacy N
36B. Transitions 1 72. Approach Alignment 8
36C. Approach Guardrail 1 Temporary Support 0 No Temporary Supports
36D. Approach Guardrail Ends 1 High Load Hit (M) No

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8059 BRIDGE SAFETY INSPECTION REPORT S03-63174-2
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
I-75 SB 42.5045  /  -83.115 63163174000S032 Fair Condition(6)
Feature Length  /  Width / Spans Owner
12 MILE RD 177.2  /  59.9  /  4 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN MADISON HTS 1963  /  2001  /        / 2001 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 5 Prestressed Concrete  /  32
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07/27/2017  /  VUIB N Not Over Waterway
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Special Insp. Equipment
Underwater Insp. Method 0

False Decking (Timber) Removed to Complete Inspection N/A - null

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8059 BRIDGE SAFETY INSPECTION REPORT S03-63174-2
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
I-75 SB 42.5045  /  -83.115 63163174000S032 Fair Condition(6)
Feature Length  /  Width / Spans Owner
12 MILE RD 177.2  /  59.9  /  4 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN MADISON HTS 1963  /  2001  /        / 2001 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 5 Prestressed Concrete  /  32

Multi Str Comp
07/27/2017  /  VUIB N Not Over Waterway
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NBI INSPECTION XVCX
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

S. Galindo MDOT 24 02/25/2002

GENERAL NOTES

DECK
03/00 06/01 02/02

1. Surface
(SIA-58A)

5 8 8 Few light random cracks. (02/02)
No traffic on bridge. (06/01)
28 syd spall and bit patch. Deep spalls mainly in left lane and along jts (03/00)

2. Expansion
Joints

3 9 New in 2001. (02/02)
 (06/01)
Leaking, fiber missing and see through. Bit patched entire length. (03/00)

3. Other
Joints

3 9 New in 2001. (02/02)
 (06/01)
Leaking, spall and bit patched at ref lines. (03/00)

4. Railings 5 6 Railing repair to W rail over EB.  Vert cracks w/ spalls to railing.  Thrie beam retrofit.  Rust
stains to concrete posts. (02/02)
 (06/01)
Few cracks and debris on shoulders.  Repaired @ W end. (03/00)

5. Sidewalks
or Curbs

6 Longit cracks to EB curb.  Spall to curb in SE quad. (02/02)
 (06/01)
 (03/00)

6. Deck
Bottom
Surface
(SIA-58B)

 (02/02)
 (06/01)
 (03/00)

7. Deck
(SIA-58)

7 8 6 Trans leaching cracks, map cracks, corner cracks. (02/02)
BRIDGE UNDER CONSTRUCTION. (06/01)
Spall under jts, typical all beam ends over piers.  Wet area, leaching, and map cracked at Bay
3W span 1N. (03/00)

8. Drainage  (02/02)
 (06/01)
 (03/00)

SUPERSTRUCTURE
03/00 06/01 02/02

9. Stringer
(SIA-59)

5 8 6 HLH spalls to bm 1-5 W over WB & 1-3W over EB.  Few spalls to beam ends w/ longit cracks
at some beam ends.  Some bm ends have been patched. (02/02)
 (06/01)
All bm ends spalled & cracked, collision spall W fascia over EB strands exposed. Cracks on
diaphragms Spall to vert steel W fascia bm over N&S piers & S abut.  HLH on 1-4 W, torn
strands on W fascia of WB** (03/00)

10. Paint
(SIA-59A)

N Concrete I-beams have been water proofed at beam ends and fascias. (02/02)
 (06/01)
**W fascia bm S tail span is spalled to steal.  Spalls in Center lane** (03/00)

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8059 BRIDGE SAFETY INSPECTION REPORT S03-63174-2
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
I-75 SB 42.5045  /  -83.115 63163174000S032 Fair Condition(6)
Feature Length  /  Width / Spans Owner
12 MILE RD 177.2  /  59.9  /  4 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN MADISON HTS 1963  /  2001  /        / 2001 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 5 Prestressed Concrete  /  32
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11. Section
Loss

 (02/02)
 (06/01)
 (03/00)

12. Bearings 5 6 Elastomeric bearings are showing  signs of distress.  Steel plates are rusty. (02/02)
 (06/01)
Elastomeric pads and steel plates.  Loss of bearing area under beams 1-E&W. (03/00)

SUBSTRUCTURE
03/00 06/01 02/02

13. Abutments
(SIA-60)

5 N 6 Patched areas at both abutments.  Vert cracks. (02/02)
 (06/01)
N abutment deep spall under beam 1E, vert cracks.  2sft spall to steel under beam 1E w/loss
of bearing area.  Ins spall under 5W bm.  Bearing plate buckled. (03/00)

14. Piers
(SIA-60)

4 6 Patched areas in pier columns and cap.  Vert cracks in pier columns as well as soffit cracks in
cap. (02/02)
 (06/01)
Incip spalls & map crcks on N face of S-pier. Deep STS C-pier W end. Soffit & column rusty
cracks.  Center col has 2sqm of STS.  Large corner crks on Cpier cols.  Speir has 2sqm of
spall*** (03/00)

15. Slope
Protection

7  (02/02)
 (06/01)
 (03/00)

16. Channel
(SIA-61)

N N N  (02/02)
BRIDGE UNDER CONSTRUCTION. (06/01)
***on N side of pier cap, corrosive steel, large corner crk on col 1W. (03/00)

17. Scour
Inspection

 (02/02)
 (06/01)
 (03/00)

APPROACH
03/00 06/01 02/02

18. Approach
Pavement

5 9 New in 2001. (02/02)
 (06/01)
Cracking at both ref lines, few spalls, break-up, delamination and bit patch @ S approach.
Some settlement @ S. (03/00)

19. Approach
Shoulders
Sidewalks

 (02/02)
 (06/01)
 (03/00)

20. Approach
Slopes

 (02/02)
 (06/01)
 (03/00)

21. Utilities  (02/02)
 (06/01)
 (03/00)

22. Drainage
Culverts

Drainage culvert in SW quad. (02/02)
 (06/01)
 (03/00)

MISCELLANEOUS
Guard Rail Other Items
Item Rating Item Rating

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8059 BRIDGE SAFETY INSPECTION REPORT S03-63174-2
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
I-75 SB 42.5045  /  -83.115 63163174000S032 Fair Condition(6)
Feature Length  /  Width / Spans Owner
12 MILE RD 177.2  /  59.9  /  4 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN MADISON HTS 1963  /  2001  /        / 2001 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 5 Prestressed Concrete  /  32

Multi Str Comp
07/27/2017  /  VUIB N Not Over Waterway
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36A. Bridge Railings 1 71. Water Adequacy N
36B. Transitions 1 72. Approach Alignment 8
36C. Approach Guardrail 1 Temporary Support 0 No Temporary Supports
36D. Approach Guardrail Ends 1 High Load Hit (M) No

Special Insp. Equipment _
Underwater Insp. Method 0

False Decking (Timber) Removed to Complete Inspection N/A - null

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8059 BRIDGE SAFETY INSPECTION REPORT S03-63174-2
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
I-75 SB 42.5045  /  -83.115 63163174000S032 Fair Condition(6)
Feature Length  /  Width / Spans Owner
12 MILE RD 177.2  /  59.9  /  4 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN MADISON HTS 1963  /  2001  /        / 2001 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 5 Prestressed Concrete  /  32

Multi Str Comp
07/27/2017  /  VUIB N Not Over Waterway
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NBI INSPECTION LXEA
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

DLUGOPOLSKIP MDOT INSPECTOR 24 02/04/2008

GENERAL NOTES
-1

DECK
02/04 02/06 02/08

1. Surface
(SIA-58A)

8 8 8  (02/08)
 (02/06)
Few light random cracks. (02/04)

2. Expansion
Joints

8 8 8  (02/08)
 (02/06)
New in 2001. (02/04)

3. Other
Joints

8 8 8  (02/08)
 (02/06)
New in 2001. (02/04)

4. Railings 6 6 6  (02/08)
Railing repair to W rail over EB.  Vert cracks w/ spalls to railing.  Thrie beam retrofit.  Rust
stains to concrete posts (02/06)
Railing repair to W rail over EB.  Vert cracks w/ spalls to railing.  Thrie beam retrofit.  Rust
stains to concrete posts. (02/04)

5. Sidewalks
or Curbs

6 6 6  (02/08)
Longit cracks to EB curb.  Spall to curb in SE quad (02/06)
Longit cracks to EB curb.  Spall to curb in SE quad. (02/04)

6. Deck
Bottom
Surface
(SIA-58B)

6  (02/08)
 (02/06)
 (02/04)

7. Deck
(SIA-58)

6 6 6  (02/08)
Trans leaching cracks, map cracks, corner cracks (02/06)
Trans leaching cracks, map cracks, corner cracks. (02/04)

8. Drainage  (02/08)
 (02/06)
-1 (02/04)

SUPERSTRUCTURE
02/04 02/06 02/08

9. Stringer
(SIA-59)

6 6 6  (02/08)
HLH spalls to bm 1-5 W over WB & 1-3W over EB.  Few spalls to beam ends w/ longit cracks
at some beam ends.  Some bm ends have been patched. (02/06)
HLH spalls to bm 1-5 W over WB & 1-3W over EB.  Few spalls to beam ends w/ longit cracks
at some beam ends.  Some bm ends have been patched. (02/04)

10. Paint
(SIA-59A)

N N  (02/08)
 (02/06)
Concrete I-beams have been water proofed at beam ends and fascias. (02/04)

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8059 BRIDGE SAFETY INSPECTION REPORT S03-63174-2
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
I-75 SB 42.5045  /  -83.115 63163174000S032 Fair Condition(6)
Feature Length  /  Width / Spans Owner
12 MILE RD 177.2  /  59.9  /  4 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN MADISON HTS 1963  /  2001  /        / 2001 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 5 Prestressed Concrete  /  32
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11. Section
Loss

N N  (02/08)
 (02/06)
-1 (02/04)

12. Bearings 6 6 6  (02/08)
Elastomeric bearings are showing  signs of distress.  Steel plates are rusty (02/06)
Elastomeric bearings are showing  signs of distress.  Steel plates are rusty. (02/04)

SUBSTRUCTURE
02/04 02/06 02/08

13. Abutments
(SIA-60)

7 7 7  (02/08)
 (02/06)
Patched areas at both abutments.  Vert cracks. (02/04)

14. Piers
(SIA-60)

7 7 7  (02/08)
 (02/06)
Patched areas in pier columns and cap.  Vert cracks in pier columns as well as soffit cracks in
cap. (02/04)

15. Slope
Protection

8 8 8  (02/08)
 (02/06)
-1 (02/04)

16. Channel
(SIA-61)

N N N  (02/08)
 (02/06)
-1 (02/04)

17. Scour
Inspection

 (02/08)
 (02/06)
-1 (02/04)

APPROACH
02/04 02/06 02/08

18. Approach
Pavement

8 8 8  (02/08)
 (02/06)
New in 2001. (02/04)

19. Approach
Shoulders
Sidewalks

 (02/08)
 (02/06)
-1 (02/04)

20. Approach
Slopes

 (02/08)
 (02/06)
-1 (02/04)

21. Utilities  (02/08)
 (02/06)
-1 (02/04)

22. Drainage
Culverts

 (02/08)
 (02/06)
Drainage culvert in SW quad. (02/04)

MISCELLANEOUS
Guard Rail Other Items
Item Rating Item Rating

36A. Bridge Railings 1 71. Water Adequacy N
36B. Transitions 1 72. Approach Alignment 8

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8059 BRIDGE SAFETY INSPECTION REPORT S03-63174-2
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
I-75 SB 42.5045  /  -83.115 63163174000S032 Fair Condition(6)
Feature Length  /  Width / Spans Owner
12 MILE RD 177.2  /  59.9  /  4 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN MADISON HTS 1963  /  2001  /        / 2001 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 5 Prestressed Concrete  /  32

Multi Str Comp
07/27/2017  /  VUIB N Not Over Waterway
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36C. Approach Guardrail 1 Temporary Support 0 No Temporary Supports
36D. Approach Guardrail Ends 1 High Load Hit (M) No

Special Insp. Equipment
Underwater Insp. Method 0

False Decking (Timber) Removed to Complete Inspection N/A - null

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8059 BRIDGE SAFETY INSPECTION REPORT S03-63174-2
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
I-75 SB 42.5045  /  -83.115 63163174000S032 Fair Condition(6)
Feature Length  /  Width / Spans Owner
12 MILE RD 177.2  /  59.9  /  4 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN MADISON HTS 1963  /  2001  /        / 2001 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 5 Prestressed Concrete  /  32

Multi Str Comp
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NBI INSPECTION OAHD
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

Greg Perkowski MDOT INSPECTOR 24 06/06/2012

GENERAL NOTES

DECK
02/10 01/12 06/12

1. Surface
(SIA-58A)

8 8 7 Conc.  Hvy map crks in S.W.Q. of dk. (06/12)
Conc.  Few min crks. (01/12)
No visible deficiencies (02/10)

2. Expansion
Joints

8 8 7 Strip seal exp jts: Debris filled.
Comp jts: Sm adj spalls. Slightly sunken/adhesion failure over 75%. (06/12)
Strip seal exp jts:  Debris filled.
Comp jts:  Sm adj spalls.  Slightly sunken/adhesion failure over 75%. (01/12)
Debris in expansion opening (02/10)

3. Other
Joints

N N N N/A (06/12)
N/A (01/12)
 (02/10)

4. Railings 6 6 6 Open conc. parapet w/T-bm retro. Crks and sm shallow spalls to conc. STS 25% Br.blk.
(06/12)
Open conc. parapet w/T-bm retro.  Crks and sm shallow spalls to conc.  STS 25% Br.blk.
(01/12)
Railing repair to W rail over EB. Vert cracks w/ spalls to railing. Thrie beam retrofit. Rust
stains to concrete posts (02/10)

5. Sidewalks
or Curbs

N N N N/A Conc. shldrs (06/12)
N/A  Conc. shldrs (01/12)
 (02/10)

6. Deck
Bottom
Surface
(SIA-58B)

7 7 7 Trans, map and corner dia crks throughout. Some leaching. (06/12)
Trans, map and corner dia crks throughout.  Some leaching. (01/12)
Bottom surface exhibits 0% spalls (02/10)

7. Deck
(SIA-58)

6 7 7 Surf:  Conc.  Hvy map crks in S.W.Q. of dk.  Btm:  Trans, map and corner dia crks
throughout. Some leaching.   Fas:  Hvy crks and stains. STS at jts. (06/12)
Rating corrected to conform to guides.  Surf:  Conc.  Few min crks.  Btm:  Trans, map and
corner dia crks throughout.  Some leaching.  Fas:  Hvy crks and stains.  STS at jts. (01/12)
Trans leaching cracks, map cracks, corner cracks (02/10)

8. Drainage Off str. No apparent problems. (06/12)
Off str.  No apparent problems. (01/12)
 (02/10)

SUPERSTRUCTURE
02/10 01/12 06/12

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8059 BRIDGE SAFETY INSPECTION REPORT S03-63174-2
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
I-75 SB 42.5045  /  -83.115 63163174000S032 Fair Condition(6)
Feature Length  /  Width / Spans Owner
12 MILE RD 177.2  /  59.9  /  4 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN MADISON HTS 1963  /  2001  /        / 2001 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
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9. Stringer
(SIA-59)

6 6 7 Slag Agg PCI bms. Beams that exhibited shallow to med spalls at jts. due to weathering of
slag have been repaired.  Other min crks. along some bms. (06/12)
Slag Agg PCI bms.  Numerous beams exhibit shallow to med spalls at jts. due to weathering
of slag.  Project to install temp supports where needed started day of inpsection.  Other min
crks. along some bms.  Supports also placed where needed due to loss/brg area of slag agg
pier seats. (01/12)
Concrete I beams with sealer on ends and fascia.
Some rust stains on beam ends.
Beams 1W, 5W and 6W have shallow spalls to bottom flange - Span 2S south end (02/10)

10. Paint
(SIA-59A)

N N N N/A PCI bms. (06/12)
N/A  PCI bms. (01/12)
 (02/10)

11. Section
Loss

N N N N/A PCI bms. (06/12)
N/A  PCI Bms. (01/12)
 (02/10)

12. Bearings 7 4 7 Loss of brg area up to 50% und a number of bms has been repaired.  Loss due to slag agg
substructure. Other elasto w/steel plates good condition. (06/12)
Loss of brg area up to 50% und a number of bms.  Temp support project started day of
inspection.  Loss due to slag agg substructure.  Other elasto w/steel plates good condition.
(01/12)
Light rust on steel plates. (02/10)

SUBSTRUCTURE
02/10 01/12 06/12

13. Abutments
(SIA-60)

7 4 7 Rating corrected.  No repairs were necessary to abutments.  Few min vrt crks.  Some map
cracking. (06/12)
Slag Agg substr.  Patched.  Vrt & horz crks.  Temp support project started day of inspection
due to loss brg area. (01/12)
Patched areas at both abutments. Vert cracks (02/10)

14. Piers
(SIA-60)

6 4 7 Loss/brg up to 50% in some pier seats due to slag agg had been repaired.  Other min rand,
vrt & horz crks. in caps and cols.  Fiber wrap col repair in place.  S.W.Q. G.R. anchorage to
crash wall 100% rusted. (06/12)
Loss/brg up to 50% in some pier seats due to slag agg.  Temp support project started day of
inspection.  Other min rand, vrt & horz crks. in caps and cols. (01/12)
Patched areas in pier columns and cap. Vert cracks in pier columns as well as soffit cracks in
cap. Nine SFT sts on southside of pier 1S just east of column 1W. Five SFT sts on west end
of center pier cap. Leaching cracks on west end of pier 1S. (02/10)

15. Slope
Protection

8 8 8 Conc. pav't. Good condition. (06/12)
Conc. pav't.  Good condition.  Being removed in areas for temp supports. (01/12)
No visible deficiencies (02/10)

16. Channel
(SIA-61)

N N N N/A (06/12)
N/A (01/12)
 (02/10)

17. Scour
Inspection

 (06/12)
 (01/12)
 (02/10)

APPROACH
02/10 01/12 06/12

18. Approach
Pavement

8 8 8 Conc. Few minor ckrs. (06/12)
Conc.  Few minor ckrs. (01/12)
No visible deficiencies (02/10)

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8059 BRIDGE SAFETY INSPECTION REPORT S03-63174-2
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
I-75 SB 42.5045  /  -83.115 63163174000S032 Fair Condition(6)
Feature Length  /  Width / Spans Owner
12 MILE RD 177.2  /  59.9  /  4 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN MADISON HTS 1963  /  2001  /        / 2001 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
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19. Approach
Shoulders
Sidewalks

8 8 Conc. Few minor ckrs. (06/12)
Conc.  Few minor ckrs. (01/12)
 (02/10)

20. Approach
Slopes

Grass and few trees. (06/12)
Grass and few trees. (01/12)
 (02/10)

21. Utilities None visible. (06/12)
None visible. (01/12)
 (02/10)

22. Drainage
Culverts

None visible. (06/12)
None visible. (01/12)
 (02/10)

MISCELLANEOUS
Guard Rail Other Items
Item Rating Item Rating

36A. Bridge Railings 0 71. Water Adequacy N
36B. Transitions 1 72. Approach Alignment 8
36C. Approach Guardrail 1 Temporary Support 0 No Temporary Supports
36D. Approach Guardrail Ends 1 High Load Hit (M) No

Special Insp. Equipment 3
Underwater Insp. Method 0

False Decking (Timber) Removed to Complete Inspection N/A - null

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8059 BRIDGE SAFETY INSPECTION REPORT S03-63174-2
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
I-75 SB 42.5045  /  -83.115 63163174000S032 Fair Condition(6)
Feature Length  /  Width / Spans Owner
12 MILE RD 177.2  /  59.9  /  4 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
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NBI INSPECTION VUIB
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

Chaudhary Mahmood MDOT Metro Region 24 07/27/2017

GENERAL NOTES
Posted:  14' - 1" E.Bd.; 2 signs over EB

DECK
05/14 07/15 07/17

1. Surface
(SIA-58A)

7 7 7 new deck in bay 1W, span 2S.
Conc.  Hvy map crks in S.W.Q. of dk. (07/17)
Post Construction Inspection: new deck in bay 1W, span 2S.
Conc.  Hvy map crks in S.W.Q. of dk. (07/15)
Conc.  Hvy map crks in S.W.Q. of dk. (05/14)

2. Expansion
Joints

7 7 7 Strip seal exp jts: Debris filled.
Comp jts: Sm adj spalls. Slightly sunken/adhesion failure over 75%. (07/17)
Strip seal exp jts: Debris filled.
Comp jts: Sm adj spalls. Slightly sunken/adhesion failure over 75%. (07/15)
Strip seal exp jts: Debris filled.
Comp jts: Sm adj spalls. Slightly sunken/adhesion failure over 75%. (05/14)

3. Other
Joints

N 8 8 New long. joint between new portion of deck and old deck on span 2S (07/17)
New long. joint between new portion of deck and old deck on span 2S (07/15)
N/A (05/14)

4. Railings 4 5 5 new open parapet railing on Span 2S, west side w/ thrie beam retrofit. The rest of railing:
Substandard railing for I routes.  Open conc. parapet w/T-bm retro. Crks and sm shallow
spalls to conc. STS 25% Br.blk. (07/17)
Post Construction Inspection: new open parapet railing on Span 2S, west side w/ thrie beam
retrofit. The rest of railing: Substandard railing for I routes.  Open conc. parapet w/T-bm retro.
Crks and sm shallow spalls to conc. STS 25% Br.blk. (07/15)
Substandard railing for I routes.  Open conc. parapet w/T-bm retro. Crks and sm shallow
spalls to conc. STS 40% Br.blk. (05/14)

5. Sidewalks
or Curbs

N N N N/A Conc. shldrs (07/17)
N/A Conc. shldrs (07/15)
N/A Conc. shldrs (05/14)

6. Deck
Bottom
Surface
(SIA-58B)

7 7 7 new deck  span 2S bay, 1W. Trans, map and corner dia crks scattered throughout. Some
leaching. (07/17)
Post Construction Inspection: new deck  span 2S bay, 1W. Trans, map and corner dia crks
scattered throughout. Some leaching. (07/15)
Trans, map and corner dia crks scattered throughout. Some leaching. (05/14)

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8059 BRIDGE SAFETY INSPECTION REPORT S03-63174-2
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
I-75 SB 42.5045  /  -83.115 63163174000S032 Fair Condition(6)
Feature Length  /  Width / Spans Owner
12 MILE RD 177.2  /  59.9  /  4 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN MADISON HTS 1963  /  2001  /        / 2001 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 5 Prestressed Concrete  /  32
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7. Deck
(SIA-58)

7 7 7 Surface: new deck in bay 1W, span 2S. The rest of deck: Conc.  Hvy map crks in S.W.Q. of
dk.
Btm:  new deck  span 2S bay, 1W. The rest of deck: Trans, map and corner dia crks
scattered throughout. Some leaching.
 Fas:  Hvy crks and stains.  STS at jts. (07/17)
Post Construction Inspection. Surface: new deck in bay 1W, span 2S. The rest of deck: Conc.
Hvy map crks in S.W.Q. of dk.
Btm:  new deck  span 2S bay, 1W. The rest of deck: Trans, map and corner dia crks
scattered throughout. Some leaching.
 Fas:  Hvy crks and stains.  STS at jts. (07/15)
Surf:  Trans, map and corner dia crks scattered throughout. Some leaching.  Btm:  Trans,
map and corner dia crks scattered throughout. Some leaching. Fas:  Hvy crks and stains.
STS at jts. (05/14)

8. Drainage Off str. No apparent problems. (07/17)
Off str. No apparent problems. (07/15)
Off str. No apparent problems. (05/14)

SUPERSTRUCTURE
05/14 07/15 07/17

9. Stringer
(SIA-59)

7 5 6 New PCI beam replacement , bm 1W, span 2S. Beam repair, bm 2W, span 2S.
The rest of superstructure: Slag Agg PCI bms. Many beam end repairs. Shallow to med STS
and incipient spalls at jts: a) West fascia: span 4S, pier 3S; span 3S, pier 2S; East fascia:
span1S and 2S over pier 1S. Rating reduced due to STS at beam ends.
Other min crks. along some bms. (07/17)
Post Construction Inspection: New PCI beam replacement , bm 1W, span 2S. Beam repair,
bm 2W, span 2S.
The rest of superstructure: Slag Agg PCI bms. Many beam end repairs. Shallow to med STS
and incipient spalls at jts: a) West fascia: span 4S, pier 3S; span 3S, pier 2S; East fascia:
span1S and 2S over pier 1S. Rating reduced due to STS at beam ends.
Other min crks. along some bms. (07/15)
Slag Agg PCI bms. Beams that exhibited shallow to med spalls at jts. due to weathering of
slag have been repaired.  Other min crks. along some bms.  HLH chip:  6" x 4" E.Bd. Rt. lane.
(See photo). (05/14)

10. Paint
(SIA-59A)

N N N N/A PCI bms. All beams are seal coated at ends and all fascia surface (07/17)
N/A PCI bms. All beams are seal coated at ends and all fascia surface (07/15)
N/A PCI bms. (05/14)

11. Section
Loss

N N N N/A PCI bms. (07/17)
N/A PCI bms. (07/15)
N/A PCI bms. (05/14)

12. Bearings 7 7 7 A number of bms has been repaired and has shrink crks..  Spalling is due to to slag agg
substructure. Elastomeric pads are in good condition. (07/17)
A number of bms has been repaired and has shrink crks..  Spalling is due to to slag agg
substructure. Elastomeric pads are in good condition. (07/15)
Loss of brg area up to 50% und a number of bms has been repaired and has shrink crks..
Loss due to slag agg substructure. Other elasto w/steel plates good condition. (05/14)

SUBSTRUCTURE
05/14 07/15 07/17

13. Abutments
(SIA-60)

7 7 7 Abuts have been previously repaired. Few min vrt crks.  Some map cracking. (07/17)
Abuts have been previously repaired. Few min vrt crks.  Some map cracking. (07/15)
Rating corrected.  (Abuts have been previously repaired.) Few min vrt crks.  Some map
cracking. (05/14)

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8059 BRIDGE SAFETY INSPECTION REPORT S03-63174-2
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
I-75 SB 42.5045  /  -83.115 63163174000S032 Fair Condition(6)
Feature Length  /  Width / Spans Owner
12 MILE RD 177.2  /  59.9  /  4 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN MADISON HTS 1963  /  2001  /        / 2001 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 5 Prestressed Concrete  /  32
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14. Piers
(SIA-60)

7 7 7 Piers have been patched.  Other min rand, vrt & horz crks. in caps and cols.  Fiber wrap col
repair in place.  S.W.Q. G.R. anchorage to crash wall 100% rusted. Cracks and incipient
delamination at pier cap bottom of pier 1S (07/17)
Post construction inspection: Piers have been patched.  Other min rand, vrt & horz crks. in
caps and cols.  Fiber wrap col repair in place.  S.W.Q. G.R. anchorage to crash wall 100%
rusted. Cracks and incipient delamination at pier cap bottom of pier 1S (07/15)
Loss/brg up to 50% in some pier seats due to slag agg had been repaired.  Other min rand,
vrt & horz crks. in caps and cols.  Fiber wrap col repair in place.  S.W.Q. G.R. anchorage to
crash wall 100% rusted. (05/14)

15. Slope
Protection

8 8 8 Conc. pav't. Good condition. (07/17)
Conc. pav't. Good condition. (07/15)
Conc. pav't. Good condition. (05/14)

16. Channel
(SIA-61)

N N N N/A (07/17)
N/A (07/15)
N/A (05/14)

17. Scour
Inspection

N  (07/17)
 (07/15)
 (05/14)

APPROACH
05/14 07/15 07/17

18. Approach
Pavement

8 8 8 Conc. Few minor ckrs. (07/17)
Conc. Few minor ckrs. (07/15)
Conc. Few minor ckrs. (05/14)

19. Approach
Shoulders
Sidewalks

8 8 8 Conc. Few minor ckrs.  Tr. Impact:  N.W.Q. App. G.R. (07/17)
Conc. Few minor ckrs.  Tr. Impact:  N.W.Q. App. G.R. (07/15)
Conc. Few minor ckrs.  Tr. Impact:  N.W.Q. App. G.R. (05/14)

20. Approach
Slopes

Grass and few trees. (07/17)
Grass and few trees. (07/15)
Grass and few trees. (05/14)

21. Utilities None visible. (07/17)
None visible. (07/15)
None visible. (05/14)

22. Drainage
Culverts

None visible. (07/17)
None visible. (07/15)
None visible. (05/14)

MISCELLANEOUS
Guard Rail Other Items
Item Rating Item Rating

36A. Bridge Railings 1 71. Water Adequacy N
36B. Transitions 1 72. Approach Alignment 8
36C. Approach Guardrail 1 Temporary Support 0 No Temporary Supports
36D. Approach Guardrail Ends 1 High Load Hit (M) No

Special Insp. Equipment 3
Underwater Insp. Method 0

False Decking (Timber) Removed to Complete Inspection N/A - No False Decking

Critical Feature Inspections (SIA-92)
Freq Date

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8059 BRIDGE SAFETY INSPECTION REPORT S03-63174-2
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
I-75 SB 42.5045  /  -83.115 63163174000S032 Fair Condition(6)
Feature Length  /  Width / Spans Owner
12 MILE RD 177.2  /  59.9  /  4 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN MADISON HTS 1963  /  2001  /        / 2001 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 5 Prestressed Concrete  /  32
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92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive
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SUPPORTING IMAGES VUIB 07/27/2017

Document Name: DSCN5945.JPG Document Name: DSCN5955.JPG
Category: Elevation Category: Elevation
Comments: W Elevation Comments: E Elevation

Document Name: DSCN5966.JPG Document Name: DSCN5967.JPG
Category: Approach Category: Approach
Comments: N Approach Comments: S approach,
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Document Name: DSCN5963.JPG Document Name: DSCN5965.JPG
Category: Railing Category: Deck
Comments: East Railing Comments: in span 1s
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Document Name: DSCN5962.JPG Document Name: DSCN5952.JPG
Category: Joints Category: Superstructure
Comments: S abut Joint Comments: in span 2s
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STR 8059 BRIDGE SAFETY INSPECTION REPORT S03-63174-2
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
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Document Name: DSCN5956.JPG Document Name: DSCN5949.JPG
Category: Superstructure Category: Substructure
Comments: Beam end deterioration in span 3s, pier 3s Comments: N Abut.
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Document Name: DSCN5950.JPG Document Name: DSCN5954.JPG
Category: Substructure Category: Substructure
Comments: Pier 3s, N face Comments: pier 2s S face

Document Name: DSCN5960.JPG Document Name: DSCN5961.JPG
Category: Substructure Category: Substructure
Comments: S Abut. Comments: Pier 1s, S face
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Document Name: DSCN5946.JPG
Category: Other
Comments: W Fascia contact, at pier 3s,
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NBI INSPECTION UQHS
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

24 04/01/1996

GENERAL NOTES

DECK
04/96

1. Surface
(SIA-58A)

 (04/96)
 ()
 ()

2. Expansion
Joints

 (04/96)
 ()
 ()

3. Other
Joints

 (04/96)
 ()
 ()

4. Railings  (04/96)
 ()
 ()

5. Sidewalks
or Curbs

 (04/96)
 ()
 ()

6. Deck
Bottom
Surface
(SIA-58B)

 (04/96)
 ()
 ()

7. Deck
(SIA-58)

4  (04/96)
 ()
 ()

8. Drainage  (04/96)
 ()
 ()

SUPERSTRUCTURE
04/96

9. Stringer
(SIA-59)

6  (04/96)
 ()
 ()

10. Paint
(SIA-59A)

 (04/96)
 ()
 ()

11. Section
Loss

 (04/96)
 ()
 ()

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8060 BRIDGE SAFETY INSPECTION REPORT S04-63174-1
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
I-75 NB 42.5198  /  -83.1153 63163174000S041 Good Condition(7)
Feature Length  /  Width / Spans Owner
13 MILE RD 141.3  /  59.8  /  3 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN MADISON HTS 1963  /  2001  /        / Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 5 Prestressed Concrete  /  32
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12. Bearings  (04/96)
 ()
 ()

SUBSTRUCTURE
04/96

13. Abutments
(SIA-60)

 (04/96)
 ()
 ()

14. Piers
(SIA-60)

 (04/96)
 ()
 ()

15. Slope
Protection

 (04/96)
 ()
 ()

16. Channel
(SIA-61)

N  (04/96)
 ()
 ()

17. Scour
Inspection

 (04/96)
 ()
 ()

APPROACH
04/96

18. Approach
Pavement

 (04/96)
 ()
 ()

19. Approach
Shoulders
Sidewalks

 (04/96)
 ()
 ()

20. Approach
Slopes

 (04/96)
 ()
 ()

21. Utilities  (04/96)
 ()
 ()

22. Drainage
Culverts

 (04/96)
 ()
 ()

MISCELLANEOUS
Guard Rail Other Items
Item Rating Item Rating

36A. Bridge Railings 1 71. Water Adequacy N
36B. Transitions 72. Approach Alignment 8
36C. Approach Guardrail 1 Temporary Support 0 No Temporary Supports
36D. Approach Guardrail Ends 1 High Load Hit (M) No

Special Insp. Equipment
Underwater Insp. Method

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8060 BRIDGE SAFETY INSPECTION REPORT S04-63174-1
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
I-75 NB 42.5198  /  -83.1153 63163174000S041 Good Condition(7)
Feature Length  /  Width / Spans Owner
13 MILE RD 141.3  /  59.8  /  3 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN MADISON HTS 1963  /  2001  /        / Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 5 Prestressed Concrete  /  32

Multi Str Comp
07/26/2017  /  7B1E N Not Over Waterway
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False Decking (Timber) Removed to Complete Inspection N/A - null

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8060 BRIDGE SAFETY INSPECTION REPORT S04-63174-1
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
I-75 NB 42.5198  /  -83.1153 63163174000S041 Good Condition(7)
Feature Length  /  Width / Spans Owner
13 MILE RD 141.3  /  59.8  /  3 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN MADISON HTS 1963  /  2001  /        / Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 5 Prestressed Concrete  /  32

Multi Str Comp
07/26/2017  /  7B1E N Not Over Waterway
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NBI INSPECTION DONT
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

24 08/01/1998

GENERAL NOTES

DECK
04/96 07/97 08/98

1. Surface
(SIA-58A)

4 3  (08/98)
 (07/97)
 (04/96)

2. Expansion
Joints

 (08/98)
 (07/97)
 (04/96)

3. Other
Joints

 (08/98)
 (07/97)
 (04/96)

4. Railings  (08/98)
 (07/97)
 (04/96)

5. Sidewalks
or Curbs

 (08/98)
 (07/97)
 (04/96)

6. Deck
Bottom
Surface
(SIA-58B)

 (08/98)
 (07/97)
 (04/96)

7. Deck
(SIA-58)

4 5 4  (08/98)
 (07/97)
 (04/96)

8. Drainage  (08/98)
 (07/97)
 (04/96)

SUPERSTRUCTURE
04/96 07/97 08/98

9. Stringer
(SIA-59)

6 6 5  (08/98)
 (07/97)
 (04/96)

10. Paint
(SIA-59A)

N N  (08/98)
 (07/97)
 (04/96)

11. Section
Loss

 (08/98)
 (07/97)
 (04/96)

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8060 BRIDGE SAFETY INSPECTION REPORT S04-63174-1
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
I-75 NB 42.5198  /  -83.1153 63163174000S041 Good Condition(7)
Feature Length  /  Width / Spans Owner
13 MILE RD 141.3  /  59.8  /  3 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN MADISON HTS 1963  /  2001  /        / Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 5 Prestressed Concrete  /  32

Multi Str Comp
07/26/2017  /  7B1E N Not Over Waterway
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12. Bearings  (08/98)
 (07/97)
 (04/96)

SUBSTRUCTURE
04/96 07/97 08/98

13. Abutments
(SIA-60)

4 4  (08/98)
 (07/97)
 (04/96)

14. Piers
(SIA-60)

 (08/98)
 (07/97)
 (04/96)

15. Slope
Protection

 (08/98)
 (07/97)
 (04/96)

16. Channel
(SIA-61)

N N N  (08/98)
 (07/97)
 (04/96)

17. Scour
Inspection

 (08/98)
 (07/97)
 (04/96)

APPROACH
04/96 07/97 08/98

18. Approach
Pavement

 (08/98)
 (07/97)
 (04/96)

19. Approach
Shoulders
Sidewalks

 (08/98)
 (07/97)
 (04/96)

20. Approach
Slopes

 (08/98)
 (07/97)
 (04/96)

21. Utilities  (08/98)
 (07/97)
 (04/96)

22. Drainage
Culverts

 (08/98)
 (07/97)
 (04/96)

MISCELLANEOUS
Guard Rail Other Items
Item Rating Item Rating

36A. Bridge Railings 1 71. Water Adequacy N
36B. Transitions 1 72. Approach Alignment 8
36C. Approach Guardrail 1 Temporary Support 0 No Temporary Supports
36D. Approach Guardrail Ends 1 High Load Hit (M) No

Special Insp. Equipment
Underwater Insp. Method

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8060 BRIDGE SAFETY INSPECTION REPORT S04-63174-1
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
I-75 NB 42.5198  /  -83.1153 63163174000S041 Good Condition(7)
Feature Length  /  Width / Spans Owner
13 MILE RD 141.3  /  59.8  /  3 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN MADISON HTS 1963  /  2001  /        / Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 5 Prestressed Concrete  /  32

Multi Str Comp
07/26/2017  /  7B1E N Not Over Waterway

Form P2502 Printed on 09/12/2017 Page 2 of 3



False Decking (Timber) Removed to Complete Inspection N/A - null

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8060 BRIDGE SAFETY INSPECTION REPORT S04-63174-1
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
I-75 NB 42.5198  /  -83.1153 63163174000S041 Good Condition(7)
Feature Length  /  Width / Spans Owner
13 MILE RD 141.3  /  59.8  /  3 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN MADISON HTS 1963  /  2001  /        / Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 5 Prestressed Concrete  /  32

Multi Str Comp
07/26/2017  /  7B1E N Not Over Waterway
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NBI INSPECTION QUQU
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

PAW MDOT 24 06/25/1999

GENERAL NOTES

DECK
08/98 08/98 06/99

1. Surface
(SIA-58A)

3 3 45 syd spall to steel and bit patched, map cracks along longit jt w/ wet areas. Heavy spalls in
Rt lane & shoulder-midspan.  Spalls on E curb. (06/99)
 (08/98)
 (08/98)

2. Expansion
Joints

3 Leaking, all filler missing, spalls and bit patch. (06/99)
 (08/98)
 (08/98)

3. Other
Joints

3 Leaking, spalls and bit patched.  Seal is gone. (06/99)
 (08/98)
 (08/98)

4. Railings 5 Concrete parape w/1-alum tube, thrie beam across structure.  Damaged E and W side.
Cracks & rust stains on concrete post. (06/99)
 (08/98)
 (08/98)

5. Sidewalks
or Curbs

 (06/99)
 (08/98)
 (08/98)

6. Deck
Bottom
Surface
(SIA-58B)

 (06/99)
 (08/98)
 (08/98)

7. Deck
(SIA-58)

4 4 4 Leach cracks 2 lft. Spall & rusty cracks both fascias. Heavy wet map cracks midspan bay 5-8
W (06/99)
 (08/98)
 (08/98)

8. Drainage  (06/99)
 (08/98)
 (08/98)

SUPERSTRUCTURE
08/98 08/98 06/99

9. Stringer
(SIA-59)

5 5 5 Rusty cracks & spalls on beam ends & diaphragms, ratings lowered.  STS on E fascia Bm
over N&S piers.  STS W fascia bm over pier 2-S. (06/99)
 (08/98)
 (08/98)

10. Paint
(SIA-59A)

N Concrete Bms (06/99)
 (08/98)
 (08/98)

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8060 BRIDGE SAFETY INSPECTION REPORT S04-63174-1
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
I-75 NB 42.5198  /  -83.1153 63163174000S041 Good Condition(7)
Feature Length  /  Width / Spans Owner
13 MILE RD 141.3  /  59.8  /  3 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN MADISON HTS 1963  /  2001  /        / Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 5 Prestressed Concrete  /  32

Multi Str Comp
07/26/2017  /  7B1E N Not Over Waterway
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11. Section
Loss

 (06/99)
 (08/98)
 (08/98)

12. Bearings 5 Elastomeric pads. Heavily rusted at ends and pads deformed. (06/99)
 (08/98)
 (08/98)

SUBSTRUCTURE
08/98 08/98 06/99

13. Abutments
(SIA-60)

4 6 Vert cracks & incip spall under bm 4W N abut and under bm 2W S abut (06/99)
 (08/98)
 (08/98)

14. Piers
(SIA-60)

4 S-pier has 2lft spall to steel, 8lft cracks and 1syd soffit and cap STS, N-pier has 15 lft soffit
spall and 2syd cap spall exposed steel w/minor section loss in horiz steel in cap.  N&S pier E.
end 2 syd spall to steel col. 1W . (06/99)
 (08/98)
 (08/98)

15. Slope
Protection

 (06/99)
 (08/98)
 (08/98)

16. Channel
(SIA-61)

N N N  (06/99)
 (08/98)
 (08/98)

17. Scour
Inspection

 (06/99)
 (08/98)
 (08/98)

APPROACH
08/98 08/98 06/99

18. Approach
Pavement

6 Trans cracks and small spalls at ref lines, bit paved (06/99)
 (08/98)
 (08/98)

19. Approach
Shoulders
Sidewalks

 (06/99)
 (08/98)
 (08/98)

20. Approach
Slopes

 (06/99)
 (08/98)
 (08/98)

21. Utilities  (06/99)
 (08/98)
 (08/98)

22. Drainage
Culverts

 (06/99)
 (08/98)
 (08/98)

MISCELLANEOUS
Guard Rail Other Items
Item Rating Item Rating

36A. Bridge Railings 1 71. Water Adequacy N
36B. Transitions 1 72. Approach Alignment 8

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8060 BRIDGE SAFETY INSPECTION REPORT S04-63174-1
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
I-75 NB 42.5198  /  -83.1153 63163174000S041 Good Condition(7)
Feature Length  /  Width / Spans Owner
13 MILE RD 141.3  /  59.8  /  3 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN MADISON HTS 1963  /  2001  /        / Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 5 Prestressed Concrete  /  32

Multi Str Comp
07/26/2017  /  7B1E N Not Over Waterway
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36C. Approach Guardrail 1 Temporary Support 0 No Temporary Supports
36D. Approach Guardrail Ends 1 High Load Hit (M) No

Special Insp. Equipment
Underwater Insp. Method 0

False Decking (Timber) Removed to Complete Inspection N/A - null

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8060 BRIDGE SAFETY INSPECTION REPORT S04-63174-1
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
I-75 NB 42.5198  /  -83.1153 63163174000S041 Good Condition(7)
Feature Length  /  Width / Spans Owner
13 MILE RD 141.3  /  59.8  /  3 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN MADISON HTS 1963  /  2001  /        / Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 5 Prestressed Concrete  /  32

Multi Str Comp
07/26/2017  /  7B1E N Not Over Waterway
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NBI INSPECTION NDCL
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

S. Galindo MDOT 24 02/25/2002

GENERAL NOTES

DECK
06/00 09/01 02/02

1. Surface
(SIA-58A)

3 9 8 New in 2001. (02/02)
New. Bird bath along entire length of E rail. (09/01)
45 syd spall to steel and bit patched, map cracks along longit jt w/ wet areas. Heavy spalls in
Rt lane & shoulder-midspan.  Spalls on E curb. (06/00)

2. Expansion
Joints

3 9 8 New strip seals in 2001. (02/02)
New strip seals. (09/01)
Leaking, all filler missing, spalls and bit patch. (06/00)

3. Other
Joints

3 9 8 New in 2001. (02/02)
New pourables. (09/01)
Leaking, spalls and bit patched.  Seal is gone. (06/00)

4. Railings 3 9 7 New concrete barrier.  Few vert cracks. (02/02)
New conc barrier. (09/01)
Concrete parape w/1-alum tube, thrie beam across structure.  Damaged E and W side.
Cracks & rust stains on concrete post.  Broken on E side, metal bent & conc separated
(06/00)

5. Sidewalks
or Curbs

 (02/02)
 (09/01)
 (06/00)

6. Deck
Bottom
Surface
(SIA-58B)

 (02/02)
 (09/01)
 (06/00)

7. Deck
(SIA-58)

4 9 8 Stay in place forms. (02/02)
Stay in place forms. (09/01)
Leach cracks 2 lft. Spall & rusty cracks both fascias. Heavy wet map cracks midspan bay 5-8
W (06/00)

8. Drainage Catch basins in E quads. (02/02)
Catch basins in E quads. (09/01)
 (06/00)

SUPERSTRUCTURE
06/00 09/01 02/02

9. Stringer
(SIA-59)

5 5 6 Rusty cracks & spalls on beam ends & diaphragms.  Some have been patched.   STS W
fascia bm over pier 2-S. (02/02)
Rusty cracks & spalls on bm ends & diaphragms, ratings lowered. STS on E fascia bm over
N&S piers. STS W fascia bm over pier 2S.  LOB at E fascia N pier. UNDER
CONSTRUCTION (09/01)
Rusty cracks & spalls on beam ends & diaphragms, ratings lowered.  STS on E fascia Bm
over N&S piers.  STS W fascia bm over pier 2-S.  Loss of bearing at E fascia N pier. (06/00)

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8060 BRIDGE SAFETY INSPECTION REPORT S04-63174-1
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
I-75 NB 42.5198  /  -83.1153 63163174000S041 Good Condition(7)
Feature Length  /  Width / Spans Owner
13 MILE RD 141.3  /  59.8  /  3 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN MADISON HTS 1963  /  2001  /        / Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 5 Prestressed Concrete  /  32
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10. Paint
(SIA-59A)

N Concrete Bms. (02/02)
Concrete Bms (09/01)
Concrete Bms (06/00)

11. Section
Loss

 (02/02)
 (09/01)
 (06/00)

12. Bearings 5 6 Some distortion of elastomeric bearings.  Steel plates have been painted w/ rust showing
thru. (02/02)
UNDER CONSTRUCTION (09/01)
Elastomeric pads. Heavily rusted at ends and pads deformed. (06/00)

SUBSTRUCTURE
06/00 09/01 02/02

13. Abutments
(SIA-60)

6 6 Patched areas on NE area of S abutment.  Vert cracks.  Incip spall at beam 7W of N
abutment. (02/02)
UNDER CONSTRUCTION (09/01)
Vert cracks & incip spall under bm 4W N abut and under bm 2W S abut (06/00)

14. Piers
(SIA-60)

4 6 Both piers have concrete patches in cap & columns.  Vert cracks in columns. (02/02)
UNDER CONSTRUCTION (09/01)
S pier has  8lft cracks and 10 syd soffit and cap STS, N-pier has 20 lft soffit sts and 2syd cap
stsl w/minor section loss in horiz steel in cap.  N pier 2 syd sts col. 1W .  S pier 2 syd sts col
1,2 W. (06/00)

15. Slope
Protection

7  (02/02)
 (09/01)
 (06/00)

16. Channel
(SIA-61)

N N N  (02/02)
 (09/01)
 (06/00)

17. Scour
Inspection

 (02/02)
 (09/01)
 (06/00)

APPROACH
06/00 09/01 02/02

18. Approach
Pavement

6 9 8 New concrete approaches in 2001. (02/02)
New conc apprs. (09/01)
Trans cracks and small spalls at ref lines, bit paved (06/00)

19. Approach
Shoulders
Sidewalks

Concrete approach shoulders. (02/02)
New conc appr shldrs. (09/01)
 (06/00)

20. Approach
Slopes

 (02/02)
 (09/01)
 (06/00)

21. Utilities  (02/02)
 (09/01)
 (06/00)

22. Drainage
Culverts

 (02/02)
 (09/01)
 (06/00)

MISCELLANEOUS

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8060 BRIDGE SAFETY INSPECTION REPORT S04-63174-1
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
I-75 NB 42.5198  /  -83.1153 63163174000S041 Good Condition(7)
Feature Length  /  Width / Spans Owner
13 MILE RD 141.3  /  59.8  /  3 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN MADISON HTS 1963  /  2001  /        / Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 5 Prestressed Concrete  /  32

Multi Str Comp
07/26/2017  /  7B1E N Not Over Waterway

Form P2502 Printed on 09/12/2017 Page 2 of 3



Guard Rail Other Items
Item Rating Item Rating

36A. Bridge Railings 1 71. Water Adequacy N
36B. Transitions 1 72. Approach Alignment 8
36C. Approach Guardrail 1 Temporary Support 0 No Temporary Supports
36D. Approach Guardrail Ends 1 High Load Hit (M) No

Special Insp. Equipment _
Underwater Insp. Method 0

False Decking (Timber) Removed to Complete Inspection N/A - null

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8060 BRIDGE SAFETY INSPECTION REPORT S04-63174-1
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
I-75 NB 42.5198  /  -83.1153 63163174000S041 Good Condition(7)
Feature Length  /  Width / Spans Owner
13 MILE RD 141.3  /  59.8  /  3 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN MADISON HTS 1963  /  2001  /        / Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 5 Prestressed Concrete  /  32

Multi Str Comp
07/26/2017  /  7B1E N Not Over Waterway
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NBI INSPECTION NBDL
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

DLUGOPOLSKIP MDOT INSPECTOR 24 02/05/2008

GENERAL NOTES
-1

DECK
02/04 02/06 02/08

1. Surface
(SIA-58A)

8 8 8  (02/08)
 (02/06)
New in 2001. (02/04)

2. Expansion
Joints

8 8 8  (02/08)
 (02/06)
Off structure (02/04)

3. Other
Joints

8 8 8  (02/08)
 (02/06)
New in 2001. (02/04)

4. Railings 7 7 7  (02/08)
 (02/06)
New concrete barrier.  Few vert cracks. (02/04)

5. Sidewalks
or Curbs

 (02/08)
 (02/06)
-1 (02/04)

6. Deck
Bottom
Surface
(SIA-58B)

 (02/08)
 (02/06)
 (02/04)

7. Deck
(SIA-58)

8 8 8  (02/08)
 (02/06)
Permanent metal deck forms (02/04)

8. Drainage  (02/08)
 (02/06)
Catch basins in E quads. (02/04)

SUPERSTRUCTURE
02/04 02/06 02/08

9. Stringer
(SIA-59)

7 7 7  (02/08)
 (02/06)
Rusty cracks & spalls on beam ends & diaphragms.  Some have been patched.   STS W
fascia bm over pier 2-S. (02/04)

10. Paint
(SIA-59A)

N N  (02/08)
 (02/06)
Concrete Bms. (02/04)

11. Section
Loss

N N  (02/08)
 (02/06)
-1 (02/04)

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8060 BRIDGE SAFETY INSPECTION REPORT S04-63174-1
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
I-75 NB 42.5198  /  -83.1153 63163174000S041 Good Condition(7)
Feature Length  /  Width / Spans Owner
13 MILE RD 141.3  /  59.8  /  3 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN MADISON HTS 1963  /  2001  /        / Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 5 Prestressed Concrete  /  32
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12. Bearings 6 6 6  (02/08)
Some distortion of elastomeric bearings.  Steel plates have been painted w/ rust showing thru
(02/06)
Some distortion of elastomeric bearings.  Steel plates have been painted w/ rust showing
thru. (02/04)

SUBSTRUCTURE
02/04 02/06 02/08

13. Abutments
(SIA-60)

6 6 6  (02/08)
Patched areas on NE area of S abutment.  Vert cracks.  Incip spall at beam 7W of N
abutment (02/06)
Patched areas on NE area of S abutment.  Vert cracks.  Incip spall at beam 7W of N
abutment. (02/04)

14. Piers
(SIA-60)

6 6 6  (02/08)
Both piers have concrete patches in cap & columns.  Vert cracks in columns. (02/06)
Both piers have concrete patches in cap & columns.  Vert cracks in columns. (02/04)

15. Slope
Protection

8 8 8  (02/08)
 (02/06)
-1 (02/04)

16. Channel
(SIA-61)

N N N  (02/08)
 (02/06)
-1 (02/04)

17. Scour
Inspection

 (02/08)
 (02/06)
-1 (02/04)

APPROACH
02/04 02/06 02/08

18. Approach
Pavement

8 8 8  (02/08)
 (02/06)
New concrete approaches in 2001. (02/04)

19. Approach
Shoulders
Sidewalks

8 8 8  (02/08)
 (02/06)
Concrete approach shoulders. (02/04)

20. Approach
Slopes

 (02/08)
 (02/06)
-1 (02/04)

21. Utilities  (02/08)
 (02/06)
-1 (02/04)

22. Drainage
Culverts

 (02/08)
 (02/06)
-1 (02/04)

MISCELLANEOUS
Guard Rail Other Items
Item Rating Item Rating

36A. Bridge Railings 1 71. Water Adequacy N
36B. Transitions 1 72. Approach Alignment 8
36C. Approach Guardrail 1 Temporary Support 0 No Temporary Supports

MICHIGAN DEPARTMENT OF TRANSPORTATION
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36D. Approach Guardrail Ends 1 High Load Hit (M) No
Special Insp. Equipment
Underwater Insp. Method 0

False Decking (Timber) Removed to Complete Inspection N/A - null

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive
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NBI INSPECTION QEGO
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

Spiro Kotsonis MDOT INSPECTOR 12 08/19/2013

GENERAL NOTES
15' 6" underclearance for WB 13 Mile Rd.
Frequency of inspections has changed to 12 months due to Temp Supports under beams

DECK
02/10 12/11 08/13

1. Surface
(SIA-58A)

8 7 8 Concrete surface with minor longitudinal cracks throughout. Minor cracking and deterioration
near south sleeper slab in right lane. (08/13)
Concrete surface with minor longitudinal cracks throughout. Minor cracking and deterioration
near south sleeper slab in right lane. (12/11)
No visible defiencies (02/10)

2. Expansion
Joints

8 N N NA (08/13)
Sleeper slab. (12/11)
Debris in expansion opening (02/10)

3. Other
Joints

N 6 6 Sleeper slab at both approaches. Strip seal expansion joints are debris filled. North strip seal
is damaged in center lane. Appears to be separated from decking with spall forming. Joint
seems to be sinking. Pourable joints with minor adhesion failures. (08/13)
Sleeper slab at both approaches. Strip seal expansion joints are debris filled. North strip seal
is damaged in center lane. Appears to be separated from decking with spall forming. Joint
seems to be sinking. Pourable joints with minor adhesion failures. (12/11)
 (02/10)

4. Railings 7 7 7 Vertical cracks throughout railing but nothing severe (08/13)
Solid concrete barrier type 4 with minor vertical cracks throughout. (12/11)
Few vertical cracks (02/10)

5. Sidewalks
or Curbs

N N Concrete shoulders. (08/13)
Concrete shoulders. (12/11)
 (02/10)

6. Deck
Bottom
Surface
(SIA-58B)

8 8 8 SIP forms.  No rust spotted (08/13)
Deck bottom with permanent stay-in-place forms in overall good condition. (12/11)
No rust on stay in place forms (02/10)

7. Deck
(SIA-58)

8 7 7 Concrete surface with minor longitudinal cracks throughout. Minor cracking and deterioration
near south sleeper slab in right lane. Deck bottom with permanent stay-in-place forms in
overall good condition. Deck fascia with minor vertical cracking. (08/13)
Concrete surface with minor longitudinal cracks throughout. Minor cracking and deterioration
near south sleeper slab in right lane. Deck bottom with permanent stay-in-place forms in
overall good condition. Deck fascia with minor vertical cracking. (12/11)
Permanent metal deck forms (02/10)

8. Drainage Off structure (08/13)
Off structure. (12/11)
 (02/10)

SUPERSTRUCTURE
02/10 12/11 08/13
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9. Stringer
(SIA-59)

7 7 7 Some minor flaking of surface coating, (08/13)
Concrete prestressed I-beams. Beam ends previously repaired in 2001. Fascia beam and
beam ends are coated with flaking in random locations. (12/11)
No visible defiencies (02/10)

10. Paint
(SIA-59A)

N N NA (08/13)
Concrete I-beam. (12/11)
 (02/10)

11. Section
Loss

N N NA (08/13)
Concrete I-beam. (12/11)
 (02/10)

12. Bearings 6 6 6 Some distortion of elastomeric bearings. Steel plates have been painted with minor rust.
(08/13)
Some distortion of elastomeric bearings. Steel plates have been painted with minor rust.
(12/11)
Some distortion of elastomeric bearings. Steel plates have been painted w/ rust showing thru
(02/10)

SUBSTRUCTURE
02/10 12/11 08/13

13. Abutments
(SIA-60)

6 6 4 Heavy spalling located at abutment at both ends.  9 temporary supports have been placed at
structure.  5 on the north end and 4 on the south end. (08/13)
Minor vertcial cracks throughout. South abutment with repairs in SW area. North abutment
with incipient spall at beam 7W. (12/11)
Patched areas on NE area of S abutment. Vert cracks. Incip spall at beam 7W of N abutment
(02/10)

14. Piers
(SIA-60)

6 5 5 Concrete piers with shrinkage cracks in previous repairs. South pier with STS randomly along
pier cap bottom edges. North pier with spalling on column 1W. (08/13)
Concrete piers with shrinkage cracks in previous repairs. South pier with STS randomly along
pier cap bottom edges.
North pier with spalling on column 1W. (12/11)
Both piers have concrete patches in cap & columns. Vert cracks in columns (02/10)

15. Slope
Protection

8 8 8 Concrete slope with minor weathering.  Has plywood and dirt due to temporary supports at
abutments. (08/13)
Concrete slope with minor weathering. Overall good condition. (12/11)
No visible defiencies (02/10)

16. Channel
(SIA-61)

N N N NA (08/13)
N/A. (12/11)
 (02/10)

17. Scour
Inspection

 (08/13)
 (12/11)
 (02/10)

APPROACH
02/10 12/11 08/13

18. Approach
Pavement

8 8 8 Concrete approaches in good condition with minor wear and weathering. South approach with
tight transverse cracking. (08/13)
Concrete approaches in good condition with minor wear and weathering. South approach with
tight transverse cracking. (12/11)
No visible defiencies (02/10)

19. Approach
Shoulders
Sidewalks

8 8 8 Concrete approach shoulders with no visible deficiencies. Minor wear and weathering. (08/13)
Concrete approach shoulders with no visible deficiencies. Minor wear and weathering. (12/11)
No visible defiencies (02/10)
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20. Approach
Slopes

Brush and vegetation (08/13)
Brush and vegetation. (12/11)
 (02/10)

21. Utilities Overhead wiring. (08/13)
Overhead wiring. (12/11)
 (02/10)

22. Drainage
Culverts

NA (08/13)
None visible. (12/11)
 (02/10)

MISCELLANEOUS
Guard Rail Other Items
Item Rating Item Rating

36A. Bridge Railings 1 71. Water Adequacy N
36B. Transitions 1 72. Approach Alignment 8
36C. Approach Guardrail 1 Temporary Support 0 No Temporary Supports
36D. Approach Guardrail Ends 1 High Load Hit (M) No

Special Insp. Equipment 3
Underwater Insp. Method 0

False Decking (Timber) Removed to Complete Inspection N/A - null

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive
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NBI INSPECTION 7B1E
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

Chaudhary Mahmood MDOT Metro Region 24 07/26/2017

GENERAL NOTES
Posted underclearance of 15'-6" for WB 13 Mile Road.
RFA issued for Expansion Joint repair. (Chad Mahmood _07-26-2017)

DECK
08/14 08/15 07/17

1. Surface
(SIA-58A)

7 7 7 Concrete upper surface with surface wear, minor long. Cr. throughout, long. & Trans. Cr in
Deck slab along short approach slab in Right hand lane along S Abut. ref. line, with edge
spalls & delam. (07/17)
Concrete upper surface with minor longitudinal cracks throughout. Right hand lane near the
south abutment reference line has a bit more pronounced surface wear. (08/15)
Concrete upper surface with minor longitudinal cracks throughout. Right hand lane near the
south abutment reference line has a bit more pronounced surface wear. (08/14)

2. Expansion
Joints

7 6 4 Strip seal expansion jts. 5' off each abut. reference line on sleeper slabs. North EJD: Metal
rail broken in center lane ( 12 lft) with conc. edge spalls; South EJD: Metal rail broken in RT
lane with 9" missing piece, adjacent short approach slab continuous with the deck slab is
cracked  due to possible void under the sleeper slab.: HPR joints at sleeper slab
sunk/punched with adhesion loss. (07/17)
Strip seal expansion jts are off the structure. (08/15)
HPR transverse joint approximately 10' south of pier 1s centerline and10' north of pier 2s
centerline. Well sealed, some minor chips along joint edges. (08/14)

3. Other
Joints

6 6 7 Sawcut transv. joints on the bridge are in good condition (07/17)
Strip seal EJD's 5' off each abutment reference line at the sleeper slabs. Both joints are
debris filled. Anchor plate on the north joint in the center lane is cracked and bent. HPR
transverse joint. Well sealed, some minor chips along joint edges. Sawcut transv. joints on
the bridge are in good condition (08/15)
Strip seal EJD's 5' off each abutment reference line at the sleeper slabs. Both joints are
debris filled. Anchor plate on the north joint in the center lane is cracked and bent. (08/14)

4. Railings 7 7 7 Type 4 concrete barriers along each fascia. Minor hairline vertical cracks at 15'-20' spacing.
Barriers are surface sealed, sealer is in poor condition. (07/17)
Type 4 concrete barriers along each fascia. Minor hairline vertical cracks at 15'-20' spacing.
Barriers are surface sealed, sealer is in poor condition. (08/15)
Type 4 concrete barriers along each fascia. Minor hairline vertical cracks at 15'-20' spacing.
Barriers are surface sealed, sealer is in poor condition. (08/14)

5. Sidewalks
or Curbs

N N N N/A (07/17)
N/A (08/15)
N/A (08/14)

6. Deck
Bottom
Surface
(SIA-58B)

8 8 8 SIP metal deck pans, no corrosion noted. (07/17)
SIP metal deck pans, no corrosion noted. (08/15)
SIP metal deck pans, no corrosion noted. (08/14)
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7. Deck
(SIA-58)

7 7 7 Top surface: Concrete upper surface with surface wear, minor long. Cr. throughout, long. &
Trans. Cr in Deck slab along short approach slab in Right hand lane along S Abut. ref. line,
with edge spalls & delam.   Bottom surface: SIP metal deck pans, no corrosion noted.
Fascias: Minor vertical cracks in the deck fascias. (07/17)
Top surface: Minor longitudinal cracks throughout. Right hand lane near the south abutment
reference line has a bit more pronounced surface wear.
Bottom surface: SIP metal deck pans, no corrosion noted.
Fascias: Minor vertical cracks in the deck fascias. (08/15)
Top surface: Minor longitudinal cracks throughout. Right hand lane near the south abutment
reference line has a bit more pronounced surface wear.
Bottom surface: SIP metal deck pans, no corrosion noted.
Fascias: Minor vertical cracks in the deck fascias. (08/14)

8. Drainage Off each end of the structure. Drain inlets filled with debris (07/17)
Off each end of the structure. Drain inlets filled with debris (08/15)
Off each end of the structure. (08/14)

SUPERSTRUCTURE
08/14 08/15 07/17

9. Stringer
(SIA-59)

7 7 7 Nine prestressed concrete I-beams per span. Many beam ends repairs Minor STS at beams
end of bm 3E, span 2S, pier 1S.
Isolated beam ends have bottom flange concrete flaking off of the steel sole plates. Fascia
beams and the beam ends over the piers are surface sealed, surface sealer is peeling.
(07/17)
Post-construction inspection: Nine prestressed concrete I-beams per span. Many beam ends
repairs Minor STS at beams end of bm 3E, span 2S, pier 1S.
Isolated beam ends have bottom flange concrete flaking off of the steel sole plates. Fascia
beams and the beam ends over the piers are surface sealed, surface sealer is peeling.
(08/15)
Nine prestressed concrete I-beams per span.Isolated beam ends have bottom flange
concrete flaking off of the steel sole plates. Fascia beams and the beam ends over the piers
are surface sealed, surface sealer is peeling. (08/14)

10. Paint
(SIA-59A)

N N N N/A (07/17)
N/A (08/15)
N/A (08/14)

11. Section
Loss

N N N N/A (07/17)
N/A (08/15)
N/A (08/14)

12. Bearings 6 7 7 Many new elastomeric bearings at each beam end with steel masonry plates (at beam end
repairs (07/17)
Many new elastomeric bearings at each beam end with steel masonry plates (at beam end
repairs (08/15)
Elastomeric bearings at each beam end with steel masonry plates, minor surface corrosion.
(08/14)

SUBSTRUCTURE
08/14 08/15 07/17

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8060 BRIDGE SAFETY INSPECTION REPORT S04-63174-1
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
I-75 NB 42.5198  /  -83.1153 63163174000S041 Good Condition(7)
Feature Length  /  Width / Spans Owner
13 MILE RD 141.3  /  59.8  /  3 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN MADISON HTS 1963  /  2001  /        / Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 5 Prestressed Concrete  /  32

Multi Str Comp
07/26/2017  /  7B1E N Not Over Waterway

Form P2502 Printed on 09/12/2017 Page 2 of 8



13. Abutments
(SIA-60)

4 8 8 Abutments have been repaired. Minor HL cracks and stains. (07/17)
Post-con inspection: Abutments have been repaired. Minor HL cracks and stains. (08/15)
South Abutment: Incipient spall at beam 2w, prior patches throughout.
Temporary supports at beam(s):
2w
4w
6w
8w

North Abutment: Incipient spalls at beams 7w and 8w, hairline vertical crack at beam 6w.
Temporary supports at beam(s):
3w
4w
6w
7w
8w (08/14)

14. Piers
(SIA-60)

5 8 8 Piers have been repaired. Four concrete square columns with concrete cap and crashwalls.
Shrinkage cracks in all of the prior patches on columns. (07/17)
Post-con inspection: Piers have been repaired. Four concrete square columns with concrete
cap and crashwalls. Shrinkage cracks in all of the prior patches on columns. (08/15)
Four concrete square columns with concrete cap and crashwalls. Shrinkage cracks in all of
the prior patches.
Pier 1s: Open vertical cracks in columns 3w and 4w, up to 1/8" +/-
Pier 2s: Open vertical cracks in columns 3w and 4w, up to 1/8" +/-, STS's in column 1w, STS
in bay 1w bottom of cap. (08/14)

15. Slope
Protection

6 6 6 Concrete slope paving have been repaired at the top. Minor settlement along the side
headers. (07/17)
Concrete slope paving have been repaired at the top. Minor settlement along the side
headers. (08/15)
Concrete slope paving with concrete side headers. Minor settlement along the side headers.
Voids with erosion at the top of slope near the temporary supports. (08/14)

16. Channel
(SIA-61)

N N N N/A (07/17)
N/A (08/15)
N/A (08/14)

17. Scour
Inspection

N  (07/17)
 (08/15)
 (08/14)

APPROACH
08/14 08/15 07/17

18. Approach
Pavement

7 7 7 Concrete approaches are in good condition with signs of minor wear. South approach has a
few minor tight transverse cracks. (07/17)
Concrete approaches are in good condition with signs of minor wear. South approach has a
few minor tight transverse cracks. (08/15)
Concrete approaches are in good condition with signs of minor wear. South approach has a
few minor tight transverse cracks. (08/14)

19. Approach
Shoulders
Sidewalks

8 8 8 Concrete approach shoulders with concrete curb & gutter in all four quadrants. No
deficiencies noted. (07/17)
Concrete approach shoulders with concrete curb & gutter in all four quadrants. No
deficiencies noted. (08/15)
Concrete approach shoulders with concrete curb & gutter in all four quadrants. No
deficiencies noted. (08/14)

20. Approach
Slopes

Tall field grass. Bald areas to be seeded near bridge (07/17)
Tall field grass. Bald areas to be seeded near bridge (08/15)
Tall field grass. (08/14)
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21. Utilities None on structure. (07/17)
None on structure. (08/15)
None on structure. (08/14)

22. Drainage
Culverts

None noted. (07/17)
None noted. (08/15)
None noted. (08/14)

MISCELLANEOUS
Guard Rail Other Items
Item Rating Item Rating

36A. Bridge Railings 1 71. Water Adequacy N
36B. Transitions 1 72. Approach Alignment 8
36C. Approach Guardrail 1 Temporary Support 0 No Temporary Supports
36D. Approach Guardrail Ends 1 High Load Hit (M) No

Special Insp. Equipment 3
Underwater Insp. Method 0

False Decking (Timber) Removed to Complete Inspection N/A - No False Decking

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive
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SUPPORTING IMAGES 7B1E 07/26/2017

Document Name: DSCN5883.JPG Document Name: DSCN5886.JPG
Category: Elevation Category: Elevation
Comments: W Elevation Comments: E Elevation

Document Name: DSCN5917.JPG Document Name: DSCN5918.JPG
Category: Approach Category: Approach
Comments: N Approach Comments: S approach
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Document Name: DSCN5916.JPG Document Name: DSCN5914.JPG
Category: Deck Category: Joints
Comments: Typical  deck surface Comments: N strip seal expansion Joint

Document Name: DSCN5920.JPG Document Name: DSCN5924.JPG
Category: Joints Category: Joints
Comments: S strip seal expansion Joint & Cr  in approach slab near
exp. Joint

Comments: Cr  in approach slab at S exp. Joint
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Document Name: DSCN5888.JPG Document Name: DSCN5884.JPG
Category: Superstructure Category: Substructure
Comments: in span 2sPier Comments: N Abut

Document Name: DSCN5885.JPG Document Name: DSCN5887.JPG
Category: Substructure Category: Substructure
Comments: Pier 2s , N face Comments: Pier 1s N face
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Document Name: DSCN5890.JPG Document Name: DSCN5892.JPG
Category: Substructure Category: Substructure
Comments: Pier 2s S face Comments: pier 1s, S face
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Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN MADISON HTS 1963  /  2001  /        / Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 5 Prestressed Concrete  /  32

Multi Str Comp
07/26/2017  /  7B1E N Not Over Waterway

Form P2502 Printed on 09/12/2017 Page 8 of 8



NBI INSPECTION UQHS
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

24 04/01/1996

GENERAL NOTES

DECK
04/96

1. Surface
(SIA-58A)

 (04/96)
 ()
 ()

2. Expansion
Joints

 (04/96)
 ()
 ()

3. Other
Joints

 (04/96)
 ()
 ()

4. Railings  (04/96)
 ()
 ()

5. Sidewalks
or Curbs

 (04/96)
 ()
 ()

6. Deck
Bottom
Surface
(SIA-58B)

 (04/96)
 ()
 ()

7. Deck
(SIA-58)

5  (04/96)
 ()
 ()

8. Drainage  (04/96)
 ()
 ()

SUPERSTRUCTURE
04/96

9. Stringer
(SIA-59)

6  (04/96)
 ()
 ()

10. Paint
(SIA-59A)

 (04/96)
 ()
 ()

11. Section
Loss

 (04/96)
 ()
 ()

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8061 BRIDGE SAFETY INSPECTION REPORT S04-63174-2
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
I-75 SB 42.5198  /  -83.1156 63163174000S042 Fair Condition(6)
Feature Length  /  Width / Spans Owner
13 MILE RD 141.3  /  59.8  /  3 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN MADISON HTS 1963  /  2001  /        / Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 5 Prestressed Concrete  /  32

Multi Str Comp
07/26/2017  /  WNHQ N Not Over Waterway

Form P2502 Printed on 09/12/2017 Page 1 of 3



12. Bearings  (04/96)
 ()
 ()

SUBSTRUCTURE
04/96

13. Abutments
(SIA-60)

 (04/96)
 ()
 ()

14. Piers
(SIA-60)

 (04/96)
 ()
 ()

15. Slope
Protection

 (04/96)
 ()
 ()

16. Channel
(SIA-61)

N  (04/96)
 ()
 ()

17. Scour
Inspection

 (04/96)
 ()
 ()

APPROACH
04/96

18. Approach
Pavement

 (04/96)
 ()
 ()

19. Approach
Shoulders
Sidewalks

 (04/96)
 ()
 ()

20. Approach
Slopes

 (04/96)
 ()
 ()

21. Utilities  (04/96)
 ()
 ()

22. Drainage
Culverts

 (04/96)
 ()
 ()

MISCELLANEOUS
Guard Rail Other Items
Item Rating Item Rating

36A. Bridge Railings 1 71. Water Adequacy N
36B. Transitions 72. Approach Alignment 8
36C. Approach Guardrail 1 Temporary Support 0 No Temporary Supports
36D. Approach Guardrail Ends 1 High Load Hit (M) No

Special Insp. Equipment
Underwater Insp. Method

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8061 BRIDGE SAFETY INSPECTION REPORT S04-63174-2
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
I-75 SB 42.5198  /  -83.1156 63163174000S042 Fair Condition(6)
Feature Length  /  Width / Spans Owner
13 MILE RD 141.3  /  59.8  /  3 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN MADISON HTS 1963  /  2001  /        / Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 5 Prestressed Concrete  /  32

Multi Str Comp
07/26/2017  /  WNHQ N Not Over Waterway

Form P2502 Printed on 09/12/2017 Page 2 of 3



False Decking (Timber) Removed to Complete Inspection N/A - null

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8061 BRIDGE SAFETY INSPECTION REPORT S04-63174-2
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
I-75 SB 42.5198  /  -83.1156 63163174000S042 Fair Condition(6)
Feature Length  /  Width / Spans Owner
13 MILE RD 141.3  /  59.8  /  3 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN MADISON HTS 1963  /  2001  /        / Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 5 Prestressed Concrete  /  32

Multi Str Comp
07/26/2017  /  WNHQ N Not Over Waterway

Form P2502 Printed on 09/12/2017 Page 3 of 3



NBI INSPECTION DONT
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

24 08/01/1998

GENERAL NOTES

DECK
04/96 07/97 08/98

1. Surface
(SIA-58A)

6 5  (08/98)
 (07/97)
 (04/96)

2. Expansion
Joints

 (08/98)
 (07/97)
 (04/96)

3. Other
Joints

 (08/98)
 (07/97)
 (04/96)

4. Railings  (08/98)
 (07/97)
 (04/96)

5. Sidewalks
or Curbs

 (08/98)
 (07/97)
 (04/96)

6. Deck
Bottom
Surface
(SIA-58B)

 (08/98)
 (07/97)
 (04/96)

7. Deck
(SIA-58)

5 7 6  (08/98)
 (07/97)
 (04/96)

8. Drainage  (08/98)
 (07/97)
 (04/96)

SUPERSTRUCTURE
04/96 07/97 08/98

9. Stringer
(SIA-59)

6 5 5  (08/98)
 (07/97)
 (04/96)

10. Paint
(SIA-59A)

N N  (08/98)
 (07/97)
 (04/96)

11. Section
Loss

 (08/98)
 (07/97)
 (04/96)

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8061 BRIDGE SAFETY INSPECTION REPORT S04-63174-2
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
I-75 SB 42.5198  /  -83.1156 63163174000S042 Fair Condition(6)
Feature Length  /  Width / Spans Owner
13 MILE RD 141.3  /  59.8  /  3 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN MADISON HTS 1963  /  2001  /        / Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 5 Prestressed Concrete  /  32

Multi Str Comp
07/26/2017  /  WNHQ N Not Over Waterway

Form P2502 Printed on 09/12/2017 Page 1 of 3



12. Bearings  (08/98)
 (07/97)
 (04/96)

SUBSTRUCTURE
04/96 07/97 08/98

13. Abutments
(SIA-60)

4 4  (08/98)
 (07/97)
 (04/96)

14. Piers
(SIA-60)

 (08/98)
 (07/97)
 (04/96)

15. Slope
Protection

 (08/98)
 (07/97)
 (04/96)

16. Channel
(SIA-61)

N N N  (08/98)
 (07/97)
 (04/96)

17. Scour
Inspection

 (08/98)
 (07/97)
 (04/96)

APPROACH
04/96 07/97 08/98

18. Approach
Pavement

 (08/98)
 (07/97)
 (04/96)

19. Approach
Shoulders
Sidewalks

 (08/98)
 (07/97)
 (04/96)

20. Approach
Slopes

 (08/98)
 (07/97)
 (04/96)

21. Utilities  (08/98)
 (07/97)
 (04/96)

22. Drainage
Culverts

 (08/98)
 (07/97)
 (04/96)

MISCELLANEOUS
Guard Rail Other Items
Item Rating Item Rating

36A. Bridge Railings 1 71. Water Adequacy N
36B. Transitions 1 72. Approach Alignment 8
36C. Approach Guardrail 1 Temporary Support 0 No Temporary Supports
36D. Approach Guardrail Ends 1 High Load Hit (M) No

Special Insp. Equipment
Underwater Insp. Method

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8061 BRIDGE SAFETY INSPECTION REPORT S04-63174-2
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
I-75 SB 42.5198  /  -83.1156 63163174000S042 Fair Condition(6)
Feature Length  /  Width / Spans Owner
13 MILE RD 141.3  /  59.8  /  3 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN MADISON HTS 1963  /  2001  /        / Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 5 Prestressed Concrete  /  32

Multi Str Comp
07/26/2017  /  WNHQ N Not Over Waterway

Form P2502 Printed on 09/12/2017 Page 2 of 3



False Decking (Timber) Removed to Complete Inspection N/A - null

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8061 BRIDGE SAFETY INSPECTION REPORT S04-63174-2
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
I-75 SB 42.5198  /  -83.1156 63163174000S042 Fair Condition(6)
Feature Length  /  Width / Spans Owner
13 MILE RD 141.3  /  59.8  /  3 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN MADISON HTS 1963  /  2001  /        / Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 5 Prestressed Concrete  /  32

Multi Str Comp
07/26/2017  /  WNHQ N Not Over Waterway

Form P2502 Printed on 09/12/2017 Page 3 of 3



NBI INSPECTION RLNK
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

PAW MDOT 24 06/25/1999

GENERAL NOTES

DECK
08/98 08/98 06/99

1. Surface
(SIA-58A)

5 5 20 syd spall and bit patched, deep spalls. Some spalls repaired w/latex patches.  Rusty
cracks on E curb & spall on W curb. (06/99)
 (08/98)
 (08/98)

2. Expansion
Joints

3 Repair at jt 2S missing filler material. Leaking, all filler missing, 10 lft see through jt 2S. Deep
spalls and bit patched. Jt 2S see through, filler missing . (06/99)
 (08/98)
 (08/98)

3. Other
Joints

4 Jts at ref lines hot poured 1997. S ref line some spalls along seal.  Leaking (06/99)
 (08/98)
 (08/98)

4. Railings 6 Concret parape w/1-alum tube, thrie beam across structure. Thrie beam rusting throughout
length of structure. W side damaged.  Cracks on concrete post. (06/99)
 (08/98)
 (08/98)

5. Sidewalks
or Curbs

 (06/99)
 (08/98)
 (08/98)

6. Deck
Bottom
Surface
(SIA-58B)

 (06/99)
 (08/98)
 (08/98)

7. Deck
(SIA-58)

6 6 6 Leachy cracks bay 3&4-W midspan, 4 lft spall at W fascia.  Rusty cracks. (06/99)
 (08/98)
 (08/98)

8. Drainage  (06/99)
 (08/98)
 (08/98)

SUPERSTRUCTURE
08/98 08/98 06/99

9. Stringer
(SIA-59)

5 5 5 Spalls and rusty cracks on beam ends and diaphragms. W fascia beam spall over WB.  STS
on W fascia bm over pier SE fascia bm STS over pier 2-S (06/99)
 (08/98)
 (08/98)

10. Paint
(SIA-59A)

N Concrete bms. (06/99)
 (08/98)
 (08/98)

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8061 BRIDGE SAFETY INSPECTION REPORT S04-63174-2
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
I-75 SB 42.5198  /  -83.1156 63163174000S042 Fair Condition(6)
Feature Length  /  Width / Spans Owner
13 MILE RD 141.3  /  59.8  /  3 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN MADISON HTS 1963  /  2001  /        / Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 5 Prestressed Concrete  /  32

Multi Str Comp
07/26/2017  /  WNHQ N Not Over Waterway

Form P2502 Printed on 09/12/2017 Page 1 of 3



11. Section
Loss

 (06/99)
 (08/98)
 (08/98)

12. Bearings 5 Bearings at all ends rusty and pads deformed. Some interior bearings over piers rusty (06/99)
 (08/98)
 (08/98)

SUBSTRUCTURE
08/98 08/98 06/99

13. Abutments
(SIA-60)

4 6 Vert cracks & incip. spall under bm 5W at N abut and repaired area under bm 5W S abut
(06/99)
 (08/98)
 (08/98)

14. Piers
(SIA-60)

4 Heavy spall to steel N&S-piers columns & caps.  Heavier STS area on S pier soffit & W
column. (06/99)
 (08/98)
 (08/98)

15. Slope
Protection

 (06/99)
 (08/98)
 (08/98)

16. Channel
(SIA-61)

N N N  (06/99)
 (08/98)
 (08/98)

17. Scour
Inspection

 (06/99)
 (08/98)
 (08/98)

APPROACH
08/98 08/98 06/99

18. Approach
Pavement

6 Trans cracks, STS and bit raveled at ref lines & rusty cracks. (06/99)
 (08/98)
 (08/98)

19. Approach
Shoulders
Sidewalks

 (06/99)
 (08/98)
 (08/98)

20. Approach
Slopes

 (06/99)
 (08/98)
 (08/98)

21. Utilities  (06/99)
 (08/98)
 (08/98)

22. Drainage
Culverts

 (06/99)
 (08/98)
 (08/98)

MISCELLANEOUS
Guard Rail Other Items
Item Rating Item Rating

36A. Bridge Railings 1 71. Water Adequacy N
36B. Transitions 1 72. Approach Alignment 8

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8061 BRIDGE SAFETY INSPECTION REPORT S04-63174-2
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
I-75 SB 42.5198  /  -83.1156 63163174000S042 Fair Condition(6)
Feature Length  /  Width / Spans Owner
13 MILE RD 141.3  /  59.8  /  3 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN MADISON HTS 1963  /  2001  /        / Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 5 Prestressed Concrete  /  32

Multi Str Comp
07/26/2017  /  WNHQ N Not Over Waterway

Form P2502 Printed on 09/12/2017 Page 2 of 3



36C. Approach Guardrail 1 Temporary Support 0 No Temporary Supports
36D. Approach Guardrail Ends 1 High Load Hit (M) No

Special Insp. Equipment
Underwater Insp. Method 0

False Decking (Timber) Removed to Complete Inspection N/A - null

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8061 BRIDGE SAFETY INSPECTION REPORT S04-63174-2
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
I-75 SB 42.5198  /  -83.1156 63163174000S042 Fair Condition(6)
Feature Length  /  Width / Spans Owner
13 MILE RD 141.3  /  59.8  /  3 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN MADISON HTS 1963  /  2001  /        / Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 5 Prestressed Concrete  /  32

Multi Str Comp
07/26/2017  /  WNHQ N Not Over Waterway

Form P2502 Printed on 09/12/2017 Page 3 of 3



NBI INSPECTION SFLK
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

P. Dlugopolski MDOT 24 03/13/2002

GENERAL NOTES
Reconstructed 2001

DECK
06/00 06/01 03/02

1. Surface
(SIA-58A)

5 N 8 Concrete - 2001 (03/02)
 (06/01)
20 syd spall and bit patched, deep spalls. Some spalls repaired w/latex patches.  Rusty
cracks on E curb & spall on W curb is 3 m in length. (06/00)

2. Expansion
Joints

3 8 Off structure (03/02)
 (06/01)
10 lft see through jt 2S.  Bit and latex patched.  Jt 2S has filler missing. (06/00)

3. Other
Joints

4 8 Pourable seals (03/02)
 (06/01)
Jts at ref lines hot poured 1997. S ref line some spalls along seal.  Leaking (06/00)

4. Railings 5 7 Concrete barrier, few vertical cracks (03/02)
 (06/01)
Concret parape w/1-alum tube, thrie beam across structure. Thrie beam rusting throughout
length of structure. W side damaged.  Cracks on concrete post. (06/00)

5. Sidewalks
or Curbs

 (03/02)
 (06/01)
 (06/00)

6. Deck
Bottom
Surface
(SIA-58B)

 (03/02)
 (06/01)
 (06/00)

7. Deck
(SIA-58)

6 N 8 Stay in place metal forms (03/02)
 (06/01)
Leachy cracks bay 3&4-W midspan, 4 lft spall at W fascia.  Rusty cracks. (06/00)

8. Drainage  (03/02)
 (06/01)
 (06/00)

SUPERSTRUCTURE
06/00 06/01 03/02

9. Stringer
(SIA-59)

4 N 6 Strand exposed on 1W at pier 1S.  minor crack at 9W - P1S (03/02)
 (06/01)
Spalls and rusty cracks on beam ends and diaphragms. W fascia beam spall over WB.  STS
on W fascia bm over pier SE fascia bm STS over pier 2-S.  STS s pier bm 2,3 W @ ends.
(06/00)

10. Paint
(SIA-59A)

N N  (03/02)
 (06/01)
Concrete bms. (06/00)

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8061 BRIDGE SAFETY INSPECTION REPORT S04-63174-2
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
I-75 SB 42.5198  /  -83.1156 63163174000S042 Fair Condition(6)
Feature Length  /  Width / Spans Owner
13 MILE RD 141.3  /  59.8  /  3 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN MADISON HTS 1963  /  2001  /        / Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 5 Prestressed Concrete  /  32

Multi Str Comp
07/26/2017  /  WNHQ N Not Over Waterway
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11. Section
Loss

 (03/02)
 (06/01)
 (06/00)

12. Bearings 5 8  (03/02)
 (06/01)
Bearings at all ends rusty and pads deformed. Some interior bearings over piers rusty (06/00)

SUBSTRUCTURE
06/00 06/01 03/02

13. Abutments
(SIA-60)

6 N 7 Patched and waterproofed.  crack under 1W - N (03/02)
 (06/01)
Vert cracks & incip. spall under bm 5W at N abut and repaired area under bm 5W S abut
(06/00)

14. Piers
(SIA-60)

3 7 Patched (03/02)
 (06/01)
Heavy spall to steel N&S-piers columns & caps.  Heavier STS area on S pier soffit & W
column. (06/00)

15. Slope
Protection

7  (03/02)
 (06/01)
 (06/00)

16. Channel
(SIA-61)

N N N  (03/02)
 (06/01)
 (06/00)

17. Scour
Inspection

 (03/02)
 (06/01)
 (06/00)

APPROACH
06/00 06/01 03/02

18. Approach
Pavement

6 6 Concrete.  rating lowered due to dip on south end (03/02)
 (06/01)
Trans cracks, STS and bit raveled at ref lines & rusty cracks. (06/00)

19. Approach
Shoulders
Sidewalks

 (03/02)
 (06/01)
 (06/00)

20. Approach
Slopes

 (03/02)
 (06/01)
 (06/00)

21. Utilities  (03/02)
 (06/01)
 (06/00)

22. Drainage
Culverts

 (03/02)
 (06/01)
 (06/00)

MISCELLANEOUS
Guard Rail Other Items
Item Rating Item Rating

36A. Bridge Railings 1 71. Water Adequacy N
36B. Transitions 1 72. Approach Alignment 8

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8061 BRIDGE SAFETY INSPECTION REPORT S04-63174-2
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
I-75 SB 42.5198  /  -83.1156 63163174000S042 Fair Condition(6)
Feature Length  /  Width / Spans Owner
13 MILE RD 141.3  /  59.8  /  3 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN MADISON HTS 1963  /  2001  /        / Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 5 Prestressed Concrete  /  32

Multi Str Comp
07/26/2017  /  WNHQ N Not Over Waterway

Form P2502 Printed on 09/12/2017 Page 2 of 3



36C. Approach Guardrail 1 Temporary Support 0 No Temporary Supports
36D. Approach Guardrail Ends 1 High Load Hit (M) No

Special Insp. Equipment 3
Underwater Insp. Method 0

False Decking (Timber) Removed to Complete Inspection N/A - null

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8061 BRIDGE SAFETY INSPECTION REPORT S04-63174-2
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
I-75 SB 42.5198  /  -83.1156 63163174000S042 Fair Condition(6)
Feature Length  /  Width / Spans Owner
13 MILE RD 141.3  /  59.8  /  3 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN MADISON HTS 1963  /  2001  /        / Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 5 Prestressed Concrete  /  32

Multi Str Comp
07/26/2017  /  WNHQ N Not Over Waterway

Form P2502 Printed on 09/12/2017 Page 3 of 3



NBI INSPECTION IQLK
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

DLUGOPOLSKIP MDOT INSPECTOR 24 02/04/2008

GENERAL NOTES
Reconstructed 2001

DECK
02/04 02/06 02/08

1. Surface
(SIA-58A)

8 8 8  (02/08)
 (02/06)
Concrete - 2001 (02/04)

2. Expansion
Joints

8 8 8  (02/08)
 (02/06)
Off structure (02/04)

3. Other
Joints

8 8 8  (02/08)
 (02/06)
Pourable seals (02/04)

4. Railings 7 7 7  (02/08)
 (02/06)
Concrete barrier, few vertical cracks (02/04)

5. Sidewalks
or Curbs

 (02/08)
 (02/06)
-1 (02/04)

6. Deck
Bottom
Surface
(SIA-58B)

8  (02/08)
 (02/06)
 (02/04)

7. Deck
(SIA-58)

8 8 8  (02/08)
 (02/06)
Permanent metal deck forms (02/04)

8. Drainage  (02/08)
 (02/06)
-1 (02/04)

SUPERSTRUCTURE
02/04 02/06 02/08

9. Stringer
(SIA-59)

6 6 5  (02/08)
Strand exposed on 1W at pier 1S.  minor crack at 9W - P1S (02/06)
Strand exposed on 1W at pier 1S.  minor crack at 9W - P1S (02/04)

10. Paint
(SIA-59A)

N N  (02/08)
 (02/06)
-1 (02/04)

11. Section
Loss

N N  (02/08)
 (02/06)
-1 (02/04)

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8061 BRIDGE SAFETY INSPECTION REPORT S04-63174-2
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
I-75 SB 42.5198  /  -83.1156 63163174000S042 Fair Condition(6)
Feature Length  /  Width / Spans Owner
13 MILE RD 141.3  /  59.8  /  3 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
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12. Bearings 8 8 8  (02/08)
 (02/06)
-1 (02/04)

SUBSTRUCTURE
02/04 02/06 02/08

13. Abutments
(SIA-60)

7 7 7  (02/08)
 (02/06)
Patched and waterproofed.  crack under 1W - N (02/04)

14. Piers
(SIA-60)

7 7 7  (02/08)
 (02/06)
Patched (02/04)

15. Slope
Protection

7 7 7  (02/08)
 (02/06)
-1 (02/04)

16. Channel
(SIA-61)

N N N  (02/08)
 (02/06)
-1 (02/04)

17. Scour
Inspection

 (02/08)
 (02/06)
-1 (02/04)

APPROACH
02/04 02/06 02/08

18. Approach
Pavement

6 6 6  (02/08)
- Concrete.  rating lowered due to dip on south end (02/06)
Concrete.  rating lowered due to dip on south end (02/04)

19. Approach
Shoulders
Sidewalks

 (02/08)
 (02/06)
-1 (02/04)

20. Approach
Slopes

 (02/08)
 (02/06)
-1 (02/04)

21. Utilities  (02/08)
 (02/06)
-1 (02/04)

22. Drainage
Culverts

 (02/08)
 (02/06)
-1 (02/04)

MISCELLANEOUS
Guard Rail Other Items
Item Rating Item Rating

36A. Bridge Railings 1 71. Water Adequacy N
36B. Transitions 1 72. Approach Alignment 8
36C. Approach Guardrail 1 Temporary Support 0 No Temporary Supports
36D. Approach Guardrail Ends 1 High Load Hit (M) No

Special Insp. Equipment 3
Underwater Insp. Method 0
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False Decking (Timber) Removed to Complete Inspection N/A - null

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive
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NBI INSPECTION LTON
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

Spiro Kotsonis MDOT INSPECTOR 12 08/19/2013

GENERAL NOTES
15' 6" underclearance for EB 13 Mile Rd.
12 Temp supports have been placed at this structure. 5 on north side and 7 on south side.

DECK
02/10 12/11 08/13

1. Surface
(SIA-58A)

8 8 8 Concrete surface with no visible deficiencies. Minor wear and weathering. (08/13)
Concrete surface with no visible deficiencies. Minor wear and weathering. (12/11)
No visible deficiencies (02/10)

2. Expansion
Joints

8 N N Sleeper slab. (08/13)
Sleeper slab. (12/11)
Debris in expansion opening (02/10)

3. Other
Joints

N 7 7 Sleeper slab at both approaches. Strip seal expansion joints are debris filled. Pourable joints
with minor adhesion failures. (08/13)
Sleeper slab at both approaches. Strip seal expansion joints are debris filled. Pourable joints
with minor adhesion failures. (12/11)
 (02/10)

4. Railings 7 7 7 Solid concrete barrier type 4 with minor vertical cracks throughout. (08/13)
Solid concrete barrier type 4 with minor vertical cracks throughout. (12/11)
Few vertical cracks (02/10)

5. Sidewalks
or Curbs

N N Concrete shoulders. (08/13)
Concrete shoulders. (12/11)
 (02/10)

6. Deck
Bottom
Surface
(SIA-58B)

8 8 8 Deck bottom with permanent stay-in-place forms in overall good condition. No sign of rust
spotted. (08/13)
Deck bottom with permanent stay-in-place forms in overall good condition. (12/11)
No rust on stay in place forms (02/10)

7. Deck
(SIA-58)

8 8 7 Concrete surface with no visible deficiencies. Minor wear and weathering. Deck bottom with
permanent stay-in-place forms in overall good condition. Deck fascia with minor vertical
cracking. (08/13)
Concrete surface with no visible deficiencies. Minor wear and weathering. Deck bottom with
permanent stay-in-place forms in overall good condition. Deck fascia with minor vertical
cracking. (12/11)
Permanent metal deck forms (02/10)

8. Drainage Off structure. (08/13)
Off structure. (12/11)
 (02/10)

SUPERSTRUCTURE
02/10 12/11 08/13

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8061 BRIDGE SAFETY INSPECTION REPORT S04-63174-2
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
I-75 SB 42.5198  /  -83.1156 63163174000S042 Fair Condition(6)
Feature Length  /  Width / Spans Owner
13 MILE RD 141.3  /  59.8  /  3 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN MADISON HTS 1963  /  2001  /        / Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 5 Prestressed Concrete  /  32

Multi Str Comp
07/26/2017  /  WNHQ N Not Over Waterway

Form P2502 Printed on 09/12/2017 Page 1 of 3



9. Stringer
(SIA-59)

6 5 5 PCI beams with certain beam ends previously repaired in 2001. Fascia beam and beam ends
are coated with flaking in random locations. Moderate deterioration of beam ends over piers,
with the most significant example being 1W at pier 1S with exposed strands. Some small
hairline cracking. (08/13)
PCI beams with certain beam ends previously repaired in 2001. Fascia beam and beam ends
are coated with flaking in random locations. Moderate deterioration of beam ends over piers,
with the most significant example being 1W at pier 1S with exposed strands. (12/11)
Strand exposed on 1W at pier 1S. minor crack at 9W - P1S (02/10)

10. Paint
(SIA-59A)

N N PCI beams (08/13)
PCI beams. (12/11)
 (02/10)

11. Section
Loss

N N PCI beams (08/13)
PCI beams. (12/11)
 (02/10)

12. Bearings 8 6 6 Some distortion of elastomeric bearings. Steel plates have been painted with minor rusting.
(08/13)
Some distortion of elastomeric bearings. Steel plates have been painted with minor rusting.
(12/11)
No visible deficiencies (02/10)

SUBSTRUCTURE
02/10 12/11 08/13

13. Abutments
(SIA-60)

7 6 4 Minor vertical cracking throughout. North abutment with spalling under beams 1W, 5W, and
6W. South abutment with spalling under beam 9W. Temp supports located at both north and
south abutments (08/13)
Minor vertical cracking throughout. North abutment with spalling under beams 1W, 5W, and
6W. South abutment with spalling under beam 9W. (12/11)
Vertical crack (02/10)

14. Piers
(SIA-60)

7 6 5 Concrete piers with shrinkage cracks on previous repairs. North pier with spalling on column
1E and STS on cap bottom (1'x3'). South pier with spalling on column 1E and cap bottom.
East side of north pier cap with shear crack developing. (08/13)
Concrete piers with shrinkage cracks on previous repairs. North pier with spalling on column
1E and STS on cap bottom (1'x3'). South pier with spalling on column 1E and cap bottom.
East side of north pier cap with shear crack developing. (12/11)
Vertical crack (02/10)

15. Slope
Protection

7 7 7 Concrete slope in overall good condition. Minor wear. (08/13)
Concrete slope in overall good condition. Minor wear. (12/11)
No visible deficiencies (02/10)

16. Channel
(SIA-61)

N N N N/A. (08/13)
N/A. (12/11)
 (02/10)

17. Scour
Inspection

 (08/13)
 (12/11)
 (02/10)

APPROACH
02/10 12/11 08/13

18. Approach
Pavement

6 7 7 Concrete approach in good condition with minor wear and weathering. (08/13)
Concrete approach in good condition with minor wear and weathering. (12/11)
Rating lowered due to dip on south end (02/10)

19. Approach
Shoulders
Sidewalks

8 8 Concrete approach shoulders with no visible deficiencies. Minor wear and weathering. (08/13)
Concrete approach shoulders with no visible deficiencies. Minor wear and weathering. (12/11)
 (02/10)
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20. Approach
Slopes

Brush and vegetation. (08/13)
Brush and vegetation. (12/11)
 (02/10)

21. Utilities Overhead wires. (08/13)
Overhead wires. (12/11)
 (02/10)

22. Drainage
Culverts

None visible. (08/13)
None visible. (12/11)
 (02/10)

MISCELLANEOUS
Guard Rail Other Items
Item Rating Item Rating

36A. Bridge Railings 1 71. Water Adequacy N
36B. Transitions 1 72. Approach Alignment 8
36C. Approach Guardrail 1 Temporary Support 0 No Temporary Supports
36D. Approach Guardrail Ends 1 High Load Hit (M) No

Special Insp. Equipment 3
Underwater Insp. Method 0

False Decking (Timber) Removed to Complete Inspection N/A - null

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive
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NBI INSPECTION WNHQ
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

Chaudhary Mahmood MDOT Metro Region 24 07/26/2017

GENERAL NOTES
Posted underclearance of 15'-6" for EB 13 Mile Road.

DECK
08/14 08/15 07/17

1. Surface
(SIA-58A)

7 7 7 Concrete surface with minor hairline cracks throughout. (07/17)
Concrete surface with minor hairline cracks throughout. (08/15)
Concrete upper surface with minor hairline cracks throughout. (08/14)

2. Expansion
Joints

7 7 7 Strip seal expansion joint off structure 5' off each abutment reference line at the sleeper
slabs. Both joints are debris filled. HPR transverse joints at sleeper slabs. Well sealed, some
minor chips along joint. (07/17)
Strip seal expansion joint off the structure (08/15)
HPR transverse joint approximately 10' south of pier 1s centerline and10' north of pier 2s
centerline. Well sealed, some minor chips along joint edges. (08/14)

3. Other
Joints

6 7 7 Sawcut transv. joints on the structure, no deficiences (07/17)
Strip seal EJD's 5' off each abutment reference line at the sleeper slabs. Both joints are
debris filled. HPR transverse joints are off the structure. Well sealed, some minor chips along
joint. Sawcut transv. joints on the structure, no deficiences (08/15)
Strip seal EJD's 5' off each abutment reference line at the sleeper slabs. Both joints are
debris filled. (08/14)

4. Railings 7 7 7 Type 4 concrete barriers along each fascia. Minor hairline vertical cracks at 15'-20' spacing.
Barriers are surface sealed, sealer is in poor condition. (07/17)
Rating revised in accordance with the guidelines. Type 4 concrete barriers along each fascia.
Minor hairline vertical cracks at 15'-20' spacing. Barriers are surface sealed, sealer is in poor
condition. (08/15)
Type 4 concrete barriers along each fascia. Minor hairline vertical cracks at 15'-20' spacing.
Barriers are surface sealed, sealer is in poor condition. (08/14)

5. Sidewalks
or Curbs

N N N N/A (07/17)
N/A (08/15)
N/A (08/14)

6. Deck
Bottom
Surface
(SIA-58B)

8 8 8 SIP metal deck pans, no corrosion noted. (07/17)
SIP metal deck pans, no corrosion noted. (08/15)
SIP metal deck pans, no corrosion noted. (08/14)

7. Deck
(SIA-58)

7 7 7 Top surface: Minor hairline cracks throughout.
Bottom surface: SIP metal deck pans, no corrosion noted.
Fascias: Minor vertical cracks in the deck fascias. (07/17)
Top surface: Minor hairline cracks throughout.
Bottom surface: SIP metal deck pans, no corrosion noted.
Fascias: Minor vertical cracks in the deck fascias. (08/15)
Top surface: Minor hairline cracks throughout.
Bottom surface: SIP metal deck pans, no corrosion noted.
Fascias: Minor vertical cracks in the deck fascias. (08/14)
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8. Drainage Off each end of the structure. Inlets are debris filled (07/17)
Off each end of the structure. Inlets are debris filled (08/15)
Off each end of the structure. (08/14)

SUPERSTRUCTURE
08/14 08/15 07/17

9. Stringer
(SIA-59)

5 6 6 Nine prestressed concrete I-beams per span. Many end beam repairs. Isolated beam ends
have bottom flange concrete flaking off of the steel sole plates. 1 sft STS on beam 3W, span
2s, pier 1s. HLH over WB: 8"x2"x2" on bm 1w and 6"x1"x2" on beam 2W, no exposed
reinforcement. Fascia beams and the beam ends over the piers are surface sealed, surface
sealer is peeling. Rating is based on remaining STS on beam 3W (07/17)
Post-construction inspection: Nine prestressed concrete I-beams per span. Many end beam
repairs. Isolated beam ends have bottom flange concrete flaking off of the steel sole plates. 1
sft STS on beam 3W, span 2S, pier 1S. HLH over WB: 8"x2"x2" on bm 1w and 6"x1"x2" on
beam 2W, no exposed reinforcement.
Fascia beams and the beam ends over the piers are surface sealed, surface sealer is
peeling. Rating is based on remaining STS on beam 3W (08/15)
Nine prestressed concrete I-beams per span.Isolated beam ends have bottom flange
concrete flaking off of the steel sole plates. Fascia beams and the beam ends over the piers
are surface sealed, surface sealer is peeling. (08/14)

10. Paint
(SIA-59A)

N N N N/A (07/17)
N/A (08/15)
N/A (08/14)

11. Section
Loss

N N N N/A (07/17)
N/A (08/15)
N/A (08/14)

12. Bearings 6 7 7 New elastomeric bearings at end beam repairs. Elastomeric bearings at each beam end with
steel masonry plates, minor surface corrosion. (07/17)
Rating revised in accordance with the guidelines. New elastomeric bearings at end beam
repairs. Elastomeric bearings at each beam end with steel masonry plates, minor surface
corrosion. (08/15)
Elastomeric bearings at each beam end with steel masonry plates, minor surface corrosion.
(08/14)

SUBSTRUCTURE
08/14 08/15 07/17
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13. Abutments
(SIA-60)

4 8 8 Abutments have been repaired. Minor HL cracks and stains. Temp. supports have been
removed. (07/17)
Post-construction inspection: Abutments have been repaired. Minor HL cracks and stains.
Temp. supports have been removed. (08/15)
South Abutment: Incipient spall or spalls at beam 4w, 5w, and 9w, minor hairline vertical
cracks, prior patches throughout, surface sealed, peeling.
Temporary supports at beam(s):
1w
4w
5w
6w
7w
8w
9w

North Abutment: Deep spall at beam 1w, incipient spalls at beams 5w and 6w, minor hairline
vertical cracks.
Temporary supports at beam(s):
1w
4w
5w
6w
7w (08/14)

14. Piers
(SIA-60)

5 8 8 Both piers have been repaired. Four concrete square columns with concrete cap and
crashwalls. Shrinkage cracks in all of the prior patches. (07/17)
Post-construction inspection: Both piers have been repaired. Four concrete square columns
with concrete cap and crashwalls. Shrinkage cracks in all of the prior patches. (08/15)
Four concrete square columns with concrete cap and crashwalls. Shrinkage cracks in all of
the prior patches.
Pier 1s: Open cracks in columns and cap, STS in the bottom of the pier cap in bay 3w, STS in
the east end of the cap.
Pier 2s: Open cracks in columns and cap, STS in the bottom of the pier cap in bay 3w, STS in
column 4w. (08/14)

15. Slope
Protection

6 6 6 Concrete slope paving with concrete side headers. Minor settlement along the side headers.
Slope paving at temporary supports have been replaced (07/17)
CPost-con inspection: Concrete slope paving with concrete side headers. Minor settlement
along the side headers. Slope paving at temporary supports have been replaced (08/15)
Concrete slope paving with concrete side headers. Minor settlement along the side headers.
Voids with erosion at the top of slope near the temporary supports. (08/14)

16. Channel
(SIA-61)

N N N N/A (07/17)
N/A (08/15)
N/A (08/14)

17. Scour
Inspection

N  (07/17)
 (08/15)
 (08/14)

APPROACH
08/14 08/15 07/17

18. Approach
Pavement

7 7 7 Concrete approaches are in good condition with signs of minor wear. (07/17)
Concrete approaches are in good condition with signs of minor wear. (08/15)
Concrete approaches are in good condition with signs of minor wear. (08/14)

19. Approach
Shoulders
Sidewalks

8 8 8 Concrete approach shoulders with concrete curb & gutter in all four quadrants. No
deficiencies noted. (07/17)
Concrete approach shoulders with concrete curb & gutter in all four quadrants. No
deficiencies noted. (08/15)
Concrete approach shoulders with concrete curb & gutter in all four quadrants. No
deficiencies noted. (08/14)
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20. Approach
Slopes

Tall field grass. Damaged grass areas at the bridge to be seeded. (07/17)
Tall field grass. Damaged grass areas at the bridge to be seeded. (08/15)
Tall field grass. (08/14)

21. Utilities None on structure. (07/17)
None on structure. (08/15)
None on structure. (08/14)

22. Drainage
Culverts

None noted. (07/17)
None noted. (08/15)
None noted. (08/14)

MISCELLANEOUS
Guard Rail Other Items
Item Rating Item Rating

36A. Bridge Railings 1 71. Water Adequacy N
36B. Transitions 1 72. Approach Alignment 8
36C. Approach Guardrail 1 Temporary Support 0 No Temporary Supports
36D. Approach Guardrail Ends 1 High Load Hit (M) No

Special Insp. Equipment 3
Underwater Insp. Method 0

False Decking (Timber) Removed to Complete Inspection N/A - No False Decking

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8061 BRIDGE SAFETY INSPECTION REPORT S04-63174-2
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
I-75 SB 42.5198  /  -83.1156 63163174000S042 Fair Condition(6)
Feature Length  /  Width / Spans Owner
13 MILE RD 141.3  /  59.8  /  3 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN MADISON HTS 1963  /  2001  /        / Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 5 Prestressed Concrete  /  32

Multi Str Comp
07/26/2017  /  WNHQ N Not Over Waterway

Form P2502 Printed on 09/12/2017 Page 4 of 8



SUPPORTING IMAGES WNHQ 07/26/2017

Document Name: DSCN5872.JPG Document Name: DSCN5876.JPG
Category: Elevation Category: Elevation
Comments: West Elevation Comments: East Elevation

Document Name: DSCN5904.JPG Document Name: DSCN5905.JPG
Category: Approach Category: Approach
Comments: S Approach Comments: N Approach
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Document Name: DSCN5902.JPG Document Name: DSCN5901.JPG
Category: Railing Category: Joints
Comments: W railing Comments: EJD in  S approach
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Document Name: DSCN5908.JPG Document Name: DSCN5874.JPG
Category: Joints Category: Superstructure
Comments: PRJ in N approach Comments: span 2s

Document Name: DSCN5878.JPG Document Name: DSCN5873.JPG
Category: Superstructure Category: Substructure
Comments: Beam end repairs @ pier 2s Comments: pier 1s

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8061 BRIDGE SAFETY INSPECTION REPORT S04-63174-2
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
I-75 SB 42.5198  /  -83.1156 63163174000S042 Fair Condition(6)
Feature Length  /  Width / Spans Owner
13 MILE RD 141.3  /  59.8  /  3 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN MADISON HTS 1963  /  2001  /        / Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 5 Prestressed Concrete  /  32

Multi Str Comp
07/26/2017  /  WNHQ N Not Over Waterway

Form P2502 Printed on 09/12/2017 Page 7 of 8



Document Name: DSCN5875.JPG Document Name: DSCN5896.JPG
Category: Substructure Category: Substructure
Comments: N abut Comments: pier 2s S face

Document Name: DSCN5897.JPG Document Name: DSCN5898.JPG
Category: Substructure Category: Substructure
Comments: S abut Comments: pier 1s S face

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8061 BRIDGE SAFETY INSPECTION REPORT S04-63174-2
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
I-75 SB 42.5198  /  -83.1156 63163174000S042 Fair Condition(6)
Feature Length  /  Width / Spans Owner
13 MILE RD 141.3  /  59.8  /  3 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN MADISON HTS 1963  /  2001  /        / Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 5 Prestressed Concrete  /  32

Multi Str Comp
07/26/2017  /  WNHQ N Not Over Waterway

Form P2502 Printed on 09/12/2017 Page 8 of 8



NBI INSPECTION 1TVI
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

24 04/16/1996

GENERAL NOTES

DECK
04/96 04/96

1. Surface
(SIA-58A)

6  (04/96)
 (04/96)
 ()

2. Expansion
Joints

 (04/96)
 (04/96)
 ()

3. Other
Joints

 (04/96)
 (04/96)
 ()

4. Railings  (04/96)
 (04/96)
 ()

5. Sidewalks
or Curbs

 (04/96)
 (04/96)
 ()

6. Deck
Bottom
Surface
(SIA-58B)

 (04/96)
 (04/96)
 ()

7. Deck
(SIA-58)

5 5  (04/96)
 (04/96)
 ()

8. Drainage  (04/96)
 (04/96)
 ()

SUPERSTRUCTURE
04/96 04/96

9. Stringer
(SIA-59)

6 6  (04/96)
 (04/96)
 ()

10. Paint
(SIA-59A)

1  (04/96)
 (04/96)
 ()

11. Section
Loss

 (04/96)
 (04/96)
 ()

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 7965 BRIDGE SAFETY INSPECTION REPORT S04-63103
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
SHEVLIN DBL U TURN 42.4732  /  -83.111 63163103000S040 Fair Condition(6)
Feature Length  /  Width / Spans Owner
I-75 214.9  /  58.7  /  2 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN HAZEL PARK 1971  /        /  1999  / 1999 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  82 Pl Girder Comp 07/18/2017  /  W1MO N Not Over Waterway

Form P2502 Printed on 09/11/2017 Page 1 of 3



12. Bearings  (04/96)
 (04/96)
 ()

SUBSTRUCTURE
04/96 04/96

13. Abutments
(SIA-60)

3  (04/96)
 (04/96)
 ()

14. Piers
(SIA-60)

 (04/96)
 (04/96)
 ()

15. Slope
Protection

 (04/96)
 (04/96)
 ()

16. Channel
(SIA-61)

N N  (04/96)
 (04/96)
 ()

17. Scour
Inspection

 (04/96)
 (04/96)
 ()

APPROACH
04/96 04/96

18. Approach
Pavement

 (04/96)
 (04/96)
 ()

19. Approach
Shoulders
Sidewalks

 (04/96)
 (04/96)
 ()

20. Approach
Slopes

 (04/96)
 (04/96)
 ()

21. Utilities  (04/96)
 (04/96)
 ()

22. Drainage
Culverts

 (04/96)
 (04/96)
 ()

MISCELLANEOUS
Guard Rail Other Items
Item Rating Item Rating

36A. Bridge Railings 1 71. Water Adequacy N
36B. Transitions 0 72. Approach Alignment 8
36C. Approach Guardrail 0 Temporary Support 0 No Temporary Supports
36D. Approach Guardrail Ends 0 High Load Hit (M) No

Special Insp. Equipment
Underwater Insp. Method

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 7965 BRIDGE SAFETY INSPECTION REPORT S04-63103
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
SHEVLIN DBL U TURN 42.4732  /  -83.111 63163103000S040 Fair Condition(6)
Feature Length  /  Width / Spans Owner
I-75 214.9  /  58.7  /  2 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN HAZEL PARK 1971  /        /  1999  / 1999 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  82 Pl Girder Comp 07/18/2017  /  W1MO N Not Over Waterway
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False Decking (Timber) Removed to Complete Inspection N/A - null

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 7965 BRIDGE SAFETY INSPECTION REPORT S04-63103
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
SHEVLIN DBL U TURN 42.4732  /  -83.111 63163103000S040 Fair Condition(6)
Feature Length  /  Width / Spans Owner
I-75 214.9  /  58.7  /  2 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN HAZEL PARK 1971  /        /  1999  / 1999 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  82 Pl Girder Comp 07/18/2017  /  W1MO N Not Over Waterway
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NBI INSPECTION DONT
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

24 07/01/1998

GENERAL NOTES

DECK
05/97 05/97 07/98

1. Surface
(SIA-58A)

4 25 syd spall and bit patches. Some trans cracks, many at E end of deck. (07/98)
 (05/97)
 (05/97)

2. Expansion
Joints

Leaking. Expansion joint closed. Spalls along entire length of joint. (07/98)
 (05/97)
 (05/97)

3. Other
Joints

Leaking. (07/98)
 (05/97)
 (05/97)

4. Railings Concrete parapet w/ 1 alum tube. One alum post missing @ NW end and one alum post
broke NE quad. 3 lft alum post damaged @ W end N rail. (07/98)
 (05/97)
 (05/97)

5. Sidewalks
or Curbs

 (07/98)
 (05/97)
 (05/97)

6. Deck
Bottom
Surface
(SIA-58B)

 (07/98)
 (05/97)
 (05/97)

7. Deck
(SIA-58)

5 5 5 Leach cracks. 6 sft small scattered spalls @ NB & SB. Some wet areas. (07/98)
 (05/97)
 (05/97)

8. Drainage  (07/98)
 (05/97)
 (05/97)

SUPERSTRUCTURE
05/97 05/97 07/98

9. Stringer
(SIA-59)

6 6 6 Flaking rust at bottom of flanges and beam ends under pin and hangers. (07/98)
 (05/97)
 (05/97)

10. Paint
(SIA-59A)

N  (07/98)
 (05/97)
 (05/97)

11. Section
Loss

 (07/98)
 (05/97)
 (05/97)

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 7965 BRIDGE SAFETY INSPECTION REPORT S04-63103
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
SHEVLIN DBL U TURN 42.4732  /  -83.111 63163103000S040 Fair Condition(6)
Feature Length  /  Width / Spans Owner
I-75 214.9  /  58.7  /  2 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN HAZEL PARK 1971  /        /  1999  / 1999 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  82 Pl Girder Comp 07/18/2017  /  W1MO N Not Over Waterway
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12. Bearings Rockers, slightly tilted to the east. Pin and hangers frozen and  west baearing undermined
due to west abutment spalls; ratings lowered. (07/98)
 (05/97)
 (05/97)

SUBSTRUCTURE
05/97 05/97 07/98

13. Abutments
(SIA-60)

3 Deep spalls to steel at W abut, under all beams. Temporary supports are in place. (07/98)
 (05/97)
 (05/97)

14. Piers
(SIA-60)

Horizontal crack at S end cap and a few light column map cracks (07/98)
 (05/97)
 (05/97)

15. Slope
Protection

 (07/98)
 (05/97)
 (05/97)

16. Channel
(SIA-61)

N N N  (07/98)
 (05/97)
 (05/97)

17. Scour
Inspection

 (07/98)
 (05/97)
 (05/97)

APPROACH
05/97 05/97 07/98

18. Approach
Pavement

Settled +/- 6' N&S lane E end, bit. wedged. W end few cracks, spalls and settled. (07/98)
 (05/97)
 (05/97)

19. Approach
Shoulders
Sidewalks

 (07/98)
 (05/97)
 (05/97)

20. Approach
Slopes

 (07/98)
 (05/97)
 (05/97)

21. Utilities  (07/98)
 (05/97)
 (05/97)

22. Drainage
Culverts

 (07/98)
 (05/97)
 (05/97)

MISCELLANEOUS
Guard Rail Other Items
Item Rating Item Rating

36A. Bridge Railings 1 71. Water Adequacy N
36B. Transitions 0 72. Approach Alignment 8
36C. Approach Guardrail 0 Temporary Support 0 No Temporary Supports
36D. Approach Guardrail Ends 0 High Load Hit (M) No

Special Insp. Equipment

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 7965 BRIDGE SAFETY INSPECTION REPORT S04-63103
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
SHEVLIN DBL U TURN 42.4732  /  -83.111 63163103000S040 Fair Condition(6)
Feature Length  /  Width / Spans Owner
I-75 214.9  /  58.7  /  2 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN HAZEL PARK 1971  /        /  1999  / 1999 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  82 Pl Girder Comp 07/18/2017  /  W1MO N Not Over Waterway
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Underwater Insp. Method

False Decking (Timber) Removed to Complete Inspection N/A - null

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 7965 BRIDGE SAFETY INSPECTION REPORT S04-63103
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
SHEVLIN DBL U TURN 42.4732  /  -83.111 63163103000S040 Fair Condition(6)
Feature Length  /  Width / Spans Owner
I-75 214.9  /  58.7  /  2 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN HAZEL PARK 1971  /        /  1999  / 1999 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  82 Pl Girder Comp 07/18/2017  /  W1MO N Not Over Waterway
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NBI INSPECTION AAAA
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

24 03/31/1999

GENERAL NOTES

DECK
07/98 03/99 03/99

1. Surface
(SIA-58A)

4 4 38 syd spall and bit patches. Some trans cracks, many at E end of deck. (03/99)
 (03/99)
 (07/98)

2. Expansion
Joints

Leaking. Expansion joint closed. Bit filled spalls along entire length of joint. (03/99)
 (03/99)
 (07/98)

3. Other
Joints

Leaking. (03/99)
 (03/99)
 (07/98)

4. Railings  (03/99)
 (03/99)
 (07/98)

5. Sidewalks
or Curbs

 (03/99)
 (03/99)
 (07/98)

6. Deck
Bottom
Surface
(SIA-58B)

 (03/99)
 (03/99)
 (07/98)

7. Deck
(SIA-58)

5 5 5 Leach cracks. 6 sft small scattered spalls @ NB & SB. Some wet areas. (03/99)
 (03/99)
 (07/98)

8. Drainage  (03/99)
 (03/99)
 (07/98)

SUPERSTRUCTURE
07/98 03/99 03/99

9. Stringer
(SIA-59)

6 6 6 Flaking rust at bottom of flanges and beam ends under pin and hangers. (03/99)
 (03/99)
 (07/98)

10. Paint
(SIA-59A)

N 1  (03/99)
 (03/99)
 (07/98)

11. Section
Loss

 (03/99)
 (03/99)
 (07/98)

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 7965 BRIDGE SAFETY INSPECTION REPORT S04-63103
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
SHEVLIN DBL U TURN 42.4732  /  -83.111 63163103000S040 Fair Condition(6)
Feature Length  /  Width / Spans Owner
I-75 214.9  /  58.7  /  2 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN HAZEL PARK 1971  /        /  1999  / 1999 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  82 Pl Girder Comp 07/18/2017  /  W1MO N Not Over Waterway
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12. Bearings Rockers, slightly tilted to the east. Pin and hangers frozen and  west baearing undermined
due to west abutment spalls; ratings lowered. (03/99)
 (03/99)
 (07/98)

SUBSTRUCTURE
07/98 03/99 03/99

13. Abutments
(SIA-60)

3 3 Deep spalls to steel at W abut, under all beams. Temporary supports are in place. (03/99)
 (03/99)
 (07/98)

14. Piers
(SIA-60)

Horizontal crack at S end cap and a few light column map cracks (03/99)
 (03/99)
 (07/98)

15. Slope
Protection

 (03/99)
 (03/99)
 (07/98)

16. Channel
(SIA-61)

N N N  (03/99)
 (03/99)
 (07/98)

17. Scour
Inspection

 (03/99)
 (03/99)
 (07/98)

APPROACH
07/98 03/99 03/99

18. Approach
Pavement

Settled +/- 6' N&S lane E end, bit. wedged. W end few cracks, spalls and settled. (03/99)
 (03/99)
 (07/98)

19. Approach
Shoulders
Sidewalks

 (03/99)
 (03/99)
 (07/98)

20. Approach
Slopes

 (03/99)
 (03/99)
 (07/98)

21. Utilities  (03/99)
 (03/99)
 (07/98)

22. Drainage
Culverts

 (03/99)
 (03/99)
 (07/98)

MISCELLANEOUS
Guard Rail Other Items
Item Rating Item Rating

36A. Bridge Railings 1 71. Water Adequacy N
36B. Transitions 0 72. Approach Alignment 8
36C. Approach Guardrail 0 Temporary Support 0 No Temporary Supports
36D. Approach Guardrail Ends 0 High Load Hit (M) No

Special Insp. Equipment

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 7965 BRIDGE SAFETY INSPECTION REPORT S04-63103
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
SHEVLIN DBL U TURN 42.4732  /  -83.111 63163103000S040 Fair Condition(6)
Feature Length  /  Width / Spans Owner
I-75 214.9  /  58.7  /  2 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN HAZEL PARK 1971  /        /  1999  / 1999 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  82 Pl Girder Comp 07/18/2017  /  W1MO N Not Over Waterway
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Underwater Insp. Method

False Decking (Timber) Removed to Complete Inspection N/A - null

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 7965 BRIDGE SAFETY INSPECTION REPORT S04-63103
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
SHEVLIN DBL U TURN 42.4732  /  -83.111 63163103000S040 Fair Condition(6)
Feature Length  /  Width / Spans Owner
I-75 214.9  /  58.7  /  2 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN HAZEL PARK 1971  /        /  1999  / 1999 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  82 Pl Girder Comp 07/18/2017  /  W1MO N Not Over Waterway
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NBI INSPECTION AKSG
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

SJG MDOT 24 01/12/2001

GENERAL NOTES

DECK
06/99 04/00 01/01

1. Surface
(SIA-58A)

4 4 8 New in 2000 (01/01)
25 syd spall and bit patches. Some trans cracks, many at E end of deck.  South lane.  curb
spalls on S. side @ mid span & W. end. (04/00)
25 syd spall and bit patches. Some trans cracks, many at E end of deck.  South lane.  curb
spalls on S. side @ mid span & W. end. (06/99)

2. Expansion
Joints

3 3 8 New in 2000 (01/01)
Leaking. Expansion joint closed. Spalls along entire length of joint.  Bit patch. (04/00)
Leaking. Expansion joint closed. Spalls along entire length of joint.  Bit patch. (06/99)

3. Other
Joints

3 3 8 New in 2000 (01/01)
Leaking.  Seal is disintegrating @ end jts. (04/00)
Leaking.  Seal is disintegrating @ end jts. (06/99)

4. Railings 6 6 6 Guardrail retrofit with ped fencing installed. (01/01)
Concrete parapet w/ 1 alum tube. One alum post missing @ NW end and one alum post
broke NE quad. 3 lft alum post damaged @ W end N rail.  Spall over SB.  N rail. (04/00)
Concrete parapet w/ 1 alum tube. One alum post missing @ NW end and one alum post
broke NE quad. 3 lft alum post damaged @ W end N rail.  Spall over SB.  N rail. (06/99)

5. Sidewalks
or Curbs

 (01/01)
 (04/00)
 (06/99)

6. Deck
Bottom
Surface
(SIA-58B)

 (01/01)
 (04/00)
 (06/99)

7. Deck
(SIA-58)

5 5 5 Leach cracks. 6 sft small scattered spalls @ NB & SB. Some wet areas. (01/01)
Leach cracks. 6 sft small scattered spalls @ NB & SB. Some wet areas, few rust stained
areas. S fascia spall over C-pier. (04/00)
Leach cracks. 6 sft small scattered spalls @ NB & SB. Some wet areas, few rust stained
areas. S fascia spall over C-pier. (06/99)

8. Drainage  (01/01)
 (04/00)
 (06/99)

SUPERSTRUCTURE
06/99 04/00 01/01

9. Stringer
(SIA-59)

6 6 6  (01/01)
Flaking rust at bottom of flanges and beam ends under pin and hangers. (04/00)
Flaking rust at bottom of flanges and beam ends under pin and hangers. (06/99)

10. Paint
(SIA-59A)

9 A-588 painted in 2000 (01/01)
A-588 (04/00)
A-588 (06/99)

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 7965 BRIDGE SAFETY INSPECTION REPORT S04-63103
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
SHEVLIN DBL U TURN 42.4732  /  -83.111 63163103000S040 Fair Condition(6)
Feature Length  /  Width / Spans Owner
I-75 214.9  /  58.7  /  2 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN HAZEL PARK 1971  /        /  1999  / 1999 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  82 Pl Girder Comp 07/18/2017  /  W1MO N Not Over Waterway
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11. Section
Loss

2  (01/01)
 (04/00)
 (06/99)

12. Bearings 3 3 6  (01/01)
Rockers, slightly tilted to the east. Pin and hangers frozen and  west bearing undermined due
to west abutment spalls; ratings lowered. (04/00)
Rockers, slightly tilted to the east. Pin and hangers frozen and  west bearing undermined due
to west abutment spalls; ratings lowered. (06/99)

SUBSTRUCTURE
06/99 04/00 01/01

13. Abutments
(SIA-60)

3 3 7 Abutments repaired and temp supports removed. (01/01)
Deep spalls to steel at W abut, under all beams. Temporary supports are in place.  E abut. is
in good condition. (04/00)
Deep spalls to steel at W abut, under all beams. Temporary supports are in place.  E abut. is
in good condition. (06/99)

14. Piers
(SIA-60)

7 7 7 Horizontal crack at S end cap and a few light column map cracks (01/01)
Horizontal crack at S end cap and a few light column map cracks (04/00)
Horizontal crack at S end cap and a few light column map cracks (06/99)

15. Slope
Protection

 (01/01)
 (04/00)
 (06/99)

16. Channel
(SIA-61)

N N N  (01/01)
 (04/00)
 (06/99)

17. Scour
Inspection

 (01/01)
 (04/00)
 (06/99)

APPROACH
06/99 04/00 01/01

18. Approach
Pavement

4 4 8 New conc approaches. (01/01)
Settled +/- 6' N&S lane E end, bit. wedged. W end large cracks, spalls and settled. (04/00)
Settled +/- 6' N&S lane E end, bit. wedged. W end large cracks, spalls and settled. (06/99)

19. Approach
Shoulders
Sidewalks

 (01/01)
 (04/00)
 (06/99)

20. Approach
Slopes

 (01/01)
 (04/00)
 (06/99)

21. Utilities  (01/01)
 (04/00)
 (06/99)

22. Drainage
Culverts

 (01/01)
 (04/00)
 (06/99)

MISCELLANEOUS
Guard Rail Other Items
Item Rating Item Rating

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 7965 BRIDGE SAFETY INSPECTION REPORT S04-63103
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
SHEVLIN DBL U TURN 42.4732  /  -83.111 63163103000S040 Fair Condition(6)
Feature Length  /  Width / Spans Owner
I-75 214.9  /  58.7  /  2 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN HAZEL PARK 1971  /        /  1999  / 1999 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  82 Pl Girder Comp 07/18/2017  /  W1MO N Not Over Waterway
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36A. Bridge Railings 1 71. Water Adequacy N
36B. Transitions 0 72. Approach Alignment 8
36C. Approach Guardrail 0 Temporary Support 0 No Temporary Supports
36D. Approach Guardrail Ends 0 High Load Hit (M) No

Special Insp. Equipment
Underwater Insp. Method 0

False Decking (Timber) Removed to Complete Inspection N/A - null

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 7965 BRIDGE SAFETY INSPECTION REPORT S04-63103
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
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NBI INSPECTION KZXS
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

Arun Sekhri MDOT INSPECTOR 24 01/04/2007

GENERAL NOTES
U/C
SB - 15'1"
NB 15' 0" and 14' 9"

DECK
01/03 01/05 01/07

1. Surface
(SIA-58A)

8 8 8 HL cracks (01/07)
New in 2000 (01/05)
New in 2000. (01/03)

2. Expansion
Joints

8 8 8 Filled with debris (01/07)
New in 2000 (01/05)
New in 2000. (01/03)

3. Other
Joints

7 7 7 Debris filled (01/07)
New in 2000.  Debris filled. (01/05)
New in 2000.  Debris filled. (01/03)

4. Railings 6 6 6 Guardrail retrofit with ped fencing installed and trirail. Vert cracks.  Minor cracks & spalls to
concrete posts.  Rust stains. (01/07)
Guardrail retrofit with ped fencing installed.  Two tube rail has been removed.  Vert cracks.
Minor cracks & spalls to concrete posts.  Rust stains. (01/05)
Guardrail retrofit with ped fencing installed.  Two tube rail has been removed.  Vert cracks.
Minor cracks & spalls to concrete posts.  Rust stains. (01/03)

5. Sidewalks
or Curbs

 (01/07)
 (01/05)
 (01/03)

6. Deck
Bottom
Surface
(SIA-58B)

 (01/07)
 (01/05)
 (01/03)

7. Deck
(SIA-58)

5 5 5 Leach cracks. Small scattered spalls @ NB & SB. Some wet areas. (01/07)
Leach cracks. 6 sft small scattered spalls @ NB & SB. Some wet areas. (01/05)
Leach cracks. 6 sft small scattered spalls @ NB & SB. Some wet areas. (01/03)

8. Drainage  (01/07)
 (01/05)
 (01/03)

SUPERSTRUCTURE
01/03 01/05 01/07

9. Stringer
(SIA-59)

6 7 6 Spot rust at bottom flange. Minor LOS at ends. (01/07)
 (01/05)
 (01/03)

10. Paint
(SIA-59A)

7 7 6 Few areas of rust scattered across beams and bottom flange (<1%) (01/07)
A-588 painted in 2000.  Few areas of rust scattered across beams. (01/05)
A-588 painted in 2000.  Few areas of rust scattered across beams. (01/03)
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11. Section
Loss

2 2 2 Minor section loss at beam ends (01/07)
Minor section loss at beam ends (01/05)
Minor section loss at beam ends. (01/03)

12. Bearings 6 6 6 Painted in 2000 (01/07)
Painted in 2000 (01/05)
Painted in 2000. (01/03)

SUBSTRUCTURE
01/03 01/05 01/07

13. Abutments
(SIA-60)

7 7 7 Few cracks (01/07)
Few cracks (01/05)
Abutments repaired and temp supports removed.  Few cracks. (01/03)

14. Piers
(SIA-60)

7 7 7 Horizontal crack at S end cap and a few light column map cracks (01/07)
Horizontal crack at S end cap and a few light column map cracks (01/05)
Horizontal crack at S end cap and a few light column map cracks (01/03)

15. Slope
Protection

 (01/07)
 (01/05)
 (01/03)

16. Channel
(SIA-61)

N N N  (01/07)
 (01/05)
 (01/03)

17. Scour
Inspection

 (01/07)
 (01/05)
 (01/03)

APPROACH
01/03 01/05 01/07

18. Approach
Pavement

8 8 8 HL cracks (01/07)
New conc approaches in 2000 (01/05)
New conc approaches in 2000. (01/03)

19. Approach
Shoulders
Sidewalks

8 Conc. 10' devider - HL cracks. (01/07)
 (01/05)
Snow covered. (01/03)

20. Approach
Slopes

 (01/07)
 (01/05)
 (01/03)

21. Utilities  (01/07)
 (01/05)
 (01/03)

22. Drainage
Culverts

 (01/07)
 (01/05)
 (01/03)

MISCELLANEOUS
Guard Rail Other Items
Item Rating Item Rating

36A. Bridge Railings 1 71. Water Adequacy N
36B. Transitions 0 72. Approach Alignment 8
36C. Approach Guardrail 0 Temporary Support 0 No Temporary Supports
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36D. Approach Guardrail Ends 0 High Load Hit (M) No
Special Insp. Equipment
Underwater Insp. Method 0

False Decking (Timber) Removed to Complete Inspection N/A - null

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive
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NBI INSPECTION NCAV
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

Landon Johnson MDOT INSPECTOR 24 08/17/2011

GENERAL NOTES
Underclearance:
SB - 15' 1"
NB - 15' 0" and exit ramp 15' 9"

DECK
01/09 08/09 08/11

1. Surface
(SIA-58A)

7 7 7 Concrete surface with hairline longitudinal and transverse cracking throughout. (08/11)
 (08/09)
Hairline cracks and small scattered spalls. (01/09)

2. Expansion
Joints

8 8 8 Strip seal joint at P&H location filled with debris. Pourable joints located at both abutments.
Joints are in good condition. (08/11)
 (08/09)
Filled with debris. (01/09)

3. Other
Joints

7 7 7 Construction joints in good condition. (08/11)
 (08/09)
Filled with debris. (01/09)

4. Railings 6 6 6 Open concrete parapet with pedestrian fencing installed and thriebeam retrofit at both sides.
Minor cracks and spalls to concrete posts and curb fascia. Rust stains. Impact damage in SW
quad. (08/11)
 (08/09)
Guardrail retrofit with pedestrian fencing installed and thriebeam at both sides. Minor cracks
and spalls to concrete posts. Rust stains. Impact damage SW quad. (01/09)

5. Sidewalks
or Curbs

N Concrete island in center of structure with minor transverse cracking. Spall to steel on south
curb fascia at west side of structure. (08/11)
 (08/09)
 (01/09)

6. Deck
Bottom
Surface
(SIA-58B)

6 7 7 Typical transverse leaching cracks. Diagonal corner cracks. False decking in bay 1S over NB
traffic. (08/11)
 (08/09)
Typical transverse leaching cracks. Diagonal corner cracks. (01/09)

7. Deck
(SIA-58)

6 6 6 Concrete surface with hairline longitudinal and transverse cracking throughout. Deck bottom
with typical transverse leaching cracks. Diagonal corner cracks. False decking in bay 1S over
NB traffic. (08/11)
 (08/09)
Typical transverse leaching cracks. Diagonal corner cracks. Some wet areas. Hairline cracks
and small scattered spalls in surface. (01/09)

8. Drainage Off structure. (08/11)
 (08/09)
 (01/09)

SUPERSTRUCTURE
01/09 08/09 08/11

9. Stringer
(SIA-59)

6 6 6 Spot rust at bottom flange. Minor loss of section at beam ends. (08/11)
 (08/09)
Spot rust at bottom flange. Minor loss of section at beam ends. (01/09)
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10. Paint
(SIA-59A)

6 6 6 Scattered spot rust. Heavier rust at bottom flange. (08/11)
 (08/09)
Scattered spot rust. Heavier rust at bottom flange. Overall chalking. (01/09)

11. Section
Loss

2 2 2 Minor section loss at beam ends. (08/11)
 (08/09)
Minor section loss at beam ends. (01/09)

12. Bearings 7 7 7 Rocker bearings at pier with minor rust. Bearings functioning properly. (08/11)
 (08/09)
Rocker beaings at piers. Minor rust. (01/09)

SUBSTRUCTURE
01/09 08/09 08/11

13. Abutments
(SIA-60)

7 7 7 Vertical and horizontal cracking at top of north abutment. Minor rust stains and vertical
cracking on south abutment. (08/11)
 (08/09)
Few tight vertical cracks in abutments and wingwalls. (01/09)

14. Piers
(SIA-60)

7 7 7 Horizontal crack at south end of pier cap. Light map cracking in columns. (08/11)
 (08/09)
Horizontal crack at south end of pier cap. Light map cracking in columns. (01/09)

15. Slope
Protection

N Retaining walls. (08/11)
 (08/09)
 (01/09)

16. Channel
(SIA-61)

N N N N/A. (08/11)
 (08/09)
 (01/09)

17. Scour
Inspection

 (08/11)
 (08/09)
 (01/09)

APPROACH
01/09 08/09 08/11

18. Approach
Pavement

8 8 7 Concrete approach. Minor spall to steel on west approach. (08/11)
 (08/09)
Hairline cracks. (01/09)

19. Approach
Shoulders
Sidewalks

8 8 N N/A. (08/11)
 (08/09)
Concrete 10 ft divider between lanes. Hairline cracks. Snow covered at time of inspection.
(01/09)

20. Approach
Slopes

Grass and retaining walls. (08/11)
 (08/09)
 (01/09)

21. Utilities Three lights posts on bridge. MITS camera NW quad. Traffic signal NE quad. (08/11)
 (08/09)
Three lights posts on bridge. MITS camera NW quad. Traffic signal NE quad. (01/09)

22. Drainage
Culverts

None visible. (08/11)
 (08/09)
 (01/09)

MISCELLANEOUS
Guard Rail Other Items
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Item Rating Item Rating

36A. Bridge Railings 0 71. Water Adequacy N
36B. Transitions 1 72. Approach Alignment 8
36C. Approach Guardrail 1 Temporary Support 0 No Temporary Supports
36D. Approach Guardrail Ends 1 High Load Hit (M) No

Special Insp. Equipment 3
Underwater Insp. Method 0

False Decking (Timber) Removed to Complete Inspection N/A - null

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive
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NBI INSPECTION W1MO
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

Chaudhary Mahmood MDOT Metro Region 24 07/18/2017

GENERAL NOTES
NB I-75 Underclearance Sign 15'-0"; Exit Ramp 15'-9"
SB I-75 Underclearance Sign 15'-1"; Entrance Ramp 14'-9"
Four (4) Signs on the North Fascia - (1) Element Level No. 885
Four (4) Signs on the South Fascia - (1) Element Level No. 885

DECK
08/13 07/15 07/17

1. Surface
(SIA-58A)

6 6 6 Concrete upper surface. Map cracked throughout. 3'x8' HMA patch along the east reference
line in the NEQ. (07/17)
Concrete upper surface. Map cracked throughout. 3'x8' HMA patch along the east reference
line in the NEQ. (07/15)
Worn concrete surface with ongitudinal, transverse and map cracking throughout. 12 LF of
heavily map cracked and broken up pavement at NEQ ref line. (08/13)

2. Expansion
Joints

6 6 6 HPR joints along each abutment reference line.
Strip seal EJD's over the pin and hangers 7' east of pier 1w, debris filled. Concrete headers
are map cracked. (07/17)
HPR joints along each abutment reference line.
Strip seal EJD's over the pin and hangers 7' east of pier 1w, debris filled. Concrete headers
are map cracked. (07/15)
Strip seal joint filled with debris. Rusted header, cracks in surrounding concrete. Pourable
joints- material raveling in west joint. 12 LF spall next to east joint. (08/13)

3. Other
Joints

7 N N N/A (07/17)
N/A (07/15)
Construction joints in good condition. (08/13)

4. Railings 5 5 5 Open parapet concrete barriers with vertical chain link fencing mounted on top, barriers cast
on concrete brush blocks. Multiple STS's in the toes of the concrete brush blocks. (07/17)
Open parapet concrete barriers with vertical chain link fencing mounted on top, barriers cast
on concrete brush blocks. Multiple STS's in the toes of the concrete brush blocks. (07/15)
Open concrete parapet with pedestrian fencing installed and thriebeam retrofit at both sides.
Minor cracks and spalls to concrete posts and curb fascia. Rust stains. 5% of brush block
spalled and broken up. Worst in SWQ. (08/13)

5. Sidewalks
or Curbs

7 7 7 Raised concrete center median/sidewalk. HL transverse cracks spaced at 10'-15'. STS on the
south median toe near the west abutment. (07/17)
Raised concrete center median/sidewalk. HL transverse cracks spaced at 10'-15'. STS on the
south median toe near the west abutment. (07/15)
Concrete island in center of structure with minor transverse cracking. Spall to steel (2 sft) on
south curb fascia at west side of structure. Few other minor spalls. Previously repaired areas.
(08/13)

6. Deck
Bottom
Surface
(SIA-58B)

6 6 6 HL transverse cracks with leachate spaced at 5'-10' all bays. Map cracking with moisture
stains near each abutment. False decking in span 2w, bay 1s. (07/17)
HL transverse cracks with leachate spaced at 5'-10' all bays. Map cracking with moisture
stains near each abutment. False decking in span 2w, bay 1s. (07/15)
Typical transverse leaching cracks, worst in Bay 4N ( 5' spacing). Diagonal corner cracks.
Few small areas of STS, effloresence. False decking in bay 1S over NB traffic. (08/13)
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7. Deck
(SIA-58)

6 6 6 Top: Concrete upper surface. Map cracked throughout. 3'x8' HMA patch along the east
reference line in the NEQ.
Bottom: HL transverse cracks with leachate spaced at 5'-10' all bays. Map cracking with
moisture stains near each abutment. False decking in span 2w, bay 1s.
Fascias: Map cracked throughout. (07/17)
Top: Concrete upper surface. Map cracked throughout. 3'x8' HMA patch along the east
reference line in the NEQ.
Bottom: HL transverse cracks with leachate spaced at 5'-10' all bays. Map cracking with
moisture stains near each abutment. False decking in span 2w, bay 1s.
Fascias: Map cracked throughout. (07/15)
Surf: Worn concrete surface with ongitudinal, transverse and map cracking throughout. 12 LF
of heavily map cracked and broken up pavement at NEQ ref line. Btm: Typical transverse
leaching cracks, worst in Bay 4N ( 5' spacing). Diagonal corner cracks. Few small areas of
STS, effloresence. False decking in bay 1S over NB traffic. Fas: Vert & long cracks, some
effloresence. (08/13)

8. Drainage Off structure. (07/17)
Off structure. (07/15)
Off structure. (08/13)

SUPERSTRUCTURE
08/13 07/15 07/17

9. Stringer
(SIA-59)

6 6 6 (7) Painted steel plate girders with one row of pin and hangers 7' east of pier 1w. Bolted
beam end repairs near the pin and hangers. One additional flared beam in the SEQ and
NEQ. Two additional small stringers internal to the flared beam in the SEQ. No beam end
contact at the pin and hangers. (07/17)
(7) Painted steel plate girders with one row of pin and hangers 7' east of pier 1w. Bolted
beam end repairs near the pin and hangers. One additional flared beam in the SEQ and
NEQ. Two additional small stringers internal to the flared beam in the SEQ. No beam end
contact at the pin and hangers. (07/15)
Previous welded sign connections. Beam ends ar P&Hs close to touching. Scattered spot
rust, flaking and bubbling. Some pinhead failures on web. Heavier rust at bottom flange.
Minor loss of section at beam ends. (08/13)

10. Paint
(SIA-59A)

6 6 6 Scattered spot rust, flaking and bubbling. Some pinhead failures on the beam webs. Heavier
at the beam ends and under the pin and hangers. (07/17)
Scattered spot rust, flaking and bubbling. Some pinhead failures on the beam webs. Heavier
at the beam ends and under the pin and hangers. (07/15)
Scattered spot rust, flaking and bubbling. Some pinhead failures on web. Heavier rust at
bottom flange. (08/13)

11. Section
Loss

2 2 2 Minor painted over section loss under the pin and hangers. Section loss less than 5%. (07/17)
Minor painted over section loss under the pin and hangers. Section loss less than 5%. (07/15)
Minor section loss at beam ends. (08/13)

12. Bearings 7 7 7 Painted steel plate bearings at the abutments.
One row of painted steel rocker bearings at pier 1w, rockers tilted slightly to the east. (07/17)
Painted steel plate bearings at the abutments.
One row of painted steel rocker bearings at pier 1w, rockers tilted slightly to the east. (07/15)
Rocker bearings at pier with minor rust. Bearings functioning properly. (08/13)

SUBSTRUCTURE
08/13 07/15 07/17

13. Abutments
(SIA-60)

7 7 7 Concrete cantilever abutment walls.
West Wall: Corbel repair under the beam bearings. Shrinkage cracks throughout the repair.
East Wall: Minor rust stains. (07/17)
Concrete cantilever abutment walls.
West Wall: Corbel repair under the beam bearings. Shrinkage cracks throughout the repair.
East Wall: Minor rust stains. (07/15)
Minor vert. cracks. Repaired areas at top of west abutment, shrink cracks. (08/13)
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14. Piers
(SIA-60)

7 7 7 Five 3' ¿ concrete columns with concrete cap and crashwalls. Map cracking on the pier noses
with rust stains. HL vertical cracks in the crashwalls. (07/17)
Five 3' ¿ concrete columns with concrete cap and crashwalls. Map cracking on the pier noses
with rust stains. HL vertical cracks in the crashwalls. (07/15)
Horizontal crack at south end of pier cap. Light map cracking in columns. Some rust stains
under bearings. (08/13)

15. Slope
Protection

N 7 7 Small section of slope paving concrete in front of the west abutment wall, no deficiencies
noted. (07/17)
Small section of slope paving concrete in front of the west abutment wall, no deficiencies
noted. (07/15)
Retaining walls. - One row of pavers on west abut. (08/13)

16. Channel
(SIA-61)

N N N Grade separation. (07/17)
Grade separation. (07/15)
N/A. (08/13)

17. Scour
Inspection

N  (07/17)
 (07/15)
 (08/13)

APPROACH
08/13 07/15 07/17

18. Approach
Pavement

6 6 6 Concrete approach pavement.
West Approach: (1) 2'x5' HMA patch, (1) 2'x2' HMA patch in the SWQ.
East Approach: (5) HMA patches from 3'x3' to 6"x1' in the SEQ. (07/17)
Concrete approach pavement.
West Approach: (1) 2'x5' HMA patch, (1) 2'x2' HMA patch in the SWQ.
East Approach: (5) HMA patches from 3'x3' to 6"x1' in the SEQ. (07/15)
Concrete approach. Minor STS (1 sft) on east approach. 3 sft STS west approach. (08/13)

19. Approach
Shoulders
Sidewalks

8 7 7 Concrete curb and gutter in all four quadrants.  5' long spall in the curb and gutter in the
SWQ. Concrete approach sidewalk off each end of the raised median. Up to 1/2" of
settlement on the approach sidewalks. (07/17)
Concrete curb and gutter in all four quadrants.  5' long spall in the curb and gutter in the
SWQ. Concrete approach sidewalk off each end of the raised median. Up to 1/2" of
settlement on the approach sidewalks. (07/15)
Concrete C&G. No defects. (08/13)

20. Approach
Slopes

Vegetated fill behind concrete slope walls. (07/17)
Vegetated fill behind concrete slope walls. (07/15)
Grass and retaining walls. (08/13)

21. Utilities (3) Street lights on the raised median, one near each abutment, and one over pier 1w. (07/17)
(3) Street lights on the raised median, one near each abutment, and one over pier 1w. (07/15)
Three lights posts on bridge. MITS camera NW quad. (08/13)

22. Drainage
Culverts

None noted. (07/17)
None noted. (07/15)
None visible. (08/13)

MISCELLANEOUS
Guard Rail Other Items
Item Rating Item Rating

36A. Bridge Railings 0 71. Water Adequacy N
36B. Transitions 1 72. Approach Alignment 8
36C. Approach Guardrail 1 Temporary Support 0 No Temporary Supports
36D. Approach Guardrail Ends 1 High Load Hit (M) No

Special Insp. Equipment 3
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STR 7965 BRIDGE SAFETY INSPECTION REPORT S04-63103
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
SHEVLIN DBL U TURN 42.4732  /  -83.111 63163103000S040 Fair Condition(6)
Feature Length  /  Width / Spans Owner
I-75 214.9  /  58.7  /  2 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN HAZEL PARK 1971  /        /  1999  / 1999 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  82 Pl Girder Comp 07/18/2017  /  W1MO N Not Over Waterway
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Underwater Insp. Method 0

False Decking (Timber) Removed to Complete Inspection N/A - No False Decking

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 7965 BRIDGE SAFETY INSPECTION REPORT S04-63103
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
SHEVLIN DBL U TURN 42.4732  /  -83.111 63163103000S040 Fair Condition(6)
Feature Length  /  Width / Spans Owner
I-75 214.9  /  58.7  /  2 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN HAZEL PARK 1971  /        /  1999  / 1999 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  82 Pl Girder Comp 07/18/2017  /  W1MO N Not Over Waterway
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SUPPORTING IMAGES W1MO 07/18/2017

Document Name: DSCN5603.JPG Document Name: DSCN5717.JPG
Category: Elevation Category: Elevation
Comments: N elevation Comments: S elevation

Document Name: DSCN5591.JPG Document Name: DSCN5592.JPG
Category: Approach Category: Approach
Comments: W Approach  SWQ Comments: W Approach  Looking  W

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 7965 BRIDGE SAFETY INSPECTION REPORT S04-63103
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
SHEVLIN DBL U TURN 42.4732  /  -83.111 63163103000S040 Fair Condition(6)
Feature Length  /  Width / Spans Owner
I-75 214.9  /  58.7  /  2 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN HAZEL PARK 1971  /        /  1999  / 1999 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  82 Pl Girder Comp 07/18/2017  /  W1MO N Not Over Waterway
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Document Name: DSCN5593.JPG Document Name: DSCN5596.JPG
Category: Approach Category: Approach
Comments: E Approach Comments: spalls in East Approach pavement

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 7965 BRIDGE SAFETY INSPECTION REPORT S04-63103
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
SHEVLIN DBL U TURN 42.4732  /  -83.111 63163103000S040 Fair Condition(6)
Feature Length  /  Width / Spans Owner
I-75 214.9  /  58.7  /  2 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN HAZEL PARK 1971  /        /  1999  / 1999 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  82 Pl Girder Comp 07/18/2017  /  W1MO N Not Over Waterway
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Document Name: DSCN5597.JPG Document Name: DSCN5599.JPG
Category: Approach Category: Approach
Comments: spalls in East Approach pavement Comments: spalls in East Approach pavement

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 7965 BRIDGE SAFETY INSPECTION REPORT S04-63103
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
SHEVLIN DBL U TURN 42.4732  /  -83.111 63163103000S040 Fair Condition(6)
Feature Length  /  Width / Spans Owner
I-75 214.9  /  58.7  /  2 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN HAZEL PARK 1971  /        /  1999  / 1999 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  82 Pl Girder Comp 07/18/2017  /  W1MO N Not Over Waterway
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Document Name: DSCN5601.JPG Document Name: DSCN5594.JPG
Category: Approach Category: Deck
Comments: spalls in East Approach pavement Comments: epoxy overlay

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 7965 BRIDGE SAFETY INSPECTION REPORT S04-63103
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
SHEVLIN DBL U TURN 42.4732  /  -83.111 63163103000S040 Fair Condition(6)
Feature Length  /  Width / Spans Owner
I-75 214.9  /  58.7  /  2 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN HAZEL PARK 1971  /        /  1999  / 1999 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  82 Pl Girder Comp 07/18/2017  /  W1MO N Not Over Waterway
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Document Name: DSCN5595.JPG Document Name: DSCN5710.JPG
Category: Joints Category: Superstructure
Comments: Exp Joint device  at P&H Comments: Super structure in span 2w

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 7965 BRIDGE SAFETY INSPECTION REPORT S04-63103
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
SHEVLIN DBL U TURN 42.4732  /  -83.111 63163103000S040 Fair Condition(6)
Feature Length  /  Width / Spans Owner
I-75 214.9  /  58.7  /  2 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN HAZEL PARK 1971  /        /  1999  / 1999 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  82 Pl Girder Comp 07/18/2017  /  W1MO N Not Over Waterway
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Document Name: DSCN5714.JPG Document Name: DSCN5715.JPG
Category: Superstructure Category: Pin and Hanger
Comments: Super structure in span 2w Comments: Beam end contact at top flange

Document Name: DSCN5706.JPG Document Name: DSCN5713.JPG
Category: Substructure Category: Substructure
Comments: E Abut Comments: W abut

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 7965 BRIDGE SAFETY INSPECTION REPORT S04-63103
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
SHEVLIN DBL U TURN 42.4732  /  -83.111 63163103000S040 Fair Condition(6)
Feature Length  /  Width / Spans Owner
I-75 214.9  /  58.7  /  2 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN HAZEL PARK 1971  /        /  1999  / 1999 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  82 Pl Girder Comp 07/18/2017  /  W1MO N Not Over Waterway
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Document Name: DSCN5602.JPG
Category: Other
Comments: median sidewalk

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 7965 BRIDGE SAFETY INSPECTION REPORT S04-63103
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
SHEVLIN DBL U TURN 42.4732  /  -83.111 63163103000S040 Fair Condition(6)
Feature Length  /  Width / Spans Owner
I-75 214.9  /  58.7  /  2 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN HAZEL PARK 1971  /        /  1999  / 1999 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  82 Pl Girder Comp 07/18/2017  /  W1MO N Not Over Waterway
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NBI INSPECTION BBJR
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

J. Jackson NTH 15 08/13/1999

GENERAL NOTES

DECK
10/95 10/97 08/99

1. Surface
(SIA-58A)

6 6 5 Spalls along metal jt, many cracks. 40 sm scattered spall N & S U-turn (08/99)
 (10/97)
 (10/95)

2. Expansion
Joints

3 Leaking, exp jt is closed. Spalls & bit patched. (08/99)
 (10/97)
 (10/95)

3. Other
Joints

4 Leaking. (08/99)
 (10/97)
 (10/95)

4. Railings 6 Concrete parapet w/ 1 alum tube. 10 m spall to steel W end N rail along curb. Many scrape
marks from impacts. (08/99)
 (10/97)
 (10/95)

5. Sidewalks
or Curbs

 (08/99)
 (10/97)
 (10/95)

6. Deck
Bottom
Surface
(SIA-58B)

 (08/99)
 (10/97)
 (10/95)

7. Deck
(SIA-58)

6 6 4 Many leaching cracks and wet areas, minor spalls. Small stalactites. (08/99)
 (10/97)
 (10/95)

8. Drainage  (08/99)
 (10/97)
 (10/95)

SUPERSTRUCTURE
10/95 10/97 08/99

9. Stringer
(SIA-59)

6 6 6 Flaking rust bottom flanges. (08/99)
 (10/97)
 (10/95)

10. Paint
(SIA-59A)

1 N  (08/99)
 (10/97)
 (10/95)

11. Section
Loss

2 Rusty beam ends, loss of section less than 10% at Pin & Hangers. (08/99)
 (10/97)
 (10/95)

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 7967 BRIDGE SAFETY INSPECTION REPORT S06-63103
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
DALLAS DBL U TURN 42.4798  /  -83.1128 63163103000S060 Good Condition(7)
Feature Length  /  Width / Spans Owner
I-75 220.8  /  58.9  /  2 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN ROYAL OAK 1971  /  2007  /  2007  / 2007 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  82 Pl Girder Comp 07/18/2017  /  KS29 N Not Over Waterway
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12. Bearings 6 Rockers, some tilted. (08/99)
 (10/97)
 (10/95)

SUBSTRUCTURE
10/95 10/97 08/99

13. Abutments
(SIA-60)

7 7 5 Incip spall under bms 2,5&7-S E abut (4 sm), incip spall under bm 1-S W abut, small spall top
of NW wingwall W abut. (08/99)
 (10/97)
 (10/95)

14. Piers
(SIA-60)

7 Vert.cap cracks, map cracks in columns. (08/99)
 (10/97)
 (10/95)

15. Slope
Protection

 (08/99)
 (10/97)
 (10/95)

16. Channel
(SIA-61)

N N N  (08/99)
 (10/97)
 (10/95)

17. Scour
Inspection

 (08/99)
 (10/97)
 (10/95)

APPROACH
10/95 10/97 08/99

18. Approach
Pavement

5 Cracks E approach, settled and broken up,bit wedged. (08/99)
 (10/97)
 (10/95)

19. Approach
Shoulders
Sidewalks

 (08/99)
 (10/97)
 (10/95)

20. Approach
Slopes

 (08/99)
 (10/97)
 (10/95)

21. Utilities  (08/99)
 (10/97)
 (10/95)

22. Drainage
Culverts

 (08/99)
 (10/97)
 (10/95)

MISCELLANEOUS
Guard Rail Other Items
Item Rating Item Rating

36A. Bridge Railings 0 71. Water Adequacy N
36B. Transitions 0 72. Approach Alignment 8
36C. Approach Guardrail 0 Temporary Support 0 No Temporary Supports
36D. Approach Guardrail Ends 0 High Load Hit (M) No

Special Insp. Equipment

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 7967 BRIDGE SAFETY INSPECTION REPORT S06-63103
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
DALLAS DBL U TURN 42.4798  /  -83.1128 63163103000S060 Good Condition(7)
Feature Length  /  Width / Spans Owner
I-75 220.8  /  58.9  /  2 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN ROYAL OAK 1971  /  2007  /  2007  / 2007 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  82 Pl Girder Comp 07/18/2017  /  KS29 N Not Over Waterway

Form P2502 Printed on 09/11/2017 Page 2 of 3



Underwater Insp. Method 0

False Decking (Timber) Removed to Complete Inspection N/A - null

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 7967 BRIDGE SAFETY INSPECTION REPORT S06-63103
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
DALLAS DBL U TURN 42.4798  /  -83.1128 63163103000S060 Good Condition(7)
Feature Length  /  Width / Spans Owner
I-75 220.8  /  58.9  /  2 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN ROYAL OAK 1971  /  2007  /  2007  / 2007 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  82 Pl Girder Comp 07/18/2017  /  KS29 N Not Over Waterway

Form P2502 Printed on 09/11/2017 Page 3 of 3



NBI INSPECTION IRAI
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

P. Dlugopolski MDOT 15 06/14/2003

GENERAL NOTES

DECK
08/01 11/02 06/03

1. Surface
(SIA-58A)

5 5 5 Spalls along metal jt, many trans cracks. 60 syd scattered spall N & S U-turn (06/03)
Spalls along metal jt, many trans cracks. 60 syd scattered spall N & S U-turn (11/02)
Spalls along metal jt, many trans cracks. 60 syd scattered spall N & S U-turn (08/01)

2. Expansion
Joints

3 3 3 Leaking, exp jt is closed. Spalls & bit patched. Spalled from underside. (06/03)
Leaking, exp jt is closed. Spalls & bit patched. Spalled from underside. (11/02)
Leaking, exp jt is closed. Spalls & bit patched. Spalled from underside. (08/01)

3. Other
Joints

4 4 4 Leaking. Areas missing seal and bit patched. (06/03)
Leaking. Areas missing seal and bit patched. (11/02)
Leaking. Areas missing seal and bit patched. (08/01)

4. Railings 6 6 5 Concrete parapet w/ 1 alum tube. Many scrape marks from impacts. Vert cracks, few spalls.
Numerous areas of spalls/STS on brush block. (06/03)
Concrete parapet w/ 1 alum tube. Many scrape marks from impacts. Vert cracks, few spalls.
Numerous areas of spalls/STS on brush block. (11/02)
Concrete parapet w/ 1 alum tube. Many scrape marks from impacts. Vert cracks, few spalls.
(08/01)

5. Sidewalks
or Curbs

4 7  (06/03)
 (11/02)
65 ft of spalls/sts @N curb. Vert cracks. Longit cracks in curb. (08/01)

6. Deck
Bottom
Surface
(SIA-58B)

 (06/03)
 (11/02)
 (08/01)

7. Deck
(SIA-58)

4 4 4 Many leaching cracks and wet areas, minor spalls. Small stalactites. Spalls over S fascia
P&H and along jt. (06/03)
Many leaching cracks and wet areas, minor spalls. Small stalactites. Spalls over S fascia
P&H and along jt. (11/02)
Many leaching cracks and wet areas, minor spalls. Small stalactites. Spalls over S fascia
P&H and along jt. (08/01)

8. Drainage  (06/03)
 (11/02)
 (08/01)

SUPERSTRUCTURE
08/01 11/02 06/03

9. Stringer
(SIA-59)

6 6 6 Flaking rust on bottom flanges. (06/03)
Flaking rust on bottom flanges. (11/02)
Flaking rust on bottom flanges. (08/01)

10. Paint
(SIA-59A)

 (06/03)
 (11/02)
 (08/01)

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 7967 BRIDGE SAFETY INSPECTION REPORT S06-63103
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
DALLAS DBL U TURN 42.4798  /  -83.1128 63163103000S060 Good Condition(7)
Feature Length  /  Width / Spans Owner
I-75 220.8  /  58.9  /  2 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN ROYAL OAK 1971  /  2007  /  2007  / 2007 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  82 Pl Girder Comp 07/18/2017  /  KS29 N Not Over Waterway
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11. Section
Loss

2 2 2 Rusty beam ends, loss of section less than 10% at pin & hangers. (06/03)
Rusty beam ends, loss of section less than 10% at pin & hangers. (11/02)
Rusty beam ends, loss of section less than 10% at pin & hangers. (08/01)

12. Bearings 6 6 6 Rockers, some tilted. Rusty steel plates at abuts. (06/03)
Rockers, some tilted. Rusty steel plates at abuts. (11/02)
Rockers, some tilted. Rusty steel plates at abuts. (08/01)

SUBSTRUCTURE
08/01 11/02 06/03

13. Abutments
(SIA-60)

4 4 4 Incip spall under bms 2-7 S E abut (4 syd), incip spall under bm 1-S W abut, small spall top of
NW wingwall W abut. (06/03)
Incip spall under bms 2-7 S E abut (4 syd), incip spall under bm 1-S W abut, small spall top of
NW wingwall W abut. (11/02)
Incip spall under bms 2-7 S E abut (4 syd), incip spall under bm 1-S W abut, small spall top of
NW wingwall W abut. (08/01)

14. Piers
(SIA-60)

7 7 7 Vert cap cracks, map cracks in columns. (06/03)
Vert cap cracks, map cracks in columns. (11/02)
Vert cap cracks, map cracks in columns. (08/01)

15. Slope
Protection

 (06/03)
 (11/02)
 (08/01)

16. Channel
(SIA-61)

N N N  (06/03)
 (11/02)
 (08/01)

17. Scour
Inspection

 (06/03)
 (11/02)
 (08/01)

APPROACH
08/01 11/02 06/03

18. Approach
Pavement

5 4 4 Cracks E approach, settled and broken up, bit wedged and bit patched. (06/03)
Cracks E approach, settled and broken up, bit wedged and bit patched. (11/02)
Cracks E approach, settled and broken up, bit wedged. (08/01)

19. Approach
Shoulders
Sidewalks

4 Concrete sdwk - settled. (06/03)
 (11/02)
Appr median has settled. (08/01)

20. Approach
Slopes

 (06/03)
 (11/02)
 (08/01)

21. Utilities  (06/03)
 (11/02)
Utility bay 1S. (08/01)

22. Drainage
Culverts

 (06/03)
 (11/02)
 (08/01)

MISCELLANEOUS
Guard Rail Other Items
Item Rating Item Rating

36A. Bridge Railings 0 71. Water Adequacy N

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 7967 BRIDGE SAFETY INSPECTION REPORT S06-63103
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
DALLAS DBL U TURN 42.4798  /  -83.1128 63163103000S060 Good Condition(7)
Feature Length  /  Width / Spans Owner
I-75 220.8  /  58.9  /  2 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN ROYAL OAK 1971  /  2007  /  2007  / 2007 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  82 Pl Girder Comp 07/18/2017  /  KS29 N Not Over Waterway
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36B. Transitions 0 72. Approach Alignment 8
36C. Approach Guardrail 0 Temporary Support 0 No Temporary Supports
36D. Approach Guardrail Ends 0 High Load Hit (M) No

Special Insp. Equipment 4
Underwater Insp. Method 0

False Decking (Timber) Removed to Complete Inspection N/A - null

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 7967 BRIDGE SAFETY INSPECTION REPORT S06-63103
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
DALLAS DBL U TURN 42.4798  /  -83.1128 63163103000S060 Good Condition(7)
Feature Length  /  Width / Spans Owner
I-75 220.8  /  58.9  /  2 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN ROYAL OAK 1971  /  2007  /  2007  / 2007 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  82 Pl Girder Comp 07/18/2017  /  KS29 N Not Over Waterway
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NBI INSPECTION LUDL
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

DLUGOPOLSKIP MDOT INSPECTOR 15 04/15/2007

GENERAL NOTES

DECK
09/04 12/05 04/07

1. Surface
(SIA-58A)

5 5 5 Spalls along metal jt, many trans cracks. 60 syd scattered spall N & S U-turn (04/07)
Spalls along metal jt, many trans cracks. 60 syd scattered spall N & S U-turn (12/05)
Spalls along metal jt, many trans cracks. 60 syd scattered spall N & S U-turn (09/04)

2. Expansion
Joints

3 3 3 Leaking, exp jt is closed. Spalls & bit patched. Spalled from underside. (04/07)
Leaking, exp jt is closed. Spalls & bit patched. Spalled from underside. (12/05)
Leaking, exp jt is closed. Spalls & bit patched. Spalled from underside. (09/04)

3. Other
Joints

4 4 4 Leaking. Areas missing seal and bit patched (04/07)
Leaking. Areas missing seal and bit patched. (12/05)
Leaking. Areas missing seal and bit patched. (09/04)

4. Railings 5 5 5 Leaking. Areas missing seal and bit patched (04/07)
Concrete parapet w/ 1 alum tube. Many scrape marks from impacts. Vert cracks, few spalls.
Numerous areas of spalls/STS on brush block. (12/05)
 (09/04)

5. Sidewalks
or Curbs

7 7 7  (04/07)
 (12/05)
 (09/04)

6. Deck
Bottom
Surface
(SIA-58B)

 (04/07)
 (12/05)
 (09/04)

7. Deck
(SIA-58)

4 4 4 Many leaching cracks and wet areas, minor spalls. Small stalactites. Spalls over N & S fascia
P&H and along jt. (04/07)
Many leaching cracks and wet areas, minor spalls. Small stalactites. Spalls over N & S fascia
P&H and along jt. (12/05)
Many leaching cracks and wet areas, minor spalls. Small stalactites. Spalls over N & S fascia
P&H and along jt. (09/04)

8. Drainage  (04/07)
 (12/05)
 (09/04)

SUPERSTRUCTURE
09/04 12/05 04/07

9. Stringer
(SIA-59)

6 6 6 Many leaching cracks and wet areas, minor spalls. Small stalactites. Spalls over N & S fascia
P&H and along jt. (04/07)
Flaking rust on bottom flanges. (12/05)
Flaking rust on bottom flanges. (09/04)

10. Paint
(SIA-59A)

 (04/07)
 (12/05)
 (09/04)

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 7967 BRIDGE SAFETY INSPECTION REPORT S06-63103
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
DALLAS DBL U TURN 42.4798  /  -83.1128 63163103000S060 Good Condition(7)
Feature Length  /  Width / Spans Owner
I-75 220.8  /  58.9  /  2 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN ROYAL OAK 1971  /  2007  /  2007  / 2007 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  82 Pl Girder Comp 07/18/2017  /  KS29 N Not Over Waterway
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11. Section
Loss

2 2 2 Rusty beam ends, loss of section less than 10% at pin & hangers. (04/07)
Rusty beam ends, loss of section less than 10% at pin & hangers. (12/05)
Rusty beam ends, loss of section less than 10% at pin & hangers. (09/04)

12. Bearings 6 6 6 Rockers, some tilted. Rusty steel plates at abuts (04/07)
Rockers, some tilted. Rusty steel plates at abuts. (12/05)
Rockers, some tilted. Rusty steel plates at abuts. (09/04)

SUBSTRUCTURE
09/04 12/05 04/07

13. Abutments
(SIA-60)

4 4 4 Rockers, some tilted. Rusty steel plates at abuts (04/07)
Incip spall under bms 2-7 S E abut (4 syd), incip spall under bm 1-S W abut, small spall top of
NW wingwall W abut. (12/05)
Incip spall under bms 2-7 S E abut (4 syd), incip spall under bm 1-S W abut, small spall top of
NW wingwall W abut. (09/04)

14. Piers
(SIA-60)

7 7 7 1 sqft spall on cap over column 1S (04/07)
1 sqft spall on cap over column 1S (12/05)
1 sqft spall on cap over column 1S (09/04)

15. Slope
Protection

 (04/07)
 (12/05)
 (09/04)

16. Channel
(SIA-61)

N N N  (04/07)
 (12/05)
 (09/04)

17. Scour
Inspection

 (04/07)
 (12/05)
 (09/04)

APPROACH
09/04 12/05 04/07

18. Approach
Pavement

4 4 4 Cracks E approach, settled and broken up, bit wedged and bit patched. (04/07)
Cracks E approach, settled and broken up, bit wedged and bit patched. (12/05)
Cracks E approach, settled and broken up, bit wedged and bit patched. (09/04)

19. Approach
Shoulders
Sidewalks

4 4 4 SE approach guardrail damaged (04/07)
SE approach guardrail damaged. (12/05)
SE approach guardrail damaged. (09/04)

20. Approach
Slopes

 (04/07)
 (12/05)
 (09/04)

21. Utilities  (04/07)
 (12/05)
 (09/04)

22. Drainage
Culverts

 (04/07)
 (12/05)
 (09/04)

MISCELLANEOUS
Guard Rail Other Items
Item Rating Item Rating

36A. Bridge Railings 0 71. Water Adequacy N
36B. Transitions 0 72. Approach Alignment 8

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 7967 BRIDGE SAFETY INSPECTION REPORT S06-63103
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
DALLAS DBL U TURN 42.4798  /  -83.1128 63163103000S060 Good Condition(7)
Feature Length  /  Width / Spans Owner
I-75 220.8  /  58.9  /  2 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN ROYAL OAK 1971  /  2007  /  2007  / 2007 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  82 Pl Girder Comp 07/18/2017  /  KS29 N Not Over Waterway
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36C. Approach Guardrail 0 Temporary Support 0 No Temporary Supports
36D. Approach Guardrail Ends 0 High Load Hit (M) No

Special Insp. Equipment 3
Underwater Insp. Method 0

False Decking (Timber) Removed to Complete Inspection N/A - null

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 7967 BRIDGE SAFETY INSPECTION REPORT S06-63103
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
DALLAS DBL U TURN 42.4798  /  -83.1128 63163103000S060 Good Condition(7)
Feature Length  /  Width / Spans Owner
I-75 220.8  /  58.9  /  2 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN ROYAL OAK 1971  /  2007  /  2007  / 2007 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  82 Pl Girder Comp 07/18/2017  /  KS29 N Not Over Waterway
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NBI INSPECTION OXGO
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

Landon Johnson MDOT INSPECTOR 24 08/15/2011

GENERAL NOTES
NB & SB guide sign attached to fascia beam.

DECK
07/08 08/09 08/11

1. Surface
(SIA-58A)

N 9 7 Concrete surface with moderate transverse cracking with a spacing of 5' to10'. Cracking more
significant  near joints. (08/11)
 (08/09)
 (07/08)

2. Expansion
Joints

N 9 8 Strip seal expansion joint at P&H location is filled with debris. Pourable joints at both
reference lines. All joints in good condition and appear to be functioning properly. (08/11)
 (08/09)
 (07/08)

3. Other
Joints

N 9 8 Construction joints in good condition. (08/11)
 (08/09)
 (07/08)

4. Railings N 9 8 Open concrete parapet with 1 aluminum tube and thrie beam retrofit. Recently repaired and
coated and in good condition. (08/11)
 (08/09)
 (07/08)

5. Sidewalks
or Curbs

N 9 7 Concrete island in center of structure with STS (~5') at south fascia. (08/11)
 (08/09)
 (07/08)

6. Deck
Bottom
Surface
(SIA-58B)

N 7 N False decking throughout. In good condition with no visible problems. (08/11)
 (08/09)
 (07/08)

7. Deck
(SIA-58)

7 7 7 Concrete surface with moderate transverse cracking with a spacing of 5' to10'. Cracking more
significant  near joints. Deck bottom with false decking throughout. In good condition with no
visible problems. (08/11)
 (08/09)
 (07/08)

8. Drainage Off structure. (08/11)
 (08/09)
 (07/08)

SUPERSTRUCTURE
07/08 08/09 08/11

9. Stringer
(SIA-59)

7 7 7 Recently cleaned and coated. Minor wear and weathering. (08/11)
 (08/09)
 (07/08)

10. Paint
(SIA-59A)

9 9 08/08-4. Recently cleaned and coated. (08/11)
 (08/09)
 (07/08)

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 7967 BRIDGE SAFETY INSPECTION REPORT S06-63103
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
DALLAS DBL U TURN 42.4798  /  -83.1128 63163103000S060 Good Condition(7)
Feature Length  /  Width / Spans Owner
I-75 220.8  /  58.9  /  2 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN ROYAL OAK 1971  /  2007  /  2007  / 2007 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  82 Pl Girder Comp 07/18/2017  /  KS29 N Not Over Waterway
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11. Section
Loss

N 3 3 Recently cleaned and coated. (08/11)
 (08/09)
 (07/08)

12. Bearings N 7 7 Rockers at pier, some tilted. Minor rusty steel plates at abutments causing rust stains. (08/11)
 (08/09)
 (07/08)

SUBSTRUCTURE
07/08 08/09 08/11

13. Abutments
(SIA-60)

7 7 7 Recently repaired and coated. Minor vertical cracking with rust stains from bearings. (08/11)
 (08/09)
 (07/08)

14. Piers
(SIA-60)

7 7 7 Recently repaired and coated. Minor random cracking. (08/11)
 (08/09)
 (07/08)

15. Slope
Protection

N Retaining walls. (08/11)
 (08/09)
 (07/08)

16. Channel
(SIA-61)

N N N N/A. (08/11)
 (08/09)
 (07/08)

17. Scour
Inspection

 (08/11)
 (08/09)
 (07/08)

APPROACH
07/08 08/09 08/11

18. Approach
Pavement

N 9 8 Concrete approach in good condition with minor wear. (08/11)
 (08/09)
 (07/08)

19. Approach
Shoulders
Sidewalks

N 9 N N/A. (08/11)
 (08/09)
 (07/08)

20. Approach
Slopes

Grass. (08/11)
 (08/09)
 (07/08)

21. Utilities Overhead lighting. (08/11)
 (08/09)
 (07/08)

22. Drainage
Culverts

None visible. (08/11)
 (08/09)
 (07/08)

MISCELLANEOUS
Guard Rail Other Items
Item Rating Item Rating

36A. Bridge Railings 0 71. Water Adequacy N
36B. Transitions 1 72. Approach Alignment 8
36C. Approach Guardrail 1 Temporary Support 0 No Temporary Supports

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 7967 BRIDGE SAFETY INSPECTION REPORT S06-63103
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
DALLAS DBL U TURN 42.4798  /  -83.1128 63163103000S060 Good Condition(7)
Feature Length  /  Width / Spans Owner
I-75 220.8  /  58.9  /  2 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN ROYAL OAK 1971  /  2007  /  2007  / 2007 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  82 Pl Girder Comp 07/18/2017  /  KS29 N Not Over Waterway
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36D. Approach Guardrail Ends 1 High Load Hit (M) No
Special Insp. Equipment 3
Underwater Insp. Method 0

False Decking (Timber) Removed to Complete Inspection N/A - null

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 7967 BRIDGE SAFETY INSPECTION REPORT S06-63103
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
DALLAS DBL U TURN 42.4798  /  -83.1128 63163103000S060 Good Condition(7)
Feature Length  /  Width / Spans Owner
I-75 220.8  /  58.9  /  2 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN ROYAL OAK 1971  /  2007  /  2007  / 2007 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  82 Pl Girder Comp 07/18/2017  /  KS29 N Not Over Waterway
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NBI INSPECTION KS29
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

Chaudhary Mahmood MDOT Metro Region 24 07/18/2017

GENERAL NOTES
Two (2) Signs on the North Fascia - (1) Element Level No. 885
Two (2) Signs on the South Fascia - (1) Element Level No. 885

DECK
08/13 07/15 07/17

1. Surface
(SIA-58A)

7 7 7 Concrete upper surface. Light map cracking throughout. Map cracking heavier near the
reference lines. HL transverse cracks spaced at 2'-5'. (07/17)
Concrete upper surface. Light map cracking throughout. Map cracking heavier near the
reference lines. HL transverse cracks spaced at 2'-5'. (07/15)
Concrete surface with moderate transverse and map cracking with a spacing of 5' to10'.
Cracking more significant  near joints. (08/13)

2. Expansion
Joints

8 8 8 HPR joints along each abutment reference line.
Strip seal EJD's over the pin and hangers 7' west of pier 1w, debris filled. (07/17)
HPR joints along each abutment reference line.
Strip seal EJD's over the pin and hangers 7' west of pier 1w, debris filled. (07/15)
Strip seal expansion joint  is filled with debris. Pourable joints at both reference lines with
minor chips in surrounding concrete. (08/13)

3. Other
Joints

N N N N/A (07/17)
N/A (07/15)
NA (08/13)

4. Railings 7 7 7 Open parapet concrete barriers with 1-tube upper cast on concrete brush blocks. Surface
sealed. Guardrail thrie beam retrofit has been applied to both barriers. (07/17)
Open parapet concrete barriers with 1-tube upper cast on concrete brush blocks. Surface
sealed. Guardrail thrie beam retrofit has been applied to both barriers. (07/15)
Open concrete parapet with 1 aluminum tube and thrie beam retrofit. Recently repaired and
coated. Hairline vert cracks on brush block. (08/13)

5. Sidewalks
or Curbs

7 6 6 Raised concrete center median/sidewalk. Map cracked top surface over pier 1w. Previously
patched regions. (07/17)
Raised concrete center median/sidewalk. Map cracked top surface over pier 1w. Previously
patched regions. (07/15)
Concrete island in center of structure with STS (5') at south curb face. Repaired areas. Long.
& trans. cracking. (08/13)

6. Deck
Bottom
Surface
(SIA-58B)

N N N False decking obstructs 100% of the deck bottom surface except for 2'-3' off each abutment
wall. (07/17)
False decking obstructs 100% of the deck bottom surface except for 2'-3' off each abutment
wall. (07/15)
100% false decking. Few areas where support planks are sagging downward. (08/13)

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 7967 BRIDGE SAFETY INSPECTION REPORT S06-63103
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
DALLAS DBL U TURN 42.4798  /  -83.1128 63163103000S060 Good Condition(7)
Feature Length  /  Width / Spans Owner
I-75 220.8  /  58.9  /  2 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN ROYAL OAK 1971  /  2007  /  2007  / 2007 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  82 Pl Girder Comp 07/18/2017  /  KS29 N Not Over Waterway
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7. Deck
(SIA-58)

7 7 7 Top: Concrete upper surface. Light map cracking throughout. Map cracking heavier near the
reference lines. HL transverse cracks spaced at 2'-5'.
Bottom: False decking obstructs 100% of the deck bottom surface except for 2'-3' off each
abutment wall.
Fascias: No deficiencies noted. (07/17)
Top: Concrete upper surface. Light map cracking throughout. Map cracking heavier near the
reference lines. HL transverse cracks spaced at 2'-5'.
Bottom: False decking obstructs 100% of the deck bottom surface except for 2'-3' off each
abutment wall.
Fascias: No deficiencies noted. (07/15)
Surf: Concrete surface with moderate transverse and map cracking with a spacing of 5' to10'.
Cracking more significant  near joints. Btm: 100% false decking. Few areas where support
planks are sagging downward.  Fas: Good condition (08/13)

8. Drainage Off structure. (07/17)
Off structure. (07/15)
Off structure. (08/13)

SUPERSTRUCTURE
08/13 07/15 07/17

9. Stringer
(SIA-59)

7 7 7 (7) Painted steel plate girders with one row of pin and hangers 7' west of pier 1w. One
additional flared beam in the NWQ and SWQ. No beam end contact at the pin and hangers.
(07/17)
(7) Painted steel plate girders with one row of pin and hangers 7' west of pier 1w. One
additional flared beam in the NWQ and SWQ. No beam end contact at the pin and hangers.
(07/15)
A-588 steel with pin and hangers. Previous welded connections. Recently cleaned and
coated. Minor wear and weathering. (08/13)

10. Paint
(SIA-59A)

9 8 8 Paint Stamp: A588 S06-63103 08/08-4
Condensation moisture stains, no rust observed. (07/17)
Paint Stamp: A588 S06-63103 08/08-4
Condensation moisture stains, no rust observed. (07/15)
08/08-4. Recently cleaned and coated. Minor wear and weathering. (08/13)

11. Section
Loss

3 3 3 No measurable section loss noted. (07/17)
No measurable section loss noted. (07/15)
Recently cleaned and coated, no visible section loss. (08/13)

12. Bearings 7 7 7 Painted steel plate bearings at the abutments.
One row of painted steel rocker bearings at pier 1w, no significant tilt. (07/17)
Painted steel plate bearings at the abutments.
One row of painted steel rocker bearings at pier 1w, no significant tilt. (07/15)
Rockers at pier, some tilted. Minor rusty steel plates at abutments causing rust stains. (08/13)

SUBSTRUCTURE
08/13 07/15 07/17

13. Abutments
(SIA-60)

7 7 7 Concrete cantilever abutment walls.
West Wall: No deficiencies noted.
East Wall: No deficiencies noted. (07/17)
Concrete cantilever abutment walls.
West Wall: No deficiencies noted.
East Wall: No deficiencies noted. (07/15)
Recently repaired and coated. Minor vertical cracking with rust stains from bearings. (08/13)

14. Piers
(SIA-60)

7 7 7 Five 3' ¿ concrete columns with concrete cap and crashwalls. Surface sealed. No deficiencies
noted. (07/17)
Five 3' ¿ concrete columns with concrete cap and crashwalls. Surface sealed. No deficiencies
noted. (07/15)
Recently repaired and coated. Minor random cracking. (08/13)

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 7967 BRIDGE SAFETY INSPECTION REPORT S06-63103
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
DALLAS DBL U TURN 42.4798  /  -83.1128 63163103000S060 Good Condition(7)
Feature Length  /  Width / Spans Owner
I-75 220.8  /  58.9  /  2 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN ROYAL OAK 1971  /  2007  /  2007  / 2007 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  82 Pl Girder Comp 07/18/2017  /  KS29 N Not Over Waterway
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15. Slope
Protection

N 7 7 Small section of slope paving concrete in front of the east abutment wall, no deficiencies
noted. (07/17)
Small section of slope paving concrete in front of the east abutment wall, no deficiencies
noted. (07/15)
Retaining walls with one row of squares on east slope. (08/13)

16. Channel
(SIA-61)

N N N Grade separation. (07/17)
Grade separation. (07/15)
N/A. (08/13)

17. Scour
Inspection

N  (07/17)
 (07/15)
 (08/13)

APPROACH
08/13 07/15 07/17

18. Approach
Pavement

8 7 7 Concrete approach pavement with sealed lane joints. Minor rust stains on the surface. (07/17)
Concrete approach pavement with sealed lane joints. Minor rust stains on the surface. (07/15)
Concrete approach in good condition with minor wear. (08/13)

19. Approach
Shoulders
Sidewalks

7 7 7 Concrete approach sidewalks on each end of the raised median/sidewalk. Concrete curb and
gutter in all four quadrants. (07/17)
Concrete approach sidewalks on each end of the raised median/sidewalk. Concrete curb and
gutter in all four quadrants. (07/15)
Concrete C&G, spalls in NWQ and SWQ. (08/13)

20. Approach
Slopes

Vegetated fill behind concrete slope walls. (07/17)
Vegetated fill behind concrete slope walls. (07/15)
Grass. (08/13)

21. Utilities (3) Street lights on the raised median, one near each abutment, and one over pier 1w. (07/17)
(3) Street lights on the raised median, one near each abutment, and one over pier 1w. (07/15)
Overhead lighting. (08/13)

22. Drainage
Culverts

None noted. (07/17)
None noted. (07/15)
None visible. (08/13)

MISCELLANEOUS
Guard Rail Other Items
Item Rating Item Rating

36A. Bridge Railings 1 71. Water Adequacy N
36B. Transitions 1 72. Approach Alignment 8
36C. Approach Guardrail 1 Temporary Support 0 No Temporary Supports
36D. Approach Guardrail Ends 1 High Load Hit (M) No

Special Insp. Equipment 3
Underwater Insp. Method 0

False Decking (Timber) Removed to Complete Inspection No - Removal Does Not Impact Ratings

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 7967 BRIDGE SAFETY INSPECTION REPORT S06-63103
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
DALLAS DBL U TURN 42.4798  /  -83.1128 63163103000S060 Good Condition(7)
Feature Length  /  Width / Spans Owner
I-75 220.8  /  58.9  /  2 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN ROYAL OAK 1971  /  2007  /  2007  / 2007 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  82 Pl Girder Comp 07/18/2017  /  KS29 N Not Over Waterway
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SUPPORTING IMAGES KS29 07/18/2017

Document Name: DSCN5743.JPG Document Name: DSCN5748.JPG
Category: Elevation Category: Elevation
Comments: S elevation Comments: N elevation

Document Name: DSCN5634.JPG Document Name: DSCN5637.JPG
Category: Approach Category: Approach
Comments: W approach Comments: E Approach

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 7967 BRIDGE SAFETY INSPECTION REPORT S06-63103
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
DALLAS DBL U TURN 42.4798  /  -83.1128 63163103000S060 Good Condition(7)
Feature Length  /  Width / Spans Owner
I-75 220.8  /  58.9  /  2 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN ROYAL OAK 1971  /  2007  /  2007  / 2007 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  82 Pl Girder Comp 07/18/2017  /  KS29 N Not Over Waterway
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Document Name: DSCN5633.JPG Document Name: DSCN5642.JPG
Category: Deck Category: Deck
Comments: in S turn lane Comments: in N Left Turn

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 7967 BRIDGE SAFETY INSPECTION REPORT S06-63103
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
DALLAS DBL U TURN 42.4798  /  -83.1128 63163103000S060 Good Condition(7)
Feature Length  /  Width / Spans Owner
I-75 220.8  /  58.9  /  2 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN ROYAL OAK 1971  /  2007  /  2007  / 2007 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  82 Pl Girder Comp 07/18/2017  /  KS29 N Not Over Waterway
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Document Name: DSCN5636.JPG Document Name: DSCN5746.JPG
Category: Joints Category: Superstructure
Comments: EJD at P&H Comments: false decking

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 7967 BRIDGE SAFETY INSPECTION REPORT S06-63103
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
DALLAS DBL U TURN 42.4798  /  -83.1128 63163103000S060 Good Condition(7)
Feature Length  /  Width / Spans Owner
I-75 220.8  /  58.9  /  2 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN ROYAL OAK 1971  /  2007  /  2007  / 2007 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  82 Pl Girder Comp 07/18/2017  /  KS29 N Not Over Waterway
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Document Name: DSCN5744.JPG Document Name: DSCN5745.JPG
Category: Substructure Category: Substructure
Comments: E abut Comments: pie  E face

Document Name: DSCN5747.JPG Document Name: DSCN5635.JPG
Category: Substructure Category: Other
Comments: W abut Comments: median side walk

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 7967 BRIDGE SAFETY INSPECTION REPORT S06-63103
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
DALLAS DBL U TURN 42.4798  /  -83.1128 63163103000S060 Good Condition(7)
Feature Length  /  Width / Spans Owner
I-75 220.8  /  58.9  /  2 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN ROYAL OAK 1971  /  2007  /  2007  / 2007 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  82 Pl Girder Comp 07/18/2017  /  KS29 N Not Over Waterway
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NBI INSPECTION 2EZQ
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

15 10/06/1997

GENERAL NOTES

DECK
08/95 10/97

1. Surface
(SIA-58A)

7 6  (10/97)
 (08/95)
 ()

2. Expansion
Joints

 (10/97)
 (08/95)
 ()

3. Other
Joints

 (10/97)
 (08/95)
 ()

4. Railings  (10/97)
 (08/95)
 ()

5. Sidewalks
or Curbs

 (10/97)
 (08/95)
 ()

6. Deck
Bottom
Surface
(SIA-58B)

 (10/97)
 (08/95)
 ()

7. Deck
(SIA-58)

6 4  (10/97)
 (08/95)
 ()

8. Drainage  (10/97)
 (08/95)
 ()

SUPERSTRUCTURE
08/95 10/97

9. Stringer
(SIA-59)

6 6  (10/97)
 (08/95)
 ()

10. Paint
(SIA-59A)

1 1  (10/97)
 (08/95)
 ()

11. Section
Loss

 (10/97)
 (08/95)
 ()

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8091 BRIDGE SAFETY INSPECTION REPORT S22-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
MYERS RD 42.4548  /  -83.0957 63163174000S220 Poor Condition(4)
Feature Length  /  Width / Spans Owner
I-75 230  /  42.4  /  4 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN HAZEL PARK 1966  /  2007  /  2007  / 2007 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  32 Multi Str Comp 11/03/2015  /  MNOB N Not Over Waterway
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12. Bearings  (10/97)
 (08/95)
 ()

SUBSTRUCTURE
08/95 10/97

13. Abutments
(SIA-60)

7 7  (10/97)
 (08/95)
 ()

14. Piers
(SIA-60)

 (10/97)
 (08/95)
 ()

15. Slope
Protection

 (10/97)
 (08/95)
 ()

16. Channel
(SIA-61)

N N  (10/97)
 (08/95)
 ()

17. Scour
Inspection

 (10/97)
 (08/95)
 ()

APPROACH
08/95 10/97

18. Approach
Pavement

 (10/97)
 (08/95)
 ()

19. Approach
Shoulders
Sidewalks

 (10/97)
 (08/95)
 ()

20. Approach
Slopes

 (10/97)
 (08/95)
 ()

21. Utilities  (10/97)
 (08/95)
 ()

22. Drainage
Culverts

 (10/97)
 (08/95)
 ()

MISCELLANEOUS
Guard Rail Other Items
Item Rating Item Rating

36A. Bridge Railings 1 71. Water Adequacy N
36B. Transitions 0 72. Approach Alignment 8
36C. Approach Guardrail 0 Temporary Support 0 No Temporary Supports
36D. Approach Guardrail Ends 0 High Load Hit (M) No

Special Insp. Equipment
Underwater Insp. Method

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8091 BRIDGE SAFETY INSPECTION REPORT S22-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
MYERS RD 42.4548  /  -83.0957 63163174000S220 Poor Condition(4)
Feature Length  /  Width / Spans Owner
I-75 230  /  42.4  /  4 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN HAZEL PARK 1966  /  2007  /  2007  / 2007 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  32 Multi Str Comp 11/03/2015  /  MNOB N Not Over Waterway
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False Decking (Timber) Removed to Complete Inspection N/A - null

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8091 BRIDGE SAFETY INSPECTION REPORT S22-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
MYERS RD 42.4548  /  -83.0957 63163174000S220 Poor Condition(4)
Feature Length  /  Width / Spans Owner
I-75 230  /  42.4  /  4 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN HAZEL PARK 1966  /  2007  /  2007  / 2007 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  32 Multi Str Comp 11/03/2015  /  MNOB N Not Over Waterway
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NBI INSPECTION HDGN
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

P. Dlugopolski MDOT 15 10/25/2002

GENERAL NOTES
14 feet 8 inch vertical clearance

DECK
07/99 07/01 10/02

1. Surface
(SIA-58A)

5 5 5 Trans cracks w/ many small scattered spalls. Corner cracks.  Bit patches (10/02)
Trans cracks w/ many small scattered spalls. Corner cracks. (07/01)
Trans cracks w/ scattered spalls.  10 m of curb spall to steel. (07/99)

2. Expansion
Joints

3 3 3 Crack under jt.  End jt. leaking hvily. (10/02)
Crack under jt.  End jt. leaking hvily. (07/01)
Crack under jt.  End jt. leaking hvily. (07/99)

3. Other
Joints

4 4 4 Leaking, minor spalls. (10/02)
Leaking, minor spalls. (07/01)
Leaking, minor spalls. (07/99)

4. Railings 6 6 6 Conc parapet w/ 1 tube alum semi-section tube.  Small STS on posts, aluminum tube missing
SWQ.  Newer ped fence.  Vert cracks. (10/02)
Conc parapet w/ 1 tube alum semi-section tube.  Small STS on posts, aluminum tube missing
SWQ.  Newer ped fence.  Vert cracks. (07/01)
Conc parapet w/ 1 tube alum semi-section tube.  Small STS on posts, aluminum tube missing
SWQ.  Newer ped fence. (07/99)

5. Sidewalks
or Curbs

4 4 Numerous cracks, 60 LFT of STS @ north curbface (10/02)
Sidewalks have longit & trans cracks.  50 lft of sts on curb (07/01)
 (07/99)

6. Deck
Bottom
Surface
(SIA-58B)

 (10/02)
 (07/01)
 (07/99)

7. Deck
(SIA-58)

4 4 4 Many leaching random & trans crks. Backwall crks, small spalls under deck @ Sb.  Wet areas
cover 25% of deck. (10/02)
Many leaching random & trans crks. Backwall crks, small spalls under deck @ Sb.  Wet areas
cover 25% of deck. (07/01)
97-Many random & trans crks. 95-leaching crks, stals under walks, backwall crks, small spalls
under deck @ Sb. (07/99)

8. Drainage  (10/02)
 (07/01)
 (07/99)

SUPERSTRUCTURE
07/99 07/01 10/02

9. Stringer
(SIA-59)

6 6 6 Cotter pin missing bm1S, E jt.  Pack rust forming at P&H. (10/02)
Cotter pin missing bm1S, E jt.  Pack rust forming at P&H. (07/01)
Cotter pin missing bm1S, E jt.  Pack rust forming at P&H. (07/99)

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8091 BRIDGE SAFETY INSPECTION REPORT S22-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
MYERS RD 42.4548  /  -83.0957 63163174000S220 Poor Condition(4)
Feature Length  /  Width / Spans Owner
I-75 230  /  42.4  /  4 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN HAZEL PARK 1966  /  2007  /  2007  / 2007 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  32 Multi Str Comp 11/03/2015  /  MNOB N Not Over Waterway
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10. Paint
(SIA-59A)

1 1 2 Flaking rust on bott flanges, 20% overall rust. Light section loss @ bott flanges bms 2-5S @
E jt. (10/02)
Flaking rust on bott flanges, 20% overall rust. Light section loss @ bott flanges bms 2-5S @
E jt. (07/01)
Flaking rust on S fascia bott flange, 20% overall rust. Light section loss @ bott flanges bms 2-
5S @ E jt. (07/99)

11. Section
Loss

2 2 2 Section loss less than 10%. (10/02)
Section loss less than 10%. (07/01)
Section loss less than 10%. (07/99)

12. Bearings 7 6 6 Rusty rockers & steel plates. Rockers tilted (10/02)
Rusty rockers & steel plates . (07/01)
rockers & steel plates with surface rust. (07/99)

SUBSTRUCTURE
07/99 07/01 10/02

13. Abutments
(SIA-60)

7 7 7 Vert crks. (10/02)
Vert crks. (07/01)
Vert crks. (07/99)

14. Piers
(SIA-60)

7 7 6 Horiz cracks-center pier cap. (10/02)
Horiz cracks-center pier cap. (07/01)
Horiz cracks-center piercap. (07/99)

15. Slope
Protection

6 7 Brick pavers (10/02)
Slight heaving of slope paving. (07/01)
 (07/99)

16. Channel
(SIA-61)

N N N  (10/02)
 (07/01)
 (07/99)

17. Scour
Inspection

 (10/02)
 (07/01)
 (07/99)

APPROACH
07/99 07/01 10/02

18. Approach
Pavement

6 6 6 Trans cracks & settled at west end. (10/02)
Trans cracks & settled at west end. (07/01)
Trans cracks & settled at both ends. (07/99)

19. Approach
Shoulders
Sidewalks

7  (10/02)
Approach sidewalks in good condition. (07/01)
 (07/99)

20. Approach
Slopes

 (10/02)
 (07/01)
 (07/99)

21. Utilities Bay 1S, Overhead lighting @ north railing (10/02)
Utility bay 1S.  Utility along N rail. (07/01)
 (07/99)

22. Drainage
Culverts

 (10/02)
 (07/01)
 (07/99)

MISCELLANEOUS
Guard Rail Other Items

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8091 BRIDGE SAFETY INSPECTION REPORT S22-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
MYERS RD 42.4548  /  -83.0957 63163174000S220 Poor Condition(4)
Feature Length  /  Width / Spans Owner
I-75 230  /  42.4  /  4 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN HAZEL PARK 1966  /  2007  /  2007  / 2007 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  32 Multi Str Comp 11/03/2015  /  MNOB N Not Over Waterway
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Item Rating Item Rating

36A. Bridge Railings 1 71. Water Adequacy N
36B. Transitions 0 72. Approach Alignment 8
36C. Approach Guardrail 0 Temporary Support 0 No Temporary Supports
36D. Approach Guardrail Ends 0 High Load Hit (M) No

Special Insp. Equipment 4
Underwater Insp. Method 0

False Decking (Timber) Removed to Complete Inspection N/A - null

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8091 BRIDGE SAFETY INSPECTION REPORT S22-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
MYERS RD 42.4548  /  -83.0957 63163174000S220 Poor Condition(4)
Feature Length  /  Width / Spans Owner
I-75 230  /  42.4  /  4 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN HAZEL PARK 1966  /  2007  /  2007  / 2007 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  32 Multi Str Comp 11/03/2015  /  MNOB N Not Over Waterway
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NBI INSPECTION YOPE
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

DLUGOPOLSKIP MDOT INSPECTOR 15 01/27/2006

GENERAL NOTES
S. Bd. Posted 14' - 8'   Overhead sign. N. Bd.  NO POSTING 6 MO. Rating based on deck condition. POSTED:  Comm. Vehichles ov 2
Axiles Keep Off.

DECK
01/04 10/04 01/06

1. Surface
(SIA-58A)

5 5 5 Trans cracks w/ many small scattered spalls. Corner cracks.  Bit patches. (01/06)
Trans cracks w/ many small scattered spalls. Corner cracks.  Bit patches. (10/04)
Trans cracks w/ many small scattered spalls. Corner cracks.  Bit patches (01/04)

2. Expansion
Joints

3 3 3 Steel Plates at Ref Lines 1 & 3:  Crack under jt.  End jt. leaking hvily.  Sts @ E end of S joint.
(01/06)
Steel Plates at Ref Lines 1 & 3:  Crack under jt.  End jt. leaking hvily.  Sts @ E end of S joint.
(10/04)
Steel Plates at Ref Lines 1 & 3:  Crack under jt.  End jt. leaking hvily. (01/04)

3. Other
Joints

4 4 4 Ref Line 2:  Leaking, minor spalls (01/06)
Ref Line 2:  Leaking, minor spalls. (10/04)
Ref Line 2:  `Leaking, minor spalls. (01/04)

4. Railings 6 6 6 Conc parapet w/ 1 tube alum semi-section tube.  Small STS on posts, aluminum tube missing
SWQ.  Newer ped fence.  Vert cracks. (01/06)
Conc parapet w/ 1 tube alum semi-section tube.  Small STS on posts, aluminum tube missing
SWQ.  Newer ped fence.  Vert cracks. (10/04)
Conc parapet w/ 1 tube alum semi-section tube.  Small STS on posts, aluminum tube missing
SWQ.  Newer ped fence.  Vert cracks. (01/04)

5. Sidewalks
or Curbs

4 4 4 Numerous cracks, 60 LFT of STS @ north curbface.  4 lft. sts @ S curb face.  Minor spalls @
W expansion joint (01/06)
Numerous cracks, 60 LFT of STS @ north curbface.  4 lft. sts @ S curb face.  Minor spalls @
W expansion joint. (10/04)
Numerous cracks, 60 LFT of STS @ north curbface (01/04)

6. Deck
Bottom
Surface
(SIA-58B)

 (01/06)
 (10/04)
 (01/04)

7. Deck
(SIA-58)

3 3 3 Many leaching random & trans crks. Backwall crks, small spalls under deck @ Sb.  Wet areas
cover 25% of deck.  South side has major spall at center joint requiring follow up in 6 months
(01/06)
Many leaching random & trans crks. Backwall crks, small spalls under deck @ Sb.  Wet areas
cover 25% of deck.  South side has major spall at center joint requiring follow up in 6 months.
(10/04)
Many leaching random & trans crks. Backwall crks, small spalls under deck @ Sb.  Wet areas
cover 25% of deck.  South side has major spall at center joint requiring follow up in 6 months.
(01/04)

8. Drainage  (01/06)
 (10/04)
-1 (01/04)

SUPERSTRUCTURE
01/04 10/04 01/06

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8091 BRIDGE SAFETY INSPECTION REPORT S22-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
MYERS RD 42.4548  /  -83.0957 63163174000S220 Poor Condition(4)
Feature Length  /  Width / Spans Owner
I-75 230  /  42.4  /  4 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN HAZEL PARK 1966  /  2007  /  2007  / 2007 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  32 Multi Str Comp 11/03/2015  /  MNOB N Not Over Waterway
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9. Stringer
(SIA-59)

6 6 6 Cotter pin missing bm1S, E jt.  Pack rust forming at P&H. (01/06)
Cotter pin missing bm1S, E jt.  Pack rust forming at P&H. (10/04)
Cotter pin missing bm1S, E jt.  Pack rust forming at P&H. (01/04)

10. Paint
(SIA-59A)

2 2 2 Flaking rust on bott flanges, 20% overall rust. Light section loss @ bott flanges bms 2-5S @
E jt (01/06)
Flaking rust on bott flanges, 20% overall rust. Light section loss @ bott flanges bms 2-5S @
E jt. (10/04)
Flaking rust on bott flanges, 20% overall rust. Light section loss @ bott flanges bms 2-5S @
E jt. (01/04)

11. Section
Loss

2 2 2 Section loss less than 10% (01/06)
Section loss less than 10%. (10/04)
Section loss less than 10%. (01/04)

12. Bearings 6 6 6 Rusty rockers & steel plates. Rockers tilted (01/06)
Rusty rockers & steel plates. Rockers tilted. (10/04)
Rusty rockers & steel plates. Rockers tilted (01/04)

SUBSTRUCTURE
01/04 10/04 01/06

13. Abutments
(SIA-60)

7 7 7 Vert crks (01/06)
Vert crks. (10/04)
Vert crks. (01/04)

14. Piers
(SIA-60)

6 6 6 Horiz cracks-center pier cap. (01/06)
Horiz cracks-center pier cap. (10/04)
Horiz cracks-center pier cap. (01/04)

15. Slope
Protection

7 7 7 Brick pavers (01/06)
Brick pavers. (10/04)
Brick pavers (01/04)

16. Channel
(SIA-61)

N N N  (01/06)
 (10/04)
-1 (01/04)

17. Scour
Inspection

 (01/06)
 (10/04)
-1 (01/04)

APPROACH
01/04 10/04 01/06

18. Approach
Pavement

6 6 6 Trans cracks & settled at west end.  Trans cracks @ E end. (01/06)
Trans cracks & settled at west end.  Trans cracks @ E end. (10/04)
Trans cracks & settled at west end. (01/04)

19. Approach
Shoulders
Sidewalks

7 7 7  (01/06)
S.W. all Quads.  Good condition. (10/04)
S.W. all Quads.  Good condition. (01/04)

20. Approach
Slopes

 (01/06)
 (10/04)
-1 (01/04)

21. Utilities  (01/06)
Bay 1S, Overhead lighting @ north railing.  S.W. Quad:  Conc House. (10/04)
Bay 1S, Overhead lighting @ north railing.  S.W. Quad:  Conc House (Pump?)  2 inch conduit
along N. rail. (01/04)

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8091 BRIDGE SAFETY INSPECTION REPORT S22-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
MYERS RD 42.4548  /  -83.0957 63163174000S220 Poor Condition(4)
Feature Length  /  Width / Spans Owner
I-75 230  /  42.4  /  4 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN HAZEL PARK 1966  /  2007  /  2007  / 2007 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  32 Multi Str Comp 11/03/2015  /  MNOB N Not Over Waterway
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22. Drainage
Culverts

 (01/06)
 (10/04)
-1 (01/04)

MISCELLANEOUS
Guard Rail Other Items
Item Rating Item Rating

36A. Bridge Railings 1 71. Water Adequacy N
36B. Transitions 0 72. Approach Alignment 8
36C. Approach Guardrail 0 Temporary Support 0 No Temporary Supports
36D. Approach Guardrail Ends 0 High Load Hit (M) No

Special Insp. Equipment 4
Underwater Insp. Method 0

False Decking (Timber) Removed to Complete Inspection N/A - null

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8091 BRIDGE SAFETY INSPECTION REPORT S22-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
MYERS RD 42.4548  /  -83.0957 63163174000S220 Poor Condition(4)
Feature Length  /  Width / Spans Owner
I-75 230  /  42.4  /  4 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN HAZEL PARK 1966  /  2007  /  2007  / 2007 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  32 Multi Str Comp 11/03/2015  /  MNOB N Not Over Waterway
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NBI INSPECTION BRSH
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

DLUGOPOLSKIP MDOT INSPECTOR 24 01/14/2010

GENERAL NOTES
No Request For Actions (RFA) were initiated at this time

DECK
04/07 07/08 01/10

1. Surface
(SIA-58A)

5 N 8 No visible deficiencies (01/10)
 (07/08)
 (04/07)

2. Expansion
Joints

3 N 8 Debris in expansion opening (01/10)
 (07/08)
 (04/07)

3. Other
Joints

4 N N  (01/10)
 (07/08)
 (04/07)

4. Railings 6 N 7 Conc parapet w/ 1 tube alum semi-section tube (01/10)
 (07/08)
 (04/07)

5. Sidewalks
or Curbs

4 N 7 Concrete repairs. Snow adjacent to curbface (01/10)
 (07/08)
 (04/07)

6. Deck
Bottom
Surface
(SIA-58B)

N 4 Falsedecked above travel lanes (01/10)
 (07/08)
 (04/07)

7. Deck
(SIA-58)

3 7 4 Many leaching random & trans crks. Backwall crks
Wet areas cover 25% of deck (01/10)
 (07/08)
Many leaching random & trans crks. Backwall crks, small spalls under deck @ Sb.  Wet areas
cover 25% of deck.  South side has major spall at center joint requiring follow up in 6 months
(04/07)

8. Drainage  (01/10)
 (07/08)
 (04/07)

SUPERSTRUCTURE
04/07 07/08 01/10

9. Stringer
(SIA-59)

6 7 7 No section loss. Paint in good condition. (01/10)
 (07/08)
 (04/07)

10. Paint
(SIA-59A)

2 N 8 No visible deficiencies (01/10)
 (07/08)
 (04/07)

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8091 BRIDGE SAFETY INSPECTION REPORT S22-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
MYERS RD 42.4548  /  -83.0957 63163174000S220 Poor Condition(4)
Feature Length  /  Width / Spans Owner
I-75 230  /  42.4  /  4 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN HAZEL PARK 1966  /  2007  /  2007  / 2007 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  32 Multi Str Comp 11/03/2015  /  MNOB N Not Over Waterway
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11. Section
Loss

2 N 3  (01/10)
 (07/08)
 (04/07)

12. Bearings 6 N 7 No visible deficiencies. Rockers (01/10)
 (07/08)
 (04/07)

SUBSTRUCTURE
04/07 07/08 01/10

13. Abutments
(SIA-60)

7 7 7 No visible deficiencies. Sealed (01/10)
 (07/08)
 (04/07)

14. Piers
(SIA-60)

6 7 7 No visible deficiencies. Sealed (01/10)
 (07/08)
 (04/07)

15. Slope
Protection

7 N 7 No visible deficiencies (01/10)
 (07/08)
 (04/07)

16. Channel
(SIA-61)

N N N  (01/10)
 (07/08)
 (04/07)

17. Scour
Inspection

 (01/10)
 (07/08)
 (04/07)

APPROACH
04/07 07/08 01/10

18. Approach
Pavement

6 N 8 No visible deficiencies (01/10)
 (07/08)
 (04/07)

19. Approach
Shoulders
Sidewalks

7 N 8 No visible deficiencies (01/10)
 (07/08)
 (04/07)

20. Approach
Slopes

 (01/10)
 (07/08)
 (04/07)

21. Utilities  (01/10)
 (07/08)
 (04/07)

22. Drainage
Culverts

 (01/10)
 (07/08)
 (04/07)

MISCELLANEOUS
Guard Rail Other Items
Item Rating Item Rating

36A. Bridge Railings 1 71. Water Adequacy N
36B. Transitions 0 72. Approach Alignment 8
36C. Approach Guardrail 0 Temporary Support 0 No Temporary Supports

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8091 BRIDGE SAFETY INSPECTION REPORT S22-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
MYERS RD 42.4548  /  -83.0957 63163174000S220 Poor Condition(4)
Feature Length  /  Width / Spans Owner
I-75 230  /  42.4  /  4 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN HAZEL PARK 1966  /  2007  /  2007  / 2007 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  32 Multi Str Comp 11/03/2015  /  MNOB N Not Over Waterway
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36D. Approach Guardrail Ends 0 High Load Hit (M) No
Special Insp. Equipment 3
Underwater Insp. Method 0

False Decking (Timber) Removed to Complete Inspection N/A - null

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8091 BRIDGE SAFETY INSPECTION REPORT S22-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
MYERS RD 42.4548  /  -83.0957 63163174000S220 Poor Condition(4)
Feature Length  /  Width / Spans Owner
I-75 230  /  42.4  /  4 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN HAZEL PARK 1966  /  2007  /  2007  / 2007 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  32 Multi Str Comp 11/03/2015  /  MNOB N Not Over Waterway
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NBI INSPECTION MNOB
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

Greg Perkowski MDOT 24 11/03/2015

GENERAL NOTES
No RFA(s) were submitted with this inspection.
All measurements and quantities are estimated unless qualified.

ESTABLISH DIRECTIONS:  I-75 = N-S

Under Clearance Signs:  14' - 8" N.Bd. Not posted S.Bd. Traffic Signs:  1 N.Bd.  G. Perkowski  {11/03/15}

Frequency Justification Comments (required when Poor Condition and frequency is equal to 24 months)
To be filled in

DECK
12/11 11/13 11/15

1. Surface
(SIA-58A)

7 7 7 Concrete surface with a moderate amount of tight random transverse, random and map
cracking to 1/8" max throughout. (11/15)
Concrete surface with a moderate amount of tight transverse and map cracking throughout.
(11/13)
Concrete surface with a moderate amount of tight map cracking throughout. (12/11)

2. Expansion
Joints

7 7 7 Strip seal expansion joints over outside piers are filled with debris. Pourable joints over
abutments have minor adhesion loss. All joints in overall good condition and appear to be
functioning properly. (11/15)
Strip seal expansion joints over outside piers are filled with debris. Pourable joints over
abutments have minor adhesion loss. All joints in overall good condition and appear to be
functioning properly. (11/13)
Strip seal expansion joints over outside piers are filled with debris. Pourable joints over
abutments. All joints in overall good condition and appear to be functioning properly. (12/11)

3. Other
Joints

7 7 7 Construction joint over center pier in good condition. (11/15)
Construction joint over center pier in good condition. (11/13)
Joint over center pier in good condition. (12/11)

4. Railings 7 7 7 Concrete open parapet with one aluminum tube attached to top. 1" Ped fencing attached
behind parapet. Concrete recently coated and in good condition.7 (11/15)
Concrete open parapet with one aluminum tube attached to top. 1" Ped fencing attached
behind parapet. Concrete recently coated and in good condition.7 (11/13)
Concrete open parapet with one aluminum tube attached to top. Ped fencing attached behind
parapet. Concrete recently coated and in good condition. (12/11)

5. Sidewalks
or Curbs

7 7 7 Concrete sidewalk on both sides of structure. Repairs to fascia of north sidewalk.  Transverse
cracking throughout spaced at approx 5'. Fascia of south sidewalk with rust stains, cracking,
and minor spalling throughout. (11/15)
Concrete sidewalk on both sides of structure. Repairs to fascia of north sidewalk.  Transverse
cracking throughout spaced at approx 5'. Fascia of south sidewalk with rust stains, cracking,
and minor spalling throughout. (11/13)
Concrete sidewalk on both sides of structure. Repairs to fascia of north sidewalk.  Transverse
cracking throughout spaced at approx 5'. Fascia of south sidewalk with rust stains, cracking,
and minor spalling throughout. (12/11)

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8091 BRIDGE SAFETY INSPECTION REPORT S22-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
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6. Deck
Bottom
Surface
(SIA-58B)

4 4 4 Rating based on false decking being over all travel lanes. Tail spans visible. Heavy map
cracking in tasil spans, incipient spalls at joint over Span 1W. (11/15)
Rating based on false decking being over all travel lanes. Tail spans visible. Heavy map
cracking in tasil spans, incipient spalls at joint over Span 1W. (11/13)
Deck bottom with false decking over all travel lanes. Heavy map cracking in visible locations.
(12/11)

7. Deck
(SIA-58)

4 4 4 Surf: Concrete surface with a moderate amount of tight random transverse, random and map
cracking to 1/8" max throughout. Bottom: Deck bottom with false decking over all travel lanes.
Heavy map cracking in visible locations, incipient spalls at joint over Span 1W. Fas: South
deck fascia with spall over center joint. (11/15)
Surf: Concrete surface with a moderate amount of tight transverse and map cracking
throughout. Bottom: Deck bottom with false decking over all travel lanes. Heavy map cracking
in visible locations, incipient spalls at joint over Span 1W. Fas: South deck fascia with spall
over center joint. (11/13)
Concrete surface with a moderate amount of tight map cracking throughout. Deck bottom with
false decking over all travel lanes. Heavy map cracking in visible locations. South deck fascia
with minor spall over center joint. (12/11)

8. Drainage Off structure. (11/15)
Off structure. (11/13)
Off structure. (12/11)

SUPERSTRUCTURE
12/11 11/13 11/15

9. Stringer
(SIA-59)

7 7 7 (6) rolled beams. E' cover plates. (3) Bolted beam end repairs. Paint:  07/08-4. Grey.
Recently coated with minor wear and weathering. Overall good condition.  LOSS:  Previous
pitting stopped with paint. Brgs:  Rockers on outside piers with minor coating failures. Appear
to be functioning properly. (11/15)
E' cover plates. Bolted beam end repairs. Paint in good condition with no visible section loss.
(11/13)
Paint in good condition with no visible section loss. (12/11)

10. Paint
(SIA-59A)

8 8 8 07/08-4. Recently coated with minor wear and weathering. Overall good condition. (11/15)
07/08-4. Recently coated with minor wear and weathering. Overall good condition. (11/13)
07/08-4. Recently coated with minor wear and weathering. Overall good condition. (12/11)

11. Section
Loss

3 3 3 Previous pitting stopped with paint. (11/15)
No visible section loss. Previous pitting stopped with paint. (11/13)
No visible section loss. (12/11)

12. Bearings 7 7 7 Rockers on outside piers with minor coating failures. Appear to be functioning properly.
(11/15)
Rockers on outside piers with minor coating failures. Appear to be functioning properly.
(11/13)
Rockers on outside piers with minor coating failures. Appear to be functioning properly.
(12/11)

SUBSTRUCTURE
12/11 11/13 11/15

13. Abutments
(SIA-60)

7 7 7 Sealed with minor vertical cracking and rust stains. (11/15)
Recently sealed with minor vertical cracking. (11/13)
Recently sealed with minor vertical cracking. (12/11)

14. Piers
(SIA-60)

7 7 8 Sealed. Minor rust stains. (11/15)
Recently sealed. Minor rust stains. (11/13)
Recently sealed. Minor rust stains. (12/11)

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8091 BRIDGE SAFETY INSPECTION REPORT S22-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
MYERS RD 42.4548  /  -83.0957 63163174000S220 Poor Condition(4)
Feature Length  /  Width / Spans Owner
I-75 230  /  42.4  /  4 Region: Metro(7)
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15. Slope
Protection

7 7 7 Brick slope protection with minor cracks and vegetation throughout. Four blocks gone in NE
quad. (11/15)
Brick slope protection with minor cracks and vegetation throughout. Minor heaving in NE
quad. (11/13)
Brick slope protection with minor cracks and vegetation throughout. Minor heaving in NE
quad. (12/11)

16. Channel
(SIA-61)

N N N N/A. (11/15)
N/A. (11/13)
N/A. (12/11)

17. Scour
Inspection

N N/A (11/15)
 (11/13)
 (12/11)

APPROACH
12/11 11/13 11/15

18. Approach
Pavement

8 8 8 Concrete approaches in good condition with minor wear and cracking. (11/15)
Concrete approaches in good condition with minor wear and cracking. (11/13)
Concrete approaches in good condition with minor wear. (12/11)

19. Approach
Shoulders
Sidewalks

8 8 8 Concrete sidewalk approaches in good condition with minor wear and cracking. (11/15)
Concrete sidewalk approaches in good condition with minor wear and cracking. (11/13)
Concrete sidewalk approaches in good condition with minor wear. (12/11)

20. Approach
Slopes

Grass. (11/15)
Grass. (11/13)
Grass. (12/11)

21. Utilities Utility in bay 1S. Overhead lighting. (11/15)
Utility in bay 1S. Overhead lighting. (11/13)
Utility in bay 1S. Overhead lighting. (12/11)

22. Drainage
Culverts

None visible. (11/15)
None visible. (11/13)
None visible. (12/11)

MISCELLANEOUS
Guard Rail Other Items
Item Rating Item Rating

36A. Bridge Railings 1 71. Water Adequacy N
36B. Transitions N 72. Approach Alignment 8
36C. Approach Guardrail N Temporary Support 0 No Temporary Supports
36D. Approach Guardrail Ends N High Load Hit (M) No

Special Insp. Equipment 3
Underwater Insp. Method 0

False Decking (Timber) Removed to Complete Inspection N/A - No False Decking

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8091 BRIDGE SAFETY INSPECTION REPORT S22-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
MYERS RD 42.4548  /  -83.0957 63163174000S220 Poor Condition(4)
Feature Length  /  Width / Spans Owner
I-75 230  /  42.4  /  4 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN HAZEL PARK 1966  /  2007  /  2007  / 2007 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  32 Multi Str Comp 11/03/2015  /  MNOB N Not Over Waterway
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NBI INSPECTION UQHS
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

9 04/01/1996

GENERAL NOTES

DECK
04/96

1. Surface
(SIA-58A)

 (04/96)
 ()
 ()

2. Expansion
Joints

 (04/96)
 ()
 ()

3. Other
Joints

 (04/96)
 ()
 ()

4. Railings  (04/96)
 ()
 ()

5. Sidewalks
or Curbs

 (04/96)
 ()
 ()

6. Deck
Bottom
Surface
(SIA-58B)

 (04/96)
 ()
 ()

7. Deck
(SIA-58)

6  (04/96)
 ()
 ()

8. Drainage  (04/96)
 ()
 ()

SUPERSTRUCTURE
04/96

9. Stringer
(SIA-59)

4  (04/96)
 ()
 ()

10. Paint
(SIA-59A)

 (04/96)
 ()
 ()

11. Section
Loss

 (04/96)
 ()
 ()

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8092 BRIDGE SAFETY INSPECTION REPORT S23-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
JOHN R SB TURN RAM 42.4598  /  -83.1048 63163174000S230 Fair Condition(6)
Feature Length  /  Width / Spans Owner
I-75 219  /  23.4  /  4 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN HAZEL PARK 1966  /  2007  /  2007  / 2007 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  32 Multi Str Comp 07/13/2017  /  IQ0Q N Not Over Waterway

Form P2502 Printed on 09/11/2017 Page 1 of 3



12. Bearings  (04/96)
 ()
 ()

SUBSTRUCTURE
04/96

13. Abutments
(SIA-60)

 (04/96)
 ()
 ()

14. Piers
(SIA-60)

 (04/96)
 ()
 ()

15. Slope
Protection

 (04/96)
 ()
 ()

16. Channel
(SIA-61)

N  (04/96)
 ()
 ()

17. Scour
Inspection

 (04/96)
 ()
 ()

APPROACH
04/96

18. Approach
Pavement

 (04/96)
 ()
 ()

19. Approach
Shoulders
Sidewalks

 (04/96)
 ()
 ()

20. Approach
Slopes

 (04/96)
 ()
 ()

21. Utilities  (04/96)
 ()
 ()

22. Drainage
Culverts

 (04/96)
 ()
 ()

MISCELLANEOUS
Guard Rail Other Items
Item Rating Item Rating

36A. Bridge Railings 1 71. Water Adequacy N
36B. Transitions 72. Approach Alignment 8
36C. Approach Guardrail 0 Temporary Support 0 No Temporary Supports
36D. Approach Guardrail Ends 0 High Load Hit (M) No

Special Insp. Equipment
Underwater Insp. Method

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8092 BRIDGE SAFETY INSPECTION REPORT S23-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
JOHN R SB TURN RAM 42.4598  /  -83.1048 63163174000S230 Fair Condition(6)
Feature Length  /  Width / Spans Owner
I-75 219  /  23.4  /  4 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN HAZEL PARK 1966  /  2007  /  2007  / 2007 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  32 Multi Str Comp 07/13/2017  /  IQ0Q N Not Over Waterway
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False Decking (Timber) Removed to Complete Inspection N/A - null

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8092 BRIDGE SAFETY INSPECTION REPORT S23-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
JOHN R SB TURN RAM 42.4598  /  -83.1048 63163174000S230 Fair Condition(6)
Feature Length  /  Width / Spans Owner
I-75 219  /  23.4  /  4 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN HAZEL PARK 1966  /  2007  /  2007  / 2007 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  32 Multi Str Comp 07/13/2017  /  IQ0Q N Not Over Waterway
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NBI INSPECTION DONT
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

9 09/01/1998

GENERAL NOTES

DECK
04/96 08/97 09/98

1. Surface
(SIA-58A)

6 6  (09/98)
 (08/97)
 (04/96)

2. Expansion
Joints

 (09/98)
 (08/97)
 (04/96)

3. Other
Joints

 (09/98)
 (08/97)
 (04/96)

4. Railings  (09/98)
 (08/97)
 (04/96)

5. Sidewalks
or Curbs

 (09/98)
 (08/97)
 (04/96)

6. Deck
Bottom
Surface
(SIA-58B)

 (09/98)
 (08/97)
 (04/96)

7. Deck
(SIA-58)

6 5 5  (09/98)
 (08/97)
 (04/96)

8. Drainage  (09/98)
 (08/97)
 (04/96)

SUPERSTRUCTURE
04/96 08/97 09/98

9. Stringer
(SIA-59)

4 4 4  (09/98)
 (08/97)
 (04/96)

10. Paint
(SIA-59A)

0 1  (09/98)
 (08/97)
 (04/96)

11. Section
Loss

 (09/98)
 (08/97)
 (04/96)

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8092 BRIDGE SAFETY INSPECTION REPORT S23-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
JOHN R SB TURN RAM 42.4598  /  -83.1048 63163174000S230 Fair Condition(6)
Feature Length  /  Width / Spans Owner
I-75 219  /  23.4  /  4 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN HAZEL PARK 1966  /  2007  /  2007  / 2007 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
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12. Bearings  (09/98)
 (08/97)
 (04/96)

SUBSTRUCTURE
04/96 08/97 09/98

13. Abutments
(SIA-60)

5 5  (09/98)
 (08/97)
 (04/96)

14. Piers
(SIA-60)

 (09/98)
 (08/97)
 (04/96)

15. Slope
Protection

 (09/98)
 (08/97)
 (04/96)

16. Channel
(SIA-61)

N N N  (09/98)
 (08/97)
 (04/96)

17. Scour
Inspection

 (09/98)
 (08/97)
 (04/96)

APPROACH
04/96 08/97 09/98

18. Approach
Pavement

 (09/98)
 (08/97)
 (04/96)

19. Approach
Shoulders
Sidewalks

 (09/98)
 (08/97)
 (04/96)

20. Approach
Slopes

 (09/98)
 (08/97)
 (04/96)

21. Utilities  (09/98)
 (08/97)
 (04/96)

22. Drainage
Culverts

 (09/98)
 (08/97)
 (04/96)

MISCELLANEOUS
Guard Rail Other Items
Item Rating Item Rating

36A. Bridge Railings 0 71. Water Adequacy N
36B. Transitions 0 72. Approach Alignment 8
36C. Approach Guardrail 0 Temporary Support 0 No Temporary Supports
36D. Approach Guardrail Ends 1 High Load Hit (M) No

Special Insp. Equipment
Underwater Insp. Method

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8092 BRIDGE SAFETY INSPECTION REPORT S23-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
JOHN R SB TURN RAM 42.4598  /  -83.1048 63163174000S230 Fair Condition(6)
Feature Length  /  Width / Spans Owner
I-75 219  /  23.4  /  4 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN HAZEL PARK 1966  /  2007  /  2007  / 2007 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  32 Multi Str Comp 07/13/2017  /  IQ0Q N Not Over Waterway

Form P2502 Printed on 09/11/2017 Page 2 of 3



False Decking (Timber) Removed to Complete Inspection N/A - null

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8092 BRIDGE SAFETY INSPECTION REPORT S23-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
JOHN R SB TURN RAM 42.4598  /  -83.1048 63163174000S230 Fair Condition(6)
Feature Length  /  Width / Spans Owner
I-75 219  /  23.4  /  4 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN HAZEL PARK 1966  /  2007  /  2007  / 2007 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  32 Multi Str Comp 07/13/2017  /  IQ0Q N Not Over Waterway
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NBI INSPECTION GVWM
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

J. Jackson NTH 9 07/12/1999

GENERAL NOTES

DECK
09/98 09/98 07/99

1. Surface
(SIA-58A)

6 6 Numerous cracks, 5 sm small spalls and bit patch. Ped screen installed (07/99)
 (09/98)
 (09/98)

2. Expansion
Joints

3 Leaking heavily over W pier. C-jt bit patched, spalled & debris filled. (07/99)
 (09/98)
 (09/98)

3. Other
Joints

3 Leaking, minor spalls and bit patched at ref lines, some filler material missing and debris
filled. (07/99)
 (09/98)
 (09/98)

4. Railings 6 Concrete parapet w/1-tube aluminum rail. Few cracks and small spalls.  7 m of alum rail
missing SW quad. Posts w/rust stains. (07/99)
 (09/98)
 (09/98)

5. Sidewalks
or Curbs

 (07/99)
 (09/98)
 (09/98)

6. Deck
Bottom
Surface
(SIA-58B)

 (07/99)
 (09/98)
 (09/98)

7. Deck
(SIA-58)

5 5 5 N&S fascias have 1sm STS under jt 2-E&W.Spall under W jt & few trans cracks. S fascia
spall at E jt. Minor spall & leaching Bay 1N W end & Bay 1S E end. Map cracking & leaching
bays 1-2S (tailspan). E backwall leaching at bay 2S (07/99)
 (09/98)
 (09/98)

8. Drainage  (07/99)
 (09/98)
 (09/98)

SUPERSTRUCTURE
09/98 09/98 07/99

9. Stringer
(SIA-59)

4 4 4 Rust on top flange under jts 2-E&W. Flaking rust on fascia beams. Heavy leafing N&S fascias
@ jt 2W. Section loss under jts & heavier @ outside fascias. (07/99)
 (09/98)
 (09/98)

10. Paint
(SIA-59A)

1 1 35% overall rust, heavier under jts w/ flaking rust. (07/99)
 (09/98)
 (09/98)

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8092 BRIDGE SAFETY INSPECTION REPORT S23-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
JOHN R SB TURN RAM 42.4598  /  -83.1048 63163174000S230 Fair Condition(6)
Feature Length  /  Width / Spans Owner
I-75 219  /  23.4  /  4 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN HAZEL PARK 1966  /  2007  /  2007  / 2007 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
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11. Section
Loss

2 Rusty beam ends w/ section loss at jts. (07/99)
 (09/98)
 (09/98)

12. Bearings 5 Bolsters and steel plates, heavy rust under jts 1 & 2-E&W (07/99)
 (09/98)
 (09/98)

SUBSTRUCTURE
09/98 09/98 07/99

13. Abutments
(SIA-60)

5 6 Vert cracks with efflorescence, minor rust stains. (07/99)
 (09/98)
 (09/98)

14. Piers
(SIA-60)

5 E-pier has many repaired areas, crack in middle of C-pier which extends from N end to S end
(07/99)
 (09/98)
 (09/98)

15. Slope
Protection

 (07/99)
 (09/98)
 (09/98)

16. Channel
(SIA-61)

N N N  (07/99)
 (09/98)
 (09/98)

17. Scour
Inspection

 (07/99)
 (09/98)
 (09/98)

APPROACH
09/98 09/98 07/99

18. Approach
Pavement

6 W approach cracked, few small spalls E approach. (07/99)
 (09/98)
 (09/98)

19. Approach
Shoulders
Sidewalks

 (07/99)
 (09/98)
 (09/98)

20. Approach
Slopes

 (07/99)
 (09/98)
 (09/98)

21. Utilities  (07/99)
 (09/98)
 (09/98)

22. Drainage
Culverts

 (07/99)
 (09/98)
 (09/98)

MISCELLANEOUS
Guard Rail Other Items
Item Rating Item Rating

36A. Bridge Railings 1 71. Water Adequacy N
36B. Transitions 0 72. Approach Alignment 8

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8092 BRIDGE SAFETY INSPECTION REPORT S23-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
JOHN R SB TURN RAM 42.4598  /  -83.1048 63163174000S230 Fair Condition(6)
Feature Length  /  Width / Spans Owner
I-75 219  /  23.4  /  4 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN HAZEL PARK 1966  /  2007  /  2007  / 2007 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  32 Multi Str Comp 07/13/2017  /  IQ0Q N Not Over Waterway
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36C. Approach Guardrail 0 Temporary Support 0 No Temporary Supports
36D. Approach Guardrail Ends 1 High Load Hit (M) No

Special Insp. Equipment
Underwater Insp. Method 0

False Decking (Timber) Removed to Complete Inspection N/A - null

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8092 BRIDGE SAFETY INSPECTION REPORT S23-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
JOHN R SB TURN RAM 42.4598  /  -83.1048 63163174000S230 Fair Condition(6)
Feature Length  /  Width / Spans Owner
I-75 219  /  23.4  /  4 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN HAZEL PARK 1966  /  2007  /  2007  / 2007 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  32 Multi Str Comp 07/13/2017  /  IQ0Q N Not Over Waterway
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NBI INSPECTION UUFA
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

S. Galindo MDOT 9 05/07/2002

GENERAL NOTES

DECK
10/00 01/02 05/02

1. Surface
(SIA-58A)

5 5 5 Numerous cracks, 50 syds small spalls w/ bit patch. Ped screen installed.  Scattered spalls.
(05/02)
Numerous cracks, 50 syds small spalls w/ bit patch. Ped screen installed.  Scattered spalls.
(01/02)
Numerous cracks, 30 syds small spalls w/ bit patch. Ped screen installed.  Scattered spalls.
(10/00)

2. Expansion
Joints

3 3 3 Leaking heavily over W pier. C-jt bit patched. (05/02)
Leaking heavily over W pier. C-jt bit patched. (01/02)
Leaking heavily over W pier. C-jt bit patched, spalled & debris filled. (10/00)

3. Other
Joints

3 3 3 Leaking, heavy spalls and bit patched at ref lines, some filler material missing and debris
filled. (05/02)
Leaking, heavy spalls and bit patched at ref lines, some filler material missing and debris
filled. (01/02)
Leaking, heavy spalls and bit patched at ref lines, some filler material missing and debris
filled. (10/00)

4. Railings 6 6 6 Concrete parapet w/1-tube aluminum rail. Few cracks and small spalls.  50' of alum rail
missing SW quad. Posts w/rust stains. (05/02)
Concrete parapet w/1-tube aluminum rail. Few cracks and small spalls.  50' of alum rail
missing SW quad. Posts w/rust stains. (01/02)
Concrete parapet w/1-tube aluminum rail. Few cracks and small spalls.  7 m of alum rail
missing SW quad. Posts w/rust stains. (10/00)

5. Sidewalks
or Curbs

6 6 Vert cracks w/ spalling at jts. (05/02)
Vert cracks w/ spalling at jts. (01/02)
 (10/00)

6. Deck
Bottom
Surface
(SIA-58B)

 (05/02)
 (01/02)
 (10/00)

7. Deck
(SIA-58)

5 5 5 N&S fascias have 1syd STS under jt 2-E&W.  Spall under W jt & few trans cracks. S fascia
spall at E jt. Minor spall & leaching Bay 1N, W end & Bay 1S, E end. Map cracking & leaching
bays 1-2S (tailspan).  Cracks w/ delam in backwall. (05/02)
N&S fascias have 1syd STS under jt 2-E&W.  Spall under W jt & few trans cracks. S fascia
spall at E jt. Minor spall & leaching Bay 1N, W end & Bay 1S, E end. Map cracking & leaching
bays 1-2S (tailspan).  Cracks w/ delam in backwall. (01/02)
N&S fascias have 1sm STS under jt 2-E&W.Spall under W jt & few trans cracks. S fascia
spall at E jt. Minor spall & leaching Bay 1N W end & Bay 1S E end. Map cracking & leaching
bays 1-2S (tailspan). E backwall leaching at bay 2S (10/00)

8. Drainage Catch basins in W quads. (05/02)
Catch basins in W quads. (01/02)
 (10/00)

SUPERSTRUCTURE
10/00 01/02 05/02

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8092 BRIDGE SAFETY INSPECTION REPORT S23-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
JOHN R SB TURN RAM 42.4598  /  -83.1048 63163174000S230 Fair Condition(6)
Feature Length  /  Width / Spans Owner
I-75 219  /  23.4  /  4 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN HAZEL PARK 1966  /  2007  /  2007  / 2007 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
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9. Stringer
(SIA-59)

4 4 4 Rust on top flange under jts 2-E&W. Flaking rust on fascia beams. Heavy leafing N&S fascias
@ jt 2W. Section loss under jts & heavier @ outside fascias. (05/02)
Rust on top flange under jts 2-E&W. Flaking rust on fascia beams. Heavy leafing N&S fascias
@ jt 2W. Section loss under jts & heavier @ outside fascias. (01/02)
Rust on top flange under jts 2-E&W. Flaking rust on fascia beams. Heavy leafing N&S fascias
@ jt 2W. Section loss under jts & heavier @ outside fascias. (10/00)

10. Paint
(SIA-59A)

1 1 1 35% overall rust, heavier under jts w/ flaking rust. (05/02)
35% overall rust, heavier under jts w/ flaking rust. (01/02)
35% overall rust, heavier under jts w/ flaking rust. (10/00)

11. Section
Loss

2 1 1 Rusty beam ends w/ section loss at jts.  > 10% section loss at bm ends. (05/02)
Rusty beam ends w/ section loss at jts.  > 10% section loss at bm ends. (01/02)
Rusty beam ends w/ section loss at jts. (10/00)

12. Bearings 4 4 4 Bolsters and steel plates, heavy rust under jts 1 & 2-E&W. Lowered due to shear crack at W
pier. (05/02)
Bolsters and steel plates, heavy rust under jts 1 & 2-E&W. (01/02)
Bolsters and steel plates, heavy rust under jts 1 & 2-E&W (10/00)

SUBSTRUCTURE
10/00 01/02 05/02

13. Abutments
(SIA-60)

6 6 6 Vert cracks with efflorescence, minor rust stains. Area of delam. (05/02)
Vert cracks with efflorescence, minor rust stains. (01/02)
Vert cracks with efflorescence, minor rust stains. (10/00)

14. Piers
(SIA-60)

5 3 3 E-pier has many repaired areas, crack in middle of E pier which extends from N end to S end.
Heavy leaching on pier cap 1W & col 2N.  Shear crack under bm 1S, pier 1W, span 1W.
(05/02)
E-pier has many repaired areas, crack in middle of E pier which extends from N end to S end.
Heavy leaching on pier cap 1W & col 2N.  Shear crack under bm 1S, pier 1W, span 1W.
(01/02)
E-pier has many repaired areas, crack in middle of E pier which extends from N end to S end.
Crk on middle of W pier cap col 1N pier  W horiz crk.  Heavy leaching on pier cap 1W & col
2N (10/00)

15. Slope
Protection

6 6 Minor settlement at bottom of slope paving. Holes and heaving at top of E side. (05/02)
 (01/02)
 (10/00)

16. Channel
(SIA-61)

N N N  (05/02)
 (01/02)
 (10/00)

17. Scour
Inspection

 (05/02)
 (01/02)
 (10/00)

APPROACH
10/00 01/02 05/02

18. Approach
Pavement

6 6 6 W approach cracked, few small spalls E approach.  Wide cracks w/ a little bit patch. (05/02)
W approach cracked, few small spalls E approach.  Wide cracks w/ a little bit patch. (01/02)
W approach cracked, few small spalls E approach. (10/00)

19. Approach
Shoulders
Sidewalks

 (05/02)
 (01/02)
 (10/00)

20. Approach
Slopes

 (05/02)
 (01/02)
 (10/00)

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8092 BRIDGE SAFETY INSPECTION REPORT S23-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
JOHN R SB TURN RAM 42.4598  /  -83.1048 63163174000S230 Fair Condition(6)
Feature Length  /  Width / Spans Owner
I-75 219  /  23.4  /  4 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN HAZEL PARK 1966  /  2007  /  2007  / 2007 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  32 Multi Str Comp 07/13/2017  /  IQ0Q N Not Over Waterway
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21. Utilities Utilities on outside of N and S rails. (05/02)
 (01/02)
 (10/00)

22. Drainage
Culverts

 (05/02)
 (01/02)
 (10/00)

MISCELLANEOUS
Guard Rail Other Items
Item Rating Item Rating

36A. Bridge Railings 1 71. Water Adequacy N
36B. Transitions 0 72. Approach Alignment 8
36C. Approach Guardrail 0 Temporary Support 0 No Temporary Supports
36D. Approach Guardrail Ends 1 High Load Hit (M) No

Special Insp. Equipment
Underwater Insp. Method 0

False Decking (Timber) Removed to Complete Inspection N/A - null

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8092 BRIDGE SAFETY INSPECTION REPORT S23-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
JOHN R SB TURN RAM 42.4598  /  -83.1048 63163174000S230 Fair Condition(6)
Feature Length  /  Width / Spans Owner
I-75 219  /  23.4  /  4 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN HAZEL PARK 1966  /  2007  /  2007  / 2007 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  32 Multi Str Comp 07/13/2017  /  IQ0Q N Not Over Waterway
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NBI INSPECTION YFTV
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

P. Dlugopolski MDOT 9 03/13/2004

GENERAL NOTES
-1

DECK
02/03 06/03 03/04

1. Surface
(SIA-58A)

5 5 5 Numerous cracks, 50 syds small spalls w/ bit patch. Ped screen installed.  Scattered spalls.
A few spalls to steel.  Areas of delamination. (03/04)
Numerous cracks, 50 syds small spalls w/ bit patch. Ped screen installed.  Scattered spalls.
A few spalls to steel.  Areas of delamination. (06/03)
Numerous cracks, 50 syds small spalls w/ bit patch. Ped screen installed.  Scattered spalls.
(02/03)

2. Expansion
Joints

3 3 3 Leaking heavily over piers.  Center joint is bit patched. (03/04)
Leaking heavily over piers.  Center joint is bit patched. (06/03)
Leaking heavily over piers.  Center joint is bit patched. (02/03)

3. Other
Joints

3 3 3 Leaking, heavy spalls and bit patched at ref lines, some filler material missing and debris
filled. (03/04)
Leaking, heavy spalls and bit patched at ref lines, some filler material missing and debris
filled. (06/03)
Leaking, heavy spalls and bit patched at ref lines, some filler material missing and debris
filled. (02/03)

4. Railings 6 6 6 Concrete parapet w/1-tube aluminum rail. Few cracks and small spalls.  50' of alum rail
missing SW quad. Posts w/rust stains.  (Snow covered in 2003)  Rail is broken in SW quad.
Vert cracks to brush block. (03/04)
Concrete parapet w/1-tube aluminum rail. Few cracks and small spalls.  50' of alum rail
missing SW quad. Posts w/rust stains.  (Snow covered in 2003)  Rail is broken in SW quad.
Vert cracks to brush block. (06/03)
Concrete parapet w/1-tube aluminum rail. Few cracks and small spalls.  50' of alum rail
missing SW quad. Posts w/rust stains.  Snow covered in 2003) (02/03)

5. Sidewalks
or Curbs

N N N -1 (03/04)
 (06/03)
 (02/03)

6. Deck
Bottom
Surface
(SIA-58B)

 (03/04)
 (06/03)
 (02/03)

7. Deck
(SIA-58)

5 5 5 N&S fascias have 1syd STS under jt 2-E&W.  Spall under W jt & few trans cracks. S fascia
spall at E jt. Minor spall & leaching Bay 1N, W end & Bay 1S, E end. Map cracking & leaching
bays 1-2S (tailspan).  Cracks w/ delam in backwall. (03/04)
N&S fascias have 1syd STS under jt 2-E&W.  Spall under W jt & few trans cracks. S fascia
spall at E jt. Minor spall & leaching Bay 1N, W end & Bay 1S, E end. Map cracking & leaching
bays 1-2S (tailspan).  Cracks w/ delam in backwall. (06/03)
N&S fascias have 1syd STS under jt 2-E&W.  Spall under W jt & few trans cracks. S fascia
spall at E jt. Minor spall & leaching Bay 1N, W end & Bay 1S, E end. Map cracking & leaching
bays 1-2S (tailspan).  Cracks w/ delam in backwall. (02/03)

8. Drainage Catch basins in W quads. (03/04)
Catch basins in W quads. (06/03)
Catch basins in W quads. (02/03)

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8092 BRIDGE SAFETY INSPECTION REPORT S23-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
JOHN R SB TURN RAM 42.4598  /  -83.1048 63163174000S230 Fair Condition(6)
Feature Length  /  Width / Spans Owner
I-75 219  /  23.4  /  4 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN HAZEL PARK 1966  /  2007  /  2007  / 2007 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  32 Multi Str Comp 07/13/2017  /  IQ0Q N Not Over Waterway
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SUPERSTRUCTURE
02/03 06/03 03/04

9. Stringer
(SIA-59)

4 3 3 Rust on top flange under jts 2-E&W. Flaking rust on fascia beams. Heavy leafing N&S fascias
@ jt 2W. Section loss under jts & heavier @ outside fascias.  Holes found in two beam ends.
(03/04)
Rust on top flange under jts 2-E&W. Flaking rust on fascia beams. Heavy leafing N&S fascias
@ jt 2W. Section loss under jts & heavier @ outside fascias.  Holes found in two beam ends.
(06/03)
Rust on top flange under jts 2-E&W. Flaking rust on fascia beams. Heavy leafing N&S fascias
@ jt 2W. Section loss under jts & heavier @ outside fascias. (02/03)

10. Paint
(SIA-59A)

2 3 3 35% overall rust, heavier under jts w/ flaking rust. (03/04)
35% overall rust, heavier under jts w/ flaking rust. (06/03)
35% overall rust, heavier under jts w/ flaking rust. (02/03)

11. Section
Loss

1 0 0 Rusty beam ends w/ section loss at jts.  > 10% section loss at bm ends.  Holes found in two
beam ends. (03/04)
Rusty beam ends w/ section loss at jts.  > 10% section loss at bm ends.  Holes found in two
beam ends. (06/03)
Rusty beam ends w/ section loss at jts.  > 10% section loss at bm ends. (02/03)

12. Bearings 5 4 4 Bolsters and steel plates, heavy rust under jts 1 & 2-E&W.  Lowered due to shear crack.
(03/04)
Bolsters and steel plates, heavy rust under jts 1 & 2-E&W.  Lowered due to shear crack.
(06/03)
Bolsters and steel plates, heavy rust under jts 1 & 2-E&W. (02/03)

SUBSTRUCTURE
02/03 06/03 03/04

13. Abutments
(SIA-60)

6 6 6 Vert cracks with efflorescence, minor rust stains. Area of delam. (03/04)
Vert cracks with efflorescence, minor rust stains. Area of delam. (06/03)
Vert cracks with efflorescence, minor rust stains. Area of delam. (02/03)

14. Piers
(SIA-60)

3 3 3 E-pier has many repaired areas, crack in middle of E pier which extends from N end to S end.
W pier has shear crack under beam 1S span 1W. (03/04)
E-pier has many repaired areas, crack in middle of E pier which extends from N end to S end.
W pier has shear crack under beam 1S span 1W. (06/03)
E-pier has many repaired areas, crack in middle of E pier which extends from N end to S end.
Heavy leaching on pier cap 1W & col 2N.  Shear crack under bm 1N, pier 1W, span 1W & Bm
1S, Pier 3W, Span 4W.  Both are temp supported. (02/03)

15. Slope
Protection

6 6 6 Minor settlement at bottom of slope paving. Holes and heaving at top of E side. (03/04)
Minor settlement at bottom of slope paving. Holes and heaving at top of E side. (06/03)
Minor settlement at bottom of slope paving. Holes and heaving at top of E side.  Holes in
slope protection for temp supports. (02/03)

16. Channel
(SIA-61)

N N N -1 (03/04)
 (06/03)
 (02/03)

17. Scour
Inspection

-1 (03/04)
 (06/03)
 (02/03)

APPROACH
02/03 06/03 03/04

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8092 BRIDGE SAFETY INSPECTION REPORT S23-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
JOHN R SB TURN RAM 42.4598  /  -83.1048 63163174000S230 Fair Condition(6)
Feature Length  /  Width / Spans Owner
I-75 219  /  23.4  /  4 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN HAZEL PARK 1966  /  2007  /  2007  / 2007 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  32 Multi Str Comp 07/13/2017  /  IQ0Q N Not Over Waterway
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18. Approach
Pavement

6 5 5 W approach cracked, few small spalls E approach.  Wide cracks w/ a little bit patch.  Minor
settlement of approaches. (03/04)
W approach cracked, few small spalls E approach.  Wide cracks w/ a little bit patch.  Minor
settlement of approaches. (06/03)
W approach cracked, few small spalls E approach.  Wide cracks w/ a little bit patch. (02/03)

19. Approach
Shoulders
Sidewalks

-1 (03/04)
 (06/03)
 (02/03)

20. Approach
Slopes

-1 (03/04)
 (06/03)
 (02/03)

21. Utilities -1 (03/04)
 (06/03)
Utilities on outside of N and S rails. (02/03)

22. Drainage
Culverts

-1 (03/04)
 (06/03)
 (02/03)

MISCELLANEOUS
Guard Rail Other Items
Item Rating Item Rating

36A. Bridge Railings 1 71. Water Adequacy N
36B. Transitions 0 72. Approach Alignment 8
36C. Approach Guardrail 0 Temporary Support 0 No Temporary Supports
36D. Approach Guardrail Ends 1 High Load Hit (M) No

Special Insp. Equipment
Underwater Insp. Method 0

False Decking (Timber) Removed to Complete Inspection N/A - null

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8092 BRIDGE SAFETY INSPECTION REPORT S23-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
JOHN R SB TURN RAM 42.4598  /  -83.1048 63163174000S230 Fair Condition(6)
Feature Length  /  Width / Spans Owner
I-75 219  /  23.4  /  4 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN HAZEL PARK 1966  /  2007  /  2007  / 2007 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  32 Multi Str Comp 07/13/2017  /  IQ0Q N Not Over Waterway
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NBI INSPECTION BIWY
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

DLUGOPOLSKIP MDOT INSPECTOR 9 06/29/2006

GENERAL NOTES
-1

DECK
12/04 09/05 06/06

1. Surface
(SIA-58A)

5 5 5 Numerous cracks, 50 syds small spalls w/ bit patch. Ped screen installed.  Scattered spalls.
A few spalls to steel.  Areas of delamination. (06/06)
Numerous cracks, 50 syds small spalls w/ bit patch. Ped screen installed.  Scattered spalls.
A few spalls to steel.  Areas of delamination. (09/05)
Numerous cracks, 50 syds small spalls w/ bit patch. Ped screen installed.  Scattered spalls.
A few spalls to steel.  Areas of delamination. (12/04)

2. Expansion
Joints

3 3 3 Leaking heavily over piers.  Center joint is bit patched. (06/06)
Leaking heavily over piers.  Center joint is bit patched. (09/05)
Leaking heavily over piers.  Center joint is bit patched. (12/04)

3. Other
Joints

3 3 3 Leaking, heavy spalls and bit patched at ref lines, some filler material missing and debris
filled. (06/06)
Leaking, heavy spalls and bit patched at ref lines, some filler material missing and debris
filled. (09/05)
Leaking, heavy spalls and bit patched at ref lines, some filler material missing and debris
filled. (12/04)

4. Railings 6 6 6 Concrete parapet w/1-tube aluminum rail. Few cracks and small spalls.  50' of alum rail
missing SW quad. Posts w/rust stains.  Rail is broken in SW quad.  Vert cracks to brush
block. (06/06)
Concrete parapet w/1-tube aluminum rail. Few cracks and small spalls.  50' of alum rail
missing SW quad. Posts w/rust stains.  Rail is broken in SW quad.  Vert cracks to brush
block. (09/05)
Concrete parapet w/1-tube aluminum rail. Few cracks and small spalls.  50' of alum rail
missing SW quad. Posts w/rust stains.  Rail is broken in SW quad.  Vert cracks to brush
block. (12/04)

5. Sidewalks
or Curbs

N N N  (06/06)
 (09/05)
 (12/04)

6. Deck
Bottom
Surface
(SIA-58B)

 (06/06)
 (09/05)
 (12/04)

7. Deck
(SIA-58)

5 5 5 N&S fascias have 1syd STS under jt 2-E&W.  Spall under W jt & few trans cracks. S fascia
spall at E jt. Minor spall & leaching Bay 1N, W end & Bay 1S, E end. Map cracking & leaching
bays 1-2S (tailspan).  Cracks w/ delam in backwall. (06/06)
N&S fascias have 1syd STS under jt 2-E&W.  Spall under W jt & few trans cracks. S fascia
spall at E jt. Minor spall & leaching Bay 1N, W end & Bay 1S, E end. Map cracking & leaching
bays 1-2S (tailspan).  Cracks w/ delam in backwall. (09/05)
N&S fascias have 1syd STS under jt 2-E&W.  Spall under W jt & few trans cracks. S fascia
spall at E jt. Minor spall & leaching Bay 1N, W end & Bay 1S, E end. Map cracking & leaching
bays 1-2S (tailspan).  Cracks w/ delam in backwall. (12/04)

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8092 BRIDGE SAFETY INSPECTION REPORT S23-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
JOHN R SB TURN RAM 42.4598  /  -83.1048 63163174000S230 Fair Condition(6)
Feature Length  /  Width / Spans Owner
I-75 219  /  23.4  /  4 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN HAZEL PARK 1966  /  2007  /  2007  / 2007 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
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8. Drainage Catch basins in W quads. (06/06)
Catch basins in W quads. (09/05)
Catch basins in W quads. (12/04)

SUPERSTRUCTURE
12/04 09/05 06/06

9. Stringer
(SIA-59)

3 3 3 Rust on top flange under jts 2 and 4W. Flaking rust on fascia beams. Heavy leafing N&S
fascias @ jt 2W. Section loss under jts & heavier @ outside fascias.  Holes found in two
beam ends. (06/06)
Rust on top flange under jts 2 and 4W. Flaking rust on fascia beams. Heavy leafing N&S
fascias @ jt 2W. Section loss under jts & heavier @ outside fascias.  Holes found in two
beam ends. (09/05)
Rust on top flange under jts 2 and 4W. Flaking rust on fascia beams. Heavy leafing N&S
fascias @ jt 2W. Section loss under jts & heavier @ outside fascias.  Holes found in two
beam ends. (12/04)

10. Paint
(SIA-59A)

3 3 3 35% overall rust, heavier under jts w/ flaking rust. (06/06)
35% overall rust, heavier under jts w/ flaking rust. (09/05)
35% overall rust, heavier under jts w/ flaking rust. (12/04)

11. Section
Loss

0 0 0 Rusty beam ends w/ section loss at jts.  > 10% section loss at bm ends.  Holes found in two
beam ends. (06/06)
Rusty beam ends w/ section loss at jts.  > 10% section loss at bm ends.  Holes found in two
beam ends. (09/05)
Rusty beam ends w/ section loss at jts.  > 10% section loss at bm ends.  Holes found in two
beam ends. (12/04)

12. Bearings 4 4 4 Bolsters and steel plates, heavy rust under jts 1 & 2-E&W.  Lowered due to shear crack.
(06/06)
Bolsters and steel plates, heavy rust under jts 1 & 2-E&W.  Lowered due to shear crack.
(09/05)
Bolsters and steel plates, heavy rust under jts 1 & 2-E&W.  Lowered due to shear crack.
(12/04)

SUBSTRUCTURE
12/04 09/05 06/06

13. Abutments
(SIA-60)

6 6 6 Vert cracks with efflorescence, minor rust stains. Area of delam. (06/06)
Vert cracks with efflorescence, minor rust stains. Area of delam. (09/05)
Vert cracks with efflorescence, minor rust stains. Area of delam. (12/04)

14. Piers
(SIA-60)

3 3 3 E-pier has many repaired areas, crack in middle of E pier which extends from N end to S end.
W pier has shear crack under beam 1S span 1W. (06/06)
E-pier has many repaired areas, crack in middle of E pier which extends from N end to S end.
W pier has shear crack under beam 1S span 1W. (09/05)
E-pier has many repaired areas, crack in middle of E pier which extends from N end to S end.
W pier has shear crack under beam 1S span 1W. (12/04)

15. Slope
Protection

6 6 6 Minor settlement at bottom of slope paving. Holes and heaving at top of E side. (06/06)
Minor settlement at bottom of slope paving. Holes and heaving at top of E side. (09/05)
Minor settlement at bottom of slope paving. Holes and heaving at top of E side. (12/04)

16. Channel
(SIA-61)

N N N  (06/06)
 (09/05)
 (12/04)

17. Scour
Inspection

 (06/06)
 (09/05)
 (12/04)

APPROACH
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12/04 09/05 06/06

18. Approach
Pavement

5 5 5 W approach cracked, few small spalls E approach.  Wide cracks w/ a little bit patch.  Minor
settlement of approaches. (06/06)
W approach cracked, few small spalls E approach.  Wide cracks w/ a little bit patch.  Minor
settlement of approaches. (09/05)
W approach cracked, few small spalls E approach.  Wide cracks w/ a little bit patch.  Minor
settlement of approaches. (12/04)

19. Approach
Shoulders
Sidewalks

 (06/06)
 (09/05)
 (12/04)

20. Approach
Slopes

 (06/06)
 (09/05)
 (12/04)

21. Utilities  (06/06)
 (09/05)
 (12/04)

22. Drainage
Culverts

 (06/06)
 (09/05)
 (12/04)

MISCELLANEOUS
Guard Rail Other Items
Item Rating Item Rating

36A. Bridge Railings 1 71. Water Adequacy N
36B. Transitions 0 72. Approach Alignment 8
36C. Approach Guardrail 0 Temporary Support 0 No Temporary Supports
36D. Approach Guardrail Ends 1 High Load Hit (M) No

Special Insp. Equipment
Underwater Insp. Method 0

False Decking (Timber) Removed to Complete Inspection N/A - null

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive
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NBI INSPECTION ELZB
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

DLUGOPOLSKIP MDOT INSPECTOR 24 01/21/2010

GENERAL NOTES
No  Request For Actions (RFA) were initiated at this time

DECK
04/07 01/08 01/10

1. Surface
(SIA-58A)

5 5 9  (01/10)
 (01/08)
 (04/07)

2. Expansion
Joints

3 3 9  (01/10)
 (01/08)
 (04/07)

3. Other
Joints

3 3 N  (01/10)
 (01/08)
 (04/07)

4. Railings 6 6 7 No visible deficiencies (01/10)
 (01/08)
 (04/07)

5. Sidewalks
or Curbs

N N N  (01/10)
 (01/08)
 (04/07)

6. Deck
Bottom
Surface
(SIA-58B)

5 6 Bottom surface exhibits 2% or more map cracking (01/10)
 (01/08)
 (04/07)

7. Deck
(SIA-58)

5 5 5 Falsedecked above travel lanes (01/10)
 (01/08)
 (04/07)

8. Drainage  (01/10)
 (01/08)
 (04/07)

SUPERSTRUCTURE
04/07 01/08 01/10

9. Stringer
(SIA-59)

3 7 7 No section loss. Paint in good condition. (01/10)
Under construction (01/08)
 (04/07)

10. Paint
(SIA-59A)

3 9 9  (01/10)
 (01/08)
 (04/07)

11. Section
Loss

0 3 3  (01/10)
 (01/08)
 (04/07)
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12. Bearings 4 4 7 No visible deficiencies (01/10)
 (01/08)
 (04/07)

SUBSTRUCTURE
04/07 01/08 01/10

13. Abutments
(SIA-60)

6 6 7 No visible deficiencies (01/10)
 (01/08)
 (04/07)

14. Piers
(SIA-60)

3 7 7 No visible deficiencies (01/10)
 (01/08)
 (04/07)

15. Slope
Protection

6 6 7 No visible deficiencies (01/10)
 (01/08)
 (04/07)

16. Channel
(SIA-61)

N N N  (01/10)
 (01/08)
 (04/07)

17. Scour
Inspection

 (01/10)
 (01/08)
 (04/07)

APPROACH
04/07 01/08 01/10

18. Approach
Pavement

5 5 9  (01/10)
 (01/08)
 (04/07)

19. Approach
Shoulders
Sidewalks

 (01/10)
 (01/08)
 (04/07)

20. Approach
Slopes

 (01/10)
 (01/08)
 (04/07)

21. Utilities  (01/10)
 (01/08)
 (04/07)

22. Drainage
Culverts

 (01/10)
 (01/08)
 (04/07)

MISCELLANEOUS
Guard Rail Other Items
Item Rating Item Rating

36A. Bridge Railings 1 71. Water Adequacy N
36B. Transitions 0 72. Approach Alignment 8
36C. Approach Guardrail 0 Temporary Support 0 No Temporary Supports
36D. Approach Guardrail Ends 1 High Load Hit (M) No

Special Insp. Equipment 3
Underwater Insp. Method 0
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False Decking (Timber) Removed to Complete Inspection N/A - null

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive
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NBI INSPECTION 5MY1
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

Brian Travis MDOT INSPECTOR 12 11/12/2013

GENERAL NOTES
SB clearance at 14'10".

Inspection frequency increased due to holes in structure beams near piers.

DECK
12/11 11/12 11/13

1. Surface
(SIA-58A)

8 7 7 Concrete surface with tight transverse, longitudinal, and map cracking throughout. (11/13)
Concrete surface with tight transverse, longitudinal, and map cracking throughout. (11/12)
Concrete surface with tight transverse, longitudinal, and map cracking throughout. (12/11)

2. Expansion
Joints

8 8 8 Strip seal expansion joints are located over all piers and are filled with debris. Pourable joints
are located over abutments. All joints are in good condition and functioning properly. (11/13)
Strip seal expansion joints are located over all piers and are filled with debris. Pourable joints
are located over abutments. All joints are in good condition and functioning properly. (11/12)
Strip seal expansion joints are located over all piers and are filled with debris. Pourable joints
are located over abutments. All joints are in good condition and functioning properly. (12/11)

3. Other
Joints

N N N NA (11/13)
NA (11/12)
N/A. (12/11)

4. Railings 7 7 7 Open concrete parapet has thrie beam retrofit and I-tube aluminum attached to top. 1" Ped
fencing attached behind parapet. There is approx 50' of aluminum tubing missing in SW
quad. Railing in overall good condition. Minor cracks and spalls in brush block (11/13)
Open concrete parapet has thrie beam retrofit and I-tube aluminum attached to top. 1" Ped
fencing attached behind parapet. There is approx 50' of aluminum tubing missing in SW
quad. Railing in overall good condition. (11/12)
Open concrete parapet has thrie beam retrofit and I-tube aluminum attached to top. Ped
fencing attached behind parapet. There is approx 50' of aluminum tubing missing in SW
quad. Railing in overall good condition. (12/11)

5. Sidewalks
or Curbs

N N N NA (11/13)
NA (11/12)
N/A. (12/11)

6. Deck
Bottom
Surface
(SIA-58B)

6 6 6 Deck bottom with moderate amount of leaching cracks in visible locations. There is false
decking over all travel lanes which is in good condition. (11/13)
Deck bottom with moderate amount of leaching cracks in visible locations. There is false
decking over all travel lanes which is in good condition. (11/12)
Deck bottom with moderate amount of leaching cracks in visible locations. There is false
decking over all travel lanes which is in good condition. (12/11)
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7. Deck
(SIA-58)

6 6 6 Surface: Concrete surface with tight transverse, longitudinal, and map cracking throughout.
Bottom: Deck bottom with moderate amount of leaching cracks in visible locations. There is
false decking over all travel lanes which is in good condition. Both fascias with spalling at joint
locations. (11/13)
Concrete surface with tight transverse, longitudinal, and map cracking throughout. Deck
bottom with moderate amount of leaching cracks in visible locations. There is false decking
over all travel lanes which is in good condition. Both fascias with spalling at joint locations.
(11/12)
Concrete surface with tight transverse, longitudinal, and map cracking throughout. Deck
bottom with moderate amount of leaching cracks in visible locations. There is false decking
over all travel lanes which is in good condition. Both fascias with spalling at joint locations.
(12/11)

8. Drainage Off structure (11/13)
Off structure (11/12)
Off structure. (12/11)

SUPERSTRUCTURE
12/11 11/12 11/13

9. Stringer
(SIA-59)

3 3 3 Rating based on holes in beams. E' cover plates. Bolted beam end repairs. Holes in south
fascia beam ends at piers, Span 1W and Span 4W. Hole in North fascia beam end (btm
flange) at pier, Span 1W. Paint in good condition. Various location of pitting on webs, painted
over. (11/13)
Beam ends recently repaired in various locations. Holes still visible on south fascia beams, 1
just west of pier 1W, and two near pier 1E.Paint in good condition with no visible section loss.
Various location of pitting on webs, painted over. (11/12)
Beam ends recently repaired in various locations. Holes still visible on south fascia beams, 1
just west of pier 1W, and two near pier 1E.Paint in good condition with no visible section loss.
(12/11)

10. Paint
(SIA-59A)

8 8 8 07/09-P4. Minor weathering with no visible coating failures. (11/13)
07/09-P4. Minor weathering with no visible coating failures. (11/12)
07/09-P4. Minor weathering with no visible coating failures. (12/11)

11. Section
Loss

0 0 0 Beam ends recently repaired in various locations. Holes in south fascia beam ends at piers,
Span 1W and Span 4W. Hole in North fascia beam end (btm flange) at pier, Span 1W.
Various location of pitting on webs, painted over. (11/13)
Beam ends recently repaired in various locations. Holes still visible on south fascia beams, 1
just west of pier 1W, and two near pier 1E. Various location of pitting on webs, painted over.
(11/12)
Beam ends recently repaired in various locations. Holes still visible on south fascia beams, 1
just west of pier 1W, and two near pier 1E. (12/11)

12. Bearings 7 7 7 Bearings with minor to moderate coating failures scattered throughout. H bearings at piers.
Appear to be functioning properly. (11/13)
Bearings with minor coating failures scattered throughout. Appear to be functioning properly.
(11/12)
Bearings with minor coating failures scattered throughout. Appear to be functioning properly.
(12/11)

SUBSTRUCTURE
12/11 11/12 11/13

13. Abutments
(SIA-60)

7 7 7 Recently repaired and coated with minor vertical cracking and rust stains. Overall good
condition. (11/13)
Recently repaired and coated with minor vertical cracking. Overall good condition. (11/12)
Recently repaired and coated with minor vertical cracking. Overall good condition. (12/11)

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8092 BRIDGE SAFETY INSPECTION REPORT S23-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
JOHN R SB TURN RAM 42.4598  /  -83.1048 63163174000S230 Fair Condition(6)
Feature Length  /  Width / Spans Owner
I-75 219  /  23.4  /  4 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN HAZEL PARK 1966  /  2007  /  2007  / 2007 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  32 Multi Str Comp 07/13/2017  /  IQ0Q N Not Over Waterway

Form P2502 Printed on 09/11/2017 Page 2 of 4



14. Piers
(SIA-60)

7 7 7 Recently repaired and coated with tight cracks scattered throughout. Vertical crack in Pier cap
1W, south end. Minor rust stains. (11/13)
Recently repaired and coated with tight cracks scattered throughout. Minor rust stains.
Overall good condition (11/12)
Recently repaired and coated with tight cracks scattered throughout. Minor rust stains.
Overall good condition. (12/11)

15. Slope
Protection

6 6 6 Brick slope protection. Locations of cracking, settlement, and heaving throughout. Vegetation
throughout. (11/13)
Brick slope protection. Locations of cracking, settlement, and heaving throughout. Vegetation
throughout. Tree growing through East slope paving (11/12)
Brick slope protection. Locations of cracking, settlement, and heaving throughout. (12/11)

16. Channel
(SIA-61)

N N N NA (11/13)
NA (11/12)
N/A. (12/11)

17. Scour
Inspection

 (11/13)
 (11/12)
 (12/11)

APPROACH
12/11 11/12 11/13

18. Approach
Pavement

9 9 8 Concrete approach with minor wear (11/13)
Concrete approach with no visible deficiencies. (11/12)
Concrete approach with  no visible deficiencies. (12/11)

19. Approach
Shoulders
Sidewalks

N N N NA (11/13)
NA (11/12)
N/A. (12/11)

20. Approach
Slopes

Grass and vegetation. Good condition (11/13)
Grass and vegetation. Good condition (11/12)
Grass and vegetation. (12/11)

21. Utilities Overhead lighting (11/13)
Overhead lighting (11/12)
Overhead lighting. (12/11)

22. Drainage
Culverts

None visible (11/13)
None visible (11/12)
None visible. (12/11)

MISCELLANEOUS
Guard Rail Other Items
Item Rating Item Rating

36A. Bridge Railings 1 71. Water Adequacy N
36B. Transitions 1 72. Approach Alignment 8
36C. Approach Guardrail 1 Temporary Support 0 No Temporary Supports
36D. Approach Guardrail Ends 1 High Load Hit (M) No

Special Insp. Equipment 3
Underwater Insp. Method 0

False Decking (Timber) Removed to Complete Inspection N/A - null

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
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92B. Underwater
92C. Other Special
92D. Fatigue Sensitive
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NBI INSPECTION IQ0Q
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

Alexander Shteynvil MDOT Metro Region 24 07/13/2017

GENERAL NOTES
SB clearance at 14'-10". Measured SB undercl is 14'-5". Email sent to M. Niemy 7-14-2017.
Holes in beams have been repaired 7-10-2015. Two holes on S fascia still exist.

DECK
10/14 07/15 07/17

1. Surface
(SIA-58A)

7 7 7 Concrete surface overlay with tight to 1/8" transverse, longitudinal, and map cracking
throughout. (07/17)
Concrete surface overlay with tight transverse, longitudinal, and map cracking throughout.
(07/15)
Concrete surface overlay with tight transverse, longitudinal, and map cracking throughout.
(10/14)

2. Expansion
Joints

8 8 8 Strip seal expansion joints (3x) are located over all piers and are filled with debris. Pourable
joints are located over abutments. All joints are in good condition and functioning properly.
(07/17)
Strip seal expansion joints (3x) are located over all piers and are filled with debris. Pourable
joints are located over abutments. All joints are in good condition and functioning properly.
(07/15)
Strip seal expansion joints are located over all piers and are filled with debris. Pourable joints
are located over abutments. All joints are in good condition and functioning properly. (10/14)

3. Other
Joints

N N N NA (07/17)
NA (07/15)
NA (10/14)

4. Railings 7 7 7 Open concrete parapet has thrie beam retrofit and 1-tube aluminum attached to top. 1" Ped
fencing attached behind parapet. There is approx 50' of aluminum tubing missing in SW
quad. Railing in overall good condition. Minor cracks and spalls in brush block (07/17)
Open concrete parapet has thrie beam retrofit and 1-tube aluminum attached to top. 1" Ped
fencing attached behind parapet. There is approx 50' of aluminum tubing missing in SW
quad. Railing in overall good condition. Minor cracks and spalls in brush block (07/15)
Open concrete parapet has thrie beam retrofit and 1-tube aluminum attached to top. 1" Ped
fencing attached behind parapet. There is approx 50' of aluminum tubing missing in SW
quad. Railing in overall good condition. Minor cracks and spalls in brush block (10/14)

5. Sidewalks
or Curbs

N N N NA (07/17)
NA (07/15)
NA (10/14)

6. Deck
Bottom
Surface
(SIA-58B)

6 6 6 Deck bottom with moderate amount of leaching HL cracks in visible locations. There is false
decking over all travel lanes which is in good condition. HL cracks @ 1' at tail spans (07/17)
Deck bottom with moderate amount of leaching HL cracks in visible locations. There is false
decking over all travel lanes which is in good condition. HL cracks @ 1' at tail spans (07/15)
Deck bottom with moderate amount of leaching HL cracks in visible locations. There is false
decking over all travel lanes which is in good condition. HL cracks @ 1' at tail spans (10/14)
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7. Deck
(SIA-58)

6 6 6 Surface: Concrete surface overlay with tight transverse, longitudinal, and map cracking
throughout. Bottom: Deck bottom with moderate amount of leaching HL cracks in visible
locations. There is false decking over all travel lanes which is in good condition. HL cracks @
1' at tail spans. Fasc: both fascias with STS at joint locations. (07/17)
Surface: Concrete surface overlay with tight transverse, longitudinal, and map cracking
throughout. Bottom: Deck bottom with moderate amount of leaching HL cracks in visible
locations. There is false decking over all travel lanes which is in good condition. HL cracks @
1' at tail spans. Fasc: both fascias with STS at joint locations. (07/15)
Surface: Concrete surface overlay with tight transverse, longitudinal, and map cracking
throughout. Bottom: Deck bottom with moderate amount of leaching HL cracks in visible
locations. There is false decking over all travel lanes which is in good condition. HL cracks @
1' at tail spans. Fasc: both fascias with spalling at joint locations. (10/14)

8. Drainage Off structure (07/17)
Off structure (07/15)
Off structure (10/14)

SUPERSTRUCTURE
10/14 07/15 07/17

9. Stringer
(SIA-59)

3 6 6 Steel beams. Holes in fascia beams have been repaired. Two holes are still remain on the S
fascia beam (span 2E at pier 2E and at pier 1E), vertical stiffenners are added at hole
locations. E' cover plates. Bolted beam end repairs. Paint in good condition. Various location
of pitting on webs, painted over. Section loss up to 25% at ends of beams (painted over)
(07/17)
Steel beams. Holes in fascia beams have been repaired. Rating increased to match new
condition. E' cover plates. Bolted beam end repairs. Paint in good condition. Various location
of pitting on webs, painted over. Section loss up to 25% at ends of beams (painted over)
(07/15)
Rating based on holes in beams. E' cover plates. Bolted beam end repairs. Holes in south
fascia beam ends at piers, Span 1W and Span 4W. Hole in North fascia beam end (btm
flange) at pier, Span 1W. Paint in good condition. Various location of pitting on webs, painted
over. (10/14)

10. Paint
(SIA-59A)

8 8 7 07/09-P4. Minor weathering with no visible coating failures. (07/17)
07/09-P4. Minor weathering with no visible coating failures. (07/15)
07/09-P4. Minor weathering with no visible coating failures. (10/14)

11. Section
Loss

0 1 0 Beam ends recently repaired in various locations.  Two holes are still remain on the S fascia
beam (span 2E at pier 2E and at pier 1E), vertical stiffenners are added at hole
locations.Various location of pitting on webs, painted over. Section loss up to 25% at ends of
beams (painted over). (07/17)
Beam ends recently repaired in various locations. Various location of pitting on webs, painted
over. Section loss up to 25% at ends of beams (painted over) (07/15)
Beam ends recently repaired in various locations. Holes in south fascia beam ends at piers,
Span 1W and Span 4W. Hole in North fascia beam end (btm flange) at pier, Span 1W.
Various location of pitting on webs, painted over. (10/14)

12. Bearings 7 7 Bearings with minor to moderate coating failures scattered throughout. H bearings at piers.
Appear to be functioning properly. (07/17)
Bearings with minor to moderate coating failures scattered throughout. H bearings at piers.
Appear to be functioning properly. (07/15)
Bearings with minor to moderate coating failures scattered throughout. H bearings at piers.
Appear to be functioning properly. (10/14)

SUBSTRUCTURE
10/14 07/15 07/17

MICHIGAN DEPARTMENT OF TRANSPORTATION
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13. Abutments
(SIA-60)

7 7 7 Recently repaired and coated with minor vertical cracking and rust stains. Overall good
condition. (07/17)
Recently repaired and coated with minor vertical cracking and rust stains. Overall good
condition. (07/15)
Recently repaired and coated with minor vertical cracking and rust stains. Overall good
condition. (10/14)

14. Piers
(SIA-60)

7 7 7 Recently repaired and coated with tight cracks scattered throughout. Vertical crack in Pier cap
1W, south end. Minor rust stains. (07/17)
Recently repaired and coated with tight cracks scattered throughout. Vertical crack in Pier cap
1W, south end. Minor rust stains. (07/15)
Recently repaired and coated with tight cracks scattered throughout. Vertical crack in Pier cap
1W, south end. Minor rust stains. (10/14)

15. Slope
Protection

5 5 5 Brick slope protection. Locations of cracking, settlement, and heaving throughout. Voids in all
quads. Vegetation throughout. (07/17)
Brick slope protection. Locations of cracking, settlement, and heaving throughout. Voids in all
quads. Vegetation throughout. (07/15)
Brick slope protection. Locations of cracking, settlement, and heaving throughout. Voids in all
quads. Vegetation throughout. (10/14)

16. Channel
(SIA-61)

N N N NA (07/17)
NA (07/15)
NA (10/14)

17. Scour
Inspection

N  (07/17)
 (07/15)
 (10/14)

APPROACH
10/14 07/15 07/17

18. Approach
Pavement

8 8 8 Concrete approach with minor wear (07/17)
Concrete approach with minor wear (07/15)
Concrete approach with minor wear (10/14)

19. Approach
Shoulders
Sidewalks

N N N NA (07/17)
NA (07/15)
NA (10/14)

20. Approach
Slopes

Grass and vegetation. Good condition (07/17)
Grass and vegetation. Good condition (07/15)
Grass and vegetation. Good condition (10/14)

21. Utilities Overhead lighting (07/17)
Overhead lighting (07/15)
Overhead lighting (10/14)

22. Drainage
Culverts

None visible (07/17)
None visible (07/15)
None visible (10/14)

MISCELLANEOUS
Guard Rail Other Items
Item Rating Item Rating

36A. Bridge Railings 1 71. Water Adequacy N
36B. Transitions 1 72. Approach Alignment 8
36C. Approach Guardrail 1 Temporary Support 0 No Temporary Supports
36D. Approach Guardrail Ends 1 High Load Hit (M) No

Special Insp. Equipment 3

MICHIGAN DEPARTMENT OF TRANSPORTATION
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Underwater Insp. Method 0

False Decking (Timber) Removed to Complete Inspection N/A - No False Decking

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive
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SUPPORTING IMAGES IQ0Q 07/13/2017

Document Name: DSCN0690.JPG Document Name: DSCN0695.JPG
Category: Elevation Category: Elevation
Comments: Looking south. Wrong underclearance sign Comments: looking N

Document Name: DSCN0693.JPG Document Name: DSCN0696.JPG
Category: Deck Category: Deck
Comments: Deck bottom, span 1W. S abutment Comments: Deck and approach looking E. Missing steel railing on S

barrier
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Document Name: DSCN0694.JPG Document Name: DSCN0698.JPG
Category: Superstructure Category: Superstructure
Comments: Beams, piers, false decking, looking east Comments: Hole in S fascia beam, span 2E over pier 1E

Document Name: DSCN0699.JPG Document Name: DSCN0691.JPG
Category: Superstructure Category: Substructure
Comments: Loss of section on S fascia beam, span 2E Comments: west abutmenbt
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Document Name: DSCN0697.JPG
Category: Substructure
Comments: E abutment
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NBI INSPECTION 1TJG
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

24 10/11/1995

GENERAL NOTES

DECK
10/95

1. Surface
(SIA-58A)

6  (10/95)
 ()
 ()

2. Expansion
Joints

 (10/95)
 ()
 ()

3. Other
Joints

 (10/95)
 ()
 ()

4. Railings  (10/95)
 ()
 ()

5. Sidewalks
or Curbs

 (10/95)
 ()
 ()

6. Deck
Bottom
Surface
(SIA-58B)

 (10/95)
 ()
 ()

7. Deck
(SIA-58)

6  (10/95)
 ()
 ()

8. Drainage  (10/95)
 ()
 ()

SUPERSTRUCTURE
10/95

9. Stringer
(SIA-59)

5  (10/95)
 ()
 ()

10. Paint
(SIA-59A)

1  (10/95)
 ()
 ()

11. Section
Loss

 (10/95)
 ()
 ()

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8093 BRIDGE SAFETY INSPECTION REPORT S24-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
JOHN R 42.4591  /  -83.1038 63163174000S240 Fair Condition(5)
Feature Length  /  Width / Spans Owner
I-75 259.9  /  66.4  /  4 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
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Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
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12. Bearings  (10/95)
 ()
 ()

SUBSTRUCTURE
10/95

13. Abutments
(SIA-60)

7  (10/95)
 ()
 ()

14. Piers
(SIA-60)

 (10/95)
 ()
 ()

15. Slope
Protection

 (10/95)
 ()
 ()

16. Channel
(SIA-61)

N  (10/95)
 ()
 ()

17. Scour
Inspection

 (10/95)
 ()
 ()

APPROACH
10/95

18. Approach
Pavement

 (10/95)
 ()
 ()

19. Approach
Shoulders
Sidewalks

 (10/95)
 ()
 ()

20. Approach
Slopes

 (10/95)
 ()
 ()

21. Utilities  (10/95)
 ()
 ()

22. Drainage
Culverts

 (10/95)
 ()
 ()

MISCELLANEOUS
Guard Rail Other Items
Item Rating Item Rating

36A. Bridge Railings 1 71. Water Adequacy N
36B. Transitions 0 72. Approach Alignment 8
36C. Approach Guardrail 0 Temporary Support 0 No Temporary Supports
36D. Approach Guardrail Ends 0 High Load Hit (M) No

Special Insp. Equipment
Underwater Insp. Method

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8093 BRIDGE SAFETY INSPECTION REPORT S24-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
JOHN R 42.4591  /  -83.1038 63163174000S240 Fair Condition(5)
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I-75 259.9  /  66.4  /  4 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
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Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
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False Decking (Timber) Removed to Complete Inspection N/A - null

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8093 BRIDGE SAFETY INSPECTION REPORT S24-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
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Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  32 Multi Str Comp 10/09/2015  /  Y431 N Not Over Waterway
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NBI INSPECTION QJXM
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

S. Galindo MDOT 24 07/11/2001

GENERAL NOTES

DECK
10/97 07/99 07/01

1. Surface
(SIA-58A)

6 5 5 Trans & corner cracks, 6 yd2 scattered spall, spall & bit patch along center jt.  Large cracks.
(07/01)
Few cracks, 6 sm scattered spall, spall & bit patch along center jt.  Large cracks.  10 m of
curb spalled. (07/99)
 (10/97)

2. Expansion
Joints

3 3 Leaking. Metal plate damaged @ S. sidewalk, west end. (07/01)
Leaking. Metal plate damaged @ S. sidewalk, west end. (07/99)
 (10/97)

3. Other
Joints

2 3 Leaking heavily.  Filler is heaved at C-jt. (07/01)
Leaking heavily.  Filler gone w/ holes in deck.  Wood supports. (07/99)
 (10/97)

4. Railings 6 6 Conc parapet w/ alum tube.  E tube bent S. rail.  Newer ped fence.  Vert cracks w/ few
shallow post spalls. (07/01)
Conc parapet w/ alum tube.  E tube bent S. rail.  Newer ped fence. (07/99)
 (10/97)

5. Sidewalks
or Curbs

6 Sidewalks have trans & long cracks. Curb repair on S side. (07/01)
 (07/99)
 (10/97)

6. Deck
Bottom
Surface
(SIA-58B)

 (07/01)
 (07/99)
 (10/97)

7. Deck
(SIA-58)

5 5 4 Leaching cracks.  Wood forms und ctr joint. 1 yd2 spall at N&S fascia @ center joint.  1.5 m
STS. @ jt 2W Bay 4N. Incip spall @ W backwall, bay 4.  Delam at longit constr jt.  Wet areas.
(07/01)
Leaching cracks.  Wood forms und ctr joint. 1 sm spall at N&S fascia @ center joint.  1.5 m
STS. @ jt 2W Bay 4N. Incip spall @ W backwall, bay 4. (07/99)
 (10/97)

8. Drainage Catch basins in all four quadrants. (07/01)
 (07/99)
 (10/97)

SUPERSTRUCTURE
10/97 07/99 07/01

9. Stringer
(SIA-59)

5 5 5 Rust on bottom fascia flanges w/ section loss.  Heavy pack rust at N fascia. (07/01)
Rust on bottom fascia flanges w/ section loss.  Heavy pack rust at N fascia. (07/99)
 (10/97)

10. Paint
(SIA-59A)

1 1 1 30% overall rust, heavy under west and center joints. (07/01)
30% overall rust, heavy under west and center joints. (07/99)
 (10/97)

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8093 BRIDGE SAFETY INSPECTION REPORT S24-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
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11. Section
Loss

2 2 Pack rust at west P&H. (07/01)
Pack rust at west P&H. (07/99)
 (10/97)

12. Bearings 6 6 Rockers. Rockers tilted & rusty. (07/01)
Rockers.  Few rockers tilted & rusty. (07/99)
 (10/97)

SUBSTRUCTURE
10/97 07/99 07/01

13. Abutments
(SIA-60)

7 7 7 Vert cracks. (07/01)
Vert cracks. (07/99)
 (10/97)

14. Piers
(SIA-60)

7 7 Cracks.  6 lft of soffit spall in center pier.  Barrier wall btw col 1& 2 S of E pier has 6 lft of sts.
(07/01)
Cracks.  2 m of soffit spall in center pier. (07/99)
 (10/97)

15. Slope
Protection

7  (07/01)
 (07/99)
 (10/97)

16. Channel
(SIA-61)

N N N  (07/01)
 (07/99)
 (10/97)

17. Scour
Inspection

 (07/01)
 (07/99)
 (10/97)

APPROACH
10/97 07/99 07/01

18. Approach
Pavement

6 6 Bit appr on W side has longit & trans cracks.  E side is concrete w longit & trans with some bit
patch. (07/01)
Wide transv cracks, some settling. (07/99)
 (10/97)

19. Approach
Shoulders
Sidewalks

Appr sidewalks have settled some. (07/01)
 (07/99)
 (10/97)

20. Approach
Slopes

 (07/01)
 (07/99)
 (10/97)

21. Utilities Utility bay 1S. (07/01)
 (07/99)
 (10/97)

22. Drainage
Culverts

 (07/01)
 (07/99)
 (10/97)

MISCELLANEOUS
Guard Rail Other Items
Item Rating Item Rating

36A. Bridge Railings 1 71. Water Adequacy N
36B. Transitions 0 72. Approach Alignment 8

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8093 BRIDGE SAFETY INSPECTION REPORT S24-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
JOHN R 42.4591  /  -83.1038 63163174000S240 Fair Condition(5)
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I-75 259.9  /  66.4  /  4 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
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36C. Approach Guardrail 0 Temporary Support 0 No Temporary Supports
36D. Approach Guardrail Ends 0 High Load Hit (M) No

Special Insp. Equipment _
Underwater Insp. Method 0

False Decking (Timber) Removed to Complete Inspection N/A - null

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive

MICHIGAN DEPARTMENT OF TRANSPORTATION
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Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
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NBI INSPECTION JAAA
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

DLUGOPOLSKIP MDOT INSPECTOR 15 03/06/2006

GENERAL NOTES

DECK
10/03 12/04 03/06

1. Surface
(SIA-58A)

5 5 5 Trans & corner cracks, 6 syd scattered spall, spall & bit patch along center jt.  Large cracks.
Pavement scaled (03/06)
Trans & corner cracks, 6 syd scattered spall, spall & bit patch along center jt.  Large cracks.
Pavement scaled. (12/04)
Trans & corner cracks, 6 syd scattered spall, spall & bit patch along center jt.  Large cracks.
Pavement scaled. (10/03)

2. Expansion
Joints

5 5 5 Metal plate damaged @ S. sidewalk, west end.  Joints have been repaired, but still minor
damage (03/06)
Metal plate damaged @ S. sidewalk, west end.  Joints have been repaired, but still minor
damage. (12/04)
Metal plate damaged @ S. sidewalk, west end.  Joints have been repaired, but still minor
damage. (10/03)

3. Other
Joints

5 5 5 Joints have been repaired, but still minor damage (03/06)
Joints have been repaired, but still minor damage. (12/04)
Joints have been repaired, but still minor damage. (10/03)

4. Railings 6 6 6 Conc parapet w/ alum tube.  E tube bent S. rail.  Newer ped fence.  Vert cracks w/ few
shallow post spalls (03/06)
Conc parapet w/ alum tube.  E tube bent S. rail.  Newer ped fence.  Vert cracks w/ few
shallow post spalls. (12/04)
Conc parapet w/ alum tube.  E tube bent S. rail.  Newer ped fence.  Vert cracks w/ few
shallow post spalls. (10/03)

5. Sidewalks
or Curbs

6 6 6 Sidewalks have trans & long cracks. Curb repair on S side.  Sidewalk scaled.  Spall to curb in
NE quad.  Spalls to facing of S curb. (03/06)
Sidewalks have trans & long cracks. Curb repair on S side.  Sidewalk scaled.  Spall to curb in
NE quad.  Spalls to facing of S curb. (12/04)
Sidewalks have trans & long cracks. Curb repair on S side.  Sidewalk scaled.  Spall to curb in
NE quad.  Spalls to facing of S curb. (10/03)

6. Deck
Bottom
Surface
(SIA-58B)

 (03/06)
 (12/04)
 (10/03)

7. Deck
(SIA-58)

3 3 3 Leaching cracks.  Wood forms und ctr joint. 1 yd2 spall at N&S fascia @ center joint.  1.5 m
STS. @ jt 2W Bay 4N. Incip spall @ W backwall, bay 4.  Delam at longit constr jt.  Wet areas.
>25% of deck is wet or deteriorated. (03/06)
Leaching cracks.  Wood forms und ctr joint. 1 yd2 spall at N&S fascia @ center joint.  1.5 m
STS. @ jt 2W Bay 4N. Incip spall @ W backwall, bay 4.  Delam at longit constr jt.  Wet areas.
>25% of deck is wet or deteriorated. (12/04)
Leaching cracks.  Wood forms und ctr joint. 1 yd2 spall at N&S fascia @ center joint.  1.5 m
STS. @ jt 2W Bay 4N. Incip spall @ W backwall, bay 4.  Delam at longit constr jt.  Wet areas.
>25% of deck is wet or deteriorated. (10/03)

8. Drainage  (03/06)
 (12/04)
Catch basins in all four quadrants. (10/03)

MICHIGAN DEPARTMENT OF TRANSPORTATION
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SUPERSTRUCTURE
10/03 12/04 03/06

9. Stringer
(SIA-59)

5 5 5 Rust on bottom fascia flanges w/ section loss.  Heavy pack rust at N fascia. (03/06)
Rust on bottom fascia flanges w/ section loss.  Heavy pack rust at N fascia. (12/04)
Rust on bottom fascia flanges w/ section loss.  Heavy pack rust at N fascia. (10/03)

10. Paint
(SIA-59A)

3 3 3 30% overall rust, heavy under west and center joints (03/06)
30% overall rust, heavy under west and center joints (12/04)
30% overall rust, heavy under west and center joints. (10/03)

11. Section
Loss

1 1 1 Pack rust at west P&H.  Some beam ends have heavier section loss than others. (03/06)
Pack rust at west P&H.  Some beam ends have heavier section loss than others. (12/04)
Pack rust at west P&H.  Some beam ends have heavier section loss than others. (10/03)

12. Bearings 6 6 6 Rockers. Rockers are heavily rusted (03/06)
Rockers. Rockers are heavily rusted. (12/04)
Rockers. Rockers are heavily rusted. (10/03)

SUBSTRUCTURE
10/03 12/04 03/06

13. Abutments
(SIA-60)

7 7 7  (03/06)
Vert cracks. (12/04)
Vert cracks. (10/03)

14. Piers
(SIA-60)

7 7 7  (03/06)
Cracks.  6 lft of soffit spall in center pier.  Barrier wall btw col 1& 2 S of E pier has 6 lft of sts.
(12/04)
Cracks.  6 lft of soffit spall in center pier.  Barrier wall btw col 1& 2 S of E pier has 6 lft of sts.
(10/03)

15. Slope
Protection

6 6 6 Minor heaving at top of slope paving (03/06)
Minor heaving at top of slope paving (12/04)
Minor heaving at top of slope paving. (10/03)

16. Channel
(SIA-61)

N N N  (03/06)
 (12/04)
 (10/03)

17. Scour
Inspection

 (03/06)
 (12/04)
 (10/03)

APPROACH
10/03 12/04 03/06

18. Approach
Pavement

6 6 6 Bit appr on W side has longit & trans cracks.  E side is concrete w longit & trans with some bit
patch (03/06)
Bit appr on W side has longit & trans cracks.  E side is concrete w longit & trans with some bit
patch. (12/04)
Bit appr on W side has longit & trans cracks.  E side is concrete w longit & trans with some bit
patch. (10/03)

19. Approach
Shoulders
Sidewalks

6 6 6 Appr sidewalks have settled some.  Bit wedged in NE quad. (03/06)
Appr sidewalks have settled some.  Bit wedged in NE quad. (12/04)
Appr sidewalks have settled some.  Bit wedged in NE quad. (10/03)

20. Approach
Slopes

 (03/06)
 (12/04)
 (10/03)

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8093 BRIDGE SAFETY INSPECTION REPORT S24-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
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21. Utilities  (03/06)
 (12/04)
Utility bay 1S. (10/03)

22. Drainage
Culverts

 (03/06)
 (12/04)
 (10/03)

MISCELLANEOUS
Guard Rail Other Items
Item Rating Item Rating

36A. Bridge Railings 1 71. Water Adequacy N
36B. Transitions 0 72. Approach Alignment 8
36C. Approach Guardrail 0 Temporary Support 0 No Temporary Supports
36D. Approach Guardrail Ends 0 High Load Hit (M) No

Special Insp. Equipment
Underwater Insp. Method 0

False Decking (Timber) Removed to Complete Inspection N/A - null

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive
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NBI INSPECTION MDDD
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

DLUGOPOLSKIP MDOT INSPECTOR 24 01/21/2010

GENERAL NOTES
No Request For Actions (RFA) were initiated at this time

DECK
04/07 07/08 01/10

1. Surface
(SIA-58A)

5 N 9  (01/10)
 (07/08)
 (04/07)

2. Expansion
Joints

5 N 9  (01/10)
 (07/08)
 (04/07)

3. Other
Joints

5 N N  (01/10)
 (07/08)
 (04/07)

4. Railings 6 N 7 No visible deficiencies (01/10)
 (07/08)
 (04/07)

5. Sidewalks
or Curbs

6 N 9  (01/10)
 (07/08)
 (04/07)

6. Deck
Bottom
Surface
(SIA-58B)

6 Bottom surface exhibits 2% or less spalled areas (01/10)
 (07/08)
 (04/07)

7. Deck
(SIA-58)

3 7 5 Falsedecked above travel lanes (01/10)
 (07/08)
 (04/07)

8. Drainage  (01/10)
 (07/08)
 (04/07)

SUPERSTRUCTURE
04/07 07/08 01/10

9. Stringer
(SIA-59)

5 7 7 No section loss. Paint in good condition (01/10)
 (07/08)
 (04/07)

10. Paint
(SIA-59A)

3 N 9  (01/10)
 (07/08)
 (04/07)

11. Section
Loss

1 N 3  (01/10)
 (07/08)
 (04/07)

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8093 BRIDGE SAFETY INSPECTION REPORT S24-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
JOHN R 42.4591  /  -83.1038 63163174000S240 Fair Condition(5)
Feature Length  /  Width / Spans Owner
I-75 259.9  /  66.4  /  4 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN HAZEL PARK 1966  /  2007  /  2007  / 2007 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
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12. Bearings 6 N 7 No visible deficiencies (01/10)
 (07/08)
 (04/07)

SUBSTRUCTURE
04/07 07/08 01/10

13. Abutments
(SIA-60)

7 7 7 No visible deficiencies (01/10)
 (07/08)
 (04/07)

14. Piers
(SIA-60)

7 7 7 No visible deficiencies (01/10)
 (07/08)
 (04/07)

15. Slope
Protection

6 N 7 No visible deficiencies (01/10)
 (07/08)
 (04/07)

16. Channel
(SIA-61)

N N N  (01/10)
 (07/08)
 (04/07)

17. Scour
Inspection

 (01/10)
 (07/08)
 (04/07)

APPROACH
04/07 07/08 01/10

18. Approach
Pavement

6 N 9  (01/10)
 (07/08)
 (04/07)

19. Approach
Shoulders
Sidewalks

6 N 9  (01/10)
 (07/08)
 (04/07)

20. Approach
Slopes

 (01/10)
 (07/08)
 (04/07)

21. Utilities  (01/10)
 (07/08)
 (04/07)

22. Drainage
Culverts

 (01/10)
 (07/08)
 (04/07)

MISCELLANEOUS
Guard Rail Other Items
Item Rating Item Rating

36A. Bridge Railings 1 71. Water Adequacy N
36B. Transitions 0 72. Approach Alignment 8
36C. Approach Guardrail 0 Temporary Support 0 No Temporary Supports
36D. Approach Guardrail Ends 0 High Load Hit (M) No

Special Insp. Equipment 3
Underwater Insp. Method 0

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8093 BRIDGE SAFETY INSPECTION REPORT S24-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
JOHN R 42.4591  /  -83.1038 63163174000S240 Fair Condition(5)
Feature Length  /  Width / Spans Owner
I-75 259.9  /  66.4  /  4 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN HAZEL PARK 1966  /  2007  /  2007  / 2007 Oakland(23) A Open, no restriction(A)
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False Decking (Timber) Removed to Complete Inspection N/A - null

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8093 BRIDGE SAFETY INSPECTION REPORT S24-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
JOHN R 42.4591  /  -83.1038 63163174000S240 Fair Condition(5)
Feature Length  /  Width / Spans Owner
I-75 259.9  /  66.4  /  4 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN HAZEL PARK 1966  /  2007  /  2007  / 2007 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
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NBI INSPECTION Y431
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

Alexander Shteynvil MDOT Metro Region 24 10/09/2015

GENERAL NOTES
14'-10" over SB
RFA submitted to scale S deck fascia at pier 1W 10/15/2015.
RFA issued to replace under clearance sign over SB to read 14'-7". 10/15/2015.

DECK
12/11 11/13 10/15

1. Surface
(SIA-58A)

8 8 7 Rigid overlay. Concrete surface with transverse, longitudinal, and map cracking up to
1/16"scattered throughout . (10/15)
Concrete surface with tight transverse, longitudinal, and map cracking scattered throughout.
(11/13)
Concrete surface with tight transverse, longitudinal, and map cracking scattered throughout.
(12/11)

2. Expansion
Joints

8 8 8 2x Strip seal expansion joints over outside piers are filled with debris. Cover plate is missing
over S sidewalk. Pourable joints over abutments with minor adhesion failures. Joints in overall
good condition. (10/15)
Strip seal expansion joints over outside piers are filled with debris. Pourable joints over
abutments with minor adhesion failures. Joints in overall good condition. (11/13)
Strip seal expansion joints over outside piers are filled with debris. Pourable joints over
abutments with minor adhesion failures. Joints in overall good condition. (12/11)

3. Other
Joints

8 7 7 Cracks on both sides of sawcut joint over center pier (10/15)
Cracks on both sides of sawcut joint over center pier (11/13)
Construction joint over center pier is in good condition. (12/11)

4. Railings 7 7 7 Concrete open parapet railing with 1-tube galv steel tubing attached to top. Pedestrian
fencing (1") attached behind parapet. Railing is coated and in good condition. (10/15)
Concrete open parapet railing with 1-tube galv steel tubing attached to top. Pedestrian
fencing (1") attached behind parapet. Railing is coated and in good condition. (11/13)
Concrete open parapet railing with 1-tube aluminum tubing attached to top. Pedestrian
fencing attached behind parapet. Railing recently coated and in good condition. (12/11)

5. Sidewalks
or Curbs

6 5 5 Concrete sidewalk on both sides of structure. Spalls along curbs have been patched.
Longitudinal and transverse cracking up to 1/8" throughout with approximately 15' of new
spalls along sidewalk fascia. Rust spots throughout. (10/15)
Concrete sidewalk on both sides of structure. Spalls along curbs have been patched.
Longitudinal and transverse cracking throughout with approximately 12' of new spalls along
sidewalk fascia. Rust spots throughout. (11/13)
Concrete sidewalk on both sides of structure. Longitudinal and transverse cracking
throughout with approximately 50' of spalling along sidewalk fascia. (12/11)

6. Deck
Bottom
Surface
(SIA-58B)

6 6 5 Deck bottom with false decking (6300 sft) in good condition over all travel lanes. Visible areas
with leaching transverse cracks and heavily map cracked areas. (10/15)
Deck bottom with false decking in good condition over all travel lanes. Visible areas with
leaching transverse cracks and heavily map cracked areas. (11/13)
Deck bottom with false decking in good condition over all travel lanes. Visible areas with
leaching transverse cracks and heavily map cracked areas. (12/11)
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7. Deck
(SIA-58)

6 6 5 Surface: Rigid overlay. Concrete surface with transverse, longitudinal, and map cracking up
to 1/16"scattered throughout .
Bottom: Deck bottom with false decking (6300 sft) in good condition over all travel lanes.
Visible areas with leaching transverse cracks and heavily map cracked areas. Deck fascia:
Loose concrete on S fascia at pier 3E(1W). RFA issued. STS over pier 2E, HL cracks.
Incipient spalls ove piers at joint locations. (10/15)
Concrete surface with tight transverse, longitudinal, and map cracking scattered throughout.
Deck bottom with false decking in good condition over all travel lanes. Visible areas with
leaching transverse cracks and heavily map cracked areas. Deck fascia: STS over pier 2E,
HL cracks. Incipient spalls ove piers at joint locations. (11/13)
Concrete surface with tight transverse, longitudinal, and map cracking scattered throughout.
Deck bottom with false decking in good condition over all travel lanes. Visible areas with
leaching transverse cracks and heavily map cracked areas. Deck fascia with minor spalls
forming at joint locations. (12/11)

8. Drainage Off structure. (10/15)
Off structure. (11/13)
Off structure. (12/11)

SUPERSTRUCTURE
12/11 11/13 10/15

9. Stringer
(SIA-59)

7 7 7 (12) steel beams w/(24) P&H. Beam end repairs scattered throughout. Paint in good condition
with no visible section loss.P&H's are in good condition (10/15)
Beam end repairs scattered throughout. Paint in good condition with no visible section
loss.P&H's are in good condition (11/13)
Beam end repairs scattered throughout. Paint in good condition with no visible section loss.
(12/11)

10. Paint
(SIA-59A)

8 7 7 08/07-4. Paint in good condition with minor weathering. (10/15)
08/07-4. Paint in good condition with minor weathering. (11/13)
08/07-4. Paint in good condition with minor weathering. (12/11)

11. Section
Loss

3 3 3 No visible section loss. (10/15)
No visible section loss. (11/13)
No visible section loss. (12/11)

12. Bearings 7 7 7 Rocker bearings are recently coated and in good condition. Some rockers with moderate to
significant tilting, all seem to be functioning properly. (10/15)
Rocker bearings are recently coated and in good condition. Some rockers with moderate to
significant tilting, all seem to be functioning properly. (11/13)
Rocker bearings are recently coated and in good condition. Some rockers with moderate to
significant tilting, all seem to be functioning properly. (12/11)

SUBSTRUCTURE
12/11 11/13 10/15

13. Abutments
(SIA-60)

7 7 7 Recently repaired and coated. Minor vertical cracking and in good condition. Gurbage , empty
bottles at west abutment (10/15)
Recently repaired and coated. Minor vertical cracking and in good condition. Gurbage , empty
bottles at west abutment (11/13)
Recently repaired and coated. Minor vertical cracking and in good condition. (12/11)

14. Piers
(SIA-60)

7 7 7 Recently repaired and coated. Overall good condition. (10/15)
Recently repaired and coated. Overall good condition. (11/13)
Recently repaired and coated. Overall good condition. (12/11)

15. Slope
Protection

7 7 7 Brick slope protection in good condition with minor cracking and settlement. Few missing
bricks. (10/15)
Brick slope protection in good condition with minor cracking and settlement. Few missing
bricks. (11/13)
Brick slope protection in good condition with minor cracking and a few missing bricks. (12/11)

MICHIGAN DEPARTMENT OF TRANSPORTATION
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16. Channel
(SIA-61)

N N N N/A. (10/15)
N/A. (11/13)
N/A. (12/11)

17. Scour
Inspection

N  (10/15)
 (11/13)
 (12/11)

APPROACH
12/11 11/13 10/15

18. Approach
Pavement

8 8 8 Concrete approach with minor wear and weathering. (10/15)
Concrete approach with minor wear and weathering. (11/13)
Concrete approach with minor wear and weathering. (12/11)

19. Approach
Shoulders
Sidewalks

8 8 4 Concrete approach sidewalks with 1.5" settlement in the SE quad. Rating reduced due to
sidewalk settlement. (10/15)
Concrete approach sidewalks with minor settlement in the SE quad. (11/13)
Concrete approach sidewalks with minor settlement in the SE quad. (12/11)

20. Approach
Slopes

Grass with  many bold spots (10/15)
Grass with  many bold spots (11/13)
Grass. (12/11)

21. Utilities Overhead lighting. 8" pipe in bay 1S. (10/15)
Overhead lighting. 8" pipe in bay 1S. (11/13)
Overhead lighting. Utility in bay 1S. (12/11)

22. Drainage
Culverts

None visible. (10/15)
None visible. (11/13)
None visible. (12/11)

MISCELLANEOUS
Guard Rail Other Items
Item Rating Item Rating

36A. Bridge Railings 1 71. Water Adequacy N
36B. Transitions 1 72. Approach Alignment 8
36C. Approach Guardrail 1 Temporary Support 0 No Temporary Supports
36D. Approach Guardrail Ends 1 High Load Hit (M) No

Special Insp. Equipment 3
Underwater Insp. Method 0

False Decking (Timber) Removed to Complete Inspection No - To Be Scheduled

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8093 BRIDGE SAFETY INSPECTION REPORT S24-63174
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NBI INSPECTION 2EZR
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

9 10/06/1997

GENERAL NOTES

DECK
10/95 10/97

1. Surface
(SIA-58A)

7 7  (10/97)
 (10/95)
 ()

2. Expansion
Joints

 (10/97)
 (10/95)
 ()

3. Other
Joints

 (10/97)
 (10/95)
 ()

4. Railings  (10/97)
 (10/95)
 ()

5. Sidewalks
or Curbs

 (10/97)
 (10/95)
 ()

6. Deck
Bottom
Surface
(SIA-58B)

 (10/97)
 (10/95)
 ()

7. Deck
(SIA-58)

7 7  (10/97)
 (10/95)
 ()

8. Drainage  (10/97)
 (10/95)
 ()

SUPERSTRUCTURE
10/95 10/97

9. Stringer
(SIA-59)

8 8  (10/97)
 (10/95)
 ()

10. Paint
(SIA-59A)

7 6  (10/97)
 (10/95)
 ()

11. Section
Loss

 (10/97)
 (10/95)
 ()

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8094 BRIDGE SAFETY INSPECTION REPORT S25-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
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12. Bearings  (10/97)
 (10/95)
 ()

SUBSTRUCTURE
10/95 10/97

13. Abutments
(SIA-60)

6 6  (10/97)
 (10/95)
 ()

14. Piers
(SIA-60)

 (10/97)
 (10/95)
 ()

15. Slope
Protection

 (10/97)
 (10/95)
 ()

16. Channel
(SIA-61)

N N  (10/97)
 (10/95)
 ()

17. Scour
Inspection

 (10/97)
 (10/95)
 ()

APPROACH
10/95 10/97

18. Approach
Pavement

 (10/97)
 (10/95)
 ()

19. Approach
Shoulders
Sidewalks

 (10/97)
 (10/95)
 ()

20. Approach
Slopes

 (10/97)
 (10/95)
 ()

21. Utilities  (10/97)
 (10/95)
 ()

22. Drainage
Culverts

 (10/97)
 (10/95)
 ()

MISCELLANEOUS
Guard Rail Other Items
Item Rating Item Rating

36A. Bridge Railings 1 71. Water Adequacy N
36B. Transitions 0 72. Approach Alignment 8
36C. Approach Guardrail 0 Temporary Support 0 No Temporary Supports
36D. Approach Guardrail Ends 0 High Load Hit (M) No

Special Insp. Equipment
Underwater Insp. Method

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8094 BRIDGE SAFETY INSPECTION REPORT S25-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
JOHN R NB TURN RAM 42.459  /  -83.1029 63163174000S250 Fair Condition(6)
Feature Length  /  Width / Spans Owner
I-75 214.5  /  23.4  /  4 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN HAZEL PARK 1966  /  2007  /  1966  / 2007 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  32 Multi Str Comp 10/09/2015  /  1AFF N Not Over Waterway
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False Decking (Timber) Removed to Complete Inspection N/A - null

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8094 BRIDGE SAFETY INSPECTION REPORT S25-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
JOHN R NB TURN RAM 42.459  /  -83.1029 63163174000S250 Fair Condition(6)
Feature Length  /  Width / Spans Owner
I-75 214.5  /  23.4  /  4 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN HAZEL PARK 1966  /  2007  /  1966  / 2007 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
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NBI INSPECTION RIGN
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

P. Dlugopolski MDOT 9 03/02/2002

GENERAL NOTES

DECK
07/99 07/01 03/02

1. Surface
(SIA-58A)

7 6 6 Few crks, Few scattered spalls (03/02)
Trans cracks.  Few scattered spalls. (07/01)
Few crks, 1 sm spall & bit patch near exp jt. (07/99)

2. Expansion
Joints

3 3 3 Leaking with spalls & bit patch (03/02)
Leaking w/ spalls & bit patch. (07/01)
Leaking 1 sm deep spalls. (07/99)

3. Other
Joints

3 3 3 Leaking, spalled. (03/02)
Leaking, spalled. (07/01)
Leaking, spalled. (07/99)

4. Railings 6 6 6 Conc parapet w/ 1 tube alum rail, scrape marks. Small spalls and rust stains. Damaged in
NWQ.  Newer ped fence. (03/02)
Conc parapet w/ 1 tube alum rail, scrape marks. Small spalls and rust stains. Damaged in
NWQ.  Newer ped fence.  Vert cracks. (07/01)
Conc parapet w/ 1 tube alum rail, scrape marks. Small spalls and rust stains. Damaged in
NWQ.  Newer ped fence. (07/99)

5. Sidewalks
or Curbs

6 6 Rust stains and some cracks (03/02)
Rust stains and some cracks. (07/01)
 (07/99)

6. Deck
Bottom
Surface
(SIA-58B)

 (03/02)
 (07/01)
 (07/99)

7. Deck
(SIA-58)

7 6 6 Spall both fascias at E&W jts. spall und N bay @ E jt.  Trans crks. (03/02)
Spall both fascias at E&W jts.  Spall und N bay @ E jt.  Trans crks.  Spalls at C-pier and both
fascias. (07/01)
Spall both fascias at E&W jts. spall und N bay @ E jt.  Trans crks. (07/99)

8. Drainage  (03/02)
 (07/01)
 (07/99)

SUPERSTRUCTURE
07/99 07/01 03/02

9. Stringer
(SIA-59)

8 7 7 Flaking rust on fascia bms under jts., scrape marks over SB. (03/02)
Flaking rust on fascia bms under jts.  Scrape marks over SB. (07/01)
Flaking rust on fascia bms under jts., scrape marks over SB. (07/99)

10. Paint
(SIA-59A)

6 6 6 Painted in 92. 97- Paint peeling @ E jt w/ minor section loss. (03/02)
Painted in 92.  97- Paint peeling @ E jt w/ minor section loss. (07/01)
Painted in 92. 97- Paint peeling @ E jt w/ minor section loss. (07/99)

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8094 BRIDGE SAFETY INSPECTION REPORT S25-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
JOHN R NB TURN RAM 42.459  /  -83.1029 63163174000S250 Fair Condition(6)
Feature Length  /  Width / Spans Owner
I-75 214.5  /  23.4  /  4 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN HAZEL PARK 1966  /  2007  /  1966  / 2007 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  32 Multi Str Comp 10/09/2015  /  1AFF N Not Over Waterway
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11. Section
Loss

3 3 3 Rusted top flanges at joints. (03/02)
Rusted top flanges at jts. (07/01)
Rusted top flanges at joints. (07/99)

12. Bearings 6 3 3 Bolsters & steel plates, some with rust. (03/02)
Bolsters & steel plates, some with rust.  Lowered due to pier cap spalls. (07/01)
Bolsters & steel plates, some with rust. (07/99)

SUBSTRUCTURE
07/99 07/01 03/02

13. Abutments
(SIA-60)

7 7 7 Vert and horz. cracks & some rust stains. (03/02)
Vert and horz cracks & some rust stains. (07/01)
Vert and horz. cracks & some rust stains. (07/99)

14. Piers
(SIA-60)

6 3 3 Spalls center pier cap & E piercap. 93-few soffit and cap crks. W pier- dia crack extending
from top of cap under bm 1N @ N side of cap.  Vert cracks with rust staining. (03/02)
W. pier dia crack extending from top of cap under bm 1N @ N side of cap.  Vert cracks with
rust staining.  Spall to pier cap is undermining bearing at both piers in opposite corners. **
(07/01)
Spalls center pier cap & E piercap. 93-few soffit and cap crks. W pier- dia crack extending
from top of cap under bm 1N @ N side of cap.  Vert cracks with rust staining. (07/99)

15. Slope
Protection

6 6 Heaved (03/02)
Both sides are heaved at top.  Some deterioration at bottom. (07/01)
 (07/99)

16. Channel
(SIA-61)

N N N  (03/02)
 (07/01)
 (07/99)

17. Scour
Inspection

 (03/02)
 (07/01)
 (07/99)

APPROACH
07/99 07/01 03/02

18. Approach
Pavement

6 6 6 Small spall both appr.  Trans crks. (03/02)
Small spall both appr.  Trans crks.  some settlement. (07/01)
Small spall both appr.  Trans crks. (07/99)

19. Approach
Shoulders
Sidewalks

 (03/02)
 (07/01)
 (07/99)

20. Approach
Slopes

 (03/02)
**  West pier has incip spall under bm 4S, Span 1W. (07/01)
 (07/99)

21. Utilities Bay 1S (03/02)
Utility bay 1S. (07/01)
 (07/99)

22. Drainage
Culverts

 (03/02)
 (07/01)
 (07/99)

MISCELLANEOUS
Guard Rail Other Items
Item Rating Item Rating

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8094 BRIDGE SAFETY INSPECTION REPORT S25-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
JOHN R NB TURN RAM 42.459  /  -83.1029 63163174000S250 Fair Condition(6)
Feature Length  /  Width / Spans Owner
I-75 214.5  /  23.4  /  4 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN HAZEL PARK 1966  /  2007  /  1966  / 2007 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  32 Multi Str Comp 10/09/2015  /  1AFF N Not Over Waterway
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36A. Bridge Railings 1 71. Water Adequacy N
36B. Transitions 0 72. Approach Alignment 8
36C. Approach Guardrail 0 Temporary Support 0 No Temporary Supports
36D. Approach Guardrail Ends 0 High Load Hit (M) No

Special Insp. Equipment _
Underwater Insp. Method 0

False Decking (Timber) Removed to Complete Inspection N/A - null

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8094 BRIDGE SAFETY INSPECTION REPORT S25-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
JOHN R NB TURN RAM 42.459  /  -83.1029 63163174000S250 Fair Condition(6)
Feature Length  /  Width / Spans Owner
I-75 214.5  /  23.4  /  4 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN HAZEL PARK 1966  /  2007  /  1966  / 2007 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  32 Multi Str Comp 10/09/2015  /  1AFF N Not Over Waterway
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NBI INSPECTION SVNI
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

P. Dlugopolski MDOT 9 03/13/2004

GENERAL NOTES

DECK
12/02 06/03 03/04

1. Surface
(SIA-58A)

6 6 6 Few cracks. Few scattered spalls, some with bit patch. (03/04)
Few cracks. Few scattered spalls, some with bit patch. (06/03)
Few cracks. Few scattered spalls, some with bit patch. (12/02)

2. Expansion
Joints

3 3 3 Leaking with spalls & bit patch.  Differential settlement over pier 3W.  Approximately 1/2' to 1'.
Seals missing.  See through over pier 3W large spalls with bit patch. (03/04)
Leaking with spalls & bit patch.  Differential settlement over pier 3W.  Approximately 1/2' to 1'.
Seals missing.  See through over pier 3W large spalls with bit patch. (06/03)
Leaking with spalls & bit patch.  Differential settlement over pier 3W.  Approximately 1/2' to 1'.
(12/02)

3. Other
Joints

3 3 3 Leaking, spalled. (03/04)
Leaking, spalled. (06/03)
Leaking, Spalled. (12/02)

4. Railings 6 6 6 Concrete parapet with 1 tube aluminum rail.  Scrape marks.  Small spalls and rust stains.
Damaged in NW quad.  Newer ped fence. (03/04)
Concrete parapet with 1 tube aluminum rail.  Scrape marks.  Small spalls and rust stains.
Damaged in NW quad.  Newer ped fence. (06/03)
Concrete parapet with 1 tube aluminum rail.  Scrape marks.  Small spalls and rust stains.
Damaged in NW quad.  Newer ped fence. (12/02)

5. Sidewalks
or Curbs

-1 (03/04)
 (06/03)
 (12/02)

6. Deck
Bottom
Surface
(SIA-58B)

 (03/04)
 (06/03)
 (12/02)

7. Deck
(SIA-58)

6 6 6 Spall to both fascias at E & W jts.  Spall under N bay @ E jt.  Trans cracks. (03/04)
Spall to both fascias at E & W jts.  Spall under N bay @ E jt.  Trans cracks. (06/03)
Spall to both fascias at E & W jts.  Spall under N bay @ E jt.  Trans cracks. (12/02)

8. Drainage 2 catch basins in W quad. (03/04)
2 catch basins in W quad. (06/03)
 (12/02)

SUPERSTRUCTURE
12/02 06/03 03/04

9. Stringer
(SIA-59)

6 6 6 Flaking rust on fascia beams under joints.  Scrape marks over SB. (03/04)
Flaking rust on fascia beams under joints.  Scrape marks over SB. (06/03)
Flaking rust on fascia beams under joints.  Scrape marks over SB. (12/02)

10. Paint
(SIA-59A)

6 6 6 Painted in 92.  Paint peeling in areas. (03/04)
Painted in 92.  Paint peeling in areas. (06/03)
Painted in 92.  Paint peeling in areas. (12/02)

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8094 BRIDGE SAFETY INSPECTION REPORT S25-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
JOHN R NB TURN RAM 42.459  /  -83.1029 63163174000S250 Fair Condition(6)
Feature Length  /  Width / Spans Owner
I-75 214.5  /  23.4  /  4 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN HAZEL PARK 1966  /  2007  /  1966  / 2007 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  32 Multi Str Comp 10/09/2015  /  1AFF N Not Over Waterway
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11. Section
Loss

2 2 2 Section loss at beam ends.  Areas of pitting have been painted over. (03/04)
Section loss at beam ends.  Areas of pitting have been painted over. (06/03)
Section loss at beam ends. (12/02)

12. Bearings 5 5 5 Bolsters & steel plates, some with rust.  Temp supports under two beams. (03/04)
Bolsters & steel plates, some with rust.  Temp supports under two beams. (06/03)
Bolsters & steel plates, some with rust. (12/02)

SUBSTRUCTURE
12/02 06/03 03/04

13. Abutments
(SIA-60)

7 6 6 Vertical and horizontal cracks.  Some rust stains.  Areas of delam. (03/04)
Vertical and horizontal cracks.  Some rust stains.  Areas of delam. (06/03)
Vertical and horizontal cracks.  Some rust stains. (12/02)

14. Piers
(SIA-60)

5 5 3 Shear cracks under two beams, now temporarily supported.  Temp supports to beam 4S, pier
1W, span 1W and beam 1S, pier 3W, span 4W.  Incip spalls to all pier caps. (03/04)
Shear cracks under two beams, now temporarily supported.  Temp supports to beam 4S, pier
1W, span 1W and beam 1S, pier 3W, span 4W.  Incip spalls to all pier caps. (06/03)
Shear cracks under two beams, now temporarily supported.  Temp supports to beam 4S, pier
1W, span 1W and beam 1W, pier 3W, span 4W.  Incip spalls to all pier caps. (12/02)

15. Slope
Protection

6 6 6 Heaved at top of slope.  Some settlement.  Areas removed for temp supports.  Some blocks
are deteriorating. (03/04)
Heaved at top of slope.  Some settlement.  Areas removed for temp supports.  Some blocks
are deteriorating. (06/03)
Heaved at top of slope.  Some settlement. (12/02)

16. Channel
(SIA-61)

N N N -1 (03/04)
 (06/03)
 (12/02)

17. Scour
Inspection

-1 (03/04)
 (06/03)
 (12/02)

APPROACH
12/02 06/03 03/04

18. Approach
Pavement

6 6 6 Small spalls to both approaches.  Trans cracks with bit patch. (03/04)
Small spalls to both approaches.  Trans cracks with bit patch. (06/03)
Small spalls to both approaches.  Trans cracks with bit patch. (12/02)

19. Approach
Shoulders
Sidewalks

-1 (03/04)
 (06/03)
 (12/02)

20. Approach
Slopes

-1 (03/04)
 (06/03)
 (12/02)

21. Utilities -1 (03/04)
 (06/03)
 (12/02)

22. Drainage
Culverts

-1 (03/04)
 (06/03)
 (12/02)

MISCELLANEOUS
Guard Rail Other Items
Item Rating Item Rating

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8094 BRIDGE SAFETY INSPECTION REPORT S25-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
JOHN R NB TURN RAM 42.459  /  -83.1029 63163174000S250 Fair Condition(6)
Feature Length  /  Width / Spans Owner
I-75 214.5  /  23.4  /  4 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN HAZEL PARK 1966  /  2007  /  1966  / 2007 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  32 Multi Str Comp 10/09/2015  /  1AFF N Not Over Waterway
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36A. Bridge Railings 1 71. Water Adequacy N
36B. Transitions 0 72. Approach Alignment 8
36C. Approach Guardrail 0 Temporary Support 0 No Temporary Supports
36D. Approach Guardrail Ends 0 High Load Hit (M) No

Special Insp. Equipment
Underwater Insp. Method

False Decking (Timber) Removed to Complete Inspection N/A - null

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8094 BRIDGE SAFETY INSPECTION REPORT S25-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
JOHN R NB TURN RAM 42.459  /  -83.1029 63163174000S250 Fair Condition(6)
Feature Length  /  Width / Spans Owner
I-75 214.5  /  23.4  /  4 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN HAZEL PARK 1966  /  2007  /  1966  / 2007 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  32 Multi Str Comp 10/09/2015  /  1AFF N Not Over Waterway
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NBI INSPECTION VYQL
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

DLUGOPOLSKIP MDOT INSPECTOR 9 06/29/2006

GENERAL NOTES

DECK
12/04 09/05 06/06

1. Surface
(SIA-58A)

6 6 6 Few cracks. Few scattered spalls, some with bit patch. (06/06)
Few cracks. Few scattered spalls, some with bit patch. (09/05)
Few cracks. Few scattered spalls, some with bit patch. (12/04)

2. Expansion
Joints

3 3 3 Leaking with spalls & bit patch.  Differential settlement over pier 3W.  Approximately 1/2' to 1'.
Seals missing.  See through over pier 3W large spalls with bit patch. (06/06)
Leaking with spalls & bit patch.  Differential settlement over pier 3W.  Approximately 1/2' to 1'.
Seals missing.  See through over pier 3W large spalls with bit patch. (09/05)
Leaking with spalls & bit patch.  Differential settlement over pier 3W.  Approximately 1/2' to 1'.
Seals missing.  See through over pier 3W large spalls with bit patch. (12/04)

3. Other
Joints

3 3 3 Leaking, spalled. (06/06)
Leaking, spalled. (09/05)
Leaking, spalled. (12/04)

4. Railings 6 6 6 Concrete parapet with 1 tube aluminum rail.  Scrape marks.  Small spalls and rust stains.
Damaged in NW quad.  Newer ped fence. (06/06)
Concrete parapet with 1 tube aluminum rail.  Scrape marks.  Small spalls and rust stains.
Damaged in NW quad.  Newer ped fence. (09/05)
Concrete parapet with 1 tube aluminum rail.  Scrape marks.  Small spalls and rust stains.
Damaged in NW quad.  Newer ped fence. (12/04)

5. Sidewalks
or Curbs

 (06/06)
 (09/05)
 (12/04)

6. Deck
Bottom
Surface
(SIA-58B)

 (06/06)
 (09/05)
 (12/04)

7. Deck
(SIA-58)

6 6 6 Spall to both fascias at E & W jts.  Spall under N bay @ E jt.  Trans cracks. (06/06)
Spall to both fascias at E & W jts.  Spall under N bay @ E jt.  Trans cracks. (09/05)
Spall to both fascias at E & W jts.  Spall under N bay @ E jt.  Trans cracks. (12/04)

8. Drainage 2 catch basins in W quad. (06/06)
2 catch basins in W quad. (09/05)
 (12/04)

SUPERSTRUCTURE
12/04 09/05 06/06

9. Stringer
(SIA-59)

6 6 6 Flaking rust on fascia beams under joints.  Scrape marks over SB. (06/06)
Flaking rust on fascia beams under joints.  Scrape marks over SB. (09/05)
Flaking rust on fascia beams under joints.  Scrape marks over SB. (12/04)

10. Paint
(SIA-59A)

6 6 6 Painted in 92.  Paint peeling in areas. (06/06)
Painted in 92.  Paint peeling in areas. (09/05)
Painted in 92.  Paint peeling in areas. (12/04)

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8094 BRIDGE SAFETY INSPECTION REPORT S25-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
JOHN R NB TURN RAM 42.459  /  -83.1029 63163174000S250 Fair Condition(6)
Feature Length  /  Width / Spans Owner
I-75 214.5  /  23.4  /  4 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN HAZEL PARK 1966  /  2007  /  1966  / 2007 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  32 Multi Str Comp 10/09/2015  /  1AFF N Not Over Waterway
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11. Section
Loss

2 2 2 Section loss at beam ends.  Areas of pitting have been painted over. (06/06)
Section loss at beam ends.  Areas of pitting have been painted over. (09/05)
Section loss at beam ends.  Areas of pitting have been painted over. (12/04)

12. Bearings 5 5 5 Bolsters & steel plates, some with rust.  Temp supports under two beams. (06/06)
Bolsters & steel plates, some with rust.  Temp supports under two beams. (09/05)
Bolsters & steel plates, some with rust.  Temp supports under two beams. (12/04)

SUBSTRUCTURE
12/04 09/05 06/06

13. Abutments
(SIA-60)

5 5 5 Vertical and horizontal cracks.  Some rust stains.  Areas of delam. (06/06)
Vertical and horizontal cracks.  Some rust stains.  Areas of delam. (09/05)
Vertical and horizontal cracks.  Some rust stains.  Areas of delam. (12/04)

14. Piers
(SIA-60)

3 3 3 Shear cracks under two beams, now temporarily supported.  Temp supports to beam 4S, pier
1W, span 1W and beam 1S, pier 3W, span 4W.  Incip spalls to all pier caps. (06/06)
Shear cracks under two beams, now temporarily supported.  Temp supports to beam 4S, pier
1W, span 1W and beam 1S, pier 3W, span 4W.  Incip spalls to all pier caps. (09/05)
Shear cracks under two beams, now temporarily supported.  Temp supports to beam 4S, pier
1W, span 1W and beam 1S, pier 3W, span 4W.  Incip spalls to all pier caps. (12/04)

15. Slope
Protection

6 6 6 Heaved at top of slope.  Some settlement.  Areas removed for temp supports.  Some blocks
are deteriorating. (06/06)
Heaved at top of slope.  Some settlement.  Areas removed for temp supports.  Some blocks
are deteriorating. (09/05)
Heaved at top of slope.  Some settlement.  Areas removed for temp supports.  Some blocks
are deteriorating. (12/04)

16. Channel
(SIA-61)

N N N  (06/06)
 (09/05)
 (12/04)

17. Scour
Inspection

 (06/06)
 (09/05)
 (12/04)

APPROACH
12/04 09/05 06/06

18. Approach
Pavement

6 6 6 Small spalls to both approaches.  Trans cracks with bit patch. (06/06)
Small spalls to both approaches.  Trans cracks with bit patch. (09/05)
Small spalls to both approaches.  Trans cracks with bit patch. (12/04)

19. Approach
Shoulders
Sidewalks

 (06/06)
 (09/05)
 (12/04)

20. Approach
Slopes

 (06/06)
 (09/05)
 (12/04)

21. Utilities  (06/06)
 (09/05)
 (12/04)

22. Drainage
Culverts

 (06/06)
 (09/05)
 (12/04)

MISCELLANEOUS
Guard Rail Other Items

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8094 BRIDGE SAFETY INSPECTION REPORT S25-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
JOHN R NB TURN RAM 42.459  /  -83.1029 63163174000S250 Fair Condition(6)
Feature Length  /  Width / Spans Owner
I-75 214.5  /  23.4  /  4 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN HAZEL PARK 1966  /  2007  /  1966  / 2007 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  32 Multi Str Comp 10/09/2015  /  1AFF N Not Over Waterway
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Item Rating Item Rating

36A. Bridge Railings 1 71. Water Adequacy N
36B. Transitions 0 72. Approach Alignment 8
36C. Approach Guardrail 0 Temporary Support 0 No Temporary Supports
36D. Approach Guardrail Ends 0 High Load Hit (M) No

Special Insp. Equipment
Underwater Insp. Method

False Decking (Timber) Removed to Complete Inspection N/A - null

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8094 BRIDGE SAFETY INSPECTION REPORT S25-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
JOHN R NB TURN RAM 42.459  /  -83.1029 63163174000S250 Fair Condition(6)
Feature Length  /  Width / Spans Owner
I-75 214.5  /  23.4  /  4 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN HAZEL PARK 1966  /  2007  /  1966  / 2007 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  32 Multi Str Comp 10/09/2015  /  1AFF N Not Over Waterway
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NBI INSPECTION YBTO
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

DLUGOPOLSKIP MDOT INSPECTOR 24 01/21/2010

GENERAL NOTES
No Request For Actions (RFA) were initiated at this time

DECK
04/07 01/08 01/10

1. Surface
(SIA-58A)

6 6 9  (01/10)
 (01/08)
 (04/07)

2. Expansion
Joints

3 3 9  (01/10)
 (01/08)
 (04/07)

3. Other
Joints

3 3 N  (01/10)
 (01/08)
 (04/07)

4. Railings 6 6 7 No visible deficiencies (01/10)
 (01/08)
 (04/07)

5. Sidewalks
or Curbs

 (01/10)
 (01/08)
 (04/07)

6. Deck
Bottom
Surface
(SIA-58B)

6 6 Bottom surface exhibits 2% or less spalled areas (01/10)
 (01/08)
 (04/07)

7. Deck
(SIA-58)

6 6 6 Falsedecked above travel lanes (01/10)
 (01/08)
 (04/07)

8. Drainage  (01/10)
 (01/08)
 (04/07)

SUPERSTRUCTURE
04/07 01/08 01/10

9. Stringer
(SIA-59)

6 6 7 No section loss. paint in good condition (01/10)
 (01/08)
 (04/07)

10. Paint
(SIA-59A)

6 6 9  (01/10)
 (01/08)
 (04/07)

11. Section
Loss

2 2 3  (01/10)
 (01/08)
 (04/07)

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8094 BRIDGE SAFETY INSPECTION REPORT S25-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
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12. Bearings 5 5 7 No visible deficiencies (01/10)
 (01/08)
 (04/07)

SUBSTRUCTURE
04/07 01/08 01/10

13. Abutments
(SIA-60)

5 5 7 No visible deficiencies (01/10)
 (01/08)
 (04/07)

14. Piers
(SIA-60)

3 7 7 No visible deficiencies (01/10)
Under construction (01/08)
 (04/07)

15. Slope
Protection

6 6 7 No visible deficiencies (01/10)
 (01/08)
 (04/07)

16. Channel
(SIA-61)

N N N  (01/10)
 (01/08)
 (04/07)

17. Scour
Inspection

 (01/10)
 (01/08)
 (04/07)

APPROACH
04/07 01/08 01/10

18. Approach
Pavement

6 6 9  (01/10)
 (01/08)
 (04/07)

19. Approach
Shoulders
Sidewalks

 (01/10)
 (01/08)
 (04/07)

20. Approach
Slopes

 (01/10)
 (01/08)
 (04/07)

21. Utilities  (01/10)
 (01/08)
 (04/07)

22. Drainage
Culverts

 (01/10)
 (01/08)
 (04/07)

MISCELLANEOUS
Guard Rail Other Items
Item Rating Item Rating

36A. Bridge Railings 1 71. Water Adequacy N
36B. Transitions 0 72. Approach Alignment 8
36C. Approach Guardrail 0 Temporary Support 0 No Temporary Supports
36D. Approach Guardrail Ends 0 High Load Hit (M) No

Special Insp. Equipment 3
Underwater Insp. Method

MICHIGAN DEPARTMENT OF TRANSPORTATION
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Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
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I-75 214.5  /  23.4  /  4 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN HAZEL PARK 1966  /  2007  /  1966  / 2007 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  32 Multi Str Comp 10/09/2015  /  1AFF N Not Over Waterway

Form P2502 Printed on 09/11/2017 Page 2 of 3



False Decking (Timber) Removed to Complete Inspection N/A - null

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive
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NBI INSPECTION 1AFF
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

Alexander Shteynvil MDOT Metro Region 24 10/09/2015

GENERAL NOTES
Undercl signs: 14'-8" SB and 15'-0" NB
No other signs

DECK
12/11 11/13 10/15

1. Surface
(SIA-58A)

8 8 7 Rigid overlay. Concrete surface with tight transverse and longitudinal cracking up to 1/16"
@2'-5'. (10/15)
Concrete surface with tight transverse and longitudinal cracking. (11/13)
Concrete surface with tight transverse and longitudinal cracking. (12/11)

2. Expansion
Joints

8 8 8 (3x) Strip seal expansion joints are located over all piers and are filled with debris. Pourable
joints are located over abutments. All joints are in good condition and functioning properly.
(10/15)
Strip seal expansion joints are located over all piers and are filled with debris. Pourable joints
are located over abutments. All joints are in good condition and functioning properly. (11/13)
Strip seal expansion joints are located over all piers and are filled with debris. Pourable joints
are located over abutments. All joints are in good condition and functioning properly. (12/11)

3. Other
Joints

N N N N/A. (10/15)
N/A. (11/13)
N/A. (12/11)

4. Railings 7 7 7 Open concrete parapet has thrie beam retrofit and galv steel tube attached to top. Ped
fencing (1") attached behind parapet. Railing in overall good condition. (10/15)
Open concrete parapet has thrie beam retrofit and galv steel tube attached to top. Ped
fencing (1") attached behind parapet. Railing in overall good condition. (11/13)
Open concrete parapet has thrie beam retrofit and I-tube aluminum attached to top. Ped
fencing attached behind parapet. Railing in overall good condition. (12/11)

5. Sidewalks
or Curbs

N N N N/A.N/A. (10/15)
N/A. (11/13)
N/A. (12/11)

6. Deck
Bottom
Surface
(SIA-58B)

6 6 6 Deck bottom with moderate amount of cracking throughout. Metal mesh (1"x1") attached over
all NB lanes and wood falsedecking over SB lanes in good condition. No concrete was
noticed on mesh. 1 ft ts in bay 1N, span 1W (10/15)
Deck bottom with moderate amount of cracking throughout. Metal mesh (1"x1") attached over
all NB lanes and wood falsedecking over SB lanes in good condition. No concrete was
noticed on mesh. (11/13)
Deck bottom with moderate amount of cracking throughout. Metal mesh (1"x1") attached over
all travel lanes and is in good condition. No concrete was noticed on mesh. (12/11)

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8094 BRIDGE SAFETY INSPECTION REPORT S25-63174
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7. Deck
(SIA-58)

6 6 6 Concrete surface with tight transverse and longitudinal cracking. Surface: Rigid overlay.
Concrete surface with tight transverse and longitudinal cracking up to 1/16" @2'-5'. Bottom:
Deck bottom with moderate amount of cracking throughout. Metal mesh (1"x1") attached over
all NB lanes and wood falsedecking over SB lanes in good condition. No concrete was
noticed on mesh. 1 ft ts in bay 1N, span 1W. Fascias: Both fascias with STS at joint locations.
(10/15)
Concrete surface with tight transverse and longitudinal cracking. Deck bottom with moderate
amount of cracking throughout. Metal mesh (1"x1") attached over all NB lanes and wood
falsedecking over SB lanes in good condition. No concrete was noticed on mesh.  Both
fascias with spalling at joint locations. (11/13)
Concrete surface with tight transverse and longitudinal cracking. Deck bottom with moderate
amount of cracking throughout. Metal mesh (1"x1") attached over all travel lanes and is in
good condition. No concrete was noticed on mesh. Both fascias with spalling at joint
locations. (12/11)

8. Drainage Off structure. (10/15)
Off structure. (11/13)
Off structure. (12/11)

SUPERSTRUCTURE
12/11 11/13 10/15

9. Stringer
(SIA-59)

7 7 7 Beam end repairs scattered throughout. Visible section loss at beamms ends  painted over.
Paint in good condition (10/15)
Beam end repairs scattered throughout. Visible section loss at beamms ends  painted over.
Paint in good condition (11/13)
Beam end repairs scattered throughout. Paint in good condition with no visible section loss.
(12/11)

10. Paint
(SIA-59A)

7 7 7 07/08-P4. Coating failures beginning to appear over travelled lanes, most significant at beam
2N for NB showing peeling paint. (10/15)
07/08-P4. Coating failures beginning to appear over travelled lanes, most significant at beam
2N for NB showing peeling paint. (11/13)
07/08-P4. Coating failures beginning to appear over travelled lanes, most significant at beam
2N for NB showing peeling paint. (12/11)

11. Section
Loss

3 2 2 Beam ends recently repaired. Visible section loss at beams ends  painted over. (10/15)
Beam ends recently repaired. Visible section loss at beams ends  painted over. (11/13)
Beam ends recently repaired with no visible section loss. (12/11)

12. Bearings 7 7 7 Bearings with minor coating failures scattered throughout. Appear to be functioning properly.
(10/15)
Bearings with minor coating failures scattered throughout. Appear to be functioning properly.
(11/13)
Bearings with minor coating failures scattered throughout. Appear to be functioning properly.
(12/11)

SUBSTRUCTURE
12/11 11/13 10/15

13. Abutments
(SIA-60)

7 7 7 Recently repaired and coated with minor vertical cracking. Cracking under beams 1N and S
at N abutment. Concrete is sound. (10/15)
Recently repaired and coated with minor vertical cracking. Overall good condition. (11/13)
Recently repaired and coated with minor vertical cracking. Overall good condition. (12/11)

14. Piers
(SIA-60)

7 7 7 Recently repaired and coated with tight cracks scattered throughout. Crack starting to
develop on N side of pier cap of pier 1E under N fascia beam. Minor rust stains. (10/15)
Recently repaired and coated with tight cracks scattered throughout. Crack starting to
develop on N side of pier cap of pier 1E under N fascia beam. Minor rust stains. (11/13)
Recently repaired and coated with tight cracks scattered throughout. Minor rust stains.
Overall good condition. (12/11)

MICHIGAN DEPARTMENT OF TRANSPORTATION
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15. Slope
Protection

6 6 6 Brick slope protection with concrete repairs at locations of previous temporary support.
Locations of cracking, settlement, and heaving throughout. Void under slope pavement in
SWQ and SEQ. (10/15)
Brick slope protection with concrete repairs at locations of previous temporary support.
Locations of cracking, settlement, and heaving throughout. Void under slope pavement in
SWQ (11/13)
Brick slope protection with concrete repairs at locations of previous temporary support.
Locations of cracking, settlement, and heaving throughout. (12/11)

16. Channel
(SIA-61)

N N N N/A. (10/15)
N/A. (11/13)
N/A. (12/11)

17. Scour
Inspection

N  (10/15)
 (11/13)
 (12/11)

APPROACH
12/11 11/13 10/15

18. Approach
Pavement

9 8 8 Concrete approach pavement with no visible deficiencies. (10/15)
Concrete approach pavement with no visible deficiencies. (11/13)
Concrete approach pavement with no visible deficiencies. (12/11)

19. Approach
Shoulders
Sidewalks

N N N N/A. (10/15)
N/A. (11/13)
N/A. (12/11)

20. Approach
Slopes

Grass and vegetation. (10/15)
Grass and vegetation. (11/13)
Grass and vegetation. (12/11)

21. Utilities Overhead lighting. (10/15)
Overhead lighting. (11/13)
Overhead lighting. (12/11)

22. Drainage
Culverts

None visible. (10/15)
None visible. (11/13)
None visible. (12/11)

MISCELLANEOUS
Guard Rail Other Items
Item Rating Item Rating

36A. Bridge Railings 1 71. Water Adequacy N
36B. Transitions 1 72. Approach Alignment 8
36C. Approach Guardrail 1 Temporary Support 0 No Temporary Supports
36D. Approach Guardrail Ends 1 High Load Hit (M) No

Special Insp. Equipment 3
Underwater Insp. Method 0

False Decking (Timber) Removed to Complete Inspection No - To Be Scheduled

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
92C. Other Special

MICHIGAN DEPARTMENT OF TRANSPORTATION
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92D. Fatigue Sensitive

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8094 BRIDGE SAFETY INSPECTION REPORT S25-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
JOHN R NB TURN RAM 42.459  /  -83.1029 63163174000S250 Fair Condition(6)
Feature Length  /  Width / Spans Owner
I-75 214.5  /  23.4  /  4 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN HAZEL PARK 1966  /  2007  /  1966  / 2007 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  32 Multi Str Comp 10/09/2015  /  1AFF N Not Over Waterway

Form P2502 Printed on 09/11/2017 Page 4 of 4



NBI INSPECTION QPQD
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

J. Jackson NTH 15 07/13/1999

GENERAL NOTES

DECK
10/95 10/97 07/99

1. Surface
(SIA-58A)

6 6 6 Many cracks, 5 sm scattered spall.  10 m curb spall NW corner. (07/99)
 (10/97)
 (10/95)

2. Expansion
Joints

3 Leaking, filler missing. (07/99)
 (10/97)
 (10/95)

3. Other
Joints

2 Leaking heavily.  1 m hole E jt., spalled, temporary wood supports East joint. (07/99)
 (10/97)
 (10/95)

4. Railings 5 Conc parapet w/ 1 tube alum.  10 m damaged in NW corner. NE bracket damaged.  Newer
ped fence. (07/99)
 (10/97)
 (10/95)

5. Sidewalks
or Curbs

 (07/99)
 (10/97)
 (10/95)

6. Deck
Bottom
Surface
(SIA-58B)

 (07/99)
 (10/97)
 (10/95)

7. Deck
(SIA-58)

6 5 5 Spall und E jt. Random & leaching cracks. (07/99)
 (10/97)
 (10/95)

8. Drainage  (07/99)
 (10/97)
 (10/95)

SUPERSTRUCTURE
10/95 10/97 07/99

9. Stringer
(SIA-59)

5 5 5 Minor section loss @ jts. Fascia bm ends touching at center. (07/99)
 (10/97)
 (10/95)

10. Paint
(SIA-59A)

1 1 1 Rusted 40% overall, 100% @ jts. (07/99)
 (10/97)
 (10/95)

11. Section
Loss

2 Heavy rust. (07/99)
 (10/97)
 (10/95)

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8095 BRIDGE SAFETY INSPECTION REPORT S26-63174
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12. Bearings 6 Steel plates w/ minor section loss or rusty. (07/99)
 (10/97)
 (10/95)

SUBSTRUCTURE
10/95 10/97 07/99

13. Abutments
(SIA-60)

7 5 7 Vert cracks. (07/99)
 (10/97)
 (10/95)

14. Piers
(SIA-60)

5 Cracks. W. pier - incip spall on cap under beam 1S. 2 m corner spall S. col. E pier soffit
cracks. (07/99)
 (10/97)
 (10/95)

15. Slope
Protection

 (07/99)
 (10/97)
 (10/95)

16. Channel
(SIA-61)

N N N  (07/99)
 (10/97)
 (10/95)

17. Scour
Inspection

 (07/99)
 (10/97)
 (10/95)

APPROACH
10/95 10/97 07/99

18. Approach
Pavement

6 Transv cracks.  Minor shallow patched spalls. (07/99)
 (10/97)
 (10/95)

19. Approach
Shoulders
Sidewalks

 (07/99)
 (10/97)
 (10/95)

20. Approach
Slopes

 (07/99)
 (10/97)
 (10/95)

21. Utilities  (07/99)
 (10/97)
 (10/95)

22. Drainage
Culverts

 (07/99)
 (10/97)
 (10/95)

MISCELLANEOUS
Guard Rail Other Items
Item Rating Item Rating

36A. Bridge Railings 1 71. Water Adequacy N
36B. Transitions 0 72. Approach Alignment 8
36C. Approach Guardrail 0 Temporary Support 0 No Temporary Supports
36D. Approach Guardrail Ends 0 High Load Hit (M) No

Special Insp. Equipment

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8095 BRIDGE SAFETY INSPECTION REPORT S26-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
NINE MI RD TURN RA 42.4603  /  -83.1057 63163174000S260 Poor Condition(4)
Feature Length  /  Width / Spans Owner
I-75 217  /  23.4  /  4 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
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Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
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Underwater Insp. Method 0

False Decking (Timber) Removed to Complete Inspection N/A - null

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive

MICHIGAN DEPARTMENT OF TRANSPORTATION
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NBI INSPECTION GDHS
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

S. Galindo MDOT 15 10/02/2003

GENERAL NOTES
14 feet 6 inch vertical clearance

DECK
07/01 10/02 10/03

1. Surface
(SIA-58A)

5 5 5 Many cracks with scattered spalls. (10/03)
Many cracks with scattered spalls. (10/02)
Many cracks with scattered spalls. (07/01)

2. Expansion
Joints

3 3 3 Leaking, filler missing.  Bit patched. (10/03)
Leaking, filler missing.  Bit patched. (10/02)
Leaking, filler missing.  Bit patched. (07/01)

3. Other
Joints

2 2 2 Leaking heavily.  Spalled, temporary wood supports East joint. (10/03)
Leaking heavily.  Spalled, temporary wood supports East joint. (10/02)
Leaking heavily.  Spalled, temporary wood supports East joint. (07/01)

4. Railings 5 5 5 Conc parapet w/ 1 tube alum.   30 lft damaged in NW corner. NE bracket damaged.  Newer
ped fence.  Vert cracks. (10/03)
Conc parapet w/ 1 tube alum.   30 lft damaged in NW corner. NE bracket damaged.  Newer
ped fence.  Vert cracks. (10/02)
Conc parapet w/ 1 tube alum.   30 lft damaged in NW corner. NE bracket damaged.  Newer
ped fence.  Vert cracks. (07/01)

5. Sidewalks
or Curbs

5 3 3 60 LFT of STS @ north curbface (10/03)
60 LFT of STS @ north curbface (10/02)
35 ft sts at NW corner.  Longit cracks with rust stains.  Shallow spalls, some are incipient.
(07/01)

6. Deck
Bottom
Surface
(SIA-58B)

 (10/03)
 (10/02)
 (07/01)

7. Deck
(SIA-58)

5 4 4 Spall und E jt. Random & leaching cracks.  Wet areas.  Deck spalls at jts.  > 25% of area is
wet. (10/03)
Spall und E jt. Random & leaching cracks.  Wet areas.  Deck spalls at jts.  > 25% of area is
wet. (10/02)
Spall und E jt. Random & leaching cracks.  Wet areas.  Deck spalls at jts.  > 25% of area is
wet. (07/01)

8. Drainage -1 (10/03)
 (10/02)
Catch basines in all quad's. (07/01)

SUPERSTRUCTURE
07/01 10/02 10/03

9. Stringer
(SIA-59)

5 5 5 Minor section loss @ jts. Fascia bm ends touching at center. (10/03)
Minor section loss @ jts. Fascia bm ends touching at center. (10/02)
Minor section loss @ jts. Fascia bm ends touching at center. (07/01)

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8095 BRIDGE SAFETY INSPECTION REPORT S26-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
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10. Paint
(SIA-59A)

1 2 2 Rusted 40% overall, 100% @ jts. (10/03)
Rusted 40% overall, 100% @ jts. (10/02)
Rusted 40% overall, 100% @ jts. (07/01)

11. Section
Loss

2 2 2 Heavy rust.  Some pitting on webs. (10/03)
Heavy rust.  Some pitting on webs. (10/02)
Heavy rust.  Some pitting on webs. (07/01)

12. Bearings 6 6 6 Steel plates w/ minor section loss or rusty. (10/03)
Steel plates w/ minor section loss or rusty. (10/02)
Steel plates w/ minor section loss or rusty. (07/01)

SUBSTRUCTURE
07/01 10/02 10/03

13. Abutments
(SIA-60)

7 7 7 Vert cracks. (10/03)
Vert cracks. (10/02)
Vert cracks. (07/01)

14. Piers
(SIA-60)

5 4 4 Cracks. W. pier - incip spall on cap under beam 1S. 2 yd2 corner spall S col w/ corner cracks.
E pier soffit cracks. (10/03)
Cracks. W. pier - incip spall on cap under beam 1S. 2 yd2 corner spall S col w/ corner cracks.
E pier soffit cracks. (10/02)
Cracks. W. pier - incip spall on cap under beam 1S. 2 yd2 corner spall S col w/ corner cracks.
E pier soffit cracks. (07/01)

15. Slope
Protection

6 5 5 Brick pavers - broken in some areas (10/03)
Brick pavers - broken in some areas (10/02)
2 syds of slope protection is heaved at NE quad. (07/01)

16. Channel
(SIA-61)

N N N -1 (10/03)
 (10/02)
 (07/01)

17. Scour
Inspection

-1 (10/03)
 (10/02)
 (07/01)

APPROACH
07/01 10/02 10/03

18. Approach
Pavement

6 6 6 Transv cracks.  Minor shallow patched spalls. (10/03)
Transv cracks.  Minor shallow patched spalls. (10/02)
Transv cracks.  Minor shallow patched spalls. (07/01)

19. Approach
Shoulders
Sidewalks

-1 (10/03)
 (10/02)
 (07/01)

20. Approach
Slopes

-1 (10/03)
 (10/02)
 (07/01)

21. Utilities -1 (10/03)
 (10/02)
 (07/01)

22. Drainage
Culverts

-1 (10/03)
 (10/02)
 (07/01)

MISCELLANEOUS
Guard Rail Other Items

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8095 BRIDGE SAFETY INSPECTION REPORT S26-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
NINE MI RD TURN RA 42.4603  /  -83.1057 63163174000S260 Poor Condition(4)
Feature Length  /  Width / Spans Owner
I-75 217  /  23.4  /  4 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN HAZEL PARK 1966  /  2007  /  2007  / 2007 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  32 Multi Str Comp 03/17/2016  /  LI9B N Not Over Waterway
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Item Rating Item Rating

36A. Bridge Railings 1 71. Water Adequacy N
36B. Transitions 0 72. Approach Alignment 8
36C. Approach Guardrail 0 Temporary Support 0 No Temporary Supports
36D. Approach Guardrail Ends 0 High Load Hit (M) No

Special Insp. Equipment 4
Underwater Insp. Method 0

False Decking (Timber) Removed to Complete Inspection N/A - null

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8095 BRIDGE SAFETY INSPECTION REPORT S26-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
NINE MI RD TURN RA 42.4603  /  -83.1057 63163174000S260 Poor Condition(4)
Feature Length  /  Width / Spans Owner
I-75 217  /  23.4  /  4 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN HAZEL PARK 1966  /  2007  /  2007  / 2007 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  32 Multi Str Comp 03/17/2016  /  LI9B N Not Over Waterway
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NBI INSPECTION SJHO
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

DLUGOPOLSKIP MDOT INSPECTOR 15 07/06/2006

GENERAL NOTES
14 feet 6 inch vertical clearance
N.Bd. NOT posted
Ovrhd Signs both ways.

DECK
01/04 04/05 07/06

1. Surface
(SIA-58A)

5 5 5 Many cracks with scattered spalls.   2 - 20 sqft spalls. (07/06)
Many cracks with scattered spalls.   2 - 20 sqft spalls (04/05)
Many cracks with scattered spalls.   2 - 20 sqft spalls. (01/04)

2. Expansion
Joints

3 3 3 @ Abuts.  Leaking, filler missing.  Bit patched. (07/06)
@ Abuts.  Leaking, filler missing.  Bit patched (04/05)
@ Abuts.  Leaking, filler missing.  Bit patched. (01/04)

3. Other
Joints

2 2 2 Cntr.  Leaking heavily.  Spalled, temporary wood supports E.S. hole with bit patch.  Severe
debris pile on cap. (07/06)
Cntr.  Leaking heavily.  Spalled, temporary wood supports E.S. hole with bit patch.  Severe
debris pile on cap (04/05)
Cntr.  Leaking heavily.  Spalled, temporary wood supports E.S. hole with bit patch.  Severe
debris pile on cap. (01/04)

4. Railings 5 5 5 Conc. parapet w/ 1 tube alum.   30 lft damaged in NW corner and ped fence is missing. NE
bracket damaged.  Newer ped fence.  Vert cracks. (07/06)
 (04/05)
Conc parapet w/ 1 tube alum.   30 lft damaged in NW corner. NE bracket damaged.  Newer
ped fence.  Vert cracks. (01/04)

5. Sidewalks
or Curbs

3 3 3 60 LFT of STS @ north curbface. (07/06)
60 LFT of STS @ north curbface (04/05)
60 LFT of STS @ north curbface (01/04)

6. Deck
Bottom
Surface
(SIA-58B)

 (07/06)
 (04/05)
 (01/04)

7. Deck
(SIA-58)

4 4 4 Spall und E jt. Random & leaching cracks.  Wet areas.  Deck spalls at jts.  > 25% of area is
wet. (07/06)
Spall und E jt. Random & leaching cracks.  Wet areas.  Deck spalls at jts.  > 25% of area is
wet.  S.S. 20% of fascia spalled. (04/05)
Spall und E jt. Random & leaching cracks.  Wet areas.  Deck spalls at jts.  > 25% of area is
wet.  S.S. 20% of fascia spalled. (01/04)

8. Drainage  (07/06)
 (04/05)
-1 (01/04)

SUPERSTRUCTURE
01/04 04/05 07/06

9. Stringer
(SIA-59)

5 5 5 Minor section loss @ jts. Fascia bm ends touching at center. (07/06)
Minor section loss @ jts. Fascia bm ends touching at center. (04/05)
Minor section loss @ jts. Fascia bm ends touching at center. (01/04)

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8095 BRIDGE SAFETY INSPECTION REPORT S26-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
NINE MI RD TURN RA 42.4603  /  -83.1057 63163174000S260 Poor Condition(4)
Feature Length  /  Width / Spans Owner
I-75 217  /  23.4  /  4 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN HAZEL PARK 1966  /  2007  /  2007  / 2007 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  32 Multi Str Comp 03/17/2016  /  LI9B N Not Over Waterway
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10. Paint
(SIA-59A)

2 2 2 Rusted 40% overall, 100% @ jts. (07/06)
Rusted 40% overall, 100% @ jts (04/05)
Rusted 40% overall, 100% @ jts. (01/04)

11. Section
Loss

2 2 2 Heavy rust.  Some pitting on webs. (07/06)
Heavy rust.  Some pitting on webs (04/05)
Heavy rust.  Some pitting on webs. (01/04)

12. Bearings 6 6 6 Steel plates w/ minor section loss or rusty. (07/06)
Steel plates w/ minor section loss or rusty (04/05)
Steel plates w/ minor section loss or rusty. (01/04)

SUBSTRUCTURE
01/04 04/05 07/06

13. Abutments
(SIA-60)

7 7 7 Vert cracks. (07/06)
Vert cracks (04/05)
Vert cracks. (01/04)

14. Piers
(SIA-60)

4 4 4 Cracks. W. pier - incip spall on cap under beam 1S. 2 yd2 corner spall S col w/ corner cracks.
E pier soffit cracks. (07/06)
Cracks. W. pier - incip spall on cap under beam 1S. 2 yd2 corner spall S col w/ corner cracks.
E pier soffit cracks (04/05)
Cracks. W. pier - incip spall on cap under beam 1S. 2 yd2 corner spall S col w/ corner cracks.
E pier soffit cracks. (01/04)

15. Slope
Protection

5 5 5 Brick pavers - broken in some areas. (07/06)
Brick pavers - broken in some areas (04/05)
Brick pavers - broken in some areas (01/04)

16. Channel
(SIA-61)

N N N  (07/06)
 (04/05)
-1 (01/04)

17. Scour
Inspection

 (07/06)
 (04/05)
-1 (01/04)

APPROACH
01/04 04/05 07/06

18. Approach
Pavement

7 7 7 Conc.  Transv cracks.  Minor shallow patched spalls. (07/06)
Conc.  Transv cracks.  Minor shallow patched spalls. (04/05)
Conc.  Transv cracks.  Minor shallow patched spalls. (01/04)

19. Approach
Shoulders
Sidewalks

6 6 6  (07/06)
 (04/05)
All Quads. (01/04)

20. Approach
Slopes

 (07/06)
 (04/05)
-1 (01/04)

21. Utilities Decorative ovrhd lites.  Traffic Sigs/ ped's. (07/06)
 (04/05)
Decretive ovrhd lites.  Traffic Sigs/ ped's (01/04)

22. Drainage
Culverts

 (07/06)
 (04/05)
-1 (01/04)

MISCELLANEOUS

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8095 BRIDGE SAFETY INSPECTION REPORT S26-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
NINE MI RD TURN RA 42.4603  /  -83.1057 63163174000S260 Poor Condition(4)
Feature Length  /  Width / Spans Owner
I-75 217  /  23.4  /  4 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN HAZEL PARK 1966  /  2007  /  2007  / 2007 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  32 Multi Str Comp 03/17/2016  /  LI9B N Not Over Waterway
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Guard Rail Other Items
Item Rating Item Rating

36A. Bridge Railings 1 71. Water Adequacy N
36B. Transitions 0 72. Approach Alignment 8
36C. Approach Guardrail 0 Temporary Support 0 No Temporary Supports
36D. Approach Guardrail Ends 0 High Load Hit (M) No

Special Insp. Equipment 4
Underwater Insp. Method 0

False Decking (Timber) Removed to Complete Inspection N/A - null

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8095 BRIDGE SAFETY INSPECTION REPORT S26-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
NINE MI RD TURN RA 42.4603  /  -83.1057 63163174000S260 Poor Condition(4)
Feature Length  /  Width / Spans Owner
I-75 217  /  23.4  /  4 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN HAZEL PARK 1966  /  2007  /  2007  / 2007 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  32 Multi Str Comp 03/17/2016  /  LI9B N Not Over Waterway
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NBI INSPECTION VMKR
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

Jason DeRuyver MDOT-Metro Region 12 04/11/2009

GENERAL NOTES
SB Posted 14'-6"

Frequency lowered for a short term evaluation of the Shallow Overlay fix on a poor deck.

DECK
04/07 01/08 04/09

1. Surface
(SIA-58A)

5 5 9 New conc ovly (04/09)
 (01/08)
 (04/07)

2. Expansion
Joints

3 3 8 Debris Filled (04/09)
 (01/08)
 (04/07)

3. Other
Joints

2 2 8  (04/09)
 (01/08)
 (04/07)

4. Railings 5 5 6 Surface Coated and thrie beam retrofitted with new galvanized fence (04/09)
 (01/08)
 (04/07)

5. Sidewalks
or Curbs

3 3 6 Patched - some cracking and staining remains. (04/09)
 (01/08)
 (04/07)

6. Deck
Bottom
Surface
(SIA-58B)

4 4 100% False decking above travelled lanes.  Visible portions have transveerse leaching
cracks. (04/09)
 (01/08)
 (04/07)

7. Deck
(SIA-58)

4 4 4 See 1 & 6 (04/09)
 (01/08)
 (04/07)

8. Drainage  (04/09)
 (01/08)
 (04/07)

SUPERSTRUCTURE
04/07 01/08 04/09

9. Stringer
(SIA-59)

5 5 6 Several bolted steel beam end repairs. N fascia beam pitted full length. (04/09)
 (01/08)
 (04/07)

10. Paint
(SIA-59A)

2 2 7  (04/09)
 (01/08)
 (04/07)

11. Section
Loss

2 2 3 Painted and repaired (04/09)
 (01/08)
 (04/07)

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8095 BRIDGE SAFETY INSPECTION REPORT S26-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
NINE MI RD TURN RA 42.4603  /  -83.1057 63163174000S260 Poor Condition(4)
Feature Length  /  Width / Spans Owner
I-75 217  /  23.4  /  4 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN HAZEL PARK 1966  /  2007  /  2007  / 2007 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  32 Multi Str Comp 03/17/2016  /  LI9B N Not Over Waterway
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12. Bearings 6 6 6  (04/09)
 (01/08)
 (04/07)

SUBSTRUCTURE
04/07 01/08 04/09

13. Abutments
(SIA-60)

7 7 7 Surface coated. Few vertical cracks (04/09)
 (01/08)
 (04/07)

14. Piers
(SIA-60)

4 7 7 Patched and surface coated (04/09)
Under construction (01/08)
 (04/07)

15. Slope
Protection

5 5 5 Brick pavers - broken in some areas. (04/09)
 (01/08)
 (04/07)

16. Channel
(SIA-61)

N N N  (04/09)
 (01/08)
 (04/07)

17. Scour
Inspection

 (04/09)
 (01/08)
 (04/07)

APPROACH
04/07 01/08 04/09

18. Approach
Pavement

7 7 9 Concrete (04/09)
 (01/08)
 (04/07)

19. Approach
Shoulders
Sidewalks

6 6 9 Concrete (04/09)
 (01/08)
 (04/07)

20. Approach
Slopes

 (04/09)
 (01/08)
 (04/07)

21. Utilities  (04/09)
 (01/08)
 (04/07)

22. Drainage
Culverts

 (04/09)
 (01/08)
 (04/07)

MISCELLANEOUS
Guard Rail Other Items
Item Rating Item Rating

36A. Bridge Railings 1 71. Water Adequacy N
36B. Transitions 0 72. Approach Alignment 8
36C. Approach Guardrail 0 Temporary Support 0 No Temporary Supports
36D. Approach Guardrail Ends 0 High Load Hit (M) No

Special Insp. Equipment 3
Underwater Insp. Method 0

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8095 BRIDGE SAFETY INSPECTION REPORT S26-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
NINE MI RD TURN RA 42.4603  /  -83.1057 63163174000S260 Poor Condition(4)
Feature Length  /  Width / Spans Owner
I-75 217  /  23.4  /  4 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN HAZEL PARK 1966  /  2007  /  2007  / 2007 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  32 Multi Str Comp 03/17/2016  /  LI9B N Not Over Waterway
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False Decking (Timber) Removed to Complete Inspection N/A - null

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8095 BRIDGE SAFETY INSPECTION REPORT S26-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
NINE MI RD TURN RA 42.4603  /  -83.1057 63163174000S260 Poor Condition(4)
Feature Length  /  Width / Spans Owner
I-75 217  /  23.4  /  4 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN HAZEL PARK 1966  /  2007  /  2007  / 2007 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  32 Multi Str Comp 03/17/2016  /  LI9B N Not Over Waterway
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NBI INSPECTION YPNU
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

Vincent Guadagni FTC&H 12 04/18/2012

GENERAL NOTES
SB Posted 14'-6"

Frequency lowered for a short term evaluation of the Shallow Overlay fix on a poor deck.

DECK
04/10 04/11 04/12

1. Surface
(SIA-58A)

8 8 8 Latex modified concrete overlay in good condition. Minor edge chips at E ref line, few fine
cracks. (04/12)
Conc.  Few min crks. (04/11)
No visible deficiencies.  Latex overlay (04/10)

2. Expansion
Joints

8 8 8 Strip seal exp jts. Part debris filled. (04/12)
Strip seal exp jts. Part debris filled. (04/11)
Two LFT crack perpendicular to E joint (3W0.
Debris in expansion opening (04/10)

3. Other
Joints

N N 6 Hot pour end joints.  Material partially sunken, beginning to lose adhesion. (04/12)
N/A (04/11)
 (04/10)

4. Railings 6 6 6 Open conc. parapet with thrie beam retrofit and galv (1") ped fence. Fence in good condition.
Typ crks and rust stains in posts. Alum tube on top missing in NW x 50-ft.  Impact damage in
NW to end of parapet rail and guardrail anchorage. (04/12)
Open conc. par. w/T-Bm retrofit and galv (1") ped fence.  Typ crks and rust stains in posts.
Min spalls. (04/11)
Sts @ NW quad.  Thrie beam retrofit (04/10)

5. Sidewalks
or Curbs

N N N  (04/12)
N/A  Br. blks. (04/11)
 (04/10)

6. Deck
Bottom
Surface
(SIA-58B)

4 4 4 100% False decking above traveled lanes. Visible portions have transverse leaching cracks
and few shallow incipient spalls. (04/12)
100% False decking above travelled lanes. Visible portions have transveerse leaching cracks.
(04/11)
100% False decking above travelled lanes. Visible portions have transveerse leaching cracks.
(04/10)

7. Deck
(SIA-58)

4 4 4 Downrated due to majority of bottom surface covered with false decking. (04/12)
Surf:  Conc.  Few min crks.  Btm:  100% False decking above travelled lanes. Visible portions
have transveerse leaching cracks.  Fas:  Few min crks and shallow spalls. (04/11)
No visible deficiencies on surface and 100 % falsedecking above traffic. (04/10)

8. Drainage  (04/12)
Off str.  No apparent problems. (04/11)
 (04/10)

SUPERSTRUCTURE
04/10 04/11 04/12

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8095 BRIDGE SAFETY INSPECTION REPORT S26-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
NINE MI RD TURN RA 42.4603  /  -83.1057 63163174000S260 Poor Condition(4)
Feature Length  /  Width / Spans Owner
I-75 217  /  23.4  /  4 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN HAZEL PARK 1966  /  2007  /  2007  / 2007 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  32 Multi Str Comp 03/17/2016  /  LI9B N Not Over Waterway
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9. Stringer
(SIA-59)

6 6 6 Several bolted steel beam end repairs, in good condition. E' cvr plts. Paint: 07/08-4
Weathering and few min rust areas. LOS: Repaired, painted and any LOS stopped. Brgs: Min
surf rust. (04/12)
Several bolted steel beam end repairs. N fascia beam pitted full length.  E' cvr plts.  Paint:
07/08-4  Weathering and few min rust areas.  LOS:  Repaired, painted and any LOS stopped.
Brgs:  Min surf rust. (04/11)
Several bolted steel beam end repairs. N fascia beam pitted full length.  Type 32 (04/10)

10. Paint
(SIA-59A)

7 7 7 07/08-4 Weathering and few min rust areas. (04/12)
07/08-4  Weathering and few min rust areas. (04/11)
Minor weathering of the coating (04/10)

11. Section
Loss

3 3 3 Many beam-end repairs. LOS has been stopped and repaired. (04/12)
Repaired, painted and any LOS stopped. (04/11)
 (04/10)

12. Bearings 7 7 7 Minor rust on fascia bearings. (04/12)
Min surf rust. (04/11)
Minor dirt contamination. (04/10)

SUBSTRUCTURE
04/10 04/11 04/12

13. Abutments
(SIA-60)

7 7 7 Few vertical cracks. Concrete surface coated. (04/12)
Few vertical cracks. Surface coated (04/11)
Few vertical cracks.  Surface coated (04/10)

14. Piers
(SIA-60)

7 7 7 Existing patches in good condition.  Concrete surface coated. Pier 1W few small cracks with
rust. (04/12)
w/ crash walls.  Patched. Surface coated (04/11)
Patched.  Surface coated (04/10)

15. Slope
Protection

5 5 5 Concrete pavers, disjointed between plateau at top and slopes.  Approx 30-sft broken area
with voids near top of E slope at north end. (04/12)
Brick pavers - broken in some areas.  Heaving and uneaven.  Min veg. (04/11)
Brick pavers - broken in some areas (04/10)

16. Channel
(SIA-61)

N N N  (04/12)
N/A (04/11)
 (04/10)

17. Scour
Inspection

 (04/12)
 (04/11)
 (04/10)

APPROACH
04/10 04/11 04/12

18. Approach
Pavement

8 8 8 Concrete pavements with few fine cracks. (04/12)
Conc.  Few min crks. (04/11)
No visible deficiencies.  East is stencilled with "09-28-07" (04/10)

19. Approach
Shoulders
Sidewalks

8 8 8 Bit behind Conc. C&G Few minor cracks. (04/12)
Bit behind Conc. C&G  Few min crks. (04/11)
Minor deterioration (04/10)

20. Approach
Slopes

 (04/12)
Grass.  Bare areas in S.E. & N.E.Q's. (04/11)
 (04/10)

21. Utilities 2 light poles on south rail. (04/12)
Ovrhd lights. (04/11)
 (04/10)

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8095 BRIDGE SAFETY INSPECTION REPORT S26-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
NINE MI RD TURN RA 42.4603  /  -83.1057 63163174000S260 Poor Condition(4)
Feature Length  /  Width / Spans Owner
I-75 217  /  23.4  /  4 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN HAZEL PARK 1966  /  2007  /  2007  / 2007 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  32 Multi Str Comp 03/17/2016  /  LI9B N Not Over Waterway
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22. Drainage
Culverts

 (04/12)
None visible. (04/11)
 (04/10)

MISCELLANEOUS
Guard Rail Other Items
Item Rating Item Rating

36A. Bridge Railings 1 71. Water Adequacy N
36B. Transitions 0 72. Approach Alignment 8
36C. Approach Guardrail 0 Temporary Support 0 No Temporary Supports
36D. Approach Guardrail Ends 0 High Load Hit (M) No

Special Insp. Equipment 3
Underwater Insp. Method 0

False Decking (Timber) Removed to Complete Inspection N/A - null

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8095 BRIDGE SAFETY INSPECTION REPORT S26-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
NINE MI RD TURN RA 42.4603  /  -83.1057 63163174000S260 Poor Condition(4)
Feature Length  /  Width / Spans Owner
I-75 217  /  23.4  /  4 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN HAZEL PARK 1966  /  2007  /  2007  / 2007 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  32 Multi Str Comp 03/17/2016  /  LI9B N Not Over Waterway
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NBI INSPECTION LI9B
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

Chaudhary Mahmood MDOT Metro Region 24 03/17/2016

GENERAL NOTES
Under Clearance: Posted 14'-7" over SB lanes
Suggest parking:on top and walking down slope, because of blind curve going NB.

Frequency Justification Comments (required when Poor Condition and frequency is equal to 24 months)
Inspection frequency was lowered in 2009 for a short term evaluation of the Shallow Overlay fix on a poor deck.  Deck bottom over I-75
lanes is completely protected by the false decking. visible bottom of deck has not significantly deteriorated since overlay over inspection
cycles. Due to the facts above, the frequency was increased back to 24 months.

DECK
04/13 04/14 03/16

1. Surface
(SIA-58A)

7 8 7 Latex modified concrete overlay.Tight map, Trans, & long  cracks throughout deck (up to 5
feet apart). Minor edge chips at E ref line, few fine cracks. (03/16)
Latex modified concrete overlay. Faint map cracks throughout deck (more than 10' apart).
Minor edge chips at E ref line, few fine cracks. (04/14)
Latex modified concrete overlay. Faint map cracks throughout deck (> 5' apart). Minor edge
chips at E ref line, few fine cracks. (04/13)

2. Expansion
Joints

8 6 6 Strip seal exp jts. at Piers: debris filled. Hot pour end joints: Material partially sunken, minor
Cr, some  adhesion loss, Rating is based on HPR jts condition. (03/16)
Strip seal exp jts.are partially debris filled. Good condition. Hot pour end joints. Material
partially sunken, beginning to lose adhesion. Rating is based on HPR jts condition. (04/14)
Strip seal exp jts.are partially debris filled (04/13)

3. Other
Joints

6 N N Not visible (03/16)
Not visible (04/14)
Hot pour end joints. Material partially sunken, beginning to lose adhesion. (04/13)

4. Railings 6 6 5 Open conc. parapet with thrie beam retrofit and single tube railing w/ galv (1") ped fence.
South thrigh beam retrofit is slightly damaged. Fence in good condition. Typ crks and rust
stains in posts. Alum tube on top missing in NW x 50-ft. Impact damage in NW to end of
parapet rail and guardrail anchorage. Map cracks & rust stains on brushblock (03/16)
Open conc. parapet with thrie beam retrofit and single tube railing w/ galv (1") ped fence.
South thrigh beam retrofit is slightly damaged. Fence in good condition. Typ crks and rust
stains in posts. Alum tube on top missing in NW x 50-ft. Impact damage in NW to end of
parapet rail and guardrail anchorage. Map cracks & rust stains on brushblock (04/14)
Open conc. parapet with thrie beam retrofit and single tube railing w/ galv (1") ped fence.
Fence in good condition. Typ crks and rust stains in posts. Alum tube on top missing in NW x
50-ft. Impact damage in NW to end of parapet rail and guardrail anchorage. Map cracks &
rust stains on brushblock (04/13)

5. Sidewalks
or Curbs

N N N NA (03/16)
NA (04/14)
NA (04/13)

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8095 BRIDGE SAFETY INSPECTION REPORT S26-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
NINE MI RD TURN RA 42.4603  /  -83.1057 63163174000S260 Poor Condition(4)
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I-75 217  /  23.4  /  4 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN HAZEL PARK 1966  /  2007  /  2007  / 2007 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  32 Multi Str Comp 03/17/2016  /  LI9B N Not Over Waterway
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6. Deck
Bottom
Surface
(SIA-58B)

4 4 4 100% False decking above traveled lanes. Rating based on previous reports. Visible portions
have transverse leaching cracks and few shallow incipient spalls and full depth patches. 2sft
STS at E abut, bay 1S (03/16)
100% False decking above traveled lanes. Rating based on previous reports. Visible portions
have transverse leaching cracks and few shallow incipient spalls and full depth patches. 2sft
STS at E abut, bay 1S (04/14)
100% False decking above traveled lanes. Rating based on previous reports. Visible portions
have transverse leaching cracks and few shallow incipient spalls. (04/13)

7. Deck
(SIA-58)

4 4 4 Down-rated due to majority of bottom surface covered with false decking. Surf:Latex modified
concrete overlay. Tight map Cr. Trans, & long  cracks throughout (up to 5 feet apart). Minor
edge chips at E ref line, Bottom: False decking above traveled lanes. Visible portions have
transverse leaching cracks and few shallow incipient spalls and full depth patches. 2sft STS
at E abut, bay 1S Fas: Few vert Cr. & rust stains. (03/16)
Downrated due to majority of bottom surface covered with false decking. Surf: Latex modified
concrete overlay. Faint map cracks throughout deck (> 10' apart). Minor edge chips at E ref
line, few fine cracks. Bottom: 100% False decking above traveled lanes. Rating based on
previous reports. Visible portions have transverse leaching cracks and few shallow incipient
spalls and full depth patches. 2sft STS at E abut, bay 1S Fas: Few vert crcks. Rating is based
on deck bottom condition above false decking tbased on previous reports. (04/14)
Downrated due to majority of bottom surface covered with false decking. Surf: Latex modified
concrete overlay. Faint map cracks throughout deck (> 5' apart). Minor edge chips at E ref
line, few fine cracks. Bottom: 100% False decking above traveled lanes. Rating based on
previous reports. Visible portions have transverse leaching cracks and few shallow incipient
spalls. Fas: Few vert crcks (04/13)

8. Drainage Off structure (03/16)
Off structure (04/14)
Off structure (04/13)

SUPERSTRUCTURE
04/13 04/14 03/16

9. Stringer
(SIA-59)

6 6 6 Several bolted steel beam end repairs, in good condition. E' cvr plts. Paint: 07/08-4
Weathering and few min rust areas. LOS: Repaired, painted and any LOS stopped. Brgs: Min
surf rust. (03/16)
Several bolted steel beam end repairs, in good condition. E' cvr plts. Paint: 07/08-4
Weathering and few min rust areas. LOS: Repaired, painted and any LOS stopped. Brgs: Min
surf rust. (04/14)
Several bolted steel beam end repairs, in good condition. E' cvr plts. Paint: 07/08-4
Weathering and few min rust areas. LOS: Repaired, painted and any LOS stopped. Brgs: Min
surf rust. (04/13)

10. Paint
(SIA-59A)

7 7 7 07/08-4 Weathering and few min rust areas. (03/16)
07/08-4 Weathering and few min rust areas. (04/14)
07/08-4 Weathering and few min rust areas. (04/13)

11. Section
Loss

3 3 3 Many beam-end repairs. LOS has been stopped and repaired. (03/16)
Many beam-end repairs. LOS has been stopped and repaired. (04/14)
Many beam-end repairs. LOS has been stopped and repaired. (04/13)

12. Bearings 7 7 7 Minor rust on fascia bearings. (03/16)
Minor rust on fascia bearings. (04/14)
Minor rust on fascia bearings. (04/13)

SUBSTRUCTURE
04/13 04/14 03/16

13. Abutments
(SIA-60)

7 7 7 Concrete surface coated. Few vertical cracks. rust stains at beam ends, (03/16)
Few vertical cracks. Concrete surface coated. (04/14)
Few vertical cracks. Concrete surface coated. (04/13)

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8095 BRIDGE SAFETY INSPECTION REPORT S26-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
NINE MI RD TURN RA 42.4603  /  -83.1057 63163174000S260 Poor Condition(4)
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I-75 217  /  23.4  /  4 Region: Metro(7)
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IN HAZEL PARK 1966  /  2007  /  2007  / 2007 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
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14. Piers
(SIA-60)

7 7 7 Conc. surface coated, Existing patches developing Cr. Pier 1W , V. Cr in Col 1S & 2S with
rust stain, 6' long. crack in cap, Trans. Cr at bottom of Pier Cap, HL crack under beam 1N,
span 1W. (03/16)
Existing patches in good condition. Concrete surface coated. Pier 1W few small cracks with
rust and 6' long. crack in cap, HL crack under beam 1N, span 1W. (04/14)
Existing patches in good condition. Concrete surface coated. Pier 1W few small cracks with
rust and 6' long. crack in cap. (04/13)

15. Slope
Protection

5 5 5 Concrete pavers, disjointed, upheaved between plateau at top and slopes. Approx 30-sft
broken area with voids at NEQ and NWQ (03/16)
Concrete pavers, disjointed between plateau at top and slopes. Approx 30-sft broken area
with voids at NEQ and NWQ (04/14)
Concrete pavers, disjointed between plateau at top and slopes. Approx 30-sft broken area
with voids near top of E slope at north end. (04/13)

16. Channel
(SIA-61)

N N N NA (03/16)
NA (04/14)
NA (04/13)

17. Scour
Inspection

N  (03/16)
 (04/14)
 (04/13)

APPROACH
04/13 04/14 03/16

18. Approach
Pavement

8 8 8 Concrete pavements with few fine cracks. (03/16)
Concrete pavements with few fine cracks. (04/14)
Concrete pavements with few fine cracks. (04/13)

19. Approach
Shoulders
Sidewalks

8 8 8 Bit behind Conc. C&G Few minor cracks. (03/16)
Bit behind Conc. C&G Few minor cracks. (04/14)
Bit behind Conc. C&G Few minor cracks. (04/13)

20. Approach
Slopes

Grass. Bare areas in S.E. & N.E.Q's. (03/16)
Grass. Bare areas in S.E. & N.E.Q's. (04/14)
Grass. Bare areas in S.E. & N.E.Q's. (04/13)

21. Utilities 2 light poles on south rail. (03/16)
2 light poles on south rail. (04/14)
2 light poles on south rail. (04/13)

22. Drainage
Culverts

NA (03/16)
NA (04/14)
NA (04/13)

MISCELLANEOUS
Guard Rail Other Items
Item Rating Item Rating

36A. Bridge Railings 1 71. Water Adequacy N
36B. Transitions 1 72. Approach Alignment 8
36C. Approach Guardrail 1 Temporary Support 0 No Temporary Supports
36D. Approach Guardrail Ends 1 High Load Hit (M) No

Special Insp. Equipment 3
Underwater Insp. Method 0

False Decking (Timber) Removed to Complete Inspection N/A - No False Decking

Critical Feature Inspections (SIA-92)

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8095 BRIDGE SAFETY INSPECTION REPORT S26-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
NINE MI RD TURN RA 42.4603  /  -83.1057 63163174000S260 Poor Condition(4)
Feature Length  /  Width / Spans Owner
I-75 217  /  23.4  /  4 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN HAZEL PARK 1966  /  2007  /  2007  / 2007 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  32 Multi Str Comp 03/17/2016  /  LI9B N Not Over Waterway
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Freq Date
92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8095 BRIDGE SAFETY INSPECTION REPORT S26-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
NINE MI RD TURN RA 42.4603  /  -83.1057 63163174000S260 Poor Condition(4)
Feature Length  /  Width / Spans Owner
I-75 217  /  23.4  /  4 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN HAZEL PARK 1966  /  2007  /  2007  / 2007 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
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NBI INSPECTION 2FHX
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

15 10/06/1997

GENERAL NOTES

DECK
08/95 10/97

1. Surface
(SIA-58A)

6 5 30sy spall & bit patch. Concentrated @ W span. (10/97)
 (08/95)
 ()

2. Expansion
Joints

3 Spall along jt & under jt. (10/97)
 (08/95)
 ()

3. Other
Joints

5 leaking. (10/97)
 (08/95)
 ()

4. Railings 8 conc parapet w/ on alum tube. (10/97)
 (08/95)
 ()

5. Sidewalks
or Curbs

 (10/97)
 (08/95)
 ()

6. Deck
Bottom
Surface
(SIA-58B)

 (10/97)
 (08/95)
 ()

7. Deck
(SIA-58)

5 4 Few cor crks & backwall crks. Cor crks w/ rust stains. 1lf N fascia spall @ Sb.  Spall under
Exp jt. Wet areas, mainly @ span1W. (10/97)
 (08/95)
 ()

8. Drainage  (10/97)
 (08/95)
 ()

SUPERSTRUCTURE
08/95 10/97

9. Stringer
(SIA-59)

6 6 A-588 flaking rust on bottom flanges & webs. light section loss. (10/97)
 (08/95)
 ()

10. Paint
(SIA-59A)

1 N  (10/97)
 (08/95)
 ()

11. Section
Loss

2  (10/97)
 (08/95)
 ()

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8097 BRIDGE SAFETY INSPECTION REPORT S28-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
WOODWARD HTS BLVD 42.4686  /  -83.1093 63163174000S280 Poor Condition(4)
Feature Length  /  Width / Spans Owner
I-75 172.5  /  66.4  /  2 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
@ CITY OF HAZEL PARK 1971  /  2007  /        / 2007 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  32 Multi Str Comp 10/09/2015  /  52GF N Not Over Waterway
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12. Bearings 7 rockers. Incip spall @ W abut. (10/97)
 (08/95)
 ()

SUBSTRUCTURE
08/95 10/97

13. Abutments
(SIA-60)

7 6 97-3sf incip spall under bm4&5N W abut. 93-Vert crks (10/97)
 (08/95)
 ()

14. Piers
(SIA-60)

8  (10/97)
 (08/95)
 ()

15. Slope
Protection

 (10/97)
 (08/95)
 ()

16. Channel
(SIA-61)

N N  (10/97)
 (08/95)
 ()

17. Scour
Inspection

 (10/97)
 (08/95)
 ()

APPROACH
08/95 10/97

18. Approach
Pavement

5 Few crks, N lane E appro settled. Map crked. (10/97)
 (08/95)
 ()

19. Approach
Shoulders
Sidewalks

 (10/97)
 (08/95)
 ()

20. Approach
Slopes

 (10/97)
 (08/95)
 ()

21. Utilities  (10/97)
 (08/95)
 ()

22. Drainage
Culverts

 (10/97)
 (08/95)
 ()

MISCELLANEOUS
Guard Rail Other Items
Item Rating Item Rating

36A. Bridge Railings 1 71. Water Adequacy N
36B. Transitions 1 72. Approach Alignment 8
36C. Approach Guardrail 1 Temporary Support 0 No Temporary Supports
36D. Approach Guardrail Ends 1 High Load Hit (M) No

Special Insp. Equipment
Underwater Insp. Method

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8097 BRIDGE SAFETY INSPECTION REPORT S28-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
WOODWARD HTS BLVD 42.4686  /  -83.1093 63163174000S280 Poor Condition(4)
Feature Length  /  Width / Spans Owner
I-75 172.5  /  66.4  /  2 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
@ CITY OF HAZEL PARK 1971  /  2007  /        / 2007 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  32 Multi Str Comp 10/09/2015  /  52GF N Not Over Waterway
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False Decking (Timber) Removed to Complete Inspection N/A - null

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8097 BRIDGE SAFETY INSPECTION REPORT S28-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
WOODWARD HTS BLVD 42.4686  /  -83.1093 63163174000S280 Poor Condition(4)
Feature Length  /  Width / Spans Owner
I-75 172.5  /  66.4  /  2 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
@ CITY OF HAZEL PARK 1971  /  2007  /        / 2007 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  32 Multi Str Comp 10/09/2015  /  52GF N Not Over Waterway
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NBI INSPECTION IPWP
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

P. Dlugopolski MDOT 15 10/25/2002

GENERAL NOTES
MITS signs

DECK
07/99 07/01 10/02

1. Surface
(SIA-58A)

5 4 4 > 100 syds spall & bit patch.  Concentrated @ the W span.  Longit & trans cracks. (10/02)
> 100 syds spall & bit patch.  Concentrated @ the W span.  Longit & trans cracks. (07/01)
30sy spall & bit patch. Concentrated @ W span. (07/99)

2. Expansion
Joints

3 3 3 Spall along jt & under jt. (10/02)
Spall along jt & under jt. (07/01)
Spall along jt & under jt. (07/99)

3. Other
Joints

5 4 4 Leaking.  Bit patched and missing filler. (10/02)
Leaking.  Bit patched and missing filler. (07/01)
leaking. (07/99)

4. Railings 8 7 7 Conc parapet w/ on alum tube.  Few vert cracks and minor spalls. (10/02)
Conc parapet w/ on alum tube.  Few vert cracks and minor spalls. (07/01)
conc parapet w/ on alum tube. (07/99)

5. Sidewalks
or Curbs

5 5 Spalls, cracks and rust stains :  STS @ both curbfaces (10/02)
30 lft of spalled curb.  Shallow spalls on sidewalk. (07/01)
 (07/99)

6. Deck
Bottom
Surface
(SIA-58B)

 (10/02)
 (07/01)
 (07/99)

7. Deck
(SIA-58)

4 4 4 Few cor crks & backwall crks. Cor crks w/ rust stains. 1lf N fascia spall @ Sb.  Spall under
Exp jt. Wet areas, mainly @ span1W. (10/02)
Few cor crks & backwall crks. Cor crks w/ rust stains. 1lf N fascia spall @ Sb.  Spall under
Exp jt. Wet areas, mainly @ span1W. (07/01)
Few cor crks & backwall crks. Cor crks w/ rust stains. 1lf N fascia spall @ Sb.  Spall under
Exp jt. Wet areas, mainly @ span1W. (07/99)

8. Drainage  (10/02)
Catch basins in all 4 quad's. (07/01)
 (07/99)

SUPERSTRUCTURE
07/99 07/01 10/02

9. Stringer
(SIA-59)

6 6 6 A-588. Flaking rust on bottom flanges & webs. Light section loss.  Lateral bracing btw 8 & 10
S over SB & 1 & 2 S over NB. (10/02)
A-588. Flaking rust on bottom flanges & webs. Light section loss.  Lateral bracing btw 8 & 10
S over SB & 1 & 2 S over NB. (07/01)
A-588 flaking rust on bottom flanges & webs. light section loss. (07/99)

10. Paint
(SIA-59A)

A-588 (10/02)
 (07/01)
 (07/99)

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8097 BRIDGE SAFETY INSPECTION REPORT S28-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
WOODWARD HTS BLVD 42.4686  /  -83.1093 63163174000S280 Poor Condition(4)
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11. Section
Loss

2 2 2 Minor section loss. (10/02)
Minor section loss. (07/01)
 (07/99)

12. Bearings 7 5 5 Rockers. Incip spall @ W abut.   Elastomeric bearings at W abut are distorted. (10/02)
Rockers. Incip spall @ W abut.   Elastomeric bearings at W abut are distorted. (07/01)
rockers. Incip spall @ W abut. (07/99)

SUBSTRUCTURE
07/99 07/01 10/02

13. Abutments
(SIA-60)

6 5 5 Longit incip spall under bm 4 through 7 S at W abut.  Vert cracks.  E abut has 10 lft of longit
crack at top of abut. (10/02)
Longit incip spall under bm 4 through 7 S at W abut.  Vert cracks.  E abut has 10 lft of longit
crack at top of abut. (07/01)
97-3sf incip spall under bm4&5N W abut. 93-Vert crks (07/99)

14. Piers
(SIA-60)

8 6 6 Map cracks.  Distressed area at pier cap ends.  Shallow spall at S pier cap. (10/02)
Map cracks.  Distressed area at pier cap ends.  Shallow spall at S pier cap. (07/01)
 (07/99)

15. Slope
Protection

7 7 Concrete paving (10/02)
 (07/01)
 (07/99)

16. Channel
(SIA-61)

N N N  (10/02)
 (07/01)
 (07/99)

17. Scour
Inspection

 (10/02)
 (07/01)
 (07/99)

APPROACH
07/99 07/01 10/02

18. Approach
Pavement

5 5 5 Trans crack w bit patch W approach.  E appr has 12 yd2 spalls w bit patch & trans cracks.
(10/02)
Trans crack w bit patch W approach.  E appr has 12 yd2 spalls w bit patch & trans cracks.
(07/01)
Few crks, N lane E appro settled. Map crked. (07/99)

19. Approach
Shoulders
Sidewalks

5 Concrete appr. sidewalk - settled (10/02)
Approach sidewalks have settled.  Bit wedged. (07/01)
 (07/99)

20. Approach
Slopes

 (10/02)
 (07/01)
 (07/99)

21. Utilities  (10/02)
Utility tube against S railing.  Utility in bay 9 south and attached to center pier. (07/01)
 (07/99)

22. Drainage
Culverts

 (10/02)
 (07/01)
 (07/99)

MISCELLANEOUS
Guard Rail Other Items
Item Rating Item Rating

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8097 BRIDGE SAFETY INSPECTION REPORT S28-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
WOODWARD HTS BLVD 42.4686  /  -83.1093 63163174000S280 Poor Condition(4)
Feature Length  /  Width / Spans Owner
I-75 172.5  /  66.4  /  2 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
@ CITY OF HAZEL PARK 1971  /  2007  /        / 2007 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  32 Multi Str Comp 10/09/2015  /  52GF N Not Over Waterway
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36A. Bridge Railings 1 71. Water Adequacy N
36B. Transitions 1 72. Approach Alignment 8
36C. Approach Guardrail 1 Temporary Support 0 No Temporary Supports
36D. Approach Guardrail Ends 1 High Load Hit (M) No

Special Insp. Equipment 4
Underwater Insp. Method 0

False Decking (Timber) Removed to Complete Inspection N/A - null

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8097 BRIDGE SAFETY INSPECTION REPORT S28-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
WOODWARD HTS BLVD 42.4686  /  -83.1093 63163174000S280 Poor Condition(4)
Feature Length  /  Width / Spans Owner
I-75 172.5  /  66.4  /  2 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
@ CITY OF HAZEL PARK 1971  /  2007  /        / 2007 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  32 Multi Str Comp 10/09/2015  /  52GF N Not Over Waterway
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NBI INSPECTION GMKE
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

DLUGOPOLSKIP MDOT INSPECTOR 24 07/06/2006

GENERAL NOTES
MITS signs
Posted:  N.Bd. 15' - 6'
Ovrhd Sign:  N.Bd.

DECK
01/04 04/05 07/06

1. Surface
(SIA-58A)

4 4 4 > 100 syds spall & bit patch.  Concentrated @ the W span.  Longit & trans cracks. (07/06)
> 100 syds spall & bit patch.  Concentrated @ the W span.  Longit & trans cracks. (04/05)
> 100 syds spall & bit patch.  Concentrated @ the W span.  Longit & trans cracks. (01/04)

2. Expansion
Joints

3 3 3 @ cntr.  Spall along jt & under jt. (07/06)
@ cntr.  Spall along jt & under jt (04/05)
@ cntr.  Spall along jt & under jt. (01/04)

3. Other
Joints

4 4 4 Leaking.  Bit patched and missing filler. (07/06)
Leaking.  Bit patched and missing filler (04/05)
Leaking.  Bit patched and missing filler. (01/04)

4. Railings 7 7 7  (07/06)
 (04/05)
Conc parapet w/ one alum tube (and 1/2 alum tube 'Baby Bumper').  Few vert cracks and
minor spalls. (01/04)

5. Sidewalks
or Curbs

5 5 5 Spalls, cracks and rust stains :  STS @ both curbfaces. (07/06)
Spalls, cracks and rust stains :  STS @ both curbfaces (04/05)
Spalls, cracks and rust stains :  STS @ both curbfaces (01/04)

6. Deck
Bottom
Surface
(SIA-58B)

 (07/06)
 (04/05)
 (01/04)

7. Deck
(SIA-58)

4 4 4 Few cor crks & backwall crks. Cor crks w/ rust stains. 1lf N fascia spall @ Sb.  Spall under
Exp jt. Wet areas, mainly @ span1W. (07/06)
Few cor crks & backwall crks. Cor crks w/ rust stains. 1lf N fascia spall @ Sb.  Spall under
Exp jt. Wet areas, mainly @ span1W (04/05)
Few cor crks & backwall crks. Cor crks w/ rust stains. 1lf N fascia spall @ Sb.  Spall under
Exp jt. Wet areas, mainly @ span1W. (01/04)

8. Drainage  (07/06)
 (04/05)
-1 (01/04)

SUPERSTRUCTURE
01/04 04/05 07/06

9. Stringer
(SIA-59)

6 6 6 A-588. Flaking rust on bottom flanges & webs. Light section loss.  Lateral bracing btw 8 & 10
S over SB & 1 & 2 S over NB. (07/06)
A-588. Flaking rust on bottom flanges & webs. Light section loss.  Lateral bracing btw 8 & 10
S over SB & 1 & 2 S over NB. (04/05)
A-588. Flaking rust on bottom flanges & webs. Light section loss.  Lateral bracing btw 8 & 10
S over SB & 1 & 2 S over NB. (01/04)
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10. Paint
(SIA-59A)

 (07/06)
 (04/05)
A-588 (01/04)

11. Section
Loss

2 2 2 Minor section loss. (07/06)
Minor section loss (04/05)
Minor section loss. (01/04)

12. Bearings 5 5 5 Rockers. Incip spall @ W abut.   Elastomeric bearings at W abut are distorted. (07/06)
Rockers. Incip spall @ W abut.   Elastomeric bearings at W abut are distorted. (04/05)
Rockers. Incip spall @ W abut.   Elastomeric bearings at W abut are distorted. (01/04)

SUBSTRUCTURE
01/04 04/05 07/06

13. Abutments
(SIA-60)

5 5 5 Longit incip spall under bm 4 through 7 S at W abut.  Vert cracks.  E abut has 10 lft of longit
crack at top of abut. (07/06)
Longit incip spall under bm 4 through 7 S at W abut.  Vert cracks.  E abut has 10 lft of longit
crack at top of abut (04/05)
Longit incip spall under bm 4 through 7 S at W abut.  Vert cracks.  E abut has 10 lft of longit
crack at top of abut. (01/04)

14. Piers
(SIA-60)

6 6 6 Map cracks.  Distressed area at pier cap ends.  Shallow spall at S pier cap. (07/06)
Map cracks.  Distressed area at pier cap ends.  Shallow spall at S pier cap. (04/05)
Map cracks.  Distressed area at pier cap ends.  Shallow spall at S pier cap. (01/04)

15. Slope
Protection

7 7 7 Concrete paving. (07/06)
Concrete paving (04/05)
Concrete paving (01/04)

16. Channel
(SIA-61)

N N N  (07/06)
 (04/05)
-1 (01/04)

17. Scour
Inspection

 (07/06)
 (04/05)
-1 (01/04)

APPROACH
01/04 04/05 07/06

18. Approach
Pavement

5 5 5 Trans crack w bit patch W approach.  E appr has 12 yd2 spalls w bit patch & trans cracks.
(07/06)
Trans crack w bit patch W approach.  E appr has 12 yd2 spalls w bit patch & trans cracks
(04/05)
Trans crack w bit patch W approach.  E appr has 12 yd2 spalls w bit patch & trans cracks.
(01/04)

19. Approach
Shoulders
Sidewalks

5 5 5 Concrete appr. sidewalk - settled with bit wedges. (07/06)
Concrete appr. sidewalk - settled (04/05)
All Quads.  Concrete appr. sidewalk - settled (01/04)

20. Approach
Slopes

 (07/06)
 (04/05)
-1 (01/04)

21. Utilities  (07/06)
 (04/05)
Ovrhd lighting.  MITS Signs. (01/04)

22. Drainage
Culverts

 (07/06)
 (04/05)
-1 (01/04)

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8097 BRIDGE SAFETY INSPECTION REPORT S28-63174
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MISCELLANEOUS
Guard Rail Other Items
Item Rating Item Rating

36A. Bridge Railings 1 71. Water Adequacy N
36B. Transitions 1 72. Approach Alignment 8
36C. Approach Guardrail 1 Temporary Support 0 No Temporary Supports
36D. Approach Guardrail Ends 1 High Load Hit (M) No

Special Insp. Equipment 4
Underwater Insp. Method 0

False Decking (Timber) Removed to Complete Inspection N/A - null

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8097 BRIDGE SAFETY INSPECTION REPORT S28-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
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Location Built / Recon. / Paint / Ovly. TSC Operational Status
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NBI INSPECTION JPNH
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

DLUGOPOLSKIP MDOT INSPECTOR 24 01/14/2010

GENERAL NOTES
MITS signs
Posted:  N.Bd. 15' - 6'
Ovrhd Sign:  N.Bd.
No Request For Actions (RFA) were initiated at this time

DECK
07/08 04/09 01/10

1. Surface
(SIA-58A)

4 9 8 No visible deficiencies (01/10)
 (04/09)
 (07/08)

2. Expansion
Joints

3 9 8 Debris in expansion opening (01/10)
 (04/09)
 (07/08)

3. Other
Joints

4 9 N  (01/10)
 (04/09)
 (07/08)

4. Railings 7 7 7 No visible deficiencies (01/10)
 (04/09)
 (07/08)

5. Sidewalks
or Curbs

5 7 7 Patched (01/10)
Patched (04/09)
 (07/08)

6. Deck
Bottom
Surface
(SIA-58B)

4 4 4 Falsedecked above travel lanes (01/10)
Falsedecked above travel lanes (04/09)
 (07/08)

7. Deck
(SIA-58)

4 4 4 Few cor crks & backwall crks. Cor crks w/ rust stains. 1lf N fascia spall @ Sb. Spall under Exp
jt. Wet areas, mainly @ span1W (01/10)
Few cor crks & backwall crks. Cor crks w/ rust stains. 1lf N fascia spall @ Sb. Spall under Exp
jt. Wet areas, mainly @ span1W (04/09)
 (07/08)

8. Drainage  (01/10)
 (04/09)
 (07/08)

SUPERSTRUCTURE
07/08 04/09 01/10

9. Stringer
(SIA-59)

6 6 6 Flaking rust on bottom flanges & webs. Light section loss. Lateral bracing btw 8 & 10 S over
SB & 1 & 2 S over NB A588 (01/10)
 (04/09)
 (07/08)

10. Paint
(SIA-59A)

 (01/10)
 (04/09)
 (07/08)

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8097 BRIDGE SAFETY INSPECTION REPORT S28-63174
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11. Section
Loss

2 2 2 Minor section loss (01/10)
 (04/09)
 (07/08)

12. Bearings 5 7 7 No visible deficiencies (01/10)
 (04/09)
 (07/08)

SUBSTRUCTURE
07/08 04/09 01/10

13. Abutments
(SIA-60)

5 7 7 No visible deficiencies (01/10)
 (04/09)
 (07/08)

14. Piers
(SIA-60)

6 7 7 No visible deficiencies (01/10)
 (04/09)
 (07/08)

15. Slope
Protection

7 7 7 No visible deficiencies (01/10)
 (04/09)
 (07/08)

16. Channel
(SIA-61)

N N N  (01/10)
 (04/09)
 (07/08)

17. Scour
Inspection

 (01/10)
 (04/09)
 (07/08)

APPROACH
07/08 04/09 01/10

18. Approach
Pavement

5 9 8 No visible deficiencies (01/10)
 (04/09)
 (07/08)

19. Approach
Shoulders
Sidewalks

5 9 8 No visible deficiencies (01/10)
 (04/09)
 (07/08)

20. Approach
Slopes

 (01/10)
 (04/09)
 (07/08)

21. Utilities  (01/10)
 (04/09)
 (07/08)

22. Drainage
Culverts

 (01/10)
 (04/09)
 (07/08)

MISCELLANEOUS
Guard Rail Other Items
Item Rating Item Rating

36A. Bridge Railings 1 71. Water Adequacy N
36B. Transitions 1 72. Approach Alignment 8
36C. Approach Guardrail 1 Temporary Support 0 No Temporary Supports

MICHIGAN DEPARTMENT OF TRANSPORTATION
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WOODWARD HTS BLVD 42.4686  /  -83.1093 63163174000S280 Poor Condition(4)
Feature Length  /  Width / Spans Owner
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36D. Approach Guardrail Ends 1 High Load Hit (M) No
Special Insp. Equipment 3
Underwater Insp. Method 0

False Decking (Timber) Removed to Complete Inspection N/A - null

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8097 BRIDGE SAFETY INSPECTION REPORT S28-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
WOODWARD HTS BLVD 42.4686  /  -83.1093 63163174000S280 Poor Condition(4)
Feature Length  /  Width / Spans Owner
I-75 172.5  /  66.4  /  2 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
@ CITY OF HAZEL PARK 1971  /  2007  /        / 2007 Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
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NBI INSPECTION 52GF
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

Alexander Shteynvil MDOT Metro Region 24 10/09/2015

GENERAL NOTES
Undecl: 15'-6" over NB; 15'-2" over SB
3 signs  at S fascia and 2 signs on N fascia.
Bridge plates at NE & SW quads.
RFA issued to scale deck bottom and fascia 10-15-2015.
RFA issued to replace under clearance sign over NB to read 15'-4" 10-15-2015.

Frequency Justification Comments (required when Poor Condition and frequency is equal to 24 months)
djdfk

DECK
12/11 11/13 10/15

1. Surface
(SIA-58A)

7 7 7 Rigid overlay surface with moderate amount of tight map cracking up to 1/16" throughout.
Longitudinal cracks near end joints. (10/15)
Concrete overlay surface with moderate amount of tight map cracking throughout.
Longitudinal cracks near end joints. (11/13)
Concrete surface with moderate amount of tight map cracking throughout. Longitudinal cracks
near end joints. (12/11)

2. Expansion
Joints

7 7 7 Strip seal expansion joint at P&H location with minor debris. Pourable joints over both
abutments with minor portions missing at west joint. Joints appear to be functioning properly.
(10/15)
Strip seal expansion joint at P&H location with minor debris. Pourable joints over both
abutments with minor portions missing at west joint. Joints appear to be functioning properly.
(11/13)
Strip seal expansion joint at P&H location with minor debris. Pourable joints over both
abutments with minor portions missing at west joint. Joints appear to be functioning properly.
(12/11)

3. Other
Joints

N N N/A. (10/15)
N/A. (11/13)
N/A. (12/11)

4. Railings 7 7 7 Concrete open parapet with 1 galv steel tube on top and half pipe tube at bot. Bot. half tube
missing seveal bolts and disconnected from the south conc railing in seveal locations. Ped
fencing (1" fabric)attached behind parapet. Concrete recently coated and in good condition.
Minor 1 sft incipient spall at SEQ (10/15)
Concrete open parapet with 1 galv steel tube on top and half pipe tube at bot. Bot. half tube
missing seveal bolts and disconnected from the south conc railing in seveal locations. Ped
fencing (1" fabric)attached behind parapet. Concrete recently coated and in good condition.
Minor 1 sft incipient spall at SEQ (11/13)
Concrete parapet with 1 aluminum tube. Ped fencing attached behind parapet. Concrete
recently coated and in good condition. (12/11)

5. Sidewalks
or Curbs

6 5 5 Concrete sidewalk on both sides of structure. Sidewalk fascia with repairs throughout.
Longitudinal and transverse cracking with rust stains and minor spalling throughout (20%).
(10/15)
Concrete sidewalk on both sides of structure. Sidewalk fascia with repairs throughout.
Longitudinal and transverse cracking with rust stains and minor spalling throughout. (11/13)
Concrete sidewalk on both sides of structure. Sidewalk fascia with repairs throughout.
Longitudinal and transverse cracking with rust stains and minor spalling throughout. (12/11)
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6. Deck
Bottom
Surface
(SIA-58B)

4 4 4 Deck bottom with false decking over all travel lanes and inner shoulder. 10% of false decking
over Rt shoulder is TMS. No concrete is visible on TMS mesh. False decking  is in good
condition. Visible portions are heavily map cracked with efflorescence and spalls. Heavy
diagonal cracking and delamination at NEQ. RFA issued to scale the concrete. (10/15)
Deck bottom with false decking over all travel lanes and inner shoulder. Visible portions are
heavily map cracked with efflorescence and spalls. False decking  is in good condition.
(11/13)
Deck bottom with false decking over all travel lanes is in good condition. Visible portions are
heavily map cracked. (12/11)

7. Deck
(SIA-58)

4 4 4 Deck bottom with false decking over all travel lanes and inner shoulder. 10% of false decking
over Rt shoulder is TMS. No concrete is visible on TMS mesh. False decking  is in good
condition. Visible portions are heavily map cracked with efflorescence and spalls. Heavy
diagonal cracking and delamination at NEQ.  Fascias: Loose concrete on south fascia over
P&H over the shoulder. HL cracks on both fascias. RFA issued to scale the fascia and deck
bottom. (10/15)
Concrete surface with moderate amount of tight map cracking throughout. Longitudinal cracks
near end joints. Deck bottom with false decking over all travel lanes and inner shoulder.
Visible portions are heavily map cracked with efflorescence and spalls. False decking  is in
good condition.  The south fascia has a minor spall forming at the P&H joint over the
shoulder. HL cracks on both fascias (11/13)
Concrete surface with moderate amount of tight map cracking throughout. Longitudinal cracks
near end joints. Deck bottom with false decking over all travel lanes is in good condition.
Visible portions are heavily map cracked. The south fascia has a minor spall forming at the
P&H joint. (12/11)

8. Drainage Off structure. (10/15)
Off structure. (11/13)
Off structure. (12/11)

SUPERSTRUCTURE
12/11 11/13 10/15

9. Stringer
(SIA-59)

6 5 5 (10) steel beams w/(10) P&H. Beam end contact at all P&H's, no buckling. Flaking rust on
bottom flanges and webs throughout. Light section loss. Less than 10% (A588). (10/15)
Flaking rust on bottom flanges and webs throughout. Light section loss. Less than 10%
(A588). Beam webs are in contact at P&H joint at south fascia beams. (11/13)
Flaking rust on bottom flanges and webs with light section loss. (A588). (12/11)

10. Paint
(SIA-59A)

N N N A588. Has not been coated. (10/15)
A588. Has not been coated. (11/13)
A588. Has not been coated. (12/11)

11. Section
Loss

2 2 2 Flaking rust on bottom flanges and webs throughout. Light section loss. Less than 10%
(10/15)
Flaking rust on bottom flanges and webs throughout. Light section loss. Less than 10%
(11/13)
Light section loss. (12/11)

12. Bearings 7 7 7 Rocker bearings on pier are coated. Bearings appear to be functioning properly. (10/15)
Rocker bearings on pier are coated. Bearings appear to be functioning properly. (11/13)
Rocker bearings on pier recently coated. Bearings appear to be functioning properly. (12/11)

SUBSTRUCTURE
12/11 11/13 10/15

13. Abutments
(SIA-60)

7 7 7 Repaired and coated. Minor tight cracks. Rust stains on east abutment. (10/15)
Repaired and coated. No visible deficiencies. Rust stains on east abutment. (11/13)
Recently repaired and coated. No visible deficiencies. Minor rust stains. (12/11)

14. Piers
(SIA-60)

7 7 7 Repaired and coated. HL crach on S side of pier cap. (10/15)
Repaired and coated. HL crach on S side of pier cap. (11/13)
Recently repaired and coated with no visible deficiencies. (12/11)

MICHIGAN DEPARTMENT OF TRANSPORTATION
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15. Slope
Protection

7 7 7 Concrete slope protection with minor cracking and settlement. Overall good condition. (10/15)
Concrete slope protection with minor cracking and settlement. Overall good condition. (11/13)
Concrete slope protection with minor cracking and settlement. Overall good condition. (12/11)

16. Channel
(SIA-61)

N N N N/A. (10/15)
N/A. (11/13)
N/A. (12/11)

17. Scour
Inspection

N  (10/15)
 (11/13)
 (12/11)

APPROACH
12/11 11/13 10/15

18. Approach
Pavement

8 8 8 Concrete approaches in good condition with minor wear. (10/15)
Concrete approaches in good condition with minor wear. (11/13)
Concrete approaches in good condition with minor wear. (12/11)

19. Approach
Shoulders
Sidewalks

7 7 4 Concrete sidewalk approaches in overall good condition. 1.5" settlement at all quads. Rating
reduced due to settlement (10/15)
Concrete sidewalk approaches in overall good condition. Minor settlement at all quads.
(11/13)
Concrete sidewalk approaches in overall good condition. Minor settlement at all quads.
(12/11)

20. Approach
Slopes

Grass. Many bold spots (10/15)
Grass. Many bold spots (11/13)
Grass. (12/11)

21. Utilities Overhead lighting. MITS sign attached to north fascia.  8" pipe in bay 1N. 3-1" conduits
attached to the N fascia beam span 1W. Pump station in SW quad. (10/15)
Overhead lighting. MITS sign attached to north fascia.  8" pipe in bay 1N. 3-1" conduits
attached to the N fascia beam span 1W. Pump station in SW quad. (11/13)
Overhead lighting. MITS sign attached to north fascia.  Utility in bay 1N. Pump station in SW
quad. (12/11)

22. Drainage
Culverts

None visible. (10/15)
None visible. (11/13)
None visible. (12/11)

MISCELLANEOUS
Guard Rail Other Items
Item Rating Item Rating

36A. Bridge Railings 1 71. Water Adequacy N
36B. Transitions 0 72. Approach Alignment 8
36C. Approach Guardrail 0 Temporary Support 0 No Temporary Supports
36D. Approach Guardrail Ends 0 High Load Hit (M) No

Special Insp. Equipment 3
Underwater Insp. Method 0

False Decking (Timber) Removed to Complete Inspection No - To Be Scheduled

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater

MICHIGAN DEPARTMENT OF TRANSPORTATION
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92C. Other Special
92D. Fatigue Sensitive

MICHIGAN DEPARTMENT OF TRANSPORTATION
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NBI INSPECTION 2FHY
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

24 10/06/1997

GENERAL NOTES

DECK
10/95 10/97

1. Surface
(SIA-58A)

5 3  (10/97)
 (10/95)
 ()

2. Expansion
Joints

 (10/97)
 (10/95)
 ()

3. Other
Joints

 (10/97)
 (10/95)
 ()

4. Railings  (10/97)
 (10/95)
 ()

5. Sidewalks
or Curbs

 (10/97)
 (10/95)
 ()

6. Deck
Bottom
Surface
(SIA-58B)

 (10/97)
 (10/95)
 ()

7. Deck
(SIA-58)

4 3  (10/97)
 (10/95)
 ()

8. Drainage  (10/97)
 (10/95)
 ()

SUPERSTRUCTURE
10/95 10/97

9. Stringer
(SIA-59)

6 6  (10/97)
 (10/95)
 ()

10. Paint
(SIA-59A)

N N  (10/97)
 (10/95)
 ()

11. Section
Loss

 (10/97)
 (10/95)
 ()

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8098 BRIDGE SAFETY INSPECTION REPORT S30-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
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I-75 171.9  /  66.3  /  2 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
@ CITY OF ROYAL OAK 1971  /        /  1999  / Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
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12. Bearings  (10/97)
 (10/95)
 ()

SUBSTRUCTURE
10/95 10/97

13. Abutments
(SIA-60)

8 8  (10/97)
 (10/95)
 ()

14. Piers
(SIA-60)

 (10/97)
 (10/95)
 ()

15. Slope
Protection

 (10/97)
 (10/95)
 ()

16. Channel
(SIA-61)

N N  (10/97)
 (10/95)
 ()

17. Scour
Inspection

 (10/97)
 (10/95)
 ()

APPROACH
10/95 10/97

18. Approach
Pavement

 (10/97)
 (10/95)
 ()

19. Approach
Shoulders
Sidewalks

 (10/97)
 (10/95)
 ()

20. Approach
Slopes

 (10/97)
 (10/95)
 ()

21. Utilities  (10/97)
 (10/95)
 ()

22. Drainage
Culverts

 (10/97)
 (10/95)
 ()

MISCELLANEOUS
Guard Rail Other Items
Item Rating Item Rating

36A. Bridge Railings 0 71. Water Adequacy N
36B. Transitions 0 72. Approach Alignment 8
36C. Approach Guardrail 0 Temporary Support 0 No Temporary Supports
36D. Approach Guardrail Ends 0 High Load Hit (M) No

Special Insp. Equipment
Underwater Insp. Method
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False Decking (Timber) Removed to Complete Inspection N/A - null

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive
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NBI INSPECTION QMHB
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

SJG MDOT 24 04/03/2000

GENERAL NOTES
NO PONTIS THIS INSPECTION

DECK
11/98 06/99 04/00

1. Surface
(SIA-58A)

3 3 3 500 syd spalls & bit patch. Over 70% spalled, delaminated & bit patched, many cracks.
Surface is in poor condition. (04/00)
500 syd spalls & bit patch. Over 70% spalled, delaminated & bit patched, many cracks.
Surface is in poor condition. (06/99)
 (11/98)

2. Expansion
Joints

3 3 Leaking heavily, bit patched.  Seal gone. (04/00)
Leaking heavily, bit patched.  Seal gone. (06/99)
 (11/98)

3. Other
Joints

3 3 Cracked, bit patched and leaking. (04/00)
Cracked, bit patched and leaking. (06/99)
 (11/98)

4. Railings 7 7 conc parapet w/ 1 alum tube. Small incip spall W end of S rail. Semi-tube across posts.
Cracks in both approaches. (04/00)
conc parapet w/ 1 alum tube. Small incip spall W end of S rail. Semi-tube across posts.
Cracks in both approaches. (06/99)
 (11/98)

5. Sidewalks
or Curbs

 (04/00)
 (06/99)
 (11/98)

6. Deck
Bottom
Surface
(SIA-58B)

 (04/00)
 (06/99)
 (11/98)

7. Deck
(SIA-58)

3 3 3 Map & leaching cracks. Wet areas all bays and 12' stalactites. Cracks in bacwall & fascias.
Deck structure is in poor condition.  Rust stains through out. (04/00)
Map & leaching cracks. Wet areas all bays and 12' stalactites. Cracks in bacwall & fascias.
Deck structure is in poor condition.  Rust stains through out. (06/99)
 (11/98)

8. Drainage  (04/00)
 (06/99)
 (11/98)

SUPERSTRUCTURE
11/98 06/99 04/00

9. Stringer
(SIA-59)

6 6 6 Flaking rust @ webs & bott flange. Rusty beam ends under P&H. A-588 (04/00)
Flaking rust @ webs & bott flange. Rusty beam ends under P&H. A-588 (06/99)
 (11/98)

10. Paint
(SIA-59A)

N A588 (04/00)
 (06/99)
 (11/98)

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8098 BRIDGE SAFETY INSPECTION REPORT S30-63174
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11. Section
Loss

2 2 Rusty under P&H assembly w/ minor section loss (04/00)
Rusty under P&H assembly w/ minor section loss (06/99)
 (11/98)

12. Bearings 7 7 Rockers over piers and steel plates @ abuts (04/00)
Rockers over piers and steel plates @ abuts (06/99)
 (11/98)

SUBSTRUCTURE
11/98 06/99 04/00

13. Abutments
(SIA-60)

7 7 7 One 6' vert crack W abut bay 2N (04/00)
One 6' vert crack W abut bay 2N (06/99)
 (11/98)

14. Piers
(SIA-60)

7 7 Light cracks on columns.  Col. 2-5 cracked @ bottom. (04/00)
Light cracks on columns.  Col. 2-5 cracked @ bottom. (06/99)
 (11/98)

15. Slope
Protection

 (04/00)
 (06/99)
 (11/98)

16. Channel
(SIA-61)

N N N  (04/00)
 (06/99)
 (11/98)

17. Scour
Inspection

 (04/00)
 (06/99)
 (11/98)

APPROACH
11/98 06/99 04/00

18. Approach
Pavement

6 6 Cracks, bit raveled and patched @ ref lines (04/00)
Cracks, bit raveled and patched @ ref lines (06/99)
 (11/98)

19. Approach
Shoulders
Sidewalks

 (04/00)
 (06/99)
 (11/98)

20. Approach
Slopes

 (04/00)
 (06/99)
 (11/98)

21. Utilities  (04/00)
 (06/99)
 (11/98)

22. Drainage
Culverts

 (04/00)
 (06/99)
 (11/98)

MISCELLANEOUS
Guard Rail Other Items
Item Rating Item Rating

36A. Bridge Railings 0 71. Water Adequacy N
36B. Transitions 0 72. Approach Alignment 8
36C. Approach Guardrail 0 Temporary Support 0 No Temporary Supports

MICHIGAN DEPARTMENT OF TRANSPORTATION
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36D. Approach Guardrail Ends 0 High Load Hit (M) No
Special Insp. Equipment
Underwater Insp. Method 0

False Decking (Timber) Removed to Complete Inspection N/A - null

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive
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NBI INSPECTION TQCJ
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

DLUGOPOLSKIP MDOT 24 12/13/2004

GENERAL NOTES

DECK
12/00 12/02 12/04

1. Surface
(SIA-58A)

8 8 8 New in 2000 (12/04)
New in 2000. (12/02)
New in 2000 (12/00)

2. Expansion
Joints

8 8 8 Strip seal (12/04)
New strip seal in 2000. (12/02)
New strip seal (12/00)

3. Other
Joints

8 8 8  (12/04)
New in 2000. (12/02)
New in 2000 (12/00)

4. Railings 8 7 7 Vert cracks (12/04)
New in 2000. Vert cracks. (12/02)
New in 2000 (12/00)

5. Sidewalks
or Curbs

 (12/04)
Snow covered. (12/02)
 (12/00)

6. Deck
Bottom
Surface
(SIA-58B)

 (12/04)
 (12/02)
 (12/00)

7. Deck
(SIA-58)

8 8 8 Stay in place forms. Cracks in backwall (12/04)
Stay in place forms. Cracks in backwall. (12/02)
Stay in place forms. (12/00)

8. Drainage  (12/04)
 (12/02)
 (12/00)

SUPERSTRUCTURE
12/00 12/02 12/04

9. Stringer
(SIA-59)

6 6 6 Past section loss painted over (12/04)
Past section loss painted over. (12/02)
 (12/00)

10. Paint
(SIA-59A)

8 7 7 Painted in 2000. Few areas of light rust. (12/04)
Painted in 2000. Few areas of light rust. (12/02)
Painted in 2000 (12/00)

11. Section
Loss

2 2 3  (12/04)
Minor section loss at bm ends. (12/02)
Minor section loss (12/00)
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12. Bearings 7 7 7 Rockers over piers and steel plates @ abuts. (12/04)
Rockers over piers and steel plates @ abuts. (12/02)
Rockers over piers and steel plates @ abuts (12/00)

SUBSTRUCTURE
12/00 12/02 12/04

13. Abutments
(SIA-60)

7 7 7 Vert cracks (12/04)
Vert cracks. (12/02)
One 6' vert crack W abut bay 2N (12/00)

14. Piers
(SIA-60)

7 7 7 Light cracks on columns.  Col. 2-5 cracked @ bottom. Few cracks in cap. (12/04)
Light cracks on columns.  Col. 2-5 cracked @ bottom. Few cracks in cap. (12/02)
Light cracks on columns.  Col. 2-5 cracked @ bottom. (12/00)

15. Slope
Protection

7 7  (12/04)
 (12/02)
 (12/00)

16. Channel
(SIA-61)

N N N  (12/04)
 (12/02)
 (12/00)

17. Scour
Inspection

 (12/04)
 (12/02)
 (12/00)

APPROACH
12/00 12/02 12/04

18. Approach
Pavement

8 7 7 Concrete approaches. Small shallow spalls to E approach (12/04)
Concrete approaches. Small shallow spalls to E approach. (12/02)
Concrete approaches. (12/00)

19. Approach
Shoulders
Sidewalks

 (12/04)
Snow covered. (12/02)
 (12/00)

20. Approach
Slopes

 (12/04)
 (12/02)
 (12/00)

21. Utilities  (12/04)
Utilities in bay 6-9 S. (12/02)
 (12/00)

22. Drainage
Culverts

 (12/04)
 (12/02)
 (12/00)

MISCELLANEOUS
Guard Rail Other Items
Item Rating Item Rating

36A. Bridge Railings 0 71. Water Adequacy N
36B. Transitions 0 72. Approach Alignment 8
36C. Approach Guardrail 0 Temporary Support 0 No Temporary Supports
36D. Approach Guardrail Ends 0 High Load Hit (M) No

Special Insp. Equipment 4
Underwater Insp. Method 0
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False Decking (Timber) Removed to Complete Inspection N/A - null

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive
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NBI INSPECTION WTFM
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

DLUGOPOLSKIP MDOT INSPECTOR 24 09/08/2010

GENERAL NOTES
No Request For Actions (RFA) were initiated at this time.

DECK
10/06 09/08 09/10

1. Surface
(SIA-58A)

8 8 8 No symptoms of distress.  Structural deck surface. (09/10)
 (09/08)
New in 2000. (10/06)

2. Expansion
Joints

8 8 8 Debris in expansion opening (09/10)
 (09/08)
Strip seal. (10/06)

3. Other
Joints

8 8 N  (09/10)
 (09/08)
New in 2000. (10/06)

4. Railings 7 7 7 Vertical cracks.  Closed concrete parapet with ped screening (09/10)
 (09/08)
Vert cracks. (10/06)

5. Sidewalks
or Curbs

 (09/10)
 (09/08)
 (10/06)

6. Deck
Bottom
Surface
(SIA-58B)

8 8 No rust on stay in place forms (09/10)
 (09/08)
 (10/06)

7. Deck
(SIA-58)

8 8 8 Permanent metal deck forms (09/10)
 (09/08)
Stay in place forms. Cracks in backwall. (10/06)

8. Drainage  (09/10)
 (09/08)
 (10/06)

SUPERSTRUCTURE
10/06 09/08 09/10

9. Stringer
(SIA-59)

6 6 7 No section loss.  Paint and bearings are in good condition (09/10)
 (09/08)
Past section loss painted over. (10/06)

10. Paint
(SIA-59A)

7 7 7 Few areas of light rust on sharp edges of bottom flanges. (09/10)
 (09/08)
Painted in 2000. Few areas of light rust. (10/06)

11. Section
Loss

3 3 3  (09/10)
 (09/08)
Minor section loss at bm ends. (10/06)

MICHIGAN DEPARTMENT OF TRANSPORTATION
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12. Bearings 7 7 7 Paint system is sound and functioning as intended.  Rockers (09/10)
 (09/08)
Rockers over piers and steel plates @ abuts. (10/06)

SUBSTRUCTURE
10/06 09/08 09/10

13. Abutments
(SIA-60)

7 7 7 Vertical cracks (09/10)
 (09/08)
Vert cracks. (10/06)

14. Piers
(SIA-60)

7 7 7 Light cracks on columns. Col. 2-5 cracked @ bottom. Few cracks in cap (09/10)
 (09/08)
Light cracks on columns.  Col. 2-5 cracked @ bottom. Few cracks in cap. (10/06)

15. Slope
Protection

7 7 7 Functioining as designed (09/10)
 (09/08)
 (10/06)

16. Channel
(SIA-61)

N N N  (09/10)
 (09/08)
 (10/06)

17. Scour
Inspection

 (09/10)
 (09/08)
 (10/06)

APPROACH
10/06 09/08 09/10

18. Approach
Pavement

7 7 7 Small shallow spalls to E approach (09/10)
 (09/08)
Concrete approaches. Small shallow spalls to E approach. (10/06)

19. Approach
Shoulders
Sidewalks

 (09/10)
 (09/08)
 (10/06)

20. Approach
Slopes

 (09/10)
 (09/08)
 (10/06)

21. Utilities  (09/10)
 (09/08)
Utilities in bay 6-9 S. (10/06)

22. Drainage
Culverts

 (09/10)
 (09/08)
 (10/06)

MISCELLANEOUS
Guard Rail Other Items
Item Rating Item Rating

36A. Bridge Railings 0 71. Water Adequacy N
36B. Transitions 0 72. Approach Alignment 8
36C. Approach Guardrail 0 Temporary Support 0 No Temporary Supports
36D. Approach Guardrail Ends 0 High Load Hit (M) No

Special Insp. Equipment 3
Underwater Insp. Method 0

MICHIGAN DEPARTMENT OF TRANSPORTATION
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False Decking (Timber) Removed to Complete Inspection N/A - null

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive
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NBI INSPECTION 7J3V
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

Chaudhary Mahmood MDOT Metro Region 24 09/16/2016

GENERAL NOTES
Under Clearance; Not posted.
Guide Signs:  1xN.Bd. and 1xS.Bd.
Small Plaques in NEQ & SWQ on Conc. railing.

DECK
09/12 09/14 09/16

1. Surface
(SIA-58A)

7 7 7 Conc. surface , Fine map crks. throughout. (09/16)
Conc.  Fine map crks. throughout. (09/14)
Conc.  Fine map crks. throughout. (09/12)

2. Expansion
Joints

8 8 7 Strip seal exp jts over the P&H, debris filled, rust at metal rails, no cover plates at sidewalks.
(09/16)
Strip seal exp jts over the pier, Debris filled.  Good condtion.
HPR jts at abutments. Good condtion. (09/14)
Strip seal exp jts:  Debris filled.
Poured:  Good condtion. (09/12)

3. Other
Joints

N N 6 HPR jts at abuts. Hvy map Cr., in  adjacent deck & approach pavement Conc. Broken,
missing & adhesion loss in sealant, minor edge spalls along W joint in WB lanes. Veg growth
at ends, spall at S end of E joint. (09/16)
N/A (09/14)
N/A (09/12)

4. Railings 7 6 6 Surface coated Solid conc. parapet with outter rustification w/ 2 sq. tubes and 1" galv ped
fence.  Vrt crks 3' - 6' o.c. Heavy map cracking throughout. Spall at W end of S riling at Ped.
fence anchor (9"x9"x5"). (09/16)
Solid conc. parapet with outter rustification w/ 2 sq. tubes and 1" galv ped fence.  Vrt crks 3' -
6' o.c. Heavy map cracking. (09/14)
Solid conc. parapet with outter rustification, 1" galv ped fence and 2 sq. alum tubes.  Vrt crks
3' - 6' o.c. (09/12)

5. Sidewalks
or Curbs

7 7 7 5' wide sidewalks on both sides.  Fine map crks, Hvy near ends & at exp. joint. N sidewalk:
minor spalls at toe  & map Cr at curb face, spall at curb at E end. (09/16)
Both sides.  Fine map crks.  Hvy scale in some areas. 5' wide sidewalks. (09/14)
Both sides.  Fine map crks.  Hvy scale in some areas. (09/12)

6. Deck
Bottom
Surface
(SIA-58B)

8 8 6 Perm S.I.P. Metal Forms, freckled in  SIP at bay 1s, minor scattered incipient spot coating
failures in other bays at W abut. (09/16)
Perm S.I.P. Metal Forms.  No rust. (09/14)
Perm S.I.P. Metal Forms.  No rust. (09/12)

7. Deck
(SIA-58)

8 8 7 Surf: Conc. surface , Fine map crks. throughout  Btm: Perm S.I.P. Metal Forms, freckled in
SIP at bay 1s, minor scattered incipient spot coating failures in other bays at W abut. Fas:
Coated surface, dirt stained. Few min crks. (09/16)
Surf:  Conc.  Fine map crks. throughout.  Btm:  Perm S.I.P. Metal Forms.  No rust.  Fas:  Few
min crks. (09/14)
Surf:  Conc.  Fine map crks. throughout.  Btm:  Perm S.I.P. Metal Forms.  No rust.  Fas:  Few
min crks. (09/12)

8. Drainage Off str.  No apparent problems. (09/16)
Off str.  No apparent problems. (09/14)
Off str.  No apparent problems. (09/12)
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SUPERSTRUCTURE
09/12 09/14 09/16

9. Stringer
(SIA-59)

7 7 7 10 steel beams W/P&H (10 P&H's). P&H are closed at 75 degree Fahrenheit. E' cvr plates.
Paint: Few areas of light rust on sharp edges of bottom flange. Paint pop outs in many places.
Total area of deficiencies is small.  LOS:  Min surf rust at beam ends at abut.. (09/16)
10 steel beams W/P&H (10 P&H's). P&H are closed at 90 degrees Fahrenheit. E' cvr plates.
Paint: Few areas of light rust on sharp edges of bottom. Paint pop outs in many places. Total
area of deficiencies is small.  LOS:  Min surf rust at abut ends. (09/14)
E' cvr plates.  Paint:  Few areas of light rust on sharp edges of bottom.  LOS:  Min surf rust at
abut ends. (09/12)

10. Paint
(SIA-59A)

7 7 7 Few areas of light rust on sharp edges of bottom flange. Paint pop outs in many places. Total
area of deficiencies is small. (09/16)
Few areas of light rust on sharp edges of bottom. Paint pop outs in many places. Total area
of deficiencies is small. (09/14)
Few areas of light rust on sharp edges of bottom (09/12)

11. Section
Loss

2 2 2 Min surf rust at beam ends at abut. (09/16)
Min surf rust at abut ends. (09/14)
Min surf rust at abut ends. (09/12)

12. Bearings 8 7 7 Rocker bearings at center pier,   Abuts: steel plates.  Good condition. Minor rust. (09/16)
Cntr: rockers.  Abuts:  steel plates.  Good condition. Minor rust. (09/14)
Rating corrected to conform to guides.  Cntr: rockers.  Abuts:  steel plates.  Good condition.
(09/12)

SUBSTRUCTURE
09/12 09/14 09/16

13. Abutments
(SIA-60)

7 7 7 Few tight vert. crks. Vert. Cr in Bay 2s , E abut. propagating from top. Diag. Cr  back wall in
bay 1s at both abut., w/Hvy rust stains at E abut. Spall in back wall at bay 8s W abut. Surface
rust stains under bearing in several locations on both abuts. signs of seepage at Bm. 1,2,3s
at W abut. Missing filler mat. at end jts. at E abut. (09/16)
Few vrt crks. Surface rust spots under bearing in several locations on both abutments.
(09/14)
Few vrt crks. (09/12)

14. Piers
(SIA-60)

7 7 7 Conc. pier with 5 round Col. Light cracks on columns Col. 2-5 cracked @ bottom. Horz.
cracks near top of cap at Bm. 2s & 3s.  lv Vert. Cr in crash wall & spall at S end,  map Cr. at
ends of pier cap. (09/16)
Light cracks on columns.(total 5 Columns):  Col. 2-5 cracked @ bottom. Few cracks in cap
(09/14)
Light cracks on columns. Cntr Pier:  Col. 2-5 cracked @ bottom. Few cracks in cap (09/12)

15. Slope
Protection

8 8 7 Conc. pav't.at both abut, minor spalls at top edge &minor settlement along N header at  W
abut. (09/16)
Conc pav't.  Good condition. (09/14)
Rating corrected to conform to guides.  Conc pav't.  Good condition. (09/12)

16. Channel
(SIA-61)

N N N N/A (09/16)
N/A (09/14)
N/A (09/12)

17. Scour
Inspection

N  (09/16)
 (09/14)
 (09/12)

APPROACH
09/12 09/14 09/16
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18. Approach
Pavement

8 8 7 Conc. approach  pavement at both ends,   Bit. patched joint spalls at W end of W approach
approx. 3Sft. few tight  long Cr. & minor Map Cr. Good condition. (09/16)
Rating corrected to conform to guides.  Conc.  Good condition. (09/14)
Rating corrected to conform to guides.  Conc.  Good condition. (09/12)

19. Approach
Shoulders
Sidewalks

8 6 6 Approach sidewalks in all quads, approach ramps w/ ADA text on west side, 1' to 2"
settlement at ref line in all quads. St light & ped traffic signal in NEQ, & SWQ,  few Cr. slabs
in NEQ & NWQ,  Spall & Cr at ref line in SEQ,  Rating reduced due to settlement.  ADA txt at
rmps. (09/16)
1" settlement at SWQ ref line. Rating reduced due to settlement.  ADA txt at rmps. (09/14)
1" - 2" low at struc.  ADA txt at rmps. (09/12)

20. Approach
Slopes

N/A, Urban landscape. (09/16)
Grass.  Good condition. (09/14)
Grass.  Good condition. (09/12)

21. Utilities Over head lights, one on each railing.
Abandoned/redundant  brackets with Hvy corroded vert. anchors, missing nuts, & dislocated
joints, noted at utility ducts near East abut.
Bay 1N:  (1) 4" pipe
Bay 2N:  (10)  4" pipe
Bay 3N:  (10)  4" pipe
Bay 4N:  (10)  4" pipe (09/16)
Ovrhd lights.
Bay 1N:  (1) 6" pipe
Bay 2N:  (10)  4" pipe
Bay 3N:  (10)  4" pipe
Bay 4N:  (10)  4" pipe (09/14)
Ovrhd lights.
Bay 1N:  (1) 8" pipe
Bay 2N:  (10)  6" pipe
Bay 3N:  (10)  6" pipe
Bay 4N:  (10)  6" pipe (09/12)

22. Drainage
Culverts

None visible. (09/16)
None visible. (09/14)
None visible. (09/12)

MISCELLANEOUS
Guard Rail Other Items
Item Rating Item Rating

36A. Bridge Railings 1 71. Water Adequacy N
36B. Transitions 1 72. Approach Alignment 8
36C. Approach Guardrail 1 Temporary Support 0 No Temporary Supports
36D. Approach Guardrail Ends 1 High Load Hit (M) No

Special Insp. Equipment 3
Underwater Insp. Method 0

False Decking (Timber) Removed to Complete Inspection N/A - No False Decking

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive
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NBI INSPECTION 2EOT
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

24 07/29/1997

GENERAL NOTES

DECK
10/95 07/97

1. Surface
(SIA-58A)

5 4  (07/97)
 (10/95)
 ()

2. Expansion
Joints

 (07/97)
 (10/95)
 ()

3. Other
Joints

 (07/97)
 (10/95)
 ()

4. Railings  (07/97)
 (10/95)
 ()

5. Sidewalks
or Curbs

 (07/97)
 (10/95)
 ()

6. Deck
Bottom
Surface
(SIA-58B)

 (07/97)
 (10/95)
 ()

7. Deck
(SIA-58)

4 3  (07/97)
 (10/95)
 ()

8. Drainage  (07/97)
 (10/95)
 ()

SUPERSTRUCTURE
10/95 07/97

9. Stringer
(SIA-59)

6 5  (07/97)
 (10/95)
 ()

10. Paint
(SIA-59A)

1 3  (07/97)
 (10/95)
 ()

11. Section
Loss

 (07/97)
 (10/95)
 ()

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8099 BRIDGE SAFETY INSPECTION REPORT S31-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
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I-75 196.9  /  85.3  /  4 Region: Metro(7)
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Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
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12. Bearings  (07/97)
 (10/95)
 ()

SUBSTRUCTURE
10/95 07/97

13. Abutments
(SIA-60)

4 4  (07/97)
 (10/95)
 ()

14. Piers
(SIA-60)

 (07/97)
 (10/95)
 ()

15. Slope
Protection

 (07/97)
 (10/95)
 ()

16. Channel
(SIA-61)

N N  (07/97)
 (10/95)
 ()

17. Scour
Inspection

 (07/97)
 (10/95)
 ()

APPROACH
10/95 07/97

18. Approach
Pavement

 (07/97)
 (10/95)
 ()

19. Approach
Shoulders
Sidewalks

 (07/97)
 (10/95)
 ()

20. Approach
Slopes

 (07/97)
 (10/95)
 ()

21. Utilities  (07/97)
 (10/95)
 ()

22. Drainage
Culverts

 (07/97)
 (10/95)
 ()

MISCELLANEOUS
Guard Rail Other Items
Item Rating Item Rating

36A. Bridge Railings 1 71. Water Adequacy N
36B. Transitions 0 72. Approach Alignment 8
36C. Approach Guardrail 0 Temporary Support 0 No Temporary Supports
36D. Approach Guardrail Ends 0 High Load Hit (M) No

Special Insp. Equipment
Underwater Insp. Method

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8099 BRIDGE SAFETY INSPECTION REPORT S31-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
11 MI RD 42.4906  /  -83.1164 63163174000S310 Fair Condition(6)
Feature Length  /  Width / Spans Owner
I-75 196.9  /  85.3  /  4 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN ROYAL OAK 1966  /        /  1999  / Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
Metro(7)  /  Oakland(63) 3 Steel  /  32 Multi Str Comp 09/22/2016  /  RFKY N Not Over Waterway
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False Decking (Timber) Removed to Complete Inspection N/A - null

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive

MICHIGAN DEPARTMENT OF TRANSPORTATION
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NBI INSPECTION CYDC
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

SJG MDOT 24 04/03/2000

GENERAL NOTES
NO PONTIS THIS INSPECTION

DECK
11/98 06/99 04/00

1. Surface
(SIA-58A)

3 3 3 100 syd spall and bit patch, few cracks, small scatterd spalls to shallow steel.      Poor (04/00)
100 syd spall and bit patch, few cracks, small scatterd spalls to shallow steel.      Poor (06/99)
 (11/98)

2. Expansion
Joints

3 3 Both jts leaking, bit patch. spalls (04/00)
Both jts leaking, bit patch. spalls (06/99)
 (11/98)

3. Other
Joints

3 3 Missing material. Leaking.  spalled (04/00)
Missing material. Leaking.  spalled (06/99)
 (11/98)

4. Railings 6 6 Concrete parapet w/1-tube alum. 1 tube damaged @ SE, rusty cracks and small spalls
(04/00)
Concrete parapet w/1-tube alum. 1 tube damaged @ SE, rusty cracks and small spalls
(06/99)
 (11/98)

5. Sidewalks
or Curbs

 (04/00)
 (06/99)
 (11/98)

6. Deck
Bottom
Surface
(SIA-58B)

 (04/00)
 (06/99)
 (11/98)

7. Deck
(SIA-58)

3 3 3 Few leach cracks, 70% leach stained, map cracked and wet areas throughout.  Few leach
cracks S fascia at W jt, 13 lft S fascia spall SB. Vert crack at E backwall, adj. to bm 6S.  Rust
stains. (04/00)
Few leach cracks, 70% leach stained, map cracked and wet areas throughout.  Few leach
cracks S fascia at W jt, 13 lft S fascia spall SB. Vert crack at E backwall, adj. to bm 6S.  Rust
stains. (06/99)
 (11/98)

8. Drainage  (04/00)
 (06/99)
 (11/98)

SUPERSTRUCTURE
11/98 06/99 04/00

9. Stringer
(SIA-59)

4 4 4 Light rust 20% overall, heavier under joints along top &  bottom flanges. Minor section loss,
gap spacing <1/4' @ West P&H (04/00)
Light rust 20% overall, heavier under joints along top &  bottom flanges. Minor section loss,
gap spacing <1/4' @ West P&H (06/99)
 (11/98)

MICHIGAN DEPARTMENT OF TRANSPORTATION
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Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
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10. Paint
(SIA-59A)

3 1 1 Paint peeling 80% top & bottom flanges. (04/00)
Paint peeling 80% top & bottom flanges. (06/99)
 (11/98)

11. Section
Loss

1 1 Rusty beam ends w/ some section loss (04/00)
Rusty beam ends w/ some section loss (06/99)
 (11/98)

12. Bearings 4 4 Rockers slightly tilted, some pins and hangers may be frozen. Abut spalls under fixed
bearings (04/00)
Rockers slightly tilted, some pins and hangers may be frozen. Abut spalls under fixed
bearings (06/99)
 (11/98)

SUBSTRUCTURE
11/98 06/99 04/00

13. Abutments
(SIA-60)

3 3 3 Deep incip spall under bms 1-4,6,7-S at E abutment, crack under bm 4N. 1syd spall to steel
under bm 10S W abutment. (04/00)
Deep incip spall under bms 1-4,6,7-S at E abutment, crack under bm 4N. 1syd spall to steel
under bm 10S W abutment. (06/99)
 (11/98)

14. Piers
(SIA-60)

6 6 10 lft horiz top of cap crack E and W side C-pier, soffit cracks and spalls. 2 lft cracks E-pier
cap and honeycomb column 1N C-pier, 4 lft STS c-pier cap (soffit) (04/00)
10 lft horiz top of cap crack E and W side C-pier, soffit cracks and spalls. 2 lft cracks E-pier
cap and honeycomb column 1N C-pier, 4 lft STS c-pier cap (soffit) (06/99)
 (11/98)

15. Slope
Protection

 (04/00)
 (06/99)
 (11/98)

16. Channel
(SIA-61)

N N N  (04/00)
 (06/99)
 (11/98)

17. Scour
Inspection

 (04/00)
 (06/99)
 (11/98)

APPROACH
11/98 06/99 04/00

18. Approach
Pavement

5 5 Trans cracks, 2 sft bit patched W approach, 2sft spall at N curb and E approach. (04/00)
Trans cracks, 2 sft bit patched W approach, 2sft spall at N curb and E approach. (06/99)
 (11/98)

19. Approach
Shoulders
Sidewalks

 (04/00)
 (06/99)
 (11/98)

20. Approach
Slopes

 (04/00)
 (06/99)
 (11/98)

21. Utilities  (04/00)
 (06/99)
 (11/98)

22. Drainage
Culverts

 (04/00)
 (06/99)
 (11/98)

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8099 BRIDGE SAFETY INSPECTION REPORT S31-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
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I-75 196.9  /  85.3  /  4 Region: Metro(7)
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MISCELLANEOUS
Guard Rail Other Items
Item Rating Item Rating

36A. Bridge Railings 1 71. Water Adequacy N
36B. Transitions 0 72. Approach Alignment 8
36C. Approach Guardrail 0 Temporary Support 0 No Temporary Supports
36D. Approach Guardrail Ends 0 High Load Hit (M) No

Special Insp. Equipment
Underwater Insp. Method 0

False Decking (Timber) Removed to Complete Inspection N/A - null

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8099 BRIDGE SAFETY INSPECTION REPORT S31-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
11 MI RD 42.4906  /  -83.1164 63163174000S310 Fair Condition(6)
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I-75 196.9  /  85.3  /  4 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
IN ROYAL OAK 1966  /        /  1999  / Oakland(23) A Open, no restriction(A)
Region  /  County Material  /  Design Last NBI Inspection Scour Evaluation
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NBI INSPECTION MEGL
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

DLUGOPOLSKIP MDOT 24 12/13/2004

GENERAL NOTES

DECK
12/00 12/02 12/04

1. Surface
(SIA-58A)

8 8 8 New in 2000 (12/04)
New in 2000. (12/02)
New in 2000 (12/00)

2. Expansion
Joints

8 8 8 Strip seal (12/04)
New strip seals in 2000. (12/02)
New strip seals (12/00)

3. Other
Joints

8 8 8  (12/04)
New in 2000. (12/02)
New in 2000 (12/00)

4. Railings 8 7 7 Vert cracks. Random cracks. Map cracks. Ped fence on both sides. (12/04)
New in 2000. Vert cracks. Random cracks. Map cracks. Ped fence on both sides. (12/02)
New in 2000 (12/00)

5. Sidewalks
or Curbs

 (12/04)
Snow covered. (12/02)
 (12/00)

6. Deck
Bottom
Surface
(SIA-58B)

 (12/04)
 (12/02)
 (12/00)

7. Deck
(SIA-58)

8 8 8  (12/04)
Stay in place forms. (12/02)
Stay in place forms. (12/00)

8. Drainage  (12/04)
 (12/02)
 (12/00)

SUPERSTRUCTURE
12/00 12/02 12/04

9. Stringer
(SIA-59)

5 5 5 Minor section loss has been painted over. (12/04)
Minor section loss has been painted over. (12/02)
Minor section loss. (12/00)

10. Paint
(SIA-59A)

9 7 7 Painted in 2000. Few areas of paint starting to rust (12/04)
Painted in 2000. Few areas of paint starting to rust. (12/02)
Painted in 2000 (12/00)

11. Section
Loss

1 1 2 Beam ends w/ some section loss (12/04)
Beam ends w/ some section loss. (12/02)
Beam ends w/ some section loss (12/00)

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8099 BRIDGE SAFETY INSPECTION REPORT S31-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
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I-75 196.9  /  85.3  /  4 Region: Metro(7)
Location Built / Recon. / Paint / Ovly. TSC Operational Status
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12. Bearings 6 6 7  (12/04)
Painted in 2000. (12/02)
 (12/00)

SUBSTRUCTURE
12/00 12/02 12/04

13. Abutments
(SIA-60)

7 7 7 Abutments repaired. Vert cracks (12/04)
Abutments repaired. Vert cracks. (12/02)
Abutments repaired. (12/00)

14. Piers
(SIA-60)

7 7 7 Soffit cracks. Some conc repairs (12/04)
Soffit cracks. Some conc repairs. (12/02)
Soffit cracks. (12/00)

15. Slope
Protection

7 7  (12/04)
 (12/02)
 (12/00)

16. Channel
(SIA-61)

N N N  (12/04)
 (12/02)
 (12/00)

17. Scour
Inspection

 (12/04)
 (12/02)
 (12/00)

APPROACH
12/00 12/02 12/04

18. Approach
Pavement

8 8 8 Concrete (12/04)
Concrete approaches. (12/02)
Concrete approaches. (12/00)

19. Approach
Shoulders
Sidewalks

 (12/04)
Snow covered. (12/02)
 (12/00)

20. Approach
Slopes

 (12/04)
 (12/02)
 (12/00)

21. Utilities Utilities in bay 1, 2, & 8 South (12/04)
Utilities in bay 1, 2, & 8 South. (12/02)
 (12/00)

22. Drainage
Culverts

 (12/04)
 (12/02)
 (12/00)

MISCELLANEOUS
Guard Rail Other Items
Item Rating Item Rating

36A. Bridge Railings 1 71. Water Adequacy N
36B. Transitions 0 72. Approach Alignment 8
36C. Approach Guardrail 0 Temporary Support 0 No Temporary Supports
36D. Approach Guardrail Ends 0 High Load Hit (M) No

Special Insp. Equipment 4
Underwater Insp. Method 0
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False Decking (Timber) Removed to Complete Inspection N/A - null

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive
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NBI INSPECTION PHJO
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

DLUGOPOLSKIP MDOT INSPECTOR 24 09/08/2010

GENERAL NOTES
No Request For Actions (RFA) were initiated at this time

DECK
10/06 09/08 09/10

1. Surface
(SIA-58A)

8 8 8 No symptoms of distress.  Structural deck surface (09/10)
 (09/08)
New in 2000. (10/06)

2. Expansion
Joints

8 8 8 Debris in expansion opening (09/10)
 (09/08)
Strip seal. (10/06)

3. Other
Joints

8 8 N  (09/10)
 (09/08)
New in 2000. (10/06)

4. Railings 7 7 7 Vertical cracks and some map cracks.  Closed concrete parapet with ped screening (09/10)
 (09/08)
Vert cracks. Random cracks. Map cracks. Ped fence on both sides. (10/06)

5. Sidewalks
or Curbs

 (09/10)
 (09/08)
 (10/06)

6. Deck
Bottom
Surface
(SIA-58B)

8 8 No rust on stay in place forms (09/10)
 (09/08)
 (10/06)

7. Deck
(SIA-58)

8 8 8 Permanent metal deck forms (09/10)
 (09/08)
Stay in place forms. (10/06)

8. Drainage  (09/10)
 (09/08)
 (10/06)

SUPERSTRUCTURE
10/06 09/08 09/10

9. Stringer
(SIA-59)

5 5 6  (09/10)
 (09/08)
Minor section loss has been painted over. (10/06)

10. Paint
(SIA-59A)

7 7 7 Few areas of paint starting to rust on sharp edges of bottom flanges (09/10)
 (09/08)
Painted in 2000. Few areas of paint starting to rust. (10/06)

11. Section
Loss

2 2 2 Minor section loss has been painted over. (09/10)
 (09/08)
Beam ends w/ some section loss. (10/06)

MICHIGAN DEPARTMENT OF TRANSPORTATION

STR 8099 BRIDGE SAFETY INSPECTION REPORT S31-63174
Facility Latitude  /  Longitude MDOT Structure ID Structure Condition
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12. Bearings 7 7 7 Functioning as designed.  Rockers (09/10)
 (09/08)
Painted in 2000. (10/06)

SUBSTRUCTURE
10/06 09/08 09/10

13. Abutments
(SIA-60)

7 7 7 Vertical cracks (09/10)
 (09/08)
Abutments repaired. Vert cracks. (10/06)

14. Piers
(SIA-60)

7 7 7 Soffit cracks. Some concrete repairs (09/10)
 (09/08)
Soffit cracks. Some concrete repairs. (10/06)

15. Slope
Protection

7 7 7 Functioning as designed (09/10)
 (09/08)
 (10/06)

16. Channel
(SIA-61)

N N N  (09/10)
 (09/08)
 (10/06)

17. Scour
Inspection

 (09/10)
 (09/08)
 (10/06)

APPROACH
10/06 09/08 09/10

18. Approach
Pavement

8 8 8 No symptoms of distress (09/10)
 (09/08)
Concrete. (10/06)

19. Approach
Shoulders
Sidewalks

6 6 Minor settlement (09/10)
Minor settlement (09/08)
 (10/06)

20. Approach
Slopes

 (09/10)
 (09/08)
 (10/06)

21. Utilities  (09/10)
 (09/08)
Utilities in bay 1, 2, & 8 South. (10/06)

22. Drainage
Culverts

 (09/10)
 (09/08)
 (10/06)

MISCELLANEOUS
Guard Rail Other Items
Item Rating Item Rating

36A. Bridge Railings 1 71. Water Adequacy N
36B. Transitions 0 72. Approach Alignment 8
36C. Approach Guardrail 0 Temporary Support 0 No Temporary Supports
36D. Approach Guardrail Ends 0 High Load Hit (M) No

Special Insp. Equipment 3
Underwater Insp. Method 0
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False Decking (Timber) Removed to Complete Inspection N/A - null

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
92C. Other Special
92D. Fatigue Sensitive
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NBI INSPECTION RFKY
Inspector Name Agency / Company Name Insp. Freq. Insp. Date

Chaudhary Mahmood MDOT Metro Region 24 09/22/2016

GENERAL NOTES
Under Clearance: Not posted.
Signs:  (2)  N.Bd.; (1)  S.Bd.
Lg. Plaque in wing wall and Sm.plaque on railing at SWQ & NEQ.

DECK
09/12 09/14 09/16

1. Surface
(SIA-58A)

8 8 7 Conc. wearing surface, Few min Cr. small spalls at S end & along metal rail in WB lanes at
middle exp. joint. & at N end of E exp. jt. (09/16)
Conc.  Few min crks. (09/14)
Conc.  Few min crks. (09/12)

2. Expansion
Joints

8 8 7 Strip seal exp jts. at P&H & at middle pier,  Debris filled. minor rust on metal rails  minor spalls
in adj. deck conc. along joints. (09/16)
Strip seal exp jts:  Debris filled.
HPR joints at abutments:  Good condition. (09/14)
Strip seal exp jts:  Debris filled.
Poured:  Good condition. (09/12)

3. Other
Joints

N N 5 HPR joints at abutments. East Abut. Jt.:  missing/broken sealant  approx. 20% of length &
some adhesion loss, West Abut Jt.: missing sealant approx. 12' length in EB lanes, slightly
sunk, with minor edge spalls in adj. conc.    , (09/16)
N/A (09/14)
N/A (09/12)

4. Railings 6 6 6 Solid conc. parapet, seal coated, with outter rustification, with 2 Sq. tubes on top  and 1"
mesh  galv ped fence.  Very heavy map crks & vert. Cr. pop-outs. heavy dirt stains. (09/16)
Solid conc. parapet with outter rustification, 2 Sq. alum tubes and 1" galv ped screening.
Sealed.  Very heavy map crks and pop-outs. (09/14)
Solid conc. parapet with outter rustification, 2 Sq. alum tubes and 1" galv ped screening.
Sealed.  Very heavy map crks and pop-outs. (09/12)

5. Sidewalks
or Curbs

7 4 4 Sidewalk on both sides, long. Cr & moderate map Cr. throughout. past  repairs along curb
line. Large spalls & STS on S curb (total length 30') and N curb (total length 15'). (09/16)
Moderate map crks.  Repairs along curb line. Large sts on S curb (total length 20') and spalls
on N curb (10'). (09/14)
Moderate map crks.  Repairs along curb line. (09/12)

6. Deck
Bottom
Surface
(SIA-58B)

8 8 7 Perm S.I.P. Metal Forms. corrosion spots in scattered loc.(Span 1w Bay 1s &6s, Span 3w
Bay 1s near P&H) with no section loss (09/16)
Perm S.I.P. Metal Forms.  No rust. (09/14)
Perm S.I.P. Metal Forms.  No rust. (09/12)

7. Deck
(SIA-58)

8 8 7 Surf:  Conc. wearing surface, Few min Cr. small spalls at S end & along metal rail in WB
lanes at middle exp. joint. & at N end of E exp. jt.  Btm:  Perm S.I.P. Metal Forms. corrosion
spots in scattered loc.(Span 1w Bay 1s &6s, Span 3w Bay 1s near P&H) with no section loss
Fas:  few small spall on S fascia (approx. 3ft total) map Cr., Trans and random crks. (09/16)
Surf:  Conc.  Few min crks.  Btm:  Perm S.I.P. Metal Forms.  No rust.  Fas:  Trans and
random crks. (09/14)
Surf:  Conc.  Few min crks.  Btm:  Perm S.I.P. Metal Forms.  No rust.  Fas:  Trans and
random crks. (09/12)

MICHIGAN DEPARTMENT OF TRANSPORTATION
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8. Drainage Off str.  No apparent problems. (09/16)
Off str.  No apparent problems. (09/14)
Off str.  No apparent problems. (09/12)

SUPERSTRUCTURE
09/12 09/14 09/16

9. Stringer
(SIA-59)

6 6 6 10 steel beams with E' cover plates. P&H in spans 2w at pier 1w & Span 3w at pier 3w, many
beam ends at P&H are almost closed at 75 degrees Fahrenheit.  Paint:  Few areas of paint
starting to rust on sharp edges of bottom flanges. areas of  peeling  on S fascia Bm. web at
span 4w   LOS:  Min surf rust @ P&H and cntr jt.  Brgs:  Rockers at  P1 & P3: 15 degree tilt.
Fixed bearings at P2 and abuts. (09/16)
10 steel beams w/(20) P&H are almost closed at 90 degrees Fahrenheit. E' cover plates.
Paint:  Few areas of paint starting to rust on sharp edges of bottom flanges.  Lg peel on fas
web.  LOS:  Min surf rust @ P&H and cntr jt.  Brgs:  Rockers P 1&3: 15? tilt.   Fixed:  P2 and
abuts.  Good condition. (09/14)
E' cover plates.  Paint:  Few areas of paint starting to rust on sharp edges of bottom flanges.
Lg peel on fas web.  LOS:  Min surf rust @ P&H and cntr jt.  Brgs:  Rockers P 1&3: 15? tilt.
Fixed:  P2 and abuts.  Good condition. (09/12)

10. Paint
(SIA-59A)

7 7 7 Few areas of paint starting to rust on sharp edges of bottom flanges. areas of  peeling  on S
fascia Bm. web at span 4w. (09/16)
Few areas of paint starting to rust on sharp edges of bottom flanges.  Lg peel on fas web.
(09/14)
Few areas of paint starting to rust on sharp edges of bottom flanges.  Lg peel on fas web.
(09/12)

11. Section
Loss

2 2 2 Min surf rust @ P&H and cntr jt. (09/16)
Min surf rust @ P&H and cntr jt. (09/14)
Min surf rust @ P&H and cntr jt. (09/12)

12. Bearings 7 7 7 Rockers at  P1 & P3: 15 degree tilt.   Fixed bearings at P2 and abuts. (09/16)
Rockers P 1&3: 15 deg. tilt.   Fixed:  P2 and abuts & central pier.  Good condition. (09/14)
Rockers P 1&3: 15? tilt.   Fixed:  P2 and abuts.  Good condition. (09/12)

SUBSTRUCTURE
09/12 09/14 09/16

13. Abutments
(SIA-60)

7 7 7 Conc. several areas of patch repairs, map & shrinkage Cr at repairs, E abut: incipient Cr at
Bm. 4s,6s,7s, Tight vert. Cr at Bm. 1s,3s,10s.minor leakage at Bm. 10s. STS in back wall in
bay 2s. W Abut: incipient vert. Cr at Bm.1s, 6s 9s. Tight vert. Cr at Bm.4s,7s,10s,& bay 1s.
STS in back wall at Bm. 5&6s, leakage at W abut from conc. encased utility pipes in bay 2s.
(09/16)
Few vrt. crks. (09/14)
Few vrt. crks. (09/12)

14. Piers
(SIA-60)

7 7 7 Conc. pier with pier cap 6 Sq.  Col. per pier. Conc. patch repairs on Col & caps. P1w: Horz.
Cr. in cap at Bm 2s, Vert. Cr. in Col 1s,3s &4s.  P2w: Horz. Cr in cap near top btw Bm 7& 8s
(4ft), STS in cap near bot. edge at bay 3s ,Vert. Cr in col 1,3,4,6s, delam. in col 1s
 All cols have cks at 2' - 4' ht. No undermining of bearings. P3w: Horz. Cr. with delam in cap
at Bm. 2s (3ft), horz. Cr btw. Bm 8 & 9s, minor Ct in cap sofit. (09/16)
Soffit cracks. Some concrete repairs.  Cntr Pier:  All cols have cks at 2' - 4' ht.  Horz crks in
cap.  No undermining. 6 columns per pier. (09/14)
Soffit cracks. Some concrete repairs.  Cntr Pier:  All cols have cks at 2' - 4' ht.  Horz crks in
cap.  No undermining. (09/12)

15. Slope
Protection

8 8 7 Conc. pav't. minor settlement along headers at both abut.  Good condition. (09/16)
Rating corrected to conform to guides.  Conc. pav't. Good condition. (09/14)
Rating corrected to conform to guides.  Conc. pav't. Good condition. (09/12)

16. Channel
(SIA-61)

N N N N/A (09/16)
N/A (09/14)
N/A (09/12)
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17. Scour
Inspection

N  (09/16)
 (09/14)
 (09/12)

APPROACH
09/12 09/14 09/16

18. Approach
Pavement

8 8 8 Conc. minor Sm spalls at far ends. (09/16)
Conc.  Sm spalls at far ends. (09/14)
Conc.  Sm spalls at far ends. (09/12)

19. Approach
Shoulders
Sidewalks

7 4 4 Conc approach sidewalks in all quads, settled 0.5" to 2.5" at ref. lines.  No ADA txt at ramps.
spalled curbs (12' in NEQ, 3' in NWQ ),  few Cr. slabs (3x NEQ, 2xSWQ, 1xSEQ around HH
with spall ), Guard rail in all quads., impact damaged in NEQ & SWQ.
Rating reduced due to sidewalk settlement. (09/16)
Sunken 2" at ref. lines.  No ADA txt at rmps. Rating reduced due to sidewalk settlement.
(09/14)
Sunken 2"-3" at str.  No ADA txt at rmps. (09/12)

20. Approach
Slopes

Grass.  Good condition. (09/16)
Grass.  Good condition. (09/14)
Grass.  Good condition. (09/12)

21. Utilities Ovrhd Lights. 1x on each railing
Bay 2N:  (1) 12" pipe
Bay 2S:  (16) 3" pipes (broken/dislocated  joints over Rt. NB shoulder Broken & leaking at W
abut.
Bay 1S:  (1) 8" pipe (09/16)
Ovrhd Lights.
Bay 2N:  (1) 12" pipe
Bay 2S:  (16) 3" pipes (broken over Rt. NB shoulder) Broken & leaking at W abut!
Bay 1S:  (1) 8" pipe (09/14)
Ovrhd Lights.
Bay 2N:  (1) 18" pipe
Bay 1N:  (
Bay 2S:  (16) 6" pipes
Bay 1S:  (1) 12" pipe (09/12)

22. Drainage
Culverts

None visible. (09/16)
None visible. (09/14)
None visible. (09/12)

MISCELLANEOUS
Guard Rail Other Items
Item Rating Item Rating

36A. Bridge Railings 1 71. Water Adequacy N
36B. Transitions 1 72. Approach Alignment 8
36C. Approach Guardrail 1 Temporary Support 0 No Temporary Supports
36D. Approach Guardrail Ends 1 High Load Hit (M) No

Special Insp. Equipment 3
Underwater Insp. Method 0

False Decking (Timber) Removed to Complete Inspection N/A - No False Decking

Critical Feature Inspections (SIA-92)
Freq Date

92A. Fracture Critical
92B. Underwater
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92C. Other Special
92D. Fatigue Sensitive
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