
 

MDOT SURPRO, 2014 (Hynes) 
 

Run IRI IRI 
 Left Right 

1 37.9 39.9 
2 37.6 40.4 
3 39.6 37.9 
4 37.8 42.6 
5 39.5 38.4 
6 37.7 41.9 
7 38.6 43.7 
8 37.9 39.0 
9 39.7 39.8 

10 39.5 41.8 
 

Average 38.6 40.5 
Std. Dev. 0.90 1.90 
Coef Var. 2.33 4.69 

 
Acceptable range for each index is plus or minus two standard deviations. 
Minimum: 36.78 36.74 
Maximum: 40.38 44.34 

 
Runs not used: 

 

 
 

Location: 
On south bound Old Lansing Rd., the validation site start point is on the inside (left hand) lane located approximately  
400 feet south of the intersection with Crowner Drive. Reflective tape is affixed across the lane at start and stop 
points. Start Transology based profilers 16.25 feet north of the start mark. 

 
Directions: 
From I-96, take exit 98 (Old Lansing Rd.). Drive south on Old Lansing Rd. approximately 1.3 miles to the traffic signal 
at Crowner Drive. Proceed through the intersection approximately 400 feet to the start of the of the validation site. 
Approximate coordinates are 42.662732, -84.674159 (estimated from Google Earth). 

 
Notes: 
Minimal traffic control needed, 50 mph boulevard can be evaluated with the operation of a warning beacon on high 
speed vehicles. A shadow vehicle will be required for light-weight vehicle. Parking is available in several nearby 
locations. 
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