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Corrugated Polyethylene Pipe (CPE) Quantities and Mandrel Test Results  
FY 2009 

Job Number 
 

Control 
Section 

Pipe 
Size 
(in.) 

Installed 
Length 

(ft.) 

Tested 
Length 

(ft.) 

% 
Length 
Tested 

% 
Passed

% 
Failed 

77964A 61131 36 93 93 100 100 0 

89440A 69013 
 

15 317 317 100 100 0 

89440A 69013 
 

18 862 862 100 100 0 

89440A 69013 
 

12 456 Note 1 ---- ---- ---- 

81687A 25042 
 

12 213 213 100 100 0 

81687A 25042 
 

15 864 864 100 100 0 

100522A 23072 
 

12 220 220 100 100 0 

90270A 33010 
 

12 391 Note 1 ---- ---- ---- 

87149A 76041 
 

12 880 Note 1 ---- ---- ---- 

102996A 31051 
 

8 300 Note 1 ---- ---- ---- 

102996A 31051 12 900 300-Note 2 33 100 0 

102996A 31051 
 

15 300 200 67 100 0 

102996A 31051 
 

18 55 Note 1 ---- ---- ---- 

102996A 31051 
 

24 140 Note 1 ---- ---- ---- 

100482A 47041 
 

12 136 Note 1 ---- ---- ---- 

100482A 47041 
 

15 129 Note 1 ---- ---- --- 

79023A 45011 
 

36 90 90 100 100 0 

Comments:  MDOT specifications require that at least 50% of the installed length of each size of 
CPE to be mandrel tested. 
 
Note 1:  Not mandrel tested to date. 
Note 2:  Additional testing will be conducted to ensure that 50% of the corrugated pipe is mandrel 
tested. 
 

 


