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ALL CONCRETE IN RAIL AND POST SHALL BE GRADE D WITH MIN. f'c = 4500 ps

ALL REINFORCING STEEL IN CONCRETE RAIL SHALL BE GRADE 60 EXCEPT SPIRAL BARS.

A RAIL POST,

SPIRAL BARS SHALL CONFORM TO ASTM A-82,
IN A CONTINUOUS RAIL SECTION,

[F TWO OR MORE SPIRAL BARS ARE USED
THEY SHALL BE BUTTED WITHIN THE CENTER 3 FEET OF

WATER BARRIERS AS SHOWN SHALL BE PROVIDED AT OPENINGS DRAINING ONTO UNDER-
CROSSING ROADWAYS AND SIDEWALKS. THE WATER BARRIER SHALL BE PLACED AT
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(TYP )

5\ 70\\

5\ 70\\

INTERTOR POST

OPENING (TYP )

(TYP )

-ALSE

JUINT DETAIL

THE BRIDGE RAILING SHALL BE ORIENTED PERPENDICULAR TO THE PLANE OF THE
WEARING SURFACE ON NORMAL CROWN SECTIONS AND ON THE HIGH SIDE OF SUPERELEVATED

SECTIONS,

BRIDGE RATLING,
PER LINEAR FOOT,

OF CONCRETE BOX BEAM, SLAB,

BE PAID FOR SEPARATELY.

RATLING WITH NO DEDUCTIONS FOR EXPANSION JOINTS.,

A RUBBED FINISH ON THE VERTICAL AND TOP CONCRETE SURFACES OF THE PARAPET
RATLING IS REQUIRED WHEN THE RAILING IS USED WITH A SIDEWALK,

AND SHALL BE VERTICAL ON THE LOW SIDE OF SUPERELEVATED SECTIONS.

LENGTH OF RAILING IS MEASURED FROM END TO END OF

LOCATIONS NOTED ON THE PLANS OR WHERE DIRECTED BY THE ENGINEER. THE BARRIER
SHALL BE CAST IN PLACE WITH THE CONCRETE RAIL POST,

RATLING SHALL BE CONSTRUCTED IN ACCORDANCE WITH THE STANDARD SPECIFICATIONS.

OPEN PARAPET TYPE, WILL BE PAID FOR AT THE CONTRACT PRICE
WHICH PRICE INCLUDES PAYMENT IN FULL FOR ALL WORK ABOVE TOP
OR SIDEWALK EXCEPT STEEL REINFORCEMENT WHICH WILL
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