
      
 

 
    

 

       
   

     
    

 
      

   
 

    

 
         

 
         

 
         

 
         

 
         

 
         

       

       

       

       

 

  
 
    

  
    

  

MICHIGAN DEPARTMENT OF ENVIRONMENT, GREAT LAKES, AND ENERGY 
DRINKING WATER AND ENVIRONMENTAL HEALTH DIVISION 

EMERGENCY REPAIR OF LEAD OR GALVANIZED PREVIOUSLY CONNECTED 
TO LEAD (GPCL) SERVICE LINE FORM 

Note: If no lead or GPCL remains in the service line after an emergency repair, the repair is not 
considered a partial lead/GPCL replacement, and this report is not required. 

Water Supply: PWSID MI00 
Table 1. Material of service line before and after the emergency repair and related actions required 

under R 325.10604f(5)(c) or (6)(iv): 

Address 

Connector (gooseneck) 
Material Before Repair 
Main-to-Curbstop 
Material Before Repair 
Curbstop-to-Building 
Material Before Repair 
Connector (gooseneck) 
Material After Repair 
Main-to-Curbstop 
Material After Repair 
Curbstop-to-Building 
Material After Repair 
Pb & Cu sample collection 
dates (within 72 hrs.) 

Result received dates 

Dates results were shared 
with residents/owners 

Reason for Repair 

Certification  
I certify the information herein is accurate and complete to the best of my knowledge. 

Print Name Title 

Signature 
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Emergency Repair of Lead or GPCL Service Line Form Instructions 

This form collects information about emergency repairs or emergency partial replacements of lead or 
galvanized previously connected to lead (GPCL) service lines. 

• Lead service line: A service line where any portion is made of lead or any lead pigtail, lead 
gooseneck, or other lead fitting that is connected to the service line, or both. In short, any service 
line that contains any lead. 

• Galvanized Previously Connected to Lead (GPCL): A galvanized service line that WAS 
previously connected to a lead service line or lead connector (gooseneck). 

• Emergency repair or emergency partial replacement of lead or GPCL service line: A water 
supply can conduct an emergency repair if a leak was identified on any portion of the service line 
from the corporation fitting to the building plumbing at the first shut off valve inside the building or 
18 inches inside the building, whichever is shorter. Any emergency repair or partial replacement 
during planned drinking water construction projects is generally prohibited. Planned drinking water 
construction projects are not an emergency situation and, unless extenuating circumstances are 
demonstrated, this may result in a violation (e.g., scraping a service line during line verification, 
water main replacement, or any other planned drinking water construction activities). 

• PWSID: The Public Water System Identification (PWSID) is a combination of MI00 plus the 5-digit 
Water Supplier Serial Number (WSSN). For example, if the WSSN is 01234, the PWSID 
is MI0001234). 

Completing Table 1:  
• Use Table 1 to report the location where the emergency repair or partial replacement occurred 

and provide all materials of all portions of the service lines before and after the emergency repair 
or partial replacement. Service line materials can include lead, copper, galvanized, plastic, 
unknown, and other material. If a lead connector (gooseneck) is not present, please indicate “Not 
applicable or NA.” If a lead connector was previously present, but removed in the past, please 
indicate “previously lead.” 

• After an emergency repair or partial replacement, 1st and 5th liter lead and copper samples must 
be collected from the home within 72 hours. Report when the samples were collected, when the 
water supply received the results, and when the resident(s) was notified of the results. 

• Use the reason for repair row to provide a short explanation of why the emergency repair or partial 
replacement was performed (e.g., water leak on the service line: on the portion from the water 
main to the curb stop or from the curb stop to the building, leaking curb stop, or a leak inside the 
building before the water meter). 
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_______________________________________________________________________________ 

Notes:  
1. If your water supply performed emergency repairs or emergency partial replacements at more 

than three addresses, please add an additional table as needed and submit with this form. 
2. If your water supply performed an emergency partial lead or GPCL service line 

repair/replacement, the location must be kept on the lead service line replacement plan until 
the service line no longer contains lead or GPCL. 

3. Results of lead and copper water samples collected after an emergency repair or partial 
replacement should be submitted with compliance samples. A comment must be included to 
specify that these samples were collected after the emergency repair/partial replacement. 

Certification and Form Submission:  
Submit the completed and signed Emergency Repair for Lead or GPCL Service Line Form through 
your Michigan Environmental Health and Drinking Water Information Systems (MiEHDWIS) account 
using Service Line Replacement activity type and selecting the file type of Emergency Repair/Partial 
Replacement or via email to your EGLE district office email address. 

People with disabilities may request this material in an alternate format by emailing 
EGLE-Accessibility@Michigan.gov or calling 800-662-9278. 

EGLE does not discriminate on the basis of race, sex, religion, age, national origin, color, 
marital status, disability, political beliefs, height, weight, genetic information, or sexual 
orientation in the administration of any of its programs or activities, and prohibits intimidation 
and retaliation, as required by applicable laws and regulations. 

This form and its contents are subject to the Freedom of Information Act and may be released 
to the public. 
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_______________________________________________________________________________ 

Appendix 1  –  Examples - How to Complete Table  1  
Table 1. Material of service line before and after the emergency repair or partial replacement, and 

related mandated follow up actions: 

Address 23 Main Street 34 2nd Avenue 12 Michigan Street 

Connector (gooseneck) 
Material Before Repair 

Lead Lead Previously Lead 

Main-to-Curbstop 
Material Before Repair 

Galvanized Lead Galvanized 

Curbstop-to-Building 
Material Before Repair 

Galvanized Lead Galvanized 

Connector (gooseneck) 
Material After Repair 

Copper Copper Previously Lead 

Main-to-Curbstop 
Material After Repair 

Galvanized Copper Galvanized 

Curbstop-to-Building 
Material After Repair 

Galvanized Lead Copper 

Pb & Cu sample collection 
dates (within 72 hrs.) 05/23/2022 08/10/2023 07/05/2022 

Result received dates 06/15/2022 08/20/2023 07/18/2022 

Dates results were shared 
with residents/owners 06/16/2022 08/22/2023 07/19/2022 

Comments Leaking curbstop 
Leaking service 
line main-to-
curbstop 

Leaking service line 
curbstop-to-building 

People with disabilities may request this material in an alternate format by emailing 
EGLE-Accessibility@Michigan.gov or calling 800-662-9278. 

EGLE does not discriminate on the basis of race, sex, religion, age, national origin, color, 
marital status, disability, political beliefs, height, weight, genetic information, or sexual 
orientation in the administration of any of its programs or activities, and prohibits intimidation 
and retaliation, as required by applicable laws and regulations. 

This form and its contents are subject to the Freedom of Information Act and may be released 
to the public. 
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