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Water Well Equipment Approved List 

(The approval and listing of a product do not ensure compliance with the requirements of the 

Michigan Safe Drinking Water Act, 1976 PA 399, as amended, and the Administrative Rules.) 

Part 127, Act 368, P.A. 1978 and Act 399, P.A. 1976 

 

Pitless Well Adapters and Units1
 

Dicken Manufacturing Company (MAASS, Manufacturing) 

• Klear-Kase clamp-on adapter - submersible – 4-inch - 6-inch casing (OOP) 

Duplex (Whitewater Manufacturing Company) 

• Type 1060 sub thread-on unit - submersible - 4-inch – 6-inch casing 

• Type 2015 sub thread-on unit - submersible - 4-inch – 6-inch casing (OOP) 

• Type 1060 SW thread-on unit - shallow well jet - 2-inch casing 

• Type 1060 J4C thread-on unit - deep well jet - 4-inch casing (out of production) 

• Type 1060 PJ-C thread-on unit - deep well single pipe packer - 2-inch – 3-inch casing (3-inch OOP) 

• Type 2000 PJ2-C thread-on unit - backtapped-deep well single pipe packer - 2-inch casing (OOP) 

• Type 2000 SW thread-on unit - backtapped - shallow well jet - 2-inch casing (OOP) 

MAASS, Manufacturing 

• Model B weld-on adapter - submersible – 4-inch – 8-inch casing 

• Model BX thread-on unit - submersible – 4-inch – 8-inch casing 

• Model CD thread-on unit - backtapped - deep well single pipe packer jet  - 2-inch casing (OOP) 

• Model CS thread-on unit - backtapped - shallow well jet – 2-inch casing (OOP) 

• Model J weld-on adapter - submersible – 4-inch-18-inch casing2 

• Model JC clamp-on adapter - submersible – 4-inch – 7-inch casing2 

• Model MB weld or thread-on unit - submersible – 8-inch – 26-inch casing2 

Martinson Manufacturing Company, Inc. (Monitor, Baker Manufacturing Company/Campbell 

Manufacturing Co.) 

• C-Series clamp-on adapter - submersible – 4-inch – 6-inch casing (OOP) 

 
1Advance Pump Equipment Company, Boscott, Inc., Dayton Precision Manufacturing Company, Flow-Rite 

Products Company, Sears, Roebuck & Company, and Williams Products Division pitless adapters are no longer 

available.  EGLE removed these products from the Water Well Equipment Approved List on August 13, 2018.  If 

approved model information is needed regarding these manufacturers, please contact the EGLE-Source Water 

Unit. 

2As of July 20, 2018, company listed products as “Lead Free” as defined within Section 1417 of the Federal 

Safe Drinking Water Act. 
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Merrill Manufacturing 

• SP thread-on unit - submersible - 4-inch – 8-inch casing2 

• SDP w/concentric coupling thread-on unit - shallow well jet – 4-inch – 8-inch casing (OOP) 

• SPK clamp-on adapter - submersible - 4-inch – 10-inch casing2 

• MCK clamp-on adapter - N.L.B., S.S. - submersible - 4-inch – 6-inch casing2 

Monitor, Baker Manufacturing Company 

• Fiberloc polymer campsites pitless kit - 4-inch – 5-inch casing (OOP) 

• PS thread-on unit - submersible - 4-inch – 10-inch casing2  

• PS weld-on unit – submersible - 12-inch – 26-inch casing2 

• PJ concentric thread-on unit - shallow well jet - 2-inch – 3-inch casing2 

• PJ thread-on unit - deep well single pipe packer jet - 2-inch – 3-inch casing 

• PJ thread-on unit - two-pipe deep well jet - 4-inch – 6-inch casing (OOP) 

• PR thread-on unit - reciprocating (rod) pump - 3-inch – 6-inch casing (OOP) 

• PL snappy clamp-on adapter - submersible - 4-inch – 6-inch casing2 

• PL snappy weld-on adapter - submersible - 4-inch – 6-inch casing (OOP) 

• 6123BEZ weld-on adapter – submersible - 5-inch, 6-inch I.D., and 7-inch O.D. casing2 

• 8123BEZ weld-on adapter – submersible - 8-inch, 10-inch, and 12-inch I.D. casing2 

Paulus Plastic Company 

• Paulus plastic pitless adapter - 4-inch – 5-inch casing2 

Wells, Inc. 

• Safety-seal series A (LF) lead free brass clamp-on adapter - submersible - 4-inch –  

• 6-inch casing2 

• Safety-seal series AB (LF) lead free brass clamp-on adapter – submersible - 4-inch – 6-inch 

casing2 

• Safety-seal series ABP clamp-on adapter - submersible - 4-inch – 6-inch casing2 

• JA 4-1 3/4X 1C clamp-on adapter - two pipe deep well jet - 4-inch casing 

Whitewater Manufacturing Company 

• Model 52 SU weld or thread-on unit - submersible - 4-inch – 20-inch casing 

• Model 1J2 concentric weld-on unit-deep well single pipe packer jet - 2-inch casing 

• Model 2J concentric weld or thread-on unit - two pipe deep well jet - 4-inch – 6-inch casing (OOP) 

• Ace weld-on adapter - submersible - 4-inch – 8-inch casing (OOP) 

• Quicky clamp-on adapter - submersible - 4-inch – 6-inch casing (OOP) 

• Model 51-C suburban clamp-on adapter - submersible - 4-inch – 6-inch casing (OOP) 

• Ace clamp-on adapter - 4-inch – 6-inch casing (OOP) 

 

 

 
2 As of 7/20/2018, company listed products as “Lead Free” as defined within Section 1417 of the 

Federal Safe Drinking Water Act. 
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Well Caps 

The following well caps/seals meet the requirements set forth in R325.1657A of Part 127, Act 368 PA 

1978 Administrative Rules.  Caps and venting requirements became effective May 1, 1985.  Vents 

must be installed on all wells except those having deep well, single pipe, packer jet installations or on 

flowing wells. 

 

A & B Die Casting 

• 6-inch Only  

Boscott, Inc. 

• 4-inc – 6-inch  

Brothers Casting 

• Watertight 6-inch  

Campbell 

• WTC  

Campbell-Martinson 

• LX41 

• LX51 

• LX61  

Dayton 

• Watertight cap  

Duplex 

• 3-inch cap for 2-inch SWJ 

pitless unit (OOP) 

Flow-Rite 

• Watertight cap 

Harvard 

• WTC3  

Lunde Foundry, Inc. 

• L-04 

• L-05 

• L-06 

MAASS4 

• 4-inch – 12-inch WT  

Merrill 

• WC 4-inch – 8-inch 

• WCA 4-inch – 6-inch 

• WCB 4-inch – 10-inch 

• WCD 4-inch – 6-inch 

• WCM 6-inch 

• WCO 4-inch – 6-inch 

• WCP 5-inch – 6-inch  

Midwest-Dicken4 

• WTCC 4-inch – 8-inch 

• 359 well seal 2-inch 

• 459SW cable seal with 

vent cap3  

Monitor (Baker) 

• 3-inch cap* (for 2-inch 

SWJ pitless unit) 

• Turtle 4-inch – 7-inch cap 

• Watertight cap3  

Paulus 

• Plastic well closure 4-inch 

– 5-inch  

W.D.B., Inc 

• WTC Well Cap  

Wells 

• WT, WTP 

• WC 

• SC, SCP, SCPT  

Whitewater 

• Model 100 (OOP) 

• Model 200 (OOP) 

• Model 300  

Williams 

• WTV 

 

3Caps have separate vents which must be threaded into cap. 
4These companies are now called MAASS Midwest. 
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Hand Pumps 

The hand pumps listed below meet the requirements of Rule 153 of Part 127, Act 368 PA of 1978 and 

may be used on public or private water supplies.  These hand pumps have a closed spout, directed 

downward, and a pump rod that operates through a stuffing box and packing nut. 

 

Deep Well Hand Pumps (lift cylinder required) 

• Bison pumps model standard deep well pump system: 5-inch, 6-inch, and 8-inch, all 

• offset mounted  

• Columbiana figure 805, single acting force pump (OOP) 

• Dempster model 210F and 226F force pump; model 23F and model 40F Heller-Aller 

(see Hitzer Inc.) 

• Hitzer Inc. model 50-L5, 50-A5, and ASB force pump (formerly "Heller-Aller") 

• Monitor Baker model 11HD, 11HDS6, 12HD, and 12HDS6 force pump stand 

• Monitor Baker model 1DFHC, 1DFHCS6, 1DFHF, and 11 DFHFS6 drinking fountain stand 

• Robbins & Myers models 1V12 and 2V12 rotary hand7 

Shallow Well Hand Pumps (lift cylinder built into pump) 

• Columbiana figure 55-3 house force pump 

• Heller-Aller (see Hitzer Inc.) 

• Hitzer Inc. figure PHB house force pump (formerly "Heller-Aller") 

 

 
5These hand pumps use the drop pipe into the well as the pump base or may be threaded onto a 

2-inch well casing by using a 2-inch by 1.25-inch reducer.  If the drop pipe is used as a pump base, the 

opening between the drop pipe and well casing is sealed using the manufacturer’s well cap base and a 

vented sanitary well seal. 

6These hand pumps include a shroud which provides additional sanitary protection by enclosing the 

pump rod and packing nut.  

7This pump operates with a rotating pump rod and has a hand operated gear box rather than a lever 

fulcrum type handle operating type handle operating a reciprocating pump rod through a packing nut.  
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Yard Hydrants 

The following frost-proof yard hydrants do not use a stop-and-waste valve and are approved for 

installation on any water supply.  Yard hydrants with buried stop-and-waste valve are prohibited on all 

types of water supplies, under Section 608.8 of Chapter 6 of the Michigan Plumbing Code, 

R325.1674A of Part 127, Act 368 PA 1978 Administrative Rules, and Rule 1108(3) of Act 399, PA 

1976.  

 

Campbell 

• Sanitary yard hydrant (SYH) 

Hide-Drant Corporation 

• Hide-Drant model 99-yard hydrant (model number change, see below)   

o Hide 7501-7503 

o Hide SS2750 

o Hide 104-108 

Hoeptner Perfected Products 

• Freeze flow sanitary yard hydrant 

• Standard freeze flow sanitary yard hydrant 

• Executive freeze flow sanitary yard hydrant 

Merrill MFG. Co.  

• H-3000 series with heating cable and no drain hole 

Murdock, Inc. 

• Expelo - sanitary post water hydrant 

Simmons Manufacturing Company  

• Simmons sanitary yard hydrant 

Whitewater MFG. Co.  

• Model 256 freeze-proof/pollution-proof yard hydrant (OOP) 

Woodford MFG. Co.  

• Model S1 freeze-proof/pollution-proof yard hydrant (OOP) 

• Model S2 sanitary hydrant (OOP) 

• Model S3 sanitary hydrant 

• Model S4H sanitary hydrant 
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Buried Pressure Tanks 

Advance-Morrison 

• Horizontal underground pressure tank 

o BWS-116-120 

o BWS-116-220 

o BWS-116-315 

o BWS-116-500 

o BWS-116-1000 

o BWS-116-1500 

Amtrol, Inc. 

• Well-X-Trol UG series 

o WX-200UG 

o WX-202UG 

o WX-250UG 

o WX-251UG 
 

• Titan series 

o TC-14 

o TC-20 

o TC-32 

o TC-44 

o TC-62 

o TC-86 

o TC-119 

Clayton Mark 

• Precharged underground tank 

Flexcon Industries 

• Well-Rite BG series 

o WR 60BG 

o WR 100BG 

o WR 140BG 
 

• Flex-Lite pressure tanks 

o FL5 

o FL7 

o FL7BG 

o FL12 

o FL13SQ 

o FL14 

o FL17 

o FL17BG 

o FL22 

o FL28 

o FL30 

o FL40 
    

In-Well Technologies 

• Fits into 4-inch, 5-inch, 6-inch, or larger wells 

o NT-30SS 3 5/8-inch dia. 102-inch length (OOP) 

o NT-40SS 4 1/2-inch dia. 48-inch length (OOP) 

Medalist MFG. Co. 

• Perma pressure II 

• AVU-H 

• TUVM 

Merrill MFG. Co. 

• Ultimate buried tank - polyurethane foam encased (OOP) 
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Monitor (Baker MFG. Co.) 

• TUVWF 

• TUVWM (OOP) 

Pentair Water Treatment 

• WELL-MATE 

o WM-4 LP (OOP) 

o WM-6 UG (OOP) 

o WM-9 UG (OOP) 

o WM-12 UG (OOP) 

o WM-10 LP 

o WM-6 LP 

o WM-35 WB 

o WM-25 WB 

o WM-20 WB 

o WM-14 WB 

o WM-4 

o WM-6 

o WM-9 

o WM-12 

o WM-23 

• PRO-SOURCE 

o +PSC-14-4 

o +PSC-30-9 

o +PSC-48-14 

o +PSC-80-23 

o +PSC-119-35 

o +PSC-85-25 

o +PSC-60-20 

o +PSC-35-10 

o +PSC-20-6 
 

Sta-Rite Industries  

• Fiberwound 

o SR20-6S – 20 gallons 

o SR35-10S – 35 gallons 

o SR48-14S – 48 gallons 

o SR60-18 – 60 gallons 

o SR85-25 – 85 gallons 

o SR119-35 – 119 gallons 

The American Granby Co. 

• Harvard Champion UG series (underground tank) 

Titan Industries, Inc. 

• Combo Tank 

Whitewater MFG. Co. 

• PAT (pitless adapter tank) 60 – 1,500 gallons 

 

EGLE does not discriminate on the basis of race, sex, religion, age, national origin, color, marital 

status, disability, political beliefs, height, weight, genetic information, or sexual orientation in the 

administration of any of its programs or activities, and prohibits intimidation and retaliation, as 

required by applicable laws and regulations. 

People with disabilities may request this material in an alternative format by emailing  

EGLE-Accessibility@Michigan.gov or calling 800-662-9278. 

mailto:EGLE-Accessibility@Michigan.gov

