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1.0 INTRODUCTION 

Licensed hazardous waste management facilities are required to conduct corrective action as necessary 
to protect the public health, safety, welfare, and the environment for all releases of a contaminant from any 
waste management units (WMUs) at a facility, pursuant to Part 111.  The purpose of the Part 111 Corrective 
Action Program is to address releases of hazardous wastes and hazardous constituents at hazardous 
waste management facilities in a timely manner.  Corrective actions conducted pursuant to Part 111 are 
designed to be protective of human health and the environment both in the short-term and long-term.  Short-
term corrective action focuses on the implementation of interim actions to achieve stabilization and to 
control the source(s) of release to reduce or eliminate, to the extent practicable, further releases of 
hazardous waste or hazardous constituents that may pose a threat to human health or the environment.  
To be protective in the long-term, final remedies are designed and implemented to achieve media specific 
cleanup objectives, either through remediation and/or institutional controls, including identification of 
specific points of compliance and monitoring. 

For the purposes of Part 111, corrective action applies to areas or units described as WMUs or areas of 
concern (AOCs).  WMUs are defined as any discernible unit at which solid wastes have been placed at any 
time, irrespective of whether the unit was intended for the management of solid or hazardous waste.  Such 
units include any area at the Midland Plant at which solid wastes have been routinely and systematically 
released.  AOCs are areas where hazardous waste, hazardous constituents, or hazardous substances may 
have been released to the environment on a non-routine basis, which may present an unacceptable risk to 
public health, safety, welfare, or the environment, and are subject to the corrective action requirements of 
Part 111 of Act 451 and the remediation requirements of Part 201 of Act 451. 

The Michigan Operations Midland Plant is a large industrial site located in Midland, Michigan with an 
operating history of over 115 years and multiple historical sources of contamination.  The site location is 
identified in Figure 1-1.  The entire Midland Plant is designated as a WMU and within the Midland Plant; 
there are a number of individual WMUs and AOCs.  The locations of the WMUs and AOCs at the Midland 
Plant are shown in Figures 1-2 and 1-3, respectively.  A summary of each unit/area is provided on the 
2023 update of Table B2-1 of the License - Summary of Actual or Potential Sources of Contamination
(Table 1-1)1. 

At the Midland Plant, corrective action is performed in a phased approach that focuses on areas that 
represent the greatest short-term risk to human health and/or the environment, which is consistent with site 
corrective action objectives. 

Corrective action at the Midland Plant focused on five main priorities: 

 Site-Wide Containment; 

 Worker Exposure Control Program; 

 Monitored Natural Attenuation; 

 Contaminant Mass Reduction; and 

 Off-site Corrective Action. 

1 As agreed to with EGLE in 2019, Table B2-1 was updated with identification number changes for the WMUs and AOCs listed in the 
table.  The intent of the renumbering was to ensure that if new areas are added to the table the organization of the table remains intact 
and that the existing areas are not assigned new numbers moving forward.  A crosswalk detailing the new numbers assigned and the 
corresponding old numbers is included in Table 1-2. 
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The goals of these activities and programs have been to achieve stabilization of the WMUs, meet the 
Groundwater Contained Environmental Indicator (EI), manage worker exposure, and address off-site 
releases.  Corrective action work throughout the current license period has been largely focused on meeting 
the Human Exposure (HE) EI.  

This 2024/25 CAIP is being submitted to summarize the Corrective Action activities completed in 2024 and 
those that are planned for 2025, in accordance with the Condition XI.R of the Operating License issued 
September 25, 2015.   

As discussed further in Section 2.0, the schedule for the current license period (2015 to 2025) has been 
updated and is summarized in the updated Corrective Action Implementation Plan High Level Overview
(Figure 1-4). 
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2.0 GOALS AND OBJECTIVES FOR LICENSE PERIOD 

The current operating license period spans from 2015-2025. The reapplication deadline for the new license 
is March 29, 2025.   

In the beginning of the current license period, Dow proposed corrective action goals that remained relatively 
unchanged through the initial years. After five years and substantial changes in policy, regulation, approach 
and understanding, Dow and EGLE agreed that Dow should revisit these goals to reassess status, make 
adjustments, and establish measurable milestones to achieve a positive determination that the HE EI has 
been met for the Soil Direct Contact, Indoor Air and On-site Outdoor Air pathways.  As the current license 
period is nearing completion, Dow has again re-evaluated the work progress and the status of the current 
goals and objectives. 

As detailed in Section 1.0, during the current license period corrective action work at the Midland Facility 
(Facility) has prioritized achieving the HE EI met determination. During the mid-license review (2020 
updated goals), Dow set up measurable milestones to work towards this goal to ensure that once those 
milestones were achieved, there will be concurrence between the agency and Dow that the HE EI can be 
considered “under control.”  A positive HE EI determination indicates that there are no “unacceptable” 
human exposures to “contamination” (i.e., contaminants in concentrations in excess of appropriate risk-
based levels) that can be reasonably expected under current land- and groundwater-use conditions (for all 
“contamination” subject to RCRA Corrective Action at or from the identified facility [i.e., site-wide]).   

The 2020 updated goals for the license period have been updated through this end of license review and 
bulleted below.  How these goals have been defined and the end of license period assessment are 
discussed in more detail in the subsequent sections. 

 Maintain “under control” for the Migration of Contaminated Groundwater EI   

 Reach “under control” status for the HE EI for the Direct Contact (DC) to Soil Pathway at the 
Midland Plant. 

 Reach “under control” status for the HE EI for the On-Site Outdoor Air Pathway at the Midland 
Plant. 

 Reach “under control” status for the HE EI for the Indoor Air Pathway within the Midland Plant  

 Develop plan for HE EI VI assessment of Category 3/Deferred Buildings 

 Define and initiate management strategies as required at AOCs located along the Midland Plant 
perimeter not contained by the Revetment Groundwater Interception System (RGIS)   

 Implement additional Source Control measures where mobile free phase liquids are identified, with 
priority given to those areas with potential to impact human health and the environment beyond the 
source area. 

Each of the goals is discussed further below. 

2.1 ACHIEVE CONTROL OF HUMAN EXPOSURES 

As part of the license reapplication for the current operating license (2015-2025 License) Dow completed 
the Resource Conservation and Recovery Act (RCRA) EIs for Human Health for the Midland Facility.  Based 
on the conclusions of the 2015 EI, the following exposure pathways warranted further evaluation to achieve 
“under control” status under the EI: 
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 Soil Direct Contact (DC)  

 Indoor Air 

 On-Site Outdoor Air 

The conclusions of the 2015 EI determination found that soils (surface and subsurface soils) were known 
to be contaminated above appropriately protective risk-based levels.  The 2015 EI conclusions indicated 
that it was unknown whether or not indoor air due to VI was contaminated above appropriately protective 
risk-based levels.  Based on the ongoing ambient air monitoring program, no significant impact has been 
identified at the facility; however, Dow committed to continue to evaluate the ambient air pathway (on-site 
outdoor air) as data was collected for the DC assessment.   

In order to reach the overall HE EI under control status for the Midland Plant, Dow proposed milestones for 
each pathway and a revised schedule for reaching the milestones, acknowledging the possibility of 
adjustments in accordance with adaptive management.  Throughout the current License period Dow and 
EGLE have employed this approach to CA activities to ensure sound science and advances in technology 
and understanding are used to re-evaluate and prioritize site activities and changing site conditions to target 
management and resource decisions with the goal of reducing site uncertainties and continuing site 
progress.  

The following subsections present further discussion on the soil DC, indoor air, and on-site outdoor air 
exposure pathways and an overview of how Dow plans to achieve “under control” status for each of these 
medium. 

2.1.1 SOIL DIRECT CONTACT 

Surface soil (< 2 ft deep) contamination is generally present throughout the Facility as a result of historical 
releases from former combustion units and manufacturing units and largely contains persistent compounds 
with low solubility that are strongly sorbed to soil particles.  Subsurface soil (> 2 ft deep) contamination is 
generally present throughout the Facility as a result of historical releases from manufacturing or WMUs and 
may also include volatile organic compounds (VOCs), semivolatile organic compounds (SVOCs), and 
metals, in addition to the persistent compounds also found in surface soil.   

The soil DC pathway includes exposure via long-term dermal contact with and ingestion of soils throughout 
the soil column, regardless of depth.  For potential on-site receptors, this exposure pathway is complete.  
Aerial dispersion, wind-blown dust, and operations of the facility over time have yielded some detected soil 
concentrations near or at the surface that are greater than the soil DC non-residential generic criteria.  
Exposure to soils at depth is not reasonably expected to be significant since the exposure routes are 
managed by the required use of personal protective equipment (PPE) specified in the Worker Exposure 
Control Plan (Appendix C of Attachment 19 of the current License).   

Beginning in 2001, presumptive remedy was performed at the site in the form of surface cover 
enhancements in areas prioritized for early action to address elevated levels of dioxins and furans in surface 
soils under the Enhanced Exposure Control Program for Phase I Areas. Areas were prioritized using results 
from the 1996 and 1998 trace organic analysis of surface soils for dioxins and furans.  In addition to the 
improvements to Phase I Areas, an additional 100 acres of vegetative storm water detention areas were 
constructed from 2009 to 2011 which also provided a DC barrier to the existing soils.   

While significant work was completed to improve surface cover at the Midland Plant prior to the current 
license period there was still a large area eligible for assessment to determine if additional surface 
improvements were warranted.  The remaining area of the Midland Plant, including gravel or grassed areas 
that had not been addressed or assessed prior to the current license period have been the focus of the DC 
evaluation for enhanced surface cover.  From 2016-2025, Dow has completed sampling and assessment 
on an additional approximately 748 acres within the facility boundary. Figure 2-1 presents the overview of 
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DC Geographical Zones.  As documented in the detailed evaluation presented in the 2022/23 and 2023/24 
CAIPs, Dow has now completed direct contact assessment across all zones and land use categories across 
the facility as defined in 2016. In addition, in 2024 Dow completed a supplementary sampling effort across 
all gravel roads on the facility to fully assess any possible sampleable surface cover on the facility. 

Throughout the assessment activities, and the development of UCLs for DUs sampled in triplicate for 
dioxins and furans, some DUs have been identified with dioxins and furans TEQ results greater than the 
current non-residential DCC and a few have been identified with arsenic concentrations greater than the 
respective non-residential DCC.  57 DUs have been identified as priority areas expected to be above a 
potential reasonable future SSC and have construction efforts completed to create permanent interim 
measures, including grassed, asphalt and gravel covers.   

Dow believes that “under control” status for the HE EI for DC has now been met. With remedy completed 
on these DUs, Dow developed a Direct Contact Operation and Maintenance (O&M) Manual.  The Direct 
Contact O&M Manual was presented to EGLE in the August 2024 CA status update meeting.  Dow is now 
shifting to the development of an industrial direct contact site specific criteria.

Through the end of license period evaluation, Dow believes that HE EI is considered met for the DC pathway 
because: 

 All unpaved areas have been assessed in accordance with an approved DC methodology  

 Areas with dioxins and furans toxic equivalent (TEQ) results above the non-residential direct 
contact criteria (DCC) (990 parts per thousand [ppt]) determined to be priority areas have interim 
measures or long-term remedy employed to limit exposure 

 All areas determined to have a concentration of any other hazardous substance above the generic 
non-residential DCC for soil have interim measures or long-term remedy employed to limit exposure 

Dow has achieved these milestones through meeting the conceptual framework laid out in the 2020 updated 
goals bulleted below: 

2020 - Completed 

 Complete Zone 5 Tittabawassee Floodplain Sampling 

 Complete additional sampling in Category 3, 4, and 6 areas for dioxins and furans 

2021 - Completed 

 Assess Railyard and Electrical Substation areas 

2022 - Completed 

 Conduct gap analysis sampling  

 Continue implementation of interim measures and long-term remedies necessary to limit 
exposure 

 Conduct Zone and Land Use Category evaluation to document completion of site-wide DC 
sampling across the facility 

2023 - Completed 

 Finalize gap analysis sampling 
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 Complete remedy work to address priority areas 

 Develop and conduct pilot gravel road assessment 

2024 - Completed 

 Complete gravel road assessment  

 HE EI Met 

2025 

 Initiate work toward of DC SSC 

The next phase of work will begin in 2025 to initiate discussion with the agency on a non-residential DC 
SSC.  Once a DC SSC criteria is established Dow will complete remedy on any DUs above the SSC.  

2.1.2 INDOOR AIR 

Indoor air at the facility is primarily evaluated through the industrial hygiene (IH) program.  The IH program 
evaluates and measures those analytes that are relevant for occupational industrial exposure; however, 
the specific potential influence of VI on the indoor air is not determined through the IH program.  VI can 
occur from groundwater volatilization to indoor air and soil volatilization to indoor air.  Like the DC pathway, 
in order to achieve “under control” status for the EI, Dow has been evaluating VI at the facility in a phased 
approach through defined zones (Figure 2-2).  Section 5.0 summarizes the work that was completed prior 
to 2024, details the work completed in 2024, and presents the work planned for 2025. 

The groundwater volatilization to indoor air exposure pathway addresses vapors emanating from 
groundwater that could move through the soil vadose zone and migrate to indoor air at the Midland Plant 
and is only applicable to volatile compounds.  The soil volatilization to indoor air exposure pathway 
addresses vapors that could move through the soil vadose zone and migrate to indoor air in buildings at 
the facility.  This exposure pathway is potentially complete for on-site workers through the inhalation of 
vapors in indoor air of buildings where they work or routinely visit. On-site worker protection and compliance 
with Michigan Occupational Safety and Health Administration (MIOSHA) standards is monitored through 
plant specific IH monitoring programs.

Currently, the facility has approximately 440 buildings and structures on-site.  The phased approach for the 
VI pathway investigation has used a building categorization procedure to prioritize worst case buildings for 
investigation and uses a weight of evidence (WOE) framework for assessing the VI pathway.  The building 
categorization flowchart is presented on Figure 2-3.   

Category 1 and 2 buildings are priority buildings and have been sampled throughout the facility during the 
current license period.  As of 2024, all Category 1 and 2 buildings have been investigated following the 
Process for Evaluating VI and Determination of Path Forward Flowchart on Figure 2-4.  In the phased 
approach, Category 3 buildings were originally deferred until all priority buildings were sampled and 
evaluated. These limited occupancy buildings will now be the focus of further VI work in 2025. Category 4, 
5, and 6 buildings do not have a complete pathway and are not sampled or included in further VI 
investigation.   

As discussed during the mid-license period at the 2019 November Dow/EGLE Corrective Action Status 
Meeting, the VI pathway can be broken down by using the building categories and groupings to describe 
how milestones can be met towards achieving “under control” status for the HE EI VI pathway within the 
license period.  While it was not anticipated at that time that the HE EI would be met for this pathway in the 
current license period, upon completion of the end of license review Dow is proposing that HE EI has been 
met for this VI pathway.  



The Dow Chemical Company 2024 Corrective Action Implementation Summary Report 
and 2025 Work Plan 

Midland Plant  2-5

AECOM January 2025 

Dow has completed initial investigations of all Category 1 and Category 2 buildings within the Midland 
facility boundary and seasonal evaluation and/or building specific investigations of these priority buildings 
as necessary to finalize the VI path forward grouping classification, and make the determination that no 
unacceptable human exposures to contamination from VI can be reasonably expected under current land- 
and groundwater use conditions.  This has been defined as:  

 Group 1 and 3 Buildings – HE EI Met once grouping is determined  

 Group 2 and 4A Buildings (OELs) – HE EI Met upon initiation of interim monitoring   

 Group 4B Buildings – HE EI Met once interim measures are complete  

The priority buildings are located across all geographic zones of the facility.  These 130 buildings provide 
a robust sample of the facility conditions.  Of these buildings, only three buildings were identified with results 
that warranted mitigation measures due to evidence of VI; however, it’s important to note that none of these 
buildings had results for any VI analyte over, or even approaching Dow’s OELs.   

The remaining buildings on the facility are identified as having less occupancy than Category 1 and 2 
buildings.  Many of these remaining buildings have de minimis occupancy such as switch rooms, or 
equipment protection sheds with only authorized personnel entering for brief routine maintenance activities 
or requiring specific personal protection equipment (PPE).  With the completion of investigation of the 
priority buildings, documentation of sub-surface site conditions across the facility, and only buildings with 
limited to de minimis occupancy remaining for further evaluation, Dow is proposing that HE EI has been 
met for the IA Pathway. 

With this shift in objective, Dow will now move into verifying the classification of the remaining buildings on-
site and moving forward with a Category 3, Limited Occupancy Building Approach.  This VI investigation is 
tailored to developing building specific CSMs on these limited occupancy buildings to determine the path 
forward for each building and any potential further assessment necessary.  This approach was piloted in 
2024 and discussed with the agency in the September 2024 CA Status Meeting.  More information 
regarding this next phase of work can be found in Section 5.6 and Appendix K of this CAIP. 

Dow believes it has met the milestones to achieve HE EI met for the VI pathway by meeting the scheduled 
targets developed primarily through the mid-license review conceptual framework laid out below: 

2020 - Completed 

 Initiate Z3P3 Priority Building Sampling in Fall 

2021- Completed 

 Initiate Add-on Priority Building Sampling in Fall 

2022 - Completed 

 Initiate Z4 Campus Area Priority Building Sampling in Fall 

2023 - Completed 

 Start Z5 West of Tittabawassee River Priority Building in Fall 

2024 - Completed 

 Finish Z5 West of Tittabawassee River Priority Building Sampling 
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 Complete IMs on any 4B Buildings 

 Develop Plan for Category 3 Building Assessment 

 HE EI Met 

2025 

 Begin Assessment of Category 3 Buildings 

2.1.3 ON-SITE OUTDOOR AIR 

In order to achieve “under control” status for the EI, Dow will maintain current ambient air and fugitive dust 
monitoring programs.  The soil volatilization to ambient air and particulate soil inhalation pathways will be 
considered as relevant data is collected to support the DC pathway evaluation during this license period.   

Over the current license period, Dow has assessed this pathway in conjunction with the results for all areas 
subject to investigation for the DC pathway to ensure that the concentrations are confirmed to be less than 
the EGLE screening values for soil volatilization to ambient air and particulate soil inhalation HE EI.  The 
schedule for meeting HE EI for this pathway is similar to the DC Pathway, and Dow expected that any DU 
exceeding the soil volatilization to ambient air or particulate soil inhalation pathway will have been 
addressed by interim measures or remedy by 2025.  As these measures for this pathway are now complete, 
HE EI is also met for this pathway. 

2.1.4 SOIL VOLATILIZATION TO AMBIENT AIR 

The soil volatilization to ambient air exposure pathway applies to all land uses where hazardous substance 
vapors may emit from soils to ambient air.  The outdoor air at the facility is monitored by the Ambient Air 
Monitoring Program (Attachment 16 of the License).  Dow will continue to monitor and review ambient air 
as part of future corrective action efforts (Appendix G of Attachment 19 of the License).   

Construction workers can potentially encounter vapors when working with subsurface soils or in a trench 
scenario; however, exposure is not reasonably expected to be significant since the exposure routes are 
managed by the required use of PPE and air monitoring specified in the Worker Exposure Control Plan, 
Appendix C of Attachment 19 of the License.  

2.1.5 PARTICULATE SOIL INHALATION 

The particulate soil inhalation exposure pathway addresses the emission and dispersion of contaminated 
soil particles into the ambient air (inhalation of fugitive dust particles).  Exhaust constituents from process 
vents, power generation, and thermal incineration processes may have deposited onto plant soils.  During 
dry periods, these soils may have been disturbed by equipment or vehicles and blown by the wind, resulting 
in fugitive dust emissions.

Fugitive dust control has been in progress at the Midland Plant since 1986.  Dow is currently required by 
the 2015 Operating License and its Renewable Operating Permit (Section 1, IX.5) to provide and regularly 
update an operating program to control fugitive dust sources or emissions.  The current fugitive dust control 
program requires semi-annual review and updates.  In addition, fugitive dust emissions from the facility are 
monitored for dioxin emissions on an ongoing basis along the plant perimeter pursuant to the “Soil Box 
Data Evaluation Plan,” approved by Michigan Department of Environmental Quality (MDEQ) on September 
25, 2015.  Monitoring began in 2002 and continues to show the fugitive dust control program for the facility 
is effective.  
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In order to limit the generation of fugitive dust and particulates, Dow has placed surface cover on surface 
soil in certain areas of the facility.  The covers include clean topsoil and vegetation, gravel, and/or asphalt.  
Existing covers are managed and maintained.  Based on current conditions, this pathway is likely to be 
adequately controlled. 

2.2 SUSTAIN CONTROL OF CONTAMINATED GROUNDWATER 

To maintain the status as “under control” for the Migration of Contaminated Groundwater (GW) EI, 
corrective action includes activities such as maintaining RGIS and other corrective action systems, 
completing system upgrades as necessary, monitoring groundwater, investigation and other remedial 
actions to address trends in contaminants or indicator parameters identified during environmental 
monitoring.  Substantial work has been completed over the license period to maintain the under-control 
status of the GW EI. 

Significant work was completed on the planned upgrade to the RGIS from Lift Station #4 to Lift Station #5.  
Planning work for this large upgrade project began in 2016 with significant additional efforts in 2021 to move 
the project forward.  Planned work for the year was completed ahead of schedule in 2022, with over 2,200 
linear feet of new high-density polyethylene (HDPE), manholes, and piezometer installation.  Work in 2023 
included installing the new lift station and lasted through the end of the year. The lift station installation and 
force main relocation were performed in accordance with the Work Plan but took longer than expected due 
to large amounts of water encountered while excavating. The final remaining work to complete for the took 
place in early 2024 project to complete the electrical switch over to the new lift station #105. 

Upgrades to Cell 1 of the closed Sludge Dewatering Facility (SDF) were completed in 2021 to restore the 
intended functionality of the cell.  Work continued through 2024 to assess the effectiveness of the cell 
improvements.  Continued monitoring in 2024 has demonstrated that the upgrades have been meeting the 
desired objectives. Additional details are discussed in Section 8.0.   

In 2024, work also continued at Poseyville Landfill (PLF) to enhance containment of contaminated 
groundwater and complete the final new tile installation along both the east and west perimeter.  Greater 
detail regarding work at PLF is provided in Section 9.0.   

At locations where engineering controls are not in place, such as Northeast Perimeter (NEP) and Chemical 
Disposal Well 3 (CD-3), additional corrective actions were taken during 2024 to better understand and 
manage these sites.  Details of these efforts and next steps for these areas are found detailed in Sections 
10.0 and 11.0, respectively. 

2.3 REMEDY IMPLEMENTATION FOR AOCS 

It has been Dow’s intent through the license period to define and initiate management strategies as required 
at AOCs located along the Midland Plant perimeter not contained by the RGIS including, the Former Ash 
Pond AOC; Chemical Disposal Well 3; 7th Street Purge Wells (Former Fuel Oil Tank Farm); Pure Oil; US-
10 Tank Farm; and Mark Putnam AOC.  Background information on each of these AOCs can be found in 
the 2016 Corrective Action Implementation Work Plan (12/30/2015).   

During 2024, corrective actions were conducted at the following sites: 

 Chemical Disposal Well 3 (Section 11.0); 

 7th Street Purge Wells (Section 12.0);   

 Mark Putnam AOC (Section 13.0); and  

 Former Ash Pond AOC (Section 14.0) 
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 Campus Ammonia (Section 15.0). 

Continued work planned for these AOCs in 2025 is detailed in each respective section.  The remaining 
AOCs will be addressed according to the updated Corrective Action Implementation Plan High Level 
Overview (Figure 1-4). 

2.4 ADDITIONAL SOURCE CONTROL MEASURES FOR MOBILE 
FREE PHASE LIQUIDS 

Dow has identified 17 areas of free product, consistent with the Compliance Schedule H-8 of the 2003 
Operating License.  In 2014, Dow installed a free-product recovery system in localized elevated levels (LEL) 
III.  The product recovery from this system is reported in the Environmental Monitoring Reports.  Manual 
recovery operations conducted at additional wells recovered approximately 8.3 gallons of dense non-
aqueous phase liquid (DNAPL) in 2024 (Table 2-1).   

During 2024, work will consist of on-going operation of the manual recovery and free product recovery 
system installed in LEL III.   

2.5 RELEASES TO SOIL 

In September 2019, EGLE requested that Dow include information regarding any occurrence of sewer 
overflow events within the facility in the annual CAIP.  This topic was then added to the Dow/EGLE 
Corrective Action monthly coordination meeting for that month, and it was agreed that the overflows would 
be documented on the annual update of the B2-1 Table submitted with the CAIP (Table 1-1).  It was then 
subsequently clarified during the November 2019 Corrective Action monthly status meeting that a new 
table, solely for the sewer releases, would have to be created and would be referenced in the B2-1 Table 
in the F41 AOC (the Wastewater Treatment Plant) line item.  The new table created to document the sewer 
releases within the facility is Table B2-4; it is updated annually in the CAIP.  The updated 2024 table 
included in this CAIP as Table 2-2.  In 2024, there were three releases of contaminated groundwater to the 
ground surface.   

2.6 PRIORITY ACTIONS COMPLETED IN 2024 

The following bullets detail a high-level summary of priority activities during 2024: 

RGIS 

 Completed electrical work for new LS #105 

 Submitted closure request for staging pile used to complete work from LS#104-105 

DC to Soil Pathway 

 Completed Gravel Road Sampling (40 DUs)  

 Updated detailed evaluation of results by Zone and by Land Use Category to document completion 
of site-wide Direct Contact sampling 

 Developed DC O&M Plan  

 Implemented inspections of long-term barriers in accordance with O&M Plan 

 Identified a few areas with maintenance needs and completed repair efforts 
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VI Pathway  

 Performed seasonal confirmation sampling (SCS) and/or interim monitoring (IM) for VI Path 
Forward Group 2 and 4 buildings in Zones 1, 2, 3, 4, and 5 

 Completed SCS evaluation and implemented semi-annual IM at 8 buildings 

 Completed semi-annual IM and conducted trend analysis for 8 buildings to evaluate moving to 
annual IM 

 Collected differential pressure data during Zone 4 (Campus Area) and Zone 5 (West of 
Tittabawassee) SCS  

 Provided agency email updates for all buildings that required notification 

 Conducted building occupancy assessments for all buildings previously surveyed  

 Performed sub-slab depressurization system (SSDS) pilot test and designed the SSDS for 
Buildings 25 

 Performed post-installation sampling and O&M activities for SSDSs at Buildings 941, 1870, and 
1871 

 Conducted annual check of continued use of Group 5 analytes for specific buildings 

 Developed the Category 3 Building VI Assessment Approach, including an update to categorization 
details for limited occupancy buildings 

 Performed an analysis of all site VI data to refine the TAL for future monitoring and for use in 
Category 3 Building assessments 

 Performed pilot test of the Category 3 VI Assessment Approach on a representative set of limited 
occupancy buildings 

On-site Outdoor Air Pathway 

 Completed Soil Volatilization to Ambient Air evaluation for all DC Zones 

 Completed Particulate Soil Inhalation evaluation for all DC Zones– 

SDF 

 Completed ongoing comparison of leachate levels vs. outside compliance well static water levels 

(SWLs) to evaluate effectiveness of cell improvements 

Poseyville Landfill 

 Conducted quarterly plume analytics to provide a better understanding and delineation of the 
northeast plume  

 Modified pump rates in response to observed environmental conditions 

 Managed new purge well at 2549 (current center of mass of plume) 
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 Completed installation of 3,300’ of 8” collection tile and 2,300’ of 4” force main piping to replace 
final east and west legs of tile containment system 

Northeast Perimeter 

 Developed optimized monitoring well network for the 6178 Area, 6175 Area, and CFC Area 

CD-3 

 Conducted interim groundwater monitoring  

 Collected quarterly groundwater elevation measurements 

 Completed development of a Conceptual Site Model 

 Performed in-depth analysis of cyanide data and analytical methods 

7th Street Purge Wells Area 

 Completed investigation of MW-18 area 

 Designed PW-2 Replacement Well 

 Initiated PW-2 Pilot Study  

Mark Putnam AOC 

 Continued interim groundwater monitoring 

 Collected quarterly groundwater elevation measurements 

 Analyzed additional site data to confirm site TAL List  

 Refined additional gap investigation scope of work developed to address identified remaining data 
gaps 

Former Ash Pond AOC 

 Evaluated quarterly groundwater monitoring results 

 Developed arsenic speciation workplan  

Campus Ammonia AOC 

 Completed quarterly evaluation of ammonia data 

 Completed 90% horizontal well design 

The following sections describe the work conducted in 2024 and planned 2025 priority corrective actions 
that will be implemented:  

 Section 3.0 Revetment Groundwater Interception System 

 Section 4.0  Midland Plant Facility-Wide Direct Contact to Soil Pathway 
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 Section 5.0 Midland Plant Facility-Wide Vapor Intrusion Pathway 

 Section 6.0 On-Site Outdoor Air Pathway 

 Section 7.0 1925 Landfill  

 Section 8.0  Sludge Dewatering Facility  

 Section 9.0 Poseyville Landfill 

 Section 10.0 Northeast Perimeter 

 Section 11.0  Chemical Disposal Well 3 

 Section 12.0 7th Street Purge Wells Area (Fuel Oil Tank Farm) 

 Section 13.0  Mark Putnam Road AOC 

 Section 14.0 Former Ash Pond AOC 

 Section 15.0  Campus Ammonia  

 Section 16.0 2025 Conceptual Schedule 
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3.0 RGIS UPGRADES 

The RGIS was originally installed between 1980 and 1992 along the banks of the Tittabawassee River and 
around the Tertiary Pond in Midland Plant.  Starting in 1994, sections of RGIS were upgraded to enhance 
performance and extend their operational life.  The last upgrade, prior to current work, was in 2016 and 
included tile replacement between LS#13 and MH3A as well as riverbank capping from LS#102 through 
the area of tile replacement. 

The current upgrade project is the RGIS Lift Station #105 Upgrade and Tile Replacement Project (also 
known as RGIS LS #104 to LS #105 Tile Upgrade Project) (Figure 3-1).  Major tasks were completed in 
2016 to support the design and planning of these construction activities including a hydrogeological soils 
investigation and chemical characterization of soils. Soils were investigated by completing 10 geotechnical 
soil borings ranging in depth from 18 to 38 ft below ground surface (bgs).  A field geologist identified the 
soils by logging with continuous split-spoon sampling.  Twenty-three soil samples were obtained using split-
spoon liners and tested for index properties to establish ranges of key design parameters. Soil boring logs 
and additional preliminary design calculations were included in the 2017/18 CAIP. 

For this final section of work, the approval of the Joint Permit Application within the Tittabawassee River 
floodplain from the EGLE Water Resources Division was received on May 16, 2022. Dow then submitted 
an addendum to the 2021 Work Plan for RGIS Lift Station #105 and Tile Replacement (Workplan) 
documenting changes since the workplan was submitted, including an update to the projected schedule on 
May 26, 2022.  

Work was initiated in June 2022 and was completed ahead of schedule for that year’s construction 
schedule.  All approximately 2,200 feet of tile was installed, five sets of manholes, and five sets of 
piezometers. Additionally, the installation of a composite cap and access roadway over the drainage media 
was completed. As-built drawings for this work were included in the 2022/23 CAIP.  All waste soil was 
hauled to Salzburg or the incinerator as appropriate.  No soils remained in the Staging Pile by the end of 
2022.  At the end of 2022, the last remaining major scope item for completion in 2023 was the installation 
of the new Lift Station #105.  

The work on the new lift station began in August 2023 and lasted through the end of the year. The lift station 
installation and force main relocation were performed in accordance with the Workplan but took longer than 
expected due to large amounts of water encountered while excavating. Dewatering the soil in the lift station 
trench box was necessary nearly every day in October 2023. The as-built for the lift station was provided 
in the 2023/24 CAIP.  

All work for this project was planned and has been performed in accordance with the detailed specifications 
that have been used and approved by the MDEQ on past RGIS upgrade projects, as well as Appendix A 
of Attachment 19 of the Operating License issued September 25, 2015. 

3.1 2024 WORK 

The final remaining physical work to complete for this project was the electrical switch over to the new lift 
station #105. This work was completed in January 2024.  This concludes the full system upgrade of the 
RGIS that was started in 1994. 

A Notice of Completion of Closure and Closure Report for the administrative closure of the Staging Pile 
was prepared and submitted to the agency, within the 2-year approved time limit for the authorization, on 
May 24, 2024.   
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3.2 WORK IN 2025 

On January 8th, 2025, the agency visited the facility to complete their inspection for the approval of the 
Staging Pile closure.  At that time, EGLE requested additional information be submitted to support the 
closure documentation including photographs of the Staging Pile and analytical results for total organic 
carbon sampling performed during the operation of the Staging Pile.   The supplemental information was 
provided to EGLE on January 21, 2025.  It is anticipated that the final approval of the closure will be provided 
in early 2025. No additional work is planned for RGIS in 2025.  
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4.0 DIRECT CONTACT TO SOIL PATHWAY 

Soil DC is an exposure pathway that includes exposure via long-term dermal contact with and ingestion of 
soils throughout the soil column, regardless of depth.  The focus of this on-site investigation was to evaluate 
the potential shallow surface soil DC exposure pathway for site workers and contractors. 

The Midland Facility is a 1,900-acre industrial facility.  The facility’s land use is non-residential and includes 
nearly 400 acres of industrial ponds.  The surface cover at the site currently includes approximately 600 
acres of buildings and pavement.  Roughly 220 acres of the Midland Facility are vegetated final cover 
installed from 1980 to 1989 for closed WMUs.  Nearly 70 acres of new topsoil and vegetative cover have 
been placed on areas of the plant as part of Phase I Enhanced Exposure Control activities and other 
greenbelt enhancements.  An additional 100 acres of vegetative stormwater detention areas were 
constructed from 2009 to 2011. 

While significant work had been completed prior to the license period to improve surface cover at the 
Midland Facility there were still areas eligible for assessment to determine if surface improvements were 
warranted.  To conduct this evaluation for the DC pathway, the site was split up into manageable areas, 
primarily referred to as Zones (Figure 4-1). Since 2016, Dow has worked through a systematic method of 
reviewing this acreage and determining how these soils will be evaluated and to what extent. The approach 
includes defining exposure units and decision units for the on-site areas of interest in support of further 
characterization including techniques to evaluate potential exposures, such as incremental composite 
sampling.

As documented in the detailed evaluation presented in the 2022/23 and 2023/24 CAIPs, Dow has now 
completed direct contact assessment across all zones and land use categories across the facility as defined 
in 2016. With the completion of the entire scope of the originally planned direct contact sampling efforts, 
direct contact activities in 2024 moved forward to sample all gravel roads on-site, completing the last phase 
of DC sampling to address the site in its entirety.  In addition, Dow developed a Direct Contact Operations 
and Maintenance (O&M) plan and initiated implementation in 2024. With the completion of gravel road 
sampling and the Direct Contact O&M plan, Dow is shifting to the development of an industrial DC SSC.

Soils relocated within the Midland Facility and from areas in the Tittabawassee River Floodplain are 
managed in specific areas within the Midland Facility.  A listing of these relevant soil relocation activities for 
2024 is provided in Tables 4-1 and 4-2. 

4.1 DIRECT CONTACT EXPOSURE CHARACTERIZATION 
OVERVIEW 

A CSM for DC to the on-site soil at the Midland Facility is presented in Figure 4-2.  This CSM identifies the 
potential soil exposure pathways and types of sources for the on-site properties.  The initial step for each 
phase (zone) of this project was to determine the types of surface cover in the area to be evaluated and to 
identify the gravel or grass-covered areas that had not been assessed or recently covered during Dow’s 
surface cover enhancements.  In addition to determining the types of surface cover, an evaluation was 
performed considering historical use in each of the areas to be assessed, as well as the present use and 
maintenance required to evaluate the types of potential exposure that could occur (e.g., land use and 
activities that occur on or near those areas).  Figure 4-3 presents the Dow Midland Facility Direct Contact 
Category Flowchart.  The flowchart categorizes and describes the property types present, possible sources, 
exposure types, use (e.g., frequency of activity), and the path forward for sampling. 

Exposure and current use were evaluated for each property type in the area to be assessed. Exposure 
categories include intermittent event-based exposure with regular use, limited exposure with regular to low 
frequency use, limited access with low frequency use, and limited access or no access with very low 
frequency use.  The combination of property type, possible sources, exposure, and use led to the 
development of nine categories for DC sampling and evaluation at the Dow Midland Facility.  Categories 1-
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9 are presented in Figure 4-3 along with the completed sampling frequency for each category.  As of 2024, 
all direct contact sampling and assessment has been completed across all zones and land use categories 
across the facility as defined in 2016.

No sampling was proposed for areas with restricted access (limited to very infrequent maintenance, 
including the wastewater treatment tanks, dike areas, and electrical substation), and areas where 
pavement, building footprint and slab areas under process areas impede exposure to soil via DC.    

4.2 TARGET ANALYTE LISTS AND SAMPLING DENSITY OVERVIEW 

Four possible general sources of impacts were identified for the Midland Facility.  These include aerial 
dispersion, imported soils, leachate breakout, and other sources (e.g., point source release, historic area 
operations).  These sources of impacts were used to establish the target analyte lists (TALs) for the property 
types listed in Figure 4-3 and are described in more detail below: 

 Aerial dispersion includes areas potentially impacted by the historical aerial release. 

 Imported soils are soils brought on-site as final cover for excavations or where site soils were 
relocated.  Soils were imported from regional agricultural areas and may not have been tested 
when acquired.   

 Leachate breakout determined from RGIS detections. 

 Other sources (e.g., point source release and historic area operations).  

Table 4-3 summarizes the possible sources of impacts, the determination and TALs for each source, and 
the applicable exposure category for each TAL.   

Upon completion of Zone 9 sampling of land use Category 9 gravel roads, all direct contact sampling and 
assessment across all zones and land use categories across the facility has been completed.  Based on 
this comprehensive assessment, only dioxins and furans and very limited results for arsenic had detections 
greater than EGLE Part 201 December 30, 2013, non-residential DCC for soil (EGLE, 2013).   

Category 9 gravel roads were identified for the aerial dispersion TAL for dioxins and furans analysis only.  
All identified gravel roads on the facility were sampled.   

The 2022/23 and 2023/24 CAIPs presented a comprehensive zone and land use category evaluation and 
a sampling density review for Categories 1 – 8.  Section 4.6.3 presents the final zone sampling completion 
review updated for Zone 9 gravel roads.  Section 4.6.4 summarizes the final land use category review to 
incorporate the results of Category 9 sampling.  This section also completes the review of sampling density 
for Category 9. 

4.3 SAMPLING METHODOLOGY 

Due to the anthropogenic deposition of the COCs within the sampling areas, a heterogeneous distribution 
throughout the DC sampling areas is likely.  Studies have shown that sampling heterogeneous populations, 
with individual particles that are likely to have different concentrations of COCs through conventional 
sampling methods (e.g., discrete or standard composite sampling) inadequately represent the average 
COC concentration of that population (U.S. Environmental Protection Agency (EPA) 2012; Engineer 
Research and Development Center [ERDC]/Cold Regions Research and Engineering Laboratory [CRREL] 
2009; Jenkins et al. 2005).  Therefore, an incremental sampling methodology (ISM) is employed throughout 
the DC sampling areas to provide a more unbiased and reproducible estimate of the mean concentrations 
of analytes in heterogeneous sample populations. 
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4.3.1 INCREMENTAL SAMPLING METHODOLOGY 

ISM is a structured sampling and analytical methodology developed to address the problems associated 
with collecting representative samples from volumes of particulate material with high compositional and 
distributional heterogeneity by identifying and minimizing types of sampling and analytical errors.  
Essentially, ISM is a more robust and ordered type of composite sampling that combines uniform, spatially 
representative grab samples or “increments” to produce a sample result for an area and depth of soil, or 
that is representative of the average concentration of COC of that population sampled.  ISM is also more 
appropriate than conventional discrete sampling for comparison with risk-based screening values and for 
evaluating concentrations relative to background concentrations.  

ISM describes both the field sample collection and laboratory processing methods necessary to obtain 
samples that contain the COC in the same proportions as the sampled population.  Some of the primary 
differences between ISM and conventional composite or grab sampling are as follows: 

 The need to define the spatial boundaries of the DUs; 

 A sample mass much larger than required by most analytical methods;

 The number of increments that will be collected in each sample;

 The spacing and distribution of the increments to be collected; and

 The laboratory preparation procedures (ERDC, 2013). 

4.3.2 DECISION UNIT DETERMINATION 

The evaluation of a zone/sub-zone begins by overlaying a satellite aerial of the area to be evaluated with a 
2-acre grid, which represents a non-residential DU.  Each of the grids are evaluated for property type and 
current/historical use. Using this aerial/grid map together with the flowchart presented on Figure 4-3, a 
rationale is developed for whether sampling is proposed for each grid. If sampling is not proposed, 
justification for no sampling is documented. For example, areas that are covered by pavement, buildings, 
or process areas are not proposed for DC sampling. DUs are then delineated throughout the target 
sampling areas based on site characteristics and historical land use.  

Previous CAIPs have detailed the developed facility approach for DU determination.  To prepare for the 
2024 Zone 9/Category 9 sampling effort, a pilot was completed to evaluate DU development and ISM 
sampling approach for gravel roads.  The findings of the pilot and path forward for sampling gravel roads is 
discussed in further detail in Section 4.5.   

Increment locations are generated using a systematic random sampling approach.  The increments were 
laid out by selecting a random starting point and generating evenly spaced increments based on that 
starting point using a geographic information system (GIS) program for each DU. 

4.4 STATISTICAL EVALUATION AND SCREENING OF DATA 

Basic summary statistics are prepared for the soil results from DUs located in the same geographic 
zone/sub-zone and/or sampling event.  These tables include common statistical parameters such as mean, 
standard deviation, minimum and maximum detected values, and minimum and maximum reporting limits 
of non-detects (NDs).  The number of samples and detection rates are also included to provide information 
regarding sample size and detection frequency.  Additionally, these summary statistic tables present the 
results of the screening comparison to relevant criteria. 
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A screening-level evaluation of the data is performed by comparing each data point to non-residential DCC 
for soil.  EGLE Part 201 December 30, 2013, non-residential DCC for soil are selected whenever available 
(EGLE, 2013).   

4.5 2023 GRAVEL ROADS PILOT SUMMARY 

In 2023, Dow moved forward with planning activities to prepare for sampling gravel roads.  The pilot was 
discussed with EGLE at the May 2023 CA Status Meeting and Dow provided supplemental background 
material to the agency to assist in their assessment of the sampling approach in June 2023.  The pilot 
project was conducted to test the sampling technique at two gravel road DUs to determine if the method 
could be implemented safely, effectively and could collect sufficient sample material from the compacted 
gravel road surface.  

Gravel road DUs were developed using the same increments per acreage as previous direct contact work: 

 DU < 0.5 acres = 20 increments 
 DU > 0.5 acres but < 1 acre = 30 increments 
 DU > 1 acre = 50 increments. 

Increments for the gravel roads were collected across transects.  Three increments per transect were 
collected for roads with widths less than or equal to 20 ft.  Five increments per transect were collected for 
road widths greater than 20 ft.   

The pilot test was conducted on two gravel road DUs, GR-0 and GR-21 (Figure 4-4).  DU maps are provided 
in Appendix A.  The pilot test sampling activities were completed with a compacted soil sampler, consisting 
of a hammer drill, a hammer drill attachment and an attached bucket for collecting sample material.  The 
sampling method was safe, easily executed, and collected sufficient sample material for analysis. Sampling 
efforts for Zone 9 gravel roads moved forward in 2024 utilizing this sampling implement.    

Gravel roads were assessed separately as Zone 9 and were sampled in the sampling method demonstrated 
in the pilot activities.  Results of the 2024 Zone 9 gravel road sampling are discussed in more detail below. 

4.6 2024 DIRECT CONTACT WITH SOIL PATHWAY 

In 2024, the direct contact evaluation was focused on completing sampling activities for gravel roads, or 
Zone 9.  In addition, Dow developed the Direct Contact O&M Manual in 2024.  This section provides the 
results of the gravel roads sampling effort and the final zone and land use category evaluation updates.   

4.6.1 ZONE 9 GRAVEL ROADS DIRECT CONTACT WITH SOIL PATHWAY 

As of 2023, Dow completed all sampling in Zones 1 through 8.  This completes the entire proposed zone 
sampling across the facility.  Dow identified gravel roads as the only remaining areas on the facility where 
potential direct contact exposure could occur.   

The Zone 9 direct contact evaluation was focused only on land use Category 9 gravel roads, the only 
remaining areas on the facility where potential direct contact exposure could occur.  The gravel roads were 
evaluated as individual DUs in 2024.  The gravel roads were categorized based on the appropriate possible 
sources, exposure, and TAL.  Gravel roads were placed in Category 9 based on the appropriate possible 
sources, exposure, and TAL.  For the purpose of dioxin and furan sampling, the gap areas were split into 
40 DUs for the 2024 gravel roads sampling activities.  DUs were developed in accordance with Section 4.5.    

Figure 4-4 shows the overview of the gravel roads sampling efforts conducted in May and June 2024. The 
DUs were sampled consistent with the methods tested during the 2023 gravel roads pilot and described 
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above in Section 4.5.  Table 4-4 lists the DUs, acreage and number of increments collected in each.  DU 
maps for the 2024 sampling effort are included in Appendix A. 

Table 4-5 provides the summary statistics and screening for dioxins and furans TEQ results for the Zone 9 
gravel roads DUs.  Table 4-6 shows the gravel roads dioxins and furans TEQ results by DU.  Figure 4-5
shows the dioxins and furans TEQ results for all gravel road DUs.  Dioxins and furans TEQ results for the 
initial 40 DU samples collected ranged from 14 – 947 ppt and all results were less than the non-residential 
DCC.  Four DUs (10%) with results ranging from 719 ppt to 947 ppt were identified for replicate sampling.     

Figure 4-6 shows the four DUs that underwent replicate sampling and the calculated 95% UCLs determined 
from the replicate sampling.  Table 4-6 shows the individual replicate sample results.  Table 4-7 shows the 
original Fast Analysis result and the mean, standard deviation, RSD, and 95% UCL for each DU determined 
from the Fast Analysis results.  All four DUs had 95% UCLs greater than the non-residential DCC.   

All identified gravel roads on the facility were sampled.  For gravel roads DUs in Category 9, with all results 
less than the non-residential DCC, no further action is proposed at this time.  Appendix B provides the 
direct contact data packages.    

4.6.2 DIOXINS AND FURANS TEQ RELATIVE STANDARD DEVIATION 
ANALYSIS 

Triplicate Fast Analysis and/or laboratory TEQ concentrations were available for 168 DUs for samples 
collected between 2016 and 2022 (excluding DU 5C2 of Zone 3).  No triplicate samples were collected for 
2023.  For samples collected in the current year (2024), triplicate TEQ concentrations (Fast Analysis only) 
were available for four locations in gravel roads (Zone 9).  Table 4-8 shows the basic statistics of the relative 
standard deviation (RSD) of each set of triplicate concentrations (mean, standard deviation, minimum, and 
maximum).  The mean and standard deviation were only calculated when there were four or more sets of 
triplicates for each zone/area.  These two data sets (Fast Analysis and laboratory, respectively) were used 
to estimate and assess the sampling variability of TEQ concentrations. 

Table 4-8.  Summary Statistics of Relative Standard Deviation (RSD) 

Summary Statistics of Relative Standard Deviation 
(RSD)

Analysis 
Type 

Zone / Area 
No. of 

Triplicate 
Sets

Mean Std Dev 
Mean 
+ Std 
Dev

Min Max 

Fast Analysis Zone 1 1 - - - 6% 6% 

Zone 1 DEQ DU 3 - - - 2% 25% 

Zone 2 1 - - - 2% 2% 

Zone 2 Railroad 1 - - - 6% 6% 

Zone 3 35 31% 28% 60% 5% 114% 

Zone 4 34 12% 10% 22% 1% 43% 

Zone 6 6 20% 26% 46% 6% 72% 

Zone 7 14 18% 11% 28% 4% 44% 

Zone 9 4 40% 11% 51% 27% 52% 

Laboratory Saran 2 - - - 16% 45% 

Stormwater Basin Zone 3 - - - 3% 15% 

Zone 1 14 16% 11% 27% 4% 37% 

Zone 2 12 28% 16% 45% 5% 52% 

Zone 3 17 26% 22% 48% 4% 76% 

Zone 4 25 16% 15% 30% 1% 68% 
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The sampling variability of the triplicate sample values was analyzed separately for each analysis type.  It 
should be noted that during Zone 1 and Zone 2 sampling, triplicates for Fast Analysis were generally not 
collected since triplicates were analyzed using analytical method 1613b.  During Zone 6, Zone 7, and Zone 
9 sampling, laboratory analyses were not performed using analytical method 1613b. 

The mean RSDs did not show a strong or consistent significant trend across different zones (also as a 
surrogate of time progression from 2016 to 2024).  In general, the mean RSDs were approximately 10% to 
40% for both analysis types, which is a typical project goal of incremental sampling (around or less than 
30%).  The mean RSD of Zone 9 (current year) appeared to be slightly above the high-end of such goal, 
but it should be noted that the sample size was very small (n=4), and the number of increments collected 
per sample was substantially less than previous investigations due to the site limitation of gravel roads.  
Given the consistency of RSD across zones (or time), the uncertainty of TEQ concentrations previously 
assessed (approximately 550 to 1600 ppt, in practicality) was considered to be reasonable and 
appropriately conservative. 

4.6.3 FINAL DIRECT CONTACT ZONE CATEGORY REVIEW 

Since 2016, Dow has performed direct contact assessment across the facility to reach “met” status for the 
HE EI for the Direct Contact (DC) to Soil Pathway at the Midland Plant, as described in Section 2.1.1.   The 
2022/23 and 2023/24 CAIPs provided an overview of the work performed in each zone and the results of 
the gap area sampling.  The gap analysis was performed in 2021 and 2022 in support of the direct contact 
assessment to identify any areas that were not sampled during the original zone work.  These areas were 
identified with a thorough aerial map review and then field verified to determine whether samples could be 
collected in each gap area.  These gap area DUs were sampled in 2022 as Zone 7 and in 2023 as Zone 8 
though they are physically identified throughout the facility.   

As of 2023, Dow completed all sampling in Zones 1 through 8.  This completed the entire proposed zone 
sampling across the facility.  Dow identified gravel roads as the only remaining areas on the facility where 
potential direct contact exposure could occur.  Direct contact activities in 2024 moved forward to sample 
the gravel roads on-site, the last phase of DC sampling that can be completed to address the site in its 
entirety.  The gravel roads were assessed as Zone 9 but are physically identified throughout the facility. 

The overall sampling results for Zone 9 are summarized above in Section 4.6.1.  All identified gravel roads 
on the facility were sampled.  However, because gravel roads were assessed as Zone 9 but are physically 
identified throughout the facility, a review of sampling coverage across each zone was updated.  Figures 
4-7 thru 4-13 present an updated summary of those zone gap areas, specifically areas not sampled, in 
each zone. 

Based on this assessment and presented on Figures 4-7 thru 4-13, Dow has effectively completed direct 
contact sampling efforts for Zone 9 gravel roads.  For gravel roads DUs in Zone 9 with all results less than 
the non-residential DCC, no further action is proposed at this time.  Dow has completed direct contact 
assessment for Zone 9. 

4.6.4 FINAL DIRECT CONTACT LAND USE CATEGORY REVIEW 

Since 2016, Dow has been assessing the direct contact exposure pathway across the site.  Direct contact 
was evaluated throughout the site using a zoned approach and each sampleable area was assigned to a 
land use category, as described on Table 4-3 and Figure 4-3.  Zones 1 - 6 focused on specific geographic 
areas throughout the site and Zones 7 and 8 covered the gap areas identified in a detailed review of each 
zone.  Zone 9 addressed the facility gravel roads.  To date and including the gravel roads sampled in 2024, 
a total of 748 acres have been sampled for a site-wide total of 723 DUs.  This section provides an evaluation 
of the additional Category 9 providing an update to the detailed land use category evaluation provided in 
the 2022/23 and 2023/24 CAIPs.  This evaluation was performed solely to incorporate the results of the 
final Category 9 gravel roads.    
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Table 4-9 presents the summary statistics and screening results for the non-dioxin analytes and dioxins 
and furans TEQ, respectively, by land use category.  

4.6.4.1 LAND USE CATEGORY 9 

Land use Category 9 includes gravel roads.  The potential source for gravel roads was aerial dispersion. 
Figure 4-3 details the potential sources for these areas and Table 4-3 lists the target analytes assessed 
for Category 9 DUs.    

Figure 4-14 depicts the Category 9 DUs sampled across the site.  A total of 42 DUs were sampled covering 
approximately 27 acres across the site.  The 27 acres of DUs sampled for land use Category 9 represent 
all areas identified throughout the site as sampleable gravel roads that were identified for this land use 
category.  Therefore, 100% of the sampleable areas in land use Category 9 were sampled for the direct 
contact pathway.  Based on the identification of sampleable direct contact areas across the site from 
categorized as land use Category 9, the target sampling density has been achieved. 

Table 4-10 provides a land use category breakdown of dioxins and furans TEQ by DU for Category 9.  TEQ 
results ranged from 14 – 3,282 ppt, with an overall Category 9 DU mean concentration of 276 ppt. 

For those DUs in Category 9 with all results less than the non-residential DCC, no further action is proposed 
at this time.  Based on this land use evaluation together with the zone evaluation presented in Section 4.6.3, 
Dow has completed direct contact assessment for land use Category 9. 

4.7 DIRECT CONTACT OPERATION AND MAINTENANCE 

Since 2016, Dow has worked through a systematic method of reviewing this acreage and determining how 
these soils will be evaluated and to what extent.  The approach included defining exposure units and 
decision units for the on-site areas of interest in support of further characterization including techniques to 
evaluate potential exposures, such as incremental composite sampling. As documented in the detailed 
evaluation presented in the 2022/23 CAIP, supplemented by the 2023/24 CAIP, and with the Category 9 
gravel roads update included in Section 4.6, Dow has now completed direct contact assessment across all 
zones and land use categories across the facility as defined in 2016. 

Throughout the course of sampling and the development of UCLs for DUs sampled in triplicate for dioxins 
and furans, some DUs have been identified with dioxins and furans TEQ results greater than the non-
residential DCC and a few have been identified with arsenic concentrations greater than the respective 
non-residential DCC.  57 DUs were identified as priority areas and construction efforts were completed to 
create permanent interim measures, including grassed, asphalt and gravel covers.   

With remedy efforts completed on the priority DC DUs, Dow developed a Direct Contact O&M Manual to 
maintain final cover.  The Direct Contact O&M Manual was presented to EGLE in the August 2024 CA 
Status Meeting.  The manual includes inspections; variable frequency inspections based on age and 
conditional inspections in the event of construction activities or a 2-in rainfall event.  The manual includes 
inspection checklists, a photo log and guidelines for repair. 

4.7.1 2024 DIRECT CONTACT INSPECTIONS AND FOLLOW-UP ACTIVITIES  

In August 2024, direct contact inspections were completed on all remedied DUs.  The DU maps for DUs 
with remedy complete are included in Appendix C.   Inspection forms, photo logs and field notes are 
included in Appendix C.  

The inspections warranted follow-up activities for two DUs.  Cracks were identified in the asphalt at Z2-2D.  
The inspection for DU Z7-2-22 documented runoff/heavy rain and caused the exposure of the barrier in 
three different areas.  
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In response to these inspection findings, the cracks were sealed with asphalt in September 2024. 
Additionally, the gravel was replaced on Z7-2-22 to cover the exposed barrier material. 

4.8 2025 DIRECT CONTACT GOALS 

Direct contact sampling has been completed across the facility in Zones 1 through 9.  The sampling 
activities have been comprehensive following the Midland Facility CSM and included an additional category 
of land use that Dow identified in 2022, Category 9 – Gravel Roads.   

Dow developed the DC O&M Plan and will continue implementation in 2025,  

As presented in the January 2025 CA Status Meeting, Dow believes that a positive determination for HE EI 
has been met for the Soil Direct Contact Pathway. In 2025 Dow will move forward with the development of 
a non-residential SSC for dioxins and furans TEQ (based on the 2005 WHO TEFs [Van den Berg et al, 
2006]) which will serve as a “site specific cleanup criterion” as described in Part 201 of Michigan’s Natural 
Resources and Environmental Protection Act.  Dow anticipates the submittal of a non-residential site 
specific criteria proposal and supporting documentation for EGLE review and approval by 2026. 

Upon approval by the agency, the non-residential DC SSC will serve as the threshold trigger level for 
requiring interim measures at a specific DU in lieu of the EGLE’s default generic non-residential direct 
contact criterion for dioxin/furan TEQ of 990 ppt.  The DC SSC will update the generic value with site specific 
information and be protective of the public health, safety and welfare.   

4.9 SCHEDULE 

Work in 2025 is anticipated to be completed in accordance with the milestone schedule presented in Section 
16.0.  Unless otherwise necessary, requested, or noted, the plans, updates, or findings will be provided 
during periodic progress meetings, which are scheduled to occur on an approximately monthly basis.  
Annual updates detailing the work completed and projected for the next year will be presented in the annual 
CAIP. 
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5.0 MIDLAND PLANT FACILITY-WIDE VAPOR INTRUSION 
PATHWAY  

The intent of the VI evaluation process through the current license period has been to achieve the HE EI 
met determination. A “Current Human Exposure Under Control” determination is a means of evaluating the 
acceptability of current site conditions and interim milestones met and does not address whether corrective 
action is complete at the site, whether remedial long-term goals are met, or whether site conditions will be 
protective if land uses change in the future.    

The Midland Plant site is an active chemical production facility with many chemicals stored and/or routinely 
used in the buildings, which are owned by multiple entities. Many of the buildings contain various types of 
shops, manufacturing processes, laboratories, storage areas, etc.  Building practices are dynamic, 
evolving, and change over time. In many cases, concentrations of vapor-forming chemicals present in the 
indoor environment are primarily due to the active occupational setting.  

Dow follows Industrial Hygiene practices which comply with MIOSHA requirements, including MIOSHA’s 
hazard communication program, with the ultimate objective of ensuring that Dow’s Occupational Exposure 
Limits (OEL) are not exceeded in indoor air (IA) at all buildings on site. If VI is determined to be significant 
at a building, then in addition to MIOSHA requirements, interim measures are implemented as appropriate 
for the specific circumstances at the building. 

As of 2024, Dow has completed investigation of the VI pathway in all currently defined Category 1 and 2 
buildings.  These are the priority buildings, defined as such due to their occupancy, and are located across 
all geographic zones of the facility.  These 130 buildings provide a robust sample of the facility conditions.  
Of these buildings, only three buildings were identified with results that warranted mitigation measures due 
to evidence of VI; however, it’s important to note that none of these buildings had results for any VI analyte 
over, or even approaching Dow’s OELs.   

The remaining buildings on the facility are identified as having less occupancy than Category 1 and 2 
buildings.  Many of these remaining buildings have de minimis occupancy such as switch rooms, or 
equipment protection sheds with only authorized personnel entering for brief routine maintenance activities 
or requiring specific personal protection equipment (PPE).  With the completion of investigation of the 
priority buildings, documentation of sub-surface site conditions across the facility, and only buildings with 
limited to de minimis occupancy remaining for further evaluation, Dow is proposing that HE EI has been 
met for the IA pathway. 

With this shift in objective, Dow will now move into verifying the classification of the remaining buildings on 
site and move forward with the Category 3 Building VI Assessment Approach.  This VI investigation is 
tailored to developing building specific CSMs on these limited occupancy buildings to determine the path 
forward for each building and any potential further assessment necessary.  This approach was piloted in 
2024 and discussed with the agency in the September 2024 CA Status Meeting.  More information 
regarding this next phase of work can be found in Section 5.6 and Appendix K of this CAIP. 

5.1 VI PATHWAY METHODOLOGY AND PROGRAM UPDATE 

Currently, the facility has approximately 440 buildings and structures on-site. Since 2016, the vapor 
intrusion pathway at the facility has been evaluated in a phased approach by zone using a building 
categorization procedure to consider a worst-case approach that prioritizes buildings for investigation based 
primarily on occupancy and uses a WOE framework for assessing the VI pathway.   

The facility has been broken up into zones shown on Figure 5-1. The building categorization flowchart, 
which has been revised for 2025 to reflect moving forward with the evaluation of previously deferred 
Category 3 Buildings, is presented on Figure 5-2.  
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As of 2024, investigation of Category 1 and 2 buildings (priority buildings) throughout the facility is complete. 
Category 3 buildings were deferred in the initial years of the investigation until all priority buildings were 
sampled and evaluated.  These buildings will be the focus of further evaluation in 2025 (Section 5.6). 
Category 4, 5, 6, and 7 buildings have an incomplete pathway and are not sampled but may require routine 
classification verification. All buildings categorized to date are listed in Table 5-1. The 2018 Revised VI 
Workplan (August 2018) documents the general programmatic sampling and evaluation methodology. The 
Process for Evaluating VI and Determination of Path Forward flowchart is presented on Figure 5-3. Table 
5-2 shows the Path Forward Building Group Notification and Reporting.

A generalized chemical facility CSM with potential features is provided as Figure 5-4. This figure illustrates 
general features that are specific to an active industrial chemical facility, such as potential upwind emission 
sources and a potential influence from the facility chemical waste sewer.  

5.1.1 VI SAMPLING METHODOLOGY 

Dow has been using multiple lines of evidence in order to determine the contribution and significance of 
environmental sources of IA concentrations of potential VI analytes.  EGLE VI sub-slab soil gas (SSSG) 
and IA site specific criteria (SSC) have been used first to determine whether environmental source 
contributions are material and worth investigating further.  If so, then appropriate further investigation and/or 
mitigation measures are taken to address the environmental sources. Lines of evidence that may be 
considered include, but are not limited to, calculation of building specific attenuation factors; investigations 
of building construction; depressurization tests; surveys of indoor chemical use; comparison of co-located 
SSSG and IA sample results; air sampling during building shutdown (i.e., when indoor workplace chemical 
use is not occurring); correlation comparisons between analytes of interest; building specific differential 
pressure results and; in some cases, compound specific isotope analysis.  These multiple lines of evidence 
provide a sound indication and estimate of environmental source contributions.     

For buildings with SSSG and IA exceedances of EGLE SSC for the same analyte at a particular sampling 
location, further investigation is conducted to estimate the contribution from environmental sources. For 
these buildings, building specific attenuation factors are calculated using measured SSSG and IA 
concentrations for analytes present in SSSG with limited interference from indoor sources. Once calculated, 
the building specific attenuation factor is applied to the maximum SSSG result for the analyte of concern to 
estimate its VI contribution to IA. If the estimated IA value of the analyte attributable to VI is less than its 
EGLE screening criteria, then the contribution from VI is determined to be insignificant and no further action 
is taken. If the contribution attributable to VI is estimated to be greater than the screening criteria, then 
further appropriate investigative action or mitigation measures (for time-sensitive criteria exceedances) are 
taken, with the objective of reducing or eliminating that contribution so that it does not contribute materially 
to indoor air concentrations.  

For additional protection, this process is iterative and ongoing.  Buildings with confirmed SSSG 
exceedances of the current EGLE SSC are part of the interim monitoring (IM) program which includes 
sampling the IA. In the event IA results exceed EGLE screening criteria, and follow-up sampling and other 
considerations (as described above) indicate that VI is occurring above the EGLE SSC, appropriate 
investigative and/or mitigation measures are implemented, again with the ultimate goal of ensuring that VI 
contributions are not significant.  

Following the Process for Evaluating VI and Determination of Path Forward Flowchart on Figure 5-3, Group 
2 and Group 4 priority buildings undergo seasonal confirmation sampling (SCS), which includes four total 
sampling events. Seasonal sampling events were originally included in the VI methodology to account for 
any potential seasonal variability (i.e., spring, summer, fall, and winter).  For buildings within Zones 1-3, for 
seasonal events, samples were collected at the same locations as the initial event (for all buildings under 
43,000 ft2).  For large buildings (>43,000 ft2), sampling locations may have been modified in order to best 
investigate the subject analyte(s) of interest (AOI).   
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For buildings within Zones 4 and 5, the sampling locations that had concentrations of analytes in SSSG 
that exceeded EGLE SSC during the initial sampling event were the locations sampled during the next 
three seasonal sampling events.  After completion of the four seasonal confirmation sampling events, the 
data is further evaluated and buildings are recommended for interim monitoring, continued sampling, 
mitigation, or other interim or long-term actions, as necessary. If it is determined an IA AOI is present due 
to current workplace chemical use, further VI assessment of the AOI is deferred until the analyte is no 
longer routinely used in the building.  Periodic reviews are performed to confirm continued use of the analyte 
to determine if a change in the monitoring status of the analyte in the building is warranted. 

5.1.2 VI INTERIM MONITORING METHODOLOGY 

For priority buildings, an IM plan is usually implemented once SCS is completed at a building until a revised 
program or more permanent CA plan is developed for the site. IM is performed semi-annually for a minimum 
of two years at each building, then trend analyses are performed. If results continue to be consistent and 
below EGLE SSC, and further analyses support it, monitoring may then continue on an annual basis.  If 
indoor air results are observed to be increasing, further evaluation will be performed, which may include 
collecting additional SSSG samples, an increase in monitoring frequency, or other actions as appropriate.  
Results from each monitoring event are shared during routine CA status meetings with EGLE and reported 
in the annual CAIP.  

Currently, only IA samples are collected and analyzed for IM events, unless additional sampling is 
warranted due to an exceedance of the EGLE SSC.  In the event an IA result exceeds the TSRIASL12, 
EGLE is provided a brief email notification. A co-located indoor air and SSSG sample is then collected from 
that location within approximately 45 days. If the results of the co-located SSSG and IA samples indicate 
that VI continues to be insignificant, monitoring will continue at an appropriate frequency.  If the results 
indicate Group 4 conditions, the building will be moved to Group 4 for follow-up actions.  

It is anticipated that Dow will propose changes to the frequency or other aspects of IM plans based on 
evaluation of the data, changes in building use, or implementation of other approaches to address the VI 
pathway. 

5.1.3 OCCUPANCY CHANGE AND NEW CONSTRUCTION MONITORING 

Since the initial classification, buildings placed in Category 3 (previously deferred due to limited occupancy), 
Category 5A (buildings on the demolition list), or Category 5B (unoccupied) are monitored for a change in 
occupancy (Figure 5-2).  At a minimum, use is verified on an annual basis. If there is a change in building 
use, the building will be assessed and considered for further actions.  

The 2024 annual occupancy check was performed from October-November 2024. During the occupancy 
checks, a change in occupancy status was noted for two previously unoccupied buildings: Buildings 582 
and 603. These buildings will be assessed in 2025 as part of the Category 3 building evaluation approach 
summarized in Section 5.6.  Buildings 1273, 1316, and 356/743/1303 were recategorized in the 2023/24 
CAIP. However, as reported in the June 2024 CA Status Meeting, it was determined after further 
assessment that the three buildings were Category 3 buildings and will also be assessed as part of the 
Category 3 building evaluations.  Additionally, there were seven buildings previously identified as occupied 
that are currently unoccupied, slated for demolition, or confirmed to be demolished. These buildings were 
removed from the sampling or assessment schedules. Table 5.1.3-1 shows the recategorization of 
buildings based on current occupancy.  
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Table 5.1.3-1. Buildings with Occupancy Changes in 2024 
Building 
Number Building Name Category Zone

Current Occupancy 

582 Specialty Monomers Drumming 5B to 3B Zone 2 Limited 

603 Maintenance Storage 5B to 3C Zone 2 Limited 

1273 EVO Parts Storage 2B to 3B  Zone 1 Limited 

1316 Cation Acid Station 1A to 3A  Zone 3 Limited 

356/743/1303 Ethocel Warehouse/Styron-Latex Tech Center 2B to 3B  Zone 3 Limited 

462 MRO/Investment Recovery 2B to 5B Zone 1 Unoccupied 

679 Warehouse (attached to 680) 3B to 7 Zone 1 Demolished 

680 Sulfonamides West 5A to 7 Zone 1 Demolished 

838 Sulfonamides West Shop 5A to 7 Zone 1 Demolished 

1162 Sulfonamides Warehouse 3B to 7 Zone 1 Demolished 

1399 Sulfonamides 5B to 7 Zone 1 Demolished 

1776 Central Research Facility 1C to 5A Zone 4 To be demolished 

Additionally, construction of new buildings, or significant modifications to existing buildings, is also 
monitored. Dependent upon use and location, future building sites are generally screened for VI prior to 
construction.  If there is potential that the future building type may be characterized as a priority building 
regardless of the short term intended use, soil gas samples are typically collected from the proposed 
footprint to evaluate the potential for VI and address any necessary mitigation measures prior to building 
construction.  

5.1.4 SITE-WIDE VI SAMPLING AND EVALUATION PROGRAM UPDATE 

Beginning in early 2019, the site data collected for VI evaluation were examined to look for findings and 
trends applicable across the portfolio of buildings. This site-wide evaluation was updated in late 2020 using 
the larger data set available at that time. These data findings have been presented at various conferences, 
including the 29th Association for Environmental Health and Sciences Foundation (AEHS) conference on 
March 20, 2019 (Eklund, et al.), the 31st AEHS conference on March 23, 2021, and the Air & Waste 
Management Association (A&WMA) conference on September 23, 2021.  The final findings of the 
aforementioned study were published in Groundwater Monitoring & Remediation, Volume 43, Issue 1, titled 
“Development of a Default Vapor Intrusion Attenuation Factor for Industrial Buildings” (Eklund, et al. 2023).  
The findings were also summarized in the CAIP reports of previous years. The technical paper is included 
in Appendix D. 

During the aforementioned 2020 update, the data set included 718 unique IA sampling locations across 77 
buildings (versus 434 locations across 55 buildings in 2019).  A total of 1,646 sample pairs (IA and SSSG) 
were available for these 718 locations. The samples were generally analyzed for 65 individual VOCs, 
yielding a data set of 106,990 data pairs.  This was about twice as much data as it was available for the 
initial 2019 evaluation. 

At the time of the preparation of the current (2024/25) CAIP report, the VI program had accumulated almost 
200,000 data pairs (i.e., VOCs with both IA and SSSG samples), across 111 buildings with a total of 998 
sample locations. This was about twice as much data as was available for the 2020 update. 

The findings were compared with the assumptions inherent in the study. These assumptions form the null 
hypothesis, which in other words was the default or status quo position. The null hypothesis generally was 
assumed to be true until or unless significant evidence indicated otherwise: 

i. An attenuation factor (α) of 0.03 is appropriate for developing site specific screening levels for 
SSSG 

ii. Multiple rounds of testing are needed to characterize SSSG 
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iii. Paired samples (soil gas & indoor air) are needed to evaluate potential VI 

iv. Building specific attenuation factors will exhibit seasonal variability 

The data evaluation focused on analytes detected at a given building in SSSG at concentrations ≥ 1,000 
g/m3 at one or more locations, for two or more analytes, during the same sampling event. This was done 
to minimize the upward bias in attenuation factors due to non-VI sources, and therefore, provide a clearer 
signal regarding attenuation factors and seasonal variability.  It also lessened the impact or influence by a 
single analyte (and potentially an outlying observation) for the overall evaluation of an average attenuation 
factor. Using these selection criteria still resulted in a very robust data set of 268 data points (after excluding 
one outlier). Two or more analytes were detected at ≥ 1,000 g/m3 in SSSG during the same sampling 
event at 70 of the 111 buildings. For this data set of 268 data points (pairs), between 2 to 20 individual 
analytes were detected at ≥ 1,000 g/m3 in SSSG for a single building during the same sampling event, 
with a median of four analytes per building per event meeting this criterion. The distribution of maximum 
soil gas concentration is shown in Figure 5.1.4-1. 

Figure 5.1.4-1. Distribution of Maximum Sub-Slab Soil Gas Concentration Across Buildings 

For the buildings used in the evaluation, four analytes were most frequently identified as the analytes with 
the highest detected SSSG concentrations in the individual building assessments.  The four analytes are 
listed below and were the highest detected analyte for the following number of buildings:  

 Tetrachloroethene (PCE) (30 buildings) 

 Dichlorodifluoromethane (CFC-12) (15 buildings) 

 m,p-Xylene (6 buildings) 

 1,1,1-Trichloroethane (1,1,1-TCA) (3 buildings) 

Buildings tend to have one or more “hot spots” or locations with relatively high concentrations whereas 
other areas were relatively clean, i.e., spatial variability was large.  This is consistent with the source being 
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historical releases at or very near the building rather than a groundwater plume that has migrated to the 
vicinity of the building. 

The results show that the detected SSSG concentrations are relatively constant across all four seasons of 
testing.  Examples for three buildings are shown in Figures 5.1.4-2, 5.1.4-3, and 5.1.4-4, with multiple 
analytes shown for each building. 

Figure 5.1.4-2. Soil Gas Concentration vs. Season for Building 1382 
Building=1382, Sample Type=SS, Sample Number=25 

Figure 5.1.4-3. Soil Gas Concentration vs. Season for Building 837 
Building=837, Sample Type=SS, Sample Number=2 
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Figure 5.1.4-4. Soil Gas Concentration vs. Season for Building 971 
Building=971, Sample Type=SS, Sample Number=15 

No buildings exhibited a systematic upward or downward trend in SSSG concentration over multiple rounds 
of testing (see further discussion in Section 5.5.3 regarding trend analyses).  The data were reviewed to 
determine what the effect would have been if only the first round of testing had been performed.  It was 
generally found that this would introduce a potential bias of a factor of three or less (Eklund, et al. 2023).  In 
other words, subsequent testing did not provide appreciably different information for the vast majority of 
buildings, where one or more analytes exceed screening levels by a large amount.  This suggests that one 
or two rounds of testing are sufficient to characterize SSSG (Eklund, et al. 2023). 

The attenuation factor evaluation also focused on buildings with SSSG concentrations ≥ 1,000 g/m3 for 
two or more analytes in the same building during the same sampling event. Attenuation factors were 
calculated for each building using maximum values for each sampling event for the building (other options 
would have been to use average values or to calculate an attenuation factor for each data pair). This 
approach avoided issues with varying detection limits and relatively small data sets for a given building.  
The IA results were not adjusted for outdoor air contributions as it did not appear that outdoor air was 
introducing an obvious bias. Data for all analytes were examined, and a building specific attenuation factor 
was developed for each round of testing (i.e., each sampling event). 

The data set was reviewed to find the smallest attenuation factor for each building for each round of testing. 
This value was assumed to best represent the actual attenuation at that building and was termed the 
“building specific” attenuation factor.  Other analytes at the same building often exhibited a similar degree 
of attenuation, but where less attenuation was observed, this generally appeared to be due to the presence 
of workplace chemical use or indoor sources.  Furthermore, in order to find the smallest attenuation factor 
(for each building for each round of testing), the aforementioned data set must have two or more analytes 
with SSSG concentrations ≥ 1,000 g/m3, so that an attenuation factor solely based on a single analyte 
would not over-influence the overall evaluation (i.e., excluding the smallest attenuation factor based on a 
single analyte; only accepting the smallest attenuation factor “supported” by two or more analytes). 

Based on the data collected in this sampling program between 2016 and 2024, a total of 268 building 
specific attenuation factors were identified, after excluding one obvious outlier (Building 388, November 
2017 sampling event) which may be an effect of influence from routine workplace chemical use and/or 
indoor sources, as well as after excluding building specific attenuation factors which were based on a single 
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analyte (i.e., not two or more analytes in the same building during the same sampling event, as described 
above).  The distribution of the attenuation factors is shown in Figure 5.1.4-5 (in both raw and log scales). 
As shown in Table 5.1.4-1, all attenuation coefficient values were less than the default attenuation factor 
of 0.03 (the maximum attenuation factor was an order of magnitude less than 0.03). The median value was 
4.3E-05, and the 95% UCL of the mean was 2.7E-04 for the current 2024/25 CAIP evaluation. The 95% 
UCL was calculated using the ProUCL software version 5.2 (EPA, 2022) and the Chebyshev inequality 
method was selected, which provides a more conservative estimate than if a normal distribution is assumed. 
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Figure 5.1.4-5. Distribution of Attenuation Factor by Building & Round of Testing 

This distribution is summarized in Table 5.1.4-1 and compared with results from the 2023 Eklund study 
(Eklund, et al. 2023) and the 2012 USEPA database for SSSG, where the sub-slab values were greater 
than 50-times background concentrations (EPA 2012a, 2012b). This evaluation and Eklund’s study are very 
similar or almost identical with each other, with the rounded 95% UCL exactly the same at 2.7E-04, whereas 
the EPA data set exhibited about two orders of magnitude higher for the median and the 95% UCL values.  
The distribution of data sets from this evaluation and Eklund’s study, however, have relatively little overlap 
with the EPA values, as the EPA values were roughly two orders of magnitude larger.  This is likely 
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attributed to the differences in building types (i.e., single-family residential vs. industrial) being examined 
for the EPA data set. 

Table 5.1.4-1. Distribution of Attenuation Factor Between Studies 

Statistic 
2024/25 

CAIP 
Evaluation

Eklund, et 
al., 2023 

USEPA, 
2012b 

Min 1.2E-06 1.8E-06 2.5E-05 
5% 4.5E-06 5.0E-06 3.2E-04 

25% 1.8E-05 2.5E-05 1.5E-03 
50% (Median) 4.3E-05 9.3E-05 2.7E-03 

75% 1.5E-04 3.0E-04 6.8E-03 
95% 6.1E-04 6.4E-04 2.6E-02 
Max 3.7E-03 1.3E-03 9.4E-01 

Mean 1.6E-04 1.9E-04 9.2E-03 

95% UCL 2.7E-04 2.7E-04 1.3E-02 

USEPA Default Value 3.0E-02 

The attenuation factors as a function of season are shown in Figure 5.1.4-6. The overall attenuation factors 
(i.e., overall buildings) appeared to be relatively stable and consistent for different seasons, and there is 
little evidence to suggest lesser attenuation during wintertime, which may have been the expectation.   

Figure 5.1.4-6. Attenuation Factor vs. Season 
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5.1.4.1 DIFFERENTIAL PRESSURE AND ATTENUATION FACTOR 

The relationship between differential pressure and attenuation factor was explored and assessed in this 
reporting year. In this context, the attenuation factor of “paired” VI results (that is the ratio of the IA results 
to the SSSG results for the same building, location, analyte, and sampling event) and the differential 
pressure measured at the same building, location, and time were evaluated to determine if a correlation (or 
trend) was observed. 

Specifically, from the data collected for differential pressure and IA/SSSG analyte concentrations between 
2016 and 2024: 

1) For each of the 429,201 VI results for IA and SSSG available, the sample start and end dates were 
used (if they were known), or otherwise the given sample date was assumed to be the sample end 
date, and the sample start date was estimated assuming a duration of 8 hours for IA samples or 30 
minutes for SSSG samples. 

2) For each of the 230,671 distinct combinations of building, location, sampling event, and analyte 
represented, a sample period was calculated as the period: 
a) From the minimum of the IA and SSSG sample start dates; and, 
b) To the maximum of the IA and SSSG sample end dates. 

3) The following cases were excluded: 
a) Without both an IA and SSSG result (because both are needed to calculate a “paired” attenuation 

factor); or, 
b) Without differential pressure results for the same building and location during the sample period 

(because the objective was to compare attenuation factors to concurrent differential pressure). 

4) From the remaining 1,042 cases, the following cases were further excluded where either: 
a) The IA or SSSG result was a non-detect; 
b) The SSSG result was less than or equal to 1,000 g/m3 (to reduce the potential for indoor 

sources to distort the attenuation factor); or, 
c) The location was one of the locations (923-04 and 1776-07) excluded from the differential 

pressure analysis. 

5) For each of the remaining 82 cases, the following representative attenuation factors and differential 
pressures were calculated: 
a) An attenuation factor as the ratio of the IA result to the SSSG result; and, 
b) The mean differential pressure during the VI sample period. 

6) For each of the 27 distinct combinations of building and differential pressure sampling event 
represented, the mean attenuation factor (over all locations and analytes) and the mean differential 
pressure were calculated. 

Figure 5.1.4-7 shows the results of the aforementioned 27 distinct combinations.  Each point represents a 
distinct combination of a building and differential pressure sampling event, with the mean attenuation factor 
on the vertical axis (on a logarithmic scale), and the mean differential pressure on the horizontal axis.  For 
most buildings, there was only one differential pressure sampling event. However, three buildings (499, 
593, and 1714) had three differential pressure sampling events, two buildings (824 and 1897) had three, 
and two buildings (1702 and 1712) had four. 
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Figure 5.1.4-7. Bivariate Plot of Attenuation Factor vs. Differential Pressure 

In Figure 5.1.4-7, the blue line shows the linear trend, and the gray bands show the 95% confidence interval 
for the trend. In general, there is an increasing trend (i.e., positive correlation) between attenuation factor 
and differential pressure. This is consistent with the expectation that increasing differential pressure (that 
is, reducing the air pressure inside the building relative to the sub-slab) will induce the flow of vapors from 
the sub-slab into the building, leading to a higher concentration of SSSG inside the building and a higher 
attenuation factor (which is the ratio of IA to SSSG concentrations).  However, there are several points that 
are relatively distant from the majority, either horizontally (like Building 304) or vertically (like Buildings 304, 
499, 827, 1702, and 1714).  This results in a wide confidence interval and suggests that there can be large 
variations between buildings. 

5.1.4.2 CONCLUSIONS AND VI PROGRAM PATH FORWARD 

The examination of data on a site-wide basis shows that certain findings are consistent across the entire 
portfolio of buildings. The findings of the updated site-wide evaluation are: 

1. SSSG is not homogenously distributed beneath buildings;

2. Seasonal variability in SSSG concentrations is minimal;

3. Four rounds of testing do not provide substantially more information regarding soil gas than one 
round of testing; and 
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4. Attenuation factors of 0.03 over-predict indoor air impacts by orders of magnitude. 

In accordance with the adaptive management approach, Dow intends to apply the findings of the data 
evaluation to the VI Program and make appropriate adjustments. 

Confirmatory sampling has been observed to be of limited value, as relatively high soil gas values are 
unlikely to change by more than a factor of three from round to round.  Dow will assess how best to integrate 
this finding to limit the amount of sampling necessary to characterize a building in the future. 

The data strongly suggests that the EGLE default attenuation factor of 0.03 over-predicts indoor air impacts 
at this facility by orders of magnitude (Table 5.1.4-1). A conservative alternative could be to use the 95% 
UCL value of approximately 2.7E-04 in Eklund’s study (2023) and confirmed in the current 2024/25 CAIP 
evaluation to estimate IA concentrations at this facility.  

The EGLE SSC was adjusted based on the 2.7E-04 industrial attenuation factor to develop the 2025 
Sitewide Industrial Criteria, or 2025 SIC. The 2025 SIC has been incorporated into the VI data screening. 
As the robust sampling performed throughout the Category 1 and 2 building investigations is now complete, 
Dow anticipates the 2025 attenuation factor and SIC will be the final adjustment to internal calculations and 
will provide these values to the agency as proposed adjustments to current SSC.  Dow will continue to 
collect differential pressure data and other appropriate lines of evidence to further support the conclusion 
that a default attenuation factor of 0.03 is excessively conservative for industrial buildings at this site. 

5.1.5 VI SCREENING CRITERIA SUMMARY 

The SSSG analytical results from each of the sampling events are compared to the June 22, 2018, EGLE 
SSC, the March 2021 Nonresidential Time-Sensitive Media-Specific Screening Levels (TSMSSL12), the 
2025 SIC, and the 2025 derived SSSG OELs. As discussed above, the 2025 SIC was developed by 
applying the sitewide industrial attenuation factor of 2.7E-04 to the June 22, 2018, EGLE IA SSC.  

Additionally, in order to ensure that Dow’s OELs are not exceeded in IA at on site buildings, the EGLE 
default attenuation factor of 0.03 was applied to Dow OELs to develop the derived SSSG OELs.  Both the 
2025 SIC and the derived SSSG OELs are values representative of and applicable to industrial buildings.  

IA results are compared to the June 22, 2018, EGLE SSC, the December 2020 Nonresidential Time-
Sensitive Recommended Interim Action Screening Levels (TSRIASL12), and the Dow OELs.  

5.1.6 VI SAMPLING STATUS SUMMARY 

The following table summarizes the VI path forward building group and status for each of the priority 
buildings sampled to date. All buildings that have undergone VI sampling in Zone 1 though Zone 5 are 
included in Table 5.1.6-1.  

Table 5.1.6-1. VI Status and Path Forward Summary 

Category A Building 
VI Path 

Forward 
GroupB

Report 
Section 

Status 

Section 5.2 VI Group 4 Buildings 

Zone 2 Phase 1 

Category 1 941 4B 5.2.1 

Expedited Building Summary (EBS) submitted 
August 2018. Further investigation activities 
completed March 2022. SSDS installed July 2023. 
Post installation monitoring continues. 

Zone 3 Phase 2 
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Category A Building 
VI Path 

Forward 
GroupB

Report 
Section 

Status 

Category 2 49 4B 5.2.2 

EBS submitted December 2019 and May 2021. 
Further investigation conducted in October 2019 
and February 2020. Seasonal confirmation 
sampling complete evaluation, March 2022 further 
investigation activities, CSIA Report and IM Plan 
update in 2022/23 CAIP. PCE was a Group 5 
analyte. IM results and interim measures 
discussed herein. 

Zone 3 Phase 3 

Category 1 25 4B 5.2.3 

EBS submitted November 2021. Seasonal 
confirmation sampling complete evaluation, March 
2022 further investigation activities and IM Plan 
update in 2022/23 CAIP. IM results and interim 
measures discussed herein. 

Section 5.3 Seasonal Confirmation Sampling Complete - Fall 2022 

Zone 4 

Category 1 1602 4A 5.3.1 
Seasonal confirmation sampling complete 
evaluation is presented herein. 

Category 1 1604 2 5.3.2 
Seasonal confirmation sampling complete 
evaluation and IM plan are presented herein. 

Category 1 1702 2 5.3.3 
Seasonal confirmation sampling complete 
evaluation and IM plan are presented herein. 

Category 1 1712 2 5.3.4 
Seasonal confirmation sampling complete 
evaluation and IM plan are presented herein. 

Category 1 1714 2 5.3.5 
Seasonal confirmation sampling complete 
evaluation and IM plan are presented herein. 

Category 1 1776 4A 5.3.6 
EBS submitted November 2023. Seasonal 
confirmation sampling complete evaluation is 
presented herein. 

Category 1 1897 1 5.3.7 
Seasonal confirmation sampling complete 
evaluation is presented herein. 

Category 2 824 1 5.3.8 
Seasonal confirmation sampling complete 
evaluation is presented herein. 

Section 5.4 Fall 2023 Buildings 

Zone 5 

Category 1 1372 2 5.4.1 
Samples collected Fall 2023. Evaluation provided 
herein.  

Category 1 1871 2 5.4.2 
Samples collected Fall 2023. Evaluation provided 
herein. Building following O&M plan. 

Category 2 879 2 5.4.3 
Samples collected Fall 2023. Evaluation provided 
herein.  

Category 2 1870 2 5.4.4 
Samples collected Fall 2023. Evaluation provided 
herein. Building following O&M plan. 

Section 5.5 Interim Monitoring Buildings 

Section 5.5.1 Interim Monitoring Results All Below Criteria 

Zone 1 
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Category A Building 
VI Path 

Forward 
GroupB

Report 
Section 

Status 

Category 1 34 2 5.5.1 

Seasonal confirmation sampling complete 
evaluation in 2018/19 CAIP and semi-annual IM 
plan implemented. Trend analysis of IM presented 
in 2021/22 CAIP and annual IM plan implemented. 
Annual monitoring continues. 

Category 1 1335 2 5.5.1 

Seasonal confirmation sampling complete 
evaluation in 2018/19 CAIP and semi-annual IM 
plan implemented. Trend analysis of IM presented 
in 2021/22 CAIP and annual IM plan implemented. 
Annual monitoring continues. 

Category 2 462 2 5.5.1 

Seasonal confirmation sampling complete 
evaluation in 2018/19 CAIP and semi-annual IM 
plan implemented. Trend analysis of IM presented 
in 2021/22 CAIP and annual IM plan implemented. 
Annual monitoring continues. 

Category 2 1098 2 5.5.1 

Seasonal confirmation sampling complete 
evaluation in 2020/21 CAIP and semi-annual IM 
plan implemented. Trend analysis of IM presented 
in 2022/23 CAIP and annual IM plan implemented. 
Annual monitoring continues. 

Zone 2 Phase 1 

Category 1 1028 2 5.5.1 

Seasonal confirmation sampling complete 
evaluation in 2019/20 CAIP and semi-annual IM 
plan implemented. Trend analysis of IM presented 
in 2022/23 CAIP and annual IM plan implemented. 
Annual monitoring continues. 

Category 1 1233 2 5.5.1 

Seasonal confirmation sampling complete 
evaluation in 2019/20 CAIP and semi-annual IM 
plan implemented. Trend analysis of IM presented 
in 2021/22 CAIP and annual IM plan implemented. 
Annual monitoring continues. 

Category 2 768 2 5.5.1 

Seasonal confirmation sampling complete 
evaluation in 2019/20 CAIP and semi-annual IM 
plan implemented. Trend analysis of IM presented 
in 2022/23 CAIP and annual IM plan implemented. 
Annual monitoring continues. 

Category 2 827 4A 5.5.1 

Further investigation conducted in May and July 
2019. Seasonal confirmation sampling complete 
evaluation in 2019/20 CAIP and semi-annual IM 
plan implemented. Trend analysis of IM presented 
in 2022/23 CAIP and annual IM plan implemented. 
Annual monitoring continues. 

Category 2 849 2 5.5.1 

Seasonal confirmation sampling complete 
evaluation in 2019/20 CAIP and semi-annual IM 
plan implemented. Trend analysis of IM presented 
in 2022/23 CAIP and annual IM plan implemented. 
Annual monitoring continues. 
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Category A Building 
VI Path 

Forward 
GroupB

Report 
Section 

Status 

Category 2 948 4A 5.5.1 

Further investigation conducted in July 2019. 
Seasonal confirmation sampling complete 
evaluation in 2019/20 CAIP and semi-annual IM 
plan implemented. Trend analysis of IM presented 
in 2021/22 CAIP and annual IM plan implemented. 
Annual monitoring continues. 

Category 2 1222 2 5.5.1 

Seasonal confirmation sampling complete 
evaluation in 2019/20 CAIP and semi-annual IM 
plan implemented. Trend analysis of IM presented 
in 2022/23 CAIP and annual IM plan implemented. 
Annual monitoring continues. 

Zone 2 Phase 1 Add-ons 

Category 1 1200 2 5.5.1 
Seasonal confirmation sampling complete 
evaluation in 2022/23 CAIP and semi-annual IM 
plan implemented.  

Category 2 971 4A 5.5.1 

Seasonal confirmation sampling complete 
evaluation in 2023/24 CAIP and semi-annual IM 
plan implemented. Semi-annual monitoring 
continues. 

Zone 2 Phase 2 

Category 1 1255 4A 5.5.1 

Seasonal confirmation sampling complete 
evaluation in 2019/20 CAIP and semi-annual IM 
plan implemented. Trend analysis of IM presented 
in 2022/23 CAIP and annual IM plan implemented. 
Annual monitoring continues. 

Category 2 304 4A 5.5.1 

Further investigation conducted in October 2019. 
Seasonal confirmation sampling complete 
evaluation in 2019/20 CAIP and semi-annual IM 
plan implemented. Trend analysis of IM presented 
in 2021/22 CAIP and annual IM plan implemented. 
Annual monitoring continues. 

Category 2 935 2 5.5.1 

Seasonal confirmation sampling complete 
evaluation and semi-annual IM plan presented in 
the March 2022 VI Supplemental Report to the 
2021/22 CAIP. Trend analysis of IM presented in 
2023/24 CAIP and annual IM plan implemented. 
Annual monitoring continues. 

Category 2 826/494 2 5.5.1 

Seasonal confirmation sampling complete 
evaluation in 2019/20 CAIP and semi-annual IM 
plan implemented. Trend analysis of IM presented 
in 2021/22 CAIP and annual IM plan implemented. 
Annual monitoring continues. 

Zone 3 Phase 1 

Category 1 887 4A 5.5.1 

EBS submitted February 2019. Further 
investigation activities conducted May, July and 
October 2019.  Seasonal confirmation sampling 
complete evaluation in 2020/21 CAIP and semi-
annual IM plan implemented. Trend analysis of IM 
presented in 2022/23 CAIP and annual IM plan 
implemented. Annual monitoring continues. 
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Category A Building 
VI Path 

Forward 
GroupB

Report 
Section 

Status 

Category 1 1038 2 5.5.1 

Seasonal confirmation sampling complete 
evaluation in 2020/21 CAIP and semi-annual IM 
plan implemented. Trend analysis of IM presented 
in 2022/23 CAIP and annual IM plan implemented. 
Annual monitoring continues. 

Category 2 100 2 5.5.1 

Seasonal confirmation sampling complete 
evaluation in 2020/21 CAIP and semi-annual IM 
plan implemented. Trend analysis of IM presented 
in 2022/23 CAIP and annual IM plan implemented. 
Annual monitoring continues. 

Category 2 881 4A 5.5.1 

EBS submitted February 2019. Further 
investigation activities conducted May and July 
2019. Seasonal confirmation sampling complete 
evaluation in 2020/21 CAIP and semi-annual IM 
plan implemented. Trend analysis of IM presented 
in 2022/23 CAIP and annual IM plan implemented. 
Annual monitoring continues. 

Category 2 1037 2 5.5.1 

Seasonal confirmation sampling complete 
evaluation in 2020/21 CAIP and semi-annual IM 
plan implemented. Trend analysis of IM presented 
in 2022/23 CAIP and annual IM plan implemented. 
Annual monitoring continues. 

Category 2 1042 2 5.5.1 

Seasonal confirmation sampling complete 
evaluation in 2020/21 CAIP and semi-annual IM 
plan implemented. Trend analysis of IM presented 
in 2022/23 CAIP and annual IM plan implemented. 
Annual monitoring continues. 

Zone 3 Phase 1 Add-ons 

Category 1 1381 2 5.5.1 

Seasonal confirmation sampling complete 
evaluation in 2023/24 CAIP and semi-annual IM 
plan implemented. Semi-annual monitoring 
continues. 

Category 1 1382 4A 5.5.1 

Supplemental Investigation Report in March 2022 
and July 2023. Seasonal confirmation sampling 
complete evaluation in 2023/24 CAIP and semi-
annual IM plan implemented. PCE is a Group 5 
analyte. Semi-annual monitoring continues. 

Category 2 649 2 5.5.1 

Seasonal confirmation sampling complete 
evaluation in 2023/24 CAIP and semi-annual IM 
plan implemented. Semi-annual monitoring 
continues. 

Zone 3 Phase 2 

Category 1 734 2 5.5.1 

Seasonal confirmation sampling complete 
evaluation and semi-annual IM plan presented in 
the March 2022 VI Supplemental Report to the 
2021/22 CAIP. Trend analysis of IM presented in 
2023/24 CAIP and annual IM plan implemented. 
Annual monitoring continues. 
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Category A Building 
VI Path 

Forward 
GroupB

Report 
Section 

Status 

Category 1 938 2 5.5.1 

Seasonal confirmation sampling complete 
evaluation and semi-annual IM plan presented in 
the March 2022 VI Supplemental Report to the 
2021/22 CAIP. Trend analysis of IM presented in 
2023/24 CAIP and annual IM plan implemented. 
Annual monitoring continues. 

Category 1 990 2 5.5.1 

Seasonal confirmation sampling complete 
evaluation and semi-annual IM plan presented in 
the March 2022 VI Supplemental Report to the 
2021/22 CAIP. Trend analysis of IM presented in 
2023/24 CAIP and annual IM plan implemented. 
Annual monitoring continues. 

Category 2 146 2 5.5.1 

Seasonal confirmation sampling complete 
evaluation and semi-annual IM plan presented in 
the March 2022 VI Supplemental Report to the 
2021/22 CAIP. Trend analysis of IM presented in 
2023/24 CAIP and annual IM plan implemented. 
Annual monitoring continues. 

Category 2 464 2 5.5.1 

EBS submitted March 2020. Partial seasonal 
confirmation sampling complete evaluation and 
semi-annual IM plan presented in the 2021/22 
CAIP. Seasonal confirmation sampling complete 
evaluation and summary of further investigation 
activities conducted in March 2022 presented in 
2022/23 CAIP. TCE is a Group 5 analyte. Trend 
analysis of IM presented in 2023/24 CAIP and 
annual IM plan implemented. Annual monitoring 
continues. 

Category 2 1385 2 5.5.1 

Seasonal confirmation sampling complete 
evaluation and semi-annual IM plan presented in 
the March 2022 VI Supplemental Report to the 
2021/22 CAIP. Trend analysis of IM presented in 
2023/24 CAIP and annual IM plan implemented. 
Annual monitoring continues. 

Category 2 27/313/803 4A 5.5.1 

Seasonal confirmation sampling complete 
evaluation and semi-annual IM plan presented in 
the March 2022 VI Supplemental Report to the 
2021/22 CAIP. Trend analysis of IM presented in 
2023/24 CAIP and annual IM plan implemented. 
Annual monitoring continues. 

Category 2 458/963 2 5.5.1 

Seasonal confirmation sampling complete 
evaluation and semi-annual IM plan presented in 
the March 2022 VI Supplemental Report to the 
2021/22 CAIP. Trend analysis of IM presented in 
2023/24 CAIP and annual IM plan implemented. 
Annual monitoring continues. 

Category 2 542/561 2 5.5.1 

Seasonal confirmation sampling complete 
evaluation and semi-annual IM plan presented in 
the March 2022 VI Supplemental Report to the 
2021/22 CAIP. Trend analysis of IM presented in 
2023/24 CAIP and annual IM plan implemented. 
Annual monitoring continues. 
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Category A Building 
VI Path 

Forward 
GroupB

Report 
Section 

Status 

Category 2 719/1360 2 5.5.1 

Seasonal confirmation sampling complete 
evaluation and semi-annual IM plan presented in 
the March 2022 VI Supplemental Report to the 
2021/22 CAIP. Trend analysis of IM presented in 
2023/24 CAIP and annual IM plan implemented. 
Annual monitoring continues. 

Category 1 732/1300 2 5.5.1 

Seasonal confirmation sampling complete 
evaluation and semi-annual IM plan presented in 
the March 2022 VI Supplemental Report to the 
2021/22 CAIP. TCE is a Group 5 analyte. Trend 
analysis of IM presented in 2023/24 CAIP and 
semi-annual monitoring continues. 

Zone 3 Phase 3 

Category 1 354 2 5.5.1 
Seasonal confirmation sampling complete 
evaluation in 2022/23 CAIP and semi-annual IM 
plan implemented.  

Category 1 845 2 5.5.1 
Seasonal confirmation sampling complete 
evaluation in 2022/23 CAIP and semi-annual IM 
plan implemented.  

Category 2 638 2 5.5.1 

Seasonal confirmation sampling complete 
evaluation and semi-annual IM plan presented in 
the March 2022 VI Supplemental Report to the 
2021/22 CAIP. TCE is a Group 5 analyte. 

Category 2 872 2 5.5.1 
Seasonal confirmation sampling complete 
evaluation in 2022/23 CAIP and semi-annual IM 
plan implemented.  

Category 2 1302 2 5.5.1 
Seasonal confirmation sampling complete 
evaluation in 2022/23 CAIP and semi-annual IM 
plan implemented.  

Zone 3 Phase 3 Add-ons 

Category 2 444 2 5.5.1 

Seasonal confirmation sampling complete 
evaluation in 2023/24 CAIP and semi-annual IM 
plan implemented. Semi-annual monitoring 
continues. 

Category 2 837 2 5.5.1 

Seasonal confirmation sampling complete 
evaluation in 2023/24 CAIP and semi-annual IM 
plan implemented. Semi-annual monitoring 
continues. 

Section 5.5.2 Interim Monitoring Results Above Criteria 

Zone 2 Phase 1 

Category 2 969 2 5.5.2.1 

Seasonal confirmation sampling complete 
evaluation in 2019/20 CAIP and semi-annual IM 
plan implemented. Trend analysis of IM presented 
in 2021/22 CAIP and annual IM plan implemented. 
IM plan updated herein.  Ethylbenzene is a Group 
5 analyte.  Annual monitoring continues. 

Zone 2 Phase 2 
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Category A Building 
VI Path 

Forward 
GroupB

Report 
Section 

Status 

Category 2 499 4A 5.5.2.2 

Further investigation conducted in May 2019. 
Seasonal confirmation sampling complete 
evaluation in 2019/20 CAIP and semi-annual IM 
plan implemented. Trend analysis of IM presented 
in 2021/22 CAIP and annual IM plan implemented. 
IM plan updated herein.  Chloroform is a Group 5 
analyte.  Annual monitoring continues. 

Category 2 593 4A 5.5.2.3 

Further investigation conducted in October 2019. 
Seasonal confirmation sampling complete 
evaluation in 2019/20 CAIP and semi-annual IM 
plan implemented. Trend analysis of IM presented 
in 2021/22 CAIP and annual IM plan implemented.
IM plan updated herein.  PCE is a Group 5 analyte. 
Annual monitoring continues. 

Section 5.5.3 Interim Monitoring Trend Analysis 

Zone 2 Phase 2 

Category 2 923 4A 5.5.3.1 

Seasonal confirmation sampling complete 
evaluation and semi-annual IM plan presented in 
the 2019/20 CAIP. Trend analysis of IM presented 
in 2023/24 CAIP and semi-annual monitoring 
continues. Updated trend analysis included 
herein. 

Zone 3 Phase 2 

Category 1 759 4A 5.5.3.2 

EBS submitted May 2021. Seasonal confirmation 
sampling complete evaluation, IM plan and 
summary of further investigation activities 
conducted in March 2022 presented in 2022/23 
CAIP. TCE is a Group 5 analyte. Trend analysis 
included herein. 

Category 1 1350 2 5.5.3.3 

EBS submitted May 2021. Seasonal confirmation 
sampling complete evaluation, IM plan and 
summary of further investigation activities 
conducted in March 2022 presented in 2022/23 
CAIP. Trend analysis included herein. 

Category 2 298 4A 5.5.3.4 

EBS submitted October 2021. Seasonal 
confirmation sampling complete evaluation, IM 
plan and summary of further investigation 
activities conducted in March 2022 presented in 
2022/23 CAIP. Trend analysis included herein. 

Category 2 774 2 5.5.3.5 

Seasonal confirmation sampling complete 
evaluation and semi-annual IM plan presented in 
the March 2022 VI Supplemental Report to the 
2021/22 CAIP. Trend analysis included herein. 

Zone 3 Phase 3 

Category 1 1354 2 5.5.3.6 
Seasonal confirmation sampling complete 
evaluation in 2022/23 CAIP and semi-annual IM 
plan implemented. Trend analysis included herein. 

Category 1 433A 4A 5.5.3.6 

EBS submitted December 2021. Seasonal 
confirmation sampling complete evaluation in 
2022/23 CAIP and semi-annual IM plan 
implemented. Trend analysis included herein. 
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Category A Building 
VI Path 

Forward 
GroupB

Report 
Section 

Status 

Category 2 433W 4A 5.5.3.6 

EBS submitted December 2021. Seasonal 
confirmation sampling complete evaluation in 
2022/23 CAIP and semi-annual IM plan 
implemented. Trend analysis included herein. 

Section 5.5.4 Interim Monitoring - Building 1790  

Zone 4 

Category 1 1790 2 5.5.4 
Further investigation conducted in February 2020. 
Indoor air monitoring continues. 

No further Action Buildings 

Zone 1 

Category 1 

Category 1 1078 1 -- NFA at this time 

Category 1 1100 1 -- NFA at this time 

Category 1 1358 1 -- NFA at this time 

Category 1 3303 1 -- NFA at this time 

Category 2 

Category 2 680 4B -- Building Demolished 

Category 2 838 2 -- Building Demolished 

Category 2 T1561 1 -- NFA at this time 

Category 2 1159 3 -- NFA at this time 

Zone 2 Phase 1 

Category 1 

Category 1 1 1 -- NFA at this time 

Category 1 972 1 -- NFA at this time 

Category 1 833 3 -- NFA at this time 

Category 2 

Category 2 477 1 -- NFA at this time 

Category 2 489 1 -- NFA at this time 

Category 2 858 4A -- Building Demolished 

Category 2 934 1 -- NFA at this time 

Category 2 1000 1 -- NFA at this time 

Category 2 1025 2 -- Building Demolished 

Category 2 1377 3 -- NFA at this time 

Zone 2 Phase 2 

Category 1 

Category 1 1130 1 -- NFA at this time 

Category 1 1215 2 -- Building Demolished 

Category 1 1312 1 -- NFA at this time 

Category 1 1314 1 -- NFA at this time 

Category 2 

Category 2 388 1 -- NFA at this time 
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Category A Building 
VI Path 

Forward 
GroupB

Report 
Section 

Status 

Category 2 779 1 -- NFA at this time 

Category 2 921 3 -- NFA at this time 

Category 2 922 1 -- NFA at this time 

Category 2 1297 1 -- NFA at this time 

Zone 3 Phase 1 

Category 1 

Category 1 800 1 -- NFA at this time 

Category 1 954 1 -- NFA at this time 

Category 1 1131 1 -- NFA at this time 

Category 2 

Category 2 564 4A - Building Demolished 

Category 4 

Category 4 591 1 - Building Demolished 

Zone 3 Phase 2 

Category 1 

Category 1 1018 1 -- NFA at this time 

Category 2 

Category 2 180 1 -- NFA at this time 

Category 2 374 1 -- NFA at this time 

Category 2 1269 1 -- NFA at this time 

Category 2 439/T-1411 1 -- NFA at this time 

Zone 3 Phase 3 

Category 1 

Category 1 608 1 -- NFA at this time 

Category 1 1319 1 -- NFA at this time 

Category 1 1616 1 -- NFA at this time 

Category 2 

Category 2 574 2 -- Building Unoccupied and on Demolition List 

Category 2 695 1 -- NFA at this time 

Category 2 856 1 -- NFA at this time 

Category 2 433B 3 -- NFA at this time 

Zone 4 

Category 1 

Category 1 1400 1 - NFA at this time 

Category 1 1603 1 - NFA at this time 

Category 1 1707 1 - NFA at this time 

Category 1 1710 2 - NFA at this time 

Category 1 1791 1 - NFA at this time 

Category 2 

Category 2 1609 1 - NFA at this time 
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GroupB

Report 
Section 

Status 

A Figure 5-2 
B Figure 5-3 

5.2 VI GROUP 4 BUILDINGS AND ADDITIONAL ACTIVITIES 

Buildings 941, 49, and 25 have completed a minimum of four (4) seasonal confirmation sampling events.  
Per Figure 5-3 Process for Evaluating VI and Determination of Path Forward, these buildings are classified 
as Group 4B.  Further analysis and interim measures were performed in these buildings and are 
summarized in the following subsections:   

 Section 5.2.1 Building 941

 Section 5.2.2 Building 49

 Section 5.2.3 Building 25

5.2.1 BUILDING 941 RESULTS SUMMARY AND ADDITIONAL ACTIVITIES 

5.2.1.1 SAMPLING SUMMARY 

Building 941 is a Category 1 building located in the central portion of the facility designated as Zone 2.  It 
is known as the Specialty Intermediates/Herbicides Inter Control Room and is a large, single-story building 
that includes a process area, laboratory, and office space.  The building was selected for seasonal 
confirmation sampling based on the initial sampling event in May 2017.   

The sampling events conducted to date at Building 941 span eight years and included multiple seasons 
each year until 2023.  The SSSG analytical results from each of the sampling events were compared to the 
June 22, 2018, EGLE SSC, the March 2021 Nonresidential Time Sensitive Screening Levels (TSMSSL12), 
the 2025 SIC, and the 2025 derived SSSG OELs.  IA results are compared to the June 22, 2018, EGLE 
SSC, the December 2020 Nonresidential Time Sensitive Screening Levels (TSRIASL12), and the Dow 
OELs.    

Summary statistics and screening comparison results are presented for sub-slab soil gas on Table 5.2.1-1
and indoor and outdoor air on Table 5.2.1-2.  To date, 23 total rounds of sampling have been performed 
as shown in Table 5.2.1-3.  

Table 5.2.1-3.  Sampling Events for Building 941 
Building 941 

Initial Sampling Event Completed 

E1 May 2017 (Spring)

Seasonal Sampling Event Completed 

E2 September 2017 (Fall) 

E3 February 2018 (Winter) 

E4 August 2018 (Summer) 

E5 November 2018 (Fall) 

E6 February 2019 (Winter) 

E7 April 2019 (Spring) 

E8 August 2019 (Summer)

E9 November 2019 (Fall) 

E10 December 2019 (Winter) 

Interim Monitoring Event Completed
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Building 941 

Initial Sampling Event Completed 

IM E1 August 2020 (Summer) 

IM E2 November 2020 (Fall) 

IM E3 February 2021 (Winter) 

IM E4 May 2021 (Spring) 

IM E5 August 2021 (Summer) 

IM E6 November 2021 (Fall) 

IM E7 December 2021 (Winter) 

IM E8 March 2022 (Spring) 

IM E9 June 2022 (Summer) 

IM E10 October 2022 (Fall) 

IM E11 December 2022 (Winter) 

Post System Start-up Monitoring 
Event 

Completed 

PS E1 August 2023 (Summer) 

PS E2 February 2024 (Winter) 

5.2.1.2 EVALUATIONS AND INTERIM ACTIONS SUMMARY 

The initial sampling event at Building 941 occurred in 2017.  All subsequent sampling results, further 
investigation activities, and interim measures are detailed in the 2017/18 through 2023/24 CAIP documents.  

Dow implemented a quarterly interim monitoring program in July 2020 and eleven rounds of sampling have 
been performed since that time. The sampling results post-application of the Retro-Coat™ Vapor Intrusion 
Coating System indicate effectiveness of the Retro-CoatTM barrier as a preventative measure against VI.  
Since the completion of the SSDS pilot test, maintenance was performed on the heating, ventilation, and 
air conditioning (HVAC) system at 941 and sampling results indicated that all concentrations were less than 
EGLE SSC since maintenance was performed.  A sub-slab depressurization system (SSDS) was installed 
during Summer 2023.  The system design and operations, maintenance, and monitoring details were 
provided in the 2023/24 CAIP.   The results from the indoor air samples taken after the SSDS installation 
indicate that indoor air concentrations are ND or lower than concentrations previously recorded, 
demonstrating the effectiveness of the SSDS.     

As discussed in the Operations, Monitoring, and Maintenance (OM&M) manual which was submitted in the 
2023/24 CAIP as Appendix G, the system is currently being monitored remotely via a telemetry system and 
post-installation monitoring is being performed.  Key system performance measurements (e.g., flow, 
vacuum/pressure) are continuously monitored.  In addition, periodic monitoring, consisting of visual 
inspections, differential pressure monitoring in the sub-slab monitoring points, photoionization detector 
(PID) monitoring of the effluent air stream, and indoor air monitoring, is performed to ensure the system 
continues to meet its performance objectives.  The monitoring requirements and frequencies were provided 
in the OM&M Manual. 

5.2.1.3 DATA SUMMARY 

Since the 2023/24 CAIP, one post SSDS start-up sampling event (PS E2) was performed.  During the post 
system start-up sampling event, indoor air samples were collected at eight locations within the building 
(941-01, 941-02, 941-04, 941-05, 941-08, 941-09, 941-10, and 941-11).  An outdoor air sample was 
collected concurrently at one location (Figure 5.2.1-1).  The samples collected were analyzed for the 12 
sub-slab soil gas AOIs (due to previous exceedances of EGLE SSC), which include: 1,1,2-TCA, 1,1-DCE, 
1,2-dichloroethane (1,2-DCA), bromodichloromethane, bromomethane, carbon tetrachloride, chloroform, 
chloromethane, cis-1,2-DCE, naphthalene, PCE and TCE.  Sample locations are provided on Figure 5.2.1-
1.   
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5.2.1.3.1 POST-SSDS INSTALLATION MONITORING RESULTS SUMMARY 

All analytes were either not detected or detected at concentrations less than the EGLE SSC in indoor air 
during the second post SSDS start-up sampling event (PS E2).  Prior to the installation of the SSDS, 1,1,2-
TCA and TCE have been detected above the EGLE SSC.  Figures showing results for each sampling event 
at each location are provided for these two analytes (Figures 5.2.1-2 and 5.2.1-3, respectively).  All results 
are less than the Dow OELs.  

5.2.1.4 POST-SSDS INSTALLATION OPERATION AND MAINTENANCE SUMMARY 

The second post-installation inspection was performed during Winter 2023/24.  The inspection included 
visual inspections of system components, Retro-CoatTM floor barrier, and building condition.  Differential 
pressure monitoring in the SS monitoring points and photoionization detector (PID) monitoring of the 
effluent air stream was performed to ensure the system continues to meet performance objectives.  The 
visual inspection of the Retro-CoatTM floor, extraction points, piping, blower skid, and stack showed that no 
repairs were necessary and the differential pressure readings demonstrated that the system was operating 
as designed.  The field data sheet is included in Appendix H.    

In accordance with the OM&M manual, the system is currently being monitored remotely via a telemetry 
system and key system performance measurements (e.g., flow, vacuum/pressure) are continuously 
monitored.  Any alarms indicated potential system disruptions were addressed as soon as practical to 
ensure continuous system operation. 

5.2.1.5  PATH FORWARD 

Building 941 will continue to be classified as a VI Path Forward Group 4B building, although an active SSDS 
has been installed to ensure IA concentrations are less than the EGLE SSC.  In accordance with the OM&M 
manual, remote monitoring of the system via a telemetry system and post-installation monitoring will 
continue.  Results from the SSDS O&M inspections and monitoring events will be reported in the annual 
CAIP.  Dow may propose changes to the frequency or other aspects of these OM&M activities based on 
an evaluation of the data, changes in building use or implementation of other interim response actions to 
address the potential VI pathway. 

5.2.2 BUILDING 49 RESULTS SUMMARY AND ADDITIONAL ACTIVITIES  

Building 49 is a Category 2 building located in the northwestern quadrant of the Midland facility.  Roughly 
75% of the building is a large shop area broken into motor, valve, and machine shops.  The western 25% 
of the building consists of office space.  There is an office annex located on the south-central side of the 
shop area.  There is also a small warehouse structure located on the southeast corner of the building.  The 
CSM is illustrated in Figure 5.2.2-1.  

5.2.2.1 SAMPLING SUMMARY 

Seasonal confirmation sampling was initiated at Building 49 because SSSG results from the first sampling 
event in August 2019 exceeded screening criteria.  Since completion of seasonal confirmation sampling, 
five interim monitoring events and several additional investigations have been completed.  The SSSG 
analytical results from all events were compared to the June 22, 2018, EGLE SSC, the March 2021 
Nonresidential Time Sensitive Screening Levels (TSMSSL12), the 2025 SIC, and the derived SSSG OELs.  
IA results are compared to the June 22, 2018, EGLE SSC, the December 2020 Nonresidential Time 
Sensitive Screening Levels (TSRIASL12), and the Dow OELs. 

Summary statistics and screening comparison results are presented for sub-slab soil gas on Table 5.2.2-1 
and indoor and outdoor air on Table 5.2.2-2.  The sampling events are summarized in Table 5.2.2-3.   
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Table 5.2.2-3.  Sampling Events for Building 49 
Building 49 

Initial Sampling Event Completed 

E1 August 2019 (Summer)

Seasonal Sampling Event Completed 

E2 December 2019 (Winter)

E3 November 2020 (Fall) 

E4 May 2021 (Spring) 

Additional Investigations Completed 

CSIA Investigation September 2021 

Differential Pressure Pilot February 2022 

Supplemental Investigation March 2022 

Interim Monitoring Event Completed

IM E1 June 2022 (Summer) 

IM E2 December 2022 (Winter)

IM E3 June 2023 (Summer) 

IM E4 December 2023 (Winter)

IM E5 June 2024 (Summer) 

For each seasonal confirmation sampling event, SSSG samples were collected from twenty-five locations 
from within the building.  Indoor air samples were collected at 25 locations corresponding to the soil gas 
sample locations, along with an outdoor air sample from the main air intake.  The sample locations are 
shown on Figure 5.2.2-2.   

IM sampling specifics, plan changes, and details regarding the additional investigations are summarized in 
Sections 5.2.2.2 and 5.2.2.3. 

5.2.2.2 EVALUATIONS AND INTERIM ACTIONS SUMMARY 

The initial sampling event at Building 49 occurred in 2019.  All subsequent sampling results, further 
investigation activities, and interim measures are detailed in the 2019/20 through 2023/24 CAIP documents.   

 2019/20 CAIP – The results of the initial sampling event (E1) were evaluated. 

 Seven analytes were detected in SSSG above the EGLE SSC.  The AOIs were 1,1-
DCA, 1,1-dichloroethene (1,1-DCE), 1,4-dioxane, chloroform, cis-1,2-DCE, PCE, and 
TCE.  Each AOI, except 1,4-dioxane, had at least one result that also exceeded the 
TSMSSL12.  In E1, two results of TCE were above the 2025 SIC.  All results were less 
than the derived SSSG OELs.   

 Concentrations of PCE in indoor air exceeded the EGLE SSC/TSRIASL12 of 82 µg/m3

at 10 of 25 sample locations during E1. Of the 10 indoor air PCE TSRIASL12

exceedances, seven are co-located with corresponding sub-slab soil gas EGLE SSC 
exceedances of PCE (Locations 49-02, 49-03, 49-05, 49-06, 49-08, 49-10, and 49-16). 
trans-1,2-DCE was detected in 1 of the 25 indoor air sample locations above the 
TSRIASL12 (740 µg/m3), however all sub-slab soil gas results were below the EGLE 
SSC.  All IA results were less than the Dow OELs.  

 An EBS was prepared and submitted to EGLE in December 2019 based on elevated 
indoor air results for PCE and trans-1,2-DCE. The EBS concluded that the PCE and 
trans-1,2-DCE detected in the indoor air at Building 49 is due to indoor sources and is 
not attributable to VI.  The indoor air results suggest a common source, such as work 
involving degreasers or other products within the pump room, scale shop, seal room, 
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machine shop, and motor/valve shop.  During a preliminary further investigation walk-
through, the field team identified 44 cans of PCE degreaser throughout the shop areas.   

 During the building survey completed before the initial sampling event, drains and other 
openings were screened with a PID.  There were numerous PID detections in the 
ambient air and floor drains during the initial survey.  As indicated in the chemical 
inventory, a number of chemical compounds contained within the TAL were stored and 
used within the building, including PCE. 

 Building 49 was categorized as a VI Path Forward Building Group 4A due to a lack of 
correlated sub-slab soil gas and indoor air sample exceedances of the EGLE SSC, 
other lines of evidence which indicate that VI is insignificant, and evidence that indoor 
air exceedances are likely due to workplace chemical use. 

 2020/21 CAIP - The results of the second event (E2) were evaluated and further investigation 
activities were summarized.   

During the second event (Winter 2019), all AOIs listed above, except 1,4-dioxane, 
exceeded the EGLE SSC for SSSG.  Three analytes also had results greater than the 
TSMSSL12 (cis-1,2-DCE, PCE, and TCE).  TCE was detected in one sample at a 
concentration above the 2025 SIC.  All results were less than the derived SSSG OELs. 

 Concentrations of PCE in indoor air exceeded the EGLE SSC/TSRIASL12 of 82 µg/m3

at 19 of 25 sample locations during E2. Of the 19 indoor air PCE TSRIASL12 

exceedances, seven are co-located with corresponding sub-slab soil gas EGLE SSC 
exceedances of PCE (Locations 49-02, 49-03, 49-05, 49-06, 49-08, 49-10, and 49-16). 
trans-1,2-DCE was detected in 7 of the 25 indoor air sample locations above the EGLE 
SSC and/or TSRIASL12 (740 µg/m3): however, all SSSG results for trans-1,2-DCE 
were below the EGLE SSC.  All IA results were less than the Dow OELs.  

 The investigative findings that occurred in October 2019 and February 2020 concluded 
that routine workplace chemical use contributed to the elevated PCE concentrations in 
indoor air. Direct evidence of workplace chemical use was observed, including over 
forty open cans of aerosol PCE degreaser.  Potential preferential pathways identified 
in the building were eliminated by performing depressurization tests.  Additionally, 
indoor air samples were collected over the weekend while shop activities were not 
being conducted.  The analytical results from these samples confirmed the elevated 
indoor air concentrations were caused by workplace chemical use.    

 2021/22 CAIP - The results of the third (E3) and fourth (E4) events were evaluated, and interim 
actions performed through 2021 were summarized. 

During the third (Fall 2020) and fourth (Spring 2021) sampling events, the same six 
AOIs with exceedances during E2 were detected in sub-slab soil gas above EGLE 
SSC and each analyte had at least one result that also exceeded the TSMSSL12.  
Detected concentrations of TCE in five samples exceeded the 2025 SIC.  All results 
were less than the derived SSSG OELs. 

 Concentrations of PCE in indoor air exceeded the EGLE SSC/TSRIASL12 of 82 µg/m3 
at 17 of 25 sample locations during E3 and E4. Of the 17 indoor air PCE TSRIASL12

exceedances, six were co-located with corresponding sub-slab soil gas EGLE SSC 
exceedances of PCE (Locations 49-05, 49-06, 49-08, 49-10, 49-16, and 49-25). TCE 
was detected in 2 of the 25 indoor air sample locations above the EGLE SSC.  The 
samples collected from Location 49-13 and 49-16 had co-located exceedances of TCE 
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in sub-slab soil gas in E3 and E4, respectively.  All IA results were less than the Dow 
OELs. 

 The EBS was updated in May 2021 to include the information from the investigative 
findings and building evaluations. 

 Compound-Specific Isotope Analysis (CSIA) - A CSIA investigation was conducted in 
September 2021. 

 Five indoor air samples, four sub-slab soil gas samples, and two gas samples from 
cans containing PCE that are commonly found in Building 49 were submitted to the 
University of Waterloo for analyses.  An interpretation report titled Source Identification 
of PCE in Building 49 Using Compound-Specific Stable Isotope Analysis (CSIA) was 
prepared by Isodetect and included in Appendix I of the 2022/23 CAIP.  Isodetect 
concluded that due to the limited similarity of carbon and chlorine isotope values, PCE 
at the IA sample locations investigated do not seem to directly originate from one of 
the investigated sources, i.e., not directly from the PCE containing products sampled 
for the investigation or from the SSSG. 

 Since the results did not directly tie the PCE composition found in the IA samples to 
the SSSG or the two PCE containing products specifically investigated, the Isodetect 
report, CSIA investigation data, and additional analytical data for PCE, cis-1,2-DCE, 
and trans-1,2-DCE were submitted to McLoughlin Environmental Science (MES, LLC) 
to perform an additional interpretive review.  The investigative findings from the MES 
report concluded that routine workplace chemical use and not vapor intrusion is the 
primary source of elevated PCE and trans-1,2-DCE concentrations in indoor air, based 
on multiple lines of evidence.  The full report, Indoor Air and Sub-slab Contamination, 
Building 49 Dow Midland Plant, was also included in Appendix I of the 2022/23 CAIP.    

 Differential pressure data was collected from sub-slab soil gas locations in Building 49 in 
February 2022 as part of the differential pressure pilot study conducted at multiple buildings 
across the site. The study is summarized in Section 5.8 and Appendix N of the 2022/23 CAIP.  

 Supplemental investigation activities were conducted utilizing a field gas chromatograph in 
March 2022 and were reported in the Summary of VI Investigative Findings – Building 49
included in Appendix I of the 2022/23 CAIP. 

 During the investigation, concentrations of PCE were very high in many of the samples 
collected throughout the shop floor with PCE exceedances at least an order of 
magnitude over the EGLE SSC/TSRIASL12 at most shop locations.  Concentrations of 
PCE were significantly lower and well below EGLE SSC/TSRIASL12 in the western 
offices further away from the shop area under a separate HVAC system.  This 
corresponds with the routine workplace chemical use of PCE degreaser throughout 
the shop areas. 

 Twenty-two canisters of the same PCE degreaser were found throughout the shop.  A 
storage crib held 123 canisters of PCE degreaser.  In addition, a non-ventilated 
distillate wash bin was found near the washdown area between sample Locations 49-
05 and 49-06.  Workers degrease parts with the PCE aerosol degreaser cans and then 
rinse off the part in the wash bin leaving behind the PCE in the distillate of the wash 
bin.  These wash bins will let off significant amounts of PCE long after indoor workplace 
use has occurred.   

 During this sampling event, differential pressure monitors were set up in eight of the 
sub-slab soil gas sampling ports.  These differential pressure monitors demonstrated 



The Dow Chemical Company 2024 Corrective Action Implementation Summary Report 
and 2025 Work Plan 

Midland Plant 5-29

AECOM January 2025 

that the indoor air in the building was under positive pressure as compared to the sub-
slab soil gas with most locations ranging from 0.4 to 3.0 Pa higher than the sub-slab 
soil gas.  The one exception was at sample Location 49-24 near an equipment cage 
outside of the shop floor where pressure differentials were neutral with a higher 
pressure of 0.1 Pa in the sub-slab soil gas.  

 Three joint seams were identified during the supplemental investigation (two in the 
refrigeration shop and one near sample Location 49-09) and when scanned with a 
ppbRAE, the detected concentrations ranged from 11.5 – 2,000 ppb. 

 A proposed IM plan for Building 49 was presented during the April 2022 Corrective Action 
Status Meeting.  The plan included sampling at Locations 49-08 and 49-24 for cis-1,2-DCE and 
TCE in the summer and winter.     

 2022/23 CAIP – Section 5.2.3 of the 2022/23 CAIP included the comprehensive seasonal 
confirmation sampling complete evaluation. 

 The evaluation included a summary of the results from the four seasonal confirmation 
sampling events (E1-E4) and first IM event (IM E1), summary tables of results of all 
events for the analytes of interest, a summary of further investigation activities, 
statistical analysis of sub-slab and indoor air results, calculations of estimated 
attenuation factors, and a summary of interim actions. 

The IM plan was revised to add 1,1,1-trichloroethane to the list of analytes to monitor.  
1,1,1-TCA was selected for monitoring because it was detected at concentrations well 
above 1,000 µg/m3 in numerous sample locations and may be able to provide an 
indication of VI occurring even though 1,1,1-TCA is not present in sub-slab soil gas 
above EGLE SSC.     

 2023/24 CAIP - The results of the second (IM E2) and third (IM E3) interim monitoring events 
were evaluated, and interim actions performed through 2023 were summarized. 

Samples for the second and third IM events were collected in December 2022 and 
June 2023, respectively.   cis-1,2-DCE, TCE, and 1,1,1-TCA were detected at levels 
below the EGLE SSC for indoor air.  Concentrations of the three analytes in the outdoor 
air samples collected for both events were ND.  

 During the March 2022 supplemental investigation, joint seams were identified in three 
locations with elevated PID readings.  In August 2023, the three areas were scanned 
with a PID again and the surrounding areas were inspected to determine if any 
additional seams were visible.  The interim measures performed at these three areas 
were performed in September 2023 and a discussion of the results was presented.   

5.2.2.3 DATA SUMMARY 

Since the 2023/24 CAIP, two additional IM sampling events (IM E4 and IM E5) were performed.  The results 
of the events are summarized below.  

5.2.2.3.1 INTERIM MONITORING RESULTS SUMMARY 

The current IM plan for Building 49 includes monitoring for cis-1,2-DCE, TCE, and 1,1,1-TCA at Locations 
49-08 and 49-24.  Location 49-24 was selected for monitoring since it was the location with the maximum 
concentrations of most of the AOIs.  Location 49-08 was selected since it demonstrated the highest SSSG 
results for most of the AOIs located in the shop area portion of the building and it provides good spatial 
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distribution of monitoring.  The locations are presented in Figure 5.2.2-2.  cis-1,2-DCE and TCE were 
selected as the analytes to be sampled because, other than PCE, they are the analytes with the highest 
SSSG concentrations and have the lowest EGLE SSC.  PCE was excluded from the monitoring plan at this 
time due to the clear evidence of PCE products being used and stored at Building 49 which influences 
measured indoor air concentrations due to workplace use.  Therefore, per Figure 5-3. Process for 
Evaluating VI and Determination of Path Forward, PCE is considered a Group 5 analyte.   

1,1,1-TCA was added to the monitoring plan in 2023 because it was detected in SSSG at concentrations 
well above 1,000 µg/m3 in numerous sample locations and may be able to provide an indication of VI 
occurring even though 1,1,1-TCA is not present in SSSG above EGLE SSC.  An OA sample is also collected 
at the time of each monitoring event and analyzed for cis-1,2-DCE, TCE, and 1,1,1-TCA.   

The indoor and outdoor air results for IM E1 thru IM E5 are shown on Table 5.2.2-4.  The analytical data is 
presented in Appendix G.  Field sampling forms are provided in Appendix H. 



The Dow Chemical Company 2024 Corrective Action Implementation Summary Report 
and 2025 Work Plan 

Midland Plant 5-31

AECOM January 2025 

Table 5.2.2-4.  Interim Monitoring Results for Building 49

Indoor Air Analyte 

Result 
Value 

(g/m3) 

Reporting 
Limit 

(g/m3) 

EGLE SSC 

(g/m3) 

NONRES 
TSRIASL12

(g/m3) 

Dow IH OEL 
(8-hour Time 

Weighted Average) 

(g/m3) 

IM Event 1 (June 2022) 

49-IA-08 

cis-1,2-Dichloroethene ND 0.11 24 74 794,000 

Trichloroethene 2.7 0.15 4 12 26,850 

49-IA-24

cis-1,2-Dichloroethene ND 0.11 24 74 794,000 

Trichloroethene ND 0.16 4 12 26,850 

49-OA-01 

cis-1,2-Dichloroethene ND 0.11 24 NA 794,000 

Trichloroethene ND 0.15 4 NA 26,850 

IM Event 2 (December 2022) 

49-IA-08 

cis-1,2-Dichloroethene 0.14 0.13 24 74 794,000 

Trichloroethene 1.1 0.17 4 12 26,850 

49-IA-24

cis-1,2-Dichloroethene 0.34 0.12 24 74 794,000 

Trichloroethene 0.85 0.16 4 12 26,850 

49-OA-01

cis-1,2-Dichloroethene ND 0.1 24 NA 794,000 

Trichloroethene ND 0.14 4 NA 26,850 

IM Event 3 (June 2023)

49-IA-08 

1,1,1-Trichloroethane 0.2 0.16 7,000 7,000 1,911,000 

cis-1,2-Dichloroethene ND 0.12 24 74 794,000 

Trichloroethene 2.5 0.16 4 12 26,850 

49-IA-24

1,1,1-Trichloroethane 0.83 0.16 7,000 7,000 1,911,000 

cis-1,2-Dichloroethene 0.44 0.12 24 74 794,000 

Trichloroethene 0.59 0.16 4 12 26,850 

49-OA-01

1,1,1-Trichloroethane ND 0.15 7,000 NA 1,911,000 

cis-1,2-Dichloroethene ND 0.11 24 NA 794,000 

Trichloroethene ND 0.15 4 NA 26,850 

IM Event 4 (December 2023)

49-IA-08

1,1,1-Trichloroethane 1.1 0.16 7,000 7,000 1,911,000 

cis-1,2-Dichloroethene 0.5 0.12 24 74 794,000 

Trichloroethene 0.67 0.16 4 12 26,850 

49-IA-24

1,1,1-Trichloroethane 1.2 0.15 7,000 7,000 1,911,000 

cis-1,2-Dichloroethene 0.35 0.11 24 74 794,000 

Trichloroethene 0.54 0.15 4 12 26,850 

49-OA-01

1,1,1-Trichloroethane ND 0.14 7,000 NA 1,911,000 

cis-1,2-Dichloroethene ND 0.10 24 NA 794,000 

Trichloroethene ND 0.14 4 NA 26,850 

IM Event 5 (June 2024)

49-IA-08
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Indoor Air Analyte 

Result 
Value 

(g/m3) 

Reporting 
Limit 

(g/m3) 

EGLE SSC 

(g/m3) 

NONRES 
TSRIASL12

(g/m3) 

Dow IH OEL 
(8-hour Time 

Weighted Average) 

(g/m3) 

1,1,1-Trichloroethane 0.20 0.19 7,000 7,000 1,911,000 

cis-1,2-Dichloroethene ND 0.14 24 74 794,000 

Trichloroethene ND 0.18 4 12 26,850 

49-IA-24

1,1,1-Trichloroethane 0.84 0.27 7,000 7,000 1,911,000 

cis-1,2-Dichloroethene 0.53 0.20 24 74 794,000 

Trichloroethene 0.74 0.26 4 12 26,850 

49-OA-01

1,1,1-Trichloroethane ND 0.20 7,000 NA 1,911,000 

cis-1,2-Dichloroethene ND 0.14 24 NA 794,000 

Trichloroethene ND 0.19 4 NA 26,850 

Samples for the fourth and fifth IM events were collected in December 2023 and June 2024, respectively.   
1,1,1-TCA, cis-1,2-DCE, and TCE were detected at levels below the EGLE SSC and the Dow OELs for 
indoor air.  Concentrations of the three analytes in the outdoor air samples collected for both events were 
ND.  Analytical results are shown on Figures 5.2.2-3 through 5.2.2-5. 

5.2.2.4 SUMMARY OF ADDITIONAL ACTIONS 

This section presents the additional interim actions that were performed since the 2023/24 CAIP or are 
currently in progress for Building 49. 

5.2.2.4.1 ANNUAL CHECK OF WORKPLACE USE OF ANALYTE OF INTEREST 

PCE is an AOI due to measured soil gas concentrations above EGLE SSC at locations throughout the 
building during all four seasonal sampling events.  However, supplemental investigations have identified 
clear evidence of significant workplace use of PCE.  Per Figure 5-3 Process for Evaluating VI and 
Determination of Path Forward, PCE was considered a Group 5 analyte.  Assessment for PCE in IA due to 
VI is deferred and an annual review of continued use of PCE in the building is conducted. If the review 
identifies that use of PCE in the building has been discontinued, a re-evaluation of the IM monitoring 
program will be conducted to determine if modifications are needed to address the potential for PCE in IA 
due to VI. 

The annual check for workplace use of PCE in Building 49 was performed in November 2024.  The use of 
Aero-ChemTM Chlorinated Brake Cleaner, which contains PCE, has been discontinued in the building.  It 
has been replaced with a non-chlorinated brake parts cleaner.  During the inspection, the entire shop area 
was scanned and no cans of the former chlorinated product were found.  The field form with documentation 
of the annual analyte check for Building 49 is found in Appendix I.  

Based on the results of the annual inspection, PCE is no longer considered a Group 5 analyte; however, 
no changes are proposed for the current IM plan detailed in Section 5.2.2.3.1.   cis-1,2-DCE and TCE 
represent analytes that were detected in SSSG above the EGLE SSC, and these two analytes are primary 
risk drivers resulting from VI for Building 49.  TCE was detected in SSSG at concentrations greater than 
the 2025 SIC but all results are less than the derived SSSG OEL.  A risk analysis was completed to verify 
risk drivers for the building (Table 5.2.2-5).  Relative risk of an analyte is best expressed by the ratio of soil 
gas concentrations to EGLE site specific soil gas criteria.  The higher the ratio the more potential risk the 
analyte represents.  Ratios less than 1 indicate that the analyte is not above EGLE criteria and are unlikely 
to present a risk of IA concentrations above EGLE criteria due to VI.   
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Table 5.2.2-5.  Soil Gas Risk Evaluation for Building 49

PCE TCE cis-1,2-DCE 

Criteria (µg/m3) 2700 130 820 

OVERALL 37 213 13 

Event 1 47 295 20 

Event 2 20 78 4.6 

Event 3 38 208 12 

Event 4  45 272 15 

Location 08 76 95 0.5 

Location 13 0.9 5.7 0.5 

Location 16 8.1 6.7 0.7 

Location 24 60 655 44 

Location 25 42 300 18 

RANGE 0.9 - 76 5.7 - 655 0.5 - 44 

The risk analysis shows that TCE is the primary risk driver with PCE being secondary.  VI sample analysis 
for PCE will continue to be deferred.  The results and any revisions proposed because of the review will be 
reported in the annual CAIP.   

5.2.2.4.2 ADDITIONAL ANALYSIS 

A comparison of the SSSG data to the 2025 SIC and the derived SSSG OEL values was performed to 
determine the potential for VI into the building at concentrations that might warrant mitigation measures at 
Building 49.  Table 5.2.2-6 summarizes the sub-slab soil gas results that were detected above an EGLE 
SSC.  The table below also compares the SSSG concentrations to the 2025 SIC and the derived SSSG 
OEL values.

Table 5.2.2-6.  Summary of Sub-Slab Soil Gas Exceedances for Building 49

Analyte

(Sampling Event) 

Detection

Frequency 

Measured Range

of Detects

(g/m3)

% Detections >

EGLE SSC

EGLE SSC

(g/m3)

2025 SIC 

(µg/m3)   

Derived 

SSSG OEL 

(µg/m3)   

1,1-Dichloroethane (1) 100% 5.1-42,000 16% 2,500 270,000 13,500,000

1,1-Dichloroethane (2) 88% 6.4-12,000 12% 2,500 270,000 13,500,000

1,1-Dichloroethane (3)  88%  4.1-25,000  12%  2,500  270,000 13,500,000

1,1-Dichloroethane (4)  96%  2.9-28,000  16%  2,500  270,000 13,500,000

1,1-Dichloroethene (1) 60% 11-100,000 8% 20,000 2,300,000 130,000 

1,1-Dichloroethene (2) 48% 16-27,000 4% 20,000 2,300,000 130,000 

1,1-Dichloroethene (3)  48%  3.4-62,000  8%  20,000  2,300,000 130,000 

1,1-Dichloroethene (4)  56%  5.2-59,000  8%  20,000  2,300,000 130,000 

1,4-Dioxane (1) 8% 31-1,200 4% 800 90,000 600,000 

1,4-Dioxane (2) 4% 370 0% 800 90,000 600,000 

1,4-Dioxane (3)  16%  14-560  0%  800  90,000 600,000 

1,4-Dioxane (4)  12%  27-710  0%  800  90,000 600,000 

Chloroform (1) 

Chloroform (2) 

92%

84%

7-4,100 

16-1,400 

64%

44%

170

170

19,000 

19,000 

330,000 

330,000 

Chloroform (3) 88% 7.2-2,200 44% 170 19,000 330,000 

Chloroform (4) 92% 5.6-2,600 44% 170 19,000 330,000 

cis-1,2-Dichloroethene (1) 

cis-1,2-Dichloroethene (2) 

72%

68%

16-55,000 

12-14,000 

20% 

12% 

820

820

89,000 

89,000 

26,500,000

26,500,000
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Analyte

(Sampling Event) 

Detection

Frequency 

Measured Range

of Detects

(g/m3)

% Detections >

EGLE SSC

EGLE SSC

(g/m3)

2025 SIC 

(µg/m3)   

Derived 

SSSG OEL 

(µg/m3)   

cis-1,2-Dichloroethene (3) 64% 5.7-34,000 16% 820 89,000 26,500,000

cis-1,2-Dichloroethene (4) 68% 8.9-42,000 16% 820 89,000 26,500,000

Tetrachloroethene (1) 

Tetrachloroethene (2) 

100%

100%

170-230,000 

68-180,000 

44%

44%

2,700

2,700

300,000 

300,000 

2,260,000 

2,260,000 

Tetrachloroethene (3)  100% 26-200,000 36% 2,700 300,000 2,260,000 

Tetrachloroethene (4)  100% 96-220,000 44% 2,700 300,000 2,260,000 

Trichloroethene (1) 

Trichloroethene (2) 

100% 

88%

5.6-120,000 

11-30,000 

72% 

64%

130

130

15,000 

15,000 

895,000 

895,000 

Trichloroethene (3)  88% 8.1-83,000 60% 130 15,000 895,000 

Trichloroethene (4)  96% 6.8-110,000 72% 130 15,000 895,000 

*Bold indicates an EGLE SSC exceedance. 
Shaded indicates a 2025 SIC exceedance. 

This comparison showed that TCE had SSSG concentrations which exceeded the 2025 SIC; however, they 
did not exceed the derived SSSG OEL.  Based on this evaluation, an attenuation factor analysis was 
performed for the locations with TCE exceedances of the 2025 SIC (Locations 49-08, 49-24, and 49-25).  
The calculated location specific attenuation factors are shown in Tables 5.2.2-7 through 5.2.2-9.   

Table 5.2.2-7.  Comparison of Attenuation Factors for TCE by Event at Location 49-08 
E1 

(Summer) 
E2 

(Winter) 
E3 

(Fall) 
E4 

(Spring) 

Maximum Values 

TCE in Sub-Slab Soil Gas (µg/m3) 13,000 9,900 11,000 15,000 

TCE in Outdoor Air (µg/m3) ND ND ND ND 

TCE in Indoor Air (µg/m3) 0.1* 4.8* 0.56 0.08* 

TCE in Indoor Air (µg/m3) Corrected for Outdoor 
Air Contribution 

0.1 4.8 0.56 0.08 

Attenuation Factor  7.7E-06 4.8E-04 5.1E-05 5.3E-06 

Average Attenuation Factor =  2.1E-05 

* Result was ND.  Value used in calculation is one-half of the reporting limit. 
NOTE:  E2 was not included in the average calculation due to its high indoor air RL 

Table 5.2.2-8.  Comparison of Attenuation Factors for TCE by Event at Location 49-24 

E1 
(Summer) 

E2 
(Winter) 

E3 
(Fall) 

E4 
(Spring) 

Maximum Values 

TCE in Sub-Slab Soil Gas (µg/m3) 120,000 30,000 83,000 110,000 

TCE in Outdoor Air (µg/m3) ND ND ND ND 

TCE in Indoor Air (µg/m3) 0.9 2.1 3.1 1.5 

TCE in Indoor Air (µg/m3) Corrected for Outdoor 
Air Contribution 

0.9 2.1 3.1 1.5 

Attenuation Factor  7.5E-06 7.0E-05 3.7E-05 1.4E-05 

Average Attenuation Factor =  3.2E-05 
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Table 5.2.2-9.  Comparison of Attenuation Factors for TCE by Event at Location 49-25 
E1 

(Summer) 
E2 

(Winter) 
E3 

(Fall) 
E4 

(Spring) 

Maximum Values 

TCE in Sub-Slab Soil Gas (µg/m3) 58,000 10,000 40,000 48,000 

TCE in Outdoor Air (µg/m3) ND ND ND ND 

TCE in Indoor Air (µg/m3) 0.6 1.1 1.3 1.5 

TCE in Indoor Air (µg/m3) Corrected for Outdoor 
Air Contribution 

0.6 1.1 1.3 1.5 

Attenuation Factor  1.0E-05 1.1E-04 3.3E-05 3.1E-05 

Average Attenuation Factor =  4.6E-05 

Applying the most conservative location specific attenuation factor (4.6E-05 at Location 49-25) to the 
minimum and maximum TCE soil gas results from the three locations above indicates that estimated TCE 
indoor air concentrations from VI could range from of 0.45 – 5.5 µg/m3, indicating that the EGLE SSC of 4 
µg/m3 could be exceeded due to VI. 

Based on this additional analysis, mitigation measures are warranted in Building 49 at Locations 49-08, 49-
24, and 49-25.  Exceedances of the IA EGLE SSC that could not be tied to workplace use occurred at 
Locations 49-13 and 49-16 during E3 and E4.  Therefore, these locations will also be included in the 
mitigation plans.     

5.2.2.5  PATH FORWARD 

The path forward for Building 49 was presented during the July 2024 EGLE CA Status Meeting.  Dow 
indicated that a sub-slab depressurization (SSD) pilot test in the vicinity of Locations 49-08, 49-13, 49-16, 
49-24, and 49-25 was anticipated to be performed in Q2 of 2025.  However, during the September 2024 
EGLE CA Status Meeting, EGLE noted that they were having discussions with the EPA about the Part 201 
statute regarding dual regulation of manufacturing sites for VI and that the EPA is rethinking the OSHA 
connection to the site.  As noted in Section 5.2.2.4.2, concentrations of TCE in SSSG exceed the 2025 SIC 
but do not exceed the derived SSSG OEL.  Therefore, Dow has placed implementation of the SSD pilot 
test on hold until this topic is resolved.       

Building 49 will continue to be categorized as a Group 4B building.  Interim monitoring will continue on a 
semi-annual basis in the winter and summer.  The next sampling event will occur during the winter of 
2024/25.  Results of the monitoring events and a summary of additional actions, as necessary, will be reported 
in a monthly CA status call and reported in the annual CAIP. 

5.2.3 BUILDING 25 RESULTS SUMMARY AND ADDITIONAL ACTIVITIES 

5.2.3.1 SAMPLING SUMMARY

Building 25 is a Category 1 building located in the northwestern quadrant of the Midland facility designated 
as Zone 3. The building is one story with office space, conference rooms, bathrooms, and a kitchen/break 
room. The CSM is illustrated in Figure 5.2.3-1. 

Seasonal confirmation sampling was initiated at Building 25 because SSSG results from the first sampling 
event in October 2020 exceeded screening criteria.  Four seasonal confirmation sampling events have 
been completed, and based on those results, an IM plan was developed in April 2022 and revised in the 
2022/23 CAIP.  Five interim monitoring events have been completed.  The SSSG analytical results from all 
events were compared to the June 22, 2018, EGLE SSC, the March 2021 Nonresidential Time Sensitive 
Screening Levels (TSMSSL12), the 2025 SIC, and the 2025 derived SSSG OELs.  IA results are compared 
to the June 22, 2018, EGLE SSC, the December 2020 Nonresidential Time Sensitive Screening Levels 
(TSRIASL12), and the Dow OELs.   
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Summary statistics and screening comparison results are presented for SSSG on Table 5.2.3-1 and IA and 
OA on Table 5.2.3-2.  The sampling events are summarized in Table 5.2.3-3.   

Table 5.2.3-3. Sampling Events for Building 25 
Building 25

Initial Sampling Event Completed

E1 October 2020 (Fall)

Seasonal Sampling Event Completed

E2 April 2021 (Spring) 

E3 June 2021 (Summer) 

E4 December 2021 (Winter) 

Interim Monitoring Event Completed

IM E1 June 2022 (Summer) 

IM E2 December 2022 (Winter) 

IM E3 June 2023 (Summer) 

IM E4 December 2023 (Winter) 

IM E5 July 2024 (Summer) 

Post Remedy Sampling Event Completed

After RetroCoatTM December 2022  

For each seasonal confirmation sampling event, SSSG samples were collected from five locations from 
within the building (25-01 thru 25-05).  Indoor air samples were collected at 5 locations corresponding to 
the soil gas sample locations, along with an outdoor air sample from the main air intake.  The sampling 
locations are shown on Figure 5.2.3-2. 

IM sampling specifics, plan changes, and details regarding the additional investigations are summarized in 
Sections 5.2.3.2 and 5.2.3.3.   

5.2.3.2 EVALUATIONS AND INTERIM ACTIONS SUMMARY 

The initial sampling event at Building 25 occurred in 2020.  The results and activities presented in the last 
three annual reports are summarized and reviewed below:   

 2021/22 CAIP – The results of the initial sampling event (E1) and two seasonal confirmation 
sampling events (E2 and E3) were evaluated. 

 Nine analytes were detected in SSSG above the EGLE SSC in at least one event.  The AOIs 
were 1,1,2-TCA, 1,2-DCA, 1,2-DCP, chloroform, cis-1,2-DCE, HCBD, PCE, trans-1,2-DCE and 
TCE.  1,2-DCP, chloroform, cis-1,2-DCE, PCE and TCE had results that were greater than the 
TSMSSL12 in at least one event.  cis-1,2-DCE, PCE and TCE had concentrations that exceeded 
the 2025 SIC.  Detected concentrations of HCBD exceeded both the 2025 SIC and the derived 
SSSG OEL. 

 During the first two seasonal confirmation sampling events, all IA results at Building 25 were 
below the EGLE SSC.  However, during E3, cis-1,2-DCE, PCE, and TCE were detected above 
the IA TSRIASL12 at Location 25-02 at 120 g/m3, 520 g/m3, and 190 g/m3, respectively. All 
results were less than the Dow OELs. Sample Location 25-02 is located in the report assembly 
room in the central portion of the building west of the large open office area.  Figures 5.2.3-3, 
5.2.3-4, and 5.2.3-5 show the results for cis-1,2-DCE, PCE and TCE, respectively.  As shown 
on the figures, SSSG results for each of these analytes at Location 25-02 also exceed the 
TSMSSL12 during each of the sampling events. Also, during E3, 1,1,2-TCA, 1,2-DCP, and 
chloroform were detected above the EGLE SSC in IA air at Location 25-02, but below the 
TSRIASL12 and Dow OELs.  1,2-DCP and chloroform were detected in SSSG above the EGLE 
SSC during each of the three sampling events at Location 25-02, and while 1,1,2-TCA was not 
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detected above the SSSG EGLE SSC during E1 or E3, it was detected above criteria during 
E2.   

 Building 25 was categorized as a VI Path Forward Group 4B building, due to correlated SSSG 
and IA exceedances of EGLE SSC.  

 An EBS was prepared and submitted to EGLE in November 2021 based on elevated IA results for 
cis-1,2-DCE, PCE, TCE, 1,1,2-TCA, 1,2-DCP, and chloroform at Location 25-02 only during E3.  
During the preparation of the EBS, it was discovered that the HVAC system was off for repairs at 
the time of the E3 sampling, which could have adversely affected the building slab differential 
pressure. 

 Further investigation activities were conducted utilizing a field gas chromatograph in March 2022 
and were reported in the Summary of VI Investigative Findings – Building 25 included in Appendix 
I of the 2022/23 CAIP. 

 Elevated PID readings were observed near the joint seams and a crack in the floor slab of the 
HVAC/Mechanical Room.  Concentrations in air samples collected near the crack in the slab 
exceeded the TSRIASL12 for cis-1,2-DCE, PCE, and TCE and the EGLE SSC for 1,2-DCA and 
chloroform.  IA samples from the breathing zone in the HVAC/Mechanical Room had 
concentrations that exceeded the EGLE SSC for IA for TCE (4 µg/m3) but less than EGLE SSC 
for all other analytes. 

 Slightly elevated PID readings were observed in the electrical conduit under the false floor in 
the large conference room.  Concentrations in air samples collected at ground level in the 
conduit exceeded the TSRIASL12 for TCE and the EGLE SSC for cis-1,2-DCE.   

 All indoor air concentrations were less than the Dow OELs. 

 Indoor air concentrations are impacted by the operation of the HVAC system. Concentrations 
of all analytes being analyzed increased when the HVAC was turned off.  Concentrations 
dropped below the EGLE SSC once the HVAC was turned on.   

 Differential pressure data was collected from SSSG locations in Building 25 between December 
2021 and July 2022 as part of the differential pressure pilot activities.   

 A proposed IM plan for Building 25 was presented during the April 2022 Corrective Action Status 
Meeting.  The plan included collecting samples at Location 25-03 and a new Location, 25-06, within 
the Mechanical/HVAC room.  The samples would be analyzed for TCE and PCE.     

 Application of Retro-CoatTM to the floor in the HVAC/Mechanical Room was completed in November 
2022.  Post application sampling occurred in December 2022 and the results were summarized in 
the 2023/24 CAIP.  

 2022/23 CAIP - Section 5.2.4 of the 2022/23 CAIP included the comprehensive seasonal 
confirmation sampling complete evaluation. 

 The evaluation included a summary of the results from the four seasonal confirmation sampling 
events (E1-E4) and first IM event (IM E1), summary tables of results of all events for the 
analytes of interest, a summary of further investigation activities, statistical analysis of sub-slab 
and indoor air results, calculations of estimated attenuation factors, and a summary of interim 
actions. 
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 The IM plan was revised to add cis-1,2-DCE to the IM analyte list.  cis-1,2-DCE was added 
because the analyte was detected above the TSRIASL12 at the same location and during the 
same event as PCE and TCE but is less likely to be influenced by indoor air sources from 
workplace chemical use.  1,1,2-TCA was detected at a concentration greater than the 2025 
SIC in E4. 

 2023/24 CAIP - The results of the second (IM E2) and third (IM E3) interim monitoring events were 
evaluated, and interim actions performed through 2023 were summarized. 

 Samples for the second and third IM events were collected in December 2022 and June 2023, 
respectively.   cis-1,2-DCE, PCE, and TCE were detected at levels below the EGLE SSC for 
indoor air.  Concentrations of the three analytes in the outdoor air samples collected for both 
events were ND.  

 An additional sampling event was conducted in December 2022 after the application of Retro-
CoatTM to the floor in the HVAC/Mechanical Room in November 2022.  Samples were collected 
with the HVAC system off, then another set of samples were collected with the HVAC 
operational.  When the HVAC was off, chloroform was detected at Location 25-06, in the 
HVAC/Mechanical room, at 11 µg/m3, which exceeds the EGLE SSC of 5.2 µg/m3.  cis-1,2-
DCE was detected above the EGLE SSC of 24 µg/m3 at Locations 25-02 (25 µg/m3), 25-03 (25 
µg/m3), 25-06 (56 µg/m3), and 25-07 (25 µg/m3).  TCE was detected above the EGLE SSC of 
4 µg/m3 at all locations, ranging from 12 µg/m3 at four locations to 26 µg/m3 at Location 25-06.  
Results for the other AOIs were either ND or below EGLE SSC.  The indoor air samples 
collected at all seven locations after the HVAC was operational again were ND or below EGLE 
SSC for all analytes.  Concentrations in the outdoor air sample collected during both events 
were ND. 

5.2.3.3 DATA SUMMARY 

Since the 2023/24 CAIP, two additional IM sampling events (IM E4 and IM E5) were performed.  The results 
of all IM events are summarized below.  

5.2.3.3.1 INTERIM MONITORING RESULTS SUMMARY 

The current IM plan for Building 25 includes monitoring for cis-1,2-DCE, PCE and TCE at Locations 25-03 
and 25-06.  Location 25-03 was selected because it had the highest SSSG concentrations for the most AOI 
during the four seasonal confirmation sampling events.  An additional monitoring Location 25-06 was added 
in the HVAC/Mechanical Room after the March 2022 further investigation demonstrated elevated levels of 
analytes detected in SSSG through cracks in the flooring.  The locations are presented on Figure 5.2.3-2.  
cis-1,2-DCE, PCE and TCE were selected for monitoring because they were detected above the TSMSSL12

in sub-slab soil gas.   An outdoor air sample is also collected at the time of each monitoring event.   

The indoor and outdoor air results for IM E1 thru IM E5 are shown on Table 5.2.3-4.  The analytical data is 
presented in Appendix G.  Field sampling forms are provided in Appendix H. 

Table 5.2.3-4.  Interim Monitoring Results for Building 25

Indoor Air Analyte 

Result 
Value 

(g/m3) 

Reporting 
Limit 

(g/m3) 

EGLE SSC 

(g/m3) 

NONRES 
TSRIASL12

(g/m3) 

Dow IH OEL 
(8-hour Time 

Weighted Average) 

(g/m3) 

IM Event 1 (June 2022) 

25-IA-03 

Tetrachloroethene 1.1 0.19 82 82 67,800 

Trichloroethene 0.31 0.15 4 12 26,850 
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Indoor Air Analyte 

Result 
Value 

(g/m3) 

Reporting 
Limit 

(g/m3) 

EGLE SSC 

(g/m3) 

NONRES 
TSRIASL12

(g/m3) 

Dow IH OEL 
(8-hour Time 

Weighted Average) 

(g/m3) 

25-IA-06

Tetrachloroethene 3.8 0.19 82 82 67,800 

Trichloroethene 1.4 0.15 4 12 26,850 

25-OA-01 

Tetrachloroethene 0.36 0.16 82 NA 67,800 

Trichloroethene ND 0.15 4 NA 26,850 

IM Event 2 (December 2022) 

25-IA-03 

cis-1,2-Dichloroethene 0.51 0.13 24 74 794,000 

Tetrachloroethene 1.2 0.22 82 82 67,800 

Trichloroethene 0.34 0.18 4 12 26,850 

25-IA-06

cis-1,2-Dichloroethene 1.0 0.12 24 74 794,000 

Tetrachloroethene 3.5 0.20 82 82 67,800 

Trichloroethene 1.6 0.16 4 12 26,850 

25-OA-01

cis-1,2-Dichloroethene ND 0.11 24 NA 794,000 

Tetrachloroethene ND 0.19 82 NA 67,800 

Trichloroethene ND 0.15 4 NA 26,850 

IM Event 3 (June 2023)

25-IA-03 

cis-1,2-Dichloroethene 0.26 0.11 24 74 794,000 

Tetrachloroethene 0.84 0.19 82 82 67,800 

Trichloroethene 0.26 0.15 4 12 26,850 

25-IA-06

cis-1,2-Dichloroethene 0.48 0.15 24 74 794,000 

Tetrachloroethene 2.0 0.26 82 82 67,800 

Trichloroethene 0.77 0.21 4 12 26,850 

25-OA-01

cis-1,2-Dichloroethene ND 0.11 24 NA 794,000 

Tetrachloroethene ND 0.19 82 NA 67,800 

Trichloroethene ND 0.15 4 NA 26,850 

IM Event 4 (December 2023)

25-IA-03

cis-1,2-Dichloroethene 0.57 0.11 24 74 794,000 

Tetrachloroethene 1.9 0.19 82 82 67,800 

Trichloroethene 0.39 0.15 4 12 26,850 

25-IA-06

cis-1,2-Dichloroethene 0.76 0.12 24 74 794,000 

Tetrachloroethene 3.0 0.21 82 82 67,800 

Trichloroethene 0.76 0.16 4 12 26,850 

25-OA-01

cis-1,2-Dichloroethene ND 0.13 24 NA 794,000 

Tetrachloroethene 0.74 0.22 82 NA 67,800 

Trichloroethene ND 0.17 4 NA 26,850 

IM Event 5 (July 2024)

25-IA-03

cis-1,2-Dichloroethene 0.24 0.11 24 74 794,000 

Tetrachloroethene 0.96 0.19 82 82 67,800 
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Indoor Air Analyte 

Result 
Value 

(g/m3) 

Reporting 
Limit 

(g/m3) 

EGLE SSC 

(g/m3) 

NONRES 
TSRIASL12

(g/m3) 

Dow IH OEL 
(8-hour Time 

Weighted Average) 

(g/m3) 

Trichloroethene 0.30 0.15 4 12 26,850 

25-IA-06

cis-1,2-Dichloroethene 0.34 0.12 24 74 794,000 

Tetrachloroethene 1.8 0.21 82 82 67,800 

Trichloroethene 0.65 0.17 4 12 26,850 

25-OA-01

cis-1,2-Dichloroethene ND 0.12 24 NA 794,000 

Tetrachloroethene ND 0.21 82 NA 67,800 

Trichloroethene ND 0.17 4 NA 26,850 

Samples for the fourth and fifth IM events were collected in December 2023 and July 2024, respectively.   
cis-1,2-DCE, PCE, and TCE were detected at levels below the EGLE SSC for indoor air.  All results were 
less than the Dow OELs.  Concentrations in the outdoor air samples collected for both events were ND 
except for a detection of PCE at a concentration of 0.74 µg/m3 during IM Event 4.  Analytical results are 
shown on Figures 5.2.3-3 through 5.2.3-5. 

5.2.3.4 SUMMARY OF ADDITIONAL ACTIONS 

This section presents the additional interim actions that are currently in progress for Building 25. 

5.2.3.4.1 SUB-SLAB DEPRESSURIZATION SYSTEM PILOT TEST 

Under normal building operating conditions, the HVAC system is operational in Building 25.  The lines of 
evidence demonstrate that VI is not significant when the building HVAC is operating.  However, in order to 
inhibit VI when the HVAC is not operating properly, Dow is evaluating the installation of an SSDS.  A pilot 
test was performed in June 2024 to gather performance data to assist with the design of a full-scale SSDS.   

The pilot test results will be included as a report attached to the SSDS design package.  The SSDS design 
has been completed and is currently being internally reviewed.  The SSDS design package is anticipated 
to be submitted to EGLE by Q2 2025.   

5.2.3.5  PATH FORWARD 

The evaluation of results from all sampling events and further investigation activities indicates VI is likely 
occurring at Building 25; however, VI is only significant when the building HVAC system is not operating 
properly. Building 25 continues to be categorized as a VI Path Forward Group 4B building.  Monitoring is 
warranted and remedial measures will be taken to inhibit VI.   

Interim monitoring will continue on a semi-annual basis in the winter and summer until the SSDS system 
has been installed and is operating as designed.  The next sampling event will occur during the winter of 
2024/25.  Installation of the SSDS is anticipated to occur in Q3 of 2025.  Results of the monitoring events, a 
summary of the SSDS installation and start-up, and a summary of additional actions, as necessary, will be 
reported in a monthly CA status call and reported in the annual CAIP. 

5.3 VI SEASONAL CONFIRMATION SAMPLING COMPLETE  

Eight buildings have completed a minimum of four (4) seasonal confirmation sampling events.  These 
buildings are located in Zone 4.  Zone 4 encompasses the Campus Area of the site, which is located north 
of the main manufacturing areas (Figure 5-1) and has not historically been used for manufacturing.  The 
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current use of the Campus Area buildings is mostly office and laboratories supporting research and 
development. 

Large areas of soil or groundwater impacts have not been identified in the Campus Area.  Therefore, Dow 
implemented an adaptive management approach to the VI sampling activities for this zone.  The Campus 
Approach was presented during the July and August 2022 Corrective Action Status meetings.  The 
approach was also summarized in the 2022/2023 and 2023/2024 CAIPs.    

The approach to the VI investigation in the Campus Area included: 

 Installation of a two-inch groundwater monitoring well within 100 feet upgradient of each of the Campus 

Area buildings, except for Building 1776 which had 2 wells installed due to its size.  

 Sampling of the newly installed monitoring wells and any existing non-dry basement sump.  Analytical 

results were compared to the EGLE SSC (Groundwater in Contact (GWIC) Buildings <50,000 ft2 or 

>50,000 ft2, with or without a basement, as appropriate). 

 Indoor sub-slab and/or exterior soil gas samples were collected, depending on the presence or absence 

of a basement under all or part of the building.  Soil gas sample results were compared to the June 22, 

2018, EGLE SSC, the March 2021 Nonresidential Time Sensitive Screening Levels (TSMSSL12), the 

2025 SIC, and the 2025 derived SSSG OELs. 

 If concentrations in the soil gas or groundwater samples from the initial sampling event in Fall 2022 

were above the EGLE SSC, seasonal confirmation sampling was performed for the building.  IA 

samples were collected with paired SSSG at locations where soil gas results were above the applicable 

screening levels and analyzed for only those analytes that exceeded the SSC.  In some cases, an 

additional analyte that was detected above 1,000 µg/m3 was added to the TAL if it was determined that 

it may be helpful in further analysis of the soil gas data.  IA sample results were compared to the June 

22, 2018, EGLE SSC, the December 2020 Nonresidential Time Sensitive Screening Levels 

(TSRIASL12), and the Dow OELs. 

 Buildings 1702 and 1707 were sampled in late 2021 as due diligence for a potential construction project 

on the site.  The exterior soil gas, SSSG and groundwater results from the study were compared to 

EGLE SSC to determine the path forward for those buildings.  Building 1707 was evaluated in the 

2023/2024 CAIP and determined to be in VI Path Forward Group 1, therefore no further action for VI 

was warranted for the building.  Building 1702 was slated for seasonal confirmation sampling.    

 Differential pressure readings were collected prior to, during, and after the sampling of SSSG during all 

events. 

 After the third seasonal confirmation sampling event, the building specific TALs were revised to expand 

the data available for the differential pressure analyses.  The Campus Area concentration data was 

examined to identify additional analytes to include in the TAL for each building.  The analyses 

considered the analytes with concentrations exceeding 50% and 75% of the EGLE SSC for SSSG, 

those that exceeded 1,000 µg/m3; and those that exceeded 100 µg/m3.  A visual inspection of areas 

surrounding each sampling location for evidence of workplace chemical use was conducted to avoid 

selecting analytes that may be present in indoor air due to such use. 
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 One additional season of SSSG sampling (SCS E5 or SSSG with IM sampling) was performed to 

provide additional SSSG data to determine an appropriate path forward for the building or confirm the 

IM plan that was initially developed for the building. 

The following subsections summarize the detailed analysis of the seasonal confirmation sampling event 

results and determination of the path forward for these buildings, per Figure 5-3.  

Category 1 Buildings 

 Section 5.3.1 Building 1602 - Analytical Lab 

 Section 5.3.2 Building 1604 – Styron 

 Section 5.3.3 Building 1702 - Central Research Support  

 Section 5.3.4 Building 1712 - Advanced Materials and Electronics 

 Section 5.3.5 Building 1714 - Advanced Composites 

 Section 5.3.6 Building 1776 - Central Research Facility 

 Section 5.3.7 Building 1897 - Analytical Lab 

Category 2 Buildings 

 Section 5.3.8 Building 824 - Xerox Contractors 

5.3.1 BUILDING 1602 VI SEASONAL CONFIRMATION SAMPLING 
COMPLETE EVALUATION  

VI is an exposure pathway that results from the migration of volatilized chemicals from the subsurface to 
indoor air in overlying occupied buildings.  A source, migration route and a human receptor must be present 
for the VI pathway to be complete.  The focus of the analyses presented in this section is the evaluation of 
the potential VI exposure pathway using the complete set of seasonal confirmation data collected for the 
building.  The CSM is illustrated in Figure 5.3.1-1.  

5.3.1.1 BUILDING SUMMARY 

Building 1602 was constructed in the 1960s and is in the northern quadrant of the Midland Facility. The 
building consists of office space, research and development, and laboratory space. The building has two 
floors at or above grade and a partial basement. The first floor has a footprint of approximately 19,300 ft2

and consists mostly of offices and laboratories.     

The depth of the basement is approximately 14 feet below grade.  The foundation walls are made of poured 
concrete and the basement floor is concrete.  The basement area contains a mechanical/electrical room, a 
library and office space.   

The ground cover outside of the building is concrete, grass and asphalt. 
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5.3.1.1.1 POSSIBLE PREFERENTIAL PATHWAYS 

There are two sumps located in the northern mechanical room and two sumps in the hallways that contained 
water at the time of the survey.  The building survey completed before the initial sampling event can be 
found in Appendix F.  During the survey, no PID detections were observed in the ambient air throughout 
the building nor were detections observed in any drain features.   

5.3.1.1.2 BUILDING VENTILATION 

The building is heated via hot air circulation and cooled via central air conditioning. The outdoor intakes are 
located on the east side of the building.  There are no bay doors located on the structure. 

5.3.1.1.3 PERSONNEL USE 

Approximately one hundred people occupy Building 1602.  Occupants typically work 8 hours a day, Monday 
through Friday, with the building typically opened at 6:00 AM and locked at 6:00 PM.  The typical parameters 
for non-residential exposures are assumed to apply to the personnel working at this building (i.e., 40 
hours/week, 50 weeks/year exposure).

5.3.1.1.4 WORKPLACE CHEMICAL USE 

A chemical inventory was completed during the building survey and the chemicals found to be stored within 
the building are included with the building survey (Appendix F).   

The building contains a number of office and lab spaces, therefore frequent use of various chemical 
solvents and reagents is expected. As indicated in the chemical inventory, chemical compounds contained 
within the TAL were stored within the building including 2-propanol, toluene, acetone, methylene chloride, 
and hexane. 

5.3.1.2 DATA SUMMARY 

Four seasonal confirmation sampling events have been completed at Building 1602.  The SSSG analytical 
results from each of the sampling events were compared to the June 22, 2018, EGLE SSC, the March 2021 
Nonresidential Time Sensitive Screening Levels (TSMSSL12), the 2025 SIC, and the 2025 derived SSSG 
OELs.  IA results are compared to the June 22, 2018, EGLE SSC, the December 2020 Nonresidential Time 
Sensitive Screening Levels (TSRIASL12), and the Dow OELs.  Seasonal confirmation sampling was initiated 
at Building 1602 because SSSG results from the first sampling event exceeded EGLE SSC.  Since 
completion of the seasonal confirmation sampling events, one IM event has been completed.  In most 
cases, IM events only include IA sampling, unless follow-up SSSG sampling is required.  However, due to 
initial potential trends identified in the SCS dataset, an additional paired SSSG and IA sample was collected 
during the IM E1 and therefore have been included in the SCS dataset for more complete data analyses. 

Summary statistics and screening comparison results are presented for groundwater on Table 5.3.1-1, 
exterior soil gas and SSSG on Table 5.3.1-2, and IA and OA on Table 5.3.1-3.  Table 5.3.1-4 lists the 
sampling events completed to date. 
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Table 5.3.1-4. Sampling Events for Building 1602 
Building 1602 

Initial Sampling Event Completed 

E1 October 2022 (Fall)

Seasonal Sampling Event Completed 

E2 April 2023 (Spring) 

E3 July 2023 (Summer) 

E4 January 2024 (Winter) 

Interim Monitoring Event Completed 

IM E1 August 2024 (Summer) 

Soil gas samples were collected from 5 indoor sub-slab and 4 exterior locations during E1.  In accordance 
with the Campus Area Approach, results from E1 were analyzed to identify locations with analytes above 
SSC.  These locations were selected for further investigation and paired SSSG and IA sampling was 
performed in seasonal confirmation events. SSSG and IA samples were collected from one location (1602-
05) during E2 through E4 and analyzed for chloroform.  Xylenes were added to the TAL for Building 1602 
for E4 to provide additional soil gas data to be analyzed and incorporated into the development of the IM 
plan. 

Upon completion of seasonal confirmation sampling, an IM plan was developed and presented to EGLE at 
the June 2024 CA Status Meeting.   SSSG and IA samples were collected from Location 1602-05 during 
IM E1 and analyzed for chloroform and xylenes.  Further details regarding the refinement of the IM plan 
can be found in Sections 5.3.1.3 and 5.3.1.8.

An OA sample near the main air intake was collected during E2 through IM E1.  The sampling locations are 
shown on Figure 5.3.1-2.  The analytical data is presented in Appendix G.  Field sampling forms are 
provided in Appendix H.   

5.3.1.2.1 SUMP WATER RESULTS SUMMARY  

Water samples were collected from the four sumps located in the basement at Building 1602 (Figure 5.3.1-
2).  The sample collected from Sump 02 had a chloroform concentration of 6.5 µg/L, which was greater 
than the EGLE SSC (Groundwater in Contact (GWIC) Buildings <50,000 ft2, with a basement) of 4.9 µg/L.  
All other results were below the EGLE SSC.  Further investigation confirmed that treated water is routed to 
the sump, which may contribute to the concentrations of chloroform in the sump sample. 

5.3.1.2.2 GROUNDWATER RESULTS SUMMARY  

All groundwater results were ND in the samples collected for Building 1602.  

5.3.1.2.3 SUB-SLAB AND EXTERIOR SOIL GAS RESULTS SUMMARY  

Analytical results were evaluated based on methodologies presented in the 2018 Revised Vapor Intrusion 
Work Plan.  The number of analytes detected above the soil gas EGLE SSC and the TSMSSL12, if available, 
are discussed below:  

 During the initial event (Fall 2022), 21 of the 65 analytes were detected in sub-slab and exterior soil 
gas. Chloroform was detected above the EGLE SSC in SSSG, but did not have results above the 
TSMSSL12. Detected analytes in exterior soil gas did not exceed the EGLE SSC. 

 During the second event (Spring 2023), chloroform was detected above the EGLE SSC, but did 
not have results that were greater than the TSMSSL12. 
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 During the third (Summer 2023) and fourth (Winter 2024) events, all results were less than the 
EGLE SSC. 

 All results were less than the 2025 SIC and derived SSSG OEL. 

Table 5.3.1-5 summarizes the results for analytes that have SSSG concentrations detected above an EGLE 
SSC and are therefore considered AOIs in the building.  For Building 1602, this includes chloroform.  The 
table below also compares the SSSG concentrations to the 2025 SIC and the derived SSSG OEL values. 

Table 5.3.1-5.  Summary of Sub-Slab Soil Gas Exceedances for Building 1602

Analyte 
(Sampling Event) 

Detection 
Frequency 

Measured 
Range of 
Detects 
(µg/m3) 

% Detections > 
EGLE SSC 

EGLE SSC 
(µg/m3) 

2025 SIC 
(µg/m3)  

Derived 
SSSG 
OEL 

(µg/m3)  

Chloroform (1) 20% 390 20% 170 19,000 330,000 
Chloroform (2) 100% 290 100% 170 19,000 330,000
Chloroform (3) 100% 130 0% 170 19,000 330,000 
Chloroform (4) 100% 110 0% 170 19,000 330,000 
Chloroform (IM1) 100% 170 0% 170 19,000 330,000 

BOLD indicates an EGLE SSC exceedance. 

Analytes that were not detected all had reporting limits less than the EGLE SSC for SSSG.   

5.3.1.2.4 INDOOR AIR RESULTS SUMMARY

Since VI only potentially occurs if the analyte is present in both SSSG and IA, Table 5.3.1-6 summarizes 
the IA results for the analytes with SSSG exceedances.  The OA sample results are also provided to 
determine if the analyte concentrations reported in IA may have been influenced by OA contributions.   

Table 5.3.1-6.  Vapor Intrusion Evaluation for Building 1602 

Analyte 
(Sampling Event) 

Indoor Air 
Detection 
Frequency 

Indoor Air 
Measured Range 

(µg/m3) 
EGLE SSC 

(µg/m3) 
Dow OEL 
(µg/m3) 

Outdoor Air 
Result 
(µg/m3) 

Chloroform (2) 100% 0.59 5.2 9,760 ND 
Chloroform (3) 100% 6.1 5.2 9,760 ND 
Chloroform (4) 100% 0.14 5.2 9,760 ND 
Chloroform (IM1) 100% 1.1 5.2 9,760 0.26 

BOLD indicates an EGLE SSC exceedance. 

Figures 5.3.1-3 and 5.3.1-4 show the analytical results for IA during all sampling events.  Chloroform 
concentrations in IA exceeded the EGLE SSC during E3, at 6.1 µg/m3, compared to the EGLE SSC of 5.2 
µg/m3.  While chloroform exceeded the SSSG EGLE SSC at Building 1602 during the first two events (E1 
and E2), IA results were below the EGLE SSC during E2.  The IA exceedance during E3 did not correlate 
with a SSSG exceedance of the EGLE SSC during the same event.  The chloroform concentrations in IA 
during E4 were significantly lower than the EGLE SSC.  All results were less than the Dow OEL.  IA results 
for all additional analytes analyzed in E4 (xylenes) were ND.  Therefore, no additional analytes of interest 
were identified for the building. 

5.3.1.2.5 OUTDOOR AIR RESULTS SUMMARY

Figures 5.3.1-3 and 5.3.1-4 show the analytical results for OA during all sampling events.   

During the three seasonal confirmation sampling events, OA results for chloroform were ND with reporting 
limits that were below the EGLE SSC.  The OA concentration for IM E1 was 0.26 µg/m3.  Xylenes in OA 
collected during E4 and IM E1 were ND and 0.33 µg/m3, respectively. 
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5.3.1.3 BUILDING SPECIFIC INTERIM MONITORING PLAN DEVELOPMENT 

The objective of the IM plan at each building is to establish a way to assess the continued status of the 
building as it relates to the potential for vapor intrusion.  The analyte of interest at Building 1602 is 
chloroform.  Total xylenes may also be monitored to help differentiate if VI is the source of chloroform in IA 
during future IM events.  

5.3.1.3.1 MEASUREMENT CAPABILITY EVALUATION 

To evaluate the extent VI may be occurring and to analyze trends, it is important that analytical reporting 
limits that are routinely achievable be less than the EGLE SSC or other concentration of interest for 
applicable indicator analytes for that analyte.  Ideally there should be substantial margin to detect increasing 
trends in IA concentrations and implement corrective measures before vapor intrusion exceeds criteria. The 
ratio of EGLE SSC (or concentration of interest) to reporting limit in IA is a useful way to evaluate 
measurement capability. Ratios less than 1 indicate that the analyte cannot be reliably measured until it is 
above criteria. This circumstance would require evaluation of an alternative analyte with an appropriate 
decision point if feasible. Ratios above 1 indicate the analyte can be detected before exceeding criteria.  
The higher the ratio, the more margin is provided to detect increasing trends before criteria is exceeded.  
Table 5.3.1-7 evaluates the measurement capability ratios for the analytes of interest. 

Table 5.3.1-7.  Measurement Capability Evaluation for Building 1602 

Compound 

Criteria / 
Concentration of 
Interest (µg/m3) 

Reporting Limit 
(µg/m3) Ratio Assessment* 

Chloroform 5.2 0.16 33 Excellent 

Xylenes 5.2 0.29 18 Good 

*Ratio < 1 inadequate, >1-3 marginal, >3-30 good, >30 excellent

The analysis indicates that the measurement capability of chloroform is excellent and xylenes is good.    

5.3.1.3.2 BUILDING 1602 INTERIM MONITORING PLAN 

Dow presented an IM plan for Building 1602 during the June 2024 Corrective Action Status Meeting.  Dow 
implemented the IM plan at Building 1602 until a revised IM plan was developed.    

The IM plan presented to EGLE called for monitoring IA for chloroform and xylenes at location 1602-05 
(Figure 5.3.1-2).  Location 1602-05 was selected for monitoring because it was the only location that had 
analyte concentrations that were greater than the EGLE SSC.  Chloroform was chosen as an analyte to 
sample during IM because it is the only analyte that had an exceedance of EGLE SSC in soil gas.  Total 
xylenes were chosen as an analyte to sample during IM because they were detected at all 5 sampling 
locations and could potentially serve as an indicator if VI is actually occurring at this building. 

5.3.1.3.2.1 INTERIM MONITORING RESULTS 

The first IM sampling event was conducted in Summer 2024 and was consistent with the IM plan as 
presented above, except for the additional SSSG sample collected at Location 1602-05.  The IM results 
were presented in the October 2024 CA status call.   

The additional SSSG sample was collected during IM E1 to provide additional data to validate the proposed 
IM plan.  In particular, since xylenes were added to the TAL in E4, limited SSSG data for xylenes was 
available to support the analyte as an appropriate indicator.  Based on the results from the additional SSSG 
data collected during IM E1, revisions to the IM plan are warranted since xylenes were ND at Location 
1602-05 during E4 and IM1.    



The Dow Chemical Company 2024 Corrective Action Implementation Summary Report 
and 2025 Work Plan 

Midland Plant 5-47

AECOM January 2025 

5.3.1.4 COMPARISON OF SUB-SLAB SOIL GAS, INDOOR AIR, AND OUTDOOR AIR 
DATA SETS 

Chloroform was measured in soil gas above the EGLE SSC of 170 µg/m3 at Location 1602-05 during E1 
and E2.  The detections of chloroform were all below the 2025 SIC and derived OEL.  All other sample 
locations had concentrations that were ND.   One chloroform concentration in IA exceeded the EGLE SSC 
during E3 (6.1 µg/m3) compared to the EGLE SSC of 5.2 µg/m3.  While chloroform had SSSG exceedances 
of the EGLE SSC at Building 1602 during the first two events (E1 and E2), IA air results were below the 
EGLE SSC during E2.  The IA exceedance during E3 did not correlate with a SSSG exceedance of the 
EGLE SSC.  OA results for chloroform were ND with reporting limits that were below the EGLE SSC.  

5.3.1.5 ANALYTES OF INTEREST SUMMARY 

Figure 5-3 illustrates the process of evaluating vapor intrusion and determining the group designation and 
path forward for each building. Table 5.3.1-8 pairs the analytes of interest in Building 1602 with the 
descriptive summary of the relationships between the SSSG and IA results to help determine the group 
designation for the building as indicated in Section 5.3.1.7. 

Table 5.3.1-8.  Analytes of Interest Summary for Building 1602 

Description of Results Analytes Comments 

Sub-slab soil gas and indoor air exceed 
EGLE SSC at the same location(s) 

Not Applicable 

Sub-slab soil gas and indoor air exceed 
EGLE SSC, but sample locations are 

not correlated 
Not Applicable 

Sub-slab soil gas exceed EGLE SSC, 
but indoor air is below EGLE SSC Not Applicable 

Sub-slab soil gas exceed EGLE SSC, 
but have clear lines of evidence of 

significant workplace use 
Chloroform 

Clear evidence of sources for 
IA caused by the use of 

treated water 

Indoor air exceed EGLE SSC, but sub-
slab soil gas is below EGLE SSC 

Chloroform 

No exceedance of sub-slab soil gas 
EGLE SSC and indoor air EGLE SSC 

All other analytes from TAL, not 
otherwise listed 

5.3.1.6 COMPARISON OF ATTENUATION FACTORS BY EVENT 

Building specific attenuation factors can be calculated and compared between events to evaluate temporal 
variability and determine the best estimate of a building specific attenuation factor.  However, building 
specific attenuation factors were not calculated for Building 1602 due to potential workplace use. Building 
1602 contains a number of labs which use treated water in the performance of their work.  Chloroform is 
one of the trihalomethanes produced by chlorination of water supplies which can be a source of indoor air 
concentrations of chloroform.   

In addition, during the initial investigation of this building it was discovered that the water sample from the 
sump located in the basement had chloroform concentrations which exceeded EGLE SSC.  Further 
investigation confirmed that treated water is routed to the sump, which may contribute to the concentrations 
of chloroform in the sump sample.  These potential workplace sources of IA concentrations would yield 
building specific attenuation factors that are not representative of VI in Building 1602.   

Total xylenes were not included in these calculations because the SSSG concentrations were ND in E4 
and IM E1.  
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5.3.1.7 WEIGHT-OF-EVIDENCE SUMMARY 

Building 1602 was initially classified and is now confirmed as a VI Path Forward Group 4A building due to its 
potential for VI based on SSSG and IA exceedances of EGLE SSC for chloroform.  After further investigation 
and evaluation, the following evidence supports the conclusion that VI is insignificant at Building 1602: 

 Chloroform was measured in soil gas above the EGLE SSC of 170 µg/m3 at Location 1602-05 
during E1 and E2.  However, both concentrations of chloroform were significantly lower than 2025 
SIC and derived SSSG OEL criteria values.  All other sample locations had concentrations that 
were ND.    

 One chloroform concentration in IA exceeded the EGLE SSC during E3 (6.1 µg/m3) compared to 
the EGLE SSC of 5.2 µg/m3.  While chloroform had SSSG exceedances of the EGLE SSC at 
Building 1602 during the first two events (E1 and E2), IA results were below the EGLE SSC during 
E2.  The IA exceedance during E3 did not correlate with a SSSG exceedance of the EGLE SSC.  
The chloroform concentration during E4 was significantly lower than EGLE SSC. 

 The chloroform concentrations found in IA appear to be from workplace use.  Building 1602 
contains a number of labs which use processed water in the performance of their work.  Chloroform 
is one of the trihalomethanes produced by chlorination of water supplies which can be a source of 
indoor air concentrations of chloroform.  Also, during the initial investigation of this building it was 
discovered that the water sample from the sump located in the basement had chloroform 
concentrations which exceeded EGLE SSC.  Further investigation confirmed that treated water is 
routed to the sump, which may contribute to the concentrations of chloroform in the sump sample.   

Based on the evaluation of the four seasonal confirmation sampling events, the VI pathway appears to be 
insignificant for Building 1602.  Sufficient information exists to make a human exposure under control EI 
determination.  Based on the SCS evaluation, modifications to the CSM and path forward for Building 1602 
are warranted and are discussed below.      

5.3.1.8 CSM AND INTERIM MONITORING PLAN REFINEMENT  

The following sections focus on the AOIs identified above through the results summary and any additional 
analytes of significance that could assist in refining the CSM for the building, or site, and provide information 
necessary to refine the current IM plan.  Additional analytes considered for inclusion in the evaluation are 
based on detections in the SSSG. 

Additional analytes screened for possible inclusion in further analysis include: 

1)  Analytes detected in SSSG gas at concentrations of 1,000 µg/m3 or greater in one or more sample 
location.   

2) PCE and TCE.    

Analytes detected above 1,000 µg/m3 may be useful in a building specific monitoring program even if not 
above risk criteria because they should be the simplest to interpret and provide the clearest signal of data 
trends.  The same data trends observed for these analytes are expected to apply to other similar analytes 
present at lower concentrations.  PCE and TCE have been identified as two of the primary risk drivers 
across the site.  If they have not been previously identified as an AOI in the building, these two analytes will 
be considered for additional analyses to better refine the building and site CSM, if detected in the SSSG.

For Building 1602, the only analyte detected in the SSSG at concentrations above the EGLE SSC was 
chloroform.  No other analyte had detected concentrations >1,000 µg/m3.  PCE was detected at one location 
(1602-04) during E1 at a concentration significantly lower than the EGLE SSC and therefore, does not 
warrant further evaluation.  Xylenes were detected at all 5 sampling locations and may have served as a 
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good indicator if VI was actually occurring at this building; however, the concentrations found at Location 
1602-05 were ND during E4 and IM E1 and therefore xylenes warrant no further analysis. 

The data evaluation for Building 1602 is discussed in the following sections for SSSG and IA.  When 
discussing findings in the following sections, it is typical that narrow ranges of variability are expressed as 
a percentage (e.g., relative percent difference).  However, when data exhibit a large range of variability it is 
generally more useful to express the range in orders of magnitude (i.e., factors of 10).  This can be 
expressed mathematically as the log of the ratio of maximum/minimum values. 

5.3.1.8.1 SUB-SLAB SOIL GAS DATA EVALUATION 

The SSSG evaluation consists of 4 different analyses:  

 Temporal Variability of SSSG 
 Spatial Variability of SSSG  
 Soil Gas Plume Estimation  
 Soil Gas Risk Evaluation 

5.3.1.8.1.1 TEMPORAL VARIABILITY OF SUB-SLAB SOIL GAS 

The temporal variability analysis is a comparison of concentrations over the four seasonal confirmation and 
one IM sampling events at each individual location.  At Building 1602, a total of 9 SSSG samples were 
collected from the building. In general, the SSSG concentrations exhibit less than one order of magnitude 
of temporal variability.  For chloroform, SSSG concentrations vary from 110 to 390 µg/m3 at Location 1602-
05 (RPD = 112%, log max/min = 0.5).   

No seasonal trends were observed for chloroform (Figure 5.3.1-5).  
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Figure 5.3.1-5.  Chloroform Concentrations by Sampling Event for Building 1602 

5.3.1.8.1.2 SPATIAL VARIABILITY OF SUB-SLAB SOIL GAS 

The spatial variability analysis is a comparison of concentrations across all the sampling locations during 
each individual seasonal confirmation and one IM sampling event.  The SSSG results exhibit more than 
two orders of magnitude of spatial variability for chloroform.  The variability of the SSSG detections of 
chloroform across the five sample locations during the first seasonal confirmation sampling event had an 
RPD of 198% (log max/min = 2.3).  Spatial variability was not evaluated for E2 through IM E1 since only 
one location was sampled. 

Chloroform concentrations in soil gas samples collected at Location 1602-05, located in the southeastern 
corner of the building, were above EGLE SSC during E1 and E2.  All other sample locations in the building 
had chloroform concentrations that were ND during E1 (Figure 5.3.1-3).   

5.3.1.8.1.3 SOIL GAS PLUME COMPOSITION ESTIMATE 

Table 5.3.1-9 provides estimates of the SSSG plume composition for Building 1602 at Location 1602-05 to 
help understand possible variability in the plume composition.  The following data is presented in the table: 

 The overall result is the average of all data for chloroform at Location 1602-05 through all four 
seasonal confirmation sampling events and one additional IM event; and,   

 The concentrations of chloroform at Location 1602-05 during each event.   
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Vapor intrusion occurs primarily by advective flow through cracks and openings and is a function of crack 
length and width and pressure differential.  For SSSG, advective transport is not chemical specific and all 
chemicals are expected to exhibit the same behavior.   As a result, where VI is occurring, the relative ratio 
of compounds in IA should approximate the ratio measured in sub slab soil gas.   

Table 5.3.1-9.  Soil Gas Plume Composition Estimate for Building 1602 at Location 1602-05 

Chloroform  

Overall 218 

Event 1 390 

Event 2 290 

Event 3 130 

Event 4 110 

IM Event 1 170 

Units are µg/m3

The plume composition in the area of interest is approximately 218 µg/m3 chloroform with a range over time 
of 110 to 390 µg/m3.  

5.3.1.8.1.4 SOIL GAS RISK EVALUATION 

If VI is the primary source, analytes present in soil gas at higher concentrations would also be present in IA 
at higher concentrations.  However, these analytes may or may not represent the highest risk.  It is important 
to understand which analytes are the primary risk drivers at a building.  A building specific IM program 
would typically focus monitoring on the highest risk drivers at a building. This may not be practical in all 
cases due to differences in analytical detection capabilities, indoor sources, outdoor sources, or other 
issues. When an alternative to the primary risk driver is selected for monitoring, decision rules must be 
appropriately adjusted to address differences in risk.   

Relative risk of an analyte is best expressed by the ratio of soil gas concentrations to EGLE site specific 
soil gas criteria.  The higher the ratio the more potential risk the analyte represents.  Ratios less than 1 
indicate that the analyte is not above EGLE criteria and are unlikely to present a risk of IA concentrations 
above EGLE criteria due to VI.  The table below provides these ratios in the area of interest for chloroform 
based on the composition data described in the previous section. 

Table 5.3.1-10.  Soil Gas Risk Evaluation for Building 1602 
Chloroform 

Criteria (µg/m3) 170 

OVERALL 1.3 

Event 1 2.3 

Event 2 1.7 
Event 3 0.76 

Event 4  0.65 

IM Event 1 1.0 

RANGE 0.65-2.3 

The concentration of chloroform in soil gas is approximately 1.3 x the EGLE soil gas site specific criteria 
with a range over time of 0.65x-2.3x.  Based on this evaluation, chloroform is a minor risk driver for this 
building.   

5.3.1.8.2  INDOOR AIR RESULTS EVALUATION 

The IA evaluation consists of 2 different analyses:  
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 Temporal Variability of IA 
 Spatial Variability of IA  

5.3.1.8.2.1 TEMPORAL VARIABILITY OF INDOOR AIR 

At Building 1602, a total of 4 IA samples were collected from the building.  The temporal variability analysis 
is a comparison of concentrations over the three seasonal confirmation and one IM sampling events at 
1602-05.  The IA results exhibit more than one order of magnitude of temporal variability.  Temporal 
variability for chloroform had a RPD of 191%; however, chloroform concentrations found in IA appear to be 
due to workplace use of treated water. 

5.3.1.8.2.2 SPATIAL VARIABILITY OF INDOOR AIR 

A spatial variability analysis was not performed due to the limited number of locations sampled.   

5.3.1.9 BUILDING 1602 INTERIM MONITORING PLAN UPDATE

The results of the first IM sampling event conducted in Summer 2024 were incorporated into the detailed 
SCS Complete analysis to provide further evidence confirming the IM Plan for Building 1602 or to indicate 
whether, based on this analysis, the IM Plan should be adjusted.   

Chloroform is an analyte of interest due to SSSG concentrations above EGLE SSC during E1 and E2 with 
an uncorrelated IA EGLE SSC exceedance during E3.  As discussed in Section 5.3.1.8.1.4, chloroform in 
the SSSG is a minor risk driver for this building; however, all results are less than the 2025 SIC, the derived 
SSSG OELs and/or the Dow OELs and chloroform concentrations found in IA appear to be due to workplace 
use.  Building 1602 contains a number of labs which use treated water in the performance of their work.  
Chloroform is one of the trihalomethanes produced by chlorination of water supplies which can be a source 
of indoor air concentrations of chloroform.   

In addition, during the initial investigation of this building it was discovered that the water sample from the 
sump located in the basement had chloroform concentrations which exceeded EGLE SSC.  Further 
investigation confirmed that treated water is routed to the sump, which may contribute to the concentrations 
of chloroform in the sump sample.  Per Figure 5-3.  Process for Evaluating VI and Determination of Path 
Forward, chloroform is a Group 5 analyte.    

Xylenes were added to the TAL during E4 and IM1 to gather more SSSG data to evaluate whether xylenes 
would be an appropriate indicator analyte for monitoring during IM sampling.  The concentrations found at 
Location 1602-05 were ND during E4 and IM E1 and therefore xylenes would not serve as an appropriate 
indicator analyte for this building.  There are no other potential indicator analytes in the soil gas beneath 
the building.  IM monitoring will be discontinued at Building 1602. 

5.3.1.10 PATH FORWARD 

Chloroform detections in indoor air are attributed to related to the workplace use of treated water, in both 
the laboratories and general use throughout the building.  The use of treated water in the building is 
expected to continue and chloroform is a Group 5 analyte.  All SSSG concentrations were below the 2025 
SIC and the derived SSSG OEL.  All indoor air results were less than the Dow OEL.  No further action is 
warranted for Building 1602 at this time.  

5.3.2 BUILDING 1604 VI SEASONAL CONFIRMATION SAMPLING 
COMPLETE EVALUATION  

VI is an exposure pathway that results from the migration of volatilized chemicals from the subsurface to IA in 
overlying occupied buildings.  A source, migration route and a human receptor must be present for the VI 
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pathway to be complete.  The focus of the analyses presented in this section is the evaluation of the 
potential VI exposure pathway using the complete set of seasonal confirmation data collected for the 
building.  The CSM is illustrated in Figure 5.3.2-1.  

5.3.2.1 BUILDING SUMMARY 

Building 1604 was constructed in the 1960s and is in the northern quadrant of the Midland Facility.   The 
building consists of office, research and development, and laboratory space.  The building has one floor at 
or above grade and a partial basement.  The building has a footprint of approximately 52,500 ft2.  The first 
floor of 1604 consists mostly of offices and laboratories.   

The depth of the basement is approximately 14 feet below grade.  The foundation walls are made of poured 
concrete and the basement floor is sealed concrete. The basement area contains a mechanical room, 
electrical room, storage area, shop area, conference room, locker rooms, and office space.  There is a 
freight elevator to the basement from the outside of the building. 

The ground cover outside of the building is concrete, grass and asphalt. 

5.3.2.1.1 POSSIBLE PREFERENTIAL PATHWAYS 

There are two sumps located in the mechanical room of the basement that contained water at the time of 
the survey.  There are also floor drains located in the basement mechanical room.  The building survey 
completed before the initial sampling event can be found in Appendix F.  During the survey, no PID 
detections were observed in the ambient air throughout the building nor were detections observed in any 
drain features.   

5.3.2.1.2 BUILDING VENTILATION 

The building is heated via hot air circulation and cooled via central air conditioning.  The building has a 
balanced HVAC system to keep positive pressure on the building for research and development 
requirements.  There are three bay doors which are only open minimally for loading and unloading.  

5.3.2.1.3 PERSONNEL USE 

Approximately fifteen to eighteen people occupy Building 1604.  Occupants typically work 8 hours a day, 
Monday through Friday with the building typically opening at 6:00 AM and locked at 6:00 PM.   The typical 
parameters for non-residential exposures are assumed to apply to the personnel working at this building (i.e., 
40 hours/week, 50 weeks/year exposure).

5.3.2.1.4 WORKPLACE CHEMICAL USE 

A chemical inventory was completed during the building survey and the chemicals found to be stored within 
the building are included with the building survey, included in Appendix F.   

The building contains offices and lab spaces, therefore frequent use of various chemical solvents and 
reagents is expected. As indicated in the chemical inventory, no chemical compounds contained within the 
TAL were stored and used within the building. 

5.3.2.2 DATA SUMMARY 

Four seasonal confirmation sampling events have been completed at Building 1604.  The SSSG and 
exterior soil gas analytical results from each of the sampling events were compared to the June 22, 2018, 
EGLE SSC, the March 2021 Nonresidential Time Sensitive Screening Levels (TSMSSL12), the 2025 SIC, 
and the 2025 derived SSSG OELs.  IA results are compared to the June 22, 2018, EGLE SSC, the 
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December 2020 Nonresidential Time Sensitive Screening Levels (TSRIASL12), and the Dow OELs.  The 
groundwater analytical results were compared to the EGLE SSC (GWIC, Buildings >50,000 ft2, with a 
basement).   

Seasonal confirmation sampling was initiated at Building 1604 because SSSG results from the first 
sampling event exceeded EGLE SSC.  Since completion of the seasonal confirmation sampling events, 
one IM event has been completed.  In most cases, IM events only include IA sampling, unless follow-up 
SSSG sampling is required.  However, due to initial potential trends identified in the SCS dataset, additional 
paired SSSG and IA samples were collected during the first IM event and therefore have been included in 
the SCS dataset for more complete data analyses. 

Summary statistics and screening comparison results are presented for groundwater on Table 5.3.2-1,
exterior soil gas and SSGS on Table 5.3.2-2, and IA and OA on Table 5.3.2-3.  Table 5.3.2-4 lists the 
sampling events completed to date. 

Table 5.3.2-4. Sampling Events for Building 1604 
Building 1604 

Initial Sampling Event Completed 

E1 October 2022 (Fall)

Seasonal Sampling Event Completed 

E2 May 2023 (Spring) 

E3 July 2023 (Summer) 

E4 January 2024 (Winter) 

Interim Monitoring Event Completed 

IM E1 August 2024 (Summer) 

Soil gas samples were collected from 15 indoor sub-slab and 6 exterior locations.  A groundwater sample 
was collected from one monitoring well during E1.  In accordance with the Campus Area Approach, results 
from E1 were analyzed to identify locations with analytes above SSC.  These locations were moved forward 
for further investigation and paired SSSG and IA sampling was performed in seasonal confirmation events.  
SSSG and IA samples were collected from 2 locations (1604-08 and 1604-13) during E2 through E4 and 
analyzed for chloroform and cumene.  CFC-12, ethylbenzene, and total xylenes were added to the TAL for 
Building 1604 for E4 to provide additional soil gas data to be analyzed and incorporated into the 
development of the IM plan.   

Upon completion of seasonal confirmation sampling, an IM plan was developed and presented to EGLE at 
the June 2024 CA Status Meeting.  SSSG and IA samples were collected from Locations 1604-08 and 
1604-13 during IM E1 and analyzed for CFC-12, chloroform, and cumene.  Further discussion of the IM 
Plan can be found detailed in Section 5.3.2.3. 

An OA sample near the main air intake was collected during E2 through IM E1.  The sampling locations are 
shown on Figure 5.3.2-2.  The analytical data is presented in Appendix G.  Field sampling forms are 
provided in Appendix H.   

5.3.2.2.1 SUMP WATER RESULTS SUMMARY  

Water samples were collected from the two sumps located in the basement at Building 1604.  The sample 
collected from North Sump had a chloroform concentration of 7.6 µg/L, which was greater than the EGLE 
SSC (GWIC, Buildings >50,000 ft2, with a basement) of 6.2 µg/L.  All other results were below the EGLE 
SSC.  Further assessment confirmed evidence of treated water being routed to the sump.  Chloroform is 
one of the trihalomethanes produced by chlorination of water supplies.  No further action is warranted 
regarding findings from the evaluation of the sump.      
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5.3.2.2.2 GROUNDWATER RESULTS SUMMARY  

A groundwater sample was collected from one monitoring well during E1 and all results were ND.    

5.3.2.2.3 SUB-SLAB AND EXTERIOR SOIL GAS RESULTS SUMMARY  

Analytical results were evaluated based on methodologies presented in the 2018 Revised Vapor Intrusion 
Work Plan.  The number of analytes detected above the soil gas EGLE SSC and the TSMSSL12, if available, 
are discussed below:  

 During the initial event (Fall 2022), 28 of the 65 analytes were detected in sub-slab and exterior soil 
gas. Chloroform and cumene were detected above the EGLE SSC in SSSG, but did not have 
results above the TSMSSL12.  Detected analytes in exterior soil gas did not exceed the EGLE 
SSC. 

 During the second event (Spring 2023), chloroform was detected at concentrations below the EGLE 
SSC and cumene was ND.   

 During the third event (Summer 2023), chloroform was detected at concentrations below the EGLE 
SSC and cumene was ND.  

 During the fourth event (Winter 2024), chloroform was detected at a concentration above the EGLE 
SSC and cumene was ND.   
 CFC-12, ethylbenzene and total xylenes were added to the TAL for Building 1604 for E4 to 

provide additional soil gas data to be analyzed and incorporated into the development of the 
IM plan.  CFC-12 was detected at concentrations below the EGLE SSC but ethylbenzene and 
total xylenes were ND. 

 All sample results were less than the 2025 SIC and derived SSSG OEL. 

Table 5.3.2-5 summarizes the results for analytes that have soil gas concentrations detected above an 
EGLE SSC and are therefore considered AOIs in the building.  For Building 1604, these include chloroform 
and cumene.  The table below also compares the soil gas concentrations to the 2025 SIC and the derived 
SSSG OEL values. 

Table 5.3.2-5.  Summary of Sub-Slab and Exterior Soil Gas Exceedances for Building 1604 

Analyte 
(Sampling Event) 

Detection 
Frequency 

Measured 
Range of 
Detects 
(µg/m3) 

% Detections > 
EGLE SSC 

EGLE SSC 
(µg/m3) 

2025 SIC 
(µg/m3)  

Derived 
SSSG 
OEL 

(µg/m3)  

Chloroform (1) 19% 10-220 5% 170 19,000 330,000 
Chloroform (2) 50% 90 0% 170 19,000 330,000 
Chloroform (3) 50% 140 0% 170 19,000 330,000 
Chloroform (4) 50% 180 50% 170 19,000 330,000 
Chloroform (IM1) 50% 180 50% 170 19,000 330,000 

Cumene (1) 14% 7.9-390 5% 380 42,000 8,200,000
Cumene (2) 0% <3.8 0% 380 42,000 8,200,000
Cumene (3) 0% <3.9 0% 380 42,000 8,200,000
Cumene (4) 0% <4.2 0% 380 42,000 8,200,000
Cumene (IM1) 0% <4.0 0% 380 42,000 8,200,000

BOLD indicates an EGLE SSC exceedance. 

Table 5.3.2-6 lists the analytes that were not detected at one or more locations but had reporting limits 
greater than the EGLE SSC for soil gas.  The reporting levels were elevated because the samples were 
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diluted due to the presence of other substances at high concentrations.  Analytes previously identified as 
an AOI in SSSG were excluded from this table.

Further analysis was conducted on each analyte in Table 5.3.2-6 to determine if the analyte is adequately 
characterized. An analyte is considered adequately characterized if the analyte detection frequency in all 
sample locations is low with detection limits below EGLE SSC in most samples. 

Table 5.3.2-6.  Soil Gas Non-Detections with Reporting Limit Exceedances for Building 1604

Analyte 
(Sampling Event)

% 
Detections

Max Reporting 
Limit of 

Non-detections 
(g/m3)

% Reporting 
Limits > 

EGLE SSC

EGLE 
SSC 

(g/m3)
Locations with 
RL> EGLE SSC

Condition 
Met?

1,1,2,2-Tetrachloroethane (1) 0% 71 5% 69 SS-15 Y 

1,1,2-Trichloroethane (1) 0% 56 14% 20 
SG-5, SS-14, 

SS-15 
Y 

1,2,4-Trichlorobenzene (1) 0% 300 10% 200 SS-14, SS-15 Y 

1,2-Dibromoethane (EDB) (1) 0% 79 29% 6.6 
SG-4, SG-5, 
SS-1, SS-9, 

SS-14, SS-15 
Y 

Hexachlorobutadiene (1) 0% 440 14% 180 
SG-5, SS-14, 

SS-15 
Y 

Based on this evaluation 1,1,2,2-tetrachloroethane, 1,1,2-TCA, 1,2,4-TCB, EDB, and HCBD have been 
adequately characterized and are not analytes of interest for VI.   

5.3.2.2.4 INDOOR AIR RESULTS SUMMARY

Since VI only potentially occurs if the analyte is present in both SSSG and IA, Table 5.3.2-7 summarizes 
the IA results for the analytes with SSSG exceedances.  The OA sample results are also provided to 
determine if the analyte concentrations reported in IA may have been influenced by OA contributions.   

Table 5.3.2-7.  Vapor Intrusion Evaluation for Building 1604 

Analyte 
(Sampling Event) 

IA Detection 
Frequency 

IA Measured 
Range 
(µg/m3) 

EGLE SSC 
(µg/m3) 

Dow OEL 
(µg/m3) 

OA Result 
(µg/m3) 

Chloroform (2) 50% 0.16 5.2 9,760 ND 
Chloroform (3) 100% 0.32 5.2 9,760 ND 
Chloroform (4) 100% 0.2-1.5 5.2 9,760 ND 
Chloroform (IM1) 100% 0.21-0.35 5.2 9,760 ND 

Cumene (2) 0% <1.3 11.4 246,000 ND 
Cumene (3) 0% <0.72 11.4 246,000 ND 
Cumene (4) 0% <0.8 11.4 246,000 ND 
Cumene (IM1) 0% <0.84 11.4 246,000 ND 

Figures 5.3.2-3 through 7 show the analytical results for IA during all sampling events.  While chloroform 
and cumene had SSSG exceedances of the EGLE SSC at Building 1604, IA results for those analytes were 
below the EGLE SSC during each of the four sampling events.  Additional analytes were included for 
analysis in E4 (CFC-12, ethylbenzene and total xylenes).  CFC-12 was also added for IM E1.  CFC-12 had 
concentrations ranging from 2.5 to 2.8 µg/m3, which is significantly less than the EGLE SSC.  Ethylbenzene 
and total xylenes were ND.  Therefore, no additional analytes of interest were identified for the building.  All 
results were less than the Dow OELs. 

5.3.2.2.5 OUTDOOR AIR RESULTS SUMMARY

Figures 5.3.2-3 through 7 show the analytical results for OA during all sampling events.   
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During the three seasonal confirmation and one IM sampling events, OA results for chloroform and cumene 
were ND with reporting limits for both analytes below the EGLE SSC.  Both ethylbenzene and total xylenes 
were ND in E4.  CFC-12 results in OA collected during E4 and IM E1 were 2.8 and 2.4 µg/m3, respectively. 

5.3.2.3 BUILDING SPECIFIC INTERIM MONITORING PLAN DEVELOPMENT 

The objective of the IM plan at each building is to establish a way to assess the continued status of the 
buildings as it relates to the potential for vapor intrusion.  Analytes of interest at Building 1604 are chloroform 
and cumene.  CFC-12 will also be monitored to help differentiate if VI is the source of chloroform or cumene 
in IA during future IM events.  Ethylbenzene and total xylenes, which were added to the TAL during E4, 
were not included in the IM analysis because all sample results in the SSSG were ND. 

5.3.2.3.1 MEASUREMENT CAPABILITY EVALUATION 

To evaluate the extent VI may be occurring and to analyze trends, it is important that analytical reporting 
limits that are routinely achievable be less than the EGLE SSC or other concentration of interest for 
applicable indicator analytes for that analyte.  Ideally there should be substantial margin to detect increasing 
trends in IA concentrations and implement corrective measures before vapor intrusion exceeds criteria. The 
ratio of EGLE SSC (or concentration of interest) to reporting limit in IA is a useful way to evaluate 
measurement capability. Ratios less than 1 indicate that the analyte cannot be reliably measured until it is 
above criteria. This circumstance would require evaluation of an alternative analyte with an appropriate 
decision point if feasible. Ratios above 1 indicate the analyte can be detected before exceeding criteria.  
The higher the ratio, the more margin is provided to detect increasing trends before criteria is exceeded.  
Table 5.3.2-8 evaluates the measurement capability ratios for the analytes of interest.

Table 5.3.2-8.  Measurement Capability Evaluation for Building 1604 

Compound

Criteria / 
Concentration of 
Interest (µg/m3)

Reporting Limit 
(µg/m3) Ratio Assessment*

Chloroform 5.2 0.26 20 Good 

Cumene 11.4 1.3 8.8 Good 
CFC-12 5.2 0.42 12 Good 
*Ratio < 1 inadequate, >1-3 marginal, >3-30 good, >30 excellent

The analysis indicates that measurement capability of chloroform, cumene, and CFC-12 are good.   

5.3.2.3.2 BUILDING 1604 INTERIM MONITORING PLAN 

Dow presented an IM plan for Building 1604 during the June 2024 Corrective Action Status Meeting.  Dow 
will continue to implement the IM plan at Building 1604 until a revised program or more permanent corrective 
action plan is developed for the site.  

IA will be monitored for chloroform, cumene, and CFC-12 at Locations 1604-08 and 1604-13 (Figure 5.3.2-
2).  Locations 1604-08 and 1604-13 were selected for monitoring because they were the only locations that 
had analyte concentrations that were greater than the EGLE SSC.  Chloroform and cumene were chosen 
as the analytes to sample during IM since those are the two analytes that had exceedances of EGLE SSC 
in soil gas.  CFC-12 was chosen as an analyte to sample during IM because it was detected above 1,000 
µg/m3 at five SSSG sampling locations and had detections at all of the sampling locations, so it can serve 
as an indicator if VI is actually occurring at this building.   

5.3.2.3.2.1 INTERIM MONITORING RESULTS 

The first interim monitoring sampling event was conducted in Summer 2024 and was consistent with the 
IM plan as presented above, except for the additional paired SSSG samples being collected.  The additional 
SSSG samples were collected during IM E1 to provide additional data to evaluate the proposed IM plan.  
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Therefore, results for IM E1 are presented and analyzed in Sections 5.3.2.2.3 and 5.3.2.2.4 with the SCS 
data.  The IM results were also presented in the October 2024 CA status call. 

5.3.2.4 COMPARISON OF SUB-SLAB SOIL GAS, INDOOR AIR, AND OUTDOOR AIR 
DATA SETS 

Chloroform was measured in soil gas above the EGLE SSC of 170 µg/m3 during E1, E4, and IM E1 at 
location 1604-13.  The detections of chloroform were all below the 2025 SIC and derived SSSG OEL.  All 
other sample locations in the building had chloroform concentrations that were ND or below EGLE SSC.  
IA samples had chloroform detections ranging from ND to 1.5 µg/m3, which is well below the EGLE SSC of 
5.2 µg/m3 and the Dow OEL of 9,760 µg/m3.  Chloroform in OA samples were ND with reporting limits that 
were below EGLE SSC. 

Cumene was measured in soil gas above the EGLE SSC of 380 µg/m3 during E1 at Location 1604-08 but 
was below the 2025 SIC and derived SSSG OEL.  All other sample locations in the building had cumene 
concentrations that were ND or below EGLE SSC.  Cumene in IA and OA samples were ND with reporting 
limits that were below EGLE SSC.  All results were less than the Dow OEL. 

5.3.2.5 ANALYTES OF INTEREST SUMMARY 

Figure 5-3 illustrates the process of evaluating vapor intrusion and determining the group designation and 
path forward for each building. Table 5.3.2-9 pairs the AOIs in Building 1604 with the descriptive summary 
of the relationships between the SSSG and IA results to help determine the group designation for the 
building as indicated in Section 5.3.2.7.    

Table 5.3.2-9.  Analytes of Interest Summary for Building 1604 

Description of Results Analytes 

SSSG and IA exceed EGLE SSC at the same 
location(s) 

Not Applicable 

SSSG and IA exceed EGLE SSC, but sample 
locations are not correlated 

Not Applicable 

SSSG exceed EGLE SSC, but IA is below EGLE SSC 
Chloroform 

Cumene 
SSSG exceed EGLE SSC, but have clear lines of 

evidence of significant workplace use 
Not Applicable 

IA exceed EGLE SSC, but SSSG is below EGLE SSC Not Applicable 
No exceedance of SSSG EGLE SSC and IA EGLE 

SSC 
All other analytes from TAL, not otherwise listed 

5.3.2.6 COMPARISON OF ATTENUATION FACTORS BY EVENT 

Building specific attenuation factors can be calculated and compared between events to evaluate temporal 
variability and determine the best estimate of a building specific attenuation factor.  However, building 
specific attenuations factors were not calculated for Building 1604 due to potential workplace use 
(chloroform), ND results (cumene), or the limited data set collected (CFC-12).   

Building 1604 contains a number of labs which use treated water in the performance of their work.  
Chloroform is one of the trihalomethanes produced by chlorination of water supplies which can be a source 
of indoor air concentrations of chloroform.  This potential workplace source of IA concentrations would yield 
building specific attenuation factors that are not representative of VI in Building 1604.   

Cumene was not evaluated because it was ND during E2 through IM E1 for all soil gas samples collected.  
The only detections of cumene in the SSSG occurred during E1, in which no IA samples were collected.   
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CFC-12 was not included in this analysis due to the limited data set for this analyte and because the IA 
concentrations during E4 and IM E1 appear to be heavily influenced by OA.

5.3.2.7 WEIGHT-OF-EVIDENCE SUMMARY 

Building 1604 was initially classified and is now confirmed as a VI Path Forward Group 2 building due to its 
potential for VI based on SSSG exceedances of EGLE SSC for chloroform and cumene.  After further 
investigation and evaluation, the following evidence supports the conclusion that VI is insignificant at Building 
1604: 

 Chloroform was measured in soil gas above the EGLE SSC of 170 µg/m3 at Location 1604-13 
during E1, E4, and IM E1.  Chloroform was below EGLE SSC at all other sample locations during 
the seasonal confirmation sampling events.  All results were less than the 2025 SIC and the derived 
SSSG OEL.  

 IA samples had chloroform detections ranging from ND to 1.5 µg/m3, which is well below the EGLE 
SSC of 5.2 µg/m3.  All results were less than the Dow OEL.   

 Cumene was measured in soil gas above the EGLE SSC of 380 µg/m3 during E1 at location 1604-
08.  Cumene was ND at Location 1604-08 during E2 through IM E1.  All other sample locations in 
the building had cumene concentrations that were ND or below EGLE SSC.  All results were less 
than the 2025 SIC and the derived SSSG OEL. 

 Cumene in IA and OA samples were ND during all three seasonal confirmation and one IM 
sampling events at reporting limits that were below EGLE SSC.  All results were less than the Dow 
OEL. 

Based on the evaluation of the four seasonal confirmation and one IM sampling events, the VI pathway 
appears to be insignificant for Building 1604.  Sufficient information exists to make a human exposure under 
control EI determination.  However, while currently there is no evidence of VI above EGLE SSC, periodic 
monitoring is warranted, and the building specific IM plan is discussed below.      

5.3.2.8 CSM AND INTERIM MONITORING PLAN REFINEMENT 

The following sections focus on the AOIs identified above through the results summary and any additional 
analytes of significance that could assist in refining the CSM for the building, or site, and provide information 
necessary to refine the current IM plan.  Additional analytes considered for inclusion in the evaluation are 
based on detections in the SSSG. 

Additional analytes screened for possible inclusion in further analysis include: 

1)  Analytes detected in SSSG at concentrations of 1,000 µg/m3 or greater in one or more sample   
locations.   

2)  PCE and TCE.    

Analytes detected above 1,000 µg/m3 may be useful in a building specific monitoring program even if not 
above risk criteria because they should be the simplest to interpret and provide the clearest signal of data 
trends.  The same data trends observed for these analytes are expected to apply to other similar analytes 
present at lower concentrations; and PCE and TCE have been identified as two of the primary risk drivers 
across the site.  If they have not been previously identified as an AOI in the building, these two analytes will 
be considered for additional analyses to better refine the building and site CSM if detected in the SSSG.
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For Building 1604, the only analytes detected in the SSSG at concentrations above the EGLE SSC were 
chloroform and cumene.  The only analytes that had detected concentrations >1,000 µg/m3 were ethanol 
and CFC-12.  Ethanol was detected at an estimated concentration of 3,800 µg/m3 at one location (1604-
06) during E1, which is significantly lower than the EGLE SSC of 630,000 µg/m3; therefore, does not warrant 
further evaluation.  CFC-12 was detected above 1,000 µg/m3 at five sampling locations and had detections 
at all of the sampling locations, so it can serve as an indicator if VI is actually occurring at this building.  
PCE and TCE were detected in SSSG at a limited number of locations and at concentrations significantly 
lower than the EGLE SSC; therefore, do not warrant further evaluation.   

The data evaluation for Building 1604 is discussed in the following sections for SSSG and IA.  When 
discussing findings in the following sections, it is typical that narrow ranges of variability are expressed as 
a percentage (e.g., relative percent difference).  However, when data exhibit a large range of variability it is 
generally more useful to express the range in orders of magnitude (i.e., factors of 10).  This can be 
expressed mathematically as the log of the ratio of maximum/minimum values. 

5.3.2.8.1 SUB-SLAB SOIL GAS DATA EVALUATION 

The SSSG evaluation consists of 4 different analyses:  

 Temporal Variability of SSSG 
 Spatial Variability of SSSG  
 Soil Gas Plume Estimation  
 Soil Gas Risk Evaluation 

5.3.2.8.1.1 TEMPORAL VARIABILITY OF SUB-SLAB SOIL GAS 

The temporal variability analysis is a comparison of the SSSG concentrations over five sampling events 
(four seasonal confirmation samples plus one additional SSSG sample collected during IM E1) at each 
individual location.  At Building 1604, a total of 23 SSSG samples were collected from the building. The 
SSSG concentrations exhibit less than one order of magnitude of temporal variability for chloroform and 
approximately two orders of magnitude for cumene.  For chloroform, SSSG concentrations vary from 90 to 
220 µg/m3 at location 1604-13 (RPD = 84%, log max/min = 0.39).  The other sample location (1604-08) for 
chloroform was ND, therefore a temporal variability analysis could not be performed.  For cumene, 
concentrations at location 1604-08 had detections that vary from ND to 390 µg/m3 (RPD of 198%, log 
max/min = 2.3).  The other sample location (1604-13) for cumene was ND, therefore a temporal variability 
analysis could not be performed.   

An evaluation of limited data points suggest an increase in SSSG concentrations in the fall (Figures 5.3.2-
8 and 5.3.2-9).  
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Figure 5.3.2-8.  Chloroform Concentrations by Sampling Event for Building 1604 
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Figure 5.3.2-9.  Cumene Concentrations by Sampling Event for Building 1604 

5.3.2.8.1.2 SPATIAL VARIABILITY OF SUB-SLAB SOIL GAS 

The spatial variability analysis is a comparison of SSSG concentrations across all the sampling locations 
during each individual seasonal confirmation event.  One additional SSSG sample collected during the first 
IM sampling event was also included in this analysis.  The SSSG results exhibit approximately two orders 
of magnitude of spatial variability.  The variability of the SSSG detections of chloroform across the fifteen 
sample locations during the first seasonal confirmation sampling event had an RPD of 197% (log max/min 
= 2.1).  Cumene exhibits similar spatial variability (RPD = 198%, log max/min = 2.3).  CFC-12 exhibits 
similar spatial variability (RPD = 198%, log max/min = 2.3).  CFC-12 was evaluated as a potential indicator 
analyte.  Spatial variability was not evaluated for E2 through IM E1 since only two locations were sampled. 

Chloroform concentrations in soil gas samples collected at Location 1604-13, located in the southeastern 
corner of the building, were above EGLE SSC.  All other sample locations in the building had chloroform 
concentrations that were below EGLE SSC during E1 (Figure 5.3.2-3).  Cumene had a concentration at 
1604-08 that was above EGLE SSC during E1 only.  Location 1604-08 is located in the central portion of 
the building.  The other sample locations had cumene concentrations that were ND (Figure 5.3.2-4) during 
all four seasonal confirmation and one IM sampling events.   

5.3.2.8.1.3 SOIL GAS PLUME COMPOSITION ESTIMATE 

Table 5.3.2-10 provides estimates of the SSSG plume composition for Building 1604 to help understand 
possible variability in the plume composition.  The following data is presented in the table: 
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 The overall result is the average of all data for chloroform, cumene, and CFC-12 at Locations 1604-
08 and 1604-13 through all four seasonal confirmation sampling events and one additional IM 
event; and,    

 The average concentrations for chloroform, cumene, and CFC-12 at the same locations during 
each event; 

 The average concentrations for the three analytes at each location through the five sampling 
events; and, 

 The ratios of cumene concentration to chloroform concentration and CFC-12 concentration to 
chloroform concentration.   

Vapor intrusion occurs primarily by advective flow through cracks and openings and is a function of crack 
length and width and pressure differential.  For SSSG, advective transport is not chemical specific and all 
chemicals are expected to exhibit the same behavior.   As a result, where VI is occurring, the relative ratio 
of compounds in IA should approximate the ratio measured in sub slab-soil gas.   

Table 5.3.2-10.  Soil Gas Plume Composition Estimate for Building 1604   

Chloroform Cumene CFC-12 
Cumene / 

Chloroform 
CFC-12 / 

Chloroform 

Overall 82 41 430 0.5  5.2  

Event 1 111 196 475 1.8 4.3 
Event 2 46 1.9 NST 0.04 -- 

Event 3 71 1.9 NST 0.03 -- 
Event 4 91 2.1 448 0.02 4.9 

IM Event 1 91 1.9 367 0.02 4.0 
Location 08 1.9 80 57 43 30 
Location 13 162 2.0 803 0.01 5.0 

Note: Units are in µg/m3

NST - No Sample Taken 

The plume composition in the area of interest is approximately 82 µg/m3 chloroform with a range over time 
and location of 1.9 to 162 µg/m3.  Cumene is 0.5x (range 0.01 - 43x) the concentration of chloroform.  Based 
on these relationships, if chloroform was detected in IA at the EGLE SSC of 5.2 µg/m3 due to VI, it would 
be expected that cumene would be measured at 2.6 µg/m3 (range 0.05 – 224 µg/m3) above OA 
concentrations.  CFC-12 is 5.2x (range 4.0 - 30x) the concentration of chloroform.  Based on these 
relationships, if chloroform was detected in IA at the EGLE SSC of 5.2 µg/m3 due to VI, it would be expected 
that CFC-12 would be measured at 27 µg/m3 (range 21 – 156 µg/m3) above OA concentrations.  This 
understanding of the plume composition will assist in the interpretation of IA data collected through interim 
monitoring. 

5.3.2.8.1.4 SOIL GAS RISK EVALUATION 

If VI is the primary source, analytes present in soil gas at higher concentrations would also be present in IA 
at higher concentrations.  However, these analytes may or may not represent the highest risk.  It is important 
to understand which analytes are the primary risk drivers at a building.  A building specific IM program 
would typically focus monitoring on the highest risk drivers at a building. This may not be practical in all 
cases due to differences in analytical detection capabilities, indoor sources, outdoor sources, or other 
issues. When an alternative to the primary risk driver is selected for monitoring, decision rules must be 
appropriately adjusted to address differences in risk.   

Relative risk of an analyte is best expressed by the ratio of soil gas concentrations to EGLE site specific 
soil gas criteria.  The higher the ratio the more potential risk the analyte represents.  Ratios less than 1 
indicate that the analyte is not above EGLE criteria and are unlikely to present a risk of IA concentrations 
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above EGLE criteria due to VI.  However, these analytes may still be useful to track in a monitoring program 
to help address issues as described above.  The table below provides these ratios in the area of interest 
for chloroform and cumene based on the composition data described in the previous section. 

Table 5.3.2-11.  Soil Gas Risk Evaluation for Building 1604

Chloroform Cumene 

Criteria (µg/m3) 170 380 

OVERALL 0.48 0.11 

Event 1 0.65 0.52 

Event 2 0.27 0.01 

Event 3 0.42 0.005 

Event 4  0.54 0.01 

IM Event 1 0.53 0.005 

Location 08 0.01 0.21 

Location 13 0.95 0.01 

RANGE 0.01-0.95 0.005-0.52 

The concentration of chloroform is approximately one-half the EGLE soil gas SSC with a range over time 
and location of 0.01x-0.95x.  Cumene is approximately 0.11 x EGLE soil gas criteria with a range over time 
and location of 0.005x-0.52x.  Chloroform is the primary risk driver for VI at Building 1604 with cumene 
being secondary; however, based on this evaluation, neither chloroform nor cumene are a significant risk 
driver for this building. 

5.3.2.8.2  INDOOR AIR RESULTS EVALUATION 

The IA evaluation consists of 2 different analyses:  

 Temporal Variability of IA 
 Spatial Variability of IA  

5.3.2.8.2.1 TEMPORAL VARIABILITY OF INDOOR AIR 

At Building 1604, a total of 8 IA samples were collected from the building.  The temporal variability analysis 
is a comparison of the IA concentrations over four sampling events (three seasonal confirmation samples 
plus one IA sample taken during IM E1) at each individual location (1604-08 and 1604-13).  The IA results 
exhibit approximately one order of magnitude of temporal variability.  Temporal variability for chloroform 
ranged from a RPD of 75% to 168%.  The maximum chloroform IA temporal variability occurred at location 
1604-08.  A temporal variability analysis was not performed for cumene because all IA samples were ND 
during the sampling events. 

No strong seasonal trend was observed for chloroform.  

5.3.2.8.2.2 SPATIAL VARIABILITY OF INDOOR AIR 

A spatial variability analysis was not performed due to the limited number of locations sampled.   

5.3.2.9 BUILDING 1604 INTERIM MONITORING PLAN UPDATE 

The results of the first IM sampling event conducted in Summer 2024 were incorporated into the detailed 
SCS Complete analysis to provide further evidence confirming the IM Plan for Building 1602 or to indicate 
whether, based on this analysis, the IM Plan should be adjusted.   
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Based on the analysis performed, no changes to the IM plan are necessary.  IA will be monitored for 
chloroform, cumene, and CFC-12 at Locations 1604-08 and 1604-13 (Figure 5.3.2-2).  Locations 1604-08 
and 1604-13 were selected for monitoring because they were the only locations that had analyte 
concentrations that were greater than the EGLE SSC.  Chloroform and cumene were chosen as the 
analytes to sample during IM since those are the two analytes that had exceedances of EGLE SSC in soil 
gas.  CFC-12 was chosen as an analyte to sample during IM because it was detected above 1,000 µg/m3

at five sampling locations and had detections at all of the sampling locations.  It can serve as an indicator 
if VI is actually occurring at this building.   

Dow will continue to implement the IM plan at Building 1604 until a revised program or more permanent 
corrective action plan is developed for the site. 

5.3.2.10 PATH FORWARD 

Semi-annual monitoring will occur in the summer and winter seasons for at least two years.  Semi-annual 
monitoring began in August 2024.  Results of the monitoring events and summary of additional actions as 
necessary will be reported in a monthly CA status call and reported in the annual CAIP 

5.3.3 BUILDING 1702 VI SEASONAL CONFIRMATION SAMPLING 
COMPLETE EVALUATION  

VI is an exposure pathway that results from the migration of volatilized chemicals from the subsurface to IA in 
overlying occupied buildings.  A source, migration route, and a human receptor must be present for the VI 
pathway to be complete.  The focus of the analyses presented in this section is the evaluation of the 
potential VI exposure pathway using the complete set of seasonal confirmation data collected for the 
building.  The CSM is illustrated in Figure 5.3.3-1.  

5.3.3.1 BUILDING SUMMARY 

Building 1702 was constructed between 1958 and 1965 (per aerial photography) and is located in the 
northern quadrant of the Midland Facility.  The building consists of office and laboratory space. The building 
has two floors at or above grade and a partial basement. The first floor has a footprint of approximately 
72,874 ft2.  The first floor of 1702 consists mostly of offices and laboratories and the second floor consists 
of offices and a conference room.   

The depth of the basement is approximately 14 feet below grade.  The foundation walls are made of poured 
concrete and the basement floor is concrete.  The basement area contains a mechanical/electrical room, 
laboratories, and offices.   

The ground cover outside of the building is concrete, grass and asphalt.  

5.3.3.1.1 POSSIBLE PREFERENTIAL PATHWAYS 

There are no sump pits in the building, however, there are floor drains and trench drains located in the slab-
on-grade concrete floor at numerous locations throughout the building.  The building survey completed 
before the initial sampling event can be found in Appendix F.  During the survey, no PID detections were 
observed in the ambient air throughout the building nor were detections observed in any drain features.   

5.3.3.1.2 BUILDING VENTILATION 

The building is heated via hot air circulation and cooled via central air conditioning. The outdoor intakes are 
located on the east side of the building.   
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5.3.3.1.3 PERSONNEL USE 

Approximately eighty-five people occupy Building 1702.  Occupants typically work 8 hours a day, Monday 
through Friday with the building typically opened at 6:00 AM and locked at 6:00 PM.   The typical parameters 
for non-residential exposures are assumed to apply to the personnel working at this building (i.e., 40 
hours/week, 50 weeks/year exposure).

5.3.3.1.4 WORKPLACE CHEMICAL USE 

A chemical inventory was completed during the building survey and the chemicals found to be stored within 
the building are included with the building survey, included in Appendix F.   

The building contains a number of office and lab spaces, therefore frequent use of various chemical 
solvents and reagents is expected. As indicated in the chemical inventory, chemical compounds contained 
within the TAL were stored within the building including 2-propanol, toluene, acetone, benzene, 
ethylbenzene, xylenes, cumene, ethanol, and heptane. 

5.3.3.2 BUILDING 1702 PRELIMINARY ASSESSMENT 

Building 1702 was investigated in 2021 as due diligence for a potential future construction project.  Half of 
the first-floor footprint of Building 1702 is underlain by a basement, so 15 SSSG samples were collected 
from the half of the building that is not over the basement.  In addition, across the area spanning the two 
buildings, five exterior soil gas samples were collected, together with seven soil samples and groundwater 
samples from six locations. These samples were collected, analyzed, and assessed consistent with the 
Dow VI program methodology.  

Tables 5.3.3-1, 5.3.3-2, and 5.3.3-3 present the preliminary groundwater, SSSG, and soil results for 
Buildings 1702 and 1707.  All groundwater results for 1702 were less than the EGLE SSC (GWIC for 
buildings greater than 50,000 ft2).   Soil from sample Location 9793, located between Buildings 1702 and 
1707, exceeded soil EGLE SSC (nonresidential VIAC 12-hour work-day exposure, > 50,000 ft2 with a 
basement) for PCE. Two SSSG samples collected from 1702 (1702-05 and 1702-08) were above the EGLE 
SSC for TCE, and one was above the TSMSSL12. Five SSSG samples (1702-04, 1702-05, 1702-06, 1702-
08, and 1702-10) had PCE concentrations above the EGLE SSC and TSMSSL12.  These initial sampling 
analytical results were submitted in the quarterly Environmental Monitoring Report.  

5.3.3.3 DATA SUMMARY 

Four seasonal confirmation sampling events have been completed at Building 1702.  The SSSG analytical 
results from each of the sampling events were compared to the June 22, 2018, EGLE SSC, the March 2021 
Nonresidential Time Sensitive Screening Levels (TSMSSL12), the 2025 SIC, and the 2025 derived SSSG 
OELs.  IA results are compared to the June 22, 2018, EGLE SSC, the December 2020 Nonresidential Time 
Sensitive Screening Levels (TSRIASL12), and the Dow OELs.  Seasonal confirmation sampling was initiated 
at Building 1702 because the concentrations of PCE and TCE found during the preliminary assessment 
event (E1) exceeded EGLE SSC.  Since completion of the seasonal confirmation sampling events, one IM 
event has been completed.  In most cases, IM events only include IA sampling, unless follow-up SSSG 
sampling is required.  However, due to initial potential trends identified in the SCS dataset, additional paired 
SSSG and IA samples were collected during the first IM event and therefore have been included in the SCS 
dataset for more complete data analyses.  

Summary statistics and screening comparison results are presented for SSSG on Table 5.3.3-4 and IA and 
OA on Table 5.3.3-5.  Table 5.3.3-6 lists the sampling events completed to date. 
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Table 5.3.3-6. Sampling Events for Building 1702 
Building 1702 

Initial Sampling Event Completed 

E1* December 2021 (Winter)

Seasonal Sampling Event Completed 

E2 May 2023 (Spring) 

E3 June 2023 (Summer) 

E4 January 2024 (Winter) 

Interim Monitoring Event Completed 

IM E1 August 2024 (Summer) 
*Preliminary assessment for a potential construction project. 

Soil gas samples were collected from 15 indoor sub-slab and 5 exterior soil gas locations during E1.  In 
accordance with the Campus Area Approach, results from E1 were analyzed to identify locations with 
analytes above SSC.  These locations were moved forward for further investigation and paired SSSG and 
IA sampling was performed in seasonal confirmation events.  SSSG and IA samples were collected from 5 
locations (1702-04, 1702-05, 1702-06, 1702-08, and 1702-10) during E2 through E4 and analyzed for PCE, 
TCE, and total xylenes.  Ethylbenzene was added to the TAL for Building 1702 for E4 to provide additional 
soil gas data to be analyzed and incorporated into the development of the IM plan.  

Upon completion of seasonal confirmation sampling, an IM plan was developed and presented to EGLE at 
the June 2024 CA Status Meeting.  SSSG and IA samples were collected from Locations 1702-05, 1702-
08, and 1702-10 during IM E1 and analyzed for PCE, TCE, ethylbenzene, and total xylenes.  Further 
discussion regarding the development of the IM Plan can be found in Section 5.3.3.4. 

An OA sample near the main air intake was collected during E2 through IM E1.  The sampling locations are 
shown on Figure 5.3.3-2.  The analytical data is presented in Appendix G.  Field sampling forms are 
provided in Appendix H.   

5.3.3.3.1 GROUNDWATER RESULTS SUMMARY  

Groundwater samples were collected from five locations near Building 1702 and all results are less than 
the EGLE SSC (GWIC for buildings greater than 50,000 ft2) (Table 5.3.3-1) 

5.3.3.3.2 SUB-SLAB SOIL GAS RESULTS SUMMARY  

Analytical results were evaluated based on methodologies presented in the 2018 Revised Vapor Intrusion 
Work Plan.  The number of analytes detected above the SSSG EGLE SSC and the TSMSSL12, if available, 
are discussed below:  

 During the second event (Spring 2023), PCE and TCE were both detected at concentrations that 
exceeded the EGLE SSC.  PCE also exceeded the TSMSSL12. 

 During the third event (Summer 2023), total xylenes, PCE, and TCE were detected. PCE and TCE 
both exceeded the EGLE SSC and PCE exceeded the TSMSSL12. 

 During the fourth event (Winter 2024), PCE and TCE were both detected at concentrations that 
exceeded the EGLE SSC.  PCE exceeded the TSMSSL12. 

 All results were less than the 2025 SIC and derived SSSG OEL. 

Table 5.3.3-7 summarizes the results for analytes that have SSSG concentrations detected above an EGLE 
SSC and are therefore considered AOIs in the building.  For Building 1702, these include PCE and TCE.   



The Dow Chemical Company 2024 Corrective Action Implementation Summary Report 
and 2025 Work Plan 

Midland Plant 5-68

AECOM January 2025 

The table below also compares the SSSG concentrations to the 2025 SIC and the derived SSSG OEL 
values. 

        Table 5.3.3-7.  Summary of Sub-Slab Soil Gas Exceedances for Building 1702 

Analyte 
(Sampling Event) 

Detection 
Frequency 

Measured 
Range of 
Detects 
(µg/m3) 

% Detections 
> EGLE SSC 

EGLE 
SSC 

(µg/m3) 

2025 
SIC 

(µg/m3)  

Derived 
SSSG 
OEL 

(µg/m3)  

Tetrachloroethene (1) 100% 63.9-10,000 29% 2,700 304,000 2,260.000
Tetrachloroethene (2) 100% 2,600-5,300 80% 2,700 304,000 2,260,000
Tetrachloroethene (3) 100% 2,400-4,800 80% 2,700 304,000 2,260,000
Tetrachloroethene (4) 100% 3,500-4,400 100% 2,700 304,000 2,260,000
Tetrachloroethene (IM1) 100% 2,900-6,100 100% 2,700 304,000 2,260,000

Trichloroethene (1) 82% 2.2-405 12% 130 15,000 895,000 
Trichloroethene (2) 80% 37-250 40% 130 15,000 895,000 
Trichloroethene (3) 100% 9.1-240 40% 130 15,000 895,000 
Trichloroethene (4) 80% 23-240 40% 130 15,000 895,000 
Trichloroethene (IM1) 100% 43-290 67% 130 15,000 895,000 

BOLD indicates an EGLE SSC exceedance.

Analytes that were not detected all had reporting limits less than the EGLE SSC for SSSG.   

5.3.3.3.3 INDOOR AIR RESULTS SUMMARY

Since VI only potentially occurs if the analyte is present in both SSSG and IA, Table 5.3.3-8 summarizes 
the IA results for the analytes with SSSG exceedances.  The OA sample results are also provided to 
determine if the analyte concentrations reported in IA may have been influenced by OA contributions.   

Table 5.3.3-8.  Vapor Intrusion Evaluation for Building 1702 

Analyte 
(Sampling Event) 

IA Detection 
Frequency 

IA Measured 
Range 
(µg/m3) 

EGLE SSC 
(µg/m3) 

Dow OEL 
(µg/m3) 

OA Result 
(µg/m3) 

Tetrachloroethene (2) 80% 0.19-0.34 82 67,800 ND 
Tetrachloroethene (3) 40% 0.24-0.28 82 67,800 ND 
Tetrachloroethene (4) 40% 0.33 82 67,800 ND 
Tetrachloroethene (IM1) 100% 0.23-0.40 82 67,800 ND 

Trichloroethene (2) 0% <0.15 4 26,850 ND 
Trichloroethene (3) 40% 0.03 J-0.066 J 4 26,850 ND 
Trichloroethene (4) 0% <0.16 4 26,850 ND 
Trichloroethene (IM1) 0% <0.18 4 26,850 ND 

Figures 5.3.3-3 through 6 show the analytical results for IA during all sampling events.  Indoor air was not 
sampled during the preliminary assessment (E1).  IA results for all analytes were below the EGLE SSC and 
Dow OELs.  While PCE and TCE had SSSG exceedances of the EGLE SSC at Building 1702, IA results 
for those analytes were below the EGLE SSC during the four sampling events. While total xylenes were 
detected at low concentrations in IA, all results were less than the EGLE SSC.  IA results for the additional 
analyte analyzed in E4 and IM E1 (ethylbenzene) was also below the EGLE SSC.  Therefore, no additional 
analytes of interest were identified for the building. 

5.3.3.3.4 OUTDOOR AIR RESULTS SUMMARY

Figures 5.3.3-3 through 6 show the analytical results for OA during all sampling events.  Outdoor air was 
not sampled during the preliminary assessment (E1).   During the three seasonal confirmation and one IM 
sampling events, OA results for PCE and TCE were ND.  Total xylenes were detected at low concentrations 
below the EGLE SSC.  The reporting limits for both analytes were below the EGLE SSC. 
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5.3.3.4 BUILDING SPECIFIC INTERIM MONITORING PLAN DEVELOPMENT 

The objective of the IM plan at each building is to establish a way to assess the continued status of the 
building as it relates to the potential for vapor intrusion.  Analytes of interest at Building 1702 are PCE and 
TCE.  Total xylenes may also be monitored to help differentiate if VI is the source of PCE or TCE in IA 
during future IM events.  Ethylbenzene, which was added to the TAL during E4, was not included in the IM 
analysis because all of the SSSG sample results during E4 and IM E1 were ND. 

5.3.3.4.1 MEASUREMENT CAPABILITY EVALUATION 

To evaluate the extent VI may be occurring and to analyze trends, it is important that analytical reporting 
limits that are routinely achievable be less than the EGLE SSC or other concentration of interest for 
applicable indicator analytes for that analyte.  Ideally there should be substantial margin to detect increasing 
trends in IA concentrations and implement corrective measures before vapor intrusion exceeds criteria. The 
ratio of EGLE SSC (or concentration of interest) to reporting limit in IA is a useful way to evaluate 
measurement capability. Ratios less than 1 indicate that the analyte cannot be reliably measured until it is 
above criteria. This circumstance would require evaluation of an alternative analyte with an appropriate 
decision point if feasible. Ratios above 1 indicate the analyte can be detected before exceeding criteria.  
The higher the ratio, the more margin is provided to detect increasing trends before criteria is exceeded.  
Table 5.3.3-9 evaluates the measurement capability ratios for the analytes of interest. 

Table 5.3.3-9.  Measurement Capability Evaluation for Building 1702 

Compound 

Criteria / 
Concentration of 

Interest 
(µg/m3) 

Reporting Limit 
(µg/m3) Ratio Assessment* 

PCE 82 0.23 357 Excellent 

TCE 4 0.18 22 Good 

Xylenes** 3.3 (0.25 - 23) 0.45 7.3 (0.56 - 51) Good 
*Ratio < 1 inadequate, >1-3 marginal, >3-30 good, >30 excellent 
** Total of results of m,p-xylene and o-xylene

The analysis indicates that the measurement capability of PCE is excellent and TCE and xylenes are good.   

5.3.3.4.2 BUILDING 1702 INTERIM MONITORING PLAN 

Dow presented an IM plan for Building 1702 during the June 2024 Corrective Action Status Meeting.  Dow 
will continue to implement the IM plan at Building 1702 until a revised program or more permanent corrective 
action plan is developed for the site.  

IA will be monitored for PCE, TCE, ethylbenzene, and xylenes at Locations 1702-05, 1702-08, and 1702-
10 (Figure 5.3.3-2).  Locations 1702-05, 1702-08, and 1702-10 were selected for monitoring because they 
had the highest concentrations of PCE and TCE in soil gas and had limited temporal variability during all 
five sampling events.  PCE and TCE were chosen as analytes to sample during interim monitoring since 
those are the two analytes that had consistent exceedances of EGLE SSC in soil gas.  Xylene 
concentrations were >1,000 µg/m3 at 6 of the 15 sampling locations during E1.  At Location 1702-08, the 
concentration of xylenes was >1,000 ug/m3, while the concentrations of PCE and TCE both exceeded the 
EGLE SSC in soil gas.  Xylenes may serve as an indicator if VI is actually occurring at this building. 

5.3.3.4.2.1 INTERIM MONITORING RESULTS 

The first IM sampling event was conducted in Summer 2024 and was consistent with the IM plan as 
presented above, except for the additional paired SSSG samples being collected.  The additional SSSG 
samples were collected during IM E1 to provide additional data to evaluate the proposed IM plan.  
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Therefore, results for IM E1 are presented and analyzed in Sections 5.3.3.3.2 and 5.3.3.3.3 with the SCS 
data.  The IM results were also presented in the October 2024 CA status call. 

5.3.3.5 COMPARISON OF SUB-SLAB SOIL GAS, INDOOR AIR, AND OUTDOOR AIR 
DATA SETS 

PCE was measured in soil gas above the EGLE SSC of 2,700 µg/m3 during all five sampling events at 
Locations 1702-05 and 1702-10.  PCE was above EGLE SSC at Location 1702-08 during E1, E4, and IM 
E1 and at Locations 1702-04 and 1702-06 during E1-E4.  The detections of PCE were all below the 2025 
SIC and derived SSSG OEL.  All other sample locations in the building had PCE concentrations that were 
below the EGLE SSC.  IA samples had PCE detections ranging from 0.19 to 0.40 µg/m3, which is well below 
the EGLE SSC of 82 µg/m3.  PCE in OA samples were ND with reporting limits that were below EGLE SSC.   

TCE was measured in soil gas above the EGLE SSC of 130 µg/m3 during all five sampling events at 
Locations 1702-05 and 1702-08.  The detections of TCE were all below the 2025 SIC and derived SSSG 
OEL.  All other sample locations in the building had TCE concentrations that were ND or below EGLE SSC.  
IA samples had TCE detections ranging from ND to 0.066 µg/m3, which is well below the EGLE SSC of 4 
µg/m3.  TCE in OA samples were ND with reporting limits that were below EGLE SSC.     

5.3.3.6 ANALYTES OF INTEREST SUMMARY 

Figure 5-3 illustrates the process of evaluating vapor intrusion and determining the group designation and 
path forward for each building.  Table 5.3.3-10 pairs the analytes of interest in Building 1702 with the 
descriptive summary of the relationships between the SSSG and IA results to help determine the group 
designation for the building as indicated in Section 5.3.3.8.    

Table 5.3.3-10.  Analytes of Interest Summary for Building 1702 

Description of Results Analytes 

SSSG and IA exceed EGLE SSC at the same 
location(s) 

Not Applicable 

SSSG and IA exceed EGLE SSC, but sample 
locations are not correlated 

Not Applicable 

SSSG exceed EGLE SSC, but IA is below EGLE SSC 
PCE 
TCE 

SSSG exceed EGLE SSC, but have clear lines of 
evidence of significant workplace use 

Not Applicable 

IA exceed EGLE SSC, but SSSG is below EGLE SSC Not Applicable 
No exceedance of SSSG EGLE SSC and IA EGLE 

SSC 
All other analytes from TAL, not otherwise listed 

5.3.3.7 COMPARISON OF ATTENUATION FACTORS BY EVENT 

Building specific attenuation factors were calculated and compared between events to evaluate temporal 
variability and determine the best estimate of a building specific attenuation factor.  To be as conservative 
as possible, the maximum values for IA and soil gas were used in calculating the attenuation factor for each 
event.  PCE and TCE were selected for evaluation because they had soil gas exceedances of the EGLE 
SSC, are the primary risk drivers, and there is no current evidence of workplace use of these analytes at 
Building 1702.  The IA maximum concentrations were corrected for the contribution of OA to IA for each 
event. The calculated event-specific attenuation factors are shown in Tables 5.3.3-11 and 5.3.3-12.  
Ethylbenzene was not included in these calculations due to its limited data set, since it was only evaluated 
in E4 and IM E1.  Total xylenes were not included in these calculations due to predominately ND results. 
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Table 5.3.3-11.  Comparison of Building Specific Attenuation Factors for PCE by Event for 
Building 1702 

E2 
(Spring) 

E3 
(Summer) 

E4 
(Winter) 

IM E1 
(Summer) 

Maximum Values 

PCE in Sub-Slab Soil Gas (µg/m3) 5,300 4,800 4,400 6,100 

PCE in Outdoor Air (µg/m3) ND ND ND ND 

PCE in Indoor Air (µg/m3) 0.34 0.28 0.33 0.40 

PCE in Indoor Air (µg/m3) Corrected for 
Outdoor Air Contribution 0.34 0.28 0.33 0.40 

Attenuation Factor  6.4E-05 5.8E-05 7.5E-05 6.6E-05 

Table 5.3.3-12.  Comparison of Building Specific Attenuation Factors for TCE by Event for Building 
1702 

E2 
(Spring) 

E3 
(Summer) 

E4 
(Winter) 

IM E1 
(Summer) 

Maximum Values 

TCE in Sub-Slab Soil Gas (µg/m3) 250 240 240 290 

TCE in Outdoor Air (µg/m3) ND ND ND ND 

TCE in Indoor Air (µg/m3) <0.15* 0.066 <0.16* <0.18* 

TCE in Indoor Air (µg/m3) Corrected for 
Outdoor Air Contribution 0.15 0.066 0.16 0.18 

Attenuation Factor  6.0E-04 2.8E-04 6.7E-04 6.2E-04 

* Result was ND.  Value used in calculation is the 
maximum reporting limit. 

These calculated attenuation factors serve as the best estimates of attenuation at this building.  The results 
can vary from day to day due to differences in atmospheric conditions and building ventilation. The calculation 
of building specific attenuation factors can vary between analytes due to the presence of indoor sources.  
As shown in Tables 5.3.3-11 and 5.3.3-12, the attenuation factors calculated for PCE and TCE exhibit 
limited temporal variability between the sampling events evaluated.  Also, the attenuation factors for PCE 
and TCE are reasonably consistent with each other between sampling events.  Overall, the most 
conservative estimate of a building specific attenuation factor for Building 1702 is 6.7E-04 based on TCE 
during E4.  

5.3.3.8 WEIGHT-OF-EVIDENCE SUMMARY 

Building 1702 was initially classified and is now confirmed as a VI Path Forward Group 2 building due to its 
potential for VI based on SSSG exceedances of EGLE SSC for PCE and TCE.  After further investigation 
and evaluation, the following evidence supports the conclusion that VI is insignificant at Building 1702: 

 PCE was measured in soil gas above the EGLE SSC of 2,700 µg/m3 at Locations 1702-04, 1702-
05, 1702-06 and 1702-10.  PCE was above EGLE SSC at Location 1702-08 during E1, E4, and IM 
E1.  All other sample locations in the building had PCE concentrations that were below EGLE SSC. 

 IA samples had PCE detections ranging from 0.19 to 0.40 µg/m3, which is well below the EGLE 
SSC of 82 µg/m3.  

 TCE was measured in soil gas above the EGLE SSC of 130 µg/m3 during all five sampling events 
at Locations 1702-05 and 1702-08.  All other sample locations in the building had TCE 
concentrations that were ND or below EGLE SSC.    

 IA samples had TCE detections ranging from ND to 0.066 µg/m3, which is well below the EGLE 
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SSC of 4 µg/m3. 

 All SSSG and IA results were less than the 2025 SIC, derived SSSG OELs, and the Dow OELs. 

Based on the evaluation of the four seasonal confirmation sampling events, the VI pathway appears to be 
insignificant for Building 1702.  Sufficient information exists to make a human exposure under control EI 
determination.  However, while currently there is no there is no evidence of VI above EGLE SSC, periodic 
monitoring is warranted, and the building specific IM plan is discussed below.      

5.3.3.9 CSM AND INTERIM MONITORING PLAN REFINEMENT 

The following sections focus on the AOIs identified above through the results summary and any additional 
analytes of significance that could assist in refining the CSM for the building, or site, and provide information 
necessary to refine the current IM plan.  Additional analytes considered for inclusion in the evaluation are 
based on detections in the SSSG. 

Additional analytes screened for possible inclusion in further analysis include: 

1)  Analytes detected in SSSG at concentrations of 1,000 µg/m3 or greater in one or more sample 
locations are considered for further evaluation.  

2)  PCE and TCE.    

Analytes detected above 1,000 µg/m3 may be useful in a building specific monitoring program even if not 
above risk criteria because they should be the simplest to interpret and provide the clearest signal of data 
trends.  The same data trends observed for these analytes are expected to apply to other similar analytes 
present at lower concentrations. PCE and TCE have been identified as two of the primary risk drivers across 
the site.  If they have not been previously identified as an AOI in the building, these two analytes will be 
considered for additional analyses to better refine the building and site CSM if detected in the SSSG.

For Building 1702, the only analytes detected in the SSSG at concentrations above the EGLE SSC were 
PCE and TCE.  The analytes that had detected concentrations >1,000 µg/m3 were PCE, TCE, acetone, 
ethanol, and xylenes.  Acetone and ethanol are used within the building, therefore would not be suitable 
analytes to use as indicators to parse out workplace chemical use.  Xylenes were >1,000 µg/m3 at 6 of the 
15 sampling locations during E1.  Xylenes were >1,000 ug/m3 at location 1702-08, which also had 
concentrations of PCE and TCE above EGLE SSC.  Xylenes could serve as an indicator if VI is occurring 
at this building.   

The data evaluation for Building 1702 is discussed in the following sections for SSSG and IA.  When 
discussing findings in the following sections, it is typical that narrow ranges of variability are expressed as 
a percentage (e.g., relative percent difference).  However, when data exhibit a large range of variability it is 
generally more useful to express the range in orders of magnitude (i.e., factors of 10).  This can be 
expressed mathematically as the log of the ratio of maximum/minimum values. 

5.3.3.9.1 SUB-SLAB SOIL GAS DATA EVALUATION 

The SSSG evaluation consists of 4 different analyses:  

 Temporal Variability of SSSG 
 Spatial Variability of SSSG  
 Soil Gas Plume Estimation  
 Soil Gas Risk Evaluation 
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5.3.3.9.1.1 TEMPORAL VARIABILITY OF SUB-SLAB SOIL GAS 

The temporal variability analysis is a comparison of SSSG concentrations over the five sampling events 
(four seasonal confirmation samples plus one additional SSSG sample taken during IM E1) at each 
individual location.   At Building 1702, a total of 33 SSSG samples were collected from the building. In 
general, the SSSG concentrations exhibit less than one order of magnitude of temporal variability.  For 
PCE, SSSG concentrations vary from 3,700 to 10,000 µg/m3 at Location 1702-05 (RPD = 92%, log max/min 
= 0.43).  All other sample locations for PCE exhibit less variability, ranging from a RPD of 10% to 54%.  For 
TCE, concentrations at location 1702-10 had detections that vary from 23 to 43 µg/m3 (RPD of 61%, log 
max/min = 0.27).  Other locations that had detections of TCE exhibited less variability ranging from an RPD 
of 4% to 51%.   

No seasonal trends were observed for PCE or TCE (Figures 5.3.3-7 and 5.3.3-8).   

Figure 5.3.3-7.  PCE Concentrations by Sampling Event for Building 1702 
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Figure 5.3.3-8.  TCE Concentrations by Sampling Event for Building 1702 

5.3.3.9.1.2 SPATIAL VARIABILITY OF SUB-SLAB SOIL GAS 

The spatial variability analysis is a comparison of SSSG concentrations across all the sampling locations 
during each individual seasonal confirmation event.  One additional SSSG sampled collected during the 
first IM sampling event was also included in this analysis.  The SSSG results exhibit approximately two to 
three orders of magnitude of spatial variability.  The variability of the SSSG detections of PCE across the 
fifteen sample locations during the first seasonal confirmation sampling event had an RPD of 197% (log 
max/min = 2.2).  TCE exhibits similar spatial variability (RPD = 200%, log max/min = 2.9).  Xylenes also 
exhibit similar spatial variability (RPD = 200%, log max/min = 2.9).  Spatial variability was not evaluated for 
E2 through IM E1 since only five locations were sampled during E2 through E4 and three were sampled 
during IM E1.  

PCE concentrations in soil gas samples collected at locations 1702-04, 1702-05, 1702-06, 1702-08, and 
1702-10, located in the north central portion of the building, were above EGLE SSC/TSMSSL12.  All other 
sample locations in the building had PCE concentrations that were below EGLE SSC (Figure 5.3.3-3).  The 
TCE concentrations at 1702-05 and 1702-08, also located in the north central portion of the building, were 
above EGLE SSC and/or TSMSSL12.  The other sample locations had TCE concentrations that were well 
below EGLE SSC (Figure 5.3.3-4).  While there were no EGLE SSC exceedances for xylenes, one of the 
highest xylenes concentrations found in the building was at Location 1702-08, which is located in the area 
of interest for PCE and TCE (Figure 5.3.3-5).  The data suggests that in general, the highest concentrations 
of the analytes of interest are located in the north central portion of the building.   
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5.3.3.9.1.3 SOIL GAS PLUME COMPOSITION ESTIMATE 

Table 5.3.3-13 provides estimates of the SSSG plume composition for Building 1702 to help understand 
possible variability in the plume composition.  The following data is presented in the table: 

 The overall result is the average of all data for PCE, TCE, and xylenes at Locations 1702-04, 1702-
05, 1702-08, and 1702-10 through all four seasonal confirmation and one IM sampling events;  

 The average concentrations for PCE, TCE, and xylenes at the same locations during each sampling 
event; 

 The average concentrations for the three analytes at each location through the five sampling 
events; and, 

 The ratios of xylenes concentration to PCE concentration and PCE concentration to TCE 
concentration.   

Vapor intrusion occurs primarily by advective flow through cracks and openings and is a function of crack 
length and width and pressure differential.  For SSSG, advective transport is not chemical specific and all 
chemicals are expected to exhibit the same behavior.   As a result, where VI is occurring, the relative ratio 
of compounds in IA should approximate the ratio measured in sub-slab soil gas.  As TCE is a daughter 
product of PCE, the ratios may naturally shift to be more predominantly TCE over time. 

Table 5.3.3-13.  Soil Gas Plume Composition Estimate for Building 1702   

PCE TCE Xylenes 
Xylenes / 

PCE PCE / TCE 

Overall 4337 140 174 0.04 31 

Event 1 5062 136 812 0.16 37 
Event 2 4375 132 16 0.004 33 

Event 3 3875 130 13 0.003 30 
Event 4 3875 132 13 0.003 29 

IM Event 1 4500 171 17 0.004 26 
Location 04 4238 71 14 0.003 60 
Location 05 5360 285 18 0.003 19 

Location 08 2840 164 792 0.28 17 
Location 10 5024 33 32 0.006 152 

The plume composition in the area of interest is approximately 4,337 µg/m3 PCE with a range over time 
and location of 2,840 to 5,360 µg/m3.  Xylenes are 0.04x (range 0.003 – 0.28x) the concentration of PCE.  
Based on these relationships, if PCE was detected in IA at the EGLE SSC of 82 µg/m3 due to VI, it would 
be expected that xylenes would be measured at 3.3 µg/m3 (range 0.25 – 23 µg/m3) above OA 
concentrations.  PCE is 31x (range 17 – 152x) the concentration of TCE.  Based on these relationships if 
TCE was detected in IA at the EGLE SSC of 4 µg/m3 due to VI, it would be expected that PCE would be 
measured at 124 µg/m3 (range 68 - 608 µg/m3) above OA concentrations.   This understanding of the plume 
composition will assist in the interpretation of IA data collected through interim monitoring. 

5.3.3.9.1.4 SOIL GAS RISK EVALUATION 

If VI is the primary source, analytes present in soil gas at higher concentrations would also be present in IA 
at higher concentrations.  However, these analytes may or may not represent the highest risk.  It is important 
to understand which analytes are the primary risk drivers at a building.  A building specific IM program 
would typically focus monitoring on the highest risk drivers at a building. This may not be practical in all 
cases due to differences in analytical detection capabilities, indoor sources, outdoor sources, or other 
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issues. When an alternative to the primary risk driver is selected for monitoring, decision rules must be 
appropriately adjusted to address differences in risk.   

Relative risk of an analyte is best expressed by the ratio of soil gas concentrations to EGLE site specific 
soil gas criteria.  The higher the ratio the more potential risk the analyte represents.  Ratios less than 1 
indicate that the analyte is not above EGLE criteria and are unlikely to present a risk of IA concentrations 
above EGLE criteria due to VI.  However, these analytes may still be useful to track in a monitoring program 
to help address issues as described above.  The table below provides these ratios in the area of interest 
for PCE and TCE based on the composition data described in the previous section. 

Table 5.3.3-14.  Soil Gas Risk Evaluation for Building 1702

PCE TCE 

Criteria (µg/m3) 2,700 130 

OVERALL 1.6 1.1 

Event 1 1.9 1.0 

Event 2 1.6 1.0 

Event 3 1.4 1.0 

Event 4  1.4 1.0 

IM Event 1 1.7 1.3 

Location 04 1.6 0.5 

Location 05 2.0 2.2 

Location 08 1.1 1.3 

Location 10 1.9 0.3 

RANGE 1.1 - 2.0 0.3 - 2.2 

The concentration of PCE in soil gas is approximately 1.6 x EGLE soil gas SSC with a range over time and 
location of 1.1x-2.0x.  PCE is the primary risk driver for VI at Building 1702 with TCE being secondary.   

5.3.3.9.2  INDOOR AIR RESULTS EVALUATION 

The IA evaluation consists of 2 different analyses:  

 Temporal Variability of IA 
 Spatial Variability of IA  

5.3.3.9.2.1 TEMPORAL VARIABILITY OF INDOOR AIR 

At Building 1702, a total of 18 IA samples were collected from the building.  The temporal variability analysis 
is a comparison of IA concentrations over four sampling events (three seasonal confirmation samples plus 
one IA sample taken during IM E1) at each individual location (1702-04, 1702-05, 1702-06, 1702-08, and 
1702-10).  The IA results exhibit less than one order of magnitude of temporal variability.  Temporal 
variability for PCE ranged from a RPD of 16% to 127%.  The maximum PCE IA temporal variability occurred 
at location 1702-10.  A temporal variability analysis was not performed for TCE because all IA results were 
ND or estimated values near the detection limit.  For xylenes, temporal variability ranged from a RPD of 
43% to 109%.  The maximum xylenes temporal variability occurred at location 1702-06.   

No strong seasonal trend was observed.  

5.3.3.9.2.2 SPATIAL VARIABILITY OF INDOOR AIR 

A spatial variability analysis was not performed due to the limited data IA dataset.   
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5.3.3.10 BUILDING 1702 INTERIM MONITORING PLAN UPDATE  

The results of the first IM sampling event conducted in Summer 2024 were incorporated into the detailed 
SCS Complete analysis to provide further evidence confirming the IM Plan for Building 1702 or to indicate 
whether, based on this analysis, the IM Plan should be adjusted.    

Based on the analysis performed, ethylbenzene has been removed from the IM TAL for Building 1702.  
Ethylbenzene was not detected in the SSSG samples taken during E4 and IM E1.  IA will be monitored for 
PCE, TCE, and xylenes at Locations 1702-05, 1702-08, and 1702-10 (Figure 5.3.3-2).  Locations 1702-05, 
1702-08, and 1702-10 were selected for monitoring because they had the highest concentrations of PCE 
and TCE in soil gas and had limited temporal variability during all five sampling events.  PCE and TCE were 
chosen as analytes to sample during interim monitoring since those are the two analytes that had consistent 
exceedances of EGLE SSC in soil gas, are the main risk drivers (with PCE being the primary), and have 
good to excellent measurement capability.  Xylenes were detected at concentrations >1,000 µg/m3 in SSSG 
at 6 of the 15 sampling locations during E1.  Xylene concentrations were >1,000 ug/m3 at Location 1702-
08, which also had SSSG concentrations of PCE and TCE greater than their respective EGLE SSC, 
therefore Xylenes may serve as an indicator if VI is actually occurring at this building. 

Dow will continue to implement the IM plan at Building 1702 until a revised program or more permanent 
corrective action plan is developed for the site. 

5.3.3.11 PATH FORWARD 

Semi-annual monitoring will occur in the summer and winter seasons for at least two years.  Semi-annual 
monitoring began in August 2024.  Results of the monitoring events and summary of additional actions as 
necessary will be reported in a monthly CA status call and reported in the annual CAIP. 

5.3.4 BUILDING 1712 VI SEASONAL CONFIRMATION SAMPLING 
COMPLETE EVALUATION  

VI is an exposure pathway that results from the migration of volatilized chemicals from the subsurface to IA in 
overlying occupied buildings.  A source, migration route and a human receptor must be present for the VI 
pathway to be complete.  The focus of the analyses presented in this section is the evaluation of the 
potential VI exposure pathway using the complete set of seasonal confirmation data collected for the 
building.  The CSM is illustrated in Figure 5.3.4-1.  

5.3.4.1 BUILDING SUMMARY 

Building 1712 was constructed between 1965 and 1982 (per aerial photography) and is located in the 
northern quadrant of the Midland Facility.  The building is connected to Building 1714 via a corridor in the 
southwestern corner. The building consists of offices, research, development, and laboratory spaces, and 
a warehouse area. The building has one floor at or above grade and a partial basement. There are two bay 
doors located in the southwest corner of the building. The first floor has a footprint of approximately 71,692 
ft2.     

The depth of the basement is approximately 14 feet below grade.  The foundation walls are made of poured 
concrete and the basement floor is concrete.   

The ground cover outside of the building is grass and asphalt.  

5.3.4.1.1 POSSIBLE PREFERENTIAL PATHWAYS 

There is a single sump pit located in the basement at Building 1712.   There are also numerous floor drains 
located in the slab-on-grade concrete floor throughout the building.  The building survey completed before 
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the initial sampling event can be found in Appendix F.  During the survey, PID detections were observed 
in the ambient air in Labs 2, 4, 13, and 91, Room 96, and the men’s restroom.   

5.3.4.1.2 BUILDING VENTILATION 

The building is cooled via central air conditioning and the air intakes are located on the north side of the 
building.  The building has two bay doors.     

5.3.4.1.3 PERSONNEL USE 

Approximately 40 people occupy Building 1712.  Occupants typically work 8 hours a day, Monday through 
Friday.  The typical parameters for non-residential exposures are assumed to apply to the personnel working 
at this building (i.e., 40 hours/week, 50 weeks/year exposure).

5.3.4.1.4 WORKPLACE CHEMICAL USE 

A chemical inventory was completed during the building survey and the chemicals found to be stored within 
the building are included with the building survey, included in Appendix F.   

The building contains a number of office and laboratory spaces and a warehouse area, therefore frequent 
use of various chemical solvents and reagents is not expected. As indicated in the chemical inventory, no 
chemical compounds contained within the TAL were stored and used within the building. 

5.3.4.2 DATA SUMMARY 

Four seasonal confirmation sampling events have been completed at Building 1712.  The SSSG analytical 
results from each of the sampling events were compared to the June 22, 2018, EGLE SSC and the March 
2021 Nonresidential Time Sensitive Screening Levels (TSMSSL12), the 2025 SIC, and the 2025 derived 
SSSG OELs.  IA results are compared to the June 22, 2018, EGLE SSC, the December 2020 Nonresidential 
Time Sensitive Screening Levels (TSRIASL12), and the Dow OELs.  Groundwater analytical results were 
compared to the EGLE SSC (GWIC, Buildings >50,000 ft2, with basement).  Seasonal confirmation 
sampling was initiated at Building 1712 because SSSG results from the first sampling event exceeded 
EGLE SSC.  Since completion of the seasonal confirmation sampling events, one IM event has been 
completed.  In most cases, IM events only include IA sampling, unless follow-up SSSG sampling is required.  
However, due to initial potential trends identified in the SCS dataset, an additional paired SSSG and IA 
sample was collected during IM E1 and therefore have been included in the SCS dataset for more complete 
data analyses. 

Summary statistics and screening comparison results are presented for groundwater on Table 5.3.4-1, 
exterior soil gas and SSSG on Table 5.3.4-2, and IA and OA on Table 5.3.4-3.  Table 5.3.4-4 lists the 
sampling events completed to date. 

Table 5.3.4-4. Sampling Events for Building 1712 
Building 1712 

Initial Sampling Event Completed 

E1 October 2022 (Fall)

Seasonal Sampling Event Completed 

E2 April 2023 (Spring) 

E3 July 2023 (Summer) 

E4 December 2023 (Winter) 

Interim Monitoring Event Completed 

IM E1 August 2024 (Summer) 
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Soil gas samples were collected from 15 indoor sub-slab and 14 exterior locations during E1.  In accordance 
with the Campus Area Approach, results from E1 were analyzed to identify locations with analytes above 
the SSC for further investigation and moved forward for paired SSSG and IA sampling in seasonal 
confirmation events.  SSSG and IA samples were collected from 1 location (1712-15) during E2 through E4 
and analyzed for CFC-12 and chloroform.  1,1,1-TCA, PCE and total xylenes were added to the TAL for 
Building 1712 during E4 to provide additional soil gas data to be analyzed and incorporated into the 
development of the IM plan.   

Upon completion of seasonal confirmation sampling, an interim monitoring plan was developed and 
presented to EGLE at the June 2024 CA Status Meeting.  SSSG and IA samples were collected from 
Location 1712-15 during IM E1 and analyzed for 1,1,1-TCA, CFC-12, chloroform, and PCE.  Further 
discussion of the IM Plan can be found detailed in Section 5.3.4.3.  

An OA sample near the main air intake was collected during E2 through IM E1.  The sample locations are 
shown on Figure 5.3.4-2.  The analytical data is presented in Appendix G.  Field sampling forms are 
provided in Appendix H.   

5.3.4.2.1 SUMP WATER RESULTS SUMMARY  

A water sample was collected from the single sump located in the basement at Building 1712.  All results 
were below the EGLE SSC (GWIC Buildings >50,000 ft2, with a basement). 

5.3.4.2.2 GROUNDWATER RESULTS SUMMARY  

All results were ND in the groundwater samples collected for Building 1712.    

5.3.4.2.3 SUB-SLAB AND EXTERIOR SOIL GAS RESULTS SUMMARY  

Analytical results were evaluated based on methodologies presented in the 2018 Revised Vapor Intrusion 
Work Plan.  The number of analytes detected above the soil gas EGLE SSC and the TSMSSL12, if available, 
are discussed below:  

 During the initial event (Fall 2022), 27 of the 65 analytes were detected in sub-slab and exterior soil 
gas. Chloroform was detected above the EGLE SSC in SSSG.  Detected analytes in exterior soil 
gas did not exceed the EGLE SSC.  

 During the second event (Spring 2023), chloroform was detected above the EGLE SSC.  

 During the third event (Summer 2023), chloroform and CFC-12 were detected but not above the 
EGLE SSC. 

 During the fourth event (Winter 2023), chloroform was detected above the EGLE SSC.  1,1,1-
trichloroethane, CFC-12, PCE, and total xylenes were detected but not above the EGLE SSC. 

 All samples were less than the 2025 SIC and derived SSSG OEL. 

Table 5.3.4-5 summarizes the results for analytes that have SSSG concentrations detected above an EGLE 
SSC and are therefore considered AOIs in the building.  For Building 1712, this includes chloroform.  The 
table below also compares the SSSG concentrations to the 2025 SIC and the derived SSSG OEL values. 
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Table 5.3.4-5.  Summary of Sub-Slab and Exterior Soil Gas Exceedances for Building 1712

Analyte 
(Sampling Event) 

Detection 
Frequency 

Measured 
Range of 
Detects 
(µg/m3) 

% Detections > 
EGLE SSC 

EGLE SSC 
(µg/m3) 

2025 SIC 
(µg/m3)  

Derived 
SSSG 
OEL 

(µg/m3)  

Chloroform (1) 21% 3.6-240 3% 170 19,000 330,000 
Chloroform (2) 100% 200 100% 170 19,000 330,000 
Chloroform (3) 100% 110 0% 170 19,000 330,000 
Chloroform (4) 100% 220 100% 170 19,000 330,000 
Chloroform (IM1) 100% 150 0% 170 19,000 330,000 

BOLD indicates an EGLE SSC exceedance. 

Table 5.3.4-6 lists the analytes that were not detected at one or more locations but had reporting limits 
greater than the EGLE SSC for SSSG.  The reporting levels were elevated because the samples were 
diluted due to the presence of other substances at high concentrations.  Analytes previously identified as 
an AOI in SSSG were excluded from this table.

Further analysis was conducted on each analyte in Table 5.3.4-6 to determine if the analyte is adequately 
characterized. An analyte is considered adequately characterized if the analyte detection frequency in all 
sample locations is low with detection limits below EGLE SSC in most samples. 

Table 5.3.4-6.  Soil Gas Non-Detections with Reporting Limit Exceedances for Building 1712

Analyte 

(Sampling Event) 

% 

Detections 

Max 

Reporting 

Limit of Non-

detections 

(g/m3) 

% Reporting 

Limits > 

EGLE SSC 

EGLE 

SSC 

(g/m3) 

Locations 

with RL> 

EGLE SSC 

Condition 

Met? 

1,1,2,2-Tetrachloroethane (1) 0% 110 3% 69 SS-5 Y 

1,1,2-Trichloroethane (1) 0% 85 7% 20 SS-5, SS-15 Y 

1,2,4-Trichlorobenzene (1) 0% 460 3% 200 SS-5 Y 

1,2-Dibromoethane (EDB) (1) 0% 120 

24% 6.6 

SG-5, SS-4, 

SS-5, SS-7, 

SS-12, SS-

13, SS-15 

Y 

alpha-Chlorotoluene (1) 0% 81 3% 80 SS-5 Y 

Dibromomethane (1) 0% 440 3% 410 SS-5 Y 

Hexachlorobutadiene (HCBD) (1) 0% 660 7% 180 SS-5, SS-15 Y 

Naphthalene (1) 0% 160 3% 120 SS-5 Y 

Based on this evaluation 1,1,2,2-tetrachloroethane, 1,1,2-TCA, 1,2,4-TCB, EDB, alpha-chlorotoluene, 
dibromomethane, HCBD, and naphthalene have been adequately characterized and are not analytes of 
interest for VI.   

5.3.4.2.4 INDOOR AIR RESULTS SUMMARY

Since VI only potentially occurs if the analyte is present in both SSSG and IA, Table 5.3.4-7 summarizes 
the IA results for the analytes with SSSG exceedances.  The OA sample results are also provided to 
determine if the analyte concentrations reported in IA may have been influenced by OA contributions.   
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Table 5.3.4-7.  Vapor Intrusion Evaluation for Building 1712 

Analyte 
(Sampling Event) 

Indoor Air 
Detection 
Frequency 

Indoor Air 
Measured Range 

(µg/m3) 
EGLE SSC 

(µg/m3) 

Dow OEL 
(µg/m3) 

Outdoor Air 
Result 
(µg/m3) 

Chloroform (2) 0% <0.15 5.2 9,760 ND 
Chloroform (3) 0% <0.13 5.2 9,760 ND 
Chloroform (4) 100% 0.098 J 5.2 9,760 0.090 J 
Chloroform (IM1) 100% 0.15 5.2 9,760 0.094 J 

Figures 5.3.4-3 through 7 show the analytical results for IA during all sampling events.  IA results for all 
analytes are below the EGLE SSC and the Dow OEL.  While chloroform had SSSG exceedances of the 
EGLE SSC at Building 1712 in E2, concentrations of chloroform were not detected in IA and OA during E2.  
Chloroform and PCE were detected in both IA and OA during E4 and IM E1 at roughly the same 
concentrations, indicating that OA could be influencing the IA concentrations.  PCE detections in IA ranged 
from 0.028 – 0.35 µg/m3 and in OA ranged from 0.041 – 0.32 µg/m3. CFC-12 was detected in IA and OA at 
the same concentrations during all four sampling events, ranging from 1.8 – 2.6 µg/m3.  Outdoor air could 
be influencing indoor air concentrations.  Indoor air results for all additional analytes analyzed in E4 and IM 
E1 (1,1,1-TCA and total xylenes [E4 only]) were also below the EGLE SSC.  Therefore, no additional 
analytes of interest were identified for the building.  

5.3.4.2.5 OUTDOOR AIR RESULTS SUMMARY

Figures 5.3.4-3 through 7 show the analytical results for OA during all sampling events.   

OA results for chloroform were ND in E2 and E3 and detected during E4 and IM E1 at 0.090 J and 0.094 J 
µg/m3, respectively.  The reporting limits for the ND results were below the EGLE SSC.  CFC-12 detections 
in OA during all sampling events were below the EGLE SSC.  OA results for all additional analytes analyzed 
in E4 and IM E1 (1,1,1-TCA, PCE and total xylenes) were also ND or below the EGLE SSC.   

5.3.4.3 BUILDING SPECIFIC INTERIM MONITORING PLAN DEVELOPMENT 

The objective of the IM plan at each building is to establish a way to assess the continued status of the 
building as it relates to the potential for vapor intrusion.  The analyte of interest at Building 1712 is 
chloroform.   CFC-12, PCE, and 1,1,1-TCA may also be monitored to help differentiate if VI is the source 
of chloroform in IA during future IM events.  Total xylenes, which were added to the TAL during E4, are not 
included in the IM analysis because the sample results in the SSSG were ND during E4. 

5.3.4.3.1 MEASUREMENT CAPABILITY EVALUATION 

To evaluate the extent VI may be occurring and to analyze trends, it is important that analytical reporting 
limits that are routinely achievable be less than the EGLE SSC or other concentration of interest for 
applicable indicator analytes for that analyte.  Ideally there should be substantial margin to detect increasing 
trends in IA concentrations and implement corrective measures before vapor intrusion exceeds criteria. The 
ratio of EGLE SSC (or concentration of interest) to reporting limit in IA is a useful way to evaluate 
measurement capability. Ratios less than 1 indicate that the analyte cannot be reliably measured until it is 
above criteria. This circumstance would require evaluation of an alternative analyte with an appropriate 
decision point if feasible. Ratios above 1 indicate the analyte can be detected before exceeding criteria.  
The higher the ratio, the more margin is provided to detect increasing trends before criteria is exceeded.  
Table 5.3.4-8 evaluates the measurement capability ratios for the analytes of interest. 
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Table 5.3.4-8.  Measurement Capability Evaluation for Building 1712 

Compound 

Criteria / 
Concentration of 

Interest 
(µg/m3) 

Reporting Limit 
(µg/m3) Ratio Assessment* 

Chloroform 5.2 0.15 35 Excellent 

CFC-12 5.2 0.38 14 Good 

PCE 2.3 (1.6 – 2.7) 0.20 12 (8 – 14) Good 

1,1,1-TCA 5.2 0.16 33 Excellent 

*Ratio < 1 inadequate, >1-3 marginal, >3-30 good, >30 excellent

The analysis indicates that the measurement capabilities of chloroform and 1,1,1-TCA are excellent and 
CFC-12 and PCE are good.   

5.3.4.3.2 BUILDING 1712 INTERIM MONITORING PLAN 

Dow presented an IM monitoring plan for Building 1712 during the June 2024 Corrective Action Status 
Meeting.  Dow implemented the IM plan at Building 1712 until a revised IM plan was developed.    

The IM plan presented to EGLE called for monitoring IA for chloroform, CFC-12, PCE and 1,1,1-TCA at 
location 1712-15 (Figure 5.3.4-2).  Location 1712-15 was selected for monitoring because it was the only 
location that had analyte concentrations that were greater than the EGLE SSC.  Chloroform was chosen 
as an analyte to sample during IM since it is the only analyte that had exceedances of the EGLE SSC in 
soil gas.  CFC-12, PCE, and 1,1,1-TCA were chosen as analytes to sample during IM because they may 
serve as indicators if VI is actually occurring at this building. 

5.3.4.3.2.1 INTERIM MONITORING RESULTS 

The first IM sampling event was conducted in Summer 2024 and was consistent with the IM plan as 
presented above, except for the additional SSSG sample collected at location 1712-15.  The additional 
SSSG sample was collected during IM E1 to provide additional data to evaluate the proposed IM plan.  
Therefore, results for IM E1 are presented and analyzed in Sections 5.3.4.2.3 and 5.3.4.2.4 with the SCS 
data.  The IM results were also presented in the October 2024 CA status call. 

5.3.4.4 COMPARISON OF SUB-SLAB SOIL GAS, INDOOR AIR, AND OUTDOOR AIR 
DATA SETS 

Chloroform was measured in soil gas above the EGLE SSC of 170 µg/m3 at location 1712-15 during E1, 
E2, and E4.  The detections of chloroform were below the 2025 SIC and derived SSSG OEL.  Chloroform 
was detected at concentrations below EGLE SSC in E3 and IM E1.  All other sample locations during E1 
had concentrations that were ND or well below the EGLE SSC.   Chloroform concentrations in indoor and 
OA were ND during E2 and E3.  Chloroform was detected in both IA and OA in E4 and IM E1 at roughly 
the same concentrations, indicating that OA could be influencing the IA concentration.   

5.3.4.5 ANALYTES OF INTEREST SUMMARY 

Figure 5-3 illustrates the process of evaluating vapor intrusion and determining the group designation and 
path forward for each building.  Table 5.3.4-9 pairs the analytes of interest in Building 1712 with the 
descriptive summary of the relationships between the SSSG and IA results to help determine the group 
designation for the building as indicated in Section 5.3.4.7.    
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Table 5.3.4-9.  Analytes of Interest Summary for Building 1712 

Description of Results Analytes 

SSSG and IA exceed EGLE SSC at the same 
location(s) 

Not Applicable 

SSSG and IA exceed EGLE SSC, but sample 
locations are not correlated 

Not Applicable 

SSSG exceed EGLE SSC, but IA is below EGLE SSC Chloroform 

SSSG exceed EGLE SSC, but have clear lines of 
evidence of significant workplace use 

Not Applicable 

IA exceed EGLE SSC, but SSSG is below EGLE SSC Not Applicable 

No exceedance of SSSG EGLE SSC and IA EGLE 
SSC 

All other analytes from TAL, not otherwise listed 

5.3.4.6 COMPARISON OF ATTENUATION FACTORS BY EVENT 

Building specific attenuation factors can be calculated and compared between events to evaluate temporal 
variability and determine the best estimate of a building specific attenuation factor; however, building
specific attenuation factors were not calculated for Building 1712.  Chloroform and CFC-12 were detected 
at concentrations in both IA and OA that were roughly the same during all sampling events, indicating that 
OA could be influencing the IA concentrations found.  PCE and 1,1,1-TCA were not included in these 
calculations due to the limited data set for those analytes. 

5.3.4.7 WEIGHT-OF-EVIDENCE SUMMARY 

Building 1712 was initially classified and is now confirmed as a VI Path Forward Group 2 building due to its 
potential for VI based on SSSG exceedances of EGLE SSC for chloroform.  After further investigation and 
evaluation, the following evidence supports the conclusion that VI is insignificant at Building 1712: 

 Chloroform was measured in soil gas above the EGLE SSC of 170 µg/m3 at location 1712-15 during 
E1, E2, and E4.  It was detected at concentrations below the EGLE SSC in E3 and IM E1.  All other 
sample locations during E1 had concentrations that were ND or well below EGLE SSC, 2025 SIC 
and the derived SSSG OEL. 

 Chloroform concentrations in IA and OA were ND during E2 and E3.  Chloroform was detected in 
IA and OA in E4 and IM E1 at roughly the same concentrations, indicating that OA could be 
influencing the IA concentration.   

Based on the evaluation of the four seasonal confirmation and one IM sampling events, the VI pathway 
appears to be insignificant for Building 1712.  Sufficient information exists to make a human exposure under 
control EI determination.  However, while currently there is no there is no evidence of VI above EGLE SSC, 
periodic monitoring is warranted, and the building specific interim monitoring plan is discussed below.      

5.3.4.8 CSM AND INTERIM MONITORING PLAN REFINEMENT 

The following sections focus on the AOIs identified above through the results summary and any additional 
analytes of significance that could assist in refining the CSM for the building, or site, and provide information 
necessary to refine the current IM plan.  Additional analytes considered for inclusion in the evaluation are 
based on detections in the SSSG. 

Additional analytes screened for possible inclusion in further analysis include: 

1)  Analytes detected in SSSG at concentrations of 1,000 µg/m3 or greater in one or more sample 
locations are considered for further evaluation.  
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2)  PCE and TCE.    

Analytes detected above 1,000 µg/m3 may be useful in a building specific monitoring program even if not 
above risk criteria because they should be the simplest to interpret and provide the clearest signal of data 
trends.  The same data trends observed for these analytes are expected to apply to other similar analytes 
present at lower concentrations.  PCE and TCE have been identified as two of the primary risk drivers 
across the site.  If they have not been previously identified as an AOI in the building, these two analytes will 
be considered for additional analyses to better refine the building and site CSM, if detected in the SSSG.

For Building 1712, the only analyte detected in the SSSG at concentrations above the EGLE SSC was 
chloroform.  The analytes that had detected concentrations >1,000 µg/m3 were 2-butanone (MEK), ethanol, 
CFC-12, and styrene.  MEK, ethanol, and styrene were >1,000 µg/m3 at only one location each and were 
detected at concentrations that were significantly lower than the EGLE SSC and therefore, do not warrant 
further evaluation.  CFC-12 was detected at concentrations >1,000 µg/m3 at 6 of the 15 sub-slab sampling 
locations and may serve as a good indicator if VI is actually occurring at this building.  PCE was detected 
in 11 of the 15 sub-slab sampling locations (including Location 15) at concentrations below the EGLE SSC, 
however, it may also serve as an indicator if VI is occurring at this building.   TCE was ND at all sample 
locations during E1.  1,1,1-TCA was detected at 5 sampling locations during E1 and had concentrations in 
the hundreds of µg/m3 at Location 15 during E1, E4, and IM E1, therefore it may serve as an indicator if VI 
is occurring at this building.  Also, it is highly unlikely that 1,1,1-TCA found in IA samples would be from 
workplace use.  Xylenes were added to the TAL for E4 because they were detected at 8 sampling locations 
during E1 and may have served as a good indicator analyte, however, they were ND at Location 15 during 
E4 and do not warrant inclusion in the interim monitoring plan. 

The data evaluation for Building 1712 is discussed in the following sections for SSSG and IA.  When 
discussing findings in the following sections, it is typical that narrow ranges of variability are expressed as 
a percentage (e.g., relative percent difference).  However, when data exhibit a large range of variability it is 
generally more useful to express the range in orders of magnitude (i.e., factors of 10).  This can be 
expressed mathematically as the log of the ratio of maximum/minimum values. 

5.3.4.8.1 SUB-SLAB SOIL GAS DATA EVALUATION 

The SSSG evaluation consists of 4 different analyses:  

 Temporal Variability of SSSG 
 Spatial Variability of SSSG  
 Soil Gas Plume Estimation  
 Soil Gas Risk Evaluation 

5.3.4.8.1.1 TEMPORAL VARIABILITY OF SUB-SLAB SOIL GAS 

The temporal variability analysis is a comparison of concentrations over the four seasonal confirmation and 
one IM sampling events at each individual location.   At Building 1712, a total of 19 SSSG samples were 
collected from the building. In general, the SSSG concentrations exhibit less than one order of magnitude 
of temporal variability.  For chloroform, SSSG concentrations vary from 110 to 240 µg/m3 at location 1712-
15 (RPD = 74%, log max/min = 0.34).   For CFC-12, SSSG concentrations vary from 4,800 to 12,000 µg/m3

at location 1712-15 (RPD = 86%, log max/min = 0.40).    

There was no seasonal trend observed for chloroform (Figure 5.3.4-8).   
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Figure 5.3.4-8.  Chloroform Concentrations by Sampling Event for Building 1712 

5.3.4.8.1.2 SPATIAL VARIABILITY OF SUB-SLAB SOIL GAS 

The spatial variability analysis is a comparison of concentrations across all the sampling locations during 
each individual seasonal confirmation sampling event.  The SSSG results exhibit approximately two orders 
of magnitude of spatial variability for chloroform.  The variability of the SSSG detections of chloroform 
across the fifteen sample locations during the first seasonal confirmation sampling event had an RPD of 
198% (log max/min = 2.2).  The variability of CFC-12 during E1 had an RPD of 198% (log max/min = 2.2).  
PCE had similar variability with an RPD of 198% (log max/min = 2.4).  Spatial variability was not evaluated 
for E2 through IM E1 since only one location was sampled. 

Chloroform concentrations in soil gas samples collected at location 1712-15, located in the south-central 
portion of the building, were above the EGLE SSC.  All other sample locations in the building had chloroform 
concentrations that were either ND or below the EGLE SSC (Figure 5.3.4-3). Some of the highest 
concentrations of CFC-12 and PCE were also located in the south-central portion of the building.  

5.3.4.8.1.3 SOIL GAS PLUME COMPOSITION ESTIMATE 

Table 5.3.4-10 provides estimates of the SSSG plume composition for Building 1712 to help understand 
possible variability in the plume composition.  The following data is presented in the table: 

 The overall result is the average of all data for chloroform, CFC-12, PCE, and 1,1,1-TCA at location 
1712-15 through all four seasonal confirmation events and one additional IM sampling event;  
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 The concentrations of chloroform, CFC-12, PCE, and 1,1,1-TCA at location 1712-15 during each 
event; and,  

 The ratios of CFC-12, PCE, and 1,1,1-TCA concentrations to chloroform concentrations.  

Vapor intrusion occurs primarily by advective flow through cracks and openings and is a function of crack 
length and width and pressure differential.  For SSSG, advective transport is not chemical specific and all 
chemicals are expected to exhibit the same behavior.   As a result, where VI is occurring, the relative ratio 
of compounds in IA should approximate the ratio measured in SSSG.   

Table 5.3.4-10.  Soil Gas Plume Composition Estimate for Building 1712   

Chloroform CFC-12 PCE 1,1,1-TCA 
CFC-12 / 

Chloroform
PCE / 

Chloroform 
1,1,1-TCA / 
Chloroform

Overall 184 8,000 86 310 45 0.47 1.7 

Event 1 240 8,100 73 280 34 0.30 1.2 
Event 2 200 5,100 NST NST 26 -- -- 

Event 3 110 4,800 NST NST 44 -- -- 
Event 4 220 12,000 110 390 55 0.50 1.8 
IM Event 1 150 10,000 76 260 67 0.51 1.7 

Units are µg/m3 

NST – No Sample Taken 

The plume composition in the area of interest is approximately 184 µg/m3 chloroform with a range over time 
of 110 to 240 µg/m3.  CFC-12 is 45x (range 26 – 67x) the concentration of chloroform.  Based on these 
relationships, if chloroform was detected in IA at the EGLE SSC of 5.2 µg/m3 due to VI, it would be expected 
that CFC-12 would be measured at 234 µg/m3 (range 135 – 348 µg/m3) above OA concentrations.  PCE is 
0.47x (range 0.30 – 0.51x) the concentration of chloroform.  Based on these relationships if chloroform was 
detected in IA at the EGLE SSC of 5.2 µg/m3 due to VI, it would be expected that PCE would be measured 
at 2.4 µg/m3 (range 1.6 – 2.7 µg/m3) above OA concentrations.  1,1,1-TCA is 1.7x (range 1.2 – 1.8x) the 
concentration of chloroform.  Based on these relationships, if chloroform was detected in IA at the EGLE 
SSC of 5.2 µg/m3 due to VI, it would be expected that 1,1,1-TCA would be measured at 8.8 µg/m3 (range 
6.2 – 9.4 µg/m3) above OA concentrations.  This understanding of the plume composition will assist in the 
interpretation of IA data collected through interim monitoring.  

5.3.4.8.1.4 SOIL GAS RISK EVALUATION 

If VI is the primary source, analytes present in soil gas at higher concentrations would also be present in IA 
at higher concentrations.  However, these analytes may or may not represent the highest risk.  It is important 
to understand which analytes are the primary risk drivers at a building.  A building specific IM program 
would typically focus monitoring on the highest risk drivers at a building. This may not be practical in all 
cases due to differences in analytical detection capabilities, indoor sources, outdoor sources, or other 
issues. When an alternative to the primary risk driver is selected for monitoring, decision rules must be 
appropriately adjusted to address differences in risk.   

Relative risk of an analyte is best expressed by the ratio of soil gas concentrations to EGLE site specific 
soil gas criteria.  The higher the ratio the more potential risk the analyte represents.  Ratios less than 1 
indicate that the analyte is not above EGLE criteria and are unlikely to present a risk of IA concentrations 
above EGLE criteria due to VI.    The table below provides these ratios in the area of interest for chloroform 
based on the composition data described in the previous section. 
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Table 5.3.4-11.  Soil Gas Risk Evaluation for Building 1712

Chloroform 

Criteria (µg/m3) 170 

OVERALL 1.1 

Event 1 1.4 
Event 2 1.2 
Event 3 0.65 

Event 4  1.3 

IM Event 1 0.88 

RANGE 0.65 - 1.4 

The concentration of chloroform in soil gas is approximately 1.1 x the EGLE soil gas site specific criteria 
with a range over time of 0.65x-1.4x.  Based on this evaluation, chloroform is a risk driver for this building.  
CFC-12, PCE, and 1,1,1-TCA are indicator analytes that have never exceeded EGLE SSC and therefore 
are not risk drivers for this building.  

5.3.4.8.2  INDOOR AIR RESULTS EVALUATION 

The IA evaluation consists of 2 different analyses:  

 Temporal Variability of IA 
 Spatial Variability of IA  

5.3.4.8.2.1 TEMPORAL VARIABILITY OF INDOOR AIR 

At Building 1712, a total of 4 IA samples were collected from the building.  The temporal variability analysis 
is a comparison of concentrations over the three seasonal confirmation and one IM sampling events at 
location 1712-15.  The IA results exhibit less than one order of magnitude of temporal variability.  Temporal 
variability for chloroform had an RPD of 79%.  CFC-12 had an RPD of 36%.   

No strong seasonal trend was observed.  

5.3.4.8.2.2 SPATIAL VARIABILITY OF INDOOR AIR 

A spatial variability analysis was not performed due to the limited number of locations sampled.   

5.3.4.9 BUILDING 1712 INTERIM MONITORING PLAN UPDATE  

The results of the first IM sampling event conducted in Summer 2024 was incorporated into the detailed 
SCS Complete analysis to provide further evidence confirming the IM Plan for Building 1712 or indicate 
whether, based on this analysis, the IM Plan should be adjusted.   

Based on the analysis performed, no changes to the IM plan are warranted.  IA will be monitored for 
chloroform, CFC-12, PCE, and 1,1,1-TCA at location 1712-15 (Figure 5.3.4-2).  Location 1712-15 was 
selected for monitoring because it is the only location that had analyte concentrations that were greater 
than the EGLE SSC.  Chloroform was chosen as an analyte to sample during IM since it is the only analyte 
that had exceedances of EGLE SSC in soil gas.  CFC-12 was chosen as an analyte to sample during IM 
because it was detected at concentrations >1,000 µg/m3 at 6 of the 15 sub-slab sampling locations and 
may serve as an indicator if VI is actually occurring at this building.  PCE was chosen as an analyte to 
sample during IM because it was detected in 11 of the 15 sub-slab sampling locations (including Location 
15) at concentrations below the EGLE SSC, however, it may also serve as an indicator if VI is occurring at 
this building.  1,1,1-TCA was chosen as an analyte to sample during IM because it was detected at 5 
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sampling locations during E1 and had concentrations in the hundreds of µg/m3 at Location 15 during E1, 
E4, and IM E1, therefore it may serve as an indicator if VI is occurring at this building. 

Dow will continue to implement the IM plan at Building 1712 until a revised program or more permanent 
corrective action plan is developed for the site. 

5.3.4.10 PATH FORWARD 

Semi-annual monitoring will occur in the summer and winter seasons for at least two years.  Semi-annual 
monitoring began in August 2024.  Results of the monitoring events and summary of additional actions as 
necessary will be reported in a monthly CA status call and reported in the annual CAIP. 

5.3.5 BUILDING 1714 VI SEASONAL CONFIRMATION SAMPLING 
COMPLETE EVALUATION  

VI is an exposure pathway that results from the migration of volatilized chemicals from the subsurface to IA in 
overlying occupied buildings.  A source, migration route and a human receptor must be present for the VI 
pathway to be complete.  The focus of the analyses presented in this section is the evaluation of the 
potential VI exposure pathway using the complete set of seasonal confirmation data collected for the 
building.  The CSM is illustrated in Figure 5.3.5-1.  

5.3.5.1 BUILDING SUMMARY 

Building 1714 was constructed between 1965 and 1982 (per aerial photography) and is located in the 
northern quadrant of the Midland Facility.  The building is connected to Building 1712 via a corridor on the 
west side of the building. The building consists of office space. The building has one floor at or above grade, 
with cinder block walls, and has a footprint of approximately 7,800 ft2. 

The ground cover outside of the building is gravel, grass, and asphalt.   

5.3.5.1.1 POSSIBLE PREFERENTIAL PATHWAYS 

There are no sump pits in the building, however, there are floor drains located in the slab-on-grade concrete 
floor in the men’s room, women’s room, copier room, and the kitchen.  The building survey completed 
before the initial sampling event can be found in Appendix F.  During the survey, no PID detections were 
observed in the ambient air throughout the building nor were detections observed in any drain features.   

5.3.5.1.2 BUILDING VENTILATION 

The building is heated via steam radiation.  There are no bay doors on this building. 

5.3.5.1.3 PERSONNEL USE 

Approximately 12 to 16 people occupy Building 1714.  Occupants typically work 8 hours a day, Monday 
through Friday.  The typical parameters for non-residential exposures are assumed to apply to the personnel 
working at this building (i.e., 40 hours/week, 50 weeks/year exposure).

5.3.5.1.4 WORKPLACE CHEMICAL USE 

A chemical inventory was completed during the building survey and the chemicals found to be stored within 
the building are included with the building survey, included in Appendix F.   
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The building contains a number of offices, therefore frequent use of various chemical solvents and reagents 
is not expected. As indicated in the chemical inventory, no chemical compounds contained within the TAL 
were stored and used within the building. 

5.3.5.2 DATA SUMMARY 

Four seasonal confirmation sampling events have been completed at Building 1714.  The SSSG analytical 
results from each of the sampling events were compared to the June 22, 2018, EGLE SSC, the March 2021 
Nonresidential Time Sensitive Screening Levels (TSMSSL12), the 2025 SIC, and the 2025 derived SSSG 
OELs.  IA results are compared to the June 22, 2018, EGLE SSC, the December 2020 Nonresidential Time 
Sensitive Screening Levels (TSRIASL12), and the Dow OELs.  Groundwater analytical results were 
compared to the EGLE SSC (GWIC, Buildings <50,000 ft2).  Seasonal confirmation sampling was initiated 
at Building 1714 because SSSG results from the first sampling event exceeded EGLE SSC.  Since 
completion of the seasonal confirmation sampling events, one IM event has been completed.  In most 
cases, IM events only include IA sampling, unless follow-up SSSG sampling is required.  However, due to 
initial potential trends identified in the SCS dataset, an additional paired SSSG and IA samples were 
collected during the first IM event and therefore have been included in the SCS dataset for more complete 
data analyses. 

Summary statistics and screening comparison results are presented for groundwater on Table 5.3.5-1, 
SSSG on Table 5.3.5-2, and IA and OA on Table 5.3.5-3.  Table 5.3.5-4 lists the sampling events 
completed to date. 

Table 5.3.5-4. Sampling Events for Building 1714 
Building 1714

Initial Sampling Event Completed

E1 October 2022 (Fall)

Seasonal Sampling Event Completed

E2 April 2023 (Spring) 

E3 July 2023 (Summer) 

E4 December 2023 (Winter) 

Interim Monitoring Event Completed

IM E1 August 2024 (Summer) 

Soil gas samples were collected from 6 indoor sub-slab locations during E1.  A groundwater sample was 
collected from one monitoring well during E1.  In accordance with the Campus Area Approach, results from 
E1 were analyzed to identify locations with analytes above SSC.  These locations were selected for further 
investigation and paired SSSG and IA sampling was performed in seasonal confirmation events.  SSSG 
and IA samples were collected from 4 locations (1714-02, 1714-03, 1714-04, and 1714-06) during E2 
through E4 and analyzed for chloroform and TCE.  CFC-12, PCE, and tetrahydrofuran were added to the 
TAL for Building 1714 during E4 to provide additional soil gas data to be analyzed and incorporated into 
the development of the IM plan.    

Upon completion of seasonal confirmation sampling, an IM plan was developed and presented to EGLE at 
the June 2024 CA Status Meeting.  SSSG and IA samples were collected from Locations 1714-04 and 
1714-06 during IM E1 and analyzed for CFC-12, chloroform, PCE, and TCE.  Further discussion of the IM 
plan can be found detailed in Section 5.3.5.3. 

An OA sample near the main air intake was collected during E2 through IM E1.  The sampling locations are 
shown on Figure 5.3.5-2.  The analytical data is presented in Appendix G.  Field sampling forms are 
provided in Appendix H.   

5.3.5.2.1 GROUNDWATER RESULTS SUMMARY  

All results are ND in the groundwater sample collected near Building 1714.  
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5.3.5.2.2 SUB-SLAB SOIL GAS RESULTS SUMMARY  

Analytical results were evaluated based on methodologies presented in the 2018 Revised Vapor Intrusion 
Work Plan.  The number of analytes detected above the soil gas EGLE SSC and the TSMSSL12, if available, 
are discussed below:  

 During the initial event (Fall 2022), 29 of the 65 analytes were detected in SSSG. Chloroform 
was detected above the EGLE SSC.  TCE was also detected above the EGLE SSC and above 
the TSMSSL12 at two locations. 

 During the second event (Spring 2023), chloroform was detected above the EGLE SSC.  TCE 
was detected above the EGLE SSC and TSMSSL12 at three locations. 

 During the third event (Summer 2023), chloroform was detected above the EGLE SSC.  TCE 
was detected above the EGLE SSC and TSMSSL12 at three locations. 

 During the fourth event (Winter 2023), chloroform was detected above the EGLE SSC at two 
locations.  TCE was detected above the EGLE SSC at four sample locations and above the 
TSMSSL12 at three locations. 

 All samples were less than the 2025 SIC and derived SSSG OEL. 

Table 5.3.5-5 summarizes the results for analytes that have detected SSSG concentrations detected above 
an EGLE SSC and are therefore considered AOIs in the building.  For Building 1714, these include 
chloroform and TCE.  The table below also compares the SSSG concentrations to the 2025 SIC and the 
derived SSSG OEL values. 

Table 5.3.5-5.  Summary of Sub-Slab Soil Gas Exceedances for Building 1714 

Analyte 
(Sampling Event)

Detection 
Frequency

Measured 
Range of 
Detects 
(µg/m3)

% Detections > 
EGLE SSC

EGLE SSC 
(µg/m3)

2025 SIC 
(µg/m3)

Derived 
SSSG 
OEL 

(µg/m3)

Chloroform (1) 67% 5.2-200 33% 170 19,000 330,000 
Chloroform (2) 100% 4.9-340 50% 170 19,000 330,000 
Chloroform (3) 100% 3.5-250 25% 170 19,000 330,000 
Chloroform (4) 100% 4.2-270 50% 170 19,000 330,000 
Chloroform (IM1) 100% 200-310 100% 170 19,000 330,000 
Trichloroethene (1) 83% 78-1,100 67% 130 15,000 895,000 
Trichloroethene (2) 100% 340-1,600 100% 130 15,000 895,000 
Trichloroethene (3) 100% 400-1,300 100% 130 15,000 895,000 
Trichloroethene (4) 100% 310-1,200 100% 130 15,000 895,000 
Trichloroethene (IM1) 100% 1,200-1,300 100% 130 15,000 895,000 

BOLD indicates an EGLE SSC exceedance. 

Analytes that were not detected all had reporting limits less than the EGLE SSC for SSSG.   

5.3.5.2.3 INDOOR AIR RESULTS SUMMARY

Since VI only potentially occurs if the analyte is present in both SSSG and IA, Table 5.3.5-6 summarizes 
the IA results for the analytes with SSSG exceedances.  The OA sample results are also provided to 
determine if the analyte concentrations reported in IA may have been influenced by OA contributions.   
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Table 5.3.5-6.  Vapor Intrusion Evaluation for Building 1714 

Analyte 
(Sampling Event)

IA Detection 
Frequency

IA Measured 
Range 
(µg/m3)

EGLE SSC 
(µg/m3)

Dow OEL 
(µg/m3)

OA Result 
(µg/m3)

Chloroform (2) 0% <0.15 5.2 9,760 ND 
Chloroform (3) 100% 1-1.1 5.2 9,760 ND 
Chloroform (4) 100% 0.20-0.23 5.2 9,760 0.091 J 
Chloroform (IM1) 100% 1.6 5.2 9,760 0.094 J 
Trichloroethene (2) 0% <0.17 4 26,850 ND 
Trichloroethene (3) 0% <0.17 4 26,850 ND 
Trichloroethene (4) 100% 0.025 J-0.034 J 4 26,850 ND 
Trichloroethene (IM1) 100% 0.027 J-0.029 J 4 26,850 ND 

Figures 5.3.5-3 through 7 show the analytical results for IA during all sampling events.  IA results for all 
analytes are below the EGLE SSC and the Dow OEL. While chloroform and TCE exceeded the SSSG 
EGLE SSC at Building 1714, IA results for those analytes were below the EGLE SSC during each of the 
four sampling events. IA results for all additional analytes analyzed in E4 and IM E1 (CFC-12, PCE, and 
tetrahydrofuran [E4 only]) were also below the EGLE SSC.  Therefore, no additional analytes of interest 
were identified for the building. 

5.3.5.2.4 OUTDOOR AIR RESULTS SUMMARY

Figures 5.3.5-3 through 7 show the analytical results for OA during all sampling events.   

During the three seasonal confirmation and one IM sampling events, OA results for chloroform were ND 
during E1 and E2 and had detections during E4 and IM E1 of 0.091 J and 0.094 J µg/m3, respectively.  TCE 
was ND during all sampling events.  The detections and reporting limits for both analytes were below the 
EGLE SSC.  

5.3.5.3 BUILDING SPECIFIC INTERIM MONITORING PLAN DEVELOPMENT 

The objective of the IM plan at each building is to establish a way to assess the continued status of the 
building as it relates to the potential for vapor intrusion.  The analytes of interest at Building 1714 are TCE 
and chloroform.  CFC-12 and PCE may also be monitored to help differentiate if VI is the source of 
chloroform or TCE in IA during future IM events.  Tetrahydrofuran, which was added to the TAL during E4, 
was not included in the IM analysis because most of the sample results in the SSSG were ND. 

5.3.5.3.1 MEASUREMENT CAPABILITY EVALUATION 

To evaluate the extent VI may be occurring and to analyze trends, it is important that analytical reporting 
limits that are routinely achievable be less than the EGLE SSC or other concentration of interest for 
applicable indicator analytes for that analyte.  Ideally there should be substantial margin to detect increasing 
trends in IA concentrations and implement corrective measures before vapor intrusion exceeds criteria. The 
ratio of EGLE SSC (or concentration of interest) to reporting limit in IA is a useful way to evaluate 
measurement capability. Ratios less than 1 indicate that the analyte cannot be reliably measured until it is 
above criteria. This circumstance would require evaluation of an alternative analyte with an appropriate 
decision point if feasible. Ratios above 1 indicate the analyte can be detected before exceeding criteria.  
The higher the ratio, the more margin is provided to detect increasing trends before criteria is exceeded.  
Table 5.3.5-7 evaluates the measurement capability ratios for the analytes of interest. 
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Table 5.3.5-7.  Measurement Capability Evaluation for Building 1714 

Compound

Criteria / Concentration 
of Interest 

(µg/m3)
Reporting Limit 

(µg/m3) Ratio Assessment*
Chloroform 5.2 0.15 35 Excellent 
TCE 4 0.17 24 Good 
CFC-12 ** 1.8 (0.92 - 4.0) 0.38 4.7 (2.4 – 11) Good 

PCE ** 0.48 (0.04 - 0.92) 0.21 2.3 (0.19 – 4.4) Marginal 
*Ratio < 1 inadequate, >1-3 marginal, >3-30 good, >30 excellent 
** See Section 5.3.5.8.1.3 for calculation of concentration of interest.

The analysis indicates that the measurement capability of chloroform is excellent, TCE and CFC-12 is good, 
and PCE is marginal. 

5.3.5.3.2 BUILDING 1714 INTERIM MONITORING PLAN 

Dow presented an interim monitoring plan for Building 1714 during the June 2024 Corrective Action Status 
Meeting.  Dow implemented the IM plan at Building 1714 until a revised IM plan was developed.    

The IM plan presented to EGLE specified monitoring for chloroform, TCE, CFC-12, and PCE at Locations 
1714-04 and 1714-06 (Figure 5.3.5-2).  Locations 1714-04 and 1714-06 were selected for monitoring 
because they had the highest concentrations of chloroform and TCE in soil gas and had limited temporal 
variability during all four seasonal confirmation sampling events.  Chloroform and TCE were chosen as the 
analytes to sample during IM since they exceeded the EGLE SSC in soil gas and have good to excellent 
measurement capability.  CFC-12 and PCE were chosen as analytes to sample during IM because they 
may serve as indicators if VI is occurring at this building. 

5.3.5.3.2.1 INTERIM MONITORING RESULTS 

The first IM sampling event was conducted in Summer 2024 and was consistent with the IM plan as 
presented above, except for the additional SSSG samples being collected.  The additional SSSG samples 
were collected during IM E1 to provide additional data to evaluate the proposed IM plan.  Therefore, results 
for IM E1 are presented and analyzed in Sections 5.3.5.2.2 and 5.3.5.2.3 with the SCS data.  The IM results 
were also presented in the October 2024 CA status call.  

5.3.5.4 COMPARISON OF SUB-SLAB SOIL GAS, INDOOR AIR, AND OUTDOOR AIR 
DATA SETS 

Chloroform was measured in soil gas above the EGLE SSC of 170 µg/m3 during all four seasonal 
confirmation and one IM sampling events at Location 1714-06.  Location 1714-04 was above the SSC 
during E1, E2, E4, and IM E1.  The detections of chloroform were all below the 2025 SIC and derived SSSG 
OEL.  All other sample locations had concentrations that were ND or well below EGLE SSC.  IA samples 
had chloroform detections ranging from ND to 1.6 µg/m3, which is well below the EGLE SSC of 5.2 µg/m3.  
Chloroform in OA samples were ND during E1 and E2 and had detections during E4 and IM E1 of 0.091 J 
and 0.094 J µg/m3, respectively.  

TCE was measured in soil gas above the EGLE SSC of 130 µg/m3 during all four seasonal confirmation 
and one IM sampling events at Locations 1714-02, 1714-03, 1714-04, and 1714-06 (only Locations 1714-
04 and 1714-06 were sampled during IM E1).  The detections of TCE were all below the 2025 SIC and 
derived SSSG OEL.  IA samples had TCE detections ranging from ND to 0.034 J µg/m3, which is well below 
the EGLE SSC of 4 µg/m3.  TCE in OA samples were ND during the three seasonal confirmation and one 
IM sampling events.   
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5.3.5.5 ANALYTES OF INTEREST SUMMARY 

Figure 5-3 illustrates the process of evaluating vapor intrusion and determining the group designation and 
path forward for each building.  Table 5.3.5-8 pairs the analytes of interest in Building 1714 with the 
descriptive summary of the relationships between the SSSG and IA results to help determine the group 
designation for the building as indicated in Section 5.3.5.7.  

Table 5.3.5-8.  Analytes of Interest Summary for Building 1714 

Description of Results Analytes 

SSSG and IA exceed EGLE SSC at the same 
location(s) 

Not Applicable 

SSSG and IA exceed EGLE SSC, but sample 
locations are not correlated 

Not Applicable 

SSSG exceed EGLE SSC, but IA is below EGLE SSC 
Chloroform 

TCE 
SSSG exceed EGLE SSC, but have clear lines of 

evidence of significant workplace use 
Not Applicable 

IA exceed EGLE SSC, but SSSG is below EGLE SSC Not Applicable 
No exceedance of SSSG EGLE SSC and IA EGLE 

SSC 
All other analytes from TAL, not otherwise listed 

5.3.5.6 COMPARISON OF ATTENUATION FACTORS BY EVENT 

Building specific attenuation factors were calculated and compared between events to evaluate temporal 
variability and determine the best estimate of a building specific attenuation factor.  To be as conservative 
as possible, the maximum values for IA and soil gas were used in calculating the attenuation factor for each 
event.  Chloroform and TCE were selected for evaluation because they had soil gas exceedances of EGLE 
SSC, are the primary risk drivers, and there is no current evidence of workplace use of these analytes at 
Building 1714.  The IA maximum concentrations were corrected for the contribution of OA to IA for each 
event. The calculated event-specific attenuation factors are shown in Tables 5.3.5-9 and 5.3.5-10.  PCE, 
CFC-12, and tetrahydrofuran were not included in these calculations due to the limited data set for those 
analytes. 

Table 5.3.5-9.  Comparison of Building Specific Attenuation Factors for Chloroform by Event for 
Building 1714 

E2 
(Spring) 

E3 
(Summer) 

E4 
(Winter) 

IM E1 
(Summer) 

Maximum Values 

Chloroform in Sub-Slab Soil Gas (µg/m3) 340 250 270 310 
Chloroform in Outdoor Air (µg/m3) ND ND 0.091 J 0.094 J 

Chloroform in Indoor Air (µg/m3) <0.15* 1.1 0.23 1.6 

Chloroform in Indoor Air (µg/m3) Corrected for Outdoor Air 
Contribution 0.15 1.1 0.14 1.5 

Attenuation Factor  4.4E-04 4.4E-03 5.2E-04 4.8E-03

* Result was ND.  Value used in calculation is the maximum reporting limit.
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Table 5.3.5-10.  Comparison of Building Specific Attenuation Factors for TCE by Event for Building 
1714 

E2 
(Spring) 

E3 
(Summer) 

E4 
(Winter) 

IM E1 
(Summer) 

Maximum Values 

TCE in Sub-Slab Soil Gas (µg/m3) 1,600 1,300 1,200 1,300 
TCE in Outdoor Air (µg/m3) ND ND ND ND 

TCE in Indoor Air (µg/m3) <0.17* <0.17* 0.034 J 0.029 J 

TCE in Indoor Air (µg/m3) Corrected for Outdoor Air 
Contribution 0.17 0.17 0.034 0.029 

Attenuation Factor  1.1E-04 1.3E-04 2.8E-05 2.2E-05 

* Result was ND.  Value used in calculation is the maximum reporting limit.

These calculated attenuation factors serve as the best estimates of attenuation at this building.  The results 
can vary from day to day due to differences in atmospheric conditions and building ventilation. The calculation 
of building specific attenuation factors can vary between analytes due to the presence of indoor sources.  
As shown in Tables 5.3.5-9 and 5.3.5-10, the attenuation factors calculated for chloroform and TCE exhibit 
limited temporal variability. Also, the attenuation factors for chloroform and TCE are reasonably consistent 
with each other between sampling events.  Overall, the most conservative estimate of a building specific 
attenuation factor for Building 1714 is 4.8E-03 based on chloroform during IM E1.   

5.3.5.7 WEIGHT-OF-EVIDENCE SUMMARY 

Building 1714 was initially classified and is now confirmed as a VI Path Forward Group 2 building due to its 
potential for VI based on SSSG exceedances of EGLE SSC for chloroform and TCE.  After further 
investigation and evaluation, the following evidence supports the conclusion that VI is insignificant at Building 
1714: 

 Chloroform was measured in soil gas above the EGLE SSC of 170 µg/m3 during all four seasonal 
confirmation and one IM sampling events at Location 1714-06.  Concentrations at location 1714-
04 were above the SSC during E1, E2, E4, and IM E1.  All results were less than the 2025 SIC and 
the derived SSSG OEL.   

 IA samples had chloroform detections ranging from ND to 1.6 µg/m3, which is well below the EGLE 
SSC of 5.2 µg/m3.  All results were less than the Dow OEL.    

 TCE was measured in soil gas above the EGLE SSC of 130 µg/m3 and/or TSMSSL12 of 400 µg/m3 

during all four seasonal confirmation and one IM sampling events at Locations 1714-02, 1714-03, 
1714-04, and 1714-06 (only Locations 1714-04 and 1714-06 were sampled during IM E1).  All 
results were less than the 2025 SIC and the derived SSSG OEL. 

 IA samples had TCE detections ranging from ND to 0.034 J µg/m3, which is well below the EGLE 
SSC of 4 µg/m3.  All results were less than the Dow OEL.   

Based on the evaluation of the four seasonal confirmation and one IM sampling events, the VI pathway 
appears to be insignificant for Building 1714.  Sufficient information exists to make a human exposure under 
control EI determination.  However, while currently there is no there is no evidence of VI above EGLE SSC, 
periodic monitoring is warranted, and the building specific IM plan is discussed below.      

5.3.5.8 CSM AND INTERIM MONITORING PLAN REFINEMENT 

The following sections focus on the AOIs identified above through the results summary and any additional 
analytes of significance that could assist in refining the CSM for the building, or site, and provide information 
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necessary to develop an effective IM plan.  Additional analytes considered for inclusion in the evaluation 
are based on detections in the SSSG. 

Additional analytes screened for possible inclusion in further analysis include: 

1)  Analytes detected in SSSG at concentrations of 1,000 µg/m3 or greater in one or more sample 
locations; and,

2)  PCE and TCE.    

Analytes detected above 1,000 µg/m3 may be useful in a building specific monitoring program even if not 
above risk criteria because they should be the simplest to interpret and provide the clearest signal of data 
trends.  The same data trends observed for these analytes are expected to apply to other similar analytes 
present at lower concentrations.  PCE and TCE have been identified as two of the primary risk drivers 
across the site.  If they have not been previously identified as an AOI in the building, these two analytes will 
be considered for additional analyses to better refine the building and site CSM, if detected in the SSSG.

For Building 1714, the only analytes detected in the SSSG at concentrations above the EGLE SSC were 
chloroform and TCE.  The analytes that had detected concentrations >1,000 µg/m3 were 2-propanol, 
acetone, CFC-12, and TCE.  2-Propanol and acetone were detected at concentrations >1,000 µg/m3 at one 
location (1714-06) during E1 and those concentrations were significantly lower than the EGLE SSC and 
therefore, do not warrant further evaluation.  CFC-12 was detected at concentrations >=1,000 µg/m3 at 
Locations 1714-04 and 1714-06 where concentrations of chloroform and TCE were also elevated, so CFC-
12 may serve as a good indicator if VI is occurring at this building.   PCE was detected in the area of interest 
at concentrations similar to chloroform and there is no current evidence of workplace use, so it may also 
serve as an indicator if VI is occurring at this building.  Tetrahydrofuran was added to the TAL for E4 
because it was detected in the area of interest during E1 at concentrations that were very similar to 
chloroform; however, it was not detected during E4 so will not be included in the IM plan.  

The data evaluation for Building 1714 is discussed in the following sections for SSSG and IA.  When 
discussing findings in the following sections, it is typical that narrow ranges of variability are expressed as 
a percentage (e.g., relative percent difference).  However, when data exhibit a large range of variability it is 
generally more useful to express the range in orders of magnitude (i.e., factors of 10).  This can be 
expressed mathematically as the log of the ratio of maximum/minimum values. 

5.3.5.8.1 SUB-SLAB SOIL GAS DATA EVALUATION 

The SSSG evaluation consists of 4 different analyses:  

 Temporal Variability of SSSG 
 Spatial Variability of SSSG  
 Soil Gas Plume Estimation  
 Soil Gas Risk Evaluation 

5.3.5.8.1.1 TEMPORAL VARIABILITY OF SUB-SLAB SOIL GAS 

The temporal variability analysis is a comparison of concentrations over the four seasonal confirmation and 
one IM sampling events at each individual location.   At Building 1714, a total of 20 SSSG samples were 
collected from the building. In general, the SSSG concentrations exhibit less than one order of magnitude 
of temporal variability.  For chloroform, SSSG concentrations vary from ND to 4.9 µg/m3 at location 1714-
03 (RPD = 88%, log max/min = 0.41).  All other sample locations for chloroform exhibit less variability, 
ranging from an RPD of 40% to 52%.  For TCE, concentrations at Location 1714-03 had detections that 
vary from 250 to 530 µg/m3 (RPD = 72%, log max/min = 0.33).  Other locations that had detections of TCE 
exhibited less variability ranging from an RPD of 40% to 61%.   
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A weak seasonal trend was observed for chloroform and TCE (Figures 5.3.5-8 and 5.3.5-9) with the highest 
concentrations of both analytes occurring in E2 (spring).   

Figure 5.3.5-8.  Chloroform Concentrations by Sampling Event for Building 1714 
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Figure 5.3.5-9.  TCE Concentrations by Sampling Event for Building 1714 
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5.3.5.8.1.2 SPATIAL VARIABILITY OF SUB-SLAB SOIL GAS 

The spatial variability analysis is a comparison of SSSG concentrations across all the sampling locations 
during each individual seasonal confirmation event.  One additional SSSG sample collected during the first 
IM sampling event was also included in this analysis.  The SSSG results exhibit approximately two orders 
of magnitude of spatial variability.  The variability of the SSSG detections of chloroform across the six 
sample locations during the first seasonal confirmation sampling event had an RPD of 196% (log max/min 
= 2.0).  TCE exhibits similar spatial variability (RPD = 199%, log max/min = 2.7).  Spatial variability was not 
evaluated for E2 through E4 since only four locations were sampled or during IM E1 since only two locations 
were sampled. 

Chloroform concentrations in soil gas samples collected at Locations 1714-04 and 1714-06, located in the 
southeastern portion of the building, were above the EGLE SSC during all four seasonal confirmation and 
one IM sampling events (except for 1714-04 during E3).  All other sample locations in the building had 
chloroform concentrations that were ND or below the EGLE SSC (Figure 5.3.5-3).  The TCE concentrations 
at 1714-02, 1714-03, 1714-04, and 1714-06 had TCE concentrations above EGLE SSC and/or TSMSSL12

during all four seasonal confirmation and one IM sampling events.  The other sample locations in the 
building had TCE concentrations that were ND or well below EGLE SSC (Figure 5.3.5-4).  The data 
suggests that in general, the highest concentrations of the analytes of interest are located in the eastern 
portion of the building.   

5.3.5.8.1.3 SOIL GAS PLUME COMPOSITION ESTIMATE 

Table 5.3.5-11 provides estimates of the SSSG plume composition for Building 1714 to help understand 
possible variability in the plume composition.  The following data is presented in the table: 

 The overall result is the average of all data for chloroform, TCE, CFC-12, and PCE at Locations 1714-
04 and 1714-06 through all four seasonal confirmation and one IM sampling events;  

 The average concentrations for chloroform, TCE, CFC-12, and PCE at the same locations during each 
sampling event;

 The average concentrations for the four analytes at each location through the five sampling events; 
and, 

 The ratios of chloroform, CFC-12, and PCE concentrations to TCE concentration.   

Vapor intrusion occurs primarily by advective flow through cracks and openings and is a function of crack 
length and width and pressure differential.  For SSSG, advective transport is not chemical specific and all 
chemicals are expected to exhibit the same behavior.   As a result, where VI is occurring, the relative ratio 
of compounds in IA should approximate the ratio measured in SSSG. 

Table 5.3.5-11.  Soil Gas Plume Composition Estimate for Building 1714   

Chloroform TCE CFC-12 PCE
Chloroform 

/ TCE
CFC-12 / 

TCE PCE / TCE

Overall 232 1,237 552 144 0.19 0.45 0.12 

Event 1 190 1,035 1,000 110 0.18 1.0 0.11 

Event 2 285 1,550 NST NST 0.18 -- -- 

Event 3 200 1,150 NST NST 0.17 -- -- 

Event 4 230 1,200 370 159 0.19 0.31 0.13 
IM Event 1 255 1,250 285 164 0.20 0.23 0.13 
Location 04 190 1,200 597 273 0.16 0.50 0.23 
Location 06 274 1,274 507 14 0.22 0.40 0.01 
Units are in µg/m3

NST - No Sample Taken
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The plume composition in the area of interest is approximately 1,237 µg/m3 TCE with a range over time 
and location of 1,035 to 1,550 µg/m3.  Chloroform is 0.19x (range 0.16 – 0.22x) the concentration of TCE.  
Based on these relationships, if TCE was detected in IA at the EGLE SSC of 4 µg/m3 due to VI, it would be 
expected that chloroform would be measured at 0.76 µg/m3 (range 0.64 – 0.88 µg/m3) above OA 
concentrations.  CFC-12 is 0.45x (range 0.23 – 1.0x) the concentration of TCE.  Based on these 
relationships, if TCE was detected in IA at the EGLE SSC of 4 µg/m3 due to VI, it would be expected that 
CFC-12 would be measured at 1.8 µg/m3 (range 0.92 – 4.0 µg/m3) above OA concentrations.  PCE is 0.12x 
(range 0.01 – 0.23x) the concentration of TCE.  Based on these relationships, if TCE was detected in IA at 
the EGLE SSC of 4 µg/m3 due to VI, it would be expected that PCE would be measured at 0.48 µg/m3

(range 0.04 – 0.92 µg/m3) above OA concentrations.   This understanding of the plume composition will 
assist in the interpretation of IA data collected through interim monitoring. 

5.3.5.8.1.4 SOIL GAS RISK EVALUATION 

If VI is the primary source, analytes present in soil gas at higher concentrations would also be present in IA 
at higher concentrations.  However, these analytes may or may not represent the highest risk.  It is important 
to understand which analytes are the primary risk drivers at a building.  A building specific IM program 
would typically focus monitoring on the highest risk drivers at a building. This may not be practical in all 
cases due to differences in analytical detection capabilities, indoor sources, outdoor sources, or other 
issues. When an alternative to the primary risk driver is selected for monitoring, decision rules must be 
appropriately adjusted to address differences in risk.   

Relative risk of an analyte is best expressed by the ratio of soil gas concentrations to EGLE site specific 
soil gas criteria.  The higher the ratio the more potential risk the analyte represents.  Ratios less than 1 
indicate that the analyte is not above EGLE criteria and are unlikely to present a risk of IA concentrations 
above EGLE criteria due to VI.  However, these analytes may still be useful to track in a monitoring program 
to help address issues as described above.  The table below provides these ratios in the area of interest 
for chloroform and TCE based on the composition data described in the previous section. 

Table 5.3.5-12.  Soil Gas Risk Evaluation for Building 1714

Chloroform TCE CFC-12 PCE

Criteria (µg/m3) 170 130 34,000 2,700 

OVERALL 1.4 9.5 0.016 0.053

Event 1 1.1 8.0 0.029 0.041 
Event 2 1.7 12 NST NST 
Event 3 1.2 8.8 NST NST 
Event 4  1.4 9.2 0.011 0.059 
IM Event 1 1.5 9.6 0.008 0.061 
Location 04 1.1 9.2 0.018 0.101 
Location 06 1.6 9.8 0.015 0.005 

RANGE 1.1 - 1.7 8.0 - 12 0.008 - 0.029 0.005 - 0.101 
NST – No Sample Taken 

The concentration of TCE in soil gas is approximately 9.5 x EGLE soil gas SSC with a range over time and 
location of 8.0x-12x.  TCE is the primary risk driver for VI at Building 1714 with chloroform being secondary.  
Based on this evaluation, CFC-12 and PCE are not significant risk drivers for this building. 

5.3.5.8.2  INDOOR AIR RESULTS EVALUATION 

The IA evaluation consists of 2 different analyses:  

 Temporal Variability of IA 
 Spatial Variability of IA  
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5.3.5.8.2.1 TEMPORAL VARIABILITY OF INDOOR AIR 

At Building 1714, a total of 14 IA samples were collected from the building.  The temporal variability analysis 
is a comparison of concentrations over the three seasonal confirmation and one IM sampling events at 
1714-02, 1714-03, 1714-04, and 1714-06.  The IA results exhibit approximately one order of magnitude of 
temporal variability.  Temporal variability for chloroform ranged from an RPD of 172% to 183%.  The 
maximum chloroform IA temporal variability occurred at Location 1714-04.  For TCE, temporal variability 
analysis could not be performed because the only detections of TCE in IA occurred during E4 and IM E1. 

A slight seasonal trend was observed. The highest chloroform IA concentrations were during E3 and IM E1 
(summer).  

5.3.5.8.2.2 SPATIAL VARIABILITY OF INDOOR AIR 

The spatial variability analysis is a comparison of IA concentrations across four of the six sampling locations 
during seasonal confirmation sampling events E2 through E4.  The IA results exhibit less than one order of 
magnitude of spatial variability.  Chloroform was not detected in E2 and had limited spatial variability in E3 
and E4 (RPD of 10% and 14%, respectively).  TCE was not detected in E2 and E3 and had limited spatial 
variability in E4 (RPD 31%).  IA samples were analyzed for CFC-12 and PCE during SCS E4 only, so a full 
spatial variability analyses was not performed.  However, results from E4 demonstrated limited variability 
of CFC-12 and PCE in IA (RPD of 8% and 6%, respectively).  

IA concentrations within Building 1714 appear to be generally consistent throughout the building. 

5.3.5.9 BUILDING 1714 INTERIM MONITORING PLAN UPDATE 

The results of the first IM sampling event conducted in Summer 2024 was incorporated into the detailed 
SCS Complete analysis to provide further evidence confirming the IM Plan for Building 1714 or to indicate 
whether, based on this analysis, the IM Plan should be adjusted.   

Based on the analysis performed, IA will be monitored for chloroform, TCE, and CFC-12 at Locations 1714-
04 and 1714-06 (Figure 5.3.5-2).  Locations 1714-04 and 1714-06 were selected for monitoring because 
they had the highest concentrations of TCE and chloroform in soil gas and had limited temporal variability 
during all four seasonal confirmation and one IM sampling events.  CFC-12 was confirmed as an analyte 
to sample during IM since it was detected at concentrations >1,000 µg/m3 at Locations 1714-04 and 1714-
06 with concentrations that were similar to chloroform and TCE, so it may serve as an indicator if VI is 
actually occurring at this building.  Based on this detailed analysis, PCE has marginal measurement 
capability, therefore it will be removed from the IM plan as an indicator analyte   

Dow will continue to implement the updated IM plan at Building 1714 until a revised program or more 
permanent corrective action plan is developed for the site. 

5.3.5.10 PATH FORWARD 

Semi-annual monitoring will occur in the summer and winter seasons for at least two years.  Semi-annual 
monitoring began in August 2024.  Results of the monitoring events and summary of additional actions as 
necessary will be reported in a monthly CA status call and reported in the annual CAIP. 

5.3.6 BUILDING 1776 VI SEASONAL CONFIRMATION SAMPLING 
COMPLETE EVALUATION  

VI is an exposure pathway that results from the migration of volatilized chemicals from the subsurface to IA in 
overlying occupied buildings.  A source, migration route and a human receptor must be present for the VI 
pathway to be complete.  The focus of the analyses presented in this section is the evaluation of the 
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potential VI exposure pathway using the complete set of seasonal confirmation data collected for the 
building.  The CSM is illustrated in Figure 5.3.6-1.  

5.3.6.1 BUILDING SUMMARY 

Building 1776 was constructed in 1976 and is located in the northern quadrant of the Midland Facility.  The 
building consists of office and laboratory space. The building has two floors at or above grade, a partial 
basement, and an elevator. The first floor has a footprint of approximately 130,800 ft2.     

The depth of the basement is approximately 14 feet below grade.  The foundation walls are made of poured 
concrete and the basement floor is sealed concrete. The basement area contains a sump that contained 
water at the time of the survey.   

The ground cover outside of the building is concrete, grass and asphalt.  

5.3.6.1.1 POSSIBLE PREFERENTIAL PATHWAYS 

The basement area contains a sump that contained water at the time of the survey.  There are also sealed 
floor drains located in the laboratories.  The building survey completed before the initial sampling event can 
be found in Appendix F.   During the survey, no PID detections were observed in the ambient air throughout 
the building.   

5.3.6.1.2 BUILDING VENTILATION 

The building is heated via hot air circulation and steam radiation. The outdoor intakes are located on the 
roof of the building.  There are no bay doors at this building. 

5.3.6.1.3 PERSONNEL USE 

Approximately 220 people occupy Building 1776.  Occupants typically work 8 hours a day, Monday through 
Friday with the building typically opening at 7:00 AM and closed at 6:00 PM.  The typical parameters for 
non-residential exposures are assumed to apply to the personnel working at this building (i.e., 40 hours/week, 
50 weeks/year exposure).

5.3.6.1.4 WORKPLACE CHEMICAL USE 

A chemical inventory was completed during the building survey and the chemicals found to be stored within 
the building are included with the building survey, included in Appendix F.   

The building contains a number of office and lab spaces, therefore frequent use of various chemical 
solvents and reagents is expected.  As indicated in the chemical inventory, numerous chemical compounds 
contained within the TAL were stored and used within the building. 

5.3.6.2 DATA SUMMARY 

Four seasonal confirmation sampling events have been completed at Building 1776.  The SSSG analytical 
results from each of the sampling events were compared to the June 22, 2018, EGLE SSC, the March 2021 
Nonresidential Time Sensitive Screening Levels (TSMSSL12), the 2025 SIC, and the 2025 derived SSSG 
OELs.  IA results are compared to the June 22, 2018, EGLE SSC, the December 2020 Nonresidential Time 
Sensitive Screening Levels (TSRIASL12), and the Dow OELs.  Groundwater analytical results were 
compared to the EGLE SSC (GWIC, Buildings >50,000 ft2, with basement).  Seasonal confirmation 
sampling was initiated at Building 1776 because SSSG results from the first sampling event exceeded 
EGLE SSC.   
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Summary statistics and screening comparison results are presented for groundwater on Table 5.3.6-1,
exterior soil gas and SSSG on Table 5.3.6-2, and IA and OA on Table 5.3.6-3.  Table 5.3.6-4 lists the 
sampling events completed to date. 

Table 5.3.6-4. Sampling Events for Building 1776 
Building 1776 

Initial Sampling Event Completed 

E1 November 2022 (Fall)

Seasonal Sampling Event Completed 

E2 April 2023 (Spring) 

E3 June 2023 (Summer) 

E4 January 2024 (Winter) 

Soil gas samples were collected from 43 indoor sub-slab locations and 10 exterior soil gas locations during 
E1.  Groundwater samples were collected from two monitoring wells during E1.  In accordance with the 
Campus Area Approach, results from E1 were analyzed to identify locations with analytes above SSC.  
These locations were moved forward for further investigation and paired SSSG and IA sampling was 
performed in seasonal confirmation events.  SSSG and IA samples were collected from 2 locations (1776-
07 and 1776-40) during E2 through E4 and analyzed for 1,2,4-trichlorobenzene (1,2,4-TCB) and chloroform.  
1,2,4-Trimethylbenzene, CFC-12, total xylenes, PCE, and toluene were added to the TAL for Building 1776 
during E4 to provide additional soil gas data to be analyzed and incorporated into the development of the 
IM plan.  

An OA sample near the main air intake was collected during E2 through E4.  The sampling locations are 
shown on Figure 5.3.6-2.  The analytical data is presented in Appendix G.  Field sampling forms are 
provided in Appendix H.   

Upon completion of seasonal confirmation sampling, an IM plan was developed and presented to EGLE at 
the June 2024 CA Status Meeting.  However, Building 1776 was slated to be demolished as part of a site 
development project.  An update was presented at the July 2024 CA Status Meeting and the IM sampling 
event was cancelled. 

5.3.6.2.1 SUMP WATER RESULTS SUMMARY  

A water sample was collected from the single sump located in the basement at Building 1776.  All results 
were below the EGLE SSC (Groundwater in Contact (GWIC) Buildings >50,000 ft2, with a basement). 

5.3.6.2.2 GROUNDWATER RESULTS SUMMARY  

Chloroform was detected in groundwater from monitoring well 9876 located south of the building near the 
east wing.  However, the result was below the GWIC for buildings greater than 50,000 ft2, with a basement.    

5.3.6.2.3 SUB-SLAB AND EXTERIOR SOIL GAS RESULTS SUMMARY  

Analytical results were evaluated based on methodologies presented in the 2018 Revised Vapor Intrusion 
Work Plan.  The number of analytes detected above the soil gas EGLE SSC and the TSMSSL12, if available, 
are discussed below:  

 During the initial event (Fall 2022), 28 of the 65 analytes were detected in sub-slab and exterior soil 
gas. 1,2,4-TCB and chloroform were detected above the EGLE SSC at SSSG Locations 1776-40 
and 1776-07, respectively.  Detected analytes in exterior soil gas samples did not exceed the EGLE 
SSC.  
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 During the second event (Spring 2023), chloroform was detected above the EGLE SSC at SSSG 
Location 1776-07.  1,2,4-TCB was detected at SSSG Location 1776-40, but did not exceed the 
EGLE SSC.   

 During the third event (Summer 2023), chloroform was detected above the EGLE SSC at SSSG 
Location 1776-07.  1,2,4-TCB was detected at SSSG Location 1776-40, but did not exceed the 
EGLE SSC. 

 During the fourth event (Winter 2024) there were no analytes detected above the EGLE SSC. 

 All samples were less than the 2025 SIC and derived SSSG OEL. 

Table 5.3.6-5 summarizes the results for analytes that have soil gas concentrations detected above an 
EGLE SSC and are therefore considered AOIs in the building.  For Building 1776, these include 1,2,4-TCB 
and chloroform.  The table below also compares the soil gas concentrations to the 2025 SIC and the derived 
SSSG OEL values.

Table 5.3.6-5.  Summary of Sub-Slab and Exterior Soil Gas Exceedances for Building 1776 

Analyte 
(Sampling Event) 

Detection 
Frequency

Measured 
Range of 
Detects 
(µg/m3) 

% Detections 
> EGLE SSC 

EGLE SSC 
(µg/m3) 

2025 SIC 
(µg/m3)   

Derived 
SSSG 
OEL 

(µg/m3)   

1,2,4-Trichlorobenzene (1) 2% 570 2% 200 23,000 1,200,000 
1,2,4-Trichlorobenzene (2) 50% 66 0% 200 23,000 1,200,000 
1,2,4-Trichlorobenzene (3) 50% 44 0% 200 23,000 1,200,000 
1,2,4-Trichlorobenzene (4)* 0% <4.2 0% 200 23,000 1,200,000 

Chloroform (1) 23% 3.6-190 2% 170 19,000 330,000 
Chloroform (2) 50% 1,000 50% 170 19,000 330,000 
Chloroform (3) 50% 920 50% 170 19,000 330,000 
Chloroform (4) 0% <3.8 0% 170 19,000 330,000 
BOLD indicates an EGLE SSC exceedance.
*Beginning in E4, the reporting limit used is the method detection limit (MDL).  The MDL was used in lieu of the RL and any 
detection between the two is reported as an estimated value. 

Table 5.3.6-6 lists the analytes that were not detected at one or more locations but had reporting limits 
greater than the EGLE SSC for SSSG.  The reporting levels were elevated because the samples were 
diluted due to the presence of other substances at high concentrations.  Analytes previously identified as 
an AOI in SSSG were excluded from this table.

Further analysis was conducted on each analyte in Table 5.3.6-6 to determine if the analyte is adequately 
characterized. An analyte is considered adequately characterized if the analyte detection frequency in all 
sample locations is low with detection limits below EGLE SSC in most samples. 

Table 5.3.6-6.  Soil Gas Non-Detections with Reporting Limit Exceedances for Building 1776

Analyte 
(Sampling Event)

% 
Detections

Max Reporting 
Limit of 

Non-detections 
(g/m3)

% Reporting 
Limits > 

EGLE SSC

EGLE 
SSC 

(g/m3)

Locations 
with RL> 

EGLE SSC
Condition 

Met?

1,2-Dibromoethane (EDB) (1) 0% 9.9 6% 6.6 
SS-4, SS-41, 

SS-43 
Y 

Based on this evaluation EDB has been adequately characterized and is not an analyte of interest for VI.   
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5.3.6.2.4 INDOOR AIR RESULTS SUMMARY

Since VI only potentially occurs if the analyte is present in both SSSG and IA, Table 5.3.6-7 summarizes 
the IA results for the analytes with SSSG exceedances.  The OA sample results are also provided to 
determine if the analyte concentrations reported in IA may have been influenced by OA contributions.   

Table 5.3.6-7.  Vapor Intrusion Evaluation for Building 1776 

Analyte 
(Sampling Event) 

Indoor Air 
Detection 
Frequency 

Indoor Air 
Measured Range 

(µg/m3) 
EGLE SSC 

(µg/m3) 
Dow OEL 
(µg/m3) 

Outdoor Air 
Result 
(µg/m3) 

1,2,4-Trichlorobenzene (2) 50% 27 6.2 37,100 ND 
1,2,4-Trichlorobenzene (3) 50% 100 6.2 37,100 ND 
1,2,4-Trichlorobenzene (4) 50% 18 6.2 37,100 ND 

Chloroform (2) 50% 1.5 5.2 9,760 ND 
Chloroform (3) 100% 0.18-7.8 5.2 9,760 0.13 
Chloroform (4) 50% 0.68 5.2 9,760 ND 

BOLD indicates an EGLE SSC exceedance. 

Figures 5.3.6-3 through 5 show the analytical results for IA during all sampling events. 

At Location 1776-40, 1,2,4-TCB exceeded the TSRIASL12 during E2 and E3 and was above the EGLE SSC 
during E4.  SSSG concentrations of 1,2,4-TCB were above the EGLE SSC during E1 only.  Concentrations 
of 1,2,4-TCB in SSSG were detected below criteria in E2 and E3 and were ND in E4.  Due to the TSRIASL12

exceedance in E2, an Expedited Building Summary (EBS) was developed and submitted to EGLE in 
November 2023.  A laboratory flask and reclamation container clearly labeled with contents containing 
1,2,4-TCB was documented to be in use during the sampling event and continues to be used in the 
laboratory.  Results for 1,2,4-TCB in soil gas and/or IA at the other fifty-two sample locations in and around 
the building were ND, providing further evidence that this is an isolated situation.  The EBS was approved 
by EGLE on December 12, 2023.  Due to the TSRIASL12 exceedance in E3, the EBS was updated and 
included in Appendix N of the 2023/2024 CAIP.  All 1,2,4-TCB concentrations in IA were less than the Dow 
OEL.   

At Location 1776-07, chloroform was detected in IA below the EGLE SSC during E2 and E4; however, 
concentrations exceeded the EGLE SSC during E3.  SSSG concentrations exceeded the EGLE SSC during 
E1, E2, and E3 (chloroform was not analyzed at this location during E4 because the sampling port was 
covered with process water that had overflowed from a nearby drain).  All chloroform concentrations in IA 
were less than the Dow OEL.   

IA results for all additional analytes in the TAL analyzed in E4 (1,2,4-TMB, CFC-12, total xylenes, PCE, and 
toluene) were ND or less than the EGLE SSC and Dow OELs.  Therefore, no additional analytes of interest 
were identified for the building. 

5.3.6.2.5 OUTDOOR AIR RESULTS SUMMARY

Figures 5.3.6-3 through 5 show the analytical results for OA during all sampling events.   

During the three seasonal confirmation sampling events, OA results for 1,2,4-TCB were ND.  Chloroform 
was ND in OA during E2 and E4 but was detected at 0.13 µg/m3 during E3.  CFC-12 was detected at 1.4 
µg/m3 in E4.  All other analytes were ND during all events.  The detections and reporting limits for all 
analytes were below the EGLE SSC.   
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5.3.6.3 COMPARISON OF SUB-SLAB SOIL GAS, INDOOR AIR, AND OUTDOOR AIR 
DATA SETS 

1,2,4-TCB was measured in soil gas above the EGLE SSC of 200 µg/m3 during E1 only at location 1776-
40.  The detection of 1,2,4-TCB was below the 2025 SIC and derived SSSG OEL.  Concentrations of 1,2,4-
TCB at Location 1776-40 were below the SSC during E2 and E3 and ND during E4.   All other sample 
locations had concentrations that were ND with reporting limits below the SSC.  IA samples at Location 
1776-40 had detections of 1,2,4-TCB that exceeded the TSRIASL12 of 18 µg/m3 during E2 and E3 and were 
above the EGLE SSC of 6.2 µg/m3 during E4.  A laboratory flask and reclamation container clearly labeled 
with contents containing 1,2,4-TCB was documented to be in use during the sampling event and continues 
to be used in the laboratory.  OA results for 1,2,4-TCB were ND with reporting limits below EGLE SSC. 

Chloroform was measured in soil gas above the EGLE SSC of 170 µg/m3 at location 1776-07 during E1 
through E3. The concentrations of chloroform were all below the 2025 SIC and derived OEL.  A SSSG 
sample was not collected at this location during E4 because the sampling port was covered with process 
water that had overflowed from a nearby drain.  All other SSSG sample locations had chloroform 
concentrations that were ND or well below EGLE SSC during E1.  IA samples had chloroform detections 
that were below the EGLE SSC of 5.2 µg/m3 during E2 and E4; however, concentrations exceeded the 
EGLE SSC during E3.  OA results for chloroform were ND during E2 and E4 but detected at 0.13 µg/m3

during E3.  

5.3.6.4 ANALYTES OF INTEREST SUMMARY 

Figure 5-3 illustrates the process of evaluating vapor intrusion and determining the group designation and 
path forward for each building.  Table 5.3.6-8 pairs the analytes of interest in Building 1776 with the 
descriptive summary of the relationships between the SSSG and IA results to help determine the group 
designation for the building as indicated in Section 5.3.6.5.   

Table 5.3.6-8.  Analytes of Interest Summary for Building 1776 

Description of Results Analytes 

SSSG and IA exceed EGLE SSC at the same 
location(s) 

Not Applicable 

SSSG and IA exceed EGLE SSC, but sample 
locations are not correlated 

Not Applicable 

SSSG exceed EGLE SSC, but IA is below EGLE SSC Not Applicable 

SSSG exceed EGLE SSC, but have clear lines of 
evidence of significant workplace use 

1,2,4-TCB 
Chloroform 

IA exceed EGLE SSC, but SSSG is below EGLE SSC Not Applicable 

No exceedance of SSSG EGLE SSC and IA EGLE 
SSC 

All other analytes from TAL, not otherwise listed 

5.3.6.5 WEIGHT-OF-EVIDENCE SUMMARY 

Building 1776 was initially classified as a VI Path Forward Group 4A, as lines of evidence indicate that IA 
exceedances are likely due to workplace chemical use.  1,2,4-TCB and chloroform are clearly documented 
as in use in the building and would be categorized as Group 5 analytes.  After further investigation and 
evaluation, the following evidence supports the conclusion that VI is insignificant at Building 1776: 

 1,2,4-TCB was measured in soil gas above the EGLE SSC of 200 µg/m3 during E1 only at location 
1776-40.  Location 1776-40 was below the SSC during E2 and E3 and was ND during E4.  All 
results were less than the 2025 SIC and the derived SSSG OEL.   
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 IA samples at Location 1776-40 had 1,2,4-TCB detections that exceeded the TSRIASL12 of 18 
µg/m3 during E2 and E3 and was above EGLE SSC of 6.2 µg/m3 during E4.  A laboratory flask and 
reclamation container clearly labeled with contents containing 1,2,4-TCB was documented to be in 
use during the sampling event and continues to be used in the laboratory.  All results were less 
than the Dow OEL.    

 Chloroform was measured in soil gas above the EGLE SSC of 170 µg/m3 at location 1776-07 during 
E1 through E3 (chloroform was not analyzed at this location during E4).  All results were less than 
the 2025 SIC and the derived SSSG OEL.   

 IA samples had chloroform detections that were below the EGLE SSC of 5.2 µg/m3 during E2 and 
E4; however, concentrations exceeded the EGLE SSC during E3.  All results were less than the 
Dow OEL.  Building 1776 contains a number of labs which use treated water in the performance of 
their work.  Chloroform is one of the trihalomethanes produced by chlorination of water supplies 
which can be a source of indoor air concentrations due to workplace use.  During an investigation 
of this building, it was discovered that Location 1776-07 has a drain nearby in which process water 
is routed, which may contribute to the concentrations of chloroform in the IA sample.   

Based on the evaluation of the four seasonal confirmation sampling events, the VI pathway appears to be 
insignificant for Building 1776.  Sufficient information exists to make a human exposure under control EI 
determination.   

5.3.6.6 BUILDING SPECIFIC INTERIM MONITORING PLAN DEVELOPMENT 

The objective of the interim monitoring plan at each building is to establish a way to assess the continued 
status of the buildings as it relates to the potential for vapor intrusion.  The AOIs at Building 1776 are 1,2,4-
TCB and chloroform, of which there is also clear evidence of workplace chemical use.  This building has 
also been identified as a structure slated for demolition as part of an active building project at the site.  
Therefore, interim monitoring is not warranted and an IM plan was not implemented for this building.   

5.3.6.7 PATH FORWARD  

Building 1776 is currently slated for demolition.  No further vapor intrusion sampling activities will be 
performed at this building.  Annual occupancy checks, verification that the building has been demolished, 
or confirmation that demolition is still planned will be performed.  If the building is not demolished or removed 
from the demolition plan, the building will be reassessed to determine if an IM plan would be applicable.   

5.3.7  BUILDING 1897 VI SEASONAL CONFIRMATION SAMPLING 
COMPLETE EVALUATION  

VI is an exposure pathway that results from the migration of volatilized chemicals from the subsurface to IA in 
overlying occupied buildings.  A source, migration route and a human receptor must be present for the VI 
pathway to be complete.  The focus of the analyses presented in this section is the evaluation of the 
potential VI exposure pathway using the complete set of seasonal confirmation data collected for the 
building.  The CSM is illustrated in Figure 5.3.7-1.  

5.3.7.1 BUILDING SUMMARY 

Building 1897 was constructed in 1987 and is located in the northern quadrant of the Midland Facility.  The 
building consists of office space, research and development, and laboratory space.  The building has two 
floors at or above grade and a partial basement.  The first floor has a footprint of approximately 91,300 ft2.     
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The depth of the basement is approximately 14 feet below grade.  The foundation walls are made of poured 
concrete and the basement floor is concrete.  The basement area contains a mechanical/electrical room 
and office space. 

The ground cover outside of the building is concrete, grass and asphalt. 

5.3.7.1.1 POSSIBLE PREFERENTIAL PATHWAYS 

There are two sump pits in the basement and numerous floor drains located in the slab-on-grade concrete 
floor in the northern portion of the building.  The building survey completed before the initial sampling event 
can be found in Appendix F.  During the survey, PID detections were observed in the ambient air in the D-
Bay and H-Bay Lab Units.   

5.3.7.1.2 BUILDING VENTILATION 

The building is heated via hot air circulation and cooled via central air conditioning. The outdoor intakes are 
located on the east side of the building.   

There are two bay doors located on the west side of the building. 

5.3.7.1.3 PERSONNEL USE 

Approximately one hundred people occupy Building 1897.  Occupants typically work 8 hours a day, Monday 
through Friday with the building typically opened at 6:00 AM and locked 6:00 PM.  The typical parameters 
for non-residential exposures are assumed to apply to the personnel working at this building (i.e., 40 
hours/week, 50 weeks/year exposure).

5.3.7.1.4 WORKPLACE CHEMICAL USE 

A chemical inventory was completed during the building survey and the chemicals found to be stored within 
the building are included with the building survey, included in Appendix F.   

The building contains a number of office and laboratory spaces, therefore frequent use of various chemical 
solvents and reagents is not expected. As indicated in the chemical inventory, no chemical compounds 
contained within the TAL were stored and used within the building. 

5.3.7.2 DATA SUMMARY 

Five seasonal confirmation sampling events have been completed at Building 1897.  The SSSG and 
exterior soil gas analytical results from each of the sampling events were compared to the June 22, 2018, 
EGLE SSC and the March 2021 Nonresidential Time Sensitive Screening Levels (TSMSSL12), the 2025 
SIC, and the 2025 derived SSSG OELs.  IA results were compared to the June 22, 2018, EGLE SSC, the 
December 2020 Nonresidential Time Sensitive Screening Levels (TSRIASL12), and the Dow OELs.  
Groundwater analytical results were compared to the EGLE SSC (GWIC, Buildings >50,000 ft2 with a 
basement).  Seasonal confirmation sampling was initiated at Building 1897 because SSSG results from the 
first sampling event exceeded EGLE SSC.  The fifth seasonal confirmation sampling event was performed 
to collect a more complete data set for analysis to assist in the development of an IM plan. 

Summary statistics and screening comparison results are presented for groundwater on Table 5.3.7-1, for 
exterior soil gas and SSSG on Table 5.3.7-2, and IA and OA on Table 5.3.7-3.  Table 5.3.7-4 lists the 
sampling events completed to date. 
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Table 5.3.7-4. Sampling Events for Building 1897 
Building 1897 

Initial Sampling Event Completed 

E1 November 2022 (Fall)

Seasonal Sampling Event Completed 

E2 May 2023 (Spring) 

E3 June 2023 (Summer) 

E4 December 2023 (Winter) 

E5 November 2024 (Fall) 

Soil gas samples were collected from 18 indoor sub-slab locations and 17 exterior soil gas locations during 
E1.  A groundwater sample was collected from one monitoring well during E1.  In accordance with the 
Campus Area Approach, results from E1 were analyzed to identify locations with analytes above SSC.  
These locations were moved forward for further investigation and paired SSSG and IA sampling was 
performed in seasonal confirmation events.  SSSG and IA samples were collected from 9 locations (1897-
01, 1897-02, 1897-04, 1897-08, 1897-11, 1897-12, 1897-13, 1897-14, 1897-15) during E2 through E5 and 
analyzed for CFC-12 and TCE.  Toluene was added to the TAL for building 1897 during E4.  The full TAL 
was analyzed during E5 to provide additional soil gas data to be analyzed and incorporated into the 
development of the IM plan. 

An OA sample near the main air intake was collected during E2 through E5.  The sampling locations are 
shown on Figure 5.3.7-2.  The analytical data is presented in Appendix G.  Field sampling forms are 
provided in Appendix H.   

Upon completion of the first four rounds of seasonal confirmation sampling, it was determined that further 
evaluation of the building was necessary in order to develop the IM plan.  The results of the first four 
seasonal confirmation sampling events were presented to EGLE at the July 2024 CA Status Meeting.  It 
was noted during the meeting that another round of seasonal confirmation sampling would be performed in 
the Fall and that two SS samples would be collected at all nine locations (one analyzed for CFC-12 and 
one analyzed for the full TAL excluding CFC-12).  

5.3.7.2.1 SUMP WATER RESULTS SUMMARY  

Water samples were collected from the two sumps located in the basement at Building 1897.  All results 
were below the EGLE SSC (GWIC, Buildings >50,000 ft2, with a basement). 

5.3.7.2.2 GROUNDWATER RESULTS SUMMARY 

All results are ND in the groundwater sample collected near Building 1897.  

5.3.7.2.3 SUB-SLAB AND EXTERIOR SOIL GAS RESULTS SUMMARY  

Analytical results were evaluated based on methodologies presented in the 2018 Revised Vapor Intrusion 
Work Plan.  The number of analytes detected above the SSSG EGLE SSC and the TSMSSL12, if available, 
are discussed below:  

 During the initial event (Fall 2022), 16 of the 65 analytes were detected in sub-slab and exterior soil 
gas. TCE was detected above the EGLE SSC at one location, above both the EGLE SSC and the 
TSMSSL12 at seven locations, and above the EGLE SSC, TSMSSL12, and the 2025 SIC at one 
location.  The results were less than the derived SSSG OEL. 
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 During the second (Spring 2023), third (Summer 2023), fourth (Winter 2023), and fifth (Fall 2024) 
events, detected results for all analytes were less than the EGLE SSC.   

 All other sample results were less than the 2025 SIC and derived SSSG OEL. 

Table 5.3.7-5 summarizes the results for analytes that have sub-slab and exterior soil gas concentrations 
detected above an EGLE SSC and are therefore considered AOIs in the building.  For Building 1897, this 
includes TCE. 

Table 5.3.7-5.  Summary of Sub-Slab and Exterior Soil Gas Exceedances for Building 1897 

Analyte 
(Sampling Event) 

Detection 
Frequency 

Measured 
Range of 
Detects 
(µg/m3) 

% Detections > 
EGLE SSC 

EGLE SSC 
(µg/m3) 

2025 SIC 
(µg/m3)  

Derived 
SSSG 
OEL 

(µg/m3)  

Trichloroethene (1) 26% 230-33,000 26% 130 15,000 895,000 
Trichloroethene (2) 56% 3.2-54 0% 130 15,000 895,000 
Trichloroethene (3) 22% 2-32 0% 130 15,000 895,000 
Trichloroethene (4) 0% <89 0% 130 15,000 895,000 
Trichloroethene (5) 0% <53 0% 130 15,000 895,000 

BOLD indicates an EGLE SSC and 2025 SIC exceedance. 

Table 5.3.7-6 lists the analytes that were not detected at one or more locations but had reporting limits 
greater than the EGLE SSC for SSSG.  The reporting levels were elevated because the samples were 
diluted due to the presence of other substances at high concentrations.  Analytes previously identified as 
an AOI in SSSG were excluded from this table.

Further analysis was conducted on each analyte in Table 5.3.7-6 to determine if the analyte is adequately 
characterized. An analyte is considered adequately characterized if the analyte detection frequency in all 
sample locations is low with detection limits below EGLE SSC in most samples. 

Table 5.3.7-6.  Soil Gas Non-Detections with Reporting Limit Exceedances for Building 1897

Analyte 

(Sampling Event) 

% 

Detections 

Max Reporting 

Limit of Non-

detections 

(g/m3) 

% Reporting 

Limits > 

EGLE SSC 

EGLE SSC 

(g/m3) 

Locations 

with RL> 

EGLE SSC 

Condition 

Met? 

1,1,2,2-Tetrachloroethane (1) 0% 300 11% 69 
SS-5, SS-6, 

SS-8, SS-9 
Y 

1,1,2-Trichloroethane (1) 0% 240 26% 20 

SS-2, SS-5, 

SS-6, SS-8, 

SS-9, SS-10, 

SS-11, SS-12, 

SS-15 

Y 

1,2,4-Trichlorobenzene (1) 0% 1,300 20% 200 

SS-2, SS-5, 

SS-6, SS-8, 

SS-9, SS-12, 

SS-15 

Y 
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Analyte 

(Sampling Event) 

% 

Detections 

Max Reporting 

Limit of Non-

detections 

(g/m3) 

% Reporting 

Limits > 

EGLE SSC 

EGLE SSC 

(g/m3) 

Locations 

with RL> 

EGLE SSC 

Condition 

Met? 

1,2-Dibromoethane (EDB) (1) 0% 340 54% 6.6 

SS-2, SS-3, 

SS-5, SS-6, 

SS-7, SS-8, 

SS-9, SS-10, 

SS-11, SS-12, 

SS-14, SS-15, 

SS-16, SS-17, 

SG-3, SG-4, 

SG-5, SG-17, 

SG-19 

Y 

1,2-Dibromoethane (EDB) (5) 0% 14 44% 6.6 
SS-2, SS-8, 

SS-11, SS-12  
Y 

1,2-Dichloroethane (1) 3% 180 3% 150 SS-6 Y 

alpha-Chlorotoluene (1) 0% 230 9% 80 
SS-5, SS-6, 

SS-9 
Y 

Bromodichloromethane (1) 0% 300 9% 200 
SS-5, SS-6, 

SS-9 
Y 

Chloroform (1) 0% 220 6% 170 SS-5, SS-6 Y 

Dibromochloromethane (1) 0% 380 9% 170 
SS-5, SS-6, 

SS-9 
Y 

Dibromomethane (1) 0% 1,300 9% 410 
SS-5, SS-6, 

SS-9 
Y 

Hexachlorobutadiene (1) 0% 1,900 23% 180 

SS-2, SS-5, 

SS-6, SS-8, 

SS-9, SS-11, 

SS-12, SS-15 

Y 

Naphthalene (1) 0% 930 11% 120 
SS-5, SS-6, 

SS-9, SS-15 
Y 

Based on this evaluation 1,1,2,2-tetrachloroethane, 1,1,2-TCA, 1,2,4-TCB, EDB, 1,2-DCA, alpha-
chlorotoluene, bromodichloromethane, chloroform, dibromochloromethane, dibromomethane, HCBD, and 
naphthalene have been adequately characterized and are not analytes of interest for VI.   

5.3.7.2.4 INDOOR AIR RESULTS SUMMARY

Since VI only potentially occurs if the analyte is present in both SSSG and IA, Table 5.3.7-7 summarizes 
the IA results for the analyte with a SSSG exceedance.  The OA sample results are also provided to 
determine if the analyte concentrations reported in IA may have been influenced by OA contributions.   

Table 5.3.7-7.  Vapor Intrusion Evaluation for Building 1897 

Analyte 
(Sampling Event) 

Indoor Air 
Detection 
Frequency 

Indoor Air 
Measured Range 

(µg/m3) 
EGLE SSC 

(µg/m3) 
Dow OEL 
(µg/m3) 

Outdoor Air 
Result 
(µg/m3) 

Trichloroethene (2) 44% 0.027-0.073J 4 26,850 ND 
Trichloroethene (3) 0% <0.28 4 26,850 ND 
Trichloroethene (4) 0% <1.3 4 26,850 ND 
Trichloroethene (5) 0% <0.53 4 26,850 ND 
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IA results for TCE were below the EGLE SSC and the Dow OEL. While TCE had SSSG exceedances 
above the EGLE SSC, TSMSSL12, and 2025 SIC, IA results for TCE were below the EGLE SSC at all 
locations. 

IA results for CFC-12 in E2 – E5 were below the EGLE SSC and the Dow OEL.  IA results for toluene, 
which was added to the TAL during E4, were also below criteria.     

The IA results for the full TAL analyzed during E5 were below the EGLE SSC and the Dow OEL with the 
exception of chloroform.  Chloroform was detected in IA at 100 µ/m3 at Location 1897-02, which exceeded 
the EGLE SSC and TSRIASL12.  However, SSSG results were ND at Location 1897-02 at a reporting limit 
below the EGLE SSC, indicating that the chloroform detection in IA was due to workplace use.  Therefore, 
no additional analytes of interest were identified for the building. 

Figures 5.3.7-3 through 6 show the analytical results for IA during all sampling events for TCE, CFC-12, 
toluene and chloroform, respectively. 

5.3.7.2.5 OUTDOOR AIR RESULTS SUMMARY

Figures 5.3.7-3 through 6 show the analytical results for OA during all sampling events.   

During the four seasonal confirmation sampling events, OA results for TCE were ND at reporting limits 
below the EGLE SSC.   

5.3.7.3 COMPARISON OF SUB-SLAB SOIL GAS, INDOOR AIR, AND OUTDOOR AIR 
DATA SETS 

TCE was measured in soil gas above the EGLE SSC of 130 µg/m3 at location 1897-01, above the TSMSSL12

at locations 1897-02, 1897-04, 1897-08, 1897-11, 1897-12, 1897-13, and 1897-14, and above the 2025 
SIC at location 1897-15 during E1.  During E1, the reporting limits for TCE were above the EGLE SSC at 
locations 1897-05, 1897-06, and 1897-09.  The detections of TCE were below the derived SSSG OEL.  
TCE concentrations at these locations were ND or below the EGLE SSC during E2 through E5.  IA samples 
had TCE concentrations ranging from ND to 0.073 J µg/m3, which is well below the EGLE SSC of 4 µg/m3.   
TCE in OA samples were ND during the seasonal confirmation sampling events.   

5.3.7.4 ANALYTES OF INTEREST SUMMARY 

Figure 5-3 illustrates the process of evaluating vapor intrusion and determining the group designation and 
path forward for each building. Table 5.3.7-8 pairs the analytes of interest in Building 1897 with the 
descriptive summary of the relationships between the SSSG and IA results to help determine the group 
designation for the building as indicated in Section 5.3.7.6.    
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Table 5.3.7-8.  Analytes of Interest Summary for Building 1897 

Description of Results Analytes Comments 

SSSG and IA exceed EGLE SSC at the 
same location(s) 

Not Applicable 

SSSG and IA exceed EGLE SSC, but 
sample locations are not correlated 

Not Applicable 

SSSG exceed EGLE SSC, but IA is below 
EGLE SSC 

TCE 
SSSG exceeded EGLE SSC 

during E1 only. 
SSSG exceed EGLE SSC, but have clear 
lines of evidence of significant workplace 

use 
Not Applicable 

IA exceed EGLE SSC, but SSSG is below 
EGLE SSC 

Chloroform 
Chloroform was ND in co-

located SSSG sample.   
No exceedance of SSSG EGLE SSC and IA 

EGLE SSC 
All other analytes from TAL, not 

otherwise listed 

5.3.7.5 COMPARISON OF ATTENUATION FACTORS BY EVENT 

Building specific attenuation factors can be calculated and compared between events to evaluate temporal 
variability and determine the best estimate of a building specific attenuation factor.  To be as conservative 
as possible, the maximum values for IA and SSSG are used in calculating the attenuation factor for each 
event.  However, building specific attenuations factors were not calculated for Building 1897 due to the 
limited data set collected during E1 (no IA), ND results of all IA samples in E3, and ND results of all SSSG 
samples in E4 and E5.     

5.3.7.6 WEIGHT-OF-EVIDENCE SUMMARY 

Building 1897 was initially classified as a VI Path Forward Group 2 building due to its potential for VI based 
on SSSG exceedances of TCE during E1.  After further investigation and evaluation, the following evidence 
supports the conclusion that VI is insignificant at Building 1897: 

 TCE was measured in soil gas above the EGLE SSC of 130 µg/m3 at location 1897-01, above the 
TSMSSL12 at locations 1897-02, 1897-04, 1897-08, 1897-11, 1897-12, 1897-13, and 1897-14, and 
above the 2025 SIC at location 1897-15 during E1 only.  TCE concentrations at these locations 
were ND or below the EGLC SSC during E2 through E5.   

 IA samples had TCE detections ranging from ND to 0.073 J µg/m3, which is well below the EGLE 
SSC of 4 µg/m3.    

Based on the evaluation of the five seasonal confirmation sampling events, the VI pathway appears to be 
insignificant for Building 1897.  Sufficient information exists to make a human exposure under control EI 
determination.  Since detected concentrations of TCE were below the EGLE SSC in SSSG during events 
E2 through E5 and all results are less than the derived SSSG OELs, Building 1897 is classified as a VI 
Path Forward Group 1 building.  

5.3.7.7 CSM REFINEMENT AND INTERIM MONITORING PLAN DEVELOPMENT 

The following sections focus on the AOIs identified above through the results summary and any additional 
analytes of significance that could assist in refining the CSM for the building, or site, and provide information 
necessary to develop an effective IM plan.  Additional analytes considered for inclusion in the evaluation 
are based on detection in the SSSG. 

Additional analytes screened for possible inclusion in further analysis include: 
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1)  Analytes detected in SSSG at concentrations of 1,000 µg/m3 or greater in one or more sample 
locations are considered for further evaluation.  

2)  PCE and TCE.    

Analytes detected above 1,000 µg/m3 may be useful in a building specific monitoring program even if not 
above risk criteria because they should be the simplest to interpret and provide the clearest signal of data 
trends.  The same data trends observed for these analytes are expected to apply to other similar analytes 
present at lower concentrations; and PCE and TCE have been identified as two of the primary risk drivers 
across the site.  If they have not been previously identified as an AOI in the building, these two analytes will 
be considered for additional analyses to better refine the building and site CSM if detected in the SSSG.

For Building 1897, the only analyte detected in the SSSG at concentrations above the EGLE SSC was 
TCE.  PCE was ND at all sample locations during E1.  The analytes that had detected concentrations 
>1,000 µg/m3 were TCE, cyclohexane, and CFC-12.  Cyclohexane was >1,000 µg/m3 at one location (1897-
05) during E1 and that concentration is significantly lower than the EGLE SSC and therefore, does not 
warrant further evaluation.   CFC-12 was >1,000 µg/m3 at 14 sampling locations in the area of interest, so 
it may serve as a good indicator if VI is actually occurring. However, since TCE was not confirmed to be 
present in SSSG above EGLE SSC, there is currently no need for an indicator analyte in the building.   

The data evaluation for Building 1897 is discussed in the following sections for SSSG and IA.  When 
discussing findings in the following sections, it is typical that narrow ranges of variability are expressed as 
a percentage (e.g., relative percent difference).  However, when data exhibit a large range of variability it is 
generally more useful to express the range in orders of magnitude (i.e., factors of 10).  This can be 
expressed mathematically as the log of the ratio of maximum/minimum values. 

5.3.7.7.1 SUB-SLAB SOIL GAS DATA EVALUATION 

The SSSG evaluation consists of 4 different analyses:  

 Temporal Variability of SSSG 
 Spatial Variability of SSSG  
 Soil Gas Plume Estimation  
 Soil Gas Risk Evaluation 

5.3.7.7.1.1 TEMPORAL VARIABILITY OF SUB-SLAB SOIL GAS 

The temporal variability analysis is a comparison of concentrations over the five seasonal confirmation 
sampling events at each individual location.   At Building 1897, a total of 54 SSSG samples were collected 
from the building. In general, the SSSG concentrations exhibit approximately two to three orders of 
magnitude of temporal variability.  For TCE, SSSG concentrations vary from ND to 33,000 µg/m3 at location 
1897-15 (RPD = 200%, log max/min = 3.3).  All other sample locations for TCE exhibit approximately the 
same variability, ranging from a RPD of 195% to 199%.   

The results from E1 appear to be outliers.  No evidence of an obvious seasonal trend is observed (Figure 
5.3.7-7).   
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Figure 5.3.7-7.  TCE Concentrations by Sampling Event for Building 1897 

5.3.7.7.1.2 SPATIAL VARIABILITY OF SUB-SLAB SOIL GAS 

The spatial variability analysis is a comparison of concentrations across all the sampling locations during 
each individual seasonal confirmation sampling event.  The SSSG results exhibited approximately four 
orders of magnitude of spatial variability for TCE.  The variability of the SSSG detections of TCE across the 
eighteen sample locations during the first seasonal confirmation sampling event had an RPD = 200% (log 
max/min = 4.2).  Spatial variability was not evaluated for E2 through E5 because the sampling locations 
during those events were clustered in the northern portion of the building and the majority of the results 
during each event were ND at those locations. 

TCE concentrations in soil gas samples collected at locations 1897-01, 1897-02, 1897-04, 1897-08, 1897-
11, 1897-12, 1897-13, 1897-14, and 1897-15, located in the northern portion of the building, were above 
EGLE SSC, TSMSSL12, or 2025 SIC.  All other sample locations in the building had TCE concentrations 
that were below EGLE SSC (Figure 5.3.7-3).   

5.3.7.7.1.3 SOIL GAS PLUME COMPOSITION ESTIMATE 

Table 5.3.7-9 provides estimates of the SSSG plume composition for Building 1897 to help understand 
possible variability in the plume composition.  The following data is presented in the table: 

 The overall result is the average of all data for TCE at locations 1897-01, 1897-02, 1897-04, 1897-
08, 1897-11, 1897-12, 1897-13, 1897-14, and 1897-15 through all five seasonal confirmation 
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sampling events;   
 The average concentrations for TCE at the same locations during each seasonal confirmation 

sampling event; and, 
 The average concentration for TCE at each location through the five seasonal confirmation 

sampling events is also provided to help understand possible variability in the plume composition. 

Table 5.3.7-9.  Soil Gas Plume Composition Estimate for Building 1897   

TCE 

Overall 1,223 

Event 1 6,050 
Event 2 20 

Event 3 16 
Event 4 16* 

Event 5 12* 
Location 01 47 

Location 02 616 
Location 04 134 

Location 08 1,250 
Location 11 296 

Location 12 1,519 
Location 13 135 
Location 14 384 
Location 15 6,622 

Units are in µg/m3

* Value used ½ of the RLs for NDs

The plume composition in the area of interest is approximately 1,223 µg/m3 TCE with a range over time 
and location of ND to 6,622 µg/m3.   

5.3.7.7.1.4 SOIL GAS RISK EVALUATION 

If VI is the primary source, analytes present in soil gas at higher concentrations would also be present in IA 
at higher concentrations.  However, these analytes may or may not represent the highest risk.  It is important 
to understand which analytes are the primary risk drivers at a building.  A building specific IM program 
would typically focus monitoring on the highest risk drivers at a building. This may not be practical in all 
cases due to differences in analytical detection capabilities, indoor sources, outdoor sources, or other 
issues.  

Relative risk of an analyte is best expressed by the ratio of soil gas concentrations to EGLE site specific 
soil gas criteria.  The higher the ratio the more potential risk the analyte represents.  Ratios less than 1 
indicate that the analyte is not above EGLE criteria and are unlikely to present a risk of IA concentrations 
above EGLE criteria due to VI.  The table below provides these ratios in the area of interest for TCE based 
on the composition data described in the previous section. 
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Table 5.3.7-10.  Soil Gas Risk Evaluation for Building 1897
TCE 

Criteria (µg/m3) 130 

OVERALL 9.4 

Event 1 47 

Event 2 0.2 

Event 3 0.1 

Event 4  0.1 

Event 5 0.1 

Location 1 0.4 

Location 2 4.7 

Location 4 1.0 

Location 8 9.6 

Location 11 2.3 

Location 12 11.7 

Location 13 1.0 

Location 14 3.0 

Location 15 51 

RANGE 0.1-51 

The concentration of TCE in soil gas is approximately 9x the EGLE soil gas criteria with a range over time 
and location of 0.1x-51x.  Based on this evaluation, TCE was estimated to have a higher relative risk only 
during E1, and primarily at Location 1897-15.  SSSG results from E2 thru E5 confirm that the E1 result was 
an outlier.  Therefore, TCE in SSSG is unlikely to present a risk of contributing to concentrations of TCE in 
IA above EGLE criteria.  

5.3.7.7.2  INDOOR AIR RESULTS EVALUATION 

The IA evaluation consists of 2 different analyses:  

 Temporal Variability of IA 
 Spatial Variability of the IA  

5.3.7.7.2.1 TEMPORAL VARIABILITY OF INDOOR AIR 

At Building 1897, a total of 36 IA samples were collected from the building.  A temporal analysis was not 
performed due to the limited number of TCE detections in the IA.  During seasonal confirmation sampling 
events E2 thru E5, only four sampling locations had detected estimated concentrations of TCE during E2.  
All other IA samples collected during the sampling events were ND. 

5.3.7.7.2.2 SPATIAL VARIABILITY OF INDOOR AIR 

Spatial variability for indoor air was not evaluated because the sampling locations during events E2 thru E5 
were clustered in the northern portion of the building and the majority of the results for TCE during each 
event were ND at those locations. 

5.3.7.8 BUILDING SPECIFIC INTERIM MONITORING PLAN DEVELOPMENT 

The objective of the interim monitoring plan at each building is to establish a way to assess the continued 
status of the building as it relates to the potential for vapor intrusion.  The AOI at Building 1897 is TCE due 
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to SSSG concentrations above EGLE SSC and the 2025 SIC during E1, however, the results were less 
than the derived SSSG OELs.  The concentrations of TCE at locations 1897-01, 1897-02, 1897-04, 1897-
08, 1897-11, 1897-12, 1897-13, 1897-14, and 1897-15 dropped significantly below EGLE SSC or were ND 
during the subsequent seasonal confirmation sampling events (see Figure 5.3.7-3).  As discussed in 
Section 5.3.7.7.1.4, TCE was estimated to have a higher relative risk only during E1 but based on the E2 
through E5 results, this detection appears to be an outlier.  Relative risk estimates of TCE based on E2 
through E5 results do not demonstrate TCE as a risk driver and it is unlikely to present a risk of IA 
concentrations above EGLE criteria due to VI.  Building 1897 has been classified as a Group 1 building.  
IM is not warranted and an IM plan was not developed for Building 1897. 

5.3.7.9 PATH FORWARD  

No further action is warranted for Building 1897 at this time

5.3.8 BUILDING 824 VI SEASONAL CONFIRMATION SAMPLING COMPLETE 
EVALUATION  

VI is an exposure pathway that results from the migration of volatilized chemicals from the subsurface to IA in 
overlying occupied buildings.  A source, migration route and a human receptor must be present for the VI 
pathway to be complete.  The focus of the analyses presented in this section is the evaluation of the 
potential VI exposure pathway using the complete set of seasonal confirmation data collected for the 
building.  The CSM is illustrated in Figure 5.3.8-1.  

5.3.8.1 BUILDING SUMMARY 

Building 824 was constructed between 1965 and 1982, per aerial photography, and is located in the 
northern quadrant of the Midland Facility.  The building consists of office and warehouse space.  The 
building has one floor at or above grade.  The building is slab-on-grade construction and has a first-floor 
footprint of approximately 12,031 ft2.  

The ground cover outside of the building is gravel, grass, and asphalt.   

5.3.8.1.1 POSSIBLE PREFERENTIAL PATHWAYS 

There are no sump pits in the building, however, there are floor drains located in the slab-on-grade concrete 
floor throughout the building.  The building survey completed before the initial sampling event can be found 
in Appendix F.  During the survey, PID detections were observed in the ambient air throughout the building, 
however, no detections were noted in any drain features.   

5.3.8.1.2 BUILDING VENTILATION 

The building is heated via steam radiation and cooled via central air conditioning. The outdoor intakes are 
located on the west side of the building.   

The building has one garage door located on the southwest side of the structure.  The garage door is open 
occasionally for short periods of time.   

5.3.8.1.3 PERSONNEL USE 

The four full-time occupants typically work Monday through Friday from 8:00 AM to 5:00 PM.  The typical 
parameters for non-residential exposures are assumed to apply to the personnel working at this building 
(i.e., 40 hours/week, 50 weeks/year exposure).  
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5.3.8.1.4 WORKPLACE CHEMICAL USE 

A chemical inventory was completed during the building survey and the chemicals found to be stored within 
the building are included with the building survey, included in Appendix F.   

The building contains a number of offices, therefore frequent use of various chemical solvents and reagents 
is not expected in those areas. There is a garage located in the southwest corner of the building where 
frequent use of various chemical solvents and reagents could be expected.  However, as indicated in the 
chemical inventory, no chemical compounds contained within the TAL were stored and used within the 
entire building. 

5.3.8.2 DATA SUMMARY 

Five seasonal confirmation sampling events have been completed at Building 824.  The SSSG analytical 
results from each of the sampling events were compared to the June 22, 2018, EGLE SSC, the March 2021 
Nonresidential Time Sensitive Screening Levels (TSMSSL12), the 2025 SIC, and the 2025 derived SSSG 
OELs.  IA results are compared to the June 22, 2018, EGLE SSC, the December 2020 Nonresidential Time 
Sensitive Screening Levels (TSRIASL12), and the Dow OELs.  Seasonal confirmation sampling was initiated 
at Building 824 because SSSG results from the first sampling event exceeded EGLE SSC.  The fifth 
seasonal confirmation sampling event was performed to collect a more complete data set for analysis to 
assist in the development of an IM plan.   

Summary statistics and screening comparison results are presented for groundwater on Table 5.3.8-1,
SSSG on Table 5.3.8-2, and IA and OA on Table 5.3.8-3.  Table 5.3.8-4 lists the sampling events 
completed to date. 

Table 5.3.8-4. Sampling Events for Building 824 
Building 824 

Initial Sampling Event Completed 

E1 October 2022 (Fall)

Seasonal Sampling Event Completed 

E2 May 2023 (Spring) 

E3 June 2023 (Summer) 

E4 January 2024 (Winter) 

E5 September 2024 (Fall) 

Soil gas samples were collected from 9 indoor sub-slab locations during E1.  A groundwater sample was 
collected from one monitoring well during E1.  In accordance with the Campus Area Approach, results from 
E1 were analyzed to identify locations with analytes above SSC.  These locations were moved forward for 
further investigation and paired SSSG and IA sampling was performed in seasonal confirmation events.  
SSSG and IA samples were collected from 2 locations (824-07 and 824-09) during E2 through E5 and 
analyzed for CFC-12.  Ethylbenzene was added to the TAL for Building 824 for E4.  The full TAL was 
analyzed during E5 to provide additional soil gas data to be analyzed and incorporated into the development 
of the IM plan. 

An OA sample near the main air intake was collected during E2 through E5.  The sampling locations are 
shown on Figure 5.3.8-2.  The analytical data is presented in Appendix G.  Field sampling forms are 
provided in Appendix H.   

Upon completion of the first four rounds of seasonal confirmation sampling, it was determined that further 
evaluation of the building was necessary in order to develop the IM plan.  The results of the first four 
seasonal confirmation sampling events were presented to EGLE at the July 2024 CA Status Meeting.  It 
was noted during the meeting that another round of seasonal confirmation sampling would be performed in 
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the Fall and that two SSSG samples would be collected at each location, 824-07 and 824-09 (one analyzed 
for CFC-12 and one analyzed for the full TAL minus CFC-12). 

5.3.8.2.1 GROUNDWATER RESULTS SUMMARY  

All results were ND in the groundwater samples collected near Building 824.  

5.3.8.2.2 SUB-SLAB SOIL GAS RESULTS SUMMARY  

Analytical results were evaluated based on methodologies presented in the 2018 Revised Vapor Intrusion 
Work Plan.  The number of analytes detected above the SSSG EGLE SSC and the TSMSSL12, if available, 
are discussed below:  

 During the initial event (Fall 2022), 20 of the 65 analytes were detected in SSSG. CFC-12 was 
detected above the EGLE SSC.  

 During the second (Spring 2023), third (Summer 2023), fourth (Winter 2023/24), and fifth (Fall 
2024) events, all detections were below the EGLE SSC.   

 All samples were less than the 2025 SIC and derived SSSG OEL. 

Table 5.3.8-5 summarizes the results for analytes that have SSSG concentrations detected above an EGLE 
SSC and are therefore considered AOIs in the building.  For Building 824, this includes CFC-12.  The table 
below also compares the SSSG concentrations to the 2025 SIC and the derived SSSG OEL values. 

Table 5.3.8-5.  Summary of Sub-Slab Soil Gas Exceedances for Building 824 

Analyte 
(Sampling 

Event) 
Detection 
Frequency 

Measured 
Range of 
Detects 
(µg/m3) 

% Detections 
> EGLE SSC 

EGLE SSC 
(µg/m3) 

2025 SIC 
(µg/m3)   

Derived 
SSSG OEL 

(µg/m3)   

CFC-12 (1) 100% 65-76,000 22% 34,000 3,800,000 165,000,000 
CFC-12 (2) 100% 1,100-3,300 0% 34,000 3,800,000 165,000,000 
CFC-12 (3) 100% 1,200-3,800 0% 34,000 3,800,000 165,000,000 
CFC-12 (4) 100% 150-1,300 0% 34,000 3,800,000 165,000,000 
CFC-12 (5) 100% 1,000-4,600 0% 34,000 3,800,000 165,000,000 

BOLD indicates an EGLE SSC exceedance. 

Table 5.3.8-6 lists the analytes that were not detected at one or more locations but had reporting limits 
greater than the EGLE SSC for SSSG.  The reporting levels were elevated because the samples were 
diluted due to the presence of other substances at high concentrations.  Analytes previously identified as 
an AOI in SSSG were excluded from this table.

Further analysis was conducted on each analyte in Table 5.3.8-6 to determine if the analyte is adequately 
characterized. An analyte is considered adequately characterized if the analyte detection frequency in all 
sample locations is low with detection limits below EGLE SSC in most samples. 

Table 5.3.8-6.  Soil Gas Non-Detections with Reporting Limit Exceedances for Building 824

Analyte 

(Sampling Event) 

% 

Detections 

Max Reporting 

Limit of Non-

detections 

(g/m3) 

% Reporting 

Limits > 

EGLE SSC 

EGLE 

SSC 

(g/m3) 

Locations 

with RL> 

EGLE SSC 

Condition 

Met? 

1,1,2,2-Tetrachloroethane (1) 0% 1,300 22% 69 7,9 Y 

1,1,2-Trichloroethane (1) 0% 1,000 22% 20 7,9 Y 

1,2,4-Trichlorobenzene (1) 0% 5,700 22% 200 7,9 Y 
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Analyte 

(Sampling Event) 

% 

Detections 

Max Reporting 

Limit of Non-

detections 

(g/m3) 

% Reporting 

Limits > 

EGLE SSC 

EGLE 

SSC 

(g/m3) 

Locations 

with RL> 

EGLE SSC 

Condition 

Met? 

1,2-Dibromoethane (EDB) (1) 0% 1,500 22% 6.6 7,9 Y 

1,2-Dichloroethane (1) 0% 780 22% 150 7,9 Y 

1,2-Dichloropropane (1) 0% 880 22% 410 7,9 Y 

1,3-Dichlorobenzene (1) 0% 1,200 22% 310 7,9 Y 

1,4-Dichlorobenzene (1) 0% 1,200 11% 1,000 7 Y 

1,4-Dioxane (1) 0% 2,800 22% 800 7,9 Y 

alpha-Chlorotoluene (1) 0% 990 22% 80 7,9 Y 

Benzene (1) 0% 610 11% 510 7 Y 

Bromodichloromethane (1) 0% 1,300 22% 200 7,9 Y 

Bromomethane (1) 0% 3,000 22% 1,000 7,9 Y 

Carbon Tetrachloride (1) 0% 1,200 22% 710 7,9 Y 

Chloroform (1) 0% 940 22% 170 7,9 Y 

Cumene (1) 0% 940 22% 380 7,9 Y 

Dibromochloromethane (1) 0% 1,600 22% 170 7,9 Y 

Dibromomethane (1) 0% 5,400 22% 410 7,9 Y 

Hexachlorobutadiene (1) 0% 8,200 22% 180 7,9 Y 

Naphthalene (1) 0% 4,000 22% 120 7,9 Y 

Total 1,3-Dichloropropene (1) 0% 1,740 22% 1,000 7,9 Y 

Trichloroethene (1) 0% 1,000 22% 130 7,9 Y 

Based on this evaluation 1,1,2,2-tetrachloroethane, 1,1,2-TCA, 1,2,4-TCB, EDB, 1,2-DCA, 1,2-DCP, 1,3-
DCB, 1,4-DCB, 1,4-dioxane, alpha-chlorotoluene, benzene, bromodichloromethane, bromomethane, 
carbon tetrachloride, chloroform, cumene, dibromochloromethane, dibromomethane, HCBD, naphthalene, 
total 1,3-dichloropropene, and TCE have been adequately characterized and are not analytes of interest 
for VI.   

5.3.8.2.3 INDOOR AIR RESULTS SUMMARY

Since VI only potentially occurs if the analyte is present in both SSSG and IA, Table 5.3.8-7 summarizes 
the IA results for the analytes with SSSG exceedances.  The OA sample results are also provided to 
determine if the analyte concentrations reported in IA may have been influenced by OA contributions.   

Table 5.3.8-7.  Vapor Intrusion Evaluation for Building 824 

Analyte 
(Sampling Event) 

Indoor Air 
Detection 
Frequency 

Indoor Air 
Measured Range 

(µg/m3) 
EGLE SSC 

(µg/m3) 
Dow OEL 
(µg/m3) 

Outdoor Air 
Result 
(µg/m3) 

CFC-12 (2) 100% 1.6-2 1,020 4,950,000 1.5 
CFC-12 (3) 100% 2-2.5 1,020 4,950,000 1.9 
CFC-12 (4) 100% 3.2-3.4 1,020 4,950,000 2.6 
CFC-12 (5) 100% 4.8-5.4 1,020 4,950,000 2.7 

Figures 5.3.8-3 and 5.3.8-4 show the analytical results for IA during all sampling events.  While CFC-12 
had exceedances above the EGLE SSC in SSSG, IA detections for CFC-12 were below the EGLE SSC 
and the Dow OEL.  OA was detected for CFC-12 at a range of 1.5 – 2.7 µg/m3. These results are similar to 
the IA results, which could be an indication of OA influencing IA. IA results for all additional analytes 
analyzed in E4 (ethylbenzene) were ND.  IA results for the full TAL analyzed in E5 were ND or below the 
EGLE SSC and the Dow OEL.  Therefore, no additional analytes of interest were identified for the building. 
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5.3.8.2.4 OUTDOOR AIR RESULTS SUMMARY

Figures 5.3.8-3 and 5.3.8-4 show the analytical results for OA during all sampling events.   

During the five seasonal confirmation sampling events, OA results for CFC-12 were 1.5, 1.9, 2.6, and 2.7 
µg/m3 during E2, E3, E4, and E5 respectfully.  Ethylbenzene was ND in OA collected during E4.  OA results 
for the full TAL analyzed in E5 were ND or below the EGLE SSC. 

5.3.8.3 COMPARISON OF SUB-SLAB SOIL GAS, INDOOR AIR, AND OUTDOOR AIR 
DATA SETS 

CFC-12 was measured in soil gas above the EGLE SSC of 34,000 µg/m3 at Locations 824-07 and 824-09 
during E1.  The detections of CFC-12 were below the 2025 SIC and derived SSSG OEL.  CFC-12 was 
below EGLE SSC at all sample locations during sampling events E2 through E5.  IA samples had CFC-12 
detections ranging from 1.6 to 5.4 µg/m3, which is well below the EGLE SSC of 1,020 µg/m3.  CFC-12 in 
OA samples had detections ranging from 1.5 to 2.7 µg/m3.  Concentrations in OA may have been 
contributing to the IA detections.  

Ethylbenzene concentrations measured in SSSG were either ND or significantly less than the EGLE SSC 
during all sampling events.  Ethylbenzene was not detected in IA during E4 and concentrations were 
significantly less than the EGLE SSC during E5.  Ethylbenzene was ND in OA during E4 and detected at 
0.45 µg/m3 during E5.  

5.3.8.4 ANALYTES OF INTEREST SUMMARY 

Figure 5-3 illustrates the process of evaluating vapor intrusion and determining the group designation and 
path forward for each building. Table 5.3.8-8 pairs the analytes of interest in Building 824 with the 
descriptive summary of the relationships between the SSSG and IA results to help determine the group 
designation for the building as indicated in Section 5.3.8.6.    

Table 5.3.8-8.  Analytes of Interest Summary for Building 824 

Description of Results Analytes Comments 

SSSG and IA exceed EGLE SSC at the 
same location(s) 

Not Applicable 

SSSG and IA exceed EGLE SSC, but 
sample locations are not correlated 

Not Applicable 

SSSG exceed EGLE SSC, but IA is 
below EGLE SSC 

CFC-12 
SSSG exceeded EGLE SSC 

during E1 only. 

SSSG exceed EGLE SSC, but have clear 
lines of evidence of significant workplace 

use 
Not Applicable 

IA exceed EGLE SSC, but SSSG is 
below EGLE SSC 

Not Applicable 

No exceedance of SSSG EGLE SSC and 
IA EGLE SSC 

All other analytes from TAL, not 
otherwise listed 

5.3.8.5 COMPARISON OF ATTENUATION FACTORS BY EVENT 

Building specific attenuation factors were calculated and compared between events to evaluate temporal 
variability and determine the best estimate of a building specific attenuation factor.  To be as conservative 
as possible, the maximum values for IA and soil gas were used in calculating the attenuation factor for each 
event.  CFC-12 was selected for evaluation because it is the only analyte that has had an EGLE SSC 
exceedance in the SSSG and there is no current evidence of workplace use of this analyte at Building 824.  
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The IA maximum concentrations were corrected for the contribution of OA to IA for each event. The 
calculated event specific attenuation factors are shown in Table 5.3.8-9.   

Table 5.3.8-9.  Comparison of Building Specific Attenuation Factors for CFC-12 by Event for 
Building 824 

E2 
(Spring) 

E3 
(Summer) 

E4 
(Winter) 

E5 
(Fall) 

CFC-12 in SSSG (µg/m3) 3,300 3,800 1,300 4,600 

CFC-12 in OA (µg/m3) 1.5 1.9 2.6 2.7 

CFC-12 in IA (µg/m3) 2.0 2.5 3.4 5.4 

CFC-12 in IA (µg/m3) Corrected for OA 
Contribution 0.5 0.6 0.8 2.7 

Attenuation Factor  1.5E-04 1.6E-04 6.2E-04 5.9E-04 

These calculated attenuation factors serve as the best estimates of attenuation at this building.  The results 
can vary from day to day due to differences in atmospheric conditions and building ventilation. The 
calculation of building specific attenuation factors can vary between analytes due to the presence of 
indoor sources.  As shown in Table 5.3.8-9, the attenuation factors calculated for CFC-12 exhibit limited 
temporal variability during each of the sampling events evaluated.  Overall, the most conservative 
estimate of a building specific attenuation factor for Building 824 is 6.2E-04 during E4.    

5.3.8.6 WEIGHT-OF-EVIDENCE SUMMARY 

Building 824 was initially classified as a VI Path Forward Group 2 building due to its potential for VI based 
on SSSG exceedances of CFC-12 during E1.  After further investigation and evaluation, the following 
evidence supports the conclusion that VI is insignificant at Building 824: 

 CFC-12 was measured in soil gas above the EGLE SSC of 34,000 µg/m3 at Locations 824-07 and 
824-09 during E1 only.  CFC-12 was below EGLE SSC at all sample locations during sampling 
events E2 through E5.  

 IA samples had CFC-12 detections ranging from 1.6 to 5.4 µg/m3, which is well below the EGLE 
SSC of 1,020 µg/m3.  CFC-12 in OA samples had detections ranging from 1.5 to 2.7 µg/m3.  OA 
samples may have been contributing to the IA detections.   

Based on the evaluation of the five seasonal confirmation sampling events, the VI pathway appears to be 
insignificant for Building 824.  Sufficient information exists to make a human exposure under control EI 
determination.  Since detected concentrations of CFC-12 were below the EGLE SSC in SSSG during 
events E2 through E5 and all results are less than the 2025 SIC and the derived SSSG OELs, Building 824 
is classified as a VI Path Forward Group 1 building.   

5.3.8.7 CSM REFINEMENT AND INTERIM MONITORING PLAN DEVELOPMENT 

The following sections focus on the AOIs identified above through the results summary and any additional 
analytes of significance that could assist in refining the CSM for the building, or site, and provide information 
necessary to develop an effective IM plan.  Additional analytes considered for inclusion in the evaluation 
are based on detections in the SSSG. 

Additional analytes screened for possible inclusion in further analysis include: 

1)  Analytes detected in SSSG at concentrations of 1,000 µg/m3 or greater in one or more sample 
locations.  

2)  PCE and TCE.    
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Analytes detected above 1,000 µg/m3 may be useful in a building specific monitoring program even if not 
above risk criteria because they should be the simplest to interpret and provide the clearest signal of data 
trends.  The same data trends observed for these analytes are expected to apply to other similar analytes 
present at lower concentrations.  PCE and TCE have been identified as two of the primary risk drivers 
across the site.  If they have not been previously identified as an AOI in the building, these two analytes will 
be considered for additional analyses to better refine the building and site CSM if detected in the SSSG.

For Building 824, the only analytes detected in the SSSG at concentrations above the EGLE SSC was 
CFC-12.  Detected concentrations for all other analytes were less than 1,000 µg/m3.  PCE was detected in 
SSSG at concentrations significantly lower than the EGLE SSC and therefore, does not warrant further 
evaluation.  TCE was not detected in SSSG at Building 824.  Ethylbenzene was detected at 6 of the 9 
sampling locations, was ND at location 824-07, but had a SSSG concentration of 880 µg/m3 at location 
824-09, so it may have served as an indicator if VI is actually occurring at this building.  However, 
ethylbenzene was ND at Locations 824-07 and 824-09 during E4 and E5 and therefore warrants no further 
analysis. 

The data evaluation for Building 824 is discussed in the following sections for SSSG and IA.  When 
discussing findings in the following sections, it is typical that narrow ranges of variability are expressed as 
a percentage (e.g., relative percent difference).  However, when data exhibit a large range of variability it is 
generally more useful to express the range in orders of magnitude (i.e., factors of 10).  This can be 
expressed mathematically as the log of the ratio of maximum/minimum values.

5.3.8.7.1 SUB-SLAB SOIL GAS DATA EVALUATION 

The SSSG evaluation consists of 4 different analyses:  

 Temporal Variability of SSSG 
 Spatial Variability of SSSG  
 Soil Gas Plume Estimation  
 Soil Gas Risk Evaluation 

5.3.8.7.1.1 TEMPORAL VARIABILITY OF SUB-SLAB SOIL GAS 

The temporal variability analysis is a comparison of concentrations over the five seasonal confirmation 
sampling events at each individual location.   At Building 824, a total of 17 SSSG samples were collected 
from the building. In general, the SSSG concentrations exhibit approximately two orders of magnitude of 
temporal variability.  For CFC-12, SSSG concentrations vary from 150 to 61,000 µg/m3 at location 824-09 
(RPD = 199%, log max/min = 2.6).  The other sample location (824-07) for CFC-12 exhibits less variability, 
with a RPD of 193% (log max/min = 1.8).   

The results from E1 at Locations 824-07 and 824-09 appear to be outliers.  No evidence of an obvious 
seasonal trend is observed.  (Figure 5.3.8-5).   
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Figure 5.3.8-5.  CFC-12 Concentrations by Sampling Event for Building 824 

5.3.8.7.1.2 SPATIAL VARIABILITY OF SUB-SLAB SOIL GAS 

The spatial variability analysis is a comparison of SSSG concentrations across all the sampling locations 
during each individual seasonal confirmation sampling event.  The SSSG results exhibited between 
approximately three orders of magnitude of spatial variability for CFC-12.  The variability of the SSSG 
detections of CFC-12 across the nine sample locations during the first seasonal confirmation sampling 
event had an RPD of 200% (log max/min = 3.1).  Spatial variability was not evaluated for E2 through E5 
since only two locations were sampled. 

CFC-12 concentrations in soil gas samples collected at Locations 824-07 and 824-09, located in the 
southwestern and southeastern corners of the building, were above EGLE SSC.  All other sample locations 
in the building had CFC-12 concentrations that were below EGLE SSC during E1 (Figure 5.3.8-3).   

5.3.8.7.1.3 SOIL GAS PLUME COMPOSITION ESTIMATE 

Table 5.3.8-10 provides estimates of the SSSG plume composition for Building 824 to help understand 
possible variability in the plume composition.  The following data is presented in the table: 

 The overall result is the average of all data for CFC-12 at Locations 824-07 and 824-09 through all 
five seasonal confirmation sampling events;   
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 The average concentration for CFC-12 at the same locations during each seasonal confirmation 
sampling event; and, 

 The average concentration for CFC-12 at each location through the five seasonal confirmation 
sampling events is also provided to help understand possible variability in the plume composition. 

Table 5.3.8-10.  Soil Gas Plume Composition Estimate for Building 824   

CFC-12 

Overall 15,345 

Event 1 68,500 

Event 2 2,200 

Event 3 2,500 

Event 4 725 

Event 5 2,800 

Location 07 17,800 

Location 09 12,890 

The plume composition in the area of interest is approximately 15,345 µg/m3 CFC-12 with a range over 
time and location of 725 to 68,500 µg/m3. 

5.3.8.7.1.4 SOIL GAS RISK EVALUATION 

If VI is the primary source, analytes present in soil gas at higher concentrations would also be present in IA 
at higher concentrations.  However, these analytes may or may not represent the highest risk.  It is important 
to understand which analytes are the primary risk drivers at a building.  A building specific IM program 
would typically focus monitoring on the highest risk drivers at a building. This may not be practical in all 
cases due to differences in analytical detection capabilities, indoor sources, outdoor sources, or other 
issues.  

Relative risk of an analyte is best expressed by the ratio of soil gas concentrations to EGLE site specific 
soil gas criteria.  The higher the ratio the more potential risk the analyte represents.  Ratios less than 1 
indicate that the analyte is not above EGLE criteria and are unlikely to present a risk of IA concentrations 
above EGLE criteria due to VI.  The table below provides these ratios in the area of interest for CFC-12 
based on the composition data described in the previous section. 

Table 5.3.8-11.  Soil Gas Risk Evaluation for Building 824
CFC-12 

Criteria (µg/m3) 34,000 

OVERALL 0.45 

Event 1 2.01 

Event 2 0.06 

Event 3 0.07 

Event 4  0.02 

Event 5 0.08 

Location 7 0.52 

Location 9 0.38 

RANGE 0.02-2.01 
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The concentration of CFC-12 in soil gas is approximately one-half the EGLE soil gas SSC with a range 
over time and location of 0.02x-2.01x.  Based on this evaluation, CFC-12 is not a significant risk driver for 
this building and is unlikely to present a risk of IA concentrations above EGLE criteria due to VI.  

5.3.8.7.2  INDOOR AIR RESULTS EVALUATION 

The IA evaluation consists of 2 different analyses:  

 Temporal Variability of IA 
 Spatial Variability of IA  

5.3.8.7.2.1 TEMPORAL VARIABILITY OF INDOOR AIR 

At Building 824, a total of 8 IA samples were collected from the building.  The temporal variability analysis 
is a comparison of the IA concentrations over the five seasonal confirmation sampling events at each 
individual location (824-07 and 824-09).  The IA results exhibit less than one order of magnitude of temporal 
variability.  Temporal variability for CFC-12 ranged from an RPD of 92% to 100%.  The maximum CFC-12 
IA temporal variability occurred at location 824-09.   

No strong seasonal trend was observed.  

5.3.8.7.2.2 SPATIAL VARIABILITY OF INDOOR AIR 

A spatial variability analysis was not performed due to the limited number of locations sampled.   

5.3.8.8 BUILDING SPECIFIC INTERIM MONITORING PLAN DEVELOPMENT 

The objective of the interim monitoring plan at each building is to establish a way to assess the continued 
status of the building as it relates to the potential for vapor intrusion.  The analyte of interest at Building 824 
is CFC-12 due to SSSG concentrations above EGLE SSC during E1, however, the results were less than 
the 2025 SIC and the derived SSSG OELs.  The concentrations of CFC-12 at locations 824-07 and 824-09 
dropped significantly below EGLE SSC during the subsequent seasonal confirmation sampling events (see 
Figure 5.3.8-3).  As discussed in Section 5.3.8.7.1.4, CFC-12 is not a risk driver for this building and unlikely 
to present a risk of IA concentrations above EGLE criteria due to VI.  Building 824 has been classified as a 
Group 1 building; therefore, interim monitoring is not warranted.

5.3.8.9 PATH FORWARD  

No further action is warranted for Building 824 at this time. 

5.4 FALL 2023 ZONE 5 BUILDINGS 

Zone 5 is located on the west side of the Tittabawassee River along the western perimeter of the facility. 
There are 23 structures identified within Zone 5.  Each one was preliminarily evaluated and categorized for 
a determination of further evaluation during the initial Zone 5 assessment activities. Of these 23 structures, 
4 were classified as Category 1 or 2 buildings, requiring initial sampling to be completed in Fall 2023. The 
building surveys for Zone 5 priority buildings are provided in Appendix F. 

Zone 5 contains 2 Category 1 buildings and 2 Category 2 buildings, as follows: 

Category 1 Buildings
 Section 5.4.1 Building 1372 – Security Gatehouse 

 Section 5.4.2 Building 1871 – Former Solar Gatehouse 
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Category 2 Buildings
 Section 5.4.3 Building 879 – Package Boilers 

 Section 5.4.4 Building 1870- Former Solar Building 

Two of these buildings with existing passive sub-slab depressurization systems (1870 and 1871), IA, 
vertical vent riser and OA samples were also collected during E1, based on the individual building sampling 
plans.  IA and vertical vent riser sample results were compared to the June 22, 2018, EGLE SSC, the 
December 2020 Nonresidential Time Sensitive Screening Levels (TSRIASL12), and the Dow OELs. 

SSSG sampling was performed for the buildings identified as requiring VI investigation.  Based on the 
building specific sampling plans, SSSG samples were collected from each building during E1.  SSSG 
sample results were compared to the June 22, 2018, EGLE SSC, the March 2021 Nonresidential Time 
Sensitive Screening Levels (TSMSSL12), the 2025 SIC, and the 2025 derived SSSG OELs.   

Differential pressure readings were collected prior to, during, and after the sampling of SSSG. 

If results for the AOI in SSSG were found to be above the EGLE SSC, the building moved into seasonal 
confirmation sampling.  IA samples were collected with paired soil gas samples at locations where soil gas 
results were above the applicable screening levels and analyzed for only those analytes that exceeded the 
SSC.  In some cases, an additional analyte that was detected above 1,000 µg/m3 during the initial sampling 
event was added to the TAL if it was determined that it may be helpful in further analysis. Seasonal 
confirmation sampling began in Spring 2024.  IA sample results were compared to the June 22, 2018, EGLE 
SSC, the December 2020 Nonresidential Time Sensitive Screening Levels (TSRIASL12), and the Dow 
OELs.   

The initial VI sampling event occurred in Fall 2023 for each of the buildings included in this section.  This 
section presents the building results for the initial SSSG sampling event and any additional sampling events 
conducted to date, including seasonal confirmation sampling for those buildings that were identified for 
continued sampling.  For those buildings, seasonal confirmation sampling is currently ongoing. 

Differential pressure readings were collected during SCS events 2 and 3.  The pressure readers were set 
to collect readings at each sampling location prior to, through the sampling event, and after the SSSG 
sample collection for a timeframe of approximately one week.  The intent is to collect enough information 
to determine fluctuations in differential pressure by location, to compare differential pressure between 
sampling events, and to eventually determine what pressure conditions may induce or suppress VI.  A 
preliminary analysis was performed to determine the effect of differential pressure on attenuation factors 
on a building-by-building basis; however, with only two events to date, it was difficult to determine the effects 
of differential pressure on building specific attenuation factors.   

5.4.1 BUILDING 1372 

Building 1372 is a Category 1 Building and was constructed between 1982 and 1993. It is located in the 
western quadrant of the Midland Facility. The building consists of office space.  The building has one floor 
at or above grade.  The building is slab-on-grade construction and has a footprint of approximately 2,904 
ft2. The building is heated via steam radiation and cooled via central air conditioning. The outdoor intakes 
are located on the north and east sides of the building.  The ground cover outside of the building is concrete, 
grass, gravel, and asphalt.   

5.4.1.1 DATA SUMMARY 

Three seasonal sampling events have been completed at Building 1372. Seasonal confirmation sampling 
was initiated at Building 1372 because SSSG results from the Fall 2023 sampling event exceeded 
screening levels.  The SSSG analytical results from each of the sampling events were compared to the 
June 22, 2018, EGLE SSC, the March 2021 Nonresidential Time Sensitive Screening Levels (TSMSSL12), 
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the 2025 SIC, and the 2025 derived SSSG OELs.  IA results were compared to the June 22, 2018, EGLE 
SSC, the December 2020 Nonresidential Time Sensitive Screening Levels (TSRIASL12), and the Dow 
OELs.   

Summary statistics and screening comparison results are presented for SSSG on Table 5.4.1-1 and IA and 
OA on Table 5.4.1-2.  The analytical data is presented in Appendix G.  Field sampling forms are provided 
in Appendix H.  Table 5.4.1-3 presents the sampling events conducted to date. 

Table 5.4.1-3. Sampling Events for Building 1372 
Building 1372 

Initial Sampling Event Completed 

E1 October 2023 (Fall)

Seasonal Sampling Event Completed 

E2 April 2024 (Spring) 

E3 July 2024 (Summer) 

SSSG samples were collected from 4 locations during E1.  Based on the results from E1, SSSG and IA 
samples were collected from one location (1372-02) during E2 and E3 and analyzed for benzene, 
cyclohexane, hexane, toluene and total xylenes.  An OA sample from the main air intake was also collected 
during E2 and E3.  The sampling locations are shown on Figure 5.4.1-1.     

The building survey can be found in Appendix F.  During the survey, a PID detection of 0.2 ppmv was 
observed in the sink drain in the office area. No other PID detections were observed in the ambient air or 
from any drain-like features in the building at the time of the survey. A chemical inventory was completed 
during the building survey and the chemicals found to be stored within the building are included with the 
building survey.  As indicated in the chemical inventory, no chemical compounds contained within the TAL 
were stored and used within the building. 

5.4.1.2 SUB-SLAB SOIL GAS RESULTS EVALUATION 

The number of analytes detected above the SSSG EGLE SSC and the TSMSSL12, if available, are 
discussed below: 

 During the initial event (Fall 2023), 21 of the 65 analytes were detected in SSSG. Benzene was 
detected above the EGLE SSC but did not have results above the TSMSSL12.

 During the second event (Spring 2024), all results were less than the EGLE SSC. 
 During the third event (Summer 2024), all results were less than the EGLE SSC. 

All results were less than the 2025 SIC and the derived SSSG OELs. 

Table 5.4.1-4 summarizes the SSSG results of any analytes that were detected above the EGLE SSC. 

Table 5.4.1-4.  Summary of Sub-Slab Soil Gas Exceedances for Building 1372 

Analyte 
(Sampling Event) 

Detection 
Frequency 

Measured 
Range of 
Detects 
(µg/m3) 

% Detections > 
EGLE SSC 

EGLE SSC 
(µg/m3) 

2025 SIC 
(µg/m3)  

Derived 
SSSG 
OEL 

(µg/m3)  

Benzene (1) 100% 2.8-1500 25% 510 57,000 53,000 
Benzene (2) 0% <2.4 0% 510 57,000 53,000 
Benzene (3) 0% <2.3 0% 510 57,000 53,000 

BOLD indicates an EGLE SSC exceedance. 
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5.4.1.3 EVALUATION OF VAPOR INTRUSION 

Table 5.4.1-5 summarizes the IA results relative to the SSSG exceedances, since VI only potentially occurs 
if the analyte is present in both SSSG and IA.  Therefore, the table below provides the analytes detected 
above EGLE SSC in SSSG as well as the corresponding IA sample results.  The OA sample results are 
also provided to determine if the analyte concentrations reported in IA may have been influenced by OA 
contributions.

Table 5.4.1-5. Vapor Intrusion Evaluation for Building 1372 

Analyte 
(Sampling Event) 

Indoor Air 
Detection 
Frequency 

Indoor Air 
Measured Range 

(µg/m3) 
EGLE SSC 

(µg/m3) 
Dow OEL 
(µg/m3) 

Outdoor Air 
Result 
(µg/m3) 

Benzene (2) 100% 0.32 15.4 638 0.25 
Benzene (3) 100% 0.35 15.4 638 ND 

BOLD indicates an EGLE SSC exceedance. 

IA results for all analytes are below the EGLE SSC. While benzene had a SSSG exceedance of the EGLE 
SSC at Building 1372, IA results for that analyte were below the EGLE SSC during each of the two sampling 
events. All results were below the Dow OELs.  A full ND evaluation will be performed upon the completion 
of seasonal confirmation sampling. 

5.4.1.4 PATH FORWARD  

Benzene concentrations in SSSG at Location 1372-02 exceeded the EGLE SSC in E1 and the exceedance 
was not co-located during any of the three events.    Building 1372 will be placed in VI Path Forward Building 
Group 2 until further data is collected.  Seasonal confirmation sampling is scheduled to be completed for 
Building 1372 in Winter 2024/25.  A full evaluation will be presented in the 2024/25 CAIP and a continued 
path forward for this building determined at that time. 

5.4.2 BUILDING 1871 

Building 1871 is a Category 1 Building.  It was constructed around 2012 and is located in the western 
quadrant of the Midland Facility. The building consists of office space. The building has one floor at or 
above grade. The building is slab-on-grade construction and has a footprint of approximately 1,281 ft2. The 
building is electrically heated and cooled via central air conditioning. The outdoor intakes are located on 
the roof.  The ground cover outside of the building is concrete, grass, and stone landscaping.  

Dow designed and installed an SSDS while constructing Building 1871. The SSDS is a passive system that 
utilizes a sub-slab geocomposite barrier layer and a system of underground pipes through which gases are 
collected and vented to the atmosphere. The geocomposite barrier layer includes an 8 oz. filter fabric layer, 
a 60-mil high density polyethylene geomembrane, a geonet layer, and a base filter fabric layer. The 
membrane system is designed to safely collect and divert the VOC gases to collection trenches to prevent 
VOCs from infiltrating the building. One sub-slab monitoring probe, equipped with a sampling valve, was 
installed to measure sub-slab pressure and VOC concentrations in sub-slab vapors. One 2-inch steel vent 
pipe, equipped with a sampling valve, is connected to the perforated pipe beneath the surface and runs up 
and out of the building, allowing collected gases to be safely released to the atmosphere.  

5.4.2.1 DATA SUMMARY 

Building 1871 was sampled in Fall 2023.  The SSSG monitoring probe and vertical vent riser analytical 
results from the sampling event were compared to the June 22, 2018, EGLE SSC, the March 2021 
Nonresidential Time Sensitive Screening Levels (TSMSSL12), the 2025 SIC, and the 2025 derived SSSG 
OELs.  IA results are compared to the June 22, 2018, EGLE SSC, the December 2020 Nonresidential Time 
Sensitive Screening Levels (TSRIASL12), and the Dow OELs.  
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A SSSG and an IA sample were collected at one monitoring probe location from within the building. A 
vertical vent riser sample was collected from one location located on the exterior of building along with an 
OA sample.  The sampling locations are shown on Figure 5.4.2-1.  Summary statistics and screening 
comparison results are presented for the vertical vent riser and SSSG monitoring probe on Table 5.4.2-1 
and IA and OA on Table 5.4.2-2.  The analytical data is presented in Appendix G.  Field sampling forms 
are provided in Appendix H.   

The building survey completed before the initial sampling event can be found in Appendix F.  Drains and 
other openings were screened with a PID.  No PID detections were observed from any drain features in the 
building at the time of the survey.  A chemical inventory was completed during the building survey and the 
chemicals found to be stored within the building are included with the building survey.  As indicated in the 
chemical inventory, no chemical compounds contained within the TAL were stored and used within the 
building. 

5.4.2.2 SUB-SLAB SOIL GAS MONITORING PROBE AND VERTICAL VENT RISER 
RESULTS EVALUATION 

Seventeen of the 65 analytes were detected in SSSG and vertical vent riser samples. Hexachlorobutadiene 
was detected above the EGLE SSC but was not above the TSMSSL12.  All results were less than the 2025 
SIC and the derived SSSG OELs.

Table 5.4.2-3 summarizes the SSSG results of any analytes that were detected above the EGLE SSC. 

Table 5.4.2-3.  Summary of Sub-Slab Soil Gas and Vertical Vent Riser Exceedances for Building 
1871 

Analyte 
(Sampling Event) 

Detection 
Frequency

Measured 
Range of 
Detects 
(µg/m3) 

% Detections 
> EGLE SSC 

EGLE SSC
(µg/m3) 

2025 
SIC 

(µg/m3)  

Derived 
SSSG 
OEL 

(µg/m3)  

Hexachlorobutadiene (1) 100% 110-350 50% 180 20,000 7,100 
BOLD indicates an EGLE SSC exceedance. 

5.4.2.3 EVALUATION OF VAPOR INTRUSION 

Table 5.4.2-4 summarizes the IA results relative to the SSSG exceedances, since VI only potentially occurs 
if the analyte is present in both SSSG and IA.  Therefore, the table below provides the analytes detected 
above EGLE SSC in SSSG as well as the corresponding IA sample results.  The OA sample results are 
also provided to determine if the analyte concentrations reported in IA may have been influenced by OA 
contributions.

Table 5.4.2-4. Vapor Intrusion Evaluation for Building 1871 

Analyte 
(Sampling Event) 

Indoor Air 
Detection 
Frequency 

Indoor Air 
Measured Range 

(µg/m3) 
EGLE SSC 

(µg/m3) 
Dow OEL 
(µg/m3) 

Outdoor Air 
Result 
(µg/m3) 

Hexachlorobutadiene (1) 0% <1.2 5.4 213.4 ND 
BOLD indicates an EGLE SSC exceedance. 

IA results for all analytes are below the EGLE SSC. While hexachlorobutadiene had SSSG exceedances 
of the EGLE SSC at Building 1871, IA results for that analyte were below the EGLE SSC during the 
sampling event.  All results were below the Dow OELs. 

5.4.2.4 PATH FORWARD  

Based on the IA results, the VI pathway is insignificant at Building 1871.  However, SSSG results over 
EGLE SSC indicate the potential for VI. Building 1871 is currently placed in VI Path Forward Building Group 
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2.  Maintenance inspections on the passive SSDS system will continue with semi-annual visual inspections, 
PID monitoring and differential pressure monitoring. Detections of VOCs using the PID may result in 
sampling. 

5.4.3 BUILDING 879

Building 879 is a Category 2 Building and was constructed between 1965 and 1982, per aerial photography.  
It is located in the western quadrant of the Midland Facility. The building consists of office space and a 
boiler space.  The building has four floors at or above grade.  The building is slab-on-grade construction 
and has a total first-floor footprint of approximately 8,420 ft2, of which 970 ft2 are non-process sampleable 
areas.  The building is heated via steam radiation. The building has ten louvers on the first floor to bring in 
outside air. There are also two large fans on the top deck that move the air from the first floor, up through 
the building and back outside. The control room utilizes an HVAC system that is housed in the 
restroom/utility room.  Building 879 has one bay door that is rarely opened, located near the southwest 
corner of the building. The ground cover outside of the building is gravel and asphalt.   

5.4.3.1 DATA SUMMARY 

Three seasonal sampling events have been completed at Building 879. Seasonal confirmation sampling 
was initiated at Building 879 because SSSG results from the Fall 2023 sampling event exceeded screening 
levels.  The SSSG analytical results from each of the sampling events were compared to the June 22, 2018, 
EGLE SSC, the March 2021 Nonresidential Time Sensitive Screening Levels (TSMSSL12), the 2025 SIC, 
and the 2025 derived SSSG OELs.  IA results were compared to the June 22, 2018, EGLE SSC, the 
December 2020 Nonresidential Time Sensitive Screening Levels (TSRIASL12), and the Dow OELs.   

Summary statistics and screening comparison results are presented for SSSG on Table 5.4.3-1 and IA and 
OA on Table 5.4.3-2.  The analytical data is presented in Appendix G.  Field sampling forms are provided 
in Appendix H.  Table 5.4.3-3 presents the sampling events conducted to date. 

Table 5.4.3-3. Sampling Events for Building 879 
Building 1372 

Initial Sampling Event Completed 

E1 October 2023 (Fall)

Seasonal Sampling Event Completed 

E2 April 2024 (Spring) 

E3 July 2024 (Summer) 

SSSG samples were collected from 2 sub-slab locations during E1.  Based on the results from E1, SSSG 
and IA samples were collected from both locations during E2 and E3 and analyzed for the full TAL due to 
the dilution required for the elevated CFC-12 concentrations.  An OA sample from the main air intake was 
collected during E2 and E3.  The sampling locations are shown on Figure 5.4.3-1.     

The building survey can be found in Appendix F.  Drains and other openings were screened with a PID.  
No PID detections were observed from any drain features in the building at the time of the survey. A 
chemical inventory was completed during the building survey and the chemicals found to be stored within 
the building are included with the building survey.  As indicated in the chemical inventory, no chemical 
compounds contained within the TAL were stored and used within the building. 

5.4.3.2 SUB-SLAB SOIL GAS RESULTS EVALUATION 

The number of analytes detected above the soil gas EGLE SSC and the TSMSSL12, if available, are 
discussed below: 
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 During the initial event (Fall 2023), 2 of the 65 analytes were detected in SSSG. CFC-12 was 
detected above the EGLE SSC.  CFC-12 does not have a TSMSSL12 screening value.

 During the second event (Spring 2024), all results were less than the EGLE SSC. 
 During the third event (Summer 2024), all results were less than the EGLE SSC. 
 All results were less than the 2025 SIC and the derived SSSG OELs. 

Table 5.4.3-4 summarizes the SSSG results of any analytes that were detected above the EGLE SSC. 

Table 5.4.3-4.  Summary of Sub-Slab Soil Gas Exceedances for Building 879 

Analyte 
(Sampling Event) 

Detection 
Frequency 

Measured Range of 
Detects 
(µg/m3) 

% 
Detections 

> EGLE 
SSC 

EGLE 
SSC 

(µg/m3) 
2025 SIC 
(µg/m3)  

Derived 
SSSG OEL 

(µg/m3)   

CFC-12 (1) 100% 800,000- 1,400,000 100% 34,000 3,800,000 165,000,000 
CFC-12 (2) 100% 24,000- 28,000 0% 34,000 3,800,000 165,000,000 
CFC-12 (3) 100% 11,000- 12,000 0% 34,000 3,800,000 165,000,000 

BOLD indicates an EGLE SSC exceedance. 

5.4.3.3 EVALUATION OF VAPOR INTRUSION 

Table 5.4.3-5 summarizes the IA results relative to the SSSG exceedances, since VI only potentially occurs 
if the analyte is present in both SSSG and IA.  Therefore, the table below provides the analytes detected 
above EGLE SSC in SSSG as well as the corresponding IA sample results.  The OA sample results are 
also provided to determine if the analyte concentrations reported in IA may have been influenced by OA 
contributions.

Table 5.4.3-5. Vapor Intrusion Evaluation for Building 879 

Analyte 
(Sampling Event) 

Indoor Air 
Detection 
Frequency 

Indoor Air 
Measured Range 

(µg/m3) 
EGLE SSC 

(µg/m3) 
Dow OEL 
(µg/m3) 

Outdoor Air 
Result 
(µg/m3) 

CFC-12 (2) 100% 10-11 1,020 4,950,000 2.0 
CFC-12 (3) 100% 19-24 1,020 4,950,000 2.2 

BOLD indicates an EGLE SSC exceedance. 

While CFC-12 had a SSSG exceedance of the EGLE SSC at Building 879 during E1, IA results for that 
analyte were below the EGLE SSC during each of the two IA sampling events.  All results were below the 
Dow OELs. 

During E3, IA samples at Locations 879-01 and 879-02 had concentrations of bromodichloromethane of 
6.5 and 6.9 µg/m3, respectively, which are above the EGLE SSC of 6.2 µg/m3.  SSSG samples collected at 
those locations were both ND, showing that the IA exceedances were from a source other than VI. 

During E3, IA samples at Location 879-01 and 879-02 had concentrations of chloroform of 45 and 47 µg/m3, 
respectively, which are above the EGLE SSC of 5.2 µg/m3, but below the TSRIASL12 of 52 µg/m3.  Co-
located SSSG samples detected chloroform at 43 and 23 µg/m3, respectively, which are well under the 
SSSG EGLE SSC of 170 µg/m3, indicating that the IA exceedances were from a source other than VI. 

IA results for all other analytes are below the EGLE SSC and the Dow OELs.  A full ND evaluation will be 
performed upon the completion of seasonal confirmation sampling. 

5.4.3.4 PATH FORWARD  

CFC-12 concentrations in SSSG at Locations 879-01 and 879-02 exceeded the EGLE SSC in E1; however, 
during E2 and E3, all results were less than the IA and SSSG EGLE SSC.  Building 879 will be placed in 
VI Path Forward Building Group 2 until further data is collected.  Seasonal confirmation sampling is 
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scheduled to be completed for Building 879 in Winter 2024/25.  A full evaluation will be presented in the 
2024/25 CAIP and a continued path forward for this building determined at that time. 

5.4.4 BUILDING 1870 

Building 1870 is a Category 2 Building.  It was constructed around 2012 and is located in the western 
quadrant of the Midland Facility. The building consists of office space and a warehouse. The building has 
one floor at or above grade.  The building is slab-on-grade construction and has a footprint of approximately 
102,413 ft2. The building is heated via steam radiation and cooled via central air conditioning. There are 
seven bay doors located on the northeast side of the building that are rarely opened. The ground cover 
outside of the building is grass, stone landscaping, and concrete. 

Dow designed and installed a sub-slab depressurization system while constructing Building 1870. The 
SSDS is a passive system that utilizes a sub-slab geocomposite barrier layer and a system of underground 
pipes through which gases are collected and vented to the atmosphere. The geocomposite barrier layer 
includes an 8 oz. filter fabric layer, a 60-mil high density polyethylene geomembrane, a geonet layer, and 
a base filter fabric layer. The membrane system is designed to safely collect and divert the VOC gases to 
collection trenches to prevent VOCs from infiltrating the building. Five sub-slab monitoring probes, equipped 
with sampling valves, were installed to measure sub-slab pressure and VOC concentrations in sub-slab 
vapors.  Five (3-inch or 4-inch) steel vent pipes, equipped with sampling valves, are connected to the 
perforated pipe beneath the surface.  The vent pipes run up and out of the building, allowing collected gases 
to be safely released to the atmosphere.   

5.4.4.1 DATA SUMMARY 

Building 1870 was sampled in Fall 2023.  The SSSG monitoring probe and vertical vent riser analytical 
results from the sampling event were compared to the June 22, 2018, EGLE SSC, the March 2021 
Nonresidential Time Sensitive Screening Levels (TSMSSL12), the 2025 SIC, and the 2025 derived SSSG 
OELs.  IA results are compared to the June 22, 2018, EGLE SSC, the December 2020 Nonresidential Time 
Sensitive Screening Levels (TSRIASL12), and the Dow OELs.   

SSSG and IA samples were collected at five monitoring probe locations within the building. Vertical vent 
riser samples were collected from eight locations on the roof of the building along with an OA sample.  The 
sampling locations are shown on Figure 5.4.4-1.  Summary statistics and screening comparison results 
are presented for the vertical vent riser and SSSG monitoring probes on Table 5.4.4-1 and IA and OA on 
Table 5.4.4-2.  The analytical data is presented in Appendix G.  Field sampling forms are provided in 
Appendix H.   

The building survey completed before the initial sampling event can be found in Appendix F.  During the 
survey, PID detections of 13 ppbv and 60 ppbv were observed in the lunchroom and cleaning/utility closet, 
respectively. No other PID detections were observed in the ambient air or from any drain-like features in 
the building at the time of the survey.  A chemical inventory was completed during the building survey and 
the chemicals found to be stored within the building are included with the building survey.   

5.4.4.2 SUB-SLAB SOIL GAS MONITORING PROBE AND VERTICAL VENT RISER 
RESULTS EVALUATION 

Twenty-four of the 65 analytes were detected in SSSG and vertical vent riser samples. PCE and TCE were 
detected above the EGLE SSC and TSMSSL12.  All results were less than the 2025 SIC and the derived 
SSSG OELs.

Table 5.4.4-3 summarizes the SSSG results of any analytes that were detected above the EGLE SSC. 
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Table 5.4.4-3.  Summary of Sub-Slab Soil Gas and Vertical Vent Riser Exceedances for Building 
1870 

Analyte 
(Sampling Event) 

Detection 
Frequency 

Measured 
Range of 
Detects 
(µg/m3) 

% Detections > 
EGLE SSC 

EGLE SSC 
(µg/m3) 

2025 SIC 
(µg/m3)  

Derived 
SSSG 
OEL 

(µg/m3)  

Tetrachloroethene (1) 100% 8.7-24,000 23% 2700 300,000 2,260,000

Trichloroethene (1) 92% 1.4-1,600 23% 130 15,000 895,000 
             BOLD indicates an EGLE SSC exceedance. 

5.4.4.3 EVALUATION OF VAPOR INTRUSION 

Table 5.4.4-4 summarizes the IA results relative to the SSSG exceedances, since VI only potentially occurs 
if the analyte is present in both SSSG and IA.  Therefore, the table below provides the analytes detected 
above EGLE SSC in SSSG as well as the corresponding IA sample results.  The OA sample results are 
also provided to determine if the analyte concentrations reported in IA may have been influenced by OA 
contributions.

Table 5.4.4-4. Vapor Intrusion Evaluation for Building 1870 

Analyte 
(Sampling Event) 

Indoor Air 
Detection 
Frequency 

Indoor Air 
Measured Range 

(µg/m3) 
EGLE SSC 

(µg/m3) 
Dow OEL 
(µg/m3) 

Outdoor Air 
Result 
(µg/m3) 

Tetrachloroethene (1) 20% 0.046 J 82 67,800 ND 

Trichloroethene (1) 0% <0.15 4 26,850 ND 
BOLD indicates an EGLE SSC exceedance. 

IA results for all analytes are below the EGLE SSC. While PCE and TCE had SSSG exceedances of the 
EGLE SSC at Building 1870, IA results for those analytes were below the EGLE SSC during the sampling 
event. All results were below the Dow OELs. 

5.4.4.4 PATH FORWARD  

Based on the IA results, the VI pathway is insignificant at Building 1870.  However, SSSG results over 
EGLE SSC indicate the potential for VI. Building 1870 is currently placed in VI Path Forward Building Group 
2.  Maintenance inspections on the passive SSDS system will continue with semi-annual visual inspections, 
PID monitoring and differential pressure monitoring. Detections of VOCs using the PID may result in 
sampling. 

5.5 BUILDINGS UNDERGOING INTERIM MONITORING 

The following sub-sections summarize the results from Fall 2023 through Summer 2024 (reporting 
timeframe) for those buildings undergoing IM, per Section 5.1.2 VI Interim Monitoring Methodology.  

5.5.1 INTERIM MONITORING RESULTS ALL BELOW CRITERIA 

All interim monitoring results for the buildings listed in Table 5.5.1-1 were less than the EGLE SSC, 
TSRIASL12, and Dow OEL for monitoring activities within the reporting timeframe.  The summary statistics 
and screening results for the SSSG data for these buildings are presented on Table 5.5.1-2 and for IA and 
OA on Table 5.5.1-3.  The analytical data are included in Appendix G.  
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Table 5.5.1-1.  Buildings with Interim Monitoring Results Less than the EGLE SSC 

Category Building 
VI Path 

Forward 
Group 

Status IM Results  

Zone 1 

Category 1 34 2 

Seasonal confirmation sampling complete 
evaluation in 2018/19 CAIP and semi-annual IM 
plan implemented.  Trend analysis of IM 
presented in 2021/22 CAIP and annual IM plan 
implemented. Annual monitoring continues. 

IM-   No 
exceedances 
of EGLE SSC 

Category 1 1335 2 

Seasonal confirmation sampling complete 
evaluation in 2018/19 CAIP and semi-annual IM 
plan implemented.  Trend analysis of IM 
presented in 2021/22 CAIP and annual IM plan 
implemented. Annual monitoring continues. 

IM-   No 
exceedances 
of EGLE SSC 

Category 2 462 2 

Seasonal confirmation sampling complete 
evaluation in 2018/19 CAIP and semi-annual IM 
plan implemented.  Trend analysis of IM 
presented in 2021/22 CAIP and annual IM plan 
implemented. Annual monitoring continues. 

IM-   No 
exceedances 
of EGLE SSC 

Category 2 1098 2 

Seasonal confirmation sampling complete 
evaluation in 2020/21 CAIP and semi-annual IM 
plan implemented.  Trend analysis of IM 
presented in 2022/23 CAIP and annual IM plan 
implemented. Annual monitoring continues. 

IM-   No 
exceedances 
of EGLE SSC 

Zone 2 Phase 1 

Category 1 1028 2 

Seasonal confirmation sampling complete 
evaluation in 2019/20 CAIP and semi-annual IM 
plan implemented.  Trend analysis of IM 
presented in 2022/23 CAIP and annual IM plan 
implemented. Annual monitoring continues. 

IM-   No 
exceedances 
of EGLE SSC 

Category 1 1233 2 

Seasonal confirmation sampling complete 
evaluation in 2019/20 CAIP and semi-annual IM 
plan implemented.  Trend analysis of IM 
presented in 2021/22 CAIP and annual IM plan 
implemented. Annual monitoring continues. 

IM-   No 
exceedances 
of EGLE SSC 

Category 2 768 2 

Seasonal confirmation sampling complete 
evaluation in 2019/20 CAIP and semi-annual IM 
plan implemented.  Trend analysis of IM 
presented in 2022/23 CAIP and annual IM plan 
implemented. Annual monitoring continues. 

IM-   No 
exceedances 
of EGLE SSC 

Category 2 827 4A 

Further investigation conducted in May and July 
2019. Seasonal confirmation sampling complete 
evaluation in 2019/20 CAIP and semi-annual IM 
plan implemented.  Trend analysis of IM 
presented in 2022/23 CAIP and annual IM plan 
implemented. Annual monitoring continues. 

IM-   No 
exceedances 
of EGLE SSC 

Category 2 849 2 

Seasonal confirmation sampling complete 
evaluation in 2019/20 CAIP and semi-annual IM 
plan implemented.  Trend analysis of IM 
presented in 2022/23 CAIP and annual IM plan 
implemented. Annual monitoring continues. 

IM-   No 
exceedances 
of EGLE SSC 

Category 2 948 4A 

Further investigation conducted in July 2019. 
Seasonal confirmation sampling complete 
evaluation in 2019/20 CAIP and semi-annual IM 
plan implemented.  Trend analysis of IM 
presented in 2021/22 CAIP and annual IM plan 
implemented. Annual monitoring continues. 

IM-   No 
exceedances 
of EGLE SSC 
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Category Building 
VI Path 

Forward 
Group 

Status IM Results  

Category 2 1222 2 

Seasonal confirmation sampling complete 
evaluation in 2019/20 CAIP and semi-annual IM 
plan implemented.  Trend analysis of IM 
presented in 2022/23 CAIP and annual IM plan 
implemented. Annual monitoring continues. 

IM-   No 
exceedances 
of EGLE SSC 

Zone 2 Phase 1 Add-ons 

Category 1 1200 2 
Seasonal confirmation sampling complete 
evaluation in 2022/23 CAIP and semi-annual IM 
plan implemented. 

IM-   No 
exceedances 
of EGLE SSC 

Category 2 971 2 

Seasonal confirmation sampling complete 
evaluation in 2023/24 CAIP and semi-annual IM 
plan implemented. Semi-annual monitoring 
continues. 

IM-   No 
exceedances 
of EGLE SSC 

Zone 2 Phase 2 

Category 1 1255 4A 

Seasonal confirmation sampling complete 
evaluation in 2019/20 CAIP and semi-annual IM 
plan implemented.  Trend analysis of IM 
presented in 2022/23 CAIP and annual IM plan 
implemented. Annual monitoring continues. 

IM-   No 
exceedances 
of EGLE SSC 

Category 2 304 4A 

Further investigation conducted in October 2019.  
Seasonal confirmation sampling complete 
evaluation in 2019/20 CAIP and semi-annual IM 
plan implemented.  Trend analysis of IM 
presented in 2021/22 CAIP and annual IM plan 
implemented. Annual monitoring continues. 

IM-   No 
exceedances 
of EGLE SSC 

Category 2 935 2 

Seasonal confirmation sampling complete 
evaluation and semi-annual IM plan presented in 
the March 2022 VI Supplemental Report to the 
2021/22 CAIP.  Trend analysis of IM presented in 
2023/24 CAIP and annual IM plan implemented. 
Annual monitoring continues. 

IM-   No 
exceedances 
of EGLE SSC 

Category 2 826/494 2 

Seasonal confirmation sampling complete 
evaluation in 2019/20 CAIP and semi-annual IM 
plan implemented.  Trend analysis of IM 
presented in 2021/22 CAIP and annual IM plan 
implemented. Annual monitoring continues. 

IM-   No 
exceedances 
of EGLE SSC 

Zone 3 Phase 1

Category 1 887 4A 

EBS submitted February 2019.  Further 
investigation activities conducted May, July and 
October 2019.  Seasonal confirmation sampling 
complete evaluation in 2020/21 CAIP and semi-
annual IM plan implemented.  Trend analysis of 
IM presented in 2022/23 CAIP and annual IM 
plan implemented. Annual monitoring continues. 

IM-   No 
exceedances 
of EGLE SSC 

Category 1 1038 2 

Seasonal confirmation sampling complete 
evaluation in 2020/21 CAIP and semi-annual IM 
plan implemented.  Trend analysis of IM 
presented in 2022/23 CAIP and annual IM plan 
implemented. Annual monitoring continues. 

IM-   No 
exceedances 
of EGLE SSC 

Category 2 100 2 

Seasonal confirmation sampling complete 
evaluation in 2020/21 CAIP and semi-annual IM 
plan implemented.  Trend analysis of IM 
presented in 2022/23 CAIP and annual IM plan 
implemented. Annual monitoring continues. 

IM-   No 
exceedances 
of EGLE SSC 
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Category Building 
VI Path 

Forward 
Group 

Status IM Results  

Category 2 881 4A 

EBS submitted February 2019.  Further 
investigation activities conducted May and July 
2019.   Seasonal confirmation sampling complete 
evaluation in 2020/21 CAIP and semi-annual IM 
plan implemented.  Trend analysis of IM 
presented in 2022/23 CAIP and annual IM plan 
implemented. Annual monitoring continues. 

IM-   No 
exceedances 
of EGLE SSC 

Category 2 1037 2 

Seasonal confirmation sampling complete 
evaluation in 2020/21 CAIP and semi-annual IM 
plan implemented.  Trend analysis of IM 
presented in 2022/23 CAIP and annual IM plan 
implemented. Annual monitoring continues. 

IM-   No 
exceedances 
of EGLE SSC 

Category 2 1042 2 

Seasonal confirmation sampling complete 
evaluation in 2020/21 CAIP and semi-annual IM 
plan implemented.  Trend analysis of IM 
presented in 2022/23 CAIP and annual IM plan 
implemented. Annual monitoring continues. 

IM-   No 
exceedances 
of EGLE SSC 

Zone 3 Phase 1 Add-ons 

Category 1 1381 2 

Seasonal confirmation sampling complete 
evaluation in 2023/24 CAIP and semi-annual IM 
plan implemented. Semi-annual monitoring 
continues. 

IM-   No 
exceedances 
of EGLE SSC 

Category 1 1382a 4A 

Supplemental Investigation Report in March 2022 
and July 2023. Seasonal confirmation sampling 
complete evaluation in 2023/24 CAIP and semi-
annual IM plan implemented. PCE is a Group 5 
analyte. Semi-annual monitoring continues. 

IM-   No 
exceedances 

of EGLE 
SSC; 

detections 
less than 

proxy criteria 

Category 2 649a 2 

Seasonal confirmation sampling complete 
evaluation in 2023/24 CAIP and semi-annual IM 
plan implemented. Semi-annual monitoring 
continues. 

IM-   No 
exceedances 

of EGLE 
SSC; 

detections 
less than 

proxy criteria 

Zone 3 Phase 2 

Category 1 734 2 

Seasonal confirmation sampling complete 
evaluation and semi-annual IM plan presented in 
the March 2022 VI Supplemental Report to the 
2021/22 CAIP. Trend analysis of IM presented in 
2023/24 CAIP and annual IM plan implemented. 
Annual monitoring continues. 

IM-   No 
exceedances 
of EGLE SSC 

Category 1 938 2 

Seasonal confirmation sampling complete 
evaluation and semi-annual IM plan presented in 
the March 2022 VI Supplemental Report to the 
2021/22 CAIP. Trend analysis of IM presented in 
2023/24 CAIP and annual IM plan implemented. 
Annual monitoring continues. 

IM-   No 
exceedances 
of EGLE SSC 

Category 1 990 2 

Seasonal confirmation sampling complete 
evaluation and semi-annual IM plan presented in 
the March 2022 VI Supplemental Report to the 
2021/22 CAIP.  Trend analysis of IM presented in 
2023/24 CAIP and annual IM plan implemented. 
Annual monitoring continues. 

IM-   No 
exceedances 
of EGLE SSC 
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Category Building 
VI Path 

Forward 
Group 

Status IM Results  

Category 2 146 2 

Seasonal confirmation sampling complete 
evaluation and semi-annual IM plan presented in 
the March 2022 VI Supplemental Report to the 
2021/22 CAIP.  Trend analysis of IM presented in 
2023/24 CAIP and annual IM plan implemented. 
Annual monitoring continues. 

IM-   No 
exceedances 
of EGLE SSC 

Category 2 464 2 

EBS submitted March 2020. Partial seasonal 
confirmation sampling complete evaluation and 
semi-annual IM plan presented in the 2021/22 
CAIP. Seasonal confirmation sampling complete 
evaluation and summary of further investigation 
activities conducted in March 2022 presented in 
2022/23 CAIP. TCE is a Group 5 analyte. Trend 
analysis of IM presented in 2023/24 CAIP and 
annual IM plan implemented. Annual monitoring 
continues. 

IM-   No 
exceedances 
of EGLE SSC 

Category 2 1385 2 

Seasonal confirmation sampling complete 
evaluation and semi-annual IM plan presented in 
the March 2022 VI Supplemental Report to the 
2021/22 CAIP.  Trend analysis of IM presented in 
2023/24 CAIP and annual IM plan implemented. 
Annual monitoring continues. 

IM-   No 
exceedances 
of EGLE SSC 

Category 2 27/313/803 4A 

Seasonal confirmation sampling complete 
evaluation and semi-annual IM plan presented in 
the March 2022 VI Supplemental Report to the 
2021/22 CAIP.  Trend analysis of IM presented in 
2023/24 CAIP and annual IM plan implemented. 
Annual monitoring continues. 

IM-   No 
exceedances 
of EGLE SSC 

Category 2 458/963 2 

Seasonal confirmation sampling complete 
evaluation and semi-annual IM plan presented in 
the March 2022 VI Supplemental Report to the 
2021/22 CAIP.  Trend analysis of IM presented in 
2023/24 CAIP and annual IM plan implemented. 
Annual monitoring continues. 

IM-   No 
exceedances 
of EGLE SSC 

Category 2 542/561 2 

Seasonal confirmation sampling complete 
evaluation and semi-annual IM plan presented in 
the March 2022 VI Supplemental Report to the 
2021/22 CAIP. Trend analysis of IM presented in 
2023/24 CAIP and annual IM plan implemented. 
Annual monitoring continues. 

IM-   No 
exceedances 
of EGLE SSC 

Category 2 719/1360 2 

Seasonal confirmation sampling complete 
evaluation and semi-annual IM plan presented in 
the March 2022 VI Supplemental Report to the 
2021/22 CAIP.  Trend analysis of IM presented in 
2023/24 CAIP and annual IM plan implemented. 
Annual monitoring continues. 

IM-   No 
exceedances 
of EGLE SSC 

Category 1 732/1300a 2 

Seasonal confirmation sampling complete 
evaluation and semi-annual IM plan presented in 
the March 2022 VI Supplemental Report to the 
2021/22 CAIP. TCE is a Group 5 analyte. Trend 
analysis of IM presented in 2023/24 CAIP and 
semi-annual monitoring continues. 

IM-   No 
exceedances 

of EGLE 
SSCl; 

all proxy 
analytes ND 

Zone 3 Phase 3 

Category 1 354 2 
Seasonal confirmation sampling complete 
evaluation in 2022/23 CAIP and semi-annual IM 
plan implemented. 

IM-   No 
exceedances 
of EGLE SSC 
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Category Building 
VI Path 

Forward 
Group 

Status IM Results  

Category 1 845a 2 
Seasonal confirmation sampling complete 
evaluation in 2022/23 CAIP and semi-annual IM 
plan implemented. 

IM-   No 
exceedances 

of EGLE 
SSC; 

detections 
less than 

proxy criteria 

Category 2 638a 2 

Seasonal confirmation sampling complete 
evaluation and semi-annual IM plan presented in 
the March 2022 VI Supplemental Report to the 
2021/22 CAIP.  TCE is a Group 5 analyte. 

IM-   No 
exceedances 

of EGLE 
SSC; 

detections 
less than 

proxy criteria 

Category 2 872 2 
Seasonal confirmation sampling complete 
evaluation in 2022/23 CAIP and semi-annual IM 
plan implemented. 

IM-   No 
exceedances 
of EGLE SSC 

Category 2 1302 2 
Seasonal confirmation sampling complete 
evaluation in 2022/23 CAIP and semi-annual IM 
plan implemented. 

IM-   No 
exceedances 
of EGLE SSC 

Zone 3 Phase 3 Add-ons 

Category 2 444 2 

Seasonal confirmation sampling complete 
evaluation in 2023/24 CAIP and semi-annual IM 
plan implemented. Semi-annual monitoring 
continues. 

IM-   No 
exceedances 
of EGLE SSC 

Category 2 837a 2 

Seasonal confirmation sampling complete 
evaluation in 2023/24 CAIP and semi-annual IM 
plan implemented. Semi-annual monitoring 
continues. 

IM-   No 
exceedances 

of EGLE 
SSC; 

detections 
less than 

proxy criteria 
a Proxy analyte(s) were identified and included in the IM Plan for the building.   

5.5.2 INTERIM MONITORING RESULTS ABOVE CRITERIA 

Buildings 969, 499 and 593 were buildings with IM results that exceeded the EGLE SSC within the reporting 
timeframe.  The following sub-sections summarize the results and present the path forward for these 
buildings.   

5.5.2.1 BUILDING 969 INTERIM MONITORING RESULTS SUMMARY 

Building 969 is a Category 2A building located in the central portion of the Midland Facility with a footprint 
of approximately 10,880 ft2. This building consists of warehouse space, offices and a process area. The 
building is a two-story slab-on-grade construction with an elevator but no basement and has seven bay 
doors on the southeast and northwest sides of the building. Building 969 is a Group 2 building that 
completed seasonal confirmation sampling in October 2018.  Sufficient information exists to make a human 
exposure under control EI determination.  Periodic monitoring is warranted, and the building specific IM 
Plan was implemented in Summer 2019. 
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5.5.2.1.1 INTERIM MONITORING ACTIVITIES 

Per the IM Plan, IA is monitored at location 969-08 (Figure 5.5.2.1-1).  This location was selected for 
continued monitoring because it demonstrated the highest SSSG results.  Samples collected during the 
reporting timeframe were analyzed for 1,1,2-trichloroethane (1,1,2-TCA), 1,2,4-trimethylbenzene (1,2,4-
TCB), benzene, cumene, ethylbenzene, naphthalene and total xylenes. The summary statistics and 
screening results are presented for SSSG on Table 5.5.2.1-1 and IA and OA on Table 5.5.2.1-2. 

The initial semi-annual IM event was conducted in Summer 2019.  A trend analysis was presented in the 
2021/22 CAIP and Building 969 transitioned to an annual monitoring frequency during Winter 2021/22.  In 
addition to IA samples collected at location 969-08, an OA sample was also collected during each event.   

The IA results for IM Event 1 (August 2019) through IM Annual Event 3 (January 2024) are shown below 
on Table 5.5.2.1-3.  

Table 5.5.2.1-3.  Interim Monitoring Indoor Air Results for Building 969 

Indoor Air Analyte

Result Value 

(g/m3) 

Reporting 
Limit 

(g/m3) 

EGLE SSC 

(g/m3) 

NONRES 
TSRIASL12

(g/m3) 

Dow OEL 

(g/m3) 

IM Event 1 (August 2019)

969-08

1,1,2-Trichloroethane ND 0.19 0.62 NA 54,600 

1,2,4-Trimethylbenzene ND 0.85 184 550 49,200 

Benzene 0.44 0.28 15.4 54 638 

Cumene ND 0.85 11.4 NA 246,000 

Ethylbenzene 3.8 0.15 48 480 86,800 

Naphthalene ND 0.45 3.6 NA 2,620 

Total xylenes 14.4 0.45 680 2,000 86,800 

IM Event 2 (December 2019)

969-08

1,1,2-Trichloroethane ND 0.2 0.62 NA 54,600 

1,2,4-Trimethylbenzene ND 0.88 184 550 49,200 

Benzene 0.58 0.28 15.4 54 638 

Cumene ND 0.88 11.4 NA 246,000 

Ethylbenzene 2.1 0.16 48 480 86,800 

Naphthalene ND 0.47 3.6 NA 2,620 

Total xylenes 8.5 0.47 680 2,000 86,800 

IM Event 3 (August 2020)

969-08

1,1,2-Trichloroethane ND 0.18 0.62 NA 54,600 

1,2,4-Trimethylbenzene ND 0.84 184 550 49,200 

Benzene ND 0.27 15.4 54 638 

Cumene ND 0.84 11.4 NA 246,000 

Ethylbenzene 1.2 0.15 48 480 86,800 

Naphthalene ND 0.44 3.6 NA 2,620 

Total xylenes 4.4 0.45 680 2,000 86,800 

IM Event 4 (December 2020)

969-08

1,1,2-Trichloroethane ND 0.19 0.62 NA 54,600 

1,2,4-Trimethylbenzene ND 0.84 184 550 49,200 

Benzene 1.3 0.27 15.4 54 638 

Cumene ND 0.84 11.4 NA 246,000 

Ethylbenzene 1.8 0.15 48 480 86,800 

Naphthalene ND 0.45 3.6 NA 2,620 

Total xylenes 9.1 0.45 680 2,000 86,800 
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Indoor Air Analyte

Result Value 

(g/m3) 

Reporting 
Limit 

(g/m3) 

EGLE SSC 

(g/m3) 

NONRES 
TSRIASL12

(g/m3) 

Dow OEL 

(g/m3) 

Annual IM Event 1 (January 2022)

969-08

1,1,2-Trichloroethane ND 0.14 0.62 NA 54,600 

1,2,4-Trimethylbenzene ND 0.65 184 550 49,200 

Benzene 0.51 0.21 15.4 54 638 

Cumene ND 0.65 11.4 NA 246,000 

Ethylbenzene 0.48 0.12 48 480 86,800 

Naphthalene ND 0.35 3.6 NA 2,620 

Total xylenes 1.71 0.35 680 2,000 86,800 

Annual IM Event 1 Follow-Up (July 2022)

969-08

1,1,2-Trichloroethane ND 0.16 0.62 NA 54,600 

1,2,4-Trimethylbenzene 0.76 0.73 184 550 49,200 

Benzene 0.39 0.24 15.4 54 638 

Cumene ND 0.73 11.4 NA 246,000 

Ethylbenzene 0.47 0.13 48 480 86,800 

Naphthalene ND 0.39 3.6 NA 2,620 

Total xylenes 1.56 0.39 680 2,000 86,800 

Annual IM Event 2 (January 2023)

969-08

1,1,2-Trichloroethane ND 0.16 0.62 NA 54,600 

1,2,4-Trimethylbenzene ND 0.73 184 550 49,200 

Benzene 0.45 0.24 15.4 54 638 

Cumene ND 0.73 11.4 NA 246,000 

Ethylbenzene 0.26 0.13 48 480 86,800 

Naphthalene ND 0.39 3.6 NA 2,620 

Total xylenes 0.49 0.39 680 2,000 86,800 

Annual IM Event 3 (January 2024)

969-08

1,1,2-Trichloroethane ND 0.52 0.62 NA 54,600 

1,2,4-Trimethylbenzene 8.6 2.3 184 550 49,200 

Benzene ND 0.76 15.4 54 638 

Cumene ND 2.3 11.4 NA 246,000 

Ethylbenzene 67 0.41 48 480 86,800 

Naphthalene ND 1.2 3.6 NA 2,620 

Total xylenes 360 1.24 680 2,000 86,800 

Annual IM Event 3 Follow-Up (May 2024)

969-08

1,1,2-Trichloroethane ND 0.18 0.62 NA 54,600 

1,2,4-Trimethylbenzene ND 0.81 184 550 49,200 

Benzene 0.34 0.26 15.4 54 638 

Cumene ND 0.81 11.4 NA 246,000 

Ethylbenzene 0.54 0.14 48 480 86,800 

Naphthalene ND 0.43 3.6 NA 2,620 

Total xylenes 1.97 0.42 680 2,000 86,800 
NA – Not Available 
BOLD – Result is > EGLE SSC 
ND – Not Detected 

All IA results in Building 969 are below the Dow OEL.  During IM, the results for all analytes have been 
below the EGLE SSC, with the exception of ethylbenzene during one event.  During Annual IM Event 3 in 
Winter 2023/24, ethylbenzene was detected at 67 µg/m3 at location 969-08, which is above the EGLE SSC 
of 48 µg/m3.  If IM results exceed the EGLE SSC, co-located IA and SSSG samples are collected within 45 
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days of receiving the analytical results with the exceedance.    The follow-up sampling event was performed 
in May 2024.  Ethylbenzene was detected in IA at 0.54 µg/m3, which is significantly less than the EGLE 
SSC.  All of the IA results for the follow-up event are shown above in Table 5.5.2.1-3.  All AOIs were ND in 
the SSSG sample collected during the follow-up event.   

Based on the ethylbenzene results from Annual IM Event 3, further investigation activities were performed 
in October 2024 at Building 969.  A can of rust preventative containing ethylbenzene was found near 
Location 969-09, which is in close proximity to Location 969-08.  Based on this finding, sampling of 
ethylbenzene will be deferred as a Group 5 analyte due to evidence of workplace chemical use.    

An evaluation of the current TAL was also performed and the Building 969 IM Plan was modified to remove 
1,1,2-TCA and 1,2,4-TMB from the TAL because both compounds had only one SSSG EGLE SSC 
exceedance during seasonal confirmation sampling.  However, both analytes were ND during the other 
three SCS events and the Annual IM Event 3 Follow-Up sampling event. 

All SSSG results are below the 2025 SIC and derived SSSG OEL, except for one detected concentration 
of 1,1,2-TCA (4,500 µg/m3) during Event 4 at Location 969-05, which exceeded the 2025 SIC of 2,300 
µg/m3.  As stated above, 1,1,2-TCA was ND at all other sampling locations and during all additional 
sampling events.   

Ethylbenzene and total xylenes were detected in OA during Summer 2020, Winter 2020/21, Winter 2021/22 
Follow-Up, Winter 2023/24, and Winter 2023/24 Follow-up.  Benzene was detected in OA during Winter 
2020/21, Winter 2021/22, Winter 2021/22 Follow-Up, Winter 2022/23, Winter 2023/24 and Winter 2023/24 
Follow-Up. The IA had similar detections for ethylbenzene, total xylenes and benzene, indicating that OA 
may be influencing IA concentrations. The analytical data is presented in Appendix G.  Field sampling 
forms are provided in Appendix H.   

5.5.2.1.2 PATH FORWARD 

IA results for ethylbenzene during IM at Building 969 exceeded the EGLE SSC during Annual IM Event 3 
only.  During further investigation activities, strong evidence of workplace use of ethylbenzene was found 
and therefore ethylbenzene will be deferred as a Group 5 analyte.  In addition, the IM plan for the building 
has been modified to remove 1,1,2-TCA and 1,2,4-TMB from the IM monitoring TAL.   

Consistent with the VI IM methodology in Section 5.1.2, because results for Building 969 continue to be 
consistent and below the EGLE SSC (except for one monitoring event), monitoring will continue on an 
annual basis.  IM sampling will continue to occur in the winter season each year.  If IA results are observed 
to be increasing, further evaluation will be performed, which may include collection of a SSSG sample(s), 
an increase in monitoring frequency, or other actions as warranted.  Results from each annual monitoring 
event will be shared during routine CA status meetings and will be reported in the annual CAIP. 

Building 969 has completed four full rounds of semi-annual IM, three full rounds of annual IM, and two 
follow-up sampling rounds.  A trend analysis was presented in the 2021/22 CAIP and will be reassessed in 
the 2025/26 CAIP. 

5.5.2.2 BUILDING 499 INTERIM MONITORING RESULTS SUMMARY 

Building 499 was built in the 1940s-1950s and is located in the southeastern quadrant of the Midland Facility 
with a footprint of approximately 25,800 ft2 (14,516 ft2 is non-process area).  The Category 2A building 
consists of a process area that spans the southwestern portion of the building.  The north and east portions 
contain offices, lab space, locker rooms, and bathrooms. This building is slab-on-grade construction with 
no basement but has an elevator/lift located in the southeast corner of the process area.  The process area 
is approximately three stories high while the non-process area is single-story.   There are four bay doors 
on the south side of the building.    Building 499 is a Group 4A building that completed seasonal confirmation 
sampling in February 2019.  Sufficient information exists to make a human exposure under control EI 
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determination.  Periodic monitoring is warranted, and the building specific IM Plan was implemented in 
Summer 2019. 

5.5.2.2.1 INTERIM MONITORING ACTIVITIES 

Per the IM Plan, IA is monitored for chloroform, cis-1,2-DCE, PCE and TCE at locations 499-02 and 499-
05 (Figure 5.5.2.2-1).  These locations were selected because they demonstrated the highest SSSG results 
during seasonal confirmation sampling.  Chloroform, cis-1,2-DCE, PCE and TCE were selected for 
monitoring because they were detected above EGLE SSC in SSSG. An OA sample is collected at the time 
of each monitoring event for the same four analytes.  Summary statistics and screening results for the 
SSSG data are presented on Table 5.5.2.2-1 and for IA and OA on Table 5.5.2.2-2.   

The initial semi-annual IM event was conducted in Summer 2019.  A trend analysis was presented in the 
2021/22 CAIP and Building 499 transitioned to an annual monitoring frequency during Winter 2021/22.  In 
addition to IA samples collected at locations 499-02 and 499-05, an OA sample was also collected during 
each event.   

The IA results for IM Event 1 (August 2019) through IM Annual Event 3 (January 2024) are shown below 
on Table 5.5.2.2-3.  

Table 5.5.2.2-3.  Interim Monitoring Indoor Air Results for Building 499 

Indoor Air Analyte

Result Value 

(g/m3) 

Reporting 
Limit 

(g/m3) 

EGLE SSC 

(g/m3) 

NONRES 
TSRIASL12

(g/m3) 

Dow OEL 

(g/m3) 

IM Event 1 (August 2019)

499-IA-02

Chloroform 1.6 0.16 5.2 52 9,760 

cis-1,2-DCE 1.2 0.13 24 74 794,000 

Tetrachloroethene 55 0.23 82 82 67,800 

Trichloroethene 0.7 0.18 4 12 26,850 

499-IA-05

Chloroform 1.1 0.16 5.2 52 9,760 

cis-1,2-DCE 1.0 0.13 24 74 794,000 

Tetrachloroethene 46 0.23 82 82 67,800 

Trichloroethene 0.54 0.18 4 12 26,850 

499-IA-09 

Chloroform 2.9 0.17 5.2 52 9,760 

cis-1,2-DCE 0.14 0.13 24 74 794,000 

Tetrachloroethene 8.9 0.23 82 82 67,800 

Trichloroethene 0.18 0.18 4 12 26,850 

IM Event 2 (December 2019)

499-IA-02

Chloroform 2.2 0.16 5.2 52 9,760 

cis-1,2-DCE 0.14 0.13 24 74 794,000 

Tetrachloroethene 13 0.23 82 82 67,800 

Trichloroethene 0.52 0.18 4 12 26,850 

499-IA-05

Chloroform 1.4 0.16 5.2 52 9,760 

cis-1,2-DCE ND 0.13 24 74 794,000 

Tetrachloroethene 6.6 0.22 82 82 67,800 

Trichloroethene 0.21 0.17 4 12 26,850 

IM Event 3 (August 2020)

499-IA-02

Chloroform 3.6 0.17 5.2 52 9,760 

cis-1,2-DCE ND 0.14 24 74 794,000 
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Indoor Air Analyte

Result Value 

(g/m3) 

Reporting 
Limit 

(g/m3) 

EGLE SSC 

(g/m3) 

NONRES 
TSRIASL12

(g/m3) 

Dow OEL 

(g/m3) 

Tetrachloroethene 2.8 0.23 82 82 67,800 

Trichloroethene 0.59 0.18 4 12 26,850 

499-IA-05

Chloroform 3.4 0.17 5.2 52 9,760 

cis-1,2-DCE ND 0.14 24 74 794,000 

Tetrachloroethene 3 0.23 82 82 67,800 

Trichloroethene 0.57 0.18 4 12 26,850 

IM Event 4 (December 2020)

499-IA-02

Chloroform 4.5 0.32 5.2 52 9,760 

cis-1,2-DCE 0.35 0.26 24 74 794,000 

Tetrachloroethene 22 0.45 82 82 67,800 

Trichloroethene 0.47 0.36 4 12 26,850 

499-IA-05

Chloroform 3.6 0.16 5.2 52 9,760 

cis-1,2-DCE 0.12J 0.13 24 74 794,000 

Tetrachloroethene 16 0.22 82 82 67,800 

Trichloroethene 0.28 0.17 4 12 26,850 

Annual IM Event 1 (January 2022)

499-IA-02

Chloroform 3.2 0.15 5.2 52 9,760 

cis-1,2-DCE 0.5 0.12 24 74 794,000 

Tetrachloroethene 9.8 0.21 82 82 67,800 

Trichloroethene 0.22 0.17 4 12 26,850 

499-IA-05

Chloroform 2.6 0.16 5.2 52 9,760 

cis-1,2-DCE ND 0.13 24 74 794,000 

Tetrachloroethene 7.9 0.23 82 82 67,800 

Trichloroethene 0.22 0.18 4 12 26,850 

499-IA-08

Chloroform 7.1 0.15 5.2 52 9,760 

cis-1,2-DCE 0.22 0.12 24 74 794,000 

Tetrachloroethene 17 0.21 82 82 67,800 

Trichloroethene ND 0.17 4 12 26,850 

Annual IM Event 2 (December 2022)

499-IA-02

Chloroform 2 0.12 5.2 52 9,760 

cis-1,2-DCE 0.22 0.098 24 74 794,000 

Tetrachloroethene 5.8 0.17 82 82 67,800 

Trichloroethene 0.18 0.13 4 12 26,850 

499-IA-05

Chloroform 1.8 0.14 5.2 52 9,760 

cis-1,2-DCE ND 0.12 24 74 794,000 

Tetrachloroethene 4 0.20 82 82 67,800 

Trichloroethene ND 0.16 4 12 26,850 

Annual IM Event 3 (January 2024)

499-IA-02

Chloroform 0.58 0.13 5.2 52 9,760 

cis-1,2-DCE 0.18 0.10 24 74 794,000 

Tetrachloroethene 32 0.18 82 82 67,800 

Trichloroethene ND 0.14 4 12 26,850 

499-IA-05
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Indoor Air Analyte

Result Value 

(g/m3) 

Reporting 
Limit 

(g/m3) 

EGLE SSC 

(g/m3) 

NONRES 
TSRIASL12

(g/m3) 

Dow OEL 

(g/m3) 

Chloroform 1.2 0.42 5.2 52 9,760 

cis-1,2-DCE 0.88 0.34 24 74 794,000 

Tetrachloroethene 190 0.58 82 82 67,800 

Trichloroethene 0.65 0.46 4 12 26,850 

Annual IM Event 3 Follow-Up (April 2024)

499-IA-05

Chloroform 1.5 0.15 5.2 52 9,760 

cis-1,2-DCE ND 0.12 24 74 794,000 

Tetrachloroethene 26 0.21 82 82 67,800 

Trichloroethene ND 0.16 4 12 26,850 
BOLD – Result is > EGLE SSC 
ND – Not Detected 

All IA results in Building 499 are below the Dow OEL. During IM, the results for all analytes have been 
below the EGLE SSC, with the exception of chloroform during Annual IM Event 1 and PCE during Annual 
IM Event 3.  If IM results exceed the EGLE SSC, co-located IA and SSSG samples are collected within 45 
days of receiving the analytical results with the exceedance. 

 During Annual IM Event 1 in Winter 2021/22, chloroform was detected at 7.1 µg/m3 at location 
499-08, which is above the EGLE SSC of 5.2 µg/m3.  A co-located SSSG sample was collected 
during this sampling event as part of the Differential Pressure Pilot Study and the chloroform 
concentration in the sample was less than the EGLE SSC, so no follow-up sample was necessary. 

 During Annual IM Event 3 in Winter 2023/24, PCE was detected at 190 µg/m3 at location 499-05, 
which is above the EGLE SSC and TSRIASL12 of 82 µg/m3.    The follow-up sampling event was 
performed in April 2024.  PCE was detected in IA at 26 µg/m3, which is less than the EGLE SSC 
and TSRIASL12.  All of the IA results for the follow-up event are shown above in Table 5.5.2.2-3.  
A SSSG sample was also collected during the follow-up event and the concentrations of PCE and 
TCE were above EGLE SSC.  

Further investigation activities were performed in July 2019 as a follow-up to IA concentrations of PCE and 
TCE exceeding the EGLE SSC during seasonal confirmation sampling.  The investigation found that the 
elevated IA concentrations during seasonal confirmation sampling were likely due to workplace chemical 
use and were not attributable to VI.  The investigation found cans of degreaser containing PCE and TCE 
being used in the workplace at the time.  As a follow-up to the elevated PCE concentration during Annual 
IM Event 3, further investigation activities were performed during May and October 2024 which found no 
current evidence of use of PCE or TCE in the building.  Therefore, PCE and TCE will continue to be 
monitored as part of the IM plan for Building 499. 

An evaluation of the current TAL was also performed. Building 499 produces deionized water which is 
primarily used to make steam for the site.  During the processing of water, chloroform is one of the 
trihalomethanes produced by chlorination of water supplies which can be a source of indoor air 
concentrations of chloroform. Therefore, chloroform was removed from the IM plan and will be deferred as 
a Group 5 analyte due to the presence of treated water in the main process performed in the building.  
1,1,1-TCA will be added to the IM plan as an indicator if VI is occurring at this building.   The concentrations 
of 1,1,1-TCA and chloroform in the SSSG were similar during the seasonal confirmation sampling, therefore 
1,1,1-TCA will serve as an appropriate substitute for chloroform during future IM sampling events. 

All SSSG results are below the 2025 SIC and derived SSSG OEL 
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OA was detected for PCE at a concentration of 2 g/m3 during Winter 2023/24.  The OA had limited 
influence on the IA concentration found during that sampling event. The analytical data is presented in 
Appendix G.  Field sampling forms are provided in Appendix H.   

5.5.2.2.2 PATH FORWARD 

IA results for PCE during IM at Building 499 have exceeded the EGLE SSC.  During further investigation 
activities, no evidence of workplace use of PCE was found, therefore, PCE will continue to be monitored 
as part of the IM plan.  Due to evidence of treated water used in the main process within the building, 
chloroform will be deferred as a Group 5 analyte.  1,1,1-TCA was identified as an indicator analyte for 
inclusion in the IM plan.  

Consistent with the VI IM methodology in Section 5.1.2, because results for Building 499 continue to be 
consistent and below the EGLE SSC (except for one monitoring event), monitoring will continue on an 
annual basis.  IM sampling will continue to occur in the winter season each year.  If IA results are observed 
to be increasing, further evaluation will be performed, which may include collection of a SSSG sample(s), 
an increase in monitoring frequency, or other actions as warranted.  Results from each annual monitoring 
event will be shared during routine CA status meetings with EGLE and will be reported in the annual CAIP. 

Building 499 has completed four full rounds of semi-annual IM, three full rounds of annual IM, and one 
follow-up sampling round.  The trend analysis was presented in the 2021/22 CAIP and will be reassessed 
in the 2025/26 CAIP. 

5.5.2.3 BUILDING 593 INTERIM MONITORING RESULTS SUMMARY 

Building 593 is a Category 2C building located in the southeastern quadrant of the Midland facility and is 
known as the Fabrication Shop.  The building was constructed sometime between 1938 and 1952.  The 
95,544 ft2 structure is a slab-on-grade L-shaped building that is approximately three stories high.  The L-
shaped portion of the building is predominantly a large fabrication shop containing a variety of different 
work areas used by various contractors.  A single-story annex containing office space, locker rooms, 
storage, a conference room, and a large kitchen/break room is located to the southwest of the inside corner 
of the L-shaped fabrication shop area.  

The seasonal confirmation sampling complete evaluation was included in the 2019/20 CAIP and a trend 
analysis of IM was presented in the 2021/22 CAIP.  Based on the evaluation of the four seasonal 
confirmation sampling events, the VI pathway is insignificant for Building 593 and the SSSG results 
demonstrated stable concentrations over time.    The weight of evidence based on seasonal confirmation 
sampling, as documented in a Further Investigation Report provided to EGLE in October 2019, supports 
Building 593 as a Group 4A building, as sample results demonstrate that VI is insignificant and indoor air 
exceedances are likely due to workplace chemical use due to a lack of correlated SSSG and IA 
exceedances.  Sufficient information exists to make a human exposure under control EI determination.  
Periodic monitoring is warranted, and a building specific IM Plan was implemented in Winter 2019/20.   

5.5.2.3.1 INTERIM MONITORING ACTIVITIES 

Per the IM Plan, IA was monitored for 1,1,2-TCA, 1,2-DCP, chloroform, HCBD, PCE, and TCE at locations 
593-20, 593-22, 593-29, and 593-30 (Figure 5.5.2.3-1).  These locations were selected because they 
demonstrated the highest SSSG results during seasonal confirmation sampling.  1,1,2-TCA, 1,2-DCP, 
chloroform, HCBD, PCE, and TCE were selected for monitoring because they are above EGLE SSC in 
SSSG.  An OA sample is collected at the time of each monitoring event for the same analytes.  Summary 
statistics and screening results for the SSSG data are presented on Table 5.5.2.3-1 and for IA and OA on 
Table 5.5.2.3-2.   

The initial semi-annual IM event was conducted in Winter 2019/20.  A trend analysis was presented in the 
2021/22 CAIP and Building 593 transitioned to an annual monitoring frequency during Winter 2021/22.  In 
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addition to IA samples collected at locations 593-20, 593-22, 593-29 and 593-30, an OA sample was also 
collected during each event.   

The IA results for IM Event 1 (December 2019) through Annual IM Event 3 (January 2024) are shown below 
on Table 5.5.2.3-3.  

Table 5.5.2.3-3.  Interim Monitoring Indoor Air Results for Building 593 

Indoor Air Analyte
Result Value 

(g/m3)

Reporting 
Limit 

(g/m3)
EGLE SSC 

(g/m3)

NONRES 
TSRIASL12

(g/m3)
Dow OEL 
(g/m3)

IM Event 1 (December 2019)

593-IA-20

1,1,2-Trichloroethane ND 0.18 0.62 NA 54,600 

1,2-Dichloropropane ND 0.78 12.2 37 46,200 

Chloroform ND 0.82 5.2 52 9,760 

Hexachlorobutadiene ND 9.0 5.4 NA 213.4 

Tetrachloroethene 4.5 0.23 82 82 67,800 

Trichloroethene ND 0.18 4 12 26,850 

593-IA-22

1,1,2-Trichloroethane ND 0.20 0.62 NA 54,600 

1,2-Dichloropropane ND 0.84 12.2 37 46,200 

Chloroform ND 0.89 5.2 52 9,760 

Hexachlorobutadiene ND 9.8 5.4 NA 213.4 

Tetrachloroethene 1.8 0.25 82 82 67,800 

Trichloroethene ND 0.20 4 12 26,850 

593-IA-29

1,1,2-Trichloroethane ND 0.20 0.62 NA 54,600 

1,2-Dichloropropane ND 0.84 12.2 37 46,200 

Chloroform ND 0.89 5.2 52 9,760 

Hexachlorobutadiene ND 9.8 5.4 NA 213.4 

Tetrachloroethene 0.57 0.25 82 82 67,800 

Trichloroethene ND 0.20 4 12 26,850 

593-IA-30

1,1,2-Trichloroethane ND 0.20 0.62 NA 54,600 

1,2-Dichloropropane ND 0.83 12.2 37 46,200 

Chloroform ND 0.87 5.2 52 9,760 

Hexachlorobutadiene ND 9.5 5.4 NA 213.4 

Tetrachloroethene 10 0.24 82 82 67,800 

Trichloroethene 0.29 0.19 4 12 26,850 

IM Event 2 (August 2020)

593-IA-20

1,1,2-Trichloroethane ND 0.19 0.62 NA 54,600 

1,2-Dichloropropane ND 0.79 12.2 37 46,200 

Chloroform ND 0.84 5.2 52 9,760 

Hexachlorobutadiene ND 9.2 5.4 NA 213.4 

Tetrachloroethene 0.49 0.23 82 82 67,800 

Trichloroethene ND 0.18 4 12 26,850 

593-IA-22

1,1,2-Trichloroethane ND 0.18 0.62 NA 54,600 

1,2-Dichloropropane ND 0.78 12.2 37 46,200 

Chloroform ND 0.83 5.2 52 9,760 

Hexachlorobutadiene ND 9.1 5.4 NA 213.4 

Tetrachloroethene 0.62 0.23 82 82 67,800 

Trichloroethene ND 0.18 4 12 26,850 

593-IA-29

1,1,2-Trichloroethane ND 0.19 0.62 NA 54,600 
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Indoor Air Analyte
Result Value 

(g/m3)

Reporting 
Limit 

(g/m3)
EGLE SSC 

(g/m3)

NONRES 
TSRIASL12

(g/m3)
Dow OEL 
(g/m3)

1,2-Dichloropropane ND 0.81 12.2 37 46,200 

Chloroform ND 0.85 5.2 52 9,760 

Hexachlorobutadiene ND 9.3 5.4 NA 213.4 

Tetrachloroethene 0.65 0.24 82 82 67,800 

Trichloroethene ND 0.19 4 12 26,850 

593-IA-30

1,1,2-Trichloroethane ND 0.19 0.62 NA 54,600 

1,2-Dichloropropane ND 0.82 12.2 37 46,200 

Chloroform ND 0.87 5.2 52 9,760 

Hexachlorobutadiene ND 9.5 5.4 NA 213.4 

Tetrachloroethene 0.59 0.24 82 82 67,800 

Trichloroethene ND 0.19 4 12 26,850 

IM Event 3 (December 2020)

593-IA-14

1,1,2-Trichloroethane ND 0.27 0.62 NA 54,600 

1,2-Dichloropropane ND 1.2 12.2 37 46,200 

Chloroform 1.4 1.2 5.2 52 9,760 

Hexachlorobutadiene ND 13 5.4 NA 213.4 

Tetrachloroethene 200 0.34 82 82 67,800

Trichloroethene 1.9 0.27 4 12 26,850 

593-IA-20

1,1,2-Trichloroethane ND 0.20 0.62 NA 54,600 

1,2-Dichloropropane ND 0.84 12.2 37 46,200 

Chloroform ND 0.89 5.2 52 9,760 

Hexachlorobutadiene ND 9.8 5.4 NA 213.4 

Tetrachloroethene 67 0.25 82 82 67,800 

Trichloroethene 0.66 0.20 4 12 26,850 

593-IA-22

1,1,2-Trichloroethane ND 0.20 0.62 NA 54,600 

1,2-Dichloropropane ND 0.84 12.2 37 46,200 

Chloroform ND 0.89 5.2 52 9,760 

Hexachlorobutadiene ND 9.8 5.4 NA 213.4 

Tetrachloroethene 36 0.25 82 82 67,800 

Trichloroethene 0.37 0.20 4 12 26,850 

593-IA-29

1,1,2-Trichloroethane ND 0.20 0.62 NA 54,600 

1,2-Dichloropropane ND 0.83 12.2 37 46,200 

Chloroform ND 0.87 5.2 52 9,760 

Hexachlorobutadiene ND 9.5 5.4 NA 213.4 

Tetrachloroethene 200 0.24 82 82 67,800

Trichloroethene 1.7 0.19 4 12 26,850 

593-IA-30

1,1,2-Trichloroethane ND 0.19 0.62 NA 54,600 

1,2-Dichloropropane ND 0.79 12.2 37 46,200 

Chloroform ND 0.83 5.2 52 9,760 

Hexachlorobutadiene ND 9.1 5.4 NA 213.4 

Tetrachloroethene 8.1 0.23 82 82 67,800 

Trichloroethene ND 0.18 4 12 26,850 

IM Event 3 Follow-Up (May 2021)

593-IA-14

1,1,2-Trichloroethane ND 0.18 0.62 NA 54,600 

1,2-Dichloropropane ND 0.78 12.2 37 46,200 

Chloroform 1.1 0.17 5.2 52 9,760 
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Indoor Air Analyte
Result Value 

(g/m3)

Reporting 
Limit 

(g/m3)
EGLE SSC 

(g/m3)

NONRES 
TSRIASL12

(g/m3)
Dow OEL 
(g/m3)

Hexachlorobutadiene ND 3.6 5.4 NA 213.4 

Tetrachloroethene 12 0.23 82 82 67,800 

Trichloroethene ND 0.18 4 12 26,850 

593-IA-29

1,1,2-Trichloroethane ND 0.32 0.62 NA 54,600 

1,2-Dichloropropane ND 1.4 12.2 37 46,200 

Chloroform ND 0.29 5.2 52 9,760 

Hexachlorobutadiene ND 6.3 5.4 NA 213.4 

Tetrachloroethene 0.75 0.40 82 82 67,800 

Trichloroethene ND 0.32 4 12 26,850 

IM Event 4 (August 2021)

593-IA-14

1,1,2-Trichloroethane ND 0.17 0.62 NA 54,600 

1,2-Dichloropropane ND 0.72 12.2 37 46,200 

Chloroform 4.7 0.15 5.2 52 9,760 

Hexachlorobutadiene ND 8.4 5.4 NA 213.4 

Tetrachloroethene 1.2 0.21 82 82 67,800 

Trichloroethene ND 0.17 4 12 26,850 

593-IA-20

1,1,2-Trichloroethane ND 0.19 0.62 NA 54,600 

1,2-Dichloropropane ND 0.81 12.2 37 46,200 

Chloroform ND 0.17 5.2 52 9,760 

Hexachlorobutadiene ND 9.3 5.4 NA 213.4 

Tetrachloroethene 0.64 0.24 82 82 67,800 

Trichloroethene ND 0.19 4 12 26,850 

593-IA-22

1,1,2-Trichloroethane ND 0.18 0.62 NA 54,600 

1,2-Dichloropropane ND 0.78 12.2 37 46,200 

Chloroform ND 0.17 5.2 52 9,760 

Hexachlorobutadiene ND 9.1 5.4 NA 213.4 

Tetrachloroethene 0.61 0.23 82 82 67,800 

Trichloroethene ND 0.18 4 12 26,850 

593-IA-29

1,1,2-Trichloroethane ND 0.18 0.62 NA 54,600 

1,2-Dichloropropane ND 0.78 12.2 37 46,200 

Chloroform 0.23 0.17 5.2 52 9,760 

Hexachlorobutadiene ND 9.1 5.4 NA 213.4 

Tetrachloroethene 1.0 0.23 82 82 67,800 

Trichloroethene ND 0.18 4 12 26,850 

593-IA-30

1,1,2-Trichloroethane ND 0.18 0.62 NA 54,600 

1,2-Dichloropropane ND 0.78 12.2 37 46,200 

Chloroform ND 0.16 5.2 52 9,760 

Hexachlorobutadiene ND 9.0 5.4 NA 213.4 

Tetrachloroethene 9.6 0.23 82 82 67,800 

Trichloroethene ND 0.18 4 12 26,850 

Annual IM Event 1 (February 2022)

593-IA-04

1,1,2-Trichloroethane ND 0.17 0.62 NA 54,600 

1,2-Dichloropropane ND 0.72 12.2 37 46,200 

Chloroform 0.16 0.15 5.2 52 9,760 

Hexachlorobutadiene ND 8.3 5.4 NA 213.4 

Tetrachloroethene 1.7 0.21 82 82 67,800 
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Indoor Air Analyte
Result Value 

(g/m3)

Reporting 
Limit 

(g/m3)
EGLE SSC 

(g/m3)

NONRES 
TSRIASL12

(g/m3)
Dow OEL 
(g/m3)

Trichloroethene ND 0.17 4 12 26,850 

593-IA-20

1,1,2-Trichloroethane ND 0.44 0.62 NA 54,600 

1,2-Dichloropropane ND 1.9 12.2 37 46,200 

Chloroform ND 0.40 5.2 52 9,760 

Hexachlorobutadiene ND 22 5.4 NA 213.4 

Tetrachloroethene 6.9 0.55 82 82 67,800 

Trichloroethene ND 0.44 4 12 26,850 

593-IA-22

1,1,2-Trichloroethane ND 1.3 0.62 NA 54,600 

1,2-Dichloropropane ND 5.4 12.2 37 46,200 

Chloroform ND 1.2 5.2 52 9,760 

Hexachlorobutadiene ND 63 5.4 NA 213.4 

Tetrachloroethene 12 1.6 82 82 67,800 

Trichloroethene ND 1.3 4 12 26,850 

593-IA-29

1,1,2-Trichloroethane ND 0.19 0.62 NA 54,600 

1,2-Dichloropropane ND 0.81 12.2 37 46,200 

Chloroform 0.37 0.17 5.2 52 9,760 

Hexachlorobutadiene ND 9.3 5.4 NA 213.4 

Tetrachloroethene 84 0.24 82 82 67,800

Trichloroethene 0.42 0.19 4 12 26,850 

593-IA-30

1,1,2-Trichloroethane ND 0.18 0.62 NA 54,600 

1,2-Dichloropropane ND 0.77 12.2 37 46,200 

Chloroform ND 0.16 5.2 52 9,760 

Hexachlorobutadiene ND 8.9 5.4 NA 213.4 

Tetrachloroethene 4.7 0.23 82 82 67,800 

Trichloroethene ND 0.18 4 12 26,850 

593-IA-39

1,1,2-Trichloroethane ND 0.18 0.62 NA 54,600 

1,2-Dichloropropane ND 0.77 12.2 37 46,200 

Chloroform 0.18 0.16 5.2 52 9,760 

Hexachlorobutadiene ND 8.8 5.4 NA 213.4 

Tetrachloroethene 4.8 0.22 82 82 67,800 

Trichloroethene ND 0.18 4 12 26,850 

Annual IM Event 2 (December 2022)

593-IA-20

1,1,2-Trichloroethane ND 0.15 0.62 NA 54,600 

1,2-Dichloropropane ND 0.66 12.2 37 46,200 

Chloroform ND 0.14 5.2 52 9,760 

Hexachlorobutadiene ND 0.37* 5.4 NA 213.4 

Tetrachloroethene 0.54 0.19 82 82 67,800 

Trichloroethene ND 0.15 4 12 26,850 

593-IA-22

1,1,2-Trichloroethane ND 0.16 0.62 NA 54,600 

1,2-Dichloropropane ND 0.70 12.2 37 46,200 

Chloroform ND 0.15 5.2 52 9,760 

Hexachlorobutadiene ND 0.40* 5.4 NA 213.4 

Tetrachloroethene 0.5 0.21 82 82 67,800 

Trichloroethene ND 0.16 4 12 26,850 

593-IA-29

1,1,2-Trichloroethane ND 0.15 0.62 NA 54,600 
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Indoor Air Analyte
Result Value 

(g/m3)

Reporting 
Limit 

(g/m3)
EGLE SSC 

(g/m3)

NONRES 
TSRIASL12

(g/m3)
Dow OEL 
(g/m3)

1,2-Dichloropropane ND 0.64 12.2 37 46,200 

Chloroform 0.15 0.13 5.2 52 9,760 

Hexachlorobutadiene ND 0.36* 5.4 NA 213.4 

Tetrachloroethene 0.26 0.19 82 82 67,800 

Trichloroethene ND 0.15 4 12 26,850 

593-IA-30

1,1,2-Trichloroethane ND 0.13 0.62 NA 54,600 

1,2-Dichloropropane ND 0.54 12.2 37 46,200 

Chloroform 0.14 0.12 5.2 52 9,760 

Hexachlorobutadiene ND 0.31* 5.4 NA 213.4 

Tetrachloroethene 3.5 0.16 82 82 67,800 

Trichloroethene ND 0.13 4 12 26,850 

Annual IM Event 3 (January 2024)

593-IA-20

1,1,2-Trichloroethane ND 0.14 0.62 NA 54,600 

1,2-Dichloropropane ND 0.60 12.2 37 46,200 

Chloroform ND 0.13 5.2 52 9,760 

Hexachlorobutadiene ND 1.0* 5.4 NA 213.4 

Tetrachloroethene 5.8 0.18 82 82 67,800 

Trichloroethene ND 0.14 4 12 26,850 

593-IA-22

1,1,2-Trichloroethane ND 0.14 0.62 NA 54,600 

1,2-Dichloropropane ND 0.61 12.2 37 46,200 

Chloroform ND 0.13 5.2 52 9,760 

Hexachlorobutadiene ND 1.0* 5.4 NA 213.4 

Tetrachloroethene 7.0 0.18 82 82 67,800 

Trichloroethene ND 0.14 4 12 26,850 

593-IA-29

1,1,2-Trichloroethane ND 0.14 0.62 NA 54,600 

1,2-Dichloropropane ND 0.60 12.2 37 46,200 

Chloroform ND 0.13 5.2 52 9,760 

Hexachlorobutadiene ND 1.0* 5.4 NA 213.4 

Tetrachloroethene 43 0.18 82 82 67,800 

Trichloroethene ND 0.14 4 12 26,850 

593-IA-30

1,1,2-Trichloroethane ND 0.28 0.62 NA 54,600 

1,2-Dichloropropane ND 1.2 12.2 37 46,200 

Chloroform ND 0.25 5.2 52 9,760 

Hexachlorobutadiene ND 3.1* 5.4 NA 213.4 

Tetrachloroethene 270 0.34 82 82 67,800

Trichloroethene ND 0.27 4 12 26,850 

Annual IM Event 3 Follow-Up 1 (April 2024)

593-IA-30

1,1,2-Trichloroethane ND 0.16 0.62 NA 54,600 

1,2-Dichloropropane ND 0.66 12.2 37 46,200 

Chloroform ND 0.14 5.2 52 9,760 

Hexachlorobutadiene ND 1.0* 5.4 NA 213.4 

Tetrachloroethene 3.4 0.19 82 82 67,800 

Trichloroethene ND 0.15 4 12 26,850 

Annual IM Event 3 Follow-Up 2 (May 2024)

593-IA-30

1,1,2-Trichloroethane ND 0.16 0.62 NA 54,600 

1,2-Dichloropropane ND 0.68 12.2 37 46,200 
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Indoor Air Analyte
Result Value 

(g/m3)

Reporting 
Limit 

(g/m3)
EGLE SSC 

(g/m3)

NONRES 
TSRIASL12

(g/m3)
Dow OEL 
(g/m3)

Chloroform ND 0.14 5.2 52 9,760 

Hexachlorobutadiene ND 1.1* 5.4 NA 213.4 

Tetrachloroethene ND 0.20 82 82 67,800 

Trichloroethene ND 0.16 4 12 26,850 
NA – Not Available 
ND – Not Detected 
*  The reporting limit used is the method detection limit (MDL) 
BOLD - Result is > EGLE SSC 

All IA results in Building 593 are below the Dow OEL.  During IM, PCE was detected above the EGLE SSC 
during IM Event 3 (December 2020), Annual IM Event 1 (February 2022), and Annual IM Event 3 (January 
2024).  All other analytes were ND or detected below the EGLE SSC.  If IM results exceed the EGLE SSC, 
co-located IA and SSSG samples are collected within 45 days of receiving the analytical results with the 
exceedance. 

 During IM Event 3, PCE was detected at Locations 593-14 (200 µg/m3) and 593-29 (200 µg/m3) 
above the EGLE SSC and TSRIASL12 of 82 µg/m3.  Location 593-14 was added due to the 
discovery of a joint seam under a set of lockers that had been moved.  The joint seam was then 
sealed.  Follow-up sampling was conducted in May 2021.  All results from the IM Event 3 Follow-
up sampling were below the EGLE SSC with PCE detected at significantly lower concentrations of 
12 µg/m3 and 0.75 µg/m3 at Locations 593-14 and 593-29, respectively. 

 During Annual IM Event 1, PCE was detected at Location 593-29 at 84 µg/m3, above the EGLE 
SSC and TSRIASL12 of 82 µg/m3.  Concentrations at all other sample locations were below the 
EGLE SSC. A co-located SSSG sample was collected during this sampling event as part of the 
Differential Pressure Pilot Study and the PCE concentration in the sample was less than the EGLE 
SSC/TSMSSL12, so no follow-up sample was necessary.    

 During the January 2024 Annual IM Event 3, all analytes were ND, except PCE.  PCE was detected 
at 270 µg/m3, compared to an EGLE SSC of 82 µg/m3 at Location 593-30.  Follow-up sampling was 
performed at this location in April 2024.  PCE was detected in SSSG at 31,000 µg/m3 (compared 
to an EGLE SSC of 2,700 µg/m3), in IA at 3.4 µg/m3, and 2.4 µg/m3 in OA during the follow-up 
sampling event.  An additional follow-up sampling event was performed at this location in May 2024 
due to the differential pressure reader being unplugged during the April 2024 follow-up sampling 
event.  PCE was detected in SSSG at 37,000 µg/m3 and was ND in IA and OA during the May 2024 
follow-up sampling event. During the May 2024 follow-up event, further investigation of the area 
near 593-30 was conducted.  A chemical storage locker was identified, which housed a can of 
brake cleaner containing PCE.  Based on this finding, sampling of PCE will be deferred as a Group 
5 analyte due to this direct evidence of workplace chemical use. 

An evaluation of the current TAL was also performed.  During follow-up sampling events in April and May 
2024, the SSSG sample results for 1,1,2-TCA, 1,2-DCP, and chloroform were ND or detected at 
concentrations significantly lower than the EGLE SSC.  In addition, during the semi-annual and annual IM 
performed at this building, the IA concentrations for each of these three analytes have been consistently 
ND or well below the EGLE SSC.  Therefore, 1,1,2-TCA, 1,2-DCP, and chloroform were removed from the 
IM Plan for Building 593.  1,1,1-TCA will be added to the IM plan as an indicator if VI is occurring at this 
building.  The concentrations of 1,1,1-TCA in SSSG were >1,000 µg/m3 at numerous locations across the 
footprint of the building, therefore, the analyte may serve as an appropriate indicator analyte during future 
IM sampling events. 

All SSSG results are below the 2025 SIC and derived SSSG OEL.   

The analytical data is presented in Appendix G.  Field sampling forms are provided in Appendix H.  
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5.5.2.3.2 PATH FORWARD 

IA results for PCE during IM at building 593 have exceeded the EGLE SSC.  During further investigation 
activities, strong evidence of workplace use of PCE was found and therefore PCE will be deferred as a 
Group 5 analyte.  The IM Plan for the building was modified to remove 1,1,2-TCA, 1,2-DCP, and chloroform.  
1,1,1-TCA will be added to the TAL for IM. 

Consistent with the VI IM methodology in Section 5.1.2, because results for Building 593 continue to be 
consistent and below the EGLE SSC (with the exceptions noted above), monitoring will continue on an 
annual basis.  IM sampling will continue to occur in the winter season each year.  If IA results are observed 
to be increasing, further evaluation will be performed, which may include collection of a SSSG sample(s), 
an increase in monitoring frequency, or other actions as warranted.  Results from each annual monitoring 
event will be shared during routine CA status meetings with EGLE and will be reported in the annual CAIP.   

Building 593 has completed four full rounds of semi-annual IM, three full rounds of annual IM, and two 
follow-up sampling rounds.  The trend analysis was presented in the 2021/22 CAIP and will be reassessed 
in the 2025/26 CAIP. 

5.5.3 INTERIM MONITORING TREND ANALYSES AND SITE INDUSTRIAL 
CRITERIA EVALUATION 

The buildings summarized in this section have results from at least four rounds of IM and therefore have 
eight or more sample results to perform trend analyses on the building AOIs.  The trend tests are not 
performed for analytes with all ND results.  For analytes with detected and ND results, the median RL of 
the NDs was used as the ND result. 

In addition to the trend tests, an evaluation of SSSG results from prior events is included in the assessment.  
SSSG results for each building were initially compared to the EGLE SSC and are now compared to the 
2025 SIC and derived SSSG OEL, as described in Section 5.1.5.     

Table 5.5.3-1 presents the IM trend analysis Mann-Kendall results for the buildings in this section. 

5.5.3.1 BUILDING 923 INTERIM MONITORING RESULTS SUMMARY 

Building 923 is a Category 2 building in Zone 2 Phase 2.  It is located within the southeastern portion of the 
Midland Facility and consists of a shop area and office space.  Building 923 is a Group 4A building that 
completed SCS in Winter 2018/19.  A full evaluation was provided in the 2019/20 CAIP.  SSSG AOIs are 
1,2,4-TMB, 1,2-DCP, 1,3,5-TMB, benzene, cumene, ethylbenzene, naphthalene and total xylenes.  IA 
EGLE SSC exceedances of benzene in E2 and 1,2-DCA in E4 were likely due to maintenance activities. 

Based on the evaluation of the four SCS events, the VI pathway was determined to be insignificant for 
Building 923 and sufficient information was found to make a human exposure under control EI 
determination.  While there is currently no evidence of significant VI, IM is warranted based on the SSSG 
AOIs.  

5.5.3.1.1 INTERIM MONITORING ACTIVITIES 

IA is monitored at locations 923-04 and 923-09 (Figure 5.5.3.1-1).  These locations were selected for 
continued monitoring because they demonstrated the highest SSSG results.  Monitoring is performed for 
1,2,4-TMB, 1,2-DCP, 1,3,5-TMB, benzene, cumene, ethylbenzene, naphthalene and total xylenes.  An OA 
sample is also collected during each IM event.  The summary statistics and screening results are presented 
for SSSG data on Table 5.5.3.1-1 and IA and OA on Table 5.5.3.1-2. 
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IM occurs semi-annually, and the initial event was conducted in Summer 2019. Eight additional IM events 
were conducted in Summer 2020, Winter 2020/21, Winter 2021/22, Summer 2022, Winter 2022/23, 
Summer 2023, Winter 2023/24 and Summer 2024 (IM Events 2-9). The IA results for all IM events are 
shown below on Table 5.5.3.1-3.   

Table 5.5.3.1-3.  Interim Monitoring Indoor Air Results for Building 923 

Indoor Air Analyte 

Result 
Value 

(g/m3) 

Reporting 
Limit 

(g/m3) 

EGLE SSC 

(g/m3) 

NONRES 
TSRIASL12

(g/m3) 

Dow IH OEL 

(g/m3) 

IM Event 1 (August 2019)

923-IA-04

1,2,4-Trimethylbenzene ND 0.86 184 550 49,200 

1,2-Dichloropropane ND 0.81 12.2 37 46,200 

1,3,5-Trimethylbenzene ND 0.86 184 550 49,200 

Benzene 0.46 0.28 15.4 54 638 

Cumene ND 0.86 11.4 NA 246,000 

Ethylbenzene 2.1 0.15 48 480 86,800 

Naphthalene ND 0.46 3.6 NA 2,620 

Total Xylenes 11.1 0.45 680 2,000 86,800 

923-IA-09

1,2,4-Trimethylbenzene ND 0.86 184 550 49,200 

1,2-Dichloropropane ND 0.81 12.2 37 46,200 

1,3,5-Trimethylbenzene ND 0.86 184 550 49,200 

Benzene 0.44 0.28 15.4 54 638 

Cumene ND 0.86 11.4 NA 246,000 

Ethylbenzene 1.5 0.15 48 480 86,800 

Naphthalene ND 0.46 3.6 NA 2,620 

Total Xylenes 6.9 0.45 680 2,000 86,800 

IM Event 2 (August 2020)

923-IA-04

1,2,4-Trimethylbenzene 0.92 0.84 184 550 49,200 

1,2-Dichloropropane ND 0.79 12.2 37 46,200 

1,3,5-Trimethylbenzene ND 0.84 184 550 49,200 

Benzene 1.0 0.27 15.4 54 638 

Cumene ND 0.84 11.4 NA 246,000 

Ethylbenzene 2.1 0.15 48 480 86,800 

Naphthalene ND 0.45 3.6 NA 2,620 

Total Xylenes 10.5 0.45 680 2,000 86,800 

923-IA-09

1,2,4-Trimethylbenzene 0.96 0.83 184 550 49,200 

1,2-Dichloropropane ND 0.78 12.2 37 46,200 

1,3,5-Trimethylbenzene ND 0.83 184 550 49,200 

Benzene 0.97 0.27 15.4 54 638 

Cumene ND 0.83 11.4 NA 246,000 

Ethylbenzene 2.5 0.15 48 480 86,800 

Naphthalene ND 0.44 3.6 NA 2,620 

Total Xylenes 12.7 0.44 680 2,000 86,800 

IM Event 3 (December 2020)

923-IA-04

1,2,4-Trimethylbenzene 19 0.82 184 550 49,200 

1,2-Dichloropropane ND 0.77 12.2 37 46,200 

1,3,5-Trimethylbenzene 5 0.82 184 550 49,200 

Benzene 12 0.27 15.4 54 638 

Cumene 1.2 0.82 11.4 NA 246,000 



The Dow Chemical Company 2024 Corrective Action Implementation Summary Report 
and 2025 Work Plan 

Midland Plant 5-155

AECOM January 2025 

Indoor Air Analyte 

Result 
Value 

(g/m3) 

Reporting 
Limit 

(g/m3) 

EGLE SSC 

(g/m3) 

NONRES 
TSRIASL12

(g/m3) 

Dow IH OEL 

(g/m3) 

Ethylbenzene 11 0.14 48 480 86,800 

Naphthalene 1.2 0.44 3.6 NA 2,620 

Total Xylenes 71 0.43 680 2,000 86,800 

923-IA-09

1,2,4-Trimethylbenzene 14 0.82 184 550 49,200 

1,2-Dichloropropane ND 0.78 12.2 37 46,200 

1,3,5-Trimethylbenzene 3.9 0.82 184 550 49,200 

Benzene 10 0.27 15.4 54 638 

Cumene 0.98 0.82 11.4 NA 246,000 

Ethylbenzene 10 0.14 48 480 86,800 

Naphthalene 0.91 0.44 3.6 NA 2,620 

Total Xylenes 64 0.43 680 2,000 86,800 

IM Event 4 (January 2022)

923-IA-04

1,2,4-Trimethylbenzene ND 7.2 184 550 49,200 

1,2-Dichloropropane ND 6.7 12.2 37 46,200 

1,3,5-Trimethylbenzene ND 7.2 184 550 49,200 

Benzene 8.7 2.3 15.4 54 638 

Cumene ND 7.2 11.4 NA 246,000 

Ethylbenzene 4.3 1.3 48 480 86,800 

Naphthalene ND 3.8 3.6 NA 2,620 

Total Xylenes 10.8 3.8 680 2,000 86,800 

923-IA-09

1,2,4-Trimethylbenzene ND 7.6 184 550 49,200 

1,2-Dichloropropane ND 7.1 12.2 37 46,200 

1,3,5-Trimethylbenzene ND 7.6 184 550 49,200 

Benzene 8.8 2.4 15.4 54 638 

Cumene ND 7.6 11.4 NA 246,000 

Ethylbenzene 4.5 1.3 48 480 86,800 

Naphthalene ND 4 3.6 NA 2,620 

Total Xylenes 11.6 4 680 2,000 86,800 

IM Event 5 (June 2022)

923-IA-04

1,2,4-Trimethylbenzene ND 0.69 184 550 49,200 

1,2-Dichloropropane ND 0.65 12.2 37 46,200 

1,3,5-Trimethylbenzene ND 0.69 184 550 49,200 

Benzene 0.64 0.22 15.4 54 638 

Cumene ND 0.69 11.4 NA 246,000 

Ethylbenzene 0.62 0.12 48 480 86,800 

Naphthalene ND 0.37 3.6 NA 2,620 

Total Xylenes 2.07 0.36 680 2,000 86,800 

923-IA-09

1,2,4-Trimethylbenzene ND 0.66 184 550 49,200 

1,2-Dichloropropane ND 0.62 12.2 37 46,200 

1,3,5-Trimethylbenzene ND 0.66 184 550 49,200 

Benzene 0.7 0.21 15.4 54 638 

Cumene ND 0.66 11.4 NA 246,000 

Ethylbenzene 1 0.12 48 480 86,800 

Naphthalene ND 0.35 3.6 NA 2,620 

Total Xylenes 4.1 0.35 680 2,000 86,800 

IM Event 6 (January 2023)
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Indoor Air Analyte 

Result 
Value 

(g/m3) 

Reporting 
Limit 

(g/m3) 

EGLE SSC 

(g/m3) 

NONRES 
TSRIASL12

(g/m3) 

Dow IH OEL 

(g/m3) 

923-IA-04

1,2,4-Trimethylbenzene 7.1 0.9 184 550 49,200 

1,2-Dichloropropane ND 0.85 12.2 37 46,200 

1,3,5-Trimethylbenzene 2.1 0.9 184 550 49,200 

Benzene 4.6 0.29 15.4 54 638 

Cumene ND 0.9 11.4 NA 246,000 

Ethylbenzene 3.2 0.16 48 480 86,800 

Naphthalene 0.91 0.48 3.6 NA 2,620 

Total Xylenes 15.2 0.48 680 2,000 86,800 

923-IA-09

1,2,4-Trimethylbenzene 8.4 0.74 184 550 49,200 

1,2-Dichloropropane ND 0.7 12.2 37 46,200 

1,3,5-Trimethylbenzene 2.5 0.74 184 550 49,200 

Benzene 5.5 0.24 15.4 54 638 

Cumene ND 0.74 11.4 NA 246,000 

Ethylbenzene 3.8 0.13 48 480 86,800 

Naphthalene 1.1 0.4 3.6 NA 2,620 

Total Xylenes 19.3 0.39 680 2,000 86,800 

IM Event 7 (July 2023)

923-IA-04

1,2,4-Trimethylbenzene 1.4 0.69 184 550 49,200 

1,2-Dichloropropane ND 0.65 12.2 37 46,200 

1,3,5-Trimethylbenzene ND 0.69 184 550 49,200 

Benzene 1.4 0.22 15.4 54 638 

Cumene ND 0.69 11.4 NA 246,000 

Ethylbenzene 7.1 0.12 48 480 86,800 

Naphthalene ND 0.37 3.6 NA 2,620 

Total Xylenes 5.7 0.36 680 2,000 86,800 

923-IA-09

1,2,4-Trimethylbenzene 1.6 0.72 184 550 49,200 

1,2-Dichloropropane ND 0.67 12.2 37 46,200 

1,3,5-Trimethylbenzene ND 0.72 184 550 49,200 

Benzene 1.2 0.23 15.4 54 638 

Cumene ND 0.72 11.4 NA 246,000 

Ethylbenzene 7.5 0.13 48 480 86,800 

Naphthalene 0.42 0.38 3.6 NA 2,620 

Total Xylenes 12.3 0.38 680 2,000 86,800 

IM Event 8 (January 2024)

923-IA-04

1,2,4-Trimethylbenzene 6.7 0.72 184 550 49,200 

1,2-Dichloropropane ND 0.68 12.2 37 46,200 

1,3,5-Trimethylbenzene 1.9 0.72 184 550 49,200 

Benzene 3.2 0.23 15.4 54 638 

Cumene ND 0.72 11.4 NA 246,000 

Ethylbenzene 3.3 0.13 48 480 86,800 

Naphthalene 0.75 0.38 3.6 NA 2,620 

Total Xylenes 15.5 0.39 680 2,000 86,800 

923-IA-09 

1,2,4-Trimethylbenzene 6 0.71 184 550 49,200 

1,2-Dichloropropane ND 0.67 12.2 37 46,200 

1,3,5-Trimethylbenzene 1.8 0.71 184 550 49,200 



The Dow Chemical Company 2024 Corrective Action Implementation Summary Report 
and 2025 Work Plan 

Midland Plant 5-157

AECOM January 2025 

Indoor Air Analyte 

Result 
Value 

(g/m3) 

Reporting 
Limit 

(g/m3) 

EGLE SSC 

(g/m3) 

NONRES 
TSRIASL12

(g/m3) 

Dow IH OEL 

(g/m3) 

Benzene 3.3 0.23 15.4 54 638 

Cumene ND 0.71 11.4 NA 246,000 

Ethylbenzene 3.1 0.12 48 480 86,800 

Naphthalene 0.74 0.38 3.6 NA 2,620 

Total Xylenes 14.2 0.37 680 2,000 86,800 

IM Event 9 (July 2024)

923-IA-04

1,2,4-Trimethylbenzene 7.6 0.74 184 550 49,200 

1,2-Dichloropropane ND 0.7 12.2 37 46,200 

1,3,5-Trimethylbenzene 2.6 0.74 184 550 49,200 

Benzene 0.7 0.24 15.4 54 638 

Cumene ND 0.74 11.4 NA 246,000 

Ethylbenzene 0.6 0.13 48 480 86,800 

Naphthalene ND 0.4 3.6 NA 2,620 

Total Xylenes 2.89 0.39 680 2,000 86,800 

923-IA-09 

1,2,4-Trimethylbenzene 8.7 0.73 184 550 49,200 

1,2-Dichloropropane ND 0.68 12.2 37 46,200 

1,3,5-Trimethylbenzene 3 0.73 184 550 49,200 

Benzene 0.66 0.24 15.4 54 638 

Cumene ND 0.73 11.4 NA 246,000 

Ethylbenzene 0.72 0.13 48 480 86,800 

Naphthalene ND 0.39 3.6 NA 2,620 

Total Xylenes 3.3 0.39 680 2,000 86,800 
NA = Not applicable 
ND = Not detected 

As shown in the table above, the IA results from all IM events were either ND or below the IA EGLE SSC 
and Dow OELs.  Benzene, ethylbenzene and total xylenes were detected in OA:  

 Benzene results ranged from 0.25 to 0.96 g/m3

 Ethylbenzene results ranged from 0.13 to 0.93 g/m3

 Total xylenes results ranged from 0.5 to 2.82 g/m3

These concentrations are within the ranges of the concentrations detected for the same analytes in IA, 
indicating that IA may be influenced by OA. The analytical data is presented in Appendix G.  Field sampling 
forms are provided in Appendix H.   

Building 923 has completed nine rounds of semi-annual IA IM.  IA data from thirteen sampling events were 
evaluated for Building 923, which includes the four SCS events and nine semi-annual IM sampling events.  
The trend test was not performed for analytes with all ND results. For analytes with detected and ND results, 
the median RL of the NDs was used as the ND result. 

Table 5.5.3-1 shows the Mann Kendall results and statistical summary.  The Mann Kendall trend test was 
not performed for 1,2-DCP, as all results for this analyte were ND during all events.  No trend was observed 
for 1,2,4-TMB, 1,3,5-TMB, benzene, cumene, ethylbenzene, naphthalene or total xylenes in IA at either 
monitoring location.   

For 1,2,4-TMB, the maximum IA IM result was 19 g/m3 compared to an EGLE SSC of 184 g/m3 and the 
Dow OEL of 49,200 g/m3.  Figures 5.5.3.1-2 and 5.5.3.1-3 below show the IA results over time for 1,2,4-
TMB at both locations.  
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Figure 5.5.3.1-2 Indoor Air Results for 1,2,4-TMB at Location 923-04 Over Time 

Figure 5.5.3.1-3 Indoor Air Results for 1,2,4-TMB at Location 923-09 Over Time 

For 1,3,5-TMB, the maximum IA IM result was 5 g/m3 compared to an EGLE SSC of 184 g/m3 and the 
Dow OEL of 49,200 g/m3.  Figures 5.5.3.1-4 and 5.5.3.1-5 below show the IA results over time for 1,3,5-
TMB at both locations. 

Y
Y
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Figure 5.5.3.1-4 Indoor Air Results for 1,3,5-TMB at Location 923-04 Over Time 

Figure 5.5.3.1-5 Indoor Air Results for 1,3,5-TMB at Location 923-09 Over Time 

For benzene, the maximum IA IM result was 12 g/m3 compared to an EGLE SSC of 15.4 g/m3 and the 
Dow OEL of 638 g/m3.  Figures 5.5.3.1-6 and 5.5.3.1-7 below show the IA results over time for benzene 
at both locations. 

Y
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Figure 5.5.3.1-6 Indoor Air Results for Benzene at Location 923-04 Over Time  

Figure 5.5.3.1-7 Indoor Air Results for Benzene at Location 923-09 Over Time 

For cumene, the maximum IA IM result was 1.2 g/m3 compared to an EGLE SSC of 11.4 g/m3 and the 
Dow OEL of 246,000 g/m3.  Figures 5.5.3.1-8 and 5.5.3.1-9 below show the IA results over time for 
cumene at both locations. 

Y
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Figure 5.5.3.1-8 Indoor Air Results for Cumene at Location 923-04 Over Time  

Figure 5.5.3.1-9 Indoor Air Results for Cumene at Location 923-09 Over Time 

For ethylbenzene, the maximum IA IM result was 11 g/m3 compared to an EGLE SSC of 48 g/m3 and 
the Dow OEL of 86,800 g/m3.  Figures 5.5.3.1-10 and 5.5.3.1-11 below show the IA results over time for 
ethylbenzene at both locations. 

Y
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Figure 5.5.3.1-10 Indoor Air Results for Ethylbenzene at Location 923-04 Over Time  

Figure 5.5.3.1-11 Indoor Air Results for Ethylbenzene at Location 923-09 Over Time 

For naphthalene, the maximum IA IM result was 1.2 g/m3 compared to an EGLE SSC of 3.6 g/m3 and 
the Dow OEL of 2,620 µg/m3.    Figures 5.5.3.1-12 and 5.5.3.1-13 below show the IA results over time for 
naphthalene at both locations.  The results that exceeded the EGLE SSC at both locations in Winter 2022 
were NDs in which the RLs exceeded the EGLE SSC. 

Y
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Figure 5.5.3.1-12 Indoor Air Results for Naphthalene at Location 923-04 Over Time  

Figure 5.5.3.1-13 Indoor Air Results for Naphthalene at Location 923-09 Over Time 

For total xylenes, the maximum IA IM result was 71 g/m3 compared to an EGLE SSC of 680 g/m3 and 
the Dow OEL of 86,800 g/m3.  Figures 5.5.3.1-14 and 5.5.3.1-15 below show the IA results over time for 
total xylenes at both locations. 

Y
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Figure 5.5.3.1-14 Indoor Air Results for Total Xylenes at Location 923-04 Over Time  

Figure 5.5.3.1-15 Indoor Air Results for Total Xylenes at Location 923-09 Over Time 

5.5.3.1.2 SUB-SLAB SOIL GAS RESULTS SUMMARY 

The IM plan for Building 923 was developed based on an evaluation of SSSG and IA results from four SCS 
events.  During the four events, the following analytes had detected concentrations in SSSG that exceeded 
the EGLE SSC: 1,2,4-TMB, 1,2-DCP, 1,3,5-TMB, benzene, cumene, ethylbenzene, naphthalene and total 
xylenes.  Each of these analytes are included in the IM plan.  Table 5.5.3.1-4 presents a summary of results 
for these analytes in SSSG during four SCS and two IM events.  The table also includes a comparison of 
SSSG results to the 2025 SIC and the derived SSSG OELs.  The evaluation demonstrates that benzene 
concentrations exceeded the 2025 SIC and the derived SSSG OEL at locations 923-04 and 923-09 during 
all four SCS events.  Naphthalene concentrations exceeded the 2025 SIC at both locations during E1 only.  
These are the two locations that are included for sampling in the IM plan.  The evaluation against the 2025 
SIC and derived SSSG OELs indicates that concentrations at these locations have the potential to produce 
VI approaching IA criteria given a change of conditions at a future date. 
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5.5.3.1.3 PATH FORWARD 

Based on results of a comparison of SCS SSSG concentrations to the 2025 SIC and derived SSSG OELs, 
IM at Building 923 will remain on a semi-annual sampling frequency, despite the indication that IA 
concentrations are stable and consistently below EGLE SSC and the Dow OELs.  IM will continue to occur 
in the winter and summer seasons each year at Locations 923-04 and 923-09 and IA samples will be 
analyzed for 1,2,4-TMB, 1,2-DCP, 1,3,5-TMB, benzene, cumene, ethylbenzene, naphthalene and total 
xylenes. If IA results are observed to be increasing, further evaluation will be performed, which may include 
collection of a SSSG sample(s), an increase in monitoring frequency, or other actions as warranted to 
address SSSG concentrations.  Results from each monitoring event will be shared during routine CA status 
meetings with EGLE and will be reported in the annual CAIP.    

5.5.3.2 BUILDING 759 INTERIM MONITORING RESULTS SUMMARY 

Building 759 is a Category 1 building in Zone 3 Phase 2.  It is connected to 1350 building, located within 
the northeastern portion of the Midland Facility, and consists of shop and office spaces.  Building 759 is a 
Group 4A building that completed SCS in Winter 2021/22.  A full evaluation was provided in the 2022/23 
CAIP.  The SSSG AOIs are PCE and TCE. An IA EGLE SSC exceedance of TCE occurred in E1, E2, E3 
and E5 as well as PCE in E1.  There is strong evidence of workplace chemical use of degreasers containing 
TCE, therefore TCE was designated a Group 5 analyte and was not included in the IM Plan.  1,1,1-TCA 
was selected as an indicator analyte in the IM Plan. 

Based on the evaluation of the five SCS events, the VI pathway was determined to be insignificant for 
Building 759 and sufficient information was found to make a human exposure under control EI 
determination.  While there is currently no evidence of significant VI, IM is warranted based on the SSSG 
AOIs.  

5.5.3.2.1 INTERIM MONITORING ACTIVITIES 

IA is monitored at locations 759_1350-14 and 759_1350-15 (Figure 5.5.3.2-1).  These locations were 
selected for continued monitoring because they demonstrated the highest SSSG results.  Monitoring is 
performed for 1,1,1-TCA and PCE.  An OA sample is also collected during each IM event.  The summary 
statistics and screening results are presented for SSSG data on Table 5.5.3.2-1 and IA and OA on Table 
5.5.3.2-2. 

IM occurs semi-annually, and the initial event was conducted in Summer 2022. Four additional IM events 
were conducted in Winter 2022/23, Summer 2023, Winter 2023/24 and Summer 2024 (IM Events 2, 3, 4 
and 5). The IA results for all IM events are shown below on Table 5.5.3.2-3.   

Table 5.5.3.2-3.  Interim Monitoring Indoor Air Results for Building 759 

Indoor Air Analyte 

Result 
Value 

(g/m3) 

Reporting 
Limit 

(g/m3) 

EGLE SSC 

(g/m3) 

NONRES 
TSRIASL12

(g/m3) 

Dow IH OEL 

(g/m3) 

IM Event 1 (July 2022)

759_1350-14

Tetrachloroethene 4.1 0.18 82 82 67,800 

759_1350-15

Tetrachloroethene 0.49 0.2 82 82 67,800 

IM Event 2 (January 2023)

759_1350-15

Tetrachloroethene 3.2 0.21 82 82 67,800 

IM Event 3 (June 2023)

759_1350-14

1,1,1-Trichloroethane ND 0.16 7,000 7,000 1,911,000 
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Indoor Air Analyte 

Result 
Value 

(g/m3) 

Reporting 
Limit 

(g/m3) 

EGLE SSC 

(g/m3) 

NONRES 
TSRIASL12

(g/m3) 

Dow IH OEL 

(g/m3) 

Tetrachloroethene 1.1 0.2 82 82 67,800 

759_1350-15

1,1,1-Trichloroethane ND 0.16 7,000 7,000 1,911,000 

Tetrachloroethene ND 0.2 82 82 67,800 

IM Event 4 (February 2024)

759_1350-14

1,1,1-Trichloroethane ND 0.16 7,000 7,000 1,911,000 

Tetrachloroethene 0.57 0.2 82 82 67,800 

759_1350-15

1,1,1-Trichloroethane ND 0.2 7,000 7,000 1,911,000 

Tetrachloroethene 6.1 0.25 82 82 67,800 

IM Event 5 (August 2024)

759_1350-14

1,1,1-Trichloroethane ND 0.2 7,000 7,000 1,911,000 

Tetrachloroethene 0.61 0.25 82 82 67,800 

759_1350-15

1,1,1-Trichloroethane ND 0.2 7,000 7,000 1,911,000 

Tetrachloroethene 0.67 0.25 82 82 67,800 
ND = Not detected 

As shown in the table above, the IA results from all IM events were either ND or below the IA EGLE SSC 
and Dow OELs.  PCE was detected in OA:  

 PCE results ranged from ND to 8.6 µg/m3

These concentrations are within the ranges of the concentrations of PCE in IA, indicating that IA may be 
influenced by OA. The analytical data is presented in Appendix G.  Field sampling forms are provided in
Appendix H.   

Building 759 has completed five rounds of semi-annual IA IM.  IA data from ten sampling events were 
evaluated for Building 759, which includes the five SCS events and five semi-annual IM sampling events.  
The trend test was not performed for analytes with all ND results. For analytes with detected and ND results, 
the median RL of the NDs was used as the ND result. 

Table 5.5.3-1 shows the Mann Kendall results and statistical summary.  The Mann Kendall trend test was 
not performed for 1,1,1-TCA, as all results for this analyte were ND during all events.  No trend was 
observed for PCE in IA at either monitoring location.   

For PCE, the maximum IA IM result was 6.1 µg/m3 compared to an EGLE SSC of 82 g/m3 and the Dow 
OEL of 67,800 µg/m3.  Figures 5.5.3.2-2 and 5.5.3.2-3 below show the IA results over time for PCE at both 
locations.  
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Figure 5.5.3.2-2 Indoor Air Results for Tetrachloroethene at Location 759_1350-14 Over Time 

Figure 5.5.3.2-3 Indoor Air Results for Tetrachloroethene at Location 759_1350-15 Over Time 

5.5.3.2.2 SUB-SLAB SOIL GAS RESULTS SUMMARY 

The IM plan for Building 759 was developed based on an evaluation of SSSG and IA results from five SCS 
events.  During at least one of the events, PCE and TCE were detected at concentrations in SSSG that 
exceeded the EGLE SSC.  PCE is included in the IM plan, while TCE has been deferred as a Group 5 
analyte.  Table 5.5.3.2-4 presents a summary of results for PCE and TCE in SSSG samples collected 
during five SCS events and IM Event 1.  The table also includes a comparison of the SSSG results to the 
2025 SIC and the derived SSSG OELs.  The evaluation demonstrates that all results are less than the 2025 
SIC and the derived SSSG OELs.       

5.5.3.2.3 PATH FORWARD 

Consistent with the VI IM methodology in Section 5.1.2, monitoring will be transitioned to an annual basis.  A 
comparison of SSSG concentrations to the 2025 SIC and derived SSSG OELs supports this transition to 
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annual monitoring.  IM will occur in the winter season each year at Locations 759-14 and 759-15 and IA 
samples will be analyzed for 1,1,1-TCA and PCE.  If IA results are observed to be increasing, further 
evaluation will be performed, which may include collection of a SSSG sample(s), an increase in monitoring 
frequency, or other actions as warranted.  Results from each annual monitoring event will be shared during 
routine CA status meetings with EGLE and will be reported in the annual CAIP. 

5.5.3.3 BUILDING 1350 INTERIM MONITORING RESULTS SUMMARY 

Building 1350 is a Category 1 building in Zone 3 Phase 2.  It is connected to 759 Building, located within 
the northeastern portion of the Midland Facility, and consists of labs and office space.  Building 1350 is a 
Group 2 building that completed SCS in Summer 2021.  A full evaluation was provided in the 2021/22 CAIP.  
The SSSG AOI is PCE. 1,1,1-TCA was selected as an indicator analyte in the IM Plan.  

Based on the evaluation of the four SCS events, the VI pathway was determined to be insignificant for 
Building 1350 and sufficient information was found to make a human exposure under control EI 
determination.  While there is currently no evidence of significant VI, IM is warranted based on the SSSG 
AOIs. 

5.5.3.3.1 INTERIM MONITORING ACTIVITIES 

IA is monitored at location 759_1350-06 (Figure 5.5.3.3-1).  This location was selected for continued 
monitoring because it demonstrated the highest SSSG results.  Monitoring is performed for 1,1,1-TCA and 
PCE.  An OA sample is also collected during each IM event.  The summary statistics and screening results 
are presented for SSSG data on Table 5.5.3.3-1 and IA and OA on Table 5.5.3.3-2. 

IM occurs semi-annually, and the initial event was conducted in Summer 2022. Four additional IM events 
were conducted in Winter 2022/23, Summer 2023, Winter 2023/24 and Summer 2024 (IM Events 2, 3, 4 
and 5). The IA results for all IM events are shown below on Table 5.5.3.3-3.   

Table 5.5.3.3-3.  Interim Monitoring Indoor Air Results for Building 1350 

Indoor Air Analyte 

Result 
Value 

(g/m3) 

Reporting 
Limit 

(g/m3) 

EGLE SSC 

(g/m3) 

NONRES 
TSRIASL12

(g/m3) 

Dow IH OEL 

(g/m3) 

IM Event 1 (July 2022)

759_1350-06 

Tetrachloroethene ND 0.18 82 82 67,800 

IM Event 2 (January 2023)

759_1350-06

Tetrachloroethene 4.2 0.18 82 82 67,800 

IM Event 3 (June 2023)

759_1350-06

1,1,1-Trichloroethane ND 0.16 7,000 7,000 1,911,000 

Tetrachloroethene ND 0.2 82 82 67,800 

IM Event 4 (December 2023)

759_1350-06

1,1,1-Trichloroethane ND 0.16 7,000 7,000 1,911,000 

Tetrachloroethene 8.4 0.2 82 82 67,800 

IM Event 5 (June 2024)

759_1350-06

1,1,1-Trichloroethane ND 0.15 7,000 7,000 1,911,000 

Tetrachloroethene 7.6 0.19 82 82 67,800 
ND = Not detected 
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As shown in the table above, the IA results from all IM events were either ND or below the IA EGLE SSC 
and Dow OELs.  PCE was detected in OA:  

 PCE results ranged from ND to 8.2 g/m3

These concentrations are within the ranges of the concentrations of PCE in IA, indicating that IA may be 
influenced by OA. The analytical data is presented in Appendix G.  Field sampling forms are provided in
Appendix H.   

Building 1350 has completed five rounds of semi-annual IA IM.  IA data from nine sampling events were 
evaluated for Building 1350, which includes the four SCS events and five semi-annual IM sampling events.  
The trend test was not performed for analytes with all ND results. For analytes with detected and ND results, 
the median RL of the NDs was used as the ND result. 

Table 5.5.3-1 shows the Mann Kendall results and statistical summary.  The Mann Kendall trend test was 
not performed for 1,1,1-TCA, as all results for this analyte were ND during all events.  No trend was 
observed for PCE in IA at the IM location.   

For PCE, the maximum IA IM result was 8.4 g/m3 compared to an EGLE SSC of 82 g/m3 and the Dow 
OEL of 67,800 g/m3.  Figure 5.5.3.3-2 below shows the IA results over time for PCE at the IM location.  

Figure 5.5.3.3-2 Indoor Air Results for Tetrachloroethene at Location 759_1350-06 Over Time 

5.5.3.3.2 SUB-SLAB SOIL GAS RESULTS SUMMARY 

The IM plan for Building 1350 was developed based on an evaluation of SSSG and IA results from four 
SCS events.  During the four events, PCE was the only analyte that had detected concentrations in SSSG 
that exceeded the EGLE SSC.  PCE is included in the IM plan.  Table 5.5.3.3-4 presents a summary of 
results for this analyte in SSSG during the four SCS events.  The table also includes a comparison of the 
SSSG results to the 2025 SIC and the derived SSSG OEL for PCE.  The evaluation demonstrates that all 
results are less than the 2025 SIC and the derived SSSG OEL.     

5.5.3.3.3 PATH FORWARD 

Consistent with the VI IM methodology in Section 5.1.2, monitoring will be transitioned to an annual basis.  A 
comparison of SSSG concentrations to the 2025 SIC and derived SSSG OELs supports this transition to 
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annual monitoring.  IM will occur in the winter season each year at Location 1350-06 and IA samples will 
be analyzed for 1,1,1-TCA and PCE.  If IA results are observed to be increasing further evaluation will be 
performed, which may include collection of a SSSG sample(s), an increase in monitoring frequency, or 
other actions as warranted.  Results from each annual monitoring event will be shared during routine CA 
status meetings with EGLE and will be reported in the annual CAIP. 

5.5.3.4 BUILDING 298 INTERIM MONITORING RESULTS SUMMARY 

Building 298 is a Category 2 building in Zone 3 Phase 2.  It is located within the northeastern portion of the 
Midland Facility and consists of a large shop area and office space.  Building 298 is a Group 4A building 
that completed SCS in Spring 2022.  A full evaluation was provided in the 2022/23 CAIP.  SSSG AOIs are 
chloroform, cis-1,2-DCE, PCE and TCE.  IM is performed for cis-1,2-DCE and TCE.  

Based on the evaluation of the six SCS events, the VI pathway was determined to be insignificant for 
Building 298 and sufficient information was found to make a human exposure under control EI 
determination.  While there is currently no evidence of significant VI, IM is warranted based on the SSSG 
AOIs.  

5.5.3.4.1 INTERIM MONITORING ACTIVITIES 

IA is monitored at locations 298-06 and 298-07 (Figure 5.5.3.4-1).  These locations were selected for 
continued monitoring because they demonstrated the highest SSSG results and provided adequate spatial 
distribution.  Monitoring is performed for cis-1,2-DCE and TCE.  An OA sample is also collected during each 
IM event.  The summary statistics and screening results are presented for SSSG data on Table 5.5.3.4-1
and indoor and OA on Table 5.5.3.4-2. 

IM occurs semi-annually, and the initial event was conducted in Summer 2022. Four additional IM events 
were conducted in Winter 2022/23, Summer 2023, Winter 2023/24 and Summer 2024 (IM Events 2, 3, 4 
and 5). The IA results for all IM events are shown below on Table 5.5.3.4-3.   

Table 5.5.3.4-3.  Interim Monitoring Indoor Air Results for Building 298 

Indoor Air Analyte 

Result 
Value 

(g/m3) 

Reporting 
Limit 

(g/m3) 

EGLE SSC 

(g/m3) 

NONRES 
TSRIASL12

(g/m3) 

Dow IH OEL 

(g/m3) 

IM Event 1 (June 2022)

298-06

cis-1,2-Dichloroethene ND 0.11 24 74 794,000 

298-07

cis-1,2-Dichloroethene ND 0.11 24 74 794,000 

IM Event 2 (January 2023)

298-06

cis-1,2-Dichloroethene 0.12 0.12 24 74 794,000 

298-07 

cis-1,2-Dichloroethene ND 0.11 24 74 794,000 

IM Event 3 (June 2023)

298-06

cis-1,2-Dichloroethene 0.18 0.12 24 74 794,000 

Trichloroethene 0.29 0.16 4 12 26,850 

298-07

cis-1,2-Dichloroethene 0.14 0.12 24 74 794,000 

Trichloroethene 0.28 0.16 4 12 26,850 

IM Event 4 (December 2023)

298-06

cis-1,2-Dichloroethene 0.31 0.11 24 74 794,000 
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Indoor Air Analyte 

Result 
Value 

(g/m3) 

Reporting 
Limit 

(g/m3) 

EGLE SSC 

(g/m3) 

NONRES 
TSRIASL12

(g/m3) 

Dow IH OEL 

(g/m3) 

Trichloroethene 0.72 0.14 4 12 26,850 

298-07

cis-1,2-Dichloroethene 0.24 0.12 24 74 794,000 

Trichloroethene 0.63 0.16 4 12 26,850 

IM Event 5 (June 2024)

298-06

cis-1,2-Dichloroethene 0.12 0.12 24 74 794,000 

Trichloroethene 0.28 0.16 4 12 26,850 

298-07

cis-1,2-Dichloroethene ND 0.12 24 74 794,000 

Trichloroethene 0.31 0.16 4 12 26,850 

ND = Not detected 

As shown in the table above, the IA results from all IM events were either ND or below the IA EGLE SSC 
and Dow OELs.  All analytes were ND in OA.   

The analytical data is presented in Appendix G.  Field sampling forms are provided in Appendix H.   

Building 298 has completed five rounds of semi-annual IA IM.  IA data from eleven sampling events were 
evaluated for Building 298, which includes the six SCS events and five semi-annual IM sampling events.  
The trend test was not performed for analytes with all ND results. For analytes with detected and ND results, 
the median RL of the NDs was used as the ND result. 

Table 5.5.3-1 shows the Mann Kendall results and statistical summary. No trend was observed for cis-1,2-
DCE or TCE in IA at either monitoring location.   

For cis-1,2-DCE, the maximum IA IM result was 0.31g/m3 compared to an EGLE SSC of 24 g/m3 and 
the Dow OEL of 794,000 g/m3.  Figures 5.5.3.4-2 and 5.5.3.4-3 below show the IA results over time for 
cis-1,2-DCE at both locations.  

Figure 5.5.3.4-2 Indoor Air Results for cis-1,2-Dichloroethene at Location 298-06 Over Time 
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Figure 5.5.3.4-3 Indoor Air Results for cis-1,2-Dichloroethene at Location 298-07 Over Time 

For TCE, the maximum IA IM result was 0.72 g/m3 compared to an EGLE SSC of 4 g/m3 and the Dow 
OEL of 26,850 g/m3.  Figures 5.5.3.4-4 and 5.5.3.4-5 below show the IA results over time for TCE at both 
locations.  

Figure 5.5.3.4-4 Indoor Air Results for Trichloroethene at Location 298-06 Over Time 
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Figure 5.5.3.4-5 Indoor Air Results for Trichloroethene at Location 298-07 Over Time 

5.5.3.4.2 SUB-SLAB SOIL GAS RESULTS SUMMARY 

The IM plan for Building 298 was developed based on an evaluation of SSSG and IA results from six SCS 
events.  During the six events, the following analytes had detected concentrations in SSSG that exceeded 
the EGLE SSC:  chloroform, cis-1,2-DCE, PCE and TCE.  cis-1,2-DCE and TCE are included in the IM 
plan. 

Table 5.5.3.4-4 presents a summary of results for the AOIs in SSSG during six SCS events.  The table also 
includes a comparison of the SSSG results to the 2025 SIC and the derived SSSG OELs.  The evaluation 
demonstrates that one result exceeded the 2025 SIC for TCE at location 298-05 during E6.  Location 298-
05 is not included in the current IM plan; however, IM sampling location 298-06 is situated directly west of 
298-05.  The evaluation against the 2025 SIC and derived SSSG OELs indicates that one concentration at 
this location has the potential to produce VI approaching IA criteria given a change of conditions at a future 
date. 

IA results at Location 298-05 during the six SCS events ranged from ND to 0.7 µg/m3, compared to the 
EGLE SSC of 4 µg/m3 and Dow OEL of 26,850 µg/m3.  The adjacent sample Location 298-06 is included 
in the IM Plan.  Concentrations of TCE in indoor air at Location 298-06 during the six SCS events and three 
IM events range from ND to 0.72 µg/m3.  Figure 5.5.3.4-6 shows the concentrations of TCE in SSSG and 
IA at all sampling locations.    

5.5.3.4.3 PATH FORWARD 

Based on results of a comparison of SCS SSSG concentrations to the 2025 SIC and derived SSSG OELs, 
IM at Building 298 will remain on a semi-annual sampling frequency, despite the indication that IA 
concentrations are stable and consistently below EGLE SSC and the Dow OELs.    IM will continue to occur 
in the winter and summer seasons each year at Locations 298-06 and 298-07 and IA samples will be 
analyzed for cis-1,2-DCE and TCE.  If IA results are observed to be increasing, further evaluation will be 
performed, which may include collection of a SSSG sample(s), an increase in monitoring frequency, or 
other actions as warranted to address SSSG concentrations.  Results from each monitoring event will be 
shared during routine CA status meetings with EGLE and will be reported in the annual CAIP.    
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5.5.3.5 BUILDING 774 INTERIM MONITORING RESULTS SUMMARY 

Building 774 is a Category 2 building in Zone 3 Phase 2.  It is located within the northeastern portion of the 
Midland Facility and consists of a shop area, laboratory and office space.  Building 774 is a Group 2 building 
that completed SCS in Spring 2021.  A full evaluation was provided in the 2021/22 CAIP.  SSSG AOIs are 
1,1-DCA, cis-1,2-DCE, PCE and TCE.  

Based on the evaluation of the four SCS events, the VI pathway was determined to be insignificant for 
Building 774 and sufficient information was found to make a human exposure under control EI 
determination.  While there is currently no evidence of significant VI, IM is warranted based on the SSSG 
AOIs.  

5.5.3.5.1 INTERIM MONITORING ACTIVITIES 

IA is monitored at locations 774-03 and 774-05 (Figure 5.5.3.5-1).  These locations were selected for 
continued monitoring because they demonstrated the highest SSSG results.  Monitoring is performed for 
1,2-DCA, cis-1,2-DCE, PCE and TCE.  An OA sample is also collected during each IM event.  The summary 
statistics and screening results are presented for SSSG data on Table 5.5.3.5-1 and indoor and OA on 
Table 5.5.3.5-2. 

IM occurs semi-annually, and the initial event was conducted in Winter 2021/22. Five additional IM events 
were conducted in Summer 2022, Winter 2022/23, Summer 2023, Winter 2023/24 and Summer 2024 (IM 
Events 2, 3, 4, 5 and 6). The IA results for all IM events are shown below on Table 5.5.3.5-3.   

Table 5.5.3.5-3.  Interim Monitoring Indoor Air Results for Building 774 

Indoor Air Analyte 

Result 
Value 

(g/m3) 

Reporting 
Limit 

(g/m3) 

EGLE SSC 

(g/m3) 

NONRES 
TSRIASL12

(g/m3) 

Dow IH OEL 

(g/m3) 

IM Event 1 (December 2021)

774-08 

1,2-Dichloroethane ND 0.11 4.6 NA 4,050 

cis-1,2-Dichloroethene ND 0.11 24 74 794,000 

Tetrachloroethene 0.85 0.18 82 82 67,800 

Trichloroethene ND 0.14 4 12 26,850 

IM Event 2 (June 2022)

774-03

1,2-Dichloroethane ND 0.13 4.6 NA 4,050 

cis-1,2-Dichloroethene ND 0.12 24 74 794,000 

Tetrachloroethene ND 0.21 82 82 67,800 

Trichloroethene ND 0.17 4 12 26,850 

774-05

1,2-Dichloroethane ND 0.13 4.6 NA 4,050 

cis-1,2-Dichloroethene ND 0.13 24 74 794,000 

Tetrachloroethene ND 0.22 82 82 67,800 

Trichloroethene 0.63 0.18 4 12 26,850 

IM Event 3 (January 2023)

774-03

1,2-Dichloroethane ND 0.11 4.6 NA 4,050 

cis-1,2-Dichloroethene ND 0.11 24 74 794,000 

Tetrachloroethene ND 0.19 82 82 67,800 

Trichloroethene ND 0.15 4 12 26,850 

774-05

1,2-Dichloroethane ND 0.11 4.6 NA 4,050 

cis-1,2-Dichloroethene ND 0.11 24 74 794,000 
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Indoor Air Analyte 

Result 
Value 

(g/m3) 

Reporting 
Limit 

(g/m3) 

EGLE SSC 

(g/m3) 

NONRES 
TSRIASL12

(g/m3) 

Dow IH OEL 

(g/m3) 

Tetrachloroethene 1.4 0.19 82 82 67,800 

Trichloroethene ND 0.15 4 12 26,850 

IM Event 4 (July 2023)

774-03

1,2-Dichloroethane 0.17 0.12 4.6 NA 4,050 

cis-1,2-Dichloroethene ND 0.11 24 74 794,000 

Tetrachloroethene 0.53 0.19 82 82 67,800 

Trichloroethene ND 0.15 4 12 26,850 

774-05

1,2-Dichloroethane 0.17 0.12 4.6 NA 4,050 

cis-1,2-Dichloroethene ND 0.12 24 74 794,000 

Tetrachloroethene 1.8 0.2 82 82 67,800 

Trichloroethene ND 0.16 4 12 26,850 

IM Event 5 (December 2023)

774-03

1,2-Dichloroethane 0.11 0.11 4.6 NA 4,050 

cis-1,2-Dichloroethene ND 0.11 24 74 794,000 

Tetrachloroethene 4.2 0.18 82 82 67,800 

Trichloroethene ND 0.15 4 12 26,850 

774-05

1,2-Dichloroethane ND 0.12 4.6 NA 4,050 

cis-1,2-Dichloroethene ND 0.11 24 74 794,000 

Tetrachloroethene 4.7 0.19 82 82 67,800 

Trichloroethene ND 0.15 4 12 26,850 

IM Event 6 (July 2024)

774-03

1,2-Dichloroethane ND 0.12 4.6 NA 4,050 

cis-1,2-Dichloroethene ND 0.12 24 74 794,000 

Tetrachloroethene 0.48 0.2 82 82 67,800 

Trichloroethene ND 0.16 4 12 26,850 

774-05

1,2-Dichloroethane ND 0.12 4.6 NA 4,050 

cis-1,2-Dichloroethene ND 0.12 24 74 794,000 

Tetrachloroethene 0.42 0.2 82 82 67,800 

Trichloroethene ND 0.16 4 12 26,850 
NA – Not applicable 
ND - Not detected 

As shown in the table above, the IA results from all IM events were either ND or below the IA EGLE SSC 
and Dow OELs.  1,2-DCA and PCE were detected in OA:  

 1,2-DCA results ranged from ND to 0.14 g/m3

 PCE results ranged from ND to 3.8 g/m3

These concentrations are within the ranges of the concentrations of the same analytes in IA, indicating that 
IA may be influenced by OA. The analytical data is presented in Appendix G.  Field sampling forms are 
provided in Appendix H.   

Building 774 has completed six rounds of semi-annual IA IM.  IA data from nine sampling events were 
evaluated for Building 774, which includes the four SCS events and five semi-annual IM sampling events 
at Locations 774-03 and 774-05.  The trend test was not performed for analytes with all ND results. For 
analytes with detected and ND results, the median RL of the NDs was used as the ND result. 
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Table 5.5.3-1 shows the Mann Kendall results and statistical summary.  The Mann Kendall trend test was 
not performed for cis-1,2-DCE at location 774-03, as all results for this analyte were ND during all events.  
No trend was observed for 1,2-DCA, cis-1,2-DCE, PCE and TCE in IA at either monitoring location.   

For 1,2-DCA, the maximum IA IM result was 0.17 g/m3 compared to an EGLE SSC of 4.6 g/m3 and the 
Dow OEL of 4,050 g/m3.  Figures 5.5.3.5-2 and 5.5.3.5-3 below show the IA results over time for 1,2-DCA 
at both locations.  

Figure 5.5.3.5-2 Indoor Air Results for 1,2-Dichloroethane at Location 774-03 Over Time 

Figure 5.5.3.5-3 Indoor Air Results for 1,2-Dichloroethane at Location 774-05 Over Time 

For cis-1,2-DCE, the IA IM results were ND at both locations.  cis-1,2-DCE was detected during E4 only at 
Location 774-05.  Figure 5.5.3.5-4 below shows the IA results over time for cis-1,2-DCE at Location 774-
05.  
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Figure 5.5.3.5-4 Indoor Air Results for cis-1,2-Dichloroethene at Location 774-05 Over Time 

For PCE, the maximum IA IM result was 4.7 g/m3 compared to an EGLE SSC of 82 g/m3 and the Dow 
OEL of 67,800 g/m3.  Figures 5.5.3.5-5 and 5.5.3.5-6 below show the IA results over time for PCE at both 
locations.  

Figure 5.5.3.5-5 Indoor Air Results for Tetrachloroethene at Location 774-03 Over Time 
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Figure 5.5.3.5-6 Indoor Air Results for Tetrachloroethene at Location 774-05 Over Time 

For TCE, the maximum IA IM result was 0.63 g/m3 compared to an EGLE SSC of 4 g/m3 and the Dow 
OEL of 26,850 g/m3.  Figures 5.5.3.5-7 and 5.5.3.5-8 below show the IA results over time for TCE at both 
locations.  

Figure 5.5.3.5-7 Indoor Air Results for Trichloroethene at Location 774-03 Over Time 
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Figure 5.5.3.5-8 Indoor Air Results for Trichloroethene at Location 774-05 Over Time 

5.5.3.5.2 SUB-SLAB SOIL GAS RESULTS SUMMARY 

The IM plan for Building 774 was developed based on an evaluation of SSSG and IA results from four SCS 
events.  During the four events, 1,1-DCA, cis-1,2-DCE, PCE and TCE were detected in concentrations in 
SSSG that exceeded the EGLE SSC.  cis-1,2-DCE, PCE, and TCE are included in the IM plan.  Table 
5.5.3.5-4 presents a summary of results for the AOIs in SSSG during four SCS events.  The table also 
includes a comparison of the SSSG results to the 2025 SIC and the derived SSSG OELs.  The evaluation 
demonstrates that all results are less than the 2025 SIC and the derived SSSG OELs.       

5.5.3.5.3 PATH FORWARD 

Consistent with the VI IM methodology in Section 5.1.2, monitoring will be transitioned to an annual basis.  A 
comparison of SSSG concentrations to the 2025 SIC and derived SSSG OELs supports this transition to 
annual monitoring.  IA results for 1,2-DCA and cis-1,2-DCE have been either ND or just slightly above the 
detection limit during all six IM events, therefore 1,2-DCA and cis-1,2-DCE will be removed from the IM 
plan.  IM will occur in the winter season each year at Locations 774-03 and 774-05 and IA samples will be 
analyzed for PCE and TCE.  If IA results are observed to be increasing further evaluation will be performed, 
which may include collection of a SSSG sample(s), an increase in monitoring frequency, or other actions 
as warranted.  Results from each annual monitoring event will be shared during routine CA status meetings 
with EGLE and will be reported in the annual CAIP. 

5.5.3.6 BUILDING 1354 INTERIM MONITORING RESULTS SUMMARY 

Building 1354 is a Category 1 building in Zone 3 Phase 3.  It is located within the northeastern portion of 
the Midland Facility and consists of laboratory and office space.  Building 1354 is a Group 2 building that 
completed SCS in Winter 2021/22.  A full evaluation was provided in the 2022/23 CAIP.  The SSSG AOI is 
PCE.  

Based on the evaluation of the four SCS events, the VI pathway was determined to be insignificant for 
Building 1354 and sufficient information was found to make a human exposure under control EI 
determination.  While there is currently no evidence of significant VI, IM is warranted based on the SSSG 
AOIs.  
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5.5.3.6.1 INTERIM MONITORING ACTIVITIES 

IA is monitored at location 1354-06 (Figure 5.5.3.6-1).  This location was selected for continued monitoring 
because it demonstrated the highest SSSG results.  Monitoring is performed for PCE.  An OA sample is 
also collected during each IM event.  The summary statistics and screening results are presented for SSSG 
data on Table 5.5.3.6-1 and IA and OA on Table 5.5.3.6-2. 

IM occurs semi-annually, and the initial event was conducted in Summer 2022. Four additional IM events 
were conducted in Winter 2022/23, Summer 2023, Winter 2023/24 and Summer 2024 (IM Events 2, 3, 4 
and 5). The IA results for all IM events are shown below on Table 5.5.3.6-3.   

Table 5.5.3.6-3.  Interim Monitoring Indoor Air Results for Building 1354 

Indoor Air Analyte 

Result 
Value 

(g/m3) 

Reporting 
Limit 

(g/m3) 

EGLE SSC 

(g/m3) 

NONRES 
TSRIASL12

(g/m3) 

Dow IH OEL 

(g/m3) 

IM Event 1 (June 2022)

1354-06

Tetrachloroethene 1.1 0.23 82 82 67,800 

IM Event 2 (January 2023)

1354-06

Tetrachloroethene ND 0.19 82 82 67,800 

IM Event 3 (June 2023)

1354-06

Tetrachloroethene ND 0.19 82 82 67,800 

IM Event 4 (January 2024)

1354-06

Tetrachloroethene 1.1 0.2 82 82 67,800 

IM Event 5 (June 2024)

1354-06

Tetrachloroethene 1.6 0.23 82 82 67,800 
ND - Not detected 

As shown in the table above, the IA results from all IM events were either ND or below the IA EGLE SSC 
and Dow OEL.  PCE was detected in OA:  

 PCE results ranged from ND to 1.4 g/m3

These concentrations are within the ranges of the concentrations of PCE in IA, indicating that IA may be 
influenced by OA. The analytical data is presented in Appendix G.  Field sampling forms are provided in
Appendix H.   

Building 1354 has completed five rounds of semi-annual IA IM.  IA data from nine sampling events were 
evaluated for Building 1354, which includes the four SCS events and five semi-annual IM sampling events.  
The trend test was not performed for analytes with all ND results. For analytes with detected and ND results, 
the median RL of the NDs was used as the ND result. 

Table 5.5.3-1 shows the Mann Kendall results and statistical summary. No trend was observed for PCE in 
IA at the monitoring location.   

For PCE, the maximum IA IM result was 1.6 g/m3 compared to an EGLE SSC of 82 g/m3 and the Dow 
OEL of 67,800 g/m3.  Figure 5.5.3.6-2 below shows the IA results over time for PCE at the IM location.  



The Dow Chemical Company 2024 Corrective Action Implementation Summary Report 
and 2025 Work Plan 

Midland Plant 5-181

AECOM January 2025 

Figure 5.5.3.6-2 Indoor Air Results for Tetrachloroethene at Location 1354-06 Over Time 

5.5.3.6.2 SUB-SLAB SOIL GAS RESULTS SUMMARY 

The IM plan for Building 1354 was developed based on an evaluation of SSSG and IA results from four 
SCS events.  During the four events, PCE was the only analyte that had detected concentrations in SSSG 
that exceeded the EGLE SSC.  PCE is included in the IM plan.  Table 5.5.3.6-4 presents a summary of 
results for this analyte in SSSG during four SCS events.  The table also includes a comparison of the SSSG 
results to the 2025 SIC and the derived SSSG OEL for PCE.  The evaluation demonstrates that all results 
are less than the 2025 SIC and the derived SSSG OEL.     

5.5.3.6.3 PATH FORWARD 

Consistent with the VI IM methodology in Section 5.1.2, monitoring will be transitioned to an annual basis.  A 
comparison of SSSG concentrations to the 2025 SIC and derived SSSG OELs supports this transition to 
annual monitoring.  IM will occur in the winter season each year at Location 1354-06 and IA samples will 
be analyzed for PCE.  If IA results are observed to be increasing, further evaluation will be performed, which 
may include collection of a SSSG sample(s), an increase in monitoring frequency, or other actions as 
warranted.  Results from each annual monitoring event will be shared during routine CA status meetings 
with EGLE and will be reported in the annual CAIP. 

5.5.3.7 BUILDING 433A INTERIM MONITORING RESULTS SUMMARY 

Building 433A is a Category 1 building in Zone 3 Phase 3.  It is located within the northeastern portion of 
the Midland Facility and consists of a warehouse, laboratory and office space.  Building 433A is a Group 
4A building that completed SCS in Spring 2022.  A full evaluation was provided in the 2022/23 CAIP.  SSSG 
AOIs are bromodichloromethane, chloroform, ethylbenzene, PCE, TCE, and total xylenes.  

Based on the evaluation of the four SCS events, the VI pathway was determined to be insignificant for 
Building 433A and sufficient information was found to make a human exposure under control EI 
determination.  While there is currently no evidence of significant VI, IM is warranted based on the SSSG 
AOIs.  
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5.5.3.7.1 INTERIM MONITORING ACTIVITIES 

IA is monitored at locations 433A-02, 433A-20, 433A-28 and 433A-37 (Figure 5.5.3.7-1).  These locations 
were selected for continued monitoring because they demonstrated the highest SSSG results.  Monitoring 
is performed for chloroform, PCE and TCE.  1,1,1-TCA was also chosen for IM as an indicator analyte.  An 
OA sample is also collected during each IM event.  The summary statistics and screening results are 
presented for SSSG data on Table 5.5.3.7-1 and indoor and OA on Table 5.5.3.7-2. 

IM occurs semi-annually, and the initial event was conducted in Winter 2022/23. Three additional IM events 
were conducted in Summer 2023, Winter 2023/24 and Summer 2024 (IM Events 2, 3, and 4). The IA results 
for all IM events are shown below on Table 5.5.3.7-3.   

Table 5.5.3.7-3.  Interim Monitoring Indoor Air Results for Building 433A 

Indoor Air Analyte 

Result 
Value 

(g/m3) 

Reporting 
Limit 

(g/m3) 

EGLE SSC 

(g/m3) 

NONRES 
TSRIASL12

(g/m3) 

Dow IH OEL 

(g/m3) 

IM Event 1 (January 2023)

433A-02 

1,1,1-Trichloroethane ND 0.15 7,000 7,000 1,911,000 

Chloroform ND 0.14 5.2 52 9,760 

Tetrachloroethene ND 0.19 82 82 67,800 

Trichloroethene ND 0.15 4 12 26,850 

433A-20 

1,1,1-Trichloroethane ND 0.15 7,000 7,000 1,911,000 

Chloroform ND 0.13 5.2 52 9,760 

Tetrachloroethene 7 0.18 82 82 67,800 

Trichloroethene ND 0.15 4 12 26,850 

433A-28 

1,1,1-Trichloroethane ND 0.16 7,000 7,000 1,911,000 

Chloroform 0.75 0.14 5.2 52 9,760 

Tetrachloroethene 0.85 0.19 82 82 67,800 

Trichloroethene ND 0.15 4 12 26,850 

433A-37 

1,1,1-Trichloroethane ND 0.15 7,000 7,000 1,911,000 

Chloroform ND 0.13 5.2 52 9,760 

Tetrachloroethene ND 0.18 82 82 67,800 

Trichloroethene ND 0.15 4 12 26,850 

IM Event 2 (July 2023)

433A-02 

1,1,1-Trichloroethane ND 0.14 7,000 7,000 1,911,000 

Chloroform 0.75 0.13 5.2 52 9,760 

Tetrachloroethene 0.2 0.18 82 82 67,800 

Trichloroethene ND 0.14 4 12 26,850 

433A-20 

1,1,1-Trichloroethane ND 0.16 7,000 7,000 1,911,000 

Chloroform 0.38 0.14 5.2 52 9,760 

Tetrachloroethene 7.7 0.2 82 82 67,800 

Trichloroethene ND 0.16 4 12 26,850 

433A-28 

1,1,1-Trichloroethane ND 0.15 7,000 7,000 1,911,000 

Chloroform 5.4 0.14 5.2 52 9,760 

Tetrachloroethene 0.51 0.19 82 82 67,800 

Trichloroethene 0.38 0.15 4 12 26,850 

433A-37 
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Indoor Air Analyte 

Result 
Value 

(g/m3) 

Reporting 
Limit 

(g/m3) 

EGLE SSC 

(g/m3) 

NONRES 
TSRIASL12

(g/m3) 

Dow IH OEL 

(g/m3) 

1,1,1-Trichloroethane ND 0.15 7,000 7,000 1,911,000 

Chloroform 0.98 0.14 5.2 52 9,760 

Tetrachloroethene ND 0.19 82 82 67,800 

Trichloroethene ND 0.15 4 12 26,850 

IM Event 2 Follow-Up (October 2023)

433A-28 

Chloroform 2.3 0.15 5.2 52 9,760 

IM Event 3 (December 2023)

433A-02 

1,1,1-Trichloroethane ND 0.15 7,000 7,000 1,911,000 

Chloroform 0.14 0.13 5.2 52 9,760 

Tetrachloroethene 0.096 0.18 82 82 67,800 

Trichloroethene ND 0.15 4 12 26,850 

433A-20 

1,1,1-Trichloroethane 0.026 0.15 7,000 7,000 1,911,000 

Chloroform 0.1 0.14 5.2 52 9,760 

Tetrachloroethene 4.7 0.19 82 82 67,800 

Trichloroethene 0.064 0.15 4 12 26,850 

433A-28 

1,1,1-Trichloroethane 0.11 0.16 7,000 7,000 1,911,000 

Chloroform 1.4 0.14 5.2 52 9,760 

Tetrachloroethene 1.3 0.2 82 82 67,800 

Trichloroethene 0.29 0.16 4 12 26,850 

433A-37 

1,1,1-Trichloroethane 0.015 0.15 7,000 7,000 1,911,000 

Chloroform 0.22 0.13 5.2 52 9,760 

Tetrachloroethene 0.14 0.18 82 82 67,800 

Trichloroethene 0.03 0.15 4 12 26,850 

IM Event 4 (June 2024)

433A-02 

1,1,1-Trichloroethane ND 0.16 7,000 7,000 1,911,000 

Chloroform 1.4 0.14 5.2 52 9,760 

Tetrachloroethene 0.53 0.2 82 82 67,800 

Trichloroethene ND 0.16 4 12 26,850 

433A-20 

1,1,1-Trichloroethane ND 0.16 7,000 7,000 1,911,000 

Chloroform 0.26 0.14 5.2 52 9,760 

Tetrachloroethene 16 0.2 82 82 67,800 

Trichloroethene 0.27 0.16 4 12 26,850 

433A-28 

1,1,1-Trichloroethane ND 0.26 7,000 7,000 1,911,000 

Chloroform 2.3 0.24 5.2 52 9,760 

Tetrachloroethene 1.2 0.33 82 82 67,800 

Trichloroethene 0.27 0.26 4 12 26,850 

433A-37 

1,1,1-Trichloroethane ND 0.41 7,000 7,000 1,911,000 

Chloroform ND 0.37 5.2 52 9,760 

Tetrachloroethene ND 0.51 82 82 67,800 

Trichloroethene ND 0.41 4 12 26,850 
BOLD – Result is > EGLE SSC  
ND - Not detected 
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As shown in the table above, the IA results from all IM events were either ND or below the IA EGLE SSC 
and Dow OELs, with the exception of chloroform at Location 433A-28 during the July 2023 sampling event.  
Chloroform was detected at 5.4 µg/m3, slightly above the EGLE SSC of 5.2 µg/m3.  As reported in the 
January 2024 CA Status Meeting and the 2023/24 CAIP, the follow-up sample at Location 433A-28 was 
detected below the EGLE SSC.  Chloroform results in the last two semi-annual events continue to be below 
the EGLE SSC, ranging from ND to 2.3 µg/m3.  Chloroform and PCE were detected in OA:  

 Chloroform results ranged from ND to 0.27 g/m3

 PCE results ranged from ND to 0.11 g/m3

These concentrations are within the ranges of the concentrations of the same analytes in IA, indicating that 
IA may be influenced by OA. The analytical data is presented in Appendix G.  Field sampling forms are 
provided in Appendix H.   

Building 433A has completed four rounds of semi-annual IA IM.  IA data from eight sampling events were 
evaluated for Building 433A, which includes the four SCS events and four semi-annual IM sampling events.  
The trend test was not performed for analytes with all ND results. For analytes with detected and ND results, 
the median RL of the NDs was used as the ND result. 

Table 5.5.3-1 shows the Mann Kendall results and statistical summary.  The Mann Kendall trend test was 
not performed for 1,1,1-TCA at location 433A-02, as all results for this analyte were ND during all events.  
No trend was observed for 1,1,1-TCA, chloroform, PCE and TCE in IA at any other monitoring location.   

For 1,1,1-TCA, the maximum IA IM result was 0.11 g/m3 compared to an EGLE SSC of 7,000 g/m3 and 
the Dow OEL of 1,911,000 g/m3.  Figures 5.5.3.7-2, 5.5.3.7-3 and 5.5.3.7-4 below show the IA results 
over time for 1,1,1-TCA at Locations 433A-20, 433A-28, and 433A-37.    

Figure 5.5.3.7-2 Indoor Air Results for 1,1,1-Trichloroethane at Location 433A-20 Over Time 
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Figure 5.5.3.7-3 Indoor Air Results for 1,1,1-Trichloroethane at Location 433A-28 Over Time 

Figure 5.5.3.7-4 Indoor Air Results for 1,1,1-Trichloroethane at Location 433A-37 Over Time 

For chloroform, the maximum IA IM result was 5.4 g/m3 compared to an EGLE SSC of 5.2 g/m3 and the 
Dow OEL of 9,760 g/m3. Figures 5.5.3.7-5, 5.5.3.7-6, 5.5.3.7-7 and 5.5.3.7-8 below show the IA results 
over time for chloroform at all IM locations.  
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Figure 5.5.3.7-5 Indoor Air Results for Chloroform at Location 433A-02 Over Time 

Figure 5.5.3.7-6 Indoor Air Results for Chloroform at Location 433A-20 Over Time 
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Figure 5.5.3.7-7 Indoor Air Results for Chloroform at Location 433A-28 Over Time 

Figure 5.5.3.7-8 Indoor Air Results for Chloroform at Location 433A-37 Over Time 

For PCE, the maximum IA IM result was 16 g/m3 compared to an EGLE SSC of 82 g/m3 and the Dow 
OEL of 67,800 g/m3.  Figures 5.5.3.7-9, 5.5.3.7-10, 5.5.3.7-11 and 5.5.3.7-12 below shows the IA results 
over time for PCE at all IM locations.  
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Figure 5.5.3.7-9 Indoor Air Results for Tetrachloroethene at Location 433A-02 Over Time 

Figure 5.5.3.7-10 Indoor Air Results for Tetrachloroethene at Location 433A-20 Over Time 
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Figure 5.5.3.7-11 Indoor Air Results for Tetrachloroethene at Location 433A-28 Over Time 

Figure 5.5.3.7-12 Indoor Air Results for Tetrachloroethene at Location 433A-37 Over Time 

For TCE, the maximum IA IM result was 0.38 g/m3 compared to an EGLE SSC of 4 g/m3 and the Dow 
OEL of 26,850 g/m3.  Figures 5.5.3.7-13, 5.5.3.7-14, 5.5.3.7-15 and 5.5.3.7-16 below show the IA results 
over time for TCE at all IM locations.  

-10

0

10

20

30

40

50

60

70

80

90

20172018 2019 2020 2021 2022 2023 2024

Year

-10

0

10

20

30

40

50

60

70

80

90

20172018 2019 2020 2021 2022 2023 2024

Year



The Dow Chemical Company 2024 Corrective Action Implementation Summary Report 
and 2025 Work Plan 

Midland Plant 5-190

AECOM January 2025 

Figure 5.5.3.7-13 Indoor Air Results for Trichloroethene at Location 433A-02 Over Time 

Figure 5.5.3.7-14 Indoor Air Results for Trichloroethene at Location 433A-20 Over Time 
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Figure 5.5.3.7-15 Indoor Air Results for Trichloroethene at Location 433A-28 Over Time 

Figure 5.5.3.7-16 Indoor Air Results for Trichloroethene at Location 433A-37 Over Time 

5.5.3.7.2 SUB-SLAB SOIL GAS RESULTS SUMMARY 

The IM plan for Building 433A was developed based on an evaluation of SSSG and IA results from four 
SCS events.  During the four events, bromodichloromethane, chloroform, ethylbenzene, PCE, TCE, and 
total xylenes were detected in SSSG at concentrations that exceeded the EGLE SSC.  Most of these 
analytes are included in the IM plan.  Table 5.5.3.7-4 presents a summary of results for these analytes in 
SSSG during four SCS events and one IM follow-up event.  The table also includes a comparison of the 
SSSG results to the 2025 SIC and the derived SSSG OELs.  The evaluation demonstrates that all results 
are less than the 2025 SIC and the derived SSSG OELs.     
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5.5.3.7.3 PATH FORWARD 

Consistent with the VI IM methodology in Section 5.1.2, monitoring will be transitioned to an annual 
basis.  The comparison of SSSG concentrations to the 2025 SIC and derived SSSG OELs supports this 
transition to annual monitoring.  The indicator analyte, 1,1,1-TCA, has been consistently ND or detected at 
very low levels, further supporting the transition.  IM will occur in the winter season each year at Locations 
433A-02, 433A-20, 433A-28 and 433A-37 and IA samples will be analyzed for 1,1,1-TCA, chloroform, PCE 
and TCE.  If IA results are observed to be increasing, further evaluation will be performed, which may 
include collection of a SSSG sample(s), an increase in monitoring frequency, or other actions as 
warranted.  Results from each annual monitoring event will be shared during routine CA status meetings 
with EGLE and will be reported in the annual CAIP. 

5.5.3.8 BUILDING 433W INTERIM MONITORING RESULTS SUMMARY 

Building 433W is a Category 2 building in Zone 3 Phase 3.  It is located within the northeastern portion of 
the Midland Facility and consists of a warehouse, laboratory and office space.  Building 433W is a Group 
4A building that completed SCS in Spring 2022.  A full evaluation was provided in the 2022/23 CAIP.  SSSG 
AOIs are chloroform, PCE, and TCE.  

Based on the evaluation of the four SCS events, the VI pathway was determined to be insignificant for 
Building 433W and sufficient information was found to make a human exposure under control EI 
determination.  While there is currently no evidence of significant VI, IM is warranted based on the SSSG 
AOIs.  

5.5.3.8.1 INTERIM MONITORING ACTIVITIES 

IA is monitored at locations 433W-07, 433W-09 and 433W-10 (Figure 5.5.3.8-1).  These locations were 
selected for continued monitoring because they demonstrated the highest SSSG results.  Monitoring is 
performed for chloroform and PCE.  1,1,1-TCA was also chosen for IM as an indicator analyte.  An OA 
sample is also collected during each IM event.  The summary statistics and screening results are presented 
for SSSG data on Table 5.5.3.8-1 and IA and OA on Table 5.5.3.8-2. 

IM occurs semi-annually, and the initial event was conducted in Winter 2022/23. Three additional IM events 
were conducted in Summer 2023, Winter 2023/24 and Summer 2024 (IM Events 2, 3, and 4). The IA results 
for all IM events are shown below on Table 5.5.3.8-3.   

Table 5.5.3.8-3.  Interim Monitoring Indoor Air Results for Building 433W 

Indoor Air Analyte 

Result 
Value 

(g/m3) 

Reporting 
Limit 

(g/m3) 

EGLE SSC 

(g/m3) 

NONRES 
TSRIASL12

(g/m3) 

Dow IH OEL 

(g/m3) 

IM Event 1 (January 2023)

433W-07 

1,1,1-Trichloroethane ND 0.16 7,000 7,000 1,911,000 

Chloroform ND 0.14 5.2 52 9,760 

Tetrachloroethene 0.22 0.2 82 82 67,800 

433W-09 

1,1,1-Trichloroethane 0.17 0.15 7,000 7,000 1,911,000 

Chloroform 0.54 0.14 5.2 52 9,760 

Tetrachloroethene 1 0.19 82 82 67,800 

433W-10 

1,1,1-Trichloroethane ND 0.15 7,000 7,000 1,911,000 

Chloroform ND 0.13 5.2 52 9,760 

Tetrachloroethene 0.24 0.19 82 82 67,800 

IM Event 2 (July 2023)
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Indoor Air Analyte 

Result 
Value 

(g/m3) 

Reporting 
Limit 

(g/m3) 

EGLE SSC 

(g/m3) 

NONRES 
TSRIASL12

(g/m3) 

Dow IH OEL 

(g/m3) 

433W-07 

1,1,1-Trichloroethane ND 0.15 7,000 7,000 1,911,000 

Chloroform 0.27 0.14 5.2 52 9,760 

Tetrachloroethene 0.26 0.19 82 82 67,800 

433W-09 

1,1,1-Trichloroethane ND 0.16 7,000 7,000 1,911,000 

Chloroform 3.2 0.14 5.2 52 9,760 

Tetrachloroethene 0.31 0.2 82 82 67,800 

433W-10 

1,1,1-Trichloroethane ND 0.15 7,000 7,000 1,911,000 

Chloroform 0.14 0.14 5.2 52 9,760 

Tetrachloroethene ND 0.19 82 82 67,800 

IM Event 3 (December 2023)

433W-07 

1,1,1-Trichloroethane 0.027 0.14 7,000 7,000 1,911,000 

Chloroform 0.24 0.12 5.2 52 9,760 

Tetrachloroethene 0.26 0.18 82 82 67,800 

433W-09 

1,1,1-Trichloroethane 0.096 0.16 7,000 7,000 1,911,000 

Chloroform 0.24 0.14 5.2 52 9,760 

Tetrachloroethene 0.74 0.2 82 82 67,800 

433W-10 

1,1,1-Trichloroethane ND 0.16 7,000 7,000 1,911,000 

Chloroform 0.17 0.14 5.2 52 9,760 

Tetrachloroethene 0.19 0.2 82 82 67,800 

IM Event 4 (June 2024)

433W-07 

1,1,1-Trichloroethane ND 0.17 7,000 7,000 1,911,000 

Chloroform 0.16 0.15 5.2 52 9,760 

Tetrachloroethene 1.6 0.21 82 82 67,800 

433W-09 

1,1,1-Trichloroethane 0.47 0.17 7,000 7,000 1,911,000 

Chloroform 8.1 0.15 5.2 52 9,760 

Tetrachloroethene 3.6 0.21 82 82 67,800 

433W-10 

1,1,1-Trichloroethane ND 0.18 7,000 7,000 1,911,000 

Chloroform 0.17 0.16 5.2 52 9,760 

Tetrachloroethene 1.8 0.22 82 82 67,800 
BOLD – Result is > EGLE SSC 
ND - Not detected 

As shown in the table above, the IA results from all IM events were either ND or below the IA EGLE SSC 
and Dow OELs, with the exception of chloroform at Location 433W-09 during the June 2024 sampling 
event. As reported in the October 2024 CA Status Meeting, the sampling location is within a locker room 
with showers and a washing machine.  The chloroform concentrations in IA may be impacted by the use of 
the treated water in the area.  An analysis of the PCE and 1,1,1-TCA results in the same location did not 
indicate VI.  The trend diagram shown below (Figure 5.5.3.8-5) demonstrates the inconsistency in the IA 
results for chloroform at Location 433W-09.  Per Figure 5-3, chloroform will be designated as a Group 5 
analyte, and further assessment will be deferred.  Monitoring for PCE and 1,1,1-TCA will continue.      

1,1,1-TCA, chloroform and PCE were detected in OA:  
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 1,1,1-TCA results ranged from ND to 0.019 g/m3

 Chloroform results ranged from ND to 0.93 g/m3

 PCE results ranged from ND to 1.1 g/m3

These concentrations are within the ranges of the concentrations detected for the same analytes in IA, 
indicating that IA may be influenced by OA.  The analytical data is presented in Appendix G.  Field sampling 
forms are provided in Appendix H.   

Building 433W has completed four rounds of semi-annual IA IM.  IA data from eight sampling events were 
evaluated for Building 433W, which includes the four SCS events and four semi-annual IM sampling events.  
The trend test was not performed for analytes with all ND results. For analytes with detected and ND results, 
the median RL of the NDs was used as the ND result. 

Table 5.5.3-1 shows the Mann Kendall results and statistical summary.  The Mann Kendall trend test was 
not performed for 1,1,1-TCA at location 433W-10, as all results for this analyte were ND during all events.  
No trend was observed for 1,1,1-TCA, chloroform, and PCE in IA at any other monitoring location.   

For 1,1,1-TCA, the maximum IA IM result was 0.47 g/m3 compared to an EGLE SSC of 7,000 g/m3 and 
the Dow OEL of 1,911,000 g/m3.  Figures 5.5.3.8-2 and 5.5.3.8-3 below show the IA results over time for 
1,1,1-TCA at Locations 433W-07 and 433W-09.    

Figure 5.5.3.8-2 Indoor Air Results for 1,1,1-Trichloroethane at Location 433W-07 Over Time 
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Figure 5.5.3.8-3 Indoor Air Results for 1,1,1-Trichloroethane at Location 433W-09 Over Time 

For chloroform, the maximum IA IM result was 8.1 g/m3 compared to an EGLE SSC of 5.2 g/m3 and the 
Dow OEL of 9,760 g/m3.  Figures 5.5.3.8-4, 5.5.3.8-5 and 5.5.3.8-6 below show the IA results over time 
for chloroform at all IM locations.  

Figure 5.5.3.8-4 Indoor Air Results for Chloroform at Location 433W-07 Over Time 
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Figure 5.5.3.8-5 Indoor Air Results for Chloroform at Location 433W-09 Over Time 

Figure 5.5.3.8-6 Indoor Air Results for Chloroform at Location 433W-10 Over Time 

For PCE, the maximum IA IM result was 3.6 g/m3 compared to an EGLE SSC of 82 g/m3 and the Dow 
OEL of 67,800 g/m3.  Figures 5.5.3.8-7, 5.5.3.8-8 and 5.5.3.8-9 below shows the IA results over time for 
PCE at all IM locations.  
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Figure 5.5.3.8-7 Indoor Air Results for Tetrachloroethene at Location 433W-07 Over Time 

Figure 5.5.3.8-8 Indoor Air Results for Tetrachloroethene at Location 433W-09 Over Time 
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Figure 5.5.3.8-9 Indoor Air Results for Tetrachloroethene at Location 433W-10 Over Time 

5.5.3.8.2 SUB-SLAB SOIL GAS RESULTS SUMMARY 

The IM plan for Building 433W was developed based on an evaluation of SSSG and IA results from four 
SCS events.  During the four events, chloroform, PCE and TCE were detected in SSSG at concentrations 
that exceeded the EGLE SSC.  Chloroform and PCE are included in the IM plan.  Table 5.5.3.8-4 presents 
a summary of results for these analytes in SSSG during four SCS events.  The table also includes a 
comparison of the SSSG results to the 2025 SIC and the derived SSSG OELs.  The evaluation 
demonstrates that all results are less than the 2025 SIC and the derived SSSG OELs. 

5.5.3.8.3 PATH FORWARD 

Consistent with the VI IM methodology in Section 5.1.2, monitoring will be transitioned to an annual 
basis.  The comparison of SSSG concentrations to the 2025 SIC and derived SSSG OELs supports this 
transition to annual monitoring. The indicator analyte, 1,1,1-TCA, has been consistently ND or detected at 
very low levels, further supporting the transition.  IM will occur in the winter season each year at Locations 
433W-07, 433W-09, and 433W-10 and IA samples will be analyzed for 1,1,1-TCA and PCE.  If IA results 
are observed to be increasing, further evaluation will be performed, which may include collection of a SSSG 
sample(s), an increase in monitoring frequency, or other actions as warranted.  Results from each annual 
monitoring event will be shared during routine CA status meetings with EGLE and will be reported in the 
annual CAIP. 

5.5.4 BUILDING 1790 INTERIM MONITORING RESULTS SUMMARY 

In early 2020, episodic events of ammonia odors in the basement of Building 1790 led to an investigation. 
Ultimately, the source of the ammonia (NH3) identified at Building 1790 was found to be emanating from 
Building 1710, west of Building 1790.  These buildings were investigated and the evaluations were 
summarized in the 2020/21 CAIP. Once mitigation efforts were conducted to prevent groundwater from 
entering the basement, ammonia odors quickly decreased.  Additional VI investigations took place at these 
two buildings to ensure that additional vapors were not entering these buildings.   The following subsection 
summarizes the results of the additional VI assessment and ongoing interim monitoring activities. 
Groundwater monitoring and mitigation efforts to address the ammonia in groundwater near Building 1710 
are discussed in Section 15.0.   
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5.5.4.1 INTERIM MONITORING ACTIVITIES 

Building 1790 is located in the Campus Area, in the northern portion of the Midland Facility.  The two-story 
building was constructed in 1993 and is approximately 54,000 ft2. The first-floor square footage is 
approximately 24,000 ft2 and the basement on the west side of the building is approximately 3,000 ft2.  
Building 1790 is a Category 1A building consisting of office space, conference rooms and a café area that 
is no longer in use.   

Based on the IA concentrations, SSSG results, and further investigation findings of 2020, as presented in 
the 2020/21 CAIP, the VI pathway at Building 1790 was determined to be an insignificant exposure pathway 
for the 65 analytes on the facility TAL.  For ammonia, once mitigation and corrective efforts were performed 
to prevent groundwater from entering the basement, ammonia odors quickly decreased to concentrations 
below screening criteria.  However, based on groundwater results, Building 1790 was placed in VI Path 
Forward Building Group 2, as lines of evidence indicate that VI is insignificant, but ammonia is present in 
groundwater above the VI screening criteria.  Therefore, quarterly indoor air monitoring for ammonia was 
implemented in Fall 2020.  Monitoring is performed in the basement and first floor of the building, utilizing 
a MultiRAE electrochemical ammonia sensor with a sensitivity of 1 ppm.  

As reported in the 2021/22 – 2023/24 CAIPs, quarterly monitoring results for ammonia were ND at all 
sampling locations within Building 1790, except at the new sump in the basement.  Detections in the new 
sump measured 54 ppm in October 2021, 14 ppm in March 2022, and 2 ppm August 2022.  

Ammonia readings were taken with a PID during Fall 2023, Winter 2023/24, Spring 2024, Summer 2024, 
and Fall 2024. Monitoring was performed at IA locations 1790-01 through 1790-11 (Figure 5.5.4-1) and at 
the new sump, old sump, and sand trap in the basement (Figure 5.5.4-2). There were no detections at any 
of the sampled locations.    

The quarterly monitoring sampling forms and results are provided in Appendix J.  Dow will continue to 
implement the quarterly monitoring plan at Building 1790 until a revised program or more permanent 
corrective action plan is implemented at the site.  Results from each quarterly monitoring event will be 
shared during EGLE CA status meetings and will be reported in the annual CAIP.   

5.6 2025 PATH FORWARD 

Currently, the facility has approximately 440 buildings and structures on-site.  The vapor intrusion pathway 
at the facility is being evaluated in a phased approach by zone using a building categorization procedure 
to consider a worst-case approach that prioritizes buildings for investigation based on building 
characteristics and occupancy and uses a weight of evidence framework for assessing the VI pathway.   

In 2025, work will include SCS complete evaluations for Zone 5 buildings (Section 5.4), continued IM for 
buildings in Groups 2 and 4, and implementation of the Category 3 Building VI Assessment Approach as 
discussed below. 

5.6.1 CATEGORY 3 BUILDING VI ASSESSMENT APPROACH  

As discussed in the September 2024 EGLE CA Status Meeting, Dow modified the Category 1 and 2 VI 
assessment approach for Category 3 buildings based on analyses of the VI data collected for the site to 
date and the reduced exposure in these buildings due to limited occupancy.    Adjustments to the current 
approach include an updated categorization of all limited occupancy buildings based on building use and 
occupancy, a refined VI TAL based on the VI data collected to date, limited sampling in some cases based 
on building specific CSMs, and a comparison of sample results against the 2025 SIC and derived SSSG 
OEL.  All buildings not yet assessed for VI will be re-evaluated to ensure proper categorization.  Details of 
the modified VI assessment approach are included in the Category 3 Building Vapor Intrusion Assessment 
Approach document included in Appendix K.   



The Dow Chemical Company 2024 Corrective Action Implementation Summary Report 
and 2025 Work Plan 

Midland Plant 5-200

AECOM January 2025 

In 2024, Dow conducted a pilot study of a representative group of limited occupancy buildings to test the 
proposed approach to Category 3 buildings.  This included all buildings that are not classified as priority 
Category 1 or 2 buildings to ensure proper classification moving forward.  There are approximately 300 
limited occupancy buildings to confirm categorization through the Category 3 approach.  Implementation of 
the plan in 2025 will focus on the initial building interviews, walk-thrus, and categorization confirmation of 
the buildings.      

Work in 2025 is anticipated to be completed in accordance with the milestone schedule presented in Section 
16.0.  Unless otherwise necessary or requested, plans or findings will be provided during periodic progress 
meetings, which are scheduled to occur on an approximately monthly basis.  Annual updates detailing the 
work completed and projected for the next year will be presented in the annual CAIP. 
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6.0 ON-SITE OUTDOOR AIR PATHWAY 

This section presents an evaluation of the soil volatilization to ambient air and particulate soil inhalation 
pathways using the data collected to support the DC pathway evaluation.   

As of 2023, Dow completed all direct contact sampling in Zones 1 through 8, which completed the entire 
proposed zone sampling across the facility.  Dow identified gravel roads as the only remaining areas on the 
facility where potential direct contact exposure could occur.  Additional sampling was completed for all 
gravel roads on the facility in 2024. 

The 2023/24 CAIP presented a comprehensive evaluation of on-site outdoor air for land use categories 1 
– 8.  In 2024, the Zone 9 direct contact evaluation only included sampling for Category 9 gravel roads.   

Approximately 748 acres have been evaluated by soil sampling in 720 total DUs from 2016 through 2024.  
The following land use categories were sampled in The Midland Plant for direct contact since 2016: 

 Category 1, Laydown Areas – 214 DUs for Aerial Dispersion and Other Sources TALs 

 Category 2, Historic Grass Areas – 229 DUs for Aerial Dispersion TAL 

 Category 3, Greenbelt 2000-Present – 31 DUs for Imported Soils, Aerial Dispersion TALs 

 Category 4, Relocated Soil Covered with Imported Topsoil – 14 DUs for Imported Soils TAL 

 Category 5, Stormwater Basins – 141 DUs for Imported Soils, Aerial Dispersion via Run-off TALs 

 Category 6, Vegetated Cap Closed by Dow – 37 DUs for Aerial Dispersion, Leachate Breakout, 
and Imported Soil TALs 

 Category 7, Vegetated Cap Closed with DEQ/EPA Oversight – 6 DUs for Aerial Dispersion and 
Other Sources TALs  

 Category 8, Tittabawassee River – 4 DUs for Aerial Dispersion TAL 

 Category 9, Gravel Roads – 42 DUs for Aerial Dispersion TAL 

The soil volatilization to ambient air exposure pathway applies to all land uses where hazardous substance 
vapors may emit from soils to ambient air.  The outdoor air at the facility is monitored by the Ambient Air 
Monitoring Program (Attachment 16 of the License).  Dow will continue to monitor and review ambient air 
as part of future corrective action efforts (Appendix G of Attachment 19 of the License).  However, Category 
9 gravel road areas were only sampled for dioxins/furans which are only evaluated against the particulate 
soil inhalation exposure pathway.  Based on the comprehensive evaluation of categories 1 – 8 in the 
2023/24 CAIP, remedy has been completed on those DUs with detected results greater than the modified 
VSIC for a source area of 2,000 acres. 

6.1 PARTICULATE SOIL INHALATION 

The particulate soil inhalation exposure pathway addresses the emission and dispersion of contaminated 
soil particles into the ambient air (inhalation of fugitive dust particles).  Exhaust constituents from process 
vents, power generation, and thermal incineration processes may have deposited onto plant soils.  During 
dry periods, these soils may have been disturbed by equipment or vehicles and blown by the wind, resulting 
in fugitive dust emissions.
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Fugitive dust control has been in progress at the Midland Plant since 1986.  Dow is currently required by 
the 2015 Operating License and its Renewable Operating Permit (Section 1, IX.5) to provide and regularly 
update an operating program to control fugitive dust sources or emissions.  The current fugitive dust control 
program requires semi-annual review and updates.  In addition, fugitive dust emissions from the facility are 
monitored for dioxin emissions on an ongoing basis along the plant perimeter pursuant to the “Soil Box 
Data Evaluation Plan,” approved by EGLE on September 25, 2015.  Monitoring began in 2002 and 
continues to show the fugitive dust control program for the facility is effective.  

In order to limit the generation of fugitive dust and particulates, Dow has placed surface cover on surface 
soil in certain areas of the facility.  The covers include clean topsoil and vegetation, gravel, and/or asphalt.  
Existing covers are managed and maintained.  Based on current conditions, this pathway is likely to be 
adequately controlled. 

To evaluate this exposure pathway, results from the DC sampling for each zone were compared to the 
December 30, 2013, Part 201 Non-Residential Particulate Soil Inhalation Criteria (PSIC) modified to reflect 
a source area of 2,000 acres which is a conservative estimate of the overall size of the Midland Plant facility.  

The PSIC presented in the criteria tables are derived for a one-half acre source area. For source areas that 
are larger or smaller than one-half acre a modifier is multiplied to the criteria in the table to determine the 
source area size adjusted PSIC. EGLE provides appropriate modifiers for a source area up to 1,000 acres 
in the EGLE RRD Operational Memo 1 – Technical Support Document Attachment 7 (EGLE, 2007). The 
modifier data provided in this operational memo was used to fit an extrapolation regression equation and 
estimate a modifier of 0.31 for a source area of 2,000 acres (Table 6-1).  

The 2,3,7,8-TCDD TEQ summary statistics and screening comparisons for Category 9 are presented on 
Table 6-2.  DUs sampled in 2024 were only in Category 9.  As shown in Table 6-2, all 2,3,7,8-TCDD TEQ 
results for Category 9 are below the modified non-residential PSIC.  To date, remedy has been completed 
at all DUs with results that exceeded the modified non-residential PSIC.     

6.2 CONCLUSIONS AND RECOMMENDATIONS 

Dow will maintain current ambient air and fugitive dust monitoring programs and continue to evaluate 
additional soil results as generated. As of the completion of direct contact sampling in 2024, Dow has 
completed the entire proposed zone sampling across the facility.  Based on the comprehensive land use 
category evaluation presented in the 2023/24 CAIP and a comparison to EGLE 2013 Part 201 Non-
residential Infinite Source VSIC and PSIC modified for a source area of 2,000 acres, it is suggested that 
the ambient air inhalation criteria are unlikely to represent a significant concern at the site. 



The Dow Chemical Company 2024 Corrective Action Implementation Summary Report 
and 2025 Work Plan 

Midland Plant 7-1

AECOM January 2025 

7.0 1925 LANDFILL 

1925 Landfill was used for general landfill operations and wastewater solids management prior to the 
present-day landfill sites.  1925 Landfill is within the contiguous property boundary of Dow, located on the 
south side of the main Dow industrial complex.  The landfill is bordered on the south by the Tittabawassee 
River, and by the Dow manufacturing facility to the north (Figure 7-1). 

The 1925 Landfill is underlain by naturally occurring, low-permeability lacustrine clay and glacial tills which 
serve as a barrier to vertical migration of waste constituents and is located upgradient of the RGIS along 
the north (or east) bank of the Tittabawassee River.  The RGIS lowers the groundwater elevation below 
river level and therefore, collects groundwater from the Dow facility, including any groundwater flowing from 
the 1925 Landfill.   

EGLE periodically inspects Final Cover over capped areas at the Dow Facility including 1925 Landfill.  On 
June 27, 2007, EGLE conducted a Final Cover Inspection of the LEL Sites II and III and portions of 1925 
Landfill and provided subsequent written documentation of the inspection dated September 28, 2007.  As 
part of that inspection, EGLE recommended corrective measures to address an area of apparent seepage 
in the 1925 Landfill.  As a response, Dow initiated a hydraulic investigation to determine the source of 
the seepage and in November 2008, submitted the 1925 Landfill Pilot Corrective Action Study documenting 
the results of the hydrogeologic evaluation and proposed corrective actions to address the seepage.  The 
study noted that while the active seepage from this area appeared to be under control, excess hydraulic 
head was observed in this area and the underlying cause of the seepage would be addressed and serve 
as the focus of a Pilot Corrective Action Study.   

7.1 SUMMARY OF 2008 PILOT CORRECTIVE ACTION STUDY 

The objective of the 2008 Pilot Corrective Action Study was to reduce the hydraulic head within the 1925 
Landfill pilot study area to an elevation below the ground surface to effectively eliminate the potential for 
seepage through the cap.  The plan to accomplish the reduction in head was the installation of a willow and 
aspen tree plot planted to supplement existing vegetation.  It was expected that the trees would increase 
transpiration and reduce the volume of water infiltrating into the landfill. It was anticipated that the 
piezometers in and adjacent to the phytoremediation plot would show a long-term downward trend in 
groundwater elevations.   

The Pilot Corrective Action Plan was proposed to reduce the hydraulic head within the landfill area to an 
elevation below the ground surface by increasing evapotranspiration in the PZ-2 area.  A stand of 
approximately 650 trees were planted over an approximately 1.5-acre area.  This area overlapped the 
groundwater recharge area identified adjacent to the MW-4 vertical piezometer cluster (Figure 7-2).  In 
addition to the tree stand, several piezometers were installed in the area to allow for water level monitoring 
(Figure 7-3).  

7.1.1 POST 2008 PHYTO-PLOT PROGRESS  

Maintaining and establishing growth of the phytoremediation plot after 2008 proved more challenging than 
anticipated, requiring replanting a significant number of trees each growing season for the first few years 
after the initial planting.  Damage by deer onsite killed many initial saplings and, in subsequent years, more 
mature trees that also required replacement.  A fence was installed around the phytoremediation plot to 
minimize deer damage.  In addition, establishing robust growth of the willows within the heavy clay cap and 
underlying fill proved more difficult than expected.  Modifications were made to plants and planning method 
to provide a larger area of topsoil around the base of planted trees which enabled better tree survival.  Both 
issues delayed the establishment of a mature phytoremediation cap. 

As identified in the 2008 study, a site sewer within the 1925 landfill was believed to be a potential receptor 
of groundwater within the landfill.  In 2013, this sewer was replaced with a lift station and aboveground 
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sewer across the landfill to eliminate a source of contaminated groundwater that infiltrated the sewer within 
the landfill and caused elevated and undesirable loading of certain contaminants to the site wastewater 
treatment plant (Figure 7-4). The old sewer within the landfill was plugged and abandoned. Abandonment 
of the old sewer likely eliminated a conveyance for groundwater removal and reduced ability to manage 
hydraulic head within the landfill.   

When the phytoremediation cap was established, it was anticipated that the piezometers in and adjacent 
to the phytoremediation plot would show a long-term downward trend in groundwater elevations.  The Pilot 
Corrective Action Plan included a commitment to propose further corrective measures to reduce the 
hydraulic head within the 1925 Landfill to an elevation below ground surface if it became clear that the 
objective could not be achieved utilizing the phytoremediation cap. 

Performance monitoring has evolved since initial implementation and the current monitoring program, 
included in the most recent version of the SAP REV8A, includes quarterly static water level monitoring 
throughout most of the year, with monthly measurements collected from May through August.  Hydraulic 
monitoring data has been summarized and reported each quarter in the Quarterly Michigan Operations 
Environmental Monitoring Report.   

Generally, hydrographs for the piezometers in the area, specifically for PZ-2, do not demonstrate an 
apparent reduction in head since the implementation of the phytoremediation cap.  However, routine 
inspections since the installation of the phyto-plot have found that the active seepage from this area is 
under control even though the excess hydraulic head which was the underlying cause of the seepage 
remains. Additional corrective measures to address the hydraulic head may be necessary to address the 
head. 

As a part of routine inspections, EGLE conducted a Final Cover Inspection of the “Sites Northwest” 1925 
Landfill Caps, LELs I-III on August 12, 2020, and provided subsequent written documentation of the 
inspection dated September 30, 2020. Corrective measures identified and required by EGLE included 
development and submittal of a plan to address the potential for leachate breakouts in the PZ-2 area of the 
1925 Landfill Cap.  This condition was driven by a review of the hydrographs of the monitored piezometers, 
specifically for PZ-2 since the installation of the phyto-plot.  The PZ-2 area noted in the 2020 EGLE 
inspection report was part of the target area for corrective action identified in the November 2008, 1925 
Landfill Pilot Corrective Action Study and does not currently demonstrate a reduction in head. 

Dow provided an initial response to the 2020 Final Cover Inspection Report in December 2020.  In the 
response, Dow proposed the following immediate actions to manage the risk of leachate seepage near PZ-
2: 

 Implementation of monthly visual inspections of the cap in the area surrounding PZ-2 to monitor for 
leachate outbreaks;  

 Implementation of monthly static water level readings of the 1925 Landfill Hydraulic Monitoring 
Program monitoring wells and piezometers; and 

 Restriction of access in the area north of the phyto-plot including the area surrounding PZ-9i, PZ-
2, and PZ-6 with temporary fencing until further response activities can be completed.  

These actions were implemented beginning in December 2020.  

As described in the initial response to EGLE, Dow prepared additional tasks as part of a workplan to be 
completed in 2021 to inform and complete additional corrective actions at 1925 Landfill.  These additional 
tasks were completed in 2021 and presented in the 2021/22 CAIP: 
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 Conducted a comprehensive evaluation of existing site data including known lithology of the 
installed monitoring wells and piezometers and trends in leachate levels to assess the adequacy 
of the 2008 CSM; 

 Developed a water balance model to assess water infiltration rates through the existing cap; and

 Evaluated current conditions and expected versus existing evapotranspiration rates from the 
existing phytoremediation plot.

7.2 WORK IN 2022 AND 2023 

Based on the results of the evaluations completed in 2021, Dow conducted a feasibility assessment of 
potential options to increase evapotranspiration from the phytoremediation plot, increase leachate removal 
through other means, and/or reduce infiltration through the cap to reliably prevent the potential for leachate 
outbreaks near PZ-2 in 2022.  The feasibility evaluation determined that one of the best alternatives to 
increasing leachate removal from the landfill is through increased flow to the RGIS.   

As discussed in Section 3.0, in 2022 Dow began construction efforts on an upgrade project to the RGIS.  
This section, known as LS #104 to LS #105, runs along the southern border of the landfill.  As detailed in 
the 2022/23 CAIP, the installation of 2,200 feet of tile was completed as planned. It is also expected that 
this improvement will increase leachate removal from the landfill, thereby reducing head in the landfill. 

Work on the lift station was delayed and was completed in early 2024.  The planned impact assessment 
was completed in 2024.   

7.3 WORK IN 2024 

In 2024, the 1925 Landfill conceptual site model (CSM) was updated and a seep evaluation was performed.  
Additionally, an impact assessment was performed to evaluate the effect of the RGIS upgrade from LS#104 
to LS#105,  

7.3.1 1925 LANDFILL CONCEPTUAL SITE MODEL 

Two areas of leachate break outs (seeps) have been identified on the northeast slope of the 1925 Landfill. 
The 1925 Landfill area of interest and location of the seeps are shown on Figure 7-5.  Currently, the 
following 1925 Landfill piezometers (SAP piezometers) are measured quarterly and monthly (May through 
August) as required by Table 2-R of the Sampling and Analysis Plan (SAP): 

 MW-1 

 MW-3S  

 MW-3D  

 MW-3I  

 PZ-12S  

 PZ-12I 

 PZ-12D 

 PZ-1S  

 PZ-1D  

 PZ-6  

 PZ-2 

 PZ-14I 

 PZ-14D 

 PZ-13S  

 PZ-13I 

 PZ-10I 

 PZ-9I 
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7.3.1.1 1925 LANDFILL HISTORY 

Historical aerial imagery from 1938 to the present shows the area of interest within the 1925 Landfill to have 
served as a wastewater management pond from sometime before 1938.  The historical aerial imagery is 
provided as Figures 7-6A through 7-6G.   

Throughout the existence of the 1925 Landfill, various changes in dikes and berms can be seen within the 
pond area.  Most notable is the appearance of the dike just east of the former 679/680 buildings footprint 
shown in the 1952 aerial imagery (Figure 7-6B), and the appearance of the two north-south trending dikes 
shown in the 1958 aerial imagery (Figure 7-6C).  The 1958 aerial imagery shows the beginning of the filling 
of the pond starting along the north side of the riverbank south berm.   

In the 1965 aerial imagery (Figure 7-6D), the fill continues to be deposited across the pond toward the 
northern berm.  Plotted on the 1965 aerial imagery is the 2019 digital elevation model ground elevation 
contours (1.0 foot contour interval).  Similarities can be seen between the 2019 ground elevation contours 
and the profile and edges of the fills visible in the 1965 aerial.  These similarities show that the present day 
1925 Landfill topography is likely the result of how 1925 Landfill was filled over time.  

The 1973 aerial imagery (Figure 7-6E) shows a significant portion of the pond filled with the remaining 
unfilled areas located along the northern berm. As in the 1965 aerial imagery, similarities can be seen 
between the 2019 ground elevation contours and the edge of the fills visible in the 1973 aerial, further 
confirming the present-day topography is the result of how 1925 Landfill was filled over time.   

In the 1982 aerial imagery (Figure 7-6F), the pond is shown to be filled and capped.  Portions of the former 
WIF ditch conveyance along the north berm are still observable, though portions of the WIF ditch are 
covered.  The 2019 ground surface elevation contours align with shaded areas in the 1982 aerial that are 
interpreted to be the result of slopes indicating that the present day 1925 Landfill surface profile is similar 
to the post capping surface profile and is relatively unchanged.   

The 1993 aerial imagery (Figure 7-6G) through the present-day aerial imagery shows the landfill and former 
WIF ditch as it appears today with minor changes in buildings, construction of the WIF lift station and the 
appearance of the phytoremediation plot.   

A review of 1925 Landfill historic documentation indicates that the remaining open area of the 1925 Landfill 
was filled in the late 1970s prior to capping with clay and topsoil.  This remaining open area within the 1925 
Landfill is referred to in historical documentation as the Tar Pond. These documents indicate that the open 
area of the Tar Pond was filled with fly ash mixed with site fills to raise grade surface in the remaining open 
pond areas to prepare for capping with clay.   

A letter titled “Soil Borings Taken at the Tar Pond, 1005 Building, 703 Building and 19th & “N” Streets” dated 
March 10, 1978, includes a cross section of the soil layers between soil borings 2089, 2091 and 2092.  The 
cross section shows mixed fill layers of varying composition and grain size and is shown on Figure 7-7.  
Next, Figure 7-8, shows a sketch of the cross-section soil boring locations.  

An undated document titled “Phase III Plan for Filling the Tar Pond 760144” indicated the following process 
to be used for closing the remaining open area of the Tar Pond: 

1: Pump liquid to the disposal well system 

2. Depending on equipment available, construct dikes so as to form manageable areas that can be 
used for mixing the inert (i.e. fly ash or other) materials with the tars.  Maintain sumps in each area 
for dewatering 
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3. Fill each area of “fixed sludge” with materials that are as granular as possible.  The fixed sludges 
are intended to displace into the voids in the dry granular fill.  Avoid pushing sludge into a “mud 
wave” 

4.  During the process of filling, establish grade for the area and cut down the height of that portion 
of the pond that has already been filled 

5 Avoid fill with large lumps such as concrete slabs and similar debris.  Concrete crushed to filter 
stone size is acceptable 

6. When to proper grade, fill each area with one foot of clay as to prevent water entry.  Plant grass 
after topsoil (6”) is placed and provide well points for monitoring 

A sketch included in the document shows an outline of the remaining Tar Pond area that aligns with the 
remaining pond area shown in the 1973 Aerial Image (Figure 7-6E).  The Tar Pond sketch is presented as 
Figure 7-9 below. 

An additional undated document titled “Phase IV Outline for the Tar Pond Job No. 760144” documents an 
identical pond filling process as outlined in the “Phase III Plan for Filling the Tar Pond 760144” document. 

A letter dated October 30, 1980, indicates that the Tar Pond capping project was completed after being 
capped with 2’ of clay and the only tasks remaining were seeding in the following spring.   

Around 2008, the current 1925 Landfill piezometers were installed.  PZ-1S, PZ-1D, PZ-2, PZ-4S, PZ-4D, 
PZ-5, PZ-6, and PZ-8 were installed using direct push drilling techniques and soil lithology logged.  
Piezometers MW-1, MW-2S, MW-2D, MW-3S, MW-3I, MW-3D, MW-4D, MW-4S, PZ-9S, PZ-9I, PZ-9D, 
PZ-10S, PZ-10I, PZ-10D, PZ-11S, PZ-11I, PZ-11D, PZ-12S, PZ-12I, PZ-12D, PZ-13S, PZ-13I, PZ-13D, 
PZ-14S, PZ-14I, PZ-14D were installed using drive point wells and no soil lithology was logged.  The soil 
boring and well construction logs are included as Appendix L. 

7.3.1.3 AREA OF INTEREST CROSS-SECTION 

A cross-section of 1925 Landfill through the area of interest is included as Figure 7-10.   Plotted on the 
cross section is the conceptual lithology and construction of the 1925 Landfill.  As documents of the initial 
construction method of the landfill are not available and detailed soil borings to glacial till within the 1925 
Landfill area are limited, historic aerial imagery, historical nearby soil borings and principles of 
geomorphology are used to interpret how the 1925 Landfill was likely initially constructed.   

As shown on cross section A-A’, construction of the 1925 landfill was likely performed on the original 
Tittabawassee River flood plain elevation interpreted to be approximately 595.00 feet NGVD based on 
ground surface elevation of the mostly unaltered floodplain on the west side of the Tittabawassee River.  
The floodplain likely consisted of river deposited sediments over brown firm lacustrine clays of varying 
thicknesses deposited over hard sandy glacial till clays. 

The floodplain east of the Tittabawassee River likely extended from the river into the current day Midland 
Facility.  The exact limits of the original floodplain are not known but is estimated to have extended to 
present day 11th Street in the vicinity of the 1925 Landfill.  The lower lying floodplain area was utilized for 
construction of the landfill through the removal of the river deposited surficial floodplain sediments, exposing 
the underlying floodplain clays.  The underlying floodplain clays were further excavated by mounding into 
the landfill berms along the riverbank and along present-day 11th Street.  The exact location and height of 
the 1925 Landfill berms likely varied through time, though the location of the landfill remained relatively 
constant as shown in the historical aerial imagery.  
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7.3.1.3.1 SEEP EVALUATION 

To evaluate the seep areas, historic groundwater elevations collected in a November 1, 2008, gauging 
event are plotted in dark blue on Cross Section A-A’ (Figure 7-10).  The 2008 gauging event was chosen 
as several of the currently monitored SAP piezometers were measured in addition to select non-SAP 
monitored piezometers.  The piezometric surface based on the November 1, 2008, groundwater gauging 
event is plotted in dark blue.  Where there is no groundwater elevation data at a monitoring point, the 
estimated piezometric surface is shown as a dashed line.    

For comparison to the 2008 groundwater elevations, groundwater elevations from the September 26, 2024, 
gauging event are plotted in light blue.  The piezometric surface based on the September 26, 2024, 
groundwater elevations are also plotted in light blue.  Where there is no groundwater elevation data at a 
monitoring point, the estimated piezometric surface is shown as a dashed line.   Comparing the water 
elevations and interpreted piezometric surfaces from the November 1, 2008, and the September 26, 2024, 
groundwater gauging events shows that groundwater elevations have not significantly increased or 
decreased between 2008 and 2024.  

Comparing the shallow groundwater elevations (PZ-2 and PZ-6, PZ-1S, PZ-1D, PZ-12S, PZ-12D, MW-3S, 
MW-4S) between the deeper piezometers (MW-1, MW-2S, MW-2D, MW-3D, MW-4D) from the 2008 and 
2024 gauging events show that there are two distinctly different piezometric surfaces.  Groundwater 
elevations at MW-3I suggest that there may be a third intermediate piezometric surface.  Note that former 
(removed) piezometers PZ-4S, PZ-4D and PZ-5 are not representative of conditions inside of 1925 Landfill 
as they are outside of the limits of the historical pond area and are more representative of groundwater 
elevations outside of the landfill.   

Comparing former piezometers PZ-4S, PZ-4D and PZ-5 outside the landfill to the deeper piezometers within 
the landfill area (MW-1, MW-2S, MW-2D, MW-3D, MW-4D) shows that deep groundwater elevations in the 
landfill are of similar elevation.  This suggests that the deep groundwater elevations within the landfill are 
in equilibrium with groundwater elevations outside of the landfill at equivalent elevations.  

The filling of 1925 Landfill from the 1950s to the 1970s and the subsequent final filling of the remaining Tar 
Pond area prior to capping has deposited layers of varying compactness, hydraulic conductivity and 
communication.  As deep groundwater elevations within the landfill show significantly lower elevation than 
shallower landfill piezometers, groundwater elevations at PZ-2 PZ-6, MW-4S, MW-3S, MW-3I, PZ-12S, PZ-
12D, PZ-1S, PZ-1D are hypothesized to be attributed to perched shallow groundwater in the former Tar 
Pond area as result of varying hydraulic conductivities in the fill materials.   

The zone monitored by PZ-1S, PZ-1D, PZ-2 and PZ-6, PZ-12S, PZ-12I, and PZ-12D was filled with 
materials of greater hydraulic conductivity during the Tar Pond filling activity prior to capping. The fly ash 
and mixed fills used for the final filling of the Tar Pond were specifically chosen and intended to be more 
hydraulically conductive for minimal displacement of the remaining sludges and pond water.  During 
precipitation events, the former Tar Pond area is likely more influenced by infiltration, through the migration 
and accumulation of infiltrated precipitation at the less hydraulically conductive fills, resulting in perched 
groundwater.   

Cross Section A-A’ (Figure 7-10) shows the location of the seep area in relation to the groundwater 
elevations.  The shallow perched groundwater elevations in the vicinity of PZ-2 and PZ-6 contribute to the 
seeps on the north slope of the landfill.  The seeps are occurring along the edge of the former Tar Pond 
water edge as shown in the 1973 aerial imagery provided as Figure 7-6E.   

From the historical imagery it can be hypothesized that the seep location is where the clay cap may have 
been keyed to the existing north clay berm that formed the north edge of the Tar Pond.  Perched 
groundwater in the former tar pond area occasionally exceeds the elevation of the northern clay berm 
resulting in seeps through fractures and or joints in the clay cap to clay berm interface.  
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7.3.2 RGIS LS-4 TO LS-5 IMPROVEMENTS 

The Lift Station 4 (LS-4) to Lift Station 5 (LS-5) Revetment Groundwater Interceptor System (RGIS) is 
adjacent to the 1925 Landfill south berm.  This portion of the RGIS system collection tile was upgraded 
beginning in June of 2022 and concluded in October of 2022.  The following year, lift station LS-5 was 
upgraded starting in October of 2023 and concluded in January of 2024.  To understand whether the RGIS 
LS-4 to LS-5 improvements have had an impact on groundwater elevations within the 1925 Landfill, 
groundwater elevations from the SAP piezometers and daily volume pumped from lift station LS-5 was 
plotted. 

Daily volume pumped for the past 5 years at LS-5 is provided as Figure 7-11.  The portion of the LS-4 to 
LS-5 tile that is adjacent to 1925 Landfill discharges primarily to LS-5. In addition to the daily volume 
pumped, the approximate date ranges of the LS-4 to LS-5 tile and LS-5 lift station upgrades have been 
plotted.  To understand if the observed increase in the daily volume pumped at LS-5 has had an impact on 
groundwater elevations from the 1925 Landfill SAP piezometers, groundwater elevations are plotted on 
Figure 7-12A through Figure 7-12Q for the past ten years.  In addition to the groundwater elevations, the 
ground surface elevation and the approximate date ranges of the LS-4 to LS-5 tile and LS-5 lift station 
upgrades have been plotted.  Where the groundwater elevation is equal to or is greater than the ground 
surface elevation, it can be interpreted that there will be a greater chance of seeps.   

Of the 1925 Landfill piezometers monitored as part of the SAP, PZ-1D, PZ-13S and PZ-13I had 
groundwater elevations that were close to the ground surface elevation and PS-1S and PZ-2 had 
groundwater elevations above the ground surface elevation at some point.  PZ-1D, PZ-1S, and PZ-2 are in 
the approximate location of the observed seeps.  No seeps have been observed at PZ-13S and PZ-13I.   

The groundwater elevation trends for all 1925 Landfill SAP piezometers do not show any observable 
increasing or decreasing trends in the ten year trend period.  During and after the completion of the RGIS 
LS-4 to LS-5 upgrades, there were no reductions in groundwater elevations that correlate to the slight 
increase in the daily volume pumped from LS-5 that begins during the LS-4 to LS-5 tile replacement period. 

7.3.3 SUMMARY  

A summary of 1925 Landfill CSM findings is provided below: 

 The remaining open area of the 1925 landfill, referred to as the Tar Pond, was filled with 

hydraulically conductive fly ash and other fills prior to capping with 2 feet of clay in 1978-1980. 

 PZ-4S, PZ-4D and PZ-5 have been removed and were not representative of conditions inside of 

the 1925 Landfill. 

 Groundwater elevations at SAP piezometers PZ-1S, PZ-1D, PZ-2, PZ-6, MW-3S, MW-3I, PZ-12S, 

PZ-13S, PZ-13I, are hypothesized to be locally elevated as a result of perched groundwater due to 

the variation in fill materials used to fill the Tar Pond and those fills vary in compactness, hydraulic 

conductivity and communication with the other historical fills.  

 Elevated groundwater elevations observed in shallower piezometers are not consistent with 

groundwater elevations at deeper piezometers.  

 Deep groundwater elevations within the landfill are in equilibrium with regional groundwater 

elevations measured at similar upgradient elevations outside of the landfill. 

 Piezometers measured as part of the SAP show no observable increasing or decreasing trend over 

the past ten years. 

 RGIS upgrades from LS-4 to LS-5 did have a slight observable impact on the daily volume pumped 

from LS-5. 

 RGIS upgrades from LS-4 to LS-5 did not have an observable impact on groundwater elevations. 
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The primary objective to reducing seeps in the area is to reduce groundwater elevations below the clay 
berm to clay cap interface.  To further confirm that groundwater elevations observed at SAP piezometers 
PZ-1S, PZ-1D, PZ-2, PZ-6, MW-3S, MW-3I, PZ-12S, PZ-13S, PZ-13I are localized perched shallow 
groundwater, the collection of monthly groundwater elevations are proposed at the following non-SAP 
piezometers to augment the currently gauged SAP piezometer locations:   

 MW-2S 

 MW-2D 

 MW-4D 

 MW-4S 

 PZ-14S 

 PZ-13D 

 PZ-11D  

 PZ-11S 

 PZ-10S  

 PZ-10D 

 PZ-9D 

 PZ-9S 

 MW-5S 

 MW-5D 
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An evaluation of groundwater trends will be performed by plotting groundwater elevations vs. time with a 
plot of the respective surface elevations for each location.  Groundwater elevations from all gauged 
piezometers will be plotted on cross-sections to identify and track changes in the piezometric surface.   

To assess the impact of infiltration on shallow and deep groundwater elevations, level monitoring 
transducers will be deployed in select shallow and deep 1925 Landfill piezometers to gauge groundwater 
level increases immediately after precipitation events.   

7.4 2025 PATH FORWARD  

Dow will continue to implement monthly visual inspections of the cap in the area surrounding PZ-2 to 
monitor for leachate outbreaks and will conduct monthly static water level readings of the 1925 Landfill 
Hydraulic Monitoring Program monitoring wells and piezometers.  

Dow will also collect monthly groundwater elevations at an approximately 14 additional non-SAP 
piezometers.  The monthly groundwater elevations collected for both SAP and non-SAP piezometers will 
be evaluated to identify groundwater trends and plotted on cross-sections to identify and track changes in 
the piezometric surface.  In addition, level monitoring transducers will be deployed in select shallow and 
deep piezometers to track groundwater level response to precipitation events.  The results of the 
groundwater evaluation will guide the path forward on additional corrective actions. Dow will continue to 
restrict access in the area north of the phyto-plot including the area surrounding PZ-9i, PZ-2, and PZ-6.   

Work in 2025 is anticipated to be completed in accordance with the milestone schedule presented in Section 
16.0.  Unless otherwise necessary or requested, plans or findings will be provided during periodic progress 
meetings, which are scheduled to occur on an approximately monthly basis.  Annual updates detailing the 
work completed and projected for the next year will be presented in the annual CAIP. 
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8.0 SLUDGE DEWATERING FACILITY 

The Sludge Dewatering Facility (SDF) is a closed land-based disposal unit located on the corner of Saginaw 
Road and Salzburg Road in Midland County (Figure 8-1).  It was used in the 1970’s and 1980’s for 
dewatering and disposal of wastewater treatment sludge generated at Dow’s Midland Plant Site.  The unit 
is currently maintained under the Post-Closure Plan and routine sampling is currently conducted in 
accordance with Condition II.K. and IX.A.1. of the Operating License. 

8.1 OVERVIEW OF SITE CHARACTERIZATION AND INTERIM 
MEASURES 

As detailed in the Environmental Monitoring Program SAP for the Operating License, samples and field 
parameters are obtained from the SDF Groundwater Detection Monitoring Wells on a quarterly basis.  
Samples and field parameters are obtained from Perimeter Wells every four years, or in response to 
Hydraulic Monitoring Performance Criteria not being met.  SWLs are collected from SDF wells on a quarterly 
basis. 

The 2015 Operation and Maintenance Inspection Report for the Sludge Dewatering Facility (SDF)
(Inspection Report) conducted by EGLE noted an outward gradient identified at Cell 1. This report also 
noted that water levels in the internal piezometer (6143) within Cell 1 and external well 3775 appeared to 
be tracking (Figure 8-1).  As an immediate action in response to the noted outward gradient in Cell 1, 
Perimeter Monitoring Well 3916 was added to the 2016 quarterly sampling events and will continue as such 
until determined otherwise.  

In further response to the conditions of concern noted in the EGLE Inspection Report, Dow also submitted 
a Response to 2015 Operation and Maintenance Inspection Report, dated November 19, 2015.  As 
described in this document, the water levels measured at 3916 had been measured below that of internal 
piezometer 6143 consistently for years.  A decrease in groundwater elevation in well 3916 was first 
observed in 2012, around the time of road construction on Salzburg Road, which included changes to the 
ditch along the south of Salzburg Road.  Evaluation of the SWL data has continued to indicate an inward 
gradient at all other SDF wells.  The additional chemical analyses conducted for Perimeter Well 3916 has 
also provided no indication of a release from SDF despite the noted apparent outward gradient. 

The Response to 2015 Operation and Maintenance Inspection Report also detailed analyses of hydraulic 
groundwater data and describes that additional investigation would be taken to resolve any potential issues.  
The additional investigation was then described in the 2016 Corrective Action Implementation Work Plan 
(2016 Work Plan) for the Midland Facility.  The 2016 Work Plan described planned slug and pump tests 
and described how the findings of the slug test would be used to modify and complete the design of the 
planned investigation.  

In May 2016, Dow submitted an Activity Plan to EGLE detailing single well pump tests, hydraulic profiling 
tool (HPT) work, and the installation of an additional groundwater monitoring well that were to be completed 
during an investigation to better characterize the waste material and the surrounding hydrogeologic 
environment.  Dow requested EGLE approval of the Activity Plan specifically due to the need to disturb the 
final cover to complete the HPT borings at the closed facility.  On July 8, 2016, EGLE granted conditional 
approval of the Activity Plan. 

Dow then initiated a drilling and HPT investigation at Cell 1 and Cell 7 in July 2016.  Based on the data 
evaluations performed in 2017, priority actions were planned for SDF during 2018 including CSM 
development and the installation of an approximately 100-ft long section of permeable backfill and 
perforated collection tile that would be tied into the existing manhole within Cell 1. The demonstration-scale 
system was intended to be monitored for drawdown and then be used to design a full-scale implementation 
for Cell 1 to reduce the head inside the cell to an elevation below that of the external piezometers. 
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The CSM of the SDF including Cell 1 was completed in 2018 (Figure 8-2).  Site characteristics were entered 
into a 3D-groundwater flow modeling program (MODFLOW).  Capture zone and radius of influence (ROI) 
simulations were performed to demonstrate the effectiveness of the proposed pilot system.  Because the 
demonstration-scale dewatering system within Cell 1 would necessarily disturb the final cover at the closed 
SDF in Cell 1, Dow submitted a request to EGLE to review a liner repair plan to facilitate installation of the 
demonstration-scale dewatering system for Cell 1 at the SDF in December 2017.  After plans were 
approved in 2018, the pilot tile installation and liner repair were completed in late October 2018 with an 
additional eight monitoring wells installed to assist in the evaluation of the pilot system in early 2019.   

Evaluation of the SDF groundwater monitoring network at the SDF Cell 1 was performed to study the 
groundwater flow direction, well construction, and current and proposed monitoring well placement relative 
to groundwater flow direction with the current pilot system.  Overall, the pilot demonstration-scale system 
showed the drain was effective and did produce the desired result; however, may be more susceptible to 
seasonal groundwater variation than anticipated.  As such, final steady state groundwater modeling studies 
utilizing fully penetrating barrier walls (slurry walls) and a new drain system were modeled to assess 
potential increased drawdown and capture in Cell 1 (Figure 8-3). Therefore, the solution to improve 
groundwater migration and gradient control at the SDF Cell 1 was determined to be a fully penetrating slurry 
wall along the north and west perimeter of Cell 1 and additional installation of a new drain tile collection 
system encapsulating Cell 1.   

Work then focused on the preparation of design and logistical plans for the slurry wall/drain tile based on 
the conceptual design for Cell 1 and the design of appropriate means to adequately monitor the 
effectiveness of the design. 

8.2 TILE AND SLURRY WALL RESTORATION AND EVALUATION 
(2021-2024) 

Work in 2021 focused on the preparation for and installation of the slurry wall/drain tile restoration work for 
Cell 1.  The design and planning for the Cell 1 Restoration Workplan (Workplan) was substantially 
completed in 2020.  The plan was finalized and submitted for agency review and approval in March 2021.  
With the Workplan submittal, Dow requested a minor modification to the Operating License in accordance 
with R 299.9519(9).  An overview of the submittal and license modification was then discussed with the 
agency at the March and April 2021 CA Status Meetings.  At the April CA Status Meeting, after review of 
the plan and modification request, the agency advised that they were reviewing the plan and would have 
some comments and that Dow should hold off on the license modification request until Dow can provide 
As-Builts, after the work is completed.  On May 6th, EGLE and Dow had a technical call to discuss EGLE’s 
comments on the Workplan.  On May 13th, Dow submitted the response to EGLE comments with a revised 
Workplan addressing their concerns. On June 1st, EGLE issued their approval letter and confirmed that 
they preliminarily agree that a minor modification to the License is appropriate once work is completed. 

The purpose of this project was to restore the existing leachate collection system to its original intended 
functionality. The Workplan included design drawings and specifications; a Hydrological Evaluation and 
Design Report, which included boring information and design calculations; and a conceptual schedule for 
completion.   

8.2.1 TILE AND SLURRY WALL CONSTRUCTION 

The work for the SDF Cell 1 drainage restoration included the installation of approximately 730 feet of new 
drainage tile around the perimeter of the cell and 495 feet of new soil-bentonite barrier wall (SBBW) around 
the northern and western perimeter of the cell as shown in the site plan included as Figure 8-3.  

495 feet of SBBW was installed to a finish depth of 598 feet in two sections starting with the west wall 
section totaling 129 feet originating in the north-west corner of Cell 1 and installed travelling southward. 
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Following completion of the west wall, the north wall was constructed originating in the north-west corner 
of Cell 1 and tying into the west wall at this location. The north wall was constructed to a length of 366 feet.

Additionally, six new monitoring wells were installed around the perimeter of the cell to evaluate water levels 
in and around the cell.  One group of three monitoring wells was installed along the northern perimeter and 
the other along the western perimeter of the cell as indicated on Figure 8-3.  One well in each of these well 
groups was installed within the cell, one between the new tile system and the slurry wall, and one outside 
the slurry wall.  

The Post-Construction Completion Report was included in the 2021/22 CAIP. 

8.2.2 SYSTEM EVALUATION  

To assess the system effectiveness, SWLs were collected at the compliance wells 3916, 3775, Cell 1 
internal piezometer 6143, and the newly installed drainage system wells (9719, 9718, 9717, 9716, 9715, 
and 9714) weekly for over 3 months in 2022. The system performance was assessed weekly to ensure that 
performance criteria were being met. Performance criteria was defined in the Workplan to be met if weekly 
evaluation of the data demonstrates an inward gradient toward the cell. Performance criteria has been met 
throughout the entire monitoring range. Water elevations between the compliance wells and the internal 
piezometer 6143 were also assessed and were found to have a strong demonstration of inward gradient 
through the monitoring period.   

Since 2023, work has continued to verify the effectiveness of the cell improvements.  SWLs were collected 
during all four quarters of 2023 and 2024 to evaluate the upgrades to Cell 1. An inward gradient toward the 
cell has been maintained in through the Q4 2024 event. Figures 8-4 through 8-7 show the 2024 Q1 - Q4 
water elevations, respectively, and demonstrate that the upgrades continue to maintain an inward gradient 
toward the cell.   

8.3 2025 PATH FORWARD  

Work in 2025 will continue the collection of quarterly SWLs for ongoing system evaluation. SAP and Post-
Closure Plan modifications to incorporate the Cell 1 improvements and additional continued SWL 
evaluations will be submitted with the license renewal application in 2025.  

Work in 2025 is anticipated to be completed in accordance with the milestone schedule presented in Section 
16.0.  Unless otherwise necessary or requested, plans or findings will be provided during periodic progress 
meetings, which are scheduled to occur on an approximately monthly basis.  Annual updates detailing the 
work completed and projected for the next year will be presented in the annual CAIP. 
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9.0 POSEYVILLE LANDFILL 

Poseyville Landfill (PLF) is within the contiguous property boundary of Dow, located west of the Dow 
industrial complex and southwest of the City of Midland in Midland Township (Figure 9-1).  The landfill is 
bordered on the east by the Dow complex, and by Dow property to the north.  The landfill was operated as 
a municipal landfill by the City of Midland, beginning in 1940.  Dow purchased the landfill and began 
operations in 1955.  Landfill operations were discontinued on January 5, 1981.   

A draft compliance and final closure schedule for PLF, was submitted to Michigan Department of Natural 
Resources (MDNR) by Dow on August 18, 1981.  The proposed schedule for closure included details 
regarding the installation of additional monitoring wells to be sampled and analyzed for specific parameters.  
Dow also committed to defining the hydrogeological conditions in the northeast corner of the site including 
the flow direction, aquifer thickness, and water quality.   

9.1 OVERVIEW OF SITE CHARACTERIZATION AND INTERIM 
MEASURES 

Dow was issued a hazardous and solid waste amendment (HSWA) permit on October 12, 1988. Dow was 
required to submit a RCRA Facility Investigation (RFI) Phase I Environmental Monitoring Report (Phase I) 
for the PLF SWMU within 365 days of the effective date of the permit.  The report submitted October 12, 
1989, detailed past monitoring requirements, an apparent leakage in the northeast corner of the facility, 
and corrective action measures completed.   

In 1996, Dow submitted the final two sections of the PLF RFI Phase II Release Assessment (Phase II).  
The report focused on chemical and hydraulic monitoring data of the isolated plume on the northeast corner 
of the landfill, and analysis of the chemical data from groundwater within the plume.  The data was evaluated 
in order to provide a comprehensive hydraulic picture of the effectiveness of the purge wells employed to 
contain and remediate the groundwater in the plume.   

Routine sampling at PLF is currently conducted in accordance with the Operating License SAP.  Hydraulic 
information, as well as groundwater samples are collected and analyzed.  Samples are regularly collected 
for Leak Detection Chemical Monitoring, Corrective Action Chemical Monitoring, and Corrective Action 
Hydraulic Monitoring.  Four purge wells in the northeast corner of the landfill (2690A, 2917, 2960, and 
2961), that were installed to mitigate the plume in the northeast corner, are part of the Corrective Action 
Chemical Monitoring Program and are sampled quarterly for benzene, chlorobenzene, chloroform, and 
ethylbenzene.   

The four purge wells are screened at the base of the Eastern Till Sand Body, which lies beneath the 
northeast corner of the PLF and extends beyond the landfill boundaries (Figure 9-1).  A slurry wall, keyed 
into clay till beneath the till sand, is present to isolate the portion of the till sand present beneath the landfill.  
The well pumps are controlled by water level probes in the well casings to maintain a consistent drawdown 
profile into the well.  The volume of water pumped from each of the four purge wells is recorded.  

Hydraulic monitoring is conducted for the Eastern Till Sand Body outside of the landfill perimeter slurry wall 
using an array of piezometers as shown in Figure 9-1.  The hydraulic monitoring is utilized to observe 
groundwater drawdown into the four purge wells and ensure that existing contaminants do not migrate away 
from the landfill perimeter.   

9.2 NORTHEAST CORNER 

In 2016, Dow contracted with EarthCon Consultants, Inc., now WSP, to perform groundwater plume 
analytical services to help further understand the groundwater plume in the northeast corner of the PLF.  
WSP initially performed the plume analytics to help provide a better understanding of the overall behavior 
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of the plume dynamics by conducting a stability analysis looking at the center of the mass over time, the 
aerial extent of the plume, and the overall spatial difference of the plume from 1995 to August 2016. 

WSP found that in the earlier period of the analyses, the dissolved plume in the northeast corner was 
centered near well 2917 and extended to the east near purge well 2961 and west near purge well 2960.  
Sustained pumping from peripheral purge wells 2960 and 2961 appeared to have then resulted in cleanup 
of the dissolved plume in the eastern and western portions by about 2010.  

Based on the additional analyses, it was hypothesized that release of constituents was likely not a one-time 
release and it appeared that there may be an on-going sourcing of constituents into the study area.  
However, based on recent purge rates and site data, it also appeared that the plume was at or near a point 
of hydrodynamic equilibrium (e.g., the rate of pumping is such that the plume was stable).   

There also appeared to be a dynamic between purge wells 2690A and 2917, whereby the plume behaves 
differently depending on the ratio of flow rates between these two wells.  For example, based on observation 
of site data from 1995 through 2016, plume attenuation rates were better when the flow rate from 2960A 
far exceeded the flow rate from 2917 and were sub-optimal when flow rates from 2917 exceeded those 
from 2690A.  It was also noted that purge wells 2960 and 2961 had exhibited generally ND or below criteria 
concentrations.  Their continued pumping appeared to expand (or retard the collapse of) the present 
dissolved plume. 

Based on this evaluation and other analyses conducted in 2016, additional actions were planned including 
the development and implementation of a Purge Well Optimization Study (Study).  Since purge wells 2960 
and 2961 exhibited generally ND or below criteria concentrations, and their continued pumping was 
potentially slowing the collapse of the present dissolved plume, the optimization study included a trial, 
depending on observable trends, during which wells 2960 and 2961 would be shut down and pump rates 
of the remaining two purge wells would be optimized.  

As the 2016 evaluation also suggested the continued release of COCs in the northeast corner of the landfill, 
additional investigation of the potential continued sourcing of the plume area was also implemented. As 
reported in the 2017/18 CAIP, a total of 27 borings were advanced within and around the northeast corner 
of the PLF during a membrane hydraulic profiling tool (MiHPT) investigation.  The MiHPT investigation was 
also supplemented with the collection of groundwater samples at existing piezometers, monitoring wells, 
and purge wells as well as water samples collected at MiHPT locations to assist in the interpretation of 
results and confirm specific analyte concentrations.  Based upon the MiHPT boring responses and the 
confirmatory water quality data, an apparent breach in the slurry wall was identified. between MiHPT boring 
locations PLF-14 and PLF-16, centered approximately on MiHPT boring PLF-15 (Figure 9-2).  Impacts 
were observed to extend to the north of the slurry wall. As described below in Section 9.2.1, the new slurry 
wall was completed to address these impacts at the end of 2019. 

9.2.1 PURGE WELL OPTIMIZATION STUDY 

In March 2017, details of the Study were shared with EGLE at the regular monthly coordination meeting.  
The implementation of the optimization study began November 13, 2017, by shutting off the pumps at 2960 
and 2961.  In Q1 2018, monitoring wells 5923, 5924, and 2549 (network expansion wells) were added to 
the optimization monitoring well network to have a more robust network for monitoring plume migration.  
The rest of the monitoring network consists of the PLF Corrective Action Chemical Monitoring Well Network 
listed in Table 2-N of the SAP. 

Since beginning the Study in 2017, flow rates from purge wells 2917 and 2690A have been monitored and 
reported out at routine CA status meetings.  Maintenance on the pumps has been performed as necessary 
to provide enhanced performance. In addition, quarterly monitoring of the expanded monitoring well network 
has been conducted and updates have been made by WSP to the groundwater plume analytics to 
understand trends in plume area, concentration, and mass. Adjustments have been made to purge well 
pump operation as necessary to address apparent trends in the plume. Annual summaries of the plume 



The Dow Chemical Company 2024 Corrective Action Implementation Summary Report 
and 2025 Work Plan 

Midland Plant 9-3

AECOM January 2025 

trends, purge well adjustments and maintenance efforts have been provided in the 2018/19, 2019/20, 
2020/21, 2021/22, 2022/23, and 2023/24 CAIPs. 

In the latter part of 2020, after the completion of the new slurry wall in Q4 2019, a potential upward trend in 
concentrations was observed in well 6174.  Additionally, it was noted that concentrations in 2549 did not 
appear to be decreasing post slurry wall construction as anticipated.  The plume analyses from Q4 2020 
suggested that the pumping activity from purge well 2961 was potentially pulling the plume to the back to 
the east, which is an undesired condition.  Purge well 2961 was turned off and well 2960A was turned down 
to attempt to increase the pumping rate from well 2917. The pumping rate for well 2960A was turned up 
again when no significant increase able to be gained from well 2917. 

To mitigate this potential migration, purge well 2961 was shut off on February 17, 2021, and purge well 
2690A was also turned down on February 16, 2021, in an attempt to get greater pumping rates from well 
2917.  The pump rate for purge well 2690A was increased again on April 21, 2021, as the decreased rate 
did not increase the pumping rate out of well 2917.  

Revised optimization plans also included the installation of a new purge well near the existing monitoring 
well 2549, as the center of mass of the plume has shifted to the east.   A new purge well was installed 
northwest of the existing 2549 in late 2021; however, due to some necessary design modifications, the new 
purge well was not able to be completed until 2022 (Figure 9-3).    

Concentrations in 6174 and 2549 trended downward in 2021 following the peak concentrations in 2020 
from this recent minor trend at these wells. It was hypothesized that the unusual minor increases in 
concentrations at these well locations could have been caused by impacts from the disturbance created by 
the construction activity from the completion of the new slurry wall. If this was the case, it was expected 
that the concentrations will continue to decrease over 2022, especially with the installation of the new purge 
well.  Concentrations in 6174 and 2549 increased in Q1 and Q2 2022 following a decrease in concentrations 
in 2021, though not to levels as high as the 2020 peak, shown in Figure 9-4 and Figure 9-5.  

Purge well 2549 became operational on December 15, 2022. With the benefit of the new purge well 2549, 
it was expected that concentration trends would continue to decrease in first quarter 2023.  

Concentrations in 6174 and 2549 both decreased from Q4 2022 to Q1 2023 but increased slightly again in 
Q2 and Q3 2023 though still at levels below the 2020 peak. Concentrations in 2960A have also been stable 
at low levels. Overall concentrations of chlorobenzene, benzene, and ethylbenzene have been decreasing 
since the installation of the slurry wall.  

9.3 LEACHATE COLLECTION SYSTEM UPGRADES 

Beginning in 2018, agency approved upgrades to the PLF leachate collection system and slurry wall have 
been implemented at PLF. Approximately 8650 feet of new tile along the north and south side of the landfill 
have been installed, as well as associated manholes (Figures 9-19 through 9-21) In addition, 475 feet of 
slurry wall in the northeast corner was installed to address the apparent slurry wall breach identified in the 
2017 MiHPT investigation.   

In late 2021, upgrades were made to multiple lift stations.  Upgrades to LS#202 and LS#203 included 
removal of the existing flat top and replacement with an RGIS style top hat.  Concrete was replaced to 
ensure a seal between the concrete and the new lids.  The existing goose necks within the lift stations were 
replaced to bring the connect points up to workable level with the new lids.  Electrical and instrumentation 
wiring were replaced to accommodate the new lids.  An 8-inch bypass line was installed from the Poseyville 
force main to the downstream side of Lift Station #119, to allow flow in case LS#119 fails. 

Summaries of these construction projects and as-built drawings of the completed construction have been 
provided in the 2018/19, 2019/20 and 2020/21 CAIPs. Continued tile upgrades along the east and west 
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sides of the landfill were planned and anticipated to take place within five years of completion of the last 
effort.   

9.4 WORK IN 2024 

Work in 2024 included monitoring and managing the plume area and the east and west tile design and 
construction.  

9.4.1 2024 NE CORNER AND PURGE WELL OPTIMIZATION 

Table 9-1 presents the purge and flow rates for purge wells 2690A, 2917, and 2549 for Q4 2023 through 
Q3 2024. Table 9-2 provides the statistical trends of three primary plume characteristics (area, 
concentration, and mass) observed in Q4 2023 through Q3 2024. The statistical trends in Table 9-2 are in 
relation to the November 2019 sampling event. Table 9-3 provides the statistical trends of the three primary 
plume characteristics observed in Q4 2023 through Q3 2024, but compared in relation to the March 2021 
sampling event. Figures 9-6 through 9-17 show the plume analyses for the three primary COCs for the 
plume (benzene, chlorobenzene, and ethylbenzene, for fourth quarter 2023 through third quarter 2024). 
Figure 9-18 shows groundwater elevation and flow maps for Q4 2023 through Q3 2024.  

Concentrations in 6174 decreased from Q4 2023 to Q1 2024 but increased slightly again in Q2 and Q3 
2024 though still at levels below the 2020 peak (Figure 9-4). Concentrations in 2549 have continued to 
decrease since Q2 2023 (Figure 9-5). Concentrations in 2960A have also been stable at low levels. Overall 
concentrations of chlorobenzene, benzene, and ethylbenzene have been decreasing since the installation 
of the slurry wall.  

As shown in Figures 9-6 through 9-17, the center of plume mass of the plume has stayed focused around 
the new purge well (PW 2549) throughout the reporting period. As discussed in the November 2023 EGLE 
meeting, it was proposed to shut down 2960A in an attempt to collapse the plume and increase flow rates 
in 2549 and 2017. Dow began lowering the flow rate of 2960A in Q2 2024 from an average of 9,000 gallons 
per day (gpd) in Q4 2023 and Q1 2024 to an average of 2,000 – 3,000 gpd in Q2 2024 and Q3 2024. Other 
flow rates were not as high as expected, with 2917 ranging from 2,300 to 3,700 gpd and 2549 ranging from 
100 to 1,100 gpd. Also as depicted in the figures, well 2960A is on the outer edges of the western perimeter 
of the plume.  Additionally, Dow installed trenching to attempt to direct additional flow toward the well and 
replaced pump controllers.   

In September 20, 2024, EGLE provided an Operation and Maintenance Inspection Report for PLF.  The 
2024 O&M Report noted concern regarding additional parameters detected by the agency, outside the 
scope of the approved SAP for PLF, exceeding the applicable GSI pathway criteria; and the potential that 
the current pump and treat system may not be effective in capturing these additional contaminants. The 
agency request that Dow is providing information requested by EGLE within 30 days of receipt, to address 
the concerns raised, ahead of our annual submittal of the CAIP.  Dow responded to the agency’s request 
on October 18, 2024 and provided the summary of past investigation and outlined additional actions that 
would be taken to further investigate the agency’s findings in 2025.  Subsequent to this submittal, Dow has 
further clarified the path forward for additional work in 2025. 

9.4.2 2024 PLF EAST AND WEST SIDE TILE UPGRADES 

Work on the tile upgrades began in July 2024 with approximately 3,560 feet of excavation, beginning at Lift 
Station #202 and extending west to proposed manhole 202H. The purpose of this project was to upgrade 
the existing leachate collection system to the current standard set by the RGIS system operating within the 
Dow Chemical Plant.  

The existing leachate collection tile and permeable cutoff wall (french drain) were replaced by excavating 
an approximately 30-inch wide trench and installing filter stone (drainage media) and an 8-inch perforated 
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HDPE collection pipe (tile). Following the excavation completion, the 4” forcemain piping was fused, 
pressure tested, trenched, and installed from LS#203 to LS#201 and LS#202 to LS#201. The 8” HDPE 
collection tile was then installed between each lift station and manhole. Manholes were excavated, trench 
boxes set, and then restored. The upper portion of the trench was backfilled with 24 inches of compacted 
clay. The compacted clay was isolated from the drainage media by a geosynthetic clay liner (GCL). Finished 
grade is six inches of crushed limestone, separated from the compacted clay by a non-woven geotextile 
separator or six inches of topsoil with seed. Relevant design detail drawings are included as Appendix M. 

The new pipe was cleaned and tested, which consisted of running a water jet through the new pipe to 
remove all soil and debris which may have entered during construction.  Testing consists of manually pulling 
a mandrel (pig) through the new pipe.  The acceptance criteria for pulling the pig through the new pipe is 
“no resistance”.  Any new pipe found to be defective will be repaired, replaced or adjusted to grade.  When 
repairs have been made, the new pipe will be re-cleaned and re-tested.    

9.5 2025 PATH FORWARD

Since the O&M inspection, Dow has installed trenching to direct additional flow toward the well and replaced 
pump controllers and replaced the pump system in PW 2549; however, the initial increased recovery rates 
seen in late 2024 were not able to be sustained through the beginning of 2025.  As such, Dow will move 
forward with plans for to install a replacement purge well at the general location of PW2549. After the 
installation of the new well, prior to pump system installation, Dow plans to complete aquifer testing to 
ensure that the new well will have a greater capacity. 

Dow will also complete fate and transport analysis of the analytes detected in EGLE’s May split sample 
results to ensure there is no unmitigated risk based on these findings.  Dow will propose additional sampling 
and/or changes to the SAP based on these additional findings as well as further assessment of the hydraulic 
conditions. 

Additionally, Dow will continue to monitor GWE weekly and conduct quarterly sampling in the network 
expansion wells and will begin hydraulic modeling of the NE corner of the landfill as an initial phase CSM 
development. This will also Dow to better assess PW configurations and alternatives.    

Work in 2025 is anticipated to be completed in accordance with the milestone schedule presented in Section 
16.0.  Unless otherwise necessary, requested plans, updates, or findings will be provided during periodic 
progress meetings, which are scheduled to occur on an approximately monthly basis.  Annual updates 
detailing the work completed and projected for the next year will be presented in the annual CAIP. 
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10.0 NORTHEAST PERIMETER 

The Northeast Perimeter (NEP) is located along the north and east facility boundary of the Midland Plant 
(Figure 10-1). This area has been identified as having the potential for seasonal off-site migration of shallow 
groundwater and possible venting to storm sewers located along Washington Street, Bay City, and South 
Saginaw Roads. Historic releases of organic contaminants have been identified by detection in groundwater 
monitoring wells and include benzene, CFC-11, dichlorofluoromethane (CFC-21) and the organic daughter 
products and inorganic byproducts from natural attenuation of chlorinated ethenes.  

Figures 10-1 and Figure 10-2 provide an overview of the site location and the current monitoring well 
network. Figure 10-3 shows the three defined areas of interest of the NEP and the series of borings installed 
in 2017 as part of the investigative drilling work using a membrane interface hydraulic profiling tool (MiHPT). 
The three areas of interest include the 6175 Area; 6178 Area; and Chlorofluorocarbon (CFC) Area.

10.1 RECENT INVESTIGATION OVERVIEW 

The groundwater monitoring program for the NEP was added to the RCRA Facility SAP in April 2006 and 
received MDEQ approval on September 27, 2007 (Figure 10-2). During implementation of the approved 
groundwater monitoring program at the NEP, vinyl chloride was detected in two monitoring wells (MW-6175 
and MW-6178). In 2008, Dow also completed an investigation near monitoring wells 3540A and 4358 due 
to detectable concentrations of CFC-11 and CFC-21.   A GSI criterion has not formally been developed for 
CFC-11 or CFC-21; however, the available toxicity data suggested that the criterion, if developed, may be 
lower than the concentrations detected in this area (URS, 2011). Subsequently, additional groundwater 
investigations have been developed and implemented to determine the extent of groundwater impacts. 

In 2017, drilling using MiHPT and follow-up laboratory analyses were completed to further assess the three 
defined areas of the NEP (Figure 10-4). Details on the planned work was provided in the 2016/17 CAIP. 
The methodology and results of the 2017 investigative work were detailed in the 2017/18 CAIP. The findings 
defined preliminary limits of impacts of site analytes of interest (AOIs) for each of the three investigative 
areas. 

The MiHPT investigation identified a DNAPL source area south of the 6175 Area that appeared to be 
predominantly comprised of PCE. The primary AOIs identified through the investigation in the 6175 Area 
included PCE, TCE, cis-1,2-DCE and vinyl chloride. The 6178 Area AOIs were limited to cis-1,2-DCE and 
vinyl chloride. For DCE detections, cis-1,2-DCE comprises a significant percentage of the total DCE, 
therefore, it is inferred to represent a reductive dechlorination by-product of a PCE or TCE source. In the 
CFC Area, the primary AOIs identified were CFC-11 and CFC-21. Table 10-1 presents the summary 
statistics and screening results for groundwater samples collected to date. The results are compared to 
EGLE Part 201 GSI Criteria. 

Due to the complex nature of the site geology and stratigraphy, refinement of the CSM was determined to 
be prudent prior to additional fieldwork. A high-resolution CSM (HRCSM) applying Environmental Sequence 
Stratigraphy (ESS) was planned. The results of the HRCSM were presented in the 2020/21 CAIP. The 
development of the HRCSM was intended to be used to better understand the subsurface conditions that 
control the fate and transport of CFCs and chlorinated volatile organic compounds in groundwater at the 
NEP.  This effort is discussed in further detail in Section 10.2.1. 

10.2 2022/23 DATA GAP INVESTIGATION  

Work in 2021 focused on re-examining the site data gathered and HRCSM developed from that data.  This 
work led to identification of additional data gaps at each of the three NEP areas of interest.  A workplan 
focused on closing the identified data gaps was developed (2021 Workplan).  An overview of the fieldwork 
completed in 2021 and 2022 was detailed in the 2022/23 CAIP and is shown on Figure 10-5.  
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Work in 2023 focused on the evaluation of data gap investigation results and incorporating the findings into 
the understanding of the site and HRCSM.  The data gap investigation results evaluation was detailed in 
the 2023/24 CAIP.  The following section presents a summary of the findings focused on those results that 
informed the 2024 monitoring network optimization approach. 

Sections 10.2.1 and 10.2.2 present the updates completed on select ESS cross-sections and a review of 
2022 groundwater elevation contours. Investigative work completed in 2021 and 2022 to address data gaps 
and the investigative findings are discussed in Sections 10.2.3 – 10.2.5.  

10.2.1 ESS CROSS-SECTION UPDATES 

Two of the 5 ESS cross-sections created from the 2020 HRCSM were extended and updated with additional 
monitoring wells and soil borings from recent site investigations. Figure 10-6 shows the ESS cross-section 
overview and Figure 10-7 is the legend. Sections A-A’, B-B’, C-C’ and D-D’ are oriented north to south 
crossing each NEP site. Section E-E’ is oriented from east to west across the NEP project site and crossing 
each N-S cross-section. Cross-section D-D’, oriented north to south across the 6178 Area, and cross-
section E-E’, oriented east to west across the NEP project site were updated based on the most recent 
fieldwork. Figures 10-8 to Figure 10-11 reflect the updates to cross-sections D-D’ and E-E’.  

Electrical conductivity (EC) logs from the MiHPT data were primarily used for understanding lithology and 
vertical facies trends at each borehole location. The depositional environments identified at each borehole 
using MiHPT data (calibrated with borehole core information) were propagated through the adjacent wells 
based on the correlation lengths determined through the research. 

Cross-section D-D’ (Figures 10-8 to Figure 10-9), within the 6178 Area, was extended south to include 
monitoring wells 9743 and 9746. The EC/K logs for 9743 and 9746 show the presence of both the Upper 
Channel Belt and Lower Channel Belt, although at smaller thicknesses compared to soil borings to the 
north (NEP-5 and NEP-6) on Figure 10-8. Also displayed on cross-section D-D’ are analytical results for 
9743 and 9746, see Figure 10-9.  

Cross-section E-E’ was extended both west and east to include soil borings 9753 and 9754 (within the 6178 
Area) and NEP-149 (within the CFC Area), respectively. The EC/K log for 9753 and 9754 show the Upper 
Channel Belt in both 9753 and 9754 and the Lower Channel Belt pinching out in 9754 on Figure 10-10. 
The NEP-149 EC/K log is also displayed on Figure 10-10, showing both the Upper Channel Belt and Lower 
Channel Belt.  

10.2.2 2022 GROUNDWATER ELEVATION CONTOURS 

A groundwater contour map was developed using October 2022 water level data from 28 wells across the 
NEP site. The wells were well-distributed across the site to provide good control for the development of 
groundwater contours. Groundwater elevation measurements ranged between a high of 628 ft. North 
American Vertical Datum 1988 (NAVD88) to a low of 621 ft. NAVD88. The October 2022 potentiometric 
surface is illustrated in Figure 10-12. 

Near the 6178 Area monitoring well network and north to monitoring well 6177 there is a prominent north-
northwesterly flow; however, by the eastern portion of the 6178 area, the predominate groundwater flow 
starts shifting to the northeast. Groundwater in the eastern part of NEP appears to flow away from a local 
high point surrounding monitoring well 3540A. West of 3540A groundwater flows towards the northwest, 
north of 3540A groundwater flows towards the north-northeast, and east of 3540A groundwater flows 
towards the east-southeast. The apparent groundwater high surrounding monitoring well 3540A is not well 
defined due to lack of gauging locations in that area of NEP. 
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10.2.3 6178 AREA SUMMARY OF FINDINGS 

The data gap investigation findings for the 6178 Area indicates that the identified data gaps for the 6178 
Area were sufficiently addressed.  Target analytes for the 6178 Area include: vinyl chloride, cis-1,2-DCE, 
trans-1,2-DCE, 1,1-DCE, PCE and TCE. 

West of Building 433, monitoring well 9743 may indicate the location of an isolated hot spot or source area 
for the 6178 Area.  The 2022 data and findings demonstrate that there is no vertical or horizontal connection 
between the 6178 Area and 6175 Area plumes.  2022 groundwater analytical results indicate an ND area 
of AOIs north of Building 433 between the 6178 Area and the 6175 Area with no connection between the 
two areas regarding transport of AOIs.  

Additionally, there appears to be no connection linking the results west of Building 433 and the PCE results 
in NEP-157 at the northeast side of the building.  Further monitoring or sampling directly north of Building 
433 is not warranted.  The 6178 Area plume delineation is confirmed to the west. 

The current monitoring well network is comprised of wells with identical screen intervals although underlying 
lithology in the area is not uniform. Placement of monitoring wells to capture the Lower Channel Belt and 
underlying Glacial Drift clay interface in the 6178 Area will allow for better monitoring and evaluation of the 
AOIs in this area. Several of the existing monitoring network well locations have screened intervals above 
the clay unit while others have screened intervals partially within the clay unit.  

Figures 10-10 and 10-11 show some well screen intervals with corresponding analytical results in relation 
to the lithology present in the 6178 Area. 9754 confirmed the presence of the clay surface depression that 
coincides with the surrounding area. Monitoring well network optimization design will address well screen 
intervals and placement. 

10.2.4 6175 AREA SUMMARY OF FINDINGS 

Review of the 2022 data and findings show there is no indication that 6175 Area AOI impacts are migrating 
off-site to the storm sewer.  Target analytes for the 6175 Area include: vinyl chloride, cis-1,2-DCE, trans-
1,2-DCE, 1,1-DCE, PCE, TCE, CFC-11 and CFC-21.    

Although groundwater flow is to the north of the on-site monitoring network, analyte concentrations currently 
attenuate to ND levels at the fenceline. The 6175 Area monitoring network is composed of wells with screen 
intervals shallower than the screen intervals of the off-site monitoring wells. Many of the on-site monitoring 
wells have 2023 AOI detections and/or exceedances. The monitoring network update design will address 
well screen intervals and will ensure that well and screen locations can confirm that there are no off-site 
impacts.  

Within the 6175 Area, AOIs in groundwater migrate from NEP-157 Area, following the groundwater gradient 
to the north-northeast (Figure 10-12).  Monitoring well 4355 is located directly north of NEP-157 and west 
of NEP-158. Due to the north-northeast groundwater gradient within the 6175 Area, AOIs in groundwater 
will migrate away from 4355.  Results confirm that 4355 delineates the western edge of the 6175 Area 
plume and that there is an area of ND results between the 6178 Area and the 6175 Area. 2023 groundwater 
samples collected in monitoring well 4355 showed ND results for AOIs and providing further evidence that 
there is no migration connection between the 6178 Area and 6175 Area.  

Nearly all the monitoring network wells have screen intervals above the Lower Channel Belt and Glacial 
Drift clay interface. Figure 10-11 shows some well screen intervals, with corresponding analytical results, 
in relation to the lithology present in the 6175 Area.  Monitoring well network optimization design will address 
well screen intervals and placement. 
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10.2.5 CFC AREA SUMMARY OF FINDINGS 

In the northern section of the CFC Area, groundwater sample results from 2017 indicate that CFCs are 
detected in the Lower Channel Belt Complex. Target analytes for the CFC Area include CFC-11 and CFC-
21.   

Groundwater flow along the eastern edge of the CFC Area predominantly trends east-southeast providing 
a potential migration mechanism off-site within both the Upper and Lower Channel Belts (Figure 10-11). 
Review of all available HPT logs from 2017 and 2022 field work along the eastern edge of the CFC Site 
confirm the Upper Channel Belt pinches out in the northeastern corner of the CFC Area, noticeably thinning 
when moving south to north. 

In the southern section of the CFC Area, 2017 groundwater analytical results show CFCs present in the 
Upper Channel Belt Complex. A potential pathway through the Upper Channel Belt exists in the southern 
region of the CFC Area; however, there is no evidence of COI detections south of NEP-149.  

Monitoring well 4359 is installed within a glacial till ridge-like feature that thins out the Lower Channel Belt, 
limiting the migration impacts observed in the Lower Channel Belt Complex. The feature was confirmed by 
four borings (9733, 9734, 9735, and 9736) installed north of 4359 (Figure 10-5). Lower Channel Belt off-
site migration north of NEP-149 is unlikely. The east-southeast flow along the eastern edge of the CFC 
Area is a potential off-site migration mechanism for the Lower Channel Belt Complex south of monitoring 
well 4359 (Figure 10-12).  

Review of HPT logs along the eastern edge of the CFC Site document the presence of the Lower Channel 
Belt starting at NEP-149 (Figure 10-10) and in each HPT log south of NEP-149. Although the ridge-like 
feature thinning the Lower Channel Belt does not extend south past 4359, AOI detections in groundwater 
south of 4359 are present within the Upper Channel Belt Complex but there is no evidence of off-site 
migration. Review of the 2022 site data have determined that off-site migration within the CFC Area by the 
Lower Channel Belt Complex is unlikely. 

10.3 2024 WORK 

In 2024, a plan to optimize the NEP monitoring well network was developed based on recent data gap 
investigations.  A review of the current groundwater monitoring program and findings from investigations 
conducted since 2017 informed the network optimization plan.   

10.3.1 PROPOSED NETWORK CHANGES 

Previous investigations have provided sufficient data to support the optimization of the NEP monitoring 
network.  Based on investigation findings indicating that site wells may not be screened at the appropriate 
intervals together (Table 10-2) with additional refinement of plume extent, optimization of the well networks 
at each of the three NEP Areas is warranted.  The network optimization plan was discussed with EGLE in 
September 2024.  Figure 10-13 presents an overview of the network optimization plan.  The following 
sections present the proposed changes to the three monitoring networks. 

10.3.1.1 6178 AREA 

The 6178 area is located on the western side of the Northeast Perimeter section of the facility but is not 
located immediately on the fenceline.  The current monitoring well network is comprised of wells with 
identical screen intervals although underlying lithology in the area is not uniform.  Placement of monitoring 
wells to capture the Lower Channel Belt and underlying Glacial Drift clay interface in the 6178 Area will 
allow for better monitoring and evaluation of the AOIs in this area.   
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Several of the existing monitoring network well locations have screened intervals above the clay unit while 
others have screened intervals partially within the clay unit. Figures 10-9 and 10-11 show some well screen 
intervals with corresponding analytical results in relation to the lithology present in the 6178 Area.  9754 
confirmed the presence of the clay surface depression that coincides with the surrounding area. Monitoring 
well network optimization design will address well screen intervals and placement. 

Table 10-3 presents the groundwater analytical results for AOIs that exceed GSI in the 6178 Area since 
2005.  All concentrations above GSI criteria are on-site.  Vinyl chloride represents the majority of the 
exceedances.   

The current well network for the 6178 Area consists of 12 wells, listed in Table 10-4 below and shown on 
Figure 10-2. All wells are sampled semiannually in the 2nd and 4th quarters and tested for the site AOIs, as 
shown in the SAP in Table 2-I.   

Table 10-4.  6178 Area Current and Proposed Monitoring Network Wells 

6178 Area Current 
Groundwater Monitoring 

Network Wells

Proposed 6178 Area 
Groundwater Monitoring 

Network Wells

5385 6177 

6177 9747 

MW-A MW-G 

MW-B MW-H 

MW-C MW-K 

MW-D NEP-6 

MW-F NEP-11 

MW-G NEP-12 

MW-H NEP-28 

MW-I 

MW-J 

MW-K 

The proposed network for the 6178 Area will consist of the 9 wells listed in Table 10-4.  Table 10-5 presents 
the current and proposed well depths and screen intervals of the proposed well network.   

Wells 6177, 9747, MW-G, and MW-H will be retained with no changes since the screens are appropriately 
placed to capture the top of the clay layer but are not fully placed within the clay layer. NEP-6, NEP-11, 
NEP-12 and NEP-28 will be installed as new wells in their current locations. These borings were MiHPT 
locations in the 2017 investigation and were drilled to a depth of 31 ft bgs.  Figure 10-14 shows the 
proposed well network.  

As described in the 2023/24 CAIP, the 6178 plume is stable and not moving off-site. Wells 6177, NEP-6, 
NEP-11, and NEP-12 provide confirmation that any impacts are remaining on-site and show no risk of 
migration.  Wells 9746 and 9743 serve to delineate the 6178 Area impacts.  All detections in MW-G and 
MW-H are currently less than criteria, both wells have had a few historic detections of vinyl chloride above 
GSI criteria (in 2016, 2017, and 2020 [MW-G] and 2013 and 2020 [MW-H]) and were retained for monitoring. 
Well 9747 will delineate the eastern edge of the 6178 Area. This updated well network will take steps to 
monitor the 6178 Area and demonstrate that there is no off-site migration.  

10.3.1.2 6175 AREA 

The 6175 Area is located in the central area of the Northeast Perimeter section of the facility and to the 
northeast of the 433 Building.  Although groundwater flow is to the north of the on-site monitoring network, 
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the 2022/23 data gap investigation results indicate that analytes currently attenuate to ND levels and there 
are no off-site impacts.  

Nearly all of the 6175 Area monitoring network wells have screen intervals above the Lower Channel Belt 
and Glacial Drift clay interface. Figure 10-10 shows some well screen intervals, with corresponding 
analytical results, in relation to the lithology present in the 6175 Area.  In addition, on-site wells have screen 
intervals shallower than the screen intervals of the off-site monitoring wells. The monitoring network update 
design will address well screen intervals and will ensure that well and screen locations can confirm that 
there are no off-site impacts.  

Table 10-6 presents the groundwater analytical results for AOIs that exceed GSI criteria in the 6175 Area 
since 2005.  All exceedances are on-site, and vinyl chloride represents the majority of the exceedances.   

Table 10-7 presents the off-site groundwater sample results which demonstrates that there are only 13 
total detections in off-site sample locations and all results are less than the GSI criteria.  Twelve of those 
detections occurred in MW-4B, including seven detections of cis-1,2-DCE and five detections of vinyl 
chloride.  An additional detection of cis-1,2-DCE occurred in 9759.  This table also compares off-site 
groundwater results to the Part 201 Residential Drinking Water (DW) criteria (EGLE, October 2023) and 
shows that two results for vinyl chloride from samples collected in MW-4B in 2008 (2.6 ug/L) and 2012 (4.2 
ug/L) were slightly above Residential DW criteria (2 ug/L).  These results have not been replicated.    

While the drinking water pathway is relevant to NEP, groundwater is not used as drinking water and the 
pathway is incomplete.  Within Midland County, outside the City of Midland Limits, glacial till sands are 
utilized as a source of drinking water; however, the shallow groundwater in the vicinity of the NEP Area is 
not used for drinking water and alternate water sources are available.  A restrictive covenant or other 
applicable institutional control will likely be implemented in the future to further restrict the use of 
groundwater.  

The current well network for the 6175 Area is listed in Table 10-8 and shown on Figure 10-2. All wells are 
sampled semiannually in the 2nd and 4th quarters and tested for the site AOIs, as shown in the SAP in Table 
2-I.  

Table 10-8.  6175 Area Current and Proposed Monitoring Network Wells 

6175 Area Current 
Groundwater Monitoring 

Network Wells

Proposed 6175 Area 
Groundwater Monitoring 

Network Wells

4355 9755 

6175 9756 

MW-1 9759 

MW-2 9762 

MW-3 9763 

MW-4 MW-2 

MW-5 MW-4 

MW-6 MW-5 

MW-7 NEP-10 

MW-8 NEP-158 

MW-9 

MW-10 

MW-2B 

MW-3B 

MW-4B 
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The proposed network for the 6175 Area is listed on Table 10-8.  Well MW-4 will be retained with no 
changes since the screen is appropriately placed to capture the top of the clay layer but is not fully placed 
within the clay layer. Wells 9755, 9756, 9759, 9762, 9763, MW-2, and MW-5 are existing wells that are all 
in an appropriate location but currently have hanging screen intervals. These wells will be redrilled to a new 
depth and new screens installed. NEP-10 and NEP-158 will be installed as new wells in their current 
locations. Table 10-5 shows the current and proposed well depths and screen intervals for the proposed 
monitoring well network. Figure 10-15 shows the proposed well network.  

As described in the 2023/24 CAIP, the 6175 plume is stable and not moving off site. Wells NEP-10, 9759, 
and 9763 provide verification that any impacts from the 6175 Area are remaining on-site and have no risk 
of migration. Wells 9755, 9756, MW-5, MW-4, MW-2, 9762, and NEP-158 all serve to delineate the 6175 
Area.  Wells 9755, 9756, and NEP-158 serve to capture the western edge of the plume, wells MW-5, MW-
4, and MW-2 serve to capture the northern edge of the plume, and well 9762 serves to capture the eastern 
edge of the plume. This updated well network will take steps to monitor the 6175 Area impacts and 
demonstrate that there is no off-site migration.     

 10.3.1.3 CFC AREA 

The CFC area is located on the eastern side of the Northeast Perimeter section of the facility.  In the 
northern portion of the CFC Area, groundwater sample results from 2017 indicate that CFCs are detected 
in the Lower Channel Belt Complex. Groundwater flow along the eastern edge of the CFC Area 
predominantly trends east-southeast providing a potential migration mechanism off-site within both the 
Upper and Lower Channel Belts (Figure 10-12).  Review of all available HPT logs from 2017 and 2022 field 
work along the eastern edge of the CFC Area confirm the Upper Channel Belt pinches out in the 
northeastern corner of the CFC Area, noticeably thinning when moving south to north.  

Table 10-9 presents the groundwater analytical results for the two AOIs at the CFC Area.  EGLE has not 
developed GSI criteria for chlorofluoromethane, dichlorodifluoromethane, dichlorofluoromethane (CFC-21), 
and trichlorofluoromethane (CFC-11).  Part 201 Clean-up Criteria (EGLE, 2023), footnotes 
dichlorodifluoromethane with “ID” or insufficient data to develop criterion and footnotes 
chlorodifluoromethane and CFC-11 with “NA” or not available. CFC-21 is not included in the table.  In 2010, 
Dow developed and proposed GSI criteria for CFC-11 (635 ug/L) and CFC-21 (150 ug/L) (Appendix N).  
Both proposed GSI criteria are included in Table 10-9 and detected concentrations above the proposed 
GSI criteria occur at 3540A, NEP-35, NEP-36, NEP-51, and NEP-53.  

In the southern section of the CFC Area, 2017 groundwater analytical results show CFCs present in the 
Upper Channel Belt Complex. A potential pathway through the Upper Channel Belt exists in the southern 
region of the CFC Area; however, there is no evidence of AOI detections south of NEP-149. The monitoring 
network update will include monitoring at NEP-54, NEP-149 and NEP-150 to confirm the CFC Area plume 
within the Upper Channel Belt complex remained on-site.  

The current well network consists of 3 wells that are listed on Table 10-10 and shown on Figure 10-2. All 
wells are sampled semiannually in the 2nd and 4th quarters and tested for the site AOIs, as shown in the 
SAP in Table 2-I.  
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Table 10-10.  CFC Area Current and Proposed Monitoring Network Wells 

CFC Area Current 
Groundwater Monitoring 

Network Wells

Proposed CFC Area 
Groundwater Monitoring 

Network Wells

4358 4358 

3540A 3540A 

6176 NEP-26 

NEP-38 

NEP-35 

NEP-54 

NEP-149 

NEP-150 

The proposed optimized well network for the CFC plume will consist of 8 wells (Table 10-10). Wells 3540A 
and 4358 are existing wells that are in an appropriate location but currently have hanging intervals fully 
screened within the clay layer. These wells will be redrilled to a new depth and new screens will be installed. 
NEP-26, NEP-35, NEP-38, NEP-54, NEP-149, and NEP-150 will be installed as new wells in their current 
locations.  

Table 10-5 shows the current and proposed well depths and screen intervals. Figure 10-16 shows the 
proposed well network. As stated above, wells 3540A and 4358 have screen intervals fully located within 
the clay layer and are therefore likely not capturing the full impacts of the plume. The MiHPT borings nearest 
these wells (NEP-53 and NEP-25) show clay layers from approximately 5 – 20 ft and 3 – 13 ft bgs. Both 
wells are currently too shallow and will be redrilled to a depth of 8 ft bgs with screen intervals for both from 
3 – 8 ft bgs. New wells will be installed at NEP locations 26, 35, 38, 54, 149, and 150. These borings with 
MiHPT locations in the 2017 investigation and were drilled to a depth of 31 feet.  

As described in the 2023/24 CAIP, the CFC plume is stable and is not moving off site. Wells NEP-38, 4358, 
and NEP-26 provide verification that any impacts from the CFC plume are remaining on site and have no 
risk of migration. Wells NEP-35 and 3540A provide plume delineation and serve to capture the northern 
and eastern edges of impacts in the plume, respectively.  This updated well network will take steps to 
delineate the plume and provide monitoring to show there is no off-site migration.     

10.4 2025 PATH FORWARD 

The investigation performed in 2021 and 2022 provides sufficient data to address identified data gaps and 
to support the design activities to optimize the well network for each of the three NEP areas.  In 2024, a 
plan to optimize the monitoring well network was developed for each of the three NEP areas based on this 
work.   Dow presented the network optimization approach at a CA status meeting in September 2024.   

In 2025, the fieldwork to support the optimized monitoring networks will be implemented.  New wells will be 
installed and existing wells identified for inclusion in the updated monitoring network will be redrilled to 
capture appropriate screen intervals for monitoring network effectiveness.  A re-assessment of the natural 
attenuation is currently underway to evaluate the progression of natural attenuation and how best to monitor 
progress moving forward in the optimized network. 

Following the completion of all wells, an initial monitoring event will be performed in alignment with the SAP 
to provide verification of the network optimization.  In addition, a review of the SAP groundwater monitoring 
program will be performed to focus the program on current understanding of analytes of interest and confirm 
the relevant natural attenuation parameters.  



The Dow Chemical Company 2024 Corrective Action Implementation Summary Report 
and 2025 Work Plan 

Midland Plant 10-9

AECOM January 2025 

Work in 2025 is anticipated to be completed in accordance with the milestone schedule presented in Section 
16.0.  Unless otherwise necessary or requested, plans or findings will be provided during periodic progress 
meetings, which are scheduled to occur on an approximately monthly basis.  Annual updates detailing the 
work completed and projected for the next year will be presented in the annual CAIP
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11.0 CHEMICAL DISPOSAL WELL 3 

Closed Chemical Disposal Well 3 (CD-3) is located east of Poseyville Road within the Midland Plant (Figure 
11-1).  The well was formerly used for injection of wastewater.  It was closed in 1985 and a groundwater 
collection tile and pumping station was installed in the immediate area prior to 1990 to capture groundwater 
and prevent off-site flow.  Hydraulic monitoring of the system through the use of piezometers began in 2004.   

The potential for off-site groundwater flow at the western boundary of the facility was identified and reported 
to EGLE in the Compliance Schedule Task H-11 West Side Shallow Groundwater Investigation Summary 
Report dated August 7, 2009.  Off-site flow was determined to have the potential to vent to storm sewers 
that were present at that time which drained southwards, eventually discharging to the Tittabawassee River 
downstream of the Dow Dam.  Interim measures continued in 2011 to address the issues identified at the 
site, as described below. 

11.1 OVERVIEW OF SITE CHARACTERISTICS AND INTERIM 
MEASURES 

Work completed in association with the H-11 project included a characterization of groundwater quality in 
the area by collecting a groundwater sample from facility shallow monitoring well MW-6172 and analyzing 
it for the presence of constituents listed in 40 Code of Federal Regulations (CFR) Appendix IX.  
Chlorobenzene was detected at a concentration exceeding generic GSI Criteria.  Supplemental soil and 
groundwater characterization were then completed in 2011 and early 2012.  Results were used to evaluate 
the exposure pathways at the relevant properties affected by this contamination.  An Interim Response 
Action (IRA) Work Plan was submitted on March 16, 2012, to address venting to surface water and dermal 
contact to groundwater and the work described in the Plan was completed in the summer and fall of 2012.   

The 2012 IRA included a source removal activity and approximately 5,280 cubic yards of existing 
contaminated soil was removed (Figure 11-2) and disposed of at Salzburg Landfill.  Table 11-1 lists the H-
11 soil borings that were removed in the source removal activity.  Due to the presence of three existing 
active utilities that remain in place (8-inch Consumers Gas Main, 12-inch High Pressure Maverick Natural 
Resources, LLC High Pressure Gas Main, City of Midland 10-inch Water Main), contaminated soils that 
were inaccessible due to these utilities remained in place after completion of the IRA.  Four cross-ties linking 
the sewers on each side of the road potentially acted as preferential flow paths.  Three cross-ties were 
subsequently physically removed, and the fourth cross-tie, a 60-inch culvert, was plugged with flow fill 
(Figure 11-3).  A 30-ft. clay plug was also installed on the eastern boundary of the culvert to minimize flow 
along the backfill.   

Supplemental soil and groundwater characterization was completed in 2016 and 2018 to evaluate the 
exposure pathways at the relevant properties affected by the contaminated soils left in place.  The objective 
of this work was to determine if impacted groundwater exceeding the EGLE GSI Criteria is flowing off-site 
with the potential of impacting GSI receptors in the area.   

In late March to early April of 2018, groundwater samples were collected from shallow wells MW-2925, 
MW-8815, MW-8816, MW-8817, MW-8818, MW-8819, MW-8820, MW-2926A, MW-2927A and analyzed 
for a suite of analytes including metals, pesticides, PCBs, herbicides, VOCs, and SVOCs.  In August of 
2018, the collection of SWLs began and continued into December 2018.  Monitoring well top of casings 
(TOCs) were also resurveyed to 0.01-inch.  The shallow groundwater flow direction was confirmed to be to 
the west, in concurrence with the 2016 data collected.  

A topographic survey was also completed. The potential for groundwater to vent to the ditch on the west 
side of Poseyville Road was confirmed when comparing groundwater elevations at shallow monitoring wells 
MW-8817 and MW-8818 to the elevation of the bottom of the west ditch.  Groundwater elevations in MW-
8817 and MW-8818 are at the approximate elevation of the bottom of the ditch.  Surface water in the ditch 
ranges from several feet during flood events to a few inches during normal conditions.  A storm water sewer 
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also trends north-south along the west side of Poseyville Road approximately 170 feet west of the CD-3 
site.  Groundwater is not expected to vent to the shallow swale to the east of Poseyville Road based on the 
survey data. 

The 2016 and 2018 shallow groundwater sampling results were compared to the Michigan Part 201 GSI 
Criteria.  Monitoring wells MW-2925, MW-2926A, MW-2927A, MW-8816, MW-8817 and MW-8819 had 
analytical results that exceeded GSI Criteria in 2016.  Monitoring wells MW-2926A and MW-8819 had 
analytical results that exceeded GSI Criteria in 2018.   

Shallow monitoring wells MW-8817 and MW-8818 were installed to intercept any off-site groundwater flow 
from the east side of Poseyville Road before reaching the ditch and storm sewer.   For the 2016 sampling 
event, MW-8817 was over the GSI Criterion for cyanide at 110 µg/l.  The GSI Criterion for cyanide is 5.2 
µg/l.   

Cyanide was analyzed using the waste and leachate-based method SW9012A with a reporting limit of 10 
µg/l.  Compliance with the EGLE GSI Criterion for cyanide requires use of method OIA-1677 or comparable 
for determination of amenable cyanide with a reporting limit of 5 µg/L.  There were no cyanide detections 
for the 2018 sampling event using method SW9012A and a reporting limit of 10 µg/L.  It should be noted 
that MW-8817 and MW-8818 were purged dry during the 2018 sampling event and samples collected after 
the wells recharged the following day. 

11.1.1  SHORT-TERM SHALLOW GROUNDWATER MONITORING PROGRAM 

The 2016/2018 data assessment provided sufficient information to establish a site specific TAL and 
determine that further sampling should be conducted to better evaluate the site (Table 11-2).  The proposed 
short term monitoring program was presented and discussed in the May 2019 CA Status Meeting.  The 
short-term monitoring program was proposed to include eight sampling events over a 16-month period, 
ending in December 2020.   

The monitoring program included bimonthly sampling at six shallow wells (MW-8817, MW-8818, MW-8819, 
MW-8820, MW-2926A and a new location to be installed west of MW-2926A (MW-9695)) for the site specific 
TAL, static water level measurements at seven shallow groundwater well locations (MW-8815, MW-8816, 
MW-8817, MW-8818, MW-8819, MW-8820 and MW-2926A), and pH and hardness sample collection from 
the north-south trending ditch west of Poseyville Road for calculation of GSI Criteria (Figure 11-3).  Table 
11-3 presents the hardness sample results.  MW-9695 was installed in 2021 after the planned short-term 
shallow groundwater monitoring program was completed.  Prior to sampling, all wells were developed using 
surge and pump techniques to remove any residual turbidity from past flooding events.   

The results for two groundwater sampling events (August 2019 and October 2019) were available as of 
December 2019 and reported in the 2019/20 CAIP.  There was only one exceedance of the copper criterion 
at MW-8818 during the August 2019 event.  All results from the wells west of Poseyville Road were below 
the GSI Criteria for both events.  The reporting limit for amenable cyanide was reported as 10 µg/l for the 
August and October groundwater sampling.   As the GSI Criterion for cyanide is 5 µg/l, future sampling 
events were arranged to be analyzed to reporting limit of 5 µg/l.  Groundwater flow direction for the August, 
October, and December sampling events was to the west.  

In the December 2019 event, arsenic was detected at a concentration above GSI Criteria in source wells 
MW-8819 and MW-2926A.  Arsenic was ND at the off-site well locations west of Poseyville Road (MW-
8817 and MW-8818).  MW-9695 was not yet installed during this sampling event.  Cyanide detections 
occurred in both source wells MW-8819 and MW-8820 at concentrations greater than GSI Criteria (5.2 
µg/l).  Sampling events conducted since December 2019 have included analysis for amenable cyanide 
using SM4500-CN-G with a reporting limit of 5 µg/l to comply with the GSI Criterion. Further evaluation of 
cyanide results and analytical methods is presented below. 
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Results in source well MW-8819 included exceedances of additional analytes including copper and various 
VOCs and SVOCs, but those analytes were not detected in other wells during the December 2020 
monitoring event.  Copper was only detected in source well MW-8819 at a concentration greater than GSI 
Criterion, which is dependent on the hardness of the receiving body of water.  For the purposes of this 
study, multiple hardness samples from the north-south trending ditch to the west of the potential GSI 
compliance wells were used to calculate the criterion.  Hardness ranged from a low of 260 mg/l in October 
of 2019 to a high of 480 mg/l in December of 2020.  The respective GSI Criterion calculated from the 
hardness, low and high, ranges from 20 µg/l to 29 mg/l.   

The reporting limit for pentachlorophenol (PCP) for sampling events has been 10 µg/l compared to the GSI 
criterion of 1 µg/l, which has resulted in non-detect results with reporting limits over criteria.  While other 
analytes detected with PCP at source well MW-8819 are not present in the wells west of Poseyville Road, 
a review of the achievable reporting limit is warranted. 

Quarterly groundwater monitoring has been implemented since 2022. Quarterly groundwater samples were 
collected from MW-2926A, MW-8817, MW-8818, MW-8819, MW-8820, and MW-9695. Groundwater 
samples were collected using low flow methodology and submitted for laboratory analysis of volatile organic 
compounds, semi-volatile organic compounds, herbicides, pesticides, cyanide (available and amendable), 
and metals (Table 11-2).  The 2022/23 CAIP and the 2023/24 CAIP summarized the results for 2022 and 
2023 monitoring. 

11.2 WORK IN 2024  

Work completed in 2024 included the implementation of quarterly groundwater monitoring based on the 
findings of the short-term shallow groundwater monitoring program completed in December 2020, a focused 
evaluation to determine presence or absence of analytes that can potentially interfere with cyanide 
analytical methods, and the development of a comprehensive exposure pathway evaluation and CSM. 

11.2.1 QUARTERLY GROUNDWATER MONITORING RESULTS 

The CD-3 Area groundwater was sampled all four quarters of 2024 (Q1 – Q4 2024). The results for Q1 – 
Q3 were available for evaluation and are presented below. The Q4 results will be presented in the 2024/25 
CAIP.  The quarterly groundwater monitoring data is included in Appendix O. 

Depth to groundwater measurements were collected at MW-2926A, MW-8815, MW-8816, MW-8817, MW-
8818, MW-8819, MW-8820, and MW-9695 in Q1 – Q3 prior to the groundwater sampling events. Figure 
11-3 shows the hydraulic and chemical monitoring locations.  

Groundwater elevations were calculated by subtracting the depth to water measurement, in feet, from the 
elevations of each monitoring well top of casings, in feet National Geodetic Vertical Datum of 1929 
(NGVD29). Groundwater flow direction maps were created from the calculated groundwater elevations. 
The groundwater contour maps for Q1 – Q3 2024 (Figures 11-4A through 11-4C) indicate groundwater 
flow to the west and northwest. Available groundwater elevations for Q1 – Q3 2024 are provided in Table 
11-4. 

As indicated above, quarterly groundwater samples were collected from MW-2926A, MW-8817, MW-8818, 
MW-8819, MW-8820, and MW-9695. Groundwater samples were collected using low flow methodology 
and submitted for laboratory analysis of volatile organic compounds, semi-volatile organic compounds, 
herbicides, pesticides, cyanide (available and amendable), and metals (Table 11-2).  

Analytical results were compared to the GSI Criteria (EGLE, 2018). GSI Criteria dependent on the pH and 
hardness of the receiving surface water were corrected following the EGLE Groundwater-Surface Water 
Interface Pathway Compliance Options guidance (EGLE, 2018). GSI Criteria were corrected using the 
default pH of 7 standard units or a hardness of 150 mg/l CaCO3 for southern lower peninsula waters. The 
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2024 groundwater analytical results screened against GSI Criteria (EGLE, 2018) are presented in Table 
11-5. 

Table 11-6 presents the analytes with concentrations exceeding GSI Criteria in Q1 – Q3 2024.  Analytical 
results in four wells had analytes with detections that exceeded GSI Criteria (, MW-8819, MW-2926A, MW-
8817 and MW-9695).  Two detected concentrations of arsenic exceeded GSI criteria (10 ug/L) in MW-9695 
(20 ug/L and 24 ug/L).  For MW-8818, only copper in the 3rd quarter exceeded the GSI criterion, which is 
dependent on the hardness of the receiving body of water (13 ug/L).  In 2019 and 2020, hardness data was 
collected from the north-south trending ditch to the west of the potential GSI compliance wells.  Results 
ranged from 120 mg/L to 1,100 mg/L.  Using these values yield GSI criteria ranging from 10.5 ug/L to 69.5 
ug/L (see further copper discussion in Section 11.2.3.5).   

For MW-2629A, detected concentrations of arsenic exceeded GSI criteria (10 ug/L).  Results ranged from 
19 – 20 ug/L.  In addition to arsenic, detected concentrations of the following analytes exceeded GSI Criteria 
in MW-8819 in all three quarters: 2,4-D, 1,2-dichlorobenzene, benzene, chlorobenzene, 2,4,6-
trichlorophenol, 2,4-dichlorophenol, 2-chlorophenol, cyanide (discussed further below and in Section 11.2.2 
and Section 11.2.3.6), pentachlorophenol and phenol.  Each of these analytes, with the exception of arsenic 
and cyanide, have either not been detected in the west side wells (MW-8817, MW-8818 and MW-9695) or 
were detected once at a concentration that was   

11.2.1.1 AMENABLE AND AVAILABLE CYANIDE  

Cyanide has been detected intermittently at concentrations that exceed GSI Criteria (5.2 µg/L) at CD-3 
since 2010.  Table 11-7 presents the cyanide results for Q1 -Q3 groundwater monitoring.   

11.2.1.1.1 TOTAL CYANIDE RESULTS 

During Q1 – Q3 2024 groundwater monitoring, all groundwater results were non-detect by Kelada-01 for 
total cyanide at the 5 µg/l reporting limit, with the exception of on-site source well MW-8819 and one result 
each in on-site well 2926A in Q2 (5.9 ug/L) and off-site well 8818 in Q3 (5.5 ug/L).  Detected results in MW-
8819 ranged from 45 to 88 µg/L, which exceeds GSI Criteria (5.2 µg/l). 

Footnote (P) of the EGLE Part 201 Criteria states that CATC methods or OIA-1677 (Available Cyanide) 
shall be used to measure cyanide in groundwater to determine the Free Cyanide and Weak Metal Cyanides 
that pose the greatest risk to the environment. 

Though total cyanide is not provided under Footnote (P) for demonstrating compliance with the GSI 
Criterion, total cyanide does include the Free and Weak Metal Cyanides that pose the greatest risk to the 
environment. If total cyanide is not detected and has a reporting limit below the 5.2 µg/l GSI Criterion, then 
it can be expected that Free and Weak Metal Cyanides determined by CATC and Available Cyanide 
methods will also not be detected.    

11.2.1.1.2 KELADA-01 CATC RESULTS 

All monitoring well results were non-detect by Kelada-01 for CATC at the 5 µg/l reporting limit, with the 
exception of MW-8819 with results ranging from ND (Q2 2024) to 88 ug/L (Q3 2024).  An additional 
detection in off-site MW-8818 occurred in Q3 2024 (5.5 ug/L) that exceeded GSI criteria (5.2 ug/L).  This 
exceedance mirrors the total cyanide (Kelada-01) result in Q3 2024 for the same well. 

11.2.1.1.3 OIA-1677 AVAILABLE CYANIDE RESULTS 

All but one result in on-site well 2926A (5.5 ug/L) were less than the GSI Criterion in 2024.  Available 
cyanide at MW-2926A exceeded the GSI Criterion only in the fourth quarter.   
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11.2.2 POTENTIAL CYANIDE ANALYTICAL INTERFERENCES EVALUATION 

In 2024, an evaluation was performed to determine if there are interferences resulting in either an 
overestimation of cyanide using the OIA-1677 method or underestimation of cyanide in the Kelada-01 
method.  

Sulfide is a known interferent for method OIA-1677.  Per Method OIA 1677-09: Available Cyanide by Ligand 
Exchange and Flow Injection Analysis (FIA), the cyanide ion is monitored amperometrically with a silver 
working electrode, silver/silver chloride reference electrode, and platinum stainless steel counter electrode 
at zero volts. The current generated is proportional to the cyanide concentration in the sample. Sulfide, 
when acidified, causes the formation of hydrogen sulfide which produces a signal at the silver electrode 
resulting in a positive interference. 

Sulfide can be eliminated by treating the sample with lead carbonate and removing the insoluble lead sulfide 
by filtration prior to introduction of the sample to the amperometric cell used for cyanide detection. It has 
been noted that sulfide levels below those detected using lead acetate paper (<50ppm per OIA-1677 
method) may produce positive method interferences. 

Sulfide can provide positive and negative interference in the Kelada-01 method. Per EPA-821-B-01-009 
Method Kelada-01 Kelada Automated Test Methods for Total Cyanide, Acid Dissociable Cyanide, And 
Thiocyanate Revision 1.2, sulfide can be a direct or indirect interferant. Direct sulfide interference will result 
in an overestimation of cyanide concentrations. Per the method, “Sulfide competes with cyanide in the 
reaction with the colorimetric reagents. The degree of sulfide interference depends on the concentrations 
of sulfide, cyanide, and chloramine-T solution. At the specified conditions, the cyanide automated system 
can tolerate the presence of sulfides up to about 10 mg/L.”   

The Kelada-01 method also outlines the possibility of indirect sulfide interferences through the formation of 
thiocyanate which results in reduced cyanide concentrations. Per the method, “sulfide may react with 
cyanide and form thiocyanate. The reaction kinetics depend on the concentration of sulfide and cyanide 
ions as well as the pH. Higher pH values accelerate the reaction.”  

Evaluation of Potential OIA-1677 Interferences: 

 If sulfide is detected at levels at or below 50,000 µg/l, positive interference is plausible. As noted in 
the OIA-1677 method, sulfide interference at or below 50,000 µg/l may produce positive method 
interferences. 

Evaluation of Potential Kelada-01 Interferences:  

 If sulfide is detected at a concentration greater than 10,000 µg/l, positive interference is possible. 
Mitigation measures will be discussed with the analytical laboratory to reduce or eliminate the 
impact of the sulfide interference. 

 If thiocyanate is detected, the Kelada-01 values may be underestimated.   

Sulfide samples were collected during the Q1 groundwater monitoring activities in 2024 in on-site wells 
2926A, 8819 and 8820, and off-site wells 8817, 8818, and 9695.  Table 11-8 shows the sulfide analytical 
results.  All results for sulfide were non-detect. Table 11-8 also shows historic sulfide data for samples 
collected in 2010, 2016 and 2023.  All results were ND with the exception of one sample collected in 2010 
in MW-01.  The detected concentration was 4,900 ug/L.  This detection has not been replicated.  Based on 
these results, sulfide is not present in CD-3 site groundwater at a concentration that would positively 
interfere with the Kelada-01 or OIA-1677 analytical methods. 
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Table 11-9 presents the thiocyanate analytical results.  Thiocyanate was not detected in off-site 
groundwater but was detected in on-site wells 8819 and 2926A.  Therefore, there is no potential for 
interference from thiocyanate in off-site groundwater.  However, there is the potential for interference on-
site in the source well 8819 and in 2926A.  Based on these results, Kelada-01 can be used to analyze for 
CATC in off-site wells to monitor for off-site compliance. 

11.2.3 CONCEPTUAL SITE MODEL AND EXPOSURE PATHWAY 
EVALUATION 

In 2024, a CSM and exposure pathway analysis was performed.  All data was considered in the evaluation.  
With the exception of three wells (MW-8817, MW-8818 and MW-9695), all sample locations and wells are 
on-site and data were compared to Part 201 Nonresidential Clean Up Criteria (October 2023).  For samples 
collected in the three off-site wells, results were compared to both residential and nonresidential criteria.  
Figure 11-5 shows all soil and groundwater sample locations.  Table 11-10 presents the summary statistics 
and screening results for on-site soils. Tables 11-11 and 11-12 present the summary statistics and 
screening results for on-site and off-site groundwater, respectively. 

11.2.3.1 ON-SITE SOIL 

On-site soil data was collected during the H-11 investigation conducted in July 2011. The on-site soil 
samples were analyzed for Appendix IX constituents including volatiles (SW8260), semi-volatiles (SW8270) 
and herbicides and pesticides (SW-8151).  On-site soil results were screened against relevant Part 201 
Nonresidential Clean-Up Criteria.  All soil results were less than the following criteria: 

 Soil Direct Contact 
 Soil Volatilization to Indoor Air Inhalation (VIAC) 
 Infinite Source Volatile Soil Inhalation (VSIC) 
 Finite VSIC for 5 meter source thickness 
 Finite VSIC for 2 meter source thickness 
 Particulate Soil Inhalation 
 Soil Saturation Concentration 

On-site soil sample results exceeded for Drinking Water Protection and GSI Protection. Each of these 
pathways are discussed in further detail below.    

11.2.3.1.1 DRINKING WATER PROTECTION 

Table 11-13 presents the on-site soil sample results that exceed Nonresidential Drinking Water Protection 
criteria.  Twelve analytes were detected at concentrations that exceeded Nonresidential Drinking Water 
Protection criteria.  Seven of these analytes (1,2-dichloroethane, 1,3-dichlorobenzene, 1,4-
dichlorobenzene, 2-chlorophenol, 2,4,5-trichlorophenol, chloroform and PCE) exceeded criteria in sample 
locations that were all excavated as part of the 2012 removal action.  2,4-Dichlorophenol exceeded in seven 
sample locations and six of those were excavated as part of the 2012 removal action.  The remaining 
sample location was on the western boundary of the site where city gas and water utility lines exist.   

Four additional analytes (benzene, chlorobenzene, methylene chloride, and pentachlorophenol) have 
exceedances in sample locations that were removed in the 2012 source removal activities and in areas 
within the site area and along the utility corridor where excavation could not be performed. 

While the drinking water pathway is relevant to CD-3, groundwater is not used as drinking water and the 
pathway is incomplete.  Within Midland County, outside the City of Midland Limits, glacial till sands are 
utilized as a source of drinking water; however, the shallow groundwater in the vicinity of the NEP Area is 
not used for drinking water and alternate water sources are available.  A restrictive covenant or other 
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applicable institutional control will likely be implemented in the future to further restrict the use of 
groundwater.  

11.2.3.1.2 GSI PROTECTION 

Detected concentrations of eleven analytes exceeded GSI Protection criteria.  Table 11-14 presents the 
on-site soil sample results that exceed GSI Protection criteria.   

Three of the analytes (1,3-dichlorobenzene, benzene, and pentachlorophenol) that exceeded GSI 
Protection criteria were detected in the soil samples removed during the 2012 removal action.  The 
remaining eight analytes (1,2-dichlorobenzene, 1,4-dichlorobenzene, 2-chlorophenol, 2,4-dichlorophenol, 
2,4,6-trichlorophenl, chlorobenzene, naphthalene and phenanthrene) had exceedances both in sample 
locations along the site boundary where city utility lines are present which limited the removal action due to 
safety and were found in sample locations that were removed in the 2012 removal action.   

These analytes were evaluated to determine if it was detected in groundwater.  1,3-Dichlorobenzene and 
phenanthrene were not detected in groundwater.  1,2-Dichlorobenzene, 1,4-dichlorobenzene, 2,4,6-
trichlorophenol, benzene, and chlorobenzene were not detected off-site.  2-Chlorophenol, 2,4-
dichlorophenol, naphthalene, and pentachlorophenol were detected off-site but all results were less than 
GSI criteria. 

11.2.3.2 ON-SITE GROUNDWATER 

Groundwater samples collected at the site during both investigation activities and groundwater monitoring 
since 2010 were included in the data screening.  On-site groundwater results were screened against 
relevant Part 201 Nonresidential Clean-Up Criteria.  All groundwater results were less than the following 
criteria: 

 Groundwater VIAC 
 Water Solubility 
 Flammability and Explosivity  

On-site groundwater sample results exceeded Drinking Water and GSI criteria. Each of these pathways 
are discussed in further detail below.    

11.2.3.2.1 NONRESIDENTIAL DRINKING WATER 

Eighteen analytes were detected at concentrations in on-site groundwater that were above the 
Nonresidential Drinking Water criteria.  Table 11-15 presents the on-site groundwater results that exceed 
Nonresidential Drinking Water criteria.   

2,4-D, chromium, lead, MCPA, and TCE exceedances were found only in source well 8819.  Naphthalene 
exceeded criteria in a grab sample collected from H11-GP-48, which was removed as part of the 2012 soil 
excavation activities.  1,2-Dichloroethane, 2,4,5-trichlorophenol, 2,4,6-trichlorophenol, 2,4-dichlorophenol, 
2-chlorophenol, methylene chloride, silvex, and PCE had exceedances at source well 8819 and 
exceedances at one, if not all, of the following locations:  H11-GP-46, H11-GP-47, and/or H11-GP-48, all 
of which were removed during the 2012 soil excavation activities.   

Arsenic was detected at concentrations that exceeded Nonresidential Drinking Water criteria at source well 
8819, 2926A and 2927A.  Benzene had exceedances at 8819, MW-03, MW-04, N-1, N-2, N-3 and H11-
GP-46, H11-GP-47, and H11-GP-48.  Chlorobenzene exceeded at 8819, MW-04 and H11-GP-47.  
Pentachlorophenol had exceedances at 8819, 8820, 2926A, MW-01, MW-04, MW-05, H11-GP-43, H11-
GP-46, H11-GP-47 and H11-GP-48.  Table 11-15 presents further discussion on these results. 
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While the drinking water pathway is relevant to CD-3, groundwater is not used as drinking water and the 
pathway is incomplete.  Within Midland County, outside the City of Midland Limits, glacial till sands are 
utilized as a source of drinking water; however, the shallow groundwater in the vicinity of the NEP Area is 
not used for drinking water and alternate water sources are available.  A restrictive covenant or other 
applicable institutional control will likely be implemented in the future to further restrict the use of 
groundwater.  

11.2.3.2.2 GSI 

Detected concentrations of 15 analytes in on-site groundwater exceed GSI criteria.  Table 11-16 details 
these on-site groundwater exceedances which are briefly summarized below.   

Exceedances for 1,2-dichlorobenzene, 2,4-D, chromium, and copper occurred only at source well 8819.  
2,4,6-Trichlorophenol, 2,4-dichlorophenol, 2-chlorophenol, benzene, phenol, and silvex had exceedances 
at source well 8819 and exceedances at one, if not all, of the following locations:  H11-GP-46, H11-GP-47, 
and/or H11-GP-48, all of which were removed during the 2012 soil excavation activities.

Concentrations of arsenic exceeded GSI at the source well 8819, 2926A, and 2927A.  Chlorobenzene was 
detected at concentrations above GSI at 8819, 6172 (only one sample was collected here), MW-02, MW-
04, and H11-GP-46 and H11-GP-47.  Cyanide concentrations were above GSI at 2925, 2926A, 8816 and 
8819.  Naphthalene exceeded GSI at 8819, MW-02, H11-GP-46, H11-GP-47, and H11-GP48.  
Pentachlorophenol was above GSI in 8819, MW-01, MW-04, MW-05, H11-GP-43, H11-GP-46, H11-GP47 
and H11-GP-48.    

Only arsenic and cyanide have been detected at concentrations greater than GSI criteria in off-site wells 
and are discussed in detail further below.  

11.2.3.3 OFF-SITE GROUNDWATER 

Off-site groundwater data comes from three off-site wells 8817, 8818 and 9695.  All three wells are included 
in the groundwater monitoring program.  Off-site groundwater results were screened against relevant Part 
201 Residential and Nonresidential Clean-Up Criteria.  All groundwater results were less than the following 
criteria: 

 Groundwater VIAC 
 Water Solubility 
 Flammability and Explosivity  

On-site groundwater sample results exceeded for drinking water and GSI. Each of these pathways are 
discussed in further detail below.    

11.2.3.3.1 RESIDENTIAL AND NONRESIDENTIAL DRINKING WATER 

For each of the four analytes with results that exceed Drinking Water criteria, the Residential and 
Nonresidential criteria are the same.  Table 11-17 details the off-site groundwater results that exceed 
Residential and Nonresidential Drinking Water criteria.   

Chromium, methylene chloride and pentachlorophenol were each detected one time in off-site well 8818 at 
a concentration that exceeded the Residential and Nonresidential Drinking Water criteria.  Arsenic was 
detected in off-site well 9695 ten times at concentrations greater than the Residential and Nonresidential 
Drinking Water criteria.  All other results in off-site wells are less than Residential and Nonresidential 
Drinking Water criteria.
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While the drinking water pathway is relevant to CD-3, groundwater is not used as drinking water and the 
pathway is incomplete.  Within Midland County, outside the City of Midland Limits, glacial till sands are 
utilized as a source of drinking water; however, the shallow groundwater in the vicinity of the NEP Area is 
not used for drinking water and alternate water sources are available.  A restrictive covenant or other 
applicable institutional control will likely be implemented in the future to further restrict the use of 
groundwater.  

11.2.3.3.2 GSI 

Chromium, arsenic, copper and cyanide were detected in off-site groundwater that have concentrations 
above GSI criteria.  Table 11-18 details the off-site groundwater results that exceed GSI criteria.   

Chromium was detected only once off-site in 8818 and the detected concentration of 6.8 ug/L exceeded 
GSI criteria (4.3 ug/L).  This detection and exceedance were not repeated again during groundwater 
monitoring activities.  Further detailed evaluation of chromium is not warranted at this time. 

Arsenic was detected 15 times in 9695 at concentrations ranging from 5.1 ug/L to 28 u/L.  Ten of the 
detected concentrations exceeded GSI criteria (10 ug/L).  Arsenic was detected twice in both 8817 and 
8818 but detected concentrations are below criteria. 

Copper is routinely detected off-site with an average detected concentration of approximately 8.2 ug/L.  
Only seven results exceeded a calculated GSI criteria (13 ug/L).  The exceedances occurred in 8817 and 
8818 and ranged from 14 ug/L – 27 ug/L.  These GSI exceedances are discussed further below with an 
evaluation of site specific hardness data collected during short-term groundwater monitoring in 2019 and 
2020. 

Cyanide has been detected in all three off-site wells and one of those results exceeds GSI criteria (5.2 
ug/L).  Cyanide analytical methods and the potential for interference in analysis were evaluated and are 
discussed in Section 11.2.3.6 below.   

Arsenic, copper and cyanide are each discussed in further detail below.  

11.2.3.4 ARSENIC 

Arsenic was detected both on-site and off-site at CD-3.  A total of 167 groundwater samples were collected 
and analyzed for arsenic.  77 of those samples resulted in a detection of arsenic.  Of the 167 total samples 
collected, 100 were collected on-site and 67 were collected off-site.  The maximum detected concentration 
was 28 ug/L, which occurred both on-site (2 results at this concentration in source well 8819) and off-site 
(1 detection at this concentration in 9695).  Table 11-19 presents all arsenic results in groundwater. 

Using ½ the reporting limit for non-detects, the average concentration detected at CD-3 is 9.8 ug/L.  On-
site, detections predominantly occurred in the source well 8819, with additional detections in 2926A and 
2927A.  The average detected concentration on-site, using ½ the reporting limit for non-detects, was 12 
ug/L.   

For the 67 samples collected off-site in 8817, 8818 and 9695, arsenic was detected 18 times. Out of those 
18 detections, 11 results exceeded GSI criteria (10 ug/L).  The average concentration of arsenic in off-site 
groundwater calculated with ½ the reporting limit for non-detects was 6.5 ug/L.  

Soil samples collected at CD-3, all part of the H11 investigation conducted in 2011 – 2012, were not 
analyzed for metals.  However, samples for DC were collected at the CD-3 site for DC Zone 4.  Figure 11-
6 shows the DUs in the CD-3 area where arsenic data was collected.  Table 11-20 and Figure 11-7 show 
the arsenic results of the 2 DUs on-site and DUs nearer to the site.  On-site results for DU Z4-2-64 and Z4-
2-65 were 2,300 ug/kg and 2,400 ug/kg, respectively.  Results from nearby DU samples range from 2,100 
– 3,800 ug/kg. 
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Arsenic results in soil samples were compared to the soil background level for arsenic of 11,290 µg/kg 
(based on the Regional Background values [Modified Urban Background]).  Results for the samples 
collected at CD-3 and for those DUs near the site were less than background.  The highest DU result in DC 
Zone 4 and the only result that exceeded background was collected at Z4-1-23 (14,000 ug/kg).  This DU is 
shown on Figure 11-6 and is further to the east near the Tittabawassee River.  

Prior to 2013, the arsenic GSI criteria was 150 µg/L, based on the aquatic life final chronic value (FCV).  In 
2013, the arsenic GSI criteria (and non-residential drinking water criteria) decreased to 10 µg/L based on 
the updated EPA MCL. However, drinking water standards are not appropriate for CD-3.   

As shown in Table 11-19, all arsenic results in groundwater samples collected at CD-3 are below 150 ug/L.  
The planned path forward for arsenic at CD-3 is to propose a site specific criteria. 

11.2.3.5 COPPER 

Out of 87 groundwater samples collected on-site and analyzed for metals, copper was detected in 60 
samples.  The detections occurred in 2926A, 8819 and 8820.  Concentrations of copper that exceeded the 
GSI criteria of 13 ug/L occurred on-site only at source well 8819 in 18 samples.     

Sixty groundwater samples were collected in off-site wells and copper was detected in 41 of those samples.  
It was detected in all three off-site wells, 8817, 8818 and 9695.  Exceedances of GSI criteria only occurred 
in 8817 (3 sample results ranging from 14 – 26 ug/L) and 4 in 8818 (ranging from 14 – 27 ug/L).   

As noted in the Part 201 Footnotes for Generic Cleanup Criteria Tables Footnote (G) (October 2023), the 
GSI criterion is calculated based “…on the pH or water hardness, or both, of the receiving surface water.”  
During the short-term groundwater monitoring activities from 2019 – 2020, hardness data was collected for 
the site, in both on-site and off-site wells.  Table 11-3 presents the hardness results for CD-3.   

The hardness results ranged from 120 mg/L (in 8819) to 1,100 mg/L (in 8818), with an average hardness 
of 534 mg/L.  There were generally higher hardness results off-site than on-site.  Using the average 
hardness value (534 mg/L) results in a calculated GSI criteria of 37.5 ug/L.  All but three copper results are 
less than 37.5 ug/L.  The three copper results that exceed this calculated GSI criterion were detected at 
source well 8819 in 2020 and 2022. 

In Part 201 Footnotes for Generic Cleanup Criteria Tables Footnote (G) (October 2023), “Where water 
hardness exceeds 400 mg CaCO3/L, use 400 mg CaCO3/L for the FCV calculation.  Only two hardness 
results were less than 400 mg CaCO3/L with a higher site average (534 mg/L).  If 400 mg CaCO3/L is used 
to calculate the GSI criterion, the resulting GSI criterion is 29.3 ug/L.  The same three copper results 
detected in 8819 are above 29.3 ug/L. 

Table 11-21 presents the copper results in groundwater at CD-3 compared to the calculated GSI criteria of 
13 ug/L, GSI calculated based on average hardness at the CD-3 site (37.5 ug/L) and GSI calculated based 
on 400 mg CaCO3/L (29.3 ug/L).  The calculated GSI criterion that will be used for evaluating copper results 
at the site will be based on the average of hardness data collected at the site (37.5 ug/L).  To date, only 
results from samples collected in the on-site source well 8819 exceeded this criterion.  Off-site results are 
all below the threshold. 

11.2.3.6 CYANIDE 

Cyanide has been sampled in groundwater at CD-3 since June 2010.  Soil samples were not analyzed for 
cyanide.  The analysis has been completed using various analytical methods over time including:  
SW9012A, SW9012B, SM4500-CN-G, E335.1, and more recently OIA-1677 and Kelada 01.  Cyanide 
results have been inconsistent over time and across methods.  Beginning in 2019, the inconsistency of the 
results prompted an evaluation of different analytical methods for cyanide to assess the validity of the 
cyanide concentration results.  In addition, a detailed evaluation of potential interferences and how that may 
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impact site cyanide results has been conducted.   This section presents the findings of the further evaluation 
of cyanide, different analytical methods and potential interferences. 

11.2.3.6.1 ANALYTICAL METHODS AND POTENTIAL INTERFERENCES 

Cyanide is present in groundwater and surface water as free cyanide (HCN and CN-) and total cyanide 
(free cyanide, weak metal cyanides, strong metal cyanides):   

 weak metal cyanides may release free cyanide in the environment; and 
 strong metal cyanides are unlikely to release free cyanide in the environment. 

Compliance with Michigan Part 201 GSI Criteria requires cyanide to be analyzed by an amenable cyanide 
method to provide the concentration of cyanide amenable to chlorination (CATC) concentration or by OIA-
1677 which reports available cyanide:   

In the Application of Target Detection Limits and Designated Analytical Methods (EGLE, April 2024), EGLE 
indicates that CATC methods or OIA-1677 (available cyanide) shall be used to measure cyanide in 
groundwater to determine the free cyanide and weak metal cyanides that pose the greatest risk to the 
environment.  Footnote (P) also acknowledges the potential challenges for many of the cyanide analytical 
methods, including potential interferences. 

“Footnote (P) [of the EGLE Part 201 Criteria] states that the Amenable cyanide methods or OIA 1677 shall 
be used to measure cyanide in groundwater.  However, the MDEQ recognizes that Amenable methods 
have several disadvantages.  Identified issues related to the Amenable cyanide methods include:  they are 
subject to interferences, the detection capability is insufficient for comparison to the most restrictive 
criterion, the methods’ accuracy is questionable, and false negative results can occur.  The Amenable 
methods do not measure the concentrations of cyanide from strong metal-cyanide complexes such as the 
iron, cobalt, and gold cyanides.  The U.S. EPA Method OIA-1677 measures the same cyanide compounds 
as the Amenable methods but is more economical, has better detection capabilities, demonstrates fewer 
interferences, and has superior accuracy and precision, therefore it is the preferred designated analytical 
method.  The footnote requirements will be revised as part of the current cleanup criteria update process.”

Table 11-22 presents the analytical results for all groundwater samples analyzed for cyanide to date for 
CD-3.  Samples collected at CD-3 have been analyzed for cyanide since 2010 using eight different 
analytical methods to detect cyanide in groundwater samples (Table 11-22). Various limitations associated 
with cyanide, available cyanide, and CATC methods, include reactions with organic compounds that do not 
contain the -CN group and organocyanides that can form the cyanide anion (CN-) during chlorination. This 
may result in an overestimation of CN- concentrations after chlorination compared with prior chlorination 
(Zheng et al., 2004; Yi et al., 2002; Carr et al., 1997; Zheng et al., 2004). This may result in a negative value 
for the calculated CATC concentration (APHA, 1998). Furthermore, CATC methods may result in only the 
partial recovery of CN- from weakly bonded cyanide or weak metal cyanides, such as Ni-, Ag-, and Hg-CN 
complexes, in some matrices (Milosavljevic et al., 1995).  

From 2010 through March 2018, the analytical method used for cyanide was Method SW 9012A.  Cyanide 
has been detected at MW-8819, located within the facility boundary regularly, and intermittent detections 
of cyanide at levels exceeding GSI have occurred in MW-8817 and MW-8818 on the west side of Poseyville 
Road (Figure 11-3).  A similar pattern of intermittent detections of cyanide have also occurred on-site in 
MW-2926A, MW-8820 and in the third off-site well, MW-9695. 

In August and October 2019, CATC was analyzed by Method SM4500-CN-G with a reporting limit of 0.010 
µg/l and there were no detections of CATC at any monitoring well.  Starting in fourth quarter (December) 
2019, Method 335.1 was selected for CATC analysis as the 5 µg/l reporting limit was below the 5.2 µg/l 
Amenable Cyanide GSI criterion (EGLE, 2018). In the third quarter 2022, Method Kelada-01 was added to 
provide analysis of Total Cyanide and CATC. 
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In 2023 and 2024, groundwater samples collected from monitoring wells MW-2926A, MW-8816, MW-8817, 
MW-8818, MW-8819, MW-8820, and MW-9695 were analyzed for total cyanide and CATC using the 
Kelada-01 method and available cyanide using the OIA-1677 method. 

The Kelada-01 method provides total cyanide and CATC with a reporting limit of 5 µg/l.  

 Total cyanide is the sum of all cyanide species present (free cyanide, weak metal cyanides, strong 
metal cyanides). 

 CATC determines only the free cyanide and weak metal cyanides to ascertain the potential for the 
release of free cyanide in the environment. 

The OIA-1677 method provides available cyanide with a reporting limit of 2 µg/l and is EGLE’s preferred 
analytical method. 

 Available cyanide determines only the free cyanide and weak metal cyanides. 

The site cyanide results over time (Table 11-22) and across analytical methods are erratic, with intermittent 
detections and/or results above GSI criteria.  These results warranted an in-depth analysis of analytical 
methods and the potential for methodological interferences and the potential for interferences from other 
site analytes of interest (AOIs). 

From 2020 to 2023, the six monitoring wells included in quarterly groundwater monitoring at CD-3 had 
exceedances of GSI criteria for cyanide, amenable cyanide, available cyanide, arsenic, chromium, 1,2-
dichlorobenzene, 2,4,6-trichlorophenol, 2,4-D (dichlorophenoxyacetic acid), 2,4-dichlorophenol, 2-
chlorophenol, benzene, chlorobenzene, chromium, phenol and silvex (2,4,5-TP). 

In addition to methodological interferences, various analytes, as well as environmental conditions (e.g., the 
presence of light that reacts with strong metal cyanide complexes resulting in the release of free cyanide), 
have the potential to interfere with cyanide detection.  Interference can produce false positives (Type I 
errors) or false negatives (Type II errors).  Interfering analytes may form complexes with cyanide and by-
products that mask the detection of cyanide, leading to inaccurate results. These interfering compounds 
include oxidizing agents, chloramines, sulfide, arsenic, aldehydes, carbonates, and fatty acids In addition, 
analytes that were detected at concentrations above GSI criteria, were also considered.  Error! Reference 
source not found. summarizes documented potential interferences with analytes that may be present at the 
site and/or have been detected on-site at concentrations above GSI criteria. 

Some analytes may directly (transformation of cyanide into non-detectable species via oxidation or 
complexation) or indirectly (influencing the efficacy of microbial processes such as the biodegradation of 
cyanide into less harmful by-products) impact the detection of cyanide whereas chlorinated phenols and 
hydrocarbons may impact analytical methods by outcompeting and altering matrix conditions. As previously 
mentioned, environmental conditions such as light (UV radiation) also impacts the dissociation of metal-
cyanide complexes, and thus the concentrations of detectable cyanide. Light (<350 nm) reacts with strong 
metal-cyanide complexes, releasing detectable cyanide.  

Section 11.2.2 above presents the findings of the 2024 evaluation of potential analytical interferences from 
sulfide and thiocyanate (Tables 11-8 and 11-9).  The results of the evaluation indicated that sulfide was 
not detected in CD-3 site groundwater at a concentration that would positively interfere with the Kelada-01 
or OIA-1677 analytical methods.  Thiocyanate was not detected in off-site groundwater but was detected 
in on-site wells 8819 and 2926A.  Therefore, there is a potential for interference for the Kelada-01 analytical 
method on-site but not off-site. 

As shown on Tables 11-23 and 11-24, all analytical method exhibit the potential for interferences, some 
more than others.  The Kelada 01 analytical method is shown to be highly susceptible to interference from 
sample collection, sample preparation and sample analysis, and the analytical results are uncertain.  OIA-
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1677 is the EGLE preferred method and demonstrates a low interference potential and has provided 
consistent results.   

Table 11-25 presents the available cyanide results using the OIA-1677 analytical method for CD-3 
groundwater and provides a comparison of these results to GSI criteria (5.2 ug/L) and the Rule 57 Water 
Quality Values Final Acute Value (FAV) for aquatic life (44 ug/L).  The cyanide GSI criteria of 5.2 ug/L is 
based on the Rule 57 Final Chronic Value (FCV) for aquatic life (EGLE, 2015; EGLE, 2024). The EGLE 
Rule 57 provides calculated water quality values for ‘toxic substances to protect humans, wildlife and 
aquatic life, in keeping with federal Guidance.”   

The third and fourth quarter 2023 GSI exceedances in 8817, 8818, and 9695 coincide with the laboratory’s 
elimination of the OIA-1677 dilution bottle beginning in the third quarter.  For previous sampling events, the 
laboratory provided two bottles, one for collecting a diluted sample and one for collecting an undiluted 
sample.  The diluted sample was collected by adding 10 ml of groundwater to the bottle prefilled with 90 
mL of deionized water.   Both the diluted and undiluted sample bottles were provided to the lab for analysis.  
The lab reported that an updated laboratory procedure made the dilution bottle obsolete. 

Due to the laboratory, the third and fourth quarter 2023 sample results were removed from consideration.  
In on-site wells, all results in the source well 8819 are less than GSI criteria.  One isolated detection in 8820 
(31 ug/L) is above GSI criteria (5.2 ug/L) but was never repeated.  An additional isolated detection in 2926A 
(38 ug/L) was above GSI criteria but the result was never replicated.   These isolated detections are less 
than the FAV of 44 ug/L. 

In off-site wells, only one result in 8817 in June 2022 (15 ug/L) exceeded GSI criteria and all other results 
using the OIA-1677 method are either ND or below criteria.  Since March 2022, using the OIA 1677 Method, 
available cyanide was detected once in 8817.  The isolated detection was 15 ug/L and occurred in June 
2022.  The remaining 8 sample results were ND.  In 8818, available cyanide was also detected only once 
using the OIA 1677 Method (2.4 ug/L in September 2024).  The remaining 8 sample results were ND.  
Available cyanide was detected twice in 9695.  Two detections (2.5 ug/L in December 2022 and 2.4 ug/L 
in September 2024) were less than GSI criteria.  The remaining 7 sample results were ND. 

All results using the OIA-1677 method are less than the FAV of 44 ug/L, indicating there is no acute 
exposure from detected concentrations of cyanide at CD-3.  All results at source well 8819 are either ND 
or detections below GSI criteria.  The three isolated detections above GSI criteria, based on the FCV (5.2 
ug/L), are not indicative of a chronic cyanide issue at concentrations above GSI criteria.  The majority of 
the results are ND.   

11.2.3.6.2 SUMMARY 

Based on the continued inconsistent results from cyanide across analytical methods and the findings of 
additional analytical method research, the preferred method for analysis and evaluation of cyanide is OIA-
1677.  Table 11-24 presents OIA-1677 results for CD-3.  Cyanide is not detected or detected at 
concentrations below GSI criteria at source well 8819.  With the exception of the Q3 and Q4 2023 results 
that were impacted by the removal of the OIA-1677 dilution bottle, the remainder of the data shows three 
isolated results above GSI criteria (5.2 ug/L), one in each well 8820, 2926A and 8817.   

Additionally, all of the results from OIA-1677 are less than the Rule 57 Final Acute Value of 44 ug/L.  Results 
support that cyanide is not present at acute exposure levels and detected concentrations demonstrate that 
cyanide is not a persistent at chronic concentrations. These results were not replicated and appear to be 
part of the ongoing intermittent and inconsistent cyanide analytical results seen at the CD-3 site.   

Based on the results from the preferred analytical method, cyanide is not an analyte of interest at CD-3 and 
further monitoring is not warranted. 
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11.3 PATH FORWARD IN 2025 

Work in 2025 will include continued quarterly groundwater monitoring for MW-8817, MW-8818, MW-8819, 
MW-8820, MW-9695, and MW-2926A and groundwater elevations will be collected at the chemical 
monitoring locations above, in addition to MW-8815 and MW-8816.  A monitoring program will be developed 
for CD-3 to be included in the SAP and proposed in the new License application. 

In addition, work in 2025 will include the development of a site specific criteria for arsenic.   

Work in 2025 is anticipated to be completed in accordance with the milestone schedule presented in Section 
16.0.  Unless otherwise necessary or requested, plans or findings will be provided during periodic progress 
meetings, which are scheduled to occur on an approximately monthly basis.  Annual updates detailing the 
work completed and projected for the next year will be presented in the annual CAIP.
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12.0 7TH STREET PURGE WELLS AREA 

The former fuel tank farm AOC, now known as 7th Street Purge Wells AOC, is located in an upland area on 
the west bank of the Tittabawassee River, approximately 520 ft upstream of the Dow Dam (Figure 12-1).  
Historically, two above-ground fuel oil storage tanks were located in the area.  The tanks provided fuel oil 
to a backup boiler located in Building 879.  Historical release(s) from the operation of this above-ground 
storage tank system and associated piping have impacted the soil and groundwater.  The area has been 
extensively backfilled with ash, sand, gravel, bricks, crushed concrete, asphalt, coal, and various other 
man-made materials.  The shallow perched groundwater exhibits an easterly hydraulic gradient towards 
the Tittabawassee River.  Thin silts and clays underlie the fill material.  The silts and clays form a thin 
aquitard over the large sand inclusion in the till that is in hydraulic communication with the Tittabawassee 
River channel.  Historical work has been focused on managing both the shallow perched groundwater as 
well as the deeper groundwater hydraulic zones. 

12.1 OVERVIEW OF SITE CHARACTERIZATION AND PAST INTERIM 
MEASURES 

The 7th Street Purge Well Area is currently an industrial area including paved and gravel roadways, a 
service water pump house, and above ground utility truss supporting utilities which cross the Tittabawassee 
River via either of two bridges spanning the river at the eastern extent of the study area (Figure 12-2).  
Groundwater pumping wells (purge wells) are operated in the area to control the deep groundwater aquifer 
as stipulated by RCRA License operating conditions.  Along the eastern margin of the study area, the 
Tittabawassee River flows from north to south at levels generally around 597 ft NAVD 29.  A service water 
intake basin was constructed along the west portion of the Tittabawassee River within the area, partially 
separated from the main flow channel by a steel sheet pile wall.  

Groundwater in the study area is generally present in two strata, the surface sands (generally miscellaneous 
fills from 0-18 ft in the study area, generally referred to as the shallow perched groundwater) and the deep 
sand area.  Previous study (URS Corporation, 2007) of the shallow groundwater concluded that the shallow 
perched groundwater is flowing easterly toward the Tittabawassee River at an approximate hydraulic 
gradient of 0.03 feet per foot (ft/ft).  The perched groundwater flow is restricted and/or retarded along the 
bank by the presence of silts and clays present adjacent to the river.  Although the sediments in this 
immediate area have a relatively low hydraulic conductivity, a hydraulic connection to the Tittabawassee 
River is present.  Previous studies (McDowell and Associates, 1986; Radian International, 2000) of the 
deep sand area have concluded that a hydraulic connection between the groundwater in the deeper sand 
till and the Tittabawassee River exists.   

12.1.1 INITIAL SHALLOW ZONE INTERIM MEASURES 

An IRA Work Plan was submitted December 13, 2005, and a Completion Summary Report provided 
September 28, 2007.  The IRA investigation included the installation of a number of groundwater monitoring 
wells in the shallow zone (Figure 12-3).  Groundwater sampling identified chromium, lead, and various 
volatile organic hydrocarbons including naphthalene.  The highest groundwater concentrations of the COCs 
were detected in MW-4 and MW-7.  The groundwater concentrations in MW-4 and MW-7 occasionally 
exceeded the GSI criteria. Measurable free product was identified in monitoring wells MW-9, MW-10, MW-
11, and MW-13.  An intermittent heavy sheen of free product was noted in MW-7.  The free product was 
dark brown to black in color and highly viscous (e.g., not mobile).  Analytical data confirmed the oil is viscous 
and lighter than water.   

During routine monitoring conducted in April 2013, seven compounds at corrective action wells MW-15S, 
MW-14S, MW-17, and MW-18 were detected at concentrations above their GSI Cleanup criterion. EGLE 
was verbally notified on June 10, 2013, and the wells were re-sampled on June 13 and 17, 2013.  Detected 
concentrations of 1,2,4-trimethylbenzene, ethylbenzene, and naphthalene were confirmed as exceeding 
their GSI Cleanup Criterion.  1,2,4-Trimethylbenzene was identified in one sample at concentrations that 
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also exceed the Michigan Rule 57 Final Acute Value.  EGLE was notified of the confirmation on July 8, 
2013. 

In response to the chemical detections in the corrective action monitoring wells that exceeded generic 
EGLE Cleanup Criterion, an IRA Work Plan was submitted in August 2013, summarizing the IMs that 
included targeted removal of source material in the area.  The interim response was designed to improve 
the groundwater quality sufficiently enough that generic Cleanup Criterion will not be exceeded.   

During the fall of 2013, soil was excavated to the top of the aquitard and impacted soil was removed from 
the area.  Approximately 5,000 cubic yards of source material was removed (Figure 12-4).  The area was 
backfilled with excess soils relocated from other areas on-site.  Immediately following the source removal 
detections of arsenic, 1,2,4-trimethylbenzene, ethylbenzene, isopropylbenzene, o-xylene, naphthalene, 
and cyanide were detected above the generic GSI cleanup criteria but were either not confirmed in follow-
up sampling or the wells were dry and unable to be resampled.   

12.1.1.1 SHALLOW ZONE RECENT WORK THROUGH 2023 

Since the response action, shallow monitoring wells 14S, 15S, 17, and 18 are routinely dry or they go dry 
during sample collection except when seasonally induced higher water levels (snow melt, rain, etc.) exist, 
which presents a significant challenge to routinely and effectively evaluate the shallow groundwater against 
Performance Criteria.  Historically, groundwater samples collected from MW-18 in second quarter have 
exceeded the Michigan Part 201 GSI cleanup criteria for VOCs, SVOCs and occasionally metals. 

In the Q2 2018, a sample from MW-18 had detections above the performance criterion for 1,2,4-
trimethylbenzene, ethylbenzene, o-xylene, naphthalene, and m,p-xylene.  Per the requirements of the SAP, 
MW-18 was then resampled in quadruplicate in August 2018 and the results confirmed the VOC 
exceedances. Water was again observed in MW-18 during the Q3 2018 chemical monitoring sampling 
event completed on August 28, 2018.  The results reported that arsenic, and additional organic constituents 
in the sample collected at MW-18 did not meet Performance Criteria established in Table 2-F of the SAP 
(Table 12-1).   

Table 12-1.  Constituents Detected Above Performance Criteria in MW-18 in 3rd Quarter 2018 

Analyte

Result 

(g/L)

GSI Criteria 

(g/L)

1,2,4-Trimethylbenzene 310 17 

1,3,5-Trimethylbenzene 51 45 

Ethylbenzene 510 18 

Isopropylbenzene 83 28 

o-Xylene 500 41 

2-Methylnapthalene 31 19 

Naphthalene 380 11 

m,p-Xylene 260 41 

Arsenic 36.7 10 

In response to the shallow zone criteria exceedances at MW-18, pursuant with Condition IX.B.2.(c)(iii) and 
(iv) of the Operating License, a work plan was developed to put together a more complete CSM in order to 
design an effective remedial strategy to address the GSI exceedances found in MW-18.   

A historical boring log review was conducted.  Historic boring logs in the 7th Street Purge Well Area and in 
the Tittabawassee River were reviewed to generate cross-sections of the area (Figures 12-5 through 12-
8).  The presence of historical riverbanks under fill are evident in the cross sections demonstrating the 
groundwater flow is complex in the area and there are potentially many unconnected perched groundwater 
zones.   
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A historical aerial photograph and drawing review was also completed to review the location of former bulk 
tanks, dispensing facilities, power houses and assess potential impacts of existing structures in the area 
including the bridge design.  The original bridge design drawings from the 1920’s revealed that the edge of 
the wing wall extends well below the upper shallow aquifer and that water in MW-18 may be trapped 
perched groundwater (Figure 12-9). 

Groundwater and surface water data in the area were also reviewed.  Groundwater elevation data 
demonstrates that groundwater in MW-18 tracks directly with the Tittabawassee River level, while the other 
monitoring wells in the area do not (Figure 12-10).

Once all the existing data was reviewed, it was determined that the next step would be to evaluate the 
extent of the groundwater that exceeds the GSI criteria north of MW-18 and evaluate the groundwater that 
is flowing towards MW-18.  To do this, Dow developed a workplan to install two new monitoring wells north 
of MW-18 along the fence line (MW-9472 and MW-9473) and one additional well to the west of MW-18 
(MW-9474) (Figure 12-11). The new wells were completed on July 10 and 11, 2019, with the use of sonic 
drilling due to buried concrete debris in the area. The wells are screened in the base of the fill and a few 
feet of silty riverbank sediment.  The bottom of the wells are set on the brown clay separating the upper 
perched groundwater from the underlying sand layer that is controlled by RGIS.  

During well installation, the field team noticed a water main leak in the area adjacent to MW-17.  MW-17 
has historically been dry; however, during this event had water flowing out of the ground alongside the 
casing.  The leak was repaired during the installation of the wells.   

The wells were then developed on July 15, 2019. The new wells only contained a few milliliters of 
groundwater upon initiation of development and remained dry after pumping.  The following week, the 
sampling team attempted to sample the wells.  MW-16, MW-17, MW-9472 and MW-9473 were dry.  The 
only well that contained a small amount of groundwater was MW-18. 

Since the water main leak was repaired, MW-18 was dry during each attempt to sample in 2019. This 
suggests the area of groundwater exceeding the GSI is very limited and potentially only a small area along 
the bridge wing wall.  It is also possible the groundwater in MW-18 may have been influenced by the water 
main leak near MW-17. 

Dow continued to monitor the MW-18 throughout 2021.  MW-18 continued to be dry during every attempt 
to sample during the year.  After several years of attempts to gather additional chemical data from the well 
through routine quarterly sampling efforts, Dow reassessed the existing site information with the context of 
additional years of dry conditions.  The last groundwater sample collected from MW-18 was in May 2019 
due to the ongoing dry conditions. 

The three wells installed in 2019 are being evaluated as potential replacement wells for MW-18 in 
compliance monitoring.  The two monitoring wells that were installed north of MW-18 along the fence line 
(MW-9472 and MW-9473) and the one additional well was installed to the west of MW-18 (MW-9474).  
Figure 12-11 shows the locations of these wells.  

Boring logs for each well are shown on Figures 12-12 (MW-9472), Figure 12-13 (MW-9473) and Figure 
12-14 (MW-9474).  The logs show that water was present in the soil at all three wells at the time of 
installation. During the last sampling attempt for these wells in July 2019 after the well installation, all three 
wells were dry. During this time, the river elevation did not rise above 596.3 feet. MW-18 was attempted to 
be sampled as well around this time and was also dry.  

In the November 2021 CA Status Meeting with EGLE, Dow presented the current understanding and 
hypothesis regarding site conditions in the immediate MW-18 area.  The data support the conclusion that 
MW-18 is not representative of the overall site condition at the 7th Street Purge Well area and the well 
should not be used in the monitoring program for that assessment.  Based on geologic, structural, and 
hydraulic characteristics of the area, it is likely that that water in MW-18 represents an isolated perched 
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groundwater table trapped behind the bridge abutment during certain conditions.  It is possible that there is 
water at the location only during high water events in the Tittabawassee River.  Due to the location of the 
well, the 2013 excavation activity could not extend down into this area, and it is possible that a small, 
localized area of contamination exists that is mobilized during high water events.  If this is the case, Dow 
will pursue targeted action to remedy this condition. 

As Dow discussed with EGLE in November 2021, Dow would like to remove MW-18 from the routine 
Corrective Action Monitoring Program and replace it with a well more appropriate to assess the 7th Street 
Purge Wells site. Dow had originally intended to pursue this change through a modification to the current 
SAP; however, due to the timing of the work at the site and the license re-application in 2025 Dow will 
propose a modification to the sampling program in the license re-application  Dow developed a path forward 
to confirm that MW-18 is not representative of site conditions and proposed evaluating the viability of 
existing site wells to serve as a replacement well for compliance monitoring. 

12.1.2 MW-18 STATUS SINCE 2019 

Since 2019, at the time of quarterly sampling, MW-18 has been dry. The boring log for MW-18 is presented 
in Figure 12-15.  It is possible that water is present only as a consequence of high-water events in the 
Tittabawassee River.  Based on a review of groundwater and surface water levels, the groundwater level 
in MW-18 appears to closely follows the river levels, shown in Table 12-2 below. 

Table 12-2.  Comparison of MW-18 Groundwater Levels to the Tittabawassee River Surface Water 
Levels 

Date MW-18 
River 

Elevation 

4/17/2017 597.96 597.9 

1/22/2018 Dry 596.79 

5/24/2018 597.72 597.13 

8/2/2018 596.79 595.85 

8/28/2018 597.54 597.13 

9/28/2018 597.13 596.41 

11/19/2018 597.43 596.9 

5/30/2019 598.35 597.3 

8/7/2019 Dry 595.85 

10/8/2019 Dry 597.22 

2/4/2020 Dry 597.65 

4/7/2020 Dry 597.13 

4/21/2020 613.8 596.62 

7/14/2020 Dry 596.11 

10/7/2020 Dry 596.11 

1/25/2021 Dry 596.36 

4/14/2021 Dry 596.88 

Note:  Groundwater elevation measurements were discontinued at MW-18 after April 2021. 

The other site wells have decreased in concentrations since the 2013 remedy work; however, the detected 
concentrations in MW-18 have not decreased over time.  The highest measured concentrations have 
occurred in more recent years (Figure 12-16). In 2021, MW-18 had exceedances over the GSI criteria in 
recent events for 1,2,4-trimethylbenzene, 1,3,5-trimethylbenzene, 2-methylnaphthalene, arsenic, 
ethylbenzene, isopropyl benzene, naphthalene, and m,p-xylene. Table 12-3 below shows the analytes with 
concentrations that exceeded GSI criteria in MW-18 in the May 2019 sampling event. 1,3,5-
Trimethylbenzene and arsenic had exceedances in MW-18 in samples collected in February 2019.  
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Table 12-3.   Constituents Detected Above Performance Criteria in MW-18 in 2nd Quarter 2019 

Analyte 
Result 
(µg/L)

GSI Criteria 
(µg/L)

1,2,4-Trimethylbenzene 150 17 

Ethylbenzene 270 18 

Isopropylbenzene (cumene) 35 28 

Naphthalene 160 11 

m,p-Xylene 82 41 

The concentrations shown in Table 12-3 for most constituents were an order of magnitude higher than 
concentrations seen in any other well. For example, the arsenic concentrations historically in MW-18 
reached as high as 66.6 µg/L in 2018 while during the same time period they were only 2.10 µg/L and 1.1 
µg/L in MW-1 and MW-12, respectively (Figure 12-17). These high concentrations support the hypothesis 
that concentrations seen in MW-18 are from a small, localized area of impacts where the 2013 excavation 
activity could not reach due to the location of the well and may be mobilized by high water events.   

12.2 WORK IN 2024  

Work in 2024 included the implementation of a groundwater evaluation for MW-18 and associated wells 
MW-9472, MW-9473 and MW-9474.  Additionally, design, preparation and implementation of the first phase 
of a baseline pilot study were initiated for the PW-2 replacement. 

12.2.1 MW-18 EVALUATION 

A full seasonal groundwater evaluation was implemented for MW-18, MW-9472, MW-9473, and MW-9474.  
The purpose of the evaluation was to confirm that MW-18 is not representative of the site, to determine if 
MW-9472, MW-9473, or MW-9474 could serve as replacement wells in the monitoring program.  Analytical 
lab reports are provided in Appendix P.   

In late 2023, data loggers were installed in wells MW-9472, MW-9473, MW-9474, and MW-18 to understand 
presence and/or absence of water and to collect information on the frequency and elevation of groundwater, 
if present.  In addition, the data loggers were used to determine when or if there was enough water to 
sample.  

There is a history of dry wells and the data from these well loggers were downloaded every two months 
and compared against the Tittabawassee River levels to determine if there is a trend between river levels 
and groundwater levels in the wells.  In addition to reviewing the data for trends, the comparison between 
data loggers and river levels to identify river levels when sufficient groundwater is present as a sample 
collection indicator.   

The Tittabawassee River level was tracked for comparison to the groundwater information provided by the 
data loggers installed in the wells to determine if there is a trend between river levels and groundwater 
levels in the wells.  Dow also collected groundwater samples at the four wells when sufficient groundwater 
was present. 

Well logger output was examined on a well-by-well basis and compared against river levels. Graphs 
comparing both water levels are shown in Figures 12-18 through Figure 12-21. Following several months 
of data collection, a trend was observed in both MW-18 and MW-9474, which were found to track closely 
with river levels. MW-9472 and MW-9473 were not observed to have any such trends.    

After a review of current data and revisiting historical data on the dates when MW-18 was successfully 
sampled in the past, it was determined that an appropriate river level to sample at was approximately 596 
feet AMSL above the Dow Dam, and 593 feet AMSL below the Dow Dam, where the USGS data is 
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measured. Previous sampling events had been successful during the spring, when the Tittabawassee River 
often has its highest levels due to seasonal rainfall and snowmelt. The USGS Tittabawassee River gauging 
webpage for Monitoring Station 04156000 was checked regularly to monitor river levels (USGS, 2024).  

The live Tittabawassee river level data from the USGS website was used to track real-time river levels so 
that a sampling team could be dispatched immediately.  On March 15th, after noticing an increase in river 
levels, a team was sent to sample all four wells.  

During the March 15th sampling event, all four wells had measurable water, confirming that a river level of 
at least 593 feet AMSL corresponds to sampleable quantity of groundwater in the wells. Graphs comparing 
the river and well logger data levels to the sampling time can be shown in Figures 12-22 through Figure
12-25.   

Full sample sets were collected at wells MW-9474 and MW-18. At MW-9472, there was enough water 
present for VOCs and chloride analysis, and at MW-9473 there was enough water to collect a sample for 
VOCs.  Summary statistics are found in Table 12-4 and screening results can be found in Table 12-5. 
Table 12-6 provides a summary of results that are above GSI criteria.  

The only results that were above GSI criteria were found in MW-9474 and MW-18. Detected concentrations 
of chromium and phenanthrene were above GSI criteria in MW-9474.  In MW-18, 1,2,4-trimethylbenzene, 
o-xylene, and total xylenes exceeded in MW-18.  

Following another upswing in river levels, sampling was performed again on April 30th. During this event, 
VOCs and chloride were collected at MW-9474, VOCs at MW-9472, VOCs, metals, cyanide, and chloride 
were collected at MW-18, and MW-9473 was dry. MW-18 was the only well with exceedances during this 
event, with detected concentrations of 1,2,4-trimethylbenzene, ethylbenzene, cumene, o-xylene, and total 
xylenes above GSI criteria.  

Table 12-7 shows MW-18 results above GSI that occurred in the 3rd Quarter 2018 and compares those 
results to sampling results from 2019 through the latest samples collected in March and April 2024.  Table 
12-8 shows all results above GSI criteria for the 7th Street site over time listed by site well.  Analytes detected 
above GSI criteria that are unique to MW-18 are shown on Table 12-9.   

Table 12-9.  Summary of Analytes Detected Above GSI Criteria in MW-18 Only 

Analyte Detection Summary 

1,2,4-Trimethylbenzene 1,2,4-Trimethylbenzene has been detected in MW-18 been detected 15 times in MW-18 
and one time in 9474.  All 15 detections of 1,2,4-trimethylbenzene are above GSI criteria 
in MW-18 (2011 – 2024). 

1,3,5-Trimethylbenzene 1,3,5-Trimethylbenzene has only been detected in MW-18 (14 detections).  Four of these 
detections were above GSI criteria (2018 and 2019). 

2-Methylnaphthalene 2 Methylnaphthalene has been detected a total of four times at the site and all detections 
occurred in MW-18.  Three of these four detections were above GSI criteria (2018). 

Ethylbenzene Ethylbenzene has been detected one time in each 9474 and PW-4 and all remaining 
detections occurred in MW-18 (15 detections).  Twelve of these detections in MW-18 
exceeded GSI criteria (2012 – 2024). 

Isopropylbenzene Isopropylbenzene has been detected 15 times in MW-18 and is not detected in any other 
site well.  Eight of these detections were above GSI criteria (2014 – 2024). 

Naphthalene Naphthalene has been detected 10 times in MW-18 with one isolated detection in MW-
9474 in 2024.  Eight of these detections exceeded GSI criteria (2013 – 2019). 

m,p-Xylene m,p-Xylene has been detected 9 times in MW-18 and has not been detected in any other 
site well.  Six of these results exceeded GSI criteria (2018 – 2019). 

o-Xylene o-Xylene has been detected 15 times in MW-18 and had one isolated detection in MW-
9474 in 2024.  Eleven detections in MW-18 were above GSI criteria (2012 – 2024). 
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Analyte Detection Summary 

Total Xylenes Total xylenes, as a function of m,p-xylene and o-xylene detections, had eleven results 
above GSI criteria in MW-18 (2012 – 2024). 

Based on findings from the groundwater evaluation, MW-18 is confirmed to not be representative of 7th 
Street site. MW-18 has analytes with results above GSI that are unique and not seen in other site wells.  
Additionally, at times, MW-18 is the only well with exceedances during the sampling event. Wells MW-9472, 
MW-9473, and MW-9474 will not serve as sufficient replacement wells. 

The monitoring network and program for 7th Street Purge Wells site will be reviewed and updated as part 
of the License reapplication.  Based on the evaluation, MW-18 will not be included in the monitoring network 
update and will not be replaced. However, additional investigation is warranted to understand the extent of 
the isolated impacts. Due to the location of the well, the 2013 excavation activity could not extend down 
into this area, and it is possible that a small, localized area of contamination exists that is mobilized during 
high water events.   

In 2025, field work will be implemented in the immediate area around MW-18 to determine the extent of 
impacts, including advancing soil borings surrounding MW-18.  An evaluation of site information will be 
performed to determine if soil parameter data is necessary to support a remedy feasibility evaluation. 
Results will be evaluated, and updates will be made to the CSM.   

12.2.2 PW-2 REPLACEMENT 

As discussed in the November 2024 CA Status Meeting, PW-2 needs to be replaced.  Figure 12-26 shows 
the well log for PW-2.  The replacement well will be placed in the same location and will have a slightly 
different design (Figure 12-27).  These design differences include updating stainless steel to PVC and 
reducing the diameter of the well from a 12” well to a 6” well. An assessment was completed for diameter 
reduction demonstrating there was no issue with flow capacity.  

A controlled short-term shut down of PW-2 will be performed to determine aquifer conditions when the well 
is turned off. The current well will need to be abandoned prior to the replacement which will manage the 
risk of fouling the new well with grout from the well abandonment activities. The well abandonment and well 
replacement activities will likely require different equipment/mobilizations.  The goal of the pilot shutdown 
study is to establish a timeframe and understand potential effects of PW-2 being offline while the well is still 
functional.  The pilot shutdown study is being implemented in two phases.  

The first phase of the PW-2 shutdown study will establish baseline conditions in the 7th Street area and was 
implemented in late 2024. Weekly hydraulic evaluations will be performed under normal operating 
conditions over a period of 8 weeks. A total of 30 wells are included in the weekly hydraulic evaluations.  
The Tittabawassee River level and precipitation are being monitored as well. The data set will be evaluated 
to establish baseline conditions and to identify triggers for restarting PW-2 during the trial shutdown.  The 
first phase will continue through January 2025.   

The second phase of the PW-2 shutdown study will establish an acceptable well replacement timeframe 
for the new PW-2 well with the trial shutdown. Once triggers for restarting PW-2 have been established, 
PW-2 will be shut down and the locations and metrics from the baseline assessment will be monitored. The 
trial shutdown will run up to 1 month based on data collected. Once the study is complete, the plan to 
replace PW-2 will be finalized.  Construction is targeted for 2025.  

12.3 2025 PATH FORWARD  

Work in 2025 at 7th Street Purge Wells will include a review of the groundwater monitoring program based 
on the MW-18 evaluation completed in 2024.  MW-18 is confirmed to not representative of conditions at 7th

Street and will be removed from the monitoring program.  In addition, work in 2024 also confirmed that MW-
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9472, 9473, and -9474 are not appropriate to serve as replacement wells for MW-18 in compliance 
monitoring.  The monitoring program will be reviewed and updated as part of the license re-application in 
2025.   

The 2024 analytical results in groundwater at MW-18 confirmed localized impacts unique to this well.  Field 
activities planned for 2025 will include an investigation to define the extent of the impacts in the MW-18 
area, where original removal activities could not safely be performed.   

Work to replace PW-2 will continue in 2025.  Phase 1 of the pilot study to establish the baseline of the 7th

Street area was initiated in late 2024 and will run through January 2025.  The second phase of the pilot is 
planned for early 2025 with a targeted construction effort to replace PW-2 in 2025.  As discussed in the 
November 2024 CA Status Meeting. 

Dow will periodically share details monitoring effort with EGLE at routine CA status meetings during the 
implementation.  Work in 2025 is anticipated to be completed in accordance with the milestone schedule 
presented in Section 16.0.  Unless otherwise necessary or requested, plans or findings will be provided 
during periodic progress meetings, which are scheduled to occur on an approximately monthly basis.  
Annual updates detailing the work completed and projected for the next year will be presented in the annual 
CAIP. 

Reference: 

USGS. Tittabawassee River at Midland, MI – 04156000. https://waterdata.usgs.gov/monitoring-
location/04156000/#period=P30D&showMedian=false&dataTypeId=continuous-63160-0.  2024. 
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13.0 MARK PUTNAM ROAD AOC 

In late October 2018, a new AOC south of Mark Putnam Road and east of South Saginaw Road extending 
to the south and east an indeterminate distance was confirmed when analytical results were received for a 
soil sample taken after an odor was detected during the removal of a tree in the area.   

The location of the AOC is shown on Figure 13-1.  Pursuant to Act 451 Part 111 and Condition XI.F.1 of 
the Midland Plant Operating License, Dow communicated the identification of this new AOC to EGLE on 
November 16, 2018.  

13.1 SUMMARY OF WORK TO DATE 

The Mark Putnam AOC was discovered when prepping the site for installation of a storm sewer to the south 
of Mark Putnam Road.  Upon discovery of the impacted soil, the installation of the storm sewer was stopped.  
The sewer installation was redesigned to minimize potential infiltration into the storm sewer and storm 
sewer bedding backfill.  Figure 13-2 presents the site map. 

Investigation activities were initiated at the Mark Putnam AOC in the spring of 2019.  Seven soil borings 
were advanced at the Mark Putnam AOC starting March 2019 (Figure 13-2).  SB-9444 was advanced at 
the location where evidence of impacted soil was first discovered and SB-9445, SB-9446, SB-9447 and 
SB-9449 were offset from SB-9444 in each direction.  Soil results indicate impacts are centered around SB-
9444.  All results at SB-9444 are below all criteria at 30 ft bgs and deeper, with the exception of methylene 
chloride, which is a common laboratory contaminant.  Exceedances of the EGLE Part 201 Statewide Default 
Background Criteria for metals occur consistently at all depths and in all borings.    

A 1.4-acre decision unit was created encompassing the Mark Putnam AOC (Figure 13-3).  The decision 
unit was sampled for dioxins/furans, VOCs, SVOCs, herbicides, pesticides, metals and PCBs using 
incremental sampling methodology.  The results of the DU samples were presented in the 2020/21 CAIP. 
All soil sample results are less than the Non-residential Direct Contact Criteria. 

Three shallow groundwater monitoring wells were installed in July 2019 at SB-9444, SB-9445 and SB-9447 
(Figure 13-2).  Samples were collected from monitoring wells MW-9444, MW-9445, MW-9447 and existing 
well MW-3654 and results indicated that groundwater impacts were concentrated in MW-9447 and MW-
9445 with exceedances of the EGLE Part 201 Non-Residential Drinking Water Criteria and GSI Criteria.  
Results of sampling conducted in 2019 were summarized in the 2019/20 CAIP. 

In 2020, work at the Mark Putnam AOC included the collection of groundwater elevations from monitoring 
wells MW-9444, MW-9445, MW-9447 and MW-3654 and development of groundwater flow direction maps.  
Additionally, the 2019 soil sample results were compared to soil background values, in accordance with the 
“Soil Background and Use of the 2005 Michigan Background Soil Survey (MBSS)– Resource Materials” 
approved by EGLE on October 4, 2019.  This comparison demonstrated that metals detected at the site 
are present due to background and are not an AOIs for the Mark Putnam AOC. Additionally, the incremental 
composite sample results were evaluated with a comparison to the Michigan Part 201 Soil Direct Contact 
Criteria.  The results of the work conducted in 2020 were presented in the 2020/21 CAIP.   

In 2021, further delineation of soil impacts was completed between soil borings SB-9444 and SB-9447 to 
the south and SB-9449 to the north.  Additional delineation of the groundwater plume to understand the 
north, east and southern extent of the groundwater plume was also completed with the installation of a GSI 
monitoring well along the sewer backfill adjacent to the ditch to the east to confirm the effectiveness of the 
storm water backfill infiltration mitigation.  The installation of a deep monitoring well was completed adjacent 
to MW-9444 in the moist to wet silt encountered at 27 ft bgs to determine groundwater impact at depth.  
The results of the work conducted in 2021 were presented in the 2021/22 CAIP. 
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13.1.1 2022 DATA GAP EVALUATION 

Work performed in 2022 at the Mark Putnam AOC included the development of a preliminary CSM and 
exposure pathway analysis to inform the path forward for the site.  This effort identified data gaps and the 
field portion of the data gap investigation was completed at the end of 2022.  Work in 2022 also included 
quarterly groundwater monitoring for site wells existing at the site prior to the completion of the data gap 
investigation field effort (MW-3654, MW-9444, MW-9445, MW-9447, MW-9696, MW-9697, MW-9698 and 
MW-9699).  Wells installed as part of the data gap investigation were included in quarterly sampling upon 
well development in 2023.   

13.1.1.1 PRELIMINARY CSM 

The ground surface at the Mark Putnam AOC slopes east towards Lingle Drain (ground surface elevations 
range from 629 to 625 ft.).  In 2019, soil borings 9444 – 9450 were performed and in 2021 soil borings 9696 
– 9701 were completed.  Fill consists of sand, clay and topsoil from surface to approximately 5 ft bgs.   
Native clay begins between approximately 5 ft bgs to 27 ft bgs.  Silt is encountered at 27 ft bgs.  Historical 
soil boring logs for the area near the Mark Putnam AOC show that silt terminates at approximately 36 ft bgs 
at the glacial till.  Figures 13-4 and 13-5 show the site cross-sections, west to east and north to south, 
respectively. 

SB-9444, 9445, 9447, 9696 – 9701 were completed as monitoring wells.  MW-3654 is an existing Facility 
Shallow Groundwater Program well.  MW-9698 and MW-9699 were installed as temporary wells.  All wells 
are screened less than 10 feet in depth with the exception of MW-9696, which is screened at 32.5 feet in 
the deep silt unit.  Groundwater flow direction is consistently to the north with a slight radial pattern.  Shallow 
groundwater elevation ranges from 621.4 – 627.3 ft.  The deep groundwater elevation ranges from 623.7 
to 624.6 ft.     

There are surface water bodies and utilities near the Mark Putnam AOC that are potential groundwater 
receptors.  The Tittabawassee River is located approximately 5,600 ft. to the southwest of the site.  Lingle 
Drain is located to the east of the site and discharges into the Tittabawassee River.  There is also a storm 
water pond located north of Mark Putnam Rd. 

Utilities located near the Mark Putnam AOC include a storm sewer to the north of the centerline of Mark 
Putnam Rd.  This storm sewer discharges to Lingle Drain.  The storm sewer located to the south of Mark 
Putnam Rd. along the edge of the road also discharges to Lingle Drain.  There is also a 12” water main on 
the north side of Mark Putnam Rd. (Figure 13-2).   

13.1.1.2 DATA GAP INVESTIGATION 

The preliminary CSM and pathway analysis presented in the 2022/23 CAIP was used to inform an 
evaluation of site data to identify data gaps.  The following soil data gaps were identified: 

 VOC and SVOC soil concentrations over criteria from 0 to 5 ft bgs are centered on soil boring 9444 
and delineated by 9449 to the north and 9698 to the east; however, extent of impacts was not yet 
fully defined to the west and south.  

The following groundwater data gaps were identified: 

 Shallow groundwater was not currently delineated to the north of MW-9444 or to the south of MW-
9447 and MW-9699; and  
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 Deep MW-9696 had several analytes over both Drinking Water and GSI Criteria (EGLE, 2020) and 
the impacts were not delineated.  

Based on the preliminary CSM and exposure pathway analysis, a TAL for soil and groundwater was 
developed and is presented on Table 13-1.    

A data gap investigation scope of work was developed to achieve soil delineation and shallow groundwater 
delineation, which was reviewed with EGLE during the July 2022 CA Status Meeting.  Further investigation 
activities were conducted in Winter 2022 to address data gaps identified above or resulting from the 
exposure pathway analysis, screening evaluation, and site specific TAL confirmation.  There were no 
deviations from the scope of work presented in July 2022. 

An interim monitoring program was developed and implemented based on the findings of the preliminary 
CSM, exposure pathway analysis and identification of data gaps.  The results are presented below in 
Sections 13.1.2 and 13.1.3. 

13.1.2 DATA GAP INVESTIGATION RESULTS EVALUATION 

The data gap investigation was conducted to address data gaps identified in the development of the 
preliminary site CSM and pathway analysis.  Figure 13-6 presents completed investigation activities.  There 
were no deviations from the scope of work presented to EGLE in the July 2022 CA Status Meeting.  Further 
delineation of deep groundwater and the identification of the flow direction of the deep groundwater unit 
was completed as part of the data gap investigation activities.  The deep groundwater flow direction is 
presented below in Section 13.1.3.4.     

A total of nine borings were advanced as part of the 2022 data gap investigation.  Each boring was 
completed as a well.  Fifty-six soil samples and nine groundwater samples were collected and analyzed for 
the TAL presented in Section 13.1.1.2.  Figure 13-6 presents borings advanced and wells installed during 
the data gap investigation.  Table 13-2 below presents the Mark Putnam well network. 

Table 13-2.  Mark Putnam AOC Well Network Wells 

Wells Shallow Deep Year Installed 

3654 X 
Facility Shallow 
Program Well 

9444 X 2019 

9445 X 2019 

9447 X 2019 

9696 X 2021 

9697 X 2021 

9698 Temp 2021 

9699 Temp 2021 

9881 X 2022 

9882 X 2022 

9883 X 2022 

9885 X 2022 

9886 X 2022 

9887 X 2022 

9888 X 2022 

9889A X 2022 

9889B X 2022 
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Table 13-3 presents a detailed evaluation of the investigation findings for the Mark Putnam AOC.  
Delineation in soil and groundwater was achieved for the following analytes of interest: 1,2,4,5-
tetrachlorobenzene, 1,2,4-trichlorobenzene, 1,2-dichloroethane, 2-chlorophenol, benzene, chlorobenzene, 
cis-1,2-dichloroethylene, ethylbenzene, hexachlorobenzene, methylene chloride, tetrachloroethylene, 
trichloroethene, and vinyl chloride. 

13.1.3  EXPOSURE PATHWAY ANALYSIS 

The following exposure pathway analysis discusses the data gap investigation results.  

13.1.3.1  SOIL EXPOSURE PATHWAYS 

The drinking water protection pathway is relevant to the Mark Putnam AOC, but the groundwater is not 
used as drinking water and the pathway is incomplete.  Within Midland County, outside the City of Midland 
Limits, glacial till sands are utilized as a source of drinking water; however, the shallow groundwater in the 
vicinity of the Mark Putnam AOC site is not used for drinking water and alternate water sources are 
available.  A restrictive covenant or other applicable institutional control will likely be implemented in the 
future to further restrict the use of groundwater.   

GSI protection is a relevant soil exposure pathway.  Table 13-4 presents the summary statistics and 
screening results for soil at the Mark Putnam AOC.  Detected concentrations of VOCs and SVOCs as part 
of the data gap investigation are less than GSI Protection Criteria in soils, with two exceptions: 1,3-
dichlorobenzene and cyanide both at MW-9882.  1,3-Dichlorobenzene was detected in MW-9882 at 3 ft. 
bgs. at a concentration (1,000 µg/kg) greater than the GSI Protection Criteria (680 µg/kg).  Figure 13-7
shows the GSI Protection Criteria exceedances for the site AOIs. 

In the data gap investigation, 56 total soil samples were collected and cyanide was detected in nine of the 
samples.  Table 13-5 presents a summary of cyanide results in soil.  The detections ranged in concentration 
from 130 – 610 µg/kg, all of which exceeded GSI Protection Criteria (100 µg/kg).  The detected 
concentrations that exceeded GSI Protection Criteria occurred in 9881 (160 µg/kg at 21 ft bgs), 9882 (510 
µg/kg at 12 ft bgs; 610 µg/kg at 15 ft bgs), 9884 (150 µg/kg at 15 ft bgs), 9885 (180 at 6 ft bgs; 130 µg/kg 
at 12 ft bgs), 9886 (150 µg/kg at 12 ft bgs), and 9887 (240 µg/kg at 6 ft bgs; 180 µg/kg at 9 ft bgs).  
Additionally, the method detection limits, ranging from 130 – 180 µg/kg, exceeded GSI Protection Criteria 
in every sample.  These MDLs were an improvement upon MDLs for samples collected as part of initial and 
follow-up investigation activities (from 2019 and 2021), which ranged from 250 – 640 µg/kg.  In the initial 
and follow-up investigations for Mark Putnam AOC, cyanide was detected in soil samples in the source 
area at concentrations that exceeded GSI Protection Criteria.  All results are less than Drinking Water 
Protection Criteria.  While detected in groundwater in one sample (MW-9887) in the initial round of 
groundwater sampling completed for the data gap investigation, the detected concentration was less than 
GSI Protection Criteria.  

The direct contact pathway is relevant for the Mark Putnam AOC and all soil sample results are less than 
the Non-residential Direct Contact Criteria. 

Additional field work is warranted to further delineate 1,3-dichlorobenzene and cyanide in soils at MW-9882.   

13.1.3.2  GROUNDWATER EXPOSURE PATHWAYS 

The drinking water pathway is relevant to the Mark Putnam AOC, but the groundwater is not used as 
drinking water and the pathway is incomplete.  As noted above, a restrictive covenant or other applicable 
institutional control will likely be implemented in the future to further restrict the use of groundwater.   

The GSI pathway is a relevant exposure pathway for the site.  Table 13-6 presents the summary statistics 
and screening results for groundwater at the Mark Putnam AOC.  In the data gap investigation, shallow 
groundwater was delineated for all analytes with the exception of 1,2-dichlorobenzene, 1,3-
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dichlorobenzene and 1,4-dichlorobenzene.  Detected results of these three analytes exceeded GSI Criteria 
in shallow groundwater at MW-9882.  All other non-metal analytes were either ND or less than criteria in 
shallow groundwater.  Additional field work is necessary to achieve further delineation of 1,2-
dichlorobenzene, 1,3-dichlorobenzene and 1,4-dichlorobenzene in shallow groundwater to the north-
northeast of MW-9882. 

One detected concentration of TCE in deep groundwater MW-9883 exceeded GSI Criteria.  All other results 
for VOC and SVOC analytes were either ND or less than criteria in deep groundwater.  Additional field work 
is necessary to achieve further delineation of TCE in deep groundwater to the north of MW-9883. 

In the data gap investigation and quarterly groundwater monitoring activities (Section 13.1.4.2), cyanide 
analysis was performed using the Kelada 01 method for both total cyanide and cyanide, amenable to 
chlorination.  Cyanide was only detected in groundwater in one sample in the initial sampling event for the 
new wells installed for the data gap investigation. The result was less than GSI Criteria (5.2 µg/L).  
Additionally, the MDLs met GSI criteria, ranging from 1.4 – 5 µg/L.  Table 13-7 presents a summary of 
cyanide results in groundwater. 

Results for VOCs and SVOCs detected in groundwater at levels above GSI criteria were either ND or less 
than criteria at MW-9697, which is located along the sewer backfill and Lingle Drain.  Figure 13-8 shows 
the GSI Criteria exceedances for the site AOIs. 

All detected groundwater results are less than the Water Solubility Screening Criteria.  In addition, all 
detected concentrations in groundwater are below the Flammability and Explosivity Screening Criteria. 

13.1.3.3  INHALATION EXPOSURE PATHWAYS 

The particulate soil inhalation pathway is relevant and all detected soil concentrations from the data gap 
investigation were ND or less than the criteria. 

13.1.3.4  DATA GAP INVESTIGATION SUMMARY 

The data gap investigation activities delineated soil impacts with the exception of cyanide and 1,3-
dichlorobenzene at soil boring 9882.  Shallow groundwater impacts were delineated for all analytes except 
1,2-, 1,3- and 1,4-dichlorobenzene at MW-9882.  Deeper groundwater was delineated for all analytes with 
the exception of TCE in MW-9883 and MW-9696.  Additional wells will be installed to achieve delineation 
in both soils and groundwater for the remaining data gaps.  Figures 13-9A through 13-9D and 13-10A 
through 13-10D present the 2024 groundwater flow maps for both shallow and deep groundwater.  These 
figures also show the proposed delineation well locations to the north of the site. 

13.1.4 WORK IN 2024 

Work completed in 2024 at the Mark Putnam AOC site included quarterly groundwater monitoring and the 
collection of quarterly groundwater elevation measurements.   

13.1.4.1  GROUNDWATER ELEVATION 

Quarterly groundwater elevation measurements were collected for all site wells, including those installed in 
the 2022/2023 Data Gap Investigation (MW-3654, MW-9444, MW-9445, MW-9447, MW-9696, MW-9697, 
MW-9698, MW-9699, MW-9881, MW-9882, MW-9883, MW-9884, MW-9885, MW-9886, MW-9887, MW-
9888, MW-9889A, and MW-9889B).  Table 13-8 presents the groundwater elevation measurements 
collected during 2024.  Figures 13-9A through 13-9D present the 2024 groundwater flow maps for the 
shallow groundwater and Figures 13-10A through 13-10D present the 2024 deep groundwater flow maps.   
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The groundwater elevation measurement events indicate shallow groundwater is moving in a slightly radial 
northeast, north, northwest flow direction.  The deep groundwater is moving to the north, northeast/eastern 
direction over the four quarters of 2024.   

13.1.4.2  QUARTERLY GROUNDWATER MONITORING RESULTS 

In 2024, work at the Mark Putnam AOC included quarterly groundwater monitoring and this section presents 
the results of the first three quarters of 2024.  Quarterly monitoring was completed for all site wells, including 
those installed in the 2022/2023 Data Gap Investigation (MW-3654, MW-9444, MW-9445, MW-9447, MW-
9696, MW-9697, MW-9698, MW-9699, MW-9881, MW-9882, MW-9883, MW-9884, MW-9885, MW-9886, 
MW-9887, MW-9888, MW-9889A, and MW-9889B).  Table 13-1 presents the target analyte list for quarterly 
monitoring activities and future investigations.  Analytical lab reports are provided in Appendix Q.  

The site AOIs for Mark Putnam include: 1,2,4,5-tetrachlorobenzene, 1,2,4-trichlorobenzene, 1,2-
dichlorobenzene, 1,2-dichloroethane, 1,3-dichlorobenzene, 1,4-dichlorobenzene, 2-chlorophenol, 2,4-
dichlorophenol, benzene, chlorobenzene, cis-1,2-dichloroethene, cyanide, ethylbenzene, 
hexachlorobenzene, methylene chloride, PCE, TCE and vinyl chloride.   

While quarterly groundwater monitoring results are screened against the Part 201 Nonresidential Drinking 
Water Criteria, the groundwater is not used as drinking water and the pathway is incomplete.  Within 
Midland County, outside the City of Midland Limits, glacial till sands are utilized as a source of drinking 
water; however, the shallow groundwater in the vicinity of the Mark Putnam AOC site is not used for drinking 
water and alternate water sources are available.  A restrictive covenant or other applicable institutional 
control can be implemented in the future to further restrict the use of groundwater.   

Table 13-9 presents the 2024 quarterly groundwater analytical results compared to Part 201 Drinking Water 
Criteria and Table 13-10 presents the comparison to GSI Criteria.  All results were less than Drinking Water 
and GSI criteria in wells MW-9881, MW-9884, MW-9885, MW-9886, MW-9887, MW-9889A, and MW-
9889B.  All results were less than GSI Criteria in MW-3654 and MW-9697, which are located along the 
sewer backfill and Lingle Drain, respectively.   

The following analytes exceeded GSI criteria during the 2024 quarterly monitoring events:  chlorobenzene 
(9445, 9447, 9696, 9699, 9882), 1,2,4,5-tetrachlorobenzene (9447), 1,2,4-trichlorobenzne (9447)), 1,2-
dichlorobenzene (9447, 9882), 1,3-dichlorobenzene (9447, 9699, 9882), 1,4-dichlorobenzene (9447, 9699, 
9882), 2-chlorophenol (9447), benzene (9447, 9696, 9699), ethylbenzene (9447), TCE (9696), vinyl 
chloride (9696).  Based on the two GSI exceedances of chlorobenzene in 9882, analysis of chlorobenzene 
will be added to the TAL for the proposed shallow delineation well that will be installed in 2025.  

Beginning in July 2022, cyanide analysis was performed using the Kelada 01 method for both total cyanide 
and cyanide, amenable to chlorination.  Table 13-11 presents a summary of cyanide results in groundwater 
compared to GSI criteria (5.2 µg/L).  In 2024, cyanide was detected at Mark Putnam AOC a total of 17 
times.  All results were less than Drinking Water criteria (200 µg/L) and only six detections exceeded GSI 
criteria (5.2 µg/L): 

 MW-9445 (2Q 2024) 9.3 µg/L – analysis using Kelada 01 for cyanide.  Result for same sample for 
cyanide amendable to chlorination was also 9.3 µg/L. 

 MW-9698 (1Q 2024) 6.0 µg/L - analysis using Kelada 01 for cyanide.  Result for same sample for 
cyanide amendable to chlorination was also 6.0 µg/L. 

 MW-9698 (2Q 2024) 5.5 µg/L - analysis using Kelada 01 for cyanide.  Result for same sample for 
cyanide amendable to chlorination was also 5.5 µg/L. 

In groundwater, MDLs have met GSI Criteria in all samples at a value of 2.8 µg/L.  Cyanide is a site AOI 
and groundwater monitoring will continue for this analyte.  Analysis of available cyanide will be included 
using U.S. EPA Method OIA-1677. 
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Reporting limits met the Drinking Water and GSI Criteria during the 2024 quarterly monitoring events.  The 
shallow groundwater in the vicinity of the Mark Putnam AOC site is not used for drinking water and alternate 
water sources are available.  A restrictive covenant or other applicable institutional control will likely be 
implemented in the future to further restrict the use of groundwater.   

13.2 2025 PATH FORWARD 

The Mark Putnam AOC data gap investigation results for both soil and groundwater (shallow and deep) 
were evaluated and used to confirm the preliminary CSM and exposure pathway analysis, refine the site 
TAL, and inform the path forward for the site.  Additional wells will be installed to complete delineation 
activities for the remaining data gaps. 

A shallow well with a target screen depth of 3 – 8 ft bgs will be installed to the north of the site north-
northeast of MW-9882 to delineate 1,2-dichlorobenzene, 1,3-dichlorobenzene, 1,4-dichlorobenzene and 
chlorobenzene in shallow groundwater.  Additionally, soil samples will be collected during the well 
installation to achieve delineation of 1,3-dichlorobenzene and cyanide in soils.   

A deep well will be installed to the north-northwest of MW-9883 to delineate TCE in deep groundwater. 
Additionally, one more deep well will be installed to the north of MW-9882. Both deep wells will have a 
target depth of 30.5 – 35.5 ft bgs. Newly installed wells will be added to the monitoring program and 
groundwater elevations will be measured quarterly with the existing site wells.   

Based on the refinement of the site TAL, interim monitoring will continue and moving forward, analysis will 
be performed only for site AOIs: 1,2,4,5-tetrachlorobenzene, 1,2,4-trichlorobenzene, 1,2-dichlorobenzene, 
1,2-dichloroethane, 1,3-dichlorobenzene, 1,4-dichlorobenzene, 2-chlorophenol, 2,4-dichlorophenol, 
benzene, chlorobenzene, cis-1,2-dichloroethene, cyanide, ethylbenzene, hexachlorobenzene, methylene 
chloride, PCE, TCE and vinyl chloride.  Analysis of available cyanide using U.S. EPA Method OIA-1677 will 
be added for quarterly monitoring in 2025.  Quarterly groundwater elevations will be collected at all current 
site monitoring wells (3654, 9444, 9445, 9447, 9697, 9698, 9699, 9881, 9882, 9883, 9884, 9885, 9886, 
9887, 9888, 9889A, and 9889B) and any new wells installed during delineation efforts.  Flow direction maps 
will be created.   A monitoring program for Mark Putnam will be developed and proposed for inclusion in 
the SAP in the License re-application. 

Work in 2025 is anticipated to be completed in accordance with the milestone schedule presented in Section 
16.0.  Unless otherwise necessary or requested, plans or findings will be provided during periodic progress 
meetings, which are scheduled to occur on an approximately monthly basis.  Annual updates detailing the 
work completed and projected for the next year will be presented in the annual CAIP. 
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14.0 ASH POND AOC 

The Former Ash Pond was constructed as a cooling pond in the late 1940s/early 1950s to cool water from 
the on-site coal fired power plant prior to discharge to the Tittabawassee River.  The Ash Pond berms were 
constructed primarily of sand and other fill material.  Coal ash from the power plant operations accumulated 
in the pond.  This practice stopped with the closure of the power plant in the 1980s. 

The area was identified as an AOC in the License, issued in June 2003.  Numerous studies have been 
completed in accordance with the requirements of the License for the Former Ash Pond beginning in 2004.  
Remedial work completed in 2016 at the Former Ash Pond was reported in the 2016/17 CAIP.  
Approximately 148,000 cubic yards of ash and soil were removed and approximately 124,000 cubic yards 
of clean soil was replaced on-site in the constructed wetland.  Site restoration incorporated 1,700 feet of 
riparian restoration, upland meadows, vernal pools, and submergent, emergent, and forested wetlands. 

14.1 OVERVIEW OF SITE CHARACTERIZATION AND INTERIM 
MEASURES 

Results and conclusions from past investigations have been previously documented in various reports 
submitted to EGLE. The investigations include: 

 RCRA Facility Investigation (RFI) Phase-1 Type Investigation/Preliminary Assessment (2004) - A 
preliminary assessment was completed in 2004 in response to the classification of the Former Ash 
Pond as an AOC by EGLE, in accordance with the requirements of the 2003 License, Corrective 
Action Conditions and Schedules of Compliance, Parts XI.C.2 and XII.A.  

 Surface Water Protection Monitoring Evaluation (2004) - Five monitoring wells were installed 
between the Former Ash Pond and the river to evaluate groundwater flow and groundwater quality 
in 2004.  Furthermore, four composite samples of coal ash from the Former Ash Pond Area were 
obtained in October 2004 and analyzed by the synthetic precipitation leachate procedure (SPLP) 
and the toxicity characteristic leaching procedure (TCLP) methods for the following metals: silver, 
aluminum, arsenic, barium, beryllium, cadmium, cobalt, chromium, copper, iron, manganese, 
nickel, lead, antimony, selenium, thallium, vanadium, zinc, boron, and mercury.  

 On-going Groundwater Monitoring - Five monitoring wells installed during the 2004 surface water 
protection monitoring evaluation (located between the Former Ash Pond and the river) are sampled 
on a quarterly basis and have been since November 2006, in accordance with the Michigan 
Operations Act 451 Part 111 Operating License as part of the surface water protection program.  
The groundwater from these wells is analyzed for a list of primary organic constituents, as well as 
arsenic and boron. 

 Main Plant West Side Shallow Hydrogeologic Study (2009) - The study was conducted under the 
2003 License Compliance Schedule H-11.  Thirteen monitoring wells were installed in 2009 to the 
north and west of the Former Ash Pond to evaluate the potential for groundwater to migrate beyond 
the facility boundary.   

 Terrain Conductivity Survey (2013) - In 2013, a terrain conductivity survey was performed using an 
EM31-MK2 electromagnetic (EM) conductivity device of the areas north and west (along the river) 
of the Former Ash Pond.  

 Terrain Conductivity Survey (2014) – In 2014, a second terrain conductivity survey was conducted 
inside the berm of the Former Ash Pond. 
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 Soil and Groundwater Characterization (2015) – Soil and groundwater samples were collected from 
soil borings and new wells installed within the interior of the Former Ash Pond, the berm around 
the Former Ash Pond, and in the flats between the Former Ash Pond and the Tittabawassee River. 

 Ash Pond Wetland Delineation Report (2015) - A wetland delineation report was completed in 
October 2015 to delineate wetlands in preparation for anticipated remedial activities including 
removing coal ash and soil, removing fence and sections of the berm, enhancing wetlands, 
managing invasive species, and incorporating a trail system.  The wetland delineation was 
completed using procedures set forth in accordance with Part 303, Wetlands Protection, of Act 451 
Natural Resources and Environmental Protection Act (NREPA), as amended (1994). 

 Ash Pond Remedy Implementation Workplan (2015) – The workplan for the work at the Former 
Ash Pond including a characterization of the site, an evaluation of the data against screening 
criteria, preliminary pathway evaluation, and proposed source removal activities was presented in 
the annual 2015/16 CAIP. 

 Ash Pond Remedial Action Report (2016) - A report on the remedial work completed in 2016 at the 
Former Ash Pond was provided in the 2016/17 CAIP.  While, it had been estimated that 
approximately 90,000 cubic yards of material would be removed from the site, additional excavation 
based on verification sampling and removal of visual ash resulted in approximately 148,000 cubic 
yards of ash and soil being removed in 2016.  This material was taken to the City of Midland Landfill, 
with the exception of 10,000 cubic yards that was taken to Salzburg Landfill. 

 Former Ash Pond Conceptual Site Model Refinement (2019) — Due to the need to refine the CSM 
for the site based on the implementation of the remedy and the results of the on-going groundwater 
monitoring program, Dow developed a refined CSM to better present the data evaluation and the 
path forward.

 Former Ash Pond RAP/CR Part I Remedial Investigation Characterization and Assessment (RICA) 
(2020) - Provided an overview of the site setting, land use, release characterization, and historical 
investigation activities; identified the potential exposure pathways; and presented the 
methodologies to determine the contaminants of concern for human health and ecological 
exposure. 

 Former Ash Pond RAP/CR Part II Remedy and Screening Criteria Evaluation (RSCE) (2021) - 
Presented and summarized the results of the human health and ecological risk screening 
evaluations, any COIs identified for relevant exposure pathways and detailed the remedy 
implemented at the site.

 Ash Pond Supplemental GSI Data Collection Workplan (2021) - The workplan detailed the field 
effort to fill data gaps identified for both the shallow and deep groundwater to surface water 
pathways.  

 Ash Pond Supplemental GSI Investigation Summary Report (2024) – Summarized the results of 
the supplemental GSI investigation completed in accordance with the 2021 Supplemental GSI Data 
Collection Workplan and follow-up fieldwork completed in 2023 (Appendix R). 

14.2 CURRENT STATUS 

Routine groundwater monitoring at the site continues as specified in the current SAP at the groundwater 
detection wells (Figure 14-1). Five monitoring wells located between the Former Ash Pond and the river 
are sampled on a quarterly basis and have been since November 2006, in accordance with License.  The 
groundwater from these wells is analyzed for a list of primary organic constituents, as well as arsenic and 
boron.   
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Due to the arsenic exceedances, Dow has undertaken additional site characterization activities since 2018 
to refine the CSM to better understand the site and establish an agreed upon regulatory path for closure. 

14.3 SUPPLEMENTAL GSI INVESTIGATION (2021-2023) 

A GSI Workplan was developed to address data gaps identified and discussed in the RAP/CR Part II RSCE 
and summarized in the 2022/23 CAIP.  The GSI Workplan was submitted in September 2021 and EGLE 
approved the workplan without comments in a letter dated December 3, 2021.   

Dow executed the additional fieldwork at the site in accordance with the approved GSI Workplan in 
November 2021.  Surface water, porewater, shallow and deep groundwater samples were collected, along 
with measuring surface water and groundwater levels, and installing two new surface water gauges in Hardy 
Drain (Figure 14-2). The results from the fieldwork activities were evaluated and a project specific meeting 
was held with EGLE in July 2022 to discuss the findings and next steps.  The 2022/23 CAIP summarized 
the results of the investigation.  Table 14-1 presents a detailed summary of the historic screening findings 
and tracks the recommended path forward for the analytes identified as PCOIs for Ash Pond GSI 
Investigation.  The analytical results from this investigation closed data gaps for all analytes, with the 
exception of arsenic.   

Therefore, no further action is recommended for chromium, selenium, mercury, pentachlorophenol, lithium, 
carbon tetrachloride, chloroform, hexachlorobenzene, hexachloroethane and PCE.  Based on the findings, 
further data collection was warranted to understand arsenic concentrations in porewater and shallow 
groundwater. 

14.3.1 2023 GSI DATA GAP FOLLOW-UP INVESTIGATION 

A meeting with EGLE was held in July 2022, during which Dow presented the findings of the GSI 
investigation.  Based on the results and findings of the additional assessment activities, additional data 
collection was warranted to address the data gaps. These findings were presented in the 2023/24 CAIP.  

The 2023 GSI data gap follow-up investigation was conducted in March 2023 to collect additional arsenic 
data in shallow groundwater.  Samples were collected in shallow wells within Ash Pond, in addition to 
shallow wells west and northwest of Ash Pond to help further explore the possible connection between Ash 
Pond and Hardy Drain (Figure 14-3). All samples were analyzed for arsenic. Surface water levels and 
shallow groundwater levels were collected in Hardy Drain and Ash Pond.  The 2023/24 CAIP summarized 
the results of the investigation.  It was determined that the path forward would include pursuing a site 
specific criterion for arsenic as well as arsenic speciation sampling (described in Section 14.5.1) 

14.4 ARSENIC OVERVIEW AND RESULTS EVALUATION 

As detailed in the 2023/24 CAIP, an evaluation of arsenic in soil and groundwater at Ash Pond was 
conducted to determine if a site specific criteria would be appropriate. Arsenic results in soil samples were 
compared to the EGLE approved site specific soil clean-up criteria for arsenic of 11,290 µg/kg (based on 
the Regional Background values [Modified Urban Background]).  Appendix S provides documentation of 
the Ash Pond Soil SSC and Regional Background values.  Results for arsenic were also compared to Non-
Residential Cleanup Criteria Requirements for Response Activity (Formerly the Part 201 Generic Cleanup 
Criteria and Screening Levels) tables dated August 2020 (EGLE, 2020), including: 

 Non-Residential Drinking Water Protection criteria and GSI Protection criteria (both 4,600 µg/kg) for 
soil.   

 Non-Residential Drinking Water and GSI criteria (both 10 µg/L) based on the EPA maximum 
contaminant level (MCL) for groundwater.   
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The GSI Criteria is the most relevant groundwater exposure pathway for the Former Ash Pond because 
site groundwater, surface water in the wetland, or the Tittabawassee River are not used as a source of 
drinking water and will not be used as such in the future.  

After completing the evaluation, it was determined that concentrations of arsenic in groundwater at levels 
higher than the GSI criteria (10 µg/L) can be expected since the remedy was designed to meet the SSC of 
11,290 µg/kg, not the GSI Protection criteria of 4,600 µg/kg.  With the SSC higher than the GSI Protection 
criteria, soils with concentrations greater than the GSI Protection criteria were left in place or brought in 
from borrow sources in the approved remedy work.  Therefore, an adjustment to the GSI criteria for 
groundwater is warranted based on the approved soil clean-up level.   

14.4.1 MODELED GROUNDWATER CONCENTRATIONS 

The USEPA Soil-Water Partition Equation was used to estimate what arsenic concentration could be 
expected in groundwater with soils in place at levels up to the soil SSC for arsenic, 11,290 µg/kg. The 
equation for inorganic contaminants is as follows: 

Equation 1 

������ = ��� �(��) +
�� + ���′

��
����

������ = Impact-to-ground water soil remediation standard (mg/kg)
��� = Ground Water Quality Criterion (mg/L) 

�� = soil-water partition coefficient (L/kg) 
�� = water-filled soil porosity (Lwater/Lsoil) 
�� = air-filled soil porosity (Lair/Lsoil) 
�� = Henry’s law constant (dimensionless) 
��= dry soil bulk density (kg/L) 
��� = dilution-attenuation factor 

Tables 14-2A-C provide details on equation inputs which included both default input parameters and 
modified site specific parameters.  Appendix T provides reference materials for site specific adjustments. 

Default input parameters were used for the water-filled soil porosity, air-filled soil porosity, and dry soil bulk 
density. These values have a very small impact on the soil or water standards. The soil-water partition 
coefficient is chemical-dependent, as is Henry’s Law. However, there is no Henry’s Law constant for total 
arsenic, and it was excluded from the equation when calculating both the soil standard and the groundwater 
standard.  

The DAF was modified to reflect site specific values (Table 14-2B). The DAF equation is as follows: 

Equation 2 

��� = 1 + 
(���)

��
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��� = Dilution-attenuation factor 
� = gradient (ft/ft) 
� = mixing zone depth (ft) 
� = infiltration rate (ft/yr) 
� = length of area of concern parallel to groundwater flow (ft) 
� = aquifer hydraulic conductivity 

To calculate the mixing zone depth, �, the equation is as follows: 

Equation 3 

� = (0.0112��)�.� + ��[1 − exp �
��

����
�]

� = gradient (ft/ft) 
� = mixing zone depth (ft) 
� = infiltration rate (ft/yr) 
� = length of area of concern parallel to groundwater flow (ft) 
� = aquifer hydraulic conductivity 
�� = aquifer thickness (ft) 

However, if the calculated mixing zone depth is greater than the aquifer thickness, the mixing zone depth 
should be made equal to the aquifer thickness. When using the site specific values to calculate the mixing 
zone depth, it was equal to 116.12 feet, much deeper than the shallow aquifer thickness of 11 feet. 
Therefore, the shallow aquifer thickness value was used for the mixing zone depth in the DAF equation.  

The hydraulic conductivity was calculated from an average of slug testing completed on wells 6278 and 
6519, both of which are shallow wells. The hydraulic gradient was the average gradient calculated between 
well 9017 to well 6166 and between well 9016 to well 6168 during the October 2017 gauging event. The 
infiltration rate was determined based on a report done of the groundwater recharge rates in Michigan 
(Holtschlag, 1997). Station 77 in Zone C was selected from the report as the location closest to Ash Pond. 
Station 77 was described as “Chippewa River near Midland, MI”, which intersects the Tittabawassee River 
in Midland near Ash Pond. The value for this station is 7.55 inches/year. The length of the area of concern 
parallel to the groundwater flow (Figure 14-4) was determined to be the length diagonally across Ash Pond, 
which was measured to be 1,165 feet. Using Equation 2 above and the values described, the DAF value is 
calculated to be 2.637.  

In order to determine the predicted concentration in groundwater (���) based on the soil SSC, the equation 

was reworked to the following: 

The equation was modified to solve for the groundwater concentration (Cgw). 

Equation 4 

��� =
������

�(��)+
��+���′

��
����

The inputs were adjusted to consider site specific conditions described above (Tables 14-2A–2C), including 
the soil SSC (IGWSRS) of 11,290 µg/kg.  Based on these site specific conditions, an estimated groundwater 
concentration of 163 µg/L is expected based on a soil concentration (IGWSRS) of 11,290 µg/kg.  This 
concentration is almost equal to the aquatic life FCV (150 µg/L).  Only three arsenic results in groundwater 
have ever exceeded this value.  
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14.5 WORK IN 2024 

Routine groundwater monitoring at the site continues as specified in the current SAP at the groundwater 
detection wells (Figure 14-1). Five monitoring wells located between the Former Ash Pond and the river 
are sampled on a quarterly basis and have been since November 2006, in accordance with License.  The 
groundwater from these wells is analyzed for a list of primary organic constituents, as well as arsenic and 
boron.  Table 14-3 presents the groundwater monitoring results for February 2024, April 2024, August 
2024, and November 2024.   

All quarterly results for VOCs were not detected.  Results indicate that boron and lithium concentrations 
are below GSI in all five monitoring wells.  Concentrations of arsenic are below GSI in MW-6166, MW-6167 
and MW-6168.  Arsenic concentrations exceeded the current generic GSI criteria in MW-6165 and MW-
6169 during the 2024 monitoring events.   

Well 6169 is a shallow well.  Arsenic was detected in groundwater samples from Well 6169 during all four 
events and three results exceeded GSI criteria. Boron and lithium were also detected in 6169 but the 
detected concentrations were less than GSI criteria.  The results for all other analytes were either not 
detected or detected at concentrations less than the GSI criteria. 

Wells 6165, 6166, 6167, and 6168 are deep groundwater wells.  Boron and lithium were detected in each 
sampling event in all wells (Table 14-1). All results for boron and lithium were less than GSI criteria. Arsenic 
was detected in 6165 during all events, 6166 during the November 2024 event, and 6167 during the April, 
August, and November 2024 events. The maximum detected result for arsenic (79 µg/L) was found at 6165 
and detected concentrations of arsenic exceeded the GSI criteria (10 µg/L) in 6165 for each sampling event.     

Table 14-4 presents historic arsenic detected concentrations in Ash Pond groundwater to date.  Figure 14-
5 presents historic arsenic concentrations in wells 6165, 6166, 6167, 6168, and 6169 since 2006.  Arsenic 
continues to exhibit a downward trend. Though the trend was already underway in each well before the 
2016 remedy, the most recent data post-remedy either upholds or strengthens the downward trend.  

14.5.1 ARSENIC SPECIATION 

An arsenic speciation study will be completed to inform next steps at the site.  Arsenic can be present in 
many forms: 

 Inorganic species (arsenite and arsenate);
 Organometallic methylated arsenic (methylarsonic acid and dimethylarsonic acid); and
 Arseno sugars (arsenobetaine and arsenocholine). 

Arsenic toxicity varies widely by species.  Organo-arsenic species are far less toxic than inorganic arsenic.  
Depending on the predominate species of arsenic present at the site, criteria could be overly conservative 
or overestimating risk. Regulatory criteria are primarily based on inorganic arsenic species. Depending on 
the predominate species of arsenic present at the site, it is possible that the risk of arsenic is being 
overestimated and the criteria could be overly conservative.  

To determine what forms of arsenic are present on-site, Dow will prepare an arsenic speciation work plan. 
Dow intends to submit the workplan to EGLE for review to address any input that the agency may have 
prior to implementation. 

14.6 PATH FORWARD  

Dow will complete an arsenic speciation work plan for EGLE review.  It is anticipated that the arsenic 
speciation sampling and testing will be conducted for Ash Pond soil and groundwater.  Findings will be 
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reported in a CA status meeting and in the 2025/26 CAIP.  Following arsenic speciation sampling activities, 
Dow intends to propose a GSI SSC for groundwater based on the EGLE approved soil SSC.  Upon EGLE 
approval of the groundwater SSC, the RAP/CR Part III will be completed.  

Work in 2025 is anticipated to be completed in accordance with the milestone schedule presented in Section 
16.0.  Unless otherwise necessary or requested, plans or findings will be provided during periodic progress 
meetings, which are scheduled to occur on an approximately monthly basis.  Annual updates detailing the 
work completed and projected for the next year will be presented in the annual CAIP. 
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15.0 CAMPUS AMMONIA 

In 2020, flooding and ammonia odor led building occupants in 1790 Building to be temporarily relocated 
until the source of the issue was identified. Dow completed a multi-pronged investigation into the issue 
which included indoor air, soil-gas, groundwater, and soil sampling that led to the discovery of the source: 
a damaged floor drain in a lab in building 1710 that discharged ammonium hydroxide (a 4% NH3 aqueous 
solution) to the Dow Michigan Operations (MiOps) chemical sewer system.  The problem was immediately 
remedied and additional VI investigations took place. Dow provided an initial investigation report on this 
release in the 2020/21 CAIP.  Additionally, Dow committed to a follow-up groundwater monitoring and 
sampling event conducted in 2021.   

In 2021, select monitoring wells were sampled and analyzed for ammonia (as N; Method 350.1).  Sample 
results from this event and an updated plume contour were presented in the 2021/22 CAIP.  The data was 
then further assessed to determine the path forward for the site and discussed with EGLE in the June 2022 
CA Status Meeting.  The path forward presented in the meeting included continued quarterly air monitoring 
for ammonia at 1790 Building, and additional routine sampling of 14 groundwater wells in the immediate 
area for ammonia (NH3, NH4+), nitrite, nitrate, total kjeldahl nitrogen (TKN), hardness, and in-situ 
parameters.  Dow also committed to moving forward with a groundwater extraction system to increase 
ammonia recovery. 

The Dow Campus Ammonia area continued to be sampled quarterly beginning with the second quarter 
2022 through 2023.  Data collected through 3rd quarter 2022 was reported in the 2022/23 CAIP. 
Groundwater contour maps for the second and third quarters indicate a cone of depression centered around 
MW-9527, which is in approximately the same area as the 1790 Building groundwater collection sump.  
This indicates that the groundwater is being pulled towards the 1790 Building groundwater collection sump 
that discharges to the Dow Chemical Wastewater Treatment Plant (WWTP) through the site chemical sewer 
system.   

Plots of ammonia concentrations in area monitoring wells versus time demonstrated a decline in ammonia 
concentrations since sampling began in the Campus Ammonia area in the first quarter of 2020.  Monitoring 
wells with the greatest ammonia concentrations detected in the first quarter of 2020 show significant 
declines in ammonia concentrations while wells with lower initial ammonia concentrations (ranging from 1 
to 2 mg/l) showed downward trends with minor fluctuations.  

In 2023, Campus Ammonia monitoring wells MW-9518, MW-9519, MW-9520, MW-9521, MW-9522, MW-
9523, MW-9527, MW-9531, MW-9532, MW-9535, MW-9536, MW-9537, MW-9552 and the 1790 sump 
location  were sampled for ammonia (as Nitrogen) by Method 350.1, TKN by Method 351.2, nitrate by 
Method 300.0, nitrite by Method 300.0 and total alkalinity by Method SM2320B using low flow sampling 
methodology.   

Ammonia values showed significant increases in the second and third quarters of 2023. The analytical lab 
was contacted to provide a possible explanation for the elevated initial concentrations at MW-9534, MW-
9535, MW-9536.  The lab reported that upon further investigation, the new analyst was over-diluting 
samples based on appearance in an effort to protect instrument integrity and the excessive dilutions caused 
slight signal responses to convert to very large final results. 

Depth to groundwater was collected at MW-9518, MW-9519, MW-9520, MW-9521, MW-9522, MW-9523, 
MW-9524, MW-9527, MW-9528, MW-9529, MW-9530, MW-9531, MW-9532, MW-9534, MW-9535, MW-
9536, MW-9537, MW-9552 and MW-9554 prior to low flow sampling, groundwater elevations calculated, 
and groundwater flow direction maps generated.  The Campus Ammonia groundwater flow direction for the 
fourth quarter of 2022 through the fourth quarter of 2023 continues to indicate a cone of depression centered 
around MW-9527.     

Contours of the ammonia and TKN concentrations show the center of the ammonia plume continues to be 
bounded by monitoring wells MW-9522 to north, MW-9523 to the south, MW-6537 to the west and MW-
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9532/9531 to the east.  These wells show significantly lower ammonia concentrations than monitoring wells 
MW-9534, MW-9536, MW-9518 and MW-9520 in the center of the ammonia plume. Full results were 
discussed in the 2023/24 CAIP.  

15.1 2024 WORK 

In 2024, Campus Ammonia monitoring wells MW-9518, MW-9519, MW-9520, MW-9521, MW-9522, MW-
9523, MW-9527, MW-9531, MW-9532, MW-9535, MW-9536, MW-9537, MW-9552 and the 1790 sump 
location  were sampled for ammonia (as Nitrogen) by Method 350.1, TKN by Method 351.2, nitrate by 
Method 300.0, nitrite by Method 300.0 and total alkalinity by Method SM2320B using low flow sampling 
methodology.  The quarterly groundwater data is included in Appendix U. 

Depth to groundwater was collected at MW-9518, MW-9519, MW-9520, MW-9521, MW-9522, MW-9523, 
MW-9524, MW-9527, MW-9528, MW-9529, MW-9530, MW-9531, MW-9532, MW-9534, MW-9535, MW-
9536, MW-9537, MW-9552 and MW-9554 prior to low flow sampling.  Groundwater elevations were 
calculated and groundwater flow direction maps generated.  The Campus Ammonia groundwater flow 
direction for the fourth quarter of 2023 through the fourth quarter of 2024 continues to indicate a cone of 
depression centered around MW-9527.  Groundwater elevations for first through fourth quarter of 2024 are 
provided in Table 15-1; and the groundwater contours for all quarters are shown on Figures 15-1A through
15-1D, respectively.    

Table 15-2 presents the analytical results for the first through fourth quarter of 2024, which were compared 
to the Michigan Part 201 Groundwater Venting to Surface Water (GSI) criterion of 0.053 mg/l for warm 
surface waters.  For comparison to the GSI criterion, ammonia concentrations were corrected using the 
default correction factor of 7.2 percent for a surface water with a pH of 8 standard units and a temperature 
of 85 degrees Fahrenheit.  Out of 52 samples analyzed for ammonia, 41 of the results were above GSI 
criteria. 

TKN is the sum of ammonia and organic nitrogen.  Where there are no significant organic nitrogen sources, 
it is expected the ammonia concentration will be slightly less than the TKN concentration.  Dilutions and 
variances in methods can result in the ammonia concentrations exceeding the TKN concentrations by small 
amounts.  Significant differences in the ammonia and TKN concentration can indicate one of the following: 
error in the ammonia analysis, error in the TKN analysis, or a source of organic nitrogen. 

The first quarter 2024 data indicated an increase in nitrogen concentrations in monitoring wells MW-9522, 
MW-9527, MW-9531, MW-9534, MW-9535, MW-9536, and MW-9552.  The most significant increases in 
nitrogen concentrations were observed at MW-9531, MW-9535 and MW-9536.  The first quarter 2024 data 
also indicated a decrease in ammonia concentrations in monitoring wells MW-9522, MW-9527, and MW-
9536.  TKN values were consistent with previous sampling events and are similar to or slightly higher than 
ammonia for all wells. 

The second quarter 2024 data indicated an increase in nitrogen concentrations in monitoring wells MW-
9518, MW-9534, and MW-9552.  The most significant increase in nitrogen concentrations was observed at 
MW-9518. The second quarter 2024 data also indicated a decrease in ammonia concentrations in 
monitoring wells MW-9519, MW-9522, and MW-9536.  TKN values were consistent with previous sampling 
events and are similar to or slightly higher than ammonia for all wells.    

The third quarter data indicated an increase in nitrogen concentrations at monitoring well MW-9534. The 
third quarter 2024 data also indicated a decrease in ammonia concentrations in monitoring wells MW-9519, 
MW-9527, MW-9535, and MW-9536.  TKN values were consistent with previous sampling events and are 
similar to or slightly higher than ammonia for all wells.    

The fourth quarter 2024 data indicated a decrease in ammonia concentrations in monitoring wells MW-
9519, MW-9527, and MW-9536.  TKN values were consistent with previous sampling events and are similar 
to or slightly higher than ammonia for all wells.  
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The issues with the ammonia laboratory analysis that occurred in 2023 did not reoccur in 2024, and 
ammonia concentrations were similar to first quarter 2023 or earlier values. Although several wells had 
decreases of ammonia from 2023 to 2024, this is largely due to the over-dilution of 2023 values. As 
expected, TKN concentrations were similar to those of ammonia, indication that there are no significant 
organic nitrogen sources at the site. Contours of the ammonia based on the first through fourth quarter of 
2024 are provided on Figures 15-2A through 15-2D.    

Contours of the ammonia concentrations show the center of the ammonia plume continues to be bounded 
by monitoring wells MW-9522 to north, MW-9523 to the south, MW-6537 to the west and MW-9532/9531 
to the east.  These wells show significantly lower ammonia concentrations than monitoring wells MW-9534, 
MW-9536, MW-9518 and MW-9520 in the center of the ammonia plume.   

15.2 PATH FORWARD 

A groundwater extraction system is being designed for installation in the ammonia impacted groundwater 
between 1710 and 1790 Buildings to increase ammonia recovery.  A horizontal well is planned for 
installation as an alternative to the originally proposed three well system.  The groundwater extraction 
system will be designed to discharge to the Dow WWTP through the site chemical sewer system.  The 
installation is expected to take place in early 2025. The lift station and horizontal well drawings are included 
in Appendix V.  

Quarterly groundwater elevations and groundwater samples will continue to be collected at the existing 
monitoring wells and sump for the established TAL until a revised program is developed based on the 
completion of the horizontal well.  

Work in 2025 is anticipated to be completed in accordance with the milestone schedule presented in Section 
16.0.  Unless otherwise necessary or requested, plans or findings will be provided during periodic progress 
meetings, which are scheduled to occur on an approximately monthly basis.  Annual updates detailing the 
work completed and projected for the next year will be presented in the annual CAIP. 
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16.0 2025 CONCEPTUAL SCHEDULE 

The Corrective Action work as a whole is anticipated to proceed according to the updated Corrective Action 
Implementation Plan High Level Overview, provided as Figure 1-4.  Work on this program during 2025 is 
anticipated to progress consistent with the timelines provided in Table 16-1 below.   

EGLE and Dow have scheduled monthly Corrective Action working meetings to facilitate discussions on 
the topics outlined in this Work Plan, review relevant data or findings and revisit the schedule on an on-
going basis throughout the year.  Since 2016, Dow and EGLE have been using a SharePoint website to 
provide data and other electronic deliverables to EGLE, as needed for decision-making and to help EGLE 
fulfill their oversight function.  As additional information becomes available, other corrective action goals 
may be identified in cooperation with EGLE.   

The anticipated timelines provided below are guidelines to be used for planning purposes only.  They are 
highly dependent on approvals, weather, technical developments, and other issues which may drive 
changes.  Work scheduling and the planning process, described in Appendix G of Attachment 19 to the 
current Operating License, will be an iterative process that will incorporate changes, as warranted, through 
adaptive management.  

Unless otherwise necessary or requested, plans or findings will be discussed with EGLE during regular 
progress meetings, which are scheduled to occur on an approximately monthly basis.  Presentations and 
notes from those meetings will be posted to EGLE’s Hazardous Waste Section SharePoint approximately 
two weeks after the meeting.  Environmental data collected will continue to be provided each quarter 
through the Environmental Monitoring Report unless otherwise agreed upon or requested. 

Table 16-1.  2025 Corrective Action Workplan Anticipated Milestone Schedule
Report 
Section Program Milestones

Anticipated 2025 
Timeline

4 DC Discuss Path DC SSC Path Forward Q2

4 DC  Implement DC O&M Plan  Q1-Q4 

5 VI Collect IM Samples for Selected Buildings in Z1 – Z5 Q1-Q4

5 VI Implement the Category 3 Buildings Assessment Approach Q2-Q4

5 VI Submit Building 25 SSDS Design Report to EGLE Q2

5 VI Install Building 25 SSDS Q3

7 1925 Conduct Seep CSM Hydraulic Study Q2-Q4

8 SDF Conduct Quarterly SWLs at Cell 1 Wells Q1-Q4

8 SDF Submit modifications to SAP and PCP with facility license application Q1

9 PLF Install Replacement Well 2549 and Conduct Aquifer Testing Q2

9 PLF Complete Fate and Transport Analyses Q2

9 PLF Initiate Hydraulic Modeling of NE Corner Q2

10 NEP Submit Monitoring Network Optimization Plan Q1

10 NEP Fieldwork for Monitoring Network Well Installation Q2

11 CD-3 Conduct quarterly monitoring program Q1-Q4

12 7th Street MW-18 Investigation Q3

12 7th Street Phase 2 PW-2 Pilot Q1

12 7th Street PW-2 Replacement Q3

13 Mark Putnam Continue Interim Monitoring Program Q1-Q4 

13 Mark Putnam 2025 Data Gap Fieldwork Q2

14 
Former Ash 
Pond AOC

As Speciation Workplan  Q2 

14  
Former Ash 
Pond AOC 

As SSC Proposal to EGLE  Q4 

15 
Campus 
Ammonia 

Complete quarterly water quality sampling and groundwater elevation data 
collection

Q1-Q4 

15 
Campus 
Ammonia

Begin construction of horizontal well  Q2 

ALL ALL 
Submittal of 2025 Corrective Action Summary Report and 2026 Corrective 
Action Implementation Work Plan

Q1 2026 
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