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Better
DESIGN

Alternate Pavement Bid (APB) Threshold Increase

This Design Advisory serves as notification that the MDOT APB Life Cycle
Cost Analysis (LCCA) differential between concrete and HMA pavement
design alternates has been increased from 10% to 15%. Per MDOT APB
Process document, Design-Bid-Build (DBB) projects within the 15% LCCA
differential and meeting all APB Selection Criteria will require the proper
approvals to proceed as APB.

Design-Build (DB) projects will maintain the APB requirement if the project
meets all APB selection criteria, regardless of the LCCA EUAC percentage
differential.

Implementation is effective immediately.

For additional information, please follow the links to the MDOT APB
Process Document and the Road Design Manual:

Alternate Pavement Bidding (APB) Process 2024-05-23

MDOT Road Design Manual (Section 6.01.07)



http://www.michigan.gov/MDOT
https://stateofmichigan.sharepoint.com/:b:/r/sites/MDOT-SPC-Bureau-of-Development/DesignDivision/Shared%20Documents/Plan%20Development/Alternate%20Pavement%20Bidding%20(APB)%20Process%202024-05-23.pdf?csf=1&web=1&e=mgTLAW
https://mdotjboss.state.mi.us/stdplan/englishroadmanual.htm

