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CHAPTER 10 

CRITICAL FINDINGS 

10.01 Purpose 

The National Bridge Inspection Standards (NBIS) mandate the establishment of a statewide procedure to 

confirm that critical findings are resolved immediately and that actions performed to mitigate the 

deficiencies are recorded.  These findings must be reported by MDOT to the FHWA in a timely manner.  

A critical finding is a structural or safety related deficiency that requires immediate action to ensure 

public safety and includes: 

• Unplanned full or partial closure of any bridge; 

• A non-redundant steel tension member (NSTM) rated in serious or worse condition; 

• A deck, superstructure, substructure, or culvert rated in critical or worse condition; 

• A channel or scour condition rating of critical or worse condition; 

• An immediate load restriction or posting, or immediate repair work to a bridge, including 

shoring, in order to remain open. 

10.02 Documenting Critical Findings 

Once a critical finding is observed it is vital to act in a prudent manner to protect public safety and 

infrastructure investments.  The procedures herein set forth the minimum requirements expected by a 

team leader, load rating engineer, bridge owner, and bridge program manager during critical finding 

observations and follow-up activities.  These requirements are intended to provide bridge staff 

assistance as a supplement to the AASHTO Manual for Bridge Evaluation (MBE) and the FHWA Bridge 

Inspector’s Reference Manual (BIRM).   

MDOT has developed the Request for Action (RFA) report to be used for addressing issues with 

structures which need to be scheduled for repair more urgently than the normal programming process.  

When engineering judgment dictates that immediate action is necessary to mitigate a safety hazard it 

shall be undertaken and reported in the “Immediate Action” section on the RFA report.  Generally 

planned closures and restrictions are not critical findings.  Unplanned bridge, lane or shoulder closures 

are critical findings.  The bridge owner or owner’s representative must notify MDOT’s bridge inspection 

program manager at MDOT-MiBridge-Admin@Michigan.gov for all critical findings.  MDOT Bureau of 

Bridges and Structures staff will be responsible for contacting FHWA within 24 hours for NHS structures 

requiring full or partial closures.  All other critical findings will be identified on a monthly report 

provided to FHWA. 

mailto:MDOT-MiBridge-Admin@Michigan.gov


MICHIGAN STRUCTURE INSPECTION MANUAL 

BRIDGE INSPECTION – CRITICAL FINDINGS 

 

 10 - 2 

10.03 Critical Finding Procedures – Team Leader Responsibilities 

The team leader is responsible for planning, preparing, and performing scheduled field inspections.  In 

the event that a critical finding is observed by the inspection team it is the team leader’s responsibility 

for initiating the necessary procedures to protect the public (see Figure 10.03.01).  The team leader shall 

immediately notify the bridge owner or acting responsible authority verbally of any critical finding that is 

discovered during an inspection.  If the extent of the critical finding presents an immediate danger to 

public safety it is the responsibility of the team leader to notify law enforcement. 

The critical finding shall be documented by entering all known information on the RFA report.  At a 

minimum, the team leader shall enter data into the fields in the Problems/Comments Explanation and 

Immediate Action section.  The team leader should email the form within 24 hours to the bridge owner. 

The team leader is also responsible for documenting the critical finding on the inspection report. 

 
 

Figure 10.03.01 Full depth hole observed during a routine inspection. 

10.04 Critical Finding Procedures – Load Rating Engineer Responsibilities 

The load rating engineer is responsible for determining the safe load carrying capacity of a bridge using 

plans and supplemental information gathered from previous field inspections.  The load rating engineer 

shall immediately notify the bridge owner when it is discovered that a bridge cannot carry all Michigan 

legal loads at the operating level (see Figure 10.04.01). 

When the load rating is in response to an RFA, the load rating engineer may provide several 

recommendations for the bridge owner to consider.  These options provided by the load rating 
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engineer, along with other substantial actions taken to facilitate the load rating, must be documented in 

the Summary of Intermediate/Final Actions section of the form. 

The Immediate Action section of the RFA report should be completed by the load rating engineer in 

instances where there is a recommendation for immediate load restriction or posting, or immediate 

repair work to a bridge, including shoring, in order to remain open.  The load rating engineer should 

email the form within 24 hours to the bridge owner. 

 

 
 

Figure 10.04.01 Severe loss of section resulting in immediate load restriction. 

10.05 Critical Finding Procedures – Bridge Owner Responsibilities  

The bridge owner must ensure deficiencies are mitigated and public safety is protected.  The bridge 

owner shall immediately respond to notification of a critical finding and review the information provided 

by the team leader, load rating engineer, or other concerned individual.  The bridge owner is required to 

ultimately determine if a safety hazard exists and what immediate action should be completed.  Actions 

to consider include load restriction, shoring, repair, shoulder closure, lane closure, and bridge closure. 

For MDOT owned bridges action must be taken within 24 hours to address the critical finding, or a 

justification is required.  For local agency owned bridges action must be taken within 72 hours to 

address the critical finding, or a justification is necessary. Justification for a longer timeframe must be 

completed by a licensed professional engineer and must document how public safety is not 

compromised. The justification should also include a schedule for when action will be taken.  Bridge 

owners must ensure critical findings and any required justifications are emailed to the MDOT Bridge 

Inspection Program Manager and/or included in the RFA. 
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Per FHWA, addressing a critical finding means that temporary action has been taken to protect public 

safety, such as implementing temporary shoring or temporary shoulder closure, lane closure, or bridge 

closure. Increased inspection intervals alone do not address a critical finding if the safety issue is not 

rectified. The purpose of addressing the critical finding is to protect public safety and further clarify 

additional actions that may need to be taken, such as performing a load rating or designing a permanent 

repair, to resolve the critical finding.  

Per FHWA, resolving a critical finding means that permanent action has been taken and completed to 

mitigate the deficiencies and protect public safety. This could involve a permanent lane or load 

restriction, shoring, repair, closure or replacement of the structure. The purpose of resolving the critical 

finding is that the bridge owner is not planning any further actions to mitigate the safety deficiency.  

FHWA requires that all critical findings are reported monthly, or as requested, until each critical finding 

is resolved. It is expected that critical findings are resolved as soon as possible, typically in less than 30 

days, which would mean most critical findings are reported on for only the initial month and possibly a 

second month, depending upon the dates when the critical finding occurs and is resolved within a 

monthly reporting interval.  To meet this requirement, if a critical finding is not resolved within 30 days, 

the bridge owner should report to MDOT with a status of corrective actions taken and an anticipated 

timeline for permanent resolution of the critical finding. 

All bridge, lane, and shoulder closures should conform to the Michigan Manual of Uniform Traffic 

Control Devices (MMUTCD).  The bridge owner is responsible for consistent monitoring and verification 

to ensure that all traffic control devices remain in place. 

It is recommended that closures are permanent if the owner has no plans to repair and reopen the 

structure.  Examples of permanent closures include ground-driven signs, temporary concrete barrier and 

anchored traffic delineators.   If permanent traffic control devices are in place, the closure will be 

verified during the routine inspection every 24 months.   If temporary traffic control devices are in place, 

the closure should be monitored every 12 months utilizing a special inspection that is offset from the 

routine inspection interval. 

10.05.01 Critical Finding Procedures – Bridge Owner Responsibilities (MDOT Owned Bridges) 

The bridge owner for MDOT owned bridges is the Region Bridge Engineer or Central Office Bridge 

Engineer that has been delegated the inspection responsibilities outlined in NBIS.  In the event of a 

critical finding the engineer tasked for ensuring NBIS compliance will contact the TSC manager or region 

operations engineer to request any necessary traffic control measures, updates to the Lane Closure and 

Reporting System (LCAR), and media releases. 
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10.05.02 Critical Finding Procedures – Bridge Owner Responsibilities (Local Agency and 

Privately Owned Bridges) 

The bridge owner for local agencies and other organizations is the local government unit or designated 

institution that has been delegated the inspection responsibilities outlined in NBIS.  The bridge owner 

shall ensure that all of the processes to mitigate the deficiency are fulfilled and the critical finding is 

reported to MDOT. 

10.06 Bridge Program Manager Responsibilities 

The bridge program manager shall assist the bridge owner throughout the entire critical finding 

reporting process.  The bridge program manager may perform a quality assurance review and analyze 

the decisions and activities that were incorporated to resolve a critical finding to verify compliance with 

the NBIS. 

10.07 FHWA Notification of Critical Findings 

Directly after an immediate action is performed and public safety is no longer threatened, the bridge 

owner is responsible for notifying the Bureau of Bridges and Structures.  Pertinent information for 

notification should include the structure number, location, explanation of the problem, and action(s) 

taken.  The bridge owner should provide a supplemental update when action is taken to mitigate the 

damage or deterioration.  Information pertaining to critical findings may be emailed to MDOT-MiBridge-

Admin@Michigan.gov or by calling: 

Allie Nadjarian 

Bridge Inspection Program Manager 

Cell:  517-331-6602 

Bureau of Bridges and Structures staff are responsible for notifying FHWA within 24 hours of each 

critical finding for structures on the National Highway System (NHS).  All other critical findings on non-

NHS routes are reported monthly to FHWA. 

10.08 Critical Finding Examples 

Deficiencies may include, but are not limited to scour, damage, corrosion, section loss, settlement, 

cracking, deflection, distortion, delamination, loss of bearing, and any condition posing an imminent 

threat to public safety.  Examples that affect each bridge owner may include: 

• Immediate unplanned shoulder closure on bridge due to high load impact to fascia beam; 

• Immediate unplanned lane closure on redundant bridge due to deep spall under bearing; 

• Immediate unplanned bridge closure due to pressure flow, severe scour, or stability concerns. 

mailto:MDOT-MiBridge-Admin@Michigan.gov
mailto:MDOT-MiBridge-Admin@Michigan.gov
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The team leader’s actions are especially important during NSTM inspections.  NSTM inspection is one of 

the most important processes to ensure a safe and functional transportation system in Michigan.  

Failure of an NSTM may suddenly lead to the collapse of an entire span or bridge and result in loss of 

life.  Any NSTM with the following characteristics is a critical finding and may require closure of the 

bridge and repairs prior to reopening: 

• Pack rust leading to substantial deformation of gusset plates or other built-up members 

• Impact damage that has deformed the member 

• Perpendicular or parallel stress cracking  

• Severe section loss of primary members 

• Distortion of elements due to fatigue 

For additional information see Chapter 7 for NSTM critical inspection procedures. 

During a flood event the bridge owner or team leader must refer to the scour plan of action that has 

been developed for all scour critical bridges. The scour action plan provides personnel responding to a 

suspected scour event with a monitoring plan that includes a summary of scour calculations performed 

by the hydraulics engineer, information regarding the foundation and soil types, items to watch, 

conditions to evaluate bridge closure, and contacts to initiate the process.  Items that may warrant 

bridge closure during a high flow or scour event include: 

• Pressure flow 

• Heavy build-up of debris along substructure 

• Settlement or displacement of primary structural elements 

• Localized or widespread undermining of footing/tremie 

For additional information see Chapter 6 for scour inspection procedures. 

Flammable materials stored underneath a bridge present a potential hazard that should be reviewed by 

the bridge owner.  FHWA considers the plain language definition of flammable as “capable of being 

easily ignited and burning quickly.”   Team leaders should be cognizant of identifying the storage of 

flammable materials during routine inspections and submit a critical finding if they exist.  Bridge owners 

are responsible for taking action in accordance with the NBIS. 

For additional information see FHWA Memorandum Documentation and Treatment of Materials Stored 

Under a Highway Bridge. 

If you require assistance accessing this information or require it in an alternative format, contact the 

Michigan Department of Transportation’s (MDOT) Americans with Disabilities Act (ADA) coordinator 

at Michigan.gov/MDOT-ADA. 

https://www.michigan.gov/MDOT-ADA
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