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FRONT PANEL CONTROLS     

Speaker 
The speaker is 
disabled when an 
earpiece accessory is 
connected.

LCD Display 
Radio Menu/

Mode/Operation 
display.

Option Button 
Selecting this button 
enables the user to 
perform the operation 
defined in the tab 
above it. 

Clear Button 
Performs a back or 
exit action. 
(Defined function)

Navigation Pad
Up/down arrows are 

used to step through 
the menu screens 
or select zones in 

operating mode. Left/
right arrows advance 

through assigned soft 
buttons.

Option Button
Selecting this button 

enables the user to 
perform the operation 

defined in the tab 
above it.  In Menu 

Mode, selecting this 
button exits the menu.

Microphone 
For best results, 
hold the controller  
1.5 inches (3 
to 4 cm) from 
your mouth and 
speak at a normal 
conversational level.

Number Keypad 
Press the keys on the keypad 
to send DTMF tones.
The keypad keys can also be 
programmed with secondary 
functions. Contact your 
system administrator to 
find out which functions 
are programmed on each 
button.

Menu Button
Use this button to 

select/accept a selection 
in a feature.  

(Defined function)

Emergency Button
This button can be 
programmed as an 

emergency button or used 
for other functions. 

Audio Accessory Jack 
Connect a compatible 
audio accessory into this 
jack.



SIDE CONTROLS

Volume  
Up/Down
Press to adjust the 
volume.

PTT Switch
Press to talk 

(transmit) and 
then release to 
listen (receive).

Option Button 1

Option Button 2

Option Button 3

Option Buttons
These buttons can 

be programmed 
to control specific 

functions.  The 
default setting is 
unprogrammed.

On/Off Switch
Press to switch the 
power on/off.

Multi-Function Indicator

Steady Red: Transmitting in 
unsecure mode.

Steady Orange: Transmitting in 
secure mode.

Steady Green: Receiving in unsecure 
mode.

Double-Blink Red: Receiving in 
secure mode.

Channel Up/Down
Press to adjust the  

channel setting. 

TOP CONTROLS



MENU MODE
Many radio functions are controlled by the menu mode, an option switch, or both. 
Only the functions that apply to the selected channel type are displayed. The 
availability of the menu mode, soft buttons, and the parameters that are selectable 
are determined by system administrator programming. The menu mode operates 
as follows:

1. Press the Menu Button to select the  
Menu mode. The selectable menu parameters 
are then displayed below the menu as shown.

2. Press the Up/Down Arrow to scroll up or 
down through the list until the parameter you 
want to change is highlighted by the bar.

3. Press the Menu Button to select the 
highlighted parameter. The available modes for 
that parameter then appear.

4. Press the Up/Down Arrows to highlight the 
desired mode. Then press the menu button to 
select that mode.

5. Press the Clear Button to step back to the 
previous level or exit menu mode. Pressing the 
§§ button also exits menu mode.



LCD DISPLAY

Icon Description

Signal strength (indicates an acceptable site, and can range from 0 to 
4 bars) displays in red or green, depending on signal strength.

The radio is making a Phase 2 (TDMA) call.

The radio is receiving a Phase 2 (TDMA) call.

Surveillance mode enabled.

Security enabled.

P25 data context enabled (radio is ready for data operations).

Site lock mode enabled.

GPS link active.

Private call mode enabled.

Keypad programming/edit mode.

Monitor mode enabled.

Repeater Talk-Around mode enabled.

Scan enabled. The icon is solid when the radio is scanning channels. 
When the radio is in scan hold time, the icon flashes.

The current channel is in the enabled scan list (only when scan is on 
or when in scan edit mode). 

The current channel is not in the enabled scan list (only when in scan 
edit mode).

Status Area 
Includes signal 
strength, date, and 
time.

Icon Row
Displays icons listed  

in the table below.

Channel Alias

Zone Alias
Soft Buttons 
Press the § and 
§§ buttons below 
the tabs to make a 
selection.In multideck configurations, deck numbers appear in a 

column here, with selected deck highlghted. 
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Icon Description

The current channel is the priority channel in the enabled scan list 
(only when scan is on or when in scan edit mode). 

The current channel is the priority 2 channel in the enabled scan list 
(only when scan is on or when in scan edit mode). 

Interconnect mode enabled (phone mode).

P25 data packets are being sent/received.

Call history (only when radio is in conventional unit call, call alert, or 
text messaging mode, and an applicable unit ID are selected).

Text message mode active.

Radio-wide scan mode enabled. The icon is solid when the radio 
is scanning channels. When the radio is in scan hold time, the icon 
flashes.

Busy (displayed when radio enters a busy transmit state).

The radio is making a call.

The radio is receiving a call.

The radio is making a Failsoft call.

The radio is receiving a Failsoft call.

The radio is connected to a wireless access point (WAP).

The radio is affiliated with a trunking system.

LCD DISPLAY (continued)


