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1.0 INTRODUCTION

On behalf of Wolverine, R&W/GZA, prepared this RAP for the proposed GSI investigation in the NKSA. The
objective of this RAP is to investigate potential environmental risks to the GSI in the Rogue River, due to regulated
PFAS in groundwater, originating from the former HSDS and the Wolven/Jewell area. Based on the flow and PFAS
distribution assessment, the following locations are identified as potential surface water discharge areas for the
PFAS-containing groundwater in the HSDS and Wolven-Jewell study areas:

e Southeast downgradient of the HSDS primary plume;

e Downgradient of the HSDS, near the confluence of the Rogue River and the Grand River;
e Downgradient of the HSDS, near the Freska Lake area;

e Wolven Northeast study area;

e  Wolven Northwest study area; and

e North Childsdale study area, downgradient of the Wolven study area.

This RAP is prepared pursuant to CD No. 1:18-cv-00039-JTN-SJB, effective February 19, 2020. Specifically, this
scope of work is established in Sections 7.4, 7.10, and Appendix S of the CD. This RAP is organized into the
following sections:

e Introduction

e CSM

e Proposed Statement of Work

e |nvestigation Methodologies

e Sampling and Analysis Methods and Procedures
e Data Quality Objectives

e Data Quality Control and Assurance

e Project Schedule for Field Sampling and Analysis

e Project Schedule for Data Evaluation and Report Submittals

The information obtained during the implementation of this RAP will be used as provided in Section 7.10(e) of the
CD.

2.0 CONCEPTUAL SITE MODEL

The development of the CSM (as defined in Section 4.4 of the CD) was based on interpretation of regional geology
and hydrogeology, residential water well sampling data in the NKSA, and groundwater investigations performed
associated with the former HSDS and Wolven/Jewell areas. Figure 1 is a layout of the NKSA and the PFAS
Investigation Areas. For the purpose of this RAP, the CSM is focused on the groundwater flow from the source
areas to the Rogue River, PFAS distribution in groundwater, and the fate and transport of PFAS in groundwater.



September 23, 2020

GSI Response Activity Plan, Kent County, Michigan
File No. 16.0062961.50

Page 2 of 14

The following sections provide discussions of source areas, hydrology, geology and hydrogeology, PFAS
distribution in groundwater, groundwater flow, and PFAS transport.

2.01 HOUSE STREET DISPOSAL SITE

The HSDS, located at 1855 House Street NE, Plainfield Township, Kent County, Michigan, encompasses
approximately 76 acres (Figure 1). The HSDS is currently undeveloped and, according to available information, no
buildings were previously present. An electric utility right-of-way and associated high-voltage transmission lines
cross the northern portion of the HSDS, and an access road from House Street runs south to north across the
HSDS.

The properties surrounding the HSDS are primarily undeveloped or residential. Properties to the northwest are
undeveloped extending to Clear Bottom Lake and Freska Lake. Properties to the west, southwest, and northeast
are primarily residential. House Street NE abuts the HSDS to the south and southeast. Portions of the eastern
HSDS boundary are formed by Herrington Avenue NE. Land owned by MDOT is present south and southeast of
the HSDS (US-131 right-of-way), and additional residential properties are located westward along House Street.

The HSDS was a State of Michigan licensed and regulated disposal facility from the mid-1960s through 1978.
Until 1970, the HSDS received leather tanning byproducts over a portion of time. EGLE Remediation and
Redevelopment Division files indicated that HSDS’s waste disposal license expired in 1978, but it appears no waste
was disposed after 1970. It has been determined that the byproducts contained PFOS and PFOA and their
precursors, which are part of a larger group of PFAS. PFAS were in Scotchgard™, a waterproofing material
manufactured by 3M Company, that was applied to some leather goods manufactured at the former Wolverine
Tannery site in Rockford, Michigan. Based on past investigation data at Wolverine’s Tannery Site (R&W/GZA,
2019), the byproducts also contained other substances. However, the data indicates that only PFOS and PFOA
appear to be migrating to the GSI areas of interest.

Prior to Wolverine acquiring the HSDS in 1964 and Michigan’s first disposal area licensing statute (PA 87 of 1965),
Wolverine and other entities disposed of materials on the HSDS (perhaps as early as the 1940s) and also possibly
on nearby real estate currently identified as the south adjoining MDOT property and nearby Imperial Pine parcel.

2.02  WOLVEN AND JEWELL AREAS

Certain PFAS were detected in wells in the Wellington Ridge neighborhood, located between 10 and 11 Mile
Roads, west of Wolven Avenue, and east of US-131. In addition, certain PFAS were also detected in the
groundwater monitoring wells near the North Kent Landfill area. No evidence of waste materials was detected
during investigations conducted to date in this area. Historical aerial photographs suggest a portion of a gravel
pit was previously located in the area of the Lady Lauren cul-de-sac of the Wellington Ridge Development. Aerial
photographs suggest disturbances in the gravel pit area ceased by 1965. Figure 1 identifies the locations of the
Wolven/Jewell Areas and the North Kent Landfill Area.

2.03 TOPOGRAPHY

As shown in Figure 1, the terrain is generally hilly in the region. The ground surface elevation at HSDS ranges from
740 to 800 feet. The HSDS is flanked by higher ground to the northeast and southwest, but ground surface
generally dips to the northwest toward the Clear Bottom Lake and Freska Lake, and to the southeast toward the
Rogue River. Ground surface elevations for the area east of the HSDS range from 800 to more than 900 feet;
ground surface elevations for the west to southwest of the HSDS range from 800 to 820 feet, with lower terrains
to the northwest and southeast.
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Ground surface elevations in the eastern portion of the Wolven/Jewell study area, where the Wellington Ridge
neighborhood is located, range from approximately 780 to more than 930 feet. Most of the neighborhoods in the
eastern portion of the Wolven/Jewell study area sit on relatively high ground, and the lowland areas are generally
between the hills, acting as surface water drainage pathways. Ground surface generally dips in various directions,
to the west and northwest areas of the Wolven/Jewell study area, and northeast toward Wolven Northeast,
toward the Rogue River. The portion of the Wolven/Jewell study area located west of US-131 has ground surface
elevations ranging from approximately 710 to 850 feet. The Wolven northeast study area has ground surface
elevations ranging from approximately 720 to 910 feet.

2.04 REGIONAL HYDROLOGY

The regional hydrology, geology (Section 2.05) and hydrogeology (Section 2.06) are used to assist in determination
of groundwater conditions within the NKSA and specifically as it interacts with the Rogue River for this GSI
evaluation.

The NKSA is situated within the Rogue River Basin (Basin No. 14F), which is part of the Lower Grand River
watershed (HUC 0405006). Based on the Michigan’s Major Watersheds — Sub-basins GIS data (Michigan
Department of Environmental Quality, 2011) downloaded from MGDL, the HSDS and Wolven/Jewell study areas
are situated within the Rogue River Basin (Basin No. 14F), which is part of the Lower Grand River watershed
(HUC 0405006). The Rogue River Basin consists of 12 sub-basins, four of which are near the Site area. The HSDS
is situated on the water divide of two sub-basins: HUC 405006040080 and HUC 405006040120; the Wolven/Jewell
study areas are situated in sub-basins HUC 405006040080 and HUC 405006040110. All of these three sub-basins
drain to the Rogue River, which discharges to the Grand River. The HSDA is also near sub-basin HUC 45006050050,
which is part of the Grand River basin.

The 2016 National Oceanic and Atmospheric Administration climate data report! for Grand Rapids, Michigan,
indicates that the mean annual precipitation for the 80-year record period is approximately 36 inches. Based on
the state-wide GIS data for the estimated annual groundwater recharge (Michigan State University, 2005), the
estimated precipitation at the NKSA ranged from 9 to 15 inches.

From 1989 to 2016, the average annual streamflow rate at USGS Gaging Station No. 04118500 in Rockford,
Michigan, is approximately 260 CFS, and the average baseflow rate approximately 210 CFS. The gaging station
measures the flow for the sub-basin, HUC 405006040110, and all the upstream sub-basins, representing a
drainage area of approximately 234 square miles, according to the USGS record.

2.05 REGIONAL GEOLOGY

Overburden in Kent County is a thick sequence of Pleistocene glacial deposits. The thickness of glacial deposits
ranges from 11 to 800 feet in Kent County; however, the majority of glacial deposits range from 200 to 400 feet
in thickness (Western Michigan University, 1981; Farrand, 1982). The glacial deposits in the county include till,
outwash and lacustrine deposits. Till occurs in end and ground moraines (till plains), interspersed on the surface
throughout the County (Stramel, Wisler, & Laird, 1954). For the area near the City of Rockford and
Plainfield Township, the Michigan Glacial Land Systems (Michigan State University, 2015) indicates that proglacial
outwash plain is present along the Rogue River, and end moraines are present on either side of the Rogue River
extending to the “wide” near the Grand River. At the Site and its vicinity, end moraines of medium-textured till
are present. The ground (till plain) and end moraine belong to the unstratified group of deposits, composed of
fine- to coarse-grained material, including silt, sand, gravel and boulders.

1 https://www.ncdc.noaa.gov/cdo-web/search
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Based upon bedrock maps for the area (MDEQ, 1987), the bedrock beneath the NKSA includes the Michigan basin
series. Based on GIS data from EGLE (MDEQ, 1987), Jurassic “red beds” are present in most of the site area and its
vicinity, with small areas of Saginaw formation outcrops. The Jurassic “red beds” are often poorly consolidated or
unconsolidated and consist primarily of clay, mudstone, siltstone, sandstone, shale and gypsum. The “red beds”
are of low permeability and are considered a confining unit. However, locally in the county, the “red beds” have
been documented to supply small quantities of water (Apple & Reeves, 2007). Beneath the “red beds,” bedrock
in the region consists of the Mississippian-aged sandstone (Marshall formation), shale (Michigan formation), and
the Bayport limestone as well as the Pennsylvanian-aged Saginaw formation. The regional dip is northeasterly
toward the center of the Michigan basin.

Based on the Hydrogeologic Atlas of Michigan (Western Michigan University, 1981), the top of bedrock elevation
ranges from 500 to 550 feet near the City of Rockford. The top of bedrock elevations at the HSDS area were
estimated to range from 540 to 580 feet (R&W/GZA, 2018).

2.06 REGIONAL HYDROGEOLOGY

The direction of regional groundwater flow is influenced by the primary surface water features of the Rogue River
and the Grand River. Streamflow data from the USGS Gaging Station indicates that the Rogue River is gaining
stream, acting as a groundwater discharge zone. Based on the static groundwater level in the Wellogic - Statewide
Wells GIS Data for Kent County (Michigan State University, 2005a through 2005d), regional groundwater contours
were interpolated by R&W/GZA. The regional groundwater contours also indicate regional groundwater flow
pattern generally follows the topography, discharging to the Rogue River and the Grand River.

2.07 GROUNDWATER INVESTIGATIONS

R&W/GZA retained drilling contractors to perform subsurface exploration and monitoring well installation to
continue delineation of the extent of PFOA and PFOS both vertically and laterally in the NKSA. Since 2017,
R&W/GZA oversaw the installation of 84 groundwater monitoring wells at 29 locations in the HSDS study area,
and 36 groundwater monitoring wells at 16 locations in the Wolven/Jewell study areas. At most of the locations,
multi-depth cluster wells were installed. The borings were drilled using either hollow-stem auguring or rotosonic
techniques. Soil samples were collected and logged every 5 feet. VAP groundwater samples were collected every
10 feet in the saturated zone and submitted to an independent laboratory for the PFAS analysis using isotope
dilution method in accordance with the most recent version of the DoD QSM procedures.

Monitoring well screen intervals were selected based on PFAS VAP sampling results and geological conditions.
Each monitoring well was constructed of factory-slotted, 0.010-inch, 5-foot-long PVC screen (in a few cases,
10 feet), and flush-threaded well casing. The annular space surrounding the well screen was filled with sand filter
pack to approximately 3 feet above the top of the well screen, followed by a one-to-one and one-half foot-thick
hydrated bentonite seal. The remaining annulus was filled with cement and bentonite grout to approximately
one foot bgs. The wells were finished with a steel protective casing set in a concrete pad. A locking expansion
cap was placed in the top of the PVC casing. Appendix A includes the soil boring and well installation logs. See
Table 1 for well completion information and Table 2 for static water level measurements. See Figure 2 for the
groundwater monitoring well locations.

Following installation, the newly installed wells were developed to remove sediment from the sand-filter pack and
well casing. The wells were developed using a 12-volt Mini-Typhoon® submersible pump equipped with dedicated
tubing for each well. The pump was decontaminated between wells using a water and Alconox® wash with a
water rinse. The wells were developed until the water ran clear. The development water was containerized and
staged prior to proper disposal. The tubing and other disposable materials used during the well development
were placed in a separate drum and stored for proper disposal.



September 23, 2020

GSI Response Activity Plan, Kent County, Michigan
File No. 16.0062961.50

Page 5 of 14

In addition, surface water level measurement gauges were installed in the following locations in the Rogue River:

e Rockford Dam Seawall;
e East Bridge Street Bridge;
e Rogue River Road Bridge; and

e Jericho Avenue Bridge

The water levels measured from these locations were used in combination with available gaging height data at
USGS gaging station, USGS04118500, to evaluate surface water levels in the Rogue River.

2.08 GROUNDWATER SAMPLING

Groundwater sampling was conducted quarterly throughout 2018 and 2019 using low-flow purging and sampling
procedures. The wells were purged using either a GeoTech Peristaltic Pump or a GeoTech Bladder Pump and
control box. Static water levels in the monitoring wells were measured to maintain stabilized drawdowns during
purging. Field indicator parameters, temperature, pH, dissolved oxygen, specific conductance, ORP and turbidity,
were monitored using a YSI PRO and field turbidity meters in accordance with the low-flow sampling SOP in the
project QAPP. Once the field parameters stabilized, a groundwater sample was collected by disconnecting the
tubing from the flow-through cell and collecting the sample directly from the tubing.

Groundwater samples were collected in laboratory-supplied sample containers labeled with the well ID, sample
time and date, and analytes. The samples were packed in coolers with ice and shipped to the laboratory under
chain-of-custody control via overnight express shipping.

Groundwater PFAS analytical data for the HSDS area and the Wolven/Jewell areas are summarized on Tables 3
and 4, respectively. As the subsurface exploration and monitoring well installation progressed, the newly installed
wells were added to the sampling list in the quarter following their installation and development.

2.09  SITE GEOLOGY

This section provides a summary of the geology in the NKSA, based on borehole data collected during the
subsurface exploration and groundwater monitoring well installation described in Section 2.07, and the residential
water well construction information and lithology data downloaded from the online Wellogic System.? The
Wellogic System made available individual well logs in PDF, GIS shapefiles of county-wide well locations and
construction information, and database files of lithology data for some of the wells. R&W/GZA has attempted to
verify the well locations by comparing the well addresses to the Kent County Parcel GIS shapefiles and found that
some of the well locations in the Wellogic GIS shapefiles are incorrect. To rectify, the Kent County parcel center
coordinates are used for the residential well locations if the well addresses are verified with the Kent County
Parcel GIS shapefiles. The majority of the well addresses in the Wellogic System GIS shapefiles were verified, and
the parcel center locations were used as their coordinates. For some well locations, the addresses of which were
not verifiable, the locations in the Wellogic System GIS files were kept and qualified with a note. In addition,
lithology data for some of the wells in the Wellogic System GIS shapefiles were not available, and R&W/GZA
downloaded the PDF well logs, and compiled the available lithology data into the well lithology database.

The monitoring well locations and the residential water wells with lithology data are shown in Figure 3. Geologic
cross-sections A-A’, B-B’, C-C’, D-D’, and E-E’ are created in the HSDS study area, and geologic cross-sections F-F’,

2 https://securel.state.mi.us/wellogic/Login.aspx?ReturnUrl=%2fwellogic%2fdefault.aspx
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G-G’, H-H” and I-I' in the Wolven/Jewell study areas to show the lithology in the study areas. See Figures 4
through 12 for the geological cross-sections.

HSDS Study Area

In the HSDS study area, cross-section A-A’ is constructed along the primary plume center line, following the
paleo-channel on the Lidar Bare Earth Elevation image on Figure 3. Cross-section B-B’ is immediately southwest
of cross-section A-A’. The lithologies of both A-A’ and B-B’ are predominantly coarse-grained soil, with the
presence of fine-grained soil in a few borings with limited thickness.

Cross-section C-C’ is located north-south toward the Grand River. Except for HS-MW-17, where the soil
encountered was sand from ground surface to an elevation of approximately 560 feet above mean sea level,
fine-grained soil was encountered in all boreholes on this cross-section, with thickness ranging from less than 10
to approximately 80 feet. However, water bearing units were encountered in all wells on the cross-section. The
presence of fine-grained soil is expected to affect the flow path locally, but not the primary groundwater flow
toward the Rogue River or the Grand River.

Cross-section D-D’ is located east of the Rogue River, near the confluence to the Grand River, where proglacial
outwash is present. The lithologies of the wells on cross-section D-D’ are generally coarse-grained soil, sand or
gravel, with the presence of clay of limited thickness in a few boreholes. It is consistent with the regional geology.

Cross-section E-E’ is constructed from the HSDS toward the Freska Lake area. The lithologies of the boreholes are
similar to cross-section A-A’ and cross-section B-B’. Coarse-grained soils are generally predominant. Fine-grained
soils are present in some boreholes in thickness ranging from less than 10 to approximately 70 feet. However,
water bearing units were encountered in all of these wells.

In general, coarse-grained soil predominates in most of the soil borings and water well logs in the HSDS study
area. The presence and thickness of clay and silt deposits varies horizontally and vertically without stratified
correlation between borings. The lithologies shown on the cross-sections in the HSDS study area are
characteristics of glacial outwash, and end moraines, to a lesser extent, as documented in regional geology.

Wolven/Jewell Study Areas

Cross-section F-F’ is constructed from the Wellington Ridge neighborhood to the Wolven Northeast study area.
Fine-grained soil, clay, or silt is predominant in the boreholes on cross-section F-F’. Water bearing units were
encountered below the clay stratum or between clay strata. The thickness of fine-grained soil varies from
approximately 20 to more than 100 feet. In most of the boreholes on cross-section F-F’, the top of the clay
stratum was shallow, except the well at 3616 11 Mile Road, where more than 100 feet of sand were present above
the top of the clay stratum, presenting a potential pathway for surface/shallow contamination to migrate to the
deeper zone.

Cross-sections G-G’ and H-H’ are located from the Wellington Ridge area to the west or northwest toward the
portions of the study area located west of US-131. For the boreholes located east of US-131, fine-grained soil is
predominant in the boreholes while, for the boreholes located west of US-131, more coarse-grained soil is
present. The thickness of fine-grained soil varies from less than 10 to more than 100 feet. Similar to
cross-section F-F’, water bearing units were encountered below the clay stratum or between clay strata.

Cross-section I-I’ is constructed from the Wellington Ridge area to the southeast toward the Rogue River.
Fine-grained soil, clay, or silt is generally predominant in the boreholes on cross-section I-l. The fine-grained soil
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strata observed in the borings from 3260 Bent Tree Ridge to 8497 Windstone Road are not as thick when
compared to other borings in the NKSA. Overall, the thickness of fine-grained soil varies from approximately 10 to
approximately 200 feet. Water bearing units were encountered below the clay stratum or between clay strata.

In general, fine-grained soil predominates in most of the soil borings and water well logs in the Wolven/Jewell
study area. In the soil borings located west of US-131 or closer to the Rogue River, coarse-grained soils are present
in greater thickness and are even dominant in some locations. In addition, individual borings containing only
coarse-grained soil exist even in the areas where fine-grained soils are predominant. These locations provide
potential migration pathways from the surface/shallow to the deeper zone. The presence and thickness of clay
and slit deposits varies horizontally and vertically. They appear to be unstratified and discontinuous in the area.
In the soil borings where fine-grained soils are predominant, water bearing units were encountered below the
clay stratum or between clay strata. In rare cases, water wells were screened in the bedrock. The lithologies
shown on the cross-sections in the Wolven/Jewell study area are characteristic of end moraines as documented
in regional geology. The presence of a relatively large volume of fine-grained soil limits the hydraulically
conductive saturated zone, and therefore affects groundwater flow and contaminant transport pathway.

2.10 GROUNDWATER FLOW

Static water levels were collected from the monitoring wells and the staff gauges. Groundwater and surface water
elevations were calculated from the surveyed elevations of the top of casing for the monitoring wells or reference
points for the staff gauges. In addition, surface water elevations recorded at USGS04118500 were also
downloaded and converted to the same datum as the monitoring well survey. See Table 2 for a summary of the
static groundwater water level measurements.

In addition to the R&W/GZA installed groundwater monitoring wells, EGLE also collected static water level data
from the monitoring wells installed by EGLE during the November 2019 monitoring event, and requested
North Kent County Landfill collect and provide static water level data in November 2019. In combination, the
November 2019 static water level data provided the most complete set of static water levels and elevations for
the NKSA.

For the locations where multiple wells were installed at different intervals, R&RW/GZA grouped the wells into
shallow and deep aquifers by borehole lithologies, screen intervals, and static water elevations. See Table 1 for
the well grouping designations.

Based on the November 2019 data set, groundwater elevation contours were interpolated from the static water
level data. See Figure 13 for the groundwater elevation contours in the shallow zone and Figure 14 for the deep
zone.

As shown on Figure 13, groundwater in the NKSA flows to the Rogue River. The HSDS is situated at or near a
groundwater divide. Groundwater predominantly flows from the HSDS to the southeast to the Rogue River. But
a portion of the flow is to the northwest. Because of Freska Lake and Clear Bottom Lake, the hydraulic gradient
to the southwest appears to be flat as compared to the southeast. The Wellington Ridge is situated at a
groundwater mounding area, and groundwater flows to the northwest, north, northeast and southeast. The
hydraulic gradient in the Wolven/lewell area appears to be steep due to the presence of relatively significant
volumes of fine-grain soil.
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As shown on Figure 14, the deep zone groundwater contours are similar to the shallow zone with a few localized
variations. Groundwater flow directions are generally similar to the shallow zone as well.

2.11  PFAS DISTRIBUTION IN GROUNDWATER

PFAS analytical data from the groundwater monitoring wells, VAP samples, and residential water well samples
collected until December 2019 were combined and used for the interpolation of isoconcentration maps. Where
data from multiple sampling depths or sampling events are available at one location, the maximum concentrations
were used during interpolation. It is important to note that the isoconcentration maps were geostatistically
interpolated from spatially distributed point data; therefore, they may overestimate the concentrations or extents
in areas where data points were relatively sparse. As implied by the method, the isoconcentration maps are
estimations only and are not intended to represent measured or true conditions. Figures 15, 16, and 17 present
the interpolated isoconcentration maps for total PFOS, PFOA and PFAS, respectively. Analytical data for the
groundwater monitoring wells are provided on Tables 3 and 4.

PFAS isoconcentration map indicated PFAS migrated from the HSDS toward the Rogue River, primarily in the
southeast direction, along the plume centerline. A portion of the PFAS plume appeared to migrate from the HSDS
tothe northwest toward the Freska Lake area and the Rogue River, but the plume transport appeared to be slowed
as the plume reached the area of the Freska Lake and Clear Bottom Lake, where the groundwater gradient is
relatively flat and groundwater flow pattern is affected by the surface water bodies. The PFAS isoconcentration
map also indicated a PFAS plume with relatively low concentration near the confluence of the Rogue River and
the Grand River.

In the Wolven/Jewell study areas, the PFAS isoconcentration map indicated that PFAS-containing groundwater
migrated from the Wellington Ridge neighborhood, where PFOS, PFOA, and total PFAS were detected, to the
Wolven Northeast study area, the Wolven Northwest study area, and the North Childsdale area. Based on the
groundwater flow evaluation, the PFAS-impacted groundwater is expected to continue migrating to the Rogue
River from these areas. It is important to note that the PFAS isoconcentration extent at the northeast corner of
US-131 and 10 Mile Road and southwest of the Wellington Ridge neighborhood was a result of interpolation, due
to lack of data points in that area.

The PFOA and PFOS isoconcentration maps indicated a similar distribution to the total PFAS isoconcentration map,
but their extents and the concentration ranges are less than that of total PFAS because the total PFAS
isoconcentration map included other detected compounds, such as PFBS, PFHxA, PFHxS, and PFNA. Furthermore,
the mapping indicates distribution of lower chain compound such as PFBS is spatially greater than PFOS and PFOA,
likely due to its relatively low sorption coefficient to soil matrix3. In comparison, the extent of PFOS distribution
isoconcentration map is slightly less than that of PFOA, likely because PFOS has eight fluorine atoms in the tail,
and PFOA has seven fluorine atoms in the tail, and the longer chain PFOS is more strongly sorbed to the soil matrix
than PFOA%.

2.12  GSIAND APPLICABLE RULE 57 WATER QUALITY STANDARDS

The groundwater flow evaluation and total PFAS, PFOS and PFOA distribution analysis indicate that PFOA and
PFOS have migrated toward the Rogue River or will migrate toward the Rogue River. Based on EGLE’s Part 201
Administrative Rules, Part 31 Administrative Rules, Part 4 — Water Quality Standards, the potential environmental

3 See Section 5.2.3: https://pfas-1.itrcweb.org/5-environmental-fate-and-transport-processes/#5 2
4 See Section 5.2.3: https://pfas-1.itrcweb.org/5-environmental-fate-and-transport-processes/#5 2
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exposure pathways for impacted surface water in the Rogue River and applicable Part 4 Rule 57 Water Quality
Values are identified as follows:

e Human exposure via non-drinking water exposure route — Rule 57 HNDV;
e Aquatic life exposure to impacted water in the Rogue River — Rule 57 FCV; and

o Wildlife exposure to impacted water in the Rogue River — Rule 57 WV.

The generic Part 201 GSI criteria are the lesser of HNDV, FCV, and WV. It is important to note that the human
health drinking water value is not applicable.

Parameter Units HNDV FCV AY
PFOA ng/L 12,000 880,000 Not Available
PFOS ng/L 12 140,000 Not Available

2.13  DATA GAPS

Based on the flow and total PFAS, PFOS and PFOA distribution assessment, the following locations are identified
as potential discharge areas for the PFOS- and PFOA-containing groundwater in the HSDS and Wolven-Jewell study
areas:

e Southeast downgradient of the HSDS primary plume;

e Downgradient of the HSDS, near the confluence of the Rogue River and the Grand River;
e Downgradient of the HSDS, near the Freska Lake area;

e Wolven Northeast study area;

e Wolven Northwest study area; and

e North Childsdale study area, downgradient of the Wolven study area.
In evaluating the potential risks to the Rogue River, the following data gaps are identified:

e Groundwater elevation and flux at the GSI to evaluate whether groundwater discharges to the Rogue River;

e Groundwater elevation and flux data at the GSI to evaluate the gradient and flux at the GSl, if it is determined
groundwater discharges to the Rogue River;

e PFOS, PFOA and PFAS concentrations of the groundwater discharging to the Rogue River; and

e Identification of the proper locations for GSI monitoring wells.

3.0 PROPOSED STATEMENT OF WORK

The following provides a summary of the proposed investigations, based on the identified data gaps. The proposed
sampling locations are shown on Figure 18. Actual piezometer and pore-water sampling locations may vary
slightly from the proposed locations of Figure 18 during installation. While the target locations are shown,
limitations for access on private properties, river bank conditions, and utilities may require moving piezometer
locations.
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3.01 HSDS STUDY AREA

Based on the groundwater flow, analytical data, and our evaluation, the following pore-water sampling and GSI
piezometer locations are proposed:

e Nine pore-water sampling locations (HS-PW-1 through HS-PW-9) and five GSI piezometer locations (HS-GSI-1
through HS-GSI-5) downgradient of the primary House Street plume, along the Rogue River, to monitor
potential PFOA and PFOS venting to the surface water.

e Three GSI piezometer locations (HS-GSI-6 through HS-GSI-8) downgradient of the primary House Street plume,
along the Grand River, to measure potential venting to the surface water.

e Two pore-water sampling locations (HS-PW-10 and HS-PW-11) and one GSI piezometer location (HS-GSI-9)
northwest of the House Street Site, downgradient of the Freska Lake area, along the Rogue River, to monitor
potential PFOA and PFOS venting to the surface water.

In addition, existing well cluster HS-MW-19S/D and HS-MW-29A (located hydraulically downgradient of the
primary House Street plume) are also considered to be GSI monitoring points to monitor potential PFOA and PFOS
venting to the Rogue River. As identified in the GSI SOW, these wells will be sampled during the pore-water
sampling event.

3.02  WOLVEN/JEWELL STUDY AREA

Based on the groundwater flow, analytical data, and our evaluation, the following pore-water sampling and GSI
piezometer locations are proposed:

e Seven pore-water sampling locations (Areal9-PW-1 through Areal9-PW-7) downgradient/northeast of the
Area 19 plume within the Rogue River to monitor potential venting to the surface water. These pore-water
sample locations are located hydraulically downgradient of Wellington Ridge, immediately downgradient of
the apparent extent of PFOA+PFOS exceeding 10 ng/L.

e Three GSI piezometer locations (Areal9-GSlI-1 through Areal9-GSI-3) downgradient of the Area 19 plume to
the northeast. Staff gauges (as shown on Figures 18 and 18B) in the river will be paired with these piezometer
locations. These locations along the Rogue River will be used to measure and compare the groundwater
elevations to the pore-water and surface-water elevations. In addition, these locations will to be used to
monitor potential venting to the surface water at the north and south edges of this portion of the plume along
with the center of the plume. As identified in the GSI SOW, these piezometers will be sampled during the
pore-water sampling event. Additionally, one existing well installed by EGLE (DEQ-MW-9 well series) is also
considered to be a GSI monitoring point.

e Four pore-water sampling locations (WVNW-PW-1 through WVNW-PW-4) and two GSI piezometer locations
(WVNW-GSI-1 through WVNW-GSI-2) immediately downgradient of the Wolven Northwest plume, along the
Rogue River to monitor potential PFOA and PFOS venting to the surface water. Two staff gauges (as shown
on Figures 18 and 18A) in the river will be paired with these two piezometer locations.

e Six pore-water sampling locations (WV/CH-PW-1 through WV/CH-PW-6) and two GSI piezometer locations
(WV/CH-GSI-1  through WV/CH-GSI-2) are proposed immediately downgradient/southeast of the
Wolven-North Childsdale plume, along the Rogue River to monitor potential venting to the surface water. The
existing staff gauges in this segment of the Rogue River will be utilized for water level comparison and
groundwater flow evaluation.
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4.0 INVESTIGATION METHODOLOGY

Pore-water sampling will be performed using the same techniques previously used at the former Wolverine
Tannery site. Therefore, two weeks of piezometer- and staff-gauge measurements will be made to establish
groundwater flows to the surface water before any pore-water samples will be collected. Piezometer- and staff-
gauge measurements will be made Monday, Wednesday, and Friday of each week. If these measurements do not
demonstrate groundwater flow to the River, the two-week monitoring will be repeated until it does. The lack of
demonstration and need to extend the monitoring period will be discussed with EGLE, if needed.

Relevant tasks completed under this RAP will be completed in accordance with the most recent revision of the
QAPP prepared for Wolverine by R&W/GZA.

4.01 PIEZOMETERS INSTALLATION AND SAMPLING

The proposed piezometers will be hand-driven into the groundwater on the river bank. The top of the piezometer
will be installed above the estimated flood elevation based on observations of vegetation and deposition.
The piezometer will be finished with a one-foot-thick bentonite seal, followed by a two-inch concreate pad at the
surface. An elevational survey will also be conducted upon completion of the piezometer installations.

The piezometers will be installed following SOP A28 (Appendix B). Piezometers slated for sampling as established
in the GSI SOW (Areal9-GSI-1 through Areal9-GSI-3) will be sampled following SOP A29 (Appendix B). These
piezometers will be sampled a minimum of two weeks after installation and in conjunction with the pore-water
sampling event in this RAP.

4.02  PORE-WATER SAMPLING

After demonstrating the groundwater is flowing to the River, pore-water samples will be collected using a
temporary well point (i.e., stainless-steel probe) driven to discrete depths within the river bottom. A shroud may
be used if river bottom conditions allow, to further minimize any short-circuiting during pore-water sampling.
The pore-water sampling will be attempted at 6-inch intervals beginning at 12 inches below the surface of the
bottom sediment. Two pore-water samples will be attempted following procedures similar to that described
below. R&W/GZA’s experience indicates that pore-water sampling methodology can vary from sampling location
to location given physical conditions of the stream bed, etc. Step outs may be necessary if refusal is encountered.
These will be documented in the field. As such, the following is proposed only as a guide.

e A 6-foot (or appropriate length) stainless-steel probe with a 6-inch screen will be advanced to the desired
depth. The top of the screen in the shallowest depth interval will be 12 inches below the surface of the
sediment in the river bottom. Screen intervals are expected to be: 12 to 18 inches and 18 to 24 inches.

e A peristaltic pump with dedicated tubing will be used to purge the screen at a flow rate less than 100 ml/min.

e Using a multiparameter meter (as specified in the QAPP) with a flow-through cell, R&W/GZA will measure pH,
temperature, conductivity, dissolved oxygen and ORP from the pore-water interval and will compare it to
measurements collected concurrently from the river. Both readings will be documented on a field data sheet.
DO and ORP will be collected for information purposes only.

e Once the field readings from the pore water have stabilized and the pore-water readings are distinguishable
from the river readings (i.e., >10% difference for parameters except for temperature), the pore water will be
sampled.
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e Pore water will be pumped directly into laboratory-provided sampling containers maintaining the flow rate of
less than 100 ml/min. R&W/GZA will submit samples to Pace Analytical of Columbia, South Carolina for PFAS
analysis using the DoD QSM (which includes isotope dilution.)

e This is further detailed in SOP A27 (Appendix B).
5.0 SAMPLING AND ANALYTICAL PROCEDURES

This section provides a generalized SAP for the piezometer- and pore-water sampling. Specific information
regarding sampling procedures and analytical methods is provided in the site-specific QAPP.

5.01 SAMPLING LOCATIONS

As discussed in Section 3.0, the following pore-water sampling and GSI piezometer locations are proposed:

Area of Investigation Pore Water Piezometers Wells

Southeast downgradient of the HSDS | HS-PW-1 through HS-PW-9 | HS GSI-1 through HS-GSI-5 HS-MW-195/D and

primary plume along Rogue River HS-MW-29A

Downgradient of the HSDS near -- HS-GSI-6 through HS-GSI-8 --

Grand River

Northwest of the HSDS, HS-PW-10 and HS-PW-11 | HS-GSI-9 --

Downgradient of the Freska Lake area

Downgradient of Wolven Northeast | Areal9-PW-1 through Areal9-GSI-1 through Areal9- |One EGLE well

plume within the Rogue River Areal9-PW-7 GSI-3, paired staff gauges (DEQ-MW-9 well
series)

Downgradient of the northwest WVNW-PW-1 through WVNW-GSI-1 through WVNW-

portion of the Wolven/Jewell plume | WVNW-PW-4 GSI-2, paired staff gauges

along the Rogue River

North Childsdale area, downgradient | WV/CH-PW-1 through WV/CH-GSI-1 through WV/CH-

of the Wolven study area WV/CH-PW-6 GSI-2, existing staff gauges

5.02  SAMPLE COLLECTION AND LABELING

Samples will be collected for PFAS analysis following the methods summarized in Section 4.0 and detailed in the
sampling SOPs for Pore Water, Piezometers, and Groundwater Monitoring Wells provided in Appendix B. Detailed
field and laboratory requirements are provided in the site-specific QAPP.

Sample identification will consist of nomenclatures that include the unique location identification (see reference
table above). If applicable, sample identification for each sample will be repeated for each sampling event with
consistent spelling.

To prevent misidentification of samples, legible labels will be affixed to each sample container. The labels will be
sufficiently durable to remain legible even when wet. At a minimum, the labels will contain the following
information:

e Location ID;
e Name or initials of collector; and

e Date and time of collection.
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5.03 SAMPLE SHIPPING

Sample bottles will be placed into the cooler and packed with double-bagged wet ice immediately following
collection. Packing material will be used as necessary. A temperature blank will be placed in the cooler prior to
shipment. The cooler shall be addressed to the appropriate laboratory and dispatched as soon as practical to
ensure timely arrival.

5.04 ANALYTICAL METHOD AND PARAMETERS

PFAS will be analyzed using DoD QSM 5.3 guidelines for PFAS by isotope dilution methodology. The analyte list
will include the 28 PFAS compounds specified by EGLE, and reporting limits are provided in Table A.7.7 of the
project-specific QAPP.

6.0 DATA QUALITY ASSURANCE AND CONTROL

The following field quality control samples will be collected at a rate of one per 20 samples in accordance with the
project-specific QAPP: Field blanks, field duplicates, and MS/MSDs.

e Field blanks will be collected by pouring laboratory-supplied certified PFAS-free water into a sample container
at the point of sample collection. The purpose of field blanks is to assess potential contamination at the
sample point.

e Field duplicates will be collected by filling one additional sample container with water from the sample point.
The purpose of field duplicates is to assess variability in sample composition. Field duplicates are not intended
to be blind duplicates.

e MS/MSD will be collected by filling two additional sets of sample bottles with water from the sample point.
MS/MSD analyses are conducted by the analytical laboratory after samples have been collected and
submitted. Analysis of known concentrations of analytes spiked in the MS/MSD samples indicate if matrix
interference effects are occurring.

e QA/QC samples will be collected using the methods described in Section 5.0 and the SOPs in Appendix B.
Samples will be labeled described in Section 5.0. The location of QA/QC samples will be entered into the
Monitoring Checklist. QA/QC samples will be analyzed using the same analytical methods used for the primary
sample.

7.0 INVESTIGATION DERIVED WASTE

Pore-water pumped during the sampling and development and sampling purge water from the piezometers and
monitoring wells are the only investigation derived wastes anticipated. The pumped water from sampling for pore
water will be discharged back to the surface water body after the PFAS aliquot is collected. The piezometer and
monitoring well development and purge water will managed as follows:

e Forlocations where PFAS concentrations are below Part 201 GRCC, the water can be discharged to the ground
surface in accordance with EGLE interoffice communication regarding purge-water disposal from well
sampling and development (EGLE, 1999).
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e For locations where PFAS concentrations are unknown or known to exceed Part 201 GRCC, the water will be
disposed of appropriately in accordance with the EGLE interoffice communication regarding purge water
disposal from well sampling and development (EGLE, 1999), and not discharged to the ground surface.

8.0 ANTICIPATED SCHEDULE

The schedule for piezometer installation will depend greatly on R&W/GZA’s ability to procure access to the desired
locations and the potential impact of coronavirus disease 2019 (COVID-19). Piezometers will be installed and
developed prior to collecting the two weeks of piezometer- and staff-gage measurements. After demonstrating
groundwater flow toward the Rogue River, the pore-water sampling will be conducted. Assuming access for all
piezometers and river access is obtained expeditiously and there are no COVID-19-related delays, R&W/GZA
currently anticipates collecting pore-water samples during fall 2020 low-flow conditions (through early October).
If access issues do arise, the protocol laid out in Section 9.0 of the CD will be implemented.

R&W/GZA will summarize the findings from this investigation and submit a work plan for installation of permanent
monitoring well locations needed for GSI monitoring within 90 days following receipt of all analytical data.
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APPENDIX A — GROUNDWATER MONITORING WELL INSTALLATION LOGS,
SOIL BORING LOGS



BORING WELL 6233550 WWW HOUSE STREET NE.GPJ GZA CORP.GDT 1/25/18

GZA Wolverine World Wide, Inc.

GeoEnvironmental, Inc. 1855 House Street NE

Engineers and Scientists —
Belmont, Michigan

an)

Boring No.: _SB-2/MW-2S
Page: 4 of 7
File No.: _ 16.0062335.52

Sample Information Check: J Cai
= (7]
2 X Equipment Installed
& No F‘;‘:’;‘/ Depth | Blows | Test Sample Stratum & adlp
a : (in.)' (Ft.) (/6") Data Description & Classification Desc. g
4
21 24/20 | 40-42 57 Very pale brown, fine grained SAND, trace SAND (SP)
N 913 Silt, very well sorted, moist with occasional
trace Gravel, moist (SP).
41—
427 2o | 2419 | 4244 | 46 Very pale brown, fine grained SAND, trace
N o1 Silt, very well sorted, moist with occasional
trace Gravel, moist (SP).
43—
447 23 | 2422 | 4446 | 58 Very pale brown, fine grained SAND, trace
N 10-13 Silt, very well sorted, moist with occasional
trace Gravel, moist (SP).
45— .
467 24 | 2422 | 4648 | 35 Very pale brown, fine grained SAND, trace
N 813 Silt, very well sorted, moist with occasional
trace Gravel, moist (SP).
47—
487 25 | 2423 | 4850 | 57 Very pale brown, fine grained SAND, trace
N 9-10 Silt, very well sorted, moist with occasional
trace Gravel, moist (SP).
49—
507 26 | 24122 | 5052 | 67 Very pale brown, fine grained SAND, trace i
N 1213 Silt, very well sorted, moist with occasional
trace Gravel, moist (SP).
51—
527 27 | 24;20 | 52-54 | 59 Very pale brown, fine grained SAND, trace
N 113 Silt, very well sorted, moist with occasional
trace Gravel, moist (SP). Changing at 52.8 50.8
feet to: Yellowish-brown, CLAY & SILT, well [&2.%lAv & SILT
53 sorted, moist (CL). Changing at 52.9 feet to: | \ (CL) /
Very pale brown, fine grained SAND, trace SAND (SP)
7] Silt, very well sorted, moist (SP).
54'
R
E
M
A
R
K
S

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: SB-2/MW-2S




BORING WELL 6233550 WWW HOUSE STREET NE.GPJ GZA CORP.GDT 1/25/18

an)

GeoEnvironmental, Inc.
Engineers and Scientists

Sample Information

Wolverine World Wide, Inc.

1855 House Street NE

Belmont, Michigan

Boring No.: _SB-2/MW-2S

Page: 5 of 7
File No.: __16.0062335.52
Check: J Cai

Equipment Installed

= (7]
2 X
& No F‘;‘:’;‘/ Depth | Blows | Test Sample Stratum &
a : (in.)' (Ft.) (/6") Data Description & Classification Desc. g
4
28 24/22 | 54-56 59 Yellowish-brown, fine to coarse grained SAND (SW)
| 1313 SAND, trace Gravel, trace Silt, poorly
sorted, moist (SW). Changing at 55.0 feet
to: Very pale brown grading to 55'
55 yellowish-brown, fine grained SAND, little SAND (SM)
Silt, grading to fine to medium grained
7 Sand, trace Silt, very well sorted, moist with
occasional trace Gravel, moist (SP).
56 29 24/22 | 56-58 3-5 Very pale brown grading to yellowish-brown,
| 11-14 fine grained SAND, little Silt, trace Silt, very
well sorted, moist with occasional trace
Gravel, moist (SP).
57—
58 30 24/20 | 58-60 8-12 Very pale brown grading to yellowish-brown,
| 15-20 fine grained SAND, little Silt, trace Silt, very
well sorted, moist with occasional trace
Gravel, moist (SP).
59—
60 31 24/20 | 60-62 59 Very pale brown grading to yellowish-brown,
| 1011 fine grained SAND, little Silt, trace Silt, very
well sorted, moist with occasional trace
Gravel, moist (SP).
61—
62 32 24/22 | 62-64 8-11 Very pale brown grading to yellowish-brown,
| 14-15 fine grained SAND, little Silt, trace Silt, very
well sorted, moist with occasional trace
Gravel, moist (SP).
63—
64 33 24/18 | 64-66 24 Very pale brown grading to yellowish-brown,
| 814 fine grained SAND, little Silt, trace Silt, very
well sorted, moist with occasional trace
Gravel, moist (SP).
65—
66 34 24/18 | 66-68 6-14 Very pale brown grading to yellowish-brown,
| 17-18 fine grained SAND, little Silt, trace Silt, very
well sorted, moist with occasional trace
Gravel, moist (SP).
67—
R
E
M
A
R
K
S

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: SB-2/MW-2S




BORING WELL 6233550 WWW HOUSE STREET NE.GPJ GZA CORP.GDT 1/25/18

GIZ\

GeoEnvironmental, Inc.
Engineers and Scientists

Sample Information

Wolverine World Wide, Inc.

1855 House Street NE

Belmont, Michigan

Boring No.: _SB-2/MW-2S
Page: 6  of 7
File No.: _ 16.0062335.52
Check: J Cai

Depth

No.

Pen./
Rec.

(in.)

Depth
(Ft.)

Blows
(/6")

Test
Data

Sample
Description & Classification

Stratum
Desc.

Remarks

Equipment Installed

69—

70—

714

72—

73—

74—

75—

76—

77—

78—

79—

80—

81—

35

36

37

38

39

40

41

24/18

24/16

24/18

24/23

24/18

24/18

24/18

68-70

70-72

72-74

74-76

76-78

78-80

80-82

5-14
19-24

4-10
17-19

6-14
24-23

3-7
10-18

Very pale brown grading to yellowish-brown,
fine grained SAND, little Silt, trace Silt, very
well sorted, moist with occasional trace
Gravel, moist (SP). Changing at 69.3 feet
to: Light yellowish-brown, fine to coarse
grained SAND, trace Silt, moderately sorted,
moist (SW). Changing at 69.4 feet to: Very
pale brown grading to yellowish-brown, fine
grained SAND, little Silt, grading to fine to
medium grained Sand, trace Silt, very well
sorted, moist with occasional trace Gravel,
moist (SP).

Very pale brown grading to yellowish-brown,
fine grained SAND, little Silt, grading to fine
to medium grained Sand, trace Silt, very
well sorted, moist with occasional trace
Gravel, moist (SP).

Brown, fine to medium grained SAND, trace
Silt, well sorted, wet (SP).

Brown, fine to medium grained SAND, trace
Silt, well sorted, wet (SP). Changing at 75.5
feet to: Brown, fine to coarse grained SAND,
trace Silt, trace Gravel, poorly sorted, wet
(SW).

Brown, fine to medium grained SAND, trace
Silt, well sorted, wet (SP).

Brown, fine to coarse grained SAND, trace
Silt, trace Gravel, poorly sorted, wet (SW).

Brown, fine to coarse grained SAND, trace
Silt, trace Gravel, poorly sorted, wet (SW).
Changing at 80.7 feet to: Brown, fine to
medium SAND, trace Silt, trace Gravel,
moderately well sorted, wet (SW).

SAND (SM)

69.3'

[69.45AND (SW)

SAND (SP)

75.5'

SAND (SW)

80.7"

82'

SAND (SP)

Top of Well
Screen

Silica Sand
Filter Pack

2-Inch Dia.
5-Foot PVC
Screen (0.010"
Slot)

OXAP>=EMAI

1. Groundwater was not encountered during drilling or upon completion.
2. Monitoring well was installed in borehole upon completion. Well screen set from 78.5 to 83.1 feet below ground surface.

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: SB-2/MW-2S




BORING WELL 6233550 WWW HOUSE STREET NE.GPJ GZA CORP.GDT 1/25/18

GZA Wolverine World Wide, Inc.

GeoEnvironmental, Inc. 1855 House Street NE

Engineers and Scientists .
Belmont, Michigan

Sample Information

Boring No.: _SB-2/MW-2S
Page: 7 of 7
File No.: _ 16.0062335.52
Check: J Cai

Equipment Installed

L
a Pen./
8 No. Rec. Depth Blows | Test Sample Stratum

(in) (Ft.) (/6") Data Description & Classification Desc.

Bottom of Borehole at 82.0 Feet

83—

N —~Remarks

Bottom of Well

84—

85—

86—

87—

88—

89—

90—

91—+

92—

93—

94—

95—

Screen

OXAP>=EMAI

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: SB-2/MW-2S




BORING WELL 6233550 WWW HOUSE STREET NE.GPJ GZA CORP.GDT 1/25/18

GZA Wolverine World Wide, Inc.

GeoEnvironmental, Inc. 1855 House Street NE

Engineers and Scientists —
Belmont, Michigan

an)

Boring No.: SB-3P/MW-3P
Page: 1 of 2
File No.: __16.0062335.52

Contractor: Stearns Drilling Company Auger/ Sarmol Check: __ JCai
Foreman: Jerry Huntoon Casing ampler GROUNDWATER READINGS
Logged by: John Morehouse Type:Hollow Stem Auger __Split Spoon Date Time Depth Casing Stab
Date Start/Finish: 9-12-17 / 9-12-17 O.D./1.D.: 8.0"/4.25" 2.0"/13/8"
Boring Location: Hammer Wt.: 140lbs NA
GSElev.: __787.50' patum: _____ Hammer Fall: 30.0" NA
- TOC Elev.: NA NA Surveyed By: __NA___ Survey Date:
Sample Information
= (7]
2 X Equipment Installed
& No F;:r;.l Depth | Blows | Test Sample Stratum & adie
a : o (Ft.) (/6") Data Description & Classification Desc. £ PROTECTIVE
(in.) e CASING
See SB-3/MW-3S boring log for detailed soil
— descriptions. — Backfill/Cement
Pad
1—
2 —
3_
4 —
5_ -
6 —
7_
8- Bentonite/Grout|
9_
10— .
11
R
E
M
A
R
K
S

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: SB-3P/MW-3P




BORING WELL 6233550 WWW HOUSE STREET NE.GPJ GZA CORP.GDT 1/25/18

« GZA Wolverine World Wide, Inc.
GZ\ GeoEnvironmental, Inc. 1855 House Street NE
Engineers and Scientists —
Belmont, Michigan

Boring No.: SB-3P/MW-3P

Page: 2 of _ 2
File No.: __16.0062335.52

Sample Information Check: J Cai
L (]
b X Equipment Installed
& No Fl;‘:;'/ Depth | Blows | Test Sample Stratum & adlp
a : (in.)' (Ft.) (/6") Data Description & Classification Desc. g
['4
13—
14—
15— 1
16— —— Bentonite Seal
17—
18—
19— Top of Well
Screen
20— 1
— Silica Sand
Filter Pack
21—
b 2-Inch Dia.
5-Foot PVC
22— Screen (0.010"
Slot)
287 1 | 2a;ma | 2325 | 34 Medium dense, brown, well sorted, fine SAND (SP)
N 9 SAND, trace Silt, wet (SP). Changing at
24.3 feet to: Hard, gray and brown mottled,
o4 CLAY, trace Silt, damp (CL). Bottomn of Well
24.3' Screen
| >4.0 tsf CLAY (CL) 1
25 25' |
Bottom of Borehole at 25.0 Feet 2

2. Monitoring well was installed in borehole upon completion. Well screen set from 19.0 to 24.0 feet below ground surface.

OXAP>=EMAI

1. Pocket penetrometer readings were measured in tons per square foot (tsf) and are used to evaluate consistency of cohesive soil.

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: SB-3P/MW-3P




BORING WELL 6233550 WWW HOUSE STREET NE.GPJ GZA CORP.GDT 1/25/18

Wolverine World Wide, Inc. Boring No.: _SB-3/MW-3S
GI\ GeoEnvironmental, Inc. 1855 House Street NE Page: 1 of 6
Engineers and Scientists . File No.: __16.0062335.52
Belmont, Michigan T Jcal
Contractor: Stearns Drilling Company Auger/ s I Check:
Foreman: Jerry Huntoon Casing ampler GROUNDWATER READINGS
Logged by: John Morehouse Type:Hollow Stem Auger __Split Spoon Date Time Depth Casing Stab
Date Start/Finish: 9-12-17 / 9-12-17 O.D./1.D.: 8.0"/4.25" 2.0"/13/8"
Boring Location: Hammer Wt.: 140lbs NA
GS Elev.: ___788.10' _ Datum: Hammer Fall: 30.0" NA
- TOC Elev.: NA NA Surveyed By: __NA___ Survey Date:
Sample Information
= (7]
2 X Equipment Installed
& No F;:r;.l Depth | Blows | Test Sample Stratum & adie
a : o (Ft.) (/6") Data Description & Classification Desc. £ PROTECTIVE
(in.) & CASING
1 24/21 0-2 g:? 2}? g!igf\ Hard, brown, CLAY, trace Silt, trace fine CLAY (CL) 1
— Sand, dry (CL). 2 — Backfill/Cement
Pad
11—
27 2 24/21 2-4 7-5 0.0ppm | Loose, dark brown, yellowish brown, fine SAND (SP)
| 54 SAND, trace Silt, damp (SP).
3_
47 3 24/14 4-6 3-2 0.0ppm | Loose, dark yellowish brown, fine SAND,
| 23 trace Silt, damp (SP) Changing at 5.2 feet
to: Loose, dark yellowish-brown, fine SAND,
5] little Gravel, trace Silt, damp (SP). |
6 4 24121 6-8 2-5 Loose, yellowish-brown, well sorted, fine
| 55 SAND, damp (SP). Changing at 7.8 feet to:
Loose, pale brown, fine SAND, damp (SP).
7_
8 5 24/21 8-10 1-4 Loose, pale brown, well sorted, fine SAND,
| 57 trace Silt, damp (SP).
9_
07 6 | 2420 | 1012 | 45 Loose, pale brown, well sorted, fine SAND, i
| 67 trace Silt, damp (SP).
11+

OXAP>=EMAI

1. Field screening of samples for organic vapors was performed with a MiniRae 2000 photoionization detector equipped with a 10.6 eV lamp. Readings
above background levels are shown in parts per million (ppm) of isobutylene. Background was measured at 0.0 ppm.
2. Pocket penetrometer readings were measured in tons per square foot (tsf) and are used to evaluate consistency of cohesive soil.

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: SB-3/MW-3S




BORING WELL 6233550 WWW HOUSE STREET NE.GPJ GZA CORP.GDT 1/25/18

GZA Wolverine World Wide, Inc.

GeoEnvironmental, Inc. 1855 House Street NE

Engineers and Scientists —
Belmont, Michigan

an)

Boring No.: _SB-3/MW-3S
Page: 2 of__6
File No.: _ 16.0062335.52

Sample Information Check: J Cai
= (7]
2 X Equipment Installed
& No F;:r;.l Depth | Blows | Test Sample Stratum & adlp
a : (in.)' (Ft.) (/6") Data Description & Classification Desc. g
4
7 24/20 12-14 3-5 Loose, pale brown, well sorted, fine SAND, SAND (SP)
| 55 trace Silt, damp (SP).
13
14 8 24/20 14-16 4-5 Loose, pale brown, well sorted, fine SAND,
| 55 trace Silt, damp (SP).
15— .
6 o | 2424 | 1618 | 25 Loose, pale brown, well sorted, fine SAND, 162
910 | >4.0tsf | trace Silt, damp (SP). Changing at 16.2 feet CLAY (CL)

to: Hard, brown, CLAY, trace Silt, damp
(CL). Changing at 17.8 feet to: Medium
17 dense, pale brown, well sorted, fine SAND,
trace Silt, moist (SP).

17.8
SAND (SP)
>

18 40 | 2424 | 1820

Medium dense, pale brown, well sorted, fine .
SAND, trace Silt, moist (SP). Changing at CLAY (CL)
18.2 feet to: Brown, CLAY, trace Silt, damp
(CL). Changing at 19.0 feet to: Medium 19

19— dense, brown, well sorted, fine to medium SAND (SP)

SAND, trace Silt, moist (SP).

I
o &

20'

11 2424 | 20-22 56 >4.0tsf | Hard, brown, CLAY, trace Silt, damp (CL). CLAY (CL)
Changing at 20.5 feet to: Medium dense, 20.5'

brown, well sorted, fine to medium SAND, SAND (SP)
trace Silt, moist (SP). Changing at 21.5 feet
21 to: Medium dense, pale brown, well sorted,
fine SAND, trace Silt, moist (SP).

20—

22 12 24/22 22-24 Medium dense, pale brown, well sorted, fine
SAND, trace Silt, moist (SP). Changing at
23.5 feet to: Medium dense, pale brown,

well sorted, fine SAND, some Silt, wet (SM).

QP
&b

23—

235
SAND (SM)

247 43 | 2422 | 2426

Medium dense, pale brown, well sorted, fine
SAND, some Silt, wet (SM). Changing at
25.3 feet to: Hard, light gray and brown
mottled, CLAY, trace Silt, moist (CL).

25 Changing at 25.9 feet to: Loose, pale brown, |, ..

well sorted, fine SAND, trace Silt, moist LAY (C)

7 (SP).

QP
&b

25.9'

3. Double cased from 0.0 to 25.0 feet during drilling.

OXAP>=EMAI

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: SB-3/MW-3S




BORING WELL 6233550 WWW HOUSE STREET NE.GPJ GZA CORP.GDT 1/25/18

GZA Wolverine World Wide, Inc.

GeoEnvironmental, Inc. 1855 House Street NE

Engineers and Scientists —
Belmont, Michigan

an)

Boring No.: _SB-3/MW-3S
Page: 3 of__6
File No.: _ 16.0062335.52

Sample Information Check: J Cai
< 7]
2 X Equipment Installed
& No F‘;‘:’;‘/ Depth | Blows | Test Sample Stratum & adlp
a : (in.)' (Ft.) (/6") Data Description & Classification Desc. g
4
14 24/20 | 26-28 2-2 >4.0tsf | Loose, pale brown, well sorted, fine SAND, SAND (SP) 3
| 68 trace Silt, moist (SP).
27—
287 45 | 24;20 | 28-30 | e-t0 Medium dense, pale brown, well sorted, fine
| 1011 SAND, trace Silt, moist (SP).
29—
307 46 | 24120 | 30-32 | 24 Medium dense, pale brown, well sorted, fine i
| 9-10 SAND, trace Silt, moist (SP).
31—
329 47 | 2a;21 | 32:34 | 52 Medium dense, pale brown, well sorted, fine
| 13-20 SAND, trace Silt, moist (SP).
33—
34— Grout
18 24/19 | 34-36 8-16 Dense, pale brown, well sorted, fine SAND,
| 28-40 trace Silt, moist (SP).
35— 1
367 49 | 24121 | 36-38 | 1818 Medium dense, pale brown, well sorted, fine
| 18-31 SAND, trace Silt, moist (SP).
37—
387 20 | 21 | 3840 Very pale brown, fine to medium SAND,
| trace Silt, very well sorted, moist (SP).
39—
R
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Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: SB-3/MW-3S




BORING WELL 6233550 WWW HOUSE STREET NE.GPJ GZA CORP.GDT 1/25/18

GZA Wolverine World Wide, Inc.

GeoEnvironmental, Inc. 1855 House Street NE

Engineers and Scientists —
Belmont, Michigan

an)

Boring No.: _SB-3/MW-3S
Page: 4 of 6
File No.: _ 16.0062335.52

Sample Information Check: J Cai
< 7]
° x Equipment Installed
& No F‘;‘:’;‘/ Depth | Blows | Test Sample Stratum & adlp
a : (in.)' (Ft.) (/6") Data Description & Classification Desc. g
4
21 24 40-42 Very pale brown, fine to medium SAND, SAND (SP)

| trace Silt, very well sorted, moist (SP).
41—
27 20 | 24 | 4244 Very pale brown, fine to medium SAND,

| trace Silt, very well sorted, moist (SP).
43—
4 24 | 24 | 4446 Very pale brown, fine to medium SAND,

| trace Silt, very well sorted, moist (SP).
45— i
467 26 | 24 | 46.48 Very pale brown, fine to medium SAND,

| trace Silt, very well sorted, moist (SP).
47—
87 27 | 24 | 4850 Very pale brown, fine to medium SAND,

| trace Silt, very well sorted, moist (SP).
49—
507 28 | 210 | 50-52 Very pale brown, fine to medium SAND, i

| trace Silt, very well sorted, moist (SP).
51—
527 30 | 21 | 5254 Very pale brown, fine to medium SAND,

| trace Silt, very well sorted, moist (SP).
53—
R
E
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Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: SB-3/MW-3S




BORING WELL 6233550 WWW HOUSE STREET NE.GPJ GZA CORP.GDT 1/25/18

GZA Wolverine World Wide, Inc.

GeoEnvironmental, Inc. 1855 House Street NE

Engineers and Scientists —
Belmont, Michigan

an)

Boring No.: _SB-3/MW-3S
Page: 5 of 6
File No.: _ 16.0062335.52

Sample Information Check: J Cai
= (7]
° x Equipment Installed
§' No F;:r;.l Depth | Blows | Test Sample Stratum & adlp
: (in.)' (Ft.) (/6") Data Description & Classification Desc. g
4
31 24 54-56 Very pale brown, fine to medium SAND, SAND (SP)
| trace Silt, very well sorted, moist (SP).
55— .
567 32 | 214 | 5658 Very pale brown, fine to medium SAND,
| trace Silt, very well sorted, moist (SP).
57—
587 33 | 214 | 5860 Very pale brown, fine to medium SAND,
| trace Silt, very well sorted, moist (SP).
59—
607 34 | 22 | 60-62 Very pale brown, fine to medium SAND, i
| trace Silt, very well sorted, moist (SP).
61—
627 35 | 20 | 62-64 Very pale brown, fine to medium SAND,
| trace Silt, very well sorted, moist (SP).
Changing at 63.0 feet to: Light
yellowish-brown to yellowish-brown, fine to
637 medium SAND, trace Silt, very well sorted,
moist (SP).
647 36 | 24 | 64-66 Yellowish-brown, fine to medium SAND, 4
| trace Silt, very well sorted, wet (SP).
65— .
667 37 | 24 | e6-68 Yellowish-brown, fine to medium SAND,
| trace Silt, very well sorted, wet (SP).
Changing at 67.0 feet to: Yellowish-brown,
fine to medium SAND, some Silt, very well 67"
677 sorted, wet (SM). Changing at 67.2 feet to: 67.2SAND (SM)
Yellowish-brown, fine to medium SAND, SAND (SP)
7] trace Silt, very well sorted, wet (SP).

4. Groundwater was encountered at approximately 64.0 feet below ground surface.

OXAP>=EMAI

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: SB-3/MW-3S




BORING WELL 6233550 WWW HOUSE STREET NE.GPJ GZA CORP.GDT 1/25/18

N\ GZA Wolverine World Wide, Inc.
G’& GeoEnvironmental, Inc. 1855 House Street NE

Engineers and Scientists —
Belmont, Michigan

Boring No.: _SB-3/MW-3S
Page: 6  of__6
File No.: _ 16.0062335.52

Sample Information Check: J Cai
L (]
b X Equipment Installed
& No Fl;‘:;'/ Depth | Blows | Test Sample Stratum & adlp
a : (in.)' (Ft.) (/6") Data Description & Classification Desc. g
['4
38 24 68-70 Yellowish-brown, fine to medium SAND, SAND (SP)
N trace Silt, very well sorted, wet (SP).
69—
i Top of Well
70— ) ) . Screen ]
39 24 70-72 Yellowish-brown, fine to medium SAND,
N trace Silt, very well sorted, wet (SP).
— Silica Sand
71— Filter Pack
29 40 | 21 | 72-74 Yellowish-brown, fine to medium SAND, 2-Inch Dia.
| trace Silt, very well sorted, wet (SP). 5-Foot PVC
Changing at 73.8 feet to: Yellowish-brown, Screen (0.010"
fine to medium SAND, some Silt, well Slot)
737 sorted, wet (SM).
] 73.8'
74— SAND (SM)
41 24 74-76 Yellowish-brown, fine to medium SAND,
N some Silt, well sorted, wet (SM).
Bottom of Well
Screen
75— 1
76 76'
Bottom of Borehole at 76.0 Feet 5
77—
78—
79—
80— 1
81—

5. Monitoring well was installed in borehole upon completion. Well screen set from 69.7 to 74.6 feet below ground surface.

OXAP>=EMAI

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: SB-3/MW-3S




BORING WELL 6233550 WWW HOUSE STREET NE.GPJ GZA CORP.GDT 1/25/18

GZA Wolverine World Wide, Inc.

GeoEnvironmental, Inc. 1855 House Street NE

Engineers and Scientists —
Belmont, Michigan

an)

Boring No.: _SB-4/MW-4S
Page: 1 of 6
File No.: _ 16.0062335.52

Contractor: Stearns Drilling Company Auger/ Sarmol Check: __ JCai
Foreman: Jerry Huntoon Casing ampler GROUNDWATER READINGS
Logged by: John Morehouse Type:Hollow Stem Auger __Split Spoon Date Time Depth Casing Stab
Date Start/Finish: 9-12-17 / 9-12-17 O.D./1.D.: _ 8.0"/4.25" 2.0"/13/8"
Boring Location: Hammer Wt.: 140lbs NA
GSElev.: __78230' patum: _____ Hammer Fall: 30.0" NA
- TOC Elev.: NA NA Surveyed By: __NA___ Survey Date:
Sample Information
< 7]
2 X Equipment Installed
& No F;:r;.l Depth | Blows | Test Sample Stratum & adie
a : o (Ft.) (/6") Data Description & Classification Desc. £ PROTECTIVE
(in.) e CASING
1 24114 0-2 1-1 0.0ppm | Very loose, yellowish- brown, well sorted, SAND 1
N b fine SAND, some Organic Matter (roots), — Backfil/Cement
trace Silt, dry (SP). Pad
11—
27 2 24/14 2-4 1-2 0.0ppm | Loose, pale brown, well sorted, fine SAND,
| 22 damp (SP).
3_
47 3 24/13 4-6 22 0.1ppm | Loose, pale brown, well sorted, fine SAND,
| 45 damp (SP).
5_ -
6 4 24/14 6-8 23 0.0ppm | Loose, pale brown, well sorted, fine SAND,
| 57 damp (SP).
7_
8 5 24/14 8-10 3-3 0.0ppm | Loose, pale brown, well sorted, fine SAND,
| 57 damp (SP).
9_
1071 6 | 2421 | 10412 | 55 |o00opem| Loose, pale brown, well sorted, fine SAND, 1
| 8 damp (SP). Changing at 11.0 feet to: Hard,
gray and brown mottled, CLAY, trace Silt,
damp (CL). 11"
11 >4.0 tsf CLAY (CL) 2

above background levels are shown in parts per million (ppm) of isobutylene. Background was measured at 0.0 ppm.

OXAP>=EMAI

1. Field screening of samples for organic vapors was performed with a MiniRae 2000 photoionization detector equipped with a 10.6 eV lamp. Readings

2. Pocket penetrometer readings were measured in tons per square foot (tsf) and are used to evaluate consistency of cohesive soil.

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: SB-4/MW-4S




BORING WELL 6233550 WWW HOUSE STREET NE.GPJ GZA CORP.GDT 1/25/18

GZA Wolverine World Wide, Inc.

GeoEnvironmental, Inc. 1855 House Street NE

Engineers and Scientists —
Belmont, Michigan

an)

Boring No.: _SB-4/MW-4S
Page: 2 of__6
File No.: _ 16.0062335.52

Sample Information Check: J Cai
< 7]
2 X Equipment Installed
§' No F‘;‘:’;‘/ Depth | Blows | Test Sample Stratum & adlp
: (in.)' (Ft.) (/6") Data Description & Classification Desc. g
4
7 24 12-14 56 0.0ppm | Hard, gray and brown mottled, CLAY, trace CLAY (CL)
| L 40t | gt damp (CL). Changing at 13.0 feet to:
Medium dense, pale brown and brown
mottled, well sorted, fine SAND, trace Silt, 13
137 damp (SP). SAND (SP)
471 g | 2424 | 1416 | 22 |o0opem| Loose, yellowish-brown, well sorted, fine
| 32 SAND, trace Silt, damp (SP).
15— .
6 o | 2418 | 1618 | 11 |00pem| Loose, yellowish-brown, well sorted, fine
| -3 SAND, trace Silt, damp (SP). Changing at
17.8 feet to: Loose, yellowish-brown, well
sorted, fine GRAVEL, trace Silt, damp
17 (GW).
18 18
10 24/16 18-20 23 0.0ppm | Loose, yellowish-brown, well sorted, fine GRAVEL (GW)
| 67 GRAVEL, trace Silt, damp (GW). Changing
at 19.0 feet to: Medium dense,
yellowish-brown, well sorted, fine SAND, 19'
197 trace Silt, damp (SP). SAND (SP)
20 11 24/15 | 20-22 6-7 0.0ppm |  Medium dense, yellowish-brown, well |
| 89 sorted, fine SAND, trace Silt, damp (SP).
21
22 12 24/24 22-24 4-8 0.0ppm |  Medium dense, yellowish-brown, well
| 810 sorted, fine SAND, trace Silt, moist (SP).
Changing at 23.9 feet to: Hard, brown,
CLAY, damp (CL).
23
23.9
247 43 | 24;24 | 2426 | 67 |00ppm| Hard, brown, CLAY, damp (CL). CLAY(eL)
9-10 >4.0 tsf
25— .
26'
R
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Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: SB-4/MW-4S




BORING WELL 6233550 WWW HOUSE STREET NE.GPJ GZA CORP.GDT 1/25/18

an)

GeoEnvironmental, Inc.
Engineers and Scientists

Sample Information

Wolverine World Wide, Inc.

1855 House Street NE

Belmont, Michigan

Boring No.: _SB-4/MW-4S

Page: 3 of 6
File No.: __16.0062335.52

Check: J Cai

Equipment Installed

< 0
‘' X
§' No F‘;‘:’;‘/ Depth | Blows | Test Sample Stratum &
: (in.)' (Ft.) (/6") Data Description & Classification Desc. g
['4
14 24/0 26-28 NO RECOVERY. NO
RECOVERY
27—
28— 2
15 24/16 | 28-30 59 0.0ppm | Medium dense, pale brown, well sorted, fine SAND (SP)
| 1115 SAND, trace Silt, damp (SP).
29—
30 16 24/15 30-32 6-12 0.0ppm | Medium dense, pale brown, well sorted, fine
| 13-21 SAND, trace Silt, damp (SP).
31—
32 17 24117 32-34 4-18 0.0ppm | Dense, pale brown, well sorted, fine SAND,
| 3139 trace Silt, damp (SP).
33—
347 18 2417 34-36 7-10 0.0ppm | Medium dense, pale brown, well sorted, fine
| 15-19 SAND, trace Silt, damp (SP).
35—
36 19 2417 36-38 4-10 0.0ppm | Medium dense, pale brown, well sorted, fine
| 15-22 SAND, trace Silt, trace Gravel, damp (SP).
37
38 20 24/20 38-40 10-12 0.0ppm | Dense, pale brown, well sorted, fine SAND,
| 2124 trace Silt, moist (SP).
39—
R
E
M
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Bentonite/Grout|

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: SB-4/MW-4S




BORING WELL 6233550 WWW HOUSE STREET NE.GPJ GZA CORP.GDT 1/25/18

GZA Wolverine World Wide, Inc.

GeoEnvironmental, Inc. 1855 House Street NE

Engineers and Scientists —
Belmont, Michigan

an)

Boring No.: _SB-4/MW-4S
Page: 4 of 6
File No.: _ 16.0062335.52

Sample Information Check: J Cai
L (]
b X Equipment Installed
& No F‘;‘:’;‘/ Depth | Blows | Test Sample Stratum & adlp
a : (in.)' (Ft.) (/6") Data Description & Classification Desc. g
['4
21 2417 | 40-42 10-11 0.0ppm | Dense, pale brown, well sorted, fine SAND, SAND (SP)
| 16-19 trace Silt, moist (SP). Encountered Rock at
40.2 feet.

41—
42 22 24/19 42-44 7-11 0.0ppm | Medium dense, pale brown, well sorted, fine

| 17-25 SAND, trace Silt, moist (SP).
43—
44 23 24/19 44-46 7-12 0.0ppm | Dense, pale brown, well sorted, fine SAND,

| 2326 trace Silt, moist (SP).
45— .
46 24 24/19 46-48 10-14 0.0ppm | Medium dense, pale brown, well sorted, fine

| 15-15 SAND, trace Silt, moist (SP).
47—
48 25 24/20 48-50 8-14 0.0ppm | Dense, pale brown, well sorted, fine SAND,

| 3649 trace Silt, moist (SP).
49—
507 26 | 24:24 | 50-52 | 1837 |00ppm| Very dense, pale brown, well sorted, fine i

| Ar-47 SAND, trace Silt, moist (SP).
51—
5271 27 | 2421 | 5254 | 3329 |o00pem | Very dense, pale brown, well sorted, fine

| 52-50/3 SAND, trace Silt, moist (SP).
53
R
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Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: SB-4/MW-4S




BORING WELL 6233550 WWW HOUSE STREET NE.GPJ GZA CORP.GDT 1/25/18

GZA Wolverine World Wide, Inc.

GeoEnvironmental, Inc. 1855 House Street NE

Engineers and Scientists —
Belmont, Michigan

an)

Boring No.: _SB-4/MW-4S
Page: 5 of 6
File No.: _ 16.0062335.52

Sample Information Check: J Cai
L (]
b X Equipment Installed
& No F;:r;.l Depth | Blows | Test Sample Stratum & adlp
a : (in.)' (Ft.) (/6") Data Description & Classification Desc. g
['4
28 24/16 | 54-56 |19-58-50/4" | 0.0ppm | Very dense, pale brown, well sorted, fine SAND (SP)
| SAND, trace Silt, moist (SP).
55— 1
56 29 24 56-58 Light yellowish-brown to pale brown, very
| well sorted, fine to medium SAND, trace
Silt, moist (SP).
57—
58 30 24 58-60 Light yellowish-brown to pale brown, very
| well sorted, fine to medium SAND, trace
Silt, moist (SP). Changing at 59.6 feet to:
Brown, very well sorted, fine to medium
597 SAND, trace Silt, wet (SP).
3
601 34 24 60-62 Brown, very well sorted, fine to medium ]
| SAND, trace Silt, wet (SP).
61—
62 32 24 62-64 Brown, very well sorted, fine to medium
| SAND, trace Silt, wet (SP).
63—
64 33 24 64-66 Brown, very well sorted, fine to medium
| SAND, trace Silt, wet (SP).
65— 1
66 34 24 66-68 Brown, very well sorted, fine to medium
SAND, trace Silt, wet (SP). .
. — Bentonite Seal
67—

3. Groundwater was encountered at approximately 59.6 feet below ground surface.

OXAP>=EMAI

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: SB-4/MW-4S




BORING WELL 6233550 WWW HOUSE STREET NE.GPJ GZA CORP.GDT 1/25/18

GZA Wolverine World Wide, Inc.

GeoEnvironmental, Inc. 1855 House Street NE

Engineers and Scientists —
Belmont, Michigan

Boring No.: _SB-4/MW-4S
Page: 6  of__6
File No.: _ 16.0062335.52

Sample Information Check: J Cai
< 7]
b X Equipment Installed
& No Fl;‘:;'/ Depth | Blows | Test Sample Stratum & adlp
a : (in.)' (Ft.) (/6") Data Description & Classification Desc. g
['4
35 24 68-70 Brown, very well sorted, fine to medium SAND (SP)
N SAND, trace Silt, wet (SP).
69—
707 36 24 70-72 Brown, very well sorted, fine to medium ]
N SAND, trace Silt, wet (SP).
71— Top of Well
Screen
i Silica Sand
Filter Pack
727 37 24 72-74 Brown, very well sorted, fine to medium
N SAND, trace Silt, wet (SP).
73
i 2-Inch Dia.
5-Foot PVC
74— Screen (0.010"
38 24 74-76 Brown, very well sorted, fine to medium Slot)
N SAND, trace Silt, wet (SP).
75— 1
: Bottom of Well
76 76 : Screen
Bottom of Borehole at 76.0 Feet 4
77—
78—
79—
80— 1
81—

4. Monitoring well was installed in borehole upon completion. Well screen set from 71.1 to 75.7 feet below ground surface.

OXAP>=EMAI

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: SB-4/MW-4S




BORING WELL 6233550 WWW HOUSE STREET NE.GPJ GZA CORP.GDT 1/25/18

Wolverine World Wide, Inc. Boring No.: _SB-5/MW-5D
GI\ GeoEnvironmental, Inc. 1855 House Street NE Page: 1 of 6
Engineers and Scientists . File No.: __16.0062335.52
Belmont, Michigan T Jcal
Contractor: Stearns Drilling Company Auger/ s I Check:
Foreman: Jerry Huntoon Casing ampler GROUNDWATER READINGS
Logged by: Joe Workman/Adam Kittler Type:Hollow Stem Auger __Split Spoon Date Time Depth Casing Stab
Date Start/Finish: 12-1-17 / 12-5-17 O.D./1.D.: _17.5"/12.0" 2.0"/13/8"
Boring Location: Hammer Wt.: 140lbs NA
GS Elev.: ___779.10' __ Datum: Hammer Fall: 30.0" NA
- TOC Elev.: NA NA Surveyed By: __NA___ Survey Date:
Sample Information
< 7]
° x Equipment Installed
§' No F;:r;.l Depth | Blows | Test Sample Stratum & adie
: o (Ft.) (/6") Data Description & Classification Desc. £ PROTECTIVE
(in.) e CASING
Blind drill from 0.0 to 20.0 feet. Cuttings SAND (SP)
1 observed to consist of brown, fine to (BLIND DRILL)
medium SAND, trace Silt, damp (SP). See
2+ SB-5/MW-5S boring log detailed soil
3] descriptions from 0.0 to 66.0 feet.
4—
5_ -
6_
7_
8_
9_
10— .
11
12—
13
14—
15— .
16—
17—
18—
19—
20— 20' i
1 2424 | 20-22 16/24" 25tsf | Very stiff, gray, Silty CLAY, trace fine Sand, Siity CLAY (CL) | 1
21— damp (CL).
29 22'
Blind drill from 22.0 to 69.0 feet. 2
23 3
24—
25— .
26—
27
28—
29—

1. Pocket penetrometer readings were measured in tons per square foot (tsf) and are used to evaluate the consistency of cohesive soil.

2. Spoon driven to confirm depth of confining layer.
3. Double cased from 0.0 to 22.0 feet during drilling.

OXAP>=EMAI

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: SB-5/MW-5D




BORING WELL 6233550 WWW HOUSE STREET NE.GPJ GZA CORP.GDT 1/25/18

an)

GeoEnvironmental, Inc.
Engineers and Scientists

Wolverine World Wide, Inc.

1855 House Street NE

Sample Information

Belmont, Michigan

Boring No.: _SB-5/MW-5D
Page: 2 of__6
File No.: _ 16.0062335.52
Check: J Cai

s

% Pen./
a No. Rec.
(in.)

Depth
(Ft.)

Blows
(/6")

Test
Data

Sample
Description & Classification

Stratum
Desc.

Remarks

Equipment Installed

OXAP>=EMAI

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: SB-5/MW-5D




BORING WELL 6233550 WWW HOUSE STREET NE.GPJ GZA CORP.GDT 1/25/18

Wolverine World Wide, Inc. Boring No.: _SB-5/MW-5D
GI\ GeoEnvironmental, Inc. 1855 House Street NE Page: _ 3 of 6
Engineers and Scientists . File No.: __16.0062335.52
Belmont, Michigan T Jcal
Sample Information Check:

< 7]
2 X Equipment Installed
& No F‘;‘:’;‘/ Depth | Blows | Test Sample Stratum & adlp
a : (in.)' (Ft.) (/6") Data Description & Classification Desc. g

4
66—
67—
68—
697 34 | 2420 | 69-71 5-7 0.0ppm | Loose, brown, well sorted, fine SAND, trace SAND (SP) 4
70— 9-10 wet (SP). .
71—
72—
73—
747 35 | 2413 | 7476 | 79 |00pem| Medium dense, brown, well sorted, fine
75— 127 SAND, trace Silt, moist (SP). .
76—
77—
78—
797 36 | 24118 | 79-81 13 | 00ppm| Loose, pale brown, well sorted, fine SAND,
80— 49 trace Silt, moist (SP). .
81—
82—
83—
847 37 | 246 | 84-86 | 25 |00ppm| Medium dense, pale brown, well sorted, fine
85— -1 SAND, trace Gravel, trace Silt, moist (SP). .
86—
87—
88—
897 38 | 24112 | 89-91 | 25 |00ppm| Medium dense, pale brown, well sorted, fine
90— 10-14 SAND, trace Gravel, trace Silt, moist (SP). .
91—
92—

Bentonite/Grout|

93—
94 39 24/18 94-96 3-10 0.0ppm | Medium dense, pale brown, well sorted, fine
95— 11-24 SAND, trace Silt, moist (SP). .
96—
97—
98—
99 40 24/24 | 99-101 18:‘1*4 0.0ppm | Medim dense, pale brown, well sorted, fine

OXAP>=EMAI

4. Field screening of samples for orgainc vapors was performed with a MiniRae 2000 photoionization detector equipped with a 10.6 eV lamp. Readings
above background levels are shown in parts per million (ppm) of isobutylene. Background was measured at 0.0 ppm.

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: SB-5/MW-5D




BORING WELL 6233550 WWW HOUSE STREET NE.GPJ GZA CORP.GDT 1/25/18

GZA Wolverine World Wide, Inc.

GeoEnvironmental, Inc. 1855 House Street NE

Engineers and Scientists —
Belmont, Michigan

Sample Information

Boring No.: _SB-5/MW-5D
Page: 4 of__6

File No.: __16.0062335.52
Check: J Cai

an)

No Rec Depth Blows | Test Sample Stratum
: (in.)' (Ft.) (/6") Data Description & Classification Desc.

Depth

Remarks

Equipment Installed

SAND, trace Silt, trace Gravel, moist (SP). SAND (SP)
101

102
103

104 41 24/9 | 104-106 2-6 0.0ppm | Medium dense, pale brown, well sorted, fine
105— 10-19 SAND, trace Silt, moist (SP).

106
107
108

10971 42 | 24114 [109-111| 48 | o00pem | Medium dense, pale brown, well sorted, fine
110 s SAND, trace Silt, grace Gravel, moist (SP).

111
112
113

M4 43 | 2458 [114-116| 59 |00pem| Medium dense, pale brown, well sorted, fine
115— 1622 SAND, trace Silt, trace Gravel, moist (SP).

116
117
118

1194 44 24/8 |1 119-121 2-4 0.0ppm | Medium dense, pale brown, well sorted, fine
120— 10-11 SAND, trace Silt, moist (SP).

121
122
123
12471 45 | 2458 |124-126| 311 |00pem | Dense, pale brown, well sorted, fine SAND,
125— 2221 trace Silt, trace Gravel, moist (SP).

126
127
128

12971 46 | 24124 [129-131| 38 | 00pem | Medium dense, pale brown, well sorted, fine
130— 17-31 SAND, trace Silt, trace Gravel, moist (SP).

131
132
133

13471 47 | 2413 | 134-136 | 1022:5066" | 0.0ppm | Very dense, pale brown, well sorted, fine

OXAP>=EMAI

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: SB-5/MW-5D




BORING WELL 6233550 WWW HOUSE STREET NE.GPJ GZA CORP.GDT 1/25/18

GZA Wolverine World Wide, Inc.

GeoEnvironmental, Inc. 1855 House Street NE

Engineers and Scientists —
Belmont, Michigan

Sample Information

Boring No.: _SB-5/MW-5D
Page: 5 of 6

File No.: __16.0062335.52
Check: J Cai

an)

No Rec Depth Blows | Test Sample Stratum
: (in.)' (Ft.) (/6") Data Description & Classification Desc.

Depth

Remarks

Equipment Installed

SAND, little Gravel, trace Silt, moist (SP). SAND (SP)
136

137
138

13971 48 | 2414 [139-141| 1023 |o00pem| Very dense, pale brown, well sorted, fine
140— 34-35 SAND, little Gravel, trace Silt, moist (SP).

141
142
143

14471 49 | 24/6 |144-146| 47 |00pem| Medium dense, pale brown, well sorted, fine
145— 14-21 SAND, trace Silt, moist (SP).

146
147
148

14971 50 | 2455 [149-151| 13 | 00pem| Medium dense, pale brown, well sorted, fine
150— 817 SAND, trace Silt, moist (SP).

151
152
153

19471 51 | 2413 | 154-156 | 4-22506" | 0.0ppm | Very dense, pale brown, well sorted, fine
155— SAND, trace Silt, moist (SP).

156
157
158
19971 55 | 2418 | 159-161| 1021 |o00pem | Dense, pale brown, well sorted, fine SAND,
160— 29-34 trace Silt, moist (SP).

161
162
163
16471 53 | 24112 | 164-166| &11 | 00pem | Medium dense, pale brown, well sorted, fine
165— - SAND, trace Gravel, trace Silt, moist (SP).
166
167
168

169

54 24/12 | 169-171 0.0ppm | Loose, pale brown, well sorted, fine SAND,

@ e
&

OXAP>=EMAI

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: SB-5/MW-5D




BORING WELL 6233550 WWW HOUSE STREET NE.GPJ GZA CORP.GDT 1/25/18

Wolverine World Wide, Inc. Boring No.: _SB-5/MW-5D
GI\ GeoEnvironmental, Inc. 1855 House Street NE Page: 6 of 6
Engineers and Scientists . File No.: __16.0062335.52
Belmont, Michigan T Jcai
Sample Information Check:
= (7]
2 X Equipment Installed
& No F‘;‘z;'/ Depth | Blows | Test Sample Stratum & adlp
a : (in.)' (Ft.) (/6") Data Description & Classification Desc. g
4
trace Silt, trace Gravel, moist (SP). SAND (SP)
171+
172
173
1747 55 | 2410 [174-176| 11 | 00pem| Very loose, pale brown, well sorted, fine
175— 1-2 SAND, trace Silt, moist (SP). .
176
177
178
17971 56 | 24112 [179-181| 13 | 00pem| Very loose, pale brown, well sorted, fine
180— 1-3 SAND, trace Silt, trace Gravel, moist (SP). .
181
182
183
18471 57 | 2418 | 184-186| 11 | 00pem| Very loose, pale brown, well sorted, fine
185— 1 SAND, little Gravel, trace Silt, moist (SP). .
186 —
187
188 Top of Well
Screen
18971 58 | 24112 [189-191| 13 | 00pem| Medium dense, pale brown, well sorted, fine
190— 1021 SAND, little Gravel, trace Silt, moist (SP). .
191+
— Silica Sand
192+ Filter Pack
193+ 2-Inch Dia.
194— 5-Foot PVC
59 | 24/8 |194-196 |32-38-50/4" | 0.0ppm | Very dense, pale brown, well sorted, fine Screen (0.010"
195 SAND, little Gravel, trace Silt, trace Slot) .
Cobbles, moist (SP).
196 —
197
198— o Bottom of Well
60 24/0 | 198-200 50/0" NO RECOVERY. NO
RECOVERY Screen
199+
200' i
200 Bottom of Borehole at 200.0 5
201 —
202 —
203 —
204 —

OXAP>=EMAI

5. Monitoring well was installed in borehole upon completion. Well screen set from 188.0 to 198.0 feet below ground surface.

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: SB-5/MW-5D




BORING WELL 6233550 WWW HOUSE STREET NE.GPJ GZA CORP.GDT 1/25/18

GZA Wolverine World Wide, Inc.

GeoEnvironmental, Inc. 1855 House Street NE

Engineers and Scientists —
Belmont, Michigan

an)

Boring No.: MW-5P
Page: 1 of _ 2
File No.: _ 16.0062335.52

Contractor: Stearns Drilling Company Auger/ Sarmol Check: __ JCai
Foreman: Jerry Huntoon Casing ampler GROUNDWATER READINGS

Logged by: John Morehouse Type:Hollow Stem Auger __Split Spoon Date Time Depth Casing Stab
Date Start/Finish: 9-19-17 / 9-19-17 O.D./1.D.: _ 8.0"/4.25" 2.0"/13/8"

Boring Location: Hammer Wt.: 140lbs NA

GSElev.: __778.90' patum: _____ Hammer Fall: 30.0" NA

- TOC Elev.: NA NA Surveyed By: __NA___ Survey Date:
Sample Information

= (7]

2 X Equipment Installed

& No F;:r;.l Depth | Blows | Test Sample Stratum & adie

a : o (Ft.) (/6") Data Description & Classification Desc. £ PROTECTIVE

(in.) & CASING
See SB-5/MW-5S boring log for detailed soil
— descriptions. — Backfill/Cement
Pad

1 —

2_

3_

4_

5_ -

6_

7 Bentonite/Grout|

8_

9_

10— .
11+
R
E
M
A
R
K
S

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: MW-5P




BORING WELL 6233550 WWW HOUSE STREET NE.GPJ GZA CORP.GDT 1/25/18

GZA
GeoEnvironmental, Inc.
Engineers and Scientists

Wolverine World Wide, Inc.

1855 House Street NE

Belmont, Michigan

Boring No.: MW-5P
Page: 2 of _ 2
File No.: _ 16.0062335.52

Sample Information Check: J Cai
= (7]
2 X Equipment Installed
g No. Fl;i';'l Depth | Blows | Test Sample Stratum & up
a : (in.)' (Ft.) (/6") Data Description & Classification Desc. g
4
13
47 Bentonite Seal
15— i
16—
177 Top of Well
Screen
18—
— Silica Sand
197 Filter Pack
7 2-Inch Dia.
5-Foot PVC
20— Screen (0.010"]
Slot)
21—
227 Bottom of Well
- Bottom of borehole at 22.3 Feet 1 Screen
23—
24—
25— i

OXAP>=EMAI

1. Monitoring well was installed in borehole upon completion. Well screen set from 17.1 to 21.8 feet below ground surface.

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: MW-5P




BORING WELL 6233550 WWW HOUSE STREET NE.GPJ GZA CORP.GDT 1/25/18

GZA Wolverine World Wide, Inc.

GeoEnvironmental, Inc. 1855 House Street NE

Engineers and Scientists —
Belmont, Michigan

an)

Boring No.: _SB-5/MW-58
Page: 1 of 15
File No.: _ 16.0062335.52

Contractor: Stearns Drilling Company Auger/ Sarmol Check: __ JCai

Foreman: Jerry Huntoon Casing ampler GROUNDWATER READINGS

Logged by: John Morehouse Type:Hollow Stem Auger __Split Spoon Date Time Depth Casing Stab

Date Start/Finish: 9-19-17 / 9-19-17 O.D./1.D.: _ 8.0"/4.25" 2.0"/13/8"

Boring Location: Hammer Wt.: 140lbs NA

GSElev.: __778.80' pDatum: _____ Hammer Fall: 30.0" NA

- TOC Elev.: NA NA Surveyed By: __NA___ Survey Date:
Sample Information

= (7]

° x Equipment Installed

& No F;:r;.l Depth | Blows | Test Sample Stratum & adie

a : (in ) (Ft.) (/6") Data Description & Classification Desc. g PROTECTIVE

- o CASING
1 24119 0-2 6-5 Dark yellowish-brown, fine to coarse grained SAND (FILL)
| &9 SAND, little Gravel, trace Silt, poorly sorted, L Backfill/C t

dry to moist (FILL). Changing at 0.4 feet to: Pag fremen
Light yellowish-brown, fine to coarse grained a

17 SAND, trace Silt, trace Gravel, moderately 1.2
sorted, moist (FILL). Changing at 0.7 feet to: SAND (SP)

7] Very dark grayish-brown to dark
5 yellowish-brown, fine grained SAND, some

Silt, slightly cohesive, moderately sorted,
moist (FILL). Changing at 1.2 feet to:

. Brownish-yellow grading to pale brown to
very pale brown, fine grained SAND, trace
3 Silt, well sorted, moist (SP).
Brownish-yellow grading to pale brown to

- very pale brown, fine grained SAND, trace
Silt, well sorted, moist (SP). Changing at 3.2
feet to: Dark yellowish-brown to brown, fine
3 24118 4-6 to medium grained SAND, little Clay, little

_ Silt, trace Gravel, slightly plastic, moderately
cohesive, poorly sorted, moist (SC).

5 Changing at 3.5 feet to: Dark
yellowish-brown, CLAY & SILT, plastic,
cohesive, modereately well sorted, moist
(CL).

Dark yellowish-brown, CLAY & SILT, plastic, |¢

cohesive, modereately well sorted, moist SAND (SP)
(CL).

Light yellowish-brown, fine to medium
SAND, trace Silt, very well sorted, moist
77 (SP).

2 24/20 2-4

il
&dn

3.5'
CLAY & SILT
(€L

PN
I

4 24/19 6-8

R
SN

5 24,17 8-10 Light yellowish-brown, fine to medium
SAND, trace Silt, very well sorted, moist

(SP).

PN
AR

1071 6 | 24118 | 1012 Light yellowish-brown, fine to medium
SAND, trace Silt, very well sorted, moist

(SP).

£¢
& A

4 Light yellowish-brown, fine to medium

SAND, trace Silt, very well sorted, moist
(SP).

OXAP>=EMAI

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: SB-5/MW-5S




BORING WELL 6233550 WWW HOUSE STREET NE.GPJ GZA CORP.GDT 1/25/18

an)

GeoEnvironmental, Inc.
Engineers and Scientists

Sample Information

Wolverine World Wide, Inc.

1855 House Street NE

Belmont, Michigan

Boring No.: _SB-5/MW-58
Page: 2 of 15
File No.: _ 16.0062335.52
Check: J Cai

Depth

No.

Pen./
Rec.

(in.)

Depth
(Ft.)

Test
Data

Sample
Description & Classification

Stratum
Desc.

Remarks

Equipment Installed

13

14

15—

16—

17—

18—

19—

20—

214

22—

23—

24—

25—

10

11

12

13

24/23 12-14 2-3
59

24/20 14-16

3-9
10-10

24/20 16-18 2-4

24/19 18-20

Q@
A

24/18 20-22

S
[AEN)

24/23 22-24

Q@
& &

24/20 24-26

@
)

Light yellowish-brown, fine to medium
SAND, trace Silt, very well sorted, moist
(SP).

Light yellowish-brown, fine to medium
SAND, trace Silt, very well sorted, moist
(SP).

Light yellowish-brown, fine to medium
SAND, trace Silt, very well sorted, moist
(SP).

Light yellowish-brown, fine to medium
SAND, trace Silt, very well sorted, moist
(SP).

Light yellowish-brown, fine to medium
SAND, trace Silt, very well sorted, moist
(SP).

Light yellowish-brown, fine to medium
SAND, trace Silt, very well sorted, moist
(SP). Changing at 19.5 feet to:
Yellowish-brown, fine to medium grained
SAND, trace Silt, well sorted, moist (SP).
Changing at 19.3 feet to: Dark brown to dark
yellowish-brown grading to black, fine to
medium grained SAND, trace Silt, well
sorted, moist to wet (SP).

Dark yellowish-brown, fine to medium
grained SAND, trace Silt, wet sorted, moist
to wet (SP). Changing at 20.2 feet to: Dark
gray, fine to medium grained SAND, trace
Silt, well sorted, wet (SP). Changing at 20.3
feet to: Reddish-gray, fine to medium
grained SAND, trace Silt, well sorted, wet
(SP). Changing at 20.7 feet to:
Yellowish-brown, fine to medium grained
SAND, trace Silt, well sorted, wet (SP).
Brown, Silty CLAY, plastic, cohesive, very
well sorted, moist (CL).

Brown, Silty CLAY, plastic, cohesive, very
well sorted, moist (CL).

SAND (SP)

22'

Silty CLAY (CL)

26'

OXAP>=EMAI

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: SB-5/MW-5S




BORING WELL 6233550 WWW HOUSE STREET NE.GPJ GZA CORP.GDT 1/25/18

GZA Wolverine World Wide, Inc.

GeoEnvironmental, Inc. 1855 House Street NE

Engineers and Scientists —
Belmont, Michigan

an)

Boring No.: _SB-5/MW-58
Page: 3  of__15
File No.: _ 16.0062335.52

Sample Information Check: J Cai
< 7]
° x Equipment Installed
& No F‘;‘:’;‘/ Depth | Blows | Test Sample Stratum & adlp
a : (in.)' (Ft.) (/6") Data Description & Classification Desc. g
o
14 24117 | 26-28 35 Pale brown to very pale brown, fine to SAND (SP)
| 89 medium grained SAND, trace Silt, very well
sorted, moist (SP).
27—
28 15 24,18 | 28-30 4-6 Pale brown to very pale brown, fine to .
| 89 medium grained SAND, trace Silt, very well Bentonite/Grout
sorted, moist (SP).
29—
307 46 | 24:24 | 30-32 56 Pale brown to very pale brown, fine to 1
| 9-10 medium grained SAND, trace Silt, very well
sorted, moist (SP).
31—
324 17 24,18 | 32-34 3-5 Pale brown to very pale brown, fine to
| 913 medium grained SAND, trace Silt, very well
sorted, moist (SP).
33—
344 18 24/18 | 34-36 37 Pale brown to very pale brown, fine to
| 13-16 medium grained SAND, trace Silt, very well
sorted, moist (SP).
35— 1
36 19 24/19 | 36-38 37 Pale brown to very pale brown, fine to
| 10-10 medium grained SAND, trace Silt, very well
sorted, moist (SP).
37—
38 20 24/24 | 38-40 3-5 Pale brown to very pale brown, fine to
| 812 medium grained SAND, trace Silt, very well
sorted, moist (SP).
39—
R
E
M
A
R
K
S

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: SB-5/MW-5S




BORING WELL 6233550 WWW HOUSE STREET NE.GPJ GZA CORP.GDT 1/25/18

GZA Wolverine World Wide, Inc.

GeoEnvironmental, Inc. 1855 House Street NE

Engineers and Scientists —
Belmont, Michigan

an)

Boring No.: _SB-5/MW-58
Page: 4  of 15
File No.: _ 16.0062335.52

Sample Information Check: J Cai
= (7]
° x Equipment Installed
& No F‘;‘:’;‘/ Depth | Blows | Test Sample Stratum & adlp
a : (in.)' (Ft.) (/6") Data Description & Classification Desc. g
o
21 24/22 | 40-42 35 Pale brown to very pale brown, fine to SAND (SP)
| 11-16 medium grained SAND, trace Silt, very well
sorted, moist (SP).
41—
427 22 24/24 | 42-44 3-11 Pale brown to very pale brown, fine to
| 18-21 medium grained SAND, trace Silt, very well
sorted, moist (SP).
43—
447 23 24/20 | 44-46 5-10 Pale brown to very pale brown, fine to
| 147 medium grained SAND, trace Silt, very well
sorted, moist (SP).
45— 1
46 24 24/24 | 46-48 47 Pale brown to very pale brown, fine to
| 89 medium grained SAND, trace Silt, very well
sorted, moist (SP).
47—
48] 25 24/20 | 48-50 3-8 Pale brown to very pale brown, fine to
| 1115 medium grained SAND, trace Silt, very well
sorted, moist (SP).
49—
507 26 | 24024 | 50-52 3-10 Pale brown to very pale brown, fine to 1
| 17-18 medium grained SAND, trace Silt, very well
sorted, moist (SP).
51—
524 27 24/22 | 52-54 9-13 Pale brown to very pale brown, fine to
| 2125 medium grained SAND, trace Silt, very well
sorted, moist (SP).
53—
R
E
M
A
R
K
S

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: SB-5/MW-5S




BORING WELL 6233550 WWW HOUSE STREET NE.GPJ GZA CORP.GDT 1/25/18

GZA Wolverine World Wide, Inc.

GeoEnvironmental, Inc. 1855 House Street NE

Engineers and Scientists —
Belmont, Michigan

Boring No.: _SB-5/MW-58
Page: 5 of 15
File No.: _ 16.0062335.52

Sample Information Check: J Cai
= (7]
2 X Equipment Installed
& No Fl;‘:;'/ Depth | Blows | Test Sample Stratum & adlp
a : (in.)' (Ft.) (/6") Data Description & Classification Desc. g
4
28 24/24 | 54-56 4-5 Pale brown to very pale brown, fine to SAND (SP)
N 810 medium grained SAND, trace Silt, very well
sorted, moist (SP). Changing at 54.5 feet to: 1
Brown to yellowish-brown, fine to medium
55 grained SAND, trace Silt, well sorted, wet ]
(SP).
567 29 | 24124 | 56.58 | 34 Brown to yellowish-brown, fine to medium
56 grained SAND, trace Silt, well sorted, wet .
] (SP). Bentonite Seal
57—
587 30 | 24116 | 58-60 | 23 Brown to yellowish-brown, fine to medium
N 55 grained SAND, trace Silt, well sorted, wet
(SP).
59—
Brown to yellowish-brown, fine to medium
60— 31 2416 | 60-62 ;; ?Srfg;ed SAND, trace Silt, well sorted, wet .
4 Brown to yellowish-brown, fine to medium
grained SAND, trace Silt, well sorted, wet
61— (SP).
62— Top of Well
32 24/5 62-64 1-4 Brown to yellowish-brown, fine to medium Screen
N ™ grained SAND, trace Silt, well sorted, wet Silica Sand
(SP). Filter Pack
63—
64 33 24/11 64-66 26 Brown to yellowish-brown, fine to medium 2-Inch Di
10-10 grained SAND, trace Silt, well sorted, wet -nen bia.
— (SP) 5-Foot PVC
’ Screen (0.010"
65— Slot) E
66— =
i Bottom of Well
67 Screen

1. Groundwater was encountered at approximately 54.5 feet below ground surface.

OXAP>=EMAI

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: SB-5/MW-5S




BORING WELL 6233550 WWW HOUSE STREET NE.GPJ GZA CORP.GDT 1/25/18

GZA Wolverine World Wide, Inc.

GeoEnvironmental, Inc. 1855 House Street NE

Engineers and Scientists —
Belmont, Michigan

Boring No.: _SB-5/MW-58
Page: 6  of__ 15
File No.: _ 16.0062335.52

Sample Information Check: J Cai

= (7]

2 X Equipment Installed

& No Fl;‘:;'/ Depth | Blows | Test Sample Stratum & adlp

a : (in.)' (Ft.) (/6") Data Description & Classification Desc. g

[14

697 34 | 24120 | 69-71 57 | 00pem | Loose, brwn, well sorted, fine SAND, trace

| 9-10 Silt, moist (SP).
70 i
71
72
73
747 35 | 2413 | 7476 | 79 |00pem | Medium dense, brown, well sorted, fine

N 127 SAND, trace Silt, moist (SP).
75 i
76
77
78
797 36 | 24118 | 79-81 13 | 00ppm| Loose, pale brown, well sorted, fine SAND,

N 49 trace Silt, moist (SP).
80 i
81
R
E
M
A
R
K
s

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: SB-5/MW-5S




BORING WELL 6233550 WWW HOUSE STREET NE.GPJ GZA CORP.GDT 1/25/18

GZA Wolverine World Wide, Inc.

GeoEnvironmental, Inc. 1855 House Street NE

Engineers and Scientists —
Belmont, Michigan

Boring No.: _SB-5/MW-58
Page: 7 of 15
File No.: _ 16.0062335.52

Sample Information Check: J Cai
< 7]
2 X Equipment Installed
& No Fl;‘:;'/ Depth | Blows | Test Sample Stratum & adlp
a : (in.)' (Ft.) (/6") Data Description & Classification Desc. g
4

83—
847 37 | 2456 | 84-86 | 25 |00ppm| Medium dense, pale brown, well sorted, fine

N -1 SAND, trace Gravel, trace Silt, moist (SP).
85— R
86—
87—
88—
897 38 | 24112 | 89-91 | 25 |00ppm| Medium dense, pale brown, well sorted, fine

N 10-14 SAND, trace Gravel, trace Silt, moist (SP).
90— R
91
92—
93
94 39 24/18 94-96 3-10 0.0ppm | Medium dense, pale brown, well sorted, fine

N 11-24 SAND, trace Silt, moist (SP).
95— R
R
E
M
A
R
K
S

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: SB-5/MW-5S




BORING WELL 6233550 WWW HOUSE STREET NE.GPJ GZA CORP.GDT 1/25/18

GZA

GeoEnvironmental, Inc.
Engineers and Scientists

Wolverine World Wide, Inc.

1855 House Street NE

Belmont, Michigan

Boring No.: _SB-5/MW-58
Page: 8 of__15
File No.: _ 16.0062335.52

Sample Information Check: J Cai
< 7]
2 X Equipment Installed
& No Fl;‘:;'/ Depth | Blows | Test Sample Stratum & adlp
a : (in.)' (Ft.) (/6") Data Description & Classification Desc. g
4
97 —
98—
99 40 24/24 | 99-101 3-4 0.0ppm | Medim dense, pale brown, well sorted, fine
N 10-14 SAND, trace Silt, trace Gravel, moist (SP).
100— R
101
102—
103—
10471 41 | 2419 [104-106| 26 |00ppm| Medium dense, pale brown, well sorted, fine
N 10-19 SAND, trace Silt, moist (SP).
105— R
106 —
107 —
108—
10971 42 | 2414 [109-111| 48 | 00pem| Medium dense, pale brown, well sorted, fine
N 18-26 SAND, trace Silt, grace Gravel, moist (SP).
R
E
M
A
R
K
S

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: SB-5/MW-5S




BORING WELL 6233550 WWW HOUSE STREET NE.GPJ GZA CORP.GDT 1/25/18

GZA
GeoEnvironmental, Inc.
Engineers and Scientists

Sample Information

Wolverine World Wide, Inc.

1855 House Street NE

Belmont, Michigan

Boring No.: _SB-5/MW-58
Page: 9 of__15
File No.: _ 16.0062335.52
Check: J Cai

Depth

No.

Pen./
Rec.

(in.)

Depth Blows | Test
(Ft.) (/6") Data

Sample
Description & Classification

Stratum
Desc.

Remarks

Equipment Installed

111

112

113

114

115

116

117

118

119

120

121

122

123

43

44

24/8 114-116 5-9 0.0 ppm

24/8 119-121 2-4 0.0 ppm
10-11

Medium dense, pale brown, well sorted, fine
SAND, trace Silt, trace Gravel, moist (SP).

Medium dense, pale brown, well sorted, fine
SAND, trace Silt, moist (SP).

OXAP>=EMAI

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: SB-5/MW-5S




BORING WELL 6233550 WWW HOUSE STREET NE.GPJ GZA CORP.GDT 1/25/18

GZA
GeoEnvironmental, Inc.
Engineers and Scientists

Wolverine World Wide, Inc.

1855 House Street NE

Belmont, Michigan

Boring No.: _SB-5/MW-58
Page: _ 10 of _ 15
File No.: _ 16.0062335.52

Sample Information Check: J Cai
< 7]
° x Equipment Installed
& No Fl;‘:;'/ Depth | Blows | Test Sample Stratum & adlp
a : (in.)' (Ft.) (/6") Data Description & Classification Desc. g
4
45 24/8 | 124-126 3-11 0.0ppm | Medium dense, pale brown, well sorted, fine
N 221 SAND, trace Silt, trace Gravel, moist (SP).
125— R
126 —
127
128—
12971 46 | 2424 [129-131| 38 | o00pem | Dense, pale brown, well sorted, fine SAND,
N 17-31 trace Silt, trace Gravel, moist (SP).
130 R
131
132
133+
13471 47 | 2413 | 134-136 | 1022:5066" | 0.0ppm | Very dense, pale brown, well sorted, fine
N SAND, little Gravel, trace Silt, moist (SW).
135— R
136
137
R
E
M
A
R
K
S

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: SB-5/MW-5S




BORING WELL 6233550 WWW HOUSE STREET NE.GPJ GZA CORP.GDT 1/25/18

)

GZA

GeoEnvironmental, Inc.

Wolverine World Wide, Inc.

1855 House Street NE

Boring No.: _SB-5/MW-58
Page: _ 11 of _ 15

Engineers and Scientists . ; . 16.0062335.52
Belmont, Michigan File No.: BT T—
Sample Information Check:
= (7]
b X Equipment Installed
& No Fl;‘:;'/ Depth | Blows | Test Sample Stratum & adlp
a : (in.)' (Ft.) (/6") Data Description & Classification Desc. g
&
13971 48 | 24114 [ 139-141| 1023 |o00pem | Dense, pale brown, well sorted, fine SAND,
N 34-35 little Gravel, trace Silt, moist (SW).
140
141
142
143
14471 49 | 24/6 |144-146| 47 |00pem| Medium dense, pale brown, well sorted, fine
N 14-21 SAND, trace Silt, moist (SP).
145
146
147
148
14971 50 | 2455 [149-151| 13 | 00pem| Medium dense, pale brown, well sorted, fine
N 817 SAND, trace Silt, moist (SP).
150
151
R
E
M
A
R
K
s

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: SB-5/MW-5S




BORING WELL 6233550 WWW HOUSE STREET NE.GPJ GZA CORP.GDT 1/25/18

I\ GZA Wolverine World Wide, Inc. Boring No.: _SB-5/MW-5S
G\ GeoEnvironmental, Inc. 1855 House Street NE Page: _ 12 of __ 15
/ Engineers and Scientists . File No.: __16.0062335.52
Belmont, Michigan T Jcai
Sample Information Check:
< 7]
2 X Equipment Installed
& No Fl;‘:;'/ Depth | Blows | Test Sample Stratum & adlp
a : (in.)' (Ft.) (/6") Data Description & Classification Desc. g
x
153
19471 51 | 2413 | 154-156 | 4-22506" | 0.0ppm | Very dense, pale brown, well sorted, fine
N SAND, trace Silt, moist (SP).
155
156 —
157
158 —
19971 55 | 24118 | 159-161| 1021 |o00pem| Dense, plae brown, well sorted, fine SAND,
N 2934 trace Silt, moist (SP).
160 —
161 —
162 —
163 —
16471 53 | 24112 | 164-166| &1 | 00ppm| Medium dense, pale brown, well sorted, fine
N -1 SAND, trace Gravel, trace Silt, moist (SP).
165
R
E
M
A
R
K
S

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: SB-5/MW-5S




GeoEnvironmental, Inc. 1855 House Street NE Page: _ 13 of __ 15

@5 GZA Wolverine World Wide, Inc. Boring No.: _SB-5/MW-5S
i\

Engineers and Scientists . ; . 16.0062335.52
Belmont, Michigan File No.: BT T—
Sample Information Check:
L (]
° x Equipment Installed
& No Fl;‘:;'/ Depth | Blows | Test Sample Stratum & adlp
a : (in.)' (Ft.) (/6") Data Description & Classification Desc. g
['4
167 —
168 —
16971 54 | 24112 [169-171| 33 | 00pem| Loose, pale brown, well sorted, fine SAND,
N &5 trace Silt, trace Gravel, moist (SP).
170 -
171
172
173
1747 55 | 24110 [174-176| 11 |0.0ppm| Very loose, pale brown, well sorted, fine
N 12 SAND, trace Silt, moist (SP).
175 -
176
177 —
178
1797 56 | 24112 [179-181| 33 | 00pem| Very loose, pale brown, well sorted, fine
N 33 SAND, trace Silt, trace Gravel, moist (SP).
R
E
M
A
R
K
S

BORING WELL 6233550 WWW HOUSE STREET NE.GPJ GZA CORP.GDT 1/25/18

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times Boring No.: SB-5/MW-5S
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made. g No.:




BORING WELL 6233550 WWW HOUSE STREET NE.GPJ GZA CORP.GDT 1/25/18

GZA
GeoEnvironmental, Inc.
Engineers and Scientists

Sample Information

Wolverine World Wide, Inc.

1855 House Street NE

Belmont, Michigan

Boring No.: _SB-5/MW-58
Page: _ 14 of __15
File No.: _ 16.0062335.52
Check: J Cai

Depth

No.

Pen./
Rec.

(in.)

Depth Blows | Test
(Ft.) (/6") Data

Sample
Description & Classification

Stratum
Desc.

Remarks

Equipment Installed

181

182

183

184

185

186

187

188

189

190

191

192

193

57

58

24/18 | 184-186 0.0 ppm

NN
N
L4

24/12 | 189-191 1-3 0.0 ppm

Very loose, pale brown, well sorted, fine
SAND, little Gravel, trace Silt, moist (SW).

Medium dense, pale brown, well sorted, fine
SAND, little Gravel, trace Silt, moist (SW).

OXAP>=EMAI

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: SB-5/MW-5S




BORING WELL 6233550 WWW HOUSE STREET NE.GPJ GZA CORP.GDT 1/25/18

GZA Wolverine World Wide, Inc.

GeoEnvironmental, Inc. 1855 House Street NE

Engineers and Scientists —
Belmont, Michigan

Sample Information

Boring No.: _SB-5/MW-58
Page: _ 15  of _ 15
File No.: _ 16.0062335.52
Check: J Cai

Pen./
No. Rec. | Depth Blows | Test Sample Stratum

(in) (Ft.) (/6") Data Description & Classification Desc.

Depth

Remarks

Equipment Installed

59 24/8 | 194-196 | 32-38-50/4" | 0.0 ppm | Very dense, pale brown, well sorted, fine
SAND, little Gravel, trace Silt, trace
Cobbles, moist (SP).

195

196

197

198

60 24/0 | 198-200| 50/0" NO RECOVERY.

199

200

Bottom of Borehole at 200.0 2

201

202

203

204 —

205

206 —

207

2. Monitoring well was installed in borehole upon completion. Well screen set from 61.9 to 66.6 feet below ground surface.

OXAP>=EMAI

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: SB-5/MW-5S




BORING WELL 6233550 WWW HOUSE STREET NE.GPJ GZA CORP.GDT 1/25/18

GZA Wolverine World Wide, Inc.
GeoEnvironmental, Inc. 1855 House Street NE

szb Engineers and Scientists —
Belmont, Michigan
Contractor: Stearns Drilling Company Auger/

Foreman: Jerry Huntoon Casing
Logged by: Julie Groenleer Type:Hollow Stem Auger __Split Spoon Date Time

Sampler

GROUNDWATER READINGS

Boring No.: SB-6D/MW-6D
Page: 1 of 5
File No.: _ 16.0062335.52
Check: __ JCai

Depth Casing Stab

Date Start/Finish: 10-31-17 / 11-2-17 O.D./1.D.: _ 8.0"/4.25" 2.0"/13/8"

Boring Location: Hammer Wt.: 140lbs NA

GSElev.: __770.60' patum: ____ Hammer Fall: 30.0" NA

TOC Elev.: NA NA Surveyed By:

Sample Information

__NA _ Survey Date:

Pen./
No. R‘:’;. Depth Blows | Test Sample Stratum

(in) (Ft.) (/6") Data Description & Classification Desc.

Depth

Remarks

Equipment Installed

See SB-6/MW-6S for soil description from
1 0.0 to 70.0 feet.

OXAP>=EMAI

——PROTECTIVE
CASING

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: SB-6D/MW-6D




BORING WELL 6233550 WWW HOUSE STREET NE.GPJ GZA CORP.GDT 1/25/18

an)

GeoEnvironmental, Inc.
Engineers and Scientists

Wolverine World Wide, Inc.

1855 House Street NE

Sample Information

Belmont, Michigan

Boring No.: SB-6D/MW-6D
Page: 2 of __5
File No.: __16.0062335.52
Check: J Cai

s

% Pen./
a No. Rec.
(in.)

Depth
(Ft.)

Blows
(/6")

Test
Data

Sample
Description & Classification

Stratum
Desc.

Remarks

Equipment Installed

OXAP>=EMAI

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: SB-6D/MW-6D




BORING WELL 6233550 WWW HOUSE STREET NE.GPJ GZA CORP.GDT 1/25/18

an)

GeoEnvironmental, Inc.
Engineers and Scientists

Wolverine World Wide, Inc.

1855 House Street NE

Belmont, Michigan

Boring No.: SB-6D/MW-6D

Page: 3 of__5
File No.: _ 16.0062335.52

Sample Information Check: J Cai
< 0
b X Equipment Installed
& No F‘;‘:’;‘/ Depth | Blows | Test Sample Stratum & adlp
a : (in.)' (Ft.) (/6") Data Description & Classification Desc. g
14

66—
67—
68—
69—
07 1 | 2ams | 7072 | 12 Loose, brown, fine to medium SAND, trace SAND (SP) i
71— 412 Silt, wet (SP).
27 o | oan3 | 7274 | 23 Medium dense, brown, fine to medium
73— -7 SAND, trace Silt, wet (SP).
74— L

3 24/1 74-76 7-11 Medium dense, light brown, fine Silty SAND, Siity SAND (SM)
75— 19-18 wet (SM). .
76— 76

4 24/4 76-78 23 Loose, brown, fine to medium SAND, trace SAND (SP) Bentonite/Grout|
77 38 Silt, wet (SP).
87 5 | oam2 | 7880 | a7 Medium dense, brown, fine to medium
79— 15-18 SAND, trace Silt, wet (SP).
801 g | 2420 | 082 | 26 Medium dense, brown, fine to medium 1
81— 17-25 SAND, trace Silt, wet (SP).
8271 7 | 24116 | 8284 | 22 Loose, brown, fine to medium SAND, trace
83— 48 Silt, wet (SP).
847 g | 2412 | 8a-86 | 22 Very loose, brown, fine to medium SAND,
85— 27 trace Silt, wet (SP). .
867 9 | 24120 | 86-88 | 516 Very dense, brown, fine to medium SAND,
87 — 37-35 trace Silt, wet (SP).
887 40 | 24113 | 88-90 | 56 Very dense, brown, fine to medium SAND,
89— 56-50 trace Silt, wet (SP).
907 49 | 24024 | 90-92 | 17 Very dense, brown, fine to medium SAND, i
91— 60-30 trace Silt, wet (SP).
92— 82

12 | 2400 | 92-94 47 NO RECOVERY. NO
93— 10-11 RECOVERY
947 43 | 240 | 94-96 | 23 NO RECOVERY.
95— 4-11 i
96— %

14 24/24 | 96-98 27 Medium dense, brown, fine SAND, trace SAND (SP)
97 — 9-24 medium Sand, trace Silt, wet (SP).
98 15 | 24124 | 98-100 | 36 Medium dense, brown, fine SAND, trace
99— 13-22 medium Sand, trace Silt, wet (SP). .

Changing at 99.6 feet to: Medium dense, 29

R
E
M
A
R
K
)

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: SB-6D/MW-6D




BORING WELL 6233550 WWW HOUSE STREET NE.GPJ GZA CORP.GDT 1/25/18

GZA Wolverine World Wide, Inc.

GeoEnvironmental, Inc. 1855 House Street NE

Engineers and Scientists —
Belmont, Michigan

an)

Boring No.: SB-6D/MW-6D
Page: 4 of 5

File No.: __16.0062335.52

Sample Information Check: J Cai
= (7]
b X Equipment Installed
& No F;:r;.l Depth | Blows | Test Sample Stratum & adlp
a : (in.)' (Ft.) (/6") Data Description & Classification Desc. g
14
16 | 24711 100102 38 brown, fine Silty SAND, wet (SM). Sity SAND (5M)
101— 20-31 Medium dense, brown, fine to medium SAND (SP)
SAND, trace Silt, wet (SP).
1027 47 | 2418 [102-104| 23 Medium dense, brown, fine to medium
103 10-15 SAND, trace Silt, wet (SP).
104— o
18 24/6 | 104-106 5-10 Dense, brown, fine Silty SAND, wet (SM). Siity SAND (SM)
105 23-22
1061 19 | 2417 |106-108| o-19 Dense, brown, fine Silty SAND, wet (SM).
1074 29-29
108— o
20 24/12 | 108-110 5-12 Medium dense, brown, fine to medium SAND (SP)
109— 18-18 SAND, trace Silt, wet (SP).
M0 21 | 2413 [110-112| 23 Loose, brown, fine to medium SAND, trace
1114 S7 Silt, wet (SP).
112— 1z
22 | 2400 [112-114| 34 NO RECOVERY. NO
1134 7-12 RECOVERY
471 23 | 2400 | 114116 > NO RECOVERY.
115 -
116— e
24 | 240 |116-118| 413 NO RECOVERY (bailed for sample NO
117 — 30-45 description: Brown, fine to medium SAND, R(%gn%\ﬁ?
trace Silt, moist (SP)). 118 sample
M8 25 | 2410 [118-120| 920 Very dense, brown, fine to medium SAND, [\ Sescretion:  /
46-54 :
119 trace Silt, wet (SP). SAND (SP) with
Silty SAND in
1209 26 | 2458 [120-122| 67 Medium dense, brown, fine to medium PO
121 9-19 SAND, trace Silt, wet (SP).
12270 57 | 2424 [ 122-124| 1022 Very dense, brown, fine to medium SAND,
123 37-39 trace Silt, wet (SP).
1247 28 | 2424 |124-126| 621 Dense, brown, fine to medium SAND, trace
125— 28-28 Silt, wet (SP).
12671 59 | 24124 |126-128| 1119 Very dense, brown, fine to medium SAND,
127 33-24 trace Silt, wet (SP).
1287 30 | 24112 [128-130| 33 Loose, brown, fine to medium SAND, trace
129 310 Silt, wet (SP).
13071 31 | 24124 [ 130132 825 Very dense, brown, fine to medium SAND,
131 3517 trace Silt, wet (SP).
1327 35 | 2414 [132-134| 1220 Very dense, brown, fine to medium SAND,
133 44-50 trace Silt, wet (SP).
1347 33 | 2420 | 134-136 27 Dense, brown, fine to medium SAND, trace
R
E
M
A
R
K
s

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: SB-6D/MW-6D




BORING WELL 6233550 WWW HOUSE STREET NE.GPJ GZA CORP.GDT 1/25/18

GZA Wolverine World Wide, Inc.

GeoEnvironmental, Inc. 1855 House Street NE

Engineers and Scientists —
Belmont, Michigan

2

Boring No.: SB-6D/MW-6D
Page: 5 of __ 5
File No.: _ 16.0062335.52

Sample Information Check: J Cai
< 0
b X Equipment Installed
& No F‘;‘z;'/ Depth | Blows | Test Sample Stratum & adlp
a : (in.)' (Ft.) (/6") Data Description & Classification Desc. g
14
Silt, wet (SP). SAND (SP) with
136 Silty SAND in
34 | 24/19 | 136-138 2-4 Medium dense, brown, fine to medium Sp°°”f:;12°‘°
137— 1221 SAND, trace Silt, wet (SP).
1387 35 | 24114 [138-140| &1 Medium dense, brown, fine to medium
139— 1-14 SAND, trace Silt, wet (SP).
1407 36 | 2412 [140-142| 511 Dense, brown, fine to medium SAND, trace i
141— 23-24 Silt, trace fine Gravel, wet (SP).
1427 37 | 2412 142144 48 Medium dense, brown, fine to medium
143— 12-18 SAND, trace Silt, wet (SP).
1447 38 | 2410 |144-146| 13 Medium dense, brown, fine to medium
145— 1217 SAND, trace Silt, wet (SP). .
1467 39 | 2458 |146-148| 12 Loose, brown, fine to medium SAND, trace
147 — 48 Silt, wet (SP).
1487 40 | 2409 [148-150| 13 Loose, brown, fine to medium SAND, trace
149— 714 Silt, wet (SP).
1907 41 | 247 [150-152| 12 Loose, brown, fine to medium SAND, trace i
151— 57 Silt, wet (SP).
152 152'
42 24/0 | 152-154 3-7 NO RECOVERY. NO
153 20-32 RECOVERY
154 — 154'
43 24/24 | 154-156 3-8 Medium dense, brown, fine to medium SAND (SP)
155— 18-32 SAND, trace Silt, wet (SP). Top of Well
156— Screen
44 24/14 | 156-158 5-12 Very dense, brown, fine to medium SAND, — Silica Sand
157 ar-24 trace Silt, wet (SP). Filter Pack
2-Inch Dia.
1587 45 | 24224 |158-160 | 312 Dense, brown, fine to medium SAND, trace 5-Foot PVC
159 2936 Silt, wet (SP). Changing at 160.0 feet (in Screen (0.010
shoe) to: Very stiff, gray, CLAY & SILT, 160 Slot)
160 46 24/24 | 160-162 19 3.75tsf N some fine Sand, moist (CL). CLAY & SILT Bottom of Well
161— 2336 | >40tsf | Hard, gray, CLAY & SILT, some fine to (cL) Screen
coarse Sand, moist (CL). 162
162 Bottom of Borehole at 162.0 Feet
163 —
164 —
165 E
166 —
167 —
168 —
169 —

Monitoring well was installed in borehole upon completion. Well screen set from 155.0 to 160.0 feet below ground surface.

OXAP>=EMAI

Pocket penetrometer readings were measured in tons per square foot (tsf) and are used to evaluate consistency of cohesive soil.

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: SB-6D/MW-6D




BORING WELL 6233550 WWW HOUSE STREET NE.GPJ GZA CORP.GDT 1/25/18

GZA Wolverine World Wide, Inc.

GeoEnvironmental, Inc. 1855 House Street NE

Engineers and Scientists —
Belmont, Michigan

an)

Boring No.: _SB-6/MW-6S
Page: 1 of 5
File No.: _ 16.0062335.52

Contractor: Stearns Drilling Company Auger/ Sarmol Check: __ JCai
Foreman: Jerry Huntoon Casing ampler GROUNDWATER READINGS
Logged by: John Morehouse Type:Hollow Stem Auger __Split Spoon Date Time Depth Casing Stab
Date Start/Finish: 9-13-17 / 9-14-17 0O.D./I1.D.; _ 8.0"/4.25" 2.0"/13/8"
Boring Location: Hammer Wt.: 140lbs NA
GSElev.: __770.30' patum: _____ Hammer Fall: 30.0" NA
- TOC Elev.: NA NA Surveyed By: __ NA Survey Date:
Sample Information
= (7]
° x Equipment Installed
& No F;:r;.l Depth | Blows | Test Sample Stratum & adie
o ) = (Ft.) (/6") Data Description & Classification Desc. £ ——PROTECTIVE
(in.) e CASING
1 24/18 0-2 4-3 Very dark grayish-brown to dark brown, fine SAND (SM)
| i to medium grained SAND, some Silt, poorly L Backfill/C t
sorted, dry (SM). Changing at 0.2 feet to: Pag fremen
Dark brown, fine to medium grained SAND, a
17 some Silt, moderately sorted, dry (SM).
Changing at 0.4 feet to: Dark
7] yellowish-brown,fine to medium grained
SAND, some Silt, trace Gravel, moderately
27 2 24/16 2.4 88 sorted, dry (SM). _ _
11-12 Dark yellowish-brown,fine to medium
N grained SAND, some Silt, trace Gravel, }
moderately sorted, dry (SM). Changing at 5;8 VAR
3 2.8 feet to: Dark yellowish-brown, fine to _T&(sm)TF
medium SAND, little Clay, little Silt, non to (L)
- slightly plastic, moderately cohesive, poorly
sorted, dry (SC). Changing at 3.0 feet to:
4— Mottled dark yellowish-brown to pale brown,
3 24119 4-6 12:?5 CLAY & SILT, some Sand, trace Gravel,
] plastic, cohesive, poorly sorted, dry to moist
(CL).
5 Mottled dark yellowish-brown to pale brown, : i
CLAY & SILT, some Sand, trace Gravel, 52 SAND 5P
| plastic, cohesive, poorly sorted, dry to moist (SP)
(CL). Changing at 5.2 feet to: Very pale
6— brown, fine to medium SAND, trace Silt,
4 24/14 6-8 2-2 very well sorted, moist (SP).
| 22 Very pale brown, fine to medium SAND,
trace Silt, very well sorted, moist (SP).
7_
8 5 24120 8-10 1-3 Very pale brown, fine to medium SAND,
| 34 trace Silt, very well sorted, moist (SP).
9_
107 6 | 2424 | 1012 | 23 Very pale brown, fine to medium SAND, i
| 35 trace Silt, very well sorted, moist (SP).
11+
R
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Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: SB-6/MW-6S




BORING WELL 6233550 WWW HOUSE STREET NE.GPJ GZA CORP.GDT 1/25/18

an)

GeoEnvironmental, Inc.
Engineers and Scientists

Sample Information

Wolverine World Wide, Inc.

1855 House Street NE

Belmont, Michigan

Boring No.: _SB-6/MW-6S
Page: 2 of __5
File No.: _ 16.0062335.52
Check: J Cai

Equipment Installed

= (7]
2 X
§' No F‘;‘:’;‘/ Depth | Blows | Test Sample Stratum &
: (in.)' (Ft.) (/6") Data Description & Classification Desc. g
4
7 2422 | 12-14 3-4 Very pale brown, fine to medium SAND, SAND (SP)
| 55 trace Silt, very well sorted, moist (SP).
13
4 g | 2420 | 1416 | 25 Very pale brown, fine to medium SAND,
N 6-11 trace Silt, very well sorted, moist with some
alternating beds of dark yellowish-brown,
fine to medium grained SAND, trace Gravel
157 at 14.6 feet.
67 o | 2422 | 1618 | 48 Very pale brown, fine to medium SAND,
| 9-10 trace Silt, very well sorted, moist (SP).
17
8 10 | 2422 | 1820 | 45 Very pale brown, fine to medium SAND,
| 8 trace Silt, very well sorted, moist (SP).
19—
2079 49 | 24119 | 2022 | e Very pale brown, fine to medium SAND,
| 14-15 trace Silt, very well sorted, moist (SP).
21
227 43 | 24;24 | 2224 | &0 Very pale brown, fine to medium SAND,
| 113 trace Silt, very well sorted, moist (SP).
23—
247 43 | 24;20 | 24-26 | 58 Very pale brown, fine to medium SAND,
| 1318 trace Silt, very well sorted, moist (SP).
25—
R
E
M
A
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Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: SB-6/MW-6S




BORING WELL 6233550 WWW HOUSE STREET NE.GPJ GZA CORP.GDT 1/25/18

an)

GeoEnvironmental, Inc.
Engineers and Scientists

Sample Information

Wolverine World Wide,

Inc.

1855 House Street NE

Belmont, Michigan

Boring No.: _SB-6/MW-6S
Page: 3 of__5
File No.: _ 16.0062335.52
Check: J Cai

Equipment Installed

= (7]
2 X
§' No F‘;‘:’;‘/ Depth | Blows | Test Sample Stratum &
: (in.)' (Ft.) (/6") Data Description & Classification Desc. g
4
14 2422 | 26-28 7-10 Very pale brown, fine to medium SAND, SAND (SP)
| 15-18 trace Silt, very well sorted, moist (SP).
27
287 45 | 24;22 | 28-30 | 71 Very pale brown, fine to medium SAND,
| 1214 trace Silt, very well sorted, moist (SP).
29—
307 46 | 24:20 | 30-32 | 714 Very pale brown, fine to medium SAND,
| 1547 trace Silt, very well sorted, moist (SP).
31
329 47 | 2416 | 32-34 | 710 Very pale brown, fine to medium SAND,
| 1521 trace Silt, very well sorted, moist (SP).
33
347 48 | 24122 | 3436 | &0 Very pale brown, fine to medium SAND,
| 18-20 trace Silt, very well sorted, moist (SP).
35—
367 49 | 24119 | 36-38 | 10-16 Very pale brown, fine to medium SAND,
| 234 trace Silt, very well sorted, moist (SP).
Changing at 36.8 feet to: Light 36.8
37 ygllowish-brown, fine gra_ined SAND, Iittl_e ~SAND (SM)
Silt, very well sorted, moist (SM). Changing
at 37.8 feet to: Light yellowish-brown to pale
7] brown, fine to medium grained SAND, trace 378
Silt, well sorted, moist (SP). ~SAND (&P)
387 20 | 24119 | 3840 | e22 Light yellowish-brown to pale brown, fine to
| 220 medium grained SAND, trace Silt, well 385
sorted, moist (SP). Changing at 38.5 feet to: SAND (SM)
Light yellowish-brown, fine grained SAND,
397 little Silt, very well sorted, moist (SM).
R
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Bentonite/Grout|

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: SB-6/MW-6S




BORING WELL 6233550 WWW HOUSE STREET NE.GPJ GZA CORP.GDT 1/25/18

GZA Wolverine World Wide, Inc.

GeoEnvironmental, Inc. 1855 House Street NE

Engineers and Scientists —
Belmont, Michigan

an)

Boring No.: _SB-6/MW-6S
Page: 4 of 5
File No.: _ 16.0062335.52

Sample Information Check: J Cai
= (7]
° x Equipment Installed
& No F;:r;.l Depth | Blows | Test Sample Stratum & adlp
a : (in.)' (Ft.) (/6") Data Description & Classification Desc. g
4
21 24/24 | 40-42 4-6 Light yellowish-brown, fine grained SAND, SAND (SM)
| 3 little Silt, very well sorted, moist (SM).
Changing at 40.9 feet to: Yellowish-brown,
fine grained SAND, little Silt, well sorted,
417 moist (SM).
42 22 24/19 42-44 11-22 Yellowish-brown, fine grained SAND, little
| 37-38 Silt, well sorted, moist (SM). Changing at
43.1 feet to: Very pale brown, fine to
43 medium SAND, trace Silt, very well sorted, i
moist (SP). “SAND )
447 23 | 2422 | 4446 | 1622 Very pale brown, fine to medium SAND,
| 28-30 trace Silt, very well sorted, moist (SP).
Changing at 44.8 feet to: Brown, fine to
medium grained SAND, trace Silt, well
457 sorted, moist (SP). 1
46 24 24/22 | 46-48 6-8 Brown, fine to medium grained SAND, trace 1
| 1011 Silt, trace Gravel, well sorted, wet (SP).
47—
487 25 | 2418 | 4850 | 41 Brown, fine to medium grained SAND, trace
| 18-21 Silt, trace Gravel, well sorted, wet (SP).
49—
507 26 | 24118 | 50-52 | 5t Brown, fine to medium grained SAND, trace i
| 147 Silt, trace Gravel, well sorted, wet (SP).
51—
— Bentonite Seal
529 97 | 24111 | 5254 | 39 Brown, fine to medium grained SAND, trace
| 18-21 Silt, trace Gravel, well sorted, wet (SP).
53—

1. Groundwater was encountered at approximately 46.0 feet below ground surface.

OXAP>=EMAI

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: SB-6/MW-6S




BORING WELL 6233550 WWW HOUSE STREET NE.GPJ GZA CORP.GDT 1/25/18

GZA Wolverine World Wide, Inc.

GeoEnvironmental, Inc. 1855 House Street NE

Engineers and Scientists —
Belmont, Michigan

Boring No.: _SB-6/MW-6S
Page: 5 of __ 5
File No.: _ 16.0062335.52

Sample Information Check: J Cai
< 7]
° x Equipment Installed
& No Fl;‘:;'/ Depth | Blows | Test Sample Stratum & adlp
a : (in.)' (Ft.) (/6") Data Description & Classification Desc. g
4
28 24/20 | 54-56 3-8 Brown, fine to medium grained SAND, trace SAND (SP)
N 14-15 Silt, trace Gravel, well sorted, wet (SP).
55— R
567 29 | 248 | 5658 | 24 Brown, fine to medium grained SAND, trace
N 1212 Silt, trace Gravel, well sorted, wet (SP).
57— Top of Well
Screen
] _\Silica Sand
Filter Pack
587 30 | 24112 | 58-60 | 37 Brown, fine to medium grained SAND, trace
N 1211 Silt, trace Gravel, well sorted, wet (SP).
59—
4 2-Inch Dia.
5-Foot PVC
60— ) . . Screen (0.010"
31 2417 60-62 1-1 Brown, fine to medium grained SAND, trace Slot)
N 37 Silt, trace Gravel, well sorted, wet (SP).
61—
62 Bottom of Well
62 Bottom of Borehole at 62.0 Feet 2 Screen
63—
64—
65— R
66—
67—
R 2. Monitoring well was installed in borehole upon completion. Well screen set from 57.1 to 61.8 feet below ground surface.
E
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Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: SB-6/MW-6S




BORING WELL 6233550 WWW HOUSE STREET NE.GPJ GZA CORP.GDT 1/25/18

GZA Wolverine World Wide, Inc.

GeoEnvironmental, Inc. 1855 House Street NE

Engineers and Scientists —
Belmont, Michigan

an)

Boring No.: _SB-7/MW-7S

Page:

1 of 6

File No.: __16.0062335.52

Contractor: Stearns Drilling Company Auger/ Samolor Check: J Cai
Foreman: Jerry Huntoon Casing P GROUNDWATER READINGS
Logged by: John Morehouse Type:Hollow Stem Auger __Split Spoon Date Time Depth Casing Stab
Date Start/Finish: 9-19-17 / 9-20-17 O.D./1.D.: _ 8.0"/4.25" 2.0"/13/8"
Boring Location: Hammer Wt.: 140lbs NA
GSElev.: __788.90' patum: _____ Hammer Fall: 30.0" NA
- TOC Elev.: NA NA Surveyed By: __NA___ Survey Date:
Sample Information
< 7]
° x Equipment Installed
§' No F;:r;.l Depth | Blows | Test Sample Stratum & adie
: o (Ft.) (/6") Data Description & Classification Desc. £ PROTECTIVE
(in.) & CASING
1 24/18 0-2 2-1 Very loose, dark brown to yellowish-brown, SAND
| 21 fine grained SAND, some Silt, moderately 0.5 (TOPSOL) L Backfill/C t
sorted, dry (TOPSOIL). Changing at 0.5 feet SAND (SM) Pag fiit-emen
to: Brownish-yellow, fine grained SAND, a
17 little Silt, well sorted, dry (SM).
2 Z
2 2412 2-4 2-3 Loose, yellowish-brown, fine to medium SAND (SP)
| 34 grained SAND, trace Silt, very well sorted,
moist (SP).
3_
47 3 24/18 4-6 22 Loose, yellowish-brown, fine to medium
| 32 grained SAND, trace Silt, very well sorted,
moist (SP).
5_ -
6 4 24/5 6-8 2-2 Loose, yellowish-brown, fine to medium 6.3
| 22 grained SAND, trace Silt, very well sorted, CLAY & SILT
moist (SP) with fractured rock at 6.1 feet. (CL)
Changing at 6.3 feet to: Dark brown, CLAY
77 & SILT, some Sand, trace Gravel, plastic,
cohesive, mmoist (CL).
8— 5
5 24/12 8-10 22 Loose dark grayish-brown to dark brown, SAND (SP)
| 34 coarse grained SAND, little Gravel, trace
Silt, poorly sorted, moist (SP).
9_
107 6 | 2411 | 1012 46 Loose dark grayish-brown to dark brown, 1
| 44 coarse grained SAND, little Gravel, trace
Silt, poorly sorted, moist (SP).
11+
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Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: SB-7/MW-7S




BORING WELL 6233550 WWW HOUSE STREET NE.GPJ GZA CORP.GDT 1/25/18

an)

GeoEnvironmental, Inc.
Engineers and Scientists

Sample Information

Wolverine World Wide, Inc.

1855 House Street NE

Belmont, Michigan

Boring No.: _SB-7/MW-7S
Page: 2 of__6
File No.: _ 16.0062335.52
Check: J Cai

Depth

No.

Pen./
Rec.

(in.)

Depth
(Ft.)

Test
Data

Sample
Description & Classification

Stratum
Desc.

Remarks

Equipment Installed

13

14

15—

16—

17—

18—

19—

20—

214

22—

23—

24—

25—

10

11

12

13

24119 | 12-14 a7
55

24/0

14-16 88

24117 16-18

PP
(SRS

24/22 18-20

QP
&b

2414 20-22

b
&

24/16 22-24

N =
[RIEN

24/22 24-26

@
YN

Loose dark grayish-brown to dark brown,
coarse grained SAND, little Gravel, trace
Silt, poorly sorted, moist (SP). Changing at
12.6 feet to: Stiff, brown, CLAY & SILT,
some Sand, trace Gravel, plastic, cohesive,
poorly sorted, moist (CL). Changing at 13.2
feet to: Stiff, dark brown, CLAY & SILT,
some Sand, trace Gravel, plastic, cohesive,
poorly sorted, moist (CL).

NO RECOVERY.

Loose, brown, fine grained SAND, trace Silt,
very well sorted, moist (SP). Changing at
16.4 feet to: Medium brown, CLAY & SILT,
some Sand, trace Gravel, moderately
plastic, cohesive, poorly sorted, moist (CL).
Changing at 16.7 feet to: Loose, dark
yellowish-brown, fine grained SAND, trace
Silt, well sorted, moist (SP). Changing at
17.0 feet to: Medium mottled
yellowish-brown, CLAY & SILT, plastic,
cohesive, well sorted, moist (CL).

Medium mottled yellowish-brown, CLAY &
SILT, plastic, cohesive, well sorted, moist
(CL). Changing at 18.6 feet to: Stiff mottled
yellowish-brown, CLAY & SILT, plastic,
cohesive, well sorted, moist (CL). Changing
at 18.9 feet to: Loose, light yellowish-brown
to brownish-yellow, fine grained SAND, very
well sorted, moist (SP). Changing at 19.0
feet to: Stiff, mottled yellowish-brown, CLAY
& SILT, plastic, cohesive, well sorted, moist
(CL).

Stiff, mottled yellowish-brown, CLAY &
SILT, plastic, cohesive, well sorted, moist
(CL).

Loose to medium dense, very pale brown,
fine grained SAND, trace Silt, very well
sorted (bedded), moist (SP).

Loose to medium dense, very pale brown,
fine grained SAND, trace Silt, very well
sorted (bedded), moist (SP).

SAND (SP)

12.6'

CLAY & SILT
13' (CL)

13.2SAND (SM)
CLAY & SILT
(CL)

16'

SAND (SP)
n

LAY & SILT
167 o)

17" SAND (SP)
CLAY & SILT
(CL)

18.9'

49" SAND (SP) A

CLAY & SILT
(€L

20.6'

SAND (SP)

OXAP>=EMAI

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: SB-7/MW-7S




BORING WELL 6233550 WWW HOUSE STREET NE.GPJ GZA CORP.GDT 1/25/18

GZA Wolverine World Wide, Inc.

GeoEnvironmental, Inc. 1855 House Street NE

Engineers and Scientists —
Belmont, Michigan

Sample Information

Boring No.: _SB-7/MW-7S
Page: 3 of__6
File No.: _ 16.0062335.52
Check: J Cai

an)

Equipment Installed

Depth

No Rec Depth Blows | Test Sample Stratum
: (in.)' (Ft.) (/6") Data Description & Classification Desc.

Remarks

14 2422 | 26-28 2-3 Loose to medium dense, very pale brown, SAND (SP)
33 fine grained SAND, trace Silt, very well
sorted (bedded), moist (SP).

274

28 15 24/22 | 28-30 Loose to medium dense, very pale brown,
fine grained SAND, trace Silt, very well

sorted (bedded), moist (SP).

o
b

29—

307 16 | 24120 | 30-32

Loose to medium dense, very pale brown, 30.3'

fine grained SAND, trace Silt, very well SILT (ML)

sorted (bedded), moist (SP). Changing at 30.7'

30.3 feet to: Stiff, yellowish-brown, SILT, SAND (SP)

317 little Clay, plastic, cohesive, well sorted,

moist to wet (ML). Changing at 30.7 feet to:

Medium dense, very pale brown, fine to

medium grained SAND, trace Silt, very well

sorted (bedded), moist (SP).

Medium dense, very pale brown, fine to

] medium grained SAND, trace Silt, very well |3, 7
sorted (bedded), moist (SP). Changing at 2.&LAY & SILT

33— 32.7 feet to: Soft, dark yellowish-brown, \ (CL) /

CLAY & SILT, plastic, cohesive, moist (CL). SAND (SP)

- Changing at 32.8 feet to: Medium dense,

very pale brown, fine to coarse grained

SAND, some Gravel, trace Silt, poorly

18 24120 | 34-36 sorted, moist (SP).

] Medium dense, very pale brown, fine to

coarse grained SAND, some Gravel, trace

35 Silt, moderately sorted, moist (SP).

[ RS
@ w

327 47 | 24123 | 32-34

g
&

34—

o
& &

36 19 24/18 | 36-38 Medium dense, very pale brown, fine to 32:;3LAY& SIIT
coarse grained SAND, some Gravel, trace \ (CL) /
Silt, moderately sorted, moist (SP). SAND (SP)
Changing at 36.1 feet to: Brown to
377 yellowish-brown, CLAY & SILT, plastic,
cohesive, well sorted (bedded), moist (CL).
Changing at 36.2 feet to: Medium dense,
very pale brown, fine to coarse grained
SAND, some Gravel, trace Silt, moderately
sorted, moist (SP).
. Medium dense, very pale brown, fine to
coarse grained SAND, some Gravel, trace
39— Silt, moderately sorted, moist (SP).
Changing at 38.5 feet to: Medium dense,
- light yellowish-brown to very pale brown,
fine to medium grained SAND, trace Silt,

g4
& &

381 20 | 24118 | 38-40

Qe
L

OXAP>=EMAI

Bentonite/Grout|

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: SB-7/MW-7S




BORING WELL 6233550 WWW HOUSE STREET NE.GPJ GZA CORP.GDT 1/25/18

GZA Wolverine World Wide, Inc.

GeoEnvironmental, Inc. 1855 House Street NE

Engineers and Scientists —
Belmont, Michigan

Sample Information

Boring No.: _SB-7/MW-7S
Page: 4 of 6
File No.: __16.0062335.52
Check: J Cai

an)

Equipment Installed

Depth

No Rec Depth Blows | Test Sample Stratum
: (in.)' (Ft.) (/6") Data Description & Classification Desc.

Remarks

21 24/20 | 40-42 24 very well sorted, moist (SP). SAND (SP)
8 Medium dense, light yellowish-brown to very
pale brown, fine to medium grained SAND,

41 trace Silt, very well sorted, moist (SP).

427 2o | 2416 | 4244 | 44 Medium dense, light yellowish-brown to very

pale brown, fine to medium grained SAND,
trace Silt, very well sorted, moist (SP).
Changing at 42.9 feet to: Medium dense,
437 light yellowish-brown, fine to coarse grained
SAND, some Gravel, trace Silt, poorly

7] sorted, moist (SP).

4471 23 | 24120 | 44-26

Medium dense, light yellowish-brown, fine to

coarse grained SAND, trace Silt, poorly

sorted, moist (SP). Changing at 45.3 feet to:

Stiff to very stiff yellowish-brown grading to

457 dark gray, CLAY & SILT, little Sand, trace 153

Gravel, plastic, cohesive, poorly sorted, “CLAY & SILT
(CL)

7] moist (CL).

bidd
o

467 24 | 2412 | 4648 | 36 Stiff to very stiff yellowish-brown grading to

7-10 dark gray, CLAY & SILT, little Sand, trace
Gravel, plastic, cohesive, poorly sorted,

47 moist (CL).

487 25 | 2418 | 4850 | 1011 Stiff to very stiff yellowish-brown grading to

| 217 dark gray, CLAY & SILT, little Sand, trace 186
Gravel, plastic, cohesive, poorly sorted, -
moist (CL). Changing 48.6 feet to: Dense to
497 very dense, very pale brown, fine to medium
grained SAND, trace Silt, very well sorted,

7] moist (SP).

SAND (SP)

50 26 24/6 50-52 21-39 Dense to very dense, very pale brown, fine

4825 to medium grained SAND, trace Silt, very
well sorted, moist (SP).

51—

524 27 24/23 | 52-54 6-12 Dense to very dense, very pale brown, fine

16-20 to medium grained SAND, trace Silt, very
well sorted, moist (SP).

53—

OXAP>=EMAI

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: SB-7/MW-7S




BORING WELL 6233550 WWW HOUSE STREET NE.GPJ GZA CORP.GDT 1/25/18

GZA Wolverine World Wide, Inc.

GeoEnvironmental, Inc. 1855 House Street NE

Engineers and Scientists —
Belmont, Michigan

an)

Boring No.: _SB-7/MW-7S
Page: 5 of 6
File No.: _ 16.0062335.52

Sample Information Check: J Cai
< 7]
° x Equipment Installed
& No F;:r;.l Depth | Blows | Test Sample Stratum & adlp
a : (in.)' (Ft.) (/6") Data Description & Classification Desc. g
4
28 24/20 | 54-56 6-16 Dense to very dense, very pale brown, fine SAND (SP)
| 17-23 to medium grained SAND, trace Silt, very
well sorted, moist (SP).
55— .
56 29 24/23 | 56-58 6-13 Dense to very dense, very pale brown, fine
| 1721 to medium grained SAND, trace Silt, very
well sorted, moist (SP).
57—
58 30 24/20 | 58-60 8-16 Dense to very dense, very pale brown, fine
| 20-31 to medium grained SAND, trace Silt, very
well sorted, moist (SP).
59—
607 31 | 24024 | 60-62 9-17 Dense to very dense, very pale brown, fine 1
| 18-24 to medium grained SAND, trace Silt, very
well sorted, moist (SP).
61—
627 35 | 24118 | 62-64 | 48 Medium dense, yellowish-brown, fine to 1
| 10-11 medim grained SAND, trace Silt, well
sorted, wet (SP).
63—
647 33 | 24123 | 64-66 | 23 Medium dense, yellowish-brown, fine to
| 7-10 medim grained SAND, trace Silt, well
sorted, wet (SP).
65— .
667 34 | 241 | 6668 | 13 Medium dense, yellowish-brown, fine to Bentonite Seal
| 59 medim grained SAND, trace Silt, well
sorted, wet (SP).
67—

1. Groundwater was encountered at approximately 62.0 feet below ground surface.

OXAP>=EMAI

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: SB-7/MW-7S




BORING WELL 6233550 WWW HOUSE STREET NE.GPJ GZA CORP.GDT 1/25/18

GZA Wolverine World Wide, Inc.

GeoEnvironmental, Inc. 1855 House Street NE

Engineers and Scientists —
Belmont, Michigan

Boring No.: _SB-7/MW-7S
Page: 6  of__6
File No.: _ 16.0062335.52

Sample Information Check: J Cai
< 7]
2 X Equipment Installed
& No Fl;‘:;'/ Depth | Blows | Test Sample Stratum & adlp
a : (in.)' (Ft.) (/6") Data Description & Classification Desc. g
4
35 24/23 | 68-70 1-4 Medium dense, yellowish-brown, fine to SAND (SP)
N 7 medim grained SAND, trace Silt, well
sorted, wet (SP).
69—
707 36 24/8 70-72 2-7 Medium dense, yellowish-brown, fine to gop of Well 1
N -1 medim grained SAND, trace Silt, well creen
sorted, wet (SP).
_ — Silica Sand
n Filter Pack
729 37 | 245 | 7274 | 12 Medium dense, yellowish-brown, fine to
| 59 medim grained SAND, trace Silt, well 2-Inch Dia.
sorted, wet (SP). 5-Foot PVC
| Screen (0.010"
73 Slot)
74 74
Bottom of Borehole at 74.0 Feet 2
Bottom of Well
75— Screen ]
76—
77
78—
79—
80— h
81—
R 2. Monitoring well was installed in borehole upon completion. Well screen set from 70.1 to 74.7 feet below ground surface.
E
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Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: SB-7/MW-7S




BORING WELL 6233552 WWW 1758 HOUSE STREET NE.GPJ GZA CORP.GDT 1/25/18

GZA Wolverine World Wide, Inc. Boring No.: _ SB-8/MW-8
GZ\) | GeoEnvironmental, Inc. 1758 House Street NE Page: __ 1 _of 3
Engineers and Scientists . File No.: __16.0062335.52
Belmont, Michigan T Jimcai
Contractor: Stearns Drilling Company Auger/ s | Check: Im -al
Foreman: Jerry Huntoon Casing ampler GROUNDWATER READINGS
Logged by: John Morehosue Type:Hollow Stem Auger __Split Spoon Date Time Depth Casing Stab
Date Start/Finish: 10-30-17 / 10-30-17 O.D./1.D.: _ 8.0"/4.25" 2.0"/13/8"
Boring Location: Hammer Wt.: 140lbs NA
GSElev.: __74220' patum: _____ Hammer Fall: 30" NA
- TOC Elev.: NA NA Surveyed By: __NA___ Survey Date:
Sample Information
< 7]
R x H
& No F;:r;.l Depth Blows | Test Sample Stratum & Equipment Installed
o ) = (Ft.) (/6") Data Description & Classification Desc. £ ——PROTECTIVE
(in.) e CASING
1 24/20 0-2 1-1 Very loose, very dark grayish-brown, well SAND (SM)
-3 sorted, fine grained SAND, little silt, slightly
cohesive, moist (SM). Changing at 0.9 feet  [0.9'
17 to: Very loose, yellowish-brown, well sorted, SAND (SP)
fine to medium grained SAND, trace Silt,
moist (SP).
2 2 24/6 2-4 22 Very loose, yellowish-brown, well sorted,
21 fine to medium grained SAND, trace Silt,
moist (SP).
3_
4 3 24/15 4-6 22 Very loose, yellowish-brown, well sorted,
21 fine to medium grained SAND, trace Silt,
moist (SP).
5_ -
6 4 24117 6-8 23 Loose, yellowish-brown, well sorted, fine to
46 medium grained SAND, trace Silt, moist
(SP).
7_
8 5 24/19 8-10 3-5 Loose, yellowish-brown, well sorted, fine to
57 medium grained SAND, trace Silt, moist 88 oS
(SP). Changing at 8.5 feet to: Loose, dark e s/:\:g(s'g)
9 yellowish-brown, well sorted, fine grained ﬁ.\rm/—
SAND, little Silt, slightly cohesive, moist B (L) /
(SM). Changing at 8.8 feet to: Loose, light } SAND (SP) |
10— yellowish-brown to brownish-yellow, well 10 CIAY & SILT .
6 24118 | 10-12 oe sorted, fine to medium grained SAND, trace ey ]
Silt, moist (SP). Changing at 8.9 feet to: 10> ND (M)
11— Dark yellowish-brown, r_’noderately well SAND (SP)
sorted, CLAY & SILT, little Sand,
moderately plastic, cohesive, moist (CL).
Changing at 9.1 feet to: Loose, light
129 7 | 2417 | 12-14 33 yellowish-brown to brownish-yellow, well
4-4 sorted, fine to medium grained SAND, trace
Silt, moist (SP). Changing at 9.3 feet to:
13— Dark yellowish-brown, moderately well
sorted, CLAY & SILT, little Sand,
moderately plastic, cohesive, moist (CL).
14— Medium dense, brown, well sorted, fine to
8 2417 | 14-16 33 medium grained SAND, little Silt, slightly Grout
45 cohesive, moist (SM). Changing at 10.8 feet
to: Medium dense, dark yellowish-brown,
R
E
M
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S
Stratification Iings represent approximate boundary between soil types, transitions may be gradual. Water level rea_dings have been made at times Boring No.: SB-8/MW-8
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made. "




BORING WELL 6233552 WWW 1758 HOUSE STREET NE.GPJ GZA CORP.GDT 1/25/18

an)

GeoEnvironmental, Inc.
Engineers and Scientists

Sample Information

Wolverine World Wide, Inc.

1758 House Street NE

Belmont, Michigan

Boring No.: __SB-8/MW-8
Page: 2 of 3
File No.: __16.0062335.52
Check: Jim Cai

Equipment Installed

< 7]
2 X
§' No F;:r;.l Depth | Blows | Test Sample Stratum &
: (in.)' (Ft.) (/6") Data Description & Classification Desc. g
4
very well sorted, fine to medium grained SAND (SP)
SAND, trace Silt, moist (SP).
Loose, dark yellowish-brown, very well
167 o | 24118 | 16-18 34 sorted, fine to medium grained SAND, trace
55 Silt, moist (SP).
Loose, yellowish-brown, very well sorted,
17— fine to medium grained SAND, trace Silt,
moist (SP).
Loose, dark yellowish-brown, very well
184 sorted, fine to medium grained SAND, trace
10 24/19 | 18-20 4-4 Silt, moist (SP).
4-4 Dark yellowish-brown, very well sorted, fine
to medium grained SAND, trace Silt, moist
19— (SP).
207 49 | 2416 | 2022 | 22 Very loose, brown to yellowish-brown, well 1
23 sorted, fine to medium grained SAND, trace
Silt, wet (SP).
21
227 4o | 2418 | 2224 | 13 Very loose, brown to yellowish-brown, well
22 sorted, fine to medium grained SAND, trace
Silt, wet (SP).
23
247 43 | 24119 | 24-26 | 10 Very loose, brown to yellowish-brown, well
00 sorted, fine to medium grained SAND, trace
Silt, wet (SP).
25—
267 44 | 24118 | 26-28 | 00 Very loose, brown to yellowish-brown, well
0-1 sorted, fine to medium grained SAND, trace
Silt, wet (SP).
27
28 15 24/6 28-30 0-0 Very loose, brown to yellowish-brown, well
03 sorted, fine to medium grained SAND, trace
Silt, wet (SP).
29—
307 46 | 24118 | 3032 | o1 Very loose, brown to yellowish-brown, well
0-1 sorted, fine to medium grained SAND, trace
Silt, wet (SP).
31
327 48 | 24115 | 32-34 1 Very loose, brown to yellowish-brown, well

Top of Well
Screen

—Silica Sand ]
Filter Pack
2-Inch Dia.
5-Foot PVC
Screen (0.010"
Slot)

OXAP>=EMAI

. Groundwater was encountered at approximately 20.0 feet below ground surface.

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: SB-8/MW-8




GZA Wolverine World Wide, Inc. Boring No.: _ SB-8/MW-8

GeoEnvironmental, Inc. 1758 House Street NE Page: _ 3 of 3
Engineers and Scientists File No.: _ 16.0062335.52

Belmont, Michigan . :
Sample Information Check: Jim Cai

Equipment Installed

L
a Pen./
8 No. Rec. Depth Blows | Test Sample Stratum

(in) (Ft.) (/6") Data Description & Classification Desc.

Remarks

sorted, fine to medium grained SAND, trace SAND (SP)
33 Silt, wet (SP).

- '==t—-1— Bottom of Well
| Screen

34 19 24,17 | 34-36 Very loose, brown to yellowish-brown, well
sorted, fine to medium grained SAND, trace

Silt, wet (SP).

N o

35—

36'
Bottom of Borehole at 36.0 Feet 2

36

37—

38—

39—

40 4

41

42

43—

44

46—

47—

48—

49—

2. Monitoring well was installed in borehole upon completion. Well screen set from 27.7 to 32.7 feet below ground surface.

OXAP>=EMAI

BORING WELL 6233552 WWW 1758 HOUSE STREET NE.GPJ GZA CORP.GDT 1/25/18

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times Boring No.: SB-8/MW-8
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made. g No.:




BORING WELL 6233552 WWW US 131 SB-9 THROUGH SB-11.GPJ GZA CORP.GDT 1/25/18

OXAP>=EMAI

Wolverine World Wide, Inc. Boring No.: _SB-9/MW-9D
GI\ GeoEnvironmental, Inc. uUs 131 Page: _ 1 of 16
Engineers and Scientists . File No.: __16.0062335.52
Belmont, Michigan T Jimcai
Contractor: Stearns Drilling Company Auger/ s | Check:
Foreman: Jerry Huntoon Casing ampler GROUNDWATER READINGS
Logged by: Joe Workman/John Morehouse Type:Hollow Stem Auger __Split Spoon Date Time Depth Casing Stab
Date Start/Finish: 11-10-17 / 11-17-17 O.D./1.D.: 8.0"/4.25" 2.0"/13/8"
Boring Location: Hammer Wt.: 140lbs NA
GS Elev.: ___818.20' _ patum: Hammer Fall: 30" NA
- TOC Elev.: NA NA Surveyed By: __NA___ Survey Date:
Sample Information
= (7]
° x Equipment Installed
& No F;:r;.l Depth | Blows | Test Sample Stratum & adie
a : o (Ft.) (/6") Data Description & Classification Desc. £ PROTECTIVE
(in.) e CASING
1 24713 0-2 2-2 1.0tsf | Stiff, brown, CLAY & SILT, trace fine to CLAY & SILT 1
| 12 medium Sand, trace Organic Matter, damp L
(CL).
1 —
27 2 24/6 2-4 1-2 1.5tsf | Stiff, brown, CLAY & SILT, trace fine to
| 35 coarse Sand, trace fine Gravel, damp (CL).
3_
47 3 24/24 4-6 2-4 35tsf | Very stiff, brown, CLAY & SILT, trace fine
| 8 Sand, damp (CL).
5_ -
6 4 24/24 6-8 4-5 3.0tsf | Very stiff, brown, CLAY & SILT, trace fine
| o-11 Sand, damp (CL).
7_
8 5 24/24 8-10 2-4 25tsf | Very stiff, brown, CLAY & SILT, trace fine
| 9 Sand, damp (CL). Changing at 9.0 feet to:
Very stiff, brown, CLAY & SILT, little fine to
coarse Sand, trace fine Gravel, damp (CL).
97 3.5 tsf
107 6 24724 | 10-12 4-5 1.0tsf | Stiff, brown, CLAY & SILT, little fine to 1
| 1312 coarse Sand, trace fine Gravel, damp (CL).
Changing at 11.0 feet to: Very stiff, brown
and gray, CLAY & SILT with intermittent 1/8
17 35tsf | inch seams of fine to medium Sand, damp
(CL).

1. Pocket penetrometer readings were measured in tons per square foot (tsf) and are used to evaluate consistency of coheisve soil.

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: SB-9/MW-9D




BORING WELL 6233552 WWW US 131 SB-9 THROUGH SB-11.GPJ GZA CORP.GDT 1/25/18

Wolverine World Wide, Inc.

GZA
GeoEnvironmental, Inc. Uus 131
Engineers and Scientists

an)

Belmont, Michigan

Boring No.: _SB-9/MW-9D
Page: 2 of__16
File No.: _ 16.0062335.52

Sample Information Check: Jim Cai
= (7]
° x Equipment Installed
& No F‘;‘:’;‘/ Depth | Blows | Test Sample Stratum & adlp
a : (in.)' (Ft.) (/6") Data Description & Classification Desc. g
4
7 2424 | 12-14 4-8 35tsf | Very stiff, brown and gray, CLAY & SILT CLAY & SILT
| 1210 with intermittent 1/8 inch seams of fine to b
medium Sand, damp (CL). Changing at 13.2
feet to: Very stiff, gray, CLAY & SILT, little
137 fine to coarse Sand, trace fine Gravel, damp
30tsf | (CL).
14 8 2424 | 14-16 3-4 3.0tsf | Very stiff, gray, CLAY & SILT, little fine to
| 1 coarse Sand with intermittent 1/16" seams
of fine to medium Sand, damp (CL).
15— .
16 o | 2424 | 1618 | 35 | 30f | Very stiff, brown and gray CLAY & SILT,
| 9-12 trace fine to medium Sand, damp (CL).
Changing at 17.7 feet to: Medium dense,
brown, fine to medium SAND, trace Silt,
175 damp (SP).
7 17.7'
SAND (SP)
187 10 | 2413 | 1820 | 26 Medium dense, brown, fine to medium
| 8 SAND, trace coarse Sand, trace Silt, damp
(SP).
19—+
20— 20 -
11 24/18 | 20-22 6-13 3.0tsf | Very stiff, brown, CLAY & SILT, little fine to CLAY & SILT
| 1211 coarse Sand, damp (CL). Changing at 21.0 L
feet to: Medium dense, brown, fine to
coarse SAND, little fine to coarse Gravel, 21"
217 trace Silt, damp (SW). SAND (SP)
227 42 | 2420 | 2224 | 55 Medium dense, brown, fine to medium
| 8 SAND, trace coarse Sand, trace fine to
coarse Gravel, trace Silt, damp (SP).
23
247 43 | 2420 | 2426 | 22 Medium dense, brown, fine to medium 2
| 23 SAND, trace coarse Sand, trace fine to
coarse Gravel, trace Silt, wet (SP).
25— .

2. Groundwater was encountered at approximately 24.0 feet below ground surface.

OXAP>=EMAI

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: SB-9/MW-9D




BORING WELL 6233552 WWW US 131 SB-9 THROUGH SB-11.GPJ GZA CORP.GDT 1/25/18

an)

GeoEnvironmental, Inc.
Engineers and Scientists

Sample Information

Wolverine World Wide, Inc.

uUs 131

Belmont, Michigan

Boring No.: _SB-9/MW-9D
Page: 3  of__16
File No.: _ 16.0062335.52
Check: Jim Cai

Equipment Installed

= (7]
2 X
§' No F‘;‘:’;‘/ Depth | Blows | Test Sample Stratum &
: (in.)' (Ft.) (/6") Data Description & Classification Desc. g
4
14 24113 | 26-28 11 Loose, brown, fine to medium SAND, trace SAND (SP)
| 32 coarse Sand, trace Silt, wet (SP).
27
287 15 | 2414 | 28-30 | Loose, brown, fine to medium SAND, trace
| 23 coarse Sand, trace Silt, wet (SP).
29—
307 46 | 2424 | 3032 | 3 Loose, brown, fine to medium SAND, trace
| 34 coarse Sand, trace Silt, wet (SP). Changing
at 31.0 feet to: Stiff, brown, CLAY & SILT,
little fine to coarse Sand, moist (CL). 37
317 1.0 tsf CLAY & SILT
(e
827 47 | 248 | 3234 | 25 | o025%f | Verysoft, brown, CLAY & SILT, some fine
| 44 to coarse Sand, little fine Gravel, moist (CL).
33
3471 48 | 24114 | 3436 | 63 | 151f | Stiff, brown, CLAY & SILT, some fine to
| 67 coarse Sand, little fine Gravel, damp (CL).
35—
367 19 24/15 | 36-38 6-8 25tsf | Very stiff, brown, CLAY & SILT, little fine to
| 1214 coarse Sand, trace fine Gravel, damp (CL).
37
387 20 | 24114 | 3840 | 816 | 358 | Verystiff, gray, CLAY & SILT, some fine to
| 1212 coarse Sand, trace Cobbles (based on
fragments), damp (CL).
39—
R
E
M
A
R
K
S

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: SB-9/MW-9D




BORING WELL 6233552 WWW US 131 SB-9 THROUGH SB-11.GPJ GZA CORP.GDT 1/25/18

Wolverine World Wide, Inc.

GZA
GeoEnvironmental, Inc. Uus 131
Engineers and Scientists

an)

Belmont, Michigan

Boring No.: _SB-9/MW-9D
Page: 4  of 16

File No.: __16.0062335.52

Sample Information Check: Jim Cai
= (7]
° x Equipment Installed
& No F‘;‘:’;‘/ Depth | Blows | Test Sample Stratum & adlp
a : (in.)' (Ft.) (/6") Data Description & Classification Desc. g
o
21 24/16 | 40-42 2-9 >4.0tsf | Hard, gray, CLAY & SILT, some fine to CLAY & SILT
| 7 coarse Sand, trace fine to coarse Gravel, b
damp (CL).
41—
427 22 24/22 | 42-44 3-4 25tsf | Very stiff, gray, CLAY & SILT, little fine to
| 10-14 coarse Sand, trace fine Gravel, damp (CL).
43—
447 23 24119 | 44-46 4-6 3.0tsf | Very stiff, gray, CLAY & SILT, little fine to
| 1518 coarse Sand, trace fine to coarse Gravel,
damp (CL).
45—
46 o4 24/20 | 46-48 3-15 >40tsf | Hard, gray, CLAY & SILT, little fine to
| 3228 coarse Sand, trace fine to coarse Gravel,
damp (CL).
47—
487 25 24/20 | 48-50 4-18 >40tsf | Hard, gray, CLAY & SILT, little fine to
| 2230 coarse Sand, damp (CL).
49—
50— 50
26 24/0 50-52 25-29 NO RECOVERY. NO
35-45 RECOVERY
51—
52— 52
27 24/20 | 52-54 26-24 | >4.0tsf | Hard, gray, CLAY & SILT, some fine to CLAY & SILT
| 30-31 coarse Sand, little fine to coarse Gravel, ()
trace Cobbles (based on fragments), damp
CL).
53 (CL)
R
E
M
A
R
K
S

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: SB-9/MW-9D




BORING WELL 6233552 WWW US 131 SB-9 THROUGH SB-11.GPJ GZA CORP.GDT 1/25/18

Wolverine World Wide, Inc.

GZA
GeoEnvironmental, Inc. Uus 131
Engineers and Scientists

an)

Belmont, Michigan

Boring No.: _SB-9/MW-9D
Page: 5 of _ 16

File No.: __16.0062335.52

Sample Information Check: Jim Cai
< 7]
° x Equipment Installed
& No F‘;‘:’;‘/ Depth | Blows | Test Sample Stratum & adlp
a : (in.)' (Ft.) (/6") Data Description & Classification Desc. g
o
28 24/24 | 54-56 10-17 4.0tsf | Hard, gray, CLAY & SILT, little fine to CLAY & SILT
| 20-30 coarse Sand, trace fine Gravel, damp (CL). L
55—
56— 56
29 24/0 56-58 24-40 NO RECOVERY. NO
49-54 RECOVERY
57—
58— 58'
30 24/24 | 58-60 8-18 >40tsf | Hard, gray, CLAY & SILT, little fine to CLAY & SILT
| 20-31 coarse Sand, trace fine Gravel, damp (CL). L
59—
60 31 24/24 | 60-62 5-4 4.0tsf | Hard, gray, CLAY & SILT, little fine to
| 18-24 coarse Sand, trace fine Gravel, damp (CL).
61—
62— 62'
32 2424 | 62-64 6-14 Brown, poorly sorted, SILT & CLAY, little SILT & CLAY
N 14-15 Sand, trace gravel, plastic, cohesive, moist (ML)
(ML).
63—
64 33 24/24 | 64-66 6-12 Brown, poorly sorted, SILT & CLAY, little
N 1547 Sand, trace gravel, plastic, cohesive, moist
(ML).
65—
667 34 | 24124 | 66-68 | 59 Brown, poorly sorted, SILT & CLAY, little
N 14-25 Sand, trace gravel, plastic, cohesive, moist
(ML).
67—
R
E
M
A
R
K
S

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: SB-9/MW-9D
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an)

GeoEnvironmental, Inc.
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Sample Information

Wolverine World Wide, Inc.

uUs 131

Belmont, Michigan

Boring No.: _SB-9/MW-9D
Page: 6  of_ 16
File No.: _ 16.0062335.52
Check: Jim Cai

Equipment Installed

< 7]
2 X
§' No F‘;‘:’;‘/ Depth | Blows | Test Sample Stratum &
: (in.)' (Ft.) (/6") Data Description & Classification Desc. g
o
35 24/24 | 68-70 9-14 Brown, poorly sorted, SILT & CLAY, little SILT & CLAY
N 19-26 Sand, trace gravel, plastic, cohesive, moist (ML)
(ML).
69—
70— 0
36 24123 | 70-72 5-15 Brown grading to dark grayish-brown, poorly CLAY & SILT
) 20-26 sorted, CLAY & SILT, little Sand, trace b
Gravel, plastic, cohesive, moist (CL).
71—
724 37 2424 | 72-74 7-14 Brown grading to dark grayish-brown, poorly
| 2328 sorted, CLAY & SILT, little Sand, trace
Gravel, plastic, cohesive, moist (CL).
73—
744 38 24/24 | T74-76 9-11 Brown grading to dark grayish-brown, poorly
| 15-20 sorted, CLAY & SILT, little Sand, trace
Gravel, plastic, cohesive, moist (CL).
75—
76 39 2414 | 76-78 10-13 Brown grading to dark grayish-brown, poorly
| 3339 sorted, CLAY & SILT, little Sand, trace
Gravel, plastic, cohesive, moist (CL).
77—
78 40 24/24 | 78-80 5-25 Brown grading to dark grayish-brown, poorly
| 19-23 sorted, CLAY & SILT, little Sand, trace
Gravel, plastic, cohesive, moist (CL).
79—
80 41 24/24 | 80-82 6-11 Brown grading to dark grayish-brown, poorly
| 1521 sorted, CLAY & SILT, little Sand, trace
Gravel, plastic, cohesive, moist (CL).
81—
R
E
M
A
R
K
S

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: SB-9/MW-9D
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Check: Jim Cai

Equipment Installed

= (7]
2 X
§' No F‘;‘:’;‘/ Depth | Blows | Test Sample Stratum &
: (in.)' (Ft.) (/6") Data Description & Classification Desc. g
o
42 24/24 | 82-84 10-15 Brown grading to dark grayish-brown, poorly CLAY & SILT
) 2325 sorted, CLAY & SILT, little Sand, trace b
Gravel, plastic, cohesive, moist (CL).
83—
84 43 24/12 | 84-86 7-14 Brown grading to dark grayish-brown, poorly
| 21-20 sorted, CLAY & SILT, little Sand, trace
Gravel, plastic, cohesive, moist (CL).
85—
86 44 24/24 | 86-88 8-18 Brown grading to dark grayish-brown, poorly
| 225 sorted, CLAY & SILT, little Sand, trace
Gravel, plastic, cohesive, moist (CL).
87—
88 45 24/15 | 88-90 5-38 Brown grading to dark grayish-brown, poorly
| 3333 sorted, CLAY & SILT, little Sand, trace
Gravel, plastic, cohesive, moist (CL).
89—
90 46 24/24 | 90-92 8-14 Brown grading to dark grayish-brown, poorly
| 15-28 sorted, CLAY & SILT, little Sand, trace
Gravel, plastic, cohesive, moist (CL).
91—
92 . ) 92.1'
47 24124 | 92-94 15-16 Brown grading to dark grayish-brown, poorly Silty CLAY (CL)
| 2533 sorted, CLAY & SILT, little Sand, trace
Gravel, plastic, cohesive, moist (CL).
Changing at 92.1 feet to: Dark
93 grayish-brown, well sorted, Silty CLAY,
plastic, cohesive, moist (CL).
94 48 24/24 | 94-96 13-22 Dark grayish-brown, well sorted, Silty CLAY, .
| 37-43 plastic, cohesive, moist (CL). Changing at 94~4CLAY& <
94 .4 feet to: Dark grayish-brown, poorly L)
sorted, CLAY & SILT, little Sand, trace
95 Gravel, plastic, cohesive, moist (CL).
R
E
M
A
R
K
S

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: SB-9/MW-9D
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Equipment Installed

Grout

< 7]
2 X
§' No F‘;‘:’;‘/ Depth | Blows | Test Sample Stratum &
: (in.)' (Ft.) (/6") Data Description & Classification Desc. g
o
49 24/24 | 96-98 8-18 Dark grayish-brown, poorly sorted, CLAY & CLAY & SILT
| 30-23 SILT, little Sand, trace Gravel, plastic, ()
cohesive, moist (CL).
97—
98 50 24/24 | 98-100 14-24 Dark grayish-brown, poorly sorted, CLAY &
| 33-45 SILT, little Sand, trace Gravel, plastic,
cohesive, moist (CL).
99—
1007 51 | 2421 | 100-102| 1929 Dark grayish-brown, poorly sorted, CLAY &
| 47-5013.5 SILT, little Sand, trace Gravel, plastic,
cohesive, moist (CL). Changing at 101.5
feet to: Dark grayish-brown, very well
101 sorted, SILT, trace Clay, cohesive, non to
slighty plastic, moist with occasional very 101.5'
7] thin lenses of Clayey Silt, moist (ML). SILT (ML)
1027 55 | 2424 [ 102-104| 1326 Dark grayish-brown, very well sorted, SILT,
N 38-44 trace Clay, cohesive, non to slighty plastic,
moist With occa_sional very thin lenses of
103— Clayey Silt, moist (ML).
1047 53 | 24124 | 104-106| 2020 Dark grayish-brown, very well sorted, SILT,
N 41-39 trace Clay, cohesive, non to slighty plastic,
moist With occa_sional very thin lenses of
105— Clayey Silt, moist (ML).
106 54 | 24124 |106-108| 223 Dark grayish-brown, very well sorted, SILT,
N 37-80 trace Clay, cohesive, non to slighty plastic,
moist With occa_sional very thin lenses of
107— Clayey Silt, moist (ML).
1087 55 | 2414 | 108-110| 79 Dark grayish-brown, very well sorted, SILT,
N 2728 trace Clay, cohesive, non to slighty plastic,
moist with occasional very thin lenses of 108.8'
Clayey Silt, moist (ML). Changing at 108.8 “CLAY (CD)
109 feet to: Dark grayish-brown, well sorted,
CLAY, plastic, cohesive, moist (CL).
R
E
M
A
R
K
S

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: SB-9/MW-9D
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Depth

No.

Pen./
Rec.

(in.)

Depth
(Ft.)

Blows
(/6")

Test
Data

Sample
Description & Classification

Stratum
Desc.

Remarks

Equipment Installed

111

112

113

114

115

116

117

118

119

120

121

122

123

56

57

58

59

60

61

62

24114

24/15

24/24

24/15

24/13

24/0

24/12

110-112

112-114

114-116

116-118

118-120

120-122

122-124

20-41-50

9-30-50/5"

15-20
36-50

N =
A

4-11
23-42

17-55

26-44-50/3"

Dark grayish-brown, well sorted, CLAY,
plastic, cohesive, moist (CL). Changing at
110.3 feet to: Dark grayish-brown, very well
sorted, SILT, trace Clay, cohesive, non to
slightly plastic, moist with occasional very
thin lenses of Clayey Silt, moist (ML).

Dark grayish-brown, well sorted, CLAY,
plastic, cohesive, moist (CL). Changing at
112.8 feet to: Dark grayish-brown, very well
sorted, SILT, trace Clay, cohesive, non to
slightly plastic, moist with occasional very
thin lenses of Clayey Silt (ML).

Dark grayish-brown, well sorted, CLAY,
plastic, coesive, moist (CL). Changing at
114.4 feet to: Dark grayish-brown, very well
sorted, SILT, trace Clay, cohesive, non to
slightly plastic, moist with occasional very
thin lenses of Clayey Silt, moist (ML).
Changing at 114.6 feet to: Dark
grayish-brown, well sorted, CLAY, plastic,
cohesive, moist (CL). Changing at 115.2
feet to: Dark grayish-brown, well sorted,
CLAY, plastic, cohesive, moist (CL).

Dark grayish-brown, very well sorted, SILT,
trace Clay, cohesive, non to slightly plastic,
moist with occasional very thin lenses of
Clayey Silt (ML). Changing at 116.3 feet to:
Grayish-brown, very well sorted, SILT, trace
Clay, cohesive, non to slightly plastic, moist
with occasional very thin lenses of Clayey
Silt (ML).

Grayish-brown, very well sorted, SILT, trace
Clay, cohesive, non to slightly plastic, moist
with occasional very thin lenses of Clayey
Silt (ML).

NO RECOVERY.

Very dense, grayish-brown to brown, very
well sorted, fine to medium grained SAND,
trace Silt, wet (SP). Changing at 122.8 feet
to: Very dense, grayish-brown to brown,
very well sorted, fine grained SAND, some
Silt, wet (SM).

110.FAY (CL)

SILT (ML)

112'

CLAY (CL)

112.8'

SILT (ML)

114

CLAY (CL)
114.4'

114 6SILT (ML)
CLAY (CL)

115.1"

HI5.251LT (ML) A

CLAY (CL)

116'

SILT (ML)

120'

NO
RECOVERY

122'

SAND (SP)

122.8'

SAND (SM)

124'

OXAP>=EMAI

3. Groundwater was encountered at approximately 122.0 feet below ground surface.

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: SB-9/MW-9D
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an)

No Rec Depth Blows | Test Sample Stratum
: (in.)' (Ft.) (/6") Data Description & Classification Desc.

Depth

Remarks

Equipment Installed

63 24112 | 124-126 | 27-50/4" Very dense, grayish-brown to brown, very SAND (SP)
| well sorted, fine to medium SAND, trace gj&n&cuw
Silt, wet (SP). Changing at 124 .4 feet to: L)
Dark gray, poorly sorted, SILT & CLAY, little SAND (SP)
Sand, trace Gravel, plastic, cohesive, moist
(ML). Changing at 124.6 feet to: Very
dense, grayish-brown to brown, very well
sorted, fine to medium grained SAND, trace
64 24/18 | 126-128 | 5-14-50/5" Silt, wet (SP)
Very dense, grayish-brown to brown, very
N well sorted, fine to medium grained SAND,
trace Silt, wet (SP). Changing at 126.3 feet
127+ to: Dark grayish-brown, very well sorted,
Silty CLAY, plastic, cohesive, bedded, moist
- (CL). Changing at 127.0 feet to: Very dense,
brown to grayish-brown, very well sorted, 128
65 2414 | 128-130 | 846502 Illvne? Egg;.edlum grained SAND, trace Silt, SAND W)
] Very dense, brown to grayish-brown, well
sorted, fine to medium grained SAND, little
129— Silt, wet (SM)

125

126 —
126.3'
Silty CLAY (CL)

127"
SAND (SP)

128

13071 66 | 2456 |130-132| se-504" Very dense, brown to grayish-brown, well

sorted, fine to medium grained SAND, little
Silt, wet (SM).

131

1327 67 | 2409 |132-134 | 265045 Very dense, brown to grayish-brown, well | 13,5

sorted, fine to medium grained SAND, little  [132.5AND (SW)
Silt, wet (SM). Changing at 132.3 feet to: SAND (SP)
Very dense, brown to dark brown,
moderately sorted, coarse to fine grained
SAND, trace Silt, wet (SW). Changing at
132.5 feet to: Very dense, brown to
grayish-brown, well sorted, fine to medium
68 24/3 134-136 5-10 SAND, little Silt, wet (SM)

39-50/4" Dense, brown to grayish-brown, well sorted,
. fine to medium SAND, little Silt, wet (SM).

133

134

135

1367 69 | 2456 |136-138 | 9-32:505" Very dense, brown to grayish-brown, well

sorted, fine to medium SAND, little Silt, wet
(SM).

137

OXAP>=EMAI

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: SB-9/MW-9D




BORING WELL 6233552 WWW US 131 SB-9 THROUGH SB-11.GPJ GZA CORP.GDT 1/25/18

an)

GeoEnvironmental, Inc.
Engineers and Scientists

Sample Information

Wolverine World Wide,

Inc.

uUs 131

Belmont, Michigan

Boring No.: _SB-9/MW-9D
Page: _ 11 of _ 16
File No.: _ 16.0062335.52
Check: Jim Cai

Depth

No.

Pen./
Rec.

(in.)

Depth
(Ft.)

Blows
(/6")

Test
Data

Sample
Description & Classification

Stratum
Desc.

Remarks

Equipment Installed

139

140

141

142

143

144 —

145—

146

147

148

149

150

151

70

71

72

73

74

75

76

2414

24/6

24/4

24/8

24/10

24/9

24/4

138-140

140-142

142-144

144-146

146-148

148-150

150-152

50/5"

50/5.5"

50/4.5"

12-37-50/2"

32-50/3.5"

35-50/3"

50/5"

Very dense, grayish-brown, moderately
sorted, fine to medium grained SAND, little
Silt, trace Clay, trace Gravel, slightly
cohesive, wet (SM).

Very dense, grayish-brown, well sorted, fine
grained SAND, trace Silt, non to slightly
cohesive, wet with occasional very thin
seams of Silty Clay (SP-SC).

Very dense, brown to dark brown,
moderately sorted, fine to coarse grained
SAND, trace Silt, trace Clay, trace Gravel,
wet (SW).

Very dense, dark grayish-brown, poorly
sorted, fine to coarse grained SAND, trace
Gravel, trace Silt, trace Clay, wet (SW).
Changing at 144 .4 feet to: Very dense, pale
brown grading to brown, moderately sorted,
fine to coarse grained SAND, trace Silt,
trace Gravel, non to slightly cohesive, wet
(SW).

Very dense, pale brown grading to brown,
moderately sorted, fine to coarse grained
SAND, trace Silt, trace Gravel, non to
slightly cohesive, wet (SW).

Very dense, pale brown grading to brown,
moderately sorted, fine to coarse grained
SAND, trace Silt, trace Gravel, non to
slightly cohesive, wet (SP). Changing at
148.6 feet to: Very dense, pale brown, very
well sorted, fine to medium SAND, trace
Silt, wet (SP).

Very dense, pale brown, moderately sorted,
fine to coase grained SAND, trace Silt, trace
Gravel, wet (SW).

SAND (SP)

142'

SAND (SW)

148.6'

SAND (SP)

150'

SAND (SW)

152'

OXAP>=EMAI

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: SB-9/MW-9D




BORING WELL 6233552 WWW US 131 SB-9 THROUGH SB-11.GPJ GZA CORP.GDT 1/25/18

Wolverine World Wide, Inc.

GZA
GeoEnvironmental, Inc. Uus 131
Engineers and Scientists

an)

Belmont, Michigan

Boring No.: _SB-9/MW-9D
Page: _ 12 of _ 16
File No.: _ 16.0062335.52

Sample Information Check: Jim Cai
< 7]
° x Equipment Installed
& No F‘;‘:’;‘/ Depth | Blows | Test Sample Stratum & adlp
a : (in.)' (Ft.) (/6") Data Description & Classification Desc. g
4
77 | 2400 |150-154 | 504" NO RECOVERY. NO
RECOVERY
153 —
154 — 154'
78 24/4 | 154-156 | 50/5.5" Very dense, pale brown, moderately sorted, SAND (SW)
| fine to coarse SAND, trace Silt, trace
Gravel, wet (SW).
155— .
1961 79 | 2417 |156-158 | 34504 Very dense, pale brown, moderately sorted,
| fine to coarse grained SAND, trace Silt, 156.5'
trace Gravel, wet (SW). Changing at 156.5 SILT (ML)
feet to: Pale brown, very well sorted, SILT,
157 trace Clay, moderately cohesive, slightly
plastic, wet (ML).
158 158"
80 24/4 | 158-160 | 40-50/2.5" Very dense, grayish-brown, very well sorted, SAND (SM)
| fine grained SAND, little Silt, wet (SM).
159—
160 g4 24/3 | 160-162 | 505" Very dense, grayish-brown, very well sorted, 1
| fine grained SAND, little Silt, wet (SM).
161—
16271 g | 2414 |162-164 | 41505 Very dense, brown to dark brown,
| moderately well sorted, fine grained SAND,
little Silt, wet (SM).
163 —
16471 g3 | 2414 |164-166| S0 Very dense, brown to dark brown,
| moderately well sorted, fine grained SAND,
little Silt, wet (SM).
165— .
R
E
M
A
R
K
S

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: SB-9/MW-9D




BORING WELL 6233552 WWW US 131 SB-9 THROUGH SB-11.GPJ GZA CORP.GDT 1/25/18

Wolverine World Wide, Inc. Boring No.: _SB-9/MW-9D
GI\ GeoEnvironmental, Inc. uUs 131 Page: _ 13 of _ 16
Engineers and Scientists . File No.: __16.0062335.52
Belmont, Michigan T Jimcai
Sample Information Check:
< 7]
° x Equipment Installed
& No F‘;‘:’;‘/ Depth | Blows | Test Sample Stratum & adlp
a : (in.)' (Ft.) (/6") Data Description & Classification Desc. g
4
84 24/3 | 166-168 | 43-50/3" Very dense, brown to dark brown, SAND (SM)
| moderately well sorted, fine grained SAND,
little Silt, wet (SM).
167 —
16871 g5 | 2412 |168-170 | 47503 Very dense, brown, well sorted, fine to
| medium SAND, little Silt, trace Clay, slightly
cohesive, non to slightly plastic, wet (SM).
169—
17071 g | 2417 [170-172 | se-s04" Very dense, brown, well sorted, fine to i
| medium SAND, little Silt, trace Clay, slightly
cohesive, non to slightly plastic, wet (SM).
171+
1727 g | 2400 |[172-174 | 43505 Very dense, brown, well sorted, fine to
| medium SAND, little Silt, trace Clay, slightly
cohesive, non to slightly plastic, wet (SM).
173+
17471 g9 | 24110 | 174176 | 3550 Very dense, brown, well sorted, fine to 1742
| medium SAND, little Silt, trace Clay, slightly SILT (ML)
cohesive, non to slightly plastic, wet (SM).
Changing at 174.2 feet to: Grayish-brown,
175 very well sorted, SILT, little fine grained T
Sand, trace Clay, slightly cohesive, slightly
7] plastic, moist to wet (ML).
176 176"
90 | 2400 |176-178| 2850 NO RECOVERY. NO
RECOVERY
177
178 178"
91 24/4 | 178-180 | 45-50/3.5" Grayish-brown, very well sorted, SILT, little SILT (ML)
| fine grained Sand, trace Clay, slightly
cohesive, slightly plastaic, moist to wet
ML).
179+ (ML)
180'
R
E
M
A
R
K
S

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: SB-9/MW-9D




BORING WELL 6233552 WWW US 131 SB-9 THROUGH SB-11.GPJ GZA CORP.GDT 1/25/18

an)

GeoEnvironmental, Inc.
Engineers and Scientists

Sample Information

Wolverine World Wide, Inc.

uUs 131

Belmont, Michigan

Boring No.: _SB-9/MW-9D
Page: _ 14 of _ 16
File No.: _ 16.0062335.52
Check: Jim Cai

Equipment Installed

< 7]
2 X
& No F‘;‘:’;‘/ Depth | Blows | Test Sample Stratum &
a : (in.)' (Ft.) (/6") Data Description & Classification Desc. g
4
92 24/1 | 180-182 | 45-50/3.5" Very dense, brown, well sorted, fine to SAND (ML)
| medium SAND, little Silt, trace Clay, slightly
cohesive, non to slightly plastic, wet (SM).
181
182 182.1"
93 24/6 | 182-184 50 Very dense, brown to dark brown, 82.251LT (ML)
| moderately well sorted, fine grained SAND, 4??2'5—/‘-”\,\“3(3“,”,
little Silt, wet (SM). Changing at 182.1 feet SILT (ML)
to: Brown to dark brown, very well sorted,
183 SILT, moderately cohesive, wet (ML).
Changing at 182.2 feet to: Brown to dark
7] brown, moderately well sorted, fine grained
SAND, little Silt, wet (SM). Changing at 184
184 o4 24/0 | 184-186| 5055 182.4 feet to: Brown to dark brown, very well NO
sorted, SILT, moderately cohesive, wet RECOVERY
] (ML).
NO RECOVERY.
185—
186 — 186'
95 24/6 | 186-188 | S8/ Very dense, grayish-brown, very well sorted, SAND (SP)
| fine to medium SAND, trace Silt, trace Clay,
slightly cohesive, wet (SP).
187
188 96 24/5 | 188-190 75/6" Very dense, grayish-brown, very well sorted,
| fine to medium SAND, trace Silt, trace Clay,
slightly cohesive, wet (SP).
189—
190 97 24/4 | 190-192 50/6" Very dense, grayish-brown, very well sorted,
| fine to medium SAND, trace Silt, trace Clay,
slightly cohesive, wet (SP).
191
192 98 2472 | 192-194 50/5" Very dense, grayish-brown, very well sorted,
| fine to medium SAND, trace Silt, trace Clay,
slightly cohesive, wet (SP).
193
R
E
M
A
R
K
S

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: SB-9/MW-9D




BORING WELL 6233552 WWW US 131 SB-9 THROUGH SB-11.GPJ GZA CORP.GDT 1/25/18

Wolverine World Wide, Inc.

GZA
GeoEnvironmental, Inc. Us 131
Engineers and Scientists

Belmont, Michigan

Sample Information

Boring No.: _SB-9/MW-9D
Page: _ 15 of _ 16
File No.: _ 16.0062335.52
Check: Jim Cai

2
Pen./

No Rec Depth Blows | Test Sample Stratum
: (in.)' (Ft.) (/6") Data Description & Classification Desc.

Depth

Remarks

Equipment Installed

99 24/9 | 194-196 | 42-50/3" Grayish-brown, very well sorted, fine to 194.5AND (SP)
medium SAND, trace Silt, trace Clay, SILT (ML)
slightly cohesive, wet (SP). Changing at
194.3 feet to: Grayish-brown, very well
sorted, SILT, cohesive, moist to wet (ML).

195

1961 100 | 2419 |196-198 | 1538503 Grayish-brown, very well sorted, SILT,

cohesive, moist to wet (ML).

197

198'

101 24/9 | 198-200 | 24-50/5" Grayish-brown, poorly sorted, CLAY & SILT, [198Q@LAY &SILT

N some Sand, trace Gravel, slightly plastic, S|L(TCLn)/||_
moderately cohesive, moist (CL). Changing (ML)

at 198.2 feet to: Grayish-brown, very well

sorted, SILT, cohesive, moist to wet (ML).

198

199

200'

102 24/4 | 200-202 | 28-50/3" Grayish-brown, poorly sorted, CLAY & SILT, CLAY & SILT
some Sand, trace Gravel, slightly plastic, L

moderately cohesive, moist (CL).

200

201

2027 403 | 2453 | 202-204| 50" Grayish-brown, poorly sorted, CLAY & SILT,

some Sand, trace Gravel, slightly plastic,
moderately cohesive, moist (CL).

203

20471 104 | 2477 |204206| S0 Grayish-brown, poorly sorted, CLAY & SILT, |50

some Sand, trace Gravel, slightly plastic, SAND (SM)
moderately cohesive, moist (CL). Changing
at 204.3 feet to: Grayish-brown, well sorted,
205 fine to medium grained SAND, litle Silt,
moderately cohesive, wet (SM). Changing at
204 .4 feet to: Grayish-brown, moderately
well sorted, fine to medium SAND, little Silt,
105 | 24112 | 206-208 | 30-50/4" trace Gravel, non-plastic, non-cohesive,
moist to wet (SM). 206.4'

b Grayish-brown, moderately well sorted, fine ~ [R08.55ILT (ML)
to medium SAND, little Silt, trace Gravel, SAND (SM)
207 — non-plastic, non-cohesive, moist to wet
(SM). Changing at 206.4 feet to:

B Grayish-brown, well sorted, SILT, trace
Clay, slightly coheisive, moderately

206 —

" -=+—Silica Sand
s Filter Pack

Top of Well
Screen

2-Inch Dia.
5-Foot PVC
Screen (0.010"
Slot)

OXAP>=EMAI

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times

and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: SB-9/MW-9D




BORING WELL 6233552 WWW US 131 SB-9 THROUGH SB-11.GPJ GZA CORP.GDT 1/25/18

Wolverine World Wide, Inc.

GZA
GeoEnvironmental, Inc. Us 131
Engineers and Scientists

Belmont, Michigan

Sample Information

Boring No.: _SB-9/MW-9D
Page: _ 16 of _ 16
File No.: _ 16.0062335.52
Check: Jim Cai

2
Pen./

Equipment Installed

Depth

No Rec Depth Blows | Test Sample Stratum
: (in.)' (Ft.) (/6") Data Description & Classification Desc.

Remarks

106 24/9 | 208-210 | 1924 cohesive, moist to wet (ML). Changing at SAND (SM)
1 225 206.5 feet to: Dense, grayish-brown, 208-4;3|LT o
moderately well sorted, fine to medium 208.8 (ML)
SAND, little Silt, trace Gravel, non-plastic, Silty CLAY (CL)
non-cohesive, moist to wet (SM).
Dense, grayish-brown, moderately well
N sorted, fine to medium SAND, little Silt,
trace Gravel, non-plastic, non-cohesive,
107 24/8 210-212 | 14-18-75/6" moist to wet (SP) Changing at 208.4 feet
to: Grayish-brown, well sorted, SILT, trace
N Clay, slightly cohesive, moderately
cohesive, moist to wet (ML). Changing at
211 208.8 feet to: Grayish-brown, very well
sorted, Silty CLAY, plastic, cohesive, moist ~ [211.3
(CL) SAND (SM)
Grayish-brown, very well sorted, Silty CLAY,
. plastic, cohesive, moist (CL). Changing at
108 | 24115 | 212-214 | 19455033 211.3 feet to: Grayish-brown, moderately
| well sorted, fine to medium SAND, little Silt,
trace Gravel, non-plastic, non-cohesive, 212.0
213 moist to wet (SM). “SAND (M)
Grayish-brown, very well sorted, Silty CLAY,
plastic, cohesive, moist (CL). Changing at
212.9 feet to: Grayish-brown, well sorted,
fine to medium SAND, little Silt, trace Clay,
109 | 24/12 | 214-216 | 34-50/3" wet with occasional very thin Silty Clay
seams (SM).
Grayish-brown, well sorted, fine to medium
SAND, little Silt, trace Clay, wet with 214.9'
occasional very thin Silty Clay seams (SM). SILT (ML)
Changing at 214.7 feet to: Grayish-brown,
moderately well sorted, fine to medium
SAND, little Silt, trace Gravel, non-plastic, 216
110 24/18 | 216-218 | 18-27-50/5" non-cohesive, moist to wet (SM) Changing Silty CLAY (CL)
at 214.9 feet to: Grayish-brown, well sorted,
b SILT, trace Clay, slightly to moderately
coheisve, moist to wet (ML).
217 — Grayish-brown, very well sorted, Silty CLAY,
plastic, cohesive, moist (CL). Changing at 217.4'
- 217 .4 feet to: Dark gray with reddish-yellow CLAY & SILT
stains, poorly sorted, CLAY & SILT, some (L)
. Sand, trace Gravel, wet (CL).
111 | 2418 | 218-220 | 16-32:504 Grayish-brown, very well sorted, Silty CLAY,
i plastic, cohesive, moist (CL).

209

210

212

212 — Silty CLAY (CL)

214

215

216

218"

218 Silty CLAY (CL)

219

220"

220 Bottom of Borehole at 220.0 Feet 4

221

Bottom of Well
Screen

4. Monitoring well was installed in borehole upon completion. Well screen set from 203.0 to 208.0 feet below ground surface.

OXAP>=EMAI

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: SB-9/MW-9D




BORING WELL 6233552 WWW US 131 SB-9 THROUGH SB-11.GPJ GZA CORP.GDT 1/25/18

GeoEnvironmental, Inc.
Engineers and Scientists

an)

Contractor:

Stearns Drilling Company

Wolverine World Wide, Inc.

uUs 131

Belmont, Michigan

Auger/

Foreman: Jerry Huntoon

Casing Sampler

Logged by: John Morehouse

Type;HoIIow Stem Auger  Split Spoon

GROUNDWATER READINGS
Time

Date

Boring No.: __ MW-9M
Page: 1 of 4
File No.: __16.0062335.52
Check: Jim Cai

Depth Casing Stab

Date Start/Finish: 11-17-17 / 11-17-17

O.D./I1.D.: __8.0"/4.25" 2.0"/13/8"

Boring Location:

Hammer Wt.: 140lbs NA

GSElev.: __817.90'  patum:

Sample Information

Hammer Fall: 30" NA

TOC Elev.: NA NA

Surveyed By:

NA

Survey Date:

Pen./
Rec.

(in.)

Test
Data

Blows
(/6")

Depth

Depth

No. (Ft)

Sample
Description & Classification

Stratum
Desc.

Remarks

Equipment Installed

——PROTECTIVE
CASING

See SB-9/MW-9D boring log for sample
description and classification.

OXAP>=EMAI

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: MW-9M




BORING WELL 6233552 WWW US 131 SB-9 THROUGH SB-11.GPJ GZA CORP.GDT 1/25/18

an)

GeoEnvironmental, Inc.
Engineers and Scientists

Wolverine World Wide, Inc.

uUs 131

Sample Information

Belmont, Michigan

Boring No.: ___MW-9M
Page: __ 2 of 4

File No.: __16.0062335.52
Check: Jim Cai

s

% Pen./
a No. Rec.
(in.)

Depth
(Ft.)

Blows
(/6")

Test
Data

Sample
Description & Classification

Stratum
Desc.

Remarks

Equipment Installed

OXAP>=EMAI

Grout

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: MW-9M




BORING WELL 6233552 WWW US 131 SB-9 THROUGH SB-11.GPJ GZA CORP.GDT 1/25/18

an)

GeoEnvironmental, Inc.
Engineers and Scientists

Wolverine World Wide, Inc.

uUs 131

Sample Information

Belmont, Michigan

Boring No.: ___MW-9M
Page: _ 3 of 4

File No.: __16.0062335.52
Check: Jim Cai

s

% Pen./
a No. Rec.
(in.)

Depth
(Ft.)

Blows
(/6")

Test
Data

Sample
Description & Classification

Stratum
Desc.

Remarks

Equipment Installed

OXAP>=EMAI

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: MW-9M




BORING WELL 6233552 WWW US 131 SB-9 THROUGH SB-11.GPJ GZA CORP.GDT 1/25/18

an)

GeoEnvironmental, Inc.
Engineers and Scientists

Sample Information

Wolverine World Wide, Inc.

uUs 131

Belmont, Michigan

Boring No.: __ MW-9M
Page: 4  of __ 4
File No.: _ 16.0062335.52
Check: Jim Cai

Depth

No.

Pen./
Rec.

(in.)

Depth
(Ft.)

Blows
(/6")

Test
Data

Sample
Description & Classification

Stratum
Desc.

Remarks

Equipment Installed

101
102
103
104
105
106
107
108
109
110
111
112
113
114
115
116
117
118
119
120
121
122
123
124
125
126
127
128
129
130
131

132
133
134

Bottom of Borehole at 131.0 Feet

- Top of Well
—\ Screen

] Silica Sand

’ Filter Pack

2-Inch Dia.

5-Foot PVC

Screen (0.010" |

Slot)

Bottom of Well
Screen

OXAP>=EMAI

1. Monitoring well was installed in borehole upon completion. Well screen set from 126.0 to 131.0 feet below ground surface.

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: MW-9M




BORING WELL 6233552 WWW US 131 SB-9 THROUGH SB-11.GPJ GZA CORP.GDT 1/25/18

Wolverine World Wide, Inc. Boring No.: MW-9S
GI\ GeoEnvironmental, Inc. US 131 Page: 1 of 1
Engineers and Scientists . File No.: __16.0062335.52
Belmont, Michigan T Jimcai
Contractor: Stearns Drilling Company Auger/ s I Check:
Foreman: Jerry Huntoon Casing ampler GROUNDWATER READINGS
Logged by: John Morehouse Type:Hollow Stem Auger __Split Spoon Date Time Depth Casing Stab
Date Start/Finish: 11-17-17 / 11-17-17 O.D./1.D.: 8.0"/4.25" 2.0"/13/8"
Boring Location: Hammer Wt.: 140lbs NA
GS Elev.: ___817.80' _ Datum: Hammer Fall: 30" NA
- TOC Elev.: NA NA Surveyed By: __NA___ Survey Date:
Sample Information
= (7]
2 X Equipment Installed
& No F‘;‘z;'/ Depth | Blows | Test Sample Stratum & adie
a : o (Ft.) (/6") Data Description & Classification Desc. £ PROTECTIVE
(in.) e CASING
See SB-9/MW-9D boring log for sample
1 description and classification.
2_
3_
4—
5_ -4
6_
7_
8_
9_
10— 1
11 Grout
12—
13
14—
15— 1
16—
17—
18—
19—
20 1
21
20 : — Bentonite Seal
23
24—
25— 1
26 Top of Well
Screen
27 A\ Silica Sand
28— Filter Pack
2-Inch Dia.
29 5-Foot PVC
30— Screen (0.010"
Slot)
31 Bottom of Borehole at 31.0 Feet 1 Bottom of Well
Screen

OXAP>=EMAI

1. Monitoring well was installed in borehole upon completion. Well screen set from 26.0 to 31.0 feet below ground surface.

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: MW-9S




BORING WI 62355.52 HOUSE STREET COMPLETE.GPJ WI DNR.GDT 4/18/20

GZA Wolverine World Wide, Inc.
GeoEnvironmental, Inc. House Street

Engineers and Scientists .
Belmont, Michigan

GI\

Boring No.: SB-10/MW-10D
Page: 1 of __ 10
File No.: _ 16.0062335.52

Contractor: Stearns Drilling Company Auger/ Samol Check: ___ JTM/AMG
Foreman: Jerry Huntoon Casing ampler GROUNDWATER READINGS
Logged by: Julie Groenleer/Joe Workman Typélollow Stem Auger Split Spoon Date Time Depth Casing Stab
Date Start/Finish: 11-20-17 / 11-28-17 O.D./1.D.: _8.0"/4.25" 2.0"/13/8"
Boring Location®87,298.7726 N; 12,789,357.1821 EHammer Wt.: 140lbs NA
GSElev.: __7809" patum:___ Hammer Fall: 30" NA
- Other: NA NA
Sample Information
L ()
b X Equipment Installed
& No F;:r;.l Depth % % Sample Stratum s adie
a : (in ) (Ft.) REC RQD Description & Classification Desc. g PROTECTIVE
- o CASING
1 24/17 0-2 2-2 TOPSOIL. Changing at 0.6 feet to: Loose, . TOPSOIL
3-2 brown, fine to medium SAND, trace Silt, 0.6 VI
1- damp (SP). (SP)
27 2 24/16 2-4 2-3 Medium dense, brown, fine to medium
8-7 SAND, trace Silt, damp (SP).
3_
4— L
3 24/0 4-6 4-5 NO RECOVERY. NO
6-8 RECOVERY
5_ 4
6 g
4 24/18 6-8 3-3 Loose, brown, fine to medium SAND, trace SAND (SW)
4-4 Silt, damp (SP).
7_
87 5 24/14 8-10 2-4 Loose, brown, fine to medium SAND, trace
4-4 Silt, damp (SP).
9_
071 6 |24/20| 1012 | 25 Medium dense, brown, fine to medium 1
7-5 SAND, trace Silt, damp (SP).
11—
124 7 24/12 | 12-14 3-2 Loose, brown, fine to medium SAND, trace
3-3 Silt, damp (SP).
13—
144 8 24/21 | 14-16 3-3 Loose, brown, fine to medium SAND, trace
34 Silt, damp (SP).
15— 1
16 9 24/20 | 16-18 2-4 Loose, brown, fine to medium SAND, trace
4-6 Silt, damp (SP).
17—
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Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: SB-10/MW-10D




GZA Wolverine World Wide, Inc. Boring No.: SB-10/MW-10D
Gn Geo_Enwronmen_taI,_Inc. House Street Page: 2 of 10
Engineers and Scientists . File No.: _ 16.0062335.52
Belmont, Michigan T IMUMG
Sample Information Check: ___ JTWIML
< 7]
2 X Equipment Installed
& No F;:r::.l Depth % % Sample Stratum s adlp
a : (in.)' (Ft.) REC RQD Description & Classification Desc. g
[14
10 24/18 | 18-20 3-6 Medium dense, brown, fine to medium SAND (SW)
6-6 SAND, trace Silt, damp (SP).
19
207 11 | 2417 2022 | 34 Loose, brown, fine to medium SAND, trace i
6-7 Silt, damp (SP).
21
229 12 |24/19| 2224 | 35 Medium dense, brown, fine to medium
6-7 SAND, trace Silt, damp (SP).
23
247 13 |24/22| 2426 | 46 Medium dense, brown, fine to medium
8-8 SAND, trace Silt, damp (SP).
25 .
267 14 |24/18| 2628 | 613 Medium dense, brown, fine to medium
13-18 SAND, trace Silt, damp (SP).
27
287 15 |24/20| 2830 | 10-13 Dense, brown, fine to medium SAND, trace
21-20 Silt, damp (SP).
29
307 16 |24/20| 3032 | 10-16 Dense, brown, fine to medium SAND, trace i
21-24 Silt, damp (SP).
31
327 47 | 24/22| 3234 | 11-16 Dense, brown, fine to medium SAND, trace
24-27 Silt, damp (SP).
33
3471 18 | 24/18| 3436 | 10-16 Dense, brown, fine to medium SAND, trace
26-32 Silt, damp (SP).
35 .
361 19 |24/19| 3638 | 12-21 Dense, brown, fine to medium SAND, trace
25-29 Silt, damp (SP).
37
387 20 |24/16 | 3840 | 8-18 Dense, brown, fine to medium SAND, trace
21-27 Silt, damp (SP).
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BORING WI 62355.52 HOUSE STREET COMPLETE.GPJ WI DNR.GDT 4/18/20

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times Boring No.: SB-10/MW-10D
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made. ) . - -




GZA Wolverine World Wide, Inc. Boring No.: SB-10/MW-10D
Gn GeoEnvironmental, Inc. House Street Page: _ 3  of 10
Engineers and Scientists Belmont. Michigan File No.: _ 16.0062335.52
Sample Information ' Check: __ JTMIMG
< 0
b X Equipment Installed
§' No F‘;‘:’;‘/ Depth % % Sample Stratum & adlp
: (in.)' (Ft.) REC RQD Description & Classification Desc. g
14
SAND (SW)
407 21 | 2423 | 4042 | 14-20 Dense, brown, fine to medium SAND, trace 1
22-25 Silt, damp (SP).
41—
427 22 |oa20 | 42-44 | 812 Medium dense, brown, fine to medium
17-21 SAND, trace Silt, damp (SP).
43—
447 23 | 2424 | 4446 | 7-10 Medium dense, brown, fine to medium
10-9 SAND, trace Silt, damp (SP).
45— .
467 24 |oa118| 4648 | 7-13 Medium dense, brown, fine to medium
14-14 SAND, trace Silt, trace Gravel, damp (SP).
47 —
487 25 | 2424 | 4850 | 9-11 Medium dense, brown, fine to medium
11-12 SAND, trace Silt, trace Gravel, damp (SP).
49—
501 26 |24/16 | 5052 | 9-11 Medium dense, brown, fine to medium 1
13-10 SAND, trace Silt, moist (SP).
51—
5271 27 |24/24 | 5254 | 9-11 Medium dense, brown, fine to medium
11-7 SAND, trace Silt, moist (SP). Changing at
53— 53.0 feet to: Medium dense, brown, fine to
medium SAND, trace Silt, wet (SP). 1
5471 28 |2417| 5456 | 33 Loose, brown, fine to medium SAND, trace
6-8 Silt, wet (SP).
55— 1
56 29 24/18 | 56-58 2-3 Loose, brown, fine to coarse SAND, trace
7-7 Silt, trace fine Gravel, wet (SW).
57—
58 30 24/13 | 58-60 4-8 Medium dense, brown, fine to coarse
8-10 SAND, trace Silt, trace fine Gravel, wet
59— (SW).

1. Groundwater was encountered at approximately 53.0 feet below ground surface.

OXAP>=EMAI

BORING WI 62355.52 HOUSE STREET COMPLETE.GPJ WI DNR.GDT 4/18/20

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times Boring No.: SB-10/MW-10D
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made. ) . - -




BORING WI 62355.52 HOUSE STREET COMPLETE.GPJ WI DNR.GDT 4/18/20

GZA Wolverine World Wide, Inc. Boring No.: SB-10/MW-10D
Gn Geo_Enwronmen_tal, _I nc. House Street Page: 4 of 10
Engineers and Scientists . File No.: _ 16.0062335.52
Belmont, Michigan T IMUMG
Sample Information Check:
L (]
b X Equipment Installed
& No F;:r::.l Depth % % Sample Stratum s adlp
a : (in.)' (Ft.) REC RQD Description & Classification Desc. g
['4
31 24/6 60-62 2-4 Loose, brown, fine to coarse SAND, trace SAND (SW)
6-9 Silt, trace fine Gravel, wet (SW).
61—
62— 62
32 24/3 62-64 6-8 Medium dense, brown, fine to medium SAND (SP)
13-20 SAND, trace Silt, wet (SP).
63—
647 33 |24/12| 6466 | 49 Medium dense, brown, fine to medium
10-15 SAND, trace Silt, wet (SP).
65— 1
66— 66'
34 24/12 | 66-68 2-5 Medium dense, brown, fine to medium SAND (SM)
8-11 SAND, little Silt, wet (SM).
67—
68— 68'
35 24/8 68-70 5-7 Medium dense, brown, fine to medium SAND (SP)
13-15 SAND, trace Silt, wet (SP).
69—
07 36 |2411| 7072 | 33 Loose, brown, fine to medium SAND, trace 1
7-8 Silt, wet (SP).
71—
27 37 |24n13| 7274 | 24 Medium dense, brown, fine to medium
10-10 SAND, trace Silt, wet (SP).
73—
747 38 |2420| 7476 | 23 Loose, brown, fine to medium SAND, trace
5-12 Silt, wet (SP).
75— 1
767 39 |2417| 7678 | 3-8 Medium dense, brown, fine to medium
10-13 SAND, trace Silt, wet (SP).
77—
87 40 |24112| 7880 | 45 Medium dense, brown, fine to medium
8-15 SAND, trace Silt, wet (SP).
79—
801 41 |24121| 8082 | 412 Dense, brown, fine to medium SAND, trace 1
19-22 Silt, wet (SP).
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Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: SB-10/MW-10D




BORING WI 62355.52 HOUSE STREET COMPLETE.GPJ WI DNR.GDT 4/18/20

GZA Wolverine World Wide, Inc.
GeoEnvironmental, Inc. House Street

Engineers and Scientists .
Belmont, Michigan

GI\

Boring No.: SB-10/MW-10D
Page: 5 of _ 10
File No.: _ 16.0062335.52

Sample Information Check: __ JTMIMG
< 7]
2 X Equipment Installed
§' No F‘;‘:’;‘/ Depth % % Sample Stratum & adlp
: (in.)' (Ft.) REC RQD Description & Classification Desc. g
[14
SAND (SP)
829 42 | 24113 | 8284 | 412 Dense, brown, fine to medium SAND, trace
21-25 Silt, wet (SP).
83
847 43 |24/22| 8486 | 6-10 Medium dense, brown, fine to medium
15-15 SAND, trace Silt, wet (SP).
85 .
86 44 |24/18| 8688 | 37 Medium dense, brown, fine to medium
7-15 SAND, trace Silt, trace coarse Sand, wet
87 (SP).
887 45 |24/19| 8890 | 5-11 Medium dense, brown, fine to medium
15-16 SAND, trace Silt, trace coarse Sand, wet
89 (SP).
07 46 |24/16| 9002 | 48 Medium dense, brown, fine to medium i
20-22 SAND, trace Silt, trace coarse Sand, wet
91 (SP).
Grout
927 47 |24/20| 9204 | a7 Medium dense, brown, fine to medium
15-19 SAND, trace Silt, wet (SP).
93
9 48 | 20120 | 94957 | 4-12 Dense, brown, fine to medium SAND, trace
38-50/4" Silt, wet (SP).
95 .
9B 49 |24/22| 9608 | 7-14 Dense, brown, fine to medium SAND, trace
22-30 Silt, wet (SP).
97
9B 50 | 24/4 | 98100 | 58 Medium dense, brown, fine to medium
15-22 SAND, trace Silt, wet (SP).
99
1001 54 | 2418 | 100-102| 3-8 Medium dense, brown, fine to medium i
13-21 SAND, trace Silt, wet (SP).
101
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Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: SB-10/MW-10D




BORING WI 62355.52 HOUSE STREET COMPLETE.GPJ WI DNR.GDT 4/18/20

GI\

GZA
GeoEnvironmental, Inc.

Engineers and Scientists

Sample Information

Wolverine World Wide, Inc.

House Street

Belmont, Michigan

Boring No.: SB-10/MW-10D
Page: 6  of 10
File No.: _ 16.0062335.52
Check: JTM/IMG

Equipment Installed

= (7]
- X
& No F;:r::.l Depth % % Sample Stratum s
a : (in.)' (Ft.) REC RQD Description & Classification Desc. g
[14
52 24/20 | 102-104 4-5 Medium dense, brown, fine to medium SAND (SP)
15-19 SAND, trace Silt, wet (SP).
103
1041 53 | 24/18 | 104-106 | 6-7 Medium dense, brown, fine to medium
13-21 SAND, trace Silt, wet (SP).
105
10671 54 | 2413 | 106-108| 5-13 Dense, brown, fine to medium SAND, trace
29-45 Silt, wet (SP).
107
108 — 108'
55 24/17 | 108-110 | 5-11 Dense, brown, fine to medium SAND, little SAND (SM)
21-35 Silt, wet (SM).
109
110 110
56 24/20 | 110-112| 4-13 Dense, brown, fine to medium SAND, trace SAND (SP)
32-56 Silt, wet (SP).
111
M27 57 | 2a7 |112-114| 5-11 Medium dense, brown, fine to medium
18-31 SAND, trace Silt, wet (SP).
113
1471 58 | 2418 | 114-116| 37 Medium dense, brown, fine to medium
18-35 SAND, trace Silt, wet (SP).
115
1167 59 | 248 | 116-118| 2-2 Loose, brown, fine to medium SAND, trace
3-5 Silt, wet (SP).
117
87 60 | 24117 | 118-120| 2-8 Dense, brown, fine to medium SAND, trace
36-50 Silt, wet (SP).
119
12071 61 | 17/18 [120-121.44-37-50/5 Very dense, brown, fine to medium SAND,
trace Silt, wet (SP).
121
12271 62 | 22120 [122-123.8 11-26 Very dense, brown, fine to medium SAND,
34-50/4" trace Silt, wet (SP).
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Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: SB-10/MW-10D




BORING WI 62355.52 HOUSE STREET COMPLETE.GPJ WI DNR.GDT 4/18/20

GI\

GZA
GeoEnvironmental, Inc.

Engineers and Scientists

Sample Information

Wolverine World Wide, Inc.

House Street

Belmont, Michigan

Boring No.: SB-10/MW-10D
Page: 7 of _ 10
File No.: _ 16.0062335.52
Check: ___ JTMIMG

Equipment Installed

< 7]
- X
& No F;:r::.l Depth % % Sample Stratum s
a : (in.)' (Ft.) REC RQD Description & Classification Desc. g
[14
SAND (SP)
12470 63 | 2411 | 124-126 |  1-1 Medium dense, brown, fine to medium
15-25 SAND, trace Silt, wet (SP).
125
126 — 126'
64 | 2410 |126-128| 23 NO RECOVERY. NO
8-21 RECOVERY
127
128 — 128'
65 24/21 | 128-130 6-6 Medium dense, brown, fine to medium SAND (SP)
16-23 SAND, trace Silt, wet (SP).
129
13071 66 | 2413 | 130-132| 1-10 Medium dense, brown, fine to medium
12-15 SAND, trace Silt, wet (SP).
131
1327 67 | 24/a | 132134 89 Dense, brown, fine to medium SAND, trace
23-50 Silt, wet (SP).
133
13471 68 | 2012 [134-135.7  5-12 Dense, brown, fine to medium SAND, trace
26-50/4" Silt, wet (SP).
135
13671 69 | 2013 [136-137.7 37 Dense, brown, fine to medium SAND, trace
31-50/2" Silt, wet (SP).
137
13871 70 | 16/11 [138-139.32-21-50/4F Very dense, brown, fine to medium SAND,
trace Silt, wet (SP).
139
14071 71 | 15/15 [140-141.34-25-50/3 Very dense, brown, fine to medium SAND,
trace Silt, wet (SP).
141
14271 72 | 1212 | 142-143 | 19-50/6" Very dense, brown, fine to medium SAND,
trace Silt, wet (SP).
143
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Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: SB-10/MW-10D
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GI\

GZA
GeoEnvironmental, Inc.

Engineers and Scientists

Sample Information

Wolverine World Wide, Inc.

House Street

Belmont, Michigan

Boring No.: SB-10/MW-10D
Page: 8 of__10
File No.: _ 16.0062335.52
Check: ___ JTMIMG

Equipment Installed

< 0
‘' X
& No F;:r::.l Depth % % Sample Stratum s
a : (in.)' (Ft.) REC RQD Description & Classification Desc. g
14
73 24/21 | 144-146 | 9-13 Medium dense, brown, fine to medium SAND (SP)
28-27 SAND, trace Silt, wet (SP).
145
1461 74 | 18116 [146-147.91-29-50/6 Very dense, brown, fine to medium SAND,
trace Silt, wet (SP).
147
1487 75 | 24120 | 148-150 | 6-13 Dense, brown, fine to medium SAND, trace
32-50 Silt, wet (SP). Changing at 149.7 feet to:
149— Dense, brown, fine SAND, little Silt, wet
(SM).
149.7'
150 SAND (SM)
76 15/13 [150-151.36-21-50/3' Dense, brown, fine SAND, little Silt, wet !
(SM). Changing at 150.6 feet to: Very 15°-GSAND -
151 — dense, brown, fine to medium SAND, trace P
Silt, wet (SP).
19271 77 | 11111 [152-152.9 11-50/5" Very dense, brown, fine to medium SAND,
trace Silt, wet (SP).
153
1541 78 | 14/13 [154-155.28-41-50/2" Very dense, brown, fine to medium SAND,
trace Silt, wet (SP).
155
1967 79 | 2417 | 156-158 | 8-15 Dense, brown, fine to medium SAND, trace
27-50 Silt, wet (SP).
157
1587 80 | 1212 | 158-159 | 6-14 Dense, brown, fine to medium SAND, trace
Silt, wet (SP).
159
1607 81 | 24/11 [ 160-162| 3-5 Medium dense, brown, fine to medium
10-16 SAND, trace Silt, wet (SP).
161
16271 8o | 16/11 [162-163.37-43-50/4 Very dense, brown, fine to medium SAND,
trace Silt, wet (SP).
163
1641 83 | 16/16 [164-165.32-50-50/4 Very dense, brown, fine to medium SAND,
trace Silt, wet (SP).
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Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: SB-10/MW-10D




BORING WI 62355.52 HOUSE STREET COMPLETE.GPJ WI DNR.GDT 4/18/20

GZA Wolverine World Wide, Inc. Boring No.: SB-10/MW-10D
Gn GeoEnvironmental, Inc. House Street Page: _ 9 of 10
Engineers and Scientists . File No.: _ 16.0062335.52
Belmont, Michigan Check: __ JTMIJMG
Sample Information .
= (7]
° x Equipment Installed
& No F;:r;.l Depth % % Sample Stratum s adlp
a : (in.)' (Ft.) REC RQD Description & Classification Desc. g
4
SAND (SP)
1661 g4 | 23/15 [166-167.9 10-28 Very dense, brown, fine to medium SAND,
34-50/5" trace Silt, wet (SP).
167 —
16871 85 | 24124 |168-170 | 7-17 Dense, brown, fine to medium SAND, trace
23-20 Silt, wet (SP).
169—
17071 86 | 2323 170-1719 6-12 Medium dense, brown, fine to medium 1
19-50/5" SAND, trace Silt, wet (SP). Changing at
1714 171.0 feet to: Very dense, gray, fine to 171
medium SAND, little Clay & Silt, trace SAND (SC)
coarse Sand, trace fine Gravel, wet (SC). 172
1727 g7 | 24124 [ 172174 | 16-28 Very dense, gray, fine to medium SAND, SAND (5P)
48-36 trace Silt, wet (SP). Changing at 173.0 feet
1734 to: Very dense, gray, fine to coarse SAND, |78
little Clay & Silt, little fine Gravel, wet (SC). 473 $ANP (80)
Changing at 173.5 feet to: Very dense, gray, [;73 $AND (SP)
174 — " fine to medium SAND, trace Silt, wet (SP). A4 SAND (SC) /]
88 77 (174-174.8 50-50/1 Changing at 173.9 feet to: Very dense, gray, SAND (SP)
fine to coarse SAND, little Clay & Silt, little
175 fine Gravel, moist (SC). ]
Very dense, gray, fine to medium SAND,
176 trace coarse Sand, trace Clay & Silt, wet 176'
89 | 24/24 | 176-178| 12-29 (SP). SAND (SW)
31-35 Very dense, gray, fine to coarse SAND,
1774 some fine to coarse Gravel, trace Clay &
Silt, wet (SW).
17871 90 | 24/24 | 178-180 | 16-20 Very dense, gray, fine to coarse SAND, little
17-42 fine Gravel, trace Clay & Silt, wet (SW).
179+
1801 91 | 17/17 [180-181.48-16-50/5' Medium dense, gray, fine to coarse SAND, i
little fine Gravel, trace Silt, wet (SW).
181— Changing at 181.5 feet to: Very dense, gray,
fine to medium SAND, little Silt, wet (SM). 181.5'
182 SAND (SM) _
1827 92 | 10110 [182-182.8 11-50/4" Very dense, fine to coarse SAND, little fine SAND (SW) —— Bentonite Seal
to coarse Gravel, trace Silt, wet (SW).
183
184 — 184'
93 4/4 [(184-184.3 75/4" Very dense, gray, fine to medium SAND, SAND (SC)
little Clay & Silt, trace coarse Sand, trace
185— fine fine Gravel, moist (SC). Top of Well
Screen
186'
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Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: SB-10/MW-10D
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GZA Wolverine World Wide, Inc. Boring No.: SB-10/MW-10D

Gn GeoEnvironmental, Inc. House Street Page: _ 10 of _ 10
Engineers and Scientists . File No.: _ 16.0062335.52
Belmont, Michigan T IMIUMG
Sample Information Check:
L (]
2 X Equipment Installed
& No FI;‘:;'/ Depth % % Sample Stratum s adlp
a : (in.)' (Ft.) REC RQD Description & Classification Desc. g
4
94 3/3 |186-186.3 50/3" Very dense, gray, fine to coarse SAND, SAND (SW) B
some fine to coarse Gravel, trace Cobble, .,'—S_lllca Sand
187 trace Silt, wet (SW). - Filter Pack
2-Inch Dia.
188 5-Foot PVC
95 2/2 [188-188.2 50/2" Very dense, gray, fine to coarse SAND, Screen (0.010"
some fine to coarse Gravel, trace Cobble, Slot)
189— trace Silt, wet (SW).
| 190 |
1907 96 | 311 {90-190.3 50/3" NO RECOVERY. NO Bottom of Well
RECOVERY Screen
(Rock Fragment
191 in Tip)
192 192
Bottom of Borehole at 192.0 Feet 2
193
194 —
195 B
196 —
197 —
198
199
200 B
201
202 —
203
204 —
205 B
206 —

OXAP>=EMAI

2. Monitoring well installed upon completion.

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times Boring No.: SB-10/MW-10D

and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.




BORING WELL 6233552 WWW US 131 SB-9 THROUGH SB-11.GPJ GZA CORP.GDT 1/25/18

Wolverine World Wide, Inc. Boring No.: ___MW-10M
GI\ GeoEnvironmental, Inc. US 131 Page: 1 of 2
Engineers and Scientists . File No.: __16.0062335.52
Belmont, Michigan T Jimcai
Contractor: Stearns Drilling Company Auger/ s I Check:
Foreman: Jerry Huntoon Casing ampler GROUNDWATER READINGS
Logged by: Joe Workman Type:Hollow Stem Auger __Split Spoon Date Time Depth Casing Stab
Date Start/Finish: 0.D./1.D.: __80"/4.25 2.0"/13/8"
Boring Location: Hammer Wt.: 140lbs NA
GS Elev Datum: Hammer Fall: 30" NA
- TOC Elev.: NA NA Surveyed By: __NA___ Survey Date:
Sample Information
= (7]
° x Equipment Installed
& No F;:r;.l Depth | Blows | Test Sample Stratum & adie
a : o (Ft.) (/6") Data Description & Classification Desc. £ PROTECTIVE
(in.) e CASING
— See SB-10/MW-10D boring log for sample
- description and classification.
E Grout i

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: MW-10M




GIZ\

GeoEnvironmental, Inc.
Engineers and Scientists

Sample Information

Wolverine World Wide, Inc.

uUs 131

Belmont, Michigan

Boring No.: __ MW-10M
Page: 2  of 2
File No.: _ 16.0062335.52
Check: Jim Cai

No.

Pen./
Rec.

(in.)

Depth
(Ft.)

Blows
(/6")

Test
Data

Sample
Description & Classification

Stratum
Desc.

Remarks

Equipment Installed

Bottom of Borehole at 131.0 Feet

_ — Bentonite Seal

Top of Well
Screen

Filter Pack .

_i Silica Sand

2-Inch Dia.
5-Foot PVC
Screen (0.010"
Slot)

Bottom of Well
Screen

OXAP>=EMAI

1. Monitoring well was installed in borehole upon completion. Well screen set from 125.0 to 130.0 feet below ground surface.

BORING WELL 6233552 WWW US 131 SB-9 THROUGH SB-11.GPJ GZA CORP.GDT 1/25/18

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: MW-10M




BORING WELL 6233552 WWW US 131 SB-9 THROUGH SB-11.GPJ GZA CORP.GDT 1/25/18

GeoEnvironmental, Inc.
Engineers and Scientists

an)

Contractor:

Stearns Drilling Company

Wolverine World Wide, Inc.

uUs 131

Belmont, Michigan

Auger/

Foreman: Jerry Huntoon

Casing Sampler

Logged by: Joe Workman

Type;HoIIow Stem Auger  Split Spoon

GROUNDWATER READINGS
Time

Date

Boring No.: ___MW-10S
Page: 1 of 2
File No.: _ 16.0062335.52
Check: Jim Cai

Depth Casing Stab

Date Start/Finish:

O.D./I1.D.: __8.0"/4.25" 2.0"/13/8"

Boring Location:

Hammer Wt.: 140lbs NA

Datum:

Sample Information

Hammer Fall: 30" NA

TOC Elev.: NA NA

Surveyed By:

NA

Survey Date:
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——PROTECTIVE
CASING

See SB-10/MW-10D boring log for sample
description and classification.

OXAP>=EMAI

Grout

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: MW-10S




BORING WELL 6233552 WWW US 131 SB-9 THROUGH SB-11.GPJ GZA CORP.GDT 1/25/18

GIZ\

GeoEnvironmental, Inc.
Engineers and Scientists

Sample Information

Wolverine World Wide, Inc.

us 131

Belmont, Michigan

Boring No.: ___MW-10S

Page:

2 of 2

File No.:
Check:

16.0062335.52

Jim Cai

No.

Pen./
Rec.

(in.)

Depth Blows
(Ft.) (/6")

Test
Data

Sample
Description & Classification

Stratum
Desc.

Equipment Installed

Remarks

Bottom of Borehole at 60.0 Feet

— Bentonite Seal

,':.—Silica Sand

Top of Well
Screen

Filter Pack

2-Inch Dia.
10-Foot PVC
Screen (0.010"
Slot)

Bottom of Well

Screen

OXAP>=EMAI

1. Monitoring well was installed in borehole upon completion. Well screen set from 49.0 to 59.0 feet below ground surface.

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: MW-10S




BORING WELL 6233552 WWW US 131 SB-9 THROUGH SB-11.GPJ GZA CORP.GDT 1/25/18

Wolverine World Wide, Inc.

GZA
GeoEnvironmental, Inc. Uus 131
Engineers and Scientists

an)

Belmont, Michigan

Boring No.: SB-11/MW-11D
Page: 1 of 5
File No.: _ 16.0062335.52

Contractor: Stearns Drilling Company Auger/ Samol Check: ____ JmGCai
Foreman: Jerry Huntoon Casing ampler GROUNDWATER READINGS
Logged by: Julie Groenleer Type:Hollow Stem Auger __Split Spoon Date Time Depth Casing Stab
Date Start/Finish: 11-6-17 / 11-8-17 O.D./1.D.: 8.0"/4.25" 2.0"/13/8"
Boring Location: Hammer Wt.: 140lbs NA
GSElev.: __74210' patum: _____ Hammer Fall: 30" NA
- TOC Elev.: NA NA Surveyed By: __NA___ Survey Date:
Sample Information
= (7]
° x Equipment Installed
& No F;:r;.l Depth | Blows | Test Sample Stratum & adie
a : (in ) (Ft.) (/6") Data Description & Classification Desc. g PROTECTIVE
- o CASING
1 24/22 0-2 0-1 TOPSOIL. Changing at 0.2 feet to: Very (02 _TOPSOIL
1- 1 15tf | loose, brown, fine to medium SAND, little 5 SAND (SM)_ 4
Silt, damp (SM). Changing at 0.8 feet to: ' CLA’(/C?_)S'LT
27 5 | oapa| 24 56 Stiff, brown, CLAY & SILT, trace fine Sand,  [\—sanp (sg) /|
3] 7-5 moist (CL). Changing at 1.4 feet to: Very SAND (SM)
loose, dark brown, fine to medium SAND,
4 little Clay, little Silt, damp (SC).
3 24/18 4-6 g:g Medium dense, brown, fine to medium
5 SAND, little Silt, moist (SM). 55 .
6 10tsf | Loose, brown, fine to medium SAND, little CLAY & SILT
4 24/24 6-8 1-1 1.0tsf | Silt, moist (SM). Changing at 5.5 feet to: (L)
7 22 Stiff, brown, CLAY & SILT, little fine to
coarse Sand, moist (CL). g
8 5 24/22 8-10 23 Stiff, brown, CLAY & SILT, little fine Sand, SAND (SM)
9 22 moist (CL).
Loose, brown, fine to medium SAND, little
10— Silt, moist (SM). .
6 2422 | 10-12 §§ Very loose, brown, fine to medium SAND,
11 little Silt, moist (SM). Changing at 11.9 feet
12 to: Sitff, brown, CLAY & SILT, little fine to 1.9
7 24/22 | 12-14 25 20t N\ medium Sand, moist (CL). CLA’(/C?_)S'LT
13— o-11 ' Hard, brown with gray mottling, CLAY &
SILT, trace fine to coarse Sand, damp (CL).
147 8 2424 | 14-16 7-14 >4.0tsf | Hard, brown with gray mottling, CLAY &
15— 1512 SILT, trace fine to coarse Sand, damp (CL). .
| 16'
16 9 24114 | 16-18 1-3 Loose, brown, fine to medium SAND, little SAND (SM)
17— 33 Silt, moist (SM).
| 18'
18 10 24/16 | 18-20 1-4 225tsf | Very stiff, brown, CLAY & SILT, trace fine to CLAY & SILT
19— 32 coarse Sand, moist (CL). Changing at 19.5 195 L
feet to: Loose, brown, fine to medium ~SAND =)
20 44 2414 | 20-22 46 SAND, little Silt, moist (SM). h
21 33 Loose, brown, fine to medium SAND, little
Silt, moist (SM).
227 12 | 2404 | 2024 | 17 Medium dense, brown, fine to medium Sity |,
23— L 22515t | SAND, moist (SM). Changing at 22.9 feet ~CLAY & SILT
to: Very stiff, brown, CLAY & SILT, little fine [23.8"  (cL)
247 43 | 24112 | 2496 141 Sand, damp (CL). Changing at 23.8 feet to: SAND (SM) 2
25 1-1 Medium dense, brown, fine to medium |
SAND, little Silt, moist (SM). -
26— Very loose, brown, fine to medium SAND,
14 24/24 | 26-28 71_'150 little Silt, wet (SM). SAND (SP)
27— Medium dense, brown, fine to medium
28— SAND, trace Silt, wet (SP).
15 24/18 28-30 8-9 Medium dense, brown, fine to medium
29— 1011 SAND, trace Silt, wet (SP).

2. Groundwater was encountered at approximately 24.0 feet below ground surface.

OXAP>=EMAI

1. Pocket penetrometer readings were measured in tons per square foot (tsf) and are used to evaluate consistency of cohesive soil.

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: SB-11/MW-11D




BORING WELL 6233552 WWW US 131 SB-9 THROUGH SB-11.GPJ GZA CORP.GDT 1/25/18

Wolverine World Wide, Inc.

GZA
GeoEnvironmental, Inc. Uus 131
Engineers and Scientists

an)

Belmont, Michigan

Boring No.: SB-11/MW-11D
Page: 2 of __5
File No.: _ 16.0062335.52

Sample Information Check: Jim Cai
< 0
b X Equipment Installed
& No F;:r;.l Depth | Blows | Test Sample Stratum & adlp
a : (in.)' (Ft.) (/6") Data Description & Classification Desc. g
['4
16 24/10 | 30-32 2-5 Medium dense, brown, fine to medium SAND (SP)
31— 814 SAND, trace Silt, wet (SP).
8271 47 | 2ams | 3234 | 27 Medium dense, brown, fine to medium
33— 89 SAND, trace Silt, wet (SP).
3471 18 | 24110 | 3436 | 38 Medium dense, brown, fine to medium
35— 131 SAND, trace coarse Sand, trace Silt, wet .
36— (SP).
19 24/18 36-38 7-8 Medium dense, brown, fine to medium
37— 10-10 SAND, trace coarse Sand, trace Silt, wet 374
(SP). Changing at 37.4 feet to: Medium 38.' SAND (SM)
38— 20 24118 | 38-40 22 Ejg'r\}ls)e, brown, fine SAND, little Silt, wet SAND (SP)
56 .
397 Loose, brown, fine SAND, trace Silt, wet
40— (SP). |
21 24112 | 40-42 52122 Loose, brown, fine SAND, trace Silt, wet
41+ (SP).
427 20 | oante | 4244 | 24 Loose, brown, fine SAND, trace Silt, wet
43— 7 (SP).
447 o3 | oans | 4446 | 38 Medium dense, brown, fine SAND, trace
45— 9-10 Silt, wet (SP). .
46— 46'
24 24/24 | 46-48 27 Medium dense, brown, fine to coarse SAND (SW)
47— 9 SAND, trace fine Gravel, trace Silt, wet
45— (SW). 48
25 24/24 | 48-50 2-7 Medium dense, brown, fine to medium SAND (SP)
49— 1012 SAND, trace Silt, wet (SP). Changing at 49.2
49.2 feet to: Medium dense, brown, fine to 50 SAND (W)
507 56 | 24110 | 50-52 211 coarse SAND, trace fine Gravel, trace Silt, SAND (5P) .
51— 14-22 wet (SW).
Medium dense, brown, fine SAND, trace
52— Silt, wet (SP).
27 24/6 | 52-54 12:22 Medium dense, brown, fine SAND, trace 3
53— Silt, wet (SP).
5471 28 | 24114 | 5456 | 24 Medium dense, brown, fine SAND, trace
55— 7 Silt, wet (SP). .
56— 56'
29 24/24 | 56-58 2-4 Loose, brown, fine SAND, little Silt, wet SAND (SM)
57— 6-6 (SM).
58— 58'
30 24/24 | 58-60 2-4 Medium dense, brown, fine SAND, trace SAND (SP)
59— 7 Silt, wet (SP).
60— 60' |
31 24/18 | 60-62 5-8 Medium dense, brown, fine SAND, some SAND (SM)
61— 13-22 Silt, wet (SM).
6277 32 | 24120 | 6264 | 36 Medium dense, brown, fine SAND, some
63— 810 Silt, wet (SM).
6471 33 | 24118 | 64-66 35 Medium dense, brown, fine SAND, some
3. Rock in tip.
R
E
M
A
R
K
S

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: SB-11/MW-11D




BORING WELL 6233552 WWW US 131 SB-9 THROUGH SB-11.GPJ GZA CORP.GDT 1/25/18

Wolverine World Wide, Inc. Boring No.: SB-11/MW-11D
GI\ GeoEnvironmental, Inc. Us 131 Page: _ 3 of 5
Engineers and Scientists Belmont. Michiaan File No.: _16.0062335.52
- . ! Check: Jim Cai
Sample Information
= (7]
b X Equipment Installed
& No F;:r;.l Depth | Blows | Test Sample Stratum & adlp
a : (in.)' (Ft.) (/6") Data Description & Classification Desc. g
14
Silt, wet (SM). SAND (SM)
661 34 | 24122 | 6668 | 37 Medium dense, brown, fine SAND, some
67 — 1311 Silt, wet (SM). Changing at 67.1 feet to: 67.1'
68 Medium dense, brown, fine to medium SAND (SP)
] 35 24/22 68-70 3-5 SAND, trace Silt, wet (SP) \
69 8-6 Medium dense, brown, fine to medium 68'83AND <
SAND, trace Silt, wet (SP). Changing at - (M)
70— 68.8 feet to: Medium dense, brown, fine .
36 | 2428 | 70-72 | 23 SAND, little Silt, wet (SM). SAND (SP)
71 Loose, brown, fine SAND, trace Silt, wet
72 (SP). . .
37 24/20 | 72-74 3-4 Loose, brown, fine SAND, trace Silt, wet
73— &8 (SP).
Grout
747 38 | 2424 | 7476 | 33 Loose, brown, fine SAND, trace Silt, wet
75 9 (SP). 1
| 76'
767 39 | 240 | 7678 | &0 NO RECOVERY. NO
77 15-13 RECOVERY
| 78'
787 40 | 24117 | 78-80 22 Loose, brown, fine SAND, trace Silt, wet SAND (SP)
79 - (SP).
801 41 | 2am2 | o082 | 24 Medium dense, brown, fine SAND, trace 1
81— 9-10 Silt, wet (SP).
8271 42 | 2424 | 8284 | 33 Loose, brown, fine SAND, trace Silt, wet
83— 5o (SP).
- 84’
847 43 | 240 | 84-86 | 24 NO RECOVERY. NO
85 59 RECOVERY i
| 86'
8671 44 | 24118 | se88 | 12 Loose, brown, fine SAND, trace Silt, wet SAND (SP)
87— 12 (SP).
887 45 | 248 | 8800 | 6% Medium dense, brown, fine SAND, trace
89— 811 Silt, wet (SP).
907 46 | 24118 | 9092 | 24 Medium dense, brown, fine to medium 1
91— 7 SAND, trace Silt, wet (SP).
| 92
927 47 | 240 | 92-94 | 23 NO RECOVERY. NO
93] 610 RECOVERY
| o'
9471 48 | 24116 | 9496 | 24 Loose, brown, fine to medium SAND, trace SAND (SP)
95— 48 Silt, wet (SP). Changing at 95.8 feet to: .
9% Loose, brown fine SAND, little Silt, wet 95.8'
1 49 | 24112 | 96-98 23 (SM). SAND (SM)
97— 4-5 Loose, brown fine SAND, little Silt, wet
(SM). "
98 50 24/16 | 98-100 23 Loose, brown, fine SAND, trace Silt, wet SAND (SP)
68
99 (SP).
R
E
M
A
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Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: SB-11/MW-11D




BORING WELL 6233552 WWW US 131 SB-9 THROUGH SB-11.GPJ GZA CORP.GDT 1/25/18

an)

GeoEnvironmental, Inc.
Engineers and Scientists

Sample Information

Wolverine World Wide, Inc.

uUs 131

Belmont, Michigan

Boring No.: SB-11/MW-11D
Page: 4 of _5
File No.: _ 16.0062335.52
Check: Jim Cai

Equipment Installed

< 0
‘' X
& No F;:r;.l Depth | Blows | Test Sample Stratum &
a : (in.)' (Ft.) (/6") Data Description & Classification Desc. g
14
51 24/4 | 100-102 2-5 Medium dense, brown, fine SAND, trace SAND (SP)
101— 10-14 Silt, wet (SP).
1027 55 | 2412 [102-104| 27 Medium dense, brown, fine SAND, trace
103— 1315 Silt, wet (SP).
| 104'
10471 53 | 2400 |104-106| 7-14 NO RECOVERY. NO
105 15-20 RECOVERY
| 106"
1067 54 | 24119 |106-108| 13 Medium dense, brown, fine to medium SAND (SP)
107 — 813 SAND, trace Silt, wet (SP).
1087 55 | 24118 [108-110| 24 Loose, brown, fine to medium SAND, trace
109— &8 Silt, wet (SP).
M0 56 | 2410 [110-112| 714 Dense, brown, fine to medium SAND, trace
111+ 1817 Silt, wet (SP).
| 112!
129 57 | 240 [112-114| 48 NO RECOVERY. NO
113 10-13 RECOVERY
| 114!
M4 58 | 2410 [ 114-116| 810 Medium dense, brown, fine to medium SAND (SP)
115— 1-15 SAND, trace Silt, wet (SP).
61 59 | 2410 | 116-118| 12 Very loose, brown, fine to medium SAND,
117— 22 trace Silt, wet (SP).
87 60 | 2419 [118-120| 22 Loose, brown, fine to medium SAND, trace
119— 57 Silt, wet (SP).
1207 61 | 2421 1204122 22 Loose, brown, fine to medium SAND, trace
121— 57 Silt, wet (SP).
1227 62 | 2423 122124 | 22 Loose, brown, fine to medium SAND, trace
123— 8 Silt, wet (SP).
1247 63 | 2420 |124-126| 67 Medium dense, brown, fine to medium
125— 10-13 SAND, trace Silt, wet (SP).
1267 64 | 2420 126-128| 33 Loose, brown, fine to medium SAND, trace
127 — 4-4 Silt, wet (SP). Changing at 127.5 feet to: 1075
Soft, gray, CLAY & SILT, little fine to :
25 tsf , S
128 65 24/12 | 128-130 34 :8§§ ::f medium Sand, moist (CL). 128%ATCL) o
129— 12-14 Soft, gray, CLAY & SILT, little fine to SAND (SP)
medium Sand, moist (CL). Changing at
130— 128.2 feet to: Medium dense, brown, fine to
66 2419 1130-132 1%:‘155 medium SAND, trace Silt, wet (SP).
131 Medium dense, brown, fine to medium
132— SAND, trace Silt, wet (SP).
67 24/15 | 132-134 4-10 Medium dense, brown, fine to medium
133 18-21 SAND, trace Silt, wet (SP). Changing at 133.2'
134 0.25tsf | 133.2 feet to: Soft, gray, CLAY & SILT, 133§LATC%_)S|LT
] 68 24/16 | 134-136 6-13 some fine to medium Sand, moist (CL)
18-23 Changing at 133.9 feet to: Medium dense, SAND (SP)
R
E
M
A
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Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: SB-11/MW-11D




BORING WELL 6233552 WWW US 131 SB-9 THROUGH SB-11.GPJ GZA CORP.GDT 1/25/18

2

GeoEnvironmental, Inc.

Wolverine World Wide, Inc.

uUs 131

Boring No.: SB-11/MW-11D
Page: 5 of __ 5

Engineers and Scientists . : . 16.0062335.52
Belmont, Michigan File No.: — Jmoa
Sample Information Check:
= (7]
° x Equipment Installed
& No F‘;‘z;'/ Depth | Blows | Test Sample Stratum & adlp
a : (in.)' (Ft.) (/6") Data Description & Classification Desc. g
4
\brown, fine to medium SAND, trace Silt, wet SAND (SP)
136 69 | 2414 |136-138| 24 (SP). - i
- 1215 Dense, brown, fine to medium SAND, trace
137 Silt, wet (SP).
138— Medium dense, brown, fine to medium
70 24/8 | 138-140 3-10 SAND, trace Silt, wet (SP).
139 2021 Medium dense, brown, fine to medium
SAND, trace Silt, wet (SP).
14071 71 | 2418 |140-142| 34 Medium dense, brown, fine to medium i
141— 1518 SAND, trace Silt, wet (SP).
14270 72 | 2416 | 142144 | 41 Medium dense, brown, fine to medium
143 — 19-24 SAND, trace Silt, trace fine Gravel, wet
(SP). 144
144 — )
73 24/18 | 144-146 11-13 Dense, brown, fine to coarse SAND, trace SAND (SW)
145— 2333 Silt, trace Gravel, wet (SW). E
146 — 146'
74 24/10 | 146-148 9-13 Dense, brown, fine to medium SAND, trace SAND (SP)
147 — 30-30 Silt, trace coarse Sand, wet (SP).
14871 75 | 24110 | 148-150| o-18 Dense, brown, fine to medium SAND, trace
149— 26-34 Silt, trace coarse Sand, wet (SP).
] Top of Well
1509 76 | 24221 |150-152| 923 Very dense, brown, fine to medium SAND, sop oL e
151 — 2040 trace Silt, wet (SP). —— Silica Sand
150 Filter Pack
77 18/18 [152-153.5 25-42-50 Very dense, brown, fine to medium SAND, 4 2-Inch Dia.
153 — trace Silt, wet (SP). 5-Foot PVC
154 — 154' Screen (0.010"
78 24/24 | 154-156 11-13 Medium dense, brown, fine to medium SAND (SM) Slot)
155— 1518 SAND, some Silt, wet (SM). Bottom of Well
156 Screen
79 24/24 | 156-158 7-17 Very dense, brown, fine SAND, some Silt,
157 — 37-30 wet (SM). Changing at 157.7 feet to: Hard,
158 e gray, CLAY & SILT, little fine Sand, moist 157g|'_AY& ST
— >4.0ts
80 | 24/24 | 158-160| 818 (CL).
150 2726 | 7*°"" | "Hard, gray, CLAY & SILT, little fine Sand,  |1504
moist (CL). Changing at 159.1 feet to: 150 §7ND (SM)
160— ' otsf | Dense, gray, fine SAND, some Silt, wet CLAYES E
81 24124 | 160-162 168_1200 :2_8 :2f (SM). Changing at 159.9 feet to: Hard, gray, LATCL) T
161 CLAY & SILT, little fine Sand, moist (CL).
162 Hard, gray, CLAY & SILT, some fine Sand, 162
\moist (CL). 5
163 Bottom of Borehole at 162.0 Feet
164 —
165— 1
166 —
167 —
168 —
169—

OXAP>=EMAI

4. Only drove spoon 18 inches due to high blow counts.

5. Monitoring well was installed in borehole upon completion. Well screen set from 150.0 to 155.0 feet below ground surface.

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: SB-11/MW-11D




BORING WELL 6267781 WWW WOLVEN AVENUE.GPJ GZA CORP.GDT 8/1/18

GZA Wolverine World Wide

GeoEnvironmental, Inc.

Wolven Avenue Area

an)

Engineers and Scientists

Algoma Twp, Kent County, Michigan

Sample Information

Boring No.: __MW-WV5D
Page: 2  of__3

File No.: _ 16.0062677.81
Check:

< 7]
b X Equipment Installed
& No F‘;‘:’;‘/ Depth | Blows | Test Sample Stratum & adlp
a : (in.)' (Ft.) (/6") Data Description & Classification Desc. g
['4
13 24121 | 24-26 55 ND trace Silt, damp. SAND
25 913 Medium dense, tan, fine to medium SAND,
trace Silt, damp.
26 14 24/18 | 26-28 37 ND Loose, brown, fine to coarse SAND, trace
27 L Silt, trace fine Gravel, damp. Changing at
approximately 27.0 feet to: Medium dense,
| brown, fine to medium SAND, trace Silt,
28 15 24/19 | 28-30 23 ND damp.
4-4 Loose, brown, fine to coarse SAND, trace
29— fine Gravel, trace Silt, damp.
30 16 24/17 | 30-32 23 ND Loose, brown, fine to coarse SAND, trace
44 fine Gravel, trace Silt, damp. .
31— Bentonite
Grout
8271 47 | 2419 | 3234 | 22 ND | Loose, brown, fine to coarse SAND, trace 3
33 22 fine Gravel, trace Silt, damp.
34— ) 34.2'
18 24/24 | 34-36 2-3 ND Loose, brown, fine to coarse SAND, trace Silty CLAY
35— 47 ND fine Gravel, trace Silt, moist. Changing at
approximately 34.2 feet to: Brown, Silty
CLAY, little fine to coarse Sand, trace fine 36
36 19 24/24 | 36-38 1-4 ND Gravel, damp. CLAY & SILT
3-3 Medium, brown, CLAY & SILT, some fine 4
37 Sand, moist. Changing at approximately
36.4 feet to: Brown, fine to medium SAND,
387 59 | 24120 | 38-40 12 np | trace Silt, wet. Changing at approximately
55 36.6 feet to: Brown, CLAY & SILT, some
39 fine to medium Sand, moist.
Medium, brown, CLAY & SILT, some fine to W
40— medium Sand, moist. Changing at
- 49 ND ’ SAND
2 24/24 | 40-42 9-11 approximately 39.2 feet to: Medium SAND,
41— trace Silt, damp.
Medium dense, brown, fine SAND, trace
42— Silt, wet.
22 2422 | 42-44 ]gjg ND Medium dense, brown, fine SAND, trace
43— Silt, wet.
447 23 | 2424 | 4446 | &10 | ND | Medium dense, brown, fine SAND, trace
10-13 Silt, wet.
45—
467 24 | 2420 | 4648 | 512 | ND | Medium dense, brown, fine SAND, trace
1722 Silt, wet.
47—
487 25 | 2422 | 4850 | 716 | ND | Medium dense, brown, fine SAND, trace
2122 Silt, wet.
49—
50 26 24/24 50-52 10-11 ND Medium dense, brown, fine SAND, trace
16-21 Silt, wet.
51—
3. Driller noted some clay present in tip of spoon.
R | 4. Groundwater was encountered at approximately 36.4 feet below ground surface.
E
M
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Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: MW-WV5D




BORING WELL 6267781 WWW WOLVEN AVENUE.GPJ GZA CORP.GDT 8/1/18

GZA Wolverine World Wide Boring No.: __ MW-WV5D
GI\ GeoEnvironmental, Inc. Wolven Avenue Area Page: 3 of 3
Engineers and Scientists . File No.: _ 16.0062677.81
Algoma Twp, Kent County, Michigan F
Sample Information Check:
L (]
b X Equipment Installed
& No F;:r;.l Depth | Blows | Test Sample Stratum & adlp
a : (in.)' (Ft.) (/6") Data Description & Classification Desc. g
['4
27 24/24 | 52-54 4-11 ND Medium dense, brown, fine SAND, trace SAND
14-14 Silt, wet.
53—
5471 28 | 24124 | 5456 | 5 ND | Medium dense, brown, fine SAND, trace
1318 Silt, wet.
55— -
561 29 | 24124 | 5658 | 35 ND | Medium dense, brown, fine SAND, trace
1321 Silt, wet.
57—
5871 30 | 24121 | 5860 | 18 | ND | Medium dense, brown, fine SAND, trace
50 10-16 Silt, wet. Changing at approximately 58.5
feet to: Brown, fine to coarse SAND, some
60 fine Gravel, wet. |
31 24/24 60-62 15:12 ND Dense,_ brown, medium to_ coarse SAND,
61— some fine Gravel, trace Silt, wet. 2-Inch PVC
Riser
6271 32 | 2415 | 6264 | 23 ND | Loose, brown, medium to coarse SAND,
63— 69 some fine Gravel, trace Silt, wet.
— Bentonite
647 33 | 24118 | 6466 | 12 ND | Loose, brown and gray, fine SAND, trace
59 Silt, wet.
65— -
667 34 | 24112 | 66-68 | 24 ND | Medium dense, brown and gray, fine SAND,
712 trace Silt, wet.
67—
687 35 | 24110 | 6870 | 14 ND | Medium dense, brown and gray, fine SAND, | riter Sand
69— 710 trace Silt, wet. fier san
— 2-Inch PVC
07 36 | 24115 | 7072 | 24 ND | Medium dense, brown and gray, fine SAND, Well Screen 1
714 trace Silt, wet.
71—
727 37 24/24 72-74 2-5 ND Medium dense, brownish gray, fine SAND,
73] 1013 trace Silt, wet. Changing at approximately 73
73.0 feet to: Brown, CLAY. CLAY
747 38 | 24/24 | 7476 | 1114 | ND | Hard, brown, CLAY. Changing at
75 26-21 approximately 75.5 feet to: Gray, CLAY. |
76 76'
Bottom of Borehole at 76.0 Feet 5
77—
78—
79—

5. Monitoring well was installed in borehole upon completion. Well screen set from 67.0 to 72.0 feet below ground surface.

OXAP>=EMAI

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times Boring No.: MW-WV5D
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made. g No.:




BORING WELL 6267781 WWW WOLVEN AVENUE.GPJ GZA CORP.GDT 8/1/18

GZA Wolverine World Wide

GI\ GeoEnvironmental, Inc. Wolven Avenue Area
Engineers and Scientists .
Algoma Twp, Kent County, Michigan
Contractor: Stearns Drilling Company Auger/

Foreman: Jerry Huntoon Casing
Logged by: Joe Workman/Anthony Leonido Type:Hollow Stem Auger __Split Spoon Date Time

Sampler

GROUNDWATER READINGS

Boring No.: __MW-WV5S
Page: 1 of 2
File No.: __16.0062677.81
Check:

Depth Casing Stab

Date Start/Finish: 3-14-18 / 3-14-18 O.D./I.D.;: _12.25"/4.25" 2.0"/13/8"

Boring Location: Hammer Wt.: NA 140lbs

GSElev.. __ Datum:___ Hammer Fall: NA 30.0"

TOC Elev.: NA NA Surveyed By:

Sample Information

__NA _ Survey Date:

L
a Pen./
8 No. Rec. Depth Blows | Test Sample Stratum

(in) (Ft.) (/6") Data Description & Classification Desc.

Remarks

Equipment Installed

——PROTECTIVE
CASING

See MW-WV5D boring log for soil
1 descriptions.

OXAP>=EMAI

—— Concrete

Bentonite
Grout

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: MW-WV5S




BORING WELL 6267781 WWW WOLVEN AVENUE.GPJ GZA CORP.GDT 8/1/18

GZA
GZ\ GeoEnvironmental, Inc.
Engineers and Scientists

Sample Information

Wolverine World Wide

Wolven Avenue Area

Algoma Twp, Kent County, Michigan

Boring No.: __MW-WV5S
Page: 2  of 2

File No.: _ 16.0062677.81
Check:

Depth Blows | Test

s
% Pen./
a (Ft.) (/6") | Data

No. Rec.
(in.)

Sample
Description & Classification

Stratum
Desc.

Remarks

Equipment Installed

Bottom of Borehole at 65.0 Feet

2-Inch Riser

— Bentonite

— Filter Sand

2-Inch PVC
Well Screen

OXAP>=EMAI

1. Monitoring well was installed in borehole upon completion. Well screen set from 60.0 to 65.0 feet below ground surface.

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: MW-WV5S




GZA Wolverine World Wide Boring No.: __ MW-WV6D
GZ\) |CGeoEnvironmental, Inc. Wolven Avenue Area Page: 1 of 3
Engineers and Scientists . File No.: _ 16.0062677.81
Algoma Twp, Kent County, Michigan A
Contractor: Stearns Drilling Company Auger/ Samol Check:
Foreman: Jerry Huntoon Casing ampler GROUNDWATER READINGS
Logged by: Anthony Leonido Type:Hollow Stem Auger __Split Spoon Date Time Depth Casing Stab
Date Start/Finish: 3-19-18 / 3-20-18 0O.D./1.D.: _12.25"/4.25" 2.0"/13/8"
Boring Location: Hammer Wt.: NA 140lbs
GS Elev. Datum: Hammer Fall: NA 30.0"
- TOC Elev.: NA NA Surveyed By: __NA___ Survey Date:
Sample Information
= (7]
2 X Equipment Installed
& No F;:r;.l Depth | Blows | Test Sample Stratum & adie
a : o (Ft.) (/6") Data Description & Classification Desc. £ PROTECTIVE
(in.) & CASING
1 24/8 0-2 1-1 ND Top 2.0 inches LOAM. Changing to: Loose, SAND and SILT | 1
1 22 brown, fine to medium SAND and SILT, dry. —1— Concrete
2 —
3_
4— L
2 24/12 4-6 2-2 ND Loose, brown, fine SAND, trace Silt, dry. SAND and
5 1-1 GRAVEL i
6 —
7_
8_
97 3 24/12 9-11 25 ND Medium dense, brown, fine SAND and fine
10— r GRAVEL, trace Silt, wet. 1
11
12—
13 9
47 4 | 2415 | 14416 | 25 | ND | Medium dense, brown, fine to coarse SAND
15— r and fine GRAVEL, some Silt, wet. 1
16—
17
18
19— 19'
5 24/18 19-21 23 ND Medium, brown, SILT, wet. SILT
20— 5-16 ]
21—
22—
23—
247 6 | 24118 | 24-26 410 | N0 | Very siff, brown, SILT, trace fine Sand, et
25— g 1
26—
27—
28—
29— 29
7 24/19 | 29-31 11-25 ND Very dense, brown, SAND and SILT, some GLACIAL TILL
30— 25-32 Clay, wet (GLACIAL TILL). 1
31—
32—
33—
%7 8 | 2419 | 3436 | 414 | N> | Verydense, brown, fine Silty SAND and

1. Field screening of samples for organic vapors was performed with a MiniRae 3000 photoionization detector equipped with a 10.6 eV lamp. Readings
above background levels are shown in parts per million by volume (ppmv) of isobutylene. ND indicates nothing detected (<0.1 ppmv).

2. A groundwater sample was collected from a temporary monitoring with well screen set at approximately 13.0 to 18.0 feet below ground surface and
submitted for analytical laboratory testing.

OXAP>=EMAI

BORING WELL 6267781 WWW WOLVEN AVENUE.GPJ GZA CORP.GDT 8/1/18

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times

and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made. Boring No.: MW-WV6D




BORING WELL 6267781 WWW WOLVEN AVENUE.GPJ GZA CORP.GDT 8/1/18

an)

GZA
GeoEnvironmental, Inc.

Engineers and Scientists

Sample Information

Wolverine World Wide

Wolven Avenue Area

Algoma Twp, Kent County, Michigan

Boring No.: __MW-WV6D
Page: 2  of__3

File No.: _ 16.0062677.81
Check:

No.

Pen./
Rec.

(in.)

Depth
(Ft.)

Blows
(/6")

Test
Data

Sample Stratum
Description & Classification Desc.

Remarks

Equipment Installed

10

11

12

13

14

15

12/12

24/18

24/16

2417

16/16

16/14

12/10

39-40

49-51

54-56

59-61

64-65.3

69-70.3

74-75

21-97

21-38
44-53

20-27
44-50

20-24

30-46

45-32-50/4"

28-46-50/4"

35-68

ND

ND

ND

ND

ND

ND

ND

SILT, some Clay, wet (GLACIAL TILL). GLACIAL TILL

Very dense, brown, SAND and SILT, some
Clay, wet (GLACIAL TILL).

Very dense, brown, SAND and SILT, some
Clay, wet (GLACIAL TILL).

Very dense, brown, SAND and SILT, some
Clay, wet (GLACIAL TILL).

Very dense, brown, SAND and SILT, some
Clay, wet (GLACIAL TILL).

Very dense, brown, SAND and SILT, some
Clay, wet (GLACIAL TILL).

Very dense, brown, SAND and SILT, some
Clay, wet (GLACIAL TILL).

Very dense, brown, SAND and SILT, some
Clay, wet (GLACIAL TILL).

OXAP>=EMAI

Bentonite
Grout

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: MW-WV6D




BORING WELL 6267781 WWW WOLVEN AVENUE.GPJ GZA CORP.GDT 8/1/18

GZA Wolverine World Wide

GeoEnvironmental, Inc.

Engineers and Scientists Wolven Avenue Area. .
Algoma Twp, Kent County, Michigan

2

Sample Information

Boring No.: __MW-WV6D
Page: 3 of__3

File No.: _ 16.0062677.81
Check:

L
a Pen./
8 No. Rec. Depth Blows | Test Sample Stratum

(in) (Ft.) (/6") Data Description & Classification Desc.

Remarks

Equipment Installed

] GLACIAL TILL

16 17/15 | 79-80.4 | 14-25-50/5" |  ND Very dense, brown, SAND and SILT, some
80 Clay, wet (GLACIAL TILL).

17 6/6 84-84.5 | 50-100/0" ND Very dense, brown, SAND and SILT, some
85— Clay, wet (GLACIAL TILL).

18 14/10 | 89-90.2 | 20-40-50/4" |  ND Very dense, brown, SAND and SILT, some
90 Clay, wet (GLACIAL TILL).

94'
19 19/17 | 94-95.6 40-48 ND Very dense, brown, fine SAND, trace Silt, SAND
95— 50-4011" wet.

20 24/20 | 99-101 2-11 ND Very dense, brown, fine SAND, trace Silt,
100 26-33 wet.

101
102
103—
1047 21 | 2418 |104-106| 1616 | NO | Dense, brown, fine SAND, trace Silt, wet. |, 3

105 2121 Changing at approximately 105.0 feet to: CLAY
106 Gray, CLAY, wet. 106'
Bottom of Borehole at 106.0 Feet 4

107
108
109
110
111
112
113
114
115
116

2-Inch PVC
Riser

22— Bentonite

— Filter Sand

2-Inch PVC
Well Screen

3. Groundwater was encountered at approximately 104.0 feet below ground surface.

OXAP>=EMAI

4. Monitoring well was installed in borehole upon completion. Well screen set from 98.0 to 103.0 feet below ground surface.

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: MW-WV6D




BORING WELL 6267781 WWW WOLVEN AVENUE.GPJ GZA CORP.GDT 8/1/18

GZA Wolverine World Wide

GeoEnvironmental, Inc.

Engineers and Scientists Wolven Avenue Area. .
Algoma Twp, Kent County, Michigan

2

Boring No.: __MW-WV6S
Page: 1 of _ 1
File No.: __16.0062677.81
Check:

Contractor: Stearns Drilling Company Auger/ s |
Foreman: Burt Graham Casing ampler GROUNDWATER READINGS
Logged by: Christopher Melby Type:Hollow Stem Auger __Split Spoon Date Time Depth Casing Stab
Date Start/Finish: O.D./1.D.: _12.25"/4.25" 2.0"/13/8"
Boring Location: Hammer Wt.: NA 140lbs
GSElev.. ___ Datum: ____ Hammer Fall: NA 30.0"
- TOC Elev.: NA NA Surveyed By: __NA___ Survey Date:
Sample Information
< 7]
2 X Equipment Installed
& No F;:r;.l Depth | Blows | Test Sample Stratum & adie
a : o (Ft.) (/6") Data Description & Classification Desc. £ PROTECTIVE
(in.) e CASING
See MW-WV6D boring log for soil
descriptions.
11—
2_
3_
4— Bentonite
Grout
5_ -4
6_
7_
8_
9_
2-Inch PVC
104 Riser i
11
12—
13
14—
— Filter Sand
15— R
2-Inch PVC
16— Well Screen
17—
18 Bottom of Borehole at 18.0 Feet 1
19

1. Monitoring well was installed in borehole upon completion. Well screen set from 13.0 to 18.0 feet below ground surface.

OXAP>=EMAI

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: MW-WV6S




BORING WELL 6267781 WWW WOLVEN AVENUE.GPJ GZA CORP.GDT 3/25/19

GZA Wolverine World Wide Boring NMW-WV-7/MW-WV-7(h
GZ\) |CGeoEnvironmental, Inc. Wolven Avenue Area Page: 1 of 6
Engineers and Scientists . File No.: _ 16.0062677.81
Algoma Twp, Kent County, Michigan . Leslie Nelson
Contractor: Stearns Drilling Company Auger/ s : Check:
Foreman: Jerry Zach/Travis Casing ampler GROUNDWATER READINGS
Logged by: John Morehouse Type:Hollow Stem Auger __Split Spoon Date Time Depth Casing Stab
Date Start/Finish: 10-23-18 / 10-25-18 0O.D./1.D.: _12.25"/4.25" 2.0"/13/8" NM NM NM NM NM
Boring Location: Hammer Wt.: NA 140lbs
GSElev.. __ Datum: ___NAD83  Hammer Fall: NA 30.0"
- TOC Elev.: NA NA Surveyed By: __NA___ Survey Date:
Sample Information
< 7]
2 X Equipment Installed
& No F;:r;.l Depth | Blows | Test Sample Stratum & adie
a : o (Ft.) (/6") Data Description & Classification Desc. £ PROTECTIVE
(in.) & CASING
1 24/20.4 0-2 2-2 ND Very dark brown, fine grained SAND, some |,  SAND 1
22 Silt, trace Gravel, moist. Changing at 0.4 “SAND and SILT ——Sand
feet to: Dark yellowish-brown to
1 yellowish-brown, very fine grained SAND
and SILT, moist. Changing at 1.7 feet to: i
NO RECOVERY. ;-7 .
27 o |oanse| 24 1-2 ND | Yellowish-brown, very fine grained SAND %
11 and SILT, moist. Changing at 3.3 feet to: an
NO RECOVERY.
37 33
NO
RECOVERY
- 4'
4 3 24/19.2 4-6 1-4 ND Yellowish-brown to brown, CLAY & SILT, CLAY & SILT
32 moist. Changing at 4.6 feet to: 46
Yellowish-brown, fine to medium grained SAND
5 SAND, trace Silt, moist. Changing at 5.6 ]
feet to: NO RECOVERY. 56
) NO
6 ) ) ) 1€ RECOVERY |
4 24/12 6-8 1-1 ND Yellowish-brown, fine to coarse grained SAND
1 SAND, little Gravel, trace Silt, moist.
Changing at 7.0 feet to: NO RECOVERY. 7
77 NO
RECOVERY
8— 5
5 24/6 8-10 1-1 ND Yellowish-brown, fine to coarse grained . SAND
1 SAND, little Gravel, trace Silt, moist. 8.5 .
o] Changing at 8.5 feet to: NO RECOVERY. RECOVERY
10 10 .
6 24112 | 10-12 1-1 ND Yellowish-brown, fine to coarse grained SAND
22 SAND, little Gravel, trace Silt, moist.
Changing at 10.6 feet to: Pale brown to light |,,.
11 yellowish-brown, fine SAND, trace Silt, NO
moist. Changing at 11.0 feet to: NO RECOVERY
RECOVERY. .
12 7 24/16.8 | 12-14 23 ND Pale brown to light yellowish-brown, fine SAND
33 SAND, trace Silt, moist. Changing at 12.7
feet to: Brown, fine to medium SAND, trace 2
13 Silt, wet. Changing at 13.4 feet to: NO ‘
RECOVERY. By
14+ RECOVERY
147 8 |2an58| 14-16 | 32 ND | Brown, fine to medium SAND, trace Silt, SAND
34 wet. Changing at 15.3 feet to: NO
RECOVERY.
1. Field screening of samples for organic vapors was performed with a MiniRae 3000 photoionization detector equipped with a 10.6 eV lamp. Readings
R above background levels are shown in parts per million by volume (ppmv) of isobutylene. ND indicates nothing detected (<0.1 ppmv).
E | 2. Groundwater was encountered at approximately 12.7 feet below ground surface.
M
A
R
K
S
Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times Boring No.: PMW-WV-7/NW-WY-7D
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made. 9 No-:




BORING WELL 6267781 WWW WOLVEN AVENUE.GPJ GZA CORP.GDT 3/25/19

GZA Wolverine World Wide

GeoEnvironmental, Inc.

Engineers and Scientists Wolven Avenue Area. .
Algoma Twp, Kent County, Michigan

an)

Boring NMW-WV-7/MW-WV-7(h
Page: 2 of__6
File No.: __16.0062677.81

Sample Information Check:  Leslie Nelson
< 7]
2 X Equipment Installed
& No F;:r;.l Depth | Blows | Test Sample Stratum & adlp
a : (in.)' (Ft.) (/6") Data Description & Classification Desc. g
4
15.3° SAND
NO
RECOVERY
| 16'
87 9 |ane8| 16-18 | 22 ND | Brown, fine to medium SAND, trace Sil, SAND
34 wet. Changing at 17.4 feet to: NO
RECOVERY.
17—
17.4
NO
1g RECOVERY
87 40 |24192| 1820 | o2 ND | Brown, fine to medium SAND, trace Sil, SAND
36 wet. Changing at 19.6 feet to: NO
RECOVERY.
19
19.6'
) NO
20 ) ) ) 120" RECOVERY | ]
11 | 24/16.8| 20-22 56 ND Brown, fine to medium SAND, trace Silt, SAND
. wet. Changing at 21.4 feet to: NO
RECOVERY.
21—
21.4'
NO
o RECOVERY
22 12 | 24/19.2| 22-24 8-12 ND Brown, fine to medium SAND, trace Silt, SAND
1311 trace Gravel, wet. Changing at 23.6 feet to:
NO RECOVERY.
23—
23.6'
; NO
24 ] ) ) 124 RECOVERY |
13 | 24/156| 24-26 1-1 ND Brown, fine to medium SAND, trace Silt, SAND
11 trace Gravel, wet. Changing at 25.3 feet to:
NO RECOVERY.
25 253 1
NO
RECOVERY
26— 26'
14 | 24/144| 26-28 1-1 ND Brown, fine to medium SAND, trace Silt, SAND
20 trace Gravel, wet. Changing at 27.2 feet to:
NO RECOVERY.
27— 27.2
NO
RECOVERY
28— 8
15 | 24/216| 28-30 1-1 ND Brown, fine to medium SAND, trace Silt, SAND
12 trace Gravel, wet. Changing at 29.8 feet to:
NO RECOVERY.
29—
29.8'
30— . . . 30' NO |
16 |24/16.8| 30-32 0-0 ND Brown, fine to medium SAND, trace Silt, \_RECOVERY /
11 trace Gravel, wet. Changing at 31.4 feet to: SAND
NO RECOVERY.
31—
31.4'
NO
32 RECOVERY
32 17 | 24/204| 32-34 g:l ND Brown, fine to medium SAND, trace Silt, SAND
R
E
M
A
R
K
S

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: PMW-WV-7/MW-WV-7D




BORING WELL 6267781 WWW WOLVEN AVENUE.GPJ GZA CORP.GDT 3/25/19

an)

GZA

GeoEnvironmental, Inc.
Engineers and Scientists

Sample Information

Wolverine World Wide

Wolven Avenue Area

Algoma Twp, Kent County, Michigan

Boring NMW-WV-7/MW-WV-7(h
Page: 3 of__6
File No.: __16.0062677.81
Check: Leslie Nelson

Equipment Installed

< 7]
2 X
§' No F;:r;.l Depth | Blows | Test Sample Stratum &
: (in.)' (Ft.) (/6") Data Description & Classification Desc. g
4
trace Gravel, wet. Changing at 33.7 feet to: SAND
33— NO RECOVERY.
33.7
34— 34' NO
18 | 24/228| 34-36 12 ND | Brown, fine to medium SAND, trace Silt, [\_RECOVERY /7
45 trace Gravel, wet. Changing at 35.9 feet to: SAND
NO RECOVERY.
35—
359
3671 19 |24108| 3638 | 12 ND | Brown, fine to medium SAND, trace Sil, 0 Oy
1-4 trace Gravel, wet. Changing at 36.9 feet to: SAND
NO RECOVERY. 36.9'
37— NO
RECOVERY
38— 38
20 24/12 | 38-40 1-0 ND Brown, fine to medium SAND, trace Silt, SAND
4-4 trace Gravel, wet. Changing at 38.9 feet to:
Brown, GRAVEL, some fine to coarse 38.9
39— grained Sand, trace Silt, wet. Changingat ~ [¥ GR@/EL /1
38.9 feet to: NO RECOVERY. RECOVERY
40— 40'
21 24/156 | 40-42 1-1 ND Brown, fine to medium SAND, trace Silt, SAND
12 trace Gravel, wet. Changing at 41.3 feet to:
NO RECOVERY.
41 41.3'
NO
RECOVERY
42— i i ) 42
22 | 24/156| 42-44 1-1 ND Brown, fine to medium SAND, trace Silt, SAND
11 trace Gravel, wet. Changing at 43.3 feet to:
NO RECOVERY.
43 43.3'
NO
RECOVERY
44— ) ) ) 44'
23 24/6 44-46 1-1 ND Brown, fine to medium SAND, trace Silt, SAND
11 wet. Changing at 44.3 feet to: Brown, fine to  |445 .
medium SAND, little coarse grained Sand, RECOVERY
45— little Gravel, trace Silt, wet. Changing at
445 feet to: NO RECOVERY.
46— 46'
24 24/96 | 46-48 1-1 ND Brown, fine to medium SAND, little coarse SAND
35 grained Sand, little Gravel, trace Silt, wet. 46.6'
Changing at 46.6 feet to: Brown, GRAVEL  [46:8 GRAVEL |
47+ and fine to coarse grained Sand, trace Silt, RECO Ry
wet. Changing at 46.8 feet to: NO
RECOVERY. "
48 25 | 24/108| 48-50 23 ND Brown, fine to medium SAND, trace coarse SAND
47 grained Sand, trace Gravel, trace Silt, wet.
Changing at 48.9 feet to: NO RECOVERY. 489
49— NO
RECOVERY
50'
R
E
M
A
R
K
S

Bentonite
Grout

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: PMW-WV-7/MW-WV-7D




BORING WELL 6267781 WWW WOLVEN AVENUE.GPJ GZA CORP.GDT 3/25/19

GZA Wolverine World Wide

GeoEnvironmental, Inc.

Engineers and Scientists Wolven Avenue Area. .
Algoma Twp, Kent County, Michigan

an)

Sample Information

Boring NMW-WV-7/MW-WV-7(h
Page: 4 of__6
File No.: __16.0062677.81
Check: Leslie Nelson

£ (7]
2 =
§ No. F;:r;.l Depth | Blows | Test Sample Stratum &
: (in.)' (Ft.) (/6") Data Description & Classification Desc. g

4

Equipment Installed

26 |24/156| 50-52 ND Brown, fine to medium grained SAND, trace SAND
coarse grained Sand, trace Gravel, trace

Silt, wet; with thin lenses of yellowish-brown,
51 Silty Clay, moist. Changing at 51.3 feet to: 513

NO RECOVERY.

1-1
2-2

NO
o RECOVERY
52 27 | 241156 | 52-54 0-0 ND Brown, fine to medium grained SAND, trace SAND
29 coarse grained Sand, trace Gravel, trace
Silt, wet. Changing at 53.2 feet to: Brown,
53— GRAVEL and fine to coarse grained Sand,  [53.2
trace Silt, wet. Changing at 53.3 feetto: No 333 GR@/EL /7
54 RECOVERY. 54' RECOVERY
28 [24/10.8| 54-56 1-1 ND Brown, fine to medium grained SAND, trace SAND
23 coarse grained Sand, trace Silt, wet.
Changing at 54.9 feet to: NO RECOVERY. 54.9'
55 NO
RECOVERY
56— i i ) 56'
29 24/4.8 | 56-58 ;-g ND Brown, fine to medium grained SAND, trace [56.3° SAND

coarse grained Sand, trace Gravel, trace 564’ GRAVEL /]

Silt, wet. Changing at 56.3 feet to: Brown, NO
57— GRAVEL, trace Silt, wet. Changing at 56.4 RECOVERY
feet to: NO RECOVERY.
58— 58
30 |24/132| 58-60 1-2 ND Brown, fine to medium grained SAND, trace SAND
23 coarse grained Sand, trace Gravel, trace
Silt, wet. Changing at 59.1 feet to: NO
59 RECOVERY. B
RECOVERY
60— 60'
31 24/96 | 60-62 1-2 ND Brown, fine to medium grained SAND, trace SAND
611 coarse grained Sand, trace Gravel, trace
Silt, wet. Changing at 60.8 feet to: NO 608 .
61 RECOVERY. RECOVERY
62— ) i ) 62'
32 24/18 | 62-64 1-4 ND Brown, fine to medium grained SAND, trace SAND
7 coarse grained Sand, trace Gravel, trace
Silt, wet. Changing at 63.5 feet to: NO
63— RECOVERY.
63.5
NO
64— 64' RECOVERY
33 |24/132| 64-66 1-2 ND Brown, fine to medium grained SAND, trace SAND
36 coarse grained Sand, trace Gravel, trace
Silt, wet. Changing at 65.1 feet to: NO
65 RECOVERY. el
RECOVERY
66— 66'
34 |24/16.8| 66-68 2-3 ND Brown, fine to medium grained SAND, trace SAND
58 coarse grained Sand, trace Gravel, trace
Silt, wet. Changing at 67.4 feet to: NO
67— RECOVERY.
67.4'
R
E
M
A
R
K
S

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: PMW-WV-7/MW-WV-7D




BORING WELL 6267781 WWW WOLVEN AVENUE.GPJ GZA CORP.GDT 3/25/19

GZA Wolverine World Wide

GeoEnvironmental, Inc.

Engineers and Scientists Wolven Avenue Area. .
Algoma Twp, Kent County, Michigan

an)

Boring NMW-WV-7/MW-WV-7(h
Page: 5 of 6
File No.: __16.0062677.81

Sample Information Check:  Leslie Nelson
< 7]
R X H
§' No F;:r;.l Depth | Blows | Test Sample Stratum & Equipment Installed
: (in.)' (Ft.) (/6") Data Description & Classification Desc. g
4
NO
68— 68' RECOVERY
35 |24/216| 68-70 1-1 ND Brown, fine to medium grained SAND, trace SAND
23 coarse grained Sand, trace Gravel, trace
Silt, wet. Changing at 69.8 feet to: NO
69— RECOVERY.
69.8'
70— ) . . 0 NO i
36 |[24/216| 70-72 1-2 ND Brown, fine to medium grained SAND, trace |\ RECOVERY /
24 coarse grained Sand, trace Gravel, trace SAND
Silt, wet. Changing at 71.8 feet to: NO
71 RECOVERY.
718
72 . . . 2 _NO
37 24112 | 72-74 1-0 ND Brown, fine to medium grained SAND, trace |\ RECOVERY /
0-1 coarse grained Sand, trace Gravel, trace SAND
Silt, wet. Changing at 73.0 feet to: NO 73
73 RECOVERY. NO
RECOVERY
74— i ) ) 74'
38 |24/156| 74-76 2-3 ND Brown, fine to medium grained SAND, trace SAND
49 coarse grained Sand, trace Gravel, trace
Silt, wet. Changing at 75.3 feet to: NO
75— RECOVERY. 753 7
NO
. RECOVERY
76 39 |24/19.2| 76-78 1-2 ND Brown, fine to medium grained SAND, trace SAND
56 coarse grained Sand, trace Gravel, trace
Silt, wet. Changing at 77.2 feet to: Brown,
77— fine to coarse grained SAND, some Gravel,
trace Silt, wet. Changing at 77.6 feet to: NO |/, ¢
RECOVERY. NO
78 ) ) [78' RECOVERY |
40 24/12 | 78-80 2-1 ND Brown, fine to coarse grained SAND, some SAND
45 Gravel, trace Silt, wet. Changing at 79.0 feet
to: NO RECOVERY. 79
79— NO
RECOVERY
80— 80 -
41 2424 | 80-82 2-3 ND Brown, fine to medium grained SAND, some SAND
518 Gravel, trace Silt, wet.
81—
82— , 82
42 | 241108 | 82-84 7-11 ND Brown, GRAVEL, some fine to coarse GRAVEL
15-27 grained SAND, wet. Changing at 82.9 feet
to: NO RECOVERY. 82.9'
83 NO
RECOVERY
84— ) ) 84'
43 | 24/19.2| 84-86 23-27 ND Yellowish-brown, GRAVEL, some Silty GRAVEL
3525 Sand, wet. Changing at 85.5 feet to:
Yellowish-brown, GRAVEL, trace Silt, wet.
R
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Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: PMW-WV-7/MW-WV-7D




BORING WELL 6267781 WWW WOLVEN AVENUE.GPJ GZA CORP.GDT 3/25/19

GZA

GeoEnvironmental, Inc.

Wolverine World Wide

Wolven Avenue Area

Boring NMW-WV-7/MW-WV-7(h
Page: 6 of 6

Engineers and Scientists . ; . 16.0062677.81
Algoma Twp, Kent County, Michigan File No.: “Loslie Nelson
Sample Information Check: eslie Nelson
= (7]
2 X Equipment Installed
& No Fl;‘:;'/ Depth | Blows | Test Sample Stratum & adlp
a : (in.)' (Ft.) (/6") Data Description & Classification Desc. g
4
Changing at 85.6 feet to: NO RECOVERY. GRAVEL
85.6'
~_NO
86— ) ) 86" RECOVERY |
44 24/8.4 | 86-88 6-8 ND Brown, fine to coarse grained SAND, some SAND
18-29 Gravel, trace Silt, wet. Changing at 86.7 feet |4
to: NO RECOVERY. O
87— RECOVERY
88— 88
45 24/24 | 88-90 3-4 ND Brown, fine to coarse grained SAND, some SAND
1047 Gravel, trace Silt, wet. Changing at 88.8 feet !
to: Yellowish-brown, GRAVEL, trace Silt, 88.8
89— wet. GRAVEL
0 46 | 2472 | 90-92 J435 | ND | Yellowish-brown, GRAVEL and fine to : i
: coarse grained SAND, little Silt, moist to 90.6' Y
wet. Changing at 90.6 feet to: NO NO ] Filter Sand
91+ RECOVERY. RECOVERY '
92— 82
47 (241144 92-94 1;—?0 ND Yellowish-brown, GRAVEL and fine to GRAVEL
3 coarse grained SAND, little Silt, moist to }
wet. Changing at 93.0 feet to: Very dark 93 \2N|enlfg(|:3r\e/gn
93— grayish-brown, Silty CLAY, moist. Changing [932 claY
at 93.2 feet to: NO RECOVERY. NO
RECOVERY
— o4’
94 48 24/24 | 94-96 ;Z:éé ND Very dark grayish-brown, Silty CLAY, moist. Sitty CLAY
95— R
% o '
Bottom of Borehole at 96.0 Feet 3
97 —
98—
99—
100— R
101
102—

OXAP>=EMAI

3. Monitoring well was installed in borehole upon completion. Well screen set from 90.2 to 95.0 feet below ground surface.

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: PMW-WV-7/MW-WV-7D




Wolverine World Wide
Wolven Avenue Area

Algoma Twp, Kent County, Michigan
Auger/
Casing

Direct Push

GZA
GeoEnvironmental, Inc.

Engineers and Scientists

GI\

Contractor:
Foreman:
Logged by:

Stearns Drilling Company
Jerry H.
John Morehouse

Sampler

Type: MacroCore Date Time

GROUNDWATER READINGS

Boring No.: _ MW-WV-7M
Page: 1 of 2
File No.: __16.0062677.81
Check: __Kate McDonald

Depth Casing Stab

Date Start/Finish: 3-18-19/3-18-19 0.D./1.D.: NA 2.25"

Hammer Wt.: NA

Boring Location:

DétSitate Plane S Zone NABrSer Fall: NA

NA

Other:

Sample Information

Pen./

Equipment Installed

Stratum
Desc.

Depth % %
(Ft) REC | RQD

Sample

No. Description & Classification

Rec.

(in.)

Remarks

——PROTECTIVE
CASING

See MW-WV7D boring log for soil
descriptions.

Bentonite
Grout 1

— Filter Sand
~—2-Inch PVC
P Well Screen

OXAP>=EMAI

BORING WI 6267781 WWW WOLVEN AVENUE.GPJ WI DNR.GDT 4/15/20

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: MW-WV-7M




GZA Wolverine World Wide Boring No.: _ MW-WV-7M
GeoEnvironmental, Inc. Wolven Avenue Area Page: 2 of 2

GI\

Engineers and Scientists File No.: __16.0062677.81

Algoma Twp, Kent County, Michigan Check: _Kate McDonald

Sample Information

Equipment Installed

s

% Pen./
a No. Rec.
(in.)

Depth % % Sample Stratum
(Ft.) REC RQD Description & Classification Desc.

Remarks

Bottom of Borehole at 55.0 Feet 1

65—

67—
68—
69—
70—
71—
72—
73—
74—
75—
76—
77—
78—
79
80—
81—
82—
83—
84—
85—
86—
87—
88—
89—
90—
91—
92—
93—
94—
95—
96—
97—
98—
99—
100—
101
102
103
104
105—
106 —
107 —
108 —
109
110
111
112

1. Monitoring well was installed in borehole upon completion. Well screen set from 50.0 to 55.0 feet below ground surface.

OXAP>=EMAI

BORING WI 6267781 WWW WOLVEN AVENUE.GPJ WI DNR.GDT 4/15/20

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times Boring No.: MW-WV-7M
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made. g " - -




BORING WELL 6267781 WWW WOLVEN AVENUE.GPJ GZA CORP.GDT 3/25/19

GZA Wolverine World Wide Boring No.: __MW-WV7S
GI\ GeoEnvironmental, Inc. Wolven Avenue Area Page: _ 1 of 1
Engineers and Scientists . File No.: _ 16.0062677.81
Algoma Twp, Kent County, Michigan . Leslie Nelson
Contractor: Stearns Drilling Company Auger/ s : Check:
Foreman: Jerry Zach/Travis Casing ampler GROUNDWATER READINGS
Logged by: John Morehouse Type:Hollow Stem Auger __Split Spoon Date Time Depth Casing Stab
Date Start/Finish: 10-25-18 / 10-25-18 0O.D./1.D.: _12.25"/4.25" 2.0"/13/8" NM NM NM NM NM
Boring Location: Hammer Wt.: NA 140lbs
GS Elev. Datum: ___NAD83  Hammer Fall: NA 30.0"
- TOC Elev.: NA NA Surveyed By: __NA___ Survey Date:
Sample Information
= (7]
2 X Equipment Installed
& No F‘;‘z;'/ Depth | Blows | Test Sample Stratum & adie
a : o (Ft.) (/6") Data Description & Classification Desc. £ PROTECTIVE
(in.) e CASING
See boring log PMW-WV-7/MW-WV-7D for
B soil descriptions.
2_
3_
4—
5_ -
6_
7 Bentonite
8 Grout
9_
10— 1
11
12—
13
14—
15— R
16—
174 — Filter Sand
18 2-Inch PVC
Well Screen
19—
20 1
21
29 Bottom of Borehole at 21.5 Feet 1

OXAP>=EMAI

1. Monitoring well was installed in borehole upon completion. Well screen set from 15.7 to 20.5 feet below ground surface.

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: MW-WV7S




BORING WELL 6267781 WWW WOLVEN AVENUE.GPJ GZA CORP.GDT 8/1/18

GZA Wolverine World Wide

GeoEnvironmental, Inc.

Engineers and Scientists Wolven Avenue Area. .
Algoma Twp, Kent County, Michigan

an)

Boring No.: __MW-WV8D
Page: 1 of 8
File No.: __16.0062677.81
Check:

Contractor: Stearns Drilling Company Auger/ s |
Foreman: Burt Graham Casing ampler GROUNDWATER READINGS
Logged by: Christopher Melby Type:Hollow Stem Auger __Split Spoon Date Time Depth Casing Stab
Date Start/Finish: /5-9-18 O.D./I1.D.: _12.25"/4.25" 2.0"/13/8"
Boring Location: Hammer Wt.: NA 140lbs
GSElev.. ___ Datum: ____ Hammer Fall: NA 30.0"
- TOC Elev.: NA NA Surveyed By: __NA___ Survey Date:
Sample Information
< 7]
2 X Equipment Installed
& No F;:r;.l Depth | Blows | Test Sample Stratum & adie
a : o (Ft.) (/6") Data Description & Classification Desc. £ ] PROTECTIVE
(in.) e CASING
1 24/21 0-2 3-4 Dark, yellowish brown, moderately well SAND (FILL)
43 sorted fine to medium grained SAND, little
Silt, slightly cohesive, moist (FILL).
1 Changing at 1.2 feet to: Yellowish brown 1.2 —— Concrete
with occasional dark grayish brown, SAND
moderately well sorted fine to medium
2 grained SAND, little Silt, moist.
2 24014 24 H Yellowish brown, well sorted fine to medium
grained SAND, trace Silt, moist.
3_
47 3 24117 4-6 1-2 Yellowish brown, well sorted fine to medium
22 grained SAND, trace Silt, moist.
5_ -4
6 4 24117 6-8 2-3 Yellowish brown, well sorted fine to medium
23 grained SAND, trace Silt, moist.
7_
8 5 24/24 8-10 3-2 Yellowish brown, well sorted fine to medium
34 grained SAND, trace Silt, moist.
9_
07 6 | 2419 | 1012 | 44 Yellowish brown, well sorted fine to medium i
4-4 grained SAND, trace Silt, moist. Changing
at 11.2 feet to: Brown tho yellowish brown,
11 moderately sorted CLAY & SILT, little Sand, [11.2
plastic, cohesive, moist. H14ALAY & SILT ]
SAND
12 7 2419 | 12-14 1-5 Brown to yellowish brown, moderately
55 sorted CLAY & SILT, little Sand, plastic,
cohesive, moist. Changing at 13.0 feet to: 13
13+ Brown to yellowish brown, very well sorted 32 ST
SILT, cohesive, non plastic, moist. SAND
147 8 24/21 14-16 3-4 Brown to yellowish brown, very well sorted
57 SILT, cohesive, non plastic, moist.
Changing at 15.3 feet to: Pale brown to
R
E
M
A
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K
S

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: MW-WV8D




BORING WELL 6267781 WWW WOLVEN AVENUE.GPJ GZA CORP.GDT 8/1/18

an)

GZA
GeoEnvironmental, Inc.

Engineers and Scientists

Wolverine World Wide

Wolven Avenue Area

Algoma Twp, Kent County, Michigan

Sample Information

Boring No.: __MW-WV8D
Page: 2  of__8

File No.: _ 16.0062677.81
Check:

Depth

No.

Pen./
Rec.

(in.)

Depth
(Ft.)

Blows
(/6")

Test
Data

Sample
Description & Classification

Stratum
Desc.

Equipment Installed

Remarks

17

18—

19+

20—

21—

22—

23—

24—

25—

26—

27—

28—

29—

30—

31—

10

11

12

13

14

15

16

17

24117

24/20

24/20

24/19

2414

24/20

24/19

24/19

24/14

16-18

18-20

20-22

22-24

24-26

26-28

28-30

30-32

32-34

o
o

i
L

PP
NN

NES

S ES

Qe
& &

6-5
7-6

brown, moderately sorted, fine to coarse
grained SAND, trace Silt, moist.

Pale brown to light yellowish brown, very
well sorted, fine to medium grained SAND,
trace Silt, moist. Changing at 17 feet o:
Yellowish brown, well sorted, CLAY & SILT,
trace Sand, plastic, cohesive, moist.
Changing at 17.1 feet o: Pale brown to light
yellowish brown, very well sorted, fine to
medium grained SAND, trace Silt, moist.
Pale brown to light yellowish brown, very
well sorted, fine to medium grained SAND,
trace Silt, moist.

Pale brown to light yellowish brown, very
well sorted, fine to medium grained SAND,
trace Silt, moist. Changing at 21.1 feet to:
Pale brown to brown, moderately well
sorted, fine to coarse grained SAND, trace
Silt, moist.

Pale brown to brown, moderately well
sorted, fine to coarse grained SAND, trace
Silt, moist. Changing at 23.3 feet to:
Yellowish brown to brown, moderately
sorted, fine to coarse grained SAND, some
Gravel, trace Silt, moist to wet.

Yellowish brown to brown, moderately
sorted, fine to coarse grained SAND, some
Gravel, trace Silt, moist to wet.

Brown to dark brown, poorly sorted, medium
to coarse grained SAND, some Gravel,
trace Silt, wet; grains finer.

Brown to dark brown, moderately well
sorted, fine to medium SAND, trace Silt,
wet.

Brown to dark brown, moderately well
sorted, fine to medium SAND, trace Silt,
wet. Changing at 30.5 feet to: Brown, poorly
sorted, coarse grained SAND, some Gravel,
trace Silt, wet. Changing at 30.6 feet to:
Brown to dark brown, moderately well
sorted, fine to medium SAND, trace Silt,
wet.

SAND

17'

M. CLAY & SILT

SAND

OXAP>=EMAI

. Groundwater was encountered at approximately 23.3 feet below ground surface.

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: MW-WV8D




GZA Wolverine World Wide Boring No.: __ MW-WV8D
GZ\) |CGeoEnvironmental, Inc. Wolven Avenue Area Page: 3 of 8
Engineers and Scientists . File No.: _ 16.0062677.81
Algoma Twp, Kent County, Michigan A
Sample Information Check:
< 7]
2 X Equipment Installed
& No F‘;‘:’;‘/ Depth | Blows | Test Sample Stratum & adlp
a : (in.)' (Ft.) (/6") Data Description & Classification Desc. g
4
Brown to dark brown, moderately well SAND
33— sorted, fine to medium SAND, trace Silt,
wet. Changing at 33.2 feet to: Brown, well
sorted, fine to medium grained SAND, trace
34 Silt, wet.

18 24/18 34-36 Brown, well sorted, fine to medium grained
SAND, trace Silt, wet. Changing at 34.3 feet
to: Brown, poorly sorted, fine to coarse

35— grained SAND, little Gravel, trace Silt, wet.
Changing at 34.4 feet to: Brown, well sorted,

fine to medium grained SAND, trace Silt,

N =
anN

36— wet. Changing at 34.8 feet to: Brown, poorly
19 24118 | 36-38 ;}70 sorted, fine to coarse grained SAND, little
Gravel trace Silt, wet. Changing at 35.5 feet
37 to: Brown, well sorted, fine to medium
grained SAND, trace Silt, wet.
Brown, well sorted, fine to medium grained
SAND, trace Silt, wet. Changing at 36.2 feet
387 59 | 2421 | 3840 7.7 to: Dark brown, poorly sorted, medium to
8-9 coarse grained SAND, some Gravel, trace
Silt, wet.
39— Dark brown, poorly sorted, medium to
coarse grained SAND, some Gravel, trace
Silt, wet.
407 21 | 2412 | 4042 | s Brown, well sorted, fine to medium grained
66 SAND, trace Silt, wet. Changing at 41.0 feet
to: Brown, well sorted, fine to medium
41— grained SAND, trace Silt, wet.
42 22 24/2 42-44 1-1 Brown, well sorted, fine to medium grained
1 SAND, trace Silt, wet.
43—
447 23 | 2414 | 4446 35 Brown, well sorted, fine to medium grained

SAND, trace Silt, wet. Changing at 44.5 feet
to: Dark brown, poorly sorted, medium to
45— coarse grained SAND, some Gravel, trace
Silt, wet. Changing at 44.6 feet to: Brown,
well sorted, fine to medium grained SAND,
46— trace Silt, wet.

24 24115 | 46-48 é:g Dark yellowish brown, moderately well
sorted, fine to coarse grained SAND, litle
47 Gravel, trace Silt, wet; grading coarser.
B 25 | 2412 | 4850 | 47 Dark yellowish brown, moderately well
67 sorted, fine to coarse grained SAND, litle
49 Gravel, trace Silt, wet; grading coarser.
R
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BORING WELL 6267781 WWW WOLVEN AVENUE.GPJ GZA CORP.GDT 8/1/18

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times Boring No.: MW-WV8D
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made. g No.:




BORING WELL 6267781 WWW WOLVEN AVENUE.GPJ GZA CORP.GDT 8/1/18

Wolverine World Wide
Wolven Avenue Area
Algoma Twp, Kent County, Michigan

GZA
GeoEnvironmental, Inc.

Engineers and Scientists

an)

Sample Information

Boring No.: __MW-WV8D
Page: 4  of __8

File No.: _ 16.0062677.81
Check:

Depth

No.

Pen./
Rec.

(in.)

Depth
(Ft.)

Blows
(/6")

Test
Data

Sample
Description & Classification

Stratum
Desc.

Remarks

Equipment Installed

52—

53—

54—

55—

56—

57—

58—

59—

60—

61—

62—

63—

64—

65—

66—

26

27

28

29

30

31

32

33

34

24/24

24/7

24/24

2414

24/23

24/9

24/13

24/11

24/9

50-52

52-54

54-56

56-58

58-60

60-62

62-64

64-66

66-68

3-10
15-18

3-7-50/4"

4-17-50/6"

16-27
33-45

5-8
38-50/3"

3-14
42-41

38-50/4.5"

4-15
34-40

Brown, moderately well sorted, fine to
coarse grained SAND, little Silt, trace
Gravel, trace Silt, wet. Changing at 51.9 feet
to: Brown, poorly sorted, fine to coarse
SAND, little Silt, trace Gravel, moist to wet.

Dark brown, poorly sorted, medium to
coarse grained SAND, some Gravel, trace
Silt, wet. Changing at 52.6 feet to: Brown,
moderately well sorted, fine to coarse
SAND, trace Gravel, trace Silt, wet.

Brown, moderately well sorted, fine to
coarse SAND, trace Gravel, trace Silt, wet.
Changing at 55.2 feet to: Yellowish brown to
dark yellowish brown, very well sorted, fine
grained SAND, some Silt, bedded, wet.
Changing at 55.7 feet to: Brown, very well
sorted, SILT, little fine grained Sand,
moderately cohesive, wet; grades coarser.
Yellowish brown, very well sorted, fine
grained SAND and Silt, moderately
cohesive, wet.

Yellowish brown, very well sorted, fine
grained SAND and Silt, moderately
cohesive, wet. Changing at 58.5 feet to:
Yellowish brown, very well sorted, SILT,
moderately cohesive, non plastic, wet.
Changing at 58.6 feet to: Yellowish brown,
very well sorted, fine grained SAND and Silt,
moderately cohesive, wet.

Yellowish brown, very well sorted, fine
grained SAND and Silt, moderately
cohesive, wet.

Yellowish brown, very well sorted, fine
grained SAND and Silt, moderately
cohesive, wet.

Yellowish brown, very well sorted, fine
grained SAND and Silt, moderately
cohesive, wet. Changing at 64.5 feet to:
Light yellowish brown, very well sorted,
SILT, moderately cohesive, non plastic, wet.
Changing at 64.7 feet to: Light yellowish
brown, well sorted, SILT & CLAY, slightly
plastic, moderately cohesive, moist.
Changing at 64.9 feet to: Yellowish brown,
very well sorted, fine grained SAND and Silt,
moderately cohesive, wet.

SAND

55.7"

56'  SILT

SAND

58.5'

‘5§-6' SILT a

SAND

64.5'

64.7  SILT
Q¥ BT & CLAY

SAND

66'

SILT

SAND

OXAP>=EMAI

Bentonite
Grout

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: MW-WV8D




BORING WELL 6267781 WWW WOLVEN AVENUE.GPJ GZA CORP.GDT 8/1/18

an)

GZA
GeoEnvironmental, Inc.

Engineers and Scientists

Sample Information

Wolverine World Wide

Wolven Avenue Area

Algoma Twp, Kent County, Michigan

Boring No.: __MW-WV8D
Page: 5 of 8

File No.: _ 16.0062677.81
Check:

Equipment Installed

= (7]
2 X
§' No F‘;‘:’;‘/ Depth | Blows | Test Sample Stratum &
: (in.)' (Ft.) (/6") Data Description & Classification Desc. g
4
Grayish brown very well sorted, SILT, trace SAND
68— fine grained Sand, cohesive, non plastic,
35 2411 | 68-70 44%10‘}4-- bedded, moist. Changing at 66.5 feet to:
Grayish brown, very well sorted, fine grained
69— SAND, trace Silt, moist.
Grayish brown, very well sorted, fine grained
SAND, trace Silt, moist. Changing at 68.3
feet to: Grayish brown, moderately sorted, 70
70— 36 24/9 70-72 49-50/4" fine to me_dium SAND, some_SiIt, trace SILT & CLAY
Gravel, slightly cohesive, moist to wet.
Grayish brown, poorly sorted, SILT & CLAY,
71— little Sand, trace Gravel, slightly plastic,
cohesive, moist.
72— Z
37 24124 | 72-74 8-10 Dark grayish brown, poorly sorted, CLAY & CLAY & SILT
20-29 SILT, little Sand, trace Gravel, plastic,
cohesive, moist.
73
74— 74
38 2424 | 74-76 13-24 Hard, brown, Clayey SILT, some medium Clayey SILT
3545 Sand, trace Gravel (embedded in Clayey
SILT), wet.
75—
76—
77
78—
797 39 | 24;24 | 79-81 | 613 Hard, brown, Clayey SILT, some medium
274 Sand (embedded in Clayey Silt), wet.
80—
81—
82—
83—
847 40 | 24118 | 84-86 | 22 Medium stiff, brown, Clayey SILT, some
56 medium Sand, wet.
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Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: MW-WV8D




BORING WELL 6267781 WWW WOLVEN AVENUE.GPJ GZA CORP.GDT 8/1/18

an)

GZA
GeoEnvironmental, Inc.

Engineers and Scientists

Sample Information

Wolverine World Wide

Wolven Avenue Area

Algoma Twp, Kent County, Michigan

Boring No.: __MW-WV8D
Page: 6  of__8

File No.: _ 16.0062677.81
Check:

Depth

No.

Pen./
Rec.

(in.)

Depth
(Ft.)

Blows
(/6")

Test
Data

Sample Stratum
Description & Classification Desc.

Remarks

Equipment Installed

87—

88—

89—

90—

91—

92—

93—

94—

95—

96—

97—

98—

99—

100

101

102

41

42

43

24/24

24/24

24/24

89-91

94-96

99-101

9-16
44-45

8-16
30-55

8-19
34-42

Clayey SILT

Hard, brown, Clayey SILT, some medium
Sand, wet.

Hard, brown, Clayey SILT, some medium
Sand, wet.

Hard, brown, Clayey SILT, some medium
Sand, wet.

OXAP>=EMAI

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: MW-WV8D




BORING WELL 6267781 WWW WOLVEN AVENUE.GPJ GZA CORP.GDT 8/1/18

GZA Wolverine World Wide Boring No.: __ MW-WV8D
GZ\) |CGeoEnvironmental, Inc. Wolven Avenue Area Page: 7 of 8
Engineers and Scientists . File No.: _ 16.0062677.81
Algoma Twp, Kent County, Michigan F
Sample Information Check:
< 7]
2 X Equipment Installed
& No F‘;‘z;'/ Depth | Blows | Test Sample Stratum & adlp
a : (in.)' (Ft.) (/6") Data Description & Classification Desc. g
o
Clayey SILT
103
10471 44 | 24124 | 104-106| 614 Hard, brown, Clayey SILT, some medium to
20-20 coarse Sand, wet. Changing at 105.0 feet
to: Brown, fine to medium SAND, little Silt, 1085
105 wet. SAND
106 —
107 —
108 —
10971 45 | 2420 |100-111| 710 Medium dense, brown, fine to coarse
18-37 SAND, little Silt, wet.
110
111
112
113
M4 46 | 2222 1141158 35 Medium dense, brown, fine to medium
24-50/4 SAND, trace Silt, wet.
115 —
116 ~+—Filter Sand
117
2-Inch PVC
118— Well Screen
91 47 | 1111 191199 ee3s Very dense, brown, fine to medium SAND,
trace Silt, wet. Changing at 119.6 feet to:
Very dense, gray, fine to medium SAND and
R
E
M
A
R
K
S

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: MW-WV8D




GZA Wolverine World Wide Boring No.: __ MW-WV8D
GeoEnvironmental, Inc. Wolven Avenue Area Page: 8 of 8

Engineers and Scientists File No.: __16.0062677.81

Algoma Twp, Kent County, Michigan i
Sample Information Check:

Pen./ Equipment Installed

Depth

No Rec Depth Blows | Test Sample Stratum
: (in.)' (Ft.) (/6") Data Description & Classification Desc.

Remarks

Silt, wet. SAND

1217 48 | e [121-121.4 74 Very dense, gray, fine to medium SAND and 21

Silt, wet.
122

123

12471 49 | 99 [124-124.8 35503 Very dense, gray, fine to medium SAND and

Silt.
125

126
127

128

129'
50 16/16 [129-130.3 17-42-50/4" Hard, gray, SILT & CLAY, some fine to SILT & CLAY
medium Sand, wet.

129

130 Bottom of Borehole at 130.3 Feet 130.3 3

131

132

133

134

135

136

137

2. Auger advancement slows at 120.0 fee below ground surface. Harder material. Collected in spoon.
3. Monitoring well was installed in borehole upon completion. Well screen set from 115.0 to 120.0 feet below ground surface.

OXAP>=EMAI

BORING WELL 6267781 WWW WOLVEN AVENUE.GPJ GZA CORP.GDT 8/1/18

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times Boring No.: MW-WV8D
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made. g No.:




BORING WELL 6267781 WWW WOLVEN AVENUE.GPJ GZA CORP.GDT 8/1/18

GZA Wolverine World Wide

GI\ GeoEnvironmental, Inc. Wolven Avenue Area
Engineers and Scientists .
Algoma Twp, Kent County, Michigan
Contractor: Stearns Drilling Company Auger/

Foreman: Burt Graham Casing
Logged by: Christopher Melby Type:Hollow Stem Auger __Split Spoon Date Time

Sampler

GROUNDWATER READINGS

Boring No.: __MW-WV8M
Page: 1 of 2
File No.: __16.0062677.81
Check:

Depth Casing Stab

Date Start/Finish: 5-9-18 /5-10-18 O.D./I.D.;: _12.25"/4.25" 2.0"/13/8"

Boring Location: Hammer Wt.: NA 140lbs

GSElev.. __ Datum:___ Hammer Fall: NA 30.0"

TOC Elev.: NA NA Surveyed By:

Sample Information

__NA _ Survey Date:

L
a Pen./
8 No. Rec. Depth Blows | Test Sample Stratum

(in) (Ft.) (/6") Data Description & Classification Desc.

Remarks

Equipment Installed

——PROTECTIVE
CASING

See MW-WV8D boring log for soil
1 descriptions from 0.0 to 63.0 feet.

OXAP>=EMAI

—t— Concrete

Bentonite
Grout

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: MW-WV8M




BORING WELL 6267781 WWW WOLVEN AVENUE.GPJ GZA CORP.GDT 8/1/18

GIZ\

GZA
GeoEnvironmental, Inc.

Engineers and Scientists

Sample Information

Wolverine World Wide

Wolven Avenue Area

Algoma Twp, Kent County, Michigan

Boring No.: __MW-WV8M
Page: 2  of 2

File No.: _ 16.0062677.81
Check:

No.

Pen./
Rec.

(in.)

Depth Blows | Test
(Ft.) (/6") Data

Sample
Description & Classification

Stratum
Desc.

Equipment Installed

Remarks

S-1

24/24 63-65 15-23
36-51

Very dense, brown, fine to medium SAND,
trace Silt, wet.

65'

SAND

— Filter Sand

2-Inch PVC
Well Screen

Bottom of Borehole at 65.0 Feet

OXAP>=EMAI

1. Monitoring well was installed in borehole upon completion. Well screen set from 60.0 to 65.0 feet below ground surface.

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: MW-WV8M




BORING WELL 6267781 WWW WOLVEN AVENUE.GPJ GZA CORP.GDT 8/1/18

GZA
GeoEnvironmental, Inc.

Engineers and Scientists

2

Contractor: Stearns Drilling Company

Wolverine World Wide

Wolven Avenue Area

Algoma Twp, Kent County, Michigan

Auger/

Foreman: Burt Graham

Casing Sampler

Logged by: Christopher Melby

Type;HoIIow Stem Auger  Split Spoon

Date Start/Finish: 5-9-18 / 5-9-18

GROUNDWATER READINGS

Date Time

Boring No.: __MW-WV8S

Page:

1 of 1

File No.:
Check:

16.0062677.81

Depth

Casing Stab

O.D./1.D.: _12.25"/4.25" 2.0"/13/8"

Boring Location:

Hammer Wt.: NA 140lbs

GSElev.. ____ Datum:

Sample Information

Hammer Fall: NA 30.0"

TOC Elev.: NA NA

Surveyed By:

__NA___ survey Date:

s

% Pen./
a No. Rec.
(in.)

Depth Blows | Test
(Ft.) (/6") Data

Sample
Description & Classification

Stratum
Desc.

Remarks

Equipment Installed

——PROTECTIVE

CASING

S-1 | 24112 | 33-35

&N
&

See MW-WV8D boring log for soil
descriptions from 0.0 to 33.0 feet.

Loose, brown and gray, fine to coarse
SAND, trace Silt.

35'

SAND

— Concrete

Bentonite
Grout

— Bentonite

— Filter Sand

2-Inch PVC
Well Screen

Bottom of Borehole at 35.0 Feet

1

OXAP>=EMAI

1. Monitoring well was installed in borehole upon completion. Well screen set from 30.0 to 35.0 feet below ground surface.

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: MW-WV8S




BORING WELL 6267781 WWW WOLVEN AVENUE.GPJ GZA CORP.GDT 8/1/18

GZA Wolverine World Wide

GeoEnvironmental, Inc.

Engineers and Scientists Wolven Avenue Area. .
Algoma Twp, Kent County, Michigan

2

Boring No.: __MW-WVOD
Page: 1 of 8
File No.: __16.0062677.81
Check:

Contractor: Stearns Drilling Company Auger/ s |
Foreman: Jerry Zach/Travis Casing ampler GROUNDWATER READINGS
Logged by: John Morehouse Type:Hollow Stem Auger __Split Spoon Date Time Depth Casing Stab
Date Start/Finish: O.D./1.D.; _12.25"/4.25" 2.0"/13/8"
Boring Location: Hammer Wt.: NA 140lbs
GSElev.. __ Datum:___ Hammer Fall: NA 30.0"

- TOC Elev.: NA NA Surveyed By: __NA___ Survey Date:

Sample Information
L ()
b X Equipment Installed
& No F‘;‘z;'/ Depth | Blows | Test Sample Stratum & adie
o ) = (Ft.) (/6") Data Description & Classification Desc. £ ——PROTECTIVE
(in.) e CASING
1 24/21 0-2 22 Very dark grayish brown, moderately well SILT
N 23 sorted, SILT, some fine to medium grained
Sand, trace Gravel, moist.
11—
2— 2 — Sand
2 24/19 2-4 2-1 Dark yellowish brown, poorly sorted, fine SAND
N 1 grained SAND, some Silt, trace Clay,
slightly plastic, moderately cohesive, moist.
3_
47 3 24/20 4-6 3-2 Yellowish brown, well sorted, fine to medium
23 grained SAND, trace Silt, moist.

b — Hole Plug
5_ -
6 4 2417 6-8 2-2 Yellowish brown, well sorted, fine to medium

N 23 grained SAND, trace Silt, moist.

7_
8 5 24/18 8-10 2-3 Yellowish brown, well sorted, fine to medium
N 22 grained SAND, trace Silt, moist.
9_
07 6 | 2423 | 10412 | 22 Yellowish brown, well sorted, fine to medium i
N 33 grained SAND, trace Silt, moist.
11—
R
E
M
A
R
K
S

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: MW-WV9D




BORING WELL 6267781 WWW WOLVEN AVENUE.GPJ GZA CORP.GDT 8/1/18

an)

GZA
GeoEnvironmental, Inc.

Engineers and Scientists

Sample Information

Wolverine World Wide

Wolven Avenue Area

Algoma Twp, Kent County, Michigan

Boring No.: __MW-WVOD
Page: 2  of__8

File No.: _ 16.0062677.81
Check:

Equipment Installed

< 7]
B X
§' No F‘;‘:’;‘/ Depth | Blows | Test Sample Stratum &
: (in.)' (Ft.) (/6") Data Description & Classification Desc. g
['4
7 2417 | 12-14 3-4 Pale brown, well sorted, fine to medium SAND
| 54 grained SAND, bedded, moist.
13—
4 g | 2419 | 1416 | 34 Pale brown, well sorted, fine to medium
| 55 grained SAND, bedded, moist.
15—
67 9 | 2423 | 1618 | 37 Pale brown, well sorted, fine to medium
| 7 grained SAND, bedded, moist.
17—
87 10 | 2417 | 1820 | 34 Pale brown, well sorted, fine to medium
| 67 grained SAND, bedded, moist.
19—
207 41 | 2a;3 | 2022 | 38 Pale brown, well sorted, fine to medium
| 57 grained SAND, bedded, moist. Changing at
21.2 feet to: Yellowish brown, very well
sorted, SILT & CLAY, moderately plastic,
217 moderately cohesive, moist. Changing at 21.2'
21.3 feet to: Pale brown grading to very pale [RI-3ILT & CLAY
7] brown, well sorted, fine to medium grained SAND
SAND, bedded, moist.
22 12 2417 | 22-24 8-13 Pale brown grading to very pale brown, well
| 1722 sorted, fine to medium grained SAND,
bedded, moist.
23
24 13 24/23 | 24-26 15-20 Pale brown grading to very pale brown, well
| 1821 sorted, fine to medium grained SAND,
bedded, moist. Changing at 25.1 feet to:
Yellowish brown, moderately sorted, fine to
25— coarse grained SAND, some Silt, trace
Clay, trace Gravel, slightly to moderately
N plastic, cohesive, moist.
R
E
M
A
R
K
S

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: MW-WV9D




BORING WELL 6267781 WWW WOLVEN AVENUE.GPJ GZA CORP.GDT 8/1/18

GZA Wolverine World Wide

GI\ GeoEnvironmental, Inc. Wolven Avenue Area
Engineers and Scientists .
Algoma Twp, Kent County, Michigan

Sample Information

Boring No.: __MW-WVOD
Page: 3 of__8

File No.: _ 16.0062677.81
Check:

< 7]
2 X Equipment Installed
§' No F‘;‘:’;‘/ Depth | Blows | Test Sample Stratum & adlp
: (in.)' (Ft.) (/6") Data Description & Classification Desc. g
4
14 24/23 | 26-28 6-11 Yellowish brown, moderately sorted, fine to SAND
| 14-17 coarse grained SAND, some Silt, trace
Clay, trace Gravel, slightly to moderately
plastic, cohesive, moist.
27
287 45 | 24122 | 28-30 | 10-18 Yellowish brown, moderately sorted, fine to
| 17-18 coarse grained SAND, some Silt, trace
Clay, trace Gravel, slightly to moderately
plastic, cohesive, moist.
29—
307 46 | 24118 | 30-32 | 1116 Yellowish brown, moderately sorted, fine to
| 19-22 coarse grained SAND, some Silt, trace
Clay, trace Gravel, slightly to moderately
31 plastic, cohesive, moist.
327 47 | 2a;23 | 32-34 1114 Yellowish brown, moderately sorted, fine to

coarse grained SAND, some Silt, trace
Clay, trace Gravel, slightly to moderately
plastic, cohesive, moist. Changing at 32.6
337 feet to: Yellowish brown to brown, very well
sorted, fine grained SAND, trace Silt, moist
to wet. Changing at 33.2 feet to: Yellowish
brown, moderately sorted, fine to coarse
347 45 | 2424 | 34-36 1347 grained SAND, some Silt, trace Clay, trace
21-25 Gravel, slightly to moderately plastic,

. cohesive, moist.

Yellowish brown, moderately sorted, fine to
35— coarse grained SAND, some Silt, trace
Clay, trace Gravel, slightly to moderately

- plastic, cohesive, moist.

3677 19 | 2424 | 3638 | &2 Yellowish brown, moderately sorted, fine to
| 22-24 coarse grained SAND, some Silt, trace
Clay, trace Gravel, slightly to moderately
plastic, cohesive, moist.
37
38— . , 38
20 24/23 | 38-40 17-18 Yellowish brown, moderately sorted, fine to CLAY & SILT
| 23-25 coarse grained SAND, some Silt, trace
Clay, trace Gravel, slightly to moderately
plastic, cohesive, moist.
39—
R
E
M
A
R
K
S

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: MW-WV9D




BORING WELL 6267781 WWW WOLVEN AVENUE.GPJ GZA CORP.GDT 8/1/18

GZA Wolverine World Wide

GeoEnvironmental, Inc.

Engineers and Scientists Wolven Avenue Area. .
Algoma Twp, Kent County, Michigan

an)

Boring No.: __MW-WVOD
Page: 4  of __8

File No.: __16.0062677.81

Sample Information Check:
< 7]
R x H
§' No F‘;‘:’;‘/ Depth | Blows | Test Sample Stratum & Equipment Installed
: (in.)' (Ft.) (/6") Data Description & Classification Desc. g
4
21 24/19 | 40-42 6-13 Yellowish brown, moderately sorted, fine to CLAY & SILT
| 21-28 coarse grained SAND, some Silt, trace
Clay, trace Gravel, slightly to moderately
a1 plastic, cohesive, moist.
427 22 | 2419 | 4244 | 51 Yellowish brown, moderately sorted, fine to
| 17-20 coarse grained SAND, some Silt, trace
Clay, trace Gravel, slightly to moderately
plastic, cohesive, moist.
43—
4471 23 | 2422 | 4446 | 75 Yellowish brown, moderately sorted, fine to
| 20-23 coarse grained SAND, some Silt, trace
Clay, trace Gravel, slightly to moderately
plastic, cohesive, moist.
45—
4671 24 | 2420 | 4648 | 56 Yellowish brown, moderately sorted, fine to |6
| 913 coarse grained SAND, some Silt, trace SAND
Clay, trace Gravel, slightly to moderately
plastic, cohesive, moist. Changing at 46.3 46.9
47— feet to: Brown, well sorted, fine to medium CLAY & SILT
grained SAND, trace Silt, moist to wet. ;
7] Changing at 46.9 feet to: Dark grayish g?gltj?nlte
brown, moderately sorted, CLAY & SILT,
487 o5 | 24124 | 4850 816 some Sand, trace Gravel, slightly to
24-30 moderately plastic, cohesive, moist.
. Dark grayish brown, moderately sorted,
CLAY & SILT, some Sand, trace Gravel,
49— slightly to moderately plastic, cohesive,
moist.
507 26 | 24111 | 5052 | 51 Dark grayish brown, moderately sorted,
| 19-25 CLAY & SILT, some Sand, trace Gravel,
slightly to moderately plastic, cohesive,
moist.
51—
527 27 | 24;24 | 5254 | 717 Dark grayish brown, moderately sorted,
| 2332 CLAY & SILT, some Sand, trace Gravel,
slightly to moderately plastic, cohesive,
moist.
53—
R
E
M
A
R
K
S

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: MW-WV9D




BORING WELL 6267781 WWW WOLVEN AVENUE.GPJ GZA CORP.GDT 8/1/18

GZA Wolverine World Wide

GeoEnvironmental, Inc.

Engineers and Scientists Wolven Avenue Area. .
Algoma Twp, Kent County, Michigan

Sample Information

Boring No.: __MW-WVOD
Page: 5 of 8

File No.: _ 16.0062677.81
Check:

an)

Equipment Installed

Depth

No Rec Depth Blows | Test Sample Stratum
: (in.)' (Ft.) (/6") Data Description & Classification Desc.

Remarks

28 24/24 | 54-56 7-16 Dark grayish brown, moderately sorted, CLAY & SILT
2526 CLAY & SILT, some Sand, trace Gravel,
slightly to moderately plastic, cohesive,
moist. Changing at 55.5 feet to: Brown,
55 poorly sorted, fine to coarse grained SAND,
little Gravel, little Silt, moist to wet. 555
Changing at 55.6 feet to: Dark grayish 5.6 SAND
brown, moderately sorted, CLAY & SILT, CLAY & SILT
29 2424 | 56-58 5-13 some Sand, trace Gravel, slightly to
19-25 moderately plastic, cohesive, moist.

. Dark grayish brown, moderately sorted,
CLAY & SILT, some Sand, trace Gravel,
57— slightly to moderately plastic, cohesive,
moist.

56—

587 30 | 24;24 | 5860 | o5 Dark grayish brown, moderately sorted,

31-43 CLAY & SILT, some Sand, trace Gravel,
slightly to moderately plastic, cohesive,
moist. Changing at 59.5 feet to: Dark
597 yellowish brown, poorly sorted, CLAY &
SILT, trace Sand, trace Gravel, plastic,
cohesive, moist. Changing at 59.7 feet to: 59.7'
Yellowish brown, well sorted, SILT, trace 6o ST

31 24/24 60-62 | 11-15-50/5" Sand, non plastic, moderately cohesive, CLAY & SILT
moist.
. Dark grayish brown, poorly sorted, CLAY &  [60.6

60—

SILT, trace Sand, trace Gravel, plastic, Q7 SAND
61— cohesive, moist. Changing at 60.6 feet to: CLAY & SILT
Brown, poorly sorted, fine to medium
- grained SAND, little Silt, trace Clay, soft,
moist to wet. Changing at 60.7 feet to: Dark
62— yellowish brown grading to dark grayish
32 24/24 | 6264 2%_1232 brown, poorly sorted, CLAY & SILT, trace
_ Sand, trace Gravel, plastic, cohesive, moist. 27

Dark yellowish brown grading to dark 5 SAND
63— grayish brown, poorly sorted, CLAY & SILT, CLAY & SILT
trace Sand, trace Gravel, plastic, cohesive,
moist. Changing at 62.4 feet to: Dark
yellowish brown, poorly sorted, CLAY &
SILT, trace Sand, trace Gravel, plastic,

33 24/24 | 64-66 8-16 cohesive, moist. Changing at 62.7 feet to:
30-45 Brown, poorly sorted, fine to medium
grained, SAND, little Silt, trace Clay, slightly
plastic, moist to wet. Changing at 62.8 feet
657 to: Dark yellowish brown, poorly sorted,
CLAY & SILT, trace Sand, trace Gravel,
plastic, cohesive, moist. Changing at 63.5
feet to: Dark grayish brown, poorly sorted,
34 24/24 66-68 13-23 CLAY & SILT, trace Sand, trace Gravel,
32-35 plastic, cohesive, grades softer, moist.

. Dark grayish brown, poorly sorted, CLAY &
SILT, trace Sand, trace Gravel, plastic,
67— cohesive, grades softer, moist.

Dark grayish brown, poorly sorted, CLAY &
- SILT, trace Sand, trace Gravel, plastic,
cohesive, grades softer, moist.

64—

66—

OXAP>=EMAI

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: MW-WV9D




GZA Wolverine World Wide Boring No.: _ MW-WV9D
GZ\ GeoEnvironmental, Inc. Wolven Avenue Area Page: 6 of 8

Engineers and Scientists — : Ty
Algoma Twp, Kent County, Michigan File No.. __16.0062677.81

Sample Information Check:
= (7]
2 X Equipment Installed
§' No F‘;‘:’;‘/ Depth | Blows | Test Sample Stratum & adlp
: (in.)' (Ft.) (/6") Data Description & Classification Desc. g
4
35 24/24 | 68-70 11-18 Dark grayish brown, poorly sorted, CLAY & CLAY & SILT
| 24-32 SILT, trace Sand, trace Gravel, plastic,
cohesive, grades softer, moist.
69—
707 36 | 24024 | 7072 | 1210 Dark grayish brown, poorly sorted, CLAY &
| 11-18 SILT, trace Sand, trace Gravel, plastic,
cohesive, grades softer, moist.
71—
729 37 | 2424 | 7274 | 124 Dark grayish brown, poorly sorted, CLAY &
| 17-20 SILT, trace Sand, trace Gravel, plastic,
cohesive, grades softer, moist.
73—
74— o
38 24/11 74-76 0-2 Yellowish brown, moderately sorted, fine to SAND
| 35 coarse grained SAND, little Silt trace Gravel,
moist to wet.
75—
767 39 | 24115 | 76.78 | 815 Yellowish brown, moderately sorted, fine to
| 23-26 coarse grained SAND, little Silt trace Gravel,
moist to wet. Changing at 76.9 feet to:
Yellowish brown, moderately well sorted,
77 fine to medium grained SAND, little Silt, 1
moderately cohesisve, moist to wet.
787 40 | 2415 | 78-80 | 820 Yellowish brown, moderately well sorted,
| 29-37 fine to medium grained SAND, little Silt,
moderately cohesisve, moist to wet.
79—
80 41 24/9 80-82 | 14-33-50/3" Yellowish brown, moderately well sorted,
| fine to medium grained SAND, little Silt,
moderately cohesisve, moist to wet.
81—

1. Groundwater was encountered at approximately 76.9 feet below ground surface.

OXAP>=EMAI

BORING WELL 6267781 WWW WOLVEN AVENUE.GPJ GZA CORP.GDT 8/1/18

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times Boring No.: MW-WV9D
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made. g No.:




BORING WELL 6267781 WWW WOLVEN AVENUE.GPJ GZA CORP.GDT 8/1/18

GZA Wolverine World Wide

GI\ GeoEnvironmental, Inc. Wolven Avenue Area
Engineers and Scientists .
Algoma Twp, Kent County, Michigan

Boring No.: __MW-WVOD
Page: 7 of 8

File No.: __16.0062677.81

Sample Information Check:
< 7]
° x Equipment Installed
& No F‘;‘z;'/ Depth | Blows | Test Sample Stratum & adlp
a : (in.)' (Ft.) (/6") Data Description & Classification Desc. g
4
42 24/3 82-84 | 21-44-50/3" Yellowish brown, moderately well sorted, SAND
N fine to medium grained SAND, little Silt,
moderately cohesisve, moist to wet.
83—
847 43 | 248 | 84-86 | 505 Yellowish brown, poorly sorted, fine to
N medium grained SAND, little Silt, trace
Gravel, trace Clay, non to slighty plastic,
85 slightly cohesive, moist to wet.
86 44 24/7 86-88 | 12-35-50/6" Yellowish brown, poorly sorted, fine to
N medium grained SAND, little Silt, trace
Gravel, trace Clay, non to slighty plastic,
87 slightly cohesive, moist to wet.
88 47 2477 88-90 21-50/3" Light yellowish brown to pale brown, very
N well sorted, fine to medium grained SAND,
trace Silt, wet.
89—
90 48 24/2 90-92 | 13-34-50/3" Yellowish brown, poorly sorted, fine to
N medium grained SAND, little Silt, trace
Gravel, trace Clay, non to slighty plastic,
91 slightly cohesive, moist to wet.
927 49 | 2417 | 9294 | 514 Yellowish brown, poorly sorted, fine to
N 30-5013 medium grained SAND, little Silt, trace
Gravel, trace Clay, non to slighty plastic,
93 slightly cohesive, moist to wet.
- — Filter Sand
947 50 | 24113 | 94-96 | 3534 Light yellowish brown to pale brown, very
N 82-30 well sorted, fine to medium grained SAND,
trace Silt, occasional very thin Silt seams,
wet. 2-Inch PVC
95— Well Screen
R
E
M
A
R
K
S

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: MW-WV9D




BORING WELL 6267781 WWW WOLVEN AVENUE.GPJ GZA CORP.GDT 8/1/18

GZA

GeoEnvironmental, Inc.
Engineers and Scientists

Sample Information

Wolverine World Wide

Wolven Avenue Area

Algoma Twp, Kent County, Michigan

Boring No.: __MW-WVOD
Page: 8 of__8

File No.: _ 16.0062677.81
Check:

= (7]
° x Equipment Installed
§' No Fl;‘:;'/ Depth | Blows | Test Sample Stratum & adlp
: (in.)' (Ft.) (/6") Data Description & Classification Desc. g
o
51 24/24 | 96-98 7-12 Light yellowish brown to pale brown, very SAND
N o1 well sorjted, fine _to medium grain_ed SAND, %6
trace Silt, occasional very thin Silt seams, 96 BILT & CLAY
wet. Changing at 96.6 feet to: Dark grayish [ sanp |
977 brown, poorly sorted, SILT & CLAY, little
Sand, trace Gravel, slightly plastic,
N moderately cohesive, moist. Changing at o8
96.8 feet to: Light yellowish brown to pale SILT & CLAY
987 55 | 24115 | 98-100 | &-16 brown, very well sorted, fine to medium
21-28 grained SANd, trace Silt, wet. Changing at
N 97.3 feet to: Dark grayish brown, poorly
sorted, medium to coarse grained SAND,
99— trace Gravel, trace Silt, wet. Changing at
97.8 feet to: Dark grayish brown, poorly
- sorted, medium to coarse grained SAND, :
trace Gravel, moderately plastic, cohesive, ! :
100 hard, moist. 100 :
Dark grayish brown, poorly sorted, medium 2
| to coarse grained SAND, trace Gravel,
moderately plastic, cohesive, hard, moist.
101 — Bottom of Borehole at 100.0 Feet
102
103
104 —
105
106 —
107 —
108
109

OXAP>=EMAI

2. Monitoring well was installed in borehole upon completion. Well screen set from 92.3 to 97.3 feet below ground surface.

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: MW-WV9D




BORING WI 6267781 WWW WOLVEN AVENUE.GPJ WI DNR.GDT 4/17/20

GZA

Wolverine World Wide

GeoEnvironmental, Inc.

GI\

Wolven Avenue Area

Engineers and Scientists

Algoma Twp, Kent County, Michigan

Stearns Drilling Company
Jerry H.
John Morehouse

Contractor:
Foreman:
Logged by:

Auger/
Casing
Typélollow Stem Auger Split Spoon

Sampler

GROUNDWATER READINGS
Time

Date

Boring No.: _MW-WV-10D
Page: 1 of 4
File No.: __16.0062677.81
Check: __Kate McDonald _

Depth Casing Stab

Date Start/Finish: 3-5-19/3-13-19 O.D./1.D.: 12.25"/4.25" _2.0"/1 3/8"

Hammer Wt.: NA 140lbs

Boring Location:
Dakgitate Plane S Zone NABh®der Fall: NA 30.0"

Other: NA NA

Sample Information

Depth % %
(Ft) REC | RQD

Sample

s
2 Pen./
e Description & Classification

No. Rec.
(in.)

Stratum
Desc.

Equipment Installed

——PROTECTIVE
CASING

See MW-WV-10S for soil descriptions from
0.0 to 78.8 feet.

BLIND DRILL

—|Remarks

1. Blind drilled from 0.0 to 78.0 feet below ground surface.

OXAP>=EMAI

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: MW-WV-10D




BORING WI 6267781 WWW WOLVEN AVENUE.GPJ WI DNR.GDT 4/17/20

GI\

GZA
GeoEnvironmental, Inc.

Engineers and Scientists

Sample Information

Wolverine World Wide

Wolven Avenue Area

Algoma Twp, Kent County, Michigan

Boring No.:
Page: __ 2
File No.:
Check:

_MW-WV-10D
of 4
_16.0062677.81
__Kate McDonald

No.

Pen./
Rec.

(in.)

Depth
(Ft.)

%
REC

%
RQD

Sample
Description & Classification

Stratum
Desc.

Remarks

Equipment Installed

24/22

24/24

24/24

24/12

78-80

80-82

82-84

84-86

11-24 1
36-50
12-48-50
42-50

19-50

».3 ppm
.7 ppm

.1 ppm

.7 ppm

Gray, CLAY, moist. Changing at 78.2 feet

to: Very dense, brown, fine to coarse SAND,

moist.

Very dense, fine to coarse SAND, moist.

Changing at 80.2 feet to: Hard, gray, CLAY,
A\ wet.

Hard, gray, Clayey SILT, wet. Changin gat

83.8 feet to: Very dense, gray, fine to coarse

SAND, wet.

Hard, gray, Clayey SILT, trace fine to

BLIND DRILL

78'

$§-2' CLAY /

SAND
80.2'

CLAY
82'

Clayey SILT
83.8'

' SAND
Clayey SILT
86'

CLAY

ppmv).

OXAP>=EMAI

Field screening of samples for organic vapors was performed with a MiniRae 3000 photoionization detector equipped with a 10.6 eV lamp.
Readings above background levels are shown in parts per million by volume (ppmv) of isobutylene. ND indicates nothing detected (<0.1

Bentonite/Grout|

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: MW-WV-10D




BORING WI 6267781 WWW WOLVEN AVENUE.GPJ WI DNR.GDT 4/17/20

GI\

GZA
GeoEnvironmental, Inc.

Engineers and Scientists

Wolverine World Wide

Wolven Avenue Area

Sample Information

Algoma Twp, Kent County, Michigan

Boring No.: _MW-WV-10D
Page: 3 of 4
File No.: __16.0062677.81
Check: __Kate McDonald _

Equipment Installed

< 7]
2 X
& No F;:r::.l Depth % % Sample Stratum s
a : (in.)' (Ft.) REC RQD Description & Classification Desc. g
4
87 24/24 | 86-88 3-10 2.3 ppmY\ coarse Sand, wet. o8 CLAY
88— 28-45 Hard, gray, CLAY, trace Silt, trace Rock
89— 6 | 24/24| 8890 | 19.29 1.5PPMY fragments, moist. Changing at 86.2 feet to: Clayey SILT
38-50 Gray, SAND, moist. Changing at 87.2 feet 90’
90 7 24/24 | 90-92 10-18 2.3 ppmy; \to: Stiff, gray, Silty CLAY, wet. Silty CLAY
91— 32-41 Hard, gray, Clayey SILT, trace fine to
92— coarse Sand, moist.
93 8 | 2424 | 92-94 3-8 2.5pPMW Hard, gray, Silty CLAY, little fine to coarse
2127 Sand, moist.
94+ 9 24/24 | 94-96 3-8 .9 ppmyy Hard, gray, Silty CLAY, trace Rock
95— 21-27 fragments, wet.
96— Hard, gray, Silty CLAY, trace Rock
97 10 | 24/24 | 96-98 | 20-21 0.9 ppm >\fragments, wet.
98 26-38 Hard, gray, Silty CLAY, trace fine to coarse
11 | 24/24 | 98-100 | 27-32 7.1 ppmy\ Sand, wet.
99— 40-80 Hard, gray, Silty CLAY, wet.
100 12 | 24/24 | 100-102 1-2 .6 ppmy Hard, gray, Silty CLAY, trace fine to coarse
101 11-22 Sand, wet.
10271 43 | 24112 [ 102-104| 5-40 0.9 ppmy Hard, gray, Silty CLAY, wet.
103 48-50
1041 44 | 24124 | 104-106 | 5-19 1.7 ppmy Hard, gray, Silty CLAY, trace Gravel, wet.
105 18-26
106 15 | 24/24 | 106-108 2-2 .6 ppmy Hard, gray, Silty CLAY, trace fine to coarse
107 18-24 Sand, wet.
1081 46 | 24/24 | 108-110| 6-13 1.8 ppmy Hard, gray, Silty CLAY, moist.
109 25-46
H?_ 17 | 24/20 | 110-112 | 7-28-50 0.6 ppmy Hard, gray, Silty CLAY, wet.
M2 48 | 24124 [ 112-114 | 3-19 1.4 ppmy Hard, gray, Silty CLAY, moist. Changing at
113 50-21 113.7 feet to: Very loose, fine to coarse 11
114 SAND, trace Gravel, moist.
- - ’ , S
115 19| 24724 | 114-116 1(2)-16 22 PPMY™ ptedium dense, gray, fine to coarse SAND, AND
116— |_trace Silt, wet. i
20 | 24/10 | 116-118 B-27-50/40.7 ppm{y Medium dense, gray, fine to coarse SAND, ”6-C5|a A5
17 trace Silt, wet. Changing at 116.5 feet to: 118 vey
Hg— 21 24/23 | 118-120| 5-26 0.5 ppm g:gzélﬂr:setto coarse Clayey SAND, some SAND
120— 29-32 Dense, gray, SAND, wet. Changing at 119.8 118;8'
22 | 24/10 | 120-122| 24-50 0.4 ppmy; feet to: Hard, gray, CLAY, little fine to S'I?Lél_YAY
121 coarse Sand, trace Gravel, moist. i
122 Hard, gray, Silty CLAY, trace Rock
193] 23 | 24/24 | 122-124 | 6-27-50 0.4 ppm )\fragments, wet.
124— | _Hard, gray, Silty CLAY, trace Gravel, wet. 124'
24 | 24/24 | 124-126 | 23-50/6" (.6 ppmy Medium dense, gray and brown, SAND, wet. SAND
125+ Changing at 123.8 feet to: Hard, gray, Silty
126 CLAY, trace Gravel, wet.
127 25 | 24/24 | 126-128 9-30-50/69.4 ppm Dense, gray and brown, SAND, trace
128— Gravel, wet. Changing at 127.5 feet to:
26 24/4 | 128-130 #-40-50/60.4 ppmy Hard, gray, Silty CLAY, trace fine to coarse
129 Sand, wet. 130
130 Gray and brown, fine to coarse SAND, wet. SO
1314 27 | 24724 | 130-13213-31-52/8.4 ppm Hard, gray, Silty CLAY, trace fine to coarse Wy CLAY
132— | SAND, wet.
133 28 | 24/24 | 132-134 | 11-26 0.4 ppmy Hard, gray, Silty CLAY, trace fine to coarse
R
E
M
A
R
K
S

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: MW-WV-10D




BORING WI 6267781 WWW WOLVEN AVENUE.GPJ WI DNR.GDT 4/17/20

GZA Wolverine World Wide Boring No.: _MW-WV-10D
Gn GeoEnvironmental, Inc. Wolven Avenue Area Page: 4 of 4
Engineers and Scientists ; . 16.0062677.81
o File No.: __16.0062677.81 _
Algoma Twp, Kent County, Michigan . “Kate McDonald
Sample Information Check:
L (]
2 X Equipment Installed
& No F;:r;.l Depth % % Sample Stratum s adlp
a : (in.)' (Ft.) REC RQD Description & Classification Desc. g
o
134 29-50/6" | _SAND, wet. Silty CLAY
135 29 | 24/24 | 134-13616-34-50/@-3 PPMY Hard, gray, Silty CLAY, trace fine to coarse
SAND, wet. 136'
1361 30 | 24/14 | 136-138| 5-17 1.5 ppmy Very stiff, Clayey SILT, little fine to coarse Clayey SILT
137 28-33 Sand, wet. Changing at 137.8 feet to: Hard, 138
138— n gray, Silty CLAY, wet. e
139 31 | 24/22 | 138-140 | 14-50/6" .1 ppm Hard, gray, Silty CLAY, wet with Rock Wy CLAY
140— | _fragments at top of spoon.
32 | 24/24 | 140-142| 8-20 1.2 ppmy Hard, gray, Silty CLAY, wet.
141 25-34
14271 33 | 2424 | 142-144 | 22-27 2.0 ppmy Hard, gray, Silty CLAY, wet with fine Sand
143 40-45 at bottom of spoon.
1441 34 | 24124 | 144-146| 922 0.8 ppmy Hard, gray, Silty CLAY, little Gravel, wet
145 44-50/3" with 2-inch of Gravel at top of spoon.
12“73_ 35 | 24/24 | 146-148 9-38-50/31.6 ppmy Hard, gray, Silty CLAY, wet.
14871 36 | 24/24 | 148-150 | 2-22 1.2 ppmy Hard, gray, Silty CLAY, wet.
149 29-32
1901 37 | 2424 | 150-152| 2-7 2.3 ppmy Very stiff, gray, Silty CLAY, wet.
151 19-31
19271 38 | 24/24 | 152-154 | 18-30 1.9 ppmy Hard, gray, Silty CLAY, trace Gravel, wet.
153 44-50/6" i
154 39 | 24/24 | 154-156 | 8-14 1.5 ppmy Very dense, gray, Clayey fine to coarse SAND
155 45-50/6" SAND, some Gravel, wet.
156 40 | 24/18 | 156-158 | 22-50/4"1.5 ppmy Very dense, gray, Clayey fine to coarse
157 SAND, some Gravel, wet. 158
1981 41 | 24/15 | 158-160 | 24-50/3"1.0 ppmy Very dense, gray, Clayey fine to coarse SANDand | 2
159 SAND and GRAVEL, wet. GRAVEL
160 42 | 24/24 | 160-162 | 50/4" 0.4 ppmy Very dense, gray, Clayey fine to coarse
161 SAND and GRAVEL, wet.
162 43 | 24/24 | 162-164 | 14-50/4"(.2 ppmy Very dense, gray, Clayey fine to coarse .
163 SAND and GRAVEL, wet. o .77 Filter Sand
1641 44 | 2410 | 164-166| 50/3" 0.4 ppmy Hard, Silty CLAY, some Gravel, some fine CLAY '
165— to coarse Sand, wet. 166
166 45 | 24/12 | 166-168 | 50/6" 0.9 ppmy Very dense, red, Clayey fine to coarse SAND
167 SAND, some Gravel, wet. 2-Inch PVC
1681 46 | 24112 | 168-170 50 (.7 ppmy Very dense, red, Clayey fine to coarse Well Screen
169 SAND, some Gravel, trace Shells, wet. 170
1707 47 | 240 |170-172| 50/3" | NA | NORECOVERY. NO 3
171 RECOVERY
Zi_ 48 | 24/0 |172-174| 50/3" | NA | NORECOVERY.
1;‘;_ 49 | 24/0 |174-176| 50/3" | NA | NO RECOVERY.
176 176
177 Bottom of Borehole at 176.0 Feet 4
178
179

OXAP>=EMAI

2. Temporary well installed from 158.0 to 168.0 feet below ground surface. Well screen interval from 163.0 to 168.0 feet below ground surface.
Purged 80.0 gallons of water.
3. Likely ecountered sandstone bedrock at 170.0 feet below ground surface with a well screen set from 165.0 to 170.0 feet below ground
surface.
4. Monitoring well was installed in borehole upon completion. Well screen set from approximately 165.0 to 170.0 feet below ground surface.

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: MW-WV-10D




BORING WELL 6267781 WWW WOLVEN AVENUE.GPJ GZA CORP.GDT 4/20/20

GZA Wolverine World Wide Boring No.: ___ Mw-wy-1ou
GZ\) |CGeoEnvironmental, Inc. Wolven Avenue Area Page: _ 1 of 2
Engineers and Scientists ; . 16.0062677.81
L File No.: __16.00626/7.01
Algoma Twp, Kent County, Michigan . “Kate McDonald
Contractor: Stearns Drilling Company Auger/ Sarmol Check: __Kate McDonald _
Foreman: Jerry H. Casing ampler GROUNDWATER READINGS
Logged by: John Morehouse Type:Hollow Stem Auger __ Split Spoon Date Time Depth Casing Stab
g9 y yp!
Date Start/Finish: 3-5-19/3-13-19 0O.D./1.D.: _12.25"/4.25" 2.0"/13/8"
Boring Location: Hammer Wt.: NA 140lbs
GSElev.. ____ DAkfiate Plane S Zone NABhSier Fall: NA 30.0"
- TOC Elev.: NA NA Surveyed By: __NA___ Survey Date:
Sample Information
= (7]
2 X Equipment Installed
& No F;:r;.l Depth | Blows | Test Sample Stratum & adie
e ) (in ) (Ft.) (/6") Data Description & Classification Desc. g ——PROTECTIVE
- & CASING
1 2412 0-2 3-1 ND [ Very loose, dark brown, TOPSOIL. lo5 TOPSOIL 11
1 -4 Changing at 0.5 feet to: Brown, fine SAND, » SAND
2 some Silt, trace Gravel, dry.
24/0 - 3-2 NA ) , NO
3| 2 2-4 24 NO RECOVERY. RECOVERY 2
p— 4'
4 3 24/24 4-6 1-2 ND Loose, light brown, fine to medium SAND, SAND
5 24 little Silt, moist. . 1
67 4 | 240 | 68 32 NA | NO RECOVERY. NO
7 4-4 RECOVERY
p— 8'
8 5 24/18 8-10 23 ND Loose, light brown, fine SAND, some Silt, SAND 3
9 33 wet. 4
107 6 | 2424 | 1012 | 1 ND | Very loose, light brown, fine SAND, some i
11 11 Silt, wet. Changing at 11.5 feet to: Brown,
12— fine to coarse SAND, some Silt, wet.
- 37 ND ’ ’
13- 7 24024 | 12-14 4-6 Medium dense, brown, fine to coarse
14 SAND, some Silt, trace Rock fragments,
8 2424 | 14-16 1-3 ND wet.
15 58 Loose, brown, fine to coarse SAND, little T
16— Silt, trace Rock fragments, wet.
- 7-11 ND ’ ’
174 9 24/24 | 16-18 13-36 Medium dense, fine to coarse SAND, little
184 | Silt, wet.
10 24/24 18-20 4-10 ND Medium dense, brown, fine to coarse 5
19 o1 SAND, little fine Gravel, little Silt, wet.
2071 41 | 2424 | 2022 | 619 | Nb | Dense, brown, fine to coarse SAND, little 1
21 21-18 Gravel, little Silt, wet.
2271 42 | 2424 | 2224 | &6 | ND | Dense, brown, fine to coarse SAND, little
23— 15-15 Gravel, little Silt, wet.
24— 13 24/24 24-26 10-17 ND Dense, brown, fine to coarse SAND, little
25— 18-16 Gravel, little Silt, wet. 7
2671 44 | 2424 | 2628 | 26 | ND | Dense, brown, fine to coarse SAND, little 6
27 10-9 Gravel, little Silt, wet. Changing at 26.5 feet
28— to: Brown, fine SAND and Silt with 17 to
R 46 ND ’ :
29— 15 24/24 | 28-30 6-15 18-inch brown, Silty CLAY lenses. 288 Siity CLAY
304 Medium dense, brown, fine to coarse ) |
16 | 24/24 | 30-32 58 ND \ SAND, little Silt, wet. Changing at 28.8 feet 3°~5CL VIS
31 8-10 to: Brown, Silty CLAY, little fine Sand, wet. 32
32— Medium dense, brown, fine to coarse
R 24 ND ) ’ Clayey SILT
a3 17 | 212 3234 A4 SAND, lttle Silt, wet. Changing at 30.5 feet avey
34 to: Brown, CLAY & SILT, little fine Sand, 34
18 | 2424 | 3436 | 8o | N0 ||wet SAND Filter Sand
22_ 2240 Stif[f, brown, Clayey SILT, little fine Sand, - 7 Bentonite/Groutl
7 _ 7-16 ND wel Silty CLAY
37— 19 24/24 | 36-38 26-21 Dense, brown, fine SAND and SILT, wet. 1
38— | Hard, gray, Silty CLAY, wet.
39 20 24/24 | 38-40 1@:5197 ND Very stiff, brown and gray, Silty CLAY, wet.
1. Field screening of samples for organic vapors was performed with a MiniRae 3000 photoionization detector equipped with a 10.6 eV lamp. Readings
R above background levels are shown in parts per million by volume (ppmv) of isobutylene. ND indicates nothing detected (<0.1 ppmv).
E | 2. During drilling to 4.0 feet below ground surface, sediment appeared to be Sand.
M | 3. Groundwater was encountered at approximately 8.0 feet below ground surface.
A | 4. Temporary well installed from 8.0 to 18.0 feet below ground surface. Well screen interval from 13.0 to 18.0 feet below ground surface. Purged 30.0
R gallons of water.
K | 5. Temporary well installed from 18.0 to 28.0 feet below ground surface. Well screen interval from 23.0 to 28.0 feet below ground surface. Purged 20.0-25.0
S gallons of water.
6. Temporary well installed from 26.0 to 36.0 feet below ground surface. Well screen interval from 31.0 to 36.0 feet below ground surface. Purged 20.0-25.0
gallons of water.

StratifiatiGRRHRS WAk sSHalBRA iRt BElPW-ArReRbEHEEFS pes, transitions may be gradual. Water level readings have been made at times

and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: MW-WV-10M




BORING WELL 6267781 WWW WOLVEN AVENUE.GPJ GZA CORP.GDT 4/20/20

an)

GZA

GeoEnvironmental, Inc.
Engineers and Scientists

Wolverine World Wide

Wolven Avenue Area

Algoma Twp, Kent County, Michigan

Boring No.: MW-WV-10M
Page: 2  of 2

File No.: __16.0062677.81

Sample Information Check: Kate McDonald
< 7]
° x Equipment Installed
& No F;:r;.l Depth | Blows | Test Sample Stratum & adlp
a : (in.)' (Ft.) (/6") Data Description & Classification Desc. g
4
a1 21 24/24 | 40-42 1§4—j105 ND Very stiff, brown and gray, Silty CLAY, wet. Sitty CLAY
:i_ 22 | 2424 | 42-44 | 38 | O | Stiff, brown and gray, Silty CLAY, wet.
22_ 23 | 2424 | 4446 | 33 ND | Stiff, brown and gray, Silty CLAY, wet.
467 o4 | 2424 | 4648 | 25 ND | Stiff, brown and gray, Silty CLAY, wet.
47 10-15 Changing at 47.5 feet to: Stiff, brown and
48— g gray, Silty CLAY, trace fine Sand, wet.
49— 2 24/24 | 48-50 1?}6 NP Very stiff, brown and gray, Silty CLAY, trace
50— Fine Sand, wet.
26 24/24 | 50-52 12-17 ND Hard, brown and gray, Silty CLAY, trace fine
51 <121 Sand, wet.
524 27 24/24 | 52-54 4-15 ND Hard, brown and gray, Silty CLAY, trace fine
53 2118 Sand, wet. Changing at 53.5 feet to: Brown 53;5‘ "
54— : and gray, fine SAND and Silt, little Clay, & SAND -
55 28 24/24 | 54-56 157 _1210 ND wet. Silty CLAY
56— Very stiff, brown and gray, Silty CLAY with
29 24/24 | 56-58 8-16 ND Sandy lenses 12-18 inches and black smear 572
57 20-27 at 18 inches. 58,’ CLAY & SILT
58— } Hard, brown and gray, Silty CLAY, wet. S C
59— 30 24124 | 58-60 1;.22 NP Changing at 57.2 feet to: Brown and gray, 595 LAY
60— CLAY & SILT, trace fine to coarse Sand, 80' CLAY & SILT
31 24/24 | 60-62 8-14 ND wet. Clayey SILT
61— 15-22 Very stiff, brown and gray, Silty CLAY, trace 2
62— g fine Sand, wet. Changing at 59.5 feet to: SO
63— 32 24/24 | 62-64 23.;7 NP Brown and gray, CLAY & SILT, trace fine to 636 Wy CLAY
64— coarse Sand, wet. 643 SAND
33 24/24 | ©64-66 | 6-44-50/6" | ND Very stiff, Clayey SILT, little fine to coarse 65 Sity CLAY 8
65— Sand, wet. 5" SAND
66— " Very stiff, Silty CLAY, trace fine Sand, wet. Clayey SILT
— -50/: ) yey
67— 34 24/6 | 66-68 | 2250 NP Changing at 63.6 feet to: Brown, fine to 9
68— coarse SAND and Silt, little fine Gravel, wet. |68
35 24/18 | 68-70 |17-35-50/6"| ND Very dense, brown, fine to medium SAND, SAND 10
69— some Silt, wet. Changing at 64.3 feet t:
70— y Brown and gray, Silty CLAY, trace fine to
71 36 2421 | 70-72 22?53/3-- NP coarse Sand, wet. Changing at 65.0 feet to:
79 Brown, fine to coarse SAND, little Gravel, 2-Inch PVC
37 | 24118 | 72-74 | 2-14-50/6" | ND some Silt, wet. Changing at 65.5 feet to: Well Screen
73— Brown, Clayey SILT, little fine to coarse
74— " Sand, wet.
. -29-50// ; ,
75 38 | 24118 | 74-76 | 820506 | O Hard, brown, Clayey SILT, little fine to 75
76— coarse Sand, wet.
39 24/15 | 76-78 |17-30-50/3" ND Very dense, gray and brown, fine to coarse 11
77— SAND, little Silt, trace Gravel, wet.
78— Dense, gray and brown, fine to medium
79— SAND, little Silt, wet.
80 Dense, gray and brown, fine to medium
SAND, little Silt, wet with Silty Clay 15 to 16
81 inches.
82— Very dense, gray and brown, fine to medium
83— SAND, little Silt, wet.
84— Bottom of Borehole at 75 Feet
85—
86—

OXAP>=EMAI

8. Switched to 3.0-inch split spoon at 64.0 feet below ground surface.
9. Temporary well installed from 66.0 to 76.0 feet below ground surface. Well screen interval from 71.0 to 66.0 feet below ground surface. Purged 34.0

gallons of water.
10. Swiched to 2.0-inch split spoon at 68.0 feet below ground surface.
11. Monitoring well was installed in borehole upon completion. Well screen set from approximately 71.0 to 75.0 feet below ground surface.

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: MW-WV-10M




BORING WI 6267781 WWW WOLVEN AVENUE.GPJ WI DNR.GDT 4/17/20

GI\

GZA
GeoEnvironmental, Inc.

Engineers and Scientists

Wolverine World Wide

Wolven Avenue Area

Algoma Twp, Kent County, Michigan

Boring No.: _MW-WV-10S
Page: 1 of 5
File No.: __16.0062677.81
Check: __Kate McDonald _

Contractor: Stearns Drilling Company Auger/ s |
Foreman: Jerry Zach/Travis Casing ampler GROUNDWATER READINGS
Logged by: C. Melby Typélollow Stem Auger Split Spoon Date Time Depth Casing Stab
Date Start/Finish: 3-5-19/3-9-19 O0.D./1.D.: 12.25"/4.25" _2.0"/1 3/8"
Boring Location: Hammer Wt.: NA 140lbs
GS Elev DatSitate Plane S Zone NABhSher Fall: NA 30.0"
- Other: NA NA
Sample Information
< 7]
2 X Equipment Installed
& No F;:r;.l Depth % % Sample Stratum s adie
a : (in ) (Ft.) REC RQD Description & Classification Desc. g PROTECTIVE
- o CASING
1 24/12 0-2 3-1 ND Very loose, dark brown, TOPSOIL. . TOPSOIL 1
1-4 Changing at 0.5 feet to: Brown, fine SAND, 25 SAND
] some Silt, trace Gravel, dry.
2— z
2 24/0 2-4 3-2 NA NO RECOVERY. NO 2
24 RECOVERY
3_
4— L
3 24/24 4-6 1-2 ND Loose, light brown, fine to medium SAND, SAND
2-4 little Silt, moist.
5_ -
6— g
4 24/0 6-8 3-2 NA NO RECOVERY. NO
4-4 RECOVERY
7_
8— ¢
5 24/18 | 8-10 2-3 ND Loose, light brown, fine SAND, some Silt, SAND 3
3-3 wet. 4
9_
101 6 |24/24| 10412 | 11 | ND | Veryloose, light brown, fine SAND, some i
1-1 Silt, wet. Changing at 11.5 feet to: Brown,
" fine to coarse SAND, some Silt, wet.
124 7 24/24 | 12-14 3-7 ND Medium dense, brown, fine to coarse
4-6 SAND, some Silt, trace Rock fragments,
wet.
13—
147 8 |24/24| 1446 | 1-3 | ND | Loose, brown, fine to coarse SAND, little
5-8 Silt, trace Rock fragments, wet.

OXAP>=EMAI

AOWN

ppmv).

Purged 30.0 gallons of water.

. During drilling to 4.0 feet below ground surface, sediment appeared to be Sand.
. Groundwater was encountered at approximately 8.0 feet below ground surface.
. Temporary well installed from 8.0 to 18.0 feet below ground surface. Well screen interval from 13.0 to 18.0 feet below ground surface.

. Field screening of samples for organic vapors was performed with a MiniRae 3000 photoionization detector equipped with a 10.6 eV lamp.
Readings above background levels are shown in parts per million by volume (ppmv) of isobutylene. ND indicates nothing detected (<0.1

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: MW-WV-10S




BORING WI 6267781 WWW WOLVEN AVENUE.GPJ WI DNR.GDT 4/17/20

GI\

GZA
GeoEnvironmental, Inc.

Engineers and Scientists

Sample Information

Wolverine World Wide

Wolven Avenue Area

Algoma Twp, Kent County, Michigan

Boring No.: _MW-WV-10S
Page: 2 of __5
File No.: __16.0062677.81
Check: __Kate McDonald _

Equipment Installed

< 0
‘' X
§' No F‘;‘:’;‘/ Depth % % Sample Stratum &
: (in.)' (Ft.) REC RQD Description & Classification Desc. g
14
SAND
1671 9 |24/24| 1618 | 7-11 | ND | Medium dense, fine to coarse SAND, little
13-36 Silt, wet.
17—
87 10 |24/24| 1820 | 410 | ND | Medium dense, brown, fine to coarse 5
9-11 SAND, little fine Gravel, little Silt, wet.
19—
2071 11 |24/24| 2022 | 619 | ND | Dense, brown, fine to coarse SAND, little
21-18 Gravel, little Silt, wet.
21—
227 12 |24/24| 2224 | 616 | ND | Dense, brown, fine to coarse SAND, little
15-15 Gravel, little Silt, wet.
23—
2471 13 |24/24 | 24-26 | 1017 | ND | Dense, brown, fine to coarse SAND, little
18-16 Gravel, little Silt, wet.
25—
2671 14 |24/24| 2628 | 26 | ND | Dense, brown, fine to coarse SAND, little 6
10-9 Gravel, little Silt, wet. Changing at 26.5 feet
to: Brown, fine SAND and Silt with 17 to
27— 18-inch brown, Silty CLAY lenses.
28 15 24/24 | 28-30 4-6 ND Medium dense, brown, fine to coarse
6-15 SAND, little Silt, wet. Changing at 28.8 feet .
to: Brown, Silty CLAY, little fine Sand, wet. 288 _
29— Silty CLAY
30 16 24/24 | 30-32 5-8 ND Medium dense, brown, fine to coarse .
8-10 SAND, little Silt, wet. Changing at 30.5 feet 30-5CL EsT
to: Brown, CLAY & SILT, little fine Sand,
31 wet.
30 32
17 24/12 | 32-34 2-4 ND Stiff, brown, Clayey SILT, little fine Sand, Clayey SILT

OXAP>=EMAI

Purged 20.0-25.0 gallons of water.

Purged 20.0-25.0 gallons of water.

. Temporary well installed from 18.0 to 28.0 feet below ground surface. Well screen interval from 23.0 to 28.0 feet below ground surface.

. Temporary well installed from 26.0 to 36.0 feet below ground surface. Well screen interval from 31.0 to 36.0 feet below ground surface.

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.
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14
10-13 wet. Clayey SILT
33
34— 2
18 24/24 | 34-36 8-9 ND Dense, brown, fine SAND and SILT, wet. SAND
22-40
35 .
36 36'
19 |24/24 | 36-38 | 7-16 | ND | Hard, gray, Silty CLAY, wet. Sity CLAY
26-21
37
387 20 |24/24| 3840 | 4-9 | ND | Verystiff, brown and gray, Silty CLAY, wet.
15-17
39
4071 21 | 2424 | 40442 | 5-10 | ND | Very stiff, brown and gray, Silty CLAY, wet.
14-15
41
427 22 |24/24 | 42444 | 36 | ND | Stiff, brown and gray, Silty CLAY, wet.
813
43
4471 23 |24/24 | 4446 | 33 | ND | Stiff, brown and gray, Silty CLAY, wet.
6-11
45
4671 24 | 2424 | 4648 | 25 | ND | Stiff, brown and gray, Silty CLAY, wet.
10-15 Changing at 47.5 feet to: Stiff, brown and
47 gray, Silty CLAY, trace fine Sand, wet.
487 25 |24/24| 4850 | 67 | ND | Very stiff, brown and gray, Silty CLAY, trace
11-16 Fine Sand, wet.
49

OXAP>=EMAI

7. Casing was set at 36.0 feet below ground surface.

Bentonite/Grout|

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.
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4
26 | 24/24 | 50-52 12-17 ND Hard, brown and gray, Silty CLAY, trace fine Siity CLAY
<1-21 Sand, wet.
51—
527 27 | 24/24 | 5254 | 4-15 | ND | Hard, brown and gray, Silty CLAY, trace fine
21-19 Sand, wet. Changing at 53.5 feet to: Brown
and gray, fine SAND and Silt, little Clay,
53 wet.
53.5
SAND
54— 54'
28 | 24/24 | 54-56 5-11 ND Very stiff, brown and gray, Silty CLAY with Siity CLAY
17-20 Sandy lenses 12-18 inches and black smear
at 18 inches.
55—
567 29 |24/24| 56-58 | 816 | ND | Hard, brown and gray, Silty CLAY, wet.
20-27 Changing at 57.2 feet to: Brown and gray,
CLAY & SILT, trace fine to coarse Sand,
57— wet. 57.2
CLAY & SILT
58— 58
30 | 24/24 | 58-60 4-8 ND Very stiff, brown and gray, Silty CLAY, trace Siity CLAY
17-22 fine Sand, wet. Changing at 59.5 feet to:
Brown and gray, CLAY & SILT, trace fine to
59— coarse Sand, wet.
59.5
CLAY & SILT
| 60'
60 31 24/24 | 60-62 8-14 ND Very stiff, Clayey SILT, little fine to coarse Clayey SILT
15-22 Sand, wet.
61—
62— £
32 | 24/24 | 62-64 3-7 ND Very stiff, Silty CLAY, trace fine Sand, wet. Siity CLAY
22-27 Changing at 63.6 feet to: Brown, fine to
63 coarse SAND and Silt, little fine Gravel, wet.
63.6'
SAND
64 33 24/24 | 64-66 B-44-50/6'! ND Very dense, brown, fine to medium SAND, 64.3' 8
some Silt, wet. Changing at 64.3 feet t: Siity CLAY
Brown and gray, Silty CLAY, trace fine to 65'
65— coarse Sand, wet. Changing at 65.0 feet to: SAND
Brown, fine to coarse SAND, little Gravel, 65.5'
some Silt, wet. Changing at 65.5 feet to: Clayey SILT
— B , Cl SILT, little fine t
667 34 | 2416 | 66-68 |22-504"| ND N sond wet " e fing fo coarse 9
Hard, brown, Clayey SILT, little fine to
67— coarse Sand, wet.

OXAP>=EMAI

Purged 34.0 gallons of water.

. Switched to 3.0-inch split spoon at 64.0 feet below ground surface.
. Temporary well installed from 66.0 to 76.0 feet below ground surface. Well screen interval from 71.0 to 66.0 feet below ground surface.

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.
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4
Clayey SILT
- H N
35 | 24/18 | 68-70 17-35-50/6' ND Very dense, gray and brown, fine to coarse SAND 101
SAND, little Silt, trace Gravel, wet. ’
69— e
—— Filter Sand
70 36 24/21 | 70-72 3-8 ND Dense, gray and brown, fine to medium
22-50/3" SAND, little Silt, wet.
71
727 37 | 24/18 | 72-74 DP-14-50/6] ND | Dense, gray and brown, fine to medium
SAND, little Silt, wet with Silty Clay 15 to 16
inches.
73 2-Inch PVC
Well Screen
74 38 | 24/18 | 74-76 B-29-50/6'1 ND Very dense, gray and brown, fine to medium
SAND, little Silt, wet.
75—
76 39 | 24/15 | 76-78 17-30-50/3" ND Hard, gray, Silty CLAY, wet.
77
78 78" -
Bottom of Borehole at 78.8 Feet 11
79—
80—
81—
82—
83—
84—

OXAP>=EMAI

10. Swiched to 2.0-inch split spoon at 68.0 feet below ground surface.
11. Monitoring well was installed in borehole upon completion. Well screen set from approximately 71.0 to 75.0 feet below ground surface.

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: MW-WV-10S
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Wolverine World Wide

GZA Boring NBMW-WV-11/MW-WV-1
GZ\) |CGeoEnvironmental, Inc. Wolven Avenue Area Page: 1 of __15
Engineers and Scientists . File No.: __16.0062677.81
Algoma Twp, Kent County, Michigan " T Leslic Nelson
Contractor: Stearns Drilling Company Auger/ s : Check: eslie Nelson
Foreman: Jerry H., Travis & Zach/Gary Casing ampler GROUNDWATER READINGS
Logged by: John Morehouse Type:Hollow Stem Auger __Split Spoon Date Time Depth Casing Stab
Date Start/Finish: 1-3-19/1-9-19 0O.D./1.D.: _12.25"/4.25" 2.0"/13/8" NM NM NM NM NM
Boring Locafidhile Rd & Algoma Ave NE, RockfordHithmer Wt.: NA 140lbs
GS Elev.: _No Surveyed patum: ___NAD 83  Hammer Fall: NA 30.0"
- TOC Elev.: NA NA Surveyed By: __NA___ Survey Date:
Sample Information
< 7]
R x H
& No F;:r;.l Depth Blows | Test Sample Stratum & Equipment Installed
o ) = (Ft.) (/6") Data Description & Classification Desc. £ ——PROTECTIVE
(in.) e CASING
1 24/20.4 0-2 1-0 ND Black, fine to medium-grained SAND, little SAND 1
12 Silt, slightly cohesive, moist. Changing at
B 0.7 feet to: Dark yellowish-brown, CLAY & 07
SILT, plastic, cohesive, moist. Changing at -
. 1.7 feet to: NO RECOVERY. CLAY&SILT
1.7
NO
P ) ) 2 RECOVERY
2 24/24 2-4 2-3 ND Dark yellowish-brown, CLAY & SILT, plastic, CLAY & SILT
35 cohesive, moist. Changing at 2.7 feet to:
B Mottled, yellowish-brown, CLAY & SILT,
little Sand, plastic, cohesive, moist.
3 Changing at 3.5 feet to: Light brownish-gray,
SILT, little Clay, moderately plastic,
cohesive, moist. Changing at 3.8 feet to: 35
B Yellowish-brown, fine to medium grained - SIIT
SAND, little Silt. wet.
4 SAND 2
3 24/15.6 4-6 1-2 ND Yellowish-brown, fine to medium grained
33 SAND, little Silt. wet. Changing at 5.3 feet
— to: NO RECOVERY.
5_ -4
5.3'
NO
. RECOVERY
6— g
4 24/24 6-8 32 ND Brown, CLAY & SILT, plastic, cohesive, 6.2'CLAY & SILT
45 moist. Changing at 6.2 feet to: 6.4 SAND
- Yellowish-brown, fine to medium grained CLAY & SILT
SAND, little Silt, wet. Changing at 6.4 feet
7 to: Brown, CLAY & SILT, plastic, cohesive,
moist. Changing at 7.5 feet to:
Yellowish-brown, CLAY & SILT, plastic, 75
T cohesive, moist. Changing at 7.6 feet to: & SAND
Brown, CLAY & SILT, plastic, cohesive, W
8] moist. Changing at 7.8 feet to: R sab /]
5 24/16.8| 8-10 23 ND Yellowish-brown, fine to medium grained CLAY & SILT
35 SAND, lttle Silt, wet. Changing at 7.9 feet  |_
B to: Brown, CLAY & SILT, plastic, cohesive, & SAND
moist. _ _ CLAY & SILT
9 Brown, CLAY & SILT, plastic, cohesive,
moist. Changing at 8.5 feet to:
Yellowish-brown, fine to medium grained 9.4'
- SAND, trace Silt, wet. Changing at 8.6 feet NO
to: Brown, CLAY & SILT, plastic, cohesive, RECOVERY
moist. Changing at 9.4 feet to: NO 10

OXAP>=EMAI

1. Field screening of samples for organic vapors was performed with a MiniRae 3000 photoionization detector equipped with a 10.6 eV lamp. Readings
above background levels are shown in parts per million by volume (ppmv) of isobutylene. ND indicates nothing detected (<0.1 ppmv).
2. Groundwater was encountered at approximately 3.8 feet below ground surface.

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: PMW-WV-11/MW-WV-11D
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< 7]
2 X
§' No F;:r;.l Depth | Blows | Test Sample Stratum &
: (in.)' (Ft.) (/6") Data Description & Classification Desc. g
o
6 24/24 | 10-12 ND RECOVERY. SAND
Yellowish-brown, fine to medium grained 10.4'
— SAND, trace Silt, wet. Changing at 10.4 feet CLAY & SILT
to: Grayish-brown, CLAY & SILT, plastic,
14 cohesive, moist. Changing at 11.5 feet to:
Light brownish-gray, fine grained SAND,
some Silt, little Clay, moderately plastic, s
— cohesive, wet. Changing at 11.6 feet to: 16 SAND
Grayish-brown, CLAY & SILT, plastic, CLAY & SILT
12— | _cohesive, moist.
7 24118 | 12-14 3-1 ND Grayish-brown, CLAY & SILT, plastic, 12.2
23 cohesive, moist. Changing at 12.2 feet to: 12.4' SAND
— Brown, fine to medium grained SAND, trace CLAY & SILT
Silt, wet. Changing at 12.4 feet to:
134 Grayish-brown, CLAY & SILT, plastic,
cohesive, moist. Changing at 13.5 feet to:
NO RECOVERY. 135
7 NO
RECOVERY
14
14 8 | 241144 14-16 1-2 ND Grayish-brown, CLAY & SILT, plastic, CLAY & SILT
35 cohesive, moist. Changing at 15.2 feet to:
. NO RECOVERY.
15 15.2'
NO
_ RECOVERY
16— o v
9 24/14.4| 16-18 2-4-2 ND Very dark brown, PEAT, some Silt, little PEAT
Clay, plastic, cohesive, moist. Changing at 16.4'
— 16.4 feet to: Dark yellowish-brown to SAND
yellowish-brown, fine to medium grained
174 SAND, trace Silt, moist. Changing at 17.1 7
feet to: Yellowish-brown to brown, CLAY & 7 TLAY & SILT
SILT, plastic, cohesive, moist. Changing at NO
. 17.2 feet to: NO RECOVERY. RECOVERY
18 . 18
10 |24/13.2| 18-20 1-2 ND Yellowish-brown to brown, CLAY & SILT, CLAY & SILT
36 plastic, cohesive, moist. Changing at 18.5 185
- feet to: Dark brown, GRAVEL, some coarse ~—GRAVEL
to medium grained Sand, trace Silt, wet. 18.8'
194 Changing at 18.8 feet to: Yellowish-brown, 19 1(§LAY& SILT
CLAY & SILT, plastic, cohesive, moist. - NG
Changing at 19.1 feet to: NO RECOVERY. RECOVERY
20— 20
11 24/18 | 20-22 22 ND Yellowish-brown, fine grained SAND, trace SAND
35 Silt, wet. Changing at 20.5 feet to: Dark
. brown to yellowish-brown, medium to coarse
grained SAND, some Gravel, trace Silt, wet;
21 occasional very thin seams of Silty Clay,
trace Gravel. Changing at 21.5 feet to: NO
RECOVERY. \
N 215
R
E
M
A
R
K
S

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: PMW-WV-11/MW-WV-11D
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< 7]
R X H
§' No F;:r;.l Depth | Blows | Test Sample Stratum & Equipment Installed
: (in.)' (Ft.) (/6") Data Description & Classification Desc. g
4
NO
2] 22' RECOVERY
12 2412 | 22-24 3-5 ND Dark brown to yellowish-brown, medium to SAND
43 coarse grained SAND, some Gravel, trace
— Silt, moist. Changing at 23.0 feet to: NO
RECOVERY.
23— 2
RECOVERY
24— ) ) _ 24'
13 | 24/13.2| 24-26 1-0 ND Yellowish-brown, medium grained SAND, SAND
23 trace Silt, wet. Changing at 24.9 feet to:
. Dark brown to yellowish-brown, medium to
coarse grained SAND, some Gravel, trace
25 Silt, wet. Changing at 25.1 feet to: NO 254 |
RECOVERY. /N0
RECOVERY
26— . . . 26
14 24/8.4 | 26-28 2-4 ND Brown, fine to coarse grained SAND, little SAND
4-4 Gravel, trace Silt, wet. Changing at 26.7 feet
. to: NO RECOVERY. 267
NO
27 RECOVERY
28— . . . 28
15 [24/15.6| 28-30 3-4 ND Brown, fine to coarse grained SAND, little SAND
34 Gravel, trace Silt, wet. Changing at 29.3 feet
. to: No RECOVERY.
29—
29.3'
NO
] RECOVERY
30— , . _ 0 i
16 [24/15.6| 30-32 2-2 ND Brown, fine to coarse grained SAND, little SAND
65 Gravel, trace Silt, wet. Changing at 31.1 feet
- to: Brown, Silty CLAY, plastic, cohesive,
moist. Changing at 31.3 feet to: NO
31 RECOVERY. oy
31.3° CLAY
NO
] RECOVERY
32— . ] 32
17 | 24/16.8| 32-34 28-18 ND Brown, medium to coarse grained SAND, SAND
13-16 trace Silt, wet. Changing at 32.9 feet to: NO
. RECOVERY.
32.9'
33— NO
RECOVERY
R
E
M
A
R
K
S

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.
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< 7]
B X
& No F;:r;.l Depth | Blows | Test Sample Stratum &
a : (in.)' (Ft.) (/6") Data Description & Classification Desc. g
['4
] NO
RECOVERY
34— 2
18 24/18 | 34-36 3-4 ND Dark gray, Silty CLAY, little Sand, trace Siity CLAY
8 Gravel, plastic, cohesive, moist. Changing
. at 35.5 feet to: No RECOVERY.
35—
| 35.5'
NO
RECOVERY
36— 36
19 |24/22.8| 36-38 2-4 ND Dark grayish-brown, CLAY & SILT, little CLAY & SILT
68 Sand, trace Gravel, plastic, cohesive, moist.
— Changing at 37.9 feet to: NO RECOVERY.
37
37.9'
38— ) . 8’ NO
20 24/24 | 38-40 27 ND Dark grayish-brown, CLAY & SILT, little RECOVERY
65 Sand, trace Gravel, plastic, cohesive, moist. CLAY & SILT
39—
40 21 | 241216 40-42 4-5 ND Dark grayish-brown, CLAY & SILT, little
7-10 Sand, trace Gravel, plastic, cohesive, moist.
— Changing at 41.8 feet to: No RECOVERY.
41—
41.8'
42— 42' NO
22 | 241228 | 42-44 36 ND | Dark grayish-brown, CLAY & SILT, little e/
8-10 Sand, trace Gravel, plastic, cohesive, moist.
— Changing at 43.9 feet to: NO RECOVERY.
43—
43.9'
44— ) . 4 NO
23 24/24 | 44-46 3-5 ND Dark grayish-brown, CLAY & SILT, little RECOVERY
7-10 Sand, trace Gravel, plastic, cohesive, moist. CLAY & SILT
R
E
M
A
R
K
S

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.
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R x H
§' No F;:r;.l Depth | Blows | Test Sample Stratum & Equipment Installed
: (in.)' (Ft.) (/6") Data Description & Classification Desc. g
4
CLAY & SILT
46 24 | 24/21.6| 46-48 2-4 ND Dark grayish-brown, CLAY & SILT, little
59 Sand, trace Gravel, plastic, cohesive, moist.
— Changing at 47.8 feet to: NO RECOVERY.
47—
47.8'
48— ; ; Y RECg\O/ERY
25 [24/21.6| 48-50 8-14 ND Dark grayish-brown, CLAY & SILT, little [\_RECOVERY /7
1115 Sand, trace Gravel, plastic, cohesive, moist. CLAY&SILT
— Changing at 49.4 feet to: Brown, SILT &
CLAY, some Sand, little Gravel, plastic,
494 cohesive, moist. Changing at 49.6 feet to:
Dark grayish-brown, CLAY & SILT, little
Sand, trace Gravel, plastic, cohesive, moist. [49.4'
— Changing at 49.8 feet to: NO RECOVERY. 49.8ILT & CLAY
49 LAY & SILT
50— ; ; X RECg\O/ERY .
26 |24114.4| 50-52 2-2 ND Dark grayish-brown, CLAY & SILT, little [\_RECOVERY /7
69 Sand, trace Gravel, plastic, cohesive, moist. CLAY&SILT
— Changing at 51.2 feet to: NO RECOVERY.
51 51.2
NO
_ RECOVERY
50— 52'
27 |24i216| 52-54 2-7 ND Dark grayish-brown, CLAY & SILT, little CLAY & SILT
1-14 Sand, trace Gravel, plastic, cohesive, moist.
— Changing at 53.8 feet to: NO RECOVERY.
53—
53.8
54— ; ; X RECg\O/ERY
28 24/18 | 54-56 4-21-22 ND Dark grayish-brown, CLAY & SILT, little _\m/_
Sand, trace Gravel, plastic, cohesive, moist.
— Changing at 55.4 feet to: Brown, fine to
medium grained SAND, little Silt, moist to
55— wet. Changing at 55.5 feet to: NO |
RECOVERY.
55.4'
- 55 SAND
NO
5 RECOVERY
56 29 |24/216| 56-58 3-9 ND Dark grayish-brown, CLAY & SILT, little CLAY & SILT
13-20 Sand, trace Gravel, plastic, cohesive, moist.
— Changing at 57.4 feet to: Dark
R
E
M
A
R
K
S

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.
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R X H
§' No F;:r;.l Depth | Blows | Test Sample Stratum & Equipment Installed
: (in.)' (Ft.) (/6") Data Description & Classification Desc. g
4
grayish-brown, fine to medium grained CLAY & SILT
57 — SAND, little Silt, little Clay, slightly plastic,
cohesive, moist. Changing at 57.8 feet to: i
i NO RECOVERY. SAND
57.8'
58' NO
587 30 |24204| 58-60 4-10 ND | Dark grayish-brown, CLAY & SILT, little [\_RECOVERY /7]
13-16 Sand, trace Gravel, plastic, cohesive, moist. CLAY&SILT
— Changing at 59.7 feet to: NO RECOVERY.
59—
59.7"
NO
60— ) ) 60' RECOVERY i
31 |24/14.4| 60-62 3-10 ND Dark grayish-brown, CLAY & SILT, little CLAY & SILT
24-15 Sand, trace Gravel, plastic, cohesive, moist.
— Changing at 61.2 feet to: NO RECOVERY.
61 61.2
NO
_ RECOVERY
62— . 62
32 |24/216| 62-64 25-8-10 ND Dark grayish-brown, CLAY & SILT, some SILT & CLAY
Sand, trace Gravel, moderately plastic,
— cohesive, moist. Changing at 63.8 feet to:
NO RECOVERY.
63—
63.8'
64' NO
647 33 |241228| 64-66 6-10 ND | Dark grayish-brown, Silty CLAY, plastic, [\_RECOVERY /7
15-26 cohesive, moist. Changing at 65.3 feet to: Sitty CLAY
. Dark grayish-brown, medium grained SAND,
trace Silt, wet. Changing at 65.9 feet to: NO
65— RECOVERY. i
65.3'
SAND
65.9'
66— . ) . . 6’ NO
34 | 24/204| 66-68 27-28 ND Dark grayish-brown, fine to medium grained 1RECOVERY
21-30 SAND, trace Silt, wet. Changing at 66.1 feet [6§.4" SAND
- to: Dark grayish-brown, SILT, little fine 6 SILT
grained Sand, non-plastic, cohesive, wet. N SILT & CLAY
67— Changing at 66.4 feet to: Dark SAND
grayish-brown, SILT & CLAY, some Sand,
trace Gravel, moderately plastic, cohesive, 67.4'
— moist. Changing at 66.7 feet to: Dark 677 SILT
grayish-brown, fine to medium grained - NO
68— SAND, trace Silt, wet. Changing at 67.4 feet [68' RECOVERY
35 |24/216| 68-70 ;ggg ND to: Dark grayish-brown, SILT, little Clay, 68.2° SAND
R
E
M
A
R
K
S

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: PMW-WV-11/MW-WV-11D




BORING WELL 6267781 WWW WOLVEN AVENUE.GPJ GZA CORP.GDT 3/25/19

GZA Wolverine World Wide

GeoEnvironmental, Inc.

Engineers and Scientists Wolven Avenue Area. .
Algoma Twp, Kent County, Michigan

an)

Boring NBMW-WV-11/MW-WV-1
Page: 7 of 15
File No.: __16.0062677.81

Sample Information Check:  Leslie Nelson
< 7]
R X H
§' No F;:r;.l Depth | Blows | Test Sample Stratum & Equipment Installed
: (in.)' (Ft.) (/6") Data Description & Classification Desc. g
4
_ \plastic, cohesive, moist to wet. Changing at SILT & CLAY
67.7 feet to: NO RECOVERY.
Dark grayish-brown, fine to medium grained
69— SAND, trace Silt. wet. Changing at 68.2 feet
to: Dark grayish-brown, SILT & CLAY, some | 4
| Sand, trace Gravel, moderately plastic, 69.6CLAY & SILT
cohesive, moist. Changing at 69.4 feet to: 698 SILT
Dark grayish-brown, CLAY & SILT, little 70 NO
707 36 |24/228| 70-72 |334es0i3"| ND Sand, trace Gravel, moderately plastic, ™\__RECOVERY /7 .
cohesive, moist. Changing at 69.6 feet to: SAND
_ Varved, dark grayish-brown, SILT, with
alternating layers of Silty Clay, plastic,
cohesive, moist. Changing at 69.8 feet to:
71 NO RECOVERY.
Brown, fine to medium grained SAND, trace |, 4
| Silt, wet. Changing at 71.4 feet to: SILT
Grayish-brown, SILT, trace Clay, trace fine .
grained Sand, moderately plastic, cohesive, 719 SSZD
27 37 | 2424 | 72-74 55/3" Np | moist to wet. Changing at 71.7 feet to: -%{.ZRECOVERY s
Brown, fine to medium grained SAND, trace [\ SiyCLAY /|
- Silt, wet. Changing at 71.9 feet to: NO NO
RECOVERY. RECOVERY
Dark grayish-brown, Silty CLAY, plastic,
737 cohesive, moist. Changing at 72.2 feet to:
NO RECOVERY.
74— . ) 74
38 24124 | 74-76 5712 ND Dark grayish-brown, SILT & CLAY, some 74.8ILT & CLAY
Sand, plastic, cohesive, moist. Changing at NO
. 74.2 feet to: NO RECOVERY. RECOVERY
75— .
76— . . 76
39 |24/228| 76-78 10-22 ND Grayish-brown to dark grayish-brown, CLAY CLAY & SILT
26-24 & SILT, little Gravel, little Sand, plastic,
— cohesive, moist. Changing at 77.1 feet to:
Varved grayish-brown to dark
77 grayish-brown, SILT, some fine grained 779
Sand, trace Clay, with fine grained SAND, ST
slightly plastic, cohesive, moist. Changing at |77.4'
. 77 .4 feet o: Dark gray, Silty CLAY, plastic, Siity CLAY
cohesive, moist. Changing at 77.9 feet to: 779
NO RECOVERY. ; .
787 40 | 24118 | 78-80 | 71 ND [~ Dark gray, Silty CLAY, plastic, cohesive, ¥ recovery / Bentonite
14-30 bedded, moist. Changing at 78.4 feet to: 78.4' Silty CLAY rou
— Brown, fine to medium grained SAND, little SAND
Silt, moist. Changing 78.8 feet to: Dark gray, |[78.8'
79 Silty CLAY, plastic, cohesive, bedded, Siity CLAY
moist. Changing at 79.5 feet to: NO
RECOVERY. )
N 79.5
NO
RECOVERY
80'
R
E
M
A
R
K
S

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: PMW-WV-11/MW-WV-11D




BORING WELL 6267781 WWW WOLVEN AVENUE.GPJ GZA CORP.GDT 3/25/19

GZA Wolverine World Wide

GeoEnvironmental, Inc.

Engineers and Scientists Wolven Avenue Area. .
Algoma Twp, Kent County, Michigan

an)

Boring NBMW-WV-11/MW-WV-1
Page: 8 of__15
File No.: __16.0062677.81

Sample Information Check:  Leslie Nelson
< 7]
R X H
§' No F;:r;.l Depth | Blows | Test Sample Stratum & Equipment Installed
: (in.)' (Ft.) (/6") Data Description & Classification Desc. g
4
41 | 24/21.6| 80-82 12-25 ND Dark gray, Silty CLAY, plastic, cohesive, Siity CLAY
3340 bedded, moist. Changing at 80.4 feet to: 80.4'
. Brown, fine to medium grained SAND, little  [80-5 SAND
Silt, wet. Changing at 80.5 feet to: Dark 80.8 Silty CLAY
81 gray, Silty CLAY, plastic, cohesive, bedded, [81" SAND
moist. Changing at 80.8 feet to: Brown, fine Siity CLAY
to medium grained SAND, little Silt, wet. 81.4'
— Changing at 81.0 feet to: Dark gray, Silty 81.6° SAND
CLAY, plastic, cohesive, bedded, moist. 81.8' Silty CLAY
89— Changing at 81.4 feet to: Brown, fine to 82' NO
42 |24/144| 82-84 0-0 ND | medium grained SAND, little Silt, wet. [\_RECOVERY /7
26 Changing at 81.6 feet to: Dark gray, Silty SAND
. CLAY, plastic, cohesive, bedded, moist.
Changing at 81.8 feet to: NO RECOVERY.
83— Brown, fine to medium grained SAND, trace
Silt, wet. Changing at 83.2 feet to: NO 83.2'
RECOVERY. NO
_ RECOVERY
84— 84'
43 | 24/19.2| 84-86 | 8-16-50/4" ND Brown, fine to medium SAND, trace Silt, SAND
wet. Changing at 85.4 feet to: Brown,
- GRAVEL, some coarse Sand, trace Silt,
wet. Changing at 85.8 feet to: NO
85— RECOVERY. i
85.4'
. GRAVEL
85.8'
86— 85 LECOY
44 |24/216| 86-88 | 4928 ND | Brown, fractured COBBLE. Changing at [\_RECOVERY /7
39-50 86.5 feet to: Brown, fine to medium SAND, | Fracted
. some Silt, slightly cohesive, moist to wet. ~—SAND
Changing at 87.4 feet to: Brown, Silty CLAY,
87— little Sand, trace Gravel, plastic, cohesive,
moist. Changing at 87.6 feet to: NO
RECOVERY. 87.4'
— 87.6' Silty CLAY
NO
gy RECOVERY
88 45 | 24/84 | 88-90 |19-39-50/3"| ND Dark grayish-brown, SILT & CLAY, some SILT & CLAY
Sand, trace Gravel, plastic, cohesive, moist.
— Changing at 88.7 feet to: NO RECOVERY. 887
NO
89— RECOVERY
90— 90" i
46 24112 | 90-92 56/4" ND Dark grayish-brown, SILT & CLAY, some 0. BILT & CLAY
Sand, trace Gravel, plastic, cohesive, moist. RE Cg\O/ERY
— Changing at 90.1 feet to: NO RECOVERY.
91—
R
E
M
A
R
K
S

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: PMW-WV-11/MW-WV-11D




BORING WELL 6267781 WWW WOLVEN AVENUE.GPJ GZA CORP.GDT 3/25/19

GZA Wolverine World Wide

GeoEnvironmental, Inc.

Engineers and Scientists Wolven Avenue Area. .
Algoma Twp, Kent County, Michigan

an)

Boring NBMW-WV-11/MW-WV-1
Page: 9 of__15
File No.: __16.0062677.81

Sample Information Check:  Leslie Nelson
< 7]
R X H
§' No F;:r;.l Depth | Blows | Test Sample Stratum & Equipment Installed
: (in.)' (Ft.) (/6") Data Description & Classification Desc. g
4
92— . 82
47 24/18 | 92-94 | 20-50-24 ND Dark grayish-brown, SILT & CLAY, some SILT & CLAY
Sand, trace Gravel, plastic, cohesive, moist.
— Changing at 92.7 feet to: Dark brown, 927
GRAVEL, some fine to coarse grained 92,9 GRAVEL
93 Sand, wet. Changing at 92.9 feet to: Dark “SILT & CLAY
grayish-brown, SILT & CLAY, some Sand,
trace Gravel, plastic, cohesive, moist. %5
— Changing at 93.5 feet to: NO RECOVERY. - NG
RECOVERY
94’
%4 48 | 24/20.4 | 94-96 14-24 ND Dark grayish-brown, SILT & CLAY, some SILT & CLAY
39-44 Sand, trace Gravel, plastic, cohesive, moist.
— Changing at 95.7 feet to: NO RECOVERY.
95— 1
95.7'
NO
96— ) 96' RECOVERY
49 24/24 | 96-98 9-27 ND Dark grayish-brown to dark gray, SILT & SILT & CLAY
31-33 CLAY, some Sand, trace Gravel,
. moderately plastic, cohesive, moist; very
thin Sand, seam at 98.9 feet.
97—
98 50 |24/204| 98-100 | 82847 ND Dark grayish-brown to dark gray, SILT &
CLAY, some Sand, trace Gravel,
. moderately plastic, cohesive, moist; very
thin Sand, seam at 98.9 feet. Changing at
99— 99.7 feet to: NO RECOVERY.
99.7'
100 ) 100‘RECg\O/ERY |
51 24/24 | 100-102 8-22 ND Dark grayish-brown to dark gray, SILT & SILT & CLAY
29-36 CLAY, some Sand, trace Gravel,
. moderately plastic, cohesive, moist.
101
1027 52 | 241204 | 102-104| 1331 | ND | Dark grayish-brown to dark gray, SILT &
46-50/5 CLAY, some Sand, trace Gravel,
. moderately plastic, cohesive, moist.
Changing at 103.3 feet to: Brown, fine to
103— medium grained SAND, trace Silt, wet.
Changing at 103.7 feet to: NO RECOVERY. 1033
R
E
M
A
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Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: PMW-WV-11/MW-WV-11D
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Engineers and Scientists

Sample Information

Wolverine World Wide
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Algoma Twp, Kent County, Michigan

Boring NGMW-WV-11/MW-WV-1
Page: _ 10 of _ 15
File No.: __16.0062677.81
Check: Leslie Nelson

Equipment Installed

= (7]
2 X
§' No F;:r;.l Depth | Blows | Test Sample Stratum &
: (in.)' (Ft.) (/6") Data Description & Classification Desc. g
4
] SAND
103.7"
NO
104— 104RECOVERY
53 24/6 | 104-106 | 50/5.5" ND Dark gray, GRAVEL, some fine to coarse GRAVEL
grained SAND, trace Silt, wet. Changing at 1045
— 104.5 feet to: NO RECOVERY. O
RECOVERY
105—
106 106'
54 |24/13.2| 106-108 1-2 ND Dark grayish-brown, GRAVEL, some fine to GRAVEL
615 coarse grained Sand, trace Silt, wet.
— Changing at 107.1 feet to: NO RECOVERY.
107 107.1"
NO
RECOVERY
108 108
55 24/6 | 108-110 2-2 ND Dark grayish-brown, GRAVEL, some fine to GRAVEL
69 coarse grained Sand, trace Silt, wet. 1085
— Changing at 108.5 feet to: NO RECOVERY. N0
RECOVERY
109—
110 1o
56 |24/156|110-112| 1415 ND Dark grayish-brown, GRAVEL, some fine to GRAVEL
coarse grained Sand, trace Silt, wet.
— Changing at 111.3 feet to: NO RECOVERY.
111+
111.3'
NO
] RECOVERY
112 nz
57 24 1 112-114 No sampling attempts. NO SAMPLING
ATTEMPTS
113+
114— .
58 24 114-116 No sampling attempts.
R
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Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: PMW-WV-11/MW-WV-11D
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GZA Wolverine World Wide

GeoEnvironmental, Inc.

Engineers and Scientists Wolven Avenue Area. .
Algoma Twp, Kent County, Michigan
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Boring NBMW-WV-11/MW-WV-1
Page: _ 11 of _ 15
File No.: __16.0062677.81

Sample Information Check:  Leslie Nelson
< 7]
° x Equipment Installed
& No F‘;‘:’;‘/ Depth | Blows | Test Sample Stratum & adlp
a : (in.)' (Ft.) (/6") Data Description & Classification Desc. g
o
NO SAMPLING
ATTEMPTS
116 i
59 24 116-118 No sampling attempts.
117
118 .
60 24 118-120 No sampling attempts.
119
120 . .
61 24 120-122 No sampling attempts.
121
122 .
62 24 122-124 No sampling attempts.
123
124+ .
63 24 124-126 No sampling attempts.
125 1
126 .
64 24 126-128 No sampling attempts.
R
E
M
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Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: PMW-WV-11/MW-WV-11D
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GZA Wolverine World Wide

GeoEnvironmental, Inc.

Engineers and Scientists Wolven Avenue Area. .
Algoma Twp, Kent County, Michigan
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Boring NBMW-WV-11/MW-WV-1
Page: _ 12 of _ 15
File No.: __16.0062677.81

Sample Information Check:  Leslie Nelson
< 7]
° x Equipment Installed
& No F‘;‘:’;‘/ Depth | Blows | Test Sample Stratum & adlp
a : (in.)' (Ft.) (/6") Data Description & Classification Desc. g
o
NO SAMPLING
127 — ATTEMPTS
128 .
65 24 128-130 No sampling attempts.
129
130 . i
66 24 130-132 No sampling attempts.
131
132 .
67 24 132-134 No sampling attempts.
133
134 .
68 24 134-136 No sampling attempts.
135 1
136 .
69 24 136-138 No sampling attempts.
137
138 .
70 24 138-140 No sampling attempts.
R
E
M
A
R
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S

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: PMW-WV-11/MW-WV-11D
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Sample Information

Wolverine World Wide

Wolven Avenue Area

Algoma Twp, Kent County, Michigan

Boring NGMW-WV-11/MW-WV-1
Page: _ 13 of _ 15
File No.: __16.0062677.81
Check: Leslie Nelson

Equipment Installed

= (7]
2 X
& No F‘;‘:’;‘/ Depth | Blows | Test Sample Stratum &
a : (in.)' (Ft.) (/6") Data Description & Classification Desc. g
o
i NO SAMPLING
ATTEMPTS
139
140— .
71 24 140-142 No sampling attempts.
141
142 .
72 24 142-144 No sampling attempts.
143
144 — .
73 24 144-146 No sampling attempts.
145—
146 — .
74 24 146-148 No sampling attempts.
147 —
148 — .
75 24 148-150 No sampling attempts.
149
R
E
M
A
R
K
S

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: PMW-WV-11/MW-WV-11D
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GZA Wolverine World Wide

GeoEnvironmental, Inc.

Engineers and Scientists Wolven Avenue Area. .
Algoma Twp, Kent County, Michigan
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Bori ng NBMW-WV-11/MW-WV-1
Page: _ 14 of __15
File No.: __16.0062677.81

Sample Information Check:  Leslie Nelson
< 7]
2 X Equipment Installed
& No F;:r;.l Depth | Blows | Test Sample Stratum & adlp
a : (in.)' (Ft.) (/6") Data Description & Classification Desc. g
4
76 24 | 150-152 No sampling attempts. NO SAMPLING
ATTEMPTS
151
152 .
77 24 152-154 No sampling attempts.
153
154 — .
78 24 154-156 No sampling attempts.
155— i
156 — .
79 24 156-158 No sampling attempts.
157 —
158 — .
80 24 158-160 No sampling attempts.
159—
— Filter Sand
160— . i
81 24 160-162 No sampling attempts.
161
2-Inch PVC
- Well Screen
R
E
M
A
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K
S

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: PMW-WV-11/MW-WV-11D
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GeoEnvironmental, Inc.

Engineers and Scientists

Sample Information

Wolverine World Wide

Wolven Avenue Area

Algoma Twp, Kent County, Michigan

Boring NGMW-WV-11/MW-WV-1
Page: _ 15  of _ 15
File No.: __16.0062677.81
Check: Leslie Nelson

< 7]
2 X Equipment Installed
& No Fl;‘:;'/ Depth | Blows | Test Sample Stratum & adlp
a : (in.)' (Ft.) (/6") Data Description & Classification Desc. g
['4
NO SAMPLING
162 — ATTEMPTS
82 24 | 162-164 No sampling attempts.
163
164 — 164'
83 24/9.6 | 164-166 | 25-50/3 ND Dark grayish-brown, SILT, trace fine grained SILT
SAND, non-plastic, cohesive, moist.
165— R
166 166'
Bottom of Borehole at 166.0 Feet 3
167 —
168 —
169—
170 R
171
172
173

OXAP>=EMAI

3. Monitoring well was installed in borehole upon completion. Well screen set from 158.9 to 163.7 feet below ground surface.

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: PMW-WV-11/MW-WV-11D




BORING WELL 6267781 WWW WOLVEN AVENUE.GPJ GZA CORP.GDT 3/25/19

GZA
GeoEnvironmental, Inc.

Engineers and Scientists

2

Contractor:

Stearns Drilling Company

Wolverine World Wide

Wolven Avenue Area

Algoma Twp, Kent County, Michigan

Auger/

Foreman: Jerry H., Travis & Zach/Gary

Casing Sampler

Logged by: John Morehouse

Type;HoIIow Stem Auger  Split Spoon

GROUNDWATER READINGS
Time

Date

Boring No.: __ MW-WV11S
Page: 1 of _ 1
File No.: __16.0062677.81
Check: Leslie Nelson

Depth Casing Stab

Date Start/Finish: 1-3-19/1-3-19

O.D./1.D.: _12.25"/4.25" 2.0"/13/8"

Boring Location:

Hammer Wt.: NA 140lbs

Datum:

NAD 83

Sample Information

Hammer Fall: NA 30.0"

TOC Elev.: NA NA

Surveyed By:

NA

Survey Date:

Pen./
Rec.

(in.)

Test
Data

Blows
(/6")

Depth

No. (Ft)

Sample
Description & Classification

Stratum
Desc.

Remarks

Equipment Installed

——PROTECTIVE
CASING

See boring log PMW-WV-11/MW-WV-11D
for soil descriptions.

Bottom of Borehole at 34.0 Feet

Bentonite
Grout

—— Filter Sand

2-Inch PVC
Well Screen

OXAP>=EMAI

1. Monitoring well was installed in borehole upon completion. Well screen set from 28.8 to 33.6 feet below ground surface.

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: MW-WV11S




BORING WI 6267781 WWW WOLVEN AVENUE.GPJ WI DNR.GDT 4/17/20

GZA Wolverine World Wide Boring No.: _MW-WV12D
Gn GeoEnvironmental, Inc. Wolven Avenue Area Page: 1 of 14
Engineers and Scientists — File No.: _ 16.0062677.81
Algoma Twp, Kent County, Michigan . “Kate McDonald
Contractor: Stearns Drilling Company Auger/ s : Check: __Rate McUonald
Foreman: Jerry H. Casing ampler GROUNDWATER READINGS
Logged by: John Morehouse Typélollow Stem Auger Split Spoon Date Time Depth Casing Stab
Date Start/Finish: 10-26-18 / 11-29-18 O.D./1.D.: 12.25"/4.25" _2.0"/1 3/8"
Boring Location: Hammer Wt.: NA 140lbs
GSElev.. _ Déatdiate Plane S Zone NABW§er Fall: NA 30.0"
- Other: NA NA
Sample Information
< 7]
° x Equipment Installed
§' No F;:r;.l Depth % % Sample Stratum & adie
) = (Ft.) REC RQD Description & Classification Desc. £ ——PROTECTIVE
(in.) e CASING
1 24 0-2 3-3 0.0 ppm Dark brown, poorly sorted, fine to SAND 1
| 3-3 medium-grained SAND, some Silt, trace
Clay, trace Gravel, non to slightly plastic,
slightly cohesive, moist. Changing at 1.6
L feet to: NO RECOVERY.
. 1.6'
NO
g 2 RECOVERY
2 24 2-4 2-2 0.0 ppm Dark brown, poorly sorted, fine to 23 SAND
| 1-1 medium-grained SAND, some Silt, trace be  SLT
Clay, trace Gravel, non to slightly plastic, > 8CLAY & SILT
slightly cohesive, moist. Changing at 2.3 T No |
37 feet to: Dark yellowish-brown, poorly sorted, RECOVERY
SILT, little Clay, trace Gravel, moderately
7] plastic, cohesive, moist. Changing at 2.6
feet to: Dark yellowish-brown, poorly sorted, |,
4 3 24 4-6 0-0 0.0 ppm CLAY & S”_T, little _Sand, trac_e Gravel, Silty CLAY
1-2 plstic, cohesive, moist. Changing at 2.8 feet

] to: NO RECOVERY.

Dark yellowish-brown, poorly sorted, Silty
5 CLAY, trce Gravel, plastic, cohesive, moist.
Changing at 5.6 feet to: NO RECOVERY.

. 5.6'

6' RECg\O/ERY
1 [0.0 ppm Dark yellowish-brown, poorly sorted, Silty Siity CLAY
-6 CLAY, trace Gravel, plastic, cohesive,

moist. Changing at 7.6 feet to:
Yellowish-brown, poorly sorted, fine to

7 medium-grained SAND, little Silt, little Clay,
trace Gravel, slightly plastic, slightly

oo

7 cohesive, moist. Changing 7.8 feet to: NO 76
RECOVERY. oS0
8 5 24 8-10 4-7 0.0 ppm Yellowish-brown, poorly sorted, fine to \_RECOVERY /
| 9-8 medium-grained SAND, little Silt, little Clay, SAND
trace Gravel, slightly plastic, slightly
cohesive, moist. Changing at 8.6 feet to:
97 Yellowish-brown, poorly sorted, fine to
medium-grained SAND, little Silt, little Clay, |g5
7] trace Gravel, slightly plastic, slightly NO
cohesive, moist. Changing at 9.5 feet to: NO |, RECOVERY
07 6 | 24 | 1012 | 58 [.0ppm\RECOVERY. . SAND
8-10 Yellowish-brown, poorly sorted, fine to

N medium-grained SAND, little Silt, little Clay,
trace Gravel, slightly plastic, slightly
11— cohesive, moist. Changing at 11.5 feet to:

NO RECOVERY. s

NO
. RECOVERY

12

ppmv).

OXAP>=EMAI

1. Field screening of samples for organic vapors was performed with a MiniRae 3000 photoionization detector equipped with a 10.6 eV lamp.
Readings above background levels are shown in parts per million by volume (ppmv) of isobutylene. ND indicates nothing detected (<0.1

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: MW-WV12D




BORING WI 6267781 WWW WOLVEN AVENUE.GPJ WI DNR.GDT 4/17/20

GI\
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GeoEnvironmental, Inc.
Engineers and Scientists

Sample Information

Wolverine World Wide

Wolven Avenue Area

Algoma Twp, Kent County, Michigan

Boring No.: _MW-WV12D
Page: 2 of 14
File No.: __16.0062677.81
Check: __Kate McDonald _

Equipment Installed

< 7]
2 X
§' No F‘;‘:’;‘/ Depth % % Sample Stratum &
: (in.)' (Ft.) REC RQD Description & Classification Desc. g
4
7 24 12-14 2-7 0.0 ppm Yellowish-brown, poorly sorted, fine to SAND
| 13-24 medium-grained SAND, little Silt, little Clay,
trace Gravel, slightly plastic, slightly
0.0 ppm  cohesive, moist. Changing at 13.0 feet to:
137 Yellowish-brown, poorly sorted, fine to
coarse-grained SAND, some Gravel, little
7] Silt, slightly cohesive, moist. Changing at
13.9 feet to: NO RECOVERY. 13;9'
14 8 24 14-16 14-11 0.0 ppm Yellowish-brown, poorly sorted, fine to RECS?,ERY
| 10-14 coarse-grained SAND, some Gravel, little SAND
Silt, slightly cohesive, moist. Changing at
14.5 feet to: Yellowish-brown, poorly sorted,
157 fine to medium-grained SAND, little’ Silt, little
Clay, trace Gravel, slightly plastic, slightly
7] cohesive, moist. Changing at 15.7 feet to: 15.7"
NO RECOVERY. . NO
16— ) 1% Recovery A
9 24 16-18 6-8 0.0 ppm Dark gray, poorly sorted, Silty CLAY, plastic, Silty CLAY
| 9-13 cohesive, moist. Changing at 17.8 feet to:
NO RECOVERY.
17—
17.8'
184 _ 18 NO
10 24 18-20 6-10 (0.0 ppm Brown, moderately well sorted, fine to [ \_RECOVERY /7 2
1 11-16 medium-grained SAND, little Silt, moist to SAND
wet. Changing at 18.3 feet to:
Yellowish-brown, poorly sorted, fine to
197 medium-grained SAND, little Silt, little Clay,
trace Gravel, slightly plastic, slightly
7] cohesive, moist with occasional fine Sand 198
partings. Changing at 18.8 feet to: Brown, 20 NG
20 1 24 20-22 26 0.0 ppm moderately well sorted, fine to _ "\ RECOVERY. /]
10-16 medium-grained SAND, little Silt, moist to SAND
. wet. Changing at 18.9 feet to:
Yellowish-brown, poorly sorted, fine to
21— medium-grained SAND, little Silt, little Clay,
trace Gravel, slightly plastic, slightly
. cohesive, moist with occasional fine Sand
partings. Changing at 19.8 feet to: NO 52;8' .
22— RECOVERY.
12 24 22-24 6-8 0.0 ppPM 'Brown, moderately well sorted, fine to _\%
_ 12-10 medium-grained SAND, little Silt, moist to Y
wet. Changing at 20.4 feet to:
23— Yellowish-brown, poorly sorted, fine to
medium-grained SAND, little Silt, little Clay,
| trace Gravel, slightly plastic, slightly
cohesive, moist with occasional fine Sand, 23.7' .
| partings. Changing at 20.8 feet to: Brown, 24'
247 13 24 | 24-26 4-8 0.0 ppm| moderately well sorted, fine to \%f
| 12-15 medium-grained SAND, little Silt, moist to
wet. Changing at 20.9 feet to:
Yellowish-brown, poorly sorted, fine to
25 medium-grained SAND, little Silt, little Clay,
trace Gravel, slightly plastic, slightly
7 cohesive, moist with occasional fine Sand
partings. Changing at 21.4 feet to: Brown,

OXAP>=EMAI

. Groundwater was encountered at approximately 18.0 feet below ground surface.

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.
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Depth
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No. Rec. (Ft.) REC RQD Description & Classification Desc.

(in.)

Remarks

14 24 26-28 6-13 0.0 ppm||| moderately well sorted, fine to Siity CLAY
15-16 medium-grained SAND, little Silt, moist to
wet. Changing at 21.5 feet to:
Yellowish-brown, poorly sorted, fine to 27

27 medium-grained SAND, little Silt, little Clay, [27.27 SAND
trace Gravel, slightly plastic, slightly Silty CLAY
cohesive, moist with occasional fine Sand

; : . 27.8'
partings. Changing at 21.8 feet to: NO %8

NO

_ ~ RECOVERY. \ RECOVERY /
15 24 28-30 1(5)_:4 0-0 ppm Dark grayish-brown, well sorted, Silty CLAY, Silty CLAY
. plastic, cohesive, moist. Changing at 23.7
feet to: NO RECOVERY.
29— Dark grayish-brown, well sorted, Silty CLAY,
trace Gravel, plastic, cohesive, moist with
- fine Sand partings at 24.7 feet. Changing at
25.4 feet to: Dark grayish-brown, poorly
sorted, Silty CLAY, trace Gravel, plastic,
16 24 30-32 5-7 0.0 ppml|| cohesive, moist with fine Sand partings at
] 11-16 25.4 feet and 25.7 feet.
Dark grayish-brown, poorly sorted, Silty
31 CLAY, trace Gravel, plastic, cohesive, moist
with fine Sand partings at 26.7 feet.
Changing at 27.0 feet to: Brown, very well
sorted, fine-grained SAND, trace Silt, moist. i
Changing at 27.2 feet to: Dark 3;;9 e
17 24 32-34 4-9 (0.0 ppm| || grayish-brown, poorly sorted, Silty CLAY, RECOVERY
11-17 trace Gravel, plastic, cohesive, moist with Silty CLAY
fine Sand partings at 27.4 feet. Changing at
27.8 feet to: NO RECOVERY.
337 Dark gray, well sorted, Silty CLAY, plastic,
cohesive, moist.
Dark gray, well sorted, Silty CLAY, plastic,
cohesive, moist. Changing at 31.9 feet to:

NO RECOVERY.

18 24 34-36 153_1113 0-0 ppm Dark gray, well sorted, Silty CLAY, plastic,
. cohesive, moist.
Dark gray, well sorted, Silty CLAY, plastic,
35 cohesive, moist.

28—

30—

32—

34—

367 49 | 24 | 3638 | 37 (0.0ppm Dark gray, well sorted, Silty CLAY, plastic,

12-12 cohesive, moist.

37—

38'
20 24 38-40 3-8 0.0 ppm Dark gray, well sorted, Silty CLAY, plastic, CLAY & SILT
11-13 cohesive, moist.

38—

39—

OXAP>=EMAI

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.
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g £ Equipment Installed
§' No F;:r;.l Depth % % Sample Stratum & adlp
: (in.)' (Ft.) REC RQD Description & Classification Desc. g
4
21 24 40-42 3-7 0.0 ppm Dark gray, well sorted, Silty CLAY, plastic, CLAY & SILT
| 89-10 cohesive, moist. Changing at 41.2 feet to:
Dark gray, poorly sorted, SILT & CLAY,
some Sand, trace Gravel, moderately
417 plastic, cohesive, moist. Changing at 41.4 41.2'
feet to: Dark gray, well sorted, Silty CLAY, 41.8ILT & CLAY
7 plastic, cohesive, moist with occasional fine Sitty CLAY
Sand partings. 42
42— ;
22 24 42-44 3-8 0.0 ppm Dark grayish-brown, poorly sorted, CLAY & CLAY & SILT
10-13 SILT, trace Gravel, plastic, cohesive, moist.

Changing at 43.6 feet to: Dark gray, well
sorted, Silty CLAY, plastic, coesive, moist.
437 Changing at 43.9 feet to: Dark
grayish-brown, poorly sorted, CLAY & SILT,

] i i i 43.6
trace Gravel, plastic, cohesive, moist. 420 ST CIAY
44 23 24 44-46 2-8 0.0 ppm Dark grayish-brown, poorly sorted, CLAY & CLAY & SILT
12-12 SILT, trace Gravel, plastic, cohesive, moist.

Changing at 44.9 feet to: Dark
grayish-brown, poorly sorted, SILT & CLAY, [449
457 little Sand, trace Gravel, slightly plastic, SILT & CLAY
cohesive, moist. Changing at 45.8 feet to:
7 NO RECOVERY.

45.8'
46— _ 46" NO
24 24 46-48 4-6 0.0 ppm Dark grayish-brown, poorly sorted, SILT &  [4¢.2RECOVERY /|
11-16 CLAY, little Sand, trace Gravel, slightly [ \_SILT & CLAY /|
T plastic, cohesive, moist. Changing at 46.2 Silty CLAY
feet to: Dark gray, well sorted, Silty CLAY,
477 plastic, cohesive, moist. Changing at 47.8
feet to: NO RECOVERY.
47.8'
48— _ _ 48 NO
25 24 | 48-50 3-7 0.0 ppm Dark gray, well sorted, Silty CLAY, plastic, [ \_RECOVERY /|
| 14-23 cohesive, moist with fine Sand parting at Sity CLAY
48.6 feet. Changing at 49.8 feet to: Brown,
well sorted, fine to medium -grained SAND,
497 trace Silt, moist to wetl. Changing at 49.9
feet to: NO RECOVERY.
49.8'
50 4%%/‘
26 24 50-52 2-9 0.0 ppm Grayish-brown to brown, poorly sorted, fine NO
14-22 to coarse-grained SAND, trace Gravel, trace RECOVERY
T Silt, wet. Changing at 50.7 feet to: Dark SAND
gray, very well sorted, fine-grained SAND,
517 some Silt, wet. Changing at 51.0 feet to:
Dark yellowish-brown, moderately sorted, 515
7 fine-grained SAND, some Silt, trace Clay, NO
slightly plastic, cohesive, wet. Changing at 50 RECOVERY
52 27 24 52-54 | 10-15 (0.0 ppm| 51-3 feet to: Yellowish-brown, well sorted, SAND
17-27 fine to medium-grained SAND, trace Silt,
. wet. Changing at 51.5 feet to: NO
RECOVERY. 2y
53— Yellowish-brown, well sorted, fine to
medium-grained SAND, trace Silt, wet.
- Changing at 52.8 feet to: Dark 53.7
grayish-brown, very well sorted, SILT, trace " NO
R
E
M
A
R
K
S

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.
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g £ Equipment Installed
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a : (in.)' (Ft.) REC RQD Description & Classification Desc. g
4
28 24 54-56 13-17 0.0 ppm\ Clay, slightly plastic, cohesive, moist. RECOVERY
i 17-32 Changing at 53.7 feet to: NO RECOVERY. SILT & CLAY
Dark grayish-brown, poorly sorted, SILT &
CLAY, little Sand, trace Gravel, moderately
55 plastic, cohesive, moist. Changing at 55.2 55.2' 1
feet to: Dark grayish-brown to 55.4° SAND
T grayish-brown, well sorted, fine to CLAY &SILT
56 medium-grained SAND, trace Silt, wet. 56'
] 29 24 56-58 3-13 0.0 Changing at 55.4 feet to: Varved dark SILT
16-20 Ppm grayish-brown, very well sorted, Silty CLAY

. & SILT, plastic, cohesive, moist. Changing
at 55.9 feet to: Dark gray, poorly sorted,
57— CLAY & SILT, trace Gravel, plastic,
cohesive, moist.

- Dark grayish-brown to brown, well sorted,

SILT with very thin Clay varves, plastic ofs

NO
- Clay), cohesive, moist to wet. Changing at ~ [3® RECOVREY A
7 30 | 24 | 5860 | 313 0.0 ppn) S57.7yf)eet to: NO RECOVERY. 99 CLAY & SILT
] 21-47 Dark grayish-brown, moderately sorted,
CLAY & SILT, trace fine-grained Sand,
— plastic, cohesive, moist. Changing at 59.0 59'
59 f . ; SAND
eet to: Dark gray to dark grayish-brown, 59.3'
i moderately well sorted, fine to medium 59.&°LAY & SILT
SAND, little Silt, moist to wet. Changing at NO
60— 59.3 feet to: Dark grayish-brown, moderately [60' RECOVERY
31 24 60-62 3-10 0.0 ppm\ sorted, CLAY & SILT, trace fine-grained Siity CLAY and
15-37 Sand, plastic, cohesive, moist. Changing at SAND

59.6 feet to: NO RECOVERY.
Varved dark grayish-brown, well sorted, Silty )
61 CLAY and fine SAND, plastic, cohesive, 61.1

moist to wet. Changing at 61.1 feet to: Dark Sity CLAY
7] grayish-brown, moderately well sorted, Silty  |61.7
62 CLAY, trace Gravel, plastic, cohesive, moist |4, RECg\O/ERY
] _ _ with occasional fine Sand partings. M_RECOVERY  —
82| 24 ) 6264 | B10 DOPPTN Ciranging at 61.7 feet to: NO RECOVERY. | 1y CLAYand
. Varved dark grayish-brown, well sorted, Silty
CLAY and fine-grained SAND, plastic, 63
63— cohesive, moist to wet with fine Sand CLAVESILT
partings from 62.0 to 63.0 feet. Changing at
- 63.0 feet to: Dark grayish-brown, poorly 63.6'
sorted, CLAY & SILT, trace Gravel, trace o RECg\O/ERY
%7 33 | 24 | 6468 | 612 DOPPT\ 538 fastto: NORECOVERY, o oo [ cuAvasit
_ 16-34 Dark grayish-brown, poorly sorted, CLAY & |64’
SILT, trace Gravel, trace Sand, plastic, 1647 SAND A
65— cohesive, moist. Changing at 64.6 feet to: 65.1' Sty CLAY
Dark grayish-brown, well sorted, fine to 65.3° SAND
_ medium SAND, trace Silt, wet. Changing at |55 LLAY & SILT
64.7 feet to: Dark grayish-brown, well NO
66— sorted, Silty CLAY, plastic, cohesive, moist. |66' RECOVERY
34 24 66-68 7-17 0.0 ppm| Changing at 65.1 feet to: Dark Siity CLAY and
22-45 grayish-brown, moderately well sorted, fine SAND

to medium-grained SAND, little Clay, little
Silt, slightly plastic, moist to wet. Changing
677 at 65.3 feet to: Dark grayish-brown,
moderately sorted, CLAY & SILT, trace
Gravel, trace Sand, plastic, cohesive, moist.
Changing at 65.6 feet to: NO RECOVERY. 67.9'

OXAP>=EMAI

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.
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2 X
§' No F;:r;.l Depth % % Sample Stratum &
: (in.)' (Ft.) REC RQD Description & Classification Desc. g
4
35 24 68-70 3-4 0.0 ppm| Varved dark grayish-brown, well sorted, Silty [6¢__ SAND
i 12-25 CLAY and fine-grained SAND, plastic, 68.5 Silty CLAY
cohesive, moist. Changing at 67.9 feet to: SAND
Brown, moderately well sorted, fine to 69"
697 coarse-grained SAND, little Silt, grace 69.2' Silty CLAY
Gravel, moist to wet. NO
7 Dark grayish-brown, well sorted, Silty CLAY, RECOVERY
70 plastic, cohesive, moist. Changing at 68.5 70
] _ 1. ! feet to: Brown, well sorted, fine to CLAY & SILT
36 24 70-726-13-50/610.0 ppm medium-grained SAND, trace Silt, moist to
. wet. Changing at 69.0 feet to: Varved dark
grayish-brown, well sorted, Silty CLAY and 7m0
71— fine-grained SAND, plastic, cohesive, moist. Siity CLAY
Changing at 69.1 feet to: Varved dark 71.4'
- grayish-brown, well sorted, Silty CLAY and 71.6 SAND
SILT, plastic, cohesive, moist. Changing at  [71.8'Sity CLAY |
72— 69.2 feet to: NO RECOVERY. SAND
37 24 72-74 2-7 0.0 ppM "Dark grayish-brown, poorly sorted, CLAY &
_ 17-40 SILT, trace Gravel, plastic, cohesive, moist.
Grading to 71.0 feet: Dark grayish-brown,
73 well sorted, Silty CLAY, plastic, cohesive,
moist. Changing at 71.4 feet to: Brown, very
i well sorted, fine to medium-grained SAND, 73.5' 5
trace Silt, moist to wet. Changing at 71.6
74 feet to: Dark grayish-brown, well sorted, 74 RECOVERY
38 24 74-76 1-10 0.0 ppm| | Silty CLAY, plastic, cohesive, moist. SAND
| 33-50 Changing at 71.8 feet to: Brown, very well 74.5'
sorted, fine to medium SAND, trace Silt, NO
moist to wet. RECOVERY
75— Brown, very well sorted, fine to medium
SAND, trace Silt, moist to wet. Changing at
7] 73.5 feet to: NO RECOVERY.
76 Brown, very well sorted, fine to 76
] _ . medium-grained SAND, trace Silt, moist to — SAND
39 24 76-78 1613-36 0-0 ppm wet. Changing at 74.5 feet to: NO 763 e
7 RECOVERY. RECOVERY
Brown, very well sorted, fine to
77— medium-grained SAND, trace Silt, wet.
Changing at 76.3 feet to: NO RECOVERY.
78— i 78
40 24 78-80 5-22 0.0 ppm Brown, very well sorted, fine to SAND
| 31-38 medium-grained SAND, trace Silt, wet.
Changing at Changing at 79.6 feet to: NO
RECOVERY.
79—
. 79.6'
NO
80— 80' RECOVERY
41 24 80-82 1-11 0.0 ppm Brown, very well sorted, fine to SAND
| 14-43 medium-grained SAND, trace Silt, wet.
Changing at 81.6 feet to: NO RECOVERY.
81—
. 81.6'
NO
82' RECOVERY
R
E
M
A
R
K
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Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.
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o
42 24 82-84 10-26 0.0 ppm Brown, very well sorted, fine to SAND
| 40-50 medium-grained SAND, trace Silt, wet.
Changing at 83.3 feet to: NO RECOVERY.
83—
83.3'
N NO
RECOVERY
84— ] 84'
43 24 84-86 4-10 (0.0 ppm Brown, very well sorted, fine to SAND
| 17-20 medium-grained SAND, trace Silt, wet.
Changing at 85.2 feet to: Dark
grayish-brown poorly sorted, SAND, little
85 Clay, little Silt, slightly plastic, moderately 853 1
cohesive, moist. Changing at 85.2 feet to: ~NO
7 NO RECOVERY. RECOVERY
86'
86 44 24 86-88 15-28 0.0 ppm Dark grayish-brown, poorly sorted SAND, SAND
| 33-50/4.5' some Silt, trace Clay, slightly plastic,
moderately cohesive, moist. Changing at
87.4 feet to: NO RECOVERY. .
87 Bentonite
87.4' Grout
. NO
RECOVERY
88— . 88
45 24 88-90 11-21 0.0 ppm Dark grayish-brown, poorly sorted SAND, SAND
| 20-25 some Silt, trace Clay, trace Gravel, slightly
plastic, moderately cohesive, moist.
Changing at 88.9 feet to: Dark 88.9
89 grayish-brown, poorly sorted, CLAY & SILT, go. SHAY & SILT
some Sand, slightly plastic, cohesive, moist. NO
7 Changing at 89.2 feet to: NO RECOVERY. RECOVERY
90"
90 46 24 90-92 14-23 0.0 ppm Dark grayish-brown, poorly sorted, CLAY & CLAY & SILT
| 19-22 SILT, some Sand, slightly plastic, cohesive, 906
moist. Changing at 90.6 feet to: Dark I
grayish-brown, well sorted, SILT, non
917 plastic, moderately cohesive, moist to wet.
Changing at 91.5 feet to: Dark 915
7] grayish-brown to dark gray, poorly sorted, SILT & CLAY
SILT & CLAY, trace Gravel, plastic, 91.9
927 47 24 92-94 B-31-50/610.0 ppm\ Cohesive, moist. Changing at 91.9 feet to: 2 RECg\O/ERY
NO RECOVERY. SILT & GLAY
. Dark grayish-brown to dark gray, poorly
sorted, SILT & CLAY, trace Gravel, plastic,
93— cohesive, moist. Changing at 93.1 feet to: 93.1'
Varved dark grayish-brown, well sorted, Silty [R-LLAY & SILT
- CLAY and Silt, plastic, cohesive, moist. RECg\O/ERY
Changing at 93.2 feet to: NO RECOVERY. o
% 48 24 94-96 [31-50/4.5'0.0 ppm Varved dark grayish-brown, well sorted, Silty CLAY & SILT
| CLAY and Silt, plastic, cohesive, moist.
Changing at 95.3 feet to: NO RECOVERY.
95— 1
95.3'
N NO
RECOVERY
%'
R
E
M
A
R
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Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.
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4
49 24 96-98 25-48-50/40.0 ppm Dark grayish-brown, poorly sorted, CLAY & CLAY & SILT
| 0.0 ppm SILT, some Sand, trace Gravel, plastic,
cohesive, moist. Changing at 97.2 feet to:
NO RECOVERY.
97 97.2
NO
. RECOVERY
98— . o
50 24 98-100 R7-50/5.50.0 ppm Dark grayish-brown, poorly sorted, CLAY &  |gg /LAY &SILT
| SILT, some Sand, trace Gravel, plastic, Silty CLAY
cohesive, moist. Changing at 98.3 feet to:
Dark grayish-brown, well sorted, Silty CLAY, |99
99 plastic, cohesive, moist. Changing at 98.9 RECg\O/ERY
feet to: NO RECOVERY.
100 , . . 100
51 24 [100-102| 8-23 [0.0 ppm Brown, well sorted, fine to medium-grained SAND
| 37-32 SAND, trace Silt, wet. Changing at 100.5 100.5'
feet to: Brown, very well sorted, SILT, trace SILT
Clay, slightly plastic, cohesive, varved with
101 very thin layers of Silty CLAY, moist. 101.2'
Changing at 101.2 feet to: NO RECOVERY. NO
. RECOVERY
102 . , 102
52 24 [102-104 | 27-28 (0.0 ppm Light grayish-brown to pale brown, very well [102.2° SILT
i 44-45 sorted, SILt, cohesive, moist. Changing at CLAY &SILT
102.2 feet to: Dark grayish-brown, poorly
sorted, CLAY & SILT, little Sand, trace
103 Gravel, plastic, cohesive, moist. Changing 103.2'
at 103.2 feet to: NO RECOVERY. NO
. RECOVERY
104 . 104
53 24 | 104-10611-27-50/50.0 ppm Dark grayish-brown, poorly sorted, CLAY & CLAY & SILT
| SILT, little Sand, trace Gravel, plastic,
cohesive, moist. Changing at 105.4 feet to:
NO RECOVERY.
105
105.4'
. NO
RECOVERY
106 . 106
54 24 | 106-108 31-50/5.5"0.0 ppm Dark grayish-brown, poorly sorted, CLAY & CLAY & SILT
| SILT, little Sand, trace Gravel, plastic,
cohesive, moist. Changing at 107.4 feet to:
NO RECOVERY.
107 —
107.4'
. NO
RECOVERY
108 . 108
55 24 | 108-110 | 26-50/4" 0.0 ppm Dark grayish-brown, poorly sorted, CLAY & CLAY & SILT
| SILT, little Sand, trace Gravel, plastic,
cohesive, moist. Changing at 108.8 feet to: 108.8
NO RECOVERY. NO
109 RECOVERY
110
R
E
M
A
R
K
S

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.
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4
56 24 [110-112| 11-22 (0.0 ppm Dark grayish-brown, poorly sorted, CLAY & CLAY & SILT
| 37-50/5" SILT, little Sand, trace Gravel, plastic,
cohesive, moist. Changing at 111.9 feet to:
111 NO RECOVERY.
111.9'
M29 57 | 24 [112-114 31-50/3.50.0 ppm| Dark grayish-brown, poorly sorted, CLAY & |\ rectoery
| SILT, little Sand, trace Gravel, plastic, 112 @AY & SILT
cohesive, moist. Changing at 112.7 feetto: 927 sanD
NO RECOVERY. NO
134 RECOVERY
14— e
58 24 | 114-116 | 18-38-50(0.0 ppm Dark grayish-brown, very well sorted, SILT, SILT
N trace Clay, slightly plastic, cohesive, varved
with very thin layers of Silty CLAY, moist. 1147
Changing at 114.7 feet to: Dark (48" SAND
115 grayish-brown, well sorted, fine to CLAY & SILT ]
medium-grained SAND, trace Silt, wet. 115.5'
7] Changing at 114.8 feet to: Dark NO
grayish-brown, poorly sorted, CLAY & SILT, |,,5RECOVERY
116 59 24 |116-118| 4-13 (0.0 ppm) little Sand, trace Gravel, plastic, cohesive, CLAY & SILT
25.50 moist. Changing at 115.5 feet to: NO
] RECOVERY.
Dark grayish-brown, poorly sorted, CLAY &
117 SILT, little Sand, trace Gravel, plastic,
cohesive, moist. Changing at 116.4 feet to:
- Dark grayish-brown, poorly sorted, CLAY &
SILT, little Sand, trace Gravel, plastic, 11;8' .
118 60 24 [118-120| 527 0.0 ppm cNoothsllzvg,or;n/El;t\.(.Changlng at 117.8 feetto: R gfifggm ~
_ 34-39 Dark grayish-brown, poorly sorted, CLAY &
SILT, little Sand, trace Gravel, plastic,
1194 cohesive, moist.
1201 61 | 24 [120-122| 12-20 0.0 ppm Dark grayish-brown, poorly sorted, CLAY &
| 28-45 SILT, little Sand, trace Gravel, plastic,
cohesive, moist. Changing at 121.9 feet to:
NO RECOVERY.
121+
121.9'
1229 62 | 24 |1224124| 1723 .0 i ¢ e
- - .0 ppm Dark grayish-brown, poorly sorted, CLAY & RECOVERY
| 46-50/3.5" SILT, little Sand, trace Gravel, plastic, CLAY & SILT
cohesive, moist. Changing at 123.5 feet to:
Dark grayish-brown, very well sorted, SILT,
123 trace Clay, slightly plastic, cohesive, varved
with very thin layers of Silty CLAY, moist. 123.5'
7] Changing at 123.8 feet to: NO RECOVERY. 1038 ST
124 _NO
R
E
M
A
R
K
S

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: MW-WV12D




BORING WI 6267781 WWW WOLVEN AVENUE.GPJ WI DNR.GDT 4/17/20

GZA Wolverine World Wide Boring No.: _MW-WV12D
Gn GeoEnvironmental, Inc. Wolven Avenue Area Page: _ 10 of 14
Engineers and Scientists . File No.: __16.0062677.81
Algoma Twp, Kent County, Michigan " “Kate McDonald
Sample Information Check: __Rate VicUonald
< 7]
R x H
§' No F‘;‘:’;‘/ Depth % % Sample Stratum & Equipment Installed
: (in.)' (Ft.) REC RQD Description & Classification Desc. g
4
63 24 [ 124-126| 8-24 (0.0 ppm Dark grayish-brown, poorly sorted, CLAY & RECOVERY
i 44-50/4" SILT, little Sand, trace Gravel, plastic, CLAY & SILT
cohesive, moist. Changing at 125.8 feet to:
NO RECOVERY.
125— .
125.8'
126 _ 126 NO
64 24 [126-128| 10-25 0.0 ppm| Dark grayish-brown, poorly sorted, CLAY & [ \_RECOVERY /|
| 47-50/4" SILT, little Sand, trace Gravel, plastic, CLAY & SILT
cohesive, moist. Changing at 127.8 feet to:
NO RECOVERY.
127
127.8'
128 _ 128 NO
65 24 | 128-13027-34-50/50.0 ppm| Dark grayish-brown, poorly sorted, CLAY & [ \_RECOVERY /|
| SILT, little Sand, trace Gravel, plastic, CLAY & SILT
cohesive, moist. Changing at 129.4 feet to:
NO RECOVERY.
129+
129.4'
. NO
RECOVERY
130 . 130 -
66 24 [130-132| 9-21 (0.0 ppm Dark grayish-brown, poorly sorted, CLAY & CLAY & SILT
| 35-50/5" SILT, little Sand trace Gravel, plastic,
cohesive, moist. Changing at 131.9 feet to:
NO RECOVERY.
131
131.9'
1829 67 | 24 |1324134] 79 [0 i N
- - .0 ppm Dark grayish-brown poorly sorted, CLAY & RECOVERY
| 10-17 SILT, little Sand, trace Gravel, plastic, CLAY & SILT
cohesive, moist. Changing at 132.8 feet to: 130.8
133 Dark grayish-brown, very well sorted, SILT, 1334 ST
non plastic, cohesive, moist. Changing at 1 T EIAY
133.1 feet to: Dark grayish-brown, well 13385
7 sorted, Silty CLAY, plastic, cohesive, moist. |, . SiLT
Changing at 133.4 feet to: Dark T34 NO
134 — 68 24 134-13619-33-50/40.0 ppm grayish-_brown, well sorted, SI_LT, some 4 RECOVERY
fine-grained SAND, non plastic, cohesive, I~ CLAY & SILT
. moist to wet. Changing at 133.8 feet to: NO SILT
RECOVERY. 134gLT & CLAY
135 Dark grayish-brown, poorly sorted, CLAY & L .
SILT, little Sand, trace Gravel, plastic,
- cohesive, moist. Changing at 134.3 feet to:
Dark grayish-brown, very well sorted, SILT,
136— " non plastic, cohesive, moist. Changing at
69 24 | 136-138 | 50/4.5" 0.0 ppm 134 6 feet to: Dark grayish-brown,
_ moderately sorted, SILt, little Clay, slightly
plastic, cohesive, moist. Changing at 134.8
1374 feet to: Dark grayish-brown, very well
sorted, fine to medium-grained SAND, trace
_ Silt, wet. Changing at 135.4 feet to: NO
RECOVERY.
Dark grayish-brown, well sorted,
R
E
M
A
R
K
S

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: MW-WV12D




BORING WI 6267781 WWW WOLVEN AVENUE.GPJ WI DNR.GDT 4/17/20

GI\

GZA
GeoEnvironmental, Inc.

Engineers and Scientists

Wolverine World Wide

Wolven Avenue Area

Algoma Twp, Kent County, Michigan

Sample Information

Boring No.: _MW-WV12D
Page: __ 11 of _ 14
File No.: __16.0062677.81
Check: __Kate McDonald _

Equipment Installed

< 7]
2 X
§' No F‘;‘:’;‘/ Depth % % Sample Stratum &
: (in.)' (Ft.) REC RQD Description & Classification Desc. g
4
70 24 | 138-140 | 30-50/2" 0.0 ppm|\ fine-grained SAND with layers of well SILT & CLAY
) sorted, Silty CLAY, moist. Chaging at 136.4 |, L
feet to: NO RECOVERY. N0
Dark grayish-brown, well sorted, RECOVERY
139 fine-grained SAND with layers of well sorted
Silty CLAY, moist. Changing at 138.4 feet
7] to: Dark grayish-brown, poorly sorted, SILT
140 & CLAY, little Sand, trace Gravel, slightly 140°
1 71 24 | 140-142 21 0.0 plastic, cohesive, moist. Changing at 138.6 SILT & CLAY
18 PPM\ feet to: NO RECOVERY.
. Varved dark grayish-brown, well sorted, i
SILT and Silty CLAY, plastic, cohesive, 140.8 .
141 gé@%\(}é\;@ging at 140.8 feet to: NO RECOVERY
142 A
72 24 | 142-144| 7-19 0.0 ppm Dark grayish-brown to dark brown, poorly SAND
| 85-50/3.5" sorted, coarse-grained SAND, some Gravel,
trace Silt, moist to wet. Changing at 142.3
feet to: Dark grayish-brown to dark brown, 143
143 poorly sorted, fine to coarse-grained SAND, NO
little Gravel, trace Silt, moist to wet. RECOVERY
7] Changing at 143.0 feet to: NO RECOVERY.
144— 144
73 24 | 144-146| 41-50 (0.0 ppm Brown to dark gray, poorly sorted, GRAVEL GRAVEL
| with coarse-grained SAND, little Silt, wet.
Changing at 144.7 feet to: NO RECOVERY. [144.7'
NO
145— RECOVERY
146 148
74 24 | 146-148 | 18-50/5" 0.0 ppm Brown to dark gray, poorly sorted, GRAVEL GRAVEL
| with coarse-grained SAND, little Silt, wet.
Changing at 146.9 feet to: NO RECOVERY.
146.9'
147 — NO
RECOVERY
148 148
75 24 | 148-150 | 38-50/5" 0.0 ppm Brown to dark gray, poorly sorted, GRAVEL GRAVEL
| with coarse-grained SAND, little Silt, wet.
Changing at 148.9 feet to: NO RECOVERY.
148.9'
149 NO
RECOVERY
150 150
76 24 [ 150-152| 50/5" 0.0 ppm Brown to dark gray, poorly sorted, GRAVEL GRAVEL
| with coarse-grained SAND, little Silt, wet. 150.4 .
Changing at 150.4 feet to: NO RECOVERY. RECOVERY
151
152
R
E
M
A
R
K
S

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: MW-WV12D




BORING WI 6267781 WWW WOLVEN AVENUE.GPJ WI DNR.GDT 4/17/20

GZA Wolverine World Wide

GeoEnvironmental, Inc.

Engineers and Scientists Wolven Avenue Area. .
Algoma Twp, Kent County, Michigan

GI\

Sample Information

Boring No.: _MW-WV12D
Page: _ 12 of _ 14
File No.: __16.0062677.81
Check: __Kate McDonald _

No. F;:r;..l Depth % % Sample Stratum

(in) (Ft.) REC RQD Description & Classification Desc.

Depth

Remarks

Equipment Installed

77 24 | 152-154 | 30-50/3" 0.0 ppm Brown to dark gray, poorly sorted, GRAVEL GRAVEL
with coarse-grained SAND, little Silt, 152.5'
moderately cohesive, moist to wet. [152.7' SAND |
Changing at 152.4 feet to: Very dark gray, NO

153 poorly sorted, GRAVEL, some Silt, little RECOVERY
Sand, trace Clay, non to slightly plastic,
cohesive, moist. Changing at 152.5 feet to:
Dark yellowish-brown, modgrately sorted, 154

. " coarse to medium-grained SAND, some SAND
8 24| 154-156 | 50/ 0-0 ppm Gravel, little Silt, moist. Changing at 152.7
] feet to: NO RECOVERY. NO
Dark yellowish-brown, moderately sorted, RECOVERY
155— coarse to medium-grained SAND, some
Gravel, little Silt, wet. Changing at 154.2
- feet to: Dark yellowish-brown, poorly sorted,
fine to coarse-grained, SAND, trace Silt, 156
79 | 24 | 156-158 | 50-50/3" 0.0 ppri\ pave Sraves, wel. Changing at 154.5 feet to: SAND

i Dark brown to dark yellowish-brown, poorly ~ [156.5'
sorted, fine to coarse-grained SAND, trace 156.8CRAVEL
157 Silt, wet. Changing at 156.5 feet to: Dark
brown, poorly sorted, GRAVEL, some
medium to coarse-grained Sand, little Silt,
slightly cohesive, moist to wet. Changing at
156.8 feet to: NO RECOVERY. 158'

80 24 | 158-160 | 20-50/6" [0.0 ppm Dark brown, poorly sorted, GRAVEL, some GRAVEL
medium to coarse-grained SAND, little Silt,
slightly cohesive, moist to wet. Changing at
159.0 feet to: NO RECOVERY. 159'

154

154.5'

156

NO
RECOVERY

158 —

159

NO
RECOVERY

160'
81 24 | 160-162 | 32-50/3" [0.0 ppm Dark brown, poorly sorted, GRAVEL, some GRAVEL
medium to coarse-grained SAND, little Silt,
slightly cohesive, moist to wet. Changing at |40 5
160.8 feet to: NO RECOVERY. NO
161 RECOVERY

160—

162
82 24 | 162-164 | 50-64 (0.0 ppm Dark yellowish-brown, poorly sorted, fine to SAND
coarse-grained SAND, some Silt, little
Gravel, moist to wet. Changing at 162.8 feet |5, o
to: NO RECOVERY. NO
163 RECOVERY

162

164

83 24 | 164-166 | 40-50 [0.0 ppm Dark yellowish-brown to dark brown, GRAVEL
moderately sorted, GRAVEL, some 164.4'
coarse-grained Sand, trace Silt, wet.
Changing at 164 .4 feet to: Dark 165'
yellowish-brown, poorly sorted, fine to NO
coarse-grained SAND, some Silt, little RECOVERY
Gravel, moist to wet. Changing at 165.0 to
NO RECOVERY. 166'

165

OXAP>=EMAI

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: MW-WV12D
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GZA Wolverine World Wide Boring No.: _MW-WV12D
Gn GeoEnvironmental, Inc. Wolven Avenue Area Page: 13 of 14
Engineers and Scientists . File No.: __16.0062677.81
Algoma Twp, Kent County, Michigan " “Kate McDonald
Sample Information Check: ate Meona
< 7]
R X H
§' No Féc:r;.l Depth % % Sample Stratum & Equipment Installed
: (in.)' (Ft.) REC RQD Description & Classification Desc. g
4
84 24 | 166-168 | 47-50/4" 0.0 ppm Dark yellowish-brown to dark brown, G6.1GRAVEL
| moderately sorted, GRAVEL, some SAND
coarse-grained Sand, trace Silt, wet. 166.8
Changing at 166.1 feet to: Dark NO
167 yellowish-brown, poorly sorted, fine to RECOVERY
coarse-grained SAND, some silt, little
N Gravel, moist to wet. Changing at 166.7 feet
168 to: Yellowish-brown, well sorted, fine to 168"
- _ N " medium-grained SAND, trace Silt, wet. SAND
85 | 24 | 168170 30-50/4" 0.0 ppm\ o) ing at 166.8 feet to: NO RECOVERY.
N Dark yellowish-brown, poorly sorted, fine to
coarse-grained SAND, some Silt, little 168.8 .
169— Gravel, moist to wet. Changing at 168.8 feet RECOVERY
to: NO RECOVERY.
170 . _ 170 i
86 24 [ 170-172 | 21-50/4" 0.0 ppm Dark yellowish-brown, poorly sorted, fine to SAND
N coarse-grained SAND, some Silt, little
Gravel, moist to wet. Changing at 170.8 feet |45
to: NO RECOVERY. NO
171 RECOVERY
172 ) 172
87 24 | 172-174 | 20-50/4" 0.0 ppm Dark yellowish-brown to dark brown, poorly GRAVEL
N sorted, GRAVEL, some Silt, little fine to
coarse-grained Sand, wet. Changing at
172.9 feet to: NO RECOVERY. 172.9'
173 NO
RECOVERY
174 174
88 24 | 174-176 ¥45-50/4.5"0.0 ppm Dark yellowish-brown to dark brown, poorly GRAVEL
N sorted, GRAVEL, some Silt, little fine to .
coarse-grained Sand, wet. Changing at S ]
- 174.9 feet to: NO RECOVERY. 1749 — -~ Filter Sand
RECOVERY B
176 176
89 24 | 176-178 | 40-50/2" 0.0 ppm Dark yellowish-brown to dark brown, poorly GRAVEL
N sorted, GRAVEL, some Silt, little fine to 1766
coarse-grained Sand, wet. Changing at N0
177 176.6 feet to: NO RECOVERY. RECOVERY
178 178"
90 24 | 178-180| 11-12 0.0 ppm Dark yellowish-brown to dark brown, poorly GRAVEL
N 9-12 sorted, GRAVEL, some Silt, little fine to
coarse-grained Sand, wet. Changing at
179 178.9 feet to: NO RECOVERY. 178.9' e o inch PVC
-Incl
RECOVERY Well Screen
180'
R
E
M
A
R
K
S

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: MW-WV12D
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GeoEnvironmental, Inc.

Engineers and Scientists

Sample Information

Wolverine World Wide

Wolven Avenue Area

Algoma Twp, Kent County, Michigan

Boring No.: _MW-WV12D
Page: __ 14  of _ 14

File No.: _ 16.0062677.81
Check: __Kate McDonald

2 2 Equipment Installed
° x uipment Installe
& No FI;‘:;'/ Depth % % Sample Stratum s adlp
a : (in.)' (Ft.) REC RQD Description & Classification Desc. g
4
91 24 | 180-182 | 33-50/5" [0.0 ppm Dark yellowish-brown to dark brown, poorly GRAVEL
N sorted, GRAVEL, some Silt, little fine to
coarse-grained Sand, wet. Changing at 180.8
181— 180.8 feet to: NO RECOVERY. No RECOVERY
182 182
92 24 | 182-184 | 33-18 [0.0 ppm Dark yellowish-brown to dark brown, poorly GRAVEL
N 10-27 sorted, GRAVEL, some Silt, little fine to
coarse-grained Sand, wet. Changing at
182.9 feet to: Dark grayish-brown, poorly 182.9
183 sorted, CLAY & SILT, trace Sand, trace 183%,”“& SiLT
Gravel, plastic, cohesive, moist. Changing O
7] at 183.3 feet to: NO RECOVERY. RECOVERY
184 184
93 24 | 184-18621-33-50/30.0 ppm Dark grayish-brown, poorly sorted, CLAY & CLAY & SILT
N SILT, trace Sand, trace Gravel, plastic,
cohesive, moist. Changing at 185.0 feet to:
NO RECOVERY. 185'
185— NG
RECOVERY
186 e
Bottom of Borehole at 186.0 Feet 3
187
188 —
189—
190
191
192
193

OXAP>=EMAI

3. Monitoring well was installed in borehole upon completion. Well screen set from 176.6 to 181.5 feet below ground surface.

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: MW-WV12D




Wolverine World Wide
Wolven Avenue Area

Algoma Twp, Kent County, Michigan
Auger/
Casing

Direct Push

GZA
GeoEnvironmental, Inc.

Engineers and Scientists

GI\

Contractor:
Foreman:
Logged by:

Stearns Drilling Company
Jerry H.
John Morehouse

Sampler

Type: MacroCore Date Time

GROUNDWATER READINGS

Boring No.: _"MW-WV-12M

Page: 1 of 3
File No.: _ 16.0062677.81
Check: __Kate McDonald

Depth Casing Stab

Date Start/Finish: 12-5-18 / 12-5-18 0.D./1.D.: NA 2.25"

Hammer Wt.: NA

Boring Location:

DétSitate Plane S Zone NABrSer Fall: NA

NA

Other:

Sample Information

Pen./

Equipment Installed

Stratum
Desc.

Depth % %
(Ft) REC | RQD

Sample

No. Description & Classification

Rec.

(in.)

Remarks

——PROTECTIVE
CASING

See boring log PMW-WV-12/MW-WV-12D
for soil descriptions.

OXAP>=EMAI

BORING WI 6267781 WWW WOLVEN AVENUE.GPJ WI DNR.GDT 4/17/20

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: MW-WV-12M
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GZA
GeoEnvironmental, Inc.

Engineers and Scientists

GI\

Wolverine World Wide

Wolven Avenue Area

Sample Information

Algoma Twp, Kent County, Michigan

Boring No.: _MW-WV-12M
Page: 2  of__3
File No.: __16.0062677.81
Check: __Kate McDonald _

Pen./
No. Rec.

(in.)

Depth % %
(Ft) REC | RQD

Depth

Sample
Description & Classification

Stratum
Desc.

Remarks

Equipment Installed

51—
52—

54—
55—
56—
57—
58—
59—
60—
61—
62—
63—
64—
65—
66—
67—
68—
69—
70—
71—
72—
73—
74—
75—
76—
77—
78—
79—
80—
81—
82—
83—
84—
85—
86—
87—
88—
89—
90—
91—
92—
93—
94—
95—
96—
97—
98—
99—
100
101
102
103
104
105
106
107

OXAP>=EMAI

Bentonite
Grout

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: MW-WV-12M
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GI\

GZA

Engineers and Scientists

GeoEnvironmental, Inc.

Wolverine World Wide

Wolven Avenue Area

Sample Information

Algoma Twp, Kent County, Michigan

Boring No.: _"MW-WV-12M
Page: 3 of__3
File No.: __16.0062677.81
Check: __Kate McDonald

Depth

No.

Pen./
Rec.

(in.)

Depth %
(Ft.) REC

%
RQD

Sample
Description & Classification

Stratum
Desc.

Remarks

Equipment Installed

109—
110—
11—
112
113—
14—
115—
116—
17—
118—
119—
120—
121—
122—
123—
124 —
125—
126—
127—
128—
129—
130—
131—
132
133—
134—
135—
136—
137
138—
139—
140—
141—
142
143~
144—
145—
146—
147—
148—
149—

150
151
152
153
154
155—
156 —
157
158 —
159
160—
161
162
163
164
165

166

Bottom of Borehole at 150.0 Feet

-~ 2.nch PVC
. Well Screen

OXAP>=EMAI

1. Monitoring well was installed in borehole upon completion. Well screen set from 144.5 to 149.4 feet below ground surface.

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: MW-WV-12M




Wolverine World Wide
Wolven Avenue Area

Algoma Twp, Kent County, Michigan
Auger/
Casing

Direct Push

GZA
GeoEnvironmental, Inc.

Engineers and Scientists

GI\

Contractor:
Foreman:
Logged by:

Stearns Drilling Company
Jerry H.
John Morehouse

Sampler

Type: MacroCore Date Time

GROUNDWATER READINGS

Boring No.: _MW-WV-12S

Page: 1 of 2
File No.: _ 16.0062677.81
Check: __Kate McDonald

Depth Casing Stab

Date Start/Finish: 12-6-18 / 12-5-18 0.D./1.D.: NA 2.25"

Hammer Wt.: NA

Boring Location:

DétSitate Plane S Zone NABrSer Fall: NA

NA

Other:

Sample Information

Pen./

Equipment Installed

Stratum
Desc.

Depth % %
(Ft) REC | RQD

Sample

No. Description & Classification

Rec.

(in.)

Remarks

——PROTECTIVE
CASING

See boring log PMW-WV-12/MW-WV-12D
for soil descriptions.

OXAP>=EMAI

Bentonite
Grout

BORING WI 6267781 WWW WOLVEN AVENUE.GPJ WI DNR.GDT 4/17/20

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: MW-WV-12S
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GZA
GeoEnvironmental, Inc.

Engineers and Scientists

GI\

Wolverine World Wide

Wolven Avenue Area

Sample Information

Algoma Twp, Kent County, Michigan

Boring No.: _MW-WV-12S
Page: 2  of 2
File No.: __16.0062677.81
Check: __Kate McDonald

Pen./
No. Rec.

(in.)

Depth

Depth
(Ft.)

%
REC

%
RQD

Sample Stratum
Description & Classification Desc.

Remarks

Equipment Installed

51—
52—

54—
55—
56—
57—
58—
59—
60—
61—
62—
63—
64—
65—
66—
67—
68—
69—
70—
71—
72—
73—
74—
75—
76—
77—
78—
79—

80—
81—
82—
83—
84—
85—
86—
87—
88—
89—
90—
91—
92—
93—
94—
95—
96—
97—
98—
99—
100
101
102
103
104
105
106
107

Bottom of Borehole at 80.0 Feet

::':‘—Filter Sand

4 2.Inch PVC
| Well Screen

OXAP>=EMAI

1. Monitoring well was installed in borehole upon completion. Well screen set from 74.6 to 79.5 feet below ground surface.

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times Boring No.: MW-WV-12S
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made. g " - -
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GI\

GZA
GeoEnvironmental, Inc.

Engineers and Scientists

Wolverine World Wide

Wolven Avenue Area

Algoma Twp, Kent County, Michigan

Boring No.: _MW-WV-13D
Page: 1 of 6
File No.: __16.0062677.81
Check: __Kate McDonald _

Contractor: Stearns Drilling Company Auger/ s |
Foreman: Jerry Zach/Travis Casing ampler GROUNDWATER READINGS
Logged by: C. Melby Typélollow Stem Auger Split Spoon Date Time Depth Casing Stab
Date Start/Finish: 2-14-19/2-18-19 O.D./1.D.: 12.25"/4.25" 2.0"/13/8"
Boring Location: Hammer Wt.: NA 140lbs
GS Elev DatSitate Plane S Zone NABhSher Fall: NA 30.0"
- Other: NA NA
Sample Information
< 7]
2 X Equipment Installed
& No F;:r;.l Depth % % Sample Stratum s adie
a : o (Ft.) REC RQD Description & Classification Desc. £ PROTECTIVE
(in.) e CASING
1 24/8 0-2 WOH 12"-1 Very soft, light brown, Clayey SILT, little Clayey SILT 1
Organic Matter, Moist. 2
1 —
27 2 24/24 2-4 2-3 Very soft, light brown, Clayey SILT, little ) 3
4-4 Organic Matter, Moist. Changing at 2.5 feet  [25 SAND
3 to: Brown, fine to medium SAND and Silt,
47 3 24/12 4-6 1-3 Loose, light brown, fine to medium SAND
3-1 and Silt wet.
5_ -
6 4 24/12 6-8 1-1 Loose, brown, fine to medium SAND and
3-3
7_
8 5 24/10 8-10 1-3 Loose, brown, fine to medium SAND and
4-4 Silt, with tip of spoon at 9.9 feet gray, Silty
9 CLAY, some fine to medium Sand, wet.
9 _
07 6 |2410| 10412 | 14 Loose, brown, fine to medium SAND, trace | 'S CAY /7 4 1
5-5
11
27 7 | 24116 | 12414 | 45 Loose, brown, fine to coarse SAND, little
4-4 Gravel, trace Silt, wet.
13
147 8 24/18 | 14-16 1-4 Loose, brown, fine to medium SAND, trace
5-5

OXAP>=EMAI

pwN

Field screening of samples for organic vapors was performed with a MiniRae 3000 photoionization detector equipped with a 10.6 eV lamp.
Readings above background levels are shown in parts per million by volume (ppmv) of isobutylene. ND indicates nothing detected (<0.1

ppmv).

Installed temporary well from 0.0 to 10.0 feet below ground surface with a 5-foot well screen, and purged 20.0 gallons of water.

Groundwater was encountered at approximately 2.0 feet below ground surface.

Installed temporary well from 10.0 to 20.0 feet below ground surface with a 5-foot well screen, and purged 35.0 gallons of water.

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: MW-WV-13D
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Boring No.: _MW-WV-13D

Page: 2 of 6
File No.: __16.0062677.81

Sample Information Check: __Kate McDonald _
L (]
2 X Equipment Installed
& No F;:r::.l Depth % % Sample Stratum s adlp
a : (in.)' (Ft.) REC RQD Description & Classification Desc. g
['4
SAND
81 o |2416| 1618 | 35 Medium dense, brown, fine to medium .
5-10 SAND, trace Silt, wet. Changing at 16.5 feet 16'50 e
to: Brown, Clayey SILT, some fine to ayey
17 medium Sand, wet.
8 10 |24116| 1820 | 58 Brown, Clayey SILT, some fine to medium
9-7 Sand, wet.
19—
20 20 ]
11 24/12 | 20-22 5-8 Medium dense, brown, fine to medium SAND
6-9 SAND, little Silt, wet.
21—
227 12 | 24116 | 2224 | 16 Loose, brown, fine to medium SAND, little
34 Silt, wet. Changing at 23.0 feet to: Brown,
Silty CLAY, some fine Sand, wet. 23
23 Silty CLAY
247 43 | 24/21| 2426 | 26 Stiff, gray, Silty CLAY, trace fine Sand, wet.
8-10
25— 5 1
267 44 |24/12| 2628 | 00 Soft, brown, Silty CLAY, little fine Sand, wet.
2-3
27—
281 15 |o4/24| 2830 | 35 Stiff, brown, Silty CLAY, some fine Sand, Bentonite/Grout
6-7 wet. Changing at 28.8 feet to: Medium .
dense, brown, fine to medium SAND, some |28 D
29— Silt, wet. Changing at 29.5 feet to: Soft, Silty
CLAY, trace fine Sand, wet. 29.5'
Sity CLAY
307 46 |24/24| 3032 | 35 Stiff, gray, brown and red, Silty CLAY, trace i
8-9 fine to coarse Sand, wet.
31—
39 32
17 24/24 | 32-34 2-4 Stiff, brown, Clayey SILT, little fine to Clayey SILT

OXAP>=EMAI

5. Installed 10-inch casing to 25.0 feet below ground surface. 12.25 inch auger advanced to 25.0 feet for 10-inch casing install.

BORING WI 6267781 WWW WOLVEN AVENUE.GPJ WI DNR.GDT 4/17/20

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: MW-WV-13D
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GeoEnvironmental, Inc.

Engineers and Scientists Wolven Avenue Area. .
Algoma Twp, Kent County, Michigan

GI\

Boring No.: _MW-WV-13D
Page: 3 of__6
File No.: __16.0062677.81

Sample Information Check: __Kate McDonald _
< 7]
2 X Equipment Installed
& No F;:r::.l Depth % % Sample Stratum s adlp
a : (in.)' (Ft.) REC RQD Description & Classification Desc. g
4
6-10 medium Sand, wet. Changing at 33.8 feet Clayey SILT
33— to: Gray and brown, fine SAND, some Silt,
wet.
33.8'
34— . . . 134' SAND a
18 24/16 | 34-36 2-3 Stiff, brown, Clayey SILT, little fine Sand, Clayey SILT
7-15 wet. Changing at 35.4 feet to: Brown, fine
SAND, some Silt, wet.
35— 6 1
35.4'
SAND
367 49 |24/14| 3638 | 59 Medium dense, brown, fine SAND and Silt,
18-16 wet.
37—
387 20 |24/24| 3840 | 13 Medium dense, brown, fine SAND and Sil,
5-10 wet. Changing at 38.8 feet to: Brown and -
39— gray, Clayey SILT, trace fine Sand, wet. = Giayey ST
40— o :
21 24/16 | 40-42 2-10 Dense, gray and brown, SAND and Silt, wet. SAND
22-22
41—
427 22 | 24/24 | 4244 | 6-16 Dense, gray and brown, SAND and Silt, wet.
20-28
43—
447 23 | 2418 | 4446 | 36 Medium dense, gray and brown, SAND and
15-15 Silt, wet.
45— 7 1
46 24 | 24/18 | 46-48 8-3 Loose, tan and brown, fine to coarse SAND,
6-10 little Silt, trace Gravel, wet.
47—
4871 25 |24118| 4850 | 36 Medium dense, fine to coarse SAND, little
9-25 Silt, wet.
49—

OXAP>=EMAI

6. Installed temporary well from 35.0 to 45.0 feet below ground surface with a 5-foot well screen, and purged 30.0 gallons of water.
7. Installed temporary well from 45.0 to 55.0 feet below ground surface with a 5-foot well screen, and purged 30.0 gallons of water.

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: MW-WV-13D
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Boring No.: _MW-WV-13D

Page: 4 of 6
File No.: __16.0062677.81

Sample Information Check: _Kate McDonald
L (]
b X Equipment Installed
& No Fl;‘:';'/ Depth % % Sample Stratum s adlp
a : (in.)' (Ft.) REC RQD Description & Classification Desc. g
['4
26 | 24/14 | 50-52 5-3 Medium dense, tan and brown, fine to SAND
16-19 medium SAND, little Silt, wet.
51—
5271 27 |24/24| 5254 | 35 Medium dense, tan and brown, fine to
8-11 medium SAND, little Silt, wet.
53 8
547 28 24/18 | 54-56 2-2 Loose, tan and brown, fine to medium
3-4 SAND, little Silt, trace Gravel, wet.
55— 1
56 29 24/24 | 56-58 0-2 Loose, tan and brown, fine to medium
3-4 SAND, trace Silt, trace Gravel, wet. =1— Filter Sand
57 e
58 30 24/12 | 58-60 2-2 Loose, tan and brown, fine to medium
5-5 SAND, trace Silt, wet.
59—
60— 60 .
31 24/0 | 60-62 1-1 NO RECOVERY. RECg\O/ERY
2-3 2-Inch PVC
61 Well Screen
62— 62'
32 24/18 | 62-64 3-8 Medium dense, brown, fine to medium SAND
18-19 SAND, wet. Changing at 63.0 feet to:
Brown, Clayey SILT, trace fine to coarse 63
63— Sand, wet. Clayey SILT
64— 64'
33 | 24/12 | 64-66 10-16 Hard, gray, Silty CLAY, trace fine Sand, wet. Siity CLAY
24-33
65— 1
667 34 |24/15| 6668 | 7-16 Hard, gray, Silty CLAY, trace fine Sand, wet.
30-50/3" Changing at 67.7 feet to: Gray, Silty CLAY,
some fine to coarse Sand, trace Rock
67— fragments, wet.

OXAP>=EMAI

8. Installed temporary well from 53.0 to 63.0 feet below ground surface with a 5-foot well screen, and purged 65.0 gallons of water.

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: MW-WV-13D




BORING WI 6267781 WWW WOLVEN AVENUE.GPJ WI DNR.GDT 4/17/20

GZA Wolverine World Wide Boring No.: _MW-WV-13D
Gn GeoEnvironmental, Inc. Wolven Avenue Area Page: 5 of 6
Engineers and Scientists .. File No.: __16.0062677.81
Algoma Twp, Kent County, Michigan Kate McDonald
Sample Information Check: ate Meona
< 7]
2 X Equipment Installed
(in) (Ft.) RQD Description & Classification g
4
68— 68'
35 | 24/12 | 68-70 P-52-50/3' Very dense, gray, fine to coarse SAND and
Silt, trace Gravel, wet. Changing at 69.8 feet
to: Gray, Silty CLAY, some fine to coarse
69— Sand, wet.
69.8'
70— 70 Sity CLAY ]
36 | 24/18 | 70-72 13-26 Hard, Clayey SILT, some fine to coarse
39-45 Sand, little Rock fragments, trace Gravel,
wet.
71
727 37 | 2424 | 7274 | 11-18 Hard, Clayey SILT, some fine to coarse
21-21 Sand, little Rock fragments, trace Gravel,
wet.
73
74— o
38 | 24/24 | 74-76 15-22 Hard, CLAY & SILT, some fine to coarse
24-37 Sand, little Rock fragments, wet.
75— R
76— =
39 24/0 | 76-78 |15-50/6" NO RECOVERY. 9
77
78— 78"
40 | 24/24 | 78-80 6-26 Hard, gray, CLAY & SILT, little fine to
24-20 coarse Sand, wet.
79—
80— 80' i
42 | 24/18 | 80-82 33-27 Hard, gray, Clayey SILT, little fine to coarse
27-36 Sand, trace Rock fragments, wet.
81—
82— &
43 24/8 82-84 | 13-50/2" Hard, gray, SILT & CLAY, some Rock
fragments, little fine to coarse Sand with
large Boulder at 82.8 feet.
83—
84— 84'
44 | 24/24 | 84-86 19-29 Crushed BOULDER. Changing at 84.5 feet )
35-45 to: Gray, Clayey SILT, litle fine to coarse 84.5BOULDER
Sand, wet.

OXAP>=EMAI

9. Large rock shards.

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: MW-WV-13D




BORING WI 6267781 WWW WOLVEN AVENUE.GPJ WI DNR.GDT 4/17/20

GZA Wolverine World Wide Boring No.: _MW-WV-13D
Gn GeoEnvironmental, Inc. Wolven Avenue Area Page: 6 of 6
Engineers and Scientists — File No.: _ 16.0062677.81
Algoma Twp, Kent County, Michigan “Kate McDonald
Sample Information Check: ate Meona
= (7]
2 X Equipment Installed
& No FI;‘:;'/ Depth % % Sample Stratum s adlp
a : (in.)' (Ft.) REC RQD Description & Classification Desc. g
4
Clayey SILT
86— 86'
45 24/0 | 86-88 |10-50/1" NO RECOVERY. NO 10
RECOVERY
87
88— &
46 24/6 | 88-90 |21-50/3" Hard, gray, Clayey SILT, little fine to coarse Clayey SILT
Sand with 2-inch Rock fragment at bottom.
89—
907 47 | 24/6 | 90-92 | 500" Hard, gray, Clayey SILT, little fine to coarse A
Sand, some Rock fragments, wet.
91
92 48 | 24/18 | 92-94 26-48-50/6 Hard, gray, Clayey SILT, little fine to coarse
Sand, some Rock fragments, wet.
93
94 49 | 24/20 | 94-96 5-22 Hard, gray, Clayey SILT and fine to coarse
45-50/5" Sand, little Gravel, trace Rock fragments,
wet.
95— R
9% 50 | 24/11| 96-98 |20-50/5" Hard, gray, Clayey SILT, some fine to
coarse Sand, wet.
97 —
987 51 | 24/9 | 98-100 |34-50/3" Hard, gray, Clayey SILT, some fine to
coarse Sand, wet with 2-inch Rock
9% fragments from 98.5 to 98.8 feet.
1001 55 | 24/ |100-102 | 15-50/0" Hard, gray, Clayey SILT, little fine to coarse A
Sand, trace Rock fragments, wet.
101 1o
Bottom of Borehole at 101.0 Feet 11
102—

OXAP>=EMAI

10. 1-inch rock fragments.

11. Monitoring well was installed in borehole upon completion. Well screen set from approximately 58.0 to 63.0 feet below ground surface.

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: MW-WV-13D




BORING WI 6267781 WWW WOLVEN AVENUE.GPJ WI DNR.GDT 4/17/20

GZA Wolverine World Wide Boring No.: _MW-WV-13M
Gn GeoEnvironmental, Inc. Wolven Avenue Area Page: 1 of 1
Engineers and Scientists .. File No.: __16.0062677.81
Algoma Twp, Kent County, Michigan . “Kate McDonald
Contractor: Stearns Drilling Company Auger/ s : Check:
Foreman: J. Muntoon Casing ampler GROUNDWATER READINGS
Logged by: S. Stephenson Typélollow Stem Auger Split Spoon Date Time Depth Casing Stab
Date Start/Finish: 2-22-19 / 2-22-19 O.D./1.D.: 12.25"/4.25" _2.0"/1 3/8"
Boring Location: Hammer Wt.: NA 140lbs
GS Elev DatSitate Plane S Zone NABhSher Fall: NA 30.0"
- Other: NA NA
Sample Information
< 7]
2 X Equipment Installed
§' No Féc:r;.l Depth % % Sample Stratum & adie
: o (Ft.) REC RQD Description & Classification Desc. £ PROTECTIVE
(in.) & CASING
See boring log WV-MW-13/WV-MW-13D
| for soil descriptions.
2_
3_
4_
5_ -4
6_
7 Grout
8_
9_
10— R
11
12—
13
14—
15— — Bentonite Plug
16—
17 “<t— Silica Sand
’ Filter Pack
18—
19—
20— R
2-Inch PVC
21 Well Screen
22—
23
24— Bottom of Borehole at 23.8 Feet 1

OXAP>=EMAI

1. Monitoring well was installed in borehole upon completion. Well screen set from 18.0 to 23.0 feet below ground surface.

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: MW-WV-13M




BORING WI 6267781 WWW WOLVEN AVENUE.GPJ WI DNR.GDT 4/19/20

GZA Wolverine World Wide Boring No.: _MW-WV-13S
Gn GeoEnvironmental, Inc. Wolven Avenue Area Page: 1 of 1
Engineers and Scientists — File No.: _ 16.0062677.81
Algoma Twp, Kent County, Michigan . “Kate McDonald
Contractor: Stearns Drilling Company Auger/ s : Check:
Foreman: Jerry Huntoon Casing ampler GROUNDWATER READINGS
Logged by: C. Melby/ J. Markosky Type: _Direct Push MacroCore Date Time Depth Casing Stab
Date Start/Finish: 3-26-19 / 3-26-19 0.D./1.D.: NA 2.25"
Boring Location: Hammer Wt.: NA NA
GS Elev DatSitate Plane S Zone NABhSher Fall: NA NA
- Other: NA NA
Sample Information
= (7]
2 X Equipment Installed
& No FI;‘:;'/ Depth % % Sample Stratum s adie
a : o (Ft.) REC RQD Description & Classification Desc. £ PROTECTIVE
(in.) e CASING
See boring log WV-MW-13/WV-MW-13D
for soil descriptions.
Grout
1 —
2_
3_
4— 2-Inch PVC
Well Screen
5_ -4
6_
7_
8 Bottom of Borehole at 8.0 Feet 1
9_

OXAP>=EMAI

1. Monitoring well was installed in borehole upon completion. Well screen set from 1.5 to 6.5 feet below ground surface.

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: MW-WV-13S
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GeoEnvironmental, Inc.
Engineers and Scientists

Wolverine World Wide

Boring No.: _WV-MW-14D

Wolven Avenue Area Page: 1  of 9

Algoma Twp, Kent County, Michigan

File No.: __16.0062677.81

Check: __Kate McDonald

Contractor: Stearns Drilling Company Auger/ s |
Foreman: Jerry Huntoon Casing ampler GROUNDWATER READINGS
Logged by: J. Markosky Typélollow Stem Auger Split Spoon Date Time Depth Casing Stab
Date Start/Finish: 4-15-19/4-24-19 O.D./1.D.: 12.25"/4.25" _2.0"/1 3/8" TBD
Boring Location: See Survey Hammer Wt.: NA 140lbs
GS Elev.: _See Survey  pakdigte Plane S Zone NABWS#er Fall: NA 30.0"
- Other: NA NA
Sample Information
< 7]
° x Equipment Installed
& No FI;‘:;'/ Depth % % Sample Stratum s adlp
a : (in.)' (Ft.) REC RQD Description & Classification Desc. g
4
1 24/24 0-2 1-2 0.0 ppm Very loose, dark brown, fine to medium SAND 1 None
1-2 SAND, some Organic Matter, dry
(TOPSOIL). Changing at 1.0 foot to: Brown,
1 fine to medium SAND, little Silt, dry
(TOPSOIL).
27 2 24/12 2-4 1-2 0.0 ppm Loose, brown, fine to coarse SAND, little
4-3 Silt, dry.
3_
47 3 24/12 4-6 2-2 0.0 ppm Loose, brown, fine to coarse SAND, little 2
2-2 Silt, dry.
5_ -4
6 4 24/12 6-8 0-0 0.0 ppm Very loose, brown, fine to coarse SAND,
1-1 little Silt, moist.
7_
8 5 24/24 | 8-10 1-1 0.0 ppm Very loose, brown, fine to coarse SAND,
1-1 little Silt, moist.
9_
101 6 | 24/24| 10412 | 13 [0.0ppm Loose, brown, fine to coarse SAND, little A
2-3 Silt, moist.
11+
1271 7 124/12| 1214 | 46 [0.0ppm Loose, brown, fine to coarse SAND, little
8-8 Silt, wet.
13—
149 g | 2424 | 1416 7-9 0.0 ppm Medium dense, brown, fine to coarse 14~2(':LAY& <
11-14 SAND, little Silt, wet. Changing at 14.2 feet
to: Brown, CLAY & SILT, trace fine Sand,

OXAP>=EMAI

1. Field screening of samples for organic vapors was performed with a MiniRae 2000 photoionization detector equipped with a 10.6 eV lamp.
Readings above background levels are shown in parts per million (ppm) of isobutylene. Background was measured at 0.0 ppm.

2. Groundwater sample collected from temporary well with well screen set from approximately 4.0 to 14.0 feet below ground surface and
submitted for analytical laboratory testing.

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times Boring No.: WV-MW-14D
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made. g " h -




BORING WI 6267781 WWW WOLVEN AVENUE.GPJ WI DNR.GDT 4/17/20

GI\
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GeoEnvironmental, Inc.
Engineers and Scientists

Sample Information

Wolverine World Wide

Wolven Avenue Area

Algoma Twp, Kent County, Michigan

Boring No.: _WV-MW-14D
Page: 2 of 9

File No.: _ 16.0062677.81
Check: __Kate McDonald

5 g Equipment Installed
b X uipment Installe:
& No FI;‘:;'/ Depth % % Sample Stratum s adlp
a : (in.)' (Ft.) REC RQD Description & Classification Desc. g
14
dry. CLAY & SILT
16 18
9 24/24 | 16-18 5-8 0.0 ppm Very stiff, gray, Silty CLAY, trace fine Sand, Siity CLAY
13-14 dry.
17
81 10 |24/24| 1820 | 89 [0.0ppm Very stiff, gray, Silty CLAY, trace fine Sand,
14-15 dry.
19—
207 49 | 24/24 | 20-22 | 10-13 0.0 ppml Very stiff, gray, Silty CLAY, trace fine Sand,
13-17 dry.
21
227 42 | 24/20| 2224 | 0-0 0.0ppm Very stiff, gray, Silty CLAY, trace fine Sand,
4-12 dry. Changing at 23.0 feet to: Brown, fine to
coarse SAND, little Silt, moist. 23
23 SAND
24 24'
13 | 24/24 | 24-26 7-7 0.0 ppm Very stiff, gray, CLAY, little Silt, dry. CLAY
12-14
25
26 14 | 24/24 | 26-28 5-9 0.0 ppm Very stiff, gray, CLAY, little Silt, dry. 3
13-17
27
287 45 | 24/24| 2830 | 2-8 0.0ppm Very stiff, gray, CLAY, little Silt, dry.
12-13
29
307 46 |24/24| 3032 | 57 0.0ppm Very stiff, gray, CLAY, little Silt, dry.
12-17
31
32 17 | 24/24 | 32-34 5-8 0.0 ppm Very stiff, gray, CLAY, little Silt, dry with 1.0

OXAP>=EMAI

3. Sand bailer used at 26.0 feet below ground surface. Not enough water for installation of a temporary well.

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: WV-MW-14D
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Engineers and Scientists

GeoEnvironmental, Inc.

Sample Information

Wolverine World Wide

Wolven Avenue Area

Algoma Twp, Kent County, Michigan

Boring No.: _WV-MW-14D
Page: 3 of 9
File No.: __16.0062677.81
Check: __Kate McDonald

2 2 Equipment Installed
2 X uipment Installe:
§' No Fl;‘:;'/ Depth % % Sample Stratum & adlp
: (in.)' (Ft.) REC RQD Description & Classification Desc. g
4
10-12 inch Sand seam at 33.2 feet. CLAY
33—
347 48 | 24/24 | 3436 | 59 0.0ppm Very stiff, gray, CLAY, little Silt, dry.
12-13
35— -
367 49 |24/24| 36-38 | 4-8 0.0ppm Very stiff, gray, CLAY, little Silt, dry.
13-15
37—
38 20 | 24/24 | 38-40 5-10 0.0 ppm Very stiff, gray, CLAY, little Silt, dry.
13-17
39—
407 21 |24118| 4042 | 2-8 .0ppm Very stiff, gray, CLAY, little Silt, dry. A
13-14
41—
42 a2
22 | 24/24 | 42-44 4-10 0.0 ppm Very stiff, gray, Silty CLAY, dry. Siity CLAY
13-18
43—
447 23 | 24/24 | 44-46 5-9 0.0 ppm Very stiff, gray, Silty CLAY, dry with 1.0 inch
7-9 Sand seam at 45.8 feet.
45— -
4671 24 | 24/24 | 4648 | 7-11 .0ppm Very stiff, gray, Silty CLAY, dry.
11-19
47—
48 25 | 24/24 | 48-50 2-11 0.0 ppm Hard, gray, Silty CLAY, little fine to coarse
31-23 Sand, dry.
49—
R
E
M
A
R
K
S

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: WV-MW-14D
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GZA Wolverine World Wide

GeoEnvironmental, Inc.

Engineers and Scientists Wolven Avenue Area —
Algoma Twp, Kent County, Michigan

GI\

Boring No.: _WV-MW-14D
Page: 4 of 9

File No.: __16.0062677.81

Sample Information Check: _Kate McDonald
< 7]
° x Equipment Installed
§' No Fl;‘:;'/ Depth % % Sample Stratum & adlp
: (in.)' (Ft.) REC RQD Description & Classification Desc. g
4
26 | 24/24 | 50-52 4-7 0.0 ppm Very stiff, gray, Silty CLAY, little fine Sand, Siity CLAY
8-10 dry.
51—
52 27 | 24/24 | 52-54 6-10 0.0 ppm Very stiff, gray, Silty CLAY, little fine Sand,
9-14 dry.
53—
54 28 | 24/24 | 54-56 9-17 0.0 ppm Hard, gray, Silty CLAY, little fine to coarse 4
27-41 Sand, dry.
55—
567 29 |24/24 | 56-58 | 58 0.0ppm Very stiff, gray, Silty CLAY, little fine to
11-11 coarse Sand, dry.
57—
587 30 |24/24 | 5860 | 47 0.0ppm Very stiff, gray, Silty CLAY, trace fine to
9-11 coarse Sand, dry.
59—
60 31 24/12 | 60-62 12-12 0.0 ppm Very stiff, gray, Silty CLAY, little fine to
14-15 medium Sand, dry.
61—
62 32 | 24/24 | 62-64 2-4 0.0 ppm Stiff, gray, Silty CLAY, little fine to medium
7-7 Sand, dry.
63—
64 33 | 24/20 | 64-66 5-6 0.0 ppm Very stiff, gray, Silty CLAY little fine Sand,
10-12 dry.
65—
66 34 | 24/24 | 66-68 10-13 0.0 ppm Hard, gray, Silty CLAY little fine Sand, dry.
18-23
67—

4. 3.0" split spoon used from 54.0 to 56.0 feet below ground surface.

OXAP>=EMAI

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: WV-MW-14D
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Sample Information Check: _Kate McDonald
< 7]
° x Equipment Installed
& No FI;‘:;'/ Depth % % Sample Stratum s adlp
a : (in.)' (Ft.) REC RQD Description & Classification Desc. g
4
Silty CLAY
68 35 | 24/24 | 68-70 5-11 0.0 ppm Very stiff, gray, Silty CLAY little fine Sand,
16-18 dry.
69—
70 36 | 24/24 | 70-72 8-16 0.0 ppm Hard, gray, Silty CLAY, little fine to coarse ]
23-26 Sand, dry.
71
79— 72
37 | 24/24 | 72-74 9-15 0.0 ppm Hard, gray, CLAY & SILT, little fine to CLAY & SILT
17-22 medium Sand, dry.
73
74— o
38 | 24/24 | 74-76 4-8 0.0 ppm Very stiff, gray, SILT & CLAY, little fine to SILT & CLAY
18-23 medium Sand, dry.
75— R
76— 76'
39 | 24/24 | 76-78 8-21 0.0 ppm Hard, gray, CLAY & SILT, little fine to CLAY & SILT
26-29 medium Sand, dry.
77
78 40 | 24/24 | 78-80 8-13 0.0 ppm Hard, gray, CLAY & SILT, little fine to
23-32 medium Sand, dry. Changing at 79.0 feet to:
Hard, dark gray, Silty CLAY, little fine Sand, |4
797 dry. Silty CLAY 5
80 41 24/24 | 80-82 7-12 0.0 ppm Hard, dark gray, Silty CLAY, little fine Sand, ]
20-28 dry. Changing at 81.0 feet to: Hard, gray
81 and green, Silty CLAY, little fine Sand, dry.
827 42 | 24/24 | 82-84 | 10-16 0.0 ppm Hard, brown, Silty CLAY, some fine to
25-28 medium Sand, dry. Changing at 82.7 feet to:
Brown to olive, Silty CLAY, little fine Sand,
83— dry.
84 43 | 24/24 | 84-86 4-13 0.0 ppm Hard, light gray to gray, Silty CLAY, little fine
18-23 to medium Sand, dry.

5. Small hydraulic leak on CME 1050. Switched to CME 95.

OXAP>=EMAI

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: WV-MW-14D




BORING WI 6267781 WWW WOLVEN AVENUE.GPJ WI DNR.GDT 4/17/20

GZA Wolverine World Wide

GeoEnvironmental, Inc.

Engineers and Scientists Wolven Avenue Area —
Algoma Twp, Kent County, Michigan

GI\

Boring No.: _WV-MW-14D
Page: 6 of 9

File No.: __16.0062677.81

Sample Information Check: _Kate McDonald
< 7]
° x Equipment Installed
§' No Fl;‘:;'/ Depth % % Sample Stratum & adlp
: (in.)' (Ft.) REC RQD Description & Classification Desc. g
4
Silty CLAY
86— 86'
44 | 24/24 | 86-88 5-4 0.0 ppm Very stiff, gray to olive, CLAY & SILT, little CLAY & SILT
12-14 fine Sand, dry.
87
88 45 | 24/12 | 88-90 | 9-50/6" 0.0 ppm Very stiff, gray to olive, CLAY & SILT, little
fine Sand, dry. Changing at 89.9 feet to:
89 Gray, fine to medium SAND, dry.
89.9
907 46 | 24/24 | 90-92 | 12-13 0.0 ppm Hard, gray, Silty CLAY, little fine to medium Sl
21-36 Sand, dry. Y
91
92 47 | 24/24 | 92-94 5-14 0.0 ppm Hard, gray, Silty CLAY, little fine to medium
20-21 Sand, dry.
93
94 48 | 24/24 | 94-96 6-12 0.0 ppm Very stiff, gray, Silty CLAY, little fine to
15-22 medium Sand, dry.
95—
96 49 | 24/20 | 96-98 5-11 0.0 ppm Very stiff, gray, Silty CLAY, little fine to
15-20 medium Sand, dry.
97 —
98 50 | 24/24 | 98-100 5-10 0.0 ppm Very stiff, gray, Silty CLAY, little fine to
19-20 medium Sand, dry.
99—
10071 51 | 2424 | 100-102| 3-7 [0.0ppm Very stiff, gray, Silty CLAY, little fine to
12-18 medium Sand, dry.
101
10271 55 | 24/24 | 102-104| 6-12 0.0 ppm Very stiff, gray, Silty CLAY, little fine to
R
E
M
A
R
K
S

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: WV-MW-14D




BORING WI 6267781 WWW WOLVEN AVENUE.GPJ WI DNR.GDT 4/17/20

GI\

GZA
GeoEnvironmental, Inc.

Engineers and Scientists

Sample Information

Wolverine World Wide

Wolven Avenue Area

Algoma Twp, Kent County, Michigan

Boring No.: _WV-MW-14D
Page: 7 of 9
File No.: __16.0062677.81
Check: __Kate McDonald

5 g Equipment Installed
b X uipment Installe:
& No FI;‘:;'/ Depth % % Sample Stratum s adlp
a : (in.)' (Ft.) REC RQD Description & Classification Desc. g
14
18-16 medium Sand, dry. Silty CLAY
103
1041 53 | 24/24 | 104-106 | 5-11 0.0 ppm Very stiff, gray, Silty CLAY, little fine to
19-18 medium Sand, dry.
105 .
1061 54 | 24/24 | 106-108| 6-13 0.0 ppm Hard, gray, Silty CLAY, little fine to coarse
20-19 Sand, dry.
107
10871 55 | 24/24 | 108-110| 7-12 0.0 ppm Hard, gray, Silty CLAY, little fine to coarse 6
19-20 Sand, dry.
109
101 56 | 24/11 | 110-112 | 42-50/5" 0.0 ppm Hard, gray, Silty CLAY, little fine to coarse A
Sand, dry. Changing at 110.8 feet to: Gray,
o Silty CLAY, some fine Sand, dry.
M2 57 | 24112 | 112-114 | 12-50/6" 0.0 ppm Hard, gray, Silty CLAY, little fine to coarse
Sand, dry.
113
1471 58 | 24/17 | 114-11612-24-50/50.0 ppm  Hard, gray, Silty CLAY, little fine to coarse
Sand, dry.
115 .
1671 59 | 24/24 | 116-118| 10-15 (0.0 ppm Hard, gray, Silty CLAY, little fine to coarse
31-31 Sand, dry.
117
871 60 |24/24 | 118-120| 11-9 0.0 ppm Hard, gray, Silty CLAY, little fine to coarse
14-25 Sand, dry. Changing at 119.9 feet to: Gray,
119 fine to medium SAND, moist to dry.

119.9'

OXAP>=EMAI

6. 3.0" split spoon used from 108.0 to 110.0 feet below ground surface.

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: WV-MW-14D




BORING WI 6267781 WWW WOLVEN AVENUE.GPJ WI DNR.GDT 4/17/20

GI\

GZA
GeoEnvironmental, Inc.

Engineers and Scientists

Sample Information

Wolverine World Wide

Wolven Avenue Area

Algoma Twp, Kent County, Michigan

Boring No.: _WV-MW-14D
Page: 8 of 9

File No.: _ 16.0062677.81
Check: __Kate McDonald

5 g Equipment Installed
b X uipment Installe:
& No FI;‘:;'/ Depth % % Sample Stratum s adlp
a : (in.)' (Ft.) REC RQD Description & Classification Desc. g
14
61 24/24 | 120-122 | 11-16 0.0 ppm Hard, gray, Silty CLAY, little fine to coarse %0 _SAND
24-30 Sand, dry. Silty CLAY
121
12271 62 | 24/16 | 122-12425-28-50/4D.0 ppm Hard, gray, Silty CLAY, little fine to coarse
Sand, dry.
123
12471 63 | 24/23 | 124-126| 10-26 0.0 ppm Hard, gray, Silty CLAY, little fine to coarse
49-50/5" Sand, dry.
125
12671 64 | 24/17 | 126-12822-52-50/50.0 ppm Hard, gray, Silty CLAY, little fine to coarse
Sand, dry.
127
12871 65 | 24/12 | 128-130 p-29-50/510.0 ppm Hard, gray, Silty CLAY, little fine to coarse
Sand, dry.
129
13071 66 | 24/24 [ 130-132| 5-12 0.0 ppm Hard, gray, Silty CLAY, little fine to coarse
24-31 Sand, dry.
131
13271 67 | 24123 | 132-134 | 15-24 0.0 ppm Hard, gray, Silty CLAY, little fine to coarse
40-50/5' Sand, dry.
133
13471 68 | 24112 | 134-136| 20-38 0.0 ppm Hard, gray, Silty CLAY, little fine to coarse
Sand, dry.
135
1361 69 | 24/12 | 136-138 | 22-50/5" 0.0 ppm Hard, gray, Silty CLAY, little fine to coarse ,
Sand, dry. Changing at 136.5 feet to: Brown 1365 D
to gray, fine SAND, little Silt, moist.
137
R
E
M
A
R
K
s

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: WV-MW-14D




BORING WI 6267781 WWW WOLVEN AVENUE.GPJ WI DNR.GDT 4/17/20

GI\

GZA
GeoEnvironmental, Inc.

Engineers and Scientists

Wolverine World Wide

Wolven Avenue Area

Algoma Twp, Kent County, Michigan

Boring No.: _WV-MW-14D
Page: 9 of _9
File No.: __16.0062677.81

Sample Information Check: _Kate McDonald
< 0
b X Equipment Installed
& No FI;‘:;'/ Depth % % Sample Stratum s adlp
a : (in.)' (Ft.) REC RQD Description & Classification Desc. g
14
SAND
13871 70 | 24/11 | 138-140 | 20-50/5" 0.0 ppm Very dense, gray, fine to coarse SAND, little 7
Silt, wet.
139
14071 71 | 24/18 | 140-14245-44-50/6D.0 ppm  Very dense, gray, fine to coarse SAND, little A
Silt, wet.
141
14271 72 | 2418 | 142-144 | 11-23 0.0 ppm Very dense, gray, fine to coarse SAND, little
40-50/4" Silt, wet.
143
14471 73 | 24/16 | 144-14612-35-50/4D.0 ppm  Very dense, gray, fine to coarse SAND, little
Silt, wet. Changing at 144.5 feet to: Very
dense, gray, medium to coarse SAND, little
145— Silt, wet. ]
146 74 | 24/24 | 146-148 0.0 ppm Brown, fine to coarse SAND, some Gravel,
little Silt, wet.
147
14871 75 | 24/1 |148-150| 50/1" 0.0 ppm Very dense, gray, fine to coarse SAND, little
Silt, wet.
149
150 150 i
Bottom of Borehole at 150.0 Feet 8
151
152
153
154

OXAP>=EMAI

7. Groundwater was encountered at approximately 138.0 feet below ground surface.
8. See WV-MW-14M for well installation details.

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: WV-MW-14D




GZA Wolverine World Wide
GeoEnvironmental, Inc. Wolven Avenue Area

Gl\ Engineers and Scientists —
Algoma Twp, Kent County, Michigan
Contractor: Stearns Drilling Company Auger/

Foreman: Jerry Huntoon Casing
Logged by: J. Markosky Typélollow Stem Auger Split Spoon Date Time

Sampler

GROUNDWATER READINGS

Boring No.: _WV-MW-14M_
Page: 1 of 3

File No.: __16.0062677.81
Check: __Kate McDonald _

Depth Casing Stab

Date Start/Finish: 4-29-19/5-1-19 O.D./1.D.: 12.25"/4.25" _2.0"/1 3/8"

Boring Location: See Survey Hammer Wt.: NA 140lbs
GS Elev.: _See Survey  pakdigte Plane S Zone NABWS#er Fall: NA 30.0"

Other: NA NA

Sample Information

Pen./

Equipment Installed

Depth

No. Rec. | Depth % % Sample Stratum

——PROTECTIVE

Remarks

(in) (Ft.) REC RQD Description & Classification Desc.

1 See MW-WV-14D boring log for soil
2 descriptions.

CASING

BORING WI 6267781 WWW WOLVEN AVENUE.GPJ WI DNR.GDT 4/17/20

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: WV-MW-14M




BORING WI 6267781 WWW WOLVEN AVENUE.GPJ WI DNR.GDT 4/17/20

GZA

GI\

GeoEnvironmental, Inc.
Engineers and Scientists

Wolverine World Wide

Wolven Avenue Area

Sample Information

Algoma Twp, Kent County, Michigan

Boring No.: _WV-MW-14M_
Page: 2  of__3

File No.: __16.0062677.81
Check: __Kate McDonald _

s

% Pen./
a No. Rec.
(in.)

Depth %
(Ft.) REC

%
RQD

Sample Stratum
Description & Classification Desc.

Remarks

Equipment Installed

Bentonite
Grout

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: WV-MW-14M




BORING WI 6267781 WWW WOLVEN AVENUE.GPJ WI DNR.GDT 4/17/20

GI\

GZA
GeoEnvironmental, Inc.

Wolverine World Wide

Wolven Avenue Area

Engineers and Scientists

Sample Information

Algoma Twp, Kent County, Michigan

Boring No.: _WV-MW-14M
Page: 3 of__3
File No.: __16.0062677.81
Check: __Kate McDonald

Depth

No.

Pen./
Rec.

(in.)

Depth
(Ft.)

%
REC

%
RQD

Sample
Description & Classification

Stratum
Desc.

Remarks

Equipment Installed

120—
121—
122~
123
124—
125—
126 —
127
128
129—
130—
131—
132
133
134—
135—
136—
137
138—
139—
140—
141—
142~
143~
144 —

145
146
147
148
149
150
151
152
153
154
155
156
157
158 —
159
160—
161
162
163
164
165
166
167 —
168
169
170
171
172
173
174
175
176
177
178
179
180—
181
182

Bottom of Borehole at 145.0 Feet

—— Filter Sand

Top of Well
Screen

2-Inch PVC
Well Screen

Bottom of Well
Screen

OXAP>=EMAI

1. Monitoring well was installed in borehole upon completion. Well screen set from 140.0 to 145.0 feet below ground surface.

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: WV-MW-14M




BORING WI 6267781 WWW WOLVEN AVENUE.GPJ WI DNR.GDT 4/17/20

GZA Wolverine World Wide

GeoEnvironmental, Inc. Wolven Avenue Area

Engineers and Scientists —
Algoma Twp, Kent County, Michigan

GI\

Boring No.: _WV-MW-14S
Page: 1 of _ 1
File No.: __16.0062677.81
Check: __Kate McDonald

Contractor: Stearns Drilling Company Auger/ s |
Foreman: Jerry Huntoon Casing ampler GROUNDWATER READINGS
Logged by: J. Markosky Typélollow Stem Auger Split Spoon Date Time Depth Casing Stab
Date Start/Finish: 4-28-19 / 4-29-19 0.D./1.D.: 12.25"/4.25" _2.0"/1 3/8"
Boring Location: See Survey Hammer Wt.: NA 140lbs
GS Elev.: _See Survey  pakdigte Plane S Zone NABWS#er Fall: NA 30.0"
- Other: NA NA
Sample Information
< 7]
° x Equipment Installed
& No Fl;‘:';'/ Depth % % Sample Stratum s adie
a : o (Ft.) REC RQD Description & Classification Desc. £ PROTECTIVE
(in.) e CASING
See MW-WV-14D boring log for soil
descriptions.
1 —
2_
3_
Bentonite
4 Grout
5_ -
6_
7_
8 =+ Filter Sand
9 Top of Well
Screen
10— R
11
2-Inch PVC
12— Well Screen
13
14 Bottom of Borehole at 14.0 Feet 1 gottom of Well
creen
15— h
R 1. Monitoring well was installed in borehole upon completion. Well screen set from 9.0 to 14.0 feet below ground surface.
E
M
A
R
K
S

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: WV-MW-14S




BORING WELL 6267781 WWW WOLVEN AVENUE.GPJ GZA CORP.GDT 9/27/19

GZA

Wolverine World Wide

GeoEnvironmental, Inc.

Wolven Avenue Area

Engineers and Scientists

Algoma Twp, Kent County, Michigan

Stearns Drilling Company
Jerry Huntoon
John Morehouse

Contractor:
Foreman:
Logged by:

Auger/
Casing
Type: Hollow Stem Auger

Sampler

Split Spoon

GROUNDWATER READINGS

Date Time

Boring No.: _ WV-MW-15A
Page: 1 of _ 1
File No.: __16.0062677.81
Check: Kate McDonald

Depth Casing Stab

Date Start/Finish: 8-28-19 / 8-30-19 0.D./1.D.: _12.25"/4.25"

2.0"/13/8"

Boring Location: North Side of Property Hammer Wt.: NA 140lbs

NM

NM

NM NM NM

30.0"

GS Elev.: NM DatumB State Plane S Zone NAD 83Hammer Fall: NA

NA

TOC Elev.: NA

Sample Information

Surveyed By:

NA

Survey Date:

Blows Test

L

a Pen./
2 .
(=) (/6" Data

No. Rec.
(in.)

Depth
(Ft.)

Sample
Description & Classification

Stratum
Desc.

Remarks

Equipment Installed

——PROTECTIVE
CASING

See MW-WV-15D boring log for soil
descriptions.

Bottom of Borehole at 14.0 Feet

— Bentonite /
Grout

Bentonite Seal

—— Filter Sand

2-Inch PVC
Well Screen

OXAP>=EMAI

1. Monitoring well was installed in borehole upon completion. Well screen set from 9.0 to 14.0 feet below ground surface.

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: WV-MW-15A




BORING WELL 6267781 WWW WOLVEN AVENUE.GPJ GZA CORP.GDT 9/27/19

GZA Wolverine World Wide

’/mh\ .
GZ\) |CeoEnvironmental, Inc. Wolven Avenue Area
Engineers and Scientists .
Algoma Twp, Kent County, Michigan
Contractor: Stearns Drilling Company Auger/

Foreman: Jerry Huntoon Casing
Logged by: John Morehouse Type:Hollow Stem Auger __Split Spoon Date Time

Sampler

Boring No.: __WV-MW-15B

Page:

1 of 1

File No.:
Check:

16.0062677.81

Kate McDonald

GROUNDWATER READINGS

Depth

Casing Stab

Date Start/Finish: 8-28-19 / 8-30-19 0O.D./1.D.: _12.25"/4.25" 2.0"/13/8" NM NM

NM

NM NM

Boring Location: North Side of Property Hammer Wt.: NA 140lbs

GS Elev.: NM DatumaM! State Plane S Zone NAD 83Hammer Fall: NA 30.0"

TOC Elev.: NA NA Surveyed By:

Sample Information

__NA___ survey Date:

=
a
a No. F;Zr;l Depth Blows Test Sample Stratum

(in) (Ft.) (67) bata Description & Classification Desc.

Remarks

Equipment Installed

— ——PROTECTIVE

CASING

See MW-WV-15D boring log for soil
1 descriptions.

Bottom of Borehole at 38.0 Feet 1

4 Filter Sand

— Bentonite /
Grout

2-Inch PVC
Well Screen

1. Monitoring well was installed in borehole upon completion. Well screen set from 33.0 to 38.0 feet below ground surface.

OXAP>=EMAI

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: WV-MW-15B




BORING WELL 6267781 WWW WOLVEN AVENUE.GPJ GZA CORP.GDT 9/27/19

GZA Wolverine World Wide

’/mh\ .
GZ\) |CeoEnvironmental, Inc. Wolven Avenue Area
Engineers and Scientists .
Algoma Twp, Kent County, Michigan
Contractor: Stearns Drilling Company Auger/

Foreman: Jerry Huntoon Casing
Logged by: John Morehouse Type:Hollow Stem Auger __Split Spoon Date Time

Sampler

GROUNDWATER READINGS

Boring No.: __ WV-MW-15C
Page: 1 of 2
File No.: __16.0062677.81
Check: Kate McDonald

Depth Casing Stab

Date Start/Finish: 8-21-19 / 8-21-19 0O.D./1.D.: _12.25"/4.25" 2.0"/13/8" NM NM

NM NM NM

Boring Location: North Side of Property Hammer Wt.: NA 140lbs

GS Elev.: NM DatumaM! State Plane S Zone NAD 83Hammer Fall: NA 30.0"

TOC Elev.: NA NA Surveyed By:

Sample Information

__NA___ survey Date:

=
a
a No. F;Zr;l Depth Blows Test Sample Stratum

(in) (Ft.) (67) bata Description & Classification Desc.

Remarks

Equipment Installed

— ——PROTECTIVE
CASING

See MW-WV-15D boring log for soil
1 descriptions.

77— Bentonite /
Grout ]

OXAP>=EMAI

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: WV-MW-15C




BORING WELL 6267781 WWW WOLVEN AVENUE.GPJ GZA CORP.GDT 9/27/19

GZA Wolverine World Wide

GeoEnvironmental, Inc. Wolven Avenue Area

Engineers and Scientists —
Algoma Twp, Kent County, Michigan

a1\

/

Sample Information

Boring No.: __ WV-MW-15C

Page: 2  of 2
File No.: __16.0062677.81
Check: Kate McDonald

Pen./

Equipment Installed

Depth

No Rec Depth Blows Test __ Sample . Stratum
: (in.)' (Ft.) (67) Data Description & Classification Desc.

Remarks

31—

33—
34—
35—
36—
37—
38—
39—
40—
41
42
43—
44—
45—
46—
47
48—
49
50
51—
52—
53—
54—
55—
56—
57—
58—
59—
60—
61—
62—
63—

Bottom of Borehole at 50.0 Feet 1

2-Inch PVC
Well Screen

1. Monitoring well was installed in borehole upon completion. Well screen set from 37.8 to 42.6 feet below ground surface.

OXAP>=EMAI

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: WV-MW-15C




BORING WELL 6267781 WWW WOLVEN AVENUE.GPJ GZA CORP.GDT 9/27/19

GZA Wolverine World Wide

GeoEnvironmental, Inc. Wolven Avenue Area

Engineers and Scientists —
Algoma Twp, Kent County, Michigan

Boring No.: __ WV-MW-15D
Page: 1 of 8
File No.: _ 16.0062677.81

Contractor: Stearns Drilling Company Auger/ s : Check: Kate McDonald
Foreman: Jerry Huntoon Casing ampler GROUNDWATER READINGS
Logged by: John Morehouse Type:Hollow Stem Auger __Split Spoon Date Time Depth Casing Stab
Date Start/Finish: 8-9-19/8-19-19 0O.D./1.D.: _12.25"/4.25" 2.0"/13/8" NM NM NM NM NM
Boring Location: North Side of Property Hammer Wt.: NA 140lbs
GS Elev.: NM DatumaM! State Plane S Zone NAD 83Hammer Fall: NA 30.0"
- TOC Elev.: NA NA Surveyed By: __NA___ Survey Date:
Sample Information
= (7]
° x Equipment Installed
& No FI;‘:;'/ Depth Blows Tost Sample Stratum s auip
a : (in ) (Ft.) (67) bata Description & Classification Desc. g . PROTECTIVE
- o CASING
1 24/14 0-2 3-6 Very dark grayish-brown, SILT, some fine SILT
69 Sand, trace Gravel, moist. Changing at 0.6
1 feet to: Yellowish-brown, SILT, some Sand,
N trace Gravel, moist. Changing at 1.2 feetto: |12 .
NO RECOVERY. REGOVERY
- 2'
2 2 24114 2-4 7-6 Yellowish-brown, SILT, some Sand, trace o4 ST
35 Gravel, moist. Changing at 2.4 feet to: SAND
a Brownish-yellow, fine to medium SAND,
3 trace Silt, moist. Changing at 2.8 feet to: 3.2
Dark yellowish-brown, fine to medium RECg?/ERY
SAND, trace Silt, moist. Changing at 3.2 &
4 3 24/11 4-6 49 feet to: NO RECOVERY. SAND
8-13 Brown, fine to coarse SAND, trace Gravel,
trace Silt, wet. Changing at 4.9 feet to: NO 49
5 RECOVERY. NO h
RECOVERY
6 g
4 24/11 6-8 3-6 Brown, fine to coarse SAND, trace Gravel, SAND
6 trace Silt, grading to medium to coarse
7 SAND, trace Gravel, trace Silt, wet. 6.9'
Changing at 6.9 feet to: NO RECOVERY. RECOVERY
8— 5
5 24/4 8-10 210 Brown, medium to coarse SAND, trace 8.3 SAND
-4 Gravel, trace Silt, wet. Changing at 8.3 feet RECg?/ERY
9] to: NO RECOVERY.
10 10 .
6 24112 | 10-12 2-4 Brown, medium to coarse SAND, trace SAND
34 Gravel, trace Silt, wet. Changing at 11.0 feet
to: NO RECOVERY. 11
1 NO
RECOVERY
12 12
7 24117 | 12-14 3-9 Brown, medium to coarse SAND, trace SAND
810 Gravel, trace Silt, wet. Changing at 12.7 feet |27
13 to: Dark grayish-brown, SILT & CLAY, MR.&BILT & CLAY
3 moderately plastic, cohesive, moist. 13.4-Sitty CLAY
Changing at 12.8 feet to: Dark ~—NO
grayish-brown, Silty CLAY, plastic, 14' RECOVERY
147 g | 2413 | 14-16 9-12 cohesive, moist. Changing at 13.4 feet to: Silty CLAY
11-10 NO RECOVERY.
Dark grayish-brown, Silty CLAY, plastic, :
15— cohesive, moist. Changing at 15.1 feet to: 15.1 o .
NO RECOVERY. RECOVERY
16'
R
E
M
A
R
K
S

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: WV-MW-15D




BORING WELL 6267781 WWW WOLVEN AVENUE.GPJ GZA CORP.GDT 9/27/19

GZA Wolverine World Wide

GeoEnvironmental, Inc. Wolven Avenue Area

Engineers and Scientists —
Algoma Twp, Kent County, Michigan

2

Boring No.: __WV-MW-15D

Page: _ 2 of

File No.: __16.0062677.81

Sample Information Check: Kate McDonald
< 7]
R X H
§' No. Fl;‘:;'/ Depth Blows Test Sample Stratum & Equipment Installed
: (in.)' (Ft.) (67) bata Description & Classification Desc. g
4
9 24117 | 16-18 36 Dark grayish-brown, Silty CLAY, plastic, Siity CLAY
66 cohesive, moist, occasional very thin lenses
of fine grained Sand, moist. Changing at
177 17.4 feet to: NO RECOVERY. i
18— 18 RECgSERY
10 24/18 | 18-20 25 Dark grayish-brown, Silty CLAY, plastic, Siity CLAY
69 cohesive, occasional very thin lenses of fine |18.6'
Sand, moist. Changing at 18.6 feet to: 18.9'° SAND
19+ Brown, fine SAND, trace Silt, wet. Changing Sitty CLAY
at 18.9 feet to: Dark grayish-brown, Silty 19.5'
CLAY, plastic, cohesive, moist. Changing at  |,¢ RECg?,ERY
209 44 24/23 | 20-22 4-10 19.5 feet to: NO RECOVERY. [ siyclay |
12-15 Dark grayish-brown, Silty CLAY, plastic,
cohesive, bedded, occasional very thin
21— lenses of fine Sand, moist. Changing at 21.9
feet to: NO RECOVERY.
219
227 42 | 2419 | 2024 | 49 Dark grayish-brown, Silty CLAY, plastic, Z oy
1013 cohesive, bedded, occasional very thin Silty CLAY
lenses of fine Sand, moist. Changing at 23.6
23 feet to: NO RECOVERY.
236
24 24 RECOVERY
13 24/24 | 24-26 2-13 Dark grayish-brown, Silty CLAY, plastic, W/_
1313 cohesive, bedded, occasional very thin 245 SAND
lenses of fine Sand, moist. Changing at 24.5 [24.9°
25 feet to: Brown, fine SAND, trace Silt, wet. 25.3 Sity CLAY
Changing at 24.9 feet to: Dark 25.6' SAND
grayish-brown, Silty CLAY, plastic, Siity CLAY
26 14 24/24 | 26-28 18 cohesive, bedded, moist. Changing at 25.3 262
1-11 feet to: Brown, fine SAND, trace Silt, wet. SILT
Changing at 25.6 feet to: Dark
27 grayish-brown, Silty CLAY, plastic, i
cohesive, bedded, moist. 274 Sty CLAY
Dark grayish-brown, Silty CLAY, plastic, 28 'y
28— cohesive, bedded, moist. Changing at 26.2
15 24/20 | 28-30 won feet to: Brown, SILT, little Sand, cohesive, ng%EIALYT/ 1
non-plastic, moist. Changing at 27.4 feet to:
29— Dark grayish-brown, Silty CLAY, plastic,
cohesive, bedded, moist.
Brown, fine SAND, Silt and Silty Clay, moist 23;7‘ e
%07 16 | 2424 | 3082 | 12 RECOVERYS o o 20T et or O o
Grayish-brown to brown, fine SAND, some |39 g
314 Silt, wet. Changing at 30.8 feet to: 30-AND/SILT/ ]
Grayish-brown to brown, SAND, Silt and \__Sity CLAY _/
Silty Clay, moist to wet. Changing at 30.9 SAND
39| feet to: Grayish-brown to brown, fine SAND,
17 2418 | 32-34 2-6 some Silt, wet. 324
55 Brown to grayish-brown, fine SAND, little 32,5 51y CLAY
33 Silt, wet. Changing at 32.4 feet to: Dark “~—SAND
grayish-brown, Silty CLAY, plastic,
cohesive, moist. Changing at 32.8 feet to:
Brown to grayish-brown, fine SAND, little
347 48 | 24114 | 34-36 12 Silt, wet. U2
44 Brown to grayish-brown, fine SAND, little 5¢:3 Sity CLAY /]

1. Groundwater was encountered at approximately 28.0 feet below ground surface.

OXAP>=EMAI

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: WV-MW-15D




BORING WELL 6267781 WWW WOLVEN AVENUE.GPJ GZA CORP.GDT 9/27/19

« GZA Wolverine World Wide Boring No.: _ WV-MW-15D
GI\ GeoEnvironmental, Inc. Wolven Avenue Area Page: 3 of 8
Engineers and Scientists . File No.: _ 16.0062677.81
Algoma Twp, Kent County, Michigan T
Sample Information Check: Kate McDonald
< 7]
R x H
§' No. Fl;‘:;/ Depth Blows res _Sample Stratum & Equipment Installed
(in.) (Ft.) (67) 2t Description & Classification Desc. g
4
35 Silt, wet. Changing at 34.2 feet to: Dark SAND
grayish-brown, Silty CLAY, plastic, SAND
cohesive, moist. Changing at 34.3 feet to:
Brown to grayish-brown, fine SAND, little ;
36— ) : 36.1
19 24/22 36-38 4-10 Silt, wet. 365 Sity CLAY
13-11 Brown to grayish-brown, fine SAND, little SAND
Silt, wet. Changing at 36.1 feet to: Dark %8 i
37— grayish-brown, fine SAND, litle Silt, wet. %/‘
Changing at 36.3 feet to: Brown to 37.8
grayish-brown, fine SAND, little Silt, wet. & St
38 5o 248 | 38-40 25 Changing at 36.8 feet to: Brown, SILT, SAND
10-12 cohesive, non-plastic, moist. Changing at )
37.0 feet to: Brown to grayish-brown, fine 387 o)
39— SAND, little Silt, wet. Changing at 37.5 feet RECOVERY
to: Brown, SILT, cohesive, non-plastic,
moist. Changing at 37.6 feet to: Brown to o
40— grayish-brown, fine SAND, little Silt, wet.
21 2422 | 40-42 ;:3 Brown, fine to coarse SAND, trace Gravel, SAND
trace Silt, wet. Changing at 38.7 feet to: NO
41— RECOVERY.
Brown, fine to coarse SAND, trace Gravel,
trace Silt, wet. Changing at 41.8 feetto: NO |44 &
42 |_RECOVERY. 2" NO
22 24119 | 42-44 ;g Brown, fine to coarse SAND, trace Gravel, RECOVERY
) trace Silt, wet. Changing at 40.5 feet to: g SAND
43— Dark grayish-brown, Silty CLAY, plastic, w
cohesive, moist. Changing at 40.6 feet to: & _CGRAVEL _/
Brown, GRAVEL, little Sand, trace Silt, wet. |43 ‘S"g’ACNLI;\Y
Changing at 40.9 feet to: Dark _}—/_
_| ging 4 NO
44 23 24/22 | 44-46 4-6 grayish-brown, Silty CLAY, plastic, \ RECOVERY /
9-12 cohesive, moist. Changing at 41.0 feet to: 446" SAND
Brown, fine to coarse SAND, trace Gravel, TSty CLAY
45— trace Silt, wet. Changing at 41.6 feet to: NO . SAND
RECOVERY. TR
Brown, fine to medium SAND, trace Silt, 45.8'
46— o4 | 244 | 4648 614 wet. Changing at 44.6 feet to: Dark N v
24-31 grayish-brown, Silty CLAY, plastic, GRAVEL
cohesive, moist. Changing at 44.7 feet to:
47— Brown, fine to coarse SAND, little Gravel, 473
trace Silt, wet. Changing at 45.4 feet to: 47 5andy CLAY
Brown, SILT, trace fine Sand, wet. Silty CLAY
48— Changing at 45.5 feet to: Brown, SILt,
2 24/24 | 48-50 33228 moderately cohesive, moist to wet.
Changing at 45.8 feet to: NO RECOVERY.
49— Brown, GRAVEL, little Sand, trace Silt, wet.
Changing at 47.3 feet to: Dark
grayish-brown, Sandy CLAY, moderately
50— cohesive, slightly plastic, moist. Changing at |50’
60 47.5 feet to: Dark grayish-brown, Silty g‘gi’g"cﬂ%g
CLAY, plastic, cohesive, moist. Changing at
51 47.6 feet to: Dark brown, Silty CLAY, trace
Gravel, plastic, cohesive, moist.
Dark brown, Silty CLAY, trace Gravel,
plastic, cohesive, moist.
52 NO SAMPLE COLLECTED.
53
R
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Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: WV-MW-15D




BORING WELL 6267781 WWW WOLVEN AVENUE.GPJ GZA CORP.GDT 9/27/19

GZA Wolverine World Wide Boring No.: _ WV-MW-15D
S@iggﬁ?gﬂf?&iﬁﬁ Wolven Avenue Area Page: 416 00%f2677881
Algoma Twp, Kent County, Michigan File No.: B
Sample Information Check: ate Mcona
< 7]
2 X Equipment Installed
& No FI;‘:;'/ Depth Blows Tost Sample Stratum s aulp
a : (in.)' (Ft.) (67) bata Description & Classification Desc. g
4
NO SAMPLE
COLLECTED
54—
55— 5
26 12/12 | 55-56 79 Dark grayish-brown, Silty CLAY, plastic, Sitty CLAY
cohesive, bedded, moist.
56 27 24/24 | 56-58 7-18 Dark grayish-brown, Silty CLAY, plastic,
2028 cohesive, bedded, moist. Changing at 57.6
feet to: Dark grayish-brown, Silty CLAY,
57 trace Gravel, plastic, cohesive, some
bedding, moist.
587 28 | 24;24 | 58-60 | 4039 Dark grayish-brown, Silty CLAY, trace
22-22 Gravel, plastic, cohesive, some bedding,
59— moist.
607 29 | 2424 | 60-62 | 1921 Dark grayish-brown, Silty CLAY, trace
30-44 Gravel, plastic, cohesive, moist.
61—
627 30 | 24;24 | 62-64 | 311 Dark grayish-brown, Silty CLAY, trace
17-23 Gravel, plastic, cohesive, moist.
63
647 34 | 24124 | 64-66 | 1229 Dark grayish-brown, Silty CLAY, trace
82-50 Gravel, plastic, cohesive, moist.
65— )
77— Bentonite /
Grout
667 35 | 24124 | 66-68 | 1220 Dark grayish-brown, Silty CLAY, trace
26-40 Gravel, plastic, cohesive, moist.
67—
6871 33 | 2455 | 6870 | 170 Dark grayish-brown, Silty CLAY, trace oo
Gravel, plastic, cohesive, moist. NO
69 RECOVERY
70— 70
34 2424 | 70-72 9-19 Dark grayish-brown, Silty CLAY, trace Siity CLAY
31-42 Gravel, plastic, cohesive, moist.
71
R
E
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Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: WV-MW-15D
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GZA

GeoEnvironmental, Inc.
Engineers and Scientists

Wolverine World Wide

Wolven Avenue Area

Algoma Twp, Kent County, Michigan

Boring No.:
Page: _ 5 of _ 8

WV-MW-15D

File No.:

Sample Information Check: Kate McDonald

< 7]

R X H

§' No. Fl;‘:;'/ Depth Blows Test Sample Stratum & Equipment Installed

: (in.)' (Ft.) (67) bata Description & Classification Desc. g
o
35 10/8 | 72-72.8 | 30-50/4" Dark grayish-brown, Silty CLAY, trace Siity CLAY
Gravel, plastic, cohesive, moist. Changing 2.7
at 72.7 feet to: NO RECOVERY. N
73 RECOVERY
74— 7
36 1712 | 74-75.4 | 15-39-50/5" Dark grayish-brown, Silty CLAY, trace 74.3 Silty CLAY
Gravel, plastic, cohesive, moist. Changing SAND
at 74.3 feet to: Dark grayish-brown to brown, |75

757 fine to medium SAND, little to some Silt, NO
slightly cohesive, non-plastic, moist to wet. RECOVERY
Changing at 74.6 feet to: Dark 76'

76 37 8/5 | 76-76.7 | 30-50/2" grayish-brown, fine SAND, some Silt, little 76.4° SAND
Clay, trace Gravel, non to slightly plastic, - NG
cohesive, moist. Changing at 75.0 feet to: RECOVERY

77— NO RECOVERY.

Dark grayish-brown, fine SAND, some Silt,
little Clay, trace Gravel, non to slightly 78
78— cojan plastic, cohesive, moist. Changing at 76.4
38 10110 | 78-78.8 | 2050/ feet to: NO RECOVERY. SAND
Dark grayish-brown, fine SAND, some Silt, 78.8'

79— little Clay, trace Gravel, non to slightly NO
plastic, cohesive, moist. Changing at 78.8 RECOVERY
feet to: NO RECOVERY. o0

80 39 10/8 | 80-80.8 | 34-50/4" Dark grayish-brown, fine SAND, some Silt, SAND
little Clay, trace Gravel, non to slightly 80.7'
plastic, cohesive, moist. Changing at 80.7 N

81 feet to: NO RECOVERY. RECOVERY

82— 82

40 10/8 | 82-82.8 | 15-50/4" Dark grayish-brown, fine SAND, some Silt, SAND
little Clay, trace Gravel, non to slightly 82.7'
plastic, cohesive, moist. Changing at 82.7 N
83 feet to: NO RECOVERY. RECOVERY
84— 84'
41 1112 | 84-84.9 | 32-50/5" Dark grayish-brown, fine SAND, some Silt, SAND
little Clay, trace Gravel, non to slightly
plastic, cohesive, moist. Changing at 85.0 85'
85 feet to: NO RECOVERY. NG
RECOVERY

86— 86'

42 11/11 | 86-86.9 | 31-50/5" Dark grayish-brown, fine SAND, some Silt, SAND
little Clay, trace Gravel, non to slightly

87 plastic, cohesive, moist. Changing at 86.9 86.9' e
feet to: NO RECOVERY. RECOVERY

88— 88’

43 1212 | 88-89 33-50 Dark grayish-brown, fine SAND, some Silt, SAND
little Clay, trace Gravel, non to slightly
plastic, cohesive, moist. Changing at 88.5 89’

89 feet to: Dark grayish-brown to dark NO
yellowish-brown, fine to medium SAND, little RECOVERY
to some Silt, moist to wet. Changing at 89.0 |qy

907 44 11/12 | 90-90.9 | 38-50/4.5" feet to: NO RECOVERY. SAND
Dark grayish-brown, fine SAND, some Silt,

R

E

M
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R
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Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: WV-MW-15D
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GZA Wolverine World Wide

GeoEnvironmental, Inc. Wolven Avenue Area

Engineers and Scientists —
Algoma Twp, Kent County, Michigan

2

Boring No.: __ WV-MW-15D
Page: 6 of 8

File No.: __16.0062677.81

Sample Information Check: Kate McDonald
< 7]
R X H
§' No. Fl;‘:;'/ Depth Blows Test o Sample . . Stratum & Equipment Installed
: (in.)' (Ft.) (67) bata Description & Classification Desc. g
o
91 little Clay, trace Gravel, non to slightly 91" SAND
plastic, cohesive, moist. Changing at 91.0 NO
feet to: NO RECOVERY. RECOVERY
92'
92 45 1212 | 92-93 27-50 Dark grayish-brown, fine SAND, some Silt, SAND
little Clay, trace Gravel, non to slightly
plastic, cohesive, moist. Changing at 93.0 93
93 feet to: NO RECOVERY. NG
RECOVERY
94— 94’
46 1212 | 94-95 27-50 Dark grayish-brown, fine SAND, some Silt, SAND
little Clay, trace Gravel, non to slightly
plastic, cohesive, moist. Changing at 95.0 95'
95 feet to: NO RECOVERY. NG
RECOVERY
96— L
47 17/18 | 96-97.4 | 29-47-50/5" Dark grayish-brown, Silty CLAY, plastic, Siity CLAY
cohesive, moist. Changing at 97.5 feet to:
97 NO RECOVERY.
97.5
NO
98— _ _ _ _ 98' RECOVERY
48 18/18 | 98-99.5 | 23-43-50 Brown, fine to medium SAND, little Silt, og.4 SAND
trace Gravel, moist to wet. Changing at 98.4 Silty CLAY
feet to: Dark grayish-brown, Silty CLAY,
99 plastic, cohesive, moist.
100 100
49 8/7 [100-100.7| 48-50/2" Dark grayish-brown, fine to medium SAND, SAND
little Silt, trace Gravel, slightly cohesive,
moist to wet. Changing at 100.4 feet to: 100.9"
1014 Dark grayish-brown, fine SAND, some Silt, RECOVERY
little Clay, trace Gravel, non to slightly
plastic, cohesive, moist. Changing at 100.9 |45
1027 g9 10/7 [102-102.8 37-50/3.5" feet to: NO RECOVERY. SAND
Grayish-brown to brown, fine to medium 102.6'
SAND, little Silt, trace Gravel, slightly
103 cohesive, moist to wet. Changing at 102.6 RECOVERY
feet to: NO RECOVERY.
104 . , . 104
51 10/8 [104-104.8 37-50/4" Dark grayish-brown, fine SAND, some Silt, SAND
little Clay, trace Gravel, non to slightly 104.7'
plastic, cohesive, moist. Changing at 104.7 NO
105 feet to: NO RECOVERY. RECOVERY
106 106
52 9/8 [106-106.8 41-50/3" Dark grayish-brown, fine SAND, some Silt, SAND
little Clay, trace Gravel, non to slightly
plastic, cohesive, moist. Changing at 106.9  [106.9'
107 feet to: NO RECOVERY. .
108 108'
53 11/8  [108-108.9 44-50/4.5" Dark grayish-brown, fine SAND, some Silt, SAND
little Clay, trace Gravel, non to slightly
plastic, cohesive, moist. Changing at 108.9  [108.9'
109 feet to: NO RECOVERY.
R
E
M
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Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: WV-MW-15D
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GZA Wolverine World Wide

GeoEnvironmental, Inc. Wolven Avenue Area

Engineers and Scientists —
Algoma Twp, Kent County, Michigan

Boring No.: __ WV-MW-15D
Page: 7 of 8

File No.: __16.0062677.81

Sample Information Check: Kate McDonald
< 7]
° x Equipment Installed
§' No Fl;‘:;'/ Depth Blows Test Sample Stratum & aulp
: (in.)' (Ft.) (67) bata Description & Classification Desc. g
4
NO
11gRECOVERY
101 54 | 1114 [110-110.9 38505 Dark grayish-brown, fine SAND, some Silt, SAND
little Clay, trace Gravel, non to slightly
111 plastic, cohesive, moist. Changing at 111.3
N to 112.0 feet to: NO RECOVERY. 111.3'
NO
1o RECOVERY
M2 55 | 1112 12-112.9 31505 Dark grayish-brown, fine SAND, some Silt, SAND
little Clay, trace Gravel, non to slightly
11 plastic, cohesive, moist. Changing at 113.0  [113
3 feet to: NO RECOVERY. NG
RECOVERY
114 114'
56 1717 [114-115.4| 11-36-50/5" Dark grayish-brown, fine SAND, some Silt, SAND
little Clay, trace Gravel, non to slightly
115— plastic, cohesive, moist. Changing at 115.4
5 feet to: NO RECOVERY. e
NO
116RECOVERY
M6 57 | 1258 | 116-117 | 485055 Dark grayish-brown, fine SAND, some Silt, SAND
little Clay, trace Gravel, non to slightly
117 plastic, cohesive, moist. Changing at 116.9  [116.9' e
feet to: NO RECOVERY. RECOVERY
118 1g
58 18/18 [118-119.5 26-49-50 Dark grayish-brown, fine SAND, some Silt, SAND
little Clay, trace Gravel, non to slightly
119— plastic, cohesive, moist. Changing at 119.5
9 feet to: NO RECOVERY. o
~ MO
120 120RECOVERY
59 2122 120-121.8§ 2337 Dark grayish-brown, fine SAND, some Silt, SAND
40-50/3 little Clay, trace Gravel, non to slightly
121 — plastic, cohesive, moist.
122 122
60 5/0 [122-122.4 505" NO RECOVERY. NO
RECOVERY
123
124 124
61 11/10 |124-124.9 33-50/5" Dark grayish-brown, fine SAND, some Silt, SAND
little Clay, trace Gravel, non to slightly 1048
125— plastic, cohesive, moist. Changing at 124.8 O
S feet to: NO RECOVERY. RECOVERY
126 126
62 1019 [126-126.8 48-50/4" Dark grayish-brown, fine SAND, some Silt, SAND
little Clay, trace Gravel, non to slightly
197 plastic, cohesive, moist. Changing at 126.9  [126.9' e
feet to: NO RECOVERY. RECOVERY
128'
R
E
M
A
R
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Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: WV-MW-15D
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GZA Wolverine World Wide Boring No.: __ WV-MW-15D
GeoEnvironmental, Inc. Wolven Avenue Area Page: 8 of 8
Engineers and Scientists . File No.: _ 16.0062677.81
Algoma Twp, Kent County, Michigan T
Sample Information Check: Kate McDonald
< 7]
° x Equipment Installed
§' No Fl;‘:;'/ Depth Blows Test Sample Stratum & aulp
: (in.)' (Ft.) (67) bata Description & Classification Desc. g
4
63 1019 [128-128.8 40-50/4" Dark grayish-brown, fine SAND, some Silt, SAND
little Clay, trace Gravel, non to slightly
129 plastic, cohesive, moist. Changing at 128.9  [128.9' e
feet to: NO RECOVERY. RECOVERY
130 130'
64 11/11 [130-130.9 33-50/5" Dark grayish-brown, fine SAND, some Silt, SAND
little Clay, trace Gravel, non to slightly
131 plastic, cohesive, moist. Changing at 131.2
319 feet to: NO RECOVERY. 1312
RECOVERY
132 132" AR
65 9/9 [132-132.8 46-503" Brown, fine to medium SAND, little Silt, SAND ~~+—Filter Sand
moist to wet. Changing at 132.6 feet to: -
1 Dusky red to dark yellowish-brown to gray,
33 fine to medium SAND, little Silt moist to wet 133.4°
(weathered Sandstone). Changing at 135.4 ~—NO
feet to: NO RECOVERY. 134'RECOVERY
1347 66 | 22 |[134-134.2 502 Brown, fine to coarse SAND, little Gravel, ~ [13%2 SAND |
trace Silt, wet (weathered Sandstone). RE Cg?/ERY
135 Changing at 134.2 feet to: NO RECOVERY. —"
136 136 E
67 34 [136-136.3 50°" Dark gray, weathered SHALE, moist. SHALE o 2-Inch PVC
— Well Screen
137 =
138 138 :
Bottom of Borehole at 138.0 Feet 2
139
140—
141—
142—
143 —
144 —
145—
146 —

OXAP>=EMAI

2. Monitoring well was installed in borehole upon completion. Well screen set from 134.9 to 137.6 feet below ground surface.

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: WV-MW-15D
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GZA Wolverine World Wide

GeoEnvironmental, Inc.

Engineers and Scientists Wolven Avenue Area. .
Algoma Twp, Kent County, Michigan

GI\

Boring No.: _MW-WV-16D
Page: 1 of 6
File No.: __16.0062677.81
Check: __Kate McDonald _

Contractor: Stearns Drilling Company Auger/ s |

Foreman: Jerry Huntoon Casing ampler GROUNDWATER READINGS
Logged by: S. Stephenson Typélollow Stem Auger Split Spoon Date Time Depth Casing Stab
Date Start/Finish: 3-21-19 / 3-22-19 0.D./1.D.: 12.25"/4.25" _2.0"/1 3/8" NM

Boring Location: See Survey Hammer Wt.: NA 140lbs

GS Elev.: _See Survey  pakdigte Plane S Zone NABWS#er Fall: NA 30.0"

- Other: NA NA
Sample Information

= (7]

° x Equipment Installed

& No F;:r;.l Depth % % Sample Stratum s adie

a : o (Ft.) REC RQD Description & Classification Desc. £ ] PROTECTIVE

(in.) e CASING
1 300 0-25 ND Blind drill. See MW-WV-16S for soil BLIND DRILL 1
descriptions from 0.0 to 25.0 feet.

1 —r—Concrete

2_

3_

4_

5_ -

6_

7_

8_

9_

10— 1
11

12—

13

14—

1. Field screening of samples for organic vapors was performed with a MiniRae 3000 photoionization detector equipped with a 10.6 eV lamp.
E Readings above background levels are shown in parts per million by volume (ppmv) of isobutylene. ND indicates nothing detected (<0.1
mv).

M ppmv)
A
R
K
S

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: MW-WV-16D
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Engineers and Scientists

Wolverine World Wide

Wolven Avenue Area

Algoma Twp, Kent County, Michigan

Boring No.: _MW-WV-16D
Page: 2 of__6
File No.: __16.0062677.81
Check: __Kate McDonald _

Equipment Installed

Sample Information
= (7]
2 X
& No F;:r::.l Depth % % Sample Stratum s
a : (in.)' (Ft.) REC RQD Description & Classification Desc. g
4
BLIND DRILL
16—
17—
18—
19—
20—
21
22—
23
24—
25—
26— 26'
2 24/24 | 26-28 3-9 ND | Very stiff, brown, CLAY & SILT, little Sand, CLAY & SILT 2
14-23 trace Rock fragments.
27
287 3 24/24 | 28-30 6-7 ND | Very stiff, brown, CLAY & SILT, little Sand,
8-16 trace Rock fragments. Silt lenses from
approximately 28.4 to 28.7 feet below
29— ground surface.
307 4 |o24/24| 3032 | 58 | ND | Verystiff, brown, CLAY & SILT, trace Sand,
14-19 wet.
31
827 5 | o24/24| 3234 | 59 | ND | Verystiff, brown, CLAY & SILT, trace Sand,

OXAP>=EMAI

2. Second borehole drilling at MW-WV-16D.

BORING WI 6267781 WWW WOLVEN AVENUE.GPJ WI DNR.GDT 4/17/20

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: MW-WV-16D
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GI\
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GeoEnvironmental, Inc.

Engineers and Scientists

Sample Information

Wolverine World Wide

Wolven Avenue Area

Algoma Twp, Kent County, Michigan

Boring No.: _MW-WV-16D
Page: 3 of__6
File No.: __16.0062677.81
Check: __Kate McDonald _

Equipment Installed

= (7]
‘' X
§' No F‘;‘:’;‘/ Depth % % Sample Stratum &
: (in.)' (Ft.) REC RQD Description & Classification Desc. g
14
2033 wet. CLAY & SILT
33
347 6 |24/24| 3436 | 98 | ND | Verystiff, brown, CLAY & SILT, trace Sand,
14-17 wet.
35
367 7 | 24/24| 3638 | 11-7 | ND | Verystiff, brown, CLAY & SILT, trace Sand,
12-17 wet.
37
387 8 |24/24| 3840 | 510 | ND | Verystiff, brown, CLAY & SILT, trace Sand,
19-24 wet.
39
4071 9 | 2424 | 4042 | 412 | ND | Very stiff, brown, CLAY & SILT, trace Sand,
15-26 wet.
41
427 10 |24/24 | 4244 | 59 | ND | Very stiff, brown, CLAY & SILT, trace Sand,
12-14 wet.
43
4471 11 | 24/24 | 4446 | 610 | ND | Very stiff, brown, CLAY & SILT, trace Sand,
15-21 wet.
45
4671 12 | 2424 | 4648 | 4-9 | ND | Very stiff, brown, CLAY & SILT, trace Sand,
19-24 wet. Changing at 47.5 feet to: Brown and
47 gray, fine SAND, some Silt, wet.
47.5
SAND
48— 48'
13 24/24 | 48-50 3-7 ND Stiff, brown, CLAY & SILT, trace Sand, wet. CLAY & SILT
6-8 Changing at 48.5 feet to: Brown, fine SAND, [48.5 D
some Silt, wet. Changing at 49.0 feet to: 49
49— Brown, Clayey SILT, trace Sand, wet. Clayey SILT
R
E
M
A
R
K
s

Bentonite 1
Grout

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: MW-WV-16D
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Wolverine World Wide

Wolven Avenue Area

Algoma Twp, Kent County, Michigan

Boring No.: _MW-WV-16D
Page: 4 of__6
File No.: __16.0062677.81
Check: __Kate McDonald _

Equipment Installed

= (7]
‘' X
& No F;:r::.l Depth % % Sample Stratum s
a : (in.)' (Ft.) REC RQD Description & Classification Desc. g
14
14 | 24/24 | 50-52 3-9 ND Brown, Clayey SILT, some Sand, wet. Clayey SILT
9-16 Changing at 51.7 feet to: Brown, CLAY &
SILT, trace Sand, wet.
51
51.5'
CLAY & SILT
527 45 | 24/24 | 5254 | 3-8 | ND | Verystiff, brown, CLAY & SILT, trace Sand,
14-23 wet.
53
547 46 | 24/24 | 5456 | 510 | ND | Very stiff, brown, CLAY & SILT, trace Sand,
16-19 wet.
55
567 47 |24/24| 5658 | 27 | ND | Verystiff, brown, CLAY & SILT, trace Sand,
13-19 wet.
57
587 48 | 24/24| 5860 | 3-10 | ND | Very stiff, brown, CLAY & SILT, trace Sand,
15-21 wet.
59
607 49 |24/24| 6062 | 3-8 | ND | Verystiff, brown, CLAY & SILT, trace Sand,
17-25 wet.
61
627 20 | 24/24 | 6264 | 2-11 | ND | Very stiff, brown, CLAY & SILT, trace Sand,
15-22 wet.
63
647 21 | 24/24 | 64-66 | 4-10 | ND | Very stiff, brown, CLAY & SILT, trace Sand,
14-19 wet.
65
66— 2 | 24 | 6668 | 4-11 | ND | Verystiff, brown, CLAY & SILT, trace Sand,
16-21 wet.
67
R
E
M
A
R
K
s

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: MW-WV-16D
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Boring No.: _MW-WV-16D
Page: 5 of 6
File No.: __16.0062677.81
Check: __Kate McDonald _

Equipment Installed

< 7]
2 X
& No F;:r::.l Depth % % Sample Stratum s
a : (in.)' (Ft.) REC RQD Description & Classification Desc. g
4
CLAY & SILT
687 23 | 24/24| 6870 | 4-11 | ND | Very stiff, brown, CLAY & SILT, trace Sand,
19-23 wet. Changing at 69.0 feet to: Brown, Silty
CLAY, trace Sand, wet. 69’
69— .
Silty CLAY
707 24 |24/24| 7072 | 3-14 | ND | Brown, Silty CLAY, trace Sand, wet.
23-27 Changing at 71.0 feet to: Brown, CLAY &
SILT, wet. 7
71
CLAY & SILT
72— Z
25 24/24 | 72-74 4-10 ND Very stiff, brown, Silty CLAY, trace Sand, Silty CLAY
17-26 wet. Changing at 73.0 feet to: Dark brown
73 and dark gray, Silty CLAY, trace Sand, wet.
74 26 | 24/18 | 74-76 10-19 ND Hard, black and gray with slight bue and
33-39 green tinge, Silty CLAY, trace Sand, wet.
Changing at 75.8 feet to: Green, CLAY &
75— SILT, some Sand, wet.
75.8
76— ) ] 76' CLAY & SILT
27 | 2412 | 76-78 1-6 ND Very stiff, black and gray, Silty CLAY, wet. Silty CLAY
15-25 changing at 77.5 feet to: Pale green and
77 gray, CLAY & SILT, little to trace Sand, wet.
775
CLAY & SILT
78 28 | 24/18 | 78-80 10-20 ND Pale green and gray, CLAY & SILT, little to
26-38 trace Sand, wet.
79—
80 29 | 24/24 | 80-82 11-24 ND Pale green and gray, CLAY & SILT, little to
35-39 trace Sand, wet.
81—
82 30 | 24/24 | 82-84 7-16 ND Pale green and gray, CLAY & SILT, little to
24-38 trace Sand, wet.
83—
84 31 24/12 | 84-86 |12-50/6"| ND Pale green and gray, CLAY & SILT, little to
trace Sand, wet. Pulverized rock at 85.9 feet
below ground surface.
R
E
M
A
R
K
S

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: MW-WV-16D
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GZA Wolverine World Wide Boring No.: _MW-WV-16D
Gn GeoEnvironmental, Inc. Wolven Avenue Area Page: 6 of 6
Engineers and Scientists — File No.: _ 16.0062677.81
Algoma Twp, Kent County, Michigan Kate Mol
Sample Information Check: _Kate McDonald
= (7]
2 X Equipment Installed
§' No F‘;‘z;'/ Depth % % Sample Stratum & adlp
: (in.)' (Ft.) REC RQD Description & Classification Desc. g
4
CLAY & SILT
867 35 |24/18| 86-88 | 25 | ND | Gray, CLAY & SILT, little Sand, wet. o2 13
6-9 Changing at 86.2 feet to: Brown and gray, an
fine SAND and SILT, wet.
87
88— 88’
33 | 24/18 | 88-90 p-24-50/6'1 ND Very dense, brown and gray, fine SAND, SAND
some Silt, wet.
89— e
—— Filter Sand
90 34 24/8 | 90-92 |37-50/2"| ND Very dense, brown and gray, fine SAND,
some Silt, wet.
91
92 35 | 24/10 | 92-94 |24-50/4"| ND Very dense, brown and gray, fine SAND,
some Silt, wet.
93
2-Inch PVC
94 Well Screen
36 24/6 | 94-96 50/6" ND Very dense, brown and gray, fine SAND,
some Silt, wet.
95—
06— %'
37 | 24/18 | 96-98 18-31-50/6' ND Brown and gray, Clayey SILT, little fine to Clayey SILT
coarse Sand, dry.
97 —
08 98' :
Bottom of Borehole at 98.0 Feet 4
99—
100—
101
102—

OXAP>=EMAI

3. Groundwater sample was collected from temporary well with a well screen from approximately 91.0 to 96.0 feet.

4. Monitoring well was installed in borehole upon completion. Well screen set from 91.0 to 96.0 feet below ground surface.

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: MW-WV-16D
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GZA Wolverine World Wide Boring No.: _MW-WV-16S
Gn GeoEnvironmental, Inc. Wolven Avenue Area Page: 1 of 2
Engineers and Scientists — File No.: _ 16.0062677.81
Algoma Twp, Kent County, Michigan . “Kate McDonald
Contractor: Stearns Drilling Company Auger/ s : Check:
Foreman: J. Muntoon Casing ampler GROUNDWATER READINGS
Logged by: Sheryl Stephenson Typélollow Stem Auger Split Spoon Date Time Casing Stab
Date Start/Finish: 3-19-19 / 3-20-19 O.D./1.D.: 12.25"/4.25" 2.0"/13/8"
Boring Location: See Survey Hammer Wt.: NA 140lbs
GS Elev.: _See Survey  pakdigte Plane S Zone NABWS#er Fall: NA 30.0"
- Other: NA NA
Sample Information
L ()
2 X Equipment Installed
& No Féc:r;.l Depth % % Sample Stratum s adie
a : (in ) (Ft.) REC RQD Description & Classification Desc. g PROTECTIVE
- o CASING
1 24/6 0-2 1-1 ND Very loose, brown, TOPSOIL. TOPSOIL
1-1
2 z
2 24/18 2-4 2-3 ND Loose, light brown, fine SAND, little Silt, SAND
4-4 moist.
3_
47 3 24/18 4-6 3-5 ND Medium dense, light brown and gray, fine
5] 5-4 SAND, little Silt, trace fine Gravel, moist. |
6 4 24/18 6-8 4-7 ND Medium dense, light brown, fine to coarse 1
5-5 SAND, little Gravel, little Silt, wet. Changing
7 at 7.5 feet to: Orange and brown, fine ]
SAND, little Silt, wet. gentctmlte
81 5 |24112| 810 244 | ND | Medium dense, brown, fine SAND, some rou
9] 6-5 Silt, trace fine Gravel, wet.
2
1071 6 |24/24| 1012 | 16 | ND | Medium dense, brown, fine SAND, some i
6-5 Silt, wet. Changing at 11.0 feet to: Brown,
11 fine to coarse SAND, some Silt, little fine
Gravel, wet. 12
1271 7 124118 | 1214 | 941 | ND | Verystiff, gray, Clayey SILT, some fine to Clayey SILT
13- 12-17 coarse Sand, wet.
14— 1
8 24/18 | 14-16 6-12 ND Medium dense, gray, fine to medium SAND, SAND
12-13 some Silt, trace fine Gravel, wet. Changing |5
157 at 15.0 feet to: Gray, Clayey SILT, little fine Clayey SILT 3 T
to coarse Sand, dry. 16
16 9 24/18 | 16-18 5-11 ND Medium dense, gray, SAND and SILT, trace SAND and SILT
17— 9-13 fine Gravel, moist.
18 18
10 24/8 | 18-20 7-16 ND | Dense, brown, fine to medium SAND, some SAND L Filter Sand
10 14-13 Silt, wet. llter San
2-Inch PVC
2071 44 |2412| 2022 | 17 | ND | Medium dense, fine to medium SAND, Well Screen 1
8-12 some Silt, wet. Changing at 21.0 feet to: 21
21 Brown, Clayey SILT, some Sand, trace fine Clayey SILT
Gravel, moist. 2
22 12 24/0 | 22-24 9-13 NO RECOVERY. NO 4
15-15 RECOVERY
1. Groundwater was encountered at approximately 6.0 feet below ground surface.
R | 2. Temporary well installed from 4.0 to 14.0 feet below ground surface. Well screen interval from 9.0 to 14.0 feet below ground surface. Purged
E 25.0 gallons of water.
M | 3. Casing set at 15.0 feet below ground surface.
Q 4. 2.0-inch of Sand and Silt with large Gabbro fragment and cohesive nature.
K
S

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: MW-WV-16S
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Page: 2  of 2
File No.: __16.0062677.81
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Depth

Pen./
No. Rec.

(in.)

Depth
(Ft.)

%
REC

%
RQD

Sample

Description & Classification

Stratum
Desc.

Remarks

Equipment Installed

25—

26

13 | 24/18

24-26

ND

Medium dense, brown, Clayey SILT, some
Sand, trace fine Gravel, wet. Changing at
23.0 feet to: Brown, CLAY & SILT, trace

Gravel, moist.

NO
RECOVERY
24'

Clayey SILT
25'

CLAY & SILT
26'

27

28

29—

30—

31—

32—

33—

34—

35

36

37—

38—

39

40—

41—

42—

43—

44—

45—

46—

47—

48—

Bottom of Borehole at 26.0 Feet

OXAP>=EMAI

5. Monitoring well was installed in borehole upon completion. Well screen set from 17.0 to 22.0 feet below ground surface.

Stratification lines represent approximate boundary between soil types, transitions may be gradual. Water level readings have been made at times
and under conditions stated. Fluctuations of groundwater may occur due to other factors than those present at the time measurements were made.

Boring No.: MW-WV-16S
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