
 

   

 

 

An Equal Opportunity Employer M/F/V/H 

Sent Via Email:  hendershotta@michigan.gov 

August 31, 2018 
File: 16.0062335.53 

Ms. Abigail Hendershott 
Michigan Department of Environmental Quality 
5th Floor – Unit 10 
350 Ottawa Avenue NE  
Grand Rapids, MI  49503 
   
Re:  Wolverine World Wide, Inc.  

  MDOT Property 2018 Soil Investigation Report 
 
Dear Ms. Hendershott: 

Rose  &  Westra,  a  Division  of  GZA GeoEnvironmental,  Inc.  (R&W/GZA)  is  presenting  this 
2018  Soil  Investigation  Report  (Report)  on  behalf  of  Wolverine World  Wide,  Inc. 
(Wolverine).    This  Report  documents  investigation  activities  conducted  at  the  property 
owned  by  MDOT  located  on  the  south  side  of  House  Street  NE,  commonly  known  as 
1758 House  Street  (“Site”).    Wolverine  previously  hired  qualified  contractors  to  remove 
debris including leather scrap, bottles, metal, rusted drums, and leather dust from the Site 
on October 11 to October 17, 2017.  This Report summarizes the soil verification sampling 
for this Site and additional soil investigation tasks requested in May 2018 by MDEQ. 

Soil Verification Sampling  

As  stated  in  the  June  11,  2018  work  plan,  R&W/GZA  collected  11  samples  from  the 
excavation; 2 from the floor and 9 from the sidewalls.  We collected 2 sidewall samples from 
the west side of the excavation, which was approximately 345 ft2 and 7 sidewall samples from 
the east sidewall which was approximately 3,620 ft2.  Consistent with MDEQ’s 2002 guidance, 
the  sample  locations  were  biased  based  on  visual  observations  and  the  shape  of  the 
excavation, as described in the work plan.   

Based on the former tannery operations, on‐Site observations during the debris removal and 
the analytical scheme for the on‐going investigation at the adjoining House Street Property, 
the 11 soil verification samples were analyzed for the following analytes: 

 Total ammonia, nitrate, nitrite, chloride, total and available cyanide, acetate, formate, total 
phosphorus, sulfate, and sulfide (general chemistry compounds); 

 Metals (aluminum, antimony, arsenic, barium, beryllium, boron, cadmium, total chromium, 
hexavalent  chromium,  cobalt,  copper,  iron,  lead,  magnesium,  mercury,  molybdenum, 
nickel, selenium, silver, sodium, titanium, thallium, vanadium, and zinc);  

 Volatile Organic Compounds (VOCs); 



August 31, 2018 
16.0062335.53 

MDOT Property 2018 Soil Investigation Report 
 Page | 2 

 

 

Proactive by Design 

An Equal Opportunity Employer M/F/V/H 

 

 Semi‐Volatile Organic Compounds (SVOCs); and 

 Perfluorinated Sulfonic Acids and Perfluorinated Carboxylic Acids (PFAS compounds).   

To estimate the background arsenic concentration, R&W/GZA also collected nine soil samples from the east 
side of the Site which appears to be an undisturbed portion of the Site.  These samples were tested for arsenic 
only.  Based on the Kent County Soil Survey, the soil in the background area is the same type (Chelsea loamy 
fine sand) as the soil in the area where the waste was removed. 

Tables  1  through  5  summarize  the  laboratory  analytical  data.    There  were  no  VOCs,  SVOCs,  or  general 
chemistry compounds detected at concentrations greater than Michigan’s Part 201 generic residential criteria.  
Aluminum,  boron,  cobalt,  iron,  and  magnesium  concentrations  in  one  sample  (V‐5)  exceed  the  generic 
Part 201 criteria for the Drinking Water Protection (DWP) exposure pathway.  Mercury concentrations at two 
locations  (V‐5 and V‐6) exceed the generic Part 201 Groundwater Surface Water  Interface Protection  (GSIP) 
criteria.  It is not clear if any of these metal concentrations are naturally occurring.  Concentrations of PFOS in 
each of the verification samples were greater than the Part 201 GSIP. 

Additional Soil Investigation 

R&W/GZA conducted the following additional soil investigation tasks in accordance with the work plan. 

We  completed  three  direct‐push  soil  borings  in  each of  the  “trenches”  as  described  in  the WP,  except  the 
furthest west “trench” (A).  Two borings were completed in “trench” A.  Ninth and tenth locations (SB‐D1 and 
SB‐E1) were selected and added in place of the third boring in “trench” A per DEQ request.  The other locations 
were  randomly  selected  along  the  length  of  each  “trench”,  taking  into  consideration  access  and  visual 
characteristics.  Refer to Figure 1. 

Each boring was completed to a depth of 20 ft below grade, well below the deepest known waste disposal 
depth on the adjoining House Street parcel.  

Consistent with the EPA‐approved Work Plan for the House Street parcel investigation, the soil was logged as 
well as screened at 2‐foot intervals using a PID and XRF.  During the first day of sampling, if no visual, XRF, or 
PID  screening  indicated  the  likely  presence  of  waste,  no  aliquots  were  collected  for  laboratory  analysis 
(locations SB‐A1, SB‐A2, SB‐B1, SB‐B2, SB‐C1, SB‐C3).  No likely waste was identified during this sampling.  At 
the request of the MDEQ, samples collected from SB‐B3, SB‐C2, SB‐D1, and SB‐E1 were analyzed for the same 
analyte list as the verification samples. 

Tables 1 through 5 summarize the laboratory analytical data.  VOCs, SVOCs, and general chemistry compounds 
were not measured at concentrations greater than Part 201 generic residential criteria.   

Aluminum,  boron,  iron,  and  magnesium  concentrations  in  samples  SB‐C2  (16‐18)  and  SB‐D1  (16‐18)  were 
greater than their generic Part 201 DWP criteria.  Mercury concentrations in samples SB‐B3 (2‐4), SB‐B3 (16‐
18),  SB‐C2(2‐4),  and  SB‐E1  (0‐2)  were  greater  than  their  Part  201  GSIP  criteria.    PFOS  concentrations  were 
greater than the GSIP at 6 locations [SB‐B3 (16‐18), SB‐C‐2 (3‐4), SB‐C2 (16‐18), SB‐D1 (16‐18), SB‐E1 (0‐2), and 
SBE1 (16‐18)].  
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Proposed Next Steps 

R&W/GZA  is  assessing  additional  historical  documentation  and  will  submit  a  Work  Plan  with  additional 
investigative steps for this Site by September 10, 2018.  

Sincerely, 

Rose & Westra, a Division of GZA GeoEnvironmental, Inc. 

   
Loretta J. Powers  Leslie M. Nelson, P.E. 
Senior Project Manager  Senior Project Manager 

 
Mark A. Westra   
Associate Principal 

ljp/lmn/maw 

c/enc:  Mr. Dave Latchana – Wolverine World Wide, Inc. via email David.Latchana@wwwinc.com 
Mr. John V. Byl – Warner Norcross & Judd LLP via email jbyl@wnj.com 

j:\62000\623xx\62335.53 ‐ house st removal\mdot site\site work june 2018\report\62335_53_2018 investigation report_d.doc 
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Soil Boring Location

Surface Soil Arsenic Background Sample

Surface Soil Verification Sample

* THE LOCATIONS ARE BASED ON EQUIPMENT WITH SUBMETER
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1.  Field screening of samples for organic vapors was performed with a MiniRAE 3000 photoionization detector equipped with a
10.6 eV lamp.  Readings above background levels are shown in parts per million by volume (ppmv) of isobutylene.  ND
represents <0.1 ppmv.  Background was ND.
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S-1: 0-14": Dark brown, TOPSOIl, some Silt, trace

Organics (Roots).

14-24": Brown, fine to medium SAND, trace Silt.

S-2: 0-4": Brown, fine to medium SAND, trace Silt.

4-10": Brown, SAND and Silty CLAY.

10-12": Brown, Silty CLAY, little Sand.
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S-4: No Recovery.
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lens at 14").
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0.8

5.7

0.8

NA

0.4

NA

0.9

0.5

ND

1.0

0.9

Equipment Installed

Finish Date: 6/16/2018

Ground Elevation: V. Datum:

Rig Model: 7822DT
Drilling Method:Direct Push

Macro CoreSampler Type:
2.25" O.D.Sampler O.D. (in.):

Sampler Length (in.):5.0'

Depth
(ft.)

Engineers and Scientists

GZA
GeoEnvironmental, Inc.

Roger ChristensenForeman:

Brian Luhrs
Stearns Drilling

M
IC

H
IG

A
N

 D
E

Q
.G

P
J;

 G
Z

A
 G

E
O

P
R

O
B

E
 W

IT
H

 E
Q

U
IP

 W
O

LV
E

R
IN

E
; 

8/
30

/2
01

8

Logged By:

GEOPROBE LOG

EXPLORATION NO.:    SB-A1
SHEET:             1 of 2
PROJECT NO:  16.0062335.53
REVIEWED BY:

Drilling Co.:

Michigan DEQ
1758 House Street

Rockford, Michigan

R
E

M
A

R
K

S

No Equipment Installed

H. Datum: MI State Plane S Zone NAD83

Offset of Boring From Original Location:

SILT
Clayey SILT
SILT & CLAY
CLAY & SILT
Silty CLAY
CLAY

Start Date:

Type of Rig: Geoprobe

Depth
(ft)

1

2

3

4

5

6

7

8

9

10

11

12

13

14

No. R
em

ar
k

E
le

v.
(f

t.
)

Stratum
Description

D
ep

th
(f

t.
)

Boring No.:

SB-A1

Logger Initials:

Brian Luhrs

BORING COORDINATES (International Feet):
N E

MISSDIG Ticket Number:
<2 -- Very Soft
2-4 -- Soft
4-8 -- M. Stiff
8-15 -- Stiff
15-30 -- V. Stiff
>30 -- Hard

Pen.
(in)

Rec.
(in)

Sample

0-4 -- Very Loose
4-10 -- Loose
10-30 -- Medium Dense
30-50 -- Dense
>50 -- Very Dense

Granular Soils
Blows/FT Density
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Plasticity
SM Thread Diameter Rolled

None
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1/32"
1/64"

6/16/2018

Final Depth (ft.): 20

Sample Description & Configuration
Modified BurmisterSubmitted
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(ppm)



2.  Groundwater was not encountered during drilling or upon completion.
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1.  Field screening of samples for organic vapors was performed with a MiniRAE 3000 photoionization detector equipped with a
10.6 eV lamp.  Readings above background levels are shown in parts per million by volume (ppmv) of isobutylene.  ND
represents <0.1 ppmv.  Background was ND.
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2.  Groundwater was not encountered during drilling or upon completion.
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REVIEWED BY:

Drilling Co.:
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1758 House Street

Rockford, Michigan

R
E

M
A

R
K

S

H. Datum: MI State Plane S Zone NAD83

Offset of Boring From Original Location:

SILT
Clayey SILT
SILT & CLAY
CLAY & SILT
Silty CLAY
CLAY

Start Date:

Type of Rig: Geoprobe

Depth
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Boring No.:

SB-A2

Logger Initials:

Allie Hazard

BORING COORDINATES (International Feet):
N E

MISSDIG Ticket Number:
<2 -- Very Soft
2-4 -- Soft
4-8 -- M. Stiff
8-15 -- Stiff
15-30 -- V. Stiff
>30 -- Hard

Pen.
(in)

Rec.
(in)

Sample

0-4 -- Very Loose
4-10 -- Loose
10-30 -- Medium Dense
30-50 -- Dense
>50 -- Very Dense

Granular Soils
Blows/FT Density

Cohesive Soils
Blows/FT Consistency

Plasticity
SM Thread Diameter Rolled

None
1/4"
1/8"
1/16"
1/32"
1/64"

6/16/2018

Final Depth (ft.): 20

Sample Description & Configuration
Modified BurmisterSubmitted

To Lab
PID

(ppm)



1.  Field screening of samples for organic vapors was performed with a MiniRAE 3000 photoionization detector equipped with a
10.6 eV lamp.  Readings above background levels are shown in parts per million by volume (ppmv) of isobutylene.  ND
represents <0.1 ppmv.  Background was ND.
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C-1

S-1

S-2

S-3
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S-5

S-6

C-3
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S-8

1

TOPSOIL

SAND

SILTY SAND

SAND

0.7

1.3

7

60

60

60

36

42

43

C-1:

S-1: 0-8": Dark brown, TOPSOIL, trace Organics (Roots).

8-16": Brown, fine to medium SAND, trace Organics

(Roots), trace Silt.

16-24": Dark brown, fine to medium SAND, trace

Organics (Roots), some Silt.

S-2: 0-4": Dark brown, fine to medium SAND, trace

Organics (Roots), some Silt.

4-13": Brown to dark brown, fine to coarse SAND, some

Silt, trace Organics (Roots).

13-24": No Recovery.

S-3: No Recovery.

C-2:

S-4: No Recovery.

S-5: 0-6": No Recovery.

6-12" Dark brown, fine to medium SAND, some Silt, trace

Organics (Roots).

12-24": Brown to light brown, fine to medium SAND, trace

Silt.

S-6: Brown to light brown, fine to medium SAND, trace

Silt.

C-3:

S-7: 0-17": No Recovery.

17-24": Brown to light brown, fine to medium SAND, trace

Silt.

S-8: Brown to light brown, fine to medium SAND, trace

Silt.

ND

0.8

0.7

NA

ND

NA

1.1

1.2

ND

1.0

0.6

Equipment Installed

Finish Date: 6/16/2018

Ground Elevation: V. Datum:

Rig Model: 7822DT
Drilling Method:Direct Push

Macro CoreSampler Type:
2.25" O.D.Sampler O.D. (in.):

Sampler Length (in.):5.0'

Depth
(ft.)
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GEOPROBE LOG

EXPLORATION NO.:    SB-B1
SHEET:             1 of 2
PROJECT NO:  16.0062335.53
REVIEWED BY:

Drilling Co.:

Michigan DEQ
1758 House Street

Rockford, Michigan
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K

S

No Equipment Installed

H. Datum: MI State Plane S Zone NAD83

Offset of Boring From Original Location:

SILT
Clayey SILT
SILT & CLAY
CLAY & SILT
Silty CLAY
CLAY

Start Date:

Type of Rig: Geoprobe

Depth
(ft)
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Boring No.:

SB-B1

Logger Initials:

Allie Hazard

BORING COORDINATES (International Feet):
N E

MISSDIG Ticket Number:
<2 -- Very Soft
2-4 -- Soft
4-8 -- M. Stiff
8-15 -- Stiff
15-30 -- V. Stiff
>30 -- Hard

Pen.
(in)

Rec.
(in)

Sample

0-4 -- Very Loose
4-10 -- Loose
10-30 -- Medium Dense
30-50 -- Dense
>50 -- Very Dense

Granular Soils
Blows/FT Density

Cohesive Soils
Blows/FT Consistency

Plasticity
SM Thread Diameter Rolled

None
1/4"
1/8"
1/16"
1/32"
1/64"

6/16/2018

Final Depth (ft.): 20

Sample Description & Configuration
Modified BurmisterSubmitted

To Lab
PID

(ppm)



2.  Groundwater was not encountered during drilling or upon completion.

14-15

15-20

15-16

16-18

18-20

S-9

C-4
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SILTY CLAY

SAND

15.7

19.3

20

60 55

S-9: 0-8": Brown to light brown, fine to medium SAND,

trace Silt.

8-12": Brown, Silty CLAY, trace fine Sand.

C-4:

S-10: 0- 5": No Recovery.

5-12": Brown, Silty CLAY, trace fine Sand.

S-11: Brown, Silty CLAY, trace fine Sand.

S-12: 0-16": Brown, Silty CLAY, trace fine Sand.

16-24": Light brown, fine to medium SAND, trace Silt.

End of exploration at 20 feet.
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Finish Date: 6/16/2018

Ground Elevation: V. Datum:

Rig Model: 7822DT
Drilling Method:Direct Push

Macro CoreSampler Type:
2.25" O.D.Sampler O.D. (in.):

Sampler Length (in.):5.0'

Depth
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Engineers and Scientists

GZA
GeoEnvironmental, Inc.

Roger ChristensenForeman:
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REVIEWED BY:
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Rockford, Michigan
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H. Datum: MI State Plane S Zone NAD83

Offset of Boring From Original Location:
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SILT & CLAY
CLAY & SILT
Silty CLAY
CLAY

Start Date:

Type of Rig: Geoprobe

Depth
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Boring No.:

SB-B1

Logger Initials:

Allie Hazard

BORING COORDINATES (International Feet):
N E

MISSDIG Ticket Number:
<2 -- Very Soft
2-4 -- Soft
4-8 -- M. Stiff
8-15 -- Stiff
15-30 -- V. Stiff
>30 -- Hard

Pen.
(in)

Rec.
(in)

Sample

0-4 -- Very Loose
4-10 -- Loose
10-30 -- Medium Dense
30-50 -- Dense
>50 -- Very Dense

Granular Soils
Blows/FT Density

Cohesive Soils
Blows/FT Consistency

Plasticity
SM Thread Diameter Rolled

None
1/4"
1/8"
1/16"
1/32"
1/64"

6/16/2018

Final Depth (ft.): 20

Sample Description & Configuration
Modified BurmisterSubmitted

To Lab
PID

(ppm)



1.  Field screening of samples for organic vapors was performed with a MiniRAE 3000 photoionization detector equipped with a
10.6 eV lamp.  Readings above background levels are shown in parts per million by volume (ppmv) of isobutylene.  ND
represents <0.1 ppmv.  Background was ND.
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4-5
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6-8

8-10

10-15

10-12

12-14

C-1

S-1

S-2

S-3

C-2

S-4

S-5

S-6

C-3

S-7

S-8

1

TOPSOIL

SAND

0.7

60

60

60

40

50

54

C-1:

S-1: 0-8": Dark brown, TOPSOIL.

8-23": Brown, fine to medium SAND, some Clay & Silt.

(1" Silt & Clay lens at 17")

23-24": Dark brown, fine to medium SAND, trace Silt,

trace Organics (Roots).

S-2: 0-16": Dark brown, fine to medium SAND, trace Silt,

trace Organics (Roots).

16-24": No Recovery.

S-3: No Recovery.

C-2:

S-4: 0-10": No Recovery.

10-12": Dark brown, fine to medium SAND, tract Silt,

trace Organics (Roots).

S-5: 0-8": Dark brown, fine to medium SAND, tract Silt,

trace Organics (Roots).

8-24:" Brown to light brown, fine to medium SAND, trace

Silt.

S-6: Brown to light brown, fine to medium SAND, trace

Silt.

C-3:

S-7: 0-6": No Recovery.

6-13": Brown to light brown, fine to medium SAND, trace

Silt.

13-20": Dark brown, fine to medium SAND, trace Silt,

trace Organics (Roots).

(1" light brown, fine to medium Sand lens at 17")

20-24": Brown to light brown, fine to medium SAND, trace

Silt.

S-8: Brown-light brown, fine to medium SAND, trace Silt.

ND

0.4

0.6

NA

ND

0.6

0.7

0.7

ND

0.6

0.7

Equipment Installed

Finish Date: 6/16/2018

Ground Elevation: V. Datum:

Rig Model: 7822DT
Drilling Method:Direct Push

Macro CoreSampler Type:
2.25" O.D.Sampler O.D. (in.):

Sampler Length (in.):5.0'

Depth
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PROJECT NO:  16.0062335.53
REVIEWED BY:
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Michigan DEQ
1758 House Street

Rockford, Michigan
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No Equipment Installed

H. Datum: MI State Plane S Zone NAD83

Offset of Boring From Original Location:

SILT
Clayey SILT
SILT & CLAY
CLAY & SILT
Silty CLAY
CLAY

Start Date:

Type of Rig: Geoprobe
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Boring No.:

SB-B2

Logger Initials:

Allie Hazard

BORING COORDINATES (International Feet):
N E

MISSDIG Ticket Number:
<2 -- Very Soft
2-4 -- Soft
4-8 -- M. Stiff
8-15 -- Stiff
15-30 -- V. Stiff
>30 -- Hard

Pen.
(in)

Rec.
(in)

Sample

0-4 -- Very Loose
4-10 -- Loose
10-30 -- Medium Dense
30-50 -- Dense
>50 -- Very Dense

Granular Soils
Blows/FT Density

Cohesive Soils
Blows/FT Consistency

Plasticity
SM Thread Diameter Rolled

None
1/4"
1/8"
1/16"
1/32"
1/64"

6/16/2018

Final Depth (ft.): 20

Sample Description & Configuration
Modified BurmisterSubmitted

To Lab
PID

(ppm)



2.  Groundwater was not encountered during drilling or upon completion.
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S-10
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S-12
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SAND

CLAY AND SILT

SAND

14.9

19.3

20

60 54

S-9: 0-11":  Brown to light brown, fine to medium SAND,

trace Silt.

11-12": Brown, CLAY & SILT, trace fine Sand.

C-4:

S-10: 0-6": No Recovery.

6-11": Brown, CLAY & SILT, trace fine Sand.

S-11: Brown, CLAY & SILT, trace fine sand.

S-12: 0-9": Brown, CLAY & SILT, trace fine Sand.

9-24": Light brown, fine to medium SAND, trace Silt.

End of exploration at 20 feet.
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Finish Date: 6/16/2018

Ground Elevation: V. Datum:

Rig Model: 7822DT
Drilling Method:Direct Push

Macro CoreSampler Type:
2.25" O.D.Sampler O.D. (in.):

Sampler Length (in.):5.0'
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H. Datum: MI State Plane S Zone NAD83

Offset of Boring From Original Location:
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CLAY

Start Date:

Type of Rig: Geoprobe
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Boring No.:

SB-B2

Logger Initials:

Allie Hazard

BORING COORDINATES (International Feet):
N E

MISSDIG Ticket Number:
<2 -- Very Soft
2-4 -- Soft
4-8 -- M. Stiff
8-15 -- Stiff
15-30 -- V. Stiff
>30 -- Hard

Pen.
(in)

Rec.
(in)

Sample

0-4 -- Very Loose
4-10 -- Loose
10-30 -- Medium Dense
30-50 -- Dense
>50 -- Very Dense

Granular Soils
Blows/FT Density

Cohesive Soils
Blows/FT Consistency

Plasticity
SM Thread Diameter Rolled

None
1/4"
1/8"
1/16"
1/32"
1/64"

6/16/2018

Final Depth (ft.): 20

Sample Description & Configuration
Modified BurmisterSubmitted

To Lab
PID

(ppm)
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C-1

S-1

S-2

S-3

C-2

S-4

S-5
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C-3

S-7

S-8

TOPSOIL

SAND

CLAY AND SILT

2

10.6

14

60

60

60

37

54

60

C-1:

S-1: Dark brown, fine to medium SAND, little Organics

(Roots), trace Silt.

S-2: 0-13": Dark brown, fine to medium SAND, trace Silt,

trace Organics (Roots).

13-24": No Recovery.

S-3: No Recovery.

C-2:

S-4: 0-6": No Recovery.

6-24": Brown, fine to medium SAND, trace Silt.

S-5: Light brown, fine to medium SAND, trace Silt.

S-6: Light brown, fine to medium SAND, trace Silt.

C-3:

S-7: 0-7": Light brown, fine to medium SAND, trace Silt.

7-24": Brown, CLAY & SILT.

S-8: Brown, CLAY & SILT.

ND

0.2

0.8

0.3

0.4

0.3

0.2

ND

0.2

0.4

Equipment Installed

Finish Date: 6/23/2018

Ground Elevation: V. Datum:

Rig Model: 7822DT
Drilling Method:Direct Push

Macro CoreSampler Type:
2.25" O.D.Sampler O.D. (in.):

Sampler Length (in.):5.0'

Depth
(ft.)

Engineers and Scientists

GZA
GeoEnvironmental, Inc.

Roger ChristensenForeman:

Chris Melby
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No Equipment Installed

H. Datum: MI State Plane S Zone NAD83

Offset of Boring From Original Location:

SILT
Clayey SILT
SILT & CLAY
CLAY & SILT
Silty CLAY
CLAY

Start Date:

Type of Rig: Geoprobe
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Boring No.:

SB-B3

Logger Initials:

Chris Melby

BORING COORDINATES (International Feet):
N E

MISSDIG Ticket Number:
<2 -- Very Soft
2-4 -- Soft
4-8 -- M. Stiff
8-15 -- Stiff
15-30 -- V. Stiff
>30 -- Hard

Pen.
(in)

Rec.
(in)

Sample

0-4 -- Very Loose
4-10 -- Loose
10-30 -- Medium Dense
30-50 -- Dense
>50 -- Very Dense

Granular Soils
Blows/FT Density

Cohesive Soils
Blows/FT Consistency

Plasticity
SM Thread Diameter Rolled

None
1/4"
1/8"
1/16"
1/32"
1/64"

6/23/2018

Final Depth (ft.): 20

Sample Description & Configuration
Modified BurmisterSubmitted

To Lab
PID

(ppm)



14-15

15-20

15-16

16-18

18-20

S-9

C-4

S-10

S-11

S-12

SAND

CLAY AND SILT

SAND

15.9

16.3

20

60 60

S-9: Light brown, fine to medium SAND, trace Silt.

C-4:

S-10: 0-11": Light brown, fine to medium SAND, trace

Silt.

11-12": Brown, CLAY & SILT.

S-11: 0-4": Brown, CLAY & SILT.

4-12": Dark brown, fine to medium SAND, little Organics

(Roots), trace Silt.

12-24": Light brown, fine to medium SAND, trace Silt.

S-12: Light brown, fine to medium SAND, trace Silt.

End of exploration at 20 feet.

0.3

ND

0.2

0.4

0.4

Finish Date: 6/23/2018

Ground Elevation: V. Datum:

Rig Model: 7822DT
Drilling Method:Direct Push

Macro CoreSampler Type:
2.25" O.D.Sampler O.D. (in.):

Sampler Length (in.):5.0'
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H. Datum: MI State Plane S Zone NAD83

Offset of Boring From Original Location:
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Silty CLAY
CLAY
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Boring No.:

SB-B3

Logger Initials:

Chris Melby

BORING COORDINATES (International Feet):
N E

MISSDIG Ticket Number:
<2 -- Very Soft
2-4 -- Soft
4-8 -- M. Stiff
8-15 -- Stiff
15-30 -- V. Stiff
>30 -- Hard

Pen.
(in)

Rec.
(in)

Sample

0-4 -- Very Loose
4-10 -- Loose
10-30 -- Medium Dense
30-50 -- Dense
>50 -- Very Dense

Granular Soils
Blows/FT Density

Cohesive Soils
Blows/FT Consistency

Plasticity
SM Thread Diameter Rolled

None
1/4"
1/8"
1/16"
1/32"
1/64"

6/23/2018

Final Depth (ft.): 20

Sample Description & Configuration
Modified BurmisterSubmitted

To Lab
PID

(ppm)



1.  Field screening of samples for organic vapors was performed with a MiniRAE 3000 photoionization detector equipped with a
10.6 eV lamp.  Readings above background levels are shown in parts per million by volume (ppmv) of isobutylene.  ND
represents <0.1 ppmv.  Background was ND.
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CLAYEY SILT

SAND

SILT AND CLAY

0.5

1

1.7
2

2.5

10

60

60

60

37

42

56

C-1:

S-1: 0-6": Dark brown, TOPSOIL.

6-12": Brown, fine to medium SAND, some Silt, trace

Organics (Roots).

12-20": Dark brown, SILT, little Organics (Roots), little

fine to medium Sand.

20-24": Brown to dark brown, fine to medium SAND, trace

Clayey Silt, trace Organics (Roots).

S-2: 0-6": Brown, Clayey SILT, trace fine to medium

Sand, trace Organics (Roots).

6-19": Brown to light brown, fine to medium SAND, trace

Silt.

(1" Clayey Silt lens at 8")

19-24": No Recovery.

S-3: No Recovery.

C-2:

S-4: No Recovery.

S-5: 0-6": No Recovery.

6-24": Brown to light brown, fine to medium SAND, trace

Silt.

S-6: Brown to light brown, fine to medium SAND, trace

Silt.

C-3:

S-7: 0-4": No Recovery.

4-20": Brown, SILT & CLAY, trace fine to medium Sand.

S-8: Brown, SILT & CLAY, trace fine to medium Sand.

ND

0.6

0.7

NA

ND

NA

0.2

0.2

ND

0.5

0.6

Equipment Installed

Finish Date: 6/16/2018

Ground Elevation: V. Datum:

Rig Model: 7822DT
Drilling Method:Direct Push

Macro CoreSampler Type:
2.25" O.D.Sampler O.D. (in.):

Sampler Length (in.):5.0'

Depth
(ft.)

Engineers and Scientists

GZA
GeoEnvironmental, Inc.

Roger ChristensenForeman:

Allie Hazard
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Logged By:

GEOPROBE LOG

EXPLORATION NO.:    SB-C1
SHEET:             1 of 2
PROJECT NO:  16.0062335.53
REVIEWED BY:

Drilling Co.:

Michigan DEQ
1758 House Street

Rockford, Michigan

R
E

M
A

R
K

S

No Equipment Installed

H. Datum: MI State Plane S Zone NAD83

Offset of Boring From Original Location:

SILT
Clayey SILT
SILT & CLAY
CLAY & SILT
Silty CLAY
CLAY

Start Date:

Type of Rig: Geoprobe

Depth
(ft)

1

2

3

4

5

6

7

8

9

10

11

12

13

14

No. R
em

ar
k

E
le

v.
(f

t.
)

Stratum
Description

D
ep
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(f

t.
)

Boring No.:

SB-C1

Logger Initials:

Allie Hazard

BORING COORDINATES (International Feet):
N E

MISSDIG Ticket Number:
<2 -- Very Soft
2-4 -- Soft
4-8 -- M. Stiff
8-15 -- Stiff
15-30 -- V. Stiff
>30 -- Hard

Pen.
(in)

Rec.
(in)

Sample

0-4 -- Very Loose
4-10 -- Loose
10-30 -- Medium Dense
30-50 -- Dense
>50 -- Very Dense

Granular Soils
Blows/FT Density

Cohesive Soils
Blows/FT Consistency

Plasticity
SM Thread Diameter Rolled

None
1/4"
1/8"
1/16"
1/32"
1/64"

6/16/2018

Final Depth (ft.): 20

Sample Description & Configuration
Modified BurmisterSubmitted

To Lab
PID

(ppm)



14-15

15-20

15-16

16-18

18-20

S-9

C-4

S-10

S-11

S-12

SILT AND CLAY

SAND

SILT AND CLAY

14.8

19.8
20

60 48

S-9: 0-9": Brown, SILT & CLAY, trace fine to medium

Sand.

9-12": Brown, fine to medium SAND, trace Silt.

C-4:

S-10: No Recovery.

S-11: Brown to light brown, fine to medium SAND, trace

Silt.

S-12: 0-21": Light brown to brown, fine to medium SAND,

trace Silt.

21-24": Brown, SILT & CLAY, trace fine to medium Sand.

End of exploration at 20 feet.

0.9

ND

NA

1.0

0.8

Finish Date: 6/16/2018

Ground Elevation: V. Datum:

Rig Model: 7822DT
Drilling Method:Direct Push

Macro CoreSampler Type:
2.25" O.D.Sampler O.D. (in.):

Sampler Length (in.):5.0'

Depth
(ft.)

Engineers and Scientists

GZA
GeoEnvironmental, Inc.

Roger ChristensenForeman:

Allie Hazard
Stearns Drilling
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Logged By:

GEOPROBE LOG

EXPLORATION NO.:    SB-C1
SHEET:             2 of 2
PROJECT NO:  16.0062335.53
REVIEWED BY:

Drilling Co.:

Michigan DEQ
1758 House Street

Rockford, Michigan

R
E

M
A

R
K

S

H. Datum: MI State Plane S Zone NAD83

Offset of Boring From Original Location:

SILT
Clayey SILT
SILT & CLAY
CLAY & SILT
Silty CLAY
CLAY

Start Date:

Type of Rig: Geoprobe

Depth
(ft)

15

16

17

18

19

20

21

22

23

24

25

26

27

28

No. R
em

ar
k

E
le

v.
(f
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)

Stratum
Description

D
ep
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t.
)

Boring No.:

SB-C1

Logger Initials:

Allie Hazard

BORING COORDINATES (International Feet):
N E

MISSDIG Ticket Number:
<2 -- Very Soft
2-4 -- Soft
4-8 -- M. Stiff
8-15 -- Stiff
15-30 -- V. Stiff
>30 -- Hard

Pen.
(in)

Rec.
(in)

Sample

0-4 -- Very Loose
4-10 -- Loose
10-30 -- Medium Dense
30-50 -- Dense
>50 -- Very Dense

Granular Soils
Blows/FT Density

Cohesive Soils
Blows/FT Consistency

Plasticity
SM Thread Diameter Rolled

None
1/4"
1/8"
1/16"
1/32"
1/64"

6/16/2018

Final Depth (ft.): 20

Sample Description & Configuration
Modified BurmisterSubmitted

To Lab
PID

(ppm)



1.  Field screening of samples for organic vapors was performed with a MiniRAE 3000 photoionization detector equipped with a
10.6 eV lamp.  Readings above background levels are shown in parts per million by volume (ppmv) of isobutylene.  ND
represents <0.1 ppmv.  Background was measured at 0.0 ppmv.

2.  Soil saturated at approximately 14 feet below ground surface.

0-5

0-2

2-4

4-5

5-10

5-6

6-8

8-10

10-15

10-12

12-14

C-1

S-1

S-2

S-3

C-2

S-4

S-5

S-6

C-3

S-7

S-8

1

TOPSOIL

SAND

CLAY AND SILT

SAND

0.5

1.8

2.3

60

60

60

34

53

54

C-1:

S-1: 0-6": Brown, fine to medium SAND, trace Silt, trace

Organics (Roots).

6-22": Brown, fine to medium SAND, trace Silt.

22-24": Brown, CLAY & SILT, some fine to medium Sand,

trace Organics (Roots).

S-2: 0-4": Brown, CLAY & SILT, some fine to medium

Sand, trace Organics (Roots).

4-8": Gray, fine to medium SAND, trace Silt. trace

Organics (Roots).

8-10": Red-brown, fine to medium SAND, trace Silt, trace

Organics (Roots).

10-24": No Recovery.

S-3: No Recovery.

C-2:

S-4: 0-7": No Recovery.

7-12": Brown, fine to medium SAND, trace Silt. trace

Organics (Roots).

S-5: 0-8" Brown, fine to medium SAND, trace Silt. trace

Organics (Roots).

8-24": Brown, fine to medium SAND, trace Silt.

S-6: Brown, fine to medium SAND, trace Silt.

C-3:

S-7: 0-6": No Recovery.

6-9": Brown, fine to medium SAND, trace Silt.

9-13": Brown, fine to medium SAND, trace Silt, trace

Organics (Roots)

13-16": Brown, fine to medium SAND, trace Silt.

16-20": Brown, fine to medium SAND, some Silt & Clay,

trace Organics (Roots).

20-24": Brown, fine to medium SAND, trace Silt.

S-8: Brown, fine to medium SAND, trace Silt.

ND

0.4

0.4

ND

0.6

0.5

0.6

0.1

0.5

0.4

Equipment Installed

Finish Date: 6/25/2018

Ground Elevation: V. Datum:

Rig Model: 7822DT
Drilling Method:Direct Push

Macro CoreSampler Type:
2.25" O.D.Sampler O.D. (in.):

Sampler Length (in.):5.0'

Depth
(ft.)

Engineers and Scientists

GZA
GeoEnvironmental, Inc.

Roger ChristensenForeman:

Joe Workman
Stearns Drilling
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Logged By:

GEOPROBE LOG

EXPLORATION NO.:    SB-C2
SHEET:             1 of 2
PROJECT NO:  16.0062335.53
REVIEWED BY:

Drilling Co.:

Michigan DEQ
1758 House Street

Rockford, Michigan

R
E

M
A

R
K

S

No Equipment Installed

H. Datum: MI State Plane S Zone NAD83

Offset of Boring From Original Location:

SILT
Clayey SILT
SILT & CLAY
CLAY & SILT
Silty CLAY
CLAY

Start Date:

Type of Rig: Geoprobe

Depth
(ft)

1

2

3

4

5

6

7

8

9

10

11

12

13

14

No. R
em

ar
k

E
le

v.
(f

t.
)

Stratum
Description

D
ep
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(f

t.
)

Boring No.:

SB-C2

Logger Initials:

Joe Workman

BORING COORDINATES (International Feet):
N E

MISSDIG Ticket Number:
<2 -- Very Soft
2-4 -- Soft
4-8 -- M. Stiff
8-15 -- Stiff
15-30 -- V. Stiff
>30 -- Hard

Pen.
(in)

Rec.
(in)

Sample

0-4 -- Very Loose
4-10 -- Loose
10-30 -- Medium Dense
30-50 -- Dense
>50 -- Very Dense

Granular Soils
Blows/FT Density

Cohesive Soils
Blows/FT Consistency

Plasticity
SM Thread Diameter Rolled

None
1/4"
1/8"
1/16"
1/32"
1/64"

6/23/2018

Final Depth (ft.): 20

Sample Description & Configuration
Modified BurmisterSubmitted

To Lab
PID

(ppm)



14-15

15-20

15-16

16-18

18-20

S-9

C-4

S-10

S-11

S-12

2

SAND

SILTY CLAY

SAND

16.2

19.3

20

60 56

S-9: Brown, fine to medium SAND, trace Silt.

C-4:

S-10: 0-4": No Recovery.

4-12": Brown, fine to medium SAND, trace Silt.

S-11: 0-2": Brown, fine to medium SAND, trace Silt.

2-24": Gray, Silty CLAY.

S-12: 0-15": Gray, Silty CLAY.

15-24": Brown, fine to medium SAND, trace Silt.

End of exploration at 20 feet.
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0.7

0.4

Finish Date: 6/25/2018

Ground Elevation: V. Datum:

Rig Model: 7822DT
Drilling Method:Direct Push

Macro CoreSampler Type:
2.25" O.D.Sampler O.D. (in.):

Sampler Length (in.):5.0'

Depth
(ft.)

Engineers and Scientists

GZA
GeoEnvironmental, Inc.

Roger ChristensenForeman:

Joe Workman
Stearns Drilling
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Logged By:

GEOPROBE LOG

EXPLORATION NO.:    SB-C2
SHEET:             2 of 2
PROJECT NO:  16.0062335.53
REVIEWED BY:

Drilling Co.:

Michigan DEQ
1758 House Street

Rockford, Michigan

R
E

M
A

R
K

S

H. Datum: MI State Plane S Zone NAD83

Offset of Boring From Original Location:

SILT
Clayey SILT
SILT & CLAY
CLAY & SILT
Silty CLAY
CLAY

Start Date:

Type of Rig: Geoprobe

Depth
(ft)

15

16

17

18

19

20

21

22

23

24

25

26

27

28

No. R
em

ar
k
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le

v.
(f

t.
)

Stratum
Description

D
ep
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(f
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)

Boring No.:

SB-C2

Logger Initials:

Joe Workman

BORING COORDINATES (International Feet):
N E

MISSDIG Ticket Number:
<2 -- Very Soft
2-4 -- Soft
4-8 -- M. Stiff
8-15 -- Stiff
15-30 -- V. Stiff
>30 -- Hard

Pen.
(in)

Rec.
(in)

Sample

0-4 -- Very Loose
4-10 -- Loose
10-30 -- Medium Dense
30-50 -- Dense
>50 -- Very Dense

Granular Soils
Blows/FT Density

Cohesive Soils
Blows/FT Consistency

Plasticity
SM Thread Diameter Rolled

None
1/4"
1/8"
1/16"
1/32"
1/64"

6/23/2018

Final Depth (ft.): 20

Sample Description & Configuration
Modified BurmisterSubmitted

To Lab
PID

(ppm)



1.  Field screening of samples for organic vapors was performed with a MiniRAE 3000 photoionization detector equipped with a
10.6 eV lamp.  Readings above background levels are shown in parts per million by volume (ppmv) of isobutylene.  ND
represents <0.1 ppmv.  Background was ND.
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TOPSOIL
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SILTY CLAY
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C-1:

S-1: 0-9": Dark brown, TOPSOIL.

9-24": Brown, fine to medium SAND, little Silt, trace

Organics (Roots).

S-2: 0-16": Brown, fine to medium SAND, trace Silt. (2"

fine to medium Sand, trace Organics (Roots) at 10")

16-24": No Recovery.

S-3: No Recovery.

C-2:

S-4: No Recovery.

S-5: 0-2": No Recovery.

2-5": Dark brown, fine to medium SAND, trace Silt, trace

Organics (Roots).

5-24": Brown to light brown, fine to medium SAND, trace

Silt.

S-6: Brown to light brown, fine to medium SAND, trace

Silt.

C-3:

S-7: Brown to light brown, fine to medium SAND, trace

Silt.

(color change to dark brown for 1" at 4" and 1" at 9.5")

S-8: 0-11": Brown to light brown, fine to medium SAND,

trace Silt.

11-24": Brown, Silty CLAY, trace fine Sand.

ND

0.6

1.0

NA

0.1

NA

1.1

1.1

ND

1.3

1.0

Equipment Installed

Finish Date: 6/16/2018

Ground Elevation: V. Datum:

Rig Model: 7822DT
Drilling Method:Direct Push

Macro CoreSampler Type:
2.25" O.D.Sampler O.D. (in.):

Sampler Length (in.):5.0'

Depth
(ft.)

Engineers and Scientists

GZA
GeoEnvironmental, Inc.

Roger ChristensenForeman:

Allie Hazard
Stearns Drilling
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Logged By:

GEOPROBE LOG

EXPLORATION NO.:    SB-C3
SHEET:             1 of 2
PROJECT NO:  16.0062335.53
REVIEWED BY:

Drilling Co.:

Michigan DEQ
1758 House Street

Rockford, Michigan

R
E

M
A

R
K

S

No Equipment Installed

H. Datum: MI State Plane S Zone NAD83

Offset of Boring From Original Location:

SILT
Clayey SILT
SILT & CLAY
CLAY & SILT
Silty CLAY
CLAY

Start Date:

Type of Rig: Geoprobe

Depth
(ft)

1

2

3

4

5

6

7

8

9

10

11

12

13

14
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Stratum
Description
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)

Boring No.:

SB-C3

Logger Initials:

Allie Hazard

BORING COORDINATES (International Feet):
N E

MISSDIG Ticket Number:
<2 -- Very Soft
2-4 -- Soft
4-8 -- M. Stiff
8-15 -- Stiff
15-30 -- V. Stiff
>30 -- Hard

Pen.
(in)

Rec.
(in)

Sample

0-4 -- Very Loose
4-10 -- Loose
10-30 -- Medium Dense
30-50 -- Dense
>50 -- Very Dense

Granular Soils
Blows/FT Density

Cohesive Soils
Blows/FT Consistency

Plasticity
SM Thread Diameter Rolled

None
1/4"
1/8"
1/16"
1/32"
1/64"

6/16/2018

Final Depth (ft.): 20

Sample Description & Configuration
Modified BurmisterSubmitted

To Lab
PID

(ppm)



2.  Groundwater was not encountered during drilling or upon completion.
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18-20

S-9
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S-12

2

SILTY CLAY

SAND

17.5

20

60 51

S-9: Brown, Silty CLAY, trace fine Sand.

C-4:

S-10: 0-9": No Recovery.

9-12" Brown, Silty CLAY, trace fine Sand.

S-11: 0-18": Brown, Silty CLAY, trace fine Sand.

18-24": Light brown, fine to medium SAND, trace Silt.

S-12: 0- 7": Light brown, fine to medium SAND, trace Silt.

7-16": Brown, fine to coarse SAND, trace Silt, trace

Gravel.

16-24": Light brown, fine to medium SAND, trace Silt.

End of exploration at 20 feet.

ND
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1.4

1.3

Finish Date: 6/16/2018

Ground Elevation: V. Datum:

Rig Model: 7822DT
Drilling Method:Direct Push

Macro CoreSampler Type:
2.25" O.D.Sampler O.D. (in.):

Sampler Length (in.):5.0'

Depth
(ft.)

Engineers and Scientists

GZA
GeoEnvironmental, Inc.

Roger ChristensenForeman:

Allie Hazard
Stearns Drilling
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Logged By:

GEOPROBE LOG

EXPLORATION NO.:    SB-C3
SHEET:             2 of 2
PROJECT NO:  16.0062335.53
REVIEWED BY:

Drilling Co.:

Michigan DEQ
1758 House Street

Rockford, Michigan

R
E

M
A

R
K

S

H. Datum: MI State Plane S Zone NAD83

Offset of Boring From Original Location:

SILT
Clayey SILT
SILT & CLAY
CLAY & SILT
Silty CLAY
CLAY

Start Date:

Type of Rig: Geoprobe

Depth
(ft)

15
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28
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)

Stratum
Description
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)

Boring No.:

SB-C3

Logger Initials:

Allie Hazard

BORING COORDINATES (International Feet):
N E

MISSDIG Ticket Number:
<2 -- Very Soft
2-4 -- Soft
4-8 -- M. Stiff
8-15 -- Stiff
15-30 -- V. Stiff
>30 -- Hard

Pen.
(in)

Rec.
(in)

Sample

0-4 -- Very Loose
4-10 -- Loose
10-30 -- Medium Dense
30-50 -- Dense
>50 -- Very Dense

Granular Soils
Blows/FT Density

Cohesive Soils
Blows/FT Consistency

Plasticity
SM Thread Diameter Rolled

None
1/4"
1/8"
1/16"
1/32"
1/64"

6/16/2018

Final Depth (ft.): 20

Sample Description & Configuration
Modified BurmisterSubmitted

To Lab
PID

(ppm)
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C-1

S-1

S-2

S-3

C-2

S-4

S-5

S-6

C-3

S-7

S-8

TOPSOIL

SAND

CLAY AND SILT

SAND

2

8.2

9

14

60

60

60

40

55

58

C-1:

S-1: Dark brown, fine to medium SAND, little Organics

(Roots), trace Silt.

S-2: 0-16": Brown, fine to medium SAND, trace Silt.

16-24": No Recovery.

S-3: No Recovery.

C-2:

S-4: Light Brown, fine to medium SAND, trace Silt.

S-5: 0-2": Dark brown-gray, fine to medium SAND, little

Organics (Roots).

2-10": Brown, CLAY & SILT, trace fine Sand.

10-24": Light brown, fine to medium SAND, trace Silt.

S-6: Light brown, fine to medium SAND, trace Silt.

C-3:

S-7: Light brown to brown, fine to medium SAND, trace

Silt.

S-8: Light brown, fine to medium SAND, trace Silt.

ND

0.4

0.8

0.8

0.9

0.6

ND

0.4

0.5

Equipment Installed

Finish Date: 6/23/2018

Ground Elevation: V. Datum:

Rig Model: 7822DT
Drilling Method:Direct Push

Macro CoreSampler Type:
2.25" O.D.Sampler O.D. (in.):

Sampler Length (in.):5.0'

Depth
(ft.)

Engineers and Scientists

GZA
GeoEnvironmental, Inc.

Roger ChristensenForeman:

Chris Melby
Stearns Drilling
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Logged By:

GEOPROBE LOG

EXPLORATION NO.:    SB-D1
SHEET:             1 of 2
PROJECT NO:  16.0062335.53
REVIEWED BY:

Drilling Co.:

Michigan DEQ
1758 House Street
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No Equipment Installed

H. Datum: MI State Plane S Zone NAD83

Offset of Boring From Original Location:

SILT
Clayey SILT
SILT & CLAY
CLAY & SILT
Silty CLAY
CLAY

Start Date:

Type of Rig: Geoprobe

Depth
(ft)

1
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)

Boring No.:

SB-D1

Logger Initials:

Chris Melby

BORING COORDINATES (International Feet):
N E

MISSDIG Ticket Number:
<2 -- Very Soft
2-4 -- Soft
4-8 -- M. Stiff
8-15 -- Stiff
15-30 -- V. Stiff
>30 -- Hard

Pen.
(in)

Rec.
(in)

Sample

0-4 -- Very Loose
4-10 -- Loose
10-30 -- Medium Dense
30-50 -- Dense
>50 -- Very Dense

Granular Soils
Blows/FT Density

Cohesive Soils
Blows/FT Consistency

Plasticity
SM Thread Diameter Rolled

None
1/4"
1/8"
1/16"
1/32"
1/64"

6/23/2018

Final Depth (ft.): 20

Sample Description & Configuration
Modified BurmisterSubmitted

To Lab
PID

(ppm)



14-15

15-20

15-16

16-18

18-20

S-9

C-4

S-10

S-11

S-12

CLAY AND SILT

SAND AND GRAVEL

SAND

17.7

19

20

60 56

S-9: Brown, CLAY & SILT.

C-4:

S-10: Brown, CLAY & SILT.

S-11: 0-20": Brown, CLAY & SILT.

20-24": Brown, medium to coarse SAND, little Gravel.

S-12: 0-14": Brown, medium to coarse SAND and

GRAVEL.

14-24": Brown fine to medium SAND, trace Silt.

End of exploration at 20 feet.

0.3

ND

0.3

0.4

0.3

Finish Date: 6/23/2018

Ground Elevation: V. Datum:

Rig Model: 7822DT
Drilling Method:Direct Push

Macro CoreSampler Type:
2.25" O.D.Sampler O.D. (in.):

Sampler Length (in.):5.0'

Depth
(ft.)

Engineers and Scientists

GZA
GeoEnvironmental, Inc.

Roger ChristensenForeman:

Chris Melby
Stearns Drilling
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H. Datum: MI State Plane S Zone NAD83

Offset of Boring From Original Location:

SILT
Clayey SILT
SILT & CLAY
CLAY & SILT
Silty CLAY
CLAY

Start Date:

Type of Rig: Geoprobe

Depth
(ft)
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17
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24
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28
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Boring No.:

SB-D1

Logger Initials:

Chris Melby

BORING COORDINATES (International Feet):
N E

MISSDIG Ticket Number:
<2 -- Very Soft
2-4 -- Soft
4-8 -- M. Stiff
8-15 -- Stiff
15-30 -- V. Stiff
>30 -- Hard

Pen.
(in)

Rec.
(in)

Sample

0-4 -- Very Loose
4-10 -- Loose
10-30 -- Medium Dense
30-50 -- Dense
>50 -- Very Dense

Granular Soils
Blows/FT Density

Cohesive Soils
Blows/FT Consistency

Plasticity
SM Thread Diameter Rolled

None
1/4"
1/8"
1/16"
1/32"
1/64"

6/23/2018

Final Depth (ft.): 20

Sample Description & Configuration
Modified BurmisterSubmitted

To Lab
PID

(ppm)



1.  Field screening of samples for organic vapors was performed with a MiniRAE 3000 photoionization detector equipped with a
10.6 eV lamp.  Readings above background levels are shown in parts per million by volume (ppmv) of isobutylene.  ND
represents <0.1 ppmv.  Background was measured at 0.1 ppmv.

0-5

0-2

2-4

4-5

5-10

5-6

6-8

8-10

10-15

10-12

12-14

C-1

S-1

S-2

S-3

C-2

S-4

S-5

S-6

C-3

S-7

S-8

1

TOPSOIL

SAND

SILTY CLAY

SAND

0.3

1.8

2.3

60

60

60

32

45

60

C-1:

S-1: 0-4": Dark brown, fine to medium SAND, little Silt &

Clay, trace Organics (Roots).

4-22": Brown, fine to medium SAND, trace Gravel, trace

Silt, trace Organics (Roots).

22-24": Gray, Silty CLAY, trace fine to medium SAND,

trace Organcis (Roots).

S-2: 0-4": Gray, Silty CLAY, trace fine to medium SAND,

trace Organcis (Roots).

4-8": Brown, fine to medium SAND, trace Silt,.

8-24": No Recovery.

S-3: No Recovery.

C-2:

S-4: No Recovery.

S-5: 0-3": No Recovery.

3-24": Brown, fine to medium SAND, trace Silt.

S-6: Brown, fine to medium SAND, trace Silt.

C-3:

S-7: Brown, fine to medium SAND, trace Silt.

S-8: Brown, fine to medium SAND, trace Silt.

0.1

1.1

1.0

0.1

0.5

1.0

0.1

1.1

0.9

Equipment Installed

Finish Date: 6/25/2018

Ground Elevation: V. Datum:

Rig Model: 7822DT
Drilling Method:Direct Push

Macro CoreSampler Type:
2.25" O.D.Sampler O.D. (in.):

Sampler Length (in.):5.0'

Depth
(ft.)

Engineers and Scientists

GZA
GeoEnvironmental, Inc.

Roger ChristensenForeman:

Joe Workman
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No Equipment Installed

H. Datum: MI State Plane S Zone NAD83

Offset of Boring From Original Location:

SILT
Clayey SILT
SILT & CLAY
CLAY & SILT
Silty CLAY
CLAY

Start Date:

Type of Rig: Geoprobe

Depth
(ft)

1
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3

4

5
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7

8
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Boring No.:

SB-E1

Logger Initials:

Joe Workman

BORING COORDINATES (International Feet):
N E

MISSDIG Ticket Number:
<2 -- Very Soft
2-4 -- Soft
4-8 -- M. Stiff
8-15 -- Stiff
15-30 -- V. Stiff
>30 -- Hard

Pen.
(in)

Rec.
(in)

Sample

0-4 -- Very Loose
4-10 -- Loose
10-30 -- Medium Dense
30-50 -- Dense
>50 -- Very Dense

Granular Soils
Blows/FT Density

Cohesive Soils
Blows/FT Consistency

Plasticity
SM Thread Diameter Rolled

None
1/4"
1/8"
1/16"
1/32"
1/64"

6/25/2018

Final Depth (ft.): 20

Sample Description & Configuration
Modified BurmisterSubmitted

To Lab
PID

(ppm)



2.  Soil saturated at approximately 17 feet below ground surface.

14-15

15-20

15-16

16-18

18-20

S-9

C-4

S-10

S-11

S-12

2

SAND

SILTY CLAY

17.8

20

60 60

S-9: Brown, fine to medium SAND, trace Silt.

C-4:

S-10: Brown, fine to medium SAND, trace Silt.

S-11: 0-21": Brown, fine to medium SAND, trace Silt.

21-24": Gray, Silty CLAY.

S-12: Gray, Silty CLAY.

End of exploration at 20 feet.

0.8

0.1

1.1

0.9

0.9

Finish Date: 6/25/2018

Ground Elevation: V. Datum:

Rig Model: 7822DT
Drilling Method:Direct Push

Macro CoreSampler Type:
2.25" O.D.Sampler O.D. (in.):

Sampler Length (in.):5.0'

Depth
(ft.)

Engineers and Scientists

GZA
GeoEnvironmental, Inc.

Roger ChristensenForeman:

Joe Workman
Stearns Drilling
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H. Datum: MI State Plane S Zone NAD83

Offset of Boring From Original Location:

SILT
Clayey SILT
SILT & CLAY
CLAY & SILT
Silty CLAY
CLAY

Start Date:

Type of Rig: Geoprobe

Depth
(ft)

15

16

17

18

19

20

21
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24

25

26

27

28
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)

Stratum
Description
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Boring No.:

SB-E1

Logger Initials:

Joe Workman

BORING COORDINATES (International Feet):
N E

MISSDIG Ticket Number:
<2 -- Very Soft
2-4 -- Soft
4-8 -- M. Stiff
8-15 -- Stiff
15-30 -- V. Stiff
>30 -- Hard

Pen.
(in)

Rec.
(in)

Sample

0-4 -- Very Loose
4-10 -- Loose
10-30 -- Medium Dense
30-50 -- Dense
>50 -- Very Dense

Granular Soils
Blows/FT Density

Cohesive Soils
Blows/FT Consistency

Plasticity
SM Thread Diameter Rolled

None
1/4"
1/8"
1/16"
1/32"
1/64"

6/25/2018

Final Depth (ft.): 20

Sample Description & Configuration
Modified BurmisterSubmitted

To Lab
PID

(ppm)




